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GENERAL  REPORT. 


The  following  report  comprises  the  general  work  of  the  State 
Board  of  Health  of  Massachusetts  for  the  year  ending  Sept.  30, 
1893. 

The  following  are  the  subjects  embraced  in  this  report :  — 

Report  to  the  Legislature  upon  Water  Supply  and  Sewerage,  includ- 

IMG  the  ADTICK  of  THE  BOARD  GF^EN  UNDER  THE  PROVISIONS  OF  CHAPTER 

875  OF  THE  Acts  of  1888. 

SUMMART  OF  WEEKLY  MORTALITY  ReTXTRNS  FROM  CiTIES  AND  TOWNS. 

Reports  of  Infectious  Diseases. 
Reports  upon  Food  and  Drug  Inspection. 
iKFEcnoes  Disease  Hospitals. 
Health  of  Towns. 

The  foUowing  members  comprised  the  Board  in  1893 :  — 


Henry  P.  Walcott,  Chairman, 


Frank  W.  Draper. 
HiRAH  F.  Mills. 
Elijah  U.  Jones. 


Joseph  W.  Hastings. 
Gerard  C.  Tobey. 
Morris  Sohaff. 


J.  H.  Saymofid  resigned  in  January,  and  G.  C.  Tobey  of  Ware* 
ham  was  appointed  in  his  place. 

General  Schaff  resigned  in  August,  1893,  and  J.  W.  Hull  of  Pitts- 
field  was  appointed  in  his  place. 

Dr.  Elijah  U.  Jones  of  Taunton  died  in  November,  1893.  He  had 
been  a  member  of  the  Board  since  its  reorganization  in  1886,  and 
had  taken  a  deep  and  continued  interest  in  the  work  of  the  Board 
&om  the  beginning  of  his  connection  with  it. 

C.  H.  Porter  of  Quincy  was  appointed  in  February,  1894,  to  fill 
the  place  made  vacant  by  the  death  of  Dr.  Jones. 
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viii  STATE  BOARD  OF  HEALTH.  [Jan. 

iNFEonous  Diseases. 
Stnall'pox. 

During  the  ten  years  ending  with  1892,  the  State  had  been  com- 
paratively exempt  from  small-pox,  the  average  annual  number  of 
deaths  from  this  cause  in  the  State  for  the  ten  years  1883-92  being 
less  than  five,  or  two  and  one-half  per  million  inhabitants ;  and,  while 
the  same  statement  of  exemption  is  true  of  nearly  all  of  the  United 
States  for  the  same  period,  it  is  almost  unparalleled  in  the  experience 
of  any  foreign  country  except  Germany  and  Sweden. 

The  following  table  presents  the  comparative  mortality  of  several 
countries  from  this  cause  for  a  period  of  four  years :  — 

Average  Annual  Mortality  from  Small-poz  per  Million  InhaMtanU^  1886-1889^ 

Four  Years, 


C0UNTBIE8. 


Annoal  I>«aUi>nUe  per 

MllUon  InhaUUnts 

from  Small-pox. 


Germany,    . 

Sweden, 

Belgium, 

Great  Britain, 

Italy,    .        . 

Holland, 

Austria, 

Russia  I 

Switzerland, 

Spain,  . 

Massachusetts, 


8.6 

0.9 

164.0 

16.0 

636.0 

6.7 

471.0 

231.0 

18.6 

963.0 

2.1* 


*  The  epidemic  of  1803-94  iBcreaees  this  average  to  about  8.6  per  million  inhabitants  for  a  period  of 
ten  years. 

The  unusual  immunity  of  Germa\iy,  with  a  population  of  nearly 
fifty  millions,  surrounded  and  menaced  by  countries  with  an  almost 
constant  prevalence  of  small-pox,  is  undoubtedly  due  largely  to  the 
excellence  of  its  vaccination  laws  and  the  thorough  manner  of  their 
enforcement. 

In  1883  a  statute  was  enacted  in  Massachusetts  requiring  that 
every  case  of  small-pox  should  be  reported  to  the  State  Board  of 
Health.  Soon  after  the  enactment  of  this  statute  a  circular  was 
prepared  in  which  not  only  the  fact  of  the  existence  of  the  disease 
was  recognized  but  also  other  facts  which  were  deemed  essential  to  a 
complete  record. 
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From  these  notices  the  following  statistics  are  compiled  for  the 
nine  years  ending  with  1893  :  — 


SmaU-pox  in  MasaachusetU,  1885-1893, 


TiASS. 

8MAU.-P0Z. 

Vacouated. 

Umvagoikatbd. 

DOCBTPUL  OB  UH- 
KNOWN. 

Total 
Cases. 

Total 
Deaths. 

Per 
Cent. 

Cases. 

Deaths. 

Per 
Cent 

Cases. 

Deaths. 

Per 
Cent. 

Cases. 

Deaths. 

Per 
Cent. 

1885,        .        . 
1888,       .        . 

1887,  .        . 

1888,  .        . 
1889, 

MQO.        .        . 

1891,  .        . 

1892,  .        . 

1893,  .        . 

32 
2 
13 
32 
15 
0 
5 
10 
44 

11 

2 
6 

- 

7 
1 
6 
15 
11 
2 
1 
7 
11 

0 
1 
0 
1 

1 

0 

- 

13 

5 
18 
8 
2 
3 
10 
27 

0 

2 
8 
1 

1 
1 
6 

- 

12 
1 
2 
4 
1 
2 
1 
2 
6 

2 
0 
2 
1 
1 
1 

1 
0 

- 

168 

84 

20.2 

61 

8 

4.9 

76 

28 

80.8 

81 

8 

25.8 

Summary, — There  were  in  all  168  reported  cases  in  the  nine 
years  (1885-93),  and  34  deaths,  or  20.2  per  cent,  of  the  whole. 

Of  this  number  61  were  vaccinated,  and  of  these  3  or  only  4.9 
per  cent.  died. 

The  unvaccinated  were  76  in  number,  of  whom  23  or  30.3  per 
cent.  died. 

There  were  also  31  in  whom  the  facts  as  to  vaccination  were 
doubtful  or  not  reported,  and  of  this  number  8  or  25.8  per  cent, 
died. 

By  this  it  appears  that  the  vaccinated  had,  as  compared  with  the 
unvaccinated,  a  six-fold  immunity  from  death  by  small-pox,  which 
corresponds  fairly  with  other  observations  upon  larger  numbers. 
To  this  statement  it  should  be  added  that  in  very  many  of  the  cases 
recorded  as  vaccinated,  and  especially  among  adults,  there  had  been 
but  one  vaccination,  and  often  a  single  scar  only,  and  that  of  an 
imperfect  character. 

The  following  table  contains  the  principal  items  gathered  from 
the  reports  of  cases  of  small-pox  made  to  the  State  Board  of  Health 
under  the  provisions  of  chapter  138  of  the  Acts  of  1883  during  the 
year  1893. 
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[Jan. 


Becord  of  Cases  of  Small-pox  reported  to  the  State  Board  of  Health  during  the 
Year  1893,  under  the  Promsions  of  Chapter  138  of  the  Acts  of  1883, 


1 

0 

Date 

Place 

NaUonaUty 

of 

of 

of 

Occupation. 

Age. 

If 

il 

i 

Report. 

Occarrence. 

Patient. 

!  ^ 

£1 

1 

1  1  Jan.     9, 

New  Bedford.    . 

Portuguese, 

Housewife,      . 

26 years.,  F. 

Yes. 

. 

. 

2    Jan/    9, 

New  Bedford,    . 

Portuguese, 

.                   . 

16  mos.  '  F. 

Yes. 

. 

. 

3    Jan.   29, 

Westfieid,  . 

American, . 

Father   an   iron- 
moulder. 

14 years.,  M. 

No. 

- 

- 

4    Jan.    29, 

Westfleld,  . 

American,  . 

Whip  maker,  . 

16     "       M. 

No. 

- 

. 

5    Jan.    29, 

Westfieid,  . 

American, . 

-                   — 

12     •«       M. 

No. 

— 

- 

6    Jan.   29, 

Westfleld,  . 

American,  . 

-                   . 

6  mos.  1  F. 

No. 

. 

1 

7    Jan.   29, 

Westfleld,  . 

American,  . 

«                   . 

6  years.  M. 

No. 

. 

1 

8     Feb.   17, 

Springfield, 

Irish,  .        .        . 

Brass  worker, 

25  years. 

M. 

Yes. 

1 

9     Mar.     4. 

Sprinsfleld, 

American,  • 

Corset  maker. 

28     " 

F. 

No. 

. 

10     Mar.  26,  .  Weatfield,  . 

Gorman,     . 

Adult. 

M. 

- 

— 

- 

11  1  April  3,  1  Westfleld,  . 

Fr.  Canadian,     . 

I                   I 

Adult. 

F. 

. 

. 

12  ,  April  12.  1  North  Adams,    . 

Irish,  . 

Rag  cutter, 

16     " 

F. 

Yes. 

• 

13    June    6,  1  Pepperell,  . 

French, 

Rag  sorter. 

22     ••       F. 

No. 

. 

14  '  Sept.  21.    Holyoke,    . 

Italian, 

Bookbinder,    . 

36  years.!  M. 

Yes. 

1 

• 

16  i  Oct.     2,  1  Holyoke,    . 

lulian, 

.                   . 

lyear.    M. 

No. 

1 

. 

16  ,  Oct.     8,    Holyoke,    . 

Fr.  Canadian,     . 

Housewife,      . 

40  years.'  F. 

No. 

« 

• 

17  ;  Oct.    20,  1  Boston, 

English,      . 

11     ••       M. 

Yes. 

.2 

. 

18  1  Nov.    6,  '  Boston, 

Irish,  . 

laborer, . 

17     "     1  M. 

No. 

. 

« 

19  ,  Nov.  18,  i  Boston, 

Irish,  .        .        . 

.                   « 

13     "       F. 

Yes. 

2 

. 

20  :  Nov.  13,    Boston, 

Irish,  . 

Housewife, 

25     ••        F. 

Yes. 

8 

« 

21  1  Nov.  13,  1  Boston, 

American, . 

3   ••    If. 

No. 

« 

• 

22  ,  Nov.  13,  1  Boston, 

American,  . 

.                  . 

ly.9m.  M. 

No. 

« 

. 

23    Nov.  18,    Boston. 

American,  . 

.                   . 

4  years.  F. 

No. 

. 

. 

24  I  Nov.  19,    Boston, 

Irish.  .        .        . 

Stableman, 

28     •• 

M. 

Yes. 

2 

. 

26     Nov.  19,  ;  Boston, 

Irish,  . 

Housewife, 

30     •• 

F. 

Yes. 

2 

. 

26    Deo.     7,  1  Boston, 

Br.  Provinces,    . 

Schoolboy, 

14     •« 

M. 

- 

0 

. 

27    Dec.     7,  ,  Boston, 

Br.  Provinces,   . 

Errand  boy,    . 

17     " 

M. 

No. 

« 

28    Dec.     7, 1  Boston,       . 

Br.  Provinces,    . 

Salesman, 

22     " 

M. 

No. 

• 

. 

29  1  Dec.     8,  ,  Boston, 

Br.  Provinces,    . 

Table  giri,       . 

20     •' 

F. 

No. 

. 

. 

80  1  Dec.     8,    Boston.       . 

Br.  Provinces,    . 

School  glri,      . 

10     «• 

F. 

No. 

. 

. 

81  1  Dec.     8, 

Boston, 

Br.  Provinces,    . 

•                   - 

16     •• 

F. 

No. 

. 

— 

32  1  Dec.     8, 

Boston, 

Br.  Provinces,    . 

.                   . 

19     •• 

F. 

No. 

. 

1 

83  '  Dec.     9, 

Boston, 

Br.  Provinces,    . 

Carpenter, 

64     " 

M. 

Yes. 

2 

• 

84  ,  Dec.     9, 

Boston, 

Br.  Provinces,    . 

- 

26     •• 

F. 

No. 

. 

1 

86     Deo.  10, 

Boston, 

Br.  Provinces,   . 

Domestic, 

19     " 

F. 

No. 

. 

. 

86  !  Dec.  12. 

Somerville, 

Br.  Provinces,    . 

Harness  maker, 

18     "     1  M. 

No. 

« 

_ 

87 

Dec.  13, 

Boston, 

American,  . 

.                   . 

Imo.    IF. 

No. 

« 

1 

88 

Dec.  14, 

Boston, 

Br.  Provinces,    . 

Domestic, 

18  years.  F. 

• 

. 

m. 

89 

Dec.  15. 

Boston, 

Br.  Provinces,    . 

Domestic, 

20     " 

F. 

- 

» 

. 

40 

Dec.  16. 

Boston, 

Br.  Provinces,    . 

Domestic. 

21     •• 

F. 

No. 

. 

1 

41 

Dec.  21. 

Boston,       • 

Br.  Provinces,    . 

Housewife, 

24     " 

F. 

No. 

. 

42  1  Dec.  23. 

Boston, 

Br.  Provinces,    . 

Domestic, 

19     " 

F. 

No. 

. 

« 

43  ,  Dec.  23. 

Boston, 

Br.  Provinces,    . 

Shoemaker,     . 

26     " 

M. 

No. 

. 

. 

44 

Dec.  26, 

Lowell,       . 

22     " 

M. 

- 

- 

Notes.  ~  1,2.  Vaccinated  about  seven  months  since.  4  and  6.  Vaccinated  unsuccessfully  when  a 
child ;  no  further  attempt  was  made.  8.  Vaccinated  twenty-four  and  eighteen  years  ago,  and  had  varioloid. 
9.  Contracted  from  No.  3.  12.  Vaccinated  six  years  since.  14.  Vaccinated  twenty-flve  years  ago;  one 
small  scar.  16.  Vaccinated  ten  days  before.  17.  Imperfect  scars.  19.  Vaccinated  in  Infancy ;  contracted 
small-pox  on  steamer  *' Catalonia,"  from  Liverpool.  20.  Vaccinated  in  Infancy  and  nine  years  ago. 
Nob.  18, 19  and  20  were  contracted  from  No.  17.  24.  Vaccinated  in  Infancy  and  November  6;  contracted 
from  No.  16.  26.  Vaccinated  In  Infancy  and  November  6.  33.  Vaccinated  In  Infancy;  two  Imperfect 
scars.    38.  Vaccinated  December  8;  too  late  to  take  effect.    89.  Vaccinated  December  7. 

These  forty-four  cases  present  several  points  which  are  worthy  of 
note.  Most  of  the  cases  (43  out  of  44)  occurred  in  the  cities  and 
large  towns.  Out  of  the  first  sixteen  cases  which  occurred  during 
the  year,  eleven  occurred  in  places  where  paper  mills  using  rags 
exist.     There   has  been  no  serious  epidemic  of  small-pox  in   the 
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State  during  the  past  twenty-five  years  ia  which  cases  have  not 
occurred  in  considerable  numbers  in  such  cities  and  towns,  and 
while  only  two  of  the  persons  in  the  foregoing  list  are  reported  aa 
being  employed  in  handling  rags,  several  of  the  others  are  known  to 
have  lived  in  the  same  families  or  tenements  with  persons  so 
employed. 

Ten  only  out  of  the  forty-four  are  reported  as  having  been  of 
American  birth. 

Out  of  the  whole  number  25  or  56.8  per  cent,  were  females,  a 
circumstance  which  is  quite  unusual  since  the  majority  of  cases  are 
commonly  men. 

Of  the  whole  number,  8  were  under  five  years  of  age,  6  were 
school-children  or  children  of  school  age,  eight  to  fourteen  years, 
and  of  these,  3  were  unvaccinated. 

Vaccination.  —  In  consequence  of  the  unusual  prevalence  of  small- 
pox during  the  past  season  it  seems  proper  to  state  some  of  the 
principles  relating  to  vaccination  as  clearly  as  possible. 

The  experience  of  nearly  a  century  with  vaccination  has  demon- 
strated its  protective  power  beyond  a  reasonable  doubt.  This 
power,  however,  is  not  absolute,  nor  does  it  continue  throughout 
adult  life.  Hence  it  is  desirable  that  revaccination  should  be  per- 
formed at  or  before  the  period  of  puberty. 

The  provisions  of  the  German  law  afford  a  very  good  rule  in  this 
respect.  It  is  therein  required  that  every  child  shall  be  vaccinated 
before  the  September  of  the  year  following  its  birth,  and  that  every 
school-child  shall  be  re-vaccinated  during  its  twelfth  year. 

The  result  of  the  enactment  of  this  law  in  1874  has  been  the  almost 
complete  extinction  of  small-pox  in  Germany  since  that  date.  Ia 
the  six  largest  cities  of  the  empire  the  mortality  from  small-pox  was 
reduced  from  92  per  .100,000  of  the  population  to  1.4  in  the  tea 
years  after  the  enactment  of  the  law. 

The  opposition  to  the  practice  of  vaccination  is  by  no  means 
new.  It  is  coeval  with  the  discovery  of  this  extremely  valuable 
means  of  disease  prevention,  and  the  past  century  has  developed 
nothing  new  on  the  part  of  its  opponents,  while  vaccination  itself 
has  received  the  strongest  support  in  the  brilliant  researches  of 
Pasteur  and  others  in  the  direction  of  protective  inoculation  for 
other  diseases. 

The  first  secretary  of  the  State  Board  of  Health,  Dr.  Derby,  said 
of  vaccination :  — 
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We  may  turn  the  question  with  ingenious  skill,  so  that  its  many  facets 
shall  reflect  a  multitude  of  curious  lights,  and  after  all  we  find  that  we  rest 
in  a  security  against  this  most  horrid  pestilence  unknown  to  former  gener- 
ations. 

The  operation  of  vaccination  should  always  be  conducted  with  the 
greatest  care.  The  following  rules  (modified  from  those  of  the 
Local  Government  Board  of  England)  may  be  observed  with  advan- 
tage :  — 

1.  In  the  vaccination  of  infants  ascertain  that  there  is  not  any  febrile 
condition,  or  irritation  of  the  bowels,  or  an  unhealthy  state  of  the  skin ; 
especially  any  chafing  or  eczema  behind  the  ears  or  in  the  groin,  or  else- 
where in  the  folds  of  the  skin.  Where  there  has  been  recent  exposure  to 
the  infection  of  measles  or  scarlet-fever,  and  where  erysipelas  prevails  in 
the  place  of  residence,  vaccination  should  be  delayed  for  a  month,  or  until 
danger  of  other  infection  has  passed. 

2.  In  all  ordinary  cases  of  primary  vaccination,  make  at  least  two  in- 
sertions of  lymph  not  less  than  a  half  inch  apart.  It  is  desirable  that  the 
total  area  of  vesiculation  on  the  same  day  of  the  week  following  the  vacci- 
nation should  amount  to  not  less  than  a  half  of  a  square  inch. 

3.  Direct  that  care  be  taken  for  keeping  the  vesicles  uninjured  during 
their  progress,  and  for  avoiding  the  premature  removal  of  the  crusts.  Do 
not  use  any  needless  means  of  "  protection"  or  of  "  dressing"  to  a  vac- 
cinated arm ;  but,  if  in  a  particular  case,  you  find  reason  for  means  of 
*'  protection"  or  of  *'  dressing,"  define  the  material  and  the  manner  of  use 
of  the  appliances  best  adapted  to  the  case,  avoiding  all  such  as  cannot  be 
readily  destroyed  and  replaced  whenever  they  become  soiled. 

4.  Keep  a  careful  record  of  vaccinations,  in  which  may  be  placed  the  fol- 
lowing items :  date  of  vaccination,  name,  age  and  sex  of  child,  character 
and  source  of  lymph  used,  number  of  insertions,  result  of  inspection  at 
end  of  a  week,  remarks,  abnormal  appearances,  etc. 

Record  as  "successful"  only  those  cases  in  which  a  normal  vesicle  has 
been  produced.  In  cases  of  revaccination  record  as  successful  only  those 
cases  in  which  either  vesicles,  normal  or  modified,  or  papules  surrounded 
by  areolae,  have  resulted. 

5.  Use  bovine  lymph  preferably.  In  times  of  epidemics  of  small-pox, 
and  especially  in  cases  where  persons  about  to  be  vaccinated  have  been 
recently  exposed  to  small-pox,  the  age  of  the  lymph  (lime  since  it  was 
taken  from  the  animal)  should  be  definitely  ascertained,  and  in  such  cases 
recent  lymph  should  always  be  employed  in  preference  to  that  which  is 
more  than  ten  days  old.  If  bovine  lymph  cannot  be  obtained  and  the 
lymph  from  a  healthy  infant  taken  on  the  seventh  day  after  vaccination 
can  be  had,  this  may  be  used.     Humanized  lymph  should  never  be  taken 
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from  cases  of  revaccination,  but  invariably  from  a  primary  case  and  from 
an  infant  in  good  health  and  of  healthy  parentage. 

6.  Keep  in  good  condition  the  lancets  or  other  instruments  employed 
for  vaccination  and  use  them  for  no  other  purpose. 

When  vaccinating,  have  a  clean  napkin  and  a  glass  of  water  containing  a 
disinfectant  at  your  side,  with  which  invariably  cleanse  the  lancet  after 
each  operation  before  proceeding  to  another.  Dipping  the  lancet  in  strong 
alcohol  and  immediately  passing  it  through  the  flame  of  a  lamp  undoubtedly 
serves  to  sterilize  it. 

Never  use  an  ivory  point  a  second  time  either  for  the  conveyance  or  for 
the  storage  of  lymph,  but  when  they  have  been  put  to  their  proper  use, 
break  or  otherwise  destroy  them. 

"  The  best  results,  on  the  whole,  are  those  which  follow  the  plan  of 
scarification  or  abrasion."  —  Seaton. 

The  greatest  care  should  be  taken  in  performing  the  operation  to  secure 
aseptic  conditions,  in  other  words,  absolute  cleanliness.  For  this  purpose 
the  place  of  insertion,  preferably  the  outer  and  anterior  part  of  the  arm 
from  three  to  five  inches  below  the  bend  of  the  shoulder,  should  be  washed 
with  soap  and  water  and  then  wiped  dry. 

Scarify  or  lightly  abrade  the  surface  in  at  least  two  places  about  an  inch 
apart,  until  the  scarified  spots  appear  slightly  red  and  moist,  but  not  enough 
to  draw  blood  freely. 

Moisten  the  ivory  slips  slightly  at  the  points  with  pure  water,  and  wipe 
off  the  lymph  upon  the  scarified  places,  using  at  least  two  points  for  each 
person  vaccinated. 

Never  use  one  point  for  two  persons. 

The  after  ti*eatment :  If  any  blood  remains  at  the  points  of  insertion  it 
should  be  allowed  to  dry,  and  should  not  be  washed  off  until  the  third 
morning  after  vaccination,  when  it  may  be  removed  by  washing  gently  with 
a  little  pure  warm  water  and  a  clean  flannel  or  linen  cloth.  After  this,  a 
clean  piece  of  soft  linen  may  be  sewed  around  the  arm  to  prevent  the  sleeve 
from  chafing  the  vesicles.     This  should  be  changed  daily. 

7.  The  vaccinator  should  in  all  cases  require  that  each  vaccinated  person 
should  appear  at  the  end  of  a  week  for  inspection,  and  especially  in  each 
case  of  primary  vaccination,  if  the  operation  proves  ineffectual,  the  vacci- 
nation should  be  repeated  with  fresh  lymph. 

Cases  of  Doubtful  Diagnosis.  —  In  all  of  the  comparatively  slight 
epidemics  of  small-pox  which  have  occurred  in  recent  years  there  has 
been  a  considerable  number  of  cases  in  which  the  diagnosis,  especi- 
ally in  the  early  stage  of  the  disease,  was  more  or  less  involved  in 
doubt,  and  this  was  particularly  true  of  those  cases  which  occurred 
in  the  practice  of  young  physicians  who  have  entered  upon  practice 
since  the  epidemic  of  1872-73.  ^         , 
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Cases  of  measles,  of  chicken-pox,  as  well  as  some  of  the  ordinary 
forms  of  skin  diseases,  have  been  mistaken  for  small-pox,  while 
cases  of  genuine  variola  have  been  reported  as  chicken-pox,  measles, 
etc.  This  fact  is  not  to  be  wondered  at  when  it  is  known  that  small- 
pox has  been  of  such  rare  occurrence  during  the  twenty  years  inter- 
vening between  1873  and  1893  that  probably  not  one  physician  in 
a  hundred  in  the  State  has  met  with  a  single  case  during  that 
time. 

In  consequence  of  this  fact  it  is  desirable  that  any  doubtful  cases 
occurring  in  the  practice  of  physicians  who  are  not  familiar  with  the 
natural  history  of  the  disease  should  be  examined  in  consultation 
with  a  physician  who  has  had  experience  in  such  cases.  Much 
doubt  and  much  annoyance  to  communities  where  such  cases  may 
occur  may  thus  be  avoided,  and  in  some  instances  serious  outbreaks 
may  be  prevented. 

Other  Infectious  Diseases. 

From  such  reports  as  have  been  received  from  local  boards  of 
health  during  1893  it  appears  that  the  prevalence  of  diphtheria  and 
typhoid  fever  has  differed  but  little  in  severity  from  that  of  the  pre- 
vious year.  The  number  of  reported  cases  and  deaths  from  each  of 
these  causes  was  but  little  greater  for  each  disease. 

From  scarlet  fever  the  reported  cases  and  deaths  were  much 
larger  in  number  than  those  of  either  1891  or  1892. 

From  measles  the  cases  and  deaths  were  greater  than  those  of 
1891  and  very  largely  in  excess  of  those  of  1892. 

The  statistics  giving  the  number  of  reported  cases  and  of  reported 
deaths,  together  with  the  ratios  of  fatality,  may  be  found  at  page 
741,  under  the  head  of  Health  of  Towns. 

Many  requests  were  received  during  the  year  for  advice  in  regard 
to  the  management  and  control  of  infectious  diseases,  and  visits 
were  made  to  Provincetown,  Newburyport,  Ludlow,  Somerville, 
Dalton,  Hanover,  Douglas,  Falmouth,  Rowley,  Topsfield  and  other 
places  for  the  purpose  of  investigating  local  outbreaks  of  typhoid 
fever,  scarlet  fever  and  diphtheria,  and  for  affording  such  assistance 
to  local  boards  of  health  as  it  was  in  the  power  of  the  State  Board 
to  give. 
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Notification  of  Infectious  Diseases, 

Among  the  different  measures  employed  by  sanitary  authorities 
for  the  prevention  of  the  spread  of  infectious  diseases,  the  notifica- 
tion of  the  occurrence  of  such  diseases  now  occupies  a  prominent 
place.  Municipal  authorities  especially  should  have  the  requisite 
power  everywhere  to  require  immediate  notice  to  be  given  them  of 
every  fresh  outbreak  of  diseases  dangerous  to  the  public  health  in 
order  that  such  authorities  may  take  proper  measures  for  the  protec- 
tion of  the  community. 

The  chief  advantages  of  a  system  of  notification  lie  in  the  pos- 
sibility which  is  thus  given  to  a  local  board  of  health  to  determine 
the  extent  of  prevalence  of  an  epidemic  or  a  localized  outbreak,  and 
to  inquire  into  the  local  causes  which  have  operated  to  produce  it. 
The  board  can  then  act  intelligently  in  applying  the  proper  remedies 
for  preventing  its  further  spread. 

Laws  enacted  with  this  object  in  view  have  been  in  force  in  the 
older  States  for  many  years,  but  not  until  within  the  past  ten  or 
twenty  years  have  pains  been  taken  to  execute  such  statutes  with 
such  degree  of  efficiency  as  to  make  them  really  protective.  The 
law  requiring  the  househglder  to  report  each  case  of  dangerous 
disease  to  the  local  authority  was  enacted  in  Massachusetts  in  1792, 
and  that  which  requires  the  same  duty  on  the  part  of  the  attending 
physician  was  enacted  in  1827. 

There  can  be  no  doubt  that  the  law  relative  to  notification  has 
been  productive  of  excellent  results  in  the  prevention  of  disease, 
especially  in  the  cities  and  large  towns.  It  has  furnished  the  local 
boards  of  health  with  the  necessary  information  relative  to  the  origin 
of  outbreaks  of  infectious  disease,  and  in  many  instances  enabled 
them  to  take  timely  steps  for  preventing  its  further  spread.  The 
law  of  1884  requiring  local  boards  to  keep  records  upon  this  im- 
portant matter  has  furnished  information  as  to  the  prevalence  of 
certain  diseases  in  the  principal  cities  and  towns  of  the  State,  and 
has  enabled  school  authorities  to  guard  against  the  introduction  and 
spread  of  contagious  diseases  in  the  public  schools  by  means  of  the 
provision  which  requires  the  local  board  of  health  to  notify  the 
school  committee  of  the  occurrence  of  all  cases  of  such  contagious 
disease.  In  the  smaller  towns  it  is  probable  that  instances  of  failure 
to  comply  with  the  provisions  of  the  statute  are  much  more  frequent 
than  they  are  in  cities. 
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The  statutes  Teferred  to  in  the  foregoing  comments  are  as  fol- 
lows :  — 

[Public  Btatutss,  Chapteb  80,  Seotion  78;  Acts  or  1884,  Chaptxb  98,  and  Acts  or  1891, 

Ohaptbb  188.] 

(1.)  When  a  householder  knows  that  a  person  within  his  family  is  sick 
of  small-po2r,  diphtheria,  scarlet  fever  or  any  other  disease  dangerous  to 
the  public  health,  he  shall  immediately  give  notice  thereof  to  the  selectmen 
or  board  of  health  of  the  town  in  which  he  dwells,  and  upon  the  death, 
recovery  or  removal  of  such  person,  the  rooms  occupied  and  the  articles 
used  by  him  shall  be  disinfected  by  such  householder  in  a  manner  approved 
by  the  board  of  health.  Any  person  neglecting  or  refusing  to  comply  with 
either  of  the  above  provisions  shall  forfeit  a  sum  not  exceeding  one  hundred 
dollars. 

(2.)  When  a  physician  knows  that  a  person  whom  he  is  called  to  visit  is 
infected  with  small-pox,  diphtheria,  scarlet  fever  or  any  other  disease 
dangerous  to  public  health,  he  shall  immediately  give  notice  thereof  in 
writing,  over  his  own  signature,  to  the  selectmen  or  board  of  health  of  the 
town ;  and  if  he  refuses  or  neglects  to  give  such  notice  he  shall  forfeit  for 
each  offence  not  less  than  fifty  nor  more  than  two  hundred  dollars. 

(3.)  The  boards  of  health  in  the  several  cities  and  towns  shall  cause  a 
record  to  be  kept  of  all  reports  received  in  pursuance  of  the  preceding  sec- 
tions, and  such  record  shall  contain  the  names  of  all  persons  who  are  sick, 
the  localities  in  which  they  live,  the  diseases  with  which  they  are  affected, 
together  with  the  date  and  the  names  of  the  persons  reporting  any  such 
cases.  The  boards  of  health  shall  give  the  school  committee  immediate 
information  of  all  cases  of  contagious  diseases  reported  to  them  according 
to  the  provisions  of  this  act. 

(4.)  The  secretary  of  the  Commonwealth  shall  furnish  the  boards  of 
health  with  blank  books  for  the  record  of  cases  of  contagious  diseases  as 
above  provided. 

As  an  additional  measure  in  the  same  direction  the  Legislature  of 
1893  enacted  the  following  law,  requiring  that  contagious  diseases 
reported  to  the  local  boards  of  health  shall,  in  turn,  be  reported  by 
them  to  the  State  Board  of  Health  :  — 

[Chaptbr  802  OF  the  Acts  or  1893.] 

(1.)  When  the  board  of  health  of  any  city  or  town  has  had  notice  of 
the  occurrence  of  a  case  of  small-pox  or  any  other  disease  dangerous  to 
the  public  health  in  such  city  or  town,  such  board  of  health  shall,  within 
twenty-four  hours  after  the  receipt  of  such  notice,  notify  the  State  Board 
of  Health  of  the  same. 

(2.)  If  the  boai'd  of  health  of  the  city  or  town,  in  which  a  case  of  small- 
pox or  any  other  disease  dangerous  to  the  public  health  has  occurred. 
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refoses  or  neglects  to  send  a  notice  as  required  in  section  one,  soch  city  or 
town  shall  forfeit  its  claim  upon  the  Commonwealth  for  the  payment  of  any 
expenses  which  may  be  incuiTcd  as  provided  in  section  eighty-three  of 
chapter  eighty  of  the  Public  Statutes. 

This  recent  law  went  into  effect  in  June,  1893,  but  very  few  returns 
in  compliance  with  its  provisions  were  received  by  the  State  Board 
of  Health  until  after  public  notice  had  been  given  by  the  Board  by 
means  of  a  circular  which  was  distributed  to  every  Board  of  Health 
throughout  the  State. 

As  the  **  diseases  dangerous  to  the  public  health*'  were  not  speci- 
fied in  the  foregoing  act,  with  the  exception  of  small-pox,  the  Board 
deemed  it  desirable  for  the  sake  of  securing  uniform  action  on  the 
part  of  local  boards,  that  some  definite  expression  of  opinion  should 
be  made  as  to  the  meaning  of  the  term  **  other  diseases  dangerous  to 
the  public  health.*' 

Hence,  in  the  circular  named  above,  the  Board  suggested  that,  in 
addition  to  small-pox^  the  following  diseases  shall  be  considered  as 
dangerous  to  the  public  health  within  the  meaning  of  the  foregoing 
act :  scarlet  fever  y  measles^  typhoid  fever  ^  diphtheria^  membranous 
croupy  cholera^  yellow  fever ^  typhus  fever,  cerebro^inal  meningitis y 
hydrophobia,  malignant  pustule,  leprosy  and  trichinosis. 

A  supply  of  postal  blanks  was  forwarded  with  the  circular  for  the 
purpose  of  enabling  local  boards  of  health  to  comply  with  the  terms 
of  the  act. 

Various  attempts  have  been  made  in  England  to  enact  a  similar 
statute,  but  these  efforts  were  unsuccessful  until  1889.  By  the 
terms  of  the  law  then  enacted  the  notification  of  infectious  diseases 
to  the  sanitary  authority  was  made  compulsory  throughout  London, 
while  the  principle  of  local  option  was  applied  to  all  other  districts. 

During  the  year  in  which  this  bill  was  under  consideration  by 
Parliament,  intense  opposition  had  been  manifested  by  njany  of  the 
members  of  the  medical  profession  throughout  England.  Objections 
were  offered  not  only  by  the  people,  but  also  by  the  medical  profes- 
sion, but  the  bill  passed  and  finally  became  a  law. 

The  fallacy  of  the  objections  has  been  abundantly  proven  by  the 
three  years'  experience  of  the  towns  of  England  where  the  Notifica- 
tion Act  has  been  adopted.  The  notification  of  each  case  is  made  by 
a  certificate  furnished  by  the  attending  physician,  for  which  a  fee  of 
two  shillings  and  sixpence  is  paid,  except  in  a  case  where  the  person 
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giving  the  certificate  is  the  medical  officer  of  a  public  iDstitution, 
when  the  fee  is  one  shilling. 

The  diseases  to  which  this  act  applies  are  small-pox,  cholera,  diph- 
theria, membranous  croup,  erysipelas,  scarlet-fever,  typhus,  typhoid 
and  puerperal  fevers,  and  any  other  infectious  disease  which  may  be 
added  to  this  list  by  the  sanitary  authority  of  a  district.  ' 

Up  to  the  year  1892,  the  act  had  been  adopted  in  1,051  districts, 
having  an  aggregate  population  of  nearly  sixteen  millions,  to  which 
should  be  added  the  population  of  London  and  fifty  towns  in  which 
local  acts  made  it  compulsory,  making  in  all  a  population  of  24,- 
012,399  over  which  the  act  was  in  force,  out  of  a  total  of  29,001,018. 
In  a  few  towns  the  sanitary  authorities  had  availed  themselves  of  the 
power  to  require  notification  in  the  case  of  measles,  rotheln,  chicken- 
pox  and  hydrophobia. 

Further  information  as  to  the  details  of  the  operation  of  the  statute 
of  1893  may  be  found  upon  page  639. 

Offensive  Trades. 
Under  the  provisions  of  the  acts  relating  to  noxious  and  offensive 
trades  the  State  Board  of  Health  is  authorized  to  hear  parties  making 
complaints,  and  when  "in  the  judgment  of  the  Board  the  public 
health  or  the  public  comfort  and  convenience  require,  the  Board 
may  order  any  person  to  desist  and  cease  from  further  carrying  on 
said  trades  or  occupations."  No  applications  under  this  act  were 
received  during  the  year,  but  visits  and  inspections  were  made  at 
the  request  of  local  boards  of  health  in  two  instances,  where  render- 
ing works  were  being  conducted. 

The  Board's  Exhibit  at  the  Columbian  Exposition  (1893). 

The  subject  of  public  hygiene  was  represented  at  the  Columbian 
Exposition  at  Chicago  by  exhibitions  of  the  work  of  State  and  local 
boards  of  health.  The  exhibits  of  this  important  department  of 
public  work  were  installed  in  the  Anthropological  Building,  in  the 
south  part  of  Jackson  Park.  Of  these  exhibits  none  created  greater 
or  more  favorable  comment  than  that  of  the  State  Board  of  Health 
of  Massachusetts. 

It  is  proper  that  some  account  of  the  exhibition  should  be  made  a 
matter  of  public  record  in  this  report  of  work  for  the  year  1893. 

A  communication  was  received  Sept.  24,  1892,  from  the  superin- 
tendent of  the  Bureau  of  Hygiene  and  Sanitation  of  the  Department 
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of  Liberal  Arts  of  the  Columbian  Exposition,  calling  the  attention 
■of  the  Board  to  the  opportunity  that  would  be  given  at  the  Fair  for 
placing  before  the  public  the  work  of  State  boards  of  health  in  the 
prevention  of  infectious  diseases,  and  at  the  same  time  asking  whether 
the  Board  desired  to  be  represented  at  the  Exposition. 

At  a  later  date  (Dec.  28,  1892)  further  information  was  received 
upon  the  subject,  together  with  a  blank  form  of  application  for 
allotment  of  space  in'  which  to  install  the  exhibit  of  the  Board. 

At  the  next  meeting  of  the  Board  (January,  1893)  it  was  voted 
to  ask  for  1,200  square  feet  of  space  for  the  Board's  exhibit. 

The  Board  was  informed  that,  in  consequence  of  the  fact  that  only 
10,000  feet  could  be  devoted  to  the  whole  subject  of  hygiene  and 
sanitation  in  the  United  States,  it  would  be  impossible  to  afford  an 
eighth  of  it  to  the  State  of  Massachusetts.  It  was  therefore  finally 
decided  to  gi-ant  the  Board  500  feet  of  space  for  its  purpose.  To 
this  space  were  ultimately  added  120  square  feet. 

An  appropriation  had  already  been  provided  by  the  Legislature 
to  defray  the  expenses  of  such  representations  as  might  be  made  at 
the  Exposition  by  different  departments  of  the  State  government, 
and  the  sum  of  $4,000  was  set  aside  for  the  exhibit  of  the  State 
Board  of  Health.  The  Board  then  directed  that  an  exhibit  should 
be  prepared  representing  the  progress  of  public  hygiene  in  the 
State. 

The  exhibit  consisted  of  the  following  items  :  — 

OenercU  Sanitary  Work  of  the  Board, 
Complete  set  of  reports  of  State  Board  of  Health  from  1869  to  1891. 
Special  reports  of  the  Board,  circulars  upon  infectious  diseases  and  other 

health  topics,  sets  of  blank  forms  and  manual  of  health  laws. 
Beports  of  city  boards  of  health  of  Massachusetts  for  the  year  1892. 

Charts  and  Diagrams  illustrating  the  Following  Subjects. 

The  death-rate  of  Massachusetts  for  a  series  of  years. 

Effect  of  density  of  population  on  the  general  death  rate. 

Effect  of  density  of  population  on  the  death  rate  from  each  of  the  follow- 
ing diseases  (for  twenty  years,  1871-90)  :  Measles,  scarlet  fever, 
diphtheria,  small-pox,  typhoid  fever,  cholera  infantum,  consumption 
and  pneumonia. 

Improvement  in  registration. 

Decline  in  death  rates  from  certain  causes. 

Seasonal  mortality  in  Massachusetts. 
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OeographiccU  Distribution  of  Eight  Diseases. 
Eight  maps  showing  the  comparative  mortality  from  measles,  scarlet  fever,, 

diphtheria,  small-pox,  typhoid  fevef,  cholera  infantum,  phthisis  aad 

pneumonia. 
Diagrams  and  maps  illustrating  epidemics  of  typhoid  fever  in  Springfield 

and  Lowell. 

Engineering  Department  (  Water  Supply  and  Sewerage) , 
Model  of  Lawrence  Experiment  Station,  carefully  constructed  of  wood  and 

iron  painted,  and  in  a  scale  of  one-half  inch  to  the  foot. 
Sand  sieve. 
Steam  sterilizer. 
Thermostat. 
Galvanized-iron  filter. 
Complete  battery  of  stills. 
Sections  of  sand  filters,  in  glass  tubes. 
Apparatus  for  determining  the  color  of  waters. 
Bacteria  stand,  with  tubes. 
Sets  of  double  dishes. 
Large  map  of  Massachusetts  showing  the   normal  chlorine  of  different 

regions. 
Small  map  of  Massachusetts  showing  the   normal  chlorine  of  different 

regions. 
Water-shed  map  of  Massachusetts. 
Lower  basin  of  Merrimack  River  (blue  print) . 
Temperature  chart. 

Chart  showing  advice  to  cities  and  towns,  water  supplies. 
Chart  showing  advice  to  cities  and  towns,  sewage  disposal. 
Chart  showing  average  of  water  analyses. 
Map  of  North  Metropolitan  Sewerage  System. 
Map  of  Lawrence  city  filter. 
Photographs  of  Framingham  sewage  beds. 

Pumping  station. 

Applying  sewage.     (2  photographs.) 

Cornfield  treated  with  sewage. 
Photographs  of  Marlborough  sewage  beds. 

Grate-house. 

Underdrains. 

Filter-bed. 

Filter-beds  after  harrowing. 
Room  86,  Massachusetts  Institute  of  Technology  (Laboratory  of   State- 
Board  of  Health).     (2  photographs.) 
Lawrence  Experiment  Station.     (3  photographs.) 
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Photographs  of  bacteria  cultures. 
€iij  water  of  Lawrence  and  Tank  8. 

Tanks  1,  2,  6  and  13. 
Forty  one-gallon  bottles,  containing :  — 
Samples  of  sewage  applied  to  each  of  the  filters  at  Lawrence,  Framing- 
ham,  etc. 
Samples  of  efiSuents  from  sewage-filters  at  Lawrence,  Framingbam,  etc. 
Samples  of  sewage  containing  dyes  (with  water  before  and  after  filtration) . 
Samples  of  Merrimack  River  water  before  and  after  filtration. 
Samples  of  surface  and  ground  waters  from  rivers,  ponds,  reservoirs, 
wells,  springs,  etc.  (pure  and  polluted). 
Series  of  eight-ounce  bottles  containing  samples  of  filtering  materials,  sand, 
gravel,  etc. 

Department  of  Food  and  Drug  Inspection. 

Charts  showing  ratio  of  adulteration  of  milk  in  Massachusetts. 

Charts  showing  ratio  of  adulteration  of  other  kinds  of  food. 

Charts  showing  ratio  of  adulteration  of  spices. 

Chart  showing  decrease  in  ratio  of  hogs  infected  with  trichinse  under  im- 
proved modes  of  feeding. 

Chart  showing  ratio  of  expenditure  for  food,  clothing,  rent,  fuel,  etc.,  in 
dififerent  countries. 

Micro-photographs,  of  pure  articles  of  food:  coffee,  pepper,  mustard, 
cloves,  ginger,  etc. 

Micro-photographs  of  the  same  when  adulterated. 

Samples  of  pure  foods,  in  glass  bottles. 

Samples  of  adulterants  used  in  the  foregoing,  as  sold  commercially  for  the 
purpose  of  adulteration. 

Models  of  trichinse,  free  (male  and  female)  smd  encysted. 

Information  was  received  that  the  Anthropological  Building  would 
be  ready  for  the  reception  of  exhibits  by  the  12th  of  April. 

The  material  was  collected  at  the  building  of  the  Mechanics* 
Charitable  Association  in  Boston,  and  was  boxed,  ready  for  ship- 
ment, in  fifty-four  packages,  and  left  Boston  on  April  10.  It 
arrived  at  the  Fair  grounds  in  good  condition  on  April  12,  but  the 
building  was  then  in  no  condition  to  receive  it,  and  it  was  therefore 
stored  near  by  until  the  building  could  be  completed.  The  roof 
was  not  put  on  till  April  29. 

Prof.  W.  T.  Sedgwick  was  given  charge  of  installing  the  exhibit, 
and  went  to  Chicago  for  that  purpose.  He  obtained  the  services  of 
attendants,  so  that  some  one  was  in  charge  of  the  exhibit  from  the 
outset  to  the  close  of  the  Exposition,  a  fact  which  contributed  very 
largely  to  its  success. 
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In  commenting  upon  this  exhibit,  Mr.  E.  C.  Hovey,  secretaiy 
and  executive  officer  of  the  Massachusetts  commission  at  the  Fair, 
says :  — 

Two  exhibits  alone  were  well-nigh  worth  the  entire  sum  expended  by 
the  Commonwealth  on  her  contributions  to  these  important  departments. 
The  exhibits  of  the  Massachusetts  State  Board  of  Health  and  the  Rumford 
Kitchen  were  sui  generis,  and  told  to  the  world  in  a  most  striking  manner 
their  stoiy  of  patient  investigation  and  continued  research.  Through  the 
auspices  of  the  State  Board  of  Health  there  was  installed  an  exhibit  which, 
in  a  most  complete  and  graphic  manner,  laid  before  the  visitor  the  work 
which  has  been  accomplished  in  the  State  in  dealing  with  the  problems  of 
health  as  dependent  upon  sanitation.  Here  also  was  to  be  seen  a  model 
of  the  Experiment  Station  in  Lawrence,  which  it  may  be  truly  said  has  not 
its  equal  in  the  country.  The  important  investigations  made  by  the  Board 
of  Health,  looking  to  the  prevention  of  the  adulteration  of  food,  were 
effectively  shown,  and  the  walls  were  covered  with  charts  and  statistics 
which  served  to  demonstrate  the  nature  of  the  researches  made  by  the 
Board,  researches  which  have  had,  and  will  continue  to  have,  marked  in- 
fluence on  the  health  of  the  citizens  of  the  Commonwealth.* 

Many  thousands  of  visitors  viewed  the  exhibit  of  the  Board  dur- 
ing the  continuance  of  the  Fair,  and  especially  during  the  week  of 
the  congress  of  public  hygiene.  The  Board  published  a  large 
edition  of  a  guide  or  prospectus  of  the  exhibit,  which  was  distrib- 
uted free  to  all  visitors.  The  exhibit  also  received  very  favorable 
comment  in  the  various  medical  and  sanitary  periodicals,  not  only 
in  the  United  States  but  al^o  in  foreign  countries. 

The  following  notice  of  award  has  been  received  by  the  Board :  — 
UNITED  STATES. 

DEPARTMENT   OF   LIBERAL    ARTS. 

Exhibitor.  —  State  Board  of  Health.      Group  147,  —  Class  833. 

Address.  —  Boston,  Mass.  Exhibit. — Maps,  Charts  and  Models. 

Award. 
For  exhaustive  examinations  and  reports  upon  the  public  water  supplies 
of  the  State  ;  the  relation  of  water  supply  to  the  public  health,  resulting  in 
a  definite  knowledge  as  to  the  ways  in  which  certain  diseases  are  dissemi- 
nated ;  and  the  best  methods  of  protecting  the  purity  of  waters  used  for 

*  New  England  Magazine,  February,  1894.    Article  by  CommiMioner  £.  0.  Hovey. 
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domestic  purposes,  thereby  diminishing  the  prevalence  of  water-carried 
diseases. 

For  the  practical  application  of  the  experimental  methods  to  the  opera- 
tion of  sewerage  and  sewage  disposal. 

For  the  construction  of  a  filter  for  the  removal  of  the  germs  of  diseases 
from  the  polluted  water  supply  of  a  city. 

For  an  important,  instructive  and  accurate  series  of  statistical  charts 
showing  the  distribution  of  diseases  throughout  the  State. 
For  important  investigations  in  regard  to  food  adulteration. 

(Signed)  John  H.  Rauch, 

Individual  Judge, 
Approved:  Dr.  K.  Buenz, 

President  Departmental  Committee, 

Approved :  John  Boyd  Thacher, 

Chairman  Executive  Committee  on  Awards. 

Date:  Feb.  28,  1894. 

Expenses  of  the  Exhibit. 
The  expenses  of  this  exhibit  were  as  follows,  a  special  appropria- 
tion having  been  generously  provided  by  the  Legislature,  for  this 
exhibit  as  well  as  for  those  of  other  State  departments  :  — 

Labor  and  cost  of  materials  in  preparing  the  exhibit,         .        .        .  11,514  92 

Boxing  and  packing  exhibit, 55  44 

Transportation, 180  05 

Installation, 1,026  89 

Attendance, 1,128  80 

Janitor  service, 98  50 

14,004  60 

Manual  of  Health  Laws. 

The  Board  has  published,  at  intervals  of  four  years,  since  1882,  a 
manual  for  the  use  of  boards  of  health,  containing  all  of  the  laws 
relating  to  public  health  which  have  been  enacted  up  to  the  date  of 
publication,  together  with  such  decisions  of  the  supreme  court  as 
have  been  made  upon  the  same  subject. 

Compilations  of  this  character  have  been  issued  in  1882,  1886  and 
1890.  The  edition  of  1890  having  become  exhausted  the  Board 
authorized  the  publication  of  a  new  edition,  which  was  prepared  by 
the  secretary,  with  the  advice  of  Mr.  Tobey. 

The  manual  has  become  an  indispensable  aid  to  local  boards  of 
health,  since  it  obviates  the  necessity  of  owning  not  only  a  copy  of 
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the  Public  Statutes  (edition  of  1882)  but  also  of  each  of  the  Blue 
Books  containing  the  acts  and  resolves  of  each  successive  year  since 
1882.  Copies  of  the  Manual  have  been  furnished  to  each  of  the 
local  boards  of  health  throughout  the  State,  to  the  public  health 
committee  of  the  Legislature,  and  to  other  persons  interested  in 
public  hygiene.  The  book  contains  about  200  pages,  with  a  very 
full  index.  It  has  the  laws  relating  to  the  public  health,  including 
those  which  pertain  to  the  inspection  of  food  and  drugs,  the  regis- 
tration of  vital  statistics  and  the  medical  examiners'  laws. 

Cremation. 

Under  the  provisions  of  chapter  265  of  the  Acts  of  1885  the 
Legislature  authorized  the  formation  of  corporations  for  the  purpose 
of  incinerating  the  bodies  of  the  dead. 

By  the  terms  of  this  act  it  was  provided  that  — 

Every  such  corporation  may  acquire  by  gift,  devise  or  purchase,  and 
hold  in  fee  simple  so  much  real  estate  not  exceeding  in  value  fifty  thousand 
dollars  as  may  be  necessary  for  carrying  out  the  objects  connected  with  and 
appropriate  to  the  purposes  of  said  corporation,  and  situated  in  such  place 
as  the  state  board  of  health  may  determine  to  be  suitable  for  said  objects 
and  purposes.  No  building  shall  be  erected,  occupied  or  used  by  such 
corporation  until  the  location  and  plans  thereof,  with  all  details  of  con- 
struction, have  been  submitted  to  and  approved  by  said  board  or  some  per- 
son designated  by  it  to  examine  them. 

Every  such  corporation  may  make  by-laws  and  regulations  consistent 
with  law  and  subject  to  the  approval  of  said  state  board,  for  the  reception 
and  cremation  of  bodies  of  deceased  persons,  and  for  the  disposition  of  the 
ashes  remaining  therefrom. 

Further  provision  was  made  in  the  same  act  to  prevent  the  con- 
cealment of  crime  in  the  case  of  premated  bodies. 

Acting  under  the  provisions  of  this  act  the  Massachusetts  Crema- 
tion Society  applied  to  the  Board  April  3,  18iJ3,  requesting  its 
approval  of  a  location  for  a  crematory  in  the  city  of  Boston,  the 
location  being  a  tract  of  nearly  two  acres  on  the  north-west  side  of 
Walk  Hill  Street,  near  the  Forest  Hills  Cemetery. 

The  Board,  after  viewing  the  premises,  approved  the  location. 
Subsequently,  the  plans  and  method  of  cremation  were  submitted 
to  the  Board,  and  after  examination  by  a  competent  engineer  these 
also  were  approved,  together  with  certain  regulations  adopted  by 
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the  society.      The  regulations  approved    by  the  Board   were  as 
follows :  — 

Every  dead  body  received  for  cremation  must,  if  the  death  occurred  in 
Massachusetts,  Rhode  Island,  or  Connecticut,  be  accompanied  by  the  usual 
burial  permit  required  by  law  before  burial,  and  by  certificate  from  the 
medical  examiner  of  the  district  within  which  the  death  occurred,  that  he 
has  viewed  the  body  and  made  personal  inquiry  into  the  cause  and  manner 
of  deathy  and  is  of  opinion  that  no  further  examination  or  judicial  inquiry 
concerning  the  same  is  necessary.  Dead  bodies  received  from  states  other 
than  those  above  mentioned  must  be  accompanied  by  the  certificates  of  two 
physicians  (each  of  whom  must  be  a  graduate  of  some  legally  organized 
medical  college,  and  one  of  whom  shall  have  been  the  attending  physician 
of  the  deceased) ,  setting  forth  the  cause  of  death  and  the  opinion  that  no 
further  examination  or  judicial  inquiry  concerning  the  same  is  necessary. 

The  crematory  was  completed  and  ready  for  the  reception  of 
bodies  for  incineration  in  December,  and  the  first  cremation  took 
place  on  December  30,  1893.  From  that  date  up  to  the  present 
time  (May,  1894)  the  whole  number  of  bodies  cremated  was  thirty- 
one,  of  which  number  sixteen  were  males  and  fifteen  were  females. 

Food  and  Drug  Inspection. 

The  work  of  the  Board  in  this  department  has  progressed  uni- 
formly during  the  year,  attention  being  paid  to  the  inspection  of 
ail  articles  which  properly  come  within  the  provisions  of  the  food 
and  drug  acts,  as  offered  for  sale  in  the  different  cities  and  towns 
throughout  the  State. 

Special  attention  has  been  given  to  the  examination  of  the  methods 
of  food  inspection  as  practised  in  other  countries,  with  the  view  of 
improving  our  own  where  improvement  is  possible. 

In  the  examination  of  reports  of  food  inspection  of  other  countries 
it  appears  that  the  general  ratio  of  adulteration  is  usually  less  than 
that  of  Massachusetts,  a  fact  which  requires  explanation,  since  the 
difference  is  apparent  and  not  real.  The  law  in  this  Commonwealth 
requires  that  three-fifths  of  the  appropriation  shall  be  expended  in  the 
inspection  of  milk  and  milk  products,  consequently  a  large  portion 
of  the  samples  taken  for  examination  are  samples  (»f  milk.  The  legal 
standard  of  milk  is  high  as  compared  with  that  of  other  countries. 
In  most  countries  this  standard  (when  a  standard  is  adopted)  is  11|- 
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per  cent,  of  total  solids,  while  in  Massachusetts  the  standard  is  13 
per  cent.,  except  in  May  and  June,  when  it  is  12  per  cent. 

Between  these  two  limits  of  12  and  13  per  cent,  a  considerable 
percentage  of  milk  is  produced  by  cows.  The  effect  of  this  annual 
change  of  standard  for  two  months  of  the  year  shows  itself  in  a 
very  marked  degree  upon  the  ratio  of  adulteration,  that  is  to  say  of 
legal  adulteration  or  departure  from  the  standard  as  defined  by  law. 
During  the  two  months  of  May  and  June  the  ratio  of  samples  of 
milk  found  to  be  below  the  legal  standard  of  12  is  often  as  low  as 
12  or  15  per  cent,  of  the  whole,  while  in  the  other  ten  months  it 
often  rises  to  40  and  even  to  50  per  cent,  and  higher,  since  a  very 
considerable  part  of  all  the  samples  range  between  these  two  points, 
12  and  13  per  cent,  of  solids. 

In  the  report  of  the  analyst  may  be  found  the  results  of  the  work 
accomplished  during  the  year  in  this  direction.  In  addition  to  the 
usual  routine  work  a  special  analysis  of  bread  and  of  cheese  was 
made,  the  results  of  which  are  published  in  the  analyst's  report. 

The  total  number  of  samples  of  articles  of  food  and  drugs  which 
were  examined  during  the  year  was  6,409. 

The  number  of  prosecutions  conducted  was  96,  and  the  amount  of 
fines  collected  and  paid  into  the  local  treasuries  was  $2,476. 

The  efficiency  of  the  work  accomplished  by  the  Board  in  this 
department  has  been  frequently  acknowledged  by  the  authorities 
of  other  States,  as  well  as  by  the  dealers  in  food  supplies  in  our 
own  State. 

The  actual  economic  value  of  this  continuous  work  to  the  State 
has  been  already  mentioned  in  previous  reports.  It  is  sufficient  to 
say  that  the  advantages  gained  far  outweigh  the  cost  of  enforcing 
the  statutes. 
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Registration  of  Vital  Statistics. 

In  the  following  summary  of  the  vital  statistics  of  the  Statd  for 
the  year  1892,  the  estimate  of  population  employed  as  a  basis  is 
made  upon  the  same  plan  as  that  of  the  previous  year,  namely,  the 
geometric  rate  of  increase.  Upon  this  basis  the  estimate  of  popula- 
tion for  the  year  1892  is  2,369,993. 

There  were  22,507  marriages,  65,824  living  births,  2,293  still- 
births  and  48,762  deaths  registered  in  Massachusetts  in  1892. 

The  ratios  to  the  estimated  living  population  were  as  follows  :  — 

Marriage  rate, 9.50  per  1,000  of  the  living  population. 

Persons  married, 18.99    ••       "        "  "  " 

Birthrate, 27.77    ""        "  "  " 

Death  rate, 20.67    ""        "  "  •• 

Excess  of  birth  rate  over  death  rate,    .      7.20    "       **        "  "  " 

International  Vital  Statistics. 

In  the  following  summary  are  presented  the  marriage,  birth  and 
death  rates  of  the  six  New  England  States  and  those  of  the  principal 
countries  of  Europe  having  registration  for  a  period  of  twenty  years 
(1871-90)  and  for  the  years  1891  and  1892.  The  first  year  of 
registration  of  Maine  completes  the  list  of  the  New  England  States 
for  the  year  1892. 

The  six  New  England  States  embrace  a  population  ot  about  five 
millions,  and  the  entire  population  of  the  countries  embraced  in  this 
summary  numbers  about  two  hundred  and  twenty-five  millions. 
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Marriages. 

The  number  of  marriages  (22,507)  was  greater  than  that  of  any 
previous  year.  The  greatest  number  occurred  in  November  (2,716) 
and  the  least  number  in  March. (1,037). 

The  marriage  rate  was  18.99,  and  was  higher  than  that  of  any 
year  since  1887,  when  it  was  19.0.  The  estimated  marriage  rate  of 
the  decennial  period  ending  with  1892  was  18.61. 

Births. 

The  number  of  living  births  registered  in  Massachusetts  during 
the  year  1892  was  65,824,  and  the  birth  rate,  as  calculated  upon  an 
estimated  population  of  2,369,993,  was  27.77  per  1,000  of  the  living 
population.  This  was  the  highest  birth  rate  of  any  year  since  1874, 
when  it  was  28.32.  The  lowest  birth  rate  in  the  intervening  period 
was  that  of  1879,  which  was  22.94.  The  estimated  birth  rate  of 
the  decennial  period  ending  with  1892  was  26.08. 

The  ratio  of  males  to  females  among  living  births  where  the  sex 
was  stated  was  105.6  females  to  each  100  males. 

The  greatest  number  of  births  occurred  in  December  and  the 
least  number  in  February. 

There  were  990  illegitimate  births  registered,  or  15  per  1,000  of 
the  living  births  registered  during  the  year,  as  compared  with  1,078, 
or  17.1  per  1,000  in  1891. 

The  births  in  the  thirty  cities  were  46,597,  as  compared  with 
43,828  in  1891,  an  increase  of  6.3  per  cent.  Those  in  the  remainder 
of  the  State  were  19,227,  as  compared  with  19,176  m  1891,  an 
increase  of  less  than  three-tenths  of  1  per  cent. 

Deaths. 

The  number  of  deaths  (48,762)  was  greater  than  that  of  any  pre- 
vious year.  The  death  rate  (20.57  per  1,000)  was  higher  than  that 
of  any  previous  year  since  1875.  The  estimated  death  rate  of  the 
decennial  period  ending  with  1892  was  19.64. 

Infant  Mortality.  —  The  number  of  deaths  of  infants  under  one 
year  old  was  10,649,  or  21.84  of  the  total  mortality,  which  was  less 
than  that  of  either  1891  or  1890,  and  was  also  greater  than  the  mean 
of  the  twenty.year  period  (1873-92). 

The  deaths  of  children  under  five  were  15,225,  or  31.22  per  cent, 
of  the  total  mortality,  which  was  less  than  that  of  any  year  for  the 
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past  twenty  y^rs  except  that  of  1882,  which  was  nearly  identical 
with  it. 

As  compared  with  the  births,  the  mortality  of  infants  under  one 
was  16.18  per  cent,  of  the  living  births,  which  was  slightly  greater 
than  that  of  1891,  and  also  greater  than  the  mean  of  the  twenty- 
year  period  (1873-92). 

The  deaths  of  centenarians  reported  in  1892  were  thirteen  ia 
number,  nine  of  whom  were  women,  and  ten  were  of  foreign  birth. 
Of  the  three  women  who  were  of  native  birth,  one  died  in  her  native 
town,  and  each  of  the  others  in  a  town  adjoining  her  native  town. 

Sex, — The  deaths  of  males  were  24,643  and  those  of  females 
24,119.  But,  by  the  census  of  1890,  the  females  were  largely  in 
excess  of  the  males,  in  the  ratio  of  51.42  per  cent,  of  the  former  to 
48.58  of  the  latter  (nearly).  If  the  same  ratio  prevailed  in  1892, 
the  death  rate  of  males  was  21.40  per  1,000,  and  that  of  females 
19.79,  these  ratios  being  in  each  case  higher  than  those  of  the  census 
year  1890,  and  also  higher  than  the  mean  of  the  seven  census  years, 
1860,  '65,  '70,  75,  '80,  '85,  '90. 

Stating  this  more  clearly,  the  deaths  of  males  to  1,000  deaths  of 
females  in  equal  numbers  living  were  1,059  in  1890,  while  in  1892, 
the  difference  in  population  of  the  two  sexes  being  estimated  in  the 
same  ratio,  the  deaths  of  males  to  1,000  females  in  equal  numbers 
living  were  1,081.  In  England,  for  1891,  the  deaths  of  males  to 
1,000  deaths  of  females  were  1,128,  and  for  the  ten-year  period 
(1881-90)  they  were  1,123. 

Causes  of  Death. 

The  number  of  deaths,  the  causes  of  which  were  not  registered  in 
1892,  was  470,  or  .96  of  1  per  cent,  of  the  mortality  from  all 
causes.  This  ratio  was  smaller  than  that  of  any  previous  year  since 
the  beginning  of  registration,  except  that  of  1891,  which  was  .9  of 
1  per  cent. 

The  average  of  the  ten  years  ending  with  1892  was  1.23  per 
cent,  of  the  total  mortality  of  the  period. 

The  sanitary  significance  of  a  table  in  which  is  presented  the  ratio 
of  deaths  from  specified  causes,  or  groups  of  causes,  to  the  living 
population,  must  be  acknowledged,  as  compared  with  the  older 
method  of  comparison  with  the  total  mortality.  Hence  the  follow- 
ing table  is  introduced,  in  which  are  presented  the  deaths  from  each 
group  of  causes,  together  with  the  rate  per  million  living  for  each 
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group  for  1892,  and  the  rate  per  million  for  each  year  of  the  period 
(1883-92). 

The  practical  value  of  international  vital  statistics  becomes  more 
apparent  every  year.  An  impetus  has  been  given  to  such  work  by 
the  labors  of  the  Inteniational  Statistical  Institute,  which  convened 
at  Chicago  in  1893. 

For  the  sake  of  comparison  the  column  of  means  for  the  ten- 
year  period  (1881-90)  for  England  has  been  added  to  the  follow- 
ing table  from  the  Fifty-fourth  Keport  of  the  Registrar  General  of 
England  for  1891. 

The  deaths  from  the  group  of  infectious  diseases  in  Massachu- 
setts in  1892  were  greater  than  the  mean  for  the  ten-year  period 
(1883-92). 

The  deaths  from  the  group  of  constitutional  diseases  in  1892  were 
less  than  those  of  the  ten-year  period. 

The  deaths  from  the  developmental  group  of  causes  were  slightly 
less  than  those  of  the  decade. 

The  deaths  from  local  diseases  have  increased  from  a  rate  of  7,572 
per  million  in  1884  to  9,651  per  million  in  1892.  The  mean  ratio 
for  the  period  was  8,496. 

The  deaths  from  violence  have  not  varied  very  greatly,  the  extremes 
being  894  per  million  in  1883,  and  748  in  1884,  while  the  mean  was 
815. 

The  deaths  from  ill-defined  and  unspecified  causes  have  generally 
diminished  from  a  maximum  of  357  per  million  in  1883  to  a  mini- 
mam  of  176  in  1891,  the  mean  being  242. 

The  lower  line  may  be  read  as  a  general  death  rate  per  million, 
or  per  thousand  of  the  population,  as  convenience  may  dictate,  in 
the  latter  case  the  comma  being  used  as  a  decimal  point. 
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In  the  last  two  tables  are  presented  the  numbei*s  of  deaths,  the 
death  rates  per  10,000  of  the  living  population  and  the  percentage 
of  the  total  mortality  for  each  of  the  twenty  years  ending  with  1892 
and  for  each  of  thirteen  prominent  causes  and  groups  of  causes  of 
death. 

Small-pox.  —  The  number  of  deaths  from  small-pox  during  the 
year  was  2,  as  compared  with  1  in  1891,  1  in  1890,  4  in  1889  and  8 
in  1888. 

Compared  with  the  estimated  living  population  the  death  rate  from 
this  cause  was  only  .01  of  1  per  10,000  and  the  percentage  of  the 
total  mortality  was  only  .004  of  1  per  cent.  (Further  information 
relative  to  the  prevalence  of  small-pox  will  be  found  under  the  head 
of  infectious  diseases,  page  viii.) 

Measles.  — The  number  of  deaths  from  measles  in  1892  was  88,  as 
compared  with  236  in  1891  and  114  in  1890.  The  death  rate  per 
10,000  of  the  estimated  population  from  this  cause  was  .4  and  the 
percentage  of  the  total  mortality  was  .18. 

The  number  of  deaths  from  this  cause  was  less  than  that  of  any 
year  since  1884,  when  it  was  75.  The  minimum  death  rate  from 
this  cause  for  the  twenty-year  period  was  .1  per  10,000  in  1879, 
and  the  maximum  was  2.2  in  1887. 

Scarlet  Fever.  — The  number  of  deaths  from  scarlet  fever  in  1892 
was  669,  as  compared  with  246  in  1891  and  196  in  1890  and  was 
the  greatest  number  in  any  year  since  1879. 

The  death  rate  per  10,000  of  the  estimated  population  from  this 
cause  was  2.8  and  the  percentage  of  the  total  mortality  1.37. 

The  minimum  death  rate  from  this  cause  for  the  twenty-year 
period  (1873-92)  was  .8  per  10,000  in  1889,  and  the  maximum  was 
10.2  in  1875. 

Diphtheria  and  Croup.  —  The  number  of  deaths  from  diphtheria 
and  croup  in  1892  was  1,455  as  compared  with  1,218  in  1891  and 
1,626  in  1890. 

The  death  rate  per  10,000  of  the  estimated  living  population  was 
6.1  and  the  percentage  of  the  total  mortality  was  2.98. 

The  minimum  death  rate  from  these  causes  for  the  twenty-year 
period  ending  with  1892  was  4.7  per  10,000  in  1873,  and  the  maxi- 
mum was  19.6  in  1876. 

The  mean  death  rate  from  these  causes  for  the  first  half  of  the 
twenty-year  period  was  much  greater  than  that  of  the  last  half. 
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Typhoid  Fevei\  — The  number  of  deaths  from  this  cause  in  1892 
was  827,  as  compared  with  821  in  1891  and  835  in  1890. 

The  death  rate  from  this  cause  per  10,000  of  the  estimated  popu- 
lation was  3.5  and  the  percentage  of  the  total  mortality  was  1.69. 

The  minimum  death  rate  for  the  twenty-year  period  ending  with 
1892  was  3.5  per  10,000  in  1892,  and  the  maximum  was  8.9  in  1873. 

The  mean  death  rate  from  this  cause  for  the  first  half  of  the 
twenty-year  period  was  considerably  greater  than  that  of  the  last 
half. 

Cholera  Infantum.  —  The  number  of  deaths  from  cholera  infantum 
in  1892  was  2,898,  as  compared  with  2,771  in  1891  and  2,491  in 
1890. 

The  death  rate  from  this  cause  per  10,000  of  the  population  was 
12.2  and  the  percentage  of  the  total  mortality  was  5.94. 

The  minimum  death  rate  from  cholera  infantum  in  the  twenty- 
year  period  was  7.7  per  10,000  of  the  estimated  population  in  1879, 
and  the  maximum  was  16.2  in  1873,  the  first  year  of  the  period. 
In  the  previous  year  (1872)  however,  the  death  rate  from  this  cause 
was  higher  than  that  of  any  year  of  registration  either  before  or 
since  that  date. 

Consumption,  — The  number  of  deaths  from  this  disease  in  1892 
was  5,739,  as  compared  with  5,484  in  1891  and  5,791  in  1890. 

The  death  rate  per  10,000  of  the  estimated  population  from  this 
cause  was  24.2  and  the  percentage  of  the  total  mortality  11.77. 

The  minimum  death  rate  from  this  cause  for  the  twenty-year 
period  ending  with  1892  was  23.8  per  10,000  in  1891,  and  the  maxi- 
mum was  35.3  in  1873,  the  first  year  of  the  period. 

In  comparing  the  two  ten-year  periods  1873-82  and  1883-92, 
there  is  found  to  be  a  very  marked  decrease  in  the  mean  death  rate 
of  the  latter  as  compared  with  that  of  the  former. 

Pneumonia.  —  The  deaths  from  pneumonia  were  5,020,  as  com- 
pared with  4,337  in  1891  and  4,038  in  1890. 

The  death  rate  from  this  cause  per  10,000  of  the  estimated  popu- 
lation was  21.2  and  the  percentage  of  the  total  mortality  10.29. 

The  minimum  death  rate  from  pneumonia  for  the  twenty-year 
period  (1873-92)  was  11.6  per  10,000  in  1877  and  the  maximum 
was  21.2.  The  increase  in  the  death  rate  from  pneumonia  during 
the  twenty-year  period  was  greater  than  the  decrease  in  the  death 
rate  from  consumption. 
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Whooping-cough. — The  deaths  from  whooping-cough  in  1892 
were  248,  as  compared  with  219  in  1891  and  363  in  1890. 

The  death  rate  per  10,000  of  the  estimated  population  from  this 
cause  was  1  and  the  percentage  of  the  total  mortality  was  .51  of  1 
per  cent. 

The  minimum  death  rate  of  the  twenty-year  period  ending  with 
1892  was  .7  per  10,000  in  1883  and  the  maximum  was  2.8  in  1874. 

Cancei\  —  The  deaths  from  cancer  in  1892  were  1,402,  as  com- 
pared with  1,395  in  1891  and  1,387  in  1890. 

The  death  rate  from  this  cause  per  10,000  of  the  living  population 
was  5.9  in  1892  and  the  percentage  of  the  total  mortality  was  2.87. 

The  minimum  death  rate  from  this  cause  for  the  twenty-year 
period  was  3.5  per  10,000  in  1875,  and  the  maximum  was  6.2  in 
1890. 

There  was  a  comparatively  steady  increase  in  the  death  rate  from 
cancer  from  1877  to  1890  and  then  a  slight  decrease  in  the  last  three 
years  of  the  period. 

Kidney  Diseases. — The  number  of  deaths  from  kidney  diseases 
in  1892  was  1,535,  as  compared  with  1,474  in  1891  and  1,273  in 
1890. 

The  death  rate  per  10,000  of  the  estimated  population  from  this 
group  of  causes  in  1892  was  6.5  and  the  percentage  of  the  total 
mortality  was  3.15. 

There  was  an  increase  with  considerable  regularity  in  the  mortality 
from  this  cause  during  the  twenty-year  period,  from  a  minimum  of 
2.9  per  10,000  of  the  population  in  1873  to  the  maximum  of  6.5  per 
10,000  in  1892.  This  excessive  increase  is,  however,  more  appar- 
ent than  real,  and  may  be  interpreted  as  mainly  due  to  more  intelli- 
gent methods  of  diagnosis. 

Heart  Diseases. — The  number  of  deaths  from  heart  diseases 
registered  in  1892  was  3,733,  as  compared  with  3,592  in  1891  and 
3,417  in  1890. 

The  death  rate  per  10,000  of  the  estimated  population  from  this 
group  of  causes  was  15.7  and  the  percentage  of  the  total  mortality 
was  7.65. 

There  has  been  a  tolerably  uniform  increase  in  the  death  rate  from 
this  group  of  causes  during  ,the  twenty-year  period,  the  minimum 
death  rate  being  7.9  per  10,000  in  1873,  74  and  77  and  the  maxi- 
mum 15.7  in  1892. 
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Brain  Diseases,  —  This  group  includes  the  deaths  attributed  to 
apoplexy,  paralysis,  insanity,  the  indefinite  term  *'  cephalitis,"  soften- 
ing of  the  brain  and  other  unspecified  diseases  of  the  brain,  the 
whole  number  of  deaths  from  this  group  in  1892  being  5,036  as 
compared  with  4,711  in  1891  and  4,389  in  1890. 

The  death  rate  per  10,000  of  the  estimated  population  from  these 
causes  in  1892  was  21.2  and  the  percentage  of  the  total  moilality 
was  10.33. 

The  minimum  death  rate  from  this  cause  for  the  twenty-year 
period  was  13.5  in  1877,  and  the  maximum  was  21.4  in  1888.  The 
mean  death  rate  from  these  causes  in  the  last  half  of  the  period  was 
considerably  greater  than  that  of  the  first  half.  For  the  last  eight 
years  of  the  period  the  death  rate  from  these  causes  was  nearly 
stationary. 

The  deaths  from  local  diseases  in  Massachusetts  have  not  differed 
very  greatly  in  their  relative  incidence  upon  the  population,  from 
those  of  England,  as  is  shown  in  the  following  quotation  from  the 
Registrar  General's  Fifty-fourth  Annual  Report  for  1891. 

^^  Looal  Diseases,  —  The  most  noticeable  feature  presented  by  the  dis- 
eases included  in  this  class  was  the  great  Increase  of  mortality  from  diseases 
of  the  Circulatory  and  Respiratory  Systems.  The  rates  respectively  were 
1,826  and  4,474  per  million  living,  and  in  each  case  the  highest  on  record. 
The  explanation  is  doubtless  to  bp  found  in  the  prevalence  of  epidemic 
influenza.  The  deaths  from  nervous  diseases,  however,  showed  no  such 
increase.  They  were  in  the  proportion  of  1,748  to  a  million  living;  and 
this  rate  differed  but  little  from  those  of  the  three  next  preceding  years. 
The  mortality  from  diseases  of  the  Urinary  System  was  467  per  million 
living,  this  being  the  highest  rate  yet  recorded,  and  marking  a  further  step 
in  the  almost  continuous  increase  shown  for  a  long  series  of  years  under 
this  heading." 


From  certain  infectious  causes  not  mentioned  in  the  foregoing 
enumeration  there  were  the  following  numbers  of  deaths  in  1892 ; 
those  of  1891  are  also  presented,  for  the  purpose  of  comparison :  — 
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NUMBBB  OP  Deaths.  ' 

NuKBBR  or  Deaths. 

1891. 

1898. 

1891. 

189S. 

Cerebrospinal  meoingltis,    . 

154 

86 

1 

1  Diarrhoea 

639 

534 

Xxysipeiai,      .... 

210 

234 

Malarial  fevers,     . 

62 

81 

PneipenJ  fever,     . 

66 

81 

Hydrophobia, 

9 

1 

Ikkfloenu,       .... 

546 

m 

GlanderB,       .... 

1 

0 

DTMDtery,      .... 

234 

108 

Malignant  puBtnle, 

1 

5 

Malarial  Fevers.  —  There  were  in  all  81  deaths  registered  in  1892 
from  ague  and  remittent  fevers.     These  occurred  as  follows  :  — 


Worcester  County 

16 

Berkshire  Connty,      .... 

3 

Hampden        ** 

15 

1  Dukes             "            .... 

1 

Mlddleeez      " 

10 

>  Franklin         ««            .... 

1 

Snflolk 

9 

Plymouth       ••            .       .       •       . 

1 

Bristol 

8 

Barnstable      **            .... 

0 

Eoez              "     ' 
Hampshire     ** 

6 
6 

Nantucket      **            .... 

0 

Korfolk, 

5 

Total, 

81     • 

The  number  of  registered  deaths  from  the  same  causes  in  1891 
was  62,  and  in  1890  60,  and  the  total  number  for  the  ten  years  end- 
ing with  1892  was  584. 

Influerxza,  —  For  the  purpose  of  comparison  the  statistics  relating 
to  influenza  which  were  published  in  the  last  report  (p.  xxxiv.)  and 
also  in  the  Forty-ninth  Registration  Report,  1890,  are  here  repro- 
duced together  with  those  of  1892. 

The  deaths  from  certain  diseases  of  the  respiratory  organs  and 
from  heart  diseases  are  also  given  in  the  same  table. 


Digitized  by  VjOOQ IC 


xlii 


STATE  BOARD  OF  HEALTH. 


[Jan. 


> 


s 

ll 

ll 

II 


•fe. 


I 


I 

■§ 


00 


'td 


ll 
si 


1^ 


m 


I 


1 


Is"  22 


m 


-^  fc- h- 0»  •©  fc- ►•  00  •*  »-    I  MC^fH    I  fc-    I  MM    I  iH    |r-l■«M^-r-l    I  ■* 


5S^S 


^ss^ggss3S§s2::;;2&9$S2:ss^sssss;!:s 


§§gssgssggs{:ssssss$S9SS5SS;:;:^s:sss 


8S§§S8S|8gS8?2§SSS8SJ;85^*SS§St;aSS 


^t'tT*OC09^'O^^00OC0«C0i99'^1O    I  iO«I^M;«MMaoe<fH 


gsirssssassssss 


|sass8a5s*css'^sa*'"s*  'as*'*a***s 


•oeoi^ioeo^^^coeocoMiOMao^  I  fc-c«ooe«»»-^«o^eo«o 


»e9i^<oeo^^^coeocoM 


S'-a* 


leei    leoi    I    liHi    liHi    I    I    If-iif-ii    I    I    I    I 


I    I    I    I    I    I    I    I  o«  I    I    I    I    I    I    I    I    I    I    I    I    i    I    I    I    I    I    I    I    I 


r^)H  M  F^  iH  *^  ^^ 


i§§sll§ligSig§llll§§§§§i§l§§S§ 


Of^iHfHrH       ^M 


a  s 


9        S 


I    i 


i  I 


3    S 

>0         f>4 


e  s 


ti 


,Sl5l5^J<gTS5iSSS££^o!SaE&s^e!Slfca5 


2 
3 


S       ^ 


•j»qmnK    '^««''-*«''«*s;:s2ssss;s28s?iasaa5iaa8 


Digitized  by  CjOOQ IC 


1894.] 


PUBLIC  DOCUMENT  — No.  34. 


xliii 


The  growth  of  the  cities  included  in  the  foregoing  table  was 
approximately  at  the  rate  of  S^"^  per  cent,  per  year  for  the  period 
1885  to  1890.  While  that  of  the  remainder  of  the  State  was  at 
the  rate  of  only  1^^  per  cent,  (geometric  rate). 

Estimating  the  growth  in  1892  at  the  same  rates  for  these  two 
classes  of  the  population,  the  mortality  rates  from  the  principal  dis- 
eases included  in  the  foregoing  table  are  presented  in  the  following 
table.  In  the  two  lower  lines  the  mortality  rates  are  reduced  to  a 
standard  of  1,000  in  the  urban  population  for  the  convenience  of 
comparison,  and  may  be  read  as  follows  :  — 

For  every  1,000  deaths  from  all  causes  in  the  urban  population, 
there  were  879  deaths  in  the  remainder  of  the  State  in  equal  num- 
bers living.  For  every  1,000  deaths  from  consumption  in  the  urban 
population,  there  were  794  deaths  in  the  remainder  of  the  State  in 
equal  numbers  living. 

Death  Boies  Jrom  Certain  Diseases  in  1892,  per  lOflOO  of  the  Estimated  Living 
Popuiation^  and  the  same  Reduced  to  a  Standard  of  1,000  in  the  Urban  or  Dense 
FopuiaJUon, 


% 

1 

t^ 

i 

?5 

1 

1 

1 

j 

? 

21.6 

Per  10,000  of  Population, 

.49 

8.46 

7.1 

8.7 

18.9 

26.2 

21.6 

1.84 

B«f)uiiider  of  Ihe  State,   . 

18.9 

.17 

1.7 

4.6 

8.1 

9.2 

20.8 

20.4 

.64 

UrbtapopnlttSoii,     • 

1,000 

1,000 

1,000 

1,000 

1,000 

1.000 

1,000 

1,000 

1,000 

Roittioder  of  the  SUte,    . 

870 

847 

491 

834 

838 

602 

794 

944 

408 

The  Significance  of  General  or  Crude  Death  Rates. 
The  crude  death  rate  obtained  by  estimating  the  ratio  of  the 
number  of  deaths  to  the  living  population  has  been  employed  for 
many  years  as  an  index  of  the  sanitary  condition  of  a  community, 
and  for  comparing  its  sanitary  condition  with  that  of  other  com- 
munities. While  this  method  may  be  trusted  in  the  comparison  of 
the  death  rates  of  a  nation,  a  State,  county,  city  or  town  at  different 
periods  of  time  (since  the  age  and  sex  distribution  of  communities 
remain  fairly  constant  when  comparisons  are  made  for  brief  periods 
or  successive  years),  it  cannot  be  trusted  for  the  comparison  of 
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different  towns,  cities,  States  and  countries  with  each  other,  when 
the  age  and  sex  distribution  differs  widely  as  for  example,  in  oar 
own  State,  in  the  case  of  Barnstable  and  Bristol  counties,  or  Barn- 
stable and  Suffolk. 

In  support  of  this  statement  Dr.  Farr  says  ''Independently  of 
other  causes  of  variation,  the  mortality  of  different  populations  will 
differ  according  as  they  consist  of  numbers  in  various  proportions  at 
the  ages  at  which  the  mortality  is  high  or  low/' 

''  It  is  not  too  much  to  say  that  death  rates  calculated  on  the  gross 
population  are  practically  worthless  as  evidence  of  the  sanitary  con- 
ditions of  communities  less  than  entire  nations,"  Dr.  E.  F.  Will- 
oughby ,  Hand-book  of  Public  Health  and  Demography. 

For  the  purpose  of  facilitating  the  methods  of  correcting  death 
rates  according  to  age  and  sex  distribution.  Dr.  Ogle  of  the  British 
Registrar  General's  office  and  J.  Korosi,  Director  of  Statistics  of 
Hungary,  have  proposed  the  employment  of  standards  of  population 
in  which  a  normal  or  standard  distribution  of  ages  and  sexes  is 
presented.  For  this  purpose  Dr.  Ogle  combines  the  populations  of 
seven  principal  European  countries  including  about  170  million 
inhabitants  and  presents  a  table  in  which  the  average  distribution  of 
these  populations  is  given  by  sexes  and  age  periods,  the  whole 
number  of  such  periods  being  twelve.  For  the  purpose  of  compari- 
son with  other  countries,  States,  cities  or  smaller  communities,  this 
method  has  the  disadvantage  of  requiring  an  amount  of  computation 
which  becomes  burdensome,  and  secondly,  the  age  periods  employed 
above  20  years  do  not  correspond  with  those  which  have  usually 
been  adopted  in  Massachusetts  and  other  American  communities,  and 
while  there  are  some  advantages  in  adopting  a  distribution  into  the 
periods  25-35,  35-45,  etc.,  instead  of  20-30,  30-40,  etc.,  the  differ- 
ences are  so  slight  as  not  to  make  it  advisable  to  change  the  existing 
methods. 

Korosi  of  Buda-Pesth  suggests  a  method  which  is  less  cumbrous 
than  the  foregoing.  He  does  not  deem  it  essential  for  this  purpose 
to  adopt  a  sex  distribution,  but  employs  a  distribution  of  ages  only 
and  divides  them  into  four  periods  as  follows :  — 

All  ages  under  one  year. 
One  to  twenty  years. 
Twenty  to  fifty  years. 
All  over  fifty  years. 
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For  the  purpose  of  comparison  he  suggests  the  use  of  a  standard 
representing  a  healthy  population  having  a  constantly  low  death  rate 
as  is  the  case  with  Sweden. 

The  foregoing  age  periods  were  adopted  by  M.  K5r5si  after  trials 
with  different  periods.  They  differ  somewhat  from  those  which  have 
been  in  use,  but  he  states  that  it  **  was  found  to  be  preferable  to 
groap  the  first  year  separately,  and  that  there  was  no  sensible  change 
produced  by  placing  the  next  nineteen  years  in  one  single  group.'* 

The  Returns  of  Medical  Examiners. 

The  whole  number  of  returns  of  medical  examiners  for  the  year 
1892,  under  the  provisions  of  the  inquest  laws,  was  2,210. 

Of  this  number,  72  or  3.26  per  cent,  were  deaths  by  homicide,  274 
or  12.40  per  cent,  were  suicides,  974  or  44.07  percent,  were  deaths 
from  accident  or  negligence,  and  890  or  40.27  per  cent,  were  the 
result  of  causes  not  due  to  violence,  but  to  different  natural  causes 
and  alcoholism.  More  than  one-half  of  this  group  were  from  heart 
diseases  and  diseases  of  the  nervous  system  usually  of  a  sudden 
character. 

8ex.  —  Out  of  the  whole  number  of  deaths  returned  by  the  medi- 
cal examiners  1,642  or  74.3  were  those  of  males,  560  or  25.3  were 
of  females,  and  the  sex  of  8  was  not  stated. 

The  following  summary  presents  the  data  of  these  cases  by  sexes 
for  the  period  of  eight  years  (1885-92). 


Sex. 

Males. 

Percent- 
aife». 

Females. 

Percent- 
ages. 

Unspeci- 
fied. 

Percent- 
ages. 

Totate. 

1885. 

j          073 

76.1 

286 

22.4 

19 

1.5 

1,278 

1S86. 

1,027 

74.6 

819 

23.2 

32 

2.3 

1,378 

1887,        . 

1,191 

78.5 

350 

22.5 

15 

1.0 

1,666 

1«8. 

1,261 

76.4 

373 

22.6 

17 

1.0 

1,651 

18». 

1,253 

76.8 

388 

23.4 

18 

0.8 

1,654 

1S», 

1,303 

73.6 

449 

25.8 

21 

1.2 

1,773 

1»1. 

1,362 

74.0 

467 

24.8 

21 

1.2 

1,840 

18M, 

1,642 

74.8 

660 

25.8 

8 

0.4 

2,210 

ToUls, 

10,012 

-      1 

3,182 

146 

-      1 

13,340 

M<>mnB, 

- 

76.0 

- 

23.8    1 

- 

1.2 

- 
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In  the  followiDg  summary  these  deaths  are  classified  into  four 
groups  as  in  previous  reports.  The  percentage  of  each  group  for 
each  year  being  stated  :  — 


TKA18. 

HOKICIDK. 

8UICIDB. 

ACCIDKMT 

OK  Nboliokkck. 

Natural  and  Uk- 

KNOWM  CAU8B8, 

IncLCDiNO  Alco- 
holism. 

! 

Totals. 

M  am- 
ber. 

Per 
Cent. 

Num- 
ber. 

Per 
Cent 

Num-  1     Per 
ber.     '    Cent. 

Num- 
ber. 

Per      , 
Cent. 

1886, .        . 

45 

8.52 

1 

1        ''' 

14.17 

1        567 

44.87 

485 

37.94  1 

1,278 

1886,.        . 

47 

8.41 

157 

11.38 

678 

49.17 

496 

86.00 

1         '^'' 

1887, . 

52 

8.84 

173 

11.12 

748 

48.07 

683 

37.47  1 

1,656 

1888,  . 

52 

8.15 

190 

11.51 

1        786 

47.65 

624 

37.79  j 

1,651 

1889, .        . 

51 

8.08 

199 

12.03 

792 

47.89 

612 

87.00 

1,664 

1890,  .        . 

35 

1.97 

196 

11.06 

'        862 
866 

48.62 

i          ««> 

38.36  ' 

1.773 

1891, . 

60 

3.26 

187 

10.16 

47.06 

!         727 

39.62 

1         1.840 

1892..        . 

72 

3.26 

274 

12.40 

1        974 

44.07 

890 

40.27 

2.210 

Totals, 

414 

- 

'     1,557 

- 

6,272 

- 

6,097 

- 

1       13.340 

Meant, 

- 

8.10 

1 
1 

11.67 

- 

47.01 

- 

88.22 

I 

1 

The  ratio  of  deaths  investigated  by  the  medical  examiners  to  the 
estimated  population  of  Massachusetts  in  1892  was  .99  ot  1  per 
1,000  and  the  percentage  of  the  total  mortality  was  4.5. 

In  England  during  the  year  1891  the  ratio  of  deaths  submitted  to 
inquest,  as  compared  with  the  total  population  was  1.12  per  1,000  and  the 
percentage  of  the  total  mortality  was  5.5. 

Of  the  total  number  of  deaths  (32,432)  referred  to  the  coroners  for 
inquest  12,946  or  39.9  per  cent,  were  not  due  to  violence ;  this  percentage 
being  very  nearly  identical  with  the  mean  for  Massachusetts  for  the  eight 
years  (1885-92)  ;  51.46  per  cent,  of  the  whole  were  deaths  from  accident 
and  negligence  ;  7.66  per  cent,  were  deaths  from  suicide,  and  .97  of  1  per 
cent,  were  deaths  determined  to  be  due  to  murder  and  manslaughter. 

Of  the  deaths  due  to  accident,  77.2  per  cent.,  and  of  those  due  to 
suicide,  75  per  cent,  were  of  males,  while  the  deaths  from  murder  and 
manslaughter  were  divided  between  the  sexes  in  nearly  equal  numbers,  158 
males  and  157  females. 
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Water  Supply  and  Sewerage. 

Tho  general  law  giving  to  the  State  Board  of  Health  supervision 
of  inland  waters,  and  imposing  certain  duties  upon  the  Board  in 
relation  to  water  supplies  and  systems  of  sewerage  and  sewage  dis- 
posal has  been  so  frequently  quoted  in  the  recent  reports  of  the 
Board  that  it  is  not  essential  to  quote  the  statute  again  in  full. 

Acting  under  the  Statutes  of  1888  the  work  of  the  Board  in  this 
direction  has  been  conducted  during  the  past  year  in  the  same 
manner  as  in  previous  years.  This  work  now  constitutes  a  very 
important  branch  of  the  operations  of  the  Board. 

The  report  of  this  department  of  the  Board  for  1893  comprises 
the  following  topics  :  — 

The  advice  of  the  Board  to  the  authorities  of  cities,  towns  and 
corporations  and  individuals  upon  proposed  or  existing  systems  of 
water  supply  and  sewage  disposal  under  the  provisions  of  section 
3  of  chapter  375  of  the  Acts  of  1888. 

A  continuation  of  the  examination  of  water  supplies,  comprising 
the  results  of  chemical  and  microscopical  examinations  of  public 
water  supplies.  The  examination  of  the  waters  of  the  following 
rivers,  the  Blackstone,  Charles,  Merrimack,  Nashua,  Neponset, 
Housatonic  and  Taunton  were  continued  and  other  examinations 
were  made  of  the  Charles,  DeeriBield,  Shawsheen  and  Ware  and  the 
Nashua  and  its  tributaries  in  connection  with  the  investigations  for  a 
Metropolitan  water  supply. 

In  the  summary  of  water  supply  statistics  it  appears  that  146 
cities  and  towns,  having  a  total  population  of  1,949,455,  were  pro- 
vided with  water  supplies,  the  majority  of  these  places  having  in 
each  a  population  of  over  4,000.  There  were  also  206  towns  which 
were  not  provided  with  public  water  supplies  only  one  of  which  had 
a  population  of  more  than  4,500. 

The  total  population  of  places  not  supplied  was  289,488  or  but 
little  more  the  one-eighth  of  the  population  of  the  State. 

The  paper  by  Professor  Drown  upon  '*  the  Amount  of  and  Char- 
acter of  Organic  Matter  in  Soils  and  its  Bearing  on  the  Storage  of 
Water  in  Reservoirs,"  has  a  practical  bearing  upon  all  water  supplies 
where  artificial  storage  basins  are  constructed  by  impounding  water 
in  valleys  and  meadows  having  a  surface  either  partially  or  wholly 
of  loam  or  peat. 
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Mr.  Geo.  W.  Fuller,  biologist  in  charge  of  the  Lawrence  Experi- 
ment Station,  details  the  work  performed  at  the  station  during  the 
sixth  year  of  its  existence.  The  principal  topics  treated  of  in  his 
report  are  the  character  of  the  sewage  used  for  experiment,  the  aver- 
age purification  attained,  the  permanency  of  filters,  their  manage- 
ment, experiments  upon  rapid  filtration  of  sewage  from  which  the 
sludge  has  been  removed,  sub-surface  application  of  sewage,  experi- 
ments with  sand  clogged  by  sewage,  effect  of  polarite  in  removing 
color  of  dye-stuffs  in  sewage,  removal  of  bacteria,  work  of  the  sewage 
filters  in  1893,  filtration  of  water,  effects  of  rate  of  filtration,  depth 
of  material,  size  of  sand  grains,  scraping,  disturbing  upi>er  layer  of 
filter,  removal  of  layer  of  loam,  freezing  surface  layers,  rapidly  till- 
ing from  below,  amount  of  loss  of  head  and  method  of  application 
of  water  upon  its  bacterial  purification.  A  detailed  account  is 
given  of  the  work  of  the  water  filters  during  1893  together  with  the 
chemical  and  bacterial  analyses  of  the  water  supplied  and  of  the 
effluent  water  of  the  Lawrence  city  filter  for  the  first  seven  months 
of  its  operation. 

Hiram  F.  Mills,  C.E.,  member  of  the  Board,  presents  a  descinp- 
tion  of  the  "  Filter  of  the  Water  Supply  of  the  City  of  Lawrence 
and  its  Results,"  and  shows  in  this  paper, — 

1.  '*  The  insufficiency  of  the  self-purification  of  streams. 

2.  The  ready  conveyance  of  typhoid  fever  down  a  stream  by 
sewage-polluted  drinking  water. 

3.  The  practicability  of  protecting  a  community  against  an 
infected  drinking  water  supply  by  natural  sand  filtration." 

The  paper  entitled  «'  Sewage  Purification  of  Cities  and  Towns  in 
Massachusetts  "  presents  a  brief  description  together  with  chemical 
analyses  of  sewage  and  effluents  from  the  systems  in  use  in  the 
following  places  :  Amherst,  Norfolk  county  jail,  Framingham,  Gard- 
ner, Lenox,  Marlborough,  Medfield,  Wellesley  College  and  West- 
borough. 

Mr.  Allen  Hazen,  the  chemist  in  charge  at  the  Experiment  Station 
at  Lawrence  in  1890-93,  was  appointed  as  chemist  of  the  department 
of  water  supply,  sewerage  and  fire  protection  at  the  World's  Colum- 
bian Exposition  at  Chicago,  and  presents  in  this  volume  a  descrip- 
tion of  the  process  there  employed  for  disposal  of  the  sewage  of  the 
Exposition  by  precipitation  and  the  results  attained  by  this  process . 
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Metropolitan  Water  Supply. 

Within  the  period  of  the  past  forty  years  or  more  and  since  the 
beginning  of  the  general  introduction  of  a  public  water  supply  into 
Boston  the  growth  of  the  city  has  been  rapid,  and  this  growth  has 
extended  outward,  until  the  suburban  municipalities  have  acquired  a 
population  nearly  as  large  as  that  of  the  city,  the  whole  district 
within  ten  miles  of  and  including  Boston  containing  nearly  a  million 
inhabitants. 

Public  water  supplies  have  now  been  introduced  into  each  of  the 
twenty-eight  cities  and  towns  embraced  within  this  limit.  The  rapid 
gTow.th  of  the  towns  has  not  only  been  attended  with  an  increase  in 
the  absolute  consumption  of  water  in  the  district,  but  the  relative  or 
per  capita  consumption  has  also  been  considerably  increased.  To 
supply  this  demand  very  much  of  the  available  territory  suitable  for 
use  as  sources  for  yielding  water  has  been  taken  by  the  cities  and 
towns  within  this  district.  In  some  instances  the  density  of  the 
population  living  upon  the  area  of  the  different  water-sheds  has 
increased  to  such  an  extent  as  to  become  a  serious  menace  to  the 
health  of  the  population  consuming  the  water,  in  consequence  of  the 
increased  pollution  which  usually  follows  a  corresponding  increase 
of  population. 

In  the  words  of  the  present  report  (p.  6)  '*  The  experience  of  the 
past  year  (1893)  has  emphasized  the  urgent  need  of  a  new  water 
supply  for  this  district,  as  not  only  has  the  water  supply  of  Boston 
and  the  district  supplied  from  Mystic  Lake  been  nearly  exhausted, 
as  above  indicated,  but  the  water  supplies  of  a  majority  of  the 
places  in  the  Metropolitan  district  have  been  in  a  similar  condition." 

The  urgent  demands  of  the  authorities  of  these  municipalities  for 
larger  and  purer  supplies  of  water  finally  resulted  in  legislative 
action,  and  the  following  law  was  enacted  by  the  Legislature  of 
1893,  entrusting  to  the  State  Board  of  Health  the  duty  of  making 
a  general  investigation  of  the  subject  of  a  water  supply  for  this 
Metropolitan  district. 

[Acts  op  1893,  Chapter  459.] 
An  Act  RELATrvE  to  procueung  a  water  supply  for  the  city  of  bostok 

AND  ITS   SUBURBS. 

Be  U  enacted,  etc,  as  follows : 

Section  1.  The  state  board  of  health  is  hereby  authorized  and  directed 
to  investigate,  consider  and  report  upon  the  question  of  a  water  supply  for 
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the  city  of  Boston  and  its  suburbs  within  a  radius  of  ten  mUes  from  the 
state  house,  and  for  such  other  cities  and  towns  as  in  its  opinion  should  be 
included  in  connection  therewith. 

Sect.  2.  The  said  board  shall  forthwith  proceed  to  investigate  and 
consider  this  subject,  including  all  questions  relating  to  the  quantity  of 
water  to  be  obtained  from  available  sources,  its  quality,  the  best  methods  of 
protecting  the  purity  of  the  water,  the  construction,  operation  and  mainten- 
ance of  works  for  storing,  conveying  or  purifying  the  water,  the  cost  of 
the  same,  the  damages  to  property,  and  all  other  matters  pertaining  to  the 
subject. 

Sect.  3.  The  said  board  shall  have  power  to  employ  such  engineering 
and  other  assistance  and  to  incur  such  expenses  as  may  be  necessary  for 
carrying  out  the  provisions  of  this  act. 

Sect.  4.  The  said  board  shall  report  fully  with  plans  and  estimates 
to  the  legislature  on  or  before  the  first  Wednesday  in  January  in  the  year 
eighteen  hundred  and  ninety-five,  and  shall  append  to  its  report  drafts  of 
bills  intended  to  accomplish  the  recommendations  of  the  board. 

Sect.  5.  The  total  amount  of  money  which  shall  be  expended  out  of 
the  treasury  of  the  Commonwealth  in  carrying  out  the  provisions  of  this  act 
shall  not  exceed  forty  thousand  dollars.  The  Commonwealth  shall  be 
reimbursed  for  the  amount  expended  by  the  cities  and  towns  which  are  to 
receive  the  benefit  of  the  system  recommended  in  the  report,  in  proportion 
to  the  population  of  each. 

Sect.  6.  Before  incurring  any  expense  the  board  shall  from  time  to- 
time  estimate  the  amounts  required  and  shall  submit  the  same  to  the  gov- 
ernor and  council  for  their  approval,  and  no  expense  shall  be  incurred 
beyond  the  amount  so  estimated  and  approved. 

Sect.  7.  This  act  shall  take  effect  upon  its  passage.  [^Approved 
June  9, 1893. 


Innmediately  after  the  passage  of  this  Act,  the  Board  entered  upon 
the  work  of  investigation,  and  began  the  necessary  surveys  to  ascer- 
tain the  best  supply  for  the  district.  This  work  has  been  carried  on 
without  interruption  since  June,  1893. 

While  it  is  too  early  to  publish  conclusions  relative  to  a  definite 
source  of  water  supply  for  the  district,  it  may  be  said  that  the  inves- 
tigations made  up  to  the  present  time  indicate  that  an  abundant 
supply  of  good  water  for  the  Metropolitan  District  may  be  obtained 
without  excessive  expenditure. 
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Improvement  of  the  Charles  River. 
By  the  provisions  of  Chapter  475  of  the  Acts  of  1893,  the  Board 
of  Metropolitan  Park  Commissioners  and  the  State  Board  of  Health 
were  constituted  a  joint  board  to  investigate  *'  the  sanitary  condition 
and  prepare  plans  for  the  improvement  of  the  beds,  shores  and 
waters  of  the  Charles  River,  between  Charles  River  bridge  and  the 
Waltham  line  on  Charles  River,  and  for  the  removal  of  any  nuis- 
ances therefrom." 

The  joint  board,  thus  constituted,  was  authorized  to  employ 
engineers  and  experts  and  to  incur  necessary  expenses  not  exceed- 
ing $5,000. 

This  act  recognizes  the  existence  of  conditions  in  the  specified 
portion  of  the  river  which  have  for  a  long  time  constituted  a  general 
nuisance,  offensive  to  the  sight  and  smell,  in  consequence  of  the  serious 
pollution  of  the  river  and  of  the  daily  exposure  of  large  areas  of 
mud  flats  upon  which  the  polluting  matter  in  the  river  is  deposited. 
To  remedy  this  foul  and  unsightly  condition  the  Board  has  given 
its  attention,  and  after  surveying  the  territory  and  areas  included  in 
the  provisions  of  the  act  and  investigating  the  sanitary  condition  of 
the  contiguous  population,  made  its  report  to  the  Legislature  in 
May,  1894  (House  Doc.  775,  1894),  the  time  for  the  presentation 
of  the  report  having  been  extended  by  Chapter  57  of  the  Resolves 
of  1894.    • 

The  plan  proposed  involves  the  construction  of  a  dam  and  a  lock 
at  the  lower  portion  of  the  estuary  above  Craigie's  bridge,  by  means 
of  which  the  water  above  the  dam  will  be  kept  at  a  constant  level. 
While  this  dam  may  be  regarded  as  the  principal  feature  of  the 
plan,  other  features  are  worthy  of  note,  especially  the  treatment  of 
the  shores  of  the  proposed  basin. 

One  great  improvement  in  this  region  is  already  nearly  com- 
pleted, the  Metropolitan  Sewerage  System,  which,  when  in  opera- 
tion, will  remove  a  great  amount  of  pollution  from  the  river. 

The  report  of  the  Landscape  Architects  to  the  joint  board  closes 
as  follows  :  —  **  Charles  River,  freed  from  sewage,  from  defiling  indus- 
tries, from  mud  flats  and  from  mud  banks,  and  dedicated  with  its  bor- 
ders to  the  use  and  enjoyment  of  the  public  as  a  drainage  channel,  an 
open  space,  a  parkway,  a  chain  of  playgrounds  and  a  boating  course, 
will  perform  its  highest  possible  service  to  the  Metropolitan  com- 
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munity,  and  will  retura  to  the  community  profits,  both  tangible  and 
intangible,  which  will  annually  increase." 

Inpeotious  Disease  Hospitals. 

The  subject  of  providing  separate  accommodations  for  hospitals 
for  persons  suffering  with  infectious  diseases  of  a  dangerous  char- 
acter has  become  quite  prominent  during  the  past  two  or  three  years 
in  Massachusetts  cities,  and  is  likely  to  become  still  more  a  subject 
of  paramount  importance  in  future  years. 

The  fact  that  400  such  establishments  exist  in  England  alone,  and 
the  number  there  is  constantly  increasing,  is  sufficient  to  show  the 
estimate  in  which  they  are  held  in  Great  Britain. 

In  response  to  a  demand  for  information  upon  this  subject,  a  paper 
has  been  prepared  by  the  Secretary  for  the  present  report,  contain- 
ing the  most  recent  information  upon  the  subject,  together  with  a 
brief  compilation  embodying  the  practice  of  other  countries  in  this 
direction. 

Summary  of  Weekly  Mortality  Reports. 

Under  this  title  may  be  found  a  summary  of  the  returns  sent  to 
the  office  of  the  State  Board  at  the  close  of  each  week  from  the 
principal  cities  and  towns,  of  the  deaths  which  have  been  reported 
to  the  local  Boards  of  Health.  These  returns  embrace  a  statement 
of  the  total  number  of  deaths,  the  number  of  deaths  of  children 
under  5  years  of  age,  and  the  number  from  each  one  of  the  principal 
infectious  diseases. 

This  system  of  voluntary  returns  keeps  the  State  Board  informed 
of  the  progress  of  epidemics,  their  outbreak  and  their  decline,  and 
serves  as  a  valuable  index  of  the  health  of  the  population,  its  chief 
advantage  consisting  in  its  frequency  and  the  fact  that  the  Board 
receives  its  information  direct  from  the  local  authorities. 

Health  of  Towns. 

In  the  portion  of  the  report  devoted  to  the  health  of  towns  may 
be  found  a  digest  of  the  principal  facts  of  importance  gathered  from 
the  city  and  town  reports  of  Boards  of  Health  of  the  year  1893. 

This  summary  also  contains  a  table  in  which  are  stated  the  number 
of  cases  of  the  principal  infectious  diseases  which  are  reported  to  the 
local  Boards  of  Health.  In  addition  to  the  cases  reported  another 
parallel  column  contains  the  registered  deaths  from  the  same  causes  in 
these  cities  and  towns  and  the  ratio  of  fatality  in  the  State  at  large. 
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KouTiNE  Work  of  the  Board. 

The  Board,  in  the  performance  of  its  duties  under  the  provisions 
of  the  Statutes,  has  held  at  least  one  meeting  in  each  month  during 
the  year,  with  such  meetings  of  its  standing  committees  as  were 
essential  to  the  proper  performance  of  its  work.  The  work  of  the 
year  is  presented  in  detail  under  the  different  topics  referring  to  the 
prescribed  duties  of  the  Board. 

Advice  has  been  given  almost,  daily  at  the  office  to  local  Boards 
of  Health  and  to  individuals  seeking  advice  upon  sanitary  questions, 
and  in  instances,  where  occasion  required,  visits  have  been  made  by 
the  secretary  and  by  the  engineers  of  the  Board  to  cities  and  towns  for 
the  purpose  of  making  investigation  and  inspecting  and  giving  advice. 

One  public  hearing  only  was  held  during  the  year  (on  April  10, 
1893)  and  that  had  reference  to  the  taking  of  land  for  the  sewage 
disposal  of  Brockton  under  the  provisions  of  chapter  124  of  the  Acts 
of  1890. 

The  statistics  of  mortality  have  been  compiled  and  published  each 
week  at  the  office  of  the  Board  in  the  form  of  a  weekly  bulletin, 
which  also  contains  once  a  month  a  report  of  the  work  done  in  the 
line  of  food  and  drug  inspection,  together  with  the  prosecutions 
made  under  the  Food  and  Drug  Acts.  In  addition  to  the  foregoing, 
during  the  past  year  the  statistics  of  reports  of  cases  of  infectious 
diseases' returned  under  the  provisions  of  chapter  302  of  the  Acts 
of  1893J  have  been  introduced  in  these  bulletins. 

The  following  table  presents  certain  statistical  data  relative  to  the 
routine  work  of  the  Board  :  — 

Statistical  Table  for  the  Year  ending  Sept.  30,  1893. 

Whole  niMDbepof  samples  of  foods  and  drugs  examined  during  the  year,  6,409 

Samples  of  milk  examined  (included  in  the  foregoing), ....  3,073 

Whole  number  examined  since  beginning  of  work  in  1883,     .        .        .  63,673 
Whole  number  of  samples  of  milk  examined  since  beginning  of  work 

in  1888, .    .    ^ 27,076 

Number  of  warning  notices  issued  relative  to  adulteration  during  the  year,  423 

Number  of  prosecutions  against  offenders  during  the  year,     ...  96 

Number  of  convictions  during  the  year, 92 

Amount  of  fines  secured  during  the  year, $2,476.00 

Force  employed  at  Boston,  for  food  and  drug  inspection,  chemists  and 

assistants, 2 

At  Amherst,        •        .        • 1 

—    8 
Inspectors, 8 

Total ^  T  6 

Digitized  by  VjOOQ IC 


liv  STATE  BOARD  OF  HEALTH.         '         [Jan. 

Under  the  Provisions  op  the  Act  to  protect  the  Purity  op  Inland 

Waters. 

[This  Uble  applies  to  the  calendar  year  ending  Dec.  81, 1898.] 

Statistical  Table  for  the  Year  1893. 
ApplioatioDS  for  advice  from  cities,  towns  and  others :  — 

Relating  to  water  supply, 39 

Relating  to  sewerage  and  drainage,  ...*....  12 

Total, 51 

Number  of  samples  of  water  examined  chemically  and  microscopically 

at  the  Massachusetts  Institute  of  Technology, 1,731 

Number  of  samples  of  soil  examined  chemically  at  the  Massachusetts 

Institute  of  Technology, 62 

Number  of  samples  of  sewage  and  water  examined  chemically  and  bac- 

terially  at  the  Lawrence  Experiment  Station, 2,176 

Number  of  samples  of  sand  examined  chemically  and  bacterially  at  the 

Lawrence  Experiment  Station, .  513 

Number  of  samples  of  sand  examined  mechanically  at  the  Lawrence 

Experiment  Station, 314 

Additional  samples  examined  bacterially  at  the  Lawrence  Experiment 

Station, 11.850 

Total  number  of  samples  examined, 16,S36 

Force  employed  at  13  Beacon  Street :  — * 

Chief  engineer,    . •  1 

Assistant  engineers, •  2 

Stenographer  and  clerk, 1 

—  4 
At  Massachusetts  Institute  of  Technology :  — 

Chief  chemist,t 1 

Assistant  chemist, 5 

Chief  biologi8t,t 1 

Assistant  biologists, •  1 

—  8 
At  Lawrence  Experiment  Station :  — 

Chemists, 2 

•  Bacteriologists, 8 

Other  assistants  and  laborers, 4 

—  9 

Total  ordinary  force, 21 

*  Not  indading  the  force  employed  upon  th^  Metropolitan  Water  Supply  investigations. 

t  The  chief  chemist  and  biologist,  although  located  at  the  Massachusetts  Institute  of  Tech- 
nology, have  the  oversight  of  the  chemical  and  biological  work  at  Che  Lawrence  Bxperiment 
Station. 
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The  number  of  applications  received  since  July,  1886,  when  the 
act  relating  to  water  supply  and  sewerage  first  went  into  operation, 
is  as  follows  :  — 

1886 8 

1887 22 

1888 28 

1889, 38 

1890 23 

1891, 63 

1892, 66 

1893 61 

Total 279 


RECOBdMENDATIONS . 

The  following  recommendations  were  made  to  the  Legislature  at 
the  beginning  of  the  session  of  1894 :  — 

i.  With  reference  to  the  continuance  of  the  work  of  the  Board  ander 
the  provisions  of  chapter  375  of  the  Acts  of  1888  the  Board  recommends 
the  continuance  of  the  investigations  already  commenced  and  those  indi- 
cated as  desirable  in  the  report  upon  Water  Supply  and  Sewerage  (Senate 
Doc.  4,  1894). 

For  these  purposes,  and  to  make  the  necessary  investigations  in  order  to 
advise  cities,  towns,  corporations  and  individuals  in  regard  to  the  best 
method  of  assuring  the  purity  of  intended  or  existing  water  supplies,  and 
the  best  method  of  disposing  of  sewage,  and  to  carry  out  the  other  provi- 
sions of  chapter  376  of  the  Acts  of  1888,  the  Board  estimates  that  the  sum 
of  $27,000  will  be  required. 

2,    As  to  Notification  of  Contagious  Diseases. 
That  the  laws  in  reference  to  the  notification  of  contagious  diseases  to 
certain  State  authorities  be  so  amended  that  the  law  now  in  force  in  regard 
to  small-pox  shall  be  extended  to  include  other  diseases  dangerous  to  the 
puhlic  health. 

3.  State  Vaccine  Institution. 
In  its  Twentieth  Annual  Report,  1888,  the  State  Board  of  Health  intro- 
daoed  the  subject  of  establishing  in  the  State  one  or  more  places  at  which 
vaccine  lymph  could  be  furnished  under  the  supervision  of  the  State,  so 
that  regular  supplies  of  lymph  could  be  furnished  to  all  State  institutions, 
to  the  local  authorities  of  cities  and  towns,  and  to  such  physicians  as  might 
choose  to  obtain  their  lymph  from  such  an  institution. 
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This  plan  is  adopted  at  present  in  nearly  all  foreign  countries  where 
vaccination  is  practised,  and  with  the  most  successful  result.  The  plan  of 
public  vaccinal  institutes  has  reached  its  highest  development  in  Germany, 
where  at  least  thirty  such  establishments,  well  equipped  and  under  thorough 
administration,  furnish  lymph  for  vaccination  to  all  who  desire  it.  By  this 
plan  the  purity  of  the  lymph  can  be  satisfactorily  assured,  and  the  physician 
or  local  board  of  health  can  procure  it  direct  from  the  institution,  thus 
avoiding  the  delay  of  ordering  through  agents  and  middlemen. 

As  a  result  of  this  plan  as  well  as  of  their  very  thorough  enforcement  of 
the  laws,  Germany  is  to-day  more  free  from  the  scourge  of  small-pox  than 
any  other  country  in  the  world. 

The  Board  therefore  recommends  that  an  appropriation  of be 

made  for  the  purpose  of  carrying  out  this  plan,  under  the.  supervision  of 
such  authority  as  the  Legislature  may  direct. 

4.  As  to  Vital  Statistics, 
That,  inasmuch  as  an  intimate  study  and  knowledge  of  the  vital  statistics 
of  a  community  are  the  basis  of  wise  sanitary  administration,  the  data 
gathered  annually  by  the  Secretary  of  the  Commonwealth,  •in  accordance 
with  the  provisions  of  existing  statutes,  be  submitted  in  their  entirety  to  the 
Board  of  Health  for  such  consideration  and  report  as  may  seem  to  promote 
most  fully  the  public  welfare.  Such  a  course  would  place  this  State  in 
harmony  with  the  usage  in  nearly  all  the  states  of  this  Union  having  regis- 
tration, and  in  the  civilized  countries  of  Europe. 

5.    As  to  Medical  Inspectors  of  Health. 
The  following  bill  was  recommended  :  — 

Providing  for  the   appointment   of   advisory   medical  inspectors    op 

health  throughout  the  commonwealth. 
Be  it  enacted^  etc,  as  follows : 

Section  1.  The  governor,  by  and  with  the  advice  and  consent  of  the 
council,  shall,  as  soon  as  may  be  after  the  passage  of  this  act,  divide  the 
Commonwealth  into  such  number  of  districts,  to  be  known  as  health  dis- 
tricts, as  he  may  deem  proper  and  necessary  for  carrying  out  the  purposes 
of  this  act. 

Sect.  2.  After  the  division  provided  in  the  foregoing  section  the  gov- 
ernor shall  nominate,  and  by  and  with  the  advice  and  consent  of  the 
council,  shall  appoint  in  each  health  district  one  able  and  discreet  person, 
learned  in  the  science  of  medicine,  to  be  advisory  medical  inspector  of 
health  in  said  district.  Every  such  nomination  shall  be  made  at  least  seven 
days  prior  to  the  appointment. 

Sect.  3.  Said  advisory  medical  inspectors  of  health  shall  hold  their 
offices  for  a  period  of  seven  years  from  the  time  of  their  respective  appoint- 


Digitized  by  CjOOQ  IC 


1894.]  PUBLIC  DOCUMENT  — No.  34.  Ivii 

ments,  and  shall  be  liable  to  removal  from  office  by  the  governor  and 
coQDcil  at  any  time  for  cause  shown. 

Sect.  4.  Each  advisory  medical  inspector  of  health  shall  reside  in  the 
district  to  which  he  is  appointed,  and  his  removal  therefrom  shall  be  equiva- 
lent to  a  resignation  of  his  office.  His  powers  and  duties  shall  be  advisory 
only.  He  shall  inform  himself  respecting  all  influences  affecting  or  threat- 
ening to  affect  injuriously  the  public  health  within  the  district,  and  shall 
promptly  notify  the  local  authorities  of  the  existence  of  all  conditions 
affecting  or  likely  to  affect  the  health  of  the  district,  and  shall  ad\nse  with 
said  authorities  as  to  the  best  methods  of  controlling  the  same. 

Sect.  5.  Each  advisory  medical  inspector  of  health  shall  keep  a  record 
of  bis  proceedings  and  observations,  and  shall  annually  make  a  report  to 
the  health  authorities  of  each  city  or  town  within  his  district  touching  mat- 
ters affecting  said  city  or  town,  and  shall  transmit  a  copy  of  each  report  to 
the  State  Board  of  Health  on  or  before  the  thirty-first  day  of  October  in 
each  year. 

Sect.  6.  Each  advisory  medical  inspector  of  health  shall  from  time  to 
time  as  requested  furnish  to  the  State  Board  of  Health  information  touching 
the  sanitary  condition  of  the  whole  or  any  part  of  his  district.  He  may 
make  such  reports  and  suggestions  to  the  State  Board  of  Health  or  to  the 
local  authorities  sA  he  toay  deem  advisable  ;  but  shall  in  every  instance  for- 
ward to  the  State  board  a  copy  of  any  such  communication  wi^th  the  local 
authorities. 

Sect.  7.  The  governor,  by. and. with  the  advice  of  the  council,  shall 
establish  from  time  to  time  the  salaries  of  said  advisory  medical  inspectors 
of  health,  having  reference  in  each  district  to  the  extent  of  territory,  the 
number  of  inhabitants,  the  character  of  the  business  there  carried  on,  and 
the  amount  of  time  likely  to  be  required  for  the  proper  discharge  of  the 
duties.  The  salary  thus  established  shall  be  paid  from  the  treasury  of  the 
Commonwealth  quarterly.  .  ... 

Sect.  8.     This  act  shall  take  effect  upon  its  passage. 

Expenditures. 
The  work  of  the  Board  is  conducted  under  the  provisions  of  several 
statutes,  and  foir  its  diflR^rent  departments  of  work  three  appropria- 
tions are  annually  made,  one  for  its  general  work,  one  for  the 
inspection  of  food  and  drugs*  and  a  third  for  carrying  out  the  pro- 
visions of  chapter  375  of  the  Acts  of  1888,  relating  to  the  protection 
of  the  purity  of  inland  waters. 
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The  appropriations  for  these  different  departments  of  work  during 
1893  were  as  follows  :  — 

For  the  general  work  of  the  Board, |10,800  00 

For  food  and  drug  inspection, 11,600  00 

For  work  under  the  proyisions  of  chapter  876,  Acts  of  1888,       .        .      27,000  00 

(49,300  00 

In  addition  to  these  regular  lines  of  work  the  Board  was  charged 
with  the  duty  of  investigating  the  question  of  a  general  water  supply 
for  the  city  of  Boston  and  the  suburban  cities  and  towns  to  the  dis- 
tance of  ten  miles  from  the  city. 

For  this  investigation  the  Board  was  authorized  to  expend  a  sum 
not  exceeding  $40,000,  of  which  sum  there  was  appropriated  in  1893 
the  sum  of  $15,000. 

The  expenditures   under  the  foregoing  appropriations   were  as 

follows :  — 

For  the  General  Work  op  the  Board. 

Salaries, $4,819  96 

Printing, 1,325  15 

Travelling, 1,140  70 

Special  investigations,      .        • 488  78 

Postage, 207  61 

Books,  subscriptions  and  binding, 306  68 

Express, 220  23 

Stationery, 152  42 

Telephone, 127  05 

Type-writer  and  library  supplies, 19  80 

Office  incidentals, 54  72 

Messenger  services, 257  27 

Telegrams, 7  33 

Draughting  wood-cuts, 3150 

$9,158  70 

For  Food  and  Drug  Inspection.    For  Year  ending  Sept.  30,  1893. 

Salaries  of  analysts, |4,400  00 

Salaries  of  inspectors, 3,900  00 

Travelling  expenses  and  purchase  of  samples,       ......  1,661  75 

Apparatus  and  chemicals, .  235  63 

Rent  at  Harvard  Medical  School, 125  00 

Chemical  analysis  (by  other  chemists), 2  00 

Furniture  and  fittings  at  laboratory, 26  52 

Legal  services, #  45  00 

Printing, x        4  85 

Gas, 83  86* 

Extra  services, 20  00 


Total, _.        .tl0,454  11 
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Expenses  under  Chapter  876  of  Acts  op  1888.    Protection  of  Purity  op 

Inland  Waters.     For  Calendar  Year  1893. 
Salaries,  including  wages  of  laborers  at  Lawrence  Experiment  Station,  $22,743  40 

Apparatus  and  materials, 1,896  73 

Rent  of  rooms  at  Massachusetts  Institution  of  Technology,  .        .        .  900  00 

Rent  of  Lawrence  Experiment  Station, 125  00 

Travelling  expenses, 195  81 

Express  charges, 420  96 

Use  of  tools  and  office,  Lawrence  Experiment  Station,  ....  412  32 

Printing, 74  54 

Stationery  and  drawing  materials, 86  21 

Maps,  blue  prints  and  photographs,         . 54  06 

Furniture, 43  00 

Paid  for  collecting  samples  of  water,      ••.•.••  8  25 

Postage  stamps, '•.....  27  90 

Messengers  and  telegrams,      .........  7  82 

Total, f  26,995  99 

For  Expenses  in  Investigation  op  Water  Supply  op  Boston  and  Sub- 
urban Towns. 

[AoTB  or  1808,  Chaptbb  459.] 

Salaries ♦7.456  83 

Seirices  and  expenses,  experts, 162  25 

Apparatus  and  repairs,  borings,  drawing  and  smreying  instruments, 

etc., 1,249  00 

Travelling  expenses  and  board  of  employ6s, 1,200  68 

Maps,  etc., 43  50 

Stationery  and  account  books, 71  20 

Hardware,  hose,  pump,  pipe,  etc., 596  87 

Lumber, 45  34 

Freight,  express,  etc., ....*.  15  99 

Office  rent  and  incidentals, ' 72  27 

f  10,912  93 

A  statement  of  the  expenditares  relating  to  the  exhibit  of  the 
Board  at  the  World's  Columbian  Exposition  may  be  found  on  page 
xxiii. 

H.  P.  WALCOTT, 
J.   W.   HASTINGS, 
H.   F.  MILLS, 

F.  W.  DRAPER, 

G.  C.   TOBEY, 
J.  W.  HULL, 
C.  H.  PORTER, 

State  Board  of  Health. 
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WATER  SUPPLY  AND  SEWERAGE  * 


[Report  required  by  the  provisions  of  chapter  875  of  the  Acts  of 
1888»  entitled  **An  Act  to  protect  the  purity  of  inland  waters, 
and  to  require  consultation  with  the  State  Board  of  Health 
Tegarding  the  establishment  of  systems  of  water  supply,  drain- 
age and  sewerage.'*] 

The  following  report  contains  the  substance  of  the  replies 
made  by  the  Board  to  those  cities,  towns,  corporations  and 
individuals  which  have  applied  to  the  Board  for  its  advice 
relative  to  systems  of  water  supply,  drainage  and  sewerage, 
under  the  provisions  of  chapter  375  of  the  Acts  of  1888.  It 
also  includes  a  summary  of  the  work  done  by  the  Board  in 
connection  with  the  examination  of  water  supplies  and  rivers, 
and  the  purification  of  sewage. 

As  one  result  of  the  studies  of  the  Board,  in  connection 
with  the  investigations  made  at  the  Experiment  Station, 
there  has  been  constructed  during  the  past  year  by  the  city 
of  Lawrence  a  filter-bed  covering  an  area  of  two  and  a  half 
acres  which  now  filters  the  domestic  water  supply  for  about 
47,000  people.  This  water  supply  is  derived  from  the  Mer- 
rimack Eiver,  which  receives  the  drainage  of  a  large  part  of 
New  Hampshire,  and  the  sewage  of  Lowell  enters  only  nine 
miles  above  the  intake  of  the  Lawrence  water  works.  There 
has  been  in  past  years  a  great  increase  in  the  number  of  deaths 
by  typhoid  fever  in  Lowell  and  in  Lawrence  in  the  late  fall 
and  winter  months,  after  the  disease  had  spent  its  force  and 
nearly  ceased  in  the  towns  and  cities  up  the  river. 

The  studies  of  the  Board  led  them  to  conclude  that  this 
large  number  of  deaths,  often,  in  Lawrence,  exceeding  the 
nmnber  in  the  city  of  Boston  in  the  same  months,  was  due 
to  disease  germs  brought  down  the  river  and  distributed  to 
the  citizens  in  their  drinking  water ;  and  after  making  filters 
at  the  Experiment  Station  that  removed  all  the  disease  germs 

*  The  first  pages  of  this  report  were  ODntained  in  a  report  made  to  the  Legisla- 
ture Jan.  10, 1894  (Senate  Docament,  No.  4).  A  portion  of  the  report  then  made, 
relating  to  the  work  done  at  the  Lawrence  Experiment  Station,  is  not  reproduced, 
becanse  a  more  complete  account  of  the  work  done  at  this  place  will  be  found  in  a 
folMequent  part  of  this  volume. 
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put  into  the  water  applied  to  them,  the  Board  advised  the 
city  of  Lawrence  to  construct  a  filter  under  the  direction  of 
the  Board,  and  to  purify  their  drinking  water.  The  filter 
was  commenced  in  the  fall  of  1892,  and  finished,  at  a  cost 
of  about  $65,000,  in  September,  1893.  Since  September 
20  all  the  water  that  has  been  pumped  to  the  city  reservoir 
has  first  passed  through  the  filter. 

Very  frequent  examinations  of  the  water  show  that  98  per 
cent,  of  all  of  the  bacteria  in  the  river  water  applied  to  the 
filter  are  removed  directly  by  it,  and  in  addition  to  this 
it  removes  a  large  part  of  the  organic  matter  from  the 
water  and  converts  much  of  it  to  mineral  matter,  thus  de- 
priving the  remaining  bacteria  of  food  material  and  render- 
ing the  conditions  of  life  so  unfavorable  that  the  bacteria 
decrease  as  the  water  goes  on  through  the  reservoir  and 
through  the  distributing  pipes,  until  when  the  water  reaches 
the  citizens  there  remains  but  one-half  of  1  per  cent,  of  the 
number  of  bacteria  in  the  river  water ;  that  is,  99  J  per  cent, 
of  all  have  been  removed. 

The  experiments  of  the  Board  indicate  that  the  small 
numbers  remaining  are  of  a  few  hardy  kinds  that  are  not 
known  to  be  in  any  way  injurious  to  health ;  and  leave  the 
strong  probability  that  all  the  disease-producing  germs  have 
been  removed. 

The  result  upon  the  health  of  the  people  of  Lawrence  is 
very  marked  and  very  satisfactory.  The  number  of  deaths 
from  typhoid  fever  in  Lawrence  for  the  three  months  of 
October,  November  and  December  during  the  past  five  yeai-s 
has  averaged  eighteen  ;  the  number  of  deaths  this  year,  since 
the  water  has  been  filtered,  in  the  same  three  months,  has 
been  four. 

At  the  end  of  the  year  1893  all  of  the  30  cities  in  the 
Commonwealth,  and  116  towns  out  of  a  total  of  322,  were 
provided  with  a  public  water  supply.  The  total  population 
of  the  communities  having  a  public  water  supply  is  87.1  per 
cent,  of  the  total  population  of  the  State. 

There  are  now  but  6  towns  which,  by  the  census  of  1890, 
had  a  population  exceeding  4,000,  which  are  not  provided 
with  a  public  water  supply.  The  names  of  these  towns,  with 
their  respective  populations  in  1890,  are  as  follows :  Black- 

Digitized  by  CjOOQ  IC 


No.  34.]     WATER  SUPPLY  AND  SEWERAGE.  5 

stone,  6,138;  Ipswich,  4,439;  Millbury,  4,428;  Winchen- 
don,  4,390 ;  Rockport,  4,087  ;  and  Barnstable,  4,023. 

Twenty-eight  cities  and  67  towns,  having  together  a  total 
population  of  1,704,510,  own  their  water  works,  while  2 
cities  and  49  towns,  with  a  total  population  of  244,945,  are 
supplied  by  private  companies. 

The  flow  of  the  streams  in  the  year  1893,  taken  as  a  whole, 
as  indicated  by  the  volume  of  water  flowing  in  Sudbury 
River,  has  been  a  very  little  below  the  average  for  a  long 
series  of  years ;  but  the  seasonal  distribution  of  the  flow  has 
been  very  uneven,  the  year  resembling  in  this  respect  1891. 
During  the  four  months  from  February  to  May,  inclusive, 
the  flow  was  23  per  cent,  above  the  average,  and  greater 
than  in  all  but  three  of  the  previous  eighteen  years.  On  the 
other  hand,  the  flow  for  the  six  months  from  June  to  Novem- 
ber, inclusive,  was  46  per  cent,  below  the  average  for  these 
months,  and  there  were  only  four  years  of  the  previous 
eighteen  when  the  flow  during  the  same  months  was  lower. 

A  year  of  this  unusual  character  affects  very  differently 
different  classes  of  water  supplies.  Those  communities  hav- 
ing suflSciently  capacious  ponds  or  reservoirs  to  store  the 
whole  amount  of  water  flowing  in  the  spring,  obtained  for 
use  about  the  average  yield  of  their  sources  of  water  supply ; 
while  those  provided  with  smaller  ponds  or  reservoirs,  so 
that  they  could  not  prevent  the  spring  flow  of  the  streams 
from  running  to  waste,  felt  much  more  severely  the  effect  of 
the  drought  of  the  succeeding  six  months.  The  city  of  Bos- 
ton practically  exhausted  the  water  in  its  Sudbury  River 
reservoirs,  but  the  fall  rains  fortunately  came  in  season  to 
prevent  any  shortage  of  water.  Mystic  Lake,  which  supplies 
Charlestown,  Somerville,  Chelsea  and  Everett,  was  reduced 
to  so  low  a  level  that  temporary  pumps  were  used  for  a  short 
time  to  pump  water  from  the  lake  into  the  aqueduct. 

These  are  only  examples  of  what  occurred  in  many  places 
in  the  State.  In  the  southern  part  of  the  State  there  was 
even  less  rain  than  in  the  eastern  part,  and  some  places,  of 
which  Southbridge  and  Uxbridge  may  be  mentioned  as  ex- 
amples, entirely  exhausted  the  water  from  their  usual  sources 
of  supply,  and  were  obliged  to  resort  to  pumping  water  from 
the  neighboring  rivers,  thus  introducing  into  the  pipes  water 
of  undesirable  quality. 
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The  State  Board  of  Health  was  authorized  and  directed , 
by  chapter  459  of  the  Acts  of  1893,  to  investigatei  consider 
and  report  to  the  Legislature  of  1895  upon  the  question  of  a 
water  supply  for  the  city  of  Boston  and  its  suburbs  within  a 
radius  of  ten  miles  from  the  State  House ,  and  for  such  other 
cities  and  towns  as  in  its  opinion  should  be  included  in  con- 
nection therewith. 

The  experience  of  the  past  year  has  emphasized  the  urgent 
need  of  a  new  water  supply  for  this  district,  as  not  only  has 
the  water  supply  of  Boston  and  the  district  supplied  from 
Mystic  Lake  been  nearly  exhausted,  as  above  indicated,  but 
the  water  supplies  of  a  majority  of  the  places  in  the  Metro- 
politan district  have  been  in  a  similar  condition. 

The  Board  began  considering  the  subject  of  a  water  supply 
for  the  Metropolitan  district  seven  years  ago,  by  collecting 
information  of  a  general  character  with  regard  to  the  various 
sources  which  might  furnish  a  water  supply  for  this  district, 
and  by  determining  the  exact  quality  of  the  water  of  the 
different  sources  by  a  series  of  analyses  covering  a  period  of 
two  years  or  more. 

Owing  to  these  preliminary  studies,  the  Board  was  enabled 
to  begin  at  once,  after  the  passage  of  the  act  above  mentioned, 
to  enlarge  its  staff  of  engineers,  and  to  make  surveys  and 
examinations  with  a  view  to  determining  definitely  the  ca- 
pacity of  different  sources  and  the  cost  of  obtaining  a  water 
supply  from  them. 

While  it  is  too  early  to  present  any  conclusions  regarding 
the  best  source  of  water  supply  for  the  district,  it  may  be 
said  that  the  investigations  made  up  to  the  present  time 
indicate  that  an  abundant  supply  of  good  water  for  the 
Metropolitan  district  may  be  obtained  without  excessive 
expenditure. 

The  comparatively  low  stream-flow  of  the  last  three  years 
has  made  the  question  of  additional  water  supplies  for  many 
towns  extremely  urgent,  and  the  advice  of  the  Board  as 
regards  the  capacity  and  fitness  of  new  sources  of  supply 
has  been  repeatedly  sought.  The  constantly  increasing 
fiind  of  information  which  the  Board  is  acquiring  through 
its  staff  of  engineers,  chemists  and  biologists,  concerning 
the  characters  of  the  natural  waters  of  the  State,  puts  it  in 
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position  to  give  advice,  in  many  cases,  with  a  certainty  and 
promptness  that  was  not  possible  before  these  investigations 
were  undertaken. 

The  chemical  and  microscopical  analyses  of  the  waters  of 
the  State  have  been  continued  during  the  year  1893,  1,731 
samples  of  water  having  been  examined.  These  examina- 
tions include  many  of  the  regular  water  supplies  of  the 
State,  but  a  very  much  larger  number  of  examinations  than 
ever  before  has  been  made  of  waters  proposed  for  new  sup- 
plies of  cities  and  towns. 

Following  IS  a  classified  list  of  the  waters  exanfined  during 
the  year :  — 

From  open  and  covered  reservoirs  for  the  storage  of 

groundwaters, 26 

From  gnnmd-water  supplies, 294 

Special  investigations  of  regular  water  supplies  af- 
fected by  tastes,  odors,  etc., 16 

From  ponds  and  storage  reservoirs  and  their  inlets,   .  578 

From  streams  and  misceUaneous  sources,    .        .        .  127 

Total  from  regular  water  supplies, 1,041 

In  connection  with  investigations  of  new  sources  of 
watersupply, 230 

With  reference  to  pollution  of  streams,       .        .        .  155 

With  reference  to  sewage  purification  at  Framingham, 
Marlborough,  Gardner,  Medfield,  Westborough, 
Lenox,  Amherst  and  Wellesley,       ....  251 

In  connection  with  the  study  of  epidemics, ...  18 

liiscellaneous, 86 

—         690 

Total, 1,731 

The  microscopic  vegetable  and  animal  organisms  have 
been  determined  as  usual  in  all  the  waters  which  have  been 
examined  chemically,  and  our  knowledge  of  the  connection 
between  these  organisms  and  the  tastes  and  odors  of  the 
waters,  has  been  somewhat  increased. 

Hie  continued  investigation  of  the  efficiency  of  sewage 
purification  throughout  the  State  by  the  chemical  and  bio- 
logical examination  of  sewages  and  effluents,  and  by  the 
mechanical  analysis  of  soils,  has  afforded  important  results, 
which,  taken  in  connection  with  the  experimental  work  at 
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the  BoarcVs  Experiment  Station  at  Lawrence,  can  be  directly 
utilized  in  determining  rules  of  practice  for  the  purification  of 
sewage  by  intermittent  filtration  on  a  large  scale.  A  very 
large  number  of  examinations  of  sewage  and  effluents  has  been 
made  from  the  purification  fields  at  Framingham,  Marlbor- 
ough, Gardner,  Medfield,  Westborough,  Lenox  and  Wellesley. 
No  sanitary  question  is  of  greater  or  more  inmiediate  im- 
portance than  the  disposal  and  purification  on  land,  of  the 
sewage  of  cities  and  towns.  To  do  this  effectively  and  harm- 
lessly, an  intelligent  control  of  the  process  is  needed  for 
each  situation. 

In  connection  with  the  study  of  new  sources  of  supply,  a 
large  number  of  ground  waters  has  been  examined,  with  the 
result  of  adding  much  to  our  knowledge  of  the  subterranean 
waters  of  the  State.  In  the  report  for  1892  attention  was 
directed  to  the  presence  of  iron  in  some  ground  waters, 
which  made  them  very  objectionable  for  domestic  use. 
During  the  past  year  the  metal  manganese  has  been  found  in 
well  waters  at  Watertown  in  considerable  amount,  associated 
with  organic  matter.  The  sanitary  significance  of  this  occur- 
rence has  yet  to  be  determined. 

In  previous  reports  of  the  Board  attention  has  more  than 
once  been  drawn  to  the  fact  that  the  deeper  layers  of  water 
in  ponds  were  stagnant  during  the  warmer  months,  and  that 
when  the  bottom  of  the  pond  or  reservoir  contained  decom- 
posable organic  matter  the  water  near  the  bottom  became 
very  foul  with  the  products  of  putrefaction.  In  the  case  of 
Lake  Winnipiseogee,  samples  taken  during  August  at  a  depth 
of  110  feet  from  the  surface  showed  the  water  to  be  of  the 
same  quality  and  composition  at  the  bottom  as  at  the  surface. 

Analyses  of  soils  from  a  proposed  storage  reservoir  have 
been  made  to  determine  the  amount  of  stripping  which  would 
be  necessary  to  remove  all  the  organic  matter  from  the  sur- 
face before  filling  the  reservoir  with  water.,  The  cleaning 
of  the  bed  and  sides  of  a  reservoir  is  now  known  to  be  essen- 
tial if  the  water  contained  in  it  is  to  be  preserved  free  from 
putrefactive  products  in  summer;  but  the  depth  to  which 
the  surface  soil  should  be  removed  can  be  best  learned  by  a 
direct  determination  of  the  organic  matter  in  the  different 
layers.  The  results  of  the  analyses  in  this  case  are  interest- 
ing and  valuable. 
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An  extended  series  of  analyses  of  the  water  of  the  lower 
Charles  River  has  been  made  during  the  year  to  determine 
the  amount  of  its  pollution  by  sewage  and  manufacturing 
wastes,  and  also  to  determine  the  influence  of  the  flood  tide 
in  backing  up  the  impure  water. 

During  the  year  the  artificial  ice  made  for  sale  in  the  State 
has  been  investigated,  chemically  and  biologically.  A  special 
report  on  the  subject  was  made  to  the  General  Court  on  May 
16,  1893. 

Of  the  sewage  filters  at  the  experiment  station,  several  of 
those  that  had  been  in  use  for  five  or  six  years  had  for  a  year 
•or  more  been  subject  to  treatment  known  to  be  unlikely  to  give 
the  best  results,  but  tried  for  the  purpose  of  learning  the 
Tesult  of  peculiar  methods  of  treatment,  and  the  effluent  was 
not  as  well  purified  as  in  former  years.  Upon  restoring  the 
•old  filters  to  their  normal  condition  and  treating  them  by  the 
methods  which  had  been  found  most  favorable  for  complete 
purification  they  resumed  their  former  ability,  and  gave  as 
satis&ctory  effluents,  both  in  quality  and  quantity,  as  in  for- 
mer years. 

In  the  filtration  of  sewage  remarkable  results  have  been 
obtained  through  the  past  year,  by  first  filtering  sewage  very 
rapidly  (nearly  five  hundred  thousand  gallons  per  acre  daily) 
through  gravel  stones  through  which  air  was  also  being  con- 
stantly drawn ;  and  then  again  filtering  this  effluent  through 
sand  at  the  rate  of  about  one  million  gallons  per  acre  daily. 
By  the  first  filtering  about  82  per  cent,  of  the  albuminoid 
ammonia  and  the  same  percentage  of  the  bacteria  were  re- 
moved ;  and  at  the  end  of  the  second  filtering  there  remained 
in  the  effluent  but  2^  per  cent,  of  the  albuminoid  ammonia 
of  the  sewage  and  but  two  one-hundredths  of  1  per  cent,  of 
the  bacteria.  By  this  method  of  first  burning  up  the  sludge 
by  the  help  of  the  current  of  air  drawn  through  the  gravel 
stones  nearly  three  times  as  much  sewage  may  be  nitrified 
and  purified  with  a  given  area  of  surface  as  has  been  previ- 
ously purified  by  sand  filtration. 

It  is  desirable  that  experiments  upon  this  method  of  filtra- 
tion be  continued  and  its  limits  determined. 

Very  good  effluents  have  also  been  obtained  by  rapid  filtra- 
tion through  sand  of  the  supernatant  liquid  after  sewage  has 
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settled  naturally  and  after  the  sludge  has  been  precipitated 
by  chemicals. 

In  water  filtration  very  satisfactory  results  in  the  removal 
of  bacteria  have  been  obtained  when  filtering  at  much  higher 
rates  than  formerly,  even  up  to  nine  million  gallons  per  acre 
daily.  These  results  indicate  the  desirability  of  further  ex- 
periments to  determine  under  what  conditions  satisfactory 
removal  of  disease  germs  may  be'  assured  when  filtering  at 
more  rapid  rates. 


ADVICE  TO  CITIES  AND  TOWNS. 

Under  the  provisions  of  diapter  375  of  the  Acts  of  1888^ 
entitled  **  An  Act  to  protect  the  purity  of  inland  waters, 
and  to  require  consultation  with  the  State  Board  of  Health, 
regarding  the  establishment  of  systems  of  water  supply, 
drainage  and  sewerage,''  the  Board  is  required  **  from  time 
to  time  to  consult  with  and  advise  the  authorities  of  cities 
and  townSy  or  with  corporations^  firms  or  individuals  either 
already  having  or  intending  to  introduce  systems  of  water 
supply y  di*ainage  or  sewerage^  as  to  the  most  appropriate- 
source  of  supply^  the  best  practicable  method  of  assuring  the- 
purity  thereof  or  of  disposing  of  their  drainage  or  sewage^ 
having  regard  to  the  present  and  prospective  needs  and  in^ 
terests  of  other  cities^  totrnis^  corporations  ^  firms  or  individuals^ 
which  may  be  affected  ther^y.  It  shall  also  from  time  to- 
time  consult  with  and  advise  persons  or  corporations  en- 
gaged or  intending  to  engage  in  any  manufacturing  or  other 
business,  drainage  or  sewage  from  which  may  tend  to  cause 
the  pollution  of  any  inland  water,  as  to  the  best  practicable 
method  of  preventing  such  pollution  by  the  interception, 
disposal  or  purification  of  such  drainage  or  sewage  :  provided y 
that  no  person  shall  be  compelled  to  bear  the  expense  of 
such  consultation  or  advice,  or  of  experiments  made  for  the 
purposes  of  this  act.  All  such  authorities^  corporations^ 
firms  and  individuals  are  hereby  required  to  give  notice  to- 
said  Board  of  their  intentions  in  the  premv^es^  and  to  submit 
for  its  advice  outlines  of  their  proposed  plans  or  schemes  in 
relation  to  toater  supply  and  disposal  of  drainage  and  sewage ^ 
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and  aU  petitions  to  the  Legislature  for  authority  to  introduce- 
a  system  of  vxUer  supply^  drainage  or  sewerage  shall  be  ac^ 
companied  by  a  copy  of  the  recommendation  and  advice  of  the 
said  Board  thereon.^ 

During  the  year  1893  the  Board  has  given  its  advice  to 
the  following  cities,  towns,  corporations  and  individuals  who* 
have  applied  for  such  advice  under  the  provisions  of  the 
general  act  of  1888,  or  under  special  acts  relating  to  water 
supply  and  sewerage. 

Replies  were  made  during  the  year  to  applications  made 
from  the  following  sources  for  advice  relative  to  water 
supply:  Arlington,  Canton,  Chester,  Fairhaven,  Falmouth 
Heights,  Holyoke,  Hyde  Park,  Kingston,  Lawrence,  Lex- 
ington, Lowell,  Lynn,  Marlborough,  Medford,  Melrose  (three 
replies),  Mendon,  Methuen  (two  replies),  Newburyport 
(two  replies),  North  Andover,  Peabody,  Rockport,  Salem, 
Saundersville  (Grafton),  Scituate,  Sharon,  Southbridge  (two- 
replies).  South  Deerfield,  Stoughton,  Uxbridge,  Wakefield, 
Walpole  (two  replies),  Waltham,  Webster,  Westborough,. 
West  Springfield,  Whitman. 

Replies  relating  to  sewerage  and  sewage  disposal  weret 
made  in  response  to  applications  from  the  following  sources  r 
Andover,  Attleborough,  Braintree,  Brockton  (two  replies),. 
Framingham,  Holyoke,  Leicester  (three  replies),  Nortk 
Brookfield,  Pittsfield,  Plymouth,  Spencer  and  Westborough^ 


Water  Supply. 
The  following  is  the  substance  of  the  action  of  the  Board 
in  reply  to  applications  for  advice  relating  to  water  supply :  — 

AsuNOTON.  The  conunittee  on  water  supply  of  the 
town  of  Arlington  applied  to  the  State  Board  of  Health,  Dec. 
24,  1892,  for  advice  relative  to  the  best  method  of  obtaining 
a  water  supply  for  the  higher  portions  of  the  town,  which 
cannot  be  supplied  from  the  present  service,  and  of  improv- 
ing the  quality  of  the  present  supply.  The  attention  of  the 
Board  was  particularly  called  to  a  plan  for  pumping  water 
from  driven  wells,  on  the  borders  of  the  great  meadows  and 
near  the  East^xington  railroad  station,  to  a  reservoir  at  a 
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sufficioBt  height  to  supply  the  high  portions  of  the  town. 
The  Board  replied  as  follows :  — 

Boston,  Feb.  10, 1893. 

In  order  to  ascertain  the  quality  of  water  from  these  wells,  the 
Board  has  caused  analyses  to  be  made  of  the  five  samples  sent  in 
by  you.  These  samples  showed  the  presence  of  an  unusually  large 
amount  of  free  ammonia  for  a  ground  water  and  a  larger  amount 
of  iron  than  is  commonly  found,  both  of  which  were  probably  due 
to  the  proximity  of  the  wells  to  the  Great  Meadows.  Notwith- 
standing these  characteristics,  if  the  water  drawn  from  this  source 
should  continue  to  be  as  good  as  the  samples,  there  is  no  doubt 
that  it  would  be  satisfactory  for  all  water-supply  purposes,  and 
very  much  better  than  the  water  at  present  supplied  to  Arlington. 
The  great  danger,  however,  is  that  with  continued  pumping  the 
water  will  be  derived  to  an  increased  extent  from  the  meadow  by 
filtration  through  the  peaty  material,  and  will  deteriorate  and  be- 
come unsatisfactory. 

It  is  obvious  from  an  inspection  of  the  locality  where  the  wells 
are  driven  that  very  little  if  any  water  can  come  from  the  easterly 
or  down  stream  side  of  the  wells  owing  to  the  presence  of  rock  and 
other  impervious  material,  and  the  fall  of  the  ground  in  this  direc- 
tion. In  other  directions  from  the  wells  the  character  of  the  up- 
land which  might  contribute  ground  water  to  them  is  such  that  a 
large  portion  of  the  water  flows  off  into  the  meadows,  and  only  a 
comparatively  small  amount  soaks  into  the  ground,  near  enough  to 
the  wells  so  that  it  will  percolate  directly  to  them.  If  any  large 
<|uantity  of  water  is  to  be  obtained  from  the  wells,  the  supply  must 
necessarily  be  derived  from  the  meadow  by  the  filtration  of  water 
through  it  into  the  ground  beneath,  and  under  such  circumstances 
it  is  extremely  doubtful  if  the  supply  will  continue  to  be  of  satis- 
factory quality. 

With  regard  to  the  quantity  of  water  to  be  derived  from  this 
source,  the  character  of  the  material  encountered  by  the  test  wells 
and  the  results  obtained  by  the  pumping  test  seem  to  indicate  that 
the  ground  in  the  immediate  vicinity  of  the  wells  is  of  favorable 
character  for  obtaining  a  ground  water  supply.  The  tests  have 
not  been  suflftciently  extended,  however,  to  determine  from  how 
large  a  territory  wells  at  this  place  will  draw  water  or  how  much 
water  can  probably  be  obtained  from  this  source.  Even  if  the 
wells  should  draw  water  from  a  very  considerable  distance,  so  that 
all  the  water  now  coming  into  the  Great  Meadows  could  be  utilized, 
the  average  daily  supply  In  a  dry  year  could  hardly  be  expected  to 
exceed  200,000  gallons  per  day ;  but  if  the  water  filtering  through 
the  peaty  material  of  the  Great  Meadows  should^  prove  to  be  of 
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satiBfactory  quality  the  supply  might  be  increased  by  diverting 
into  the  meadows  some  of  the  water  from  the  upper  half  of  the 
main  watershed,  which  would  otherwise  run  to  waste  during  the 
spring  over  the  dam  of  the  main  reservoir. 

Taking  everything  into  consideration  the  Board  is  of  opinion 
that  the  chances  are  against  getting  a  satisfactory  supply  from  the 
proposed  source  either  as  regards  quantity  or  quality,  though  some 
of  the  doubts  which  now  exist  might  be  removed  by  more  thorough 
tests  of  this  source  if  it  were  thought  advisable  to  make  them. 

In  view  of  the  unfavorable  outlook  for  obtaining  a  satisfactory 
supply  from  the  source  already  tested  near  the  Great  Meadows^ 
the  Board  has  caused  examinations  to  be  made  by  its  engineer  of 
other  portions  of  the  watershed  from  which  your  water  supply  is 
derived.  Judging  from  the  surface  indications  he  finds  that«  some 
of  the  land  in  the  vicinity  of  the  main  brook  which  feeds  your 
reservoir  promises  to  furnish  a  larger  supply  of  ground  water  of 
good  quality  than  any  other  place  upon  the  watershed,  and  the 
Board  would  therefore  advise  that  you  make  further  tests  in  this 
vicinity.  It  is  desirable  to  locate  a  well  or  wells  quite  a  long  dis- 
tance, say  one-fourth  of  a  mile  or  more,  above  the  present  reser- 
voir but  not  so  far  up  stream  as  to  be  above  the  ridge,  through  a 
cutting  in  which  Blunroe  Brook  flows  into  the  stream  which  sup- 
plies your  reservoir.  It  is  also  desirable  to  avoid  the  immediate 
vicinity  of  any  large  swamp,  and  to  select  a  place  where  the  porous 
material  from  which  water  can  be  pumped  freely  extends  to  a  con- 
siderable depth,  say  from  thirty  to  fifty  feet. 

In  addition  to  the  question  of  obtaining  a  supply  from  the 
ground  your  application  also  refers  to  the  deepening  of  the  present 
reservoir  with  a  view  to  improving  the  quality  of  the  water. 

The  disagreeable  character  of  the  water  drawn  from  the  reser- 
vour  at  times  last  year  and  also  on  previous  occasions  is  caused  by 
the  growth  and  decay  of  minute  vegetable  forms,  and  these  in  turn 
grow  in  greater  abundance  when  the  water  contains  an  abundant 
supply  of  nitrogenous  food.  Experience  has  shown  that  this  sup- 
ply of  food  may  be  derived  from  organic  matter  in  the  bottom  of 
the  reservoir  or  it  may  come  into  the  reservoir  in  the  water  which 
supplies  it.  In  the  present  case  the  supply  of  food  for  these  mi- 
nute organisms  may  be  derived  from  both  these  sources,  as  there 
is  a  considerable  amount  of  organic  matter  in  the  bottom  of  the 
reservoir,  and  analyses  show  that  the  water  of  the  brook  entering 
the  reservoir  contains  a  liberal  supply  of  nitrogen,  a  result  which 
might  be  expected  from  the  population  upon  the  watershed  and 
the  heavy  manuring  of  portions  of  it. 

The  removal  of  all  mud  from  the  reservoir  and  the  deepening  of 
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the  Bhallower  portions  would  ondoubtedly  have  a  decided  tendency 
to  improve  the  character  of  the  water.  Of  these  improyements, 
ihowever,  the  removal  of  the  mud  is  of  greater  impc^tance  than  the 
deepening  of  the  shallower  portions  of  the  reservoir  where  it  has  a 
gravelly  bottom ;  still,  both  of  them  are  very  desirable.  There  can 
be  no  certainty,  however,  of  any  radical  change  for  the  better  in 
the  quality  of  the  water,  as  these  improvements  would  only  remove 
one  of  the  causes  of  the  minute  vegetable  growths. 

Canton.  The  water  commissioners  of  Canton  requested 
the  advice  of  the  State  Board  of  Health,  March  29,  1893,  as 
to  the  propriety  of  taking  an  additional  supply  of  water  from 
the  valley  of  Beaver  Brook.  To  this  application  the  Board 
replied  as  follows :  — 

Boston,  Jane  2, 18(K(. 

The  State  Board  of  Health  has  considered  your  application  with 
regard  to  an  additional  water  supply,  to  be  taken  from  the  valley  of 
Beaver  Brook  above  your  present  pumping  station,  in  accordance 
with  the  report  of  your  engineer,  submitted  with  said  application. 

The  reiK>rt  above  mentioned  contains  the  results  of  investigations 
made  at  various  points  in  the  valley  of  Beaver  Brook  above  the 
present  pumping  station.  The  nearest  point  at  which  the  investi- 
gations indicated  the  existence  of  a  valuable  additional  supply  is 
half  a  mile  above  the  present  pumping  station,  in  an  extensive 
meadow  and  swamp  lying  above  Pleasant  Street.  Other  investi- 
gations were  made  about  a  mile  above  the  pumping  station  in  what 
are  known  as  the  Ponkshire  Meadows  and  from  this  point  up  to 
the  vicinity  of  the  Henry  Springs,  so  called,  and  the  question  of 
taking  an  additional  supply  from  Dead  Meadow  Brook  and  from 
York  Pond,  which  lies  at  the  head  of  Beaver  Brook,  was  also  con- 
sidered. 

All  of  these  sources  except  the  Ponkshire  Meadows  may  furnish 
ti  valuable  additional  supply  in  the  future,  but  the  investigations 
in  the  meadow  above  Pleasant  Street  indicate  that  a  sufficient  ad- 
ditional supply  of  good  water  for  the  present  may  be  obtained  from 
this  source  alone. 

The  plan  proposed  by  your  engineer  to  meet  all  present  require- 
ments consists  of  a  large  collecting  well  about  2,600  feet  above  the 
present  well,  and  connected  with  it  by  means  of  a  twelve-inch  pipe 
laid  at  a  considerable  depth  below  the  surface  of  the  ground.  It 
is  also  proposed  by  him  to  extend  pipes  above  the  new  well  and  to 
connect  driven  wells  with  them  to  furnish  additional  water. 

Ten  test  wells  were  driven  in  the  immediate  vicinity  of  the  pro- 
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posed  collecting  well  and  at  varying  distances  from  it,  and  samples 
of  water  from  a  portion  of  these  wells  have  been  analyzed  by  the 
State  Board  of  Health.  The  tests  in  this  vicinity  indicate  the  ex- 
istence of  porous  layers  beneath  the  surface,  through  which  water 
will  flow  freely;  and  the  samples  of  water  collected  in  the  im- 
mediate vicinity  of  the  proposed  collecting  well  were  of  excellent 
quality.  At  a  distance  of  a  few  hundred  feet  from  this  location, 
however,  one  sample  was  collected  which  contained  enough  iron  to 
make  the  water  objectionable  for  domestic  uses,  and  at  a  somewhat 
greater  distance  in  another  direction  an  unsatisfactory  water  was 
obtained.  There  is  therefore  some  doubt  whether  the  water  at  the 
location  of  the  collecting  well  will  maintain  its  present  good  quality 
when  a  continuous  draft  on  the  well  causes  the  water  to  flow  to 
this  point  from  all  directions.  The  tests  above  the  collecting  well 
are  limited  in  number  and  do  not  enable  any  definite  judgment  to 
be  formed  as  to  the  character  of  the  water  to  be  obtained  from  the 
wells,  which,  according  to  the  proposed  plan,  are  to  be  driven  to 
supplement  the  supply  from  the  collecting  well. 

Taking  the  investigations  made  in  this  vicinity  as  a  whole,  they 
seem  to  indicate  that  it  will  be  feasible  to  obtain  a  satisfactory 
supply  of  water,  but  they  do  not  indicate  definitely  how  large  a 
territory  will  furnish  good  water,  or  whether  the  territory  which 
furnished  samples  of  good  water  will  continue  to  furnish  water  of 
the  same  quality  when  a  continuous  draft  is  made  upon  it,  nor  can 
the  permanent  quality  of  the  water  be  thoroughly  tested  except  by 
producing  this  continuous  draft,  which  may  be  done  either  by 
driving  wells,  connecting  them  together  and  pumping  from  them 
for  a  long  time,  or  by  laying  the  proposed  main  pipe  and  connect- 
ing the  driven  wells  with  it  so  that  they  will  flow  continuously. 
The  cost  of  a  pumping  test  would  be  so  large,  without  adding  any- 
thing of  permanent  value  to  the  works,  that  the  Board  advises  the 
laying  of  the  main  pipe  as  proposed  by  your  engineer,  and  the  con- 
nection with  it  of  driven  wells,  substantially  as  proposed  by  him, 
in  the  territory  where  the  best  water  can  be  obtained,  and  one  or 
two  driven  wells  at  the  site  of  the  proposed  collecting  well,  but  it 
would  not  advise  the  construction  of  the  collecting  well  until  the 
test  wells  in  its  vicinity  had  shown  by  running  a  long  time,  say  six 
months  or  a  year,  that  the  water  from  them  was  not  deteriorating 
in  quality.    After  such  test  the  collecting  well  could  be  constructed. 

Chesteb.  The  committee  on  water  supply  of  the  town  of 
Chester  applied  to  the  State  Board  of  Health,  April  25, 1893, 
for  its  advice  relative  to  taking  the  water  of  Austin,  Walker 
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and  Blandford  brooks,  in  the  towns  of  Chester  and  Beckett 
and  of  Horn  Pond  in  the  town  of  Becket.  The  Board  replied 
as  follows :  — 

Boston,  June  1, 1893. 

In  response  to  your  application  of  April  25,  1893,  the  State 
Board  of  Health  has  caused  an  examination  to  be  made  of  four 
sources  of  water  supply  for  Chester,  namely,  the  Austin,  Blandford,. 
and  Walker  brooks  in  Chester  and  Becket,  and  Horn  Pond  in 
Becket. 

Samples  of  water  from  all  of  these  sources,  collected  by  you 
May  22,  have  been  analyzed.  All  four  samples  are  very  soft  and 
there  is  no  choice  between  them  in  this  respect.  In  all  other  re- 
spects the  analyses  of  samples  from  the  Austin  and  Blandford  brooka 
indicate  that  these  waters  are  very  nearly  alike  in  quality,  with  a 
slight  advantage  in  favor  of  the  Austin  Brook,  and  that  they  are 
decidedly  better  than  the  waters  of  Walker  Brook  or  Horn  Pond. 
An  examination  of  Austin  Brook  shortly  after  a  heavy  rain  showed 
only  a  moderate  amount  of  turbidity  in  its  water,  and  the  absence 
of  houses  and  roads  upon  its  watershed  are  a  point  in  its  favor. 
It  is  therefore  a  very  desirable  source  of  supply  to  the  extent  of 
its  capacity.  There  is  obviously  no  treason  to  doubt  that  it  will 
furnish  the  town  with  an  ample  supply  of  water  for  all  ordinary 
water  supply  purposes  except  during  very  dry  seasons,  and  judging 
from  the  yield  of  other  mountain  streams,  in  proportion  to  the  ter- 
ritory drained  by  them,  it  will  furnish  a  sufficient  quantity  of 
water  even  at  such  times  for  these  purposes. 

The  Blandford  Brook  at  its  mouth  has  a  watershed  about  one- 
half  greater  than  that  of  the  Austin  Brook,  and  in  the  absence  of 
definite  knowledge  its  summer  flow  may  be  assumed  to  be  one-half 
greater  than  that  of  the  Austin  Brook. 

The  sample  of  water  from  the  Walker  Brook  was,  as  before  indi* 
cated,  not  as  good  as  those  from  the  Austin  and  Blandford  Brooks ; 
still  it  would  be  classed  as  a  satisfactory  water  in  towns  where 
there  are  not  so  many  opportunities  for  getting  a  first-class  water, 
and  there  is  no  reason  now  known  to  the  Board  why  it  should  not 
be  resorted  to  should  the  other  sources  fail  in  very  dry  times  to 
furnish  a  sufiQcient  supply.  At  such  times  it  seems  probable  that 
the  water  from  this  brook  might  be  as  good  as  that  from  the  others, 
but  more  definite  information  upon  this  point  can  be  obtained  hy 
collecting  and  analyzing  a  sample  of  water  from  the  brook  when 
at  a  low  stage. 

The  sample  from  Horn  Pond  indicates  that  at  the  time  of  its 
collection  the  water  of  this  source  was  better  than  that  of  the 
Walker  Brook,  but  not  nearly  as  good  as  that  of  the  other  brooks.. 
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The  water  of  ponds  and  other  quiet  bodies  of  water  is  liable  to  be 
affected  at  times  by  growths  of  minute  organisms  which  affect  the 
taste  and  odor  of  the  water,  and  which,  though  not  known  to  be 
injurious  to  health,  may  at  such  times  render  the  water  unpalat- 
able. This  source  would  furnish  a  sufficient  quantity  of  water, 
but  owing  to  the  reasons  above  indicated  and  to  the  larger  cost  of 
taking  water  from  it  on  account  of  its  greater  distance  from  Ches- 
ter, it  does  not  seem  to  be  a  desirable  source  for  the  town  to  adopt. 
In  the  following  suggestions  as  to  the  source  to  be  adopted  and 
the  general  plan  of  works  the  Board  necessarily  bases  its  judgment 
on  facts  deduced  from  observations  made  in  other  places,  and  these 
suggestions  may  therefore  require  modification  on  account  of  the 
local  conditions  affecting  the  minimum  flow  of  these  streams,  of 
which  the  Board  now  has  no  definite  knowledge.  The  suggestions 
are  that  Austin  Brook  should  be  adopted  as  a  source  of  supply  in 
any  case,  and  that  if  a  larger  amount  of  water  than  it  will  supply 
is  needed  it  should  be  taken  from  the  Blandford  Brook  near  its 
mouth.  If  a  still  further  supply  should  ever  be  needed,  which 
would  occur  only  during  very  extreme  droughte,  if  at  all,  it  should 
be  taken  from  Walker  Brook.  Should  water  be  taken  from  both 
the  Austin  and  Blandford  brooks  it  would  be  desirable  to  place 
the  inlet  at  the  former  slightly  higher  than  at  the  latter  so  as  to 
insure  taking  the  supply  from  the  Austin  Brook  whenever  it  will 
furnish  a  sufficient  quantity  of  water,  and  thereby  prevent  the 
entrance  of  the  water  from  the  Blandford  Brook  whenever  it  is 
affected  by  the  wash  from  the  road  near  it. 

Fairhaven.  The  authorities  of  Fairhaven  applied  to  the 
Board,  March  10,  for  advice  in  regard  to  introducing  a  water 
supply  firom  driven  wells  in  the  easterly  part  of  the  town,  to 
which  the  Board  replied  as  follows :  — 

Boston,  May  5, 1893. 
The  State  Board  of  Health  has  considered  your  application  dated 
March  10,  1893,  relative  to  a  proposed  water  supply  for  the  town 
of  Fairhaven,  to  be  taken  from  driven  wells  in  the  valley  of  the 
Nasketucket  River,  a  small  stream  situated  about  one  and  a  half 
miles  east  of  the  town.  At  this  place  six  test  wells  have  been 
driven  and  are  now  flowing.  Samples  of  water  collected  from 
three  of  these  wells  have  been  analyzed.  The  analysis  of  the 
water  from  the  northeasterly  well  showed  it  to  be  a  very  pure  and 
very  soft  water,  while  the  samples  from  one  of  the  intermediate 
wells  and  from  the  southwesterly  well  indicated  water  that  had  at 
some  time  been  polluted  and  again  purified  by  filtration  through 
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the  ground.  As  there  are  very  few  houses  anywhere  near  the  wells 
and  the  whole  watershed  is  very  sparsely  settled,  the  inference  to 
be  drawn  from  these  results  is  that  the  southerly  wells  intercept  a 
vein  of  water  which  has  passed  near  one  of  the  nearer  farmhouses. 
These  results  should  not  lead  to  the  rejection  of  this  source  on  the 
score  of  quality,  because,  not  only  is  the  water  purified  by  its  pas- 
sage through  the  ground,  but  it  is  not  Improbable  that  when  water 
is  pumped  from  this  source  continuously  it  will  assume  much  more 
nearly  the  character  of  the  water  now  flowing  from  the  northeast- 
erly well.  It  would  be  advisable,  however,  in  any  case,  if  a  supply 
is  taken  from  this  source,  to  determine  from  which  farmhouse  the 
polluting  matter  now  enters  the  ground,  and  prevent  such  pollution, 
rather  than  depend  upon  the  purifying  power  of  the  ground. 

With  regard  to  the  quantity  of  water  to  be  derived  from  wells  in 
this  locality,  the  tests  made  up  to  the  present  time  do  not  appear 
to  be  conclusive  as  to  whether  the  supply  will  be  sufficient  for  the 
town  for  any  considerable  time  in  the  future.  Taking  into  account, 
however,  the  results  of  these  tests,  the  comparative  economy  of 
this  source  on  account  of  its  nearness  to  the  town  as  compared  with 
any  source  from  which  it  is  at  all  probable  that  a  satisfactory  sup- 
ply can  be  obtained,  the  opportunities  for  supplementing  the  supply 
whenever  necessary  from  the  Mattapoisett  River  valley,  and  the 
excellent  qu^ity  of  the  water  which  the  proposed  source  may  be 
expected  to  furnish  with  proper  care  to  prevent  pollution,  the  Board 
is  of  opinion  that  this  source  is  a  proper  one  from  which  to  take  at 
the  present  time  a  water  supply  for  Fairhaven. 

It  has  been  found  by  experience  in  this  State  that  wells  encoun- 
tering ledge  within  20  to  80  feet  of  the  surface  do  not  furnish  as 
large  a  quantity  of  water  as  where  the  ledge  is  at  a  greater  depth, 
and  the  Board  therefore  advises  you  to  make  further  tests  of  the 
ground  in  this  vicinity  before  locating  the  permanent  wells  in  order 
to  ascertain  if  a  place  cannot  be  found  where  the  ground  is  porous 
enough  to  furnish  water  freely  and  where  the  ledge  is  at  a  greater 
depth  than  at  the  present  location. 

FAiiMOUTH  Heights.  The  Falmouth  Heights  Water  Com- 
pany applied  to  the  Board,  June  13,  for  advice  relative  to 
taking  a  supply  of  water  from  a  well  or  wells  on  the  premises 
of  the  company  at  Falmouth  Heights,  a  summer  resort  in 
Falmouth,  upon  Vineyard  Sound.  The  Board  replied  as 
follows :  — 

Boston,  July  6, 1893. 
In  reply  to  your  application  dated  June  13,  1893,  relative  to  a 
proposed  water  supply  for  the  summer  settlement  known  as  Fal- 
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mouth  Heights,  in  the  town  of  Falmouth,  the  State  Board  of  Health 
has  caused  an  analysis  to  be  made  of  a  sample  of  water  from  a  well 
sunk  in  one  of  the  parks  at  the  Heights,  a  few  hundred  feet  north 
of  Observatory  Hill,  and  finds  that  the  water  is  at  present  of  excel- 
lent quality  for  water  supply  purposes. 

Without  further  information  the  Board  is  unable  to  advise  in 
regard  to  the  quantity  of  water  that  can  be  obtained,  and  it  should 
be  examined  after  continued  use  that  its  permaneut  character  may 
be  determined. 

HoLYOKE.  The  water  commissioners  of  Holyoke  applied 
to  the  Board,  June  13,  for  its  advice  relative  to  taking  the 
water  of  Munn  Brook,  in  the  town  of  Granville,  as  an  addi- 
tional water  supply  for  the  city.  The  Board  replied  to  this 
application  as  follows :  — 

Boston,  Oct.  5, 1893. 

The  State  Board  of  Health  received  from  you  on  June  13, 1893, 
an  application  for  advice  with  regard  to  an  additional  water  supply 
for  the  city  of  Holyoke,  accompanied  by  a  plan  for  taking  water 
from  Munn  Brook  in  the  town  of  Granville,  through  a  pipe  20 
inches  in  diameter,  to  Ashley  Pond,  one  of  the  present  sources  of 
water  supply  of  Holyoke. 

The  Board  has  caused  an  examination  of  the  watershed  of  Munn 
Brook  to  be  made,  also  an  analysis  of  a  sample  of  water  collected 
from  the  brook  near  the  proposed  point  of  taking. 

These  examinations  indicate  that  the  water  is  soft  and  naturally 
of  very  good  quality ;  but  it  is  at  present  polluted  at  a  few  points 
by  the  discharge  of  sewage  into  it. 

This  pollution  should  be  stopped  before  the  water  is  taken  for 
use,  and  as  an  additional  precaution  it  is  desirable  that  the  water 
should  be  diverted  into  Ashley  Pond  rather  than  be  allowed  to 
run  directly  from  the  stream  through  the  pipes  into  the  city. 

The  amount  of  water  which  this  source  will  furnish  with  a  20- 
inch  pipe  connection  to  Ashley  Pond  is  so  limited  that  the  Board 
would  advise  the  use  of  a  pipe  not  less  than  24  inches  in  diameter ; 
and  even  with  a  connection  of  this  size,  the  brook  will  not  furnish, 
in  very  dry  seasons,  a  sufficient  additional  supply  for  any  long 
term  of  years  in  the  future  if  the  city  continues  to  grow  as  it  has 
in  the  past,  unless  capacious  storage  reservoirs  are  built  upon  it  or 
its  branches. 

Certain  sites  for  reservoirs  have  been  indicated,  but  the  informa- 
tion furnished  with  regard  to  their  character,  capacity,  and  cost  is 
too  limited  to  warrant  an  opinion  as  to  whether  it  is  desirable  to 
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construct  them.  It  has  been  shown,  however,  that  it  is  feasible 
to  supplement  the  supply  to  be  obtained  from  Munn  Brook  by  a 
comparatively  short  connection  from  the  Westfield  Little  River ; 
so  that  if  Munn  Brook  should  prove  insufScient,  there  may  be  an 
opportunity  to  obtain  a  further  supply  from  this  river. 

The  Board  has  also  caused  an  examination  to  be  made,  in  a 
general  way,  of  other  available  sources,  among  which  may  be  men- 
tioned the  Westfield  Little  River  above  referred  to,  and  Bachelor 
Brook  in  Granby,  both  of  which  would  furnish  more  water  than 
Munn  Brook ;  the  former  by  gravity,  and  the  latter  by  pumping. 

Neither  of  the  three  sources  which  have  been  mentioned  had 
fluch  a  distinct  advantage  over  the  others  as  to  enable  the  Board  to 
advise,  with  the  information  now  available,  as  to  which  is  the  most 
Appropriate  source  of  water  supply  for  Holyoke. 

It  is  obvious  that  a  further  water  supply  for  Holyoke  is  urgently 
needed ;  and  in  view  of  the  fact  that  an  adequate  additional  supply 
will  necessarily  require  a  large  expenditure  of  money,  the  Board 
advises  you  to  have  made,  as  promptly  as  possible,  with  the  assist- 
ance of  an  engineer  skilled  in  water  supply  investigation,  a  much 
more  thorough  investigation  of  the  available  sources  than  has  yet 
been  made. 

When  this  additional  information  is  received,  the  Board  will 
advise  you  further  in  this  matter. 

Accompanying  this  reply  will  be  found  a  table  of  analyses  of 
samples  of  water  collected  from  various  sources. 

The  water  of  streams  varies  so  much  from  time  to  time  that  it 
will  be  advisable  to  have  further  analyses  made  as  a  basis  for 
forming  a  judgment  as  to  the  relative  quality  of  water  fi"om  the 
different  sources.  The  Board  will  cause  these  analyses  to  be  made, 
if  you  will  provide  for  collecting  the  samples. 

Hyde  Park.  The  Hyde  Park  Water  Company  applied 
to  the  Board,  May  26,  for  advice  as  to  the  propriety  of  in- 
creasing their  present  supply  of  water  by  the  use  of  driven 
wells  north  of  their  present  driven  well  system.  The  Board 
replied  to  their  application  as  follows :  — 

Boston,  Jane  14»  1893. 

The  State  Board  of  Health  has  received  and  considered  your 
application  dated  May  26,  1893,  asking  it  to  examine  and  report 
upon  the  quality  of  water  from  a  new  system  of  driven  wells, 
located  just  north  of  the  present  driven  well  system  in  Hyde  Park. 

Samples  of  water  have  been  collected  and  analyzed  from  three 
wells  of  this  system,  one  being  the  well  nearest  the  river,  another 
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a  well  near  the  middle  of  the  system,  and  a  third  the  well  farthest 
from  the  river.  These  samples  were  all  collected  by  pumping  with 
a  hand  pump.  The  water  from  the  well  nearest  the  river  (well 
No.  5)  gives  the  same  indications  of  imperfect  filtration  which  are 
characteristic  of  water  from  the  starch  factory  well,  though  not  to 
so  great  an  extent.  This  water  would  not  be  of  satisfactory 
quality  for  water  supply  purposes.  The  samples  from  the  inter- 
mediate well  and  from  the  one  farthest  from  the  river  (wells  Nos. 
14  and  36)  resemble  in  character  the  water  taken  from  your  present 
driven  well  system  five  or  six  years  ago  and  are  of  satisfactory 
quality.  Just  what  the  effect  will  be  of  continuous  pumping  from 
the  wells  which  now  furnish  good  water  cannot  be  foretold  with 
certainty.  The  general  experience  under  these  circumstances,  how- 
ever, is  that  the  water  will  deteriorate.  The  Board  would  therefore 
advise  that  if  you  take  any  water  from  the  new  system  of  wells 
each  well  should  be  provided  with  a  gate  so  that  it  can  be  shut  off 
if  it  furnishes  water  of  unsatisfactory  quality,  and  frequent  tests 
should  be  made  to  determine  whether  or  not  the  water  is  deterio- 
rating. 

It  is  very  desirable  that  in  increasing  your  supply  in  the  vicinity 
of  your  present  pumping  station  water  should  be  taken  from  the 
ground  as  far  from  the  river  as  suitable  porous  material  can  be 
found. 

Kingston.  The  water  commissioners  of  Eangston  ap- 
plied to  the  Board,  June  9,  for  its  advice  relative  to  increas- 
ing their  water  supply  by  taking  the  water  of  Jones  River, 
in  case  their  present  ground-water  supply  should  prove  insuf- 
ficient.    The  Board  replied  as  follows :  — 

Boston,  Jalj  6, 1898. 

The  State  Board  of  Health  received  from  you  on  June  9,  1893, 
an  application  with  regard  to  using  water  from  Jones  River  this 
summer  for  an  additional  water  supply  if  the  supply  from  the  pres- 
ent well  and  filter-gallery  should  prove  insufficient. 

The  Board  caused  samples  of  water  collected  from  Jones  River 
at  Kingston  in  October,  1887,  and  in  Febmary,  1890,  to  be  an- 
alyzed, and  these  analyses  indicate  that  the  water  has  a  rather 
dark  color,  owing  to  the  drainage  from  swamps  on  the  watershed, 
and  that  it  would  not  be  wholly  satisfactory  to  the  consumers  either 
in  taste  or  appearance.  With  regard  to  its  relation  to  the  health 
of  the  consumers  it  may  be  said  that  in  a  case  like  this  a  chemical 
analysis  of  the  water  is  not  a  trustworthy  guide.  The  experience 
of  the  Board  has  shown  that  a  running  stream  which  receives  sew- 
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age  above  the  point  where  the  water  is  taken  from  it  is  one  of  the 
most  dangerous  sources  of  water  supply ;  because,  if  the  infection 
of  any  specific  disease  is  turned  into  the  stream,  it  is  much  more 
likely  to  be  conveyed  to  the  water  works  intake  and  thence  to  the 
consumers  before  it  loses  its  virulence  than  if  the  sewage  entered 
a  large  pond  or  reservoir  where  there  is  no  current. 

The  advice  of  the  Board  is  therefore  that  the  town  of  Kingston 
should  not  use  the  water  of  Jones  River  even  temporarily  without 
first  ascertaining  by  an  actual  inspection  of  the  main  stream  and 
its  tributaries  that  no  sewage  is  turned  directly  into  them ;  and  it 
is  the  further  opinion  of  the  Board  that  this  river  is  not  an  appro- 
priate source  from  which  to  take  a  permanent  water  supply  for 
Kingston. 

La  WHENCE.  Application  was  received  from  the  Lawrence 
water  board  for  information  in  regard  to  the  results  of 
filtration  of  the  water  supply  of  the  city  through  the  filter 
covering  two  and  a  half  acres,  built  by  the  city  during  the 
past  year  at  an  expense  of  about  $65,000. 

The  water  supply  is  drawn  from  the  Merrimack  River 
about  nine  miles  below  the  entrance  of  the  sewage  of  the 
city  of  Lowell,  and  for  many  years  typhoid  fever  had  pre- 
Tailed  in  Lawrence  to  the  extent  of  three  times  the  average 
of  the  cities  of  the  State,  and  following  six  or  eight  weeks 
after  its  prevalence  in  Lowell. 

Under  date  of  December  5,  the  following  reply  was 
made:  — 

The  filter  bed  built  by  the  city  of  Lawrence  under  the  advice 
and  in  accordance  with  plans  of  the  State  Board  of  Health,  has 
been  steadily  purifying  the  water  supply  of  the  city  since  the 
twentieth  of  September. 

When  commencing  to  constract  the  filter,  you  were  advised 
that  *'with  such  a  filter,  properly  managed,  the  experiments  of 
the  Board  of  Health  indicate  that  at  least  98  per  cent,  of  all  of  the 
bacteria  of  the  river  water  will,  under  all  circumstances,  be  re- 
moved." During  the  past  two  months  the  filter  has  been  removing 
this  percentage  of  all  the  bacteria  of  the  river  water,  but  this  is 
not  all  that  it  accomplishes ;  it  removes  a  large  part  of  the  organic 
matter  of  the  river  water  and  converts  it  to  mineral  matter,  thus 
removing  from  the  water  the  food  material  which  the  bacteria  live 
upon,  and  the  result  is  that  the  two  per  cent,  of  bacteria  remain- 
ing after  the  water  has  passed  through  the  filter  find  their  condi- 
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tions  of  life  so  unfavorable  that  they  decrease  as  the  water  goes 
on  through  the  reservoir  and  through  the  distributing  pipes,  until 
when  the  water  reaches  the  citizens  there  remains  but  one-half  of 
one  per  cent,  of  the  number  of  bacteria  in  the  river  water,  that 
is,  ninety-nine  and  one-half  per  cent,  of  all  have  been  removed. 

The  experiments  of  the  Board  indicate  that  the  small  number 
remaining  are  of  a  few  hardy  kinds  that  are  not  known  to  be  in 
any  way  injurious  to  health,  and  leave  the  strong  probability  that 
all  disease-producing  germs  have  been  removed. 

It  will  be  a  satisfaction  to  the  citizens  to  know  that  while  for 
the  past  five  years  the  number  of  deaths  by  typhoid  fever  in 
Lawrence  has  averaged  five  for  the  month  of  October  and  five  for 
the  month  of  November,  the  number  of  deaths  this  year  has  been 
only  one  for  each  of  these  months. 

Lexington.  The  water  company  of  Lexington  applied  to 
the  Board,  February  15,  for  its  advice  relative  to  an  addi- 
tional water  supply,  and  the  Board  replied  as  follows :  — 

Boston,  May  4, 1893. 

The  State  Board  of  Health  has  considered  your  application, 
dated  Feb.  15,  1893,  asking  the  advice  of  the  Board  in  regard  to 
an  additional  water  supply  for  the  town  of  Lexington.  This  ap- 
plication was  accompanied  by  the  report  of  the  civil  engineer 
employed  by  you  to  make  investigations  for  an  additional  water 
supply  for  the  town,  and  by  a  plan  prepared  by  him  of  proposed 
storage  reservoirs  on  Vine  Brook,  above  your  present  works.  The 
attention  of  the  Board  was  subsequently  called  by  you  to  the 
covered  gallery,  built  last  year,  for  the  collection  of  ground  water, 
in  the  sandy  plain  near  the  village,  and  connected  with  your  pres- 
ent ground  water  sources. 

The  report  of  your  engineer  relates  to  examinations  for  a  supply 
from  entirely  new  sources  as  well  as  to  augmenting  the  present 
supply  by  additional  works  within  the  territory  from  which  it  is 
derived.  The  examinations  for  new  sources  were  made  in  a 
westerly  or  north-westerly  direction  from  the  central  village  of 
Lexington,  in  territory  from  which  the  water  drains  toward  the 
Shawsheen  River  in  the  town  of  Bedford,  and  extended  to  a  point 
nearly  two  and  a  half  miles  from  the  village.  The  larger  streams 
within  this  territory  will  not  furnish  directly  a  water  of  satisfactory 
quality  for  the  purposes  of  a  public  water  supply,  and  the  smaller 
streams  at  the  points  where  the  water  is  good  will  furnish  so  little 
water  that  it  would  be  difficult,  if  not  impracticable,  to  obtain  from 
them  a  sufficient  quantity  of  water  for  Lexington.     The  test  wells 
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driven  under  the  direction  of  your  engineer  within  this  territory 
give  unfavorable  indications  with  regard  to  obtaining  a  satisfactory 
ground  water  supply  from  it. 

The  difl3calty  of  obtaining  a  supply  from  any  new  source  about 
Lexington,  as  indicated  by  the  special  examinations  of  your  en- 
gineer in  the  territory  mentioned,  and  a  general  examination  of 
other  possible  sources,  seems  to  warrant  the  adoption  of  measures 
for  developing  the  present  supply  which  might  not  be  warranted  if 
a  much  better  source  could  be  obtained  within  a  reasonable  distance 
from  the  town. 

It  is  understood  that  your  present  ground  water  sources  now 
furnish  an  ample  supply  of  water  during  all  but  the  dryer  portions 
of  the  year,  and  that  the  reservoirs  shown  upon  the  plan  submitted 
are  intended  to  supply  the  deficiency  at  such  times.  The  lower  of 
the  two  reservoirs  is  considerably  further  up  stream  and  about 
five  times  as  large  as  the  one  proposed  by  you  in  1891,  and  referred 
to  unfavorably  in  the  reply  of  the  Board  to  you  dated  April  7th  of 
that  year.  The  present  location  is  much  better  than  the  old  one, 
but,  owing  to  the  fact  that  some  of  the  land  above  the  reservoir  is 
cultivated,  and  that  so  small  a  quantity  of  water  will  flow  into  it 
owing  to  the  limited  size  of  Its  watershed,  much  care  will  have  to 
be  taken  to  maintain  the  water  in  a  pure  and  satisfactory  condition. 
In  the  preparation  of  the  reservoir  all  soil  and  vegetable  matter 
should  be  removed  from  its  bottom  and  sides,  and  the  shallow  por- 
tions should  be  deepened.  A  liberal  amount  of  land  should  be 
acquired  around  the  reservoir  for  its  protection,  and  suitable  ar- 
rangements should  be  made  to  prevent  any  washings  from  manured 
fields  from  flowing  into  it.  It  would  also  be  necessary  to  take 
proper  measures  to  prevent  any  contamination  of  the  water  by  the 
drainage  from  a  large  stable  at  the  extreme  upper  end  of  the  water- 
shed. 

The  upper  reservoir  is  less  satisfactory  than  the  lower  one  as  it 
is  shallow  and  has  so  small  a  watershed  that  the  water  would  stand 
in  it  a  very  long  time  before  being  replaced  by  fresh  water,  .and  it 
would  probably  become  unfit  for  use.  If,  therefore,  you  decide  to 
increase  the  supply  by  storing  the  surplus  water  which  fiows  off 
during  the  wetter  portions  of  the  year,  the  Board  would  advise  that 
the  upper  reservoir  should  not  be  constructed  and  that  the  lower 
one  should  be  enlarged  as  much  as  possible  by  locating  the  dam 
somewhat  further  down  stream,  and  by  excavating  within  the 
reservoir.  The  suggestion  of  your  engineer  that  ^^  some  additional 
ground  water  might  be  brought  into  the  pump  well  by  laying  an 
open- jointed  sub-drain  in  the  trench  with  the  leading  main  from 
the  reservoir,  making  the  joints  tight  wherever  the  pipe  passed 
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throagh  a  muck  deposit,"  is  one  worthy  of  adoption  should  the 
portion  of  the  pipe  trench  throagh  the  sandy  land  toward  the  pro- 
posed reservoir  be  found  to  furnish  water  freely. 

An  analysis  has  been  made  of  a  sample  of  water  collected  from 
your  covered  gallery  near  the  village,  and  the  water  is  at  the 
present  time  of  satisfactory  quality  for  domestic  use.  At  the  time 
the  sample  was  collected  water  was  not  being  drawn  from  this 
source,  and  as  its  quality  may  change  when  there  is  a  draft  upon 
it  you  are  requested  to  notify  the  Board  when  you  begin  to  use  it^ 
and  further  examinations  will  be  made. 

LowEix.  The  Water  Board  of  Lowell  applied  to  the- 
State  Board  of  Health,  May  9,  for  its  advice  relative  to 
taking  an  additional  supply  of  water  from  the  valley  of 
River  Meadow  Brook  in  the  south  part  of  Lowell.  The 
Board  replied  as  follows:  — 

Boston,  May  15, 1893. 

Samples  of  water  from  driven  wells  in  this  locality  were  sent  m 
to  the  Board  by  your  engineer  last  autumn,  and  the  water  was  then 
found  upon  examination  to  be  of  excellent  quality  for  all  the  pur- 
poses of  a  public  water  supply.  This  portion  of  the  city,  however,, 
is  growing  rapidly  and  in  order  to  maintain  the  purity  of  the  water,, 
if  a  supply  is  taken  from  this  source,  the  city  should  control  the 
land  for  a  considerable  distance  from  the  wells  in  all  directions  so 
as  to  prevent  the  construction  of  buildings  near  them,  and  should 
extend  the  sewerage  system  of  Lowell  so  as  to  carry  away  from 
all  buildings  the  sewage  which  might  otherwise  find  its  way  by 
filtration  through  the  ground  into  the  wells. 

The  time  within  which  you  desire  a  reply  is  too  limited  to  permit 
the  Board  to  make  sufiSciently  extended  investigations  to  serve  as. 
a  basis  for  an  opinion  as  to  the  quantity  of  ground  water  which 
can  be  obtained  from  the  valley  of  this  brook  within  the  limits  of 
the  city  of  Lowell,  nor  does  such  an  opinion  seem  necessary  at  the 
present  time  when  you  are  constructing  extended  works  by  which 
the  capacity  of  this  source  can  be  tested. 

Lynn.  The  mayor  of  Lynn  applied  to  the  State  Board  of 
Health,  January  31,  for  its  advice  relative  to  taking  the 
water  of  Saugus  River  and  its  tributaries  as  an  additional 
supply  for  Lynn.     The  Board  replied  as  follows :  — 

Boston,  April  4, 1883. 
The  application  is  not  limited  to  any  particular  portion  of  the 
river  and  its  tributaries,  but  the  attention  of  the  Board  has  been 
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directed  chiefly  to  the  territory  above  Hewlett's  dam,  to  which  the 
works  of  the  Lynn  water  supply  now  extend.  Above  this  point 
on  the  river  are  situated  the  towns  of  Wakefield  and  Reading 
which  turn  so  much  polluting  matter  into  the  streams  as  to  ren- 
der the  Saugus  River  at  this  point  an  unfit  source  from  which  to 
take  a  water  supply,  unless  the  water  is  very  thoroughly  purified 
by  filtration.  This  polluting  matter  enters  Quannapowitt  Lake 
and  its  tributaries  and  the  streams  which  flow  through  Wakefield 
and  enter  the  river  below  the  town.  If  these  polluted  waters  were 
diverted,  those  coming  from  the  remaining  portions  of  the  water- 
shed would  be  comparatively  free  from  pollution  by  sewage. 

No  extended  chemical  examinations  of  these  unpolluted  sources 
have  been  made,  with  the  exception  of  Filling's  Pond,  but  judging 
from  an  examination  of  the  water  at  this  season  of  the  year  and  a 
few  previous  analyses,  it  seems  probable  that  some  of  the  water, 
particularly  that  from  the  river  itself,  would  be  unsatisfactory  for 
water  supply  purposes,  owing  to  the  large  amount  of  swampy  land 
with  which  the  water  comes  in  contact,  thereby  making  it  very  dark 
in  color  and  giving  it  a  peaty  taste  and  odor. 

Pilling's  Pond  is  an  artificial  millpond  made  by  flowing  a  meadow 
to  a  depth  of  four  feet.  The  State  Board  of  Health  in  1888  ad- 
vised the  Revere  Water  Company  that  this  pond  was  not  a  suit- 
able source  of  supply  for  the  towns  of  Revere  and  Winthrop, 
owing  principally  to  the  fact  that  if  used  as  a  principal  source  of 
supply  it  would  necessarily  be  drawn  very  low  in  the  summer. 
The  water,  however,  is  of  fairly  good  quality  considering  the  very 
small  depth  of  the  pond  and  it  might  be  used  by  Lynn  in  connec- 
tion with  present  sources  until  a  better  supply  can  be  obtained. 

There  is  a  very  large  amount  of  flat  land  adjacent  to  the  river 
between  the  dam  at  Montrose  and  Lake  Quannapowitt  and  it 
seems  not  improbable  that  a  valuable  ground  water  might  be  ob- 
tained from  this  territory,  although  there  are  no  means  of  deter- 
mining at  all  definitely  at  the  present  time  either  the  quantity  or 
the  quality  of  water  which  could  be  obtained.  It  is  not  improb- 
able, however,  that  the  quality  of  the  ground  water  would  be  very 
much  better  than  any  surface  water  supply  from  this  vicinity  and 
the  quantity  may  be  as  large  as  would  be  furnished  by  the  surface 
water  sources  after  excluding  the  polluted  water  of  Lake  Quanna- 
powitt and  the  brook  which  receives  the  drainage  of  Wakefield. 

The  Board  recognizes  the  gravity  of  the  present  situation  of  the 
Lynn  water  supply  and  would  therefore  advise  that  provision 
should  be  made  at  the  earliest  possible  moment  for  supplementing 
the  present  supply  with  the  best  water  which  can  be  obtained  from 
the  Saugus  River  watershed. 
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In  order  to  provide  any  other  than  a  very  temporary  supply  of 
potable  water  from  the  Saugus  River  valley,  it  is  obvious  that  the 
works  must  necessarily  be  somewhat  complex  and  expensive,  and 
it  is  not  at  all  probable  that  a  fairly  permanent  supply  can  be 
obtained  from  this  source.  The  Board  would  therefore  advise  that 
before  entering  upon  any  extensive  works  in  this  valley,  the  whole 
subject  of  a  further  water  supply  from  this  valley,  and  from  other 
Available  sources,  should  be  carefully  investigated.  One  of  the 
first  points  in  such  an  investigation  should  be  the  examination  of 
the  territory  near  the  river,  between  the  Montrose  dam  and  the 
next  dam  above,  with  a  view  to  obtaining  a  ground  water  supply. 

The  Board  has  now  before  it  an  application  from  the  Wakefield 
Water  Company,  asking  for  advice  with  regard  to  an  additional 
water  supply  for  the  towns  of  Wakefield  and  Stoneham,  to  be  taken 
from  filtering  galleries,  wells  or  basins,  upon  the  banks  of  that 
portion  of  the  Saugus  River  lying  within  the  limits  of  the  town  of 
Wakefield,  above  the  milldam  at  Montrose.  The  Board  is  aware 
of  the  fact  that  the  Wakefield  Water  Company  has  practically 
reached  the  limit  of  capacity  of  Crystal  Lake,  its  present  source  of 
supply,  and  that  the  other  source,  viz..  Lake  Quannapowitt,  from 
which  the  water  company  was  originally  authorized  to  take  a 
further  supply,  is  not  of  suitable  quality  for  water  supply  purposes. 
It  is  therefore  of  opinion  that  the  right  of  Lynn  to  take  water  from 
the  Saugus  River  valley  should  be  so  far  restricted  as  not  to  pre- 
vent these  towns  from  receiving  from  it  as  much  water  as  may  be 
needed  for  their  supply,  in  addition  to  the  quantity  of  water  which 
Crystal  Lake  will  furnish. 

It  is  not  feasible  from  present  information  as  to  the  amount  of 
water  which  can  be  obtained  from  different  places,  to  make  a  fair 
apportionment  of  the  territory  between  Lynn  and  these  towns ;  the 
Board  therefore  concludes  that  Lynn  should  be  granted  the  right 
to  take  water  from  any  portion  of  the  valley  of  Saugus  River,  not 
already  granted  by  the  Legislature  to  some  other  town  or  water 
company ;  but  that  this  grant  should  be  subject  to  the  restriction 
that  the  towns  of  Wakefield  or  Stoneham,  or  the  company  sup- 
plying them  with  water,  may  be  authorized  to  take  water  from  this 
valley  at  any  point  within  the  limits  of  the  town  of  Wakefield,  and 
to  the  extent  required  to  furnish  in  connection  with  Crystal  Lake, 
the  present  source  of  supply,  a  supply  of  water  for  these  towns. 
In  connection  with  this  restriction  it  would,  of  course,  be  fair  to 
provide  that  whenever  these  towns,  or  the  company  supplying  them 
with  water,  take  a  supply  from  any  source  in  the  Saugus  valley 
other  than  those  already  controlled  by  the  Wakefield  Water  Com- 
pany, they  should  be  required  to  pay  to  the  city  of  Lynn  a  fair 
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proportion  of  the  amount  already  paid  by  said  city  for  water  or 
land  damages,  and  if  they  should  utilize  to  any  extent  works^ 
previously  constructed  by  the  city,  they  should  pay  a  fair  propor- 
tion of  the  cost  of  these  works. 

The  Board  thinks  it  proper  that  a  further  application  should  be 
made  for  its  advice  when  you  can  define  more  specifically  the 
sources  from  which  it  is  proposed  to  take  water,  and  have  by 
preliminary  surveys  and  estimates  obtained  the  facts  which  are 
essential  as  a  basis  for  a  proper  decision  as  to  the  relative  merits 
of  different  sources.  With  this  further  application  in  view  the 
Board  will  co-operate  with  you  by  causing  analyses  to  be  made 
from  time  to  time  of  the  water  of  the  various  proposed  sources. 

Marlborough.  The  water  commissioners  of  Marlborough, 
applied  to  the  Board,  April  28,  for  its  advice  relative  to  con- 
structing a  new  storage  reservoir  upon  Millham  Brook  in 
the  west  part  of  Marlborough,  near  the  Northborough  line, 
and  as  to  the  probable  quality  of  the  water  of  such  proposed, 
reservoir  at  the  end  of  eight  years.  The  Board  replied  as 
follows :  — 

Boston,  July  8, 1893. 

The  State  Board  of  Health  has  carefully  considered  your  appli- 
cation, dated  April  28,  1893,  with  regard  to  constructing  at  once 
the  proposed  storage  reservoir  on  Millham  Brook  in  the  vicinity  of 
your  new  pumping  station.  You  state  in  your  application  that  yoa 
will  not  need  the  proposed  reservoir  for  eight  years  or  so  and  that 
you  wish  for  the  advice  of  this  Board  as  to  the  probability  of  ob- 
taining good  water  from  this  proposed  reservoir  after  being  flowed 
fifteen  feet  deep  for  a  period  of  eight  years  without  removing  any 
of  the  soil. 

A  careful  examination  of  the  experience  with  all  artificial  reser- 
voirs in  the  State  which  have  not  had  the  soil  removed  from  them 
and  which  in  other  respects  are  at  all  comparable  with  the  proposed 
Marlborough  reservoir  shows  that  in  some  of  these  reservoirs  the 
water  was  bad  eveiy  summer,  not  only  for  eight  years  after  they 
were  first  filled  but  for  a  much  longer  time.  A  typical  instance  of 
a  reservoir  of  this  kind  is  the  Ludlow  reservoir  at  Springfield  which, 
was  used  for  sixteen  years  and  then  practically  abandoned  for  a. 
new  source  of  supply.  Other  reservoirs  somewhat  similar  in  char- 
acter, although  they  may  have  furnished  bad  water  when  first  filled,, 
soon  began  to  improve,  and  at  the  end  of  five,  eight  or  ten  years 
furnished  very  much  better  water  than  at  first.  The  chances  as  to* 
whether  the  water  will  continue  to  be  bad  or  will  improve  mater- 
nally at  the  end  of  eight  years  seem  to  be  about  even. 
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The  experience  -with  reservoirs  which  have  been  thoroughly 
cleaned  by  the  removal  of  all  soil  and  vegetable  matter  from  their 
bottom  and  sides,  althoagh  somewhat  limited,  has  been  extremely 
favorable,  and  from  oar  present  knowledge  we  should  expect  much 
better  results  from  a  thoroughly  cleaned  reservoir  soon  after  it  is 
filled  than  from  an  uncleaned  reservoir  eight  years  after  filling. 

The  Board  recognizes  that  the  element  of  cost  is  an  important 
factor  in  determining  what  should  be  done,  and  as  the  Board  has 
DO  accurate  information  upon  this  point  it  cannot  now  advise  defi- 
nitely as  to  what  should  be  done  in  the  matter  of  constructing  the 
reservoir.  It  would  advise,  however,  that  a  careful  estimate  of 
the  cost  of  thoroughly  cleaning  the  reservoir  should  be  made  and 
would  urge  the  adoption  of  this  method  of  construction  if  it  is 
found  to  be  practicable. 

Malden,  Medford  and  Melrose.  For  many  years  these 
Buburban  places  have  used  Spot  Pond  as  a  source  of  water 
supply,  but  owing  to  the  rapid  growth  of  these  communities 
the  pond  was  drawn  to  a  much  lower  level  at  the  end  of  1892 
than  ever  before.  The  city  of  Maiden  has  for  several  years 
taken  a  supplementary  supply  from  driven  wells  in  the  east- 
erly portion  of  the  city,  but  the  other  two  places  were  at  this 
time  wholly  dependent  upon  Spot  Pond  for  water.  On  Feb. 
9,  1893,  the  Board  addressed  the  following  conmiunication 
to  each  of  the  water  boards  of  Maiden,  Medford  and  Melrose, 
with  reference  to  the  present  condition  of  Spot  Pond,  and  its 
capacity  for  fiiture  supply :  — 

Boston,  Feb.  9, 1893. 

The  State  Board  of  Health  has  on  several  occasions  since  the 
spring  of  1889  considered  applications  for  advice  with  regard  to 
additional  water  supplies  for  the  three  communities  now  using  the 
water  of  Spot  Pond,  and  in  considering  these  questions  the  en- 
gineers of  the  Board  have  given  much  attention  to  the  probable 
yield  and  capacity  of  this  source. 

Some  figures  with  regard  to  the  probable  condition  of  this  pond 
during  the  year  1893  have  been  made  in  connection  with  a  recent 
application  for  advice  from  the  city  of  Medford,  and  as  they  may 
be  of  interest  at  the  present  time  they  are  sent  to  each  of  you. 
The  data  used  are  the  area  of  the  watershed  as  determined  by  a 
reconnaissance  upon  the  ground,  sketching  the  watershed  upon  the 
new  State  map  and  measuring  from  it,  the  storage  capacity  of  the 
pond  as  determined  from  the  best  maps  now  in  existence ;  also 
the  records  of  the  yield  of  the  watershed  of  Sudbury  River,  which 
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has  been  carefully  measured  by  the  city  of  Boston  for  the  past 
eighteen  years. 

It  has  been  found  by  applying  these  data  for  many  years  in  the 
past  that  the  results  agree  well  with  the  known  facts,  and  they  may 
therefore  be  looked  upon  as  the  best  basis  at  present  available  for 
determining  what  may  be  expected  in  the  future. 

We  are  informed  that  the  pond  on  the  first  day  of  February  was 
143.5  iaehes  below  high  water  mark,  which,  by  the  tables  showing 
the  storage  capacity  of  the  pond,  would  indicate  a  draught  from 
high  water  mark  down  to  this  level  of  731,000,000  gallons. 

The  following  table  shows  for  purposes  of  comparison  the  stor* 
age  in  the  pond  from  high  water  mark  down  to  the  present  and 
lower  levels. 


Distance  below  High  Water  Mark,  in  Feet 

storage  in  Gallons. 

llft.lliin. 

16  ft., 

20  ft., 

Bottom  of  pond, 

731,000,000 

837,000,000 

962,000,000 

1,077,000,000 

In  making  estimateib  as  to  what  changes  may  be  expected  during- 
the  remaining  months  of  1893,  the  average  consumption  is  assumed 
to  be  600,000  gallons,  per  day  for  each  community,  making  a  total 
of  1,800,000  gallons  per  day.  It  is  found  convenient  to  divide- 
this  period  into  two  parts,  including  in  the  first  one  the  months  of 
February,  March,  April  and  May,  during  most  or  all  of  which  the 
pond  may  be  expected  to  rise,  and  in  the  second  the  remaining 
months,  when  under  ordinary  conditions  it  would  lower,  it  is  ob- 
vious that  it  is  impossible  to  predict  exactly  what  will  happen,  but 
it  is  fair  to  assume  that  the  amount  of  water  collected  will  not  be 
greater  than  the  maximum  amount  during  the  past  eighteen  years, 
nor  will  it  be  less  than  the  minimum  amount.  It  is  more  likely  to 
be  the  average  amount  than  any  other  quantity,  but  in  as  impor* 
tant  a  problem  as  the  water  supply  of  upwards  of  50,000  people, 
provision  should  be  made  to  avoid  a  water  famine  under  the  most 
unfavorable  conditions  which  can  exist. 

It  is  found  that  on  June  first  the  deficiency  of  storage  (meaning* 
by  this  term  the  amount  of  water  that  would  be  required  to  fill  the 
pond  to  high  water  mark)  under  maximum,  average  and  minimum 
conditions  of  yield  from  February  1  to  June  1,  1893,  would  be  a» 
follows :  — 
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Condition  of  Spot  Fond  on  June  i,  1S93. 

Defleiency  of  Storage. 

Maximnm  yield, 831,000,000  gallons. 

Average  yield, 490,000,000      «« 

Minimum  yield, 677,000,000      " 

For  the  period  from  June  1,  1893,  to  Jan.  1,  1894,  it  is  obvious 
that  regardless  of  the  height  of  the  pond  on  June  1  the  amount  of 
water  going  into  the  pond  may  be  either  the  maximum,  average  or 
minimum,  and  the  following  tables  show  the  deficiency  in  storage 
on  Jan.  1,  1894,  under  all  of  these  conditions. 

(1)  Assuming  the  deficiency  in  storage  on  June  1  to  be  331,- 
000,000  gallons,  the  deficiency  on  Jan.  1,  1894,  will  be  as  fol- 
lows :  — 

Deficiency. 

Maximum  yield, 172,000,000  gaUons. 

Average  yield, 535,000,000      " 

Minimum  yield, 692,000,000      " 

(2)  Assuming  the  deficiency  in  storage  on  June  1  to  be  496,000^- 
000  gallons,  the  deficiency  on  Jan.  1,  1894,  will  be  as  follows :  — 

Deficiency. 

Maximum  yield, 819,000,000  gallcMis. 

Average  yield, 685,000,000      " 

Minimum  yield, 841,000,000       ** 

(3)  Assuming  the  deficiency  in  storage  on  June  1  to  be  677,- 
000,000  gallons,  the  deficiency  on  Jan.  1,  1894,  will  be  as  fol- 
lows :  — 

Deficiency. 

Maximum  yield, 494,000,000  gallons. 

Average  yield, 863,000,000      " 

Minimum  yield, 1,018,000,000      " 

The  most  important  conclusions  to  be  drawn  from  the  tables  are, 
first,  that  with  the  average  conditions  from  now  until  next  January 
the  pond  will  be  at  substantially  the  same  level  as  at  the  same  time 
this  year ;  second,  that  if  either  one  of  the  periods  into  which  the 
year  has  been  divided  furnishes  the  average  quantity  of  water  and 
the  other  furnishes  the  minimum  quantity,  the  water  in  the  pond 
will  be  reduced  to  the  15-foot  mark ;  and  lastly,  that  if  the  yield 
for  both  of  these  periods  should  be  a  minimum  the  pond  will  be 
drawn  practically  to  the  bottom. 

All  of  these  estimates  are  based  upon  an  average  draught  of 
1,800,000  gallons  daily  from  the  pond,  but  it  is  doubtful  if  the 
draught  can  be  kept  as  low  as  this  without  supplementary  supplies 
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to  furnish  a  portion  of  the  water  used.  It  is  probable  that  a  larger 
draught  than  the  amount  above  given  has  had  an  influence  in  lower- 
ing the  pond  during  the  past  year.  The  net  loss  of  storage  from 
the  pond  from  Feb.  1,  1892,  to  Feb.  1,  1893,  was  338,000,000  gal- 
Ions.  The  same  loss  in  the  next  twelve  months  would  take  all  of 
the  water  out  of  the  pond. 

Not  only  should  the  conditions  for  the  remainder  of  the  present 
year  be  considered  but  the  conditions  which  will  exist  subsequently 
until  the  time  when  a  permanent  supply  is  introduced  should  be 
considered,  and  it  is  therefore  of  the  utmost  importance  that  meas- 
ures should  be  taken  immediately,  by  providing  supplementary 
sources  or  by  making  arrangements  with  some  community  which 
has  water  to  spare,  to  get  as  much  water  into  the  pond  as  possible, 
or,  what  is  the  same  thing,  to  take  less  water  from  the  pond  so  as 
to  have  a  larger  supply  in  the  pond  to  provide  for  the  future  con- 
tingencies, such  as  a  rapidly  growing  population  and  supplementary 
supplies  which  may  become  unsuitable  for  domestic  use.  Every 
million  gallons  of  water  which  can  be  added  to  the  pond  has  a  dis- 
tinct value  to  the  three  communities  now  depending  upon  this 
source,  which  is  much  in  excess  of  the  mere  cost  of  pumping  the 
water,  and  it  would  be  a  benefit  to  all  of  the  communities  if  a  fixed 
price  were  made  per  million  gallons  of  water,  which  should  be 
charged  to  each  community  drawing  more  than  a  certain  defined 
quantity  and  credited  to  any  community  taking  from  the  pond  less 
than  this  amount.  This  would  offer  an  incentive  for  individual 
action  on  the  part  of  those  places  which  now  have  or  can  provide 
supplementary  sources  of  supply  and  would  not  be  unjust  to  any 
town  that  may  be  unable  to  obtain  a  supplementary  source,  as  this 
town  would  only  pay  to  the  others  what  it  would  save  in  the  cost 
of  constructing  and  maintaining  a  pumping  plant. 

Medford.  The  water  commissioners  of  Medford  applied 
to  the  Board,  Jan.  4,  1893,  for  its  advice  relative  to  taking 
an  additional  water  supply  from  wells  west  of  Forest  Street 
in  Medford.     The  Board  replied  as  follows :  — 

Boston,  Feb.  2,  1893. 

The  State  Board  of  Health  has  considered  your  application  in 
regard  to  an  additional  water  supply  to  be  taken  from  driven  wells 
in  the  flat  open  land  west  of  Forest  Street,  where  test  wells  have 
AlrjBady  been  driven. 

The  Board  has  caused  analyses  to  be  made  of  samples  of  water 
taken  from  these  wells  and  finds  that  it  is  a  water  which  has  at 
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some  time  been  polluted,  but  which  has  been  very  thoroughly 
purified  by  its  passage  through  the  ground.  The  water  as  it  now 
comes  from  the  ground  would  be  entirely  satisfactory  to  the  con- 
sumers as  a  drinking  water,  but  it  is  much  harder  than  the  Spot 
Pond  water  and  therefore  would  not  be  as  good  for  washing  pur- 
poses and  for  use  in  boilers.  The  hardness  of  the  water,  however, 
is  not  as  great  as  that  of  several  water  supplies  which  are  now  in 
use  in  this  State,  and  if  the  quality  of  the  water  remains  as  at 
present  it  would  be  satisfactory  for  the  purposes  of  a  public  water 
supply.  The  situation  of  the  test  wells,  however,  is  such  that  it 
seems  probable  that  when  a  continuous  draft  is  made  upon  the 
ground  the  water  will  be  drawn  in  part  from  the  territory  south  of 
the  wells  where  there  is  a  large  population,  and  the  water  will 
become  harder  than  it  is  at  present,  and  it  may  be  less  perfectly 
purified ;  moreover,  even  if  a  large  tract  of  land  is  purchased  and 
controlled  by  the  city  for  the  protection  of  a  water  supply  at  this 
place  the  growth  of  the  city  will  undoubtedly  cause  a  material 
increase  of  population  upon  adjacent  land,  which  contributes  a 
portion  of  the  water  to  supply  the  wells,  and  the  character  of  the 
water  may  be  further  unfavorably  affected  in  this  way. 

The  Board  would  not  therefore  advise  the  construction  of  works 
for  taking  a  permanent  supply  from  this  place,  but  in  view  of  the 
necessity  for  supplementing  the  supply  from  Spot  Pond,  advises 
that  this  is  a  suitable  source  from  which  to  obtain  a  temporary 
supply.  The  quantity  of  water  to  be  obtained  from  this  source  is, 
with  the  present  information,  somewhat  indefinite.  It  seems  very 
doubtful  if  the  source  can  be  depended  upon  to  furnish  more  than 
from  250,000  to  400,000  gallons  per  day  continuously,  though  it  is 
not  impossible  that  during  the  wetter  portions  of  the  year  a  con* 
siderably  larger  quantity  of  water  might  be  obtained. 

In  addition  to  the  driven  wells  there  is  another  source  from 
which  a  temporary  supply  might  be  obtained,  viz.,  the  stream 
which  flows  just  west  of  Forest  Street,  below  where  Elm  Street 
joins  it.  Above  this  point  there  are  yerj  few  houses  or  other  sources 
of  pollution  upon  the  watershed,  the  area  of  which  as  measured 
from  the  State  map  is  0.58  square  mile.  An  analysis  of  the  water 
recently  made  shows  that  it  is  at  the  present  time  of  suitable 
quality  for  water  supply  purposes,  except  that  before  being  pumped 
it  should  be  stored  in  a  reservoir  sufficiently  large  to  permit  the 
floating  particles  which  are  almost  always  found  in  brook  waters 
to  settle. '  During  several  months  of  an  ordinary  year  the  flow  of 
this  stream  should  be  as  high  as  600,000  gallons  per  day,  and  dur- 
ing two  months  or  more  of  such  a  year  it  should  range  from  one  to 
two  million  gallons  per  day.    This  source  has  the  advantage  that 
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it  is  very  near  the  main  pipe  which  leads  to  the  town,  and  the 
water  would  have  to  be  lifted  to  a  less  height  to  force  it  into  the 
main.  It  is  obvious,  however,  that  in  order  to  make  it  of  value  in 
the  present  emergency  the  works  should  be  constructed  at  once  so 
as  to  take  advantage  of  the  larger  amount  of  water  which  flows  in 
the  spring  of  the  year,  as  the  amount  of  water  to  be  obtained  from 
this  source  in  the  summer  would  be  comparatively  small.  The 
water  would  also  be  soft  and  suitable  for  laundry  and  boiler  pur- 
poses, though  not  as  palatable  as  that  taken  from  the  ground. 

The  choice  of  these  two  sources  or  whether  both  of  them  shall 
be  utilized  is  a  question  which  is  left  for  your  decision.  The 
Board,  however,  considers  it  imperative  that  a  supplementary  sup- 
ply or  supplies  should  be  provided  at  once  by  the  communities  using 
the  water  of  Spot  Pond  in  order  to  avoid  a  water  famine  during  the 
next  autumn  and  winter. 

The  results  of  certain  computations  with  regard  to  the  future 
condition  of  Spot  Pond  and  a  suggestion  as  to  measures  which 
should  be  taken  to  prevent  the  supply  from  being  exhausted  are 
embodied  in  another  communication,  a  copy  of  which  will  be  sent 
to  you  and  to  the  water  boards  of  Maiden  and  Melrose.  (See 
pages  28-31,  preceding.) 

Melrose.  The  conmiittee  on  additional  water  supply  of 
Melrose  applied  to  the  State  Board  of  Health,  Dec.  5,  1892, 
for  its  advice  as  to  the  propriety  of  taking,  either  alone  or  in 
conjunction  with  Maiden  and  Medford,  the  waters  of  Great 
Pond,  in  North  Andover,  together  with  Mosquito  Brook  and 
Boston  Brook  in  the  same  town,  as  additional  sources  of  water 
supply.     The  Board  replied  to  this  application  as  follows :  — 

Boston,  Jan.  16, 1898. 

In  your  application  of  Dec.  5,  1892,  giving  notice  of  your 
intention  to  provide  an  additional  water  supply  for  the  town  of 
Melrose  and  asking  the  advice  of  the  Board  in  regard  thereto,  you 
make  the  following  statement :  *^  The  plan  proposed  is,  alone  or 
in  conjunction  with  the  cities  of  Maiden  and  Medford  or  either  of 
them,  to  obtain  authority  from  the  Legislature  to  take  and  hold 
the  waters  of  Great  Pond  in  North  Andover,  and  to  acquire  by 
purchase  or  otherwise  the  waters  of  Mosquito  Brook  and  Boston 
Brook  in  said  town  of  North  Andover." 

The  State  Board  of  Health  has  up  to  the  present  time  received 
no  applications  relating  to  these  sources  from  the  cities  of  Maiden 
or  Medford  and  therefore  considers  only  the  first  alternative,  viz., 
a  supply  for  Melrose  alone. 
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Great  Pond  only  has  been  investigated  by  the  Board  up  to  the 
present  time,  and  it  is  found  from  this  investigation  and  analyses 
of  the  water  of  the  pond  that  the  water  is  of  satisfactory  quality 
for  all  the  purposes  of  a  public  water  supply  and  that  the  quantity 
of  water  which  the  pond  will  furnish  will  be  more  than  sufficient 
for  the  probable  population  of  Melrose  for  the  next  thirty  years. 

Owing  to  the  fact  that  the  pond  is  situated  wholly  within  the 
town  of  North  Andover  the  Board  is  of  opinion  that  this  town  has 
a  primary  right  to  so  much  of  the  water  of  the  pond  as  is  necessary 
to  supply  its  inhabitants  with  water. 

With  regard  to  the  appropriateness  of  this  source  for  a  water 
supply  for  the  town  of  Melrose,  the  Board  thinks  it  highly  prob- 
able that  a  sufficient  supply  of  good  water  for  the  town  can  be 
obtained  at  a  less  distance  than  sixteen  miles  and  with  less  ex- 
pense ;  and  for  this  reason,  and  having  regard  for  the  interests  of 
other  communities  much  nearer  Great  Pond,  which  may  in  the 
future  need  its  waters  as  a  source  of  water  supply,  the  Board  ad- 
vises the  town  to  make  examinations  of  nearer  sources,  and  until 
such  examinations  are  made  is  unable  to  advise  that  this  is  the 
most  appropriate  source  of  supply  for  the  town  of  Melrose. 

The  Board  will  investigate  the  other  sources  mentioned  in  your 
application  and  advise  you  with  regard  to  them  as  soon  as  prac- 
ticable. 

On  February  3  the  Board  transmitted  the  following  further 
communication  upon  the  same  subject  to  the  committee  on 
additional  water  supply  of  Melrose :  — 

Boston,  Feb.  3, 1893. 

The  State  Board  of  Health  in  its  communication  of  Jan.  16, 
1893,  to  your  committee,  relating  to  an  additional  supply  of  water 
for  your  town  from  Great  Pond  in  North  Andover,  stated  that 
further  advice  would  be  given  with  regard  to  the  other  sources 
mentioned  in  your  application,  viz..  Mosquito  and  Boston  brooks. 

The  application  apparently  relates  to  so  much  of  these  brooks 
as  lies  within  the  limits  of  the  town  of  North  Andover,  The  areas 
of  the  watersheds  of  these  brooks  above  the  points  where  they 
ci'oss  the  town  boundary,  as  measured  from  the  topographical  map 
of  the  State,  are  respectively  7.51  and  6.36  square  miles,  and  their 
distances  at  these  points  in  an  air  line  from  Melrose  are  14^  and 
12^  miles.  These  watersheds  have  been  examined  upon  the  map 
above  mentioned,  and  upon  the  ground  by  one  of  the  engineers  of 
the  Board,  and  they  were  not  found  to  have  any  special  character- 
istics which  would  make  them  as  a  whole  particularly  appropriate 
as  sources  of  supply  for  Melrose  or  as  desirable  as  other  water- 
sheds nearer  the  town. 
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It  has  been  learned  from  statements  made  by  a  member  of  your 
committee  and  by  yoor  engineer,  that  it  is  proposed  to  utilize  only 
so  much  of  the  upper  end  of  these  brooks  as  can  be  diverted  by 
gravity  through  a  ditch  or  canal  along  the  side  hill  into  Great  Pond. 
In  this  case  the  area  of  watershed  to  be  utilized  is,  according  to 
the  map  above  mentioned,  in  the  neighborhood  of  three  square  miles 
instead  of  the  total  of  about  fourteen  square  miles  above  the  town 
boundary.  The  three  square  miles  are  sparsely  populated  so  that 
there  is  little  danger  that  the  water  will  be  polluted,  but  there  are 
swampy  areas  which  give  the  water  of  the  larger  (Boston)  brook  a 
high  color  which  would  be  objectionable  if  the  water  was  to  be 
taken  directly  into  the  pipes.  If,  however,  this  water  is  diverted 
as  proposed  into  Great  Pond  its  color  will  nearly  disappear  by  long 
storage  and  by  mingling  with  the  nearly  colorless  water  naturally 
in  the  pond. 

The  Board  is  of  opinion  that  the  town  should  not  seek  to  acquire 
rights  to  the  whole  of  Mosquito  and  Boston  brooks  within  the 
town  of  North  Andover,  as  the  portions  not  available  for  diversion 
into  Great  Pond  may  be  needed  in  connection  with  water  supplies 
from  the  Ipswich  Valley  for  other  places  in  the  eastern  part  of  the 
State.  If,  however,  the  town  of  Melrose  should  be  granted  the 
right  to  take  the  waters  of  Great  Pond  it  is  appropriate  that  it 
should  also  be  granted  those  portions  of  Mosquito  and  Boston 
brooks  which  can  be  diverted  by  gravity  into  it. 

The  water  board  of  Melrose  applied  to  the  State  Board 
of  Health  May  16,  for  its  advice  as  to  taking  an  additional 
water  supply  from  wells  to  be  driven  in  the  meadow  upon 
the  north  side  of  Ell  Pond,  and  on  July  5,  the  conmiittee 
on  additional  water  supply  applied  for  advice  with  reference 
to  taking  water  from  other  sources.  The  Board  replied 
to  these  applications  as  follows :  — 

Boston,  Aug.  10, 1893. 
The  State  Board  of  Health  received  from  the  Melrose  water 
board  on  May  16,  1893,  an  application  for  its  advice  relative  to  a 
proposed  additional  system  of  water  supply  to  be  taken  from  the 
ground  on  the  north  side  of  Ell  Pond.  On  July  5  a  second  appli- 
cation was  received  from  the  committee  on  additional  water  supply 
for  advice  relative  to  taking  a  supply  from  Martin's  Meadows,  so- 
called,  from  Bennett's  Pond  or  Meadows  and  from  the  Wakefield 
Water  Company.  On  July  5  the  last  mentioned  application  was 
amended  by  adding  Long  Pond  and  its  immediate  vicinity  to  the 
sources  before  mentioned. 
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Before  considering  these  sources  in  detail  it  will  be  well  to  refer 
in  a  general  way  to  the  capacity  of  your  present  source  of  supply, 
Spot  Pond,  and  to  the  needs  of  your  town. 

Spot  Pond  during  a  year  of  average  rainfall  will  supply  to  each  of 
the  communities  taking  water  from  it  about  680,000  gallons  of  water 
per  day ;  and,  during  a  series  of  dry  years,  such  as  have  occurred 
in  the  past,  will  furnish  about  500,000  gallons  per  day  to  each 
community  without  falling  to  a  lower  level  than  it  reached  in  Feb- 
ruary, 1898.  With  the  pond  at  its  present  low  level  it  cannot  be 
depended  upon  to  furnish  even  500,000  gallons  per  day  to  each 
community  if  the  next  two  or  three  years  should  be  unusually  dry. 
The  consumption  of  water  in  Melrose  by  the  meter  records  from 
September,  1892,  to  June,  1893,  inclusive,  averaged  565,000  gal- 
lons per  day,  which  is  65,000  gallons  in  excess  of  the  safe  capacity 
of  the  pond  for  a  series  of  dry  years,  even  assuming  it  to  have 
been  filled  in  the  spring,  and  still  more  in  excess  of  its  capacity  in 
its  present  low  condition.  It  is  obvious,  therefore,  that  to  meet 
even  the  requirements  of  the  present  and  the  very  near  future  it 
will  be  necessary  to  provide  an  additional  source  of  supply  or  to 
decrease  the  consumption  of  water. 

The  consumption  of  water  in  Melrose  at  the  present  time  is  about 
57  gallons  per  inhabitant,  which  is  more  than  the  amount  used  by 
most  towns  similarly  situated.  As  instances  of  low  consumption 
per  Inhabitant  may  be  mentioned  :  Brockton,  25  gallons ;  Middle- 
borough,  26  gallons;  North  Attleborough,  26  gallons,  and  Fall 
River,  26  gallons.  On  the  other  hand,  Beverly  uses  70  gallons, 
Bridntree  62  gallons,  and  Brookline  80  gallons.  During  the  pe- 
riod from  September,  1892,  to  June,  1893,  inclusive,  Maiden  used 
50  gallons  and  Medford  48  gallons  per  inhabitant. 

It  seems  highly  desirable  that  Melrose  should  take  energetic 
measures  to  restrict  waste,  but  in  view  of  the  fact  that  the  present 
demands  upon  Spot  Pond  so  largely  exceed  its  capacity,  and  hav- 
ing regard  to  the  present  low  state  of  the  pond  and  the  greater 
demand  for  water  from  year  to  year,  due  to  the  increasing  popu- 
lation, the  Board  is  of  opinion  that  a  further  supply  should  be 
obtained  without  delay. 

The  great  expense  to  which  Melrose  would  be  subjected  if  it 
should  attempt  to  obtain  by  itself  a  permanent  supply  of  water, 
which  can  only  be  had  from  a  comparatively  great  distance,  the 
fact  that  the  Legislature  has  already  directed  that  investigations 
be  made  with  a  view  to  obtaining  a  water  supply  for  Boston  and 
its  suburbs,  and  the  need  of  an  immediate  addition  to  the  present 
supply,  all  lead  to  the  conclusion  that  it  is  wise  to  obtain  at  a 
comparatively  small  cost  a  temporary  supply  which  will  meet  the 
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requirements  for  the  next  five  or  six  years.  Should  any  of  the 
sources  mentioned  by  your  committee  be  adopted,  they  should  be 
considered  merely  as  temporary  sources  which  will  have  to  be 
abandoned  whenever  the  quality  of  the  water  becomes  impaired  by 
the  growth  of  population  upon  the  territory  from  which  the  supply 
is  derived  or  by  other  causes,  or  whenever  a  more  satisfactory  and 
permanent  water  supply  is  introduced. 

Of  the  sources  mentioned  by  the  committee  it  may  be  said  that 
the  water  of  Bennett's  Pond,  if  taken  directly  from  the  pond,  would 
not  be  of  suitable  quality  on  account  of  the  large  population  near 
the  upper  portion  of  the  brook  which  feeds  it.  With  regard  to  a 
ground  water  from  the  vicinity  of  Bennett's  Pond,  no  definite 
answer  can  be  given  because  no  investigations  of  the  ground  at 
this  place  have  been  made.  It  is  not  improbable  that  the  quality 
of  the  water  would  be  good,  but,  judging  from  the  surface  indica- 
tions, this  source  could  hardly  be  expected  to  furnish  a  sufficient 
quantity  of  water  to  make  it  a  desirable  one  to  adopt  at  the  present 
time. 

Long  Pond  by  itself  would  not  furnish  a  sufficient  quantity  of 
water  to  warrant  taking  an  additional  supply  from  it,  and  if  a 
stream  which  fiows  near  its  westerly  end  should  be  diverted  into  it 
the  quality  of  the  water  would  not  be  satisfactory  if  taken  directly 
from  the  pond.  With  regard  to  obtaining  a  ground  water  supply 
in  this  vicinity  no  investigations  of  the  ground  have  been  made,  but, 
judging  from  surface  appearances,  the  conditions  are  even  less 
favorable  than  in  the  vicinity  of  Bennett's  Pond. 

The  Wakefield  Water  Company  now  takes  its  supply  from 
Crystal  Lake,  and  the  water  is  of  suitable  quality  for  the  purposes 
of  a  public  water  supply.  The  quantity  of  water  which  this  source 
will  furnish  in  a  series  of  dry  years  is  but  little,  if  any,  in  excess 
of  the  present  requirements  of  the  two  towns  now  supplied  by  the 
Wakefield  Water  Company,  and  the  only  water  which  this  company 
has  to  spare  is  the  excess,  during  years  of  average  or  high  rainfall^ 
above  the  requirements  of  the  two  towns  now  supplied.  The 
Board,  therefore,  does  not  advise  the  town  of  Melrose  to  depend 
upon  the  Wakefield  Water  Company  for  its  additional  supply.  On 
the  other  hand,  it  is  extremely  important  as  a  precaution  against  a 
water  famine  in  the  next  few  yeara  that  Spot  Pond  should  be  again 
filled,  a  result  which  can  be  accomplished  if  each  of  the  communi- 
ties now  drawing  water  from  the  pond  should  obtain  the  greater 
part  of  its  supply  from  9ome  other  source  or  sources ;  and  it  may 
therefore  be  desirable,  if  suitable  arrangements  can  be  made,  to 
have  the  Wakefield  Water  Company  supply  as  much  water  to  Mel- 
rose as  the  capacity  of  its  source  will  permit. 
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A  sample  of  water  collected  from  Whittier's  wells  in  Martin's 
Meadows,  so-called,  on  July  20  showed  that  the  water  obtained 
from  the  ground  at  this  place  was  of  satisfactory  quality  for  the 
purposes  of  a  public  water  supply,  and  from  an  examination  of 
the  premises  it  seems  probable  that  this  water  will  remain  of  suit- 
able quality  for  use,  at  least  until  there  is  a  further  increase  of 
population  in  this  vicinity.  The  quantity  of  water  which  this 
source  will  furnish  is  apparently  limited,  and  it  is  extremely 
doubtful  if  it  alone  will  furnish  a  sufficient  additional  water  sup- 
ply for  the  town.  Samples  were  also  received  from  wells  in  the 
meadow  above  the  one  already  mentioned,  but  the  water  from 
these  wells  was  not  of  satisfactory  quality  to  pump  directly  into 
the  pipes. 

The  territory  just  north  of  Ell  Pond  has  been  tested  in  several 
places.  The  first  test  was  made  in  January,  1893,  by  pumping 
from  a  line  of  driven  wells  veiy  near  the  pond.  This  test  lasted 
for  fifteen  days  and  the  average  quantity  of  water  pumped  is  said 
to  have  been  about  461,000  gallons  per  day.  Three  samples  of 
water  from  these  wells  were  sent  to  this  Board  for  analysis.  One 
was  taken  at  the  beginning  of  the  test,  another  a  week  later,  and 
the  third  at  the  end  of  the  test.  All  of  these  samples  were  clear 
and  colorless  and  free  from  odor,  and,  although  they  all  showed, 
by  t)ie  greater  amount  of  mineral  matter  and  hardness  than  the 
natural  waters  of  this  region,  the  effect  of  the  population  upon  the 
territory  from  which  the  supply  is  derived,  the  analyses  also  show 
that  the  water  had  been  very  thoroughly  purified  by  its  passage 
through  the  ground. 

Three  additional  samples  taken  from  this  vicinity  in  June  and 
July,  1893,  gave  results  which  confirmed  those  above  mentioned, 
the  analyses  showing  that  in  every  case  the  water  had  been  com- 
pletely purified,  chemically,  by  its  passage  through  the  ground. 
The  weUs  from  which  two  of  these  last  mentioned  samples  were 
taken  were  175  feet  from  the  pond,  while  the  third  sample  was 
taken  from  one  of  the  line  of  wells  near  the  pond.  A  bacterial 
examination  of  a  sample  of  water  from  one  of  these  wells  showed 
that  the  water  was  of  good  quality,  bacterially. 

There  seems  to  be  no  doubt  that  the  quantity  of  water  which 
can  be  obtained  from  the  ground  in  this  vicinity  is  greater  than 
from  any  of  the  other  sources  mentioned,  and  the  principal  ques- 
tion which  arises  with  regard  to  this  source  is  as  to  whether  the 
water  will  remain  of  suitable  quality  for  use  after  long-continued 
pumping.  The  principal  source  of  danger  is  that  the  water  of  the 
pond,  which  is  highly  polluted,  will  find  its  way  through  the  ground 
to  the  wells  without  being  thoroughly  purified  by  filtration.     Ex- 
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perience  has  shown  in  some  cases  that  water  may  filter  from  a  pond 
to  wells  or  to  a  filter-gallery  and  under  some  conditions  be  thor- 
oughly purified  by  its  passage  through  the  ground,  and  yet  under 
other  conditions  fail  to  be  purified.  It  is  impracticable  to  predict 
in  the  present  case  whether  the  water  drawn  from  the  ground  will 
deteriorate  in  quality  from  this  cause.  Taking  into  account,  how- 
ever, the  urgent  needs  of  your  town  and  the  difficulty  of  obtaining 
a  sufi9cient  quantity  of  water  from  a  better  source,  the  Board  would 
advise  that  this  location  be  adopted  as  a  source  of  supply,  but  with 
the  understanding  that  the  works  are  to  be  of  a  temporary  char- 
acter and  that  the  water  is  to  be  analyzed  frequently  and  its  use 
discontinued  if  it  should  become  impure.  The  wells  should  be 
located  not  less  than  175  feet  from  the  pond  and  further  from  it 
if  practicable. 

On  Feb.  9,  1898,  the  Board  sent  a  communication  to  the  water 
boards  of  the  three  places  drawing  water  from  Spot  Pond ;  and, 
after  giving  the  results  of  estimates  as  to  changes  in  the  level  of 
the  pond  which  would  be  likely  to  occur  under  varying  conditions 
of  rainfall,  the  Board  ended  its  communication  with  the  following 
fitatement,  to  which  it  would  again  call  attention :  — 

It  is  of  the  utanost  importance  ...  to  get  as  much  water  into  Spot 
Pond  as  possible,  or,  what  is  the  same  thing,  to  take  less  water  from  the 
pond  so  as  to  have  a  larger  supply  in  the  pond  to  provide  for  future  con- 
tingencies, such  as  a  growing  population  and  supplementary  supplies 
which  may  become  unsuitable  for  domestic  use.  Every  million  of  gal- 
lons of  water  which  can  be  added  to  the  pond  has  a  distinct  value  to  the 
three  communities  now  depending  upon  this  source,  which  is  much  in 
excess  of  the  mere  cost  of  pumping  the  water,  and  it  would  be  a  benefit 
to  all  of  the  communities  if  a  fixed  price  were  made  per  million  gallons 
of  water,  which  should  be  charged  to  each  community  drawing  more 
than  a  certain  defined  quantity  and  credited  to  any  community  taking 
from  the  pond  less  than  this  amount  This  would  offer  an  incentive  for 
individual  action  on  the  part  of  those  places  which  now  have  or  can  pro- 
vide supplementary  sources  of  supply,  and  would  not  be  unjust  to  any 
town  that  may  be  unable  to  obtain  a  supplementary  source,  as  this  town 
would  only  pay  to  the  others  what  it  would  save  in  the  cost  of  construct>- 
ing  and  maintaining  a  pumping  plant 

Mendon.  The  selectmen  of  Mendon  applied  to  the  Board, 
Dec.  27,  1893,  for  its  advice  relative  to  taking  the  water  of 
Mendon  Pond  as  a  public  water  supply.  The  Board  replied 
to  this  application  as  follows  :  — 

Boston,  Jan.  5,  IS94. 
The  Board  has  already  considered  the  question  of  the  use  of  this 
pond  as  a  source  of  water  supply,  in  response  to  an  application 
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made  by  the  town  of  Uxbridge  in  1892,  and  has  caused  analyses 
of  the  water  to  be  made  in  October,  1892,  and  every  month  from 
May  to  November,  1893.  During  all  of  this  time  the  water  has 
•been  of  satisfactory  quality  for  all  the  puiposes  of  a  public  water 
supply,  and  there  seems  to  be  no  reason  to  doubt  that  if  it  is  pro- 
tected from  pollution  it  will  continue  to  be  of  satisfactory  quality 
in  the  future. 

Owing  to  its  situation  near  the  village  of  Mendon  it  is  an  appro- 
priate source  from  which  to  take  a  supply  of  water  for  the  village 
and  any  part  of  the  town  to  which  it  may  be  desirable  to  extend 
tthe  pipes. 

The  amount  of  water  required  for  the  supply  of  Mendon  will  not 
^  large,  and  in  the  opinion  of  the  Board  the  use  of  the  pond  as  a 
:source  of  water  supply  for  Mendon  should  not  prevent  its  use  as 
:a  source  of  water  supply  by  Uxbridge. 

Methuen".  The  water  commissioners  of  Methuen  applied 
to  the  Board,  April  13,  1893,  for  advice  as  to  obtaining  a 
water  supply  for  the  town  from  driven  wells  near  Sargent's 
Brook  in  the  east  part  of  the  town.  The  Board  replied  as 
follows :  — 

Boston,  May  19, 1893. 
The  State  Board  of  Health  has  considered  your  application  of 
April  13,  1893,  relative  to  a  proposed  water  supply  for  the  town, 
to  be  taken  from  driven  wells  near  Sargent's  Brook,  and  has 
caused  examinations  of  the  premises  and  analyses  of  the  water  to 
ibe  made. 

The  analysis  of  a  sample  of  water  sent  in  from  one  of  the  flow- 
ing wells  showed  the  water  to  be  very  pure  and  soft,  and  in  all 
respects  an  excellent  water  for  the  purposes  of  a  public  water 
«upply.  After  pumping  for  nearly  six  days,  however,  from  these 
wells  another  sample  was  collected,  and  the  character  of  the  water 
-was  found  to  have  undergone  a  decided  change  and  to  be  much 
less  satisfactory.  Should  this  deterioration  continue  with  steady 
pumping,  as  has  been  the  case  in  some  other  places  in  the  State, 
the  water  would  become  objectionable. 

The  watershed  above  the  point  where  the  wells  are  located  was 
•examined  and  its  area  determined  approximately  by  sketching  its 
outlines  upon  the  topographical  map  of  the  State,  and  subsequently 
measuring  it.  This  area  was  found  to  be  so  small  that  the  total 
amount  of  water  flowing  from  it,  through  the  brook  and  through 
the  ground,  in  a  dry  year  would  not  be  in  excess  of  the  require- 
Juents  of  a  water  supply  for  Methuen,  having  due  regard  to  future 
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needs.  It  was  obvioaB  from  an  examination  of  the  watershed  that 
much  of  the  water  would  flow  off  through  the  brook,  particularly 
in  the  spring  of  the  year,  so  that  the  supply  to  be  obtained  from 
the  ground  would  be  much  less  than  the  total  flow  from  the  water- 
shed, and  probably  not  enough  during  the  dryer  portions  of  a  dry 
year  to  supply  the  town  as  soon  as  water  is  generally  introduced. 

On  July  5  the  water  commissioners  of  Methuen  again 
applied  to  the  Board  for  its  advice  upon  the  question  of 
taking  a  water  supply  for  the  town  from  wells  driven  near 
the  Spicket  River  at  the  junction  of  the  brook  leading  from 
Harris  Pond.  The  Board  repbed  to  this  application  as 
follows :  — 

Boston,  Jnlj  25, 1893. 
In  response  to  your  application  of  July  5,  1893,  with  regard  to 
a  proposed  water  supply  for  the  town  of  Methuen,  to  be  taken  from 
driven  wells  located  near  the  Spicket  River  near  the  point  where 
it  is  joined  by  the  brook  leading  from  Harris  Pond,  the  Board  has 
caused  an  examination  of  the  locality  and  an  analysis  of  a  sample 
of  water  sent  in  by  you  from  one  of  these  wells  to  be  made.  The 
analysis  showed  that  the  water  sent  in  was  of  excellent  quality  for 
the  purposes  of  a  public  water  supply.  Judging  from  the  tests 
made  under  your  direction,  and  from  an  examination  of  the  terri- 
tory in  the  vicinity  of  the  test  wells,  it  is  probable  that  a  sufficient 
supply  for  the  town  for  at  least  a  few  years  may  be  obtained  from 
the  ground  near  where  the  tests  have  been  made,  and  this  location 
has  the  great  advantage  that  it  is  well  situated  for  taking  a  supple- 
mentary supply  of  water  from  Harris  Pond  whenever  the  quantity 
of  water  which  can  be  obtained  from  the  ground  proves  insufficient. 

Newburyport.  In  the  report  of  the  State  Board  of 
Health  to  the  Legislature,  dated  Jan.  10, 1893  (Senate  Docu- 
ment 4,  1893),  it  was  stated  that  the  water  of  the  Merrimack 
River  had  been  furnished  directly  to  the  citizens  of  Newbury- 
port by  the  Newburyport  Water  Company,  and  that  a  letter 
had  been  sent  to  the  Newburyport  Water  Company,  Novem- 
ber 3,  informing  them  that  the  water  of  the  Merrimack  River 
was  unfit  for  domestic  use,  and  advising  them  to  obtain  a 
further  supply  of  pure  water  without  delay.  This  advice 
having  been  disregarded  by  the  company,  an  epidemic  of 
typhoid  fever  took  place  in  January  and  February,  1893, 
among  the  citizens  of  Newburyport.     The  Board  then  ad- 
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dressed  the  following  commanication  to  the  mayor  of  New- 

buryport :  — 

Boston,  March  8, 1883. 
To  (he  Mat/or  of  Newburyport, 

Dear  Sir  :  — On  the  3d  of  November,  1892,  having  learned  that 
the  Newburyport  Water  Company  had  at  times  pumped  the  water 
of  the  Merrimack  River  and  distributed  it  to  the  citizens  of  New- 
buryport, the  State  Board  of  Health  addressed  the  following  letter 
to  the  company :  — 

The  Board,  as  a  result  of  extended  examinations  of  the  effect  of  using- 
the  Merrimack  River  water  at  Lowell  and  Lawrence,  reached  the  con- 
clusion that  it  is  to  this  cause  that  the  excessive  mortality  from  typhoid 
fever  in  these  cities,  as  well  as  the  very  severe  epidemic  of  this  disease 
in  the  winter  of  1890-91,  may  be  ascribed.  The  condition  of  this  river 
at  Newburyport  is  worse  than  at  either  Lowell  or  Lawrence,  owing  to 
the  added  sewage  of  the  cities  of  Lawrence  and  Haverhill,  and  the  town 
of  Amesbury. 

Li  view  of  this  condition  of  affairs,  the  Board  is  of  opinion  that  the^ 
Newburyx)ort  Water  Company  should  obtain  a  further  supply  of  pure 
water  without  delay,  so  that  there  will  be  no  further  occasion  for  pump- 
ing water  directly  from  the  river. 

In  the  Twenty-second  Annual  Report  of  this  Board,  page  527, 
it  was  shown  that  the  introduction  of  a  pure  water  supply  into 
Newburyport  in  1881  was  followed  by  a  reduction  in  the  death-rate 
from  typhoid  fever  of  more  than  one-half. 

It  now  appears  from  an  investigation  recently  made  by  this 
Board  that  the  frequent  pumping  of  a  considerable  quantity  of  the 
water  of  the  river  has  been  followed  very  closely  by  an  epidemic 
of  typhoid  fever  among  your  citizens.  This  epidemic,  in  the  opinion 
of  the  Board,  is  due  to  the  use  of  the  river  water,  following  an  in- 
creased  prevalence  at  places  higher  up  the  stream. 

These  results  emphasize  still  more  strongly  the  opinion  of  the 
Board  expressed  in  its  letter  of  November  last  to  the  Newburyport 
Water  Company,  relative  to  the  necessity  of  *'  obtaining  a  further 
supply  of  pure  water  without  delay,"  and  in  the  opinion  of  the 
Board  such  a  supply  cannot  be  obtained  by  developing  the  present 
spring-water  sources. 

The  mayor  of  Newburyport  applied  to  the  State  Board 
of  Health,  April  13,  1893,  for  advice  as  to  taking  the  water 
of  Artichoke  River,  in  that  city  and  the  town  of  West  New- 
bury, as  a  source  of  water  supply  for  the  city,  such  water  to- 
be  purified  either  by  artificial  or  natural  filtration  through 
sand.     The  Board  replied  as  follows :  — 
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Bo8TOV»  April  24, 1898. 

An  examination  of  this  source  shows  that  by  the  construction  of 
a  storage  reservoir  as  proposed  it  can  be  made  to  furnish  a  suf- 
ficient quantity  of  water  for  the  city  of  Newburyport  for  a  long 
time  in  the  future.  With  regard  to  the  quality  of  the  water  the 
ezamfnations  thus  far  made  show  it  to  be  a  water  of  fair  quality, 
but  it  would  not  probably  be  satisfactory  for  drinking  purposes 
without  filtration.  The  Board  is  of  opinion  that  it  will  be  feasible 
to  so  filter  this  water  that  in  connection  with  the  existing  works, 
or  independent  of  them,  an  ample  and  satisfactory  supply  for  the 
city  can  be  obtained. 

The  Board  makes  a  reply  at  this  time  instead  of  waiting  for  your 
further  surveys  and  investigations  because  it  understands  that  its 
advice  is  desired  now  in  connection  with  pending  legislation,  and 
will  advise  you  further  with  regard  to  the  filtration  of  the  water 
when  the  results  of  the  further  surveys  and  investigations  are  pre- 
sented. 

North  Andover.  The  committee  on  water  supply  of  the 
town  of  North  Andover  applied  to  the  Board,  Dec.  13,  1892, 
for  advice  relative  to  taking  the  water  of  Great  Pond  in  that 
town  for  a  public  water  supply.  The  Board  replied  to  this 
application  as  follows :  — 

Boston,  Jan.  16, 1892. 

The  State  Board  of  Health  has  considered  your  application 
dated  Dec.  14,  1892,  with  regard  to  a  proposed  water  supply  for 
the  town  of  North  Andover,  to  be  taken  from  Great  Pond  within 
said  town. 

The  Board  has  caused  examinations  of  the  pond  and  analyses  of 
its  water  to  be  made,  and  finds  that  the  water  is  of  satisfactory 
quality  for  all  the  purposes  of  a  public  water  supply  and  that  the 
quantity  of  water  which  the  pond  will  furnish  is  many  times  in 
excess  of  the  quantity  which  will  be  required  for  the  supply  of  the 
town. 

The  Board  is  therefore  of  opinion  that  Great  Pond  in  North 
Andover  is  an  appropriate  source  from  which  to  take  a  water  sup- 
ply for  the  town. 

Peabody.  The  Water  Board  of  the  town  of  Peabody  sent 
the  following  communication  to  the  State  Board  of  Health, 
April  18,  1893,  relative  to  the  threatened  pollution  of  their 
water  supply  by  drainage  from  new  settlements  upon  the 
immediate  watersheds  of  the  two  ponds  used  as  water 
supplies :  — 
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Pbabodt,  liASB.,  April  18,  1803. 
8taU  Board  of  Eealih,  Boston^  Masa. 

GsNTLBiCEN :  —  Bj  a  vote  of  the  water  board,  I  am  instracted 
to  respectfully  represent  to  yon  a  matter  of  vital  importance  to 
the  town  of  Peabody.  Parties  have  purchased  the  land  north  of 
Spring  and  Brown's  ponds,  the  water  supply  of  the  town,  and 
have  cut  it  up  into  house  lots,  and  as  the  land  on  both  places  slopes 
toward  the  ponds,  the  matter  of  polluting  the  water  in  the  ponds 
is  deemed  of  such  great  importance  to  the  town  that  the  Water 
Board  would  respectfully  request  that  a  member  of  the  State  Board 
of  Health  come  here  some  time  to  look  over  the  premises,  and  sug- 
gest some  remedy,  if  possible. 

Yours  respectfully, 

Henrt  Babtje, 

CUrk,  Water  Board. 

In  compliance  with  this  request  of  the  water  board  of 
Peabody,  the  secretary  of  the  State  Board  visited  the  sources 
of  water  supply  of  the  town,  in  company  with  the  water 
board,  and  afterward  addressed  a  letter  to  them,  by  instruc- 
tions of  the  State  Board  of  Health,  giving  such  information 
as  to  existing  statutes  as  would  be  serviceable  for  the  pro- 
tection of  their  water  supplies  from  pollution. 

KocKPORT.  An  application  was  received  from  H.  N. 
Woods  and  others,  and  the  selectmen  of  Rockport,  Jan.  4, 
1893,  asking  the  advice  of  the  Board  relative  to  the  taking 
of  a  public  water  supply  from  Cape  Pond,  or  Mill  Pond 
Brook  in  that  town,  and  in  the  event  of  these  sources  prpv- 
ing  unsuitable,  from  the  Gloucester  Water  Company.  The 
Board  replied  as  follows :  — 

Boston,  Feb.  18, 1893. 
An  application  with  regard  to  Cape  Pond  as  a  source  of  water 
supply  for  Rockport  was  made  to  the  Board  on  March  18,  1890, 
and  the  reply  of  the  Board  dated  March  26, 1890,  was  as  follows :  — 

The  Board  has  caused  samples  of  water  to  be  taken  from  the  pond  and 
has  had  them  submitted  to  chemical  and  microscopical  examination* 
The  water  at  the  present  time  is  not  found  by  either  examination  to  be 
of  satisfactory  qusJity.  It  contained  an  unusually  large  number  of  or- 
ganisms,  and  is  therefore  specially  liable  to  bad  tastes  and  odors,  such 
as  have  affected  many  water  supplies  in  the  State.  It  is  also  shown  by 
analysis  to  contain  a  large  amount  of  ammonia,  which  indicates  the 
presence  of  decaying  matter.    It  is  not  feasible  to  tell  whether  the  water 
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tat  the  present  time  is  better  or  worse  than  at  other  seasons  of  the  year ; 
but,  as  a  rule,  the  quality  of  the  water  of  ponds  is  worse  in  the  summer. 
In  view  of  this  unsatisfactory  condition  of  the  water,  the  Board  cannot 
-at  the  present  time  advise  that  this  pond  will  be  a  desirable  source  of 
supply  for  the  town  of  Rockport,  unless  the  water  supplied  is  first 
efiiciently  filtered.  If  it  should  be  found  by  subsequent  examinations 
that  the  water  of  this  pond  is  better  at  other  seasons  of  the  year  than  at 
the  present  time,  the  Board  might  have  occasion  to  modify  the  advice 
above  given. 

Since  the  above  date  four  samples  of  water  were  collected  from 
the  pond,  in  August  and  October,  1892,  which  showed  by  the 
•chemical  examination  the  presence  of  more  organic  matter  than  is 
•desirable  in  water,  and  by  the  microscopical  examination  the 
presence  of  a  large  variety  and  number  of  organisms.  On  the 
-whole,  however,  these  samples  indicated  that  the  water  was  of 
better  quality  than  in  1890.  A  sample  collected  in  February,  1893, 
rshows  still  less  organic  matter  and  fewer  organisms,  so  that  the 
water  as  represented  by  the  last  sample  may  be  considered  as  of 
satisfactory  quality  for  water  supply  purposes.  Notwithstanding 
these  changes  for  the  better  in  the  organic  matters  in  the  water, 
the  mineral  contents  show  that  there  is  an  increasing  pollution  of 
the  pond  by  the  waste  matters  which  come  from  the  glue  factoiy 
upon  the  watershed,  and  there  is  little  doubt  that  if  these  waste 
matters  continue  to  affect  the  pond  the  water  will  be  specially 
liable  to  bad  tastes  and  odors  caused  by  too  great  an  amount  of 
organic  matter  and  too  many  organisms  in  the  water,  whereas  if 
the  waste  matters  were  removed  from  the  watershed  so  that  they 
oould  not  affect  the  pond  by  direct  flow  into  it,  or  by  filtration 
through  the  ground,  the  quality  of  the  water  would  probably  im- 
prove to  a  considerable  extent  in  two  or  three  years,  and  after  a 
longer  term  of  years  the  water  in  the  pond  would  resume  its  natural 
<5haracter. 

The  Board  is  therefore  of  opinion  that  this  pond  should  not  be 
used  for  water  supply  purposes  unless  the  pollution  of  its  water 
ceases,  but  that  if  the  pollution  is  stopped  the  water  will  become 
of  satisfactory  quality  for  the  supply  of  the  town. 

With  regard  to  the  quantity  of  water  which  this  pond  will  fur- 
nish, it  will  probably  supply  suflScient  water  for  the  present  popu- 
lation of  the  town  but  not  enough  to  provide  for  a  growth  of 
population,  and  in  designing  works  for  taking  a  supply  it  would  be 
well  to  take  into  account  the  need  of  an  additional  supply,  which 
can  probably  be  obtained  from  the  streams  which  come  from  a 
northerly  direction  into  the  brook  which  flows  from  Cape  Pond,  or 
possibly  from  wells  in  the  low  land  through  which  this  brook  flows. 
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Millpond  Brook,  so-caUed,  is  naturally  inferior  to  Cape  Pond  as 
a  source  of  water  supply  for  Bockport,  and  it  is  very  doubtful  if  it 
could  be  made  to  furnish  a  sufficient  quantity  of  water  for  even  the 
present  population. 


Salem.  The  water  commissioners  of  Salem  applied  to 
the  State  Board  of  Health,  Feb.  17,  1893,  for  advice  relative 
to  increasing  the  present  water  supply  of  the  city  by  taking 
water  from  Beaver  and  Norwood's  ponds  and  Longham 
Meadow,  certain  regions  which  are  tributary  to  Miles  River, 
and  conveying  the  same  by  a  canal  to  Wenham  Lake,  the 
present  source  of  supply.     The  Board  replied  as  follows :  — 

Boston,  April  4, 1893. 

Investigations  of  the  present  source  of  water  supply  for  Salem 
and  Beverly  (Wenham  Lake)  show  that  the  safe  capacity  of  this 
source  has  been  exceeded  to  a  considerable  extent,  and  that  a  new 
supply  should  be  provided  by  the  end  of  1893  if  not  before.  The 
most  economical  source  from  which  to  obtain  such  a  supply  is  that 
referred  to  in  the  application,  as  these  brooks,  at  the  point  where 
their  waters  can  be  diverted,  are  only  about  half  a  mile  from  Wen- 
ham Lake,  and  so  few  feet  below  its  level  that  the  water  can  be 
diverted  into  the  lake  without  pumping  by  raising  the  water  of  the 
brooks  by  means  of  a  low  dam. 

Since  your  application  was  made  two  sets  of  analyses  of  water 
from  these  brooks  have  been  made.  The  first  one  was  made  on 
March  1st,  when  there  was  a  large  amount  of  snow  on  the  ground 
and  very  little  water  running  in  the  streams.  At  this  time  the 
water  was  very  dark-colored  and  had  a  disagreeable  odor  and  taste, 
so  that  it  would  be  wholly  unsatisfactory  as  a  source  of  water  sup- 
ply if  taken  directly  into  the  pipes.  The  next  sample  was  taken 
on  March  15tii  when  a  large  part  of  the  snow  had  melted  and  a 
great  amount  of  water  was  flowing  in  the  streams.  The  water  of 
the  Longham  Meadow  Brook  at  this  time,  although  somewhat  tur- 
bid, owing  to  the  presence  of  earthy  matter,  had  only  one-third  as 
much  color  as  on  March  1st  and  was  in  other  respects  a  much 
better  water.  The  water  of  the  brook  flowing  from  Norwood's 
Fond  also  showed  a  very  decided  improvement,  but  not  as  much  as 
in  the  other  case,  as  the  water  from  the  melting  snow  had  not  had 
lime  to  crowd  out  all  the  water  previously  in  the  ponds  on  this 
stream. 

If  the  water  of  these  streams  was  turned  Into  Wenham  Lake 
near  its  outlet,  as  is  now  proposed,  it  would  mingle  with  the  water 
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of  the  lake,  making  a  mixture  very  much  better  than  the  water 
coming  from  the  brooks,  and,  in  addition,  the  water  standing  for 
so  long  a  time  before  being  used  as  it  would  in  so  large  a  body  of 
water  as  Wenham  Lake  would  improve  to  a  very  considerable  ex- 
tent, by  bleaching  and  sedimentation.  In  order,  however,  to  main- 
tain as  nearly  as  possible  the  present  standard  of  Wenham  Lake 
water,  it  is  highly  desirable  that  only  so  much  water  as  may  be 
necessary  should  be  turned  into  the  lake  from  these  brooks,  and 
that  it  should  be  turned  in  at  the  season  of  the  year  when  the  water 
in  the  brooks  is  in  its  best  condition. 

The  stream  at  the  proposed  point  of  diversion  is  as  before  indi- 
cated lower  than  the  lake ;  and,  in  order  to  divert  the  water  into- 
the  lake  by  gravity,  it  is  necessary  to  raise  the  water  in  the  strean^ 
by  means  of  a  dam.  The  question  has  therefore  been  raised  as  to- 
whether  it  is  not  best  to  make  a  dam  high  enough  to  form  a  large 
reservoir  which  will  furnish  a  valuable  addition  to  the  present  stor- 
age capacity.  The  surveys  of  this  reservoir  have  not  yet  been 
completed  and  it  is  not  feasible  to  tell  from  observation  alone 
what  its  character  will  be.  It  seems  probable,  however,  that 
unless  a  very  large  amount  of  money  is  spent  in  its  preparation 
the  water  would  deteriorate  to  a  very  considerable  extent  by  stand- 
ing in  it  and  that,  at  the  present  time,  it  would  be  better  to  con- 
struct a  dam  having  only  sufficient  height  to  turn  the  water  into 
the  lake.  Even  a  low  dam  at  this  place  will  flow  the  water  bact 
for  a  long  distance  up  the  valley  of  the  Longham  Meadow  Brook,, 
and  if  the  reservoir  is  to  be  kept  filled  at  all  seasons  of  the  year  it 
should  be  prepared  to  receive  this  water  by  the  removal  of  all  soil 
and  vegetable  matter  and  the  deepening  or  filling  of  the  shallower 
portions.  If,  however,  the  reservoir  should  be  filled  to  divert 
water  into  the  lake  only  in  the  winter  and  spring  it  is  not  improb- 
able that  satisfactory  results  may  be  obtained  by  a  less  expensive 
preparation. 

It  may  be  feasible  by  ditching  or  otherwise  draining  the  swampy^ 
lands  or  ponds  upon  the  watersheds  of  these  brooks  to  greatly 
improve  the  quality  of  the  water  flowing  in  them,  and  the  Board 
would  advise  that  this  question  of  the  improvement  of  these  sources 
should  be  investigated  and  that  any  act  authorizing  the  taking  of 
these  sources  should  contain  such  provisions  as  will  permit  this 
work  to  be  done. 

The  total  area  drained  by  these  streams  is  much  larger  than  that 
now  supplying  Wenham  Lake,  and,  in  connection  with  Wenham 
Lake  and  its  watershed,  should  furnish  a  supply  of  water  for  Salem 
and  Beverly  for  a  long  time  in  the  future  without  building  a  larger 
storage  reservoir,  provided  the  water  is  economically  used. 
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The  amount  of  water  now  consumed  by  Salem  and  Beverly,  as 
given  in  the  annual  reports  of  the  water  boards,  is  unusually  large 
for  such  communities,  and  the  Board  would  therefore  advise  that 
measures  should  be  taken  to  restrict  the  waste  of  water ;  not,  how- 
ever, with  the  expectation  that  the  need  of  an  additional  supply  can 
be  avoided,  but  rather  with  a  view  to  maintaining  as  nearly  as  pos- 
sible the  present  standard  of  quality  of  the  water  supply  by  adding 
to  it  as  little  water  from  the  new  sources  as  possible,  and  also  with 
a  view  to  making  the  proposed  addition  provide  for  as  far  in  the 
future  as  possible. 

Taking  everything  into  consideration  the  Board  is  of  opinion 
that  the  two  streams  mentioned  in  your  application,  including  with 
them  a  small  portion  of  the  main  stream  below  their  confluence, 
are  the  most  appropriate  sources  for  obtaining  an  additional  water 
supply  for  Salem  and  Beverly. 

The  Board  has  given  its  present  views  in  a  general  way  as  to  the 
best  method  of  obtaining  such  a  supply  from  these  sources,  but 
will  advise  you  more  in  detail  when  you  have  made  a  further  study 
of  the  subject  and  can  present  more  definite  plans. 

Saundersville.  The  treasurer  of  the  Saunders  Cotton 
Mills  in  Grafton,  applied  to  the  Board,  October  18,  for  ad- 
vice as  to  supplying  the  mill  and  houses  in  its  neighborhood 
with  water  from  springs  upon  a  hill  near  the  village.  The 
Board  replied  as  follows  :  — 

Boston,  Nov.  2,  1893. 

The  Board  has  caused  an  analysis  of  the  water  from  one  of 
these  springs,  and  an  examination  of  the  territory  from  which 
they  derive  their  supply,  to  be  made.  The  water  is  very  soft  and 
of  suitable  quality  for  all  the  purposes  of  a  water  supply,  and  the 
covering  which  you  propose  to  put  on  the  reservoir  will  tend  to 
preserve  the  good  quality  of  the  water  when  it  is  stored.  In  order 
to  maintain  the  purity  of  the  spring  water,  care  should  be  taken  to 
exclude  all  surface  water. 

Judging  from  the  quantity  of  water  discharging  from  the  springs 
at  the  time  the  examination  was  made  by  the  engineer  of  the  Board, 
and  from  statements  made  to  him  as  to  the  permanence  of  these 
springs,  it  seems  probable  that  they  will  furnish  enough  water  to 
make  them  a  valuable  source  of  supply  for  the  mill  and  the  houses 
in  its  vicinity. 

In  addition  to  the  sample  of  water  from  the  spring,  another 
sample,  taken  from  a  well  which  now  supplies  water  to  the  mill, 
was  analyzed.    This  analysis  shows  that  a  portion  of  the  water 
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coming  to  this  well  has  at  some  time  been  polluted  and  afterwards 
thoroughly  purified  by  its  passage  through  the  ground  to  the  well. 
While  there  is  no  reason  to  think  that  this  water,  in  its  present 
condition,  would  be  injurious  to  the  health  of  those  drinking  it, 
it  is  a  much  less  desirable  source  of  domestic  supply  than  the 
springs  on  the  hill. 

SciTUATE.  M.  R.  Simmons  and  others,  and  the  selectmen 
of  Scituate  applied  to  the  Board,  Dec.  10,  1892,  for  its 
advice  relative  to  taking  water  for  supplying  the  village  of 
Scituate  Harbor,  from  the  valley  of  Satuit  Brook  in  that  vil- 
lage.    The  Board  replied  as  follows :  — 

Boston,  Feb.  21, 1893. 

The  general  outlook  for  obtaining  a  sufficient  quantity  of  water 
for  present  and  future  requirements  from  the  ground  where  the  test 
wells  are  located  is  favorable  both  as  regards  the  area  and  topog- 
i*aphy  of  the  watershed  from  which  the  supply  would  come,  and 
because  the  test  wells  show  the  presence  of  a  layer  of  porous  sand 
from  which  water  can  be  drawn.  The  amount  of  water  to  be  ob- 
tained, however,  will  depend  upon  the  extent  of  this  porous  layer, 
and  the  freedom  with  which  water  can  be  pumped  from  it,  and  it 
will  be  advisable  to  make  some  further  tests  to  determine  these  feat- 
ures before  constructing  works. 

The  sample  of  water  collected  from  a  flowing  test  well  is  of  good 
quality,  and  it  seems  probable  that  the  quality  of  the  water  will 
remain  good  when  a  supply  is  pumped  from  the  ground.  In  some 
cases,  however,  the  quality  of  water  from  wells  in  a  meadow  dete- 
riorates when  pumped,  and  it  would  be  well  to  have  additional 
samples  analyzed  when  a  pumping  test  is  made. 

Sharon.  The  board  of  health  of  Sharon,  under  instruc- 
tions from  the  town,  requested  the  advice  of  the  State  Board 
of  Health,  Aug.  28,  1893,  with  reference  to  the  possible  pol- 
lution of  the  public  water  supply  of  the  town,  under  existing 
conditions,  and  as  to  the  best  practicable  method  of  assuring 
its  purity  in  the  future.     The  Board  replied  as  follows  :  — 

BosTO.v,  Oct.  6, 18d3. 
When  any  part  of  the  territory  from  which  a  well  derives  its 
supply  is  populated  and  the  waste  waters  of  this  population  are 
discharged  into  the  ground,  these  waters  percolate  downwards  until 
they  reach  the  level  of  the  water  in  the  ground,  and  then,  mingling 
with  the  natural  ground  water,  filter  slowly  toward  the  weU.     In 
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such  a  case  the  dissolved  mineral  matters  (for  instance,  common 
salt,  and  the  salts  of  lime  and  magnesia  which  make  water  hard) 
are  not  removed  by  the  filtration ;  but  the  organic  matters  may  be 
decomposed  and  whoUy  transformed  into  harmless  mineral  matters 
by  filtering  through  the  ground  for  a  sufficient  distance. 

The  State  Board  of  Health  has  caused  chemical  analyses  of  water 
from  the  well  of  the  Sharon  Water  Company  to  be  made  from  time 
to  time  since  June,  1887,  the  last  analysis  being  made  in  Septem- 
ber, 1893.  These  analyses  show  the  presence  in  the  water  of  some 
of  the  mineral  matters  due  to  the  population  upon  the  territory  from 
which  water  filters  toward  the  well,  and  the  water,  although  not 
hard,  is  harder  than  it  would  be  if  it  were  not  for  the  population 
upon  this  territory.  They  also  show  that  such  polluted  waters  as 
have  mingled  with  the  ground  water  have  been  very  thoroughly 
purified  at  all  times,  and  the  recent  analysis  fails  to  reveal  even  a 
trace  of  organic  matter.  It  may  therefore  be  said  that  the  water 
is  very  pure  at  the  present  time. 

There  is  scarcely  a  doubt  that  the  waste  waters  discharged  into 
the  ground  from  the  more  distant  points  will  continue  to  be 
thoroughly  purified  before  reaching  the  well,  and  the  effect  of  an 
increase  in  population  at  these  points  would  be  to  increase  the 
hardness  of  the  water  rather  than  to  render  it  injurious  to  health. 
There  is  a  greater  probability  that  the  water  may  at  some  time  be 
polluted  by  the  wastes  which  enter  the  ground  at  nearer  points,  say 
within  a  distance  of  from  600  to  800  feet  from  the  well ;  and  it  is 
highly  desirable  that  within  this  distance  this  method  of  disposing 
of  the  waste  matters  shall  cease. 

If  there  should  be  a  very  large  increase  of  population  upon  the 
more  distant  territory  which  contributes  water  to  the  well,  it  may 
be  necessary  at  some  time  in  the  future  to  provide  a  water-tight 
system  of  sewers  to  carry  off  the  liquid  wastes,  or  to  obtain  the 
water  supply  from  some  new  location. 

SouTHBRiDGE.  The  Southbrldge  Water  Supply  Company 
applied  to  the  Board  for  its  advice,  Sept.  5,  1893,  relative 
to  the  question  of  increasing  the  public  water  supply  by 
building  a  new  dam  about  one  mile  south  of  the  present 
upper  reservoir,  and  as  to  the  improvement  of  the  present 
supply  and  storage  capacity.  The  Board  replied  as  fol- 
lows :  — 

Boston,  Oct.  13,  1893.  / 

We  are  informed  by  your  engineer  that  this  new  reservoir  will 

have  sufficient  capacity  to  store  50,000,000  gallons ;    but,  as  you 
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have  not  made  surveys  of  the  watershed,  to  determine  its  area,  it 
is  not  feasible  to  advise  you  other  than  in  a  general  way  as  to  the 
quantity  of  water  which  this  source  will  furnish. 

It  is  also  the  case  that  when  this  source  was  inspected  by  an 
engineer  of  the  Board,  there  was  no  water  running  in  the  stream 
at  the  site  of  the  proposed  dam,  so  that  it  was  not  possible  to  get 
a  sample  of  water  for  analysis.  The  inspection  of  the  watershed 
by  this  engineer,  however,  indicated  that  the  water  flowing  from  it 
was  naturally  of  good  quality,  and  that  more  water  could  probably 
be  obtained  from  this  source  than  from  the  present  works. 

The  water  would  probably  deteriorate  somewhat  by  storage  in 
this  large  reservoir,  in  any  case  ;  but  much  more  if  the  reservoir 
is  not  cleaned,  than  if  it  is  thoroughly  cleaned  by  the  removal  of 
all  soil  and  vegetable  matter. 

In  answer  to  your  second  question  asking  the  advice  of  the 
Board  with  regard  to  the  improvement  of  the  present  supply,  it 
may  be  said  that  it  does  not  appear  feasible  to  increase  the  storage 
in  a  satisfactory  manner  nor  to  materially  increase  the  quantity  in 
any  other  way.  It  should  also  be  borne  in  mind  that  if  you  adopt 
the  new  source  and  construct  the  large  proposed  reservoir  upon  it, 
it  will  be  feasible  to  operate  the  two  systems  together  so  as  to 
utilize  some  of  the  water  which  now  flows  to  waste  over  the  lower 
dam  of  your  present  works  in  the  spring  of  the  year.  For  example, 
when  enough  additional  water  takers  have  been  connected  with  the 
works  to  use  all  of  the  water  which  the  present  and  proposed 
works  will  furnish  in  a  dry  time,  it  may  frequently  happen  that  the 
lower  reser\*oir  will  be  overflowing,  while  the  proposed  reser\'oir, 
owing  to  its  lai^e  size,  will  not  be  full.  At  such  times  it  will  be 
feasible  to  supply  the  greater  part  of  the  town  from  the  old  source, 
thereby  permitting  less  of  the  water  to  flow  to  waste,  and  reserving 
the  water  of  the  proposed  reservoir  for  use  during  the  drier  poi-tions 
of  the  year. 

With  regard  to  the  improvement  of  the  quality  of  the  present 
supply,  the  measures  suggested  are  the  removal  of  any  organic 
matter  which  may  be  in  the  reservoir,  and  the  ditching  of  any 
lands  of  a  swampy  nature  over  or  through  which  the  streams  flow 
to  the  reservoire,  so  as  to  prevent,  as  far  as  possible,  the  water 
from  coming  into  contact  with  organic  matter  or  standing  upon  the 
surface  of  these  lands. 

It  is  improbable  that  your  present  and  proposed  works  together 
will  furnish  as  much  water  as  ought  to  be  provided  for  a  large  and 
growing  town  like  Southbridge,  and  the  Board  would  therefore 
advise  that  you  have  thorough  investigations  made  with  a  view  to 
determining  the  best  source  for  the  permanent  supply  of  the  town'. 
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Should  you  find  a  source  which  will  furnish  an  adequate  supply  of 
good  water  it  would  probably  be  a  measure  of  true  economy  to 
adopt  it  at  once,  rather  than  to  spend  money  upon  a  source  which 
in  a  very  few  years  is  likely  to  prove  inadequate,  if  the  pipe  sys- 
tem of  the  town  should  be  extended  to  any  considerable  extent. 
Should  your  investigations  of  the  larger  sources  lead  you  to  con- 
clude that  it  is  desirable  to  adopt  one  of  them,  the  Board  will  advise 
you  further  in  this  matter  when  you  shall  have  submitted  the  results 
of  your  investigations. 

The  Southbridge  Water  Supply  Company  submitted  a 
second  application,  Oct.  14, 1893,  stating  that  they  had  made 
the  investigations  ot  the  larger  sources  of  supply  suggested 
by  the  Board,  to  which  the  Board  replied  as  follows :  — 

Boston,  Dec.  8, 1893. 

The  State  Board  of  Health  received  from  you  on  Oct.  16,  1893, 
a  second  application  with  regard  to  increasing  the  water  supply  of 
the  town  of  Southbridge,  and  at  a  subsequent  date  received  a  plan 
of  a  storage  reservoir  which  it  is  proposed  to  build  on  Hatchet 
Brook. 

The  Board  has  caused  an  examination  of  the  premises  by  one  of 
its  engineers,  and  analyses  of  the  water  from  Hatchet  Brook  at 
the  site  of  the  proposed  dam,  from  one  of  its  principal  tributaries 
and  from  Hatchet  Pond  to  be  made.  The  examination  and  anal- 
yses showed  the  water  to  be  free  from  pollution,  and  that  it  is  soft 
and  of  suitable  quality  for  all  the  purposes  of  a  public  water  sup- 
ply. In  order  to  maintain  the  purity  of  the  water  when  it  is 
stored,  the  reservoir  should  be  prepared  for  use  by  the  removal  of 
all  soil  and  vegetable  matter  from  its  bottom  and  sides. 

With  regard  to  the  quantity  of  water,  this  source  with  a  storage 
reservoir  constructed  in  accordance  with  the  plan  submitted  should 
furnish  in  the  driest  year  a  sufficient  quantity  of  water  for  a  popu- 
lation considerably  in  excess  of  the  present  population  of  South- 
bridge,  and  it  is  capable  of  still  further  development. 

The  Board  therefore  concludes  that  Hatchet  Brook  at  the  pro- 
posed point  of  taking  is  a  suitable  source  of  water  supply  for  the 
town  of  Southbridge. 

South  Deerfield.  The  South  Deerfield  Water  Company 
applied  to  the  Board,  Nov.  17,  1893,  for  its  advice  as  to  the 
propriety  of  taking  Clapp's  Trout  Brook  as  a  water  supply 
for  South  Deerfield.     The  Board  replied  as  follows  :  — 
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Boston,  Dec  U,  1893. 

Clapp's  Trout  Brook  is  a  small  stream  which  flows  down  the 
easterly  slope  of  the  range  of  hills  situated  about  two  miles  west 
of  the  village  of  South  Deerfield.  North  and  south  from  this 
brook  there  are  two  much  larger  streams  which  flow  from  the  same 
range  of  hills,  namely,  Roaring  Brook,  in  the  town  of  Whately, 
and  Mill  River,  of  which  Clapp's  Trout  Brook  is  a  branch,  in  the 
town  of  Conway.  Examinations  of  all  of  these  sources,  by  an 
engineer  of  the  Board,  and  analyses  of  the  water  have  been  made. 
The  analyses  show  in  all  cases  a  water  of  excellent  quality,  slightly 
harder  than  most  of  the  drinking  waters  of  the  State,  but  yet  not 
hard  enough  to  be  objectionable  on  this  account.  There  was  little 
difference  in  the  hardness  of  the  samples  from  Clapp's  Trout 
Brook  and  Roaring  Brook,  though  the  latter  had  a  slight  advan- 
tage in  this  respect.  The  sample  of  water  from  Mill  River  was 
considerably  harder  than  either  of  the  others. 

The  quantity  of  water  which  Clapp's  Trout  Brook  will  furnish 
in  a  very  dry  year  cannot  be  accurately  estimated  from  the  infor- 
mation now  in  the  possession  of  the  Board.  It  is  obvious,  how- 
ever, from  an  examination  of  the  territory  and  of  the  State  map, 
that  the  area  drained  by  the  brook  is  quite  small,  and  it  is  doubt- 
ful if  this  source  will  furnish  enough  water  in  a  dry  year  to  supply 
the  village  of  South  Deerfield,  after  the  water  has  been  generally 
introduced. 

Roaring  Brook  will  certainly  furnish  all  the  water  required,  and 
Mill  River,  above  the  point  where  its  water  can  be  diverted  to  the 
village  by  gravity,  will  probably  furnish  a  sufficient  quantity  of 
water.  The  latter  source  has  the  objection,  however,  that  it  is 
much  further  from  the  village. 

With  its  present  information  the  Board  does  not  advise  the  adop- 
tion of  Clapp's  Trout  Brook  as  a  source  of  supply  for  the  village ; 
but  it  might  modify  its  views  if  surveys  should  show  that  the  water- 
shed has  a  larger  area  than  is  now  supposed,  or  should  show  that 
it  is  feasible  to  build  a  reservoir  or  reservoirs  upon  it,  in  which  to 
store  a  sufficient  amount  of  water  to  tide  over  dry  periods.  There 
seems  to  be  no  doubt  that  a  satisfactory  supply  of  water  can  be 
obtained  from  Roaring  Brook. 

The  Board  advises  you  to  have  further  investigations  made  to 
determine  whether  Clapp's  Trout  Brook  will  furnish  a  sufficient 
supply  of  water,  and,  if  it  will  not,  to  determine  whether  it  is  not 
feasible  to  obtain  a  supply  from  Roaring  Brook.  When  you  have 
further  information  to  present  the  Board  will  advise  you  further 
in  this  matter. 
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Stoughton.  The  water  commissioners  of  Stoughton 
sent  a  communication  to  the  Board,  Sept.  7,  1893,  stating 
that  works  recently  completed  for  supplying  water  to  the 
town  had  proved  wholly  inadequate,  and  that  the  commis- 
sioners desired  the  advice  of  the  Board  relative  to  taking 
some  new  source  or  devising  some  method  of  obtaining  a 
larger  supply  from  the  present  plant.  The  Board  replied  as 
follows :  — 

Boston,  Oct.  13, 1893. 

In  April  of  last  year  the  Board  received  from  you  an  application 
for  its  advice  with  regard  to  a  new  water  supply  for  the  town  of 
Stoughton,  in  which  you  designated  the  region  near  Knowles 
Brook  and  Muddy  Pond  for  the  consideration  of  the  Board.  In 
the  reply  to  this  application,  dated  May  5, 1892,  the  Board,  in  giv- 
ing the  relative  capacities  of  the  two  sources  mentioned,  estimated 
that  the  Muddy  Pond  source  would  furnish  a  supply  for  nearly  if 
not  quite  double  the  present  population  of  Stoughton,  but  qualified 
the  statement  by  saying  that  ^^  these  estimates  are  based  upon  the 
assumption  that  loose  gravelly  ground  can  be  found  in  both  of  these 
locations  to  a  depth  of  from  thirty  to  forty  feet,  and  may  require 
modification  if  examinations  of  the  ground,  which  should  be  made 
before  any  final  decision  is  reached,  show  that  this  is  not  the  case." 
The  reply  concluded  with  the  following  statement :  —  **  The  Board 
is  therefore  of  the  opinion  that  the  most  appropriate  source  from 
which  to  obtain  a  water  supply  for  Stoughton  is  the  ground  in  the 
vicinity  of  Muddy  Pond,  provided  further  examinations  show  that 
porous  material  at  this  place  is  of  suflScient  depth  and  extent." 

The  new  well  has  been  located  one-quarter  of  a  mile  or  more 
below  Muddy  Pond,  and,  owing  to  its  location,  the  slight  depth  to 
which  the  water  in  it  can  be  drawn  down  with  the  present  arrange- 
ments for  taking  water,  and  probably,  also,  to  the  somewhat 
impervioQs  nature  of  the  material  in  which  the  well  was  sunk,  the 
quantity  of  water  which  it  will  supply  is  small.  Under  the  present 
conditions  it  is  obviously  desirable  to  bring  additional  water  to  the 
works  already  constructed,  if  it  can  be  done  at  a  reasonable  cost, 
rather  than  to  make  any  radical  changes  in  the  works. 

Near  the  upper  end  of  Muddy  Pond,  as  you  well  know,  there 
are  many  large  springs  outcropping  at  the  base  of  the  high  land 
which  partially  surrounds  the  pond.  There  is  no  reason  to  doubt 
that  this  spring  water,  as  it  comes  from  the  ground,  is  of  excellent 
quality ;  and  if  a  suflficient  quantity  of  such  water  can  be  turned 
into  the  present  pump  well  it  would  furnish  a  most  excellent  water 
supply  for  the  town. 
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The  outflow  from  Muddy  Pond  represents  quite  correctly  the 
total  volume  of  water  furnished  by  the  springs  above  referred  to, 
and  by  such  other  springs  as  may  be  located  in  the  bottom  of  the 
pond  or  in  the  swamp  surrounding  it.  A  measurement  of  the  out- 
flow from  the  pond  made  on  April  26,  1892,  showed  the  volume  to 
be  1,410,000  gallons  per  twenty-four  hours,  and  another  measure- 
ment made  on  Sept.  11,  1893,  showed  that  the  flow  was  then  fully 
1,000,000  gallons  per  twenty-four  hours.  The  comparatively 
small  difference  between  the  measurement  made  in  the  spring  of 
the  year,  when  the  flow  would  naturally  be  greatest,  and  in  the 
autumn,  when  the  flow  would  naturally  be  low,  shows  that  the 
yield  of  these  springs  is  remarkably  constant. 

The  smaller  quantity  of  water  is  about  four  times  as  large  as  the 
average  daily  quantity  required  to  supply  the  present  population 
of  Stoughton.  It  would  not  be  fair,  however,  to  reckon  that  this 
source  would  supply  four  times  the  present  population  of  Stough- 
ton, because,  during  dryer  seasons,  the  springs  are  likely  to  be 
lower  than  at  the  present  time  ;  and  provision  is  also  to  be  made 
for  the  maximum  rate  of  consumption  in  summer,  rather  than  the 
average  rate  throughout  the  year.  There  now  appears  to  be  an 
abundant  supply  of  spring  water  for  a  much  larger  population 
than  that  of  Stoughton  entering  the  pond  from  the  springs,  which 
oan  be  conveyed  by  an  intercepting  pipe  to  the  present  works. 
The  Board  would  therefore  advise  that  provision  should  be  made 
for  intercepting  the  spring  water  which  now  finds  its  way  into  the 
pond  before  the  water  has  been  exposed  to  the  light  or  come  in 
contact  with  the  vegetable  matter  in  the  swamp  surrounding  the 
l>ond,  and  for  conveying  the  intercepted  water  to  the  present 
works. 

While  the  main  feature  of  works  for  carrying  out  the  advice  above 
given  is  a  pipe  tapping  the  springs  and  extending  from  them  to  the 
present  works,  there  are  many  precautions  which  should  be  taken 
to  insure  success.  The  attempt  should  be  made  to  collect  all  of 
the  spring  water  which  enters  the  pond,  and  for  this  reason  the 
intercepting  pipe  should  be  everywhere  at  a  lower  level  than  the 
water  in  the  pond.  In  order  to  intercept  the  water  of  the  springs, 
the  pipe  through  that  portion  of  its  length  where  the  springs  are 
located  should  be  laid  with  open  joints  and  surrounded  and  covered 
with  a  liberal  amount  of  screened  gravel.  Smaller  branch  pipes 
may  also  be  required  at  those  points  where  the  spring  water  out- 
crops in  the  greatest  quantity. 

The  pipe  laid  from  the  territory  where  the  water  would  be  col- 
lected to  the  present  works  should  be  of  large  size,  say  eighteen 
inches  in  diameter,  so  that  it  will  convey  the  water  to  the  vicinity  of 


Digitized  by  CjOOQ  IC 


mo.  34.]     ADVICE  TO  CITIES  AND  TOWNS.  57 

the  present  collecting  well  with  very  little  loss  of  pressure  due  to 
friction ;  and  this  pipe  should  communicate  with  the  12-inch  pipe 
leading  from  the  collecting  well  to  the  pump  well.  The  12-inch 
pipe  should  have  a  check  valve  on  it  above  the  point  where  the  new 
pipe  connects  with  it  to  prevent  the  water  from  backing  up  into 
the  collecting  well  and  being  lost  by  leakage  into  the  groand  about 
this  well.  It  will  also  be  necessary  to  make  the  joints  of  the  new 
pipe  water-tight  wherever  the  pressure  of  the  water  in  this  pipe 
will  cause  it  to  leak  out  through  the  joints. 

In  order  to  concentrate  the  flow  of  the  whole  twenty-four  hours 
so  that  it  can  be  pumped  in  the  daytime  it  will  be  necessary  to  stop 
the  flow  of  water  from  the  pipe  at  night  and  permit  it  to  back  up 
in  the  gravel  surrounding  and  in  the  vicinity  of  the  open-jointed 
pipe. 

The  Board  would  urge  upon  you  the  advisability  of  having  this 
new  work  done  in  a  liberal  and  thorough  manner  so  as  to  insure 
the  collection  of  all  of  the  spring  water  without  deterioration  of 
quality.  The  total  cost  of  doing  this  work  thoroughly  would  be 
bat  a  very  small  percentage  of  the  whole  cost  of  the  system  of 
water  supply  for  the  town,  and  yet  it  represent*  the  most  impor- 
tant part  of  the  whole  work,  namely  the  collection  of  an  ample 
supply  of  excellent  water. 

UxBRiDGE.  The  committee  on  additional  water  supply 
for  the  town  of  Uxbridge  applied  to  the  Board,  March  18, 
1893,  for  its  advice  as  to  the  comparative  merits  of  Seagrave 
Brook  and  Cold  Spring  Brook  in  Uxbridge,  and  of  Mendon 
Pond  in  Mendon,  as  sources  of  water  supply  for  Uxbridge. 
The  Board  replied  as  follows :  — 

Boston,  April  4, 1893. 

The  Seagrave  Brook  drains  so  small  a  territory  that,  even  if 
extensive  storage  reservoirs  should  be  constructed  upon  it,  it  would 
not  probably  furnish  a  sufficient  supply  for  even  the  present  popu- 
lation of  Uxbridge  after  water  was  generally  introduced  in  all  of 
the  villages ;  and  this  source  has  no  advantage  in  regard  either  to 
the  quality  of  the  water  or  to  economy  of  construction  which  should 
lead  to  its  introduction  as  a  temporary  source  of  supply. 

Cold  Spring  Brook,  at  the  proposed  point  of  taking  at  the  old 
sawmill  site,  below  the  Douglas  Road,  drains  so  large  a  territory 
that  its  natural  flow,  supplemented  by  a  comparatively  small 
amount  of  storage  to  tide  over  the  diyer  portions  of  the  year, 
would  be  sufficient  to  supply  Uxbridge  with  water  for  many  years  ; 
and  should  the  supply  at  any  time  prove  insufficient,  the  capacity 
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of  the  source  may  be  increased  by  providing  additional  storage 
capacity.  A  sample  of  water  was  collected  from  the  brook  near 
the  proposed  point  of  taking  on  March  25, 1893,  which  showed  the 
water  to  be  a  fairly  satisfactory  one  for  water  supply  purposes. 
The  sample  was  collected,  however,  at  a  time  when  the  streama 
were  swollen  by  the  water  from  melting  snow,  and  the  analysis 
may,  therefore,  differ  considerably  from  the  analysis  of  the  water  at 
other  seasons  of  the  year. 

The  principal  objection  to  this  source  is  its  low  level,  which, 
makes  it  necessary  to  pump  the  water  and  consequently  increases 
both  the  first  cost  of  the  works  and  the  annual  cost  of  maintenance* 
When  compared  with  Mendon  Pond  it  seems  probable  that  the  first 
cost  of  works  from  Cold  Spring  Brook  will  be  as  large  on  account 
of  the  cost  of  a  pumping  station,  offsetting  the  additional  length  of 
pipe  required  to  take  water  from  Mendon  Pond ;  and  Cold  Spring 
Brook  has  the  disadvantage  of  the  continued  expense  of  maintain- 
ing a  pumping  station,  while  the  water  will  flow  from  Mendon  Pond 
by  gravity. 

It  was  not  feasible  at  the  time  this  examination  was  made  to 
obtain  a  representative  sample  of  water  from  Mendon  Pond,  as  the 
ice  was  not  strong  enough  to  bear  the  weight  of  a  person,  and  the 
water  near  the  edges  was  affected  by  the  water  entering  the  pond 
from  the  melting  snow. 

To  sum  up  the  comparative  merits  of  the  different  sources,  the 
Board  is  of  opinion  that  the  Seagrave  Brook  source  has  no  advan- 
tage either  in  regard  to  quantity,  quality  or  cost.  A  final  opinion 
in  regard  to  the  relative  merits  of  Cold  Spring  Brook  and  Mendon 
Pond  in  regard  to  the  quality  of  the  water  cannot  be  given  at  the 
present  time  on  account  of  the  fact  that  the  few  examinations  made 
may  not  be  representative  of  the  quality  of  the  water  at  all  seasons 
of  the  year,  but  it  seems  probable  that  Mendon  Pond  can  be  made 
to  furnish  the  better  water.  The  cost  of  a  water  supply  from 
Mendon  Pond  will  be  very  much  less  than  from  Cold  Spring  Brook 
when  the  cost  of  maintaining  a  pumping  station  is  taken  into* 
account. 

Wakefield.  The  Wakefield  Water  Company  requested 
the  advice  of  the  Board,  Feb.  23, 1893,  relative  to  introducing 
«* an  additional  water  supply"  for  Wakefield  and  Stoneham, 
from  **  filtering  galleries,  wells,  or  basins  upon  the  banks  of 
that  portion  of  the  Saugus  River  lying  within  the  limits  of  the 
town  of  Wakefield,  and  above  the  milldam  near  the  Mont- 
rose station  of  the  Salem  branch  of  the  Boston  &  Maine 
Eailroad."     The  Board  replied  as  follows :  — 
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Boston,  April  14, 1893. 

From  such  data  as  are  now  available  the  Board  believes  that  the 
capacity  of  the  present  source  (Crystal  Lake)  in  a  series  of  dry 
years  has  been  practically  reached ,  so  that  there  is  need  of  an  addi- 
tional water  supply  for  these  towns.  It  has  already  expressed  and 
still  holds  the  opinion  that  the  water  of  Quannapowitt  Lake,  one 
of  the  sources  named  in  your  original  act  of  incorporation,  is  now 
unfit  for  the  purposes  of  a  domestic  water  supply.  This  opinion 
as  to  the  quality  of  Quannapowitt  Lake  water  applies  to  taking^ 
water  directly  from  the  lake,  but  if  the  water  was  taken  after  it 
had  been  thoroughly  purified  by  filtering  for  a  long  distance 
through  the  ground  or  by  any  other  thorough  method  of  filtration 
it  might  be  used.  It  seems  probable,  however,  that  the  most  sat- 
isfactory additional  supply  for  the  towns  of  Wakefield  and  Stone- 
ham  can  be  obtained  by  taking  water  from  the  ground  at  some 
point  above  the  dam  at  Montrose,  as  indicated  in  your  application. 

In  the  absence  of  any  investigations  to  determine  either  the 
quality  or  quantity  of  water  which  may  be  obtained  from  different 
portions  of  this  territory,  it  is  not  feasible  to  give  any  specific  ad- 
vice in  these  respects  at  the  present  time. 

The  city  of  Lynn,  which  now  takes  its  supply  from  sources  within 
the  Saugus  valley,  is  in  urgent  need  of  an  additional  supply  of 
water  and  desires  to  take  it  from  this  valley,  and  the  valley  is  also 
nearer  other  communities  in  need  of  additional  water  supplies  than 
any  other  large  sources  not  now  in  use  or  so  much  polluted  as  to- 
be  unfit  for  water  supply  purposes.  While,  therefore,  the  Board 
believes  that  the  towns  of  Wakefield  and  Stoneham  should  have 
the  first  right  to  a  water  supply  fi*om  the  portion  of  the  valley 
within  the  limits  of  the  town  of  Wakefield  it  does  not  believe  that 
they  should  control  more  territory  than  is  necessary  for  this  purpose. 

In  view  of  the  impracticability  of  making  any  fair  apportion- 
ment of  territory  at  the  present  time,  the  Board  in  its  reply  to  the 
application  of  the  city  of  Lynn  relative  to  an  additional  water 
supply,  concluded  that  Lynn  should  be  granted  the  right  to  take 
water  from  any  portion  of  the  valley  of  the  Saugus  River  not 
already  granted  by  the  Legislature  to  some  other  town  or  water 
company,  but  that  this  grant  should  be  subject  to  the  restriction 
that  the  towns  of  Wakefield  or  Stoneham,  or  the  company  supply- 
ing them  with  water,  may  be  authorized  to  take  water  from  thia 
valley  at  any  point  within  the  limits  of  the  town  of  Wakefield,  and 
to  the  extent  required  to  furnish  in  connection  with  Crystal  Lake> 
the  present  source  of  supply,  a  supply  of  water  for  these  towns ; 
provisions  to  be  made  in  connection  with  any  grant  of  this  charac- 
ter, however,  that  whenever  these  towns,  or  the  company  supplying 
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them  with  water,  should  take  a  supply  from  any  source  in  the 
Saugus  valley  other  than  those  already  controlled  by  the  Wakefield 
Water  Company  they  should  be  required  to  pay  to  the  city  of  Lynn 
a  fair  proportion  of  the  amount  already  paid  by  said  city  for  water 
or  land  damages,  and  if  they  should  utilize  to  any  extent  works 
previously  constructed  by  the  city  they  should  pay  a  fair  proportion 
of  the  cost  of  these  works. 

The  Board  advises  your  company  to  make  investigations  with 
reference  to  obtaining  a  further  supply  of  water  from  the  ground 
in  the  Saugus  valley,  in  the  territory  referred  to  in  your  applica- 
tion, and  will  advise  you  further  when  the  results  of  such  investi- 
gations are  presented.  The  greatest  care  should  be  exercised  to 
prevent  the  pollution  of  your  present  source  of  supply  by  the 
increasing  population  on  its  watershed. 

Walpole.  The  committee  on  water  supply  of  Walpole 
applied  to  the  State  Board  of  Health  March  9,  1893,  for  its 
advice  relative  to  a  public  water  supply  for  the  town,  to  be 
taken  from  the  ground  in  the  valleys  of  Mill  Brook  and 
Traphole  Brook  in  East  Walpole,  tributaries  of  the  Nepon- 
set  River.     The  Board  replied  as  follows :  — 

Boston,  April  10, 1893. 

In  accordance  with  your  request  for  an  early  reply  to  your  appli- 
cation relative  to  a  water  supply  for  the  town  of  Walpole,  the 
State  Board  of  Health  has  caused  a  preliminary  examination  to  be 
made,  and  finds  that  the  local  conditions  favor  the  plan  of  taking 
a  supply  from  the  ground  within  tbe  limits  of  the  town,  as  sug- 
gested in  your  application  to  the  Board.  As  it  is  stated  in  your 
application  that  the  different  sources  within  the  town  are  to  be 
fully  investigated,  the  Board  will  make  a  further  reply  regarding 
the  merits  of  these  sources  after  the  results  of  the  investigations 
have  been  received. 

After  considering  the  needs  and  interests  of  other  towns  in  the 
vicinity  of  Walpole  the  Board  finds  no  reason  to  doubt  that  Wal- 
pole should  at  the  present  time  have  the  right  to#any  source  within 
its  limits.  There  is  one  source,  however,  viz.,  Traphole  Brook,  in 
the  easterly  part  of  Walpole,  which  subsequently  flows  through  the 
southerly  corner  of  Norwood  and  then  forms  the  northerly  boun- 
dary of  the  town  of  Sharon,  which  may  in  the  future  be  of  value 
to  some  other  community  as  a  source  of  additional  water  supply ; 
and  if  it  should  be  found  that  this  source  is  not  the  best  one  for 
Walpole  and  works  should  be  built  to  take  a  supply  from  another 
source,  the  Board  is  of  opinion  that  any  rights  which  are  now 
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granted  Walpole  to  take  a  supply  from  this  source  should  cease. 
This  could  be  accomplished  by  including  in  an  act  giving  Walpole 
the  right  to  take  water  from  any  source  within  its  limits  a  provi- 
sion that  the  right  of  the  town  of  Walpole  to  take  water  from  Trap- 
hole  Brook  shall  become  void  when  the  town  shall  have  selected 
some  other  source  of  water  supply  and  introduced  water  therefrom. 

The  results  of  the  investigations  referred  to  in  the  fore- 
going letter  of  advice  having  been  submitted,  the  Board  made 
a  further  reply  as  follows  :  — 

Boston,  Jane  5, 1893. 
The  investigations  made  near  the  Neponset  River,  not  very  far 
above  the  Blackburn  water  privilege  and  just  below  Low  Brook^ 
showed  very  satisfactory  results  as  regards  the  porosity  of  the 
material,  the  freedom  with  which  water  could  be  pumped  from  the 
test  wells  and  the  quality  of  the  water.  Taking  these  results  in 
connection  with  an  examination  of  the  surrounding  territory  and 
the  size  of  the  streams,  the  Board  finds  no  reason  to  doubt  that  an 
ample  supply  of  excellent  water  can  be  obtained  from  a  well  or 
wells  located  in  the  j>orous  material  in  this  vicinity. 

Waltham.  The  water  commissioners  of  Waltham  applied 
to  the  State  Board  of  Health  July  31,  1893,  asking  for  a  re- 
examination of  their  sources  of  water  supply,  and  for  the 
advice  of  the  Board  as  to  the  measures  requisite  to  improve 
the  quality  of  the  water  supplied  to  the  city,  and  to  prevent 
the  recurrence  of  the  offensive  tastes  and  odors  which  were 
liable  to  affect  it.     The  Board  replied  as  follows :  — 

Boston,  Dec  22,  1893. 
An  examination  of  your  collecting  well  and  distributing  reservoir 
was  made  promptly  by  one  of  the  engineers  of  the  Board,  and 
samples  of  water  were  taken  for  analysis,  which  showed  that  the 
conditions  were  on  the  whole  substantially  the  same  as  they  were 
on  Oct.  3,  1892,  when  the  Board  replied  to  a  similar  application 
'made  by  you,  and  advised  protecting  the  water  from  the  light  both 
at  the  well  and  at  the  distributing  reservoir.  The  results  of  these 
analyses  were  sent  you ;  and,  as  you  then  decided  to  proceed  at 
once  with  the  covering  of  the  well,  it  was  thought  best  to  defer 
making  the  formal  reply  until  it  was  feasible  to  include  in  it  the 
results  of  further  investigations,  to  ascertain  the  character  of  the 
water  entering  the  well  at  different  points  and  the  effect  of  covering 
the  well. 
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An  examination  was  made  to  ascertain  the  temperature  of  the 
water  entering  the  well  at  the  bottom,  at  different  points  around  its 
<^ircumf erence,  and  it  was  found  from  thirteen  observations,  made  on 
Sept.  9,  1893,  that  the  average  temperature  of  the  water  entering 
the  well  was  55.7  degrees,  while  at  the  same  time  the  temperature 
of  the  river  water  was  68  degrees.  These  results  indicated  that  no 
large  proportion  of  the  water  filtered  from  the  river  by  any  very 
direct  course,  but  there  was  a  slight  difference  (3.4  degrees)  in  the 
temperature  of  the  water  at  different  points,  which  indicated  that 
there  might  be  a  difference  in  the  source  and  quality  of  the  water 
entering  different  parts  of  the  well.  An  attempt  was  therefore 
made  to  obtain  samples  of  water  entering  the  well  at  different 
points  at  the  bottom,  before  it  had  mingled  with  the  water  already 
in  the  well,  but  it  was  not  found  feasible  to  do  this. 

Since  the  well  has  been  covered  two  samples  of  water  have  been 
received  from  it,  one  collected  November  14,  and  the  other  Dec. 
12,  1893.  These  samples  are  entirely  free  from  the  microscopical 
organisms  which  were  always  found  in  the  well  before  it  was 
oovered,  and  are  clear,  colorless  and  free  from  odor. 

It  is  now  feasible  for  the  first  time  to  ascertain  the  true  chemical 
character  of  the  water  which  enters  the  well,  because,  before  it  was 
covered,  its  character  changed  so  rapidly,  owing  to  the  vegetable 
growths  in  the  water,  as  to  materially  affect  the  results.  There  is 
nothing  in  the  present  analysis  of  the  water  to  indicate  that  it  is  at 
the  present  time  other  than  an  excellent  water  for  the  purposes  of 
a  public  water  supply.  The  free  ammonia,  however,  is  somewhat 
higher  than  it  would  be  in  a  water  which  had  received  the  highest 
degree  of  purification  by  filtering  through  the  ground,  and  it  will 
be  of  interest  to  observe  subsequent  analyses  of  the  water  to  see 
whether  this  constituent  increases  or  diminishes. 

With  regard  to  the  samples  from  the  distributing  reservoir  it  may 
be  said  that  they  show  that  the  water  in  the  reservoir  is  in  substan- 
tially the  same  condition  as  in  the  past,  and  that  it  contains  an 
abundant  growth  of  the  minute  vegetable  forms  which  give  the 
water  an  unpleasant  taste  and  odor. 

The  Board  would  therefore  repeat  its  advice  of  last  year,  that  by 
<50vering  your  present  reservoir  or  building  a  new  covered  reservoir, 
as  may  be  found  best,  you  provide  for  conveying  the  water  from 
the  source  to  the  water  consumers  without  permitting  it  to  be  ex* 
posed  to  the  light  at  any  place. 


Websteb.     The  water  commissioners  of  Webster  applied 
to  the  Board,  June  23,  1893,  for  its  advice  relative  to  taking 
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a  supply  of  water  from  the  ground  near  Lake  Chaubuna- 
gungamaug.     The  Board  replied  as  follows :  — 

Boston,  Oct.  6,  1893. 

The  State  Board  of  Health  has  considered  your  application  with 
regard  to  a  proposed  water  supply  for  the  town,  to  be  taken  from 
a  well  located  near  Lai^e  Chaubanagangamaag,  and  has  caused 
an  analysis  of  a  sample  of  water  from  a  test  well  at  the  site  of 
the  proposed  well  to  be  made,  also  an  examination  of  the  sur- 
roanding  territory.  The  analysis  shows  that  the  water  is  very 
pnre  and  soft. 

The  sample  probably  represented  water  which  was  percolating 
through  the  ground  toward  the  pond  ;  while  if  a  large  quantity  of 
water  should  be  pumped  from  the  ground  at  this  place,  it  is  prob- 
able that  a  part  of  it  would  be  derived  by  filtration  from  the  lake. 
Judging  from  the  experience  at  other  places  in  the  State,  the  water 
obtained  in  this  way  from  the  lake  would  be  so  thoroughly  changed 
in  its  chai-acter  by  filtration  that  it  would  not  differ  to  any  notice- 
able extent  from  the  water  coming  to  the  well  from  the  land  side. 

Both  the  examination  of  the  ground  at  the  site  of  the  well,  made 
under  your  direction,  and  a  general  examination  of  the  surround- 
ing territory,  indicate  that  a  large  quantity  of  water  can  be  col- 
lected from  the  ground  at  this  place ;  and  if  the  supply  should 
prove  insufficient,  a  supplementary  supply  of  very  good  surface 
water  can  be  obtained  from  the  lake.  It  is  desirable,  however, 
that  a  full  supply  should  be  obtained  from  the  ground,  on  account 
of  the  better  quality  of  the  water  from  this  source. 

Westbokough.  The  water  commissioners  of  West* 
borough  applied  to  the  Board  for  advice,  Sept.  26,  1892, 
relative  to  the  improvement  and  increase  of  the  public  water 
supply,  submitting  at  the  same  time  a  description  of  a  pro- 
posed plan.  The  chief  engineer  of  the  Board  visited  the 
town,  and  made  such  suggestions  as  seemed  necessary  for 
the  modification  and  improvement  of  the  plan,  and  a  new 
plan  was  submitted  to  the  Board,  Jan.  19,  1893.  The 
Board  replied  as  follows  :  — 

Boston,  Feb.  13, 1893. 
Your  water  snpply  is  now  derived  from  two  reservoirs,  the  upper 
one  a  storage  reservoir  of  considerable  size  and  the  lower  one  a 
smaller  basin  which  derives  its  supply  from  the  npper  one  by  the 
filtaration  of  the  water  through  the  intervening  porous  ground. 
You  find  that  the  quality  of  this  filtered  water  is  very  much  better 
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than  that  of  the  water  in  the  upper  reservoir,  but  that  at  times  the 
quantity  is  not  sufficient  to  supply  all  of  the  water  needed,  and 
you  therefore  have  to  draw  some  of  the  water  directly  from  the 
upper  reservoir;  moreover,  the  upper  reservoir  sometimes  over- 
flows into  the  lower  one,  injuriously  affecting  the  quality  of  the 
water  in  it. 

What  is  now  desired,  therefore,  is  a  means  of  increasing  the 
supply  of  filtered  water  during  portions  of  the  year  and  a  means  of 
diverting  the  overflow  of  the  upper  reservoir  from  the  lower  one. 

The  plan  now  submitted  shows  a  contemplated  channel  for 
diverting  the  waste  water  from  the  upper  reseiToir  past  the  lower 
one,  and  with  the  accompanying  communication  explains  the  result 
of  certain  tests  which  have  been  made  with  reference  to  the 
present  conditions  under  which  water  is  now  filtering  from  one 
reservoir  to  the  other,  and  of  other  tests  made  to  determine  the 
means  by  which  the  filtration  may  be  facilitated. 

Judging  from  the  experiments  which  you  have  made,  it  seems 
quite  certain  that  a  material  increase  in  the  amount  of  filtered 
water  can  be  obtained  at  a  moderate  expense  by  digging  a  ditch 
with  sloping  sides  down  into  the  sand  and  gravel  at  the  shore  of 
the  upper  reservoir  between  the  dam  and  the  waste  way,  this  ditch 
to  be  separated  from  the  water  in  the  reservoir  by  an  embankment 
extending  above  high  water  mark.  This  ditch  should  also  be  di- 
vided into  sections,  each  of  which  should  communicate  with  the 
reservoir  by  means  of  a  pipe  provided  with  a  gate  by  which  the 
water  can  be  shut  off  during  those  portions  of  the  year  when 
enough  water  naturally  filters  through  the  ground,  or  when  it  be- 
comes necessary  to  clean  any  section  of  the  ditch  so  as  to  expose 
a  fresh  sand  surface.  The  pipe  and  bottom  of  the  ditch  should 
either  be  placed  at  the  lowest  practicable  level  in  the  beginning, 
so  that  the  system  will  operate  when  the  upper  reservoir  is  drawn 
down  several  feet,  or  they  may  be  placed  at  a  higher  level  in  the 
beginning  and  subsequently  lowered  when  the  water  recedes. 

The  experiments  show  that  a  ditch  of  this  kind  would  let  the 
water  into  the  ground  much  more  freely  than  it  now  gets  in  through 
the  nearly  impervious  material  at  the  bottom  of  the  reservoir. 

On  the  opposite  or  north  side  of  the  waste  way  a  similar  con- 
struction could  be  used  to  facilitate  the  filtration  of  water,  but  the 
ditch  should  be  placed  far  enough  back  from  the  edge  of  the  reser- 
voir so  that  it  will  be  wholly  in  clean  sand  or  gravel  below  the 
surface  of  the  water  in  the  resei'voir. 

The  contemplated  filtering  drain,  intended  to  collect  water  from 
the  ground  and  discharge  it  into  the  lower  basin,  if  placed  with  its 
bottom  nearly  at  the  level  of  low  water  in  the  lower  basin,  woold 
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undoubtedly  increase  to  a  considerable  extent  the  quantity  of  fil- 
tered water.  To  avoid  the  danger  of  imperfect  filtration,  however, 
it  would  be  desirable  to  limit  its  length  to  150  feet  from  the  shore 
of  the  lower  basin  rather  than  to  make  it  235  feet  long,  as  shown 
upon  the  plan.  This  drain  should  connect  with  the  lower  basin  by 
a  pipe  provided  with  a  gate  so  that  it  can  be  shut  off  during  those 
portions  of  the  year  when  enough  water  naturally  filters  through 
the  ground,  and  thus  avoid  an  unnecessary  draft  upon  the  upper 
reservoir. 

The  new  channel  to  divert  the  overflow  from  the  upper  reservoir 
past  the  lower  basin  is  a  very  desirable  feature,  and  if  by  removing 
the  soil  and  fine  material  this  channel  can  be  prepared  so  that  all 
the  material  beneath  it  will  be  sand  or  gravel  it  may  also  be  feasible 
to  use  it  as  a  supplementary  filtration  area  in  cases  of  emergency. 
In  order  to  do  this  it  would  be  necessary  to  lay  a  pipe  to  bring 
water  from  the  upper  reservoir  to  the  channel,  and  to  erect  tem- 
porarily a  low  dam  near  its  lower  end. 

West  Springfield.  The  water  commissioners  of  West 
Springfield  applied  to  the  State  Board  of  Health  May  1, 
1893,  for  its  advice  relative  to  taking  an  additional  water 
supply  from  certain  specified  sources  in  that  town  and  in 
Agawam.     The  Board  replied  as  follows :  — 

Boston,  Jane  1, 1893. 

The  State  Board  of  Health  has  considered  your  application  with 
regard  to  a  proposed  additional  water  supply  for  your  town,  includ- 
ing the  village  of  Mittineague,  which  is  at  too  high  a  level  to  be 
supplied  from  the  present  source.  You  have  called  the  attention 
of  the  Board  to  the  Craig  Spring  and  Silver  Stream,  which  can  be 
utilized  to  supply  the  village  of  Mittineague  by  pumping,  to  the 
Leonard  Brook  in  Agawam,  which  can  be  used  to  supply  a  portion 
of  the  lower  village  by  gravity,  to  the  Lathrop  Spring  and  Hyde 
Brook,  which  can  be  diverted  into  the  present  reservoir,  and  to  a 
more  distant  source,  viz.,  a  spring  and  brook  at  the  Bear  Hole, 
so-called,  in  the  north-westerly  part  of  the  town,  from  which  water 
would  have  to  be  supplied  by  pumping. 

All  of  these  sources  have  been  visited  by  the  engineer  of  the 
Board,  and  from  all  except  Silver  Stream  samples  of  water  have 
been  collected  and  analyzed,  and  copies  of  the  analyses  are  trans- 
mitted herewith,  together  with  the  average  analysis  of  water  from 
the  present  storage  reservoir  for  the  year  ending  in  May,  1888. 

The  Craig  Spring  will  furnish  a  soft  water,  and  one  of  very  good 
quality,  provided  it  is  collected  by  means  of  pipes  leading  to  a 
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well,  or  by  other  suitable  works,  without  exposure  to  the  light,  and 
when  pumped  is  stored  in  a  reservoir  which  is  also  covered  to 
exclude  the  light.  Care  would  also  have  to  be  taken  to  prevent 
any  contamination  by  surface  water  running  down  the  ravine  in 
which  the  spring  is  situated. 

The  water  of  the  Leonard  Brook  is  soft  and  of  very  good  quality. 

The  sample  of  water  from  the  Lathrop  Spnng  was  necessarily 
collected  after  the  water  had  passed  through  a  rank  growth  of 
vegetable  matter,  which  may  have  affected  the  analysis  to  some 
extent.  This  water  is  harder  than  the  other  waters  examined. 
There  seems  no  reason  to  doubt,  however,  that  if  taken  directly 
from  the  ground  and  diverted  into  the  present  reservoir  it  would 
not  change  the  character  of  the  water  in  the  reservoir  enough  to  be 
objectionable. 

The  sample  from  Hyde  Brook  had  a  moderate  color,  indicating 
that  this  water  is  affected  to  some  extent  by  contact  with  vegetable 
matter  in  swampy  places.  At  the  time  the  sample  was  collected, 
the  water,  though  not  as  desirable  as  the  spring  waters,  would  be 
classed  as  a  fairly  good  water  for  all  purposes,  but  it  is  not  feas- 
ible to  tell  from  a  single  examination  in  the  spring  of  the  year 
what  the  character  of  this  water  would  be  in  summer. 

The  water  of  the  spring  at  the  Bear  Hole  is  of  excellent  quality, 
though  its  hardness  is  about  twice  that  of  the  present  water  supply. 
The  degree  of  hardness,  however,  is  not  great  enough  to  make  the 
water  objectionable  for  water  supply  purposes.  Bear  Hole  Brook, 
at  the  time  the  sample  was  collected,  was  receiving  the  overflow 
from  Ashley  Pond,  and  the  quantity  of  water  was  unusually  large. 
Under  these  circumstances  the  analysis  would  have  but  little  value 
as  an  indication  of  the  average  quality  of  the  water.  The  water 
had  less  color  than  Hyde  Brook,  but  contained  rather  more  organic 
matter.  The  degree  of  hardness  was  nearly  the  same  as  that  of 
the  water  from  the  spring  near  it. 

The  plan  proposed  by  you,  of  establishing  a  pumping  station  at 
the  Craig  Spring  and  supplementing  the  present  supply  to  the 
lower  village  by  introducing  water  from  Leonard  Brook,  and  con- 
necting the  Lathrop  Spring  with  the  present  reservoir,  has  the 
merit  that  it  will  add  to  the  present  supply  a  considerable  quantity 
of  very  good  water  by  a  comparatively  small  expenditure,  and  it 
may  be  wise  to  carry  out  this  plan.  The  Board  does  not,  however, 
have  sufficient  information  as  to  the  capacity  of  the  present  source 
in  very  dry  years,  or  as  to  the  amount  which  the  supplementary 
sources  will  furnish  in  such  years,  or  can  be  made  to  furnish  by 
the  construction  of  additional  storage  reservoirs,  to  enable  it  to 
advise  definitely  as  to  whether  it  is  better  to  carry  out  this  plan  to 
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make  the  Craig  Spring  and  the  present  reservoir  the  main  source 
of  supply,  to  be  supplemented  by  such  other  sources  in  the  vicin- 
ity as  will  supply  the  lower  village  by  gravity,  or  whether  it  is 
better  to  go  at  once  to  a  greater  distance  to  obtain  a  supplement- 
ary supply  from  a  source  which  will  furnish  a  larger  quantity  of 
water.  In  order  to  obtain  such  information  it  would  be  necessary 
for  you  to  employ  an  engineer  skilled  in  the  design  and  construc- 
tion of  water  works  to  make  a  more  complete  study  of  this  ques- 
tion, and  the  Board  advises  that  this  be  done. 

Whitman.  The  committee  on  water  supply  of  the  town 
of  Whitman  applied  to  the  Board,  April  12,  1893,  for  its 
advice  relative  to  a  public  water  supply  from  certain  specified 
sources  in  that  town  and  the  towns  of  Hanson  and  Pembroke. 
The  Board  replied  as  follows :  — 

Boston,  May  4, 1893. 

In  this  application  you  make  special  mention  of  Maquam,  Old- 
ham and  Big  Sandy  Bottom  Ponds  and  Silver  Lake.  The  Board 
has  caused  examinations  to  be  made  of  these  and  other  ponds  in 
the  vicinity.  Complete  chemical  and  microscopical  examinations 
have  been  made  of  samples  of  water  from  Maquam,  Oldham,  Fur- 
nace and  Big  Sandy  Bottom  Ponds  and  Silver  Lake,  and  less  com- 
plete examinations  of  samples  from  Indian  Head  Pond  and  Factory 
Pond  in  the  town  of  Hanson  and  Stetson's  Pond  in  the  town  of 
Pembroke.     Copies  of  these  analyses  are  transmitted  herewith. 

The  water  of  Indian  Head  and  Factory  ponds  has  a  very  daik 
color,  and  in  other  respects  these  ponds  are  less  desirable  than 
some  of  the  others,  so  that  they  may  be  discarded  from  the  list  of 
desirable  sources.  Stetson's  Pond  presents  no  advantages  either 
as  to  the  quality  or  quantity  of  water  as  compared  with  Oldham 
Pond,  and  on  account  of  its  greater  distance  is  a  less  available 
source  for  Whitman. 

The  water  of  Maquam  Pond  is  practically  colorless  and  in  most 
other  respects  is  a  very  satisfactory  pond  water.  It  had,  however, 
at  the  time  of  the  examination  slightly  more  odor  after  standing  in 
a  bottle,  and  contained  a  greater  number  of  microscopical  organisms 
than  any  other  sample  of  which  a  complete  examination  was  made. 
All  surface  waters  contain  a  greater  or  less  number  of  these  minute 
organisms,  which  are  the  cause  of  the  odors  noticed,  and  both  the 
numbers  and  the  amount  of  odor  are  liable  to  vary  from  time  to 
time,  so  that  too  much  significance  should  not  be  attached  to  the 
comparisons  of  only  a  single  series  of  analyses.  It  is  not  feasible 
to  tell  from  the  information  at  present  available  whether  or  not 
Maquam  Pond  will  furnish  sufficient  water  to  meet  the  require- 
ments of  the  town  of  Whitman  even  in  the  near  future,  and  this  ^ 
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source  shonld  not,  therefore,  be  adopted  in  any  case  without  mak- 
ing provision  for  supplementing  the  supply  from  some  other  source 
when  necessary.  In  order  to  form  an  opinion  as  to  whether  this 
pond  will  furnish  enough  water  to  warrant  taking  a  supply  from  it 
in  the  beginning,  it  would  be  necessary  for  you  to  ascertain  by 
surveys  the  size  of  the  watershed  from  which  its  supply  is  derived, 
and  to  make  investigations  to  determine  how  much,  if  any,  water  is 
liable  to  be  lost  by  filtration  through  the  ground  into  other  ponds. 

Oldham  Pond  will  furnish  an  abundant  supply  for  the  town  for 
a  very  long  time  in  the  future,  and  the  analysis  indicates  that  the 
water  is  of  fairly  good  quality  at  the  present  time.  It  has  only  a 
moderate  amount  of  color  and  contains  about  the  usual  amount  of 
organic  matter,  and  in  its  present  condition  would  be  a  satisfactory 
water  for  all  purposes  of  a  public  water  supply,  though  not  as 
good  as  either  the  water  of  Maquam  Pond  or  Silver  Lake. 

The  analysis  of  a  sample  of  water  from  Furnace  Pond  differs 
but  little  from  that  of  a  sample  collected  from  Oldham  Pond,  but 
Furnace  Pond  has  no  advantages  which  should  lead  to  its  selection 
as  a  source  of  water  supply  for  Whitman. 

The  water  of  Silver  Lake  is  practically  colorless  and  in  other 
respects  it  is  a  better  water  than  any  other  of  the  waters  analyzed. 
This  would  undoubtedly  be  a  satisfactory  source  both  with  regard 
to  quantity  and  quality. 

Big  Sandy  Bottom  Pond  has  been  used  for  years  by  the  towns  of 
Abington  and  Rockland  and  has  proved  to  be  an  excellent  water. 
The  quantity  which  this  source  will  furnish  is  more  than  the  amount 
of  water  consumed  by  the  three  towns  of  Abington,  Rockland  and 
Whitman  at  the  present  time,  so  that  for  a  time  this  source  might 
be  sufficient  for  all  of  the  towns,  but  at  a  later  period  it  would  be 
necessary  either  to  supplement  the  supply  from  some  other  source 
or  for  one  of  the  towns  to  introduce  an  independent  supply. 

The  information  now  in  possession  of  the  Board  with  regard  to 
the  proposed  sources  of  water  supply  is  too  limited  to  enable  it  to 
advise  as  to  the  most  appropriate  source  for  the  town,  and  it  makes 
this  preliminary  reply  at  the  present  time  because  it  understands 
that  it  is  desired  for  use  at  a  town  meeting  to  be  held  soon.  The 
Board  would  advise  that  a  survey  be  made,  as  before  suggested,  to 
determine  the  size  of  the  watershed  of  Maquam  Pond,  and  that 
analyses  should  be  made  monthly  of  the  watera  of  Maquam  and 
Oldham  ponds  and  of  Silver  Lake  to  determine  the  relative  quality  of 
these  waters  throughout  the  summer.  The  State  Board  of  Health 
will  co-operate  with  you  by  causing  these  analyses  to  be  made  if 
you  will  collect  the  samples  of  water,  and  will  advise  you  further 
with  regard  to  the  proposed  sources  if  you  so  request. 
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Sewerage  and  Sewage  Disposal. 

The  following  is  the  substance  of  the  action  of  the  Board 
in  reply  to  applications  for  advice  relative  to  sewerage  and 
sewage  disposal :  — 

Andover.  The  sewer  commissioners  of  Andover,  having 
been  authorized  by  the  town  to  report  a  plan  of  sewerage  to 
the  town,  applied  to  the  State  Board  of  Health,  June  8, 
1893,  stating  that  before  reporting  a  general  plan  to  the 
town  they  desired  to  know  whether  such  a  plan,  involving 
the  discharge  of  crude  sewage  into  the  Shawsheen  River, 
would  be  approved  by  the  State  Board  of  Health.  The 
Board  replied  as  follows:  — 

Boston,  Jalj  7,  1893. 
The  Board  is  of  opinion  that,  while  it  is  not  permissible  to 
discharge  the  sewage  of  any  large  portion  of  the  town  into  this 
river,  it  may  be  permissible  for  the  present  to  discharge  the  sew- 
age from  the  low  land  bordering  the  river  into  the  river  below  the 
dam  at  Frye  Village.  In  making  a  sewerage  plan,  therefore,  pro- 
vision should  be  made  for  carrying  as  much  of  the  sewage  of  the 
town  as  can  be  conveyed  by  gravity,  either  to  suitable  porous 
land,  where  it  can  be  purified  by  filtration  before  being  discharged 
into  the  Shawsheen  River,  or  to  the  Merrimack  River. 

Attleborough.  The  committee  on  drainage  of  the  town 
of  Attleborough  applied  to  the  State  Board  of  Health,  Jan. 
16,  1893,  for  its  advice  relative  to  **the  drainage  of  that 
portion  of  the  village  and  town  located  on  the  watershed 
of  Thacher  Brook.*'    The  Board  replied  as  follows :  — 

Boston,  Feb.  6, 1893. 

The  plan  submitted  shows  the  general  character  of  the  proposed 
improvement,  which  provides  for  lowering  the  channel  of  Thacher 
Brook,  either  in  its  present  or  a  new  location,  and  the  substitution, 
for  a  portion  of  the  way,  of  a  covered  drain  for  the  open  channel. 

It  is  understood  from  the  statements  made  by  your  committee 
that  it  is  not  proposed  to  turn  any  sewage  into  this  channel,  but 
that  the  sewerage  system  when  constructed  will  convey  the  sewage 
in  separate  pipes  in  some  other  direction.  Your  committee  has 
also  indicated  that  it  is  very  desirable  to  lower  the  level  of  the 
ground  water  in  the  upper  part  of  the  Thacher  Brook  watershed 
and  near  the  central  portion  of  the  village,  in  order  to  avoid  damp 
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or  wet  cellars,  and  thereby  to  improve  the  sanitary  condition  of 
this  portion  of  the  town.  The  high  level  of  the  ground  water  in  this 
part  of  the  village  is  also  shown  upon  a  plan  previously  submitted 
to  the  Board  giving  the  level  of  the  ground  water. 

The  Board  finds  that  the  plan  now  proposed  is  one  to  be  com- 
mended. It  is  certainly  very  desirable,  for  sanitary  reasons,  that 
the  level  of  the  ground  water  in  the  built-up  portions  of  this  water- 
shed should  be  lowered,  and  it  is  wise  to  provide  for  the  improve- 
ment of  the  lower  portions  of  this  brook  before  the  design  and 
location  of  a  new  channel  are  hampered  and  the  cost  increased  by 
the  construction  of  streets  and  buildings  in  the  vicinity  of  the 
brook. 

In  addition  to  the  improvement  of  the  main  channel  the  plan 
also  indicates  where  branch  drains  emptying  into  the  brook  may  be 
built  in  the  streets  in  its  vicinity.  It  would  be  desirable  before 
constructing  these  drains  that  a  complete  system  of  sewerage 
should  be  designed  for  at  least  this  portion  of  the  town,  both 
because  the  level  of  the  ground  water  might  be  lowered  by  under- 
drains  placed  beneath  the  sewers,  thereby  rendering  separate 
drainage  channels  unnecessary,  and  because  the  drains  might 
otherwise  be  placed  at  such  a  height  as  to  interfere  with  the  proper 
grading  of  the  system  of  sewers.  These  suggestions  with  regard 
to  the  branch  drains  may  also  be  applicable  to  the  extreme  upper 
end  of  the  main  drain. 

Braintree.  The  committee  on  sewerage  of  Braintree 
applied  to  the  State  Board  of  Health  June  5,  1893,  for  advice 
relative  to  a  proposed  system  of  sewerage  for  that  town, 
and  as  to  the  comparative  merits  of  certain  areas  proposed 
for  sewage  disposal.     The  Board  replied  as  follows ;  — 

Boston,  Jalj  6,  1893. 

In  this  application  you  outline  the  general  features  of  a  proposed 
system  for  collecting  the  sewage,  and  suggest,  as  a  method  of  dis- 
posal, pumping  it  to  land  where  it  can  be  purified.  You  then  ask 
that  the  Board  will  cause  the  different  tracts  of  land  which  are 
available  for  sewage  disposal  to  be  examined  at  as  early  a  day  as 
possible,  and  that  the  Board  advise  you  regarding  them. 

Three  tracts  were  called  to  the  attention  of  the  Board,  one  sit- 
uated on  the  north-westerly  side  of  Plain  Street,  just  north  of  the 
Plymouth  branch  of  the  Old  Colony  Railroad,  known  as  the  Plain 
Street  lot,  another  in  the  south-westerly  part  of  the  town,  known 
as  the  Mayflower  Park  lot,  and  a  third  in  the  north-westerly  por- 
tion of  the  town,  known  as  the  Collins  Farm  lot. 
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The  ColliDS  Farm  lot  is  uDsuitable  for  this  purpose  on  account 
of  its  being  located  where  the  effluent  from  the  sewage  would  find 
its  way  both  into  the  present  water  supply  of  the  city  of  Quincy 
and  into  the  territory  from  which  this  city  was  authorized  by  the 
Liegislaturc  in  1891  to  take  an  additional  water  supply. 

At  the  Plain  Street  lot  the  test  pits  indicated  that  the  material 
is  of  excellent  quality  for  filtering  sewage,  and  the  principal  objec- 
tions to  it  are  its  proximity  to  the  village  of  South  Braintree  and 
the  limited  area  of  suitable  land  which  is  available  at  this  place. 
It  is  also  an  objection  to  this  lot,  though  to  a  less  extent  than  to 
the  others,  that  it  requires  the  sewage  to  be  pumped  a  long  dis- 
tance from  the  lowest  point  in  the  town  (where  a  pumping  station 
would  naturally  be  located) ,  and  to  quite  a  high  elevation. 

At  the  Mayflower  Park  lot  the  test  pits  indicated  that  in  addi- 
tion to  the  coarser  sand  and  gmvel  there  were  layers  of  very  fine 
sand,  which,  while  not  preventing  the  use  of  the  lot  for  the  filtra- 
tion of  sewage,  would  require  it  to  be  applied  in  smaller  quantities 
per  acre,  and  would  therefore  require  a  greater  amount  of  land  to 
dispose  of  the  sewage.  The  principal  objections  to  the  lot  are  its 
proximity  to  several  houses,  its  limited  area  and  the  very  great 
distance  which  the  sewage  would  have  to  be  pumped  to  reach  it. 

The  amount  of  laud  required  to  purify  the  sewage  of  Braintree 
by  intermittent  filtration  would  depend  both  upon  the  quality  of 
the  land  and  upon  the  amount  of  sewage.  In  a  general  way  it 
may  be  said  that  from  6  to  10  acres  of  filter-beds  would  meet  all 
requirements  for  a  few  years,  and  that  it  is  desirable  to  have  not 
less  than  20  or  30  acres  in  all  to  provide  for  future  growth.  It 
does  not  seem  probable  that  this  amount  of  land  can  be  made  avail- 
able at  either  the  Mayflower  Park  or  the  Plain  Street  location. 

As  a  general  result  of  this  preliminary  examination  the  Board  is 
of  opinion  that,  before  adopting  either  of  the  tracts  brought  to  its 
attention,  it  would  be  advisable  for  the  town  to  cause  examinations 
to  be  made  to  ascertain  if  a  more  satisfactory  disposal  of  the  sew- 
age cannot  be  effected  by  discharging  it  into  the  sea  at  some  suit- 
able outlet.  The  nearness  of  the  village  of  Weymouth  to  the 
lowest  point  in  Braintree  suggests  that  the  interests  of  both  com- 
munities might  be  served  by  united  action  by  the  towns  of  Wey- 
mouth and  Braintree  in  the  construction  of  an  outlet  to  the  sea ; 
but  even  if  it  should  be  biiilt  by  Braintree  alone  it  may  be  cheaper 
and  more  satisfactory  than  the  disposal  of  the  sewage  upon  any  of 
the  areas  examined  up  to  the  present  time. 

Brockton.  The  sewerage  commissioners  of  Brockton 
applied  to  the  Board,  Sept.  14,  1892,  for  its  advice  relative 
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to  the  proposed  plan  of  sewerage  and  sewage  disposal  for 
that  city.  The  completed  plan  was  submitted  Jan.  10,  1893. 
The  Board  replied  as  follows :  — 

Boston,  Feb.  2, 1893. 

The  general  features  of  the  plan  submitted  are,  first,  a  system 
of  sewers  within  the  city  designed  to  take  sewage  only,  and  from 
which  the  ground  water  is  to  be  excluded,  both  by  placing  an 
underdrain  beneath  each  sewer  to  remove  the  ground  water,  and  by 
thorough  construction  to  make  the  joints  of  the  sewers  water-tight ; 
second,  a  pumping  station  in  the  southerly  part  of  the  city  to  lift 
the  sewage  from  a  receiving  reservoir  into  which  the  main  sewer 
empties  and  which  will  store  the  sewage  flowing  through  the  night, 
and  force  it  through  an  iron  pipe  to  the  Muster  Field,  so  called ; 
third,  a  series  of  filter-beds  covering  an  area  of  about  23  acres 
upon  that  portion  of  the  field  lying  within  the  limits  of  the  city  of 
Brockton. 

The  exclusion  of  all  storm  water  from  the  sewers,  as  proposed 
by  you,  is  undoubtedly  the  best  course  to  adopt  on  account  of  the 
smaller  sizes  of  the  sewers  required  and  the  less  quantity  of  sewage 
to  be  stored,  pumped  and  purified.  The  proposition  to  place 
underdrains  beneath  each  sewer  so  as  to  remove  the  ground  water 
and  prevent  it  from  entering  the  sewers  is  also  to  be  commended 
for  the  same  reason,  and  because  of  the  great  improvement  in  the 
sanitary  conditions  within  the  city,  which  will  result  from  lowering 
the  ground-water  level.  Judging  from  the  experience  in  other 
places  it  is  probable  that  if  these  underdrains  were  omitted  so  much 
ground  water  would  find  its  way  into  the  sewers  that  the  amount 
of  sewage  to  be  taken  care  of  would  be  doubled  or  trebled,  which 
would  require  a  corresponding  increase  in  the  capacity  of  the  main 
sewers,  receiving  reservoir,  pumping  plant  and  force  main,  and  a 
considerably  larger  area  of  filter-beds.  It  would  also  increase  the 
annual  cost  of  pumping,  all  of  which  would  offset  in  part,  if  not 
wholly,  the  additional  cost  of  the  system  of  underdrains. 

It  is  obvious  that  the  pumping  station,  if  located  within  the  city 
limits,  cannot  with  advantage  be  moved  much,  if  any,  from  its 
present  location.  The  proximity  of  dwellings  will,  however,  make 
it  necessary,  in  order  that  there  may  be  no  offence  in  the  neigh- 
borhood, to  provide  for  ventilation  into  the  chimney  from  the 
tank,  receiving  reservoir,  sewer,  pump-well,  and  all  other  places 
from  which  offensive  odors  might  be  given  off,  and  to  make  all 
other  necessary  provision  to  prevent  offence  from  any  of  the  opera- 
tions carried  on  at  the  pumping  station.  It  is  understood  that 
these  matters  have  already  been  carefully  considered  in  the  prepa- 
ration of  your  plani|.     With  due  care  in  designing  and  maintain- 


Digitized  by  VjOOQ  IC 


Ho.  34.]     ADVICE  TO  CITIES  AND  TOWNS.  73 

ing  tiie  works^  the  Board  is  of  opiDion  that  a  pumping  station 
«honld  not  foe  a  source  of  offence  to  the  neighborhood. 

The  proTisiOQ  of  an  overflow  from  the  receiving  reservoir  and 
of  blow-offs  from  depressions  in  the  force  main,  where  it  crosses 
mnder  the  Salisbury  Plain  and  Coweeset  rivers,  is  a  wise  precau- 
tion ;  but  these  should  be  considered  only  as  a  provision  for  unfore- 
seen emergencies  and  should  never  be  used  in  the  ordinaiy 
operation  of  the  works. 

The  ground  where  the  filter-beds  are  to  be  located  has  been  very 
thoroughly  examined  by  means  of  test  pits.  The  material  is  of 
excellent  quality  for  the  filtration  of  sewage  and  the  water  level 
in  the  ground  is  at  a  considerable  distance  below  its  surface. 
These  natural  features,  together  with  the  careful  manner  in  which 
it  is  proposed  to  coustruct  the  beds  and  their  appurtenances,  will 
permit  them  to  be  used  for  the  disposal  of  an  unusually  large 
amount  of  sewage. 

It  has  also  been  found,  since  the  water  supplied  to  the  city  has 
l^een  pumped,  and  therefore  measured,  that  the  amount  of  water 
-consumed  per  iohabitant  is  unusually  small ;  and  the  amount  of 
sewage  will  also  be  uuusually  small,  in  proportion  to  the  popula- 
tion, if  the  ground  water  is  kept  out  of  the  sewers,  as  is  now 
proposed. 

All  of  these  facts  lead  the  Board  to  conclude  that  the  area  to  be 
fised  for  filtration,  although  smaller  than  it  is  customary  to  recom- 
mend, will  be  sufficient  for  at  least  the  first  few  years  of  the  oper- 
ation of  the  works,  after  which  it  will  be  necessary  to  extend  the 
^rea. 

The  land  in  Brockton,  lying  easterly  of  the  proposed  filter-beds, 
which  slopes  from  Pearl  Street  to  the  cranberry  meadow,  might  be 
used  to  a  limited  extent  for  filtering  sewage,  but  the  test  pits  show 
that  layers  of  an  impervious  clayey  material  are  found  in  many 
places  at  from  8^  to  6^  feet  below  the  surface  and  that  the  water 
:stands  in  the  ground  much  nearer  the  surface  than  on  the  other 
side  of  the  street.  This  land  could  only  be  used  to  dispose  of  a 
comparatively  small  amount  of  sewage.  The  land  in  Brockton 
north  of  and  across  Daley  Brook  from  the  proposed  filter-beds  is 
better  than  that  on  the  easterly  side  of  Pearl  Street  but  not  as 
^ood  as  that  where  the  filter-beds  are  located.  This  land  would 
be  fairly  well  adapted  for  the  filtration  of  sewage. 

The  best  land  in  this  vicinity  for  the  extension  of  the  filter-beds 
lies  just  west  of  them,  within  the  limits  of  the  town  of  Easton. 
This  land  is  similar  in  character  to  that  where  the  filter-beds  now 
proposed  are  located  and  is  superior  in  quality,  topography,  char- 
acter of  material  and  distance  from  habitations  to  the  land  either 
€ast  or  north  of  them.  ^  I 
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Since  the  proposed  plan  involved  the  taking  of  certain 
land  within  the  limits  of  the  city,  further  action  of  the 
Board  was  required  under  the  provisions  of  chapter  124  of 
the  Acts  of  1890.  A  public  hearing  was  therefore  held  by 
the  Board,  after  which  the  following  reply  was  sent  to  the 
mayor  of  Brockton :  — 

Boston,  April  17. 1883. 

The  State  Board  of  Health  has  received  your  petition  dated 
March  25,  1893,  made  in  behalf  of  the  city  of  Brockton  under  the 
authority  of  chapter  124  of  the  Acts  of  1890,  entitled  ^^  An  Act 
providing  for  the  purchase  or  taking  of  land  by  cities  and  towns 
for  the  purification  and  disposal  of  sewage,"  asking  the  Board  to 
approve  the  purchase  or  taking  by  said  city  of  certain  lands  in 
Brockton  for  the  purification  and  disposal  of  its  sewage.  Said 
lands  are  described  in  said  petition  and  shown  on  an  accompany- 
ing plan,  as  follows:  ^^24  acres  and  128.9  rods,  being  lands  of 
Charles  C.  Manley ;  20  acres  and  58.7  rods,  being  lands  of  heir& 
of  Salmon  Copeland ;  1  acre,  being  lands  of  David  Frost ;  2  acrefr 
and  73.28  rods,  being  lands  of  Mile  Manley;  121.77  rods,  being 
lands  of  Augustus  Remick ;  2  acres  and  70.25  rods,  being  lands  of 
George  Howard." 

In  response  to  this  petition  the  Board  gave  a  public  hearing  at 
its  office  in  Boston,  on  April  10,  1893,  after  due  notice  of  said 
hearing  by  publication  in  the  Brockton  "Enterprise"  and  Brock- 
ton "  Dispatch."  Having  thus  complied  with  the  requirements  of 
the  law  the  Board  after  due  consideration  herewith  approves  the 
purchase  or  taking  of  the  premises  described  in  said  petition  and 
shown  upon  the  plan  which  accompanied  it. 

Framingham.  The  selectmen  of  Framingham  applied  to 
the  Board  for  advice  relative  to  a  proposed  plan  for  the  dis- 
posal of  the  water  of  the  underdrain  of  the  sewerage  system 
of  South  Framingham,  by  pumping  and  final  discharge  into 
Bannister  Brook.     The  Board  replied  as  follows :  — 

Boston,  Feb.  6, 1893. 
Your  application  to  the  State  Board  of  Health  dated  Jan.  23,. 
1893,  for  advice  with  regard  to  the  disposal  of  the  water,  which  ia 
now  discharged  from  the  underdrain  beneath  the  Framingham 
sewers  into  the  water  supply  of  Boston,  by  pumping  this  water  into 
Bannister  Brook  at  a  point  north  of  Hartford  Street,  beyond  the 
watershed  from  which  said  supply  is  derived,  has  been  carefully 
considered 
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The  opinion  of  the  Board  with  regard  to  the  desirability  of 
diverting  this  water  from  the  water  supply  of  Boston  has  already 
been  given  in  its  reply  to  the  Board  of  Selectmen  of  Framingham 
dated  Sept.  2,  1890. 

With  regard  to  the  method  of  disposal  now  proposed,  the  princi- 
pal featnres  from  a  sanitary  stand-point  are  the  open  reservoir  near 
the  pumping  station,  in  which  is  to  be  stored  the  water  from  the 
underdrain  during  the  night  or  at  such  other  times  as  the  pumps 
are  not  in  operation,  and  the  location  of  the  final  point  of  dis- 
charge. While  it  is  not  probable  that  the  open  reservoir  will  prove 
objectionable  in  any  way  yet  the  Board  considers  it  advisable  that 
it  should  be  made  as  small  as  is  consistent  with  a  fair  degree  of 
economy  in  pumping.  The  capacity  stated  in  the  report  which 
accompanied  the  application  seems  unnecessarily  large. 

With  regard  to  the  final  disposal  of  the  water  from  the  'under* 
drain  by  discharging  it  into  the  upper  end  of  Bannister  Brook 
north  of  Hartford  Street,  and  beyond  the  watershed  from  which 
the  city  of  Boston  derives  its  supply,  the  Board  is  of  opinion 
that  this  method  of  disposal  is  permissible  for  the  present ;  but  if 
the  character  of  the  water  should  deteriorate  it  may  become  neces- 
sary to  discharge  it  upon  a  small  filtering  area,  and  it  would  be 
well  to  have  the  outlet  where  two  or  three  agres  of  suitable  filtering 
material  may  be  secured. 

HoLYOKE.  The  mayor  of  Holyoke  applied  to  the  State 
Board  of  Health,  Feb.  13,  1893,  for  advice  relative  to  a 
system  of  sewerage  and  sewage  disposal  for  the  villages  of 
Elmwood,  Oakdale  and  Springdale,  having  an  outlet  into  the 
Connecticut  River,  opposite  the  trotting  park  in  the  lower 
part  of  the  city.     The  Board  replied  as  follows :  — 

Boston,  March  2, 1893. 
The  Board  is  of  the  opinion  that  the  sewage  of  these  sections  of 
your  city  may  for  the  present  be  discharged  into  the  river  at  the 
place  indicated,  but  advises  that  the  lower  portion  of  the  sewer 
should  be  so  designed  and  constructed  that  the  dry  weather  flow 
will  be  carried  well  out  into  the  river  by  means  of  a  pipe  of  moder- 
ate size  leading  from  the  bottom  of  the  sewer,  thereby  preventing: 
the  fouling  of  the  shore. 

Leicester.  The  water  commissioners  of  the  water  sup- 
ply district  of  Leicester  applied  to  the  Board,  Jan.  23,  1893, 
for  advice  as  to  a  plan  of  sewerage  and  sewage  disposal  for 
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the  village  of  Leicester.  At  a  later  date,  March  1,  they 
submitted  a  legislative  document  (House  Document  385), 
stating  that  the  committee  on  drainage  requested  that  the 
bill  accompanying  the  petition  of  the  commissioners  should 
be  accompanied  with  the  advice  of  the  State  Board  of 
Health.    The  Board  replied  to  this  application  as  follows  : — 

Boston,  March  3,  1893. 

In  reply  to  your  request  of  March  1,  relative  to  the  application 
dated  Jan.  23,  1893,  of  the  Leicester  Water  Supply  District,  for 
advice  in  the  matter  of  the  disposal  of  the  sewage  of  said  district, 
the  Board  would  state  that  it  will  be  impracticable  to  advise  until 
the  snow  disappears,  so  that  a  proper  examination  of  the  ground 
can  be  made. 

With  regard  to  the  other  matter  mentioned,  namely,  the  bill 
(House  Document  No.  385)  extending  the  authority  of  the  water 
commissioners  of  the  district  so  that  they  shall  also  be  a  board  of 
commissioners  of  main  drains,  common  sewers,  sidewalks  and 
cross-walks,  and  providing  that  the  district  may  raise  money  for 
carrying  out  the  provisions  of  the  act,  the  principal  object  appears 
to  be  to  confer  powers  upon  the  district  and  its  water  commission- 
ers with  regard  to  the  construction  of  main  drains,  common  sew- 
ers, sidewalks  and  cross-walks,  similar  to  those  already  possessed 
by  towns  and  their  selectmen.  So  far  as  the  bill  provides  for  the 
transfer  of  power  from  the  town  and  its  selectmen  to  the  district 
and  its  water  commissioners,  the  Board  does  not  consider  it  within 
its  province  to  advise. 

In  looking  at  the  provisions  of  the  bill  in  other  respects,  it  is 
noticed  that  while  it  provides  for  the  construction  of  main  drains 
and  common  sewers,  and  for  taking  the  land  which  may  be  neces- 
sary therefor,  it  does  not  authorize  the  construction  of  sews^e 
disposal  works  or  the  taking  of  land  for  this  purpose  should  the 
purification  of  the  sewage  be  found  necessary.  The  Board  would 
therefore  suggest  that  the  bill  might  with  advantage  be  modified  so 
as  to  give  the  required  authority  in  these  respects,  and  herewith 
transmits  a  copy  of  the  bill  with  suggested  modifications  to  accom- 
plish this  result. 

Should  the  Committee  on  Drainage  think  it  advisable  to  limit  the 
power  granted  to  the  water  supply  district  with  a  view  to  prevent- 
ing any  improper  disposal  of  the  sewage,  it  might  require  the 
system  of  sewerage  adopted  and  the  land  taken  for  sewage  disposal, 
should  any  be  required,  to  be  subject  to  the  approval  of  the  State 
Board  of  Health.  This  might  be  accomplished  by  adding  after  the 
word  **  therefore  "  in  section  5,  line  8  :  — 
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Provided,  however,  that  any  system  or  systems  of  sewerage,  drainage 
or  sewage  disposal  constructed  mider  the  provisions  of  this  act  shall  be 
in  general  accordance  with  some  plan  or  plans  approved  by  the  State 
Board  of  Health,  and  no  land  shall  be  taken,  for  sewage  disposal  pur- 
poses without  the  approval  of  said  Board. 

The  Committee  on  Drainage  may  also  desire  to  restrict  the  terri- 
tory within  which  land  can  be  taken,  by  adding  after  the  word 
^Mand/*  in  section  5,  line  7,  the  words  *^  within  the  limits  of  the 
town  of  Leicester." 

The  final  reply  of  the  Board  relative  to  this  plan  of  sewage 
disposal  was  as  follows :  — 

608TOK,  June  1, 1893. 

The  situation  of  the  village  upon  the  hill  is  such  that  nearly  all 
of  the  sewage  can  be  carried  by  a  single  system  to  the  westerly 
side  of  the  town  in  the  vicinity  of  Rawson  Brook,  so  called,  or  it 
is  feasible  to  provide  two  systems,  one  of  which  would  convey  the 
sewage  of  rather  more  than  half  of  the  village  to  the  above  indi- 
cated location  on  the  westerly  side  of  the  town,  while  the  other 
would  take  the  sewage  from  the  remainder  of  the  village  in  an 
easterly  direction.  An  examination  of  the  whole  territory  indi- 
cated that  it  would  be  well  to  take  as  much  sewage  as  possible  in 
a  westerly  direction  to  a  point  near  the  Rawson  Brook. 

After  considering  all  of  the  conditions  affecting  the  discharge  of 
the  sewage  into  Rawson  Brook,  the  Board  has  reached  tlie  conclu- 
sion that  such  discharge  should  not  be  permitted  even  in  the 
beginning  until  the  sewage  had  been  at  least  partially  purified  by 
the  removal  of  the  greater  portion  of  the  suspended  matter.  In 
the  future  a  more  complete  purification  of  the  sewage  may  be 
found  necessary. 

The  best  method  of  purification  cannot  be  determined  without 
a  more  extended  examination  of  the  ground  than  it  is  feasible  for 
this  Board  to  have  made,  and  your  town  is  therefore  advised  to 
employ  a  competent  engineer  to  make  the  necessary  surveys  and 
devise  a  system  for  the  purification  of  the  sewage  to  at  least  the 
extent  above  indicated.  The  Board  will  advise  further  with  regard 
to  such  system  when  the  plans  are  submitted  by  you. 

Where  sewage  is  to  be  purified  the  smaller  the  amount  of  water 
to  be  taken  care  of,  the  less  the  difficulty  of  purification.  The 
Board  therefore  commends  your  plan  for  adopting  a  system  of 
sewers  from  which  all  storm  water  is  to  be  excluded,  and  would 
further  advise  the  exclusion  of  as  much  ground  water  as  it  is  feas- 
ible to  exclude. 
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The  town  of  Leicester,  having  obtained  an  act  from  the 
Legislature  requiring  the  approval  of  its  plans  by  the  State 
Board  of  Health  (chap.  181,  Acts  of  1893),  submitted  plans 
to  the  Board,  June  30,  1893,  a  statement  of  which,  together 
with  the  approval  of  the  Board,  are  as  follows :  — 

Boston,  Dec.  30, 1893. 

Under  the  provisious  of  chapter  181  of  the  Acts  of  1893,  en- 
titled "An  Act  to  authorize  the  Leicester  Water  Supply  District 
to  construct  and  maintain  a  system  of  sewerage  and  drainage," 
the  State  Board  of  Health  received  from  you  on  June  80,  1893, 
a  written  statement  of  your  plan  for  the  sewerage  of  the  village 
of  Leicester.  This  statement  of  your  plan,  as  subsequently 
amended  and  submitted  in  a  new  draft  dated  Dec.  22,  1893,  is  as 
follows :  — 

13  Beacon  Street,  Boston,  Mass. 
To  the  Stale  Board  of  Health. 

The  water  commissioners  of  the  Leicester  Water  Supply  District 
having  received  your  reply  of  June  1,  1893,  to  their  application 
for  advice  in  relation  to  the  disposal  of  the  sewage  of  the  village 
of  Leicester,  submit,  for  your  approval,  the  following  plans  for  its 
disposal. 

In  accordance  with  your  suggestion,  we  propose  to  carry  the 
sewage  as  far  as  possible  to  the  westerly  side  of  the  village,  and 
remove  all  the  organic  matter  in  suspension,  so  far  as  practicable, 
before  discharging  the  effluent  into  Rawson  Brook. 

To  accomplish  this  end,  the  separate  water  carriage  system  is  to 
be  adopted,  to  the  extent  of  excluding  all  street  or  storm  water, 
roof  water  and  ground  water,  so  far  as  feasible,  the  sewers  to  be 
flushed  only  when  necessary  with  clean  water  from  the  mains. 

The  suspended  matter  is  to  be  removed,  as  far  as  practicable, 
by  allowing  the  heavier  portion  to  settle  in  the  tank  (to  be  hereafter 
described),  and  by  mechanical  straining,  if  necessary,  of  the 
lighter  part. 

In  order  that  the  effluent  may  contain  the  smallest  possible 
quantity  of  organic  matter  in  solution,  the  separation  is  to  be 
effected  while  the  sewage  is  fresh. 

The  natural  conditions  of  the  location  of  the  village  on  the  slope 
of  a  hill  are  to  be  utilized  as  far  as  practicable  by  laying  the  sewers 
in  accordance  with  approved  forms  of  sewerage  construction,  to 
line  and  grade,  with  manholes  at  material  changes  of  line  and 
grade,  at  points  of  intersecting  sewers,  and  wherever  necessary, 
so  as  to  insure  easy  cleaning  out,  and  the  most  rapid  flow  and  con- 
centration of  the  sewage  to  the  point  of  disposal. 


Digitized  by  CjOOQ  IC 


No.  34.]     ADVICE  TO  CITIES  AND  TOWNS.  79 

For  this  purpose,  8-inch,  9-inch  and  10-inch  Akron  salt-glazed 
pipe  is  to  be  used.  Ground  water  is  to  be  excluded  by  using  cast- 
iron  pipe  when  crossing  wet,  swampy  land  not  easily  drained  out- 
side of  the  highway,  and  by  carefully  making  the  joints  and 
plugging  the  branches  for  pailicular  sewers. 

All  the  sewage  for  the  present  is  to  be  collected  at  a  point  on 
Pine  Street,  1,100  feet  south  of  Main  Street,  and  thence  carried  in 
a  10-inch  pipe,  laid  at  a  grade  of  about  0.4  per  cent.,  in  a  south- 
westerly direction,  as  shown  by  an  accompanying  plan,  a  distance 
of  about  1,250  feet,  to  the  top  of  a  small  knoll,  and  there  discharged 
into  a  settling  tank. 

This  tank  is  to  be  built  either  of  brick  or  field  stone,  laid  in 
cement  mortar  and  plastered  on  the  inside.  It  is  to  be  covered 
with  a  roof  or  building.  It  is  to  contain  not  less  than  600  cubic 
feet  of  sewage. 

The  overflow  pipe  from  the  tank  is  to  be  on  the  opposite  side 
from  where  the  sewage  enters,  and  provision  is  to  be  made  for 
breaking  the  force  of  the  stream  which  enters  the  tank,  so  as  to 
make  the  sewage  flow  quietly  through  it,  and  for  preventing  the 
floating  scum  from  passing  out  through  the  overflow  pipe. 

The  sewage  passing  from  the  tank  is  to  be  further  purified  as  far 
as  practicable  by  flowing  it  over  land,  or  through  a  series  of  ditches, 
to  Rawson  Brook ;  but  provision  will  be  made  so  that  the  sewage 
will  not  have  to  run  continuously  in  any  one  channel. 

At  the  bottom  of  the  tank  an  8- inch  gate  connection  with  an  8- 
inch  pipe  is  to  be  laid  at  a  down  grade  of  about  one  foot  to  the 
hundred  to  the  point  of  discharge.  Through  this  pipe  the  sewage 
or  sludge  which  settles  at  the  bottom  of  the  tank  is  to  be  discharged 
once  or  twice  a  week,  as  may  be  necessary,  upon  ground  thoroughly 
underdrained  and  levelled,  so  as  to  have  a  slight  downward  pitch 
from  the  point  of  discharge.  This  ground  is  to  be  ridged  around 
the  outer  edge,  so  that  the  sludge  may  be  distributed  somewhat 
evenly  over,  the  surface.  After  the  water  which  it  contains  has 
percolated  through  the  drained  surface,  the  solid  refuse  is  to  be 
carted  away.  Two  or  three  beds  of  this  kind  will  be  prepared  to 
be  used  alternately,  and  provision  will  be  made  for  discharging  the 
sludge  brought  by  the  8-inch  pipe  upon  them. 

By  extending  the  8-inch  pipe  further  in  a  southerly  direction, 
other  sludge  beds  can  be  prepared  when  necessary  to  meet  future 
requirements. 

It  is  proposed  to  acquire  the  knoll  or  ridge  upon  which  the  tank 
is  to  be  located,  and  other  knolls  or  ridges  southwesterly  therefrom, 
and  all  of  the  land  between  these  knolls  or  ridges  and  Rawson 
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Brook,  for  the  disposal  of  the  sewage,  and  to  purify  the  sewage: 
upon  this  land  as  far  as  it  may  be  found  practicable  to  do  so. 
(Signed)  H.  O.  Smtih, 

C.  W.  Warren, 

D.  Bemis, 

Water  Chmmissioners.. 
Lbiobstbb,  Dec  22, 1893. 

The  Board  has  caused  a  careful  examination  of  the  foregoiDg- 
plan  submitted  by  you  to  be  made,  and  hereby  approves  said  plan. 

North  Brookfield.  The  selectmen  of  North  Brook- 
field  applied  to  the  State  Board  of  Health,  July  23,  1893^ 
for  advice  relative  to  an  extension  of  their  existing  system 
of  sewerage  and  to  an  improved  method  of  sewage  disposal.. 
The  Board  replied  as  follows :  — 

Boston,  Sept.  8,  1898. 

The  plan,  as  set  forth  by  the  application  and  plans  submitted,, 
provides  for  the  extension  of  the  present  main  sewer  to  the  north- 
erly end  of  the  town  farm,  the  lower  portion  of  said  sewer  to  be 
an  inverted  siphon  of  iron  pipe.  At  the  outlet  of  the  siphon  a 
settling  tank  is  shown,  and  provision  is  made  for  cleaning  it  by 
discharging  its  contents  through  an  8-inch  pipe  extending  from 
the  bottom  of  the  tank  down  the  hill  to  a  sludge  bed.  The  plan 
also  shows  another  pipe  extending  down  the  hill,  to  serve  as  a 
main  carrier  of  a  system  for  distributing  the  settled  sewage.  The 
other  carriers  are  not  shown,  but  it  is  understood  that  they  are  to 
consist  of  ditches  dug  along  the  hillside,  and  having  only  a  slight 
slope  from  the  main  carrier  to  their  lower  ends.  It  is  further 
stated  that  the  sewage  can  be  turned  upon  about  17  acres  of  mow- 
ing and  tillage  land  of  a  sandy  nature,  and  thus  dispose  of  the 
same  by  broad  irrigation,  and  that  there  is  other  land  upon  the 
town  farm  which  could  be  easily  used  in  the  future  if  necessary. 
The  quantity  of  sewage  at  present  is  said  to  be  about  50,000  gal- 
lons per  day. 

Under  the  conditions  which  exist  in  the  present  case  it  is  advis- 
able to  screen  the  sewage,  rather  than  to  settle  it,  and  thus  avoid 
the  possibility  of  producing  offensive  odors  when  the  contents  of 
the  settling  tank  are  discharged  upon  the  sludge  bed.  The  in- 
verted siphon  can  undoubtedly  be  made  to  operate  as  now  pro- 
posed, but  it  would  be  a  desirable  safeguard  to  adopt,  to  place 
screens  above  the  entrance  of  the  siphon,  and  thus  prevent  any 
large  substances  from  getting  into  it.  The  satisfactory  operation 
of  the  siphon  would  also  be  further  insured  by  constructing  an 
automatic  flush  tank  above  it,  so  that  the  sewage,  instead  of  flow- 


L^iyiii^uu  uy   ■ 


^a 


Ifo.  34.]     ADVICE  TO  CITIES  AND  TOWNS.  81 

ing  throagh  it  contiDUoasly  in  a  sloggish  stream,  would  pass 
through  intermittentij  with  a  high  velocity,  and  thus  prevent  the 
formation  of  putrefying  deposits  in  the  pipe.  This  intermittent 
dischai^e  of  the  sewage  would  also  facilitate  its  distribution  over 
the  land.  The  use  of  screens  may  be  objected  to  on  the  ground 
that  they  will  require  excessive  attention,  but  this  objection  can 
be  overcome  to  a  large  extent  by  providing  a  very  large  screen 
area. 

The  changes  as  suggested  would  tend  to  decrease  the  cost  of 
the  work,  as  the  screen  chamber  and  flush  tank  should  not  cost 
any  more  than,  if  as  much  as,  the  proposed  settling  tank,  sludge 
pipe  and  sludge  bed;  and  by  screening  the  sewage  so  that  no 
large  substances  would  enter  the  siphon  pipe  it  would  be  feasible 
to  reduce  the  diameter  of  this  pipe  to  8  inches. 

With  the  present  knowledge  with  regard  to  sewage  disposal 
there  would  be  a  greater  certainty  of  success  if  the  sewage  was 
dischai^ed  upon  beds  prepared  upon  the  most  porous  part  of  the 
town  land  and  disposed  of  by  intermittent  filtration.  The  proper 
preparation  of  these  beds  would  include  the  removal  of  the  black 
and  yellow  loam  at  the  surface  and  the  grading  of  the  beds,  so 
that  the  sewage  could  be  evenly  distributed  upon  them.  It  is 
probable,  however,  that,  with  the  small  quantity  of  sewage  to  be 
taken  care  of,  satisfactory  results  may  be  obtained  by  the  system 
of  broad  irrigation  proposed  by  the  town,  and  with  less  expense 
than  by  intermittent  filtration,  and  the  Board  therefore  thinks  it 
proper  that  the  town  should  begin  to  dispose  of  the  sewage  by 
broad  irrigation.  It  would  advise,  however,  that  even  in  the  be- 
ginning, several  small  beds,  having  an  aggregate  area  of  not  less  than 
one-half  an  acre,  should  be  carefully  prepared  for  intermittent  filtra- 
tion by  the  removal  of  the  soil,  for  use  at  times  when  it  is  impracti- 
cable or  inconvenient  to  dispose  of  the  sewage  by  broad  irrigation. 

Where  the  sewage  i&  disposed  of  upon  a  hillside  by  broad  irriga- 
tion, there  will  be  a  tendency,  if  the  sewage  is  allowed  to  flow  long 
in  one  place,  for  it  to  gather  in  a  stream  and  flow  down  the  hill. 
To  meet  this  contingency  a  large,  level,  intercepting  ditch  should  be 
constrooted  around  the  lower  part  of  the  land,  not  less  than  5  feet 
above  the  brook,  to  intercept  streams  of  this  character  and  prevent 
them  from  flowing  unflltered  into  the  brook.  Around  other  mar- 
gins of  the  field  small  ditches  should  be  dug  to  prevent  the  sewage 
from  flowing  off  in  these  directions  and  convey  it  to  the  large  inter- 
cepting ditch  just  mentioned. 

In  all  cases  of  sewage  disposal,  and  particularly  where  broad 
irrigation  is  adopted,  the  attainment  of  successful  results  depends 
to  a  very  large  extent  upon  the  intelligent  care  taken  to  effect  a 
proper  distribution  of  the  sewage. 
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PiTTSFiELD.  The  city  of  Pittsfield  presented  to  the  Boards 
May  11,  1891,  a  plan  of  sewerage  and  sewage  disposal, 
under  the  provisions  of  chapter  357,  Acts  of  1890,  providing 
for  the  permanent  disposal  of  sewage  of  the  city  by  filtration 
upon  land  in  the  valley  of  the  Housatonic  River,  with  a  tem- 
porary outlet  into  the  river  during  the  construction  of  the 
works.  This  plan  was  approved  by  the  Board,  May  12, 
1891,  with  the  provision  that  the  direct  discharge  into  the 
river  should  not  continue  after  June  1,  1900. 

On  the  27th  of  December,  1892,  the  Sewer  Commissioners 
applied  to  the  Board  requesting  the  following  modification  of 
the  plan  approved  by  the  Board:  *<To  strike  out  so  much 
of  said  plan  as  designates  specific  areas  of  land  for  the  per- 
manent disposition  of  said  sewage,  and  by  striking  out  so 
much  of  said  plan  as  provides  that  after  the  date  therein 
specified  all  sewage  is  to  be  pumped  to  filtering  fields  across 
the  river  and  there  disposed  of  by  intermittent  filtration,  and 
by  inserting  instead  thereof  a  provision  that  afl«r  said  date 
all  sewage  is  to  be  permanently  disposed  of  by  such  methods 
as  the  State  Board  of  Health  shall  then  approve."  The 
Board  replied  to  this  application  as  follows :  — 

Boston,  Jan.  10, 1893. 
By  the  plan  approved  by  the  State  Board  of  Health,  above 
referred  to,  the  Board  permitted  the  use  of  the  Housatonic  River 
for  the  discharge  of  the  sewage  of  Pittsfield  until  the  year  1900, 
and  after  that  date  the  sewage  was  to  be  cared  for  upon  filtering 
areas  of  land  and  the  discharge  into  the  river  stopped.  The  use  of 
the  river  was  therefore  but  for  a  brief  period,  and  the  main  features 
of  the  general  plan  presented  by  the  city  of  Pittsfield,  and  approved 
by  this  Board,  provided  for  the  ultimate  care  of  the  sewage  upon 
the  filtering  areas.  The  changes  now  asked  for,  if  approved  by 
this  Board,  would  leave  the  city  of  Pittsfield  without  provision  for 
its  future  disposal  of  sewage  other  than  the  river.  The  Board  is  of 
opinion  that  such  a  course  is  not  advisable  for  the  city,  nor  doea 
the  Board  feel  it  will  do  its  duty  should  it  approve  any  plan  not 
fully  providing  for  the  future  proper  sanitary  care  of  the  city's 
sewage.  The  Board  therefore  cannot  approve  the  amendments  as 
proposed,  but  will  consider  any  further  plans  in  regard  to  the  ulti* 
mate  disposal  of  the  sewage  which  the  city  may  desire  to  present. 

Plymouth.  The  committee  on  sewerage  of  the  town  of 
Plymouth  applied  to  the  Board,  March  30, 1893,  for  its  advice 
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relative  to  a  plan  of  sewerage  and  sewage  disposal  for  that 
town.     The  Board  replied  as  follows  :  — 

Boston,  Jane  li,  1893. 

The  plan  referred  to  shows  the  outlines  of  a  system  of  sewerage 
for  the  portion  of  the  town  from  which  sewage  c^n  be  brought  by 
mai^ual  intercepting  sewers  to  a  point  in  Water  Street  just  north 
of  all  wharves,  and  a  12-inch  cast-iron  pipe  extending  from  this 
connecting  point  out  into  the  harbor  to  the  North  Guzzle,  so  called. 
It  is  understood  that  the  plan  proposes  the  admission  of  storm 
water  into  the  sewere  from  the  main  street  of  the  town,  but  that 
elsewhere  it  is  to  be  excluded.  In  order  to  provide  for  the  dis- 
posal of  the  storm  water,  storm  overflows  from  the  marginal  sewer 
are  provided  at  four  points  along  the  shore. 

The  only  important  feature  in  which  the  Board  advises  a  change 
is  in  the  outlet  pipe,  which,  in  the  opinion  of  the  Board,  should  be 
changed  so  as  to  reach  the  Guzzle  at  a  point  as  far  from  the  shore 
as  it  is  practicable  to  extend  the  pipe,  but  not  more  than  1 ,500  feet. 
The  limit  of  1,500  feet  is  mentioned  because  it  is  doubtful  if  a 
pipe  longer  than  this  could  be  kept  free  from  deposits.  In  making 
the  pipe  longer,  as  advised,  its  size  should  be  increased  to  14 
inches,  which  will  not  only  offset  the  loss  of  capacity  due  to  the 
greater  friction  of  a  longer  pipe,  but  will  also  give  a  slight  addition 
to  the  capacity,  which  is  desirable. 

The  sizes  and  inclinations  of  the  intercepting  sewers  appear  to 
have  been  judiciously  chosen,  so  far  as  can  be  judged  from  the 
preliminary  plan  submitted.  These  sewers  of  necessity  are  placed 
at  a  low  level  as  compared  with  high  tide,  and  have  rather  low 
grades,  so  that  they  may  not  prove  wholly  self-cleansing,  but,  even 
if  they  should  not,  the  amount  of  care  required  to  keep  them  clean 
would  not  be  excessive.  The  cleaning  of  the  southern  branch  of 
the  intercepting  sewer  may  be  facilitated  by  the  construction  of 
an  inlet  as  large  as  the  sewer  itself  from  the  lower  millpond  on 
Town  Brook,  provided  the  millpond  is  at  a  sufficient  elevation, 
this  inlet  to  be  used  from  time  to  time  at  low  tide  for  flushing  the 
sewer. 

As  a  precaution  against  the  clogging  of  the  outlet  pipe  the  Board 
wiDuld  suggest  the  construction  of  a  small  chamber  at  its  upper 
end,  where  it  receives  the  sewage  from  the  intercepting  sewers. 
The  bottom  of  this  chamber  should  be  depressed  so  as  to  act  as  a 
settling  basin  and  catch  any  heavy  material  brought  down  by  the 
sewers.  It  could  be  built  in  the  street,  but  it  would  be  better  to 
construct  it  just  outside  the  street  lines  and  make  it  easily  acces- 
sible.    A  gate  at  the  upper  end  of  the  pipe,  by  which  the  water  or 
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sewage  could  be  held  back  in  the  sewers  and  then  let  out  suddenly 
at  low  tide  to  flush  the  pipe,  would  be  an  advantage. 

Spencer.  The  superintendent  of  sewers  of  Spencer  ap- 
plied to  the  Board,  June  1,  1893,  for  its  advice  relative  to 
a  system  of  sewage  disposal  upon  land  in  the  valley  of  Seven 
Mile  River.     The  Board  replied  as  follows  :  — 

Boston,  Dec  8, 1893. 

The  Board  finds  from  the  statements  contained  in  your  applica- 
tion, and  from  the  examinations  made  by  one  of  its  engineers,  that 
the  topography  of  the  town  is  such  that  nearly  all  of  the  sewage 
can  be  collected  by  a  system  of  sewers  with  a  main  sewer  leading 
toward  the  Seven  Mile  River  at  a  point  south-westerly  from  the 
centre  of  the  town,  that  the  main  sewer  and  a  large  part  of  the- 
tributary  sewers  of  this  system  have  already  been  built,  and  that 
the  sewage  is  now  discharging  into  the  river.  It  is  the  sewage 
from  this  main  system  which  you  propose  to  deal  with  at  present. 

The  sewers  already  built  are  for  the  most  part  intended  to  take 
sewage  only,  but  at  a  few  points  catch-basins  have  been  built 
through  which  considerable  storm  water  is  admitted  to  the  sewers ; 
and  there  is  also  a  considerable  amount  of  ground  water  finding 
its  way  into  them,  which  materially  increases  the  volume  of  sewage 
to  be  taken  care  of.  The  sewers  also  receive,  in  addition  to  the 
sewage  proper,  certain  waste  matters  from  the  gas  works  in  the 
town,  which  make  the  sewage  particularly  offensive  and  destroy 
the  vegetation  in  the  vicinity  of  the  sewer  outlet. 

The  town  is  situated  on  high  land,  and  the  main  sewer  falls 
rapidly  until  it  reaches  the  lower  land  bordering  the  river.  By 
intercepting  the  sewage  before  it  reaches  too  low  a  level  the  sew- 
age can  be  discharged  by  gravity  upon  land  at  a  suflScient  height 
above  the  river  for  sewage  filtration.  The  suggestion  has  been 
made  by  you  that  the  town  now  owns  ten  acres  of  gravelly  land 
near  the  river,  through  which  the  present  main  sewer  passes,  which 
might  be  used  for  the  disposal  of  sewage  by  intermittent  filtration ; 
and  that  there  are  also  about  three  acres  of  similar  land  adjoining 
the  town  lot  on  the  south  which  might  be  used  if  additional  area 
was  required.  • 

The  material  of  the  town  lot,  as  determined  by  several  test  pits- 
and  by  an  examination  of  the  surface  of  the  ground,  is  of  suitable 
quality  for  the  disposal  of  sewage  by  the  method  suggested.  The 
proper  preparation  of  the  lot  for  sewage  disposal  would  involve 
the  removal  of  the  surface  loam  and  the  grading  of  the  land  into 
beds  of  suitable  size,  having  a  surface  of  porous  sand  or  graveL 


Digitized  by  VjOOQ IC 


No.  34.]     ADVICE  TO  CITIES  AND  TOWNS.  85 

In  order  to  make  the  lower  portions  of  the  land  available  it  would 
be  necessary,  after  removing  the  surface  loam,  to  raise  them  by 
filling  with  porous  sand  or  gravel  to  a  level  six  feet  above  ordinary 
high  water  in  the  river.  The  filter  beds  which  have  surfaces  not 
more  than  8  feet  above  the  river  should  be  underdrained.  By  tak- 
ing the  sand  or  gravel  for  this  filling  from  the  higher  portions  of 
the  land  and  by  buildiog  a  few  hundred  feet  of  sewer  in  Main 
Street,  so  that  the  sewage  will  reach  the  lot  at  a  higher  level,  it 
will  be  feasible  to  utilize  all  of  the  gravelly  land,  including  the 
thi*ee  acres  lying  south  of  the  town  lot. 

It  is  desirable  to  restrict  as  far  as  practicable  the  amount  of 
sewage  to  be  taken  care  of,  and  in  order  to  do  this  the  surface 
water  which  now  enters  the  sewers  through  the  catch  basins  in  the 
streets  should  be  disposed  of  in  some  other  way.  It  is  also  desir- 
able to  diminish  the  amount  of  groundwater,  if,  upon  examination, 
it  should  be  found  feasible  to  do  so.  Should  any  large  amount  of 
ground  water  be  found  to  enter  the  main  sewer,  or  should  it  be 
found  desirable  to  continue  to  dispose  of  the  storm  water  through 
underground  channels,  it  may  be  best  to  lay  a  new  main  sewer  of 
much  smaller  size  than  the  present  one  to  take  the  sewage,  reserv- 
ing the  present  main  sewer  for  the  discharge  of  surface  and  ground 
water.  The  surface  water  which  would  naturally  flow  from  adjacent 
high  land  upon  the  filter  beds  should  also  be  collected  and  disposed 
of  in  such  a  way  that  it  will  not  tend  to  saturate  the  beds.  It  may 
be  feasible  to  turn  this  water  into  the  lower  portion  of  the  present 
main  sewer  below  the  point  where  the  sewage  will  be  diverted  from 
it  to  the  filter  beds. 

It  may  be  said,  with  regard  to  the  disposal  of  the  sewage  of  the 
town  by  intermittent  filtration,  that  it  is  not  probable  that  the 
results  will  be  satisfactory  unless  the  wastes  from  the  gas  works 
are  excluded  from  the  sewers,  or,  before  being  admitted,  are 
treated  in  such  a  way  as  to  make  them  inoffensive,  and  to  remove 
all  tarry  or  oily  substances  which  would  tend  to  clog  the  filter  bed. 

The  area  of  suitable  land  at  the  town  lot  and  the  lot  adjacent  to 
it  is  smaller  than  is  desirable,  considering  the  large  amount  of 
ground  water  which  finds  its  way  into  the  sewers,  and  the  increas- 
ing quantity  of  sewage  which  will  enter  the  sewers  as  they  are  ex- 
tended and  the  town  increases  in  population.  If  the  ground  water 
could  be  excluded  from  the  sewers,  the  area  would  be  suflScient 
until  the  population  of  the  town  is  considerably  larger  than  at 
present. 

In  view  of  the  somewhat  limited  area  of  land  available  at  and 
near  the  town  lot,  examinations  were  made  to  determine  whether 
additional  land  was  available,  and  a  tract  was  found,  lying  in  a 
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south-westerly  direction  from  the  town  lot,  between  the  BrooMeld 
road  and  the  river,  just  beyond  the  cemetery,  which  appeared 
from  a  surface  examination  to  be  suitable  for  sewage  filtration. 
This  land  is  considerably  higher  than  the  river,  but  it  is  lower  than 
the  main  sewer  in  Main  Street,  a  short  distance  from  the  town 
lot,  and  the  sewage  could  be  conveyed  to  it  through  an  iron  pipe 
which  would  run  full  and  under  pressure.  The  lowest  point  in 
this  pipe  would  be  at  the  corner  of  Meadow  and  Main  streets, 
nearly  opposite  the  town  lot,  so  that  the  pipe  could  be  emptied 
frequently  upon  filter  beds  on  the  town  lot,  and  thus  kept  clean. 
This  tract  of  land  is  of  suitable  quality,  and  probably  other  land 
in  this  vicinity  could  be  made  available  for  the  disposal  of  sewage. 

While  the  town  lot  has  a  decided  advantage,  owing  to  its  pres- 
ent ownership  by  the  town  and  the  ease  with  which  sewage  can 
be  turned  upon  it,  it  will  obviously  be  quite  expensive  to  grade  it 
and  the  small  lot  south  of  it  so  that  the  whole  area  of  these  lots 
will  be  available  for  sewage  disposal,  and  unless  the  amount  of 
sewage  is  materially  diminished  by  the  exclusion  of  ground  water, 
it  will  be  necessary  to  provide  additional  filtering  area  before  long. 
It  is  therefore  recommended  that  the  town  lot  should  not  be  finally 
adopted  as  the  only  site  for  filter  beds  until  the  other  tract  of  land 
beyond  the  cemetery  has  been  more  carefully  investigated,  by 
digging  test  pits  to  ascertain  if  the  material  is  porous  and  suitable 
for  filtration ;  and,  if  so,  whether  it  will  not  be  cheaper  to  prepare 
the  required  area  of  filter  beds  partly  at  the  town  lot  and  partly  at 
the  lot  beyond  the  cemetery ;  or,  if  not  cheaper,  whether  it  may 
not  be  desirable  to  control  this  second  lot  from  the  beginning,  so 
as  to  have  an  opportunity  to  extend  the  filter-beds  whenever  it 
becomes  necessary. 

When  you  have  the  results  of  further  surveys  and  estimates,  or 
more  definite  plans  of  sewage  disposal  to  submit,  the  Board  will 
advise  you  further  in  this  matter. 

The  Board  is  of  the  opinion  that  the  discharge  of  the  sewage 
directly  into  the  Seven  Mile  River  should  be  discontinued. 

Westborough.  The  committee  on  sewerage  of  the  town 
of  Westborough  presented  a  general  plan  for  the  sewage 
disposal  of  the  town,  Feb.  3,  1890,  which  the  Board  approved 
(Senate  Document  4,  1891,  page  18).  By  a  general  Act  of 
the  Legislature  of  1890,  chap.  124,  it  was  provided  that 
land  might  be  taken  for  sewage  disposal  with  the  approval  of 
the  State  Board  of  Health  after  a  public  hearing.  Under  the 
provisions  of  this  Act  the  selectmen  applied  to  the  Board 
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June  22,  1891.  A  hearing  was  held  July  7,  1891,  and  the 
location  submitted  by  the  town  was  approved  by  the  Board, 
July  8,  1891  (Senate  Document  4,  1892,  page  49). 

In  the  following  year,  April  16,  1892,  the  selectmen  of 
Westborough  presented  a  plan,  which,  after  due  consider- 
ation, the  Board  deemed  unsatisfactory  and  expressed  such 
opinion  in  a  communication  to  the  selectmen,  Nov.  3,  1892 
(Senate  Document  4,  1893,  page  6),  stating  the  conditions 
essential  to  success. 

The  selectmen  again  applied  to  the  Board,  Sept.  18,  1893, 
stating  that  the  advice  of  the  Board  had  not  been  carried  out, 
and  requesting  the  Board  to  ^'  make  an  examination  of  the 
present  sewage-disposal  works  of  Westborough  and  advise 
the  town  further  in  the  matter  of  sewage  disposal.**  The 
Board  replied  as  follows :  — 

Boston,  Oct.  26, 1893. 

In  compliance  with  this  request  the  Board  has  caused  an  exami- 
nation of  your  present  works  to  be  made  by  one  of  its  engineers. 
He  finds  that  you  have  prepared  filter-beds,  having  an  area  of  a 
little  more  than  two  acres,  by  filling  porous  sand  and  gravel  to  a 
depth  of  from  one  to  two  and  a  half  feet  upon  land  from  which 
the  greater  part  if  not  all  of  the  loam  had  been  removed.  From 
an  examination  by  means  of  test  pits  dug  at  various  points  in  the 
filter  beds,  he  finds  that  the  material  beneath  the  upper  porous 
layer  is  an  extremely  fine  sand  which  not  only  remains  saturated 
with  water,  but  also  keeps  the  porous  material  above  it  saturated 
for  weeks  after  the  discharge  of  sewage  upon  it  has  ceased.  These 
conditions  are  unsuitable  for  the  purification  of  sewage ;  and  a 
very  small  quantity  of  sewage  only  could  be  disposed  of  upon 
these  shallow  beds  if  they  were  underdrained. 

It  was  also  found  that  a  portion  of  the  sewage  was  disposed  of 
by  being  turned  into  a  gravel  pit,  near  the  carrier,  until  the  sewage 
stood  in  the  pit  to  a  depth  of  several  feet,  when  it  filtered  into  the 
ground  quite  rapidly,  and  the  water  reappeared  in  the  form  of  a 
spring,  a  short  distance  away,  clear  but  not  thoroughly  purified. 
It  is  highly  improbable  that  this  method  of  disposal  would  continue 
to  give  even  as  good  results  as  at  present  for  any  long  time  in  the 
future  if  any  large  proportion  of  the  sewage  should  be  turned  into 
this  pit.  The  rapidity  with  which  the  sewage  disappears  shows 
that  the  ground  is  porous  in  this  vicinity,  and  that  a  good  filter- 
bed  might  be  prepared  here  which  would  successfully  dispose  of  a 
portion  of  the  sewage. 

In  reply  to  a  previous  application  made  by  your  board,  the  State 
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Board  of  Health  sent  to  you  on  Nov.  3,  1892,  a  communication 
containing  its  advice  in  a  general  way  as  to  what  the  town  should 
do  to  properly  dispose  of  its  sewage.  This  advice,  which  the 
Board  has  no  reason  to  modify,  is  as  follows  :  — 

The  Board  ....  advises  that  the  town  should  prepare  filter- 
beds  having  a  total  area  of  not  less  than  five  acres  for  the  disposal  of  its 
sewage.  These  beds  should  consist  of  sufficiently  porous  material  to 
properly  filter  the  sewage,  and  if  of  such  a  character  or  so  situated  that 
the  ground-water  level  will  not  remain  at  least  five  feet  below  the  sur- 
face of  the  beds,  they  should  be  efficiently  underdrained. 

The  most  economical  method  of  preparing  beds  such  as  are  here  de- 
scribed is  a  matter  which  requires  investigation.  If  a  portion  of  your 
land  can  be  found  where  there  are  two  or  three  feet  of  porous  material 
above  the  level  of  the  water  in  the  Assabet  River,  the  required  height  of 
filter-bed  can  be  obtained  by  filling  gravel  upon  this  portion  after  the 
loam  or  any  other  layer  of  very  fine  material  which  may  be  found  has 
been  stripped  from  it  If  such  land  as  is  here  described  cannot  be  found, 
it  may  then  be  necessary  to  prepare  beds  by  cutting  down  some  of  the 
higher  gravelly  land  to  the  proper  level,  and  fillmg  the  excavated 
material  upon  the  low  land,  both  the  excavated  and  filled  areas  being 
used  for  filtration.  The  character  of  the  material  lying  on  the  easterly 
side  of  a  narrow  swamp,  and  also  easterly  from  the  tract  belonging  to  the 
town,  appears  to  be  of  suitable  quality  for  the  constraction  of  filter-beds 
by  the  last  described  method. 

The  Board  cannot  give  you  any  more  specific  advice  than  that 
above  given  as  to  what  should  be  done,  because  it  is  not  feasible 
from  such  examinations  as  are  made  by  its  engineers  to  obtain  the 
accurate  data  upon  which  such  advice  should  be  based  in  order  to 
avoid  wasteful  expenditures  and  unsatisfactory  results. 

What  you  should  therefore  do  is  to  employ  some  engineer  skilled 
in  this  class  of  work  to  make  plans  of  all  the  territory  which  may 
be  used  for  sewage  disposal,  showing  the  height  of  the  ground,  the 
level  of  the  water  in  the  ground  and  the  location  of  the  test  pits, 
which  should  be  sunk  at  frequent  intervals  and  to  a  sufficient 
depth  to  determine  accurately  the  character  of  the  material  at  dif- 
ferent places  with  reference  to  its  porosity.  He  should  also  deter- 
mine where  and  how  filter-beds  can  be  constructed  at  a  minimum 
cost,  which  will  at  least  meet  the  requirements  contained  in  the 
former  reply  of  the  Board. 

If  you  should  decide  to  make  such  investigations  the  Board  will 
direct  its  engineers  to  co-operate  with  your  engineer  in  the  matter 
of  determining  the  suitability  of  materials  obtained  from  test  pits 
for  filtering  sewage;  and  when  the  investigation  is  far  enough 
advanced  and  new  plans  are  presented  the  Board  will  advise  you 
further  regarding  them. 
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EXPLANATORY  NOTE. 

The  systematic  examination  of  the  water  supplies  of  the  State  was  begun 
Jane  1, 1887,  and  has  been  continued  up  to  the  present  time.  The  results  for 
the  years  previous  to  1893  have  been  published  in  four  reports,  as  follows: 
June  ],  1887,  to  May  31,  1889,  in  the  Special  Report  of  the  Board  upon  the 
Examination  of  Water  Supplies  (1890) ;  June  1, 1889,  to  Dec.  31, 1890,  in  the 
Twenty-second  Annual  Report  of  the  Board  for  the  year  1890 ;  for  the  years  1891 
and  1892,  in  the  Twenty-third  and  Twenty-fourth  Annual  Reports  of  the  Board 
for  those  years.  The  present  (Twenty-fifth  Annual)  report  contains  the  results 
for  the  year  1898. 

The  first  of  these  reports  contained  a  description  of  each  of  the  water  sup-* 
plies  in  the  State  existing  at  the  date  of  that  report.  The  later  reports  have 
described  only  new  works  and  changes  in  existing  works. 

An  alphabetical  arrangement  by  towns  has  been  adopted  in  this,  as  in  previ- 
ous reports.  Sources  of  water  supply  arc  tabulated  under  the  name  of  the  town 
supplied,  other  waters  under  the  name  of  the  town  in  which  they  are  situated* 
The  analyses  of  water  fi*om  the  larger  rivers  not  used  as  sources  of  water  supply 
are  given  in  a  subsequent  tabulation,  headed  '*  Examination  of  Rivers.^^ 

The  chemical  examinations  in  this  report  were  made  in  the  same  manner  as 
heretofore,  and  are  presented  in  the  tables  in  the  same  form  as  in  the  last  report, 
except  that  a  new  determination, "  Oxygen  Consumed,"  has  been  added.  This 
determination  has  been  made  for  all  waters  this  year,  and  appears  in  the  tables 
of  analyses  for  the  first  time.  Owing  to  the  space  occupied  by  the  column  of 
** Oxygen  Consumed,"  the  "date  of  examination"  of  the  samples  has  been  omit- 
ted from  the  tables.  The  samples  are  usually  received  at  the  laboratory  from 
twenty-four  to  forty-eight  hours  after  collection. 

All  surface  water  and  such  samples  of  ground  water  as  contain  suspended 
matter  are  filtered  through  filter-paper  before  determining  the  color,  the  residue 
on  evaporation  and  the  albuminoid  ammonia  in  solution.  Some  ground  waters 
which  are  perfectly  clear  and  colorless  when  drawn  from  the  ground  become 
turbid  and  colored  on  standing,  in  consequence  of  the  oxidation  of  the  iron  which 
they  contain.  In  these  waters  the  residue  on  evaporation  is  determined  without 
filtration,  since  this  iron  is  an  essential  and  not  an  accidental  ingredient  in  the 
water.  In  the  changes  which  accompany  the  oxidation  of  the  iron  in  waters  of 
this  character,  they  become  first  cloudy  (well  described  by  the  word  milky)  and 
finally  deposit  a  precipitate  of  oxide  of  iron.  In  the  cloudy  condition  they  have 
a  distinct  color,  which,  while  it  does  not  have  the  same  significance  as  in  the 
case  of  surface  waters  and  is  only  a  passing  phenomenon,  is,  nevertheless,  of 
interest  as  showing  a  color  which  the  water  may  assume  while  the  oxidation  of 
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the  iron  is  in  progress.  When  the  iron  is  all  oxidized  and  precipitated  the  water 
may  become  colorless  again.  Explanatory  notes  will  be  given  for  waters  of 
this  kind  in  connection  with  the  tables  of  analyses. 

The  color  of  water  is  expressed  by  numbers  which  increase  with  the.amomit 
of  color.  The  standard  used  is  nesslerized  ammonia,  as  described  on  page  531  of 
the  Special  Report  upon  the  Examination  of  Water  Supplies,  1890,  and  on  page 
829  of  the  Annual  Report  for  1893.  Boston  water,  as  drawn  from  a  tap  at  the 
Institute  of  Technology,  has  had  an  average  color  for  six  years  of  0.43.  Other 
water  supplies  in  the  State  have  had  an  average  color  of  from  0  to  1.45. 

In  cases  where  examinations  of  a  source  have  been  made  with  considerable 
regularity  for  several  years,  the  averages  of  the  results  of  the  chemical  analyses 
of  previous  years  are  appended  to  the  tables  of  analyses  for  1893. 

In  the  microscopical  examination  of  water  there  has  been  no  change  in  the 
method  employed  since  Nov.  6,  1890.  This  method  was  fully  described  in  the 
Twenty-third  Annual  Report  of  the  Board  for  the  year  1891  (pages  395-421). 
Before  Nov.  6, 1890,  the  methods  employed  were  less  perfect,  so  that  a  smaller 
proportion  of  the  total  number  of  organisms  present  in  the  water  was  separated 
from  it  and  observed  under  the  microscope;  and,  before  drawing  conclusions 
from  a  comparison  of  the  microscopical  examinations  of  waters  made  before  and 
after  this  date,  the  explanatory  note  on  page  70  of  the  Twenty-second  Annual 
Report  for  1890  should  be  read. 

To  indicate  the  amount  of  the  so-called  Zodgloea  observed,  the  number  of 
individual  masses  is  not  counted,  but  an  area  equal  to  2,500  square  microns,  or 
.0025  square  millimeters,  has  been  adopted  as  an  arbitrary  unit 

In  publishing  the  results  of  the  microscopical  examinations  the  same  system 
is  followed  as  last  year.  The  plants  observed  are  classified  in  four  g^ups, 
viz. :  Diatomaceas,  Cyanophycese,  Algae  and  Fungi.  The  Animals  observed  are 
grouped  as  Rhizopoda,  Infusoria,  Venues  and  Crustacea. 

The  names  of  the  different  genera  in  each  group  are  given  with  the  numbers 
of  each  per  cubic  centimeter,  except  that,  to  avoid  making  the  tables  excessively 
long,  they  are  omitted  when  present  only  in  very  small  numbers.  It  is  not 
feasible  to  make  with  regard  to  omissions  a  single  mle  which  will  apply  to  all 
cases,  because  it  is  desirable  to  include  smaller  numbers  of  animals  than  of 
plants,  and  of  the  larger  animals  than  of  animals  generally.  Moreover,  there 
are  exceptional  cases  in  which  it  is  desirable  to  indicate  the  presence  of  even 
very  small  numbers  of  the  more  important  plants  or  animals.  Two  general 
rules,  however,  have  been  adopted  in  printing  the  results,  namely :  — 

1.  All  genera  of  Plants  are  included  in  which  the  total  number  observed  in 
twelve  months  amounts  to  6  or  more  per  cubic  centimeter,  or  in  other  words 
averages  as  much  as  0.5  per  month. 

2.  All  genera  of  Animals  are  included  in  which  the  total  number  observed 
in  12  months  amounts  to  1 . 5  or  more  per  cubic  centimeter. 

The  larger  microscopic  animals,  such  as  some  of  the  Cmstacea,  are  included, 
even  when  present  only  in  very  small  numbers. 

Fractions  are  generally  omitted  from  the  table,  the  nearest  whole  number  of 
organisms  per  cubic  centimeter  being  given.  Where  the  total  number  of  organ- 
isms observed  is  0.5  or  less,  the  fact  that  the  organism  was  present  is  usually 
indicated  by  the  abbreviation  "  pr.,"  but  in  the  case  of  the  larger  organisms  very 
small  fractions  are  given. 
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Water  Supply  op  Abington  and  Rockland. 
Chemical  Examination  of  Water  from  Big  Sandy  Pond,  Pembroke. 

[Pmrts  per  100,000.] 


1 

1 

Appbasaxcb. 

1 

liKBIDUK  ON 

EVAPOBA- 

TIOM. 

AUMONIA. 

i 

1 

a 

.58 

NiTEOOEN 
AS 

1 

'        1 

1 

1 

1 

1    'i 

§6 

r 

1 

Albuminoid. 

Nitrates. 
Nitrites. 

Numbor. 
D»te  of  C< 

Torbldlty. 

Sediment. 

1 

1 
2 

i 

i^ 

1 

1S9S. ' 
10052  Feb.  17  j  V.  slight. 

Slight. 

0.02 

2.10 

0.80 

.0000 

.0086 

.0060 

.0026 

.0000 

.0000 

.1822 

0.9 

]0058iFeb.27    V.aHght. 

V.slight. 

0.02 

3.05 

0.85 

.0008 

1 

.0130 

.0106 

.0024 

.68 

.0000 

.0000 

.1584 

0.8 

10196  Mar.31 1  V.slight. 

SUght,      |0.05 

while. 
Slight.      0.08 

2.75 

0.85 

'.0060 

.0194|.0130 

.0004 

.58 

.0030 

.0001 

.1825 

0.6 

102B2  Apr.l9    Slight. 

3.00 

1.20 

.0000 

.0132.0112 

.0020 

.62 

.0000 

.0000 

.1861 

0.3" 

10418,  May  17    V.slight. 

None. 

0.08 

3.50 

1.55 

i.ooio 

.0128.0110 

.0018 

.59 

.0030 

.0001 

.2372 

0.5 

109231  June  Uj  SHght. 

Slight. 

0.10 

3.65 

1.45     .0020 

.017oLoi52 

.0018 

.62 

.0000 

.0000 

.2110 

0.3 

10660  July  11     V.illght. 

V.slight. 

0.05 

2.95 

1.10    j.0012 

.0162 

.0132 

.0020 

.63 

.0050 

.0000 

.1971 

0.6 

10816  Aag.l5    Slight. 

V.slight. 

0.10 

3.35 

1.20   j.OOOO 

.0128 

.0112 

.0016 

.62 

.0000 

.0000 

.2870 

0.4 

11024J8ept.l3;  Dletlnct. 

Slight. 

0.10 

4.30 

1.90    LoOOO 

.0182 

.0152 

.0030 

.66 

.0000 

.0000 

.2340 

0.8 

11196J  Oct.  13 

V.sUght. 

V.aHght. 

0.08 

3.80 

1.75 

.0002 

.0154 

.014J.0012 

.60 

.0000 

.0000 

.1944 

0.8 

11343  Nov.16 

Slight. 

Slight. 

0.08 

2.65 

0.85   j.OOOO 

.0120 

.0104 

.0016 

.65 

.0030 

.0000 

.3029 

0.3 

U482  Dec.  12 

1  Slight. 

Slight. 

0.10 
0.07 

3.16 

0.80 

'.0006 

.0176 
.0146 

.0156 
.0122 

.0020 
.0024 

.64 
.68 

.0000 
.0012 

.0000 
.0000 

.2336 
.2130 

0.8 

1 
Av.  , 

3.19 

1.19 

.0010 

0  5 

1 

1 

Iron,  .0048.   Odor,  generally  vegetable  or  none ;  once  only  disagreeable,  disappearing  on  heating. 

The  samples  were  collected  from  a  faucet  at  the  pumping  station,  with  the  exception  of  No.  10,032,  which 
vas  collected  from  the  pond  under  the  ice  about  160  feet  from  the  intake,  and  No.  10,650,  which  was  col- 
lected from  a  drinking  fountain  near  the  center  of  the  village  of  Abington. 
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ABINOTON  ANB  BOCKXAND. 

Microscopical  Examination  of  Water  from  Big  Sandy  Pond,  Pembroke. 

[Namber  of  organlams  per  cubic  centimeter.] 


ims. 

Feb. 

Bfar. 

Apr. 

Apr. 

May. 

June. 

July. 

Aof. 

SepL 

Oot 

""■ 

Dec 

Day  of  examloatlon, 

21 

1 

4 

21 

19 

16 

15 

16 

15 

14 

17 

14 

Number  of  sample, 

10032 

10058 

10196 

10282 

10416 

10623 

10650 

10816 

11024 

11196 

11843 

11488 

PLANTS. 

Diatomaoeeo,  . 

87 

168 

888 

114 

88 

405 

81 

86 

864 

80 

M 

188 

AsterioneUa,   . 
Cyclotella.       .       . 
FragilarU, 
MeloBira,  .       .       . 
Navicula, . 
BtephanodLiciu, 
Bynedra,  . 
Tabellaria,       . 

00 
1 
4 
0 
0 
0 

10 
pr. 

0 
2 
0 
0 

150 
2 

24 
98 

4 
2 
1 
0 
224 
40 

42 

18 

2 

2 

80 
14 
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0 
0 
0 
0 

10 
3 
6 

1 
400 

0 

1 
1 
0 
0 
2 

0 
18 
0 
0 
0 
0 
0 
8 

6 

84 

0 

1 
0 
0 

1 

4 

180 
32 
14 
108 
0 
0 
0 
80 

9 
78 

0 

8 

3 
2 
0 
3 
0 
0 
16 
2 

130 
2 
0 

Oyaaophyoeeo, 

7 

0 

0 

0 

0 

0 

0 

0 

0 

48 

pr. 

58 

Ohro5eoceni,  . 
CoBloepb«rlum» 
Mlerooystia,     .       . 

7 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
42 

0 

0 

pr. 

0 
50 
0 

AltfW 

pr. 

8 

pr. 

18 

5 

0 

0 

0 

8 

0 

18 

4 

Protoooooua,    . 
Staurogenia,    . 
Zotfaporet, 

0 

0 

pr. 

8 
0 
0 

0 

0 

0 

18 

5 
0 
0 

0 
0 
0 

0 
0 
0 

0 

0 
0 
0 

0 
0 
0 

10 
2 
0 

0 

4 
0 

AKI1CAL8. 

Bhizopoda,  Difflngia, 

0 

0 

0 

0 

0 

0 

0 

0 

pr. 

0 

0 

1 

Inftisorla, . 

14 

53 

808 

18 

8 

5 

0 

81 

4 

8 

0 

881 

Chlamydomonaa,    . 
IMnobryoD, 
DlDObryoo  casea,    . 
Perldinlam,     . 

0 
0 

14 
pr. 

0 

7 

44 

2 

0 

0 

208 

pr. 

0 
0 
16 
3 

0 
0 
3 
0 

0 

1 

4 
0 

0 
0 
0 
0 

0 

0 

30 

1 

0 
0 
2 
2 

0 
0 
0 
3 

0 
0 
0 
0 

200 

0 
80 

1 

Vermee,     . 

0 

1 

1 

0 

0 

pr. 

0 

pr. 

8 

0 

0 

0 

Annrea,    . 
Polyarlhra,      . 

0 
0 

1 
0 

1 
0 

0 
0 

0 
0 

''6 

0 
0 

0 
pr. 

1 
1 

0 
0 

0 
0 

0 
0 

JiUcellaneotu,  ZoiJgloea, 

7 

8 

7 

14 

0 

16 

44 

2 

88 

18 

40 

10 

Total,     . 

115 

228 

009 

105 

31 

426 

65 

69 

407 

158 

78 

471 
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AMESBUST. 

Water  Supply  or  Amjesbubt. — Powow  Hill  Water  Company. 
Chemical  Examination  of  Water  froin  the  Works  of  the  Powow  HiU  Water  Company, 

[Parte  per  100,000.] 


^5 
I 


I   IMS. 
lOSeSjJaiie  17 

10M»|Jaiie  27 


AppsAuoros. 


y.aUght, 
clayey. 
None. 


V.eUght. 
None. 


I 


U 


0.80 
11.70 


Ammohia. 


.0000 
.0000 


.OOM 
.0004 


NlTBOOBM 


.1900 


.0006 
.0000 


.06fi6 
.02t7 


2.2 
4.4 


.0000 

.0000 


Odor,  none. The  Aret  sample  waa  oolletted  from  baain  No.  I,  which  le  rappUed  chiefly  through 

tabular  walla,  and  it  tha  coaroe  from  which  aamplea  haTe  been  collected  in  prevloas  yeara.    The  last 
lampla  waa  eoUectad  from  baain  No.  2,  a  sapplementary  baatn  near  No.  1. 

Microscopical  Examination. 

KowlOGM.    Infusoria,  i^(r<tfi»lttm,pr.;  TracAelomona*,  ^r. 
No.  106#0.    Vermes,  Anurea,  pr. ;  Botatorian  ova,  pr. 


Water 
.  Chemieal  Examination 


Supply  of  Andover. 

of  Water  from  Eaggetfs  Pond,  Andover. 

[Pftrts  per  100,000.] 


Appbabahob. 


«9S  Jan.  18 
MM8  Feb.  27 
10122  Mar.  16 
U8A2  Apr.18 
10406  May  17 
10122  Jane  15 
106M  jQ|yl2 
108©  Ang.l7 
11018;  Bept  18 
11190  Oct.  12 
11M5  NoT.ie 
I1480|Dee.l2 


I 


At.I 


V.sU^. 

V.  slight. 

None. 

SUght. 

Slight. 

Slight. 

V.sUght. 

V.  slight. 

V.sUght. 

None. 

Slight. 

V.sUght. 


i 

1 


SUght. 

V.sUght. 

None. 

SUght. 

SUght. 

SUght. 

V.sUght. 

V.sUght. 

V.sUght. 

V.sUght. 

SUght. 

SUght. 


o.o: 

0.10 
0.08 
0.10 
0.15 
0.20 
0.08 
0.08 
0.08 
0.05 
0.02 
0.10 


Rbsiditb  o« 

EVAPOKA- 
TIOH. 


0.00 


8.80 
8.80 
3.40 
3.15 
8.05 
3.86 
3.80 
3.55 
8.10 
3.00 
3.40 
3.16 


8.80 


A 


1.86 
0.90 
1.46 
1.25 
1.00 
1.40 
1.25 
1.00 
1.80 
1.66 
1.26 
0.06 


1.30 


Ammokia. 


.0006 
.0026 
.0066 
.0000 
,0000 
.0000 
.0002 
,0000 
,0000 
,0000 
.0000 
.0000 


.0018 


Albuminoid. 


.0226 
.0144 
.0160 
.0182 
.0154 
.0174 
.0162 
.0156 
.0142 
0154 
0120 
0102 


.0151 


00 


.0186 

.0120 
.0124 
.0112 
.0186 
.0140 
.0140 
.0124 
.0126 
.0140 
.0096 
.0004 


.0124 


.0000 
.0024 
.0026 
.0020 
.0018 
.0084 
.0022 
.0082 
.0016 
.0014 
.0024 
.0008 


.0027 


NlTBOOBB 


0090 

.0000 
0080 
0000 

.0090 
0080 
0000 
0000 
0030 
0000 

.0080 
0000 


,0020 


0002 

.0000 
.0001 
0000 
0001 
.0000 
.0000 
.0000 
.0000 
.0000 
.0000 
0000 


.0000 


.2620 
.1867 
.2020 
.8212 
.8883 
.3066 
.2691 
.2418 
,2875 
,8195 
,2600 


2762 


1.4 
1.6 
1.7 
1.1 
1.0 
1.1 
1.1 
1.0 
0.9 
1.1 
1.6 
1.1 

1.2 


Iron,  .0009.    Odor,  vegetable  or  none. Nos.  10043, 10122, 10262,  10522  and  11480  were  ooUeoted 

fmn  a  faoeet  in  the  pnmplng  station ;  the  remaining  samples,  directly  fk^m  the  pond. 

.,y,uzed  by  Google 
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ANDOVBB. 

Microscopical  Examination  of  Water  from  HaggetCs  Pond,  Andover, 

[Number  of  organlams  per  onblo  eentimeter.] 


IMS. 

Jan. 

Feb. 

Mar. 

Apr. 

M.. 

June. 

July. 

Aug. 

Sept 

Oct 

Not. 

Dec 

20 

28 

16 

10 

18 

16 

16 

10 

14 

18 

17 

U 

Number  of  sample, . 

9802 

10048 

10182 

10202 

10408 

10622 

10666' 

10863 

11018 

11100 

11345 

114W 

PLANTS. 

3 

178 

28 

126 

210 

872 

80 

35 

16 

3 

01 

•8 

AateriODella,     . 
Oyclotella..       .       . 
Meloslra,    .       .       . 
Navicula,  . 
Synedra,    . 
Tabellarla,         .       . 

0 

0 

0 

pr. 

2 

4 
166 
0 
0 
16 
2 

3 
24 
0 

\ 

0 

6 
44 

84 

106 
76 
10 

2 

8 

860 

0 

1 
1 
2 

0 

86 

0 

pr. 

0 

27 

6 
0 
0 
2 

0 

18 

1 
1 
1 

pr. 

2 
0 
0 

0 

10 

10 

26 

] 

4 
22 

s 

; 

0 

Cyanophyceas, 

0 

0 

0 

0 

3 

10 

17 

0 

0 

0 

0 

ADabflBua,  . 
Clathrooystia,    . 

0 
0 

0 
0 

0 
0 

0 

0 

2 

1 

10 
0 

6 
11 

0 
0 

0 
0 

0 
0 

0 
0 

Alfirae 

0 

0 

0 

0 

0 

0 

28 

6 

0 

2 

0 

Protococcus, 
Raphldlum, 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

24 

4 

6 
0 

0 
0 

•  I 

0 

0 

ANIMALS. 

Rhizopoda,  Baglypha, 

0 

0 

0 

0 

0 

0 

3 

0 

0 

0 

0 

Infusoria,   . 

0 

0 

0 

pr. 

1 

pr. 

4 

3 

pr. 

' 

e 

Dinobryon, 
Dlnobryon  eaaei, 
Peridlnlam, 

0 
0 
0 

0 

0 
0 
0 
0 

0 
0 
0 
0 

0 
0 

0 
0 

1 

0 

0 
0 

^'6 

8 

0 

1 
0 

0 
0 
2 

1 

0 
0 

pr. 

pr. 

pr.. 

0 
6 
0 
0 

MUcellaneouMt  ZobgloDa, . 

0 

7 

0 

0 

36 

24 

0 

2 

32 

so' 

1 

0 

Total, 

3 

186 

28 

181 

210 

412 

124 

87 

27 

36 

,44  1 

1 

9» 

Water  Supply  of  Arlington. 

The  advice  of  the  State  Board  of  Health  to  the  town  of  Arling- 
ton relative  to  obtaining  an  additional  water  supply  for  the  town 
and  improving  the  quality  of  the  present  supply  may  be  found  on 
pages  9-12  of  this  volume.  For  analyses  of  samples  of  water  from 
the  wells  mentioned  in  the  reply  to  the  town  see  the  twenty-fourth 
annual  report  for  1892,  pages  81-82.  Additional  analyses  of  water 
from  these  wells  were  made  in  1893,  and  are  given  in  this  report  on 
page  97. 
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ABIilNOTON. 

Chemical  Examination  of  Water  from  the  Brook  just  above  the  Storage  Reservoir 
of  the  Arlington  Water  Works. 

[Parts  per  100,000.] 


1 

1 

Appbababcb. 

1 

Rbiidub  ox 

EVAPORA- 
TIOK. 

Ammoxia. 

« 

KITBOOBK 
AS 

^ 

1 

«i 

1 

§1 

i 

Albuminoid.     | 

1 

z 

s 

1 

1 

X 

1 

9686 

IMS. 

Jan.  16 

V.Blight. 

Slight. 

0.20 

7.76 

1.96 

.0090 

.0136 

.0112 

.0024 

.71 

1.1000 

.0001 

( 
.2387 

3.4 

10S85 

May  12 

;V..llght. 

Slight. 

l.iol^  6.20 

2.46 

.0012 

.0208 

.0176  .0082 

.62 

'.0660 

I 

.0002 

L7628 

2.« 

10636 

July  10 

Slight. 

Slight. 

0.20 

6.60 

1.90 

.0016 

.0116 

.0102  .0014 

.64 

|.0800 

.0001 

.2628 

3.4 

11039 

Sept.l8|  Slight. 

V.Blight. 

0.18 

8.46 

8.06 

.0002 

.0086 

.0002.0024 

.78 

1.0760 

.0001 

.2662 

3.3. 

11306 

Not.  7    Slight. 

V.illght. 

0.95 

8.90 
7.02 

2.56 
2.29 

.0024 
.0044 

.0202 
.0166 

.0186.0016 
.O14l'-009fi 

.76 
68 

1.0680 
'.0722 

.0004 
.0002 

.8480 
.6107 

3.2 

At. 

0  ftti 

2.^ 

,1 

, 

1 

Iron,  .0149.    Odor,  Tegetable  or  none;  often  becomlDg  stronger  on  heating. Water  from  thia 

brook  is  drawn  into  the  fllter-gaUery  beside  the  reservoir  and  is  thence  anpplied  directly  to  the  town» 
making  It  unneoeasary  to  draw  water  from  the  reservoir  except  at  times  when  the  supply  from  the 
brook  and  filter-gallery  eombined  la  Insufficient  for  the  use  of  the  town. 

Microscopical  Examination, 

ATorage  number  of  organisms,  177.    The  greatest  number  in  any  sample  was  734  in  March,  consist- 
ing almost  entirely  of  OrenotArix  and  ZodgUxa. 


Chemical  Examination  of  Water  from  Tubular  Test  Wells  at  East  Lexington, 

[ParU  per  100,000.] 


a 

Appkabakcb. 

r 

c 

AUMOKIA.    ' 

NiTROOBK     1 

^ 

1      ' 

cS     t 

§ 

i 

a 

s 

as 

^3    • 
1 

1 

«i 

li 

ll 

r 

^      1 

i 

J 

C(5 

& 

g 

1 

a 

1 

IMS.   ! 

11498 

Dec  14 

None. 

None. 

0.08 

7.80 

.0076 

.0064 

.44 

.0080 

.0000 

.1660 

4.0 

.0270 

11623 

Dec.  19' 

Slight. 

Slight. 

0.12 

7.86 

.0092 

<0082 

.47 

.0090 

.0000 

.1689 

4.0 

.066^ 

11662 

Dec.  27, 

SUght. 

Cons. 

0.16; 

7.70 

.0106 

.0070 

.43 

1 

.0180 

.0007 

.2100 

4.6 

Odor  of  the  first  sample,  none;  of  the  second,  none,  becoming  faintly  vegetable  on  heating;  of  the- 

laat,  very  faintly  vegetable,  disappearing  on  heating. The  samples  were  collected  during  a  pumping 

test  from  the  same  tubular  wells  that  were  tested  last  year.  The  test  was  begun  on  December  1,  and 
pnmping  was  continued  at  an  aTerage  rate  of  384  gallons  per  minute  from  17  wells  until  after  the  second 
■ample  was  collected.  The  third  sample  waa  collected  while  pumping  from  13  wells  at  a  rate  of  287  gal- 
lona  per  minute. 

Microscopical  Examination,* 

No.  11408,  no  organisms.    No.  11623,  Fungi,  Ortnothriz^  60.   Klscellaneoua,  ZoSgleea,  80.    Total,  140. 
No.  11662,  Fungi,  OrenotArix,  64.    Kiacellaneous,  Zodglaa,  8.    Total,  72. 
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ASHBURKHAM. 
Chemical  Examination  of  Water  from  Upper  Naukeag  Pond^  Ashbumham. 

[ParU  per  100,000.] 


1 

BVAPOBA- 
TIOK. 

Ammohxa. 

.10 
.16 
.11 

.12 

NlTBOOB«| 

AS           1 

1 

^ 

«i 

1 

1 

1^ 

1 

AlboBinold. 

s 

! 

1 

2! 

1 

lll^ 

a 

10140 
10267 
10610 

189S. 

Xmr.ao 

Apr.  10 
Aug.l0 

Slight. 
SUght. 
Blight. 

Blight. 
SUght. 
V.  alight. 

O.Oft 
0.10 
0.08 

0.06 

1.46 
1.76 
1.80 

0.60 
0.76 
0.00 

.0018.0004 

.0012.0106 

1 

.0000|.0062 

.0010^  .MMU 

.0082 
.0088 
.0060 

.oon 

.0012 
.0018 
.0022 

.0017 

.0000 

.0080 
.0000 

.0010 

.0000 

.0000 
.0000 

.0000 

.1080 
.1M6 
.2172 

.1488 

0.0 
0.2 

Av. 

1.67 

0.76 

0.2 

1 

Iron,  .0020.    Odor,  BODe.-^Th«  samplea  were  coUeeted  from  the  pood  aboQt  foar  feet  heneeth 
the  aurface. 


Microscopical  Examination  of  Water  from  Upper  Naukeag  Pond,  AMmmham. 

[Namber  of  orgaoiama  per  oable  oeatimeter.] 


March. 


1S9S. 


April. 


Aacott 


Day  of  examlnatioD, . 
29^umber  of  aample,    . 

PLANTS. 
DiatomaoesB,      ... 

Aaterlonella,       .       •       .       , 

Cydotella 

Synedra, 

TabellarU 

•OyanophyoesB,  .      .      .      . 

Meriamopedla,    .       .       .       . 
Noatoc, 

Alfir», 

Coamarlum,         .       .       .       . 

Protoooooua 

Raphldlam, .       .       .       .       . 
Suarastmin,       .       .       .       . 

Funffi,  Glaacothrlx, 


21 
10140 


20 
10207 


17 
10610 


0 
0 


ss 

62 
0 
8 


20 
2 


108 

2 
26 
76 

2 


Digitized  by  VjOOQ IC 


No.  34.]     EXAMINATION  OF  WATER  SUPPLIES. 


99 


ASHBUBNHAM. 

Microscopical  ^Examination  of  Water  from  Upper  Naukeag  Pond,  Ashbumham.    ♦ 

—  Concluded. 

[17aiDb«r  of  orgaolama  p«r  oabU  eentimater.] 


IMS. 

March. 

April. 

Augiut 

ANIMALS. 

linfaBOrlih            t               .              t               »               r              r               r              r              .               . 

pr. 
0 

4 

7 

6 
0 
1 

0 

n 

DlDobryoo, 

Perldinlam 

0 
10 

1 

0 

0 

86 

86 

Total, 

4 

56 

tn 

Water  Supply  of  Attleborough. 

In  April,  1892,  the  town  of  Attleborough  introduced  water  from  a 
liew  source  and  abandoned  its  former  source  of  supply  near  the  Ten 
Mile  River,  in  the  thickly  settled  portion  of  the  village. 

The  new  source  of  supply  is  a  large  well  about  one  hundred  and 
fifty  feet  from  Seven  Mile  River,  just  above  Orr's  Pond,  —  a  mill 
pond  at  the  confluence  of  Seven  Mile  River  and  Four  Mile  Brook. 
The  well  is  thirty  feet  in  diameter  at  the  top  and  twenty-five  feet 
deep.  For  the  first  five  feet  the  material  removed  was  a  coarse 
compact  gravel  of  a  reddish  tint.  Beneath  this  was  a  stratum  from 
two  to  six  inches  in  thickness  consisting  of  particles  of  coarse  sand 
closely  cemented  together,  and  having  a  color  somewhat  resembling 
iron  rust.  Below  this  stratum  to  the  bottom  of  the  well,  twenty- 
five  feet  beneath  the  surface,  the  material  was  a  coarse  sandy  gravel 
in  which  no  quicksand  or  very  fine  sand  was  found,  and  no  stones 
of  a  greater  diameter  than  eight  inches.  At  the  bottom  of  the  well 
the  material  was  very  coarse. 

A  tubular  well  one  and  one-fourth  inches  in  diameter  was  driven 
to  a  farther  depth  of  twenty-five  feet  below  the  bottom  of  the  well, 
without  striking  rock. 

The  walls  of  the  well  are  of  stone  for  a  height  of  ten  feet  above 
the  bottom,  the  first  eight  feet  being  laid  without  mortar.  Above 
the  stone  work  the  walls  are  of  brick  masonry  sixteen  inches  in 
thickness  for  a  height  of  eight  feet  and  twelve  inches  in  thickness 
ibr  the  remaining  ten  feet,  bringing  the  top  of  the  wall  about  three 
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ATTJLEBOBOUGH. 

feet  above  the  surface  of  the  ground.  Light  is  excluded  from  the 
well  by  a  wooden  roof.  A  direct  connection  has  been  made  with 
Orr's  Pond  for  use  in  cases  of  emergency.  Water  is  pumped  from 
the  well  to  the  distributing  system  and  to  a  covered  iron  tank. 

During  construction  this  well  is  said  to  have  yielded  water  very 
freely. 


Chemical  Examination  of  Water  from  the  Well  of  the  AUlehorough  Water  Works^ 

[Parts  per  100,000.] 


Date  of 

Collection. 

Appbabakck. 

o| 

«  m 
a  > 

J._ 

4.00 

4.60 
4.10 
4.20 
4.35 

AMMOKIA.     I 

i 

I 

'     NiTBOGBir 

1          ^ 

1 

o 

1 

2 

1 

e 

1 

li 

N '  • 

1 

10266 

10386 
10811 
11347 
11473 

iA9a. 

April  17 

May   12 
Aug.  15 
Nov.  17 
Dec.   11 

V.  slight, 
milky. 
None. 
V.  slight. 
None. 
None. 

V.  slight. 

None, 
v.  slight. 
None. 
None. 

0.02 

0.03 
O.Ol 
0.02 
0.02 

1 

.0000    .0030  '; 
1            1 

.0000    .0004 
;.0000  1.0006 
1.0000  '.0000 

.0000    .0000 
1          i 

.35 

.32 
.81 
.43 
.40 

1.0180 

1.0280 
.0070 
1.0220 
1.0300 

.0000 

.0000 
.0000 
.0001 
.0000 

.0219 

.0210 
.0316 
.0390 
.0416 

1.9 

2.2 
1.8 
1.9 
8.2 

.0065 

.002S 
.OOflC^ 

.0140 
.0050 

Av. 

1 

0.02 

4.43  '   CMKi  i.nnnA  > 

.86 

!.0210 

.0000 

.0312 

2.0 

.006» 

1 

1 

1     '      1 

Odor,  none.  —  The  aamplea  were  collected  from  a  faucet  at  the  pumping  station,  while  pumptng. 
Microscopical  Examination. 


No  organisms. 


Water  Supply  of  Ayer. 

Chemical  Examination  of  Water  from  the  Ayer  Water  Works. 

[Parts  per  100,000.] 


§ 

Appkarakce.            i 

i 

AMMONIA. 

KlTKOOKK 

i 

1 

1 

1 

1 

1      ' 

1 

1 
1 

1 

i 

g 

1^ 

i 

oi 

I 

i 

s 

1 

i 

1 

1 

isoa. 

1 

1 
1 

10483 

June    6 

None. 

v.  slight.,  0.00 

6.30 

.0000 

.0008 

.36 

1.0600 

.0000 

.0647 

2.1 

.oooa 

10784 

Aug.  12 

V.  slight. 

Slight,      ;  0.03 

6.60 

.0004 

.0046 

.33 

<.0660 

.0002 

.0624 

2.3 

.0280 

earthy. 

1 
I 

1 

1 

Odor,  none. The  first  sample  was  collected  from  the  well  used  as  a  source  of  supply  for  the 

town ;  the  last  sample,  from  a  faucet  in  the  village,  and  may  have  consisted  wholly  or  in  part  of  water 
which  had  passed  through  the  open  distributing  reservoir. 


No.  10483. 
No.  10784. 


Microscopical  Examination. 

Miscellanoua,  Zodglaea,  6. 

DiatomacesB,  OycloUllat  4.    Algn,  8cen4de9mu$t  1.    Fungi,  CrtnothrtXt  8. 
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BIXMONT. 

Water  Supply  of  Belmont. 
(See  Watertoum,) 

Chemical  EzamiruUion  of  Waierfram  ClemcUis  Brook  in  Belmont, 

[Parts  par  100,000.] 


1 

.  RsaiDUB  oir ! 

EVAPOBA-    , 
TIO».          ! 

Ammokia. 

ii 

NmooBN 

e 

S 
s 

g 

1 

11 

Pi 

1 

Albamlnold.     i 

Nitrates. 
Nitrltea. 

SB     1        Q 

1 

1 

.0040 

1 

18M. 
16065  Mar.  7 

i 

V.aUght.  V.alighL 

1 

1.10 

1          1          1 
7.00  1  3.15 

.0112 

.0200 

.0250 

i 

.6S 

.0850.0003 

1.01M 

2.t 

Iron,  .0100.    Odor,  none ;  becoming  vegeUble  on  standing  or  beating. The  aample  was  oolleeted 

from  the  brook  at  the  point  where  it  flowa  from  a  email  mill  pond  known  aa  Kendall'a  pond.  The  brook 
forma  the  boaodmry  in  this  vidoltj  between  Belmont  and  Waltham  and  is  not  used  as  a  aonrce  of  water 
Appply. 

Microscopical  Examination. 

Diatomaoeas,  Meridion,  1;  yavicula^  1;  StriaUUa,  8.    Miscellaneona,  ZoSglctOt  3.    Total,  8. 


Water  Supply  or  Beverly. 
(See  Salem,) 


Blackstone. 

Chemical  Examination  of  Water  from  Emerson  and  Ironstone  Brooks  and  the 
,  Upper  Ironstone  Reservoir^  in  Uzbridge,  and  from  Angelica  Brook  in  Black- 
stone. 

[Parts  per  100,000.] 


1 

ArPBARAHCB. 

Kesiddk  ok 

EVAPORA- 
TIOK. 

AmcoKiA. 

! 

NITBOGBM  1 
AS           1 

i 

"5 

1 

1 

1 

j 

1 

ill 

i 

Albomlnold. 

t 
.  1 

1 

z   ' 

1 

e 

g 

o 

£ 

1 

j 

1'=' 

i 

1 

ISM. 

1 

11540 

Dec.  22 

;  None. 

V.alight. 

0.70 

3.00 

1.05  1 

.0000 

.0178 

.0160 

.0018 

.28 

.0060 

.0000 

.7728 

0.0- 

llMl 

Deo.  22 

1  V.alight. 

Cona. 

0.12 

3.55 

1.00 

.0004 

.0054 

.0036 

.0018 

.21 

.0050 

.0000 

.2852 

0.5 

115421  Dee.  22 

t  None. 

V.alight. 

0.00 

1  3.55 

1.55  , 

.0008 

.0154 

.0122 

.0082 

.25 

.0030 

.0000  1.7014   0.5 

11543  Dec.  22 

jsu^t. 

V.alight. 

..« 

1  2.40 

1 

1.00  1 

.0022 

.0200 

.0200 

.0060 

.28 

. 0070'. OOnn  .5628  0.« 

Odor  of  all  aamplea,  Tegetable. The  samplea  were  collected  as  followa:— No.  11,540,  from 

I  Brook  at  the  aaw  mill  dam  In  Uzbridge  about  half  a  mile  above  the  point  where  the  brook  la 
I  by  the  New  York  and  New  England  Railroad.  No.  11,541,  from  Angelica  Brook  Jaat  above  the 
point  where  It  is  croeeed  by  the  New  York  and  New  England  Railroad ;  this  brook  is  a  email  atream 
which  entera  the  Blaekatone  River  from  the  eoath  Jaat  below  the  village  of  MiUville  in  Blackstone.  No. 
I1«M2,  from  Ironatone  Brook  Just  above  the  point  where  it  enters  the  lower  Ironstone  Reservoir;  No. 
11«543  from  the  upper  Ironstone  Reservoir  In  the  vicinity  of  the  boundary  line  between  MassaohasetU 
md  Rhode  laland.  The  aamplea  were  collected  daring  an  Investigation  for  a  water  supply  for  the 
town  of  Blackstone. 

Microscopical  Examination. 

The  nnmber  of  organisms  per  cubic  centimeter  found  In  each  sample  was  as  follows:  No.  11,540, 
•M;  No.  11,641, 24;  No.  11,642,  21;  No.  11,543, 16. 
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BOSTON. 

Water  Supply  of  Boston. 

The  principal  change  in  the  conditions  affecting  the  character  of 
the  Boston  water  supply  during  1893,  is  the  filtration  of  the  water 
of  Pegan  Brook  through  carefully  prepared  filter-beds  of  large  area, 
before  it  is  discharged  into  Lake  Cochituate.  This  brook  drains  the 
central  portion  of  the  town  of  Natick,  which  has  no  sewerage  system* 

The  extension  and  increased  use  of  the  sewerage  systems  in 
Framingham,  Marlborough  and  Westboroughj  has  caused  a  still 
greater  proportion  of  the  sewage  of  these  towns  to  be  removed  from 
the  watershed  of  the  Sudbury  River  than  was  the  case  last  year. 

The  works  of  the  Jamaica  Pond  Aqueduct  Company  were  pur* 
chased  by  the  city  of  Boston  at  the  end  of  1892,  and  the  supply 
from  this  source  has  been  permanently  discontinued. 

Sudbury  Rfv^er  Supply. —  Chemical  Examination  of  Water  from  Cold  Spring- 
Brook,  at  Head  of  Reservoir  No,  4,  Ashland. 

[PMtt  p«r  100,000.] 


. 

Appbabavcb. 

Rbsidub  ok 

EVAPOBA- 

AXMOHIA. 

NITBOOKH 

AS 

1 

~ 

1 

TION. 

'} 

Albuminoid.     | 

i 
§ 

^ 

H 

1 

1 

1 

1 

1 

1 

ii 

1 

1 

s 

1 

0887 

160S. 

Jbd.   2 

DlBUnct, 

Slight. 

0.60 

2.00 

1.25 

.0006 

.0194 

.0164 

.0080 

.10 

.0030 

.0000 

.67S9 

o.a- 

mo 

Feb.   1 

1  vMSht- 

None. 

1.00 

5.05 

2.00 

.0020 

.0176 

.0152 

.0024 

.18 

.ooooi.oooo 

.88831.4 

100A4 

Mar.  1 

i  NoDe. 

v.  slight. 

1.26 

4.80 

2.25 

.0008 

.0208 

.0196 

.0012 

.26 

.0070.0000 

.0604  l.S 

10T90 

Apr.  3 

None. 

v.  slight. 

l.lOl 

8.20 

1.05 

.00021.0194 

.0176 

.0018 

.17  1 

.0080.0001 

.n74  1.4 

10389 

Mmj   I 

v.  slight. 

Slight. 

1.35 

3.65 

1.76 

1.00041.0220 

.0192 

.0028 

.24 

.0000.0000 

.01250.8 

10468 

JaiM  1 

iNone. 

v.  slight. 

1.80 

4.05 

2.46 

.0000.0288 

.0198 

.0040 

.26 

.0050.0001 

1.18601.8 

10587 

July  5 

Slight. 

Slight. 

1.20 

4.85 

2.45 

1.0000.0302 

.0214 

.0088 

.24 

.0000.0000 

.9480 

0.9 

10717 

Aug.  3 

V.eUght. 

v.  alight. 

0.55 

3.70 

1.20 

l.0000L0208 

.0180 

.0028 

.38 

.0080' .0001 

.6082 

10052 

Sept.  1 

v.  slight. 

v.  slight. 

2.00 

6.10 

3.45 

1.0000.0892 

.0818 

.0074 

.28 

.0000.0000 

1.5058 

11122 

Oct.    2 

v.  slight. 

None. 

0.86 
2.00 

4.80 

1.96 

;. 0000  .0190 

.0174 

.0016 

.20 

.0000 

.0000 

.0468 

11278 

Nov.  1 

v.  slight. 

SUght. 

7.00 

3.80 

.0028.0424 

.0376 

.0048 

.48 

1.0070 

.0002 

1.7040 

11434 

Deo.  4 

Slight, 

Cons. 

1.05 

4.50 

1.75 

.0086.0228 

.0202 

.0026 

.80 

1.0000 

.0002 

.9821 

clayey. 

7.W 

.0013  .0248 

.0212 

.0086 

.«. 

i 

.0081 

.0^1 

Av 

1.23 

4.52 

.0765 

l.S- 

i 



Average  of  Analyses  of  Previous  Years 

1889* 

2.24I 

.0026 

.0410 

.0386.0025 

.28 

.0066 

.0001 

. 

. 

_ 

1890 

_ 

. 

0.911 

4.40 

2.01 

.0011 

.0243 

.0210  .0088 

.24 

.0000 

.0001 

> 

1.5- 

_ 

1891 

. 

« 

1.80, 

4.87 

2.80 

.0009 

.0297 

.0262.0085 

.23 

1.0067 

.0001 

« 

l.Z^ 

_ 

1892     , 

_ 

_ 

1.44 

5.15 

2.57  |;.0008 

.0808 

.0266.0042 

.25 

1.0068 

.0001 

• 

l.S 

- 

1893    ' 

" 

"" 

,..| 

4.52 

2.16  |l.0013 

.0248 

.0212  .0036 

l"_ 

.0081 

.0001 

.9766 

1.8- 

*  June  to  December. 

Note  to  analyses  of  1898;  Iron,  .0139.    Odor,  distinctly  vegetable. The  samples  were  colleetedl 

from  the  brook  at  Its  entrance  Into  reservoir  No.  4. 


Microscopical  Examination. 
Average  number  of  organisms  In  1893, 63  i>er  cubic  centimeter. 
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SuDBumr  RiYEB  Suvfly.-^  Chemical  ExamincUian  of  Water 

No,  4^  Ashland. 

[Parts  per  100,000.] 


BOSTON. 

from   Reservoir 


96S8;  Jan. 
9960  Feb. 


Apfbaxakok. 


2  I SUghU 


100» 
10900 
10840 


10718 
10058 
11»8 
11274 
11486 


Iter. 

Apr. 
May 

Jvae 
Jaly 
Aug. 
Sept. 
Oct. 
Nov. 
Dm. 


V.sUght. 

V.aUght. 

V.aUght. 

V.sHgfat. 

V.sUgfat. 

BUght. 

SttghU 

SUghU 

DIallnet. 

SHght. 

BHshl, 
Clayey. 


Slight. 

V.tUght. 

V.aUf^t. 

V.tUght. 

Slight. 

V.alight. 

Blight. 

BMghU 

BUght. 

Obiu. 

SUght. 

Oona. 


0.45 
0.68 
0.90 
0.88 
1.00 
1.10 
0.90 
0.70 
0.55 
0.70 
0.45 
0.95 


KB8IDUK  0« 

£VAPORA- 

TIOH. 


o.n 


2.05 
4.15 
8.00 
8.05 
8.40 
8.15 
8.85 
8.15 
8.00 
8.86 
8.05 
4.55 


8.64 


1.10 
1.70 
2.00 
1.75 
1.86 
1.86 
1.66 
1.65 
1.85 
1.75 
1.26 
2.16 


1.68 


.0020 
.0086 
.0044 
.0012 
.0014 
.0000 
.0014 
.0002 
.0000 
.0000 
.0000 
.0090 


.0024 


Albamlnold. 


.0154 
.0276 
,0198 
.0178 
.0212 
.0158 
.0256 


0198 


.0218 
.0224 


.0120 
.0250 
.0180 
.0154 
.0188 
.0182 
.0228 


0188  .0164 


.0180 


0212  .0170 


.0158 
.0200 


,0206  .0178 


.0084 
.0026 
.0018 
.0024 
.0024 
.0026 
.0028 
.0024 
.0068 
.0042 
.0060 
.0024 


.0088 


,0000 
,0060 
0160 
0100 
.0000 
.0070 
.0000 
.0080 
.0080 


.0000 
,0060 


0048 


.0000 
.0001 
.0000 
.0000 
.0002 
.0001 
.0000 
.0001 
.0000 


0000.0000 


.0001 
.0001 


.0001 


,4626 
,7482 
,7992 
.7008 
.7117 
.8147 
.8068 
.6081 
.6162 
.4607 
.5400 
.8658 


6T73 


1.8 
1.8 
1.1 

0.9 
0.6 
0.8 
0.9 
0.8 
0.8 
0.9 
0.9 
1.4 

1.0 


Averages  of  Analyses  of  Previous  Yean 

. 

- 

1887* 

- 

- 

0.74 

8.71 

1.51 

.0005  .0246 

- 

- 

.26 

.0088 

- 

- 

- 

- 

1888 

- 

- 

0.72 

8.88 

1.70 

.0007.0277 

- 

- 

.22 

.0054 

.0001 

- 

- 

- 

1889 

- 

-         0.85 

8.48 

1.98 

.0016  .0251 

.0218  .0088 

.28 

.0068 

.0002 

- 

- 

- 

1890 

- 

-        |o.61 

8.67 

1.40 

.0008.0222 

.019l|.0081 

.24 

.0096 

.0001 

- 

1.7 

- 

1891 

- 

jO.68 

8.24 

1.66 

.0006  .0187 

.0156.. 0081 

1 

.20 

.0062 

.0001 

- 

0.9 

- 

1898 

- 

{0.64 

8.60 

1.62 

.0002.0200 

.0168'  .0032 

.28 

.0061 

.0001 

- 

1.1 

- 

1808 

- 

.     lo.n 

1 

8.64 

1.68 

.0024.0206 

.0173!. 0083 

1 

.23 

.0048 

.0001 

.6773 

1.0 

*  June  to  December. 

NoTs  to  analyeea  of  1898;  Iron,  .0118.    Odor  geDemlly  falotly  vegetable,  aometlmes  none ;  on  heating 
Um  odor  ia  generally  somewhat  stronger,  bat  rnrely  nnpleasant.    The  samples  were  collected  from  the 

rseerrolr  near  the  gate-honse  one  foot  beneath  the  nnrface. The  surface  of  the  water  In  this  reservoir 

'wam  from  18  to  21  feet  below  high  water  mark  in  January  and  daring  the  next  two  months  rose  praoti* 
•ally  to  Ugh  water  aMtfk,  at  which  point  It  remained  until  August.  On  September  first  the  water  had 
been  drawn  down  14  feet  below  high  water  mark  and  during  the  remainder  of  the  year  on  dates  when 
aamplee  of  water  were  oollected  for  analysis  the  reservoir  never  ooniMlned  more  than  9  feet  of  water 
•ad  at  the  first  of  December  was  empty.  For  monthly  record  of  height  of  water  in  this  reservoir  see- 
table  at  end  of  Boston  analyses. 
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BOSTON* 

Sudbury  Riveb  Supply. 


MiGToacopical  Examination  of  Water  from  Beservoir 
No.4,Ashland. 

[Number  of  organisms  i>6r  onbio  oenttmoter.] 




189S. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

Jons. 

Jnly. 

Ang. 

Sept. 

Oct 

Nor. 

Deo. 

Day  of  ezamlnadon, 

8 

2 

2 

4 

2 

2 

6 

4 

2 

8 

2 

e 

Number  of  sample,  . 

9888 

9960 

10066 

10900 

10840 

10464 

10588 

10718 

10958 

11128 

11274 

11436 

PLANTS. 

DlatomaoesB,     . 

81 

pr. 

pr. 

pr. 

IS 

8M 

141 

48 

40 

9 

480 

M 

Asterionella,       .       . 
Oyclotella,  . 
Diatoma,      . 
Fragllaria,   . 
BvDedra,      . 
l^bellaria,  . 

9 
11 

0 

0 
11 

0 

pr. 
0 

"'6 

0 

0 
0 
0 

0 

0 
0 
0 

2 
4 
0 
0 
7 
2 

2 
126 

0 
15 
180 

1 

0 
136 
0 
0 
2 
8 

0 
48 
0 
0 
0 
0 

0 
88 
0 
0 
2 
0 

0 
4 
0 
0 
5 
0 

0 
88 

240 
0 

160 
2 

0 

7 

S 

0 

25 

1 

AlfifflD 

8 

pr. 

0 

7 

6 

18 

1 

4 

ito 

170 

84 

0 

Chlorococcut,     . 
Protoooocus, 
Raphldlam, 
Scenedesmas,     . 
Btaarastrum, 
Zodspores,  . 

0 

pr. 

0 

0 

0 

0 

pr. 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
7 

0 
0 
0 
0 
0 
6 

0 
17 

0 
0 

1 

0 

0 
0 
0 
0 

1 

0 

1 
0 
0 
0 
2 
1 

0 

0 

120 

0 

6 
0 
0 
164 
0 
0 

4 
8 
22 
0 
0 
0 

0 

s 
s 

0 

Tunfiri.  Crenothrix, 

3 

0 

0 

0 

pr. 

0 

0 

0 

0 

8 

t 

0 

ANIMALS. 

Infusoria.     . 

1 

s 

0 

0 

1 

0 

pr. 

1 

0 

4 

t 

6 

Dlnobryon  cases, 
Mooas, 
Peridlolam, 
TracbeloraoDss, 

0 
0 

1 

pr. 

0 
0 

4 
I 

0 
0 

2 

0 
0 

0 

I 

0 
0 

0 
0 

0 
0 

] 

•  0 

0 
0 
0 
0 

0 

1 

3 
0 

2 

0 

0 

pr. 

0 
0 
0 
0 

Jii9cellanfOH9,  Zooglcea,  . 

86 

0 

♦  1 

o| 

♦  1 

7. 

8 

ol 

n 

260  ' 

84 

8 

Total, 


74 


7         25  I    849       145         58       186  |    451  |    562  |      44 


Sudbury  River  Supply.  —  CAcmico/  Examination  of  Water  from  Beservoir 
No,  4,  Ashland,  collected  near  the  bottom, 

[Parts  per  100,000.] 


1 

Appbaiuxob. 

Rrsidub  on 

EVAPOKA- 
TIOK. 

Ammovia. 

NlTBOOBll 

AS 

1 

1 

^ 

Albuminoid. 

1 

1 

Date  of  Co 

Tnrbldlty. 

1 

1 

1 

1 

i 

1 
1 

s 

at. 

CO 

S 

55 

i 

1 

189S. 

1 

1 

1 

10011 

Feb.  14    Blight. 

Slight. 

1.00  }  5.16 

2.15 

.0042 

.OZM  .01S0 

.0016 

.32 

.0180 

.0000 

.8285 

2.0 

10954 

Sept.  1  ,  V.  sHght. 

V.  slight. 

0.721  8.15  1  1.40 

.0006 

.01*8  .0134 

.0034 

.24 

.0070.0000 

1.6478 

0.9 

Iron,  .0130.    Odor,  vegetable,  becoming  disagreeable  on  heating. The  samples  were  collected 

from  the  reservoir  near  the  bottom.    On  the  dates  when  the  samples  were  coUeeted  the  reservoir  was 
only  about  half  fnll. 

Microscopical  Examination, 

No.  10.011.    Dtatomaoen,  Oyclotflla,  8;  Synedra^  2.    Mlsoellaneons,  Zooglaa,  28.    Total,  88. 

No.  10,954.  T>\aXom%Mm,<jycloUlla,Z2\8i/tiedra,hi  Tabellaria,2.  A\gm,  RapMdium,  S,  Fungi, 
Crtnothrlzt  7.  Rhlzopoda,  Actinophryt^  1.  Vermes,  Anurea,  1;  Polyarthra,  1.  Misoellaneooa, 
Zo9gUxatU.    Total,  81. 
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BOSTON. 

SuDBURT  RiYER  SuppLT.  —  Chemtcol  Examination  of  Water  from  Sudbury  River 
at  ike  Upper  End  of  Reservoir  No,  2,  Ashland. 

[ParU  per  100,000.] 


1 

1 
^     Appkaravcb.          I 

RsaiDUK  ov 
Etapoba- 

TION. 

Ammonia. 

, 

NiTBOGBN 
A« 

1 

f 

«2 

1 

m 

1* 

1 

s 

se 

1 

1 

\ 

/^ 

1 

IMS. 

9690jJui.   2 

1 

Decided. 

CODB. 

1.00 

6.20 

2.25 

.0008 

.0278 

.0180 

.0098 

.28 

.0070 

.0000 

.0490 

i.r 

«©61  Feb.   1 

iv.aUght. 

Cods. 

1.10 

5.45 

2.25 

.0064 

.0200 

.0166 

.0084 

.34 

.0100 

.0000 

.9271 

1.4 

100m|  tf  ftr.  1  1  SUght. 

Ck>na. 

1.20 

4.75 

2.05 

.0052 

.0214 

.0196 

.0018 

.82 

.0060 

.0000 

.9072 

1.6 

10901  j  Apr.  8  i  V.sUght. 

V.sUght. 

0.85 

8.15 

1.05 

.0000 

.0148 

.0116 

.0082 

.19 

.0000 

.0000 

.6789 

0.9 

lOMl  May    1  ^  BHght. 

SUght. 

1.28 

8.40 

1.55 

.0006 

.0196 

.0176 

.0020 

.26 

.0060 

.0001 

.8249 

0.8 

10465  June  1    SUght. 

SUght. 

1.50 

4.10 

2.10 

.0012 

.0258 

.0240 

.0018 

.28 

.0120 

.0002 

1.0612 

1.1 

10560  Joly  &  1  Slight. 

Slight. 

1.10 

4.60 

2.15 

.0042 

.0286 

.0286 

.0050 

.80 

.0000 

.0001 

.76361.4 

10710 

Aug.  8  1  SUght. 

SUght. 

0.05 

4.85 

1.05 

.0010 

.0228 

.0204 

.0024 

.87 

.0070 

.0001 

.56241.8 

1Q06& 

Sept.  1    Distinct. 

SUght. 

0.65 

8.65 

2.20 

.0018 

.0284 

.0102 

.0042 

.26 

.0000 

.0000 

.6794  !.(► 

U124 

Oct.    2 1  SUght. 

SUght. 

0.50 

5.25 

2.10 

.0012 

.0188 

.0162 

.0026 

.57 

.0200 

.0001 

I  .43892.1 

1127* 

Nov.  1    Slight. 

Slight. 

1.20 

1  5.10 

2.15 

.0000 

.0286 

.0254 

.0082 

.45 

.0030 

.0002 

1.00001.4 

11480 

Dec.  4    SUirht. 

;|     clayey. 

Oona. 

0.00 

5.80 

i 

2.50 

.0000 

.OOlM 

.0270 
0232 

.0232 
.0106 

.0088 
.0036 

.42 

.0080 
.0068 

.0003 
.0001 

1.01011.6^ 

1 

Av 

o.» 

4.57 

2.03 

.8219 

1  4 



1 

Averages  of  Analyses  of  Previous  Years, 


1887« 

1.13 

5.87 

1.81 

1.0021 

.0813     - 

- 

.39 

.0170'     - 

. 

. 

- 

1888    ;.       1        - 

1.19 

14.76 

2.07 

.0018 

.0293     - 

- 

.29  1 

.0108 

.0002 

- 

- 

- 

1889               -                 - 

1.25 

3.62 

1.38 

.0013 

.0294  .0267  .0027 

.30 

.0080.0002 

- 

- 

. 

1890     1         - 

0.82 

5.18 

2.09 

.0014 

.0256  .0220  .0036 

j          1 

.30 

.0186  .0001 

- 

1.7 

- 

1801 

- 

0.88 

J4.» 

1.81 

.0008 

.0274:. 0236  .0038 

.26 

.0112.0001 

- 

1.1 

- 

1802    ' 

- 

1.00 

4.71 

2.08 

.0006 

.0247'. 0214  .0033 

.28  j 

.0099 

.0001 

- 

1.3 

- 

1893    |l          - 

0.99 

I4.57 

2.03 

.0019 

.0232.0196.0036 

.84 

.0068 

.0001 

.8219 

1.4 

*  June  to  December. 

NOTX  to  analyses  of  1803,  Iron,  .0166.    Odor,  generally  vegetable,  occanlonaUy  mouldy  or  unpleasant^ 

beocMDlng  somewhat  stronger  on  heating. if  he  samples  were  coUected  from  the  river  near  the  old  dam 

at  the  upper  end  of  Reservoir  No.  2,  at  a  depth  of  one  foot  beneath  the  surface. 

Microscopical  Examination, 

Average  number  of  organisms  in  1898,  157  per  cubic  centimeter.  The  greatest  numbers  found 
were  738  In  Jannary*  consisting  chiefly  of  Zodgloea  and  Diatomaceie,  and  282  in  November,  chiefly 
Dlaiomacea. 
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BOSTON. 

Sudbury  River  Supply. - 


■  Chemical  Examination  of  Water  from  Reservoir 
No,  2,  Framingham. 

[ParU  per  100,000.] 


«840 
9962 
100«7 
10204 
10842 
10406 
10500 
10720 
10056 
11125 
11276 
11437 


At 


ims. 

Jan.   2 

Feb.  1 
Mar.  1 
Apr.  3 
May  1 
Jane  1 
July  5 
Aag.  3 
Sept.  1 
Oct.  2 
Nov.  1 
Dec.  4 


Appbaranob. 


0 


V.  alight. 

V.aUght. 

V.  alight. 

Slight. 

Clayey. 
Blight. 

DiaUnot. 

SUght. 

Decided. 

Diatlnot. 

Diatinct. 

Slight. 

Slight, 
clayey. 


Slight. 

V.  Blight. 

Cona. 

Cooa. 

SUght. 

CoDa., 

earthy. 
Slight. 

Ck>Q8. 

Slight. 
Cods. 
SUght. 
V.  Blight. 


1 

1.16 

1.00 

0.70 

1.25 

1.80 

1.16 

0.80 

0.70 

0.53 

0.00 

0.06 


0.08 


KUIDUK  OK 
EVAPORA- 


6.10 

5.75 
4.40 
8.20 
8.20 
8.55 
8.95 
4.25 
8.85 
8.75 
4.05 
5.80 


§1 


2.60 
2.00 
1.90 
1.15 

;1.45 

1.65 
1.00 
2.25 
1.80 
1.60 
1.35 
2.20 


Akhokia. 


4.28  1.86 


.0014 
.0046 
.0010 
.0004 
.0010 
.0004 
.0000 
.0000 
.0004 
.0000 
.0010 
.0012 


.0010 


Albomlnold. 


„l 


0234 
0212^ 
0212. 
.0146^ 

oios' 

0238! 
.0260 
.0270 
.0202 
.0186 
.0238 
.0234 


.0210 
.0188 


.0024 
.0024 


.0192  .0020 
.0128.0018 
.0178^.0020 


.0219 


.0198 
.0232 
.0228 
.0160 
.0150 
.0210 
.0206 


.0190 


.0040 
.0028 
.0042 
.0042 
.0086 
.0028 
.0028 


.0029 


31 


NITBOOBK 


?      I 

a 

III 
III 


I 
.0060  .0001 
0120  .0000  11. 
.0100  .0000  I 
.OI20I.OOO0J 
.0070. 0002  I 
.OIOOJ.OOOI  II 


.0080 


0000.0001 


.0000 
.0030 
.0080 


.0001 


.0000 
.0000 
.0008 


.0000.0008 


.0054.0001 


S067I1.8 
0188|l.7 
84061.6 

.58760.8 
7665j0.8 
,08870.8 
.7788JI.1 
.60941.3 
.68091.1 
.5Sls|l.l 
.70001.1 
.032l!l.« 


.8120:1.2 


Averages  of  Analyses  of  Previous  Years 

• 

. 

1887* 

1 

1         " 

- 

i.ooj 

4.94 

1.87 

.0016 

.0335 

- 

- 

1- 

j                   1 

.0048     - 

j 

- 

. 

1888 

1 

- 

1.08! 

4.63 

2.01 

.0005 

.0800 

- 

- 

|.30 

.0102.0001 

1          1 

1      - 

- 

- 

1889 

1 

1 

- 

1.04J 

3.42 

1.-26 

.0015 

.0296 

.0252 

.0044 

I.2S 

|. 0075  .0002 

I 

- 

- 

1890 

1 

- 

0.77 

4.58 

1.83 

.0010 

.0285 

.0191 

.0044 

i.M 

1.0128.0001 

1      - 

1.7 

- 

1891 

j 

0.72 

4.02  1  1.68 

.0004 

.0230 

.0194 

.0036 

'.24 

.0105.0001 

1          1 

1      . 

1.0 

1892 

1 

1         - 

- 

o.„ 

4.35  1  1.92 

.0004 

.0231 

.0192 

.0039 

.2» 

|. 0082  .0001 

1      . 

1.3 

- 

1893 

1         ■ 

- 

0.98 

4.28     1.86 

.0010 

.0219.0190' .0029 

|.31 

1.0054.0001 

1  .8120 

1.2 

*  June  to  December. 

Note  to  analyses  of  1898 ;  Iron,  .0139.    Odor,  generally  distinctly  vegeUble,  occaalonally  unpleaaant, 

becoming  somewhat  stronger  on  heating. The  aamplea  were  collected  from  the  reaenroir  near  the 

gate-house,  at  a  depth  of  eight  feet  beneath  the  surface.    For  monthly  record  of  height  of  water  in  thia 
reservoir  see  table  at  end  of  Boston  analyses. 
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BOSTON. 

ScDBURT  River  Svtfly,  — Microscopical  Examination  of  Water  from  Reser- 
voir No,  2,  Framingham, 

[Number  of  orgaolBms  per  cnbic  oeotimeter.] 


180S. 

Jan 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. 

Aug. 

Sept 

Oct. 

Not. 

Doc. 

Day  of  examination, 

8 

2 

8 

4 

2 

2 

6 

4 

2 

8 

2 

6 

Number  of  aample,   . 

0840 

9902 

10W7 

10204 

10342 

10466 

10590 

10720 

10956 

11126 

11276 

11487 

PLANTS. 

Diatomaceo, 

1 

4 

8 

9 

27S 

28 

81 

448 

82 

8 

121 

89 

Cyelotella,  .       .       . 
IHatoma,      . 
Melorira,     .        .        . 
Navicnla.     . 
Syaedra,      . 
Tabellaria,  .       .       . 

0 
0 
0 
0 

1 

0 

0 
0 
0 
0 

1 

8 

0 
0 
8 
0 

1 
0 
0 
8 
3 
2 

^'o 

9 

8 

262 

11 

16 

1 
4 
4 

80 
0 
0 
0 
1 
0 

860 
2 
17 
0 
60 
4 

80 
2 
0 
0 

^'6 

0 
0 
2 
2 

1 
0 

86 
44 

1 

0 

84 

6 

1 
0 
0 
4 
20 
4 

Gyanophyoe»,  . 

0 

0 

0 

0 

pr. 

0 

0 

48 

46 

8 

8 

0 

Anabnna,    . 
Anabaana  spores, 
Microcystis,        .       . 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

^'o 

pr. 

0 
0 
0 

0 
0 
0 

28 
0 
20 

25 
20 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

Alir» 

0 

0 

0 

0 

8 

2 

81 

296 

88 

111 

4 

8 

Cosmariam, 
01<xocystis,         .       . 
Protoooccos, 
Rapbidlnm, 
Bcenedesmns,      . 
Buurastmm, 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

0 
0 
2 
0 
0 
1 

0 
0 
2 
0 

pr. 

pr. 

0 
22 
6 
0 
2 
1 

1 
0 
284 
6 
2 
8 

0 
0 
25 
60 
0 
1 

85 
0 
0 
0 

76 
0 

0 
0 
8 
2 

0 
0 
0 
0 
0 
0 

Fanirlf  Crenothrlz, 

pr. 

pr. 

5 

2 

18 

pr. 

0 

64 

pr. 

0 

12 

8 

ANIMALS. 

Bllizopoda,  Actlno. 
phrys,       .       .       . 

0 

0 

0 

0 

pr. 

pr. 

0 

1 

0 

8 

0 

1 

Infusoria,    • 

pr. 

0 

0 

0 

1 

18 

1 

14 

0 

8 

8 

1 

Monas, 
Peridinlnm, 
VorUcella,   . 

0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

1 

0 
0 

18 
0 
0 

0 
0 

1 

0 
0 
14 

0 
0 
0 

1 

7 
0 

0 
0 

• 

0 

1 

0 

Vermes, 

0 

0 

0 

0 

0 

0 

0 

8 

pr. 

0 

3 

0 

Polyarthra, 
Rotatorian  OTa,  . 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

^'o 

I 

1 

2 

0 
0 

MUte«llan€ou9,  ZoSglosa,  . 

0 

t 

28 

88 

m 

22 

22 

160 

28 

224 

28 

40 

Total, 

1 

6 

86 

49 

441 

70 

186 

1,026 

191 

848 

168 

71 
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BOSTON. 

Sudbury  River  Supply.— CAcwico/  Examination  of  Water  from  Walker's  Brook 

Marlborough. 

[ParU  per  100,000.] 


"S 

Appeabakcb. 

Kksidck  on 

EVAPOBA- 
TIOM. 

AMMOirXA. 

^ 

NITBOOEV 

1 

f 

«i 

1 

1 

1^ 

1 

Albuminoid      | 

s 

S 

1 

1 

j 

i^ 

1 

0884 

IMS. 

Jan.   2 

Decided. 

Heavy, 

0.70 

9.80 

2.70 

.1280 

.0748 

.0274 

.0474 

1.60 

.1060 

.0060 

« 

8.9 

wee 

Feb.  0 

SUght. 

gray. 
Cods. 

0.60 

14.06 

8.40 

.0620 

.0216 

.0188 

.0028 

1.96 

.8000 

.0013 

.5087 

8.1 

10003 
10197 

Mar.  1 

Apr.  8 

Decided. 
Slight. 

Heavy, 

earthy. 
SUght. 

0.00 
0.70 

14.66 
11.66 

4.86 
2.90 

.0716 
.0318 

.0186 
.0200 

.0168 
.0182 

.0018 
.0018 

2.12 
1.60 

.1760 
.8000 

.0020 
.0016 

.6688 
|.6096 

6.0 
8.8 

10860 

l£ay   2 

Thick. 

Decided. 

0.70 

17.20 

4.90 

.0416 

.0444 

.0314 

.0180 

1.78 

.9000 

.00281. 0876|  4.1 

10476 
10007 

Jane  6 
July  6 

Slight. 
DUtlDCt. 

Cone., 

browD. 
SUght. 

0.60 
0.06 

18.66 
16.80 

4.86 
6.60 

.0044 
.0030 

.0180 
.0124 

.0166 
.0086 

.0024 
.0088 

2.08 
2.83 

.2000 
.2000 

.0016  |. 4576 
.0018!  .1971 

5.0 
5.8 

10788 
10064 

Aag.  7 
Sept.  6 

Slight. 
Slight. 

fibroas. 
Slight, 

brown. 
V.  Blight. 

0.18 
0.06 

1 16.00 
{14.90 

4.26 
3.70 

.0014 
.0000 

.0160 
.0128 

.0126 
.0100 

.0024 
.0028 

1.97 
1.78 

.2000 
.1600 

.0018;  .1702 
.0002. 1080 

6.8 

6.1 

11181 

Oct.    2 

V.eUght. 

0.10 

11.00 

8.20 

.0000 

.0144 

.0120 

.0024 

1.66 

.1000 

.0004^' .2079'  4.3 

11272 
11482 

Nov.  1 
Deo.  4 

milky. 
Decided. 

V.  alight. 
Com. 

0.42 
0.07 

18.10 
12.60 

4.20 
8.70 

.0042 
.0664 

.0184 
.0878 

.0267 

.0274 

.0160 
.0284 

.0180 

.0024 
.0094 

.0077 

.0048 

2.67 

.1440 
.1700 

.0020 
.0024 

.0020 

.0037 

1.4600  7.7 
.7006|  4.0 

At. 

1803... 

0.88 

14.06 

3.94 

.0837 
.0307 

1.9R;  .1878 
i 

.8927'  6.2 

1 

Av. 

1802... 

0  49 

16.84 

4.86 

.0226 

2.68 

.2976 

1 

-     l6.7 

1 

1 

Iron,  .0278.  Odor,  generally  distinctly  mouldy  or  mnsty,  ocoaslonaUy  offensive.  On  heating,  the 
odor  becomes  somewhat  stronger.— —The  samples  were  collected  firom  the  brook  at  the  first  road 
bridge  below  Maple  Street,  abont  a  mile  south  of  the  centre  of  the  city  of  Marlborough. 

This  series  of  analyses  is  being  made  in  order  to  determine  to  what  extent  the  pollution  of  the  brook 
win  be  diminished  by  the  introduction  of  a  sewerage  system  into  the  city  of  Marlborough.  The  syatem 
was  put  in  operation  in  the  latter  part  of  1891. 
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BOSTOX. 

Sudbury  River  Supplt.  —  Chemical  Examination  of  Water  from  Stony  Brooke 
at  Upper  End  of  Reservoir  No,  3,  Southborough, 

[Parte  per  100,000.] 


Date  of  Collection. 

Appiuiahob. 

Rbsidcb  cm 

EVAPOSA- 
TIOK. 

Ammonia. 

i 

NiTROOBH 
AS 

1 

1 

1 

s 

1 

1 

^ 

i! 

1 

Albuminoid.     | 

?5 

3 

1 

1 

1 

1 

1 

i 
1^ 

1 

1  1908.  ! 

«84l!jan.   21 

Deeided. 

Cons. 

0.90 

6.20 

2.40 

.0010 

.0344 

.0274 

.0070 

.40 

.0100 

.0003 

1.1023 

2.8 

•W3|Peb.  1, 

V.sUght. 

V.  slight. 

0.90 

7.15 

2.40 

.0116 

.0186 

.0162 

.0024 

.52 

.0850 

.0002 

.8080 

2.6 

10068  Mar.  l' 

V.  slight. 

V.  slight. 

1.20 

6.05 

2.50 

.0084 

.0228 

.0198 

.oa30 

.46 

.0300 

.0001 

.8928 

2.2 

10203'  Apr.  3 

Slight. 

Slight. 

1.00 

4.10 

1.35 

.0005 

.0220 

.0196 

.0024 

.24 

.0100 

.0002 

.7967 

0.9 

10&43  May   1 

V.  slight. 

Slight. 

1.30 

4.00 

2.20 

.0012 

.0206 

.0236 

.0060 

.39 

.0200 

.0002 

.9818 

1.4 

10467  June  1 1 
10501  Jaly  5 

DistiDct. 
V.  slight. 

Cons., 

earthy. 
V.  slight. 

1.70 
1.30 

5.20 
5.65 

2.70 
2.60 

.0018 

.oo;;4 

.0320 
.0356 

.0294 
.0334 

.0026 
.0022 

.34 
.33 

.0120 
.0070 

.0001 
.0000 

1.1362 
1.0191 

1.4 
1.8 

107S1  Aug.  8 

V.  slight. 

Slight. 

0.55 

6.70 

2.15 

.0016 

.0262 

.0210 

.0042 

.58 

.0030 

.0001 

.4440 

1.9 

10W7  8«pt.l 

V.  slight. 

V.  slight. 

0.60 

5.00 

2.20 

.0014 

.0256 

.0208 

.0048 

.51 

.0030 

.0001 

.6490 

2.1 

11126  Oct.   2 

V.  slight. 

Slight. 

0.38 

5.95 

1.70 

.0000 

.0208 

.0184 

.0024 

.71 

.0000 

.0000 

.3850 

2.2 

112T7  Nov.  1 

SUght. 

V.  slight 

0.95 

8.10 

2.70 

.0012 

.0368 

.0330 

.0038 

.89 

.0070 

.0004 

.9880 

2.8 

11438 

Dec.  4 

V.  slight. 

V.  slight. 

0.70 

7.40 

2.80 

.0008 

.0246 

.0224 

.0022 

.66 
.50 

.0160 
.0127 

.0003 
.0002 

.8073 

2.6 

Av. 

0.05 

6.08 

2.27 

.0027 

.0273 

.0237 

.0036 

.8264 

*?,0 

1 

Averages  of  Analyses  of  Previous  Years, 


• 

1887* 

- 

. 

0.97 

7.74 

2.86 

.0029 

.0866 

. 

- 

.74 

.0152 

. 

. 

. 

- 

1888 

- 

- 

1.16 

6.26 

2.17 

.0080 

.0812 

- 

- 

.61 

.0808 

.0004 

- 

- 

- 

1880 

- 

- 

1.11 

5.04 

1.76 

.0061 

.0808 

.0280 

.0028 

.50 

.0276 

.0006 

- 

- 

- 

1800 

- 

- 

0.72 

7.81 

2.12 

.0083 

.0267 

.0226 

.0082 

.66 

.0202 

.0008 

- 

2.4 

- 

1891 

- 

- 

0.86 

6.16 

2.24 

.0047 

.0291 

.0256 

.0085 

.60 

.0226 

.0008 

- 

2.0 

- 

1802 

- 

- 

0.96 

6.10 

2.86 

.0016 

.0201 

.0262 

.0080 

.40 

.0202 

.0002 

- 

1.0 

- 

1808 

- 

- 

0.96 

6.08 

2.27 

.0027 

.0278 

.0287 

.0086 

.60 

.0127 

.0002 

.8264 

2.0 

*  Jnne  to  December. 

NoTB  to  analyses  of  1806;  Iron,  .0172.    Odor,  generally  distinctly  vegetable,  frequently  mouldy  or 

unpleasant;  on  heating,  the  odor  is  stronger  and  frequently  grassy. The  samples  were  collected 

from  the  brook  about  60  feet  below  the  first  road  above  Reservoir  No.  8,  at  a  depth  of  one  foot  beneath 
the  surface. 

Microscopical  Examination, 

Average  number  of  organisms  In  1808, 128  per  cubic  centimeter.    In  September,  when  the  organisms 
•wn  most  abundant,  802  were  found,  nearly  all  of  which  were  Orenothrix, 
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BOSTON. 

SuDBURT  RivBR  SuppLT. —  Chemicol  Examination  of  Water  from  Reservoir 
No,  5,  Framingham, 

[ParU  p«r  100,000.] 


RaaiDUB  o« 

EVAPORA- 
T10». 

Ammomia. 

6 

.49 

MlTBOOBK  1 
AM 

1 
s 

1 

1 

H 

1 

1 

J 

§1 

1 

i 

Albuminoid. 

s 

1 

1 

1 

1^ 

1 

9M2 

tS9S. 

Jan.   2 

Slight. 

Blight. 

1.00 

6.40 

2.80 

.0024 

.0242 

.0220 

.0022 

.0060 

.0001! 

.9271 

2.J 

M64 

Feb.  1 

Slight. 

Slight. 

0.90 

6.16 

8.16 

.0084 

.0240 

.0192 

.0048 

.60 

.0200 

.0001 

1 

.8796'  2.2 

10000 

Mar.  1 

V.aUght. 

Cona. 

0.90 

4.20 

1.86 

.0132 

.0228 

.0204 

.0024 

.29 

.0200 

.0001 

.7920|  1.7 

10202 

Apr.  3 

Dlatinct, 

Cona. 

0.06 

8.96 

1.80 

.0066 

.0184 

.0140 

.0044 

.20 

.0280 

.0001 ' 

.6096:  1.4 

10M4 

May   1 

clayey. 
Blight. 

Slight. 

1.00 

4.00 

1.96 

.0008 

.0200 

.0168 

.0068 

.32 

.0900 

.0002 

1 
.7409   1.3 

1 

10408 

Jane  1 1 

DUtinot. 

Cona. 

1.20 

4.40 

1.90 

.0004 

.0266 

.0244 

.0022 

.30 

.0090 

.0002 

.9625j  1.4 

10602 

July  6 

DiBtiOOt. 

Slight. 

1.20 

6.00 

2.06 

.0000 

.0274 

.0246 

.0028 

.26 

.0060 

.00011 

.9243'  1.3 

10722 

Aug.  8 

Decided, 

Cona., 

0.85 

4.96 

2.40 

.0000 

.0284 

.0204 

.0080 

.36 

.0050 

.00001.0660  1.9 

10968 

etopt.  1 

green. 
Decided. 

brown. 
Slight. 

0.86 

4.26 

1.80 

.0000 

.0206 

.0214 

.0082 

.33 

.0000 

.0000  |. 7189   1.8 

11127 

Oct.   2 

Decided. 

Oona. 

0.70 

6.26 

2.76 

.0004 

.0346 

.0232 

.0114 

.37 

.0000 

.0000  ..6314.  1.6 
.0004   .7320   1.8 

11278 

Nov.  1 

Dlatlnot. 

Cona. 

0.90 

6.80 

2.26 

.0012 

.0308 

.0212 

.0096 

.49 

.0080 

11480 

Deo.  4 

Sliffht, 
Clayey. 

Slight. 

0.65 

6.80 

2.06 

.0014 

.0232 

.0202 

.0030 

.67 

.0050'. 0001  {.6435'  2.2 

.0028 

.0269 

.0207 

.0062 

.37 

1          |j 

Av. 

0.90 

4.97 

2.10 

.0100'. 0001  i'.7asi  i.T 

1 

1 

Average  of  Analyses  of  Previous  Years, 


1887* 

- 

- 

1 
0.91, 

6.48 

2.02 

1888 

- 

- 

0.98, 

4.98 

1.79 

1889 

- 

- 

0.841 

4.39 

1.60 

1890 

- 

- 

0.62' 

1 

6.40 

1.84 

1891 

- 

- 

0.60| 

4.75 

1.66 

1892 

- 

- 

O.72I 

5.17 

1.97 

1893 

- 

- 

..»; 

4.97 

2.10 

,0052 


.0073.03181 
.00381.0288 
.0042  .0306;  .0254 
.0020!. 0238  .0197!. 0041 
. 0032'. 0242L 0200  .0042 
.0024  .0254 '.0219  .0035 
.00281. 0259. 02071. 0052 


.01701  -  1  - 
.02181.00031!  - 
.0182.0008!  - 


.0229.0002 


.01901.0002   - 
.0211  .0001   - 


'  2.0 

!l.7 

1 1.8 


.0100  .0001   .7681    1.7 


*  June  to  December. 

KoTB  to  analyaea  of  1893;  Iron,  .0178.  Odor,  generally  diatinotly  vegetable.  On  heating  the  odor  la 
atronger  and  frequently  unpleaaant  or  diaagreeable.— —  The  aamplea  were  collected  from  the  reservoir 
near  the  gate-house  at  a  depth  of  eight  feet  beneath  the  surface.  For  monthly  record  of  height  of  water 
in  thia  reaervoir  see  table  at  end  of  Boston  analyses. 
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BOSTON* 

SuDBURT  River  Sjjfply,— 'Microscopical  Examination  of  Water  from  Reservoir 

No.  3y  Framingham, 

[Namber  of  organlsma  per  eoble  oentimetor.] 


I8M. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

Joly. 

Auf. 

Sept 

Oct 

Not. 

Dec 

D%j  of  •xamination. 

8 

2 

8 

4 

2 

2 

6 

4 

2 

8 

2 

0 

Number  of  sample,  . 

9842 

0984 

10089 

10202 

10844 

10468 

10592 

10722 

10958 

11127 

11278 

11489 

PLANTS. 

DiatomacecD,     . 

no 

pr. 

M 

18 

628 

V% 

61 

818 

87 

1,516 

957 

i\t 

Atterionella.       .       . 

aSSS^i!-:    :    : 

Frafilaria,  . 
MekMira,      .       .       . 

l&llaria,  .* 

86 
0 
0 
0 
I 
2 
M2 

0 
pr. 

0 
0 
0 

0 
0 
0 
2 
22 

1 
0 
0 
0 
2 
4 
6 

460 
1 
10 
10 
4 
116 
82 

60 
2 

4 

6 

28 

74 

104 

0 
48 
0 
0 

0 
2 

1 

0 
800 
3 
0 
8 
3 
9 

15 

1 
0 
0 
0 

1 

20 

672 
0 
0 
0 
0 
0 

844 

480 
44 

50 

0 

25 

280 

72 

100 
2 
0 
0 
18 

8a 

12 

Cyanophyoeo,  . 

0 

0 

0 

0 

0 

0 

17 

74 

50 

0 

4 

a 

Clathrooyatis,     . 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

17 
0 

52 
22 

0 
50 

0 
0 

0 

4 

a 

0 

Alg»,      .... 

3 

0 

0 

0 

103 

6 

71 

24 

1 

18 

87 

T 

Protoeoeeoa, 
Raphidlam, 
Seeoedeunas,     . 
Buaraatram, 
Staarogeoia, 

0 
0 

1 

2 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

1 
0 
0 
80 
22 
0 

0 
'    5 
0 
1 
0 
0 

0 
64 
0 
8 
0 
4 

5 
15 
2 
0 
2 
0 

0 
0 
0 
0 

1 

0 

17 
0 
0 
0 

1 
0 

1 
20 
8 
5 
0 
8 

0 
0 
0 

1 

0 

a 

Punsri*  Crenothrlx, 

0 

0 

0 

« 

.     ' 

0 

1 

0 

0 

0 

8 

a 

anim:al9. 

InfOsoria,     . 

1 

0 

6 

t 

8 

2 

2 

25 

1 

125 

109 

1 

Dioobryon, 
DiDobryon  eaaea, 
Monas, 
PerldlDlam, 
Synnra. 

Tracbelomonas,  . 
Vonloella,  . 

0 
0 
0 

1 

0 

0 
0 
0 
0 
0 
0 
0 

5 
0 
0 
0 
0 

1 

0 

0 
2 
0 
0 
0 

2 

3 
0 
0 
0 
0 
0 
0 

0 
0 

1 

0 
0 

1 

0 

0 
0 
2 
0 
0 
0 
0 

0 
0 
2 
0 
2 
4 
17 

0 
0 

0 

1 

0 

0 
0 
0 
124 
0 
1 
0 

0 
104 
0 
0 
0 
5 
0 

0 

1 

0 
0 
0 
0 
0 

Vermes,  Polyarthra,    . 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

7 

0 

MUceUaneou*^  Zodglcea,  . 

82 

0 

82 

64 

896 

44 

« 

820 

'     m|    432 

56 

6 

Total, 

716 

! 

pr. 

112 

81 

' 1,125 

330 

144 

1,261 

1    113  [  2,091 

1,173 

220 
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BOSTON. 

CocHiTUATE  Supply. - 


-  ChemiccU  Examination  of  Water  from  Lake  OochUuaU^ 
in  Wayland. 

[Parte  per  100,000.] 


Appkasavok. 

1  Rksiddb  ov 
Etapoiu- 

TIOK. 

Ammovia. 

i 

.44 

i        ^ 

1 

f 

«i 

1 

i     H 

i 

1 

Albuminoid.     | 

Nitrates. 
Nitrites. 

& 

1 

1 

.  1 

i 

0848 

180S. 

Jan.  2 

1 

1  DlaUuct. 

Cons. 

0.20 

4.96 

1.26 

1 
! 

i.0060 

.0144 

.0128 

.0016 

1 
|.0070 

ll          1 
.0002  L»30{  2.8 

0066 

Feb.  1 

1  Slight. 

V.  slight. 

0.20 

4.96 

1.46 

.0044 

.0178 

.0128 

.0060* 

.88 

.0100 

.0001  l.3728|  2.S 

10070 

Mar.  1 

iV.  slight.!  Slight. 

0.43 

6.20 

1.60 

.0012 

.0168 

.0182 

.0086^ 

.40 

,.0200 

.0001   .5076  2.8 

10206 

Aprs. 

'  Slight,      1  Slight. 
Slight.*^' Icons. 

0.20 

4.80 

1.40 

'.0016 

.0160 

.0146 

.0014 

.46 

.0050 

.0004  .3102  1.7 

10846 

Ifay  1 

0.20 

4.96 

1.86 

'.0014 

.0176.0162 

.0024 

.46 

.0180  .0002J'.88»'  1.7 

10469 

June  1 

Distinct.  1  Slight. 

0.30 

[..« 

1.85 

.0008 

.0166 

.0132 

.0024 

.46 

.0150.0002  .4762  1.7 

10698 

July  6 

DisUnct. 

Slight. 

0.15 

1  4.36 

1.80 

.0006 

.0200 

.0164 

.0036 

.46 

.0160.0004,  .4818^  1.8 

i          li 

10723 

Aug.  3 

Slight. 

V.  slight. 

0.15  1  4.40 

1.76 

.0004 

.0172 

.0142 

.0080 

.48 

.0070 

.OOOs'  3298|  1.7 

10069 

Sept.  1 

Slight. 

Slight, 

white. 
Slight. 

0.15 

4.20 

1.60 

.0000 

.0160 

.0122 

.0038 

.46 

.0060 

.0001, 
.0000, 

.3011 

2.1 

11128 

Oct.  2 

Distinct. 

0.18 

4.46 

1.46 

.0000 

.0194 

.0152 

.0042 

1 

.48 

1.0060 

.8234 

11279 

Nov.  1 

Slight. 

Slight. 

0.16 

4.90 

1.60 

.0000 

.0164 

.0122 

.0082 

.49 

.0060 

.0004. 

.3640 

1.9 

11440 

Deo.  4 

SUght. 

Cons. 

0.16 

4.60 

1.40 

.0020 
.0016 

.0160 
.0168 

.0138 
.0138 

.0022 
.0080 

.46 
.46 

.0060 
.0098 

.0006{ 

.0002 

.4017 
.8086 

2.2 

Av. 

0.21 

4.64 

1.68 

2.0 

Averages  of  Analyses 

of  Previous 

Years. 

- 

1887* 

- 

- 

0.21 

6.08 

1.88 

.0017 

.0186 

- 

- 

.44 

.0096J    - 

- 

. 

- 

1888 

- 

- 

0.19 

4.90 

1.24 

.0083 

.0217 

- 

- 

.43 

.0127' .0003 

- 

. 

- 

1880 

- 

- 

0.33 

6.08 

1.62 

.0026 

.0210 

.0177 

.0083 

.46 

.0208  .0003 

- 

- 

- 

1890 

- 

- 

0.21 

4.74 

1.08 

.0016 

.0184 

.0149 

.0035 

.40 

.0206.0003 

- 

2.4 

- 

1801 

- 

- 

0.24 

4.66 

1.44 

.0017 

.0182 

.0146 

.0087 

.42 

.0212.0002 

- 

1.8 

- 

1802 

- 

- 

0.16 

4.61 

1.36 

.0018 

.0168 

.0188 

.0086 

.48 

.OI62.OOO1I 

- 

2.0 

- 

1808 

- 

- 

0.21 

4.64 

1.68 

.0016 

.0168 

.0138 

.0030 

.46 

.0008.0002 

.8825 

2.0 

*  Jane  to  December. 

NoTS  to  analyses  of  1803;  Iron,  .0076.    Odor,  generally  vegetable,  frequently  unpleasant,  sooaetiffles 

none. The  samples  were  collected  in  the  gatehouse.    For  monthly  record  of  height  of  water  in  this 

lake,  see  Uble  at  end  of  Boston  analyses. 
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BOSTON. 

CocHTTUATE  SuppLT — MicTOScoptcol  Examination  of  Water  from  Lake  Cochii" 

uate^  in  Wayland, 
[Number  of  organisms  per  eubio  centimeter.] 


IMS. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

Jane. 

July. 

Aug. 

Sept 

Oct 

Nov. 

Dec 

Day  of  eiaminatlon» 

8 

2 

8 

4 

2 

2 

« 

4 

2 

8 

2 

6 

Komber  of  sample, 

9843 

0085 

10070 

10205 

10845 

10469 

10508 

10728 

10069 

11128 

11270 

11440 

PLANTS. 

I>iatomaceo,  . 

807 

50 

84 

181 

1,274 

1,427 

202 

0 

87 

44 

102 

048 

Cydoiella.        .       .       . 

Fragilarla. 

Melosira,  .... 

BtcpbanodiscuB, 

Bynedra,   .... 

Tabellaria,        .        .        . 

618 
92 
0 

180 
8 
0 
9 

17 
22 
0 
11 
0 
0 
0 

4 
11 
0 
18 
0 
1 
0 

82 
26 
0 
72 
0 
1 
pr. 

504 

74 

13 

404 

0 

08 

1 

670 
660 
0 
10 
0 
11 
276 

0 
0 
0 
0 
6 
0 
196 

0 
0 
0 
0 
0 
0 
0 

22 
1 
0 
0 
0 
9 
6 

24 

0 
16 

4 
0 
0 
0 

41 
17 
20 
18 
0 
0 
96 

172 

48 

0 

280 

7 

1 

440 

Cyanophyceea, 

108 

8 

0 

0 

0 

28 

28 

2 

21 

0 

80 

0 

Anabsna, . 

Clathrocystl 

Microcystis,     . 

106 

^'6 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

20 
3 
0 

21 
2 
0 

0 
0 
2 

3 
6 
12 

0 
0 
0 

22 

0 
0 
0 

AUr»> 

18 

0 

4 

0 

0 

28 

84 

24 

10 

52 

78 

80 

Chloroeoccns,  . 
Byalotbeca,      . 
Protococcns,    . 
Suurogenla,     . 

2 
12 

4 
0 

0 
0 
0 
0 

0 

4 
0 
0 

0 
0 
0 
0 

0 
0 
0 
0 

7 
0 
10 
0 

0 
0 
64 
0 

0 

0 

20 

4 

2 
0 
6 
2 

62 
0 
0 
0 

0 
0 
76 
0 

0 

0 

80 

0 

Punffl,  Crenothrlx,     . 

0 

0 

pr. 

1 

0 

0 

0 

0 

0 

8 

pr. 

1 

ANIMALS. 

2 

pr. 

1 

pr. 

1 

1 

1 

1 

pr. 

0 

1 

0 

Infosoria,  .... 

8 

8 

8 

pr. 

24 

86 

2 

0 

0 

2 

70 

8 

DiDobryoD, 
Dlnobryon  cases,  ' . 
Peridlniom,     .       .       . 
Synara,     .... 

Vortleella,        .       .       . 

0 
0 

1 

0 

s 

0 

0 
0 
2 
0 

4 
0 

0 
2 
0 
0 

1 
0 

0 
0 
0 
0 

6 
7 
4 
0 
2 
6 

42 

42 

0 

0 

I 
0 

0 
0 
0 
2 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

0 
0 
2 
0 
0 
0 

0 
70 

0 
0 

0 
6 
0 
0 
0 
0 

CruBtacea,  Cyclops, 

M 

M 

0 

0 

.02 

.02 

0 

0 

0 

0 

0 

0 

JtUeeUaneous, 

88 

t 

7 

188 

508 

.05 

7 

4 

24 

88 

0 

80 

Aeartna,    .... 
ZoSf  ]<ea,  .... 

0 
88 

0 
2 

0 

7 

0 
168 

0 
508 

.06 
0 

0 
7 

0 

4 

0 
24 

.02 
88 

0 
0 

0 
80 

Total,      .... 

1,024 

68 

40 

800 

1,807 

1,662 

290 

81 

92 

180 

800 

1.045 
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BOSTON. 

COCHITUATE  WOBKS.  —  CJiemicol  Examination  of  Water  from  a  Faucet  at  the 
Massachusetts  Institute  of  Technology ^  Boston, 

[Parte  per  100,000.] 


5 

Bbsidcs  on 

EVAPOIA- 
TIOK. 

AXMOMLL. 

6 
§ 
.46 

NlTBOOBV 

} 

1 

1 

\ 

1 

l' 

1 

AlbumtnokL     | 

S 

1; 

1 

.^ 

1 

s 

ii 

i 
1 

a 

0844 

IMS. 

Jan.   3 

Slight. 

Slight. 

1.10 

1 

5.90 

2.36 

.0020 

.0202 

.0160 

.0042 

.0120 

i 

.ooool 

.9700 

2.1 

0066 

Feb.  2 

V.ilight. 

V.iUght. 

0.90 

5.65 

2.20 

.0086 

.0204 

.0182 

.0022 

.45 

.0120 

1 
.0001 

.8687 

2.5 

KX>71 

Ifar.  2 

V.tlight. 

Slight. 

0.65 

4.85 

1.90 

.0022 

.0156 

.0140  .0016 

1 

.42 

.0250 

.0001 

.6480 

10207 

Apr.  4 

Slight. 

Slight. 

0.50 

4.35 

1.40 

.0014 

.0122 

.0106  .0016 

.29 

.0800 

.0001) 

.4708 

10346 

May   11 

Slight. 

Slight. 

0.50 

4.20 

1.90 

.0004 

.0164 

.0122.0042 

1 

.34 

.0250 

.0002' 

1 

.6402 

10470 

JUDd  2 

Slight. 

Slight. 

0.60 

4.50 

1.60 

.0000 

.0140 

.0106  .0084 

.86 

.0180 

.0000| 

.5175 

10504 

July  6 

Slight. 

Slight. 

0.60 

4.05 

1.85 

.0014 

.0210 

.0186  .0024 

.32 

.0180 

.0000! 

.5475 

10724 

Aug.  3 

Slight. 

SUght. 

0.52 

4.45 

2.25 

.0002 

.0202.0168'. 0034 

.38 

.0100 

.0001! 

.4609 

10060 

Sept.  2 

Slight. 

SUght. 

0.55 

4.00 

1.75 

.0000 

.  0150.. 0180|. 0020 

.84 

.0070 

.ooooj 
.ooooj 

.5609 

11120 

Oct.   2 

Slight. 

Cone. 

0.42 

8.05 

1.50 

.0000 

.0192.0156.0036 

.35 

.0050 

.4466 

11280 

Nov.  1 

SUght. 

SUght. 

0.40 

8.05 

1.50 

.0000 

.0164.0142.0022 

.41 

.0030 

.0004, 

.5880 

11441 

Dee.  4 

V.ilight. 

V.iUght. 

0.55 

4.65 

1.90 

.0004 

.0174.0162.0012 

1          i 

1.44 

1 

.0060.0000 

1          \ 

.5421 

Av. 

1 

0.61 

4.54 

..u 

.0010 

1          1 
.0174.0147.0027 

.38 

.0148.0001, 

'          1 

.5976 

1.8 

Averages  of  Analyses  of  Previous  Years, 

- 

1887* 

- 

. 

0.35 

4.89 

1.87 

.0002.0225 

- 

.41 

1          1 
.0094!    .    1 

- 

- 

- 

1888 

- 

- 

0.38' 

4.94 

1.53 

.0012.0215 

- 

- 

.40 

.0183|.0002 

- 

- 

- 

1889 

- 

- 

0.511 

4.71 

1.43 

.0005'. 0199 

.0176 

.0023 

.42 

.0272 

.0002' 

.0001] 

. 

- 

- 

1800 

1 

- 

0.35 

4.70 

1.26 

.0003 

.0109 

.0148 

.0021 

|.42 

.0241 

- 

2.2 

- 

1801 

- 

0.37! 

4.39 

1.63 

.0005  .0161 

.0136 

.0025 

.37 

.0227 

.0001' 

- 

1.7 

- 

1802 

- 

- 

0.37| 

4.70 

1.67 

.0007.0168 

.0138 

.0030 

■" 

.0210 

.0001 

" 

1.0 

- 

1803 

- 

- 

0.6l| 

4.54 

1.84 

.0010.0174 

.0147 

.0027 

!•- 

.0143 

.0001 

! 

.5976 

1.8 

*  June  to  December. 

NoTB  to  analyses  of  1893 ;  Iron,  .0121.  Odor,  faintly  vegetable,  sometimes  none.  The  odor  becomes 
somewhat  stronger  on  heating  and  occasionally  unpleasant. 

The  table  of  averages  shows  that  the  water  supplied  to  the  city  In  1893  had  a  higher  color  than  in 
previous  years,  a  result  which  Is  due  to  a  comblnaUon  of  several  circumstances. 

The  color  of  the  water  of  streams  varies  from  year  to  year  and  during  1893  was  above  the  average. 
It  Is  also  the  case  that  at  the  end  of  1892  the  reservoirs  were  filled  with  an  unusually  dark  colored  water, 
owing  to  heavy  rains  In  November. 

The  water  of  Sudbury  River  has  a  higher  color  than  that  of  Lake  Coohituate,  and  the  increasing 
consumption  of  water,  which  requires  a  larger  proportion  to  be  furnished  from  the  river  each  year,  tends 
to  increase  the  color  of  the  water  suppUed  to  the  city. 

There  is  still  another  cause  for  the  darker  color  of  the  water  in  1893,  namely,  that  all  the  water 
supplied  to  Chestnut  Hill  Reservoir  from  Dec.  10,  1892,  to  Jan.  10,  1898,  came  from  Sudbhry  Rtver, 
owing  to  the  temporary  disuse  of  the  Cochituate  aqueduct  while  a  sewer  was  being  oonstruoted  beneath 
it  in  Newton. 
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BOSTON", 

CocHiTUATE  Works. — Microscopical  Examinaiion  of  Water  from  a  Faiicet  at 
the  MdssachuaeUa  Institute  of  Technology^  Boston, 

[Number  of  organlsma  per  enble  eentlmeter.] 


1S9S. 

Jtn. 

Feb. 

Mmt, 

Apr. 

May. 

Jane. 

Jaly. 

Aug. 

Sept. 

Oct 

Nov. 

Dec. 

Day  of  ezAmlnatlon, 

8 

2 

3 

4 

2 

2 

6 

4 

6 

8 

2 

6 

Nnmbor  of  Mmple,   . 

0S44 

0006 

10071 

10207 

10846 

10470 

10604 

10724 

10060 

11120 

11280 

11441 

PLANTS. 

Diatomaoen,     . 

m 

11 

10 

18 

489 

80 

168 

237 

140 

too 

847 

117 

AetertooelU, 
Cyelotella,  . 
FiagUarU,   .       .       . 
Meloeira,      .       .        . 
Sjnedra, 
TabeUarla,  . 

44 

"6 

4 

0 

178 

4 
7 
0 
0 

8 

1 
0 
4 
1 
2 

4 
2 
0 
0 
2 
4 

246 

0 

0 

00 

68 

82 

22 
16 
23 
2 
2 
16 

0 
26 
0 
0 
0 
182 

0 
4 
0 

0 

1 

232 

8 
4 
0 
0 
0 
128 

36 
0 
16 
10 
0 
148 

60 
16 
6 
6 
0 
260 

36 
7 
0 
0 
2 

72 

Cyanophyceeo,  . 

0 

0 

0 

0 

0 

0 

1 

7 

1 

6 

16 

0 

CUUiroeyetie,      . 
Mlerocystis, 

0 
0 

0 

0 

0 
0 

0 
0 

0 
0 

0 
0 

1 
0 

6 
1 

0 
1 

0 
0 

8 
12 

0 
0 

AlffflD.       .... 

0 

0 

pr. 

0 

1 

10 

0 

8 

26 

7 

8 

0 

Cbloroeoecnt,     . 
Protoeoccne, 
Raphldiam, 
SceoedeemoB, 

0 
0 
0 
0 

0 
0 
0 
0 

0 

0 

0 

pr. 

0 
0 
0 
0 

1 
0 
0 
0 

pr. 

10 

0 

pr. 

0 
0 
0 
0 

0 
6 
0 
0 

6 

5 

16 

0 

0 
0 
0 

7 

0 
6 
4 
0 

0 
0 
0 
0 

ANIMALS. 

Rhizopoda,  Difflagla, . 

0 

0 

0 

0 

0 

0 

0 

0 

0 

t 

0 

0 

InftiBorla,     . 

pr. 

8 

« 

0 

1 

0 

0 

0 

5 

0 

0 

0 

DloobrroD  CMee, 
PeridlDltim, 
TracbelomoDM, . 

0 

^'6 

0 

8 

pr. 

1 
0 
1 

0 
0 
0 

0 
pr. 

0 
0 
0 

0 
0 
0 

0 
0 
0 

4 
0 

1 

0 
6 
1 

0 
0 
0 

0 
0 
0 

MUceUaneou9,  Zo^gloea, . 

4 

0 

80 

' 

20 

16 

12 

!  .. 

28 

84 

5 

11 

Total, 

280 

10 

<      42 

21 

467 

1    106 

171 

285 

200 

307 

376 

128 
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BOSTON. 

Mystic  Supply.  —  Chemical  Examination  of  Water  from  Mystic  Lake. 

[Parts  per  100,000.] 


0847 
0971 

looei 

10198 
10347 


a 

Q 


1S9S. 

Jan.   4 


Appbabahcb. 


t 


Feb.   0 

Mar.  11 

I 

Apr.  3  I 

May   2' 

10476,  June  5 

10586jJaly  5 

10781  Aug.  4  iDliUoct. 


Blight, 

brown. 
V.  •light. 


Slight. 

Distinct, 
clayey. 

Distinct, 
brown. 

Distinct, 
green. 

Distinct. 


10944 
11121 
11282 
11481 


Av. 


Sept.  1  Distinct. 
Oct  1  V.sUght. 
Not.  1  jDUtinct. 
Deo.  4  iiy. slight. 


il 


Slight, 

brown. 
Slight. 

Slight. 

Slight. 

Cons., 

brown. 
Slight. 

green. 
Cons., 

green. 
Cons. 

Slight. 

Slight, 

green. 
Slight. 

V.  slight. 


0.04 
0.08 
0.10 
0.20 
0.08j 
0.20 
0.05 
0.10 
0.12 
0.10 
0.06 
0.03 


Rksiddb  ox 

EVAPOBA- 
TIOH. 


0.10 


13.80 
14.50 
12.50 
8.30 
11.05 
10.10 
11.75 
12.50 
12.00 
15.50 
14.75 
14.05 


12.02 


1.85 
2.00 
2.80 


.0456 
.0520 
.0352 


1.30  ;|.O480 
2.15  l|.0480 
.0146 


2.35 
2.50 
2.25 
1.60 


.0020 
.0008 
.0004 


2.60  .0006 


2.40 
2.55 


I 


2.17 


0196 
.0274 


,0240 


Album  Inoid. 


0180 
0284 
0222 
0252 
0176 
0222 
0190 
,0294 
.0216 
.0196 
.0210 
.0182 


.0215 


.1 

5& 


.0152 
0206 
0188 
.0206 
.0102 
.0176 
0140 
.0168 
.0142 
.0146 
.0144 
.0136 


.0159 


.0028 

.0028 

.0034 

.0046 

.0074 

00461 

.005o' 

I 

.0126, 

.0074|  2.681 

.0050jl3.19 

.0066  |3. 12 

.004612.77 

.005612.49 


I 
~l 

2.80 

2.90, 

2.20 

1.80 

1.98{ 

1.92; 

2.36' 

2.66, 


Niraoosir 


l! 


"2 


.07001. 0012' 

.0800.0002 

I 

.0900' 4)005 

.0600.0006| 

.0350.0005 

.0900'. 0010  1. 8525 

.075o|. 0020  .2449 

.0200.0001 1.2627 


.20441 

.2066 

.2866 

I 

.4015 


.0800 
.0300 
.0400 
.0800 


.0001)  .2449 
0006''.2156 
,0016 


.0005  |. 20671 


5.S 
6.4 
4.6 
2.0 
3.8 
3.4 
3.6 
4.8 
4.2 
4.9 
6.0 
5.8 


.!i- 


.0007 


.2656   4.4 


Averages  of  Analyses  of  Previous  Years, 


. 

1887* 

- 

. 

0.28 

10.82 

1.62 

.0114 

.0266 

. 

. 

2.06 

.0868 

. 

1 

. 

- 

1888 

- 

- 

0.21 

10.12 

1.76 

i.0244 

.0267 

- 

- 

1.94 

.0483 

.0016 

1 

1  - 

• 

- 

1889 

• 

• 

0.26 

9.02 

1.97 

.0211 

.0278 

.0109 

.0069 

1.67 

.0686 

.0012 

1  - 

- 

- 

1890 

• 

- 

0.13 

10.65 

1.78 

.0197 

.0228 

.0188 

.0040 

1.67 

.0796 

.0008 

1 

8.T 

- 

1891 

- 

- 

0.13 

9.60 

1.81 

.0186 

.0242 

.0187 

.0055 

1.68 

.0731 

.0012 

- 

8.5 

- 

1892 

- 

- 

0.07 

11.52 

2.00 

.0185 

.0206 

.0168 

.0063 

2.22 

.0098 

.0007 

- 

i.l 

- 

1808 

- 

- 

0.10 

12.62 

2.17 

1.0240 

1 

.0216 

.0159 

.0066 

2.49 

.0688 

.0007 

4.4 

*  Jane  to  Deoember. 

None  to  analyses  of  1893;  Iron,  .0040.    Odor,  generally  vegetable  and  mooldy  or  disagreeable. 

The'samples  were  ooUected  from  the  lake  near  the  gate-honse.    For  monthly  reoord  of  height  of  watar 
in  this  lake,  see  table  at  end  of  Boston  analyses. 
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BOSTON* 

Mystic  Supply. — Mxcroscopical  Examination  of  Water  from  Mystic  Lake. 

[Number  of  organisma  per  onbic  oentimeter.] 


18M. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

Jaly. 

Aug. 

Sept 

Oct 

Nov. 

Dec. 

Day  of  czamlnatioDf  • 

5 

7 

2 

4 

2 

6 

5 

6 

8 

2 

3 

4 

Number  of  sample,   . 

9847 

99n 

10061 

10198 

10847 

10476 

10586 

10781 

10044 

11121 

11282 

11431 

PLANTS. 

DiatoxnaoeeD,     . 

946 

18 

18 

8 

m 

8,872 

6,847 

1,064 

871 

469 

7,841 

2,406 

AeterioneUa,       .       . 
I>laioma,     .        .       . 
FragUaria,  . 
MeMia,     .        .       . 
NaTienla,     . 

l^bellaria,  !       \       \ 

98 
102 

06 
0 
8 

78 
0 

8 
0 
0 
0 
0 
12 
0 

11 
0 
8 
0 
1 
4 
0 

^'6 

0 

1 

0 
2 
0 

25 
0 

47 

22 

0 

402 

28 

0 
0 
92 
0 
0 
8,880 
0 

0 
7 
160 
0 
0 
5,480 
0 

0 
0 

164 
0 
0 

900 
0 

0 
0 
9 
0 
0 
960 
2 

0 

0 

464 

8 

1 

81 

0 

1 

0 

640 

0 

7,20? 

0 
0 
6 
0 
0 
2.400 
0 

AlfifW.      .... 

1M 

2 

t 

0 

26 

187 

188 

1,487 

187 

264 

880 

164 

Coemarlam,        •       . 
Pedlaatmm, 

Baphidinm,                 • 

Staaraatmm, 

5 
0 
0 
5 
114 
pr. 

1 
0 
0 
0 

1 

0 

0 
0 

2 
0 

0 
0 
0 
0 
0 
0 

0 
0 
36 
0 
0 
0 

0 
5 

0 
1 
0 
0 
180 
2 

82 

8 

44 

'4 

2 
7 
0 
0 
128 
0 

0 

0 

264 

0 

28 
2 

820 
0 

680 
0 

4 
0 
» 
2 
148 
1 

Fanflrl»  OrenoUirlx, 

1 

0 

pr. 

0 

pr. 

0 

0 

0 

0 

0 

20 

40 

ANIMALS. 

Bhizopodc^  Difflagia, . 

0 

0 

0 

0 

8 

0 

0 

0 

0 

0 

0 

(^ 

Inftisorla,  Peridiolam, 

pr. 

0 

pr. 

0 

0 

0 

272 

2.100 

0 

228 

15 

0 

Vermes 

0 

0 

0 

0 

1 

0 

1 

8 

1 

0 

0 

0 

Annrea, 
Mozioeerca» . 
Polyarthra, . 

0 

0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 

1 

0 

0 
0 
0 

0 

1 

0 

1 

0 
2 

1 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

MUcellaneouM,  Zodglosa, . 

280 

0 

244 

160 

5 

88 

8 

8 

760 

36 

76 

8 

Total,  .... 

750 

20 

265 

163 

569 

4,206 

6,106  ;  4,667 

1,869 

1,027 

8.882 

2,618 
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BOSTON. 

Mystic  Supply. —  Chemical  Examination  of  Water  from  Mystic  Lake^  at  Various 

Depths, 

[Parts  per  100,000.] 


^ 

Appbaramob. 

RaSIDUB  ov 

EVAPORA- 

TIOK. 

AmoviA. 

i 

1 

s 

2.26 
3.20 
3.44 
3.40 

NzTiooBy 

AS 

o 

f 

u 

1 

i 

1 
P 

1 

Albuminoid.     | 

9i 

i 

£ 

1 

1 

s! 

oo 

s: 

10006 
10006 
10007 
10008 

189S. 

Mar.  8 

Mar.  8 
Mar.  8 
Mar.  8 

Distinct, 
mUky. 
Slight. 

Slight. 

Dlstioet, 
mUky. 

V.  Blight. 

V.  Slight. 
Slight. 
V.  slight. 

0.80 
0.04 
0.07 
0.70 

11.05 
16.80 
16.05 
17.80 

2.25 
2.80 
2.80 

.0800 
.0160 
.1120 
.3840 

.0218 
.0186 
.0130 
.0864 

.0192 
.0118 
.0118 
.0214 

.0026 
.0018 
.0012 
.0160 

.0600 
.0660 
.0600 
.0070 

.0006 
.0001 
.0003 
.0000 

.8884 
.1872 
.1648 
.8168 

4.7 
5.0 
6.1 
7.9 

Iron,  in  the  first  sample,  .0080;  in  the  second,  none;  in  the  third,  .0020;  in  the  last,  .0770. 

Odor  of  the  first  sample,  faintly  disagreeable,  beooming  stronger  on  heating;  of  the  next  two 

samples,  very  faint  or  none;  of  the  last  sample,  offensive. The  first  sample  was  ooUected  at  the  ear* 

face,  and  the  others  In  order  at  depths  of  20, 64  and  74  feet  respectively  beneath  the  surface. 


Mystic  Supply. — Microscopical  Examination  of  Water  from  Mystic  Lake^  at 

Various  Depths. 

[Number  of  organisms  per  cnbio  centimeter.] 


IMS. 

March. 

March. 

March. 

March. 

Day  of  examination, 

Camber  of  sample, 

9 
10096 

0 
10096 

9 
10097 

0 
10096 

PLANTS. 

Diatomaceao, 

Asterlonella,     .       . 

Diatoma, 

Fragilaria 

Navicnla, 

Synedra,    ......... 

0 

0 
0 
0 
0 
0 

0 

0 
0 
0 

52 

88 
0 
0 

^/4 

0 

0 
0 
0 

72 

60 

4 
1 
2 
6 

pr. 
0 

^'6 

88 

92 
2 
0 

1 
8 

AlgBdt 

7 

ProtococcQs, 

Scenedesmas 

Ulothrix, 

4 

2 

i 

MUcellaneoutt  ZoSglooa, 

158 

176 

820 

2,028 

Total, 

158 

228 

892 

8,18S 
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BOSTON. 

Mystic   Supply. —  ChemiccU  Examination  of  Water  from  a  Faucet  in  Everett 
supplied  from  the  Mystic  Works, 

[ParU  per  100,000.] 


1 

1 

AlTBABAVCX. 

RB8IDUB  OM 

EVAPORA- 

WOH. 

AMMOnA. 

1 

NlTKOGBX 

AM 

1 
1 

o 

1 

1 

,  i 

1 

1 

1 

Albamlnold. 

1 

1 

1 

§   ij    & 

1 

1 

s! 

n 

lOlOI 

Mar.  TJsUght. 

BUgbt. 

1 

0.18. 

18.20 

2.60 

.0«72 

.0282 

.0212 

.0020 

2.64 

.0900 

.0002 

.8024 

5.0 

Iron,  .0100.    Odor,  offensiTe. The  lample  wu  collected  from  a  faucet  in  Everett. 

Microscopical  Examination. 

DiatomaceM,  Atterionetla,  16;  Sjfrudra,  1.    Fongi,  Fungus,  8.    Infoioria,  VorHcsUa,  1.    MlaceU 
laneoaa,  Zo^glaa,  206.    Total,  284. 


Table  showing  the  Average  Monthly  Heights  in  Feet  above  Tide-marsh  level  of  the 
Water  in  the  Lakes  and  Storage  Reservoirs  of  the  Boston  Water  Works,  from 
which  Samples  of  Water  were  collected  during  the  Year  1893. 


Setenrofr 

No.  2. 

Flash  Boards, 

167.12 

Reservoir 

No.  8. 

Stone  Crest, 

176  94 

Besenrolr 

No.  4. 

Flash  Boards, 

816.31 

Farm  Pond. 

High  Water, 

149.25 

Lake 

Cochltoate 

High  Water, 

18486 

Mystic  Lake. 

High  Water, 

7.00 

January,  . 

162.96 

169.42 

196.79 

148.78 

128.88 

4.64 

February, 

164.17 

172.49 

201.06 

149.06 

128.71 

4.88 

March,      . 

166.02 

174.17 

210.22 

149.06 

181.66 

4.48 

AprU.       .       . 

166.20 

176.60 

214.69 

149.42 

184.08 

6.22 

May,.       .       . 

166.48 

176.69 

214.66 

149.76 

184.41 

6.87 

Jane,        . 

166.96 

174.79 

216.16 

148.87 

188.68 

6.41 

Jaiy..     . 

162.92 

171.84 

216.08 

148.60 

182.49 

4.62 

Aufurt,     .  . 

161.29 

167.67 

208.68 

148.66 

181.21 

2.64 

September, 

161.86 

167.76 

190.80 

148.42 

129.80 

1.80 

October,   . 

168.99 

161.10 

180.88 

148.27 

128.24 

-0.96 

KoTember, 

167.48 

168.69 

172.70 

148.87 

128.08 

—0.20 

Deeember, 

166.66 

162.90 

171.87 

148.68 

127.67 

1.19 

The  reaervolra  od  Sudbury  River  were  drawn  to  an  unuaually  low  level  In  1893.  Reeervolr  No.  2 
in  December  contained  116,600,000  gallons  equal  to  22  per  cent,  of  its  total  capacity;  Reservoir  No.  8  in 
November  contained  62,000,000  gallons  equal  to  6.6  per  cent,  of  its  toUl  capacity;  Reservoir  No.  4  in 
Deeember  waa  practically  empty,  containing  only  11,000,000  gallons,  equal  to  less  than  one  per  cent. 
of  tie  total  capaeity. 
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bbabford. 
Water  Supply  of  Bradford. 


-Bradford  Water  Company. 


Chemical  Examination  of  Water  from  the  Wells  of  the  Bradford  Water  Company. 

[ParU  per  100,000.] 


>5^ 

§1 

Ammohia. 

i 

NiTBOGBH 
▲8 

1 

a 

9B 

1 

«x 

1 

1 

i^ 

1 

1 

1 

9880 
10022 
10108 
10283 
10871 
10496 
10018 
10758 
11012 
11168 
11808 
11463 

IMS. 

Jan.   17 

Feb.  16 
Mar.    8 
Apr.  11 
May     9 

June    7 
July     6 
Ang.    9 
Sept.  11 
Oct.     9 
Nov.    8 
Dec.    fl 

Slight, 

milky. 
Distinct, 

rusty. 
Distinct, 

milky. 
Decided, 

milky. 
Distinct, 

milky. 
Slight, 

milky. 
Distinct, 

milky. 
DlsUnct, 

milky. 
Decided. 

Decided, 
milky. 

Decided, 
milky. 

Decided, 
milky. 

Slight. 

rusty. 
Cons., 

rusty. 
None. 

Cons., 

rubty. 
Cons.. 

brown. 
V.siight. 

Cons., 

rusty. 
Cons., 

rusty. 
SUght, 

rusty. 
Cons^ 

rusty. 
Cons. 

None. 

0.00 
0.28 
0.30 
0.66 
0.40 
0.12 
0.02 
0.03 
0.80 
0.25 
0.06 
0.60 

6.80 
6.00 
8.10 
4.70 
6.40 
6.70 
8.10 
0.00 
0.70 
6.80 
0.70 
6.60 

.0344 
.0802 
.0264 
.0342 
.0060 
.0122 
.0298 
.0328 
.0870 
.0438 
.0884 
.0870 

.0062 
.0062 
.0054 
.0036 
.0068 
.0036 
.0016 
.0028 
.0063 
.0082 
.0068 

.0048 

1 

.80 
.81 
.84 
.82 
.20 
.88 
.26 
.80 
.80 
.28 
.82 
.28 

.0800 
.0600 
.0600 
.0660 
.0100 
.1000 
.0660 
.0700 
.0100 
.0880 
.0220 
.0100 

.0000 
.0001 
.0005 
.0001 
.0001 
.0006 
.0001 
.0001 
.0066 
.0000 
.0020 
.0008  1 

.0949 
.1066 
.0720 
.0876 

.0460 
.0800 
.1601 
.1131 
.1078 
.1480 
.0807 

2.1 
2.6 
2.T 
2.2 
0.8 
2.7 
2.3 
2.6 
8.6 
2.1 
3.2 
2.9 

.1240 
.1000 
.0090 
.0400 
.0000 

.as20 

.066T 
.0700 
.0600 
.1200 
.0730 
.0060 

Av. 

0.33 

6.80 

.0297 

1 
.0047 

.30 

.0475 

.0008 

.0994 

2.6 

.0774 

Averages  of  Analyses  of  i 

Previous  Years. 

1889*  1 

- 

- 

0.00 

3.95 

.0000 

.0014 

.«! 

.0400 

.0000 

- 

1.6 

18901  j 

- 

- 

0.00 

6.30 

.0002 

.0036 

1 

.34, 

.0160 

.0001 

- 

2.6 

1801t 

- 

- 

0.04 

6.40 

.0000 

.0027 

.23  , 

.0350 

.0001 

- 

1.8 

1892 

- 

- 

0.03 

6.69 

.0202 

.0029 

.28  1 

.0760 

.0003 

- 

2.4 

1893 

" 

- 

0.33 

6.80 

.0297 

.0047 

.8., 

.0475 

.0008 

.0994 

t 

2.5 

'  July. 


t  October. 


X  April,  two  samples. 


.0774 


NoTK  to  analyses  of  1893;  Odor,  in  February,  unpleasant;  in  May  distinctly  vegetable  and  mouldy; 
at  other  times  none.  On  heating  the  odor  became  distinctly  unpleasant  in  the  March  sample,  faintly 
earthy  In  April,  and  faintly  vegetable  in  June  and  August. 

Nob.  10.103.  10,406,  11,012,  11,308  and  11,453  were  collected  from  a  faucet  on  Qrove  Street;  the 
remaining  samples,  from  a  faucet  at  the  pumping  station. 


It  is  probable  that  the  water  of  these  wells,  as  it  comes  from  the 
ground,  is  nearly  or  quite  clear  and  colorless,  but,  owing  to  the 
oxidation  of  the  iron  which  it  contains,  it  quickly  becomes  turbid 
and  colored.     The  particles  of  oxide  of  iron  which  give  the  turbidity 
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BBABFOBD. 

to  the  water  are  at  first  so  very  fine  that  they  communicate  to  the 
water  a  milky  appearance  which  cannot  be  removed  by  filtration, 
and  the  efiect  of  it  is  to  make  the  water  appear  colored  as  if  from 
dissolved  coloring  matter.  When  the  oxidation  of  the  iron  is  com- 
plete, a  rusty  precipitate  usually  forms  and  the  supernatant  or 
filtered  water  is  again  clear  and  colorless.  Any  record  of  turbidity, 
sediment  or  color,  while  the  oxidation  of  the  iron  is  in  progress, 
relates,  therefore,  to  a  passing  phenomenon,  but  is  nevertheless  of 
interest  as  showing  a  condition  which  the  water  may  assume ;  these 
records  cannot,  however,  be  considered  as  indicating  the  compara- 
tive character  of  the  water  from  month  to  month,  because  they 
depend  so  largely  upon  the  extent  of  the  oxidation  of  the  iron  at 
the  time  they  were  made.  The  presence  of  iron  afiects  the  deter- 
mination of  the  <<  oxygen  consumed,"  and  the  results  of  this 
determination  as  given  in  the  tables  are  in  consequence  all  a  little 
higher  than  they  would  otherwise  be.  A  progressive  deterioration 
of  this  water,  as  compared  with  previous  years,  will  be  noted.  The 
organic  matter,  as  shown  by  the  albuminoid  ammonia,  and  the 
product  of  its  decomposition,  as  shown  by  the  free  ammonia,  are 
decidedly  on  the  increase. 


Hieroscopical  Examination  of  Water  from  the  Wells  of  the   Bradford   Water- 
Company. 

[Number  of  organUme  per  cubic  centimeter.] 


189S. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. 

Aiw. 

Sept. 

Oct. 

Nov. 

Dec. 

Day  of  examinatloii, 
Number  of  sample, . 

20 
968B 

17 
10022 

10 
10103 

12 
10288 

10 
10371 

0 
10406 

8 
10613 

10 
10763 

14 
11012 

10 
11158 

1<^ 
11806 

7 
11458 

PLANTS. 
Fmxgrl.  Orenothrix, 

0 

0 

0 

1 

o;     0 

1 

pr. 

0 

0 

7 

1 

0 

0 

ANIMALS. 
InlUaoria,   . 

DInobryoD  caaea, 
Peridinliim, 

0 

0 
0 

0 

0 
0 

0 

0 
0 

0 

0 
0 

0 

0 
0 

4 

4 
pr. 

0 

0 
0 

1 

0 

1 

0 

0 
0 

0 

0 
0 

0 

0 
0 

Ok 

0- 
0" 

Mi*ceUamtou9,  Zo^gltsa, 

788 

1872      828 

912 

78 

58 

1000 

BOO 

820  ;    208 

88 

64^ 

Total, 

788 

1872 

828 

012 

70 

82 

1000 

601 

827 

209 

88 

64 
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BRAINTREE. 


Water  Supply  of  Braintree. 


Chemical  Examination  of  Water  from  the  Filter-gallery  of  the  Braintree  Water 

Works, 

[Parts  per  100,000.] 


^^ 

Aptbarakcb. 

§1 
'1 

■   Ammoxxa. 

1 

NrraooBK 

AS 

ll 

1 

1 

f 

1 

1 

1 

< 

g 

1 

i 

«048 

IMS. 

Jan.     4 

V.  slight. 

V.  slight. 

0.00 

4.00 

;.0000 

.0090 

.86 

.0660 

.0000 

„ 

2.2  LooOO 

«O70 

Feb.     6 

None. 

None. 

0.02 

4.90 

.0004 

.0062 

.92 

.0600 

.0000 

.0912 

2.8    .0020 

10102 

Mar.    8 

None. 

None. 

0.08 

4.60 

.0006 

.0066 

.88  1 

.0400 

.0000 

.1692 

8.1  :.0026 

402tS 

Apr.  11 

None. 

None. 

0.06 

4.76 

.0000 

.0040 

.84 

.0600 

.0000 

I.U14 

1.4  1.0080 

40874 

May     9 

'  None. 

None. 

0.03 

4.46 

1.0000 

.0062 

.79  1 

.0600 

.0000 

.1762 

j 

1.8  1.0016 

10406 

June    7 

None. 

None. 

0.02 

4.26 

'.0000 

.0062 

.86 

.0800 

.0000 

.1314 

1.6 

.0026 

ao«08 

July     6 

'  NOM. 

V.  slight. 

0.01 

4.76 

.0006 

.0080 

.81 

.0280 

.0000 

.0488 

1.4 

.0000 

10762 
11000 

Aug.    9 
Sept.  11 

Slight. 

milky. 
None. 

Slight. 
V.  slight. 

0.06 
0.06 

4.60 
i    4.06 

.0004 
1.0000 

.0044 
.0042 

.76 
.82 

.0120 
.0060 

.0008 
.0002 

.0607 
.0868 

1.8 

.0060 
.0076 

11167 

Oct.     9 

None. 

V.  slight. 

0.08 

1 

6.10 

1.0000 

1 

.0026 1 

.83 

.0180    .0001 

.0647 

1.8 

.0160 

11816 

Nov.    9 

None. 

V.  slight. 

0.00 

1    4.80 

1.0000 

.0086' 

.84 

.0460    .0000 

.1040 

.0015 

11464 

Dec.     6 

None. 

None. 

0.00 
0.03 

'    6.10 

'.0000 

1 

.0082, 

.84 

.0480    .0000 

.0646 

.0025 

Av. 

i    4.72 

1.0002 

.0049 

.88 

.««a|.oo.i 

.1029 

1.8 

.0057 

Averages  of  Analyses  of  Previous  Years, 


1887-88* 
1892 


0.07 
0.02 


7.14   ; .0006 
4.69  ,  .0002 


.0046 
.0030 


.0192 


.0003 
.0001 


1.8 


*  June,  1887,  to  May,  1888. 

NoTS  to  analyses  of  1893;  Odor,  of  No.  10102,  faintly  vegetable;  of  the  others,  none.  On  heat- 
ing a  very  faintly  vegetable  odor  was  developed  in  No.  10232. The  samples  were  eoUeoted  from 

a  faucet  at  the  pumping  station. 

Microscopical  Examination 

No.  9848.  Diatomace»,  Tabellaria^  62;  Nos.  10406  and  10608,  Cyanophyoea,  Anahanat  6  in  the 
first,  and  one  In  the  last;  Nos.  10496  to  11167  inclusive  each  contained  a  few  Crenothriz  or  ZoSglmi. 
In  the  remaining  samples  no  organisms  were  found. 
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BBAINTBEE. 

Chemical  Examination  of  Water  from  Little  Pond,  Brainiree, 

[ParU  per  100.000.] 


S 


IMS. 

108991  ftUy    16 

10751  Aug.    0| 
10099  Sept.  ir 


At., 


Appkabakcb. 


I 


V.allghL 

SUght. 

Dittinct. 


j 

I 


Slight. 
Slight. 
Slight. 


0.80 
0.16 
0.20 


0.22 


Residdb  oh 
Evapora- 
tion. 


8.76 
4.10 
4.00 


4.16 


.1 


1.86 


Akmonia. 


,0000 
.0000 
.0000 


.0000 


.0190 
.0178 
.0228 

.0190 


,0140 
0212 


.1 

8& 


i 

6 


NiTBOOBV 


.0030 
.0000 
.0000 


.0010 


.0001 
.0000 
.0000 


0000 


.4463 
.8266 
.8666 


.8792 


0.0 
1.3 
0.0 

1.0 


Iron,  .0046.    Odor,  fatDtly  vegeUble*  beoomlDg  •tronger  Id  the  Uat  two  samplei  on  heating. The 

•amples  were  ooUected  from  the  pond  near  the  filter-gallery  of  the  Bralntree  water  worka,  which  la  eltQ. 
ated  00  the  ihore  of  the  pond.  It  it  said  that  np  to  the  end  of  1898,  no  waUr  had  been  drawn  directly 
from  the  pond  for  the  eapply  of  the  town. 

Microscopical  Examination, 

The  total  number  of  organisms  per  coble  centimeter  found  in  each  of  these  samples  was  as  follows : 
In  May,  03,  chiefly  JHatomacea;  In  August,  106,  chiefly  Alga;  lo  September,  62,  chiefly  Alga  and 
CffOMphifcem* 


Water   Supply  of  Bridgewater   and    East   Bridgewater.  — 
The  Bridgewaters  Water  Co. 

In  1892,  the  works  of  this  company  for  collecting  ground  water 
were  again  enlarged  by  sinking  five  additional  six-inch  tubular  wells 
in  the  low  ground  between  the  present  works  and  the  river.  The 
new  wells  are  located  in  a  line  parallel  to  the  river,  and  are  said  to 
range  from  100  to  160  feet  in  depth.  Water  is  pumped  from  these 
wells  by  means  of  an  auxiliary  pump  into  one  of  the  large  wells  near 
the  pumping  station. 
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BRID6EWATEB  AND  EAST  BBIDGEWATER. 

Chemical  Examination  of  Water  from  the   Wells  of  the  Bridgewaiers    Water 

Company, 

[Parts  per  100,000.] 


Appkarakcb. 

1          • 

j! 

Ammokia.   I 

i 

KiTBOOBSr 
AS 

c 

|6 

i 

1 

EC 

5 

*i 

1 

i 

si  ! 

<      1 

X 

i 

10474 
1050« 
10765 
10069 

1898. 

Jane    5 

July    5 
Aug.    7 
Sept.   5 

V.  sUght. 

Slight, 

clayey. 
None. 

V.sUght. 

Cods. 

Cods., 

sand. 
V.sUght. 

V.sUght. 

0.02 
0.02 
0.10 
0.02 

7.00 
1   4.86 
1   «.60 
1    «.76 

.0002 
.0000 
.0004 
.0000 

.0004  1 
.00741 
.0014 ! 
.0004  1 

.44 

.46 
.41 
.40 

.0060 
.0400 
.0400 
.0380 

.0000 
.0001 
.0000 
.0000 

.0487 
.0803 
.0008 
.0000 

2.6 
0.6 
2.0 
2.5 

.0200 
.0060 
.0100 
.0181 

At. 

0.04 

1    6.16 

.0002 

.0024 

.43 

.0808 

.0000 

.0660 

1.0 

.0186 

Averages  of  Analyses  of  Previous  Years, 


1888-80* 


0.02 


4.20    I 


.0011 


.0016 


.47 


.0307 


.0001 


*  Jane,  1888  to  June,  1880. 

NoTX  to  1893  analyses;  Odor,  none.    The  samples  were  coUected  from  a  fancet  at  the  pumping 
station. 

Microscopical  Examination  of  Water  from  the  Wells  of  the  Bridgewaters  Water 

Company, 

[Number  of  organisms  per  cubic  centimeter.] 


1898. 

Jnne. 

July. 

Aognst. 

Day  of  examination, 

Number  of  sample, 

6 
10474 

6 
10506 

10 
10765 

7 
10009 

PLANTS. 
Diatomaceao,  Synedra, 

Fungrl,  Crenothrix, 

pr. 
76 

18 
0 

0 

5 

0 

8 

ANIMALS. 
InfUBOria,  Trachelomonas, 

pr. 

0 

0 

1 

Mltcellaneoui,  Zo^glcBAt 

22 

8 

18 

7 

Total, 

100 

21 

23 

11 
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BBIDGEWATEB  ANI>  EAST  BRII>OEWATEB. 

Chemical  Examination  of  Waterfront  the  Town  River  at  Bridgewater,  opposite  the 
Wells  of  the  Bridgewaters  Water  Company. 

[Parts  per  100.000.] 


104781  Jaoe  5 
10606  July  5 
Aug.  7 
Sept.  6 


107M 
10068 


Av. 


Appxabahob. 


Slight. 

SUght. 

Distlnet, 
yellow. 
Sflght. 


SUght. 

Cons. 

Oonfln 

rutty. 
SUght. 


2.70 
1.70 
0.80 
2.00 


1.80 


BKaiDUS  OH 

EVAPOBA- 

TIOV. 


6.70 
5.06 
4.40 
6.76 


6.48 


it 


2.86 
2.30 
2.10 
8.46 


2.68 


Akmohia. 


.0024 
.0020 
.0048 
.0012 


.0020 


Albamlnold. 


.0202 
0848 
.0236 
.0406 


.0321 


.0242.0060 

I 

.0312  .0036 

.0192 


.0364 


0276 


,0062 


,0046 


NmooBii 

AM 


.0000 
.0050 
.0060 
.0060 


.0060 


.0002 
.0000 
.0001 
.0001 


.0001 


1.44370.8 
1.12421.1 


0.6764 
1.8060 


1.1508 


1.1 

1.6 


1.2 


Iron,  .0276.    Odor,  dlsttnctly  vegetable,  becoming  itrooger  on  heating,  and  •ometlmea  alao  monldy. 

The  aamplea  were  eolleoted  from  the  river  oppoalte  the  worke  of  the  Bridgewatera  WaUr  Com- 

pMiy. 

Microscopical  Examination, 

The  total  number  of  organlams  per  onblo  centimeter  found  In  each  of  theee  samplea  waa  as  follows : 
In  June,  183;  in  July,  144;  In  August,  2,651;  In  September,  83.  The  numbers  consisted  almost  whoUy 
of  OrtnothrkR  and  Zodglaa, 


Wateb  Supply  op  Brockton. 

Chemical  Examination  of  Water  from  Salisbury  Brook  at  the  Point  where  it  enters 
the  Storage  Reservoir  of  the  Brockton  Water  Works, 

[Parta  per  100,000.] 


180S. 

M5T  Jan.  0 

112M  Nov.  7 


Appcabavob. 


None. 
None. 


V.  slight, 
v.  slight. 


1.80 
1.70 


Rbsidub  ov 

BVAPOBA- 

nov. 


7.06 
6.56 


§1 


2.00 
3.26 


Ammovia. 


.0004 
.0008 


Albumtnofd. 


.0266 
.0312 


a 


.0286 
.0200 


0020 
,0022 


NITBOOBB 

AS 


0060 
.0000 


,0004 
0000 


1.83602.1 


1.8160 


1.0 


Iron,  .0110.    Odor,  distinctly  vegetable. The  samples  were  coUected  from  the  brook  just  above 

I  reservoir. 


Microscopical  Examination, 


No.  0657.    Dtatomaoea,  EpWumia,  1;  MeridUm,  1.    ToUl,  2. 

No.  11296.    Dtatomaoev,  OycloUUatl;  Miscellaneous  ZodgUxa,  1.    Total,  2. 
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BROCKTON. 

Chemical  Examination  of  Water  from  Salisbury  Brook  Storage  Reservoir^*  Brockton, 

[Parts  per  100,000.] 


! 

1  Rbsidcb  om 

EVAPORA- 
TIOM. 

Ammonia. 

1 
i 

« 

1 

.48  ' 

NITBOOBN 

1! 

i  i 

5:1 

1 
.7600*  1.4 

K 

1    ' 

1 

1 

1! 
fl 

i 

.0008 

Albuminoid.     | 

z 

1! 

s 

1 

1898. 

Jan.   9 

1 

f 

1 

1 

4 

9858 

Slight. 

Slight. 

0.60 

4.20 

1.70 

.0234 

.0184 

.0050 

.0000 

1 
.0000^ 

9977 
10087 

Feb.  7 
&far.  7 

Slight. 
Slight. 

Slight, 

green. 
V.  slight. 

0.05 
0.90 

4.45 
4.00 

2.00 
2.00 

.0008 
.0006 

.0284 
.0184 

.0224 
.0152 

.0060 
.0032 

|.S8 

.000o|.000o|j.7811    1.4 
1.0000.0000   .8004   1.4 

10218 

Apr.  5 

Slight. 

Cons. 

0.70 

8.25 

1.20 

1.0028.0150 

.0128 

.0022 

i.37 

.0030.0001!. 5183'  0.3 

10365 

May   8 

V.  slight. 

Slight. 

0.60 

2.95 

1.55 

.00001.0154 

.0186'. 0018 

i.30 

1 

I.OO30I. 0000,1. 5049   0.6 

10481 

June  6 

Slight. 

Cons. 

0.80 

8.70 
'  3.40 
,  3.50 

1.65 

.0006. 0222'. 0176 

1          1 

.0046 

1.36 

;. 0050'. 0001  j. 7738   0.5 

10641 
10745 

July  11 
Aug.  8 

Distinct, 

green. 

Distinct. 

Slight, 

yellow. 
Cons. 

0.60 
0.65 

1.95 
1.90 

.OOO4L0262  .0228 
.0000|.0216|.0162 

.0034 
.0054 

.34 
'.38 

'.0090  .0000,. 82491  0.5 

LoOOOi. 0000  1.5143,  0.3 

1                        Ii             ! 

10066 

Sept.  5 

Distinct. 

Slight. 

0.60 

1  8.40 

1.70 

.0016^.0260 

.0222 

.0038 

.86 

.0030 

.0001 

.6480   0.6 

11138 

Oct.    4 

Slight. 

Cons., 

0.60 

1  3.00 

1.75 

.0000.0312 

.0268 

.0044 

.40 

.0000 

.0000 

.6775   0.5 

11297 

Nov.  7 

Slight. 

green. 
Slight. 

0.70 

1  8.25 

1 

1.80 

.0002.0286 

.0228 

.0058 

.46 

|.0000 

.0001 

.6240!  0.8 

11449 

Dec.  5 

Slight. 

Cons. 

0.65 

4.00 

1.66 

.0006Lo276 

.0240 

.0036 

.47 

Loooo 

.0002, 

.6201*  0.5 

Av.. 

0.67 

«.»• 

1.70 

.0007-0237 

.0196 

.0041 

.40 

.0019 

.0001 

1 
.6703   0.7 

Averages  of  Analyses  of  Previous  Years, 


18871 

1888 

1889 

1890 

1891 

1892 

1898 


0.99 

4.94 

2.25 

.0033 

0.76 

3.77 

1.61  ' 

.0031 

0.78 

2.79 

l.Ol  1 

.0028 

0.75 

4.07 

1.98  ' 

.0016 

0.62 

3.15 

1.45  1 

.0010 

0.55 

3.41 

1.37  ' 

.0004 

0.67 

3.59 

1.70 

.0007 

,0306^.0218  .0078||. 30 

,  0274'.  0219 1. 00551  .32 

I         ll 
,0213. 0169'. 0044.. 28 

I 
,0213. 0168,. 0045i'. 36 


ll' 


0287|. 0190. 0041  .40 

I     I     ll 


.0069 
.0066 
.0048 
.0063 
.0061 
.0030 
.0019 


.0001 
.0002 
.0001 
.0001 
.0000 


"I  •• 

-  0.6 

-  0.7 


.0001   .6545   0.7 

I 


*  In  addition  to  the  analyses  of  water  from  this  reservoir  given  here,  the  results  of  examinations  of 
three  samples  of  water  collected  from  various  depths  under  the  ice  on  March  15. 1803,  may  be  found  in 
the  annual  report  of  this  Board  for  1802,  page  340.  The  additional  analyses  were  made  as  a  part  of  an 
investigation  to  learn  the  quantity  of  dissolved  oxygen  in  water  under  the  ice. 

t  June  to  December. 

NoTB  to  analyses  of  1893 ;  Iron,  .0157.  Odor  generally  distinctly  vegetable,  and  very  frequently  dtsa. 
greeable.    On  heating,  the  odor  usually  becomes  somewhat  stronger,  and  In  January  and  February  was 

very  disagreeable  The  samples  were  collected  from  the  reservoir  near  the  gate-house  at  a  depth  of 

one  foot  beneath  the  surface.  For  a  record  of  heights  of  water  in  this  reservoir  on  dates  when  samples 
of  water  were  collected  for  analysis  see  page  129. 

The  table  of  averages  shows  that  there  has  been  a  marked  decrease  in  the  amount  of  albuminoid 
ammonia  in  this  water  siuce  the  examinations  were  begun  in  1887,  Indicnting  a  corresponding  improve- 
ment In  its  quality.  An  examination  of  the  monthly  analyses  during  this  time,  snows  that  daring 
the  earlier  years  there  was  a  large  fluctuation  in  the  amount  of  albuminoid  ammonia  in  the  different 
seasons  of  the  year,  the  greatest  quantities  being  found  in  the  summer  and  early  autumn,  when  abun- 
dant growths  of  microscopic  organisms  were  present  in  the  water.  The  decrease  In  the  amount  of 
albuminoid  ammonia,  as  shown  In  the  table  of  averages,  is  due  chiefly  to  the  decrease  in  the  growths 
of  these  organisms  in  summer. 
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BROCKTON, 

Microscopical  Examination  of  Water  jrom  Salisbury  Brook  Storage  Reservoir^ 

Brockton, 

[N^amber  of  ortrnnlsmi  per  cubic  centimeter.] 


1898. 

Jan.  Feb. 

Mar. 

Apr.    May. 

Jnne. 

July. 

Aug.  1  Sept.  j  Oct. 

Nov. 

Dec 

Day  of  examination, 
Namber  of  sample,    . 

11        9 
9858  9977 

8 
10087 

7  1      10 
10218  jl08«5 

7 
10481 

13 
10641 

9 
10745 

6          5 
10966  1 11138 

9 
11297 

T 
11449> 

PLANTS. 
Diatomaceee, 

AsterioneUa,       . 
CycloUIla,  . 
Diatoma,      . 
Fragilaria.  . 
Meloalra,      .       , 
Navlcula,     . 
Synedra,      . 
Tabellaria,  . 

OyanophycesD, 
Clathrocyetia, 

Pediaetmm, 
Kaphldinm, 
Seenedesmae, 
Stanraatmm, 

•       • 

1182 

2 
0 
4 
0 
0 
0 
1172 
4 

0 

1 

0 
0 
0 
0 

1 

»9I 

IW 
0 
0 

s 

2422 
0 

0 

8 

0 
0 
0 
3 
0 

146 

0 
0 
0 
0 
0 
0 
146 
0 

0 

pr. 

0 
0 

0 

808 

pr. 

0 
0 
42 
0 
250 
15 

0 

0 

0 
0 
0 
0 
0 

449 

23 
0 

90 

16 

280 

40 

0 

8 

0 
0 
6 

1 
1 

98 

34 

0 

1 

0 
83 
0 
8 

27 

5 

45 

24 
18 
3 

116 

66 
2 
5 
6 

15 
0 
5 

27 

0 

5 

1 
2 
0 
0 

2 

540 

21 

86 

176 

0 

64 

0 

7 

236 

0 

85 

2 
0 
3 
80 
0 

2670 

640 

28 

76 

0 

244 

1 

1 

1680 

1 

17 

3 

6 
4 

4 
0 

8800 

0 
0 
9 
0 
35 
0 
0 
3256 

0 

16 

1 
0 
15 
0 
0 

«1 

4 
2 
1 
0 

78 
0 

26 
200 

0 

84 

2 

5 

26 

1 
pr. 

m 

15 

0 
0 
0- 
0 
0- 
8S 

t 

0 
0 
2 
0 

AIHMALS. 
Bhizopoda,  Dlfflagia, . 

InftLBorla,     . 

Cryptomonat,     . 
Dlnobryon  cases, 
ICooas, 
Peridlnlom, 
Trachelomonas, 

Vermes, 

Aoarea, 
Polyanhra, 
Botatorian  ova,  . 

0 

8 

0 
0 
0 
3 

' 

8 

2 

1 
0 

0 

4 

3 

0 

0 

pr. 

4 

1 

3 

pr. 

0 

4 
0 

1 

0 
2 

1 

pr. 

0 

0 

pr. 

0 
2 

0 

2 

pr. 

pr. 
0 

0 

10 

0 
5 
0 
5 
pr. 

pr. 

"i 

pr. 

pr. 
5 

0 

I 
\ 

1 

1 

0 
0 

0 

49 

0 

0 

20 

28 

1 

1 

1 
0 
0 

0 

8 

0 
0 
0 
6 
2 

1 

1 
0 
0 

0 

6 

0 
0 

1 

2 
8 

0 

0 
0 
0 

0 

8 

0 
0 
0 
3 
0 

1 

1 
0 
0 

t 

0 
0 
0 
2 
0 

1 

1 
0 
0 

5 

0 
0 
0- 
5 

a 

0- 
0 

MUcellaneouit  • 

Acarina, 

Zo&glom,     .       .       . 

10 
0 
10 

1 

0 
0 
0 

0 
0 
0 

882 

0 

932 

42 

0 
42 

22 

0 
22 

86 

0 
36 

840 
.10 
340 

36 

.04 
36 

172 

.02 
172 

70 
0 
70 

8 

Total, 

1199 

'2e02 

150 

1242 

509 

176 

207 

974 

2730 

3492 

419 

lis 

Aeration. 
Provision  was  made  in  the  year  1891  for  aerating  the  water 
supplied  to  the  city  of  Brockton  by  forcing  air  into  it  through  a 
system  of  perforated  pipes  laid  near  the  bottom  of  the  iron  tank,  as 
described  in  the  Annual  Report  of  this  Board  for  1892,  page  110. 
The  tank  is  62  feet  in  diameter  and  59  feet  4  inches  in  height,  and  is 
open  at  the  top.  In  the  following  table  is  given  a  comparison  of 
analyses  of  samples  of  water  collected  as  it  comes  from  the  reservoir 
and  after  aeration  in  the  tank.  ^  I 
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BBOCKTOX. 

Comparison  of  Examinations  of  Water  from  the  Brockton  Water  Works  be/ore 
and  after  Aeration  in  the  Open  Tank, 

NoTB.  —  Figares  In  bold-fooe  type  show  reBults  of  examinations  before  aeration.    Figures  m 

Roman  type  show  results  of  examinations  after  aeration. 

[Parts  per  100,000.] 


1 

APPKAlAyCB. 

Odor. 

» 

9 

1 

1 

Cold. 

not. 

10087 
10088 
10966 
10967 
11138 
11139 
11446 
11450 

1898. 

Mar.  7 
Mar.      7 
Sept.  5 
Sept,     6 
Oct.   4 
Oct.       4 
Dec.  5 
Dec.      6 

Sli't. 
Slight. 
DiBt't. 
Dlit*t. 

Sin. 

Slight. 

sirt. 

DUft. 

V.  Bl't. 

V.  •light. 

siieriit. 

Ck>ni., 

brown. 
Gone., 
flrreen. 
Cods., 

green. 
GonB. 

Heavy, 

rusty. 

0.90 
o.so 
0.60 
0.68 
0.60 
0.65 
0.65 
0.70 

Distinctly  veeretable 
and  unpleasant. 

Distinctly*  vegeuble  and 
unpleasant. 

Distinctly  vefiretable. 

Distinctly  vegetoble. 

Faintly  veeretable. 

Distinctly  vegetoble. 

V.  faintly  veeretable. 

Distinctly    vegetoble    and 
unpleasant. 

Distinctly  vegretable, 
sweetisn,  unpleasant. 

Distinctly*  vegetoble,  sweetlah, 
unpleasant. 

Distinctly  vegretable. 

Distinctly  vegetoble. 

Distinctly      vesretable 

and  mouldy. 
Dlst'ly  vegetoble  and  mouldy. 

Very  faintly  vegetable. 

Very  faintly  vegetoble. 

Av. 

0.69 
0.71 

Av. 

*  Somewhat  less  strong  than  in  10087. 


Comparison  of  Examinations  of  Water  from 
and  after  Aeration  in  the  Open 


the  Brockton  Water  Works  before 
Tank  —  Concluded. 


10087 

10068 
10966 
10067 
11188 
11139 
11446 
11450 


Av. 
Av. 


S 
& 


1888. 

Mar.  7 
Bfar.  7 
Sept.  5 
Sept.  5 
Oct.  4 1 
Oct.  4 
Dec.  6 
Dec.      5 


Kksiduk  cm 

EVAPORA- 
TIOK. 


4.00 
4.65 
8.40 
8.20 
8.00 
3.10 
4.00 
8.95 


I 

§6 


2.00 
1.95 
1.70 
1.55 
1.75 
1.60 
1.65 
1.80 


8.60  I  1.78  ' 

3.73  I  1.70  il 


.0020 
.0016 
.0024 
.0000 
.0018 
.0006 
.0012 

.0007 
.0019 


Albuminoid. 


.0184 
.0196 
.0(60 
.0262 
.0312 
.0292 
.0276 
.0.320 


.0152 
.0148 
.0222 
.0236 
.0268 
.0204 
.0240 


ss. 


.0082 
.0048 
.0088 
.0026 


.0036 
.0092 


.0258 
.0268 


.0221 '.0038 1 
.0204 '.0064' 


NinooBv 


.0080 
.0030 
.0050 
.0000 
.0000 
.0000 
.0000 


.0000 
.0001 
.0000 
.0000 
.0000 
.0002 
.0001 


.7884 
.6480 
.6360 
.5775 
.5150 
.6201 
.5945 


.0008' 
.0020 


.0001  I 
.0000  il  .( 

^lyiuzed  by 


.6630 


a  9. 


o 


1.4 

1. 

0.6 

0.6 

0.5 

0.5 

0.5 

0.5 


.0150 
.0350 
.0200 
.0165 


150 

468 

2,780 

878 


.0100'  8,482 

.01401  8,125 

.0290  118 

.0315  537 


0.8  .0185  1,828 
0.9  1.0243  1,251 
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BBOCKTON'« 

Table  showing  Height  of  Water  in  Salisbury  Brook  Storage  Reservoir,  Brockton, 
on  Dates  when  Samples  of  Water  were  collected  for  Analysis. 

Note.  —  High-water  mark  is  14.25  feet. 


DATE.-189S. 

• 

Height  of 
Water. 

Date.- 1891. 

Height  of 
Water. 

Feet. 

Feet. 

Jan.    9, 

14.17 

Jaly  11, 

18.64 

Feb.    7. 

14.27 

Aug.  8, 

Bept.  ft. 

12.67 

lOr.   7 

14.42 

12.28 

Aprils, 

U.60 

Oct.    4. 

11.8ft 

May    8 

14.46 

Nov.   7, 

11.76 

Jane  6 

14.26 

Deo.   5, 

11.76 

Chemical  Examination  of  Water  from  an  Underdrain  beneath  the  Main  Sewer  at 

Brockton. 

[Parte  per  100,000.] 


6 

O 
9 

2 


Appbasahob. 


UMD  Dec.  28  I  Decided, 
I  I  floe. 


Gone., 
yellow 


0.02 


KB8IDUB  ON  I 

EVAPOBA- 

TIOX. 


18.80 


.0160 


0080 


I 


1.78 


NXTBOeBV 
AS 


.5600 


.0020 


4.2 


Iron,  .0420.    Odor,  feintly  vegetable. The  aample  was  collected  from  the  anderdratn  at  a  man- 

bole  near  the  SaUabary  Plain  River  sonth  of  Perkins  Avenue. 

The  sewerage  system  of  the  City  of  Brockton  had  not  been  completed  at  the  time  this  sample  was 
coUeesed  and  no  sewage  had  been  admitted  to  the  sewers.  The  sample  therefore  indicates  the  average 
ebaiaeter  of  the  ground  water  of  the  region  throogh  which  the  sewer  pu 


Microscopical  Examination. 

Fnngi,  Crtiwthrix,  1920.    Miscellaneous,  ZoSglaa,  820.    Total,  2240. 
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Water  Supply  of  Bbookfield. 

Chemical  Examination  of  Water  from  the  Brookfield  Water  Works, 

[Parts  per  100,000.] 


%^ 

Appbaranck. 

|w  1 

Ammokia. 

Chlorine. 

NITBOOBN    { 
A8             , 

Oxygen 

Consumed. 

& 

• 

1 

§ 

f 

. 

^  • 

1 

t 

a 

^ 

! 

i  • 
1  1 

35      . 

1 

10640 

ISM. 

July  11 

1  Decided, 

!      milky. 

1 

Cone., 
raety. 

0.5 

1 

6.60 

1 

1 

.0006 

.0280 

1 
.14    1 

.0070 

.0000  , 

1 

.2US 

1.5 

.1700 

Odor,  Done;  beooming  faintly  vegetable  on  heating.  The  sample  was  collected  from  a  hydrant. 
The  source  of  supply  is  a  storage  reservoir  located  upon  a  small  brook.  This  is  not  a  repres^Bntative 
sample  of  the  water  as  it  enters  the  pipes  from  the  reservoir. 

Microscopical  Examination, 

'   Diatomaoeie,  CVc/d<«/to,  2.    Oyanophyceie,  i/«H«mop««{<a,  8.    Algi»,  CfostoHum,  1;  iVotococcn^,  4; 
Staurattrum,!.    Fungi,  Crtfno^Arix,  84.    Vermes,  i2(><(/«r,  1.    Miscellaneous,  Zo^^toa,  412.    Total,  608. 


Water  Supply  of  Brooklinb. 
An  important  addition  was  made  to  the  Brookline  Water  Works 
in  1893  by  the  completion  of  a  covered  distributing  reservoir,  which 
resembles  in  its  general  design  the  covered  reservoir  constructed  by 
the  city  of  Newton  in  1890  and  described  in  the  twenty-third  annual 
report  of  this  Board  for  1891,  page  185,  The  new  reservoiris  a  rect- 
angular chamber  ninety-three  feet  four  inches  long,  ninety-one  feet 
four  inches  wide  and  nineteen  and  one-half  feet  deep.  The  walls  are 
of  rubble  masonry,  coated  on  the  inside  with  a  layer  of  Portland 
cement  mortar,  one-half  an  inch  in  thickness.  The  covering  con- 
sists of  four-inch  brick  arches,  supported  on  lines  of  brick  piers 
connected  by  brick  lintel  arches,  the  outer  edges  bearing  on  the 
surrounding  walls.  The  piers  are  twenty-four  inches  square  and 
twelve  and  one-half  feet  apart  on  centers.  The  bottom  of  the 
reservoir  is  formed  of  a  layer  of  clay  puddle  two  inches  in  thick- 
ness, over  which  is  a  layer  of  cement  concrete  four  inches  in  thick- 
ness. The  arches  are  covered  with  Portland  cement  concrete  to  a 
level  four  inches  above  their  crown,  and  over  all  is  a  layer  of  loam 
eighteen  inches  in  thickness.  Tile  drains  four  inches  in  diameter 
are  laid  beneath  the  loam  in  grooves  in  the  concrete  to  carry  off  the 
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surplus  rain-water.  At  the  top  of  each  line  of  arches  is  located  a 
ventilator  to  allow  a  free  circulation  of  air. 

Water  enters  the  reservoir  near  the  bottom  through  a  cast-iron 
main  twenty  inches  in  diameter,  and  is  drawn  out  through  the  same 
pipe.  Provision  was  made  for  drawing  all  the  water  out  of  the 
reservoir  if  necessary  by  giving  the  bottom  a  slight  slope  toward  a 
gutter,  the  bottom  of  which  also  has  a  slight  slope  and  conveys  the 
water  to  a  ten-inch  pipe  passing  through  the  wall.  The  reservoir  is 
provided  with  an  overflow  16.2  feet  above  its  bottom,  and  surplus 
water  flows  off"  in  this  way  into  the  open  distributing  reservoir 
near  by.  The  open  reservoir  is  still  retained  for  use  in  cases  of 
emergeucy. 

Water  is  now  delivered  to  consumers  without  exposure  to  light 
at  any  point,  and  it  is  said  that  since  the  new  reservoir  was  put  in 
operation  the  consumers  have  been  very  well  satisfied  with  the  char- 
acter of  the  water,  and  all  complaints  of  bad  tastes  and  odors  have 
ceased. 


Chemical  Examination  of  Water  from  a  Faucet  at  the  Low  Service  Pumping 
Station  and  from  (he  Covered  Reservoir  of  the  Brookline  Water  Works, 

[ParU  per  100,000.] 


§      ' 

APPKABAKCB. 

i  1 

Ammonia,   i 

NlTROOKN     1 
AS 

1 

1 

s 

2: 

^5      ■ 
1         ' 

. 

^ 

1 

'  §1 
1 

1 

S   1 

«     ' 

s 
1 

S 

1^ 

M 

o 

i 

1 

IMS. 

1 

UM5 

Deo.  20 

None. 

None. 

0.0 

0.16 

.0026    .0026 

.64 

.0420 

.0000 

.1344 

4.2  '.0000 

11M6    Dec.  26 

1 

None. 

None. 

0.0 

]  10.10 

.0000  |.0026 

.66 

.0300 

.0004 

.1176 

4.2    .0376 

1 

Odor,  none. The  first  sample  was  collected  from  a  faucet  at  the  low  service  pumping  station  and 

represents  the  water  aa  drawn  from  the  fllter.gallery  or  tabular  wells.    The  last  sample  was  collected 
directly  from  the  new  covered  reservoir. 


Microscopical  Examination, 

No.  11646.    No  organisms. 

No.  11646.    Fangl,  Ortnoihrix,  18. 
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Water  Supply  op  Cambridge. 

Chemical  Examination  of  Water  from^  Fresh  Pond^  Cambridge, 

[Parts  per  100,000.] 


^ 

Afpbabahob. 

Rbsidcb  cm 
Etapora- 

TIOM.          1 

AmroNiA. 

1 

1 

1 

1  NrriooBji 

!    « 

1 

f 

«i 

1 

1 

1^ 

1 

Albaminoid.     1 

1 

1 

si 

1 

1 

1 

^1 

CO 

1 

IMS. 

i 

1 

1 

0846  Jan.   4 

j 

SUght. 

Cons. 

0.30 

7.00 

1.55! 

.0248 

.0216.0104 

.0022 

.66 

.0100 

.0004 

,.3M2 

4.6 

M67;Feh.  6 

V.  slight. 

V.  slight. 

0.36 

7.35 

2.00, 

.0206 

.0214.0176 

.0088 

.06 

.0400 

.0005 

.4197 

3.6 

10079!  Mar.  6 

V.  slight. 

Slight. 

0.40 

7.10 

1.70. 

.0160 

.0186.0164 

.0032 

.66 

.0860 

.0001 

.1848 

8.6 

10208'  Apr.  4 
10340^  May  8 

Slight, 

clayey. 
Slight. 

Slight. 
Cons., 

0.30 
0.30 

6.45 
6.86 

1.40  1 
2.26  1 

.0128 
.0062 

.01821.0166 
.0340.0262 

.0026 
.0078 

.63 
.61 

.0400 
.0360 

.0003 
.0009 

.4453 
.4468 

2.7 

10480' Jane  5! 
10685  July  6, 

Ill 

Slight. 

Oons., 

green. 
Slight, 

0.35 
0.30 

6.40 
6.25 

1.45 
2.00, 

.0068 
.0014 

.0206 
.0190 

.0182 
.0164 

.0024 
.0026 

.67 
.61 

.0400 
.0300 

.0003 
.0003 

.4599 
1.4682 

2.6 

10739' Aug.  7' 

Slight, 

green. 
Distinct. 

0.25 

5.00 

2.00 

.0000 

.0156 

.0100 

.0066 

.60 

.0160 

.0005 

.2788 

8.0 

10003 

8epL6| 

Slight, 

white. 
Oons., 

0.20 

6.06 

2.00 

.0010 

.0208 

.0174 

.0034 

.62 

.0400 

.0006 

.4120 

2.6 

11182 

Oct.    8' 

1 

V.sllght. 

0.10 

6.16 

2.16  1 

.0014 

.0176 

.0138 

.0088 

.47 

.0150 

.0006 

.S466 

1 

11204 

Nov.  6 

V.  slight. 

Slight. 

0.20 

6.76 

,.«! 

.0206 

.0158 

.0186 

.0022 

.66 

.0220 

.0013 

.4482 

8.2 

114M 

Deo.  6 

1 

Slight. 

Cons., 

green. 

0.20 

7.06 

1.85, 

.0174 

.0188 

.0142 

.0046 

.68 

.0200 

.0012 

.8237 

8.S 

Av. 

1 
1 

0.27 

6.66 

.«i 

.0106 

.0202 

.0166 

.0037 

.58 

.0285 

.0006 

.40IS 

8.2 

Averages  of  Analyses 

of  Previous  Tears. 

- 

1887* 

- 

• 

0.04 

17.32 

1.94  1 

•0106 

.0180 

- 

- 

2.11 

.0260 

- 

- 

- 

1888 

- 

- 

0.17 

1 

11.11 

1.79  ||.0182 

.0206 

- 

- 

I.IO 

.0261 

.0007 

- 

- 

1889 

- 

- 

0.11! 

1 

9.86 

1.83 

.0146 

.0220 

.0170 

.0060 

0.90 

.0334 

.0008 

- 

- 

1890 

- 

- 

0.11, 

8.87 

1.41  1 

.0098 

.0221 

.0168 

.0063 

0.83' 

.0303 

.0004 

-    1  4.1 

- 

1801 

- 

- 

0.16 

1 

7.94 

1.80  1 

.0096 

.0286 

.0162 

.0073 

0.76 

.03:.;'. 

.0004 

-    1  8.8 

- 

1892 

- 

- 

0.16 

7.23 

1.67 

.0086 

.0210 

.0161 

.0049 

0.67j 

.0249 

.0003 

-    1  3.4 

- 

1893 

- 

- 

,.«; 

6.66 

1.82 

.0106 

.0202 

.0166 

.0087 

..«, 

.0286 

.0006 

.4043'  8.2 

*  Jane  to  December. 

NoTB  to  analyses  of  1893 ;  Iron,  .0110.    Odor,  generally  vegeUble,  often  none.    On  heating,  the  odor 

was  generally  somewhat  stronger,  and  none  of  the  samples  were  odorless. The  samples  were 

collected  from  the  pomp  well  at  the  pumping  station.  For  a  record  of  heights  of  water  in  this  pond  at 
times  when  samples  of  water  were  collected  for  analysis  see  page  136. 

It  will  be  noticed  from  an  examination  of  the  averages  of  analyses  of  previous  years,  that  there  has 
been  a  decrease  from  year  to  year  in  the  amounts  of  solids  and  chlorine  In  the  water  of  this  pond  since 
the  examinations  were  begun,  accompanied  by  a  general  though  not  regular  increase  in  color.  These 
changes  are  due  to  the  introduction  of  water  from  Stony  Brook  into  Fresh  Pond,  which  began  early  In 
November,  1887,  at  a  time  when  the  water  in  Fresh  Pood  was  very  low.  The  quantity  of  wstor  tamed 
into  the  pond  from  the  brook  increases  from  year  to  year  with  the  rapidly  increasing  consumption  of 
water  in  Cambridge,  and  the  character  of  the  water  in  the  pond  Is  consequently  approaching  that  of  the 
water  in  the  brook.  < 

.,„„...,„, — ogle 
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CAMBRIDGE* 

Microscopical  Examination  of  Waierfrom  Freak  Pond,  Cambridge, 

[Number  of  organisms  per  cubic  centimeter.] 


1898. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. 

1 
Aug.  i 

Sept. 

Oct. 

Nov. 

Dec. 

Day  of  examination. 

6 

7 

7 

5 

3 

7 

6 

8 

6 

8 

0 

7 

Naoiber  of  sample. 

98M 

0067 

10070 

1 

10208 

10340 

10480 

10586 

10780 

10063 

11132 

11204 

11466 

PLANTS. 

Diatomaoeee,    . 

2,116 

868 

411 

794 

1,888 

684 

612 

981 

126 

1,070 

698 

8,064 

Asteriolampra, . 
Asterionella,      . 
CycloteUa, .       .       . 
Blatoma,    . 
Fragiiaria,.       .       . 
Melosira,    .       .       . 
Stephanodiscns, 
Brnedra,     . 
T^bellarla, 

0 
806 
206 

3 
106 
636 
432 

3 
844 

0 

44 

264 

0 

0 

10 

1 

0 

86 

322 
12 
*»2 

pr. 

0 
2 

1 
11 

686 

18 

62 

0 

0 

16 

6 

3 

4 

0 

108 

0 

0 

61 

640 

800 

26 

118 

0 
10 
44 

0 

7 

12 

680 

0 
56 
88 
0 
8 

'I 

0 
460 

0 
22 
104 
2 
10 
81 
1 
45 
716 

0 
12 
110 
0 
0 
0 
0 

1 

8 

0 
1012 
3 
0 
0 
0 
0 
0 
55 

0 

5 

44 

0 

4 

870 

-'i 

270 

0 

162 

104 

0 

40 

2160 

88 

0 

620 

Cyanophyceee, 

1 

0 

0 

0 

0 

pr. 

20 

172 

10 

0 

0 

0 

Anabsna,  . 
Clathrocystis,    . 
Microcystis,      . 

0 

1 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 

^'o 

15 
5 
0 

12 

8 

152 

10 

^'o 

0 
0 
0 

0 
0 
0 

0 
0 
0 

Alg89,    .... 

69 

6 

1 

81 

2 

10 

170 

204 

1 

1 

25 

r 

CbloroeoccQs,    . 
Closterium, 
Sodorina,  . 
Protocoocns, 

Staarastmm,     . 
Tetraspora, 

1 

64 
0 
0 

4 
0 
0 
0 

0 
8 
0 
0 
8 
0 
0 
0 

0 

1 

0 
0 

0 
0 

1 

2 
0 
0 
0 
0 
0 
28 

0 
0 
0 
0 
2 
0 
0 
0 

0 
0 
0 
6 

1 
1 
0 
2 

0 
0 
0 
168 
1 
1 
0 
0 

0 
3 
0 
184 
4 
4 
8 
1 

0 
0 
0 
0 
0 

1 

0 
0 

0 
0 
0 
0 
0 

1 

0 
0 

0 

1 

16 
5 

0 
0 

4 
1 
0 
0 
0 
2 
0 
0 

Pungrlf  Creaothrix, 

1 

4 

pr. 

1 

0 

0 

0 

0 

0 

80 

80 

0 

ANIMALS. 

Bhizopoda, 

8 

0 

0 

0 

0 

0 

1 

0 

1 

2 

0 

28 

Aotinophrys,     . 
Difflogia,    . 

8 
0 

0 
0 

0 
0 

0 
0 

0 
pr. 

0 
0 

1 
0 

0 
0 

pr. 

2 

0 

%• 

28 
0 

Infusoria,  . 

88 

1 

0 

2 

pr. 

8 

5 

2 

pr. 

4 

42 

4 

Ciliated  infusorlan,  . 

Monas,        .       .       . 
Perldinlam, 
Snctoria.    . 
Tracheiomonas, 

0 
0 
0 
0 
38 
1 

0 
0 
0 
0 
0 

1 

0 
0 
0 
0 
0 
0 

0 
0 
0 

2 

0 
0 

0 
0 

1 

0 

1 

0 
0 

1 

0 
0 

1 

0 
0 

4 

0 
0 
0 
2 
0 
0 

0 
0 
0 

0 

0 
0 
0 
8 

0 

1 

0 

20 

0 

22 

0 
0 
0 
0 
0 
4 

Vermes, 

0 

0 

0 

1 

0 

0 

0 

1        1 

0 

0 

pr. 

0 

Annrea, 
Polyarthra, 

0 
0 

0 
0 

0 
0 

1 
0 

0 
0 

0 
0 

0 
0 

0 

1 

0 
0 

0, 
0 

pr. 
pr. 

0 
0 

44 

18 

80 

80 

0 

2 

92 

52 

10 

84 

24 

2 

A  carina,     . 
Zoogkba,    .       .        . 

0 
44 

0 
13 

0 
80 

0 
30 

.06 
0 

.04 
2 

.02 
02 

0 
52 

0 
10 

0 
84 

0 
24 

0 
2 

Total, 

2,273 

387 

402 

860 

1,840 

670 

000 

1.362 

148 

1,101 

864 

8,105 
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CAMBBIDOE. 

Chemical  Examination  of  Water  from  Stony  Brook  Storage  Reservoir,  WaUham. 

[ParU  per  100,000.] 


2 

Appbabaxcb. 

BtSIDCS  OK 

EVAPORA- 

TXOM. 

.49 

NITROOBK 
A8 

'  1 

o 

t 

1 

1 

! 

1 

1 

ii 

1 

Albuminoid. 

i 

i 

1 

& 

I 

a 

1^ 

i 

1 

0855 

1898. 

Jan.   9 

V.ellght. 

Slight. 

0.55 

6.50 

2.50 

.0040 

.0228 

.0196 

.0082 

.0850 

.0001 

.5680 

2.6 

9078 

Feb.  7 

V.tUght. 

SUght. 

0.55 

6.10 

1.95 

.0080 

.0186 

.0160 

.0026 

-.48 

.0600 

.0002 

.6087 

2.6 

10077 

Mar.  6 

V.tllght. 

V.slight. 

0.80 

6.00 

2.25 

.0086 

.0284 

.0258 

.0026 

.89 

.0500 

.0000 

.7066 

2.2 

10300 

Apr.  4 

Slight. 

SUght. 
Slight.  * 

0.65 

4.40 

1.70 

.0008 

.0214 

.0186 

.0028 

.32 

.0660 

.0000 

.60« 

1.1 

10850 

May  4 

V.slight. 

1.00 

4.70 

1.90 

.0012 

.0240 

.0216 

.0024 

.85 

.0100 

.0008 

.7602i  1.6 

10472 

Jone  5 

Slight. 

SUght. 

1.20 

4.90 

1.95 

.0014 

.0236 

.0204 

.0032 

.87 

.0070 

.0001 

.8250|  1.7 

10509 

Jaly  5 

DlsUnot. 

Slight. 

0.76 

5.50 

2.45 

.0002 

.0244 

.0224 

.0020 

.41 

.0250 

.0002' 

.6424  1.0 

10740 

Aug.  7 

DUUnct, 

green. 

Decided. 

Slight, 

green. 
Slight, 

brown. 
Oons. 

0.45 

4.80 

1.60 

.0016 

.0186 

.0152 

.0084 

.40 

.0000 

.0000 

.3689 

2.8 

10965 

Sept.  5 

0.65 

4.90 

1.80 

.0004 

.0280 

.0204 

.0076 

.42 

.0050 

.0000 

.5360  2.1 

11188 

Oct.    3 

Distinct. 

0.12 

4.80 

1.95 

.0002 

.0184 

.0140 

.0044 

.57 

.0000 

.0000 

.41961  2.8 
.66I0|  2.2 

11290 

Nov.  0 

DUtinot. 

Cons., 

0.65 

5.65 

1.55 

.0016 

.0264 

.0202 

.0062 

.55 

.0090 

.0008' 

11448 

Dec.  5 

Distinct. 

green. 
Bltttat. 

0.55 

6.10 

2.0U 

.0004 

.0270 

.0206 

.0064 

.54 

.0130 

.0008 

.6604  2.2 

Av. 

0  ftA 

5.82 

1.97 

.0020 

.0285 

.0196 

.0039 

.44 

.0208 

.OOOl' 

1 

.6066  ^  1 

1 

Averages  of  Analyses  of  Previous  Years, 


- 

1887* 

- 

0.81 

6.21 

1.82 

.0049 

.0347 

- 

- 

.48 

.0085 

-    1 

.    1    . 

- 

1888 

- 

- 

0.78 

5.15 

1.08 

.0031 

.0285 

- 

- 

.84 

.0160 

.0002j 

-    1    - 

- 

1889 

- 

- 

0.87 

4.50 

1.47 

.0032 

.0280 

.0249 

.0081 

!.38l 

.0162 

.00031 

- 

- 

1890 

- 

- 

0.61 

5.86 

2.02 

.0016 

.0222 

.0182 

.0040 

'•"1 

.0208 

.00021 

-    1  2.3 

- 

1891 

- 

- 

0.56 

4.00 

1.86 

.0016 

.0213 

.0183 

.0030 

,■"'' 

.0163 

.00011 

"       '•' 

- 

1802 

- 

- 

0.72 

t 

5.43 

1.79 

.0015 

.0241 

.0202 

.0030 

:•"! 

.0208 

.0001 1 

■I" 

*  Jane  to  November. 

Note  to  analyses  of  1803;  Iron,  .0140.    Odor,  generally  dittlnotly  vegeuble,  rarely  unpleasant.    On 

heating  the  odor  often  becomes  stronger,  and  sometimes  disagreeable. The  samples  were  collected 

from  the  reservoir  near  the  surface  at  the  dam.    For  heights  of  water  in  this  reservoir  at  times  when 
samples  of  water  were  collected  for  analysis  see  page  136. 
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CAMBRIDGE. 

Microscopical  EzamiticUion  of  Water  from  Stony  Brook  Storage  Reservoir, 

WaUham, 

[Krnnber  of  organisms  p«r  cable  ceoUmeter.] 


1898. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

Jane. 

Jaly. 

Aog. 

Sept 

Oct. 

Not. 

Deo. 

Day  of  examination, 
Number  of  sample,   . 

11 
9866 

9 
9978 

7 
10077 

6 
10209 

6 
10866 

6 
10472 

7 
10699 

8 
10740 

6 
10965 

4 

11188 

8 
11290 

7 
11448 

PLANTS. 
Dlatomaceas,     . 

Asterionella, 
Cyelotella,   . 
Biatoma,     . 
Fra^laria,  . 
MekMlra,     .       .       . 
Meridlon,     .       .       . 
NaTioQla,     . 
Synedra,      . 
Tabeliaria.  .       .       . 

CyanophycesB,  . 

Anab»na,    . 
Clatbroeyttis, 
Ocelosphieriam,  . 

Alff»,       .... 

Cloateriam, . 
Protocoocas, 
Btaorastrom, 

98 

11 

17 
1 
8 

12 
0 
1 
6 

42 

0 

0 
0 
0 

0 

0 
0 
0 

14 

0 
0 
0 
0 
0 
0 
0 
14 
pr. 

0 

0 
0 
0 

0 

0 
0 
0 

0 

8 

0 
0 
0 
0 
0 
0 
0 

0 

0 
0 
0 

0 

0 
0 
0 

V 
0 

0 
0 
20 

4 

0 

0 
0 
0 

0 

0 
0 
0 

102 

0 

6 
0 
1 

1 

82 
11 

0 

0 
0 
0 

pr. 

0 

99 

4 
6 
0 
0 
0 
0 
1 
4 
84 

0 

0 
0 
0 

0 

0 
0 
0 

2,847 

700 
7 
0 
0 
0 
0 
0 
740 
900 

0 

0 
0 
0 

101 

1 

100 
0 

601 

18 
420 
0 
0 
0 
0 
1 

15 
62 

9 

8 
1 
0 

8 

8 
0 
6 

2,008 

0 

1,400 

420 

14 

0 

0 

2 

76 

96 

25 

19 
6 
0 

48 

40 
5 
3 

288 

88 

62 
0 

26 
0 
0 
2 

28 
128 

61 

1 
0 
60 

0 

0 
0 
0 

1,852 

620 
68 
0 
4 
0 
0 
0 
0 

760 

0 

0 
0 
0 

0 

0 
0 
0 

1,171 

860 

88 
1 
0 
0 
0 

1 
1 

720 

0 

0 
0 
0 

4 

0 
4 

0 

ANIICAL8. 
Bbizopoda.  . 

Aetinophrys, 
DUflagia,     . 

Infusoria*     . 

Dlnobryon, . 
Dlnobryon  cases, 
Saglena.      . 
Peridinium,         .       . 
Trachelomonas, . 

8 

3 
0 

0 

0 
0 
0 
0 
0 

0 

0 
0 

pr. 

0 
0 
0 
0 
pr. 

0 

0 
0 

0 

0 
0 
0 
0 
0 

0 

0 
0 

0 

0 
0 
0 
0 
0 

pr. 

0 
pr. 

2 

0 

1 

0 

1 

0 

0 

0 
0 

1,607 

0 

1,600 

0 

0 

7 

0 

0 
0 

196 

4 
192 
0 
0 
0 

0 

0 
0 

40 

8 

0 

40 

0 

1 

0 
1 

16 

10 
0 
2 
2 

1 

0 

0 
0 

8 

0 
0 
0 

1 

2 

4 

4 
0 

0 

0 
0 
0 
0 
0 

0 

0 
0 

0 

0 
0 
0 
0 
0 

MltellaneoMt   • 

Acarlna, 

2o5gl<Ba,      .        .       . 

100 

0 
100 

8 

0 
8 

18 

0 
18 

0 

0 
0 

7 

0 
7 

52 

0 
62 

2 

.02 
2 

48 

.01 
48 

2 

.04 
2 

100 

0 
100 

28 

0 
28 

86 

0 
36 

Total, 

196 

17 

18 

27 

111 

1,768 

2,646 

606 

2,099 

482 

1,884 

1,211 
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CAMBRIDGE. 

Table  shaunng  Heights  of  Water  in  Fresh  Pond  and  in  Stony  Brook  Storage 

Reservoir  on  the  Dates  when  Samples  of  Water  were  collected  for  Analysis, 

[Heights  are  io  feet  above  Cambridge  city  base.] 


FRESH  POND.    HiOH  Wati«,  16.86. 


Date. 


Height  of 
Water. 


Jan.  4,. 
Feb.  «,. 
Mar.  6,. 
April  4, . 
May  3,. 
June  5,. 
July  5,. 
Aug.  7,. 
Sept.  6, . 
Oct.  8, . 
Nov.  6,. 
Dec.  6,. 


I( 

S9S. 

14.96 
16.06 
16.31 
16.86 
16.89 
16.68 
16.90 
16.72 
16.64 
18.90 
11.84 
12.66 


STONY  BROOK  RESERVOIR.    Rollwat,  81.00. 


Water  Supply  of  Canton. 

The  advice  of  the  State  Board  of  Health  to  the  town  of  CantoD 
relative  to  a  proposed  additional  water  supply  from  the  valley  of 
Beaver  Brook  above  the  present  pumping  station  of  the  Canton 
Water  Works,  may  be  found  on  pages  14  and  15  of  this  volume. 
In  the  following  table  is  given  the  analyses  of  samples  of  water 
collected  in  connection  with  the  investigation  for  this  additional 
water  supply. 


ChemictU  Examination  of  Water  from  Tubular  Test  Wells.inthe  Valley  of  Beaver 

Brook,  Canton, 

[Farta  per  100.000.] 


J 

ArPBARAMOK. 

ll 

Ammomia. 

1 

KiTao«BH 

AS 

1 

f 

i 
1 

2 

6 

j 

1 

i 

i 

< 

1 

i 

1 

9922 
9923 
0967 

1898. 

Jan.  24 

Jan.  24 
Feb.     1 

v.  Slight, 

Decided.' 
milky. 
None. 

V.sUght. 
earthy. 
Cons., 

rusty, 
v.  slight. 

1 
0.00 

0.08* 

0.(» 

3.76 
6.60 
6.66 

.0000 
.0234 
.0000 

.0006 
.0012  1 
.0006' 

.42 
.21 
.82 

.0160 
.0120 

Loooo 

.0001 
.0000 
.0000 

.0000  i  1.3    .otto 
.0109  1  2.3    .4100 
.0197  1  2.7    .0060 

*  This  sample  when  received  at  the  laboratory  had  a  color  of  0.70  caused  by  minute  particles  of 
iron  rust  in  suspension,  but  subsequently,  after  the  iron  rust  had  precipluted,  became  nearly  colorless. 

Odor,  of  No.  9923,  faint:  of  the  others,  none. Sample  No.  9922  waa  collected  from  tubular 

test  well  No.  2,  20  feet  deep,  driven  through  11  feet  of  muck  and  five  feet  of  sand  into  gravel.  No.  9923» 
from  test  well  No.  3,  20.6  feet  deep,  driven  through  1.46  feet  of  muck  and  2  feet  of  fine  sand  into  gravel. 
No.  9967,  from  test  well  No.  6,  20  feet  deep,  driven  through  6  feet  of  muck  and  6  feet  of  fine  sand  into 
gravel.  Water  was  pumped  from  the  wells  with  a  hand  pump  before  collecting  the  samples,  for  perioda 
varying  from  2  to  4>^  hours.  The  wells  were  located  In  tne  vicinity  of  Beaver  Brook,  at  a  point  where  it 
isjoined  by  a  small  branch  from  the  south,  about  half  a  mile  above  the  pumping  station  of  the  Canton 
ater  Works. 


Wi 


Microscopical  Examination, 

No  organisms. 
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CHELSEA. 

Water  Supply  op  Chelsea. 
(See  Boston,  Mystic  Works.) 

Water  Supplt  of  Chester. 

Description  of  Works.  — The  population  of  the  town  in  1890  was 
1,295.  The  population  of  the  main  village,  which  is  the  only  portion 
of  the  town  supplied  with  water,  is  said  to  be  about  800.  The  works 
are  owned  by  C.  L.  Goodhue.  Water  was  introduced  in  November, 
1893,  and  was  supplied  to  about  60  families  at  the  end  of  the  year. 

The  source  of  supply  is  Austin  Brook,  a  tributary  of  Walker 
Brook.  Water  is  drawn  from  Austin  Brook  at  a  point  about  1,200 
feet  from  its  mouth,  and  less  than  a  mile  west  of  the  village  of 
Chester,  where  a  small  reservoir  has  been  constructed  at  a  sufficient 
elevation  to  supply  the  town  by  gravity.  It  is  said  that  the  reser- 
voir is  formed  by  a  dam  about  8  feet  in  height,  and  covers  an  area 
60x80  feet  to  an  average  depth  of  about  6  feet. 

The  brook,  above  the  point  where  the  dam  is  located,  drains  an 
area  about  1^  square  miles,  which  is  mainly  pasture  and  woodland ; 
it  is  said  that  there  is  but  one  dwelling  house  on  this  area. 

The  distributing  mains  are  of  cast-iron,  and  the  service  pipes  are 
of  galvanized  iron. 

The  advice  of  the  State  Board  of  Health  to  the  town  of  Chester, 
with  reference  to  taking  a  supply  of  water  from  Austin  and  other 
brooks,  may  be  found  on  pages  15  to  17  of  this  volume. 


Chemical  Examination  of  Water  from  Austin,  Blandford  and  Walker  Brooks,  and 
Horn  Pond  in  Chester  and  Becket. 

[ParU  per  100.000.] 


1    § 

Afpbabamcb. 

Rksiddb  on 
Evapora- 

Ammonia. 

MITBOOBM 

s 

1 

tion. 

i 

1 

s 

1 

f 

1 

1 

§1 

r 

1 

Albuminoid. 

1 

2 

as 

1 

1 

si 

ao 

33 

i  IMS. 

i 

1 

lJtt0iMay22 

None. 

V.  slight. 

0.08 

2.40 

0.66 

.0008 

.0046 

.0038 

.0008 

.05 

.0000 

.0000 

.2062   0.8 

10131  May  22 

None. 

V.  Blight. 

0.08 

2.76 

0.75  , 

.0010 

.0052 

.0044 

.0008 

.06 

.0030 

.0000 

.2062   0.8 

104321  May  22 

v.  •light. 

Slight. 

0.80 

2.50 

1.06  1 

.0008 

.0158 

.0130 

.0028 

.05 

.0050 

.0001 

.4162 

0.8 

10483  May  22 

-     1 

V.sUghi. 

V.  slight. 

0.48 

3.05 

1.08 

.000*.'j»104 

~ 

~ 

.04 

.0000 

.0000 

.4987 

0.8 

Iron,  in  No.  10430.  .0060;  in  No.  10431,  .0026;  in  the  remaining  samples,  none.    Odor  of  the  first 
two  samples,  none;  of  the  third,  distioctly  vegetable,  disappearing  on  heating:  of  the  last,  very  faintly 

vegetable The  first  sample  was  collected  from  Austin  Brook;  the  second,  from  Blandford  Brook, 

aooot  a  third  of  a  mile  from  lu  mouth;  the  third,  from  Walker  Brook,  about  a  mile  from  the  Chester 
nilroad  station,  and  the  last  from  Horn  Pond. 

Microscopical  Examination. 
1...?^  number  of  organisms  per  cubic  centimeter  In  these  samples  was  as  follows :  No.  10430, 1 ;  No. 
10481, 9 ;  No.  10438,  not  examined ;  No.  10432,  45.  O  Q I P 
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Water  Supply  of  Chicopee. 

Until  1893  the  city  of  Chicopee  had  been  supplied  with  water 
from  various  sources  as  follows  :  — 

Chicopee  Centre,  having  a  population  in  1890  of  about  7,500,  was 
supplied  with  water  by  the  Chicopee  Water  Company  from  Dingle 
Brook,  and  from  wells,  partly  by  gravity  and  partly  by  pumping. 

Chicopee  Falls  (population  in  1890,  5,553)  was  supplied  chiefly 
from  works  owned  by  the  district,  with  water  pumped  by  the  Chico- 
pee Manufacturing  Company  from  the  Chicopee  River  within  the 
village. 

Willimansett  Village  (population  in  1890,  about  300)  was  sup- 
plied by  the  Willimansett  Aqueduct  Company  with  water  by  gravity 
from  a  small  brook. 

In  1892  the  city  of  Chicopee  acquired  possession  of  the  works  of 
the  Chicopee  Water  Company  and  of  the  Willimansett  Aqueduct 
Company. 

In  the  winter  and  early  spring  of  1892  there  was  a  mild  epidemic 
of  typhoid  fever  in  Chicopee  Falls,  and  the  State  Board  of  Health, 
after  investigation,*  found  reason  to  believe  that  the  epidemic  was 
due  to  the  use  of  water  from  the  Chicopee  River,  a  stream  which  re- 
ceives the  sewage  of  several  thousand  people,  and  taking  these  results 
in  connection  with  investigations  in  other  places  showing  that  a  pol- 
luted running  stream  is  a  very  dangerous  source  of  water  supply, 
advised  the  city  to  secure  a  pure  water  supply  for  Chicopee  Falls 
and  to  discontinue  the  use  of  river  water.  The  new  supply  was  com- 
pleted at  the  end  of  1893,  and  the  use  of  water  from  the  Chicopee 
River  was  discontinued. 

Description  of  Works.  —  The  new  sources  of  supply  are  Morton 
and  Cooley  Brooks,  the  waters  of  which  are  taken  near  their  con- 
fluence, about  1^  miles  northeast  of  Chicopee  Falls.  Cooley  Brook 
is  a  tributary  of  the  Chicopee  River  from  the  north,  and  a  large  part 
of  its  course  is  through  a  ravine  in  the  great  sandy  plain  between 
Chicopee  and  Grauby.  Owing  to  the  character  of  its  watershed, 
which  allows  much  of  the  water  falling  upon  it  to  pass  into  the 
ground  and  move  gradually  toward  the  brook,  which  it  finally 
reaches  in  the  form  of  springs,  its  flow  is  well  maintained  in  a  dry 

♦  See  "  An  Investigation  of  an  Outbreak  of  Typlioid  Fever  in  Chicopee  Falls  apparently 
due  to  Infected  Water  Supply,"  made  under  the  direction  of  Prof.  W.  T.  Sedgwick  in  the 
twenty-fourth  annual  report  of  the  State  Board  of  Health  for  1S92,  pages  705-714. 
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season.  A  dam  about  170  feet  long  and  10  feet  in  height  has  been 
constructed  across  the  brook  at  a  point  about  three-fourths  of  a  mile 
from  its  mouth,  forming  a  small  reservoir  said  to  have  a  capacity 
when  full  of  5,500,000  gallons.  All  the  loam  and  vegetable  matter 
was  removed  from  the  area  to  be  flowed  up  to  the  level  at  which  it 
is  proposed  to  hold  the  water,  which  for  the  present  will  be  only 
high  enough  to  divert  the  water  into  a  conduit  leading  to  the  pump- 
ing station. 

Morton  Brook  is  a  small  branch  of  Cooley  Brook,  fed  almost 
wholly  by  springs,  which  enters  the  latter  a  short  distance  below 
the  dam  just  described.  A  low  dam  has  been  constructed  across 
this  brook  a  short  distance  above  its  mouth,  forming  a  small  reser- 
voir about  80  feet  long,  40  feet  wide,  and  averaging  three  feet  in 
depth,  which  was  thoroughly  cleaned. 

A  cast-iron  conduit  pipe  16  inches  in  diameter  conveys  water  by 
gravity  from  Cooley  Brook  to  a  receiving  basin  at  the  pumping 
station,  a  distance  of  2,434  feet.  A  branch  conduit  8  inches  in 
diameter,  also  of  cast-iron,  conveys  the  water  from  Morton  Brook 
to  the  main  conduit,  a  distance  of  750  feet.  It  is  proposed  to  take 
the  supply  as  far  as  possible  from  Morton  Brook,  because  of  the 
better  quality  of  its  water. 

The  receiving  basin  is  107  feet  long,  77  feet  wide  and  8  feet  deep 
at  high  water.  It  is  oval  in  shape,  with  sloping  sides,  and  has  a 
capacity  of  350,000  gallons.  The  slopes  are  paved  with  bricks  laid 
in  cement,  and  the  bottom  is  covered  with  a  layer  of  Portland 
cement  concrete,  6  inches  in  thickness,  over  which  is  a  layer  of 
gravel  4  inches  in  thickness.  At  the  end  of  the  basin  where  the 
conduit  enters,  there  is  a  sand  chamber  9  feet  long,  6  feet  wide  and 
8  feet  deep,  designed  to  catch  heavy  suspended  matter,  and  from 
this  chamber  the  water  overflows  into  the  main  portion  of  the  basin. 
The  surplus  water  brought  to  the  basin  passes  ofi*  through  an  over- 
flow formed  by  a  20-inch  pipe  set  perpendicularly  in  the  centre  of 
the  basin,  and  discharging  into  a  pipe  leading  to  Cooley  Brook. 

Water  is  pumped  from  the  basin  to  the  city  and  to  an  open  iron 
tank  55  feet  in  diameter  and  60  feet  in  height,  situated  a  short  dis- 
tance from  the  main  pipe  between  the  pumping  station  and  the  city. 
All  new  distributing  mains  are  of  cast-iron ;  new  service  pipes  are  of 
galvanized  iron  and  lead. 


Digitized  by  VjOOQ IC 


140 


STATE  BOARD  OF  HEALTH.         [Pub.  Doc. 


CHICOPBE. 

The  old  works  of  the  Chicopee  Water  Company  will  still  be  used 
as  a  low-service  supply  for  the  lower  portion  of  the  city. 

The  water  supply  of  the  village  of  Willimansett  was  introduced 
in  the  summer  of  1892.  The  source  of  supply  is  a  small  brook, 
a  tributary  of  the  Connecticut  River  from  the  east,  which  flows  from 
the  westerly  side  of  the  great  sandy  plain  already  mentioned.  A 
dam  about  10  feet  in  height  has  been  constructed  across  the  brook, 
forming  a  small  reservoir  at  a  point  where  the  elevation  is  sufficient 
to  supply  the  village  by  gravity.  Distributing  mains  are  of  cast- 
iron.     Service  pipes  are  of  galvanized  iron  and  lead. 


Chemical  Examinalion  of  Water  from  Morton  and  Cooley  Brooks  in  Chicopee, 

[Parte  per  100,000.] 
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11899  Nov.  27 


11400  Nov.  27 
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v.  slight. 
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Residue  on 
Evapora- 
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8.60 
3.45 


§1 


0.40 
0.65 


.0000  .0104 
.0000.0044 


.0094 
.0016 


^1 

CO 


.0010 
.0028 


NlTKOOBH 


.0180 
.0080 


.0000 


5lj 
I'l 

O   !  B 


.1506 
.1462 


1.6 
1.4 


Iron,  In  No.  11899,  .0050;  in  No.  11400,  .0050.  Odor,  very  faintly  vegetable,  disappearing  on  beat- 
ing.  The  flrst  ssmple  was  collected  from  the  receiving  basin  at  the  pumping  station  and  represents 

water  from  Morton  Brook.    The  second  sample  was  collected  from  Cooley  Brook  at  the  new  dam. 

Microscopical  Examination, 

No.  11890.  Dlatomaceis,  if«W(//on,  1;  ^ynetfra,  1.  Fangi,  C/udoMria;,  2.  Miaeellaneons,  Zo^toa, 
5.    Totol,9. 

No.  11400.  DlatomacetB,  Oomphonematl;  Navicula,2i  S^edra.l;  TabelUxria,  1.  Algn,  ClotUrittm^ 
1.    Fungi,  Crenoihrix,  2.    Mlscellaneons,  Zooglaa,  6.    Total,  14. 
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cohasset. 
Water  Supply  of  Cohasset.  —  Cohasset  Water  Company. 


Chemical  Examination  of  Water  from  the  Tubular 

Company, 

[Parts  per  100,000.] 


Wells  of  the  Cohasset  Water 
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Sept.  26  \ 
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- 
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- 
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- 
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.0001 
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*  This  sample  was  turbid  when  received  and  the  color  was  determined  after  filtration, 
t  June  to  December.  %  January  to  May.  S  Febmary. 

NoTS  to  analyses  of  1893 :  Odor,  none. The  samples  were  collected  from  a  fancet  In  the  pnmplng 

station  while  pumping. 

This  water  is  beginning  to  show  some  of  the  characteristics  of  an 
**  iron  "  water,  namely,  a  noticeable  turbidity,  sediment  and  color, 
and  the  presence  of  iron  and  of  certain  microscopic  organisms  often 
found  in  such  waters.  The  determinations  of  turbidity,  sediment 
and  color  in  a  sample  of  water  of  this  class  vary  with  the  length  of 
time  that  the  water  has  been  exposed  to  the  air  after  it  has  been 
drawn  from  the  ground,  since  they  are  dependent  upon  the  amount 
of  iron  which  has  been  thereby  oxidized  and  converted  into  an 
insoluble  form.     When  the  iron  is  all  precipitated  out,  the  water 
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resumes  its  original  appearance,  free  from  color  and  turbidity. 
These  results  of  turbidity,  sediment  and  color  are,  therefore,  only 
of  value  as  showing  a  condition  which  the  water  may  assume,  and 
should  not  be  used  for  making  comparisons  between  the  different 
samples. 

Microscopical  ExamincUion  of  Water  from  the  Tubular  Wells  of  (he  Cohasscl 

Waier  Company. 

[Narober  of  orgaDismi  per  cubic  centimeter.] 
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Water  Supply  of  Concord. 
Chemical  Examination  of  Water  from  Sandy  Pond^  Lincoln. 

[Parts  per  100,000.] 
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Iron,  .0098.    Odor,  none;  on  standing  two  days,  a  faintly  unpleasant  odor  developed  in  the  first 

sample.    On  heating,  a  faint  odor  was  developed  In  each  sample. The  first  sample  was  collected 

from  the  pond ;  the  last,  from  a  faucet  in  the  town. 


Microscopical  Examination. 

No.  10141.    Diatomaceas,  Asterioiiellat  1 ;  Vermes,  Anurea^  Pr.;  Total,  1. 

No.  10269.    DiatomaceoB,  Aiterionella,  Pr.;  Infusoria,  Dinobryon,  1;  Dinobryon  casfs^  10.    Total,  11. 


Digitized  by  CjOOQ IC 


No.  34.]     EXAMINATION  OF  WATER  SUPPLIES. 


143 


DAN  VERS, 

Water  Supply  op  Danvers. 
In  the  act  of  the  legislature  giving  the  town  of  Danvers  the  right 
to  supply  itself  with  water,  the  town  was  granted  permission  to  take 
its  supply  from  Middleton  Pond,  in  Middleton,  and  Swan's  Pond,  in 
North  Reading.  The  latter  is  situated  a  little  less  than  half  a  mile 
from  Middleton  Pond  and  its  surface  is  about  twenty-two  feet  higher. 
Water  was  introduced  from  Middleton  Pond  in  1876,  but  the  works 
were  pot  extended  to  Swan's  Pond  until  1893,  when  a  connection 
between  the  two  ponds  was  made  by  laying  a  six-inch  cast-iron  pipe. 
Swan's  Pond  is  said  to  have  an  area  of  about  forty-five  acres. 


Water  Sxjpply  of  Dedham. — Dedham  Water  Company. 

Chemical  Examination  of  Water  from  the  Well  of  the  Dedham  Water  Company, 

[ParU  per  100,000.] 
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10.10 

.0000 

.0018 

.88 

.2500 

.0000 

.0780 

3.9 

.0000 

U366 

Nov.  21 

iNone. 

1 

None. 

0.0 

9.50 
10.14 

.0000 

.0060 
.0024 

.90 
.92 

.1900 
.2825 

.0000 

.0924 
.0780 

4.3 
4.2 

.0000 

Ay... 

1 

0.0 

.0000 

.0000 

.0000 

r 

Averages  of  Analyses  of  Previous  Years. 


-        1887* 

. 

. 

0.0 

10.97 

.0002 

.0012 

,     .97 

.2690 

_ 

. 

- 

- 

-    ,    18881 

- 

- 

0.0 

10.88 

.0002 

.0011 

.93 

.2810 

.0000 

- 

- 

- 

-    ;    1889t 

- 

- 

0.0 

9.15 

.0000 

.0020 

'     .93 

.1700 

.0000 

- 

- 

- 

-        1892 

- 

- 

0.0 

10.65 

.0000 

.0006 

1     .95 

.2982 

.0000 

- 

4.4 

.0007 

-    1    1893 

- 

- 

0.0  . 

10.14 

.0000 

.0024 

.92 

.2825 

.0000 

.0780 

4.2 

.0000 

« 

Jane  to  De 

rcember. 

t* 

^annar; 

MO  Ma 

y. 

tAp 

ril. 

Note  to  analyses  of  1898 :  Odor,  none. The  samples  were  collected  from  a  faucet  at  the  pnmplng 

station. 

Microscopical  Examination^  1893, 

A  very  few  organisms,  chiefly  Diatomaceso,  were  found  in  Nos.  10461  and  10674.     No  organisms 
were  found  in  the  remaining  samples. 
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Chemical  Examination  of  Water  from  the  New  Open  Tank  of  the  Dedham  Water 
Company y  on  Federal  Hill. 

[ParU  per  100,000.] 


1 

3 

Q 

Appbabaxcb. 

A 

Ammomia. 

i 

i 

KiTKOOBK 
A8 

1 

1 

s 

H 

1 

1 

1 

1^ 

< 

i 
1 

1 

jl 

9021 
10460 
10673 
11367 

189S. 

Jan.   24 

May   81 
July  18 
Nov.  21 

None. 
Slight. 
Slight. 
SUght. 

None. 

Cont., 

green. 
Slight. 

V.  slight. 

0.00 
0.02 
0.00 
0.00 

10.85 
11.00 
11.00 
0.60 

.0000 
.0000 
.0046 
.0010 

.0020 
.0110 
.0048 
.0114 

1  M 
.90 

.89 
.89 

.2400 
.2300 
1.2260 
.2560 

.0001 
.0000 
.0001 
.0001 

1 

1 

^.0086 
.1812 
.1638 

1.1848 

1 
4.6    .0050 
4.0  1.0050 
4.4  1.0430 
4.8  '.0025 

Av. 

1893 

1 

0.01 

1  10.49 

.0014 
.0002 

.0073 

1  .91 

1.2875 

1 

.0001 

.1209 

4.3  1.0139 

1 

*  **  1*"*'^ 

Av. 

1892 

1 

0.01 

10.80 

.0054 

1  .98 

1 

.2962 

.0001 

1 
1 

4.4    .0108 

1 

1 

Odor,  of  No.  10673,  unpleasant;  of  the  others,  none.  On  heating,  a  distlootly  vegetable  and 
unpleasant  odor  was  developed  in  No.  10460. The  samples  were  collected  from  the  tank. 

The  supply  of  the  Dedham  Water  Company  is  drawn  from  a  covered  well  near  Charles  River,  and 
previous  to  1890  a  single  open  tank  twenty  feet  in  diameter  and  one  hundred  and  three  feet  high  was 
used  in  connection  with  the  distributing  system.  In  1890  a  new  tank  forty.two  feet  In  diameter  and 
fifty-one  feet  high  was  added  to  the  works.  This  tank  like  the  first  was  not  covered,  but  owing  to  its 
great  diameter  In  proportion  to  its  height  the  water  has  been  exposed  much  more  freely  to  the  light,  and 
in  consequence  abundant  growths  of  microscopic  organisms  have  appeared  in  the  water  and  given  it  at 
times  an  unpleasant  odor.  The  conditions  in  this  case  are  similar  to  those  at  Brookline  in  1887,  when 
water  from  a  filter-gallery  near  Charles  River  was  pumped  into  a  similar  iron  tank  in  which  the 
organ! Ams  grew  abundantly  until  August  of  that  year  when  It  was  covered  to  exclude  the  light.  After 
covering,  the  organisms  disappeared  and  there  has  been  no  further  trouble. 


Microscopical  Examination  of  Waier  from  the  New  Open  Tank  of  the  Dedham 
Water  Company^  on  Federal  Hill, 

[Number  of  organisms  per  cubic  centimeter.] 


1S9S. 

January. 

June. 

July. 

November. 

Day  of  examination, 

25 

1 

20 

22 

Number  of  sample 

9921 

10460 

10673 

11357 

Total, 


62      I         5,720 


PLANTS. 

( 

Diatomaceed 

St  ! 

5,720 

340 

1,058 

AHterionella, 

Fragllaria 

0      ' 

52      1 

620 
5,200 

0 
840 

1,040 
13 

Mhcellaneotts,  Zo'dglooa. 

0      i 

• 

30 

0 

870 


1,053 


^lyiuzed  by 


Google 
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Deerfield. 


I>EEBF£EL.I>. 


Chemical  ExaminaUon  of  Water  from  Mill  River  and  Clnpp^s  Trout  Brook  in 
Deerfield  and  Roaring  Brook  in  Wkately, 

[ParU  i^r  100,000.] 


Date  of  Collection. 

1 

Apfbakancb. 

BB8IDDB  OM 
EVAPOBA- 
1           TICK. 

Ammonia. 

.11 

.10 
.12 

NiTKOaBN 
▲8 

1 

1 

s 

1 

1 

1 

1 

1 
F 

i 

Albamlnold. 

1 

i 
1 

1 

1 

1 

•a 

si 

00 

i 

189S. 

11401'  Nov.27 

11402  Nov.27 

11403  Nov.27 

1 

t  None. 
None. 
:  None. 

V.  Blight. 
V.Bligbt. 

V.Bllght. 

0.00 
0.00 
0.04 

7.36 
6.40 
6.00 

0.50 
0.66 
0.66 

.0000 
.0006 
.0002 

.0026 
.0040 
.0062 

.0020 
.0032 
.0042 

.0006 
.0008 
.0010 

.0400 
.0120 
.0080 

.0000 
.0000 
.0000 

.1200 
.1204 
.1462 

6.6 
4.8 
3.0 

Iron,  insigniflcaDt.    Odor  of  all  Bamples,  vory  faintly  vegetable. The  flrBt  sample  was  collected 

from  Hill  River  lo  Deerfield  near  the  boundary  line  between  Conway  and  Deerfield;  the  second,  from 
Clapp's  Trent  Brook,  a  tributary  of  Mill  River  in  Deerfield,  and  the  last  from  Roaring  Brook  in  Whately 
Olen,  in  the  northern  part  of  Whately. 

Microscopical  Examination, 

No.  11401.  DiatomaoesB,  Xavicula,  1;  Pinnularia,  1;   Synedra,  10.    Miscellaneous,  ZcdgloMt  3. 
Total,  16. 

No.  11402.  Dlatomaoea>,  Synedra,  6. 

No.  11403.  DiatomacesB,  Synedra,  3.    Miscellaneous,  Zodglaa,  1.    Total,  4. 


Water  Supply  of  East  Bridgewater. 
(See  Bridgewater,) 

Water  Supply  of  Easthampton. 

Works  for  taking  a  water  supply  from  a  new  source  were  built 
by  the  town  in  1892,  and  the  use  of  water  from  Williston  Pond 
has  been  discontinued.  The  new  source  of  supply  is  Bassett  Brook, 
a  stream  which  rises  in  Northampton  and  flows  into  the  Man- 
han  River,  just  opposite  the  village  of  Easthampton.  Water  is 
taken  from  the  brook  a  little  less  than  a  mile  from  its  mouth,  at 
a  point  where  a  low  dam  has  been  constructed  forming  a  small  basin. 
From  the  basin  water  flows  by  gravity,  through  a  cast-iron  pipe 
twelve  inches  in  diameter,  to  a  pumping  station  located  at  a 
dam  on  the  Manhan  River,  a  short  distance  below  the  mouth  of 
Bassett  Brook.     From  this  point  the  water  is  pumped  by  water 


Digitized  by  CjOOQ IC 


146 


STATE  BOARD   OF  HEALTH-         [Pub.  Doc. 


KASTHAMPTON. 

power,  through  a  new  cast-iron  force  main  ten  inches  in  diameter 
and  one  thousand  two  hundred  and  fifty  feet  in  length,  into  the  old 
system  of  distributing  pipes  in  the  village,  th6  surplus  water  going 
to  the  distributing  reservoir  on  Mt^Tom. 

Bassett  Brook,  above  the  point  of  diversion,  drains  an  area  of 
about  6.9  square  miles.  In  the  upper  portion  of  the  watershed  the 
slopes  are  steep,  but  in  the  middle  and  lower  portions  the  surface  is 
more  nearly  level,  and  there  are  considerable  areas  of  flat  land  in  the 
vicinity  of  the  stream,  some  of  which  are  swampy.  There  are  no 
ponds  or  storage  reservoirs  on  the  watershed. 

Water  Supply  of  North  Easton  Village  District,  Easton. 

Chemical  Examination  of   Water  from  the   Well  of  the  North  Easton   Village 

District. 

[Paru  per  100,000.] 


B 

Appeasakck. 



1     i  . 

Ammoxia.    1 

1 

KiTKOOBK 

i 

1 

I 

1 

1'             A« 

a 

Residue  on 
Evapurt 

1 

0 
3S 

^5 

^ 

•1 

^ 

g 

1^ 

< 

i 
i 

1 

!    S        2 

c 
w 

K 

o 

1 

1 

1893. 

1 

1 

1 
1 

1 

I 

11048 

Sept.  18 

1  None. 

None. 

0.0 

'    3.80 

1.0000 

.0004 

.44 

.0200 

.0000 

1.0234 

1.2 

.0100 

Odor,  none. The  sample  wot  collected  from  the  well. 

Microscopical  Examination. 

No  organisms. 


Water  Supply  of  Everett. 

(See  Boston,  Mystic  Works.) 

Water  Supply  of  Fairhaven.  —  Fairhaven  Water  Cobjpany. 

The  advice  of  the  State  Board  of  Health  to  the  Fairhaven  Water 
Company  with  reference  to  the  introduction  of  a  water  supply  from 
tubular  wells  in  the  vicinity  of  the  Nasketucket  River  will  be  found 
on  page  seventeen  of  this  volume.  Analyses  of  samples  of  water 
collected  from  wells  near  the  river  and  from  the  river  are  given 
below. 
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The  results  found  by  analysis  are  somewhat  remarkable,  as  they 
show  that  water  from  flowing  wells  only  a  short  distance  apart 
differed  very  much  in  quality,  some  of  the  water  having  its  origin  in 
a  polluted  source,  and  some  of,  it  being  the  natural  water  of  the 
region.  This  subject  is  referred  to  quite  fully  in  the  advice  of  the 
Board.  It  is  also  worthy  of  note  that  there  was  a  difference  in 
the  temperature  of  the  water  from  wells  driven  to  the  same  depth, 
that  from  the  southerly  well  having  a  temperature,  April  12,  1893, 
of  46.5  degrees,  from  the  northerly  well,  43  degrees,  and  from  the 
middle  wells,  48  degrees.  The  temperature  of  the  water  in  the 
river  at  the  same  time  was  55  degrees. 

The  works  for  taking  water  from  this  source  were  nearly  com- 
pleted at  the  end  of  1893. 


Chemical  Examination  of  Water  from  Tubular  Test  Wells  in  the  Vicinity  of  the 
Nasketucket  River,  Fairhaven, 


[Parta  per  100.000.] 


1 
3 

1            Appeaeakck. 

?          Residae  on 

g;               Evaporation. 

Ammonia. 

1 
1.48 

KITROOKM 
AS 

il 

f 

§ 

s 

5 

s 

1 

i 
1 

1 

6 

ll 

1 

1 

1 

10190 

1S9S. 

Mar.  80 

None. 

V.  slight. 

0.02 

.0002 

.0026 

.2200 

.0000 

.0146 

8.1 

.0000 

10247 

Apr.  12 

None. 

None. 

0.00 

8.00 

.0000 

.0004 

0.81' 

.0480 

.0000 

.0182 

1.8 

.0015 

10218 

Apr.  12 

1  None. 

None. 

0.00 

12.80 

.0000 

1 

.0022 

1.08 

.6000 

.0000 

.0146 

3.9 

.0060 

Av 

' 

0.01 

1 

8.88 

1.0001 

.0017 

1.411 

t 

.2893 

.0000 

.0168 

2.8 

0022 



1 

Odor,  Done.    On  beating,  the  odor  of  the  first  sample  became  faintly  vegetable. The  wells  are 

located  in  the  vicinity  of  the  river,  about  half  a  mile  above  the  point  where  it  Is  crossed  by  the  Fair- 
haven  branch  of  the  N.  Y.,  N.  H.  &  H.  R  R.  The  first  sample  was  collected  from  one  of  the  middle 
wells  in  a  line  of  six  in  the  valley  of  the  Nasketucket  River;  the  second  sample  from  the  most  northerly 
and  the  last  from  the  most  southerly  well  in  this  line. 

Microscopical  Examination, 

No.  10190.    Miscellaneous,  Zodglom,  14. 
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Chemical  ExamituUion  of  Water  from  the  Naaketucket  River ^  Fairhaven. 

[Parte  per  100,000.] 


1 

APPEARiLKOB. 

1  KK81DUE  OX 

EVAPOBA- 

TION. 

Amuokia. 

1 
1 

.7. 

NiTBOOKK 
AS 

Oxygen  Conmmed. 

f 

^ 

1 

1 

1      ^ 

i 

P 

1 

Albuminoid. 

1 

S 

& 

i 

•8 

1 
5^ 

i 

5 

1  IMS. 
10249  Apr.  12 

V.slighl. 

Slight. 

1.00 

i 

'  5.65 

1 

2.W 

.0006 

.0228 

.0202 

.0020 

.0050 

.0001 

! 
1.3M8.0.8 

Iron,  .0030.    Odor,  faintly  vegeUble. The  tample  was  collected  from  the  river  at  the  dam  of  a 

small  ice  pond,  located  a  short  distance  above  the  teet  wells. 

Microscopical  Examination. 

DiatomaceflB,  MeloHra^  8;  Meridion^  11;  Havicula^  5;  NiUichiat  1;  Pinnularia,  1;  Synedra^  34; 
Tabellaria,  44.    Mlsoellaneoas,  ZodgUxOt  0.    Total,  105. 

Water  Supply  of  Falmouth  Heights.  —  Falmouth  Heights 

Water  Company. 
This  village  is  a  summer  resort  on  Vineyard  Sound  in  the  southerly 
part  of  the  town  of  Falmouth.  The  source  of  supply  is  a  well  about 
ten  feet  in  diameter  and  twenty  feet  in  depth,  located  a  short  dis- 
tance north-west  of  the  village.  Water  is  pumped  from  the  well  to 
an  elevated  wooden  tank  upon  Observatory  Hill  in  the  village,  and 
is  thence  distributed  to  consumers  through  cast-iron  mains.  The 
reply  of  the  State  Board  of  Health  to  the  Falmouth  Heights  Water 
Company,  with  reference  to  the  use  of  this  well  as  a  source  of 
water  supply  for  the  village  of  Falmouth  Heights,  may  be  found  on 
page  18  of  this  volume. 


Chemical  Examination  of  Water  from  the  Wells  of  the  FalmotUh  Heights  Water 

Company. 

[Parte  per  100,000.] 


10570 


m 


Appeabanck. 


1898.   I  ' 

Jane  ao    Distinct,  I  Slight, 

|,     clayey.        white. 


0.0 


a 
o 

Ammonia. 

1      NlTKOGKX 

i 

g 

P 

f. 

1 

c 

2 

l| 

i 

-i 

m 

1 

as 

bi 

o 

1       ^ 

ST. 

o 

a 

1 

,     6.40 

1 
'.0000  ,.0016 

1 

1  2.11 

.0000 

.0001 

.0474 

1.7 

.0000 

Odor,  faintly  earthy. The  sample  was  collected  from  the  well. 

Microscopical  Examination. 

No  orflrftnlsms. 
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Water  Supply  of  Fitchburg. 
Chemical  Examination  of  Water  from  Scott  Reservoir,  Fitchburg. 

[Parts  per  100,000.] 


1 

1 

1 

Afpbarakob. 

Rksidcb  on  1 

EVAPOKA- 
TIOK.          1 

Ammovza. 

1 

_i_ 

.15 

.18 

.19 
.17 

NITKOOBM 
AS 

1 

f 

1 

1 

1 

Loss  on 
Ignition. 

Free. 

Albuminoid.     | 

S 

9a 

1 

H 

1 

1 
1^ 

1 

10685 
11203 

11510 

189S« 

July  19 1  Slight. 
Oct.  16  ;  Decided. 

Dec.  18  1  None. 

Slight. 
Cons., 

sandy. 
V.  slight. 

0.10 
0.16 

0.04 

2.60 
2.20 

8.25 

1 

1.55 
.1.16 

1 
1.25  j 

.0000 
.0000 

.0004 

.0001 

.0832 
.0292 

.0076 
.0288 

.0246 
.0180 

.0060 
.0162 

.0086 
.0112 

.0016 
.0071 

.0000 
.0000 

.0100 
.0088 

.0001 
.0000 

.0000 
.0000 

.8182 
.3483 

.1944 

0.5 
0.2 

0.5 

Av. 

,' 

0.10 

2.68 

1.80, 

.287o!  0.4 

'1 

1 

Averages  of  Analyses  of  Previous  Tears 

• 

1887* 

0.301 

2.63 

1.01 

.0007 

.0281 

.16 

.0021 

1 

. 

. 

. 

1888 

. 

_ 

0.11 

2.31 

0.79 

.0004 

.0240 

_ 

- 

.13 

.0040 

.0001] 

. 

- 

. 

1889 

. 

. 

0.09 

2.12 

0.62 

.0008 

.0213 

.0162  .0051 

.13 

.0030 

.0001! 

• 

• 

. 

1890 

• 

„ 

0.10 

2.64 

1.02 

.0010 

.0217 

.0162.0065 

.13 

.0050 

.0001 

. 

0.9 

— 

1891 

. 

. 

o.isl 

2.55 

1.05 

.0007 

.0146 

.Olio;. 0036 

.14 

.0082 

.0000 

. 

0.6 

. 

1892 

_ 

. 

0.13 

2.78 

1.16 

.0005 

.0261 

.01981.0063 

.18 

.0089 

.0000 

- 

0.5 

• 

1898 

- 

- 

0.10 

2.68 

1.80 

.0001 

.0233 

.01621.0071 

.17 

.0033.00001 

.2870 

0.4 

*  June  to  December. 

NOTB  to  analyses  of  1893:  Iron,  .0181.    Odor  of  the  first  sample,  distinctly  nnpleasant,  becoming 

disagreeable  on  standing;  of  tl^  other  samples,  faintly  vegetable. The  samples  were  collected  from 

the  reaerroir  near  the  gate-house,  one  foot  beneath  the  surface. 

The  heights  of  water  in  this  reservoir  on  dates  when  samples  of  water  were  collected  for  analysis 
were  as  follows:  Jnly  19,  thirty  .seven  feet;  October  16,  eighteen  feet;  December  18,  twenty- nine 
feet.    High-water  mark  is  forty  feet. 


Microscopical  Examination  of  Water  from  Scott  Reservoir ,  Fitchburg, 

[Number  of  organisms  per  cnbic  centimeter.] 


July. 


October. 


December. 


Day  of  examination. 


21 


17 


Number  of  sample, 


10685 


11203 


11510 


PLANTS. 


Diatomaceee, 

Asterionella, 
Diatoma,  . 
Melosira,  . 
Synedra,    . 
Tabellaria, 


142 

15 
2 
0 

116 
9 


2,500 


0 

164 

0 

2,300 


roogle 
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Microscopical  Examination  of  Water  from  Scott  Reservoir^  FUchburg  —  Concluded. 
[Number  of  organUms  per  cubic  centimeter.] 


1898. 

July.           1        October. 

December. 

PLANTS -Con. 
Oyanophyceed,  Anabflena 

AlfiTSB, 

Soenedesmus, 

Btaurastrum 

Fungri.  Crenothrix, 

1 
0                        3 

»     !         1 

4           i                   0 
0          '                 9 

0 

0 

0 
0 

0 

ANIMALS. 
Bhizopoda.  Difflugia,      . 

Infusoria,  .... 


Dlnobryon  caaesi 
Peridinlnm, 


0 

57 

1 
66 


133 

1 
182 


Vermes, 


Anurea 

Polyartbra,       .... 

2 

1        ; 

3 
0 

0 
0 

.    .    .    . 

JfiacfUaneous,  Zooglcea, 

68 

40 

0 

Total,      ..... 

275          • 

2690 

„ 

Chemical  Examination  of  Water  from  Meeting-house  Pondy  Westminster. 


APt**SA«AK€t. 


lLm4*  Feb.  '27  ■ 
M>KV2  M«r.2«i 
10314  Aj»r.  J4 
104a:  j  May  'it  . 
1D&33  June  W  \ 

106641  July  19  I ! 
10*!iH3l  Aiie.'i2i 
imij3epi.l& 
lljrj2'(tft.   I  ft 

11611   IVy.  1^, 


"I 


ii! 


At. 


Notjo. 

V.  slVpfhU 

white. 
V.hIIkM. 
V.flllghL 
V.#M(2bt, 

aiitrht. 

Kone. 


V.  slight, 

Co'im., 

V.nllizbt. 
V,  pU|i(ht. 
Blii^lit. 

V,*]lirbt. 


O.PJM  3.O0 
O.OS  I  '2.M 
0.15'  'i.lfl 

O.QS'  UWi 


0.06' 

I>.'i6 

u.uo 

o.os 

2.15 

1.06 

(5.0>> 

2.aQ 

11.115 

VJVI 

2.aa 

u.^a 

0.0^ 

2.4ft 

0.70 

,0.01 

1 

a.3s 

0.«5    1 

!o.07 

! 

3.37 

O.SS 

l.Ifi 

Oitio 

11.89 
IJ.Sfi 


ii 


AlbamlriDliI* 


-         I 

J    it 


.WJO, 

i.Oiinft 

I^OCMffi 
.OOOfl 

i.oj^aii 


02*14,.  PH  72 

oi24'.omis 

012i]  .t>1Ul 

oioe,.ooKis 

Olftfi:  .013fl 


'.0000 
,OEM<P, 

,,0002, 

uooaa' 


m7i 


01 7«  .0124 

on^'.ooyfi 
iiuaLoiM 

02114,  .018 1 
«P0Sfl:*O!37fi 
01L14,.OU84 


.QOO^ 


I 


.ooa^: 

.002fl 
.iHllO 
.W20 

.0030 

.Oowll 

,00lHf 

.0023'' 
,003«ij 

Mm 

.0020 


.0137,. 0113  .0034 


IT 


KiTiitfai^K 


,1- 


.0(K»0, 
.0070 

.OOWi, 

.0000, 
.OODO!, 
.OOOO1. 
■OOTO., 

.ooto' 


.0001  I.^SSI,  0.6 
.0000  .33T4'  0.6 
.0000,  .19311  0.4 

.0000  '  2S67I  0.3 
.0CM10|'.3311   0.fi 


.00<¥ii 
,0000 

ouoo 
mKMJ 


I  -iW  O.fl 


.DOSSLiXlOO 


,24aC,  O.S 
.234f.  0^ 


Iron,  .0020.    Odor,  generally  faintly  vegetable  or  none. The  eamplee  were  collected  from  the 

pond  near  the  gate-house.    Water  was  drawn  regularly  from  this  pond  for  the  supply  of  the  city  dar- 
ing the  year,  with  the  exception  of  a  short  time  in  summer.  f^  ^-x  ^-^^T^ 
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FITCHBUBG. 

Microscopical  Examination  of  Water  from  Meeting-hou^e  Pond,  Westminster, 

[Number  of  organisms  per  cubic  centimeter.] 


1 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. 

Aug. 

Sept. 

Oct. 

Nov   ' 

Dec. 

Day  of  examination. 

25 

28 

23 

26 

24 

21 

21 

26 

20 

17 

24 

20 

Xomber  of  sample, . 

9918 

10048 

10162 

10814 

10437 

10633 

10684 

10883 

11061 

11202 

11877 

11611 

PLANTS. 

Diatomaceee,    . 

0 

0 

0 

29 

21 

28 

76 

28 

15 

3 

6 

2 

Cyclotella, 
Melosira,    .        .        . 
Synedra,     . 
Tabellaria, 

0 
0 

0 
0 
0 
0 

0 
0 

''6 

1 

0 

8 

20 

3 
0 
3 
16 

0 

0 

8 

26 

3 
0 

1 
72 

7 

0 

0 

21 

1 
0 

^'6 

0 
0 
0 
8 

6 
0 

1 
0 
0 

1 

CyanopliyceeB, 

0 

0 

0 

0 

0 

1 

68 

1 

13 

10 

0 

0 

Anabena,  . 
MlcrocysUs, 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

1 
0 

68 
0 

0 

1 

12 

1 

pr. 
10 

0 
0 

0 
0 

ANIMALS. 

Bhlzopoda, 

AcUnophrys,     . 

1 

3 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

Infusoria,    . 

23 

21 

0 

92 

1 

0 

2 

2 

34 

4 

0 

0 

Cryptomonas,    . 
Dinobryon, 
BiDobryon  cases, 
Peridinium, 

18 

0 
5 
0 

0 
6 
15 
0 

0 
0 
0 
0 

0 
57 
35 

0 

8 
129 

0 
0 

1 

0 

0 
0 
0 
0 

0 
0 
0 
2 

0 
0 
0 
2 

0 

0 

0 

34 

0 

0 
0 
0 

4 

0 
0 
0 
0 

0 
0 
0 

Mi»eellan€ou9,  ZoQg\<B&t 

0 

1 

d 

2 

'       4 

44 

3 

8 

i       4 

i      0 

Total, 

24 

26 

pr. 

24 

33 

].» 

84 

62 

25 

10 

1 

2 

Chemical  Examination  of  Water  from  Wyman^s  Reservoir,  Fitchburg, 

[Parts  per  100,000.] 


-    ■■■■■ 

1 

Appbasamob. 

Rbsidub  on 
Evapora- 
tion. 

Ammonia. 

! 

"    '  1 

NITBOGEM 

AS           1 

i 

I 

a 

1 

O 

h 

i 

1 

i 

r 

Albuminoid. 

1 

8 

z 

1 

1 

Dissolved. 

Sus- 
pended. 

OS 

C3 

!  1808.  ' 

1 

1 

10686  July  19 

Distinct. 

Cons,  red 

1.30 

,4.20 

2.40 

.0040.0476.0318 

.0168 

.11. 

.0000.0001 

1 

.8732   0.8 

10SS4  Aag.22 

Slight. 

Sliglit. 

1.40 

4.00  1  2.45 

;. 0168. 0342  .0314  .0028 

.16 

'.0050 

.0000 

.9717   0.6 

1 

Iron,  .0407.    Odor  of  the  first  sample,  musty  and  disagreeable,  becoming  offensive  on  heating;  of 

the  second  sample,  none,  becoming  faintly  vegetable  on  heating. The  samples  were  collected  from  the 

end  of  the  pipe  below  the  gate-honse,  nnd  represent  water  drawn  from  the  bottom  of  the  reservoir. 
This  reservoir  is  not  used  as  a  source  of  water  supply,  although  it  is  owned  by  the  city  and  is  within  the 
territory  from  which  it  is  authorized  to  take  water. 

Microscopical  Examination. 

No.  10686.  Dlatoroacee,  Synedra,  80.  Fungi,  Crenothrix,  60.  Infusoria,  IHnobryon  cases ^  1. 
Vermes,  Anurea^  3.    Miscellaneous,  ZoogUxa^  380.    Total,  524. 

No.  10884.  Diatoroacese,  (7j/c/of«//a,  1;  Si/nedrat  6;  Tabellaria,  Z.  Algso,  ChlorococcuSf  4;  Closte- 
rium,Z\  Raphidium,  3.  Fungi,  Crenotkrix,  3.  Infusoria,  Dinobryon  casest  3;  Peridinium^  4;  Trache- 
iomonast  1.    Vermes,  Anureay  pr.    Total,  30. 
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fbamingham. 

Water  Supply  of  Framingham. — Framingham  Water  Company. 

Chemical  Examination  of  Water  from  the  Filter-gallery  of  the  Framingham 

Water  Company, 

[Parts  per  100,000.] 


1 

1            Appbaramcb.            I 

1 

1 

SH 

1 

Ammomia. 

' 

1     MITKOGKX 
1              ^» 

1 

i 

1 

1 

» 

|§ 

1 

1 

1 

1 

il 

< 

1 

1 

s 

5 

Iron. 

10015 

1S03. 

Feb.   14 

i  None. 

None. 

i 
0.02  1 

6.60 

.0036 

1 
.0082 

1 
.64    1 

.0300 

.0000 

|.1086 

2.0  I.OOTO 

1 

10343 

April  11 

1  None. 

V.slighu 

0.02 

6.36 

.0030 

.0024 

.61    1 

.0660 

.0001 

j.0730 

2.5  |.0066 

10611 

jQDe  13 

V.  slight. 

Slight. 

0.061 

6.20 

.0028 

.0036  1 

.63 

.0360 

.0001 

.0686 

2.7     0080 

10800 

Aug.  16  ^  None. 

Slight, 

rusty. 
Cons. 

0.06 

6.80 

.0002 

.0038  ; 

.60 

.0020 

.0001 

.1422 

2.S    .0050 

UIW 

Oct.    11  |V.  slight. 

0.06 

6.65 

.0052 

.0062 

.78    i 

.0180 

.0000 

.1408 

2.3    .0290 

11477 

Dec.  12  '  Slight. 

V.  slight. 

0.03 

7.00 

.0010 

.0018 

.70 

.1360 

.0001 

.1400 

3.1  LoOOO 

Av, 

|l 

0.04 

1 
6.07  j 

.0026 

.0033 

.62 

1 

.0460 

.0001 

.1104 

2  6    .0090 

1 

Averages 

of  Analyses  of 

Previous  Years, 

- 

1887* 

- 

0.08 

5.82 

.0081 

.0124 

.48    i  .0123 

- 

i      - 

! 

- 

1888 

- 

- 

0.10 

5.81 

.0027 

.0081 

.44       .0308 

.0004 

- 

.   1   . 

- 

1880 

- 

- 

0.00 

6.18  1 

.0031 

.0060 

.56     '.0366 

.0002 

- 

- 

. 

- 

1800 

- 

- 

0.00 

7.00 

.0020 

.0030 

.65       .0631 

.0001 

- 

3.0 

- 

- 

1801 

1 

- 

0.00 

6.26 

.0028 

.0036 

.63    !  .0707 

.0001 

- 

2.8 

- 

- 

1802t 

- 

- 

0.13 

6.48 

.0061 

.0081 

.30       .0226 

.0018  ' 

. 

2.6 

- 

- 

1803 

- 

- 

0.04 

6.07 

.0026 

.0038 

.62    1  .0460 

.0001 

.1104 

2.6    .0090 

1 

*  June  to  November. 


t  Two  samples  in  October. 


NoTK  to  analyses  of  1803:  Odor,  none. The  first  three  samples  were  oolleeted  from  a  faneet  at 

the  pnmpiDg  station  while  pomping;  the  last  three  were  collected  from  the  fllter>gallery. 

Microscopical  Examination,  1893, 

Nos.  10015  and  10511.    No  organisms. 

Nos.  10243  and  11477.    Fungi,  Orenothrix,  2. 

No.  10800.    Fungi,  Orenothriz,  68. 

No.  11160.    Fungi,  CrenothriXt  65.    Miscellaneous,  ZoSglaa,  70.    Total,  126. 
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FRAMINGHAM. 

Chemical  Examination  of  Water  from  a  Faucet  in  South  Framingham,  supplied 
from  the  Works  of  the  Framingham  Water  Company, 

[Parts  per  100,000.] 


Date  of 

Collection. 

Appbarakob. 

ill 

2  ^ 
2  > 
1^ 

Ammonia. 

.66 
.49 
.39 
.70 

.71 

.62 

.58 

NITKOOBK 
AS 

1 

c 

r 

5 

S 

« 

i 

1 

^ 

s 

«• 
^ 

1 

1 

J 

.0000 
.0008 
.0000 
.0208 

.0000 

.0002 

< 

.0058 
.0028 
.0062 
.0054 

.0020 

.0008 

s 
1 

1 

1 

10016 
10244 
10513 
107» 

11170 

11478 

1S9S. 

Feb.   14 
Apr.  11 
Jane  13 
Aag.  15 

Od.    11 

Dec.  12 

None. 
None. 
None. 
Decided, 
milky. 
V.sUghl. 

None. 

None. 
V.slighl. 
None. 
Cons., 

rusty. 
Slight, 

fibrous. 
None. 

0.02 
0.02 
0.01 
0.05 

0.05 

0.00' 

6.70 
6.00 
5.90 

5.20 : 

6.70 
6.26 

.0250 
.0500 
.0260 
.0000 

.0400 

.0880 

.0002 
.0006 
.0000 
.0000 

.0000 

.0000 

.0001 

1 

.0922 
.0647 
.0636 
.1422 

.1174 

.0840 

.0923 

3.8 
2.6 
2.2 
1.9 

3.0 

3.0 

2.7 

.0100 
.0026 
.0026 
.1200 

.0210 

.0070 

Av 

0.03 

6.96 

.0036 

.0038 

.0297 

.0272 

Odor  of  No.  10799,  like  tar ;  of  the  others,  none. The  samples  were  collected  from  a  faucet  at 

the  works  of  the  Gossamer  Rubber  Company,  which  are  located  near  the  end  of  the  distriboting  system 
Jnsi  soQth  of  the  Boston  and  Albany  Railroad  about  a  mile  west  of  Sooth  Framingham  and  a  little  over 
two  miles  from  the  pumping  station  by  way  of  the  pipe  line. 

Microscopical  Examination. 

No.  10799,  Miscellaneous,  Zodgbxa,  1120. 

No.  11170,  Fungi,  CrenothriXt  78.    Miscellaneous,  2k>dglmi,  6.    Total,  84. 

No.  11478,  Diatomaoen,  Melosira,  3.    Fungi,  (h^enothrix,  1.    Infusoria,  Peridiniumt  1.    Total,  6. 

No  organisms  were  found  in  the  remaining  samples. 

Chemical    Examination  of  Water  from  the    Underdrain  beneath  the  Sewers  at 

Framingham,. 

[Parts  per  100,000.] 


sllon. 

Appbarakob. 

i 

Ammonia. 

( 

1 

NlTROQBIf 
AS 

1 

i 

a 

3 

z 

Date  of 

Colle< 

Tnrbldlty. 

1 

1 

§1 

II  i 

1 

1 

1 

s 

Nitrates. 
Nitrites. 

s 

o 

as 

as 

1 

1903. 

\ 

1 

» 

Jan.   14 

v.  slight.  1  Cons. 

0.021!  20.10 
0.02  t'  18.90 

.0840 

.0050 

4.20 

.6250 

.0015 

.0800 

7.4 

« 

„ 

Feb.  14!  IV.  slight.  Cons. 

.0960 

.0060 

3.70 

.6000 

.0013 

.0500 

7.8 

. 

„ 

Mar.  14 

Slight.       Slight. 

0.00  1  18.70 

.US40 

.0060 

3.15 

.6000 

.0010 

.0400 

7.3 

• 

. 

Apr.  14 

V.  slight. !  Slight. 

0.01  '  20.30 

.0960 

.0040 

3.65  . 

.6750 

.0010 

.0800 

7.5 

. 

« 

May    18 

V.sUght.  Slight. 

0.02  i  17.50 

.0880 

.0050 

3.20 

.7600 

.0012  , 

.0500 

7.4 

. 

• 

June  13 

V.  slight.  1  Sllffbt. 

0.02  1  21.00  ' 

.0920 

.0030 

4.15 

.7500 

.0010 

.0600 

7.5 

- 

« 

July  14    V.  slight.  Slight. 

0.01 

24.60 

.0800 

.0030 

4.46 

.6250 

.0011 

.0400 

7.6 

. 

. 

Aug.  14    None.         Slight. 

0.02 

20.40 

.0720 

.0020  ' 

3.95 

.6000 

.0010 

.0600 

7.6 

. 

„ 

Ocu    15  '  V.  slight.  Slight. 

0.02 

24.20 

.0760 

.0020 

4.35 

.6250 

.0018 

.1000 

7.7 

_ 

„ 

Nov.  14  1  V.  slight.  Slight. 

0.021 

22.70 

.0760 

.0030 

4.00 

.6400 

.0025 

.0800 

7.1 

• 

- 

Dec.   12|V.  slight.  Slight. 

0.02 

19.90 
20.76 

.0678 

.0040 

3.45 

.5200 

.0023 

.0700 

6.9 

- 

Av.  .: 1 ! 

0.02 

.0829 

.0039  1 

3.84 

.6282 

.0014 

.0645 

7.4 

Averages  of  Analyses  of  Previous  Years. 


^ 

t     1889*    1 

. 

0.00 

19.70  1 

.0800 

.0080    I  8.73 

.4760 

.0045 

i      -    1  6.6  i 

« 

« 

•     1890      1 

. 

0*01 

19.71 

.0824 

.0073      3.61 
.0045      8.51 

.5336 

.0026 

8.4 

. 

. 

1891       ' 

- 

O.Ul 

20.44 

.1029 

.5333 

.0019 

1 

8.0 

. 

. 

1892      .|          -        1          - 

0.01 

19.32  ' 

.0805 

.0042  1    8.99 

.6667 

.0018 

1 

8.0 

. 

- 

1893       j          - 

0.02 

20.75 

.0829 

.0089      8.84 

.6282 

.0014 

.0646 

7.4 

- 

•  October. 

Note  to  analyses  of  1893 :  Odor,  generally  faintly  vegetable  and  mouldy. The  samples  were  col- 

Iseted  from  the  underdrain  at  its  outlet. 

Tbe  analysis  of  1889  was  made  before  sewage  was  admitted  to  the  sewers.    Several  of  the  analyses 
'  I  io  1890  and  all  of  those  of  subsequent  years  were  made  by  the  city  of  Boston.  ^^^  r 

L.,y,uzedbyCjOOgle 
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GARDNER. 

Water  Supply  of  Gardner.  —  Gardner  Water  CoMPAxr. 
Chemical  Examination  of  Water  from  Crystal  Lake,  Gardner, 

[Paru  per  100,000.] 


0 

Appkabamck. 

;  Kksiduk  on 

EVAPOBA- 
1          TIOK. 

Ammokia. 

i 

.32  1 

,  NiTBOOKK 
'           Al 

1, 

if  15 

1     0    t  = 

1 

o 
SB 

1 

1 

il 

c 
0 

F 

i 

Albumin 

.  Y 

I  1 

Old._ 

1 
si 

00 

Nitrates. 
Nitrites. 

9896 

1903. 1 

JaD.  18 

V.sUght. 

v.slight. 

o.os 

2.90 

0.90 

.0006 

.0116 

.0098 

.0018 

!     1      , 

.0000,. 0000  .1700   0.8 

II 
.0060.0000,  .2497.  l.S 

10037 

Feb. 21 1 

Slight. 

V.slight. 

0.05 

2.45 

0.85 

.0012 

.0116.0096 

.0U20| 

.3* 
.40 

10135'  Mar.  16 

Sliffht, 

clayey. 
Slight. 

SUght. 

0.08 

2.85 

0.80 

.001' J  .0146 

.0116 

.0030 

.005oLoOOl/.2S7fl,  0.9 

10268|  Apr.  19 

Slight. 

0.03 

2.55 

0.55 

.0004 

.0114 

.0096 

.0018 

.26 

1          ''           ' 
•0050. 0001  j|.16e9   0.8 

103971  May  16 1 

Slight. 

V.slight. 

0.05 

2.75 

0.85 

.0004 

.0126 

.0106 

.0020 

.18 

.0050  .0000 '.1934!  0.9 

10517' June  131 

Distinct. 

Cons. 

0.06 

2.96 

0.95 

.0000 

.0172 

.0126 

.0046 

.27  j 

.0000  .0000  I.1607J  0.8 

10667  jJune26' 
10662  Jaly  14 

Slight, 

white. 
V.  slight. 

Slight. 
Slight. 

0.02 
0.03 

2.65 
2.50 

1.25 
1.05 

.0004 
.0008 

.0246 
.0158 

.0228 
.0122 

.0018 
.00361 

.28  ' 

1 

.22  1 

.0000.0000  .1580   0.5 
.0000  .0000!,.  1971    0.8 

10813  Aiig.l5 

Slight. 

Slight. 

0.05 

2.45 

0.65 

.0000.0120 

.0102 

.0018! 

.26 

.OOOOi.OOOoj  .186«]  0.8 

11016  Sept.l2 

V.  slight. 

V.slight. 

0.02 

2.55 

0.85 

.0000.0108 

.0090|.0018 

.25 

.001 K)  .0000 

.1755   0.5 

11207,  Oct.  17 

V.  slight. 

V.slight. 

0.03 

2.85 

1.00 

.0000 

.0114 

.01041.0010 

1           1 

.26 

.0000.0000 

.1620   0.6 

11832,  Nov  14 

j  V.slight. 

V.sUght. 

0.10 

2.55 

0.55  ' 

j 

.0006 

.0080  .OO62L0OI8 

.26  , 

.0020.0000 

.2282,  0.8 

11472  Dec.  11 

1  SUght. 

SUght. 

0.04 

2.70 

0.65 

.  0010' . 0108,'. 0086|. 0022 

.26 

.0020|.0000 

.1440   1.1 

.Av.l 

1 

0.05 

2.65 

0.82 

.0012  .012fi  .010.1  .0021  .  .27 

.0021  .0000 

1 

.1879   0.8 

1  *" 

1 

Averages  of  Analyses  of  Previous  Tears, 


1887t 

- 

- 

0.02 

2.63 

0.62 

1888t 

- 

- 

0.01 

,  2.60 

0.62 

1891$ 

- 

- 

0.02 

2.95 

0.85 

189211 

- 

j0.02 

|2.45 

0.65 

1893 

- 

- 

0.05 

1  2.65 

..« 

.0006.0111 

1 
.0023  .0112 

,0007  .01 19;. 0298 

,00081.0104.0086 

.0012.0126.0105 


-  .21  j'.OOlO     - 

-  .22  r. 0094  .0001 
.0021   .16    '.OO73|.O001 


.0018 
.0021 


.0180 .0000  1.1  j  - 
.0021 


I    -| 
.0000  .1879'  0.8 


*  Where  more  than  one  sample  was  collected  in  a  month  the  mean  analysis  for  that  month  has  been 
used  in  making  the  average. 

t  Jane  to  December.  |  January  to  May.  §  Jane,  three  samples.  ||  March. 

NoTK  to  analyses  of  1893 :  Iron,  .0054.    Odor,  generally  faintly  vegetable  or  none;  in  Jane  the  odor 

became  disagreeable  and  oily  on  heating  the  water. The  first  five  samples  were  collected  from  a 

faacet  at  the  pumping  station  while  pumping.    No.  10567  was  collected  directly  from  the  lake.    The 
rcraaiolng  samples  were  collected  from  a  faucet  in  the  town. 
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GARDNER. 

Microscopical  Examination  of  Water  from  Crystal  Lake,  Gardner. 

[Noraber  of  organitms  per  cubic  centimeter.] 


ISOS 

• 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

June. 

July. 

Aug. 

Sept 

Oct. 

Not. 

Dee. 

Day  of  examinatioD,    . 

20 

23 

17 

20 

17 

14 

28 

15 

16 

14 

19 

15 

13 

Number  of  sample. 

9896 

10037 

10135 

10268  10387 

10617 

10667 

10662 

10813 

11016  11207 

11382 

11478 

PLANTS. 

Diatoxnacee, 

M 

1 

0 

33 

186 

675 

180 

46 

5 

0 

pr. 

8 

170 

AslerloneUo, . 
Cyclotella.      . 
Fragllarla,      . 
Meloeira, 
Bynedra. 
Tabeliaria,     . 

0 
84 

0 
0 
0 
0 

0 
0 
0 
0 

1 
0 

0 
0 
0 
0 

I 
0 
0 
24 

1 

160 
20 
0 
0 
8 
8 

32 
580 
0 
0 
52 
11 

0 

180 

0 

0 

''6 

0 
30 

0 

0 
16 

0 

2 
1 
0 
0 
0 
2 

0 
0 
0 
0 
0 
0 

0 

0 
pr. 
pr. 

3 

4 
0 
0 
0 

1 

0 
12 
16 
143 
0 
0 

Cyanopliyceed,     . 

0 

0 

0 

0 

0 

0 

18 

8 

1 

0 

84 

1 

0 

Chro5ooccat, . 
CceloaphaBriam,     . 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
18 

0 
8 

0 

1 

0 
0 

84 
0 

1 

0 

0 
0 

Al«» 

8 

0 

0 

0 

0 

0 

0 

0 

6 

0 

0 

12 

46 

Botrycoeciia,  . 
Protococcas,  . 
Raphldlum,    . 

0 
8 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
6 
0 

0 
0 
0 

0 
0 
0 

7 
5 
0 

0 
0 
46 

AXItfAL8. 

InftLBoria, 

4 

m 

1 

62 

46 

9 

52 

42 

2 

0 

122 

28 

64 

Dlnobryoo,    . 
DioobryoD  eases,  . 
Mooas.    .       .       . 
Parldlnlam,   . 

0 
4 
0 
0 
0 

94 
28 
0 

^'6 

0 
0 
0 

1 

0 

22 
40 
0 
0 
0 

0 
48 
0 

• 

0 
2 

0 
0 
0 
52 
pr. 

0 
pr. 
pr. 
42 

0 

0 
0 
0 
2 
pr. 

0 
0 
0 
0 
0 

0 

122 

0 

^'o 

2 
28 

"I 

66 

9 

0 

Vermes,    . 

0 

pr. 

0 

0 

1 

1 

0 

pr. 

pr. 

0 

pr. 

pr. 

0 

Anarea.  . 
Rotatorlao  ova,      . 

0 

0 

^'6 

0 
0 

0 
0 

1 
0 

0 

1 

0 
0 

^'6 

0 
pr. 

0 
0 

^'6 

pr. 
pr. 

0 

0 

Mite$iian£OU9,  Zoaglcsa, 

0 

8 

22 

0 

8 

60 

2 

22 

2 

82 

2 

16 

2 

Total,   . 

46 

181 

23 

95 

248 

745 

862 

118 

16 

82 

208 

65 

282 
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GRATTON. 

Water  Supply  of  Grafton.  —  Grafton  Water  Company. 

Chemical  Examination  of  Water  from  the  Filter-gallery  of  the  Grafton  Water 

Company, 

[Parts  per  100,000.] 


i 

Appbasakcb. 

§        Ammonia. 

NiTtOOKN 

1    i 

Date  of 

Collect* 

S     11 

Chlorine. 

i 

i 

e 

£ 

s 

6 

1 

1 

^ 

jl 

1 

i 

i'\ 

1 

^ 

1 

1S93. 

! 

' 

10261 

Apr.  12 

None. 

None. 

0.0 

11.85 

.0004 

.0012 

1.58 

.4000 

.0000 

.0265  1  4.2 

.0010 

11189 

Oct.    12' 

1 

None. 

None. 

0.0 

8.35  1 

1 

.0000 

.0008' 

0.97 

.1600 

.0000 

.0405 1  3.6 

.0026 

Odor,  none. The  Mmplee  were  collected  from  a  faucet  at  the  pumping  station  while  pumping. 

Microscopical  Examination. 

No.  10251.    Miscellaneous,  Zodglaea,  2. 
No.  11189.    Miscellaneous,  ZoogUxat  21. 

Water  Supply  of  Saunders ville,  Grafton. 

A  small  system  of  works  was  constructed  in  1893  to  supply  water 
to  the  Saunders*  Cotton  Mills,  in  Saundersville,  Grafton,  and  the 
houses  in  the  vicinity  of  the  mills.  The  supply  is  taken  from 
springs  on  the  northerly  slope  of  Leland  Hill  in  Sutton,  the  water 
of  which  is  collected  in  a  covered  reservoir  and  conveyed  to  the 
village  through  an  eight-inch  cast-iron  pipe.  The  advice  of  the  State 
Board  of  Health  relative  to  this  source  of  supply  may  be  found  on 
page  49  of  this  volume.  Analyses  of  water  from  the  spring  and 
from  a  well  near  the  mills  are  given  below. 


Chemical  ExamincUion  of  Water  from  a  Spring  and  a  Well  made  during  an 
Investigation  for  a  Water  Supply  for  SaundersviUe^  Qrafton. 

[Parts  per  100,000.] 


Date  of 

Collection. 

Appearakce. 

1 

il 
II 
1 

1 

>    Ammonia. 

1 
t     1 

i  ' 

0.23 
1.57 

'     NlTROOKll 
AS 

Oxygen 

Consumed. 

i 

1 

a 

s 

s 

1 

o 
I 

1 

1  f 

7t 

1 

Hardness. 
Iron. 

11243 
11244 

1S98.    1 

Oct.    23' 

Oct.    28 

None. 
None. 

None. 
None. 

0.02 
0.00 

7.60 
14.30 

i  .0048 
'  .0000 

.0018 
.0000 

.0280 

1  .8000 

1 

.0000 
.0009 

1          1 
.1292]  0.6  j.OOOO 
.0076!  6.1  1.0080 

Odor,  none. The  first  sample  was  collected  from  a  spring  on  the  northerly  slope  of  Leland  Hill  in 

Sutton,  near  the  boundary  line  between  Sutton  and  Grafton.    The  last  sample  was  collected  from  a 
well  about  three  feet  in  diameter  and  ten  feet  in  depth  at  the  Saunders'  Cotton  Mills. 


Microscopical  Examination. 


No.  11243.    DiatomacesD,  Tabellaria,  2. 
No.  11244.    No  organisms. 
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HANSON, 


Hanson. 


Chemical  Examinalion  of  Water  from  Maquam  Pond,  Hanson, 

[Parts  per  100,000.] 


1 

Appearavce. 

Kbsidur  on 
Evapora- 
tion. 

Ammonia. 

NITROGKX 
AS 

IS 
B 

1 

c 

1 

1 

g 

a 

i 

a 

] 
i 

1 

Albuminoid. 

s 

•1 

.64 

1 
1 

1 

u             5 

1   i     a 

1 

.        1       .1 
1   1    1     1^ 

1 

1S9S. 

10338  Apr.  29 

V.  slight. 

1 

Slight.      0.02 

1 

2.35 

1 
0.85 

.0002 

.0148  .0124  .0024 

.0000 

! 

.0000 

.1314 

0.3 

Iron,  Done.  Odor,  distinctly  vegetable  and  disagreeable,  becoming  faintly  vegetable  on  heating. 
The  sample  was  collected  from  the  pond  at  its  northerly  end,  near  the  shore. 

Reference  is  made  to  the  quality  of  this  water  in  a  reply  of  the  State  Board  of  Health  to  the  town 
of  Whitman  with  regard  to  talcing  a  water  supply  for  the  town  from  this  pond  and  from  other  sources 
In  the  vicinity,  which  may  be  found  on  page  67  of  this  volume 


Microscopical  Examination, 

Dlatomacese,  Melogira^  2;  Synedra,  1 ;  Tabellariat  9.    Algao,  Ulothrix,  1. 
IHnobryoncaJfes,S2;  Peridininmt  192.    Total.  839. 


Infusoria,  l>inobfyon,2; 


Water  Supply  of  Haverhill. 

Chemical  Examinalion  of  Water  from  Crystal  Lake,  Haverhill, 

[Paru  per  100,000.] 


1 
c 

1 

a 
1 

a 

Appbarakcr. 

Kesidub  on 
Evapora- 
tion 

AMMONIA. 

J_ 

.27 
.24 

.n 

.24 

Nitrogen  ; 

"  1 

1 

s 

1 

e 

5 

1 

i 
1 

1 

1 

1* 

i 

Albuminoid. 

1 

S 

i 

8 

9 
ft 

s    1 

^1 

CO 

1 

IMS. 

10028  Feb.  15 

10626  Jone  19 
mi7  Oct.  17 

SUght. 
!  Slight. 
SUght. 

V.iUght. 

Cons., 

brown. 
SUght. 

0.20 
0.40 
0.18 

2.66 
2.80 
2.86 

1.10 
1.10 
1.16 

.0000 
j.0008 

i.OOni 

.0170 
.0218 

.0168 

.0160 
.0160 
.0140 

.0020 
.0068 
.0018 

.0000 
.0030 
.0030 

.0020 

.0000 
.0000 
.0000 

.0000 

.4222 
.3383 
.3402 

1.8 

0.9 
0.8 

Av. 

J 

0.26 

2.73 

1.12 

.0003  -OISQ 

.0150.0032 

.3669!  1.0 

1 

Iron,  .0046.    Odor  of  the  first  sample,  very  disagreeable,  disappearing  on  heating;  of  the  second 

Mmple,  vegetable;  of  the  last,  very  faintly  vegetable,  becoming  stronger  and  grassy  on  heating. The 

flm  and  last  samples  were  collected  directly  from  Crystal  Lake ;  the  second  sample,  from  a  faucet  in  the 
etty  snppUed  from  Crystal  Lake. 

Microscopical  Examination, 

The  total  number  of  organisms  per  cubic  centimeter  found  in   these  samples  was  as  follows :  In 
Ftbmary,  8;  in  Jane,  811;  in  October,  66. 
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HAVERHILL. 

Chemical  Examination  of  Water  from  Kenoza  Lake,  Eaverhill. 

[ParU  per  100,000.] 


•> 
a 

Appkarahcb. 

1 

USSIDUK  ON 

£VAPOBA- 

TION. 

Ammonia.           | 

1 

1 

y 

.60 
.86  1 
.86 

.41 

NiTBOGEN 
AH 

s 

1 

i 

1 

1* 

Albuminoid.     , 

3 
1 

s 

^ 

1 

t 
1 

so      1 

s       S 

5  .5 

10030 
10629 
11216 

1898. 

Feb. 15 

JanelO 
Oct.  17 

Slight. 
Slight. 
Slight. 

Slight. 
Slight. 
Sliglt?^' 

1 
0.16 
0.05 
0.08 

3.76 
3.46 
3.46 

3.66 

1.80 
1.10 
0.96 

1.12 

.0082 
.0006 
.0000 

.0018 

.0234 
.0206 
.0166 

.0202 

.0168 
.0172 
.0148 

.0163 

1 
.0066| 

.00341 

.0018' 

.0039' 

.0030 
.0000 
.0000 

.0010 

.0000 
.0000 
.0000 

.0000 

.3822 
1-2077 
.2480 

1.7 
1.6 
1.6 

Av. 

0.09 

1 
<Mtin 

1.6 

1'""* 

Iron,  .0052.    Odor,  vegetable  and  unpleasant  in  the  first  two  samples;  faintly  vegetable  in  the  last. 
The  odor  diminished  on  heating. The  samples  were  collected  from  the  lake. 

Microscopical  Examination, 

The  total  number  of  organisms  per  cubic  centimeter  found  In  each  of  these  samples  was  as  follows: 
in  February,  192;  in  June,  66;  in  October,  487. 


Chemical  Examination  of  Water  from  Lake  SaUonstall,  Haverhill, 

[ParU  per  100,000.] 


1 

=3 

0 

1898. 

Feb.  16 

June  19 
Oct.  17 

Appkabakcb. 

Bbsidub  on 

EVAPOKA- 
TIOS. 

Ammonia. 

i 

i 

NiTBOQEK 

A8 

0 

6 

a 

a 

1 

1 

1 

§1 

r 

i 

Albamlnoid. 

s 

1 

•z 

B 

3 

H 

1 

•6 

S 

10029 
10627 
11214 

Slight. 
1  Slight. 
Slight. 

V.  slight. 

Slight, 

brown. 
Slight. 

0.10 
0.08 
0.10 

4.60 
6.10 
6.70 

1.10 
1.35 
1.86 

.0120 
1.0012 

1.0020 

1 

'•0061 

1 

.0226 
.0216 
.0174 

.0206 

.0194 
.0186 
.0164 

.0178 

.0032 
.0030 
.0020 

.0027 

.47 
.65 
.64 

.69 

.0030 
.0030 
.0030 

.0030 

.0000 
.0000 
.0000 

.8097;  2.1 
.1809   2.S 
.2602  2.2 

Av. 

0.09 

6.10 

1.43 

.0000 

L2499   9.S 

Iron,  .0067.  Odor  of  the  first  sample,  distinctly  vegeUble  and  unpleasant;  of  the  second  sample. 
faintly  vegetable,  becoming  stronger  and  unpleasant  on  heating;  of  the  last  sample,  very  faintly  veg«. 
table,  becoming  much  stronger  and  grassy  on  heating. The  samples  were  collected  from  the  lake. 


Microscopical  Examination, 

The  total  number  of  organisms  per  cubic  centimeter  found  In  each  of  these  samples  was  as  fbllowa : 
in  February,  4 ;  in  June,  191 ;  in  October,  300. 
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HAVTJBHIIili. 

Chemical  Examination  of  Water  from  Lake  Pentucket^  Haverhill, 

[Parts  per  100.000.] 


1 

1 

Appkabancb. 

Rrsiduk  ok 

EVAPORA- 
1           TIOM. 

AmioKiA. 

6 

i 

NITBOGBK 
AS 

1 

s 

1 

a 
o 

a 

1 

i 

5 

1 

f 

1 

Albuminoid.     | 

1 

s 

9C 

I 

1 

5 

|t 

1 

100S7 
10628 
11215 

1808. 

Feb.  15 

Jane  19 
Oct.  17 

SUght. 
SHght. 
V.Bllght. 

Blight. 

Cons., 

brown. 
SUght. 

0.08 
0.08 
0.05 

8.45 
3.30 
3.65 

1.10 
1.05 
1.05 

.0012 
.0006 
.0010 

.0000 

.0178 
.0218 
.0200 

.0199 

.0140 
.0166 
.0174 

.0160 

.0038 
.0062 

.0026 

1 

.0030 

.38 
.38 
.36 

.37 

.0000 
.0000 
.0000 

.0000 

.0000 
.0000 
.0000 

.2572 
.1800 

1.2227 

1 

.2208 

1.7 
1.8 
1.4 

At. 

0.07 

3.43 

1.07 

.0000 

1.5 

1 

Iron,  .0048.    Odor,  vegetable,  atronger  In  the  second  sample  than  in  the  other  two. The  samples 

were  eollected  from  the  lake. 

Microscopical  Examination, 

The  total  number  of  organisms  per  cubic  centimeter  found  in  each  of  these  samples  was  as  fol- 
lows :  in  February,  36;  in  June,  20;  in  October,  82. 


Water  Supply  of  Hingham  and  Hull.  —  Hingham  Water 

Company. 

Chemical  Examination  of  Water  from  Accord  Pondy  Hingham, 

[Parts  per  100,000.] 


i 

Appkabancb. 

RBSIDUB   OB 

Evapoba- 

TIOK. 

Ammonia. 

1 

KlTBOGEK 
AS 

s 

1 

6 

1 

1 

1 

f 

i 

Em 

Albuminoid.     | 

1 

5 
2 

2 

1 

1 
1 

/^ 

1 

10158 

1893. 

Maf.22 

SUght. 

Slight. 

0.20 

\ 

2.95 

1.00 

.0004 

.0082 

.0058 

.0024 

.62 

.0000 

.0000 

.2923 

0.5 

10548 

Jane21 

jV.sUght. 

V.Bllght. 

0.20 

3.55 

1.80 

.0004 

.0144 

.0128 

.0016 

.58 

.0030 

.0001 

.3230 

0.2 

lOTGoj  Aug.  9 

Iv.  slight. 

SUght. 

0.20 

j  3.00 

1.10 

.0006 

.0112 

.0092 

.0020 

.65 

.0060 

.0000 

.2&16 

0.6 

11072  Sept.  20 

V.  SHght. 

V.sUght. 

0.10 

2.75 

j 

0.25 

.0000 

.0144 

.0124 

.0020 

.66 

.0050 

.0000 

.2911 

0.8 

U51«!Dec.l8 

1               1 

V.Bllght. 

V.sHght. 

0.10 

2.85 
:  3.02 

0.85 

.0000 

.0124 
.0121 

.0114 
.0103 

.0010 
.0018 

.64 
.68 

.0030 
.0032 

.0000 
.0000 

.2875 
.2919 

0.1 

At. 

1 

0.16 

1.00 

.0003 

0.8 



Iron,  .0043.    Odor  of  the  first  sample,  none,  becoming  vegetable  on  standing;  of  the  second  sample, 

deddedlj  yegetable;  of  the  third  sample,  faintly  vegetable;  of  the  remaining  samples,  none. Sample 

No.  10760  was  collected  from  the  pump  well  at  the  pumping  station ;  the  remaining  samples  from  the 
pond  near  the  surface. 
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HINGHAM. 

Microscopical  Examination  of  Water  from  Accord  Pond,  Bingham. 

[Number  of  organlBins  per  cubic  centimeter.] 


1898. 


March. 


June. 


August. 


September.  ,  December. 


Day  of  examioatioD, . 
Number  of  sample,    . 

PLANTS. 
Diatomaoees, 

Aaterionella, 
Cyclotella,   . 
Melosira, 
Navicula,     . 
Syoedra, 
Tabellaria,  . 

CyaDophyoees,  . 

Anabsana,    . 
Anabsena  spores, 
CoeloBph»riam,  . 
Merismopedia,    . 
Microcystis, 

Alffce.       .       .       .       . 

Nephrocytinm,   . 
Pediastrum, 
Raphidium, 
Scenedesmus, 

Fungrl,  Crenothriz, 

ANIMALS. 
Infusoria,     . 

Dlnobryon  cases, 

Monas, 

Peridinium, 

Vermes, 

Anurea. 
Polynrtnra, . 
Rotifer, 

Mincellaneoust  Zo'dglosa, . 
Total, 


24 
10158 


22 
10648 


10 
10760 


22 
11072 


20 
11510 


18 

0 
14 
0 
0 
1 
1 


46 

^'o 

82 
14 
0 


0 

1 
2 

0 


0 
0 

38 
0 


pr. 


1,886 
0 

0 
1,880 

4 
2 
0 


156 

100 
66 
0 
0 
0 


10 

4 
8 
0 
3 


36 


38 

0 

1 

0 

0 

25 

12 


0 

0 

pr. 


pr. 
0 
4 


27 

0 
24 
8 


26 


17 


66 


81 


2,110 


43 
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HIXGHAM, 

Chemical  ExamincUion  of  Water  from  Fulling  Mill  Fond^  Hingham, 

[Parts  per  100,000.] 


1 

rr 

Ai'FSASASCE. 

Kksiduk  ok 

EVAPOBA- 
!'           TIOK. 

Ammohia. 

o 

e 

.70 

NiTBOGEK 
1           ^» 

i 

a 

B 

s 

B 

1 
1 

i 

a 

H 

P 

Albuminoid 

s 
,  s 

85 

^       5     ■      i. 

1    i:    1 

1 

^ 

1 
1 

2 

5^ 

1 

IMS. 

10167  Mar.  23    Distinct. 

Cons. 

0.43 

3.80 

1.15 

1 
1 
.0006 

.0000 

.0150 

.007..  .0074 

.0000 

.0000 

.8816 

1.3 

10547  |Jnnc21    V.  slight. 

Cons. 

0.05 

4.80 

1.40 

.0048 

.0024'.0024 

1 

.50 

.0200 

.0001 

.1066 

1.1 

11073  |s«pU20    Decided. 

Slight. 

0.12 

4.80 

0.75 

1.0008 

.0560 

.0264.0296 

.66 

.0080 

.0001 

.3731 

1.1 

11515  Dec.  18 

SUght. 

V.  slight. 

0.30 

4.60 

2.00 

.0010 

.0134 

.0108'. 0026 

i.72 

.0080 

0000 

.4090 

1.4 

Av..  

' 

0.23 

1 

4.50 

1.83 

.0006 

.0223 

.0118  .0105 

.67 

.0078 

0001 

.3176 

1.2 

Iron,  0081.  Odor,  vegeuble  or  none.    The  odor  of  No.  11073  became  disagreeable  on  heating.- 
The  samples  were  collected  from  the  pond  near  the  surface. 


Microscopical  Examination  oj  Waterfront  Fulling  MUl  Pond^  Hingham, 

[Number  of  organisms  per  cubic  centimeter.] 


March. 


June. 


September. 


December. 


Day  of  examination, 
Number  of  sample. 


10157 


22 
10547 


22 
11073 


20 
11515 


PLANTS. 


DiatomacesB, 

Asterlonelia, 
Diatoma,  . 
Pragllaria, 
Melosira,  . 
Navlcnla, . 
Plnnularla, 
Synedra,  . 
Tabellaria, 


CyanophyceeB,  Mloroeystis, 
Al6r»» 


Closterium, 

Nephrocytium, 

Protococcus,    . 

Bapbidinm, 

Tetraspora, 

Zoospores, 


Funfirl*  Creoothrix, 


291 

0 
0 
0 

11 

276 
4 


0 

82 

6 
0 

20 
0 
2 

54 


0 
6 
13 
4 
6 
3 
6 
1 


44 
35 

0 
3 
20 
12 
0 
0 


1,829 


0 

8 

0 

0 

0 

0 

» 

21 

0 

0 

0 

0 

0 

1,600 

0 

0 
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HINGHAM. 

Microscopical  Examination  of  Water  from  Fulling  MiU  Pond^  Bingham 

—  Concluded. 

[Namb«r  of  orgaoUms  per  cable  oeotlmeter.] 


1803. 


March. 


Jane. 


September.     Deecmber. 


ANIMALS. 


Bhizopoda, 


DactylotpbflBrlam, 
Difflugia, . 


Infusoria, . 


Cryptomonaa, 
DlDobryoD, 
DlDobryoD  c 
OoDiam,  . 
Monaa, 
Perldlnlam, 
Bynura,    . 
Trachelomonaa, 


Vermes, 


Anarea,    . 
Polyarthra, 


Crustacea,  Cyclopa, 


m 
1 

4 
4 
1 
158 
1 
0 


.02 


10 

0 
0 
0 
0 
1 
7 
0 
2 


Miscellaneous,  Zodgloea, 


14 


Total, 


678 


64 


183 


l.OM 


Water  Supply  of  Hinsdale  Fire  District,  Hinsdale. 

Chemical  Examination  of  Water  from  the  Storage  Reservoir  of  the  Hinsdale  Fire 

District. 


[Parte  per  lOO.OOC 

.] 

1    \ 

1    1 

Appkaravck. 

Residub  cm 
Evapora- 
tion. 

1           Amvomia. 

NiTBOGKX 
A8 

'i! 

Albuminoid. 

1 

1 

i 

■2     1 

"5       1 
o 

5 

1 

«x 

-"i 

"2 

J 

r 

i 

3 

sl 

» 

Itrates. 
Itrlten. 

III 

as 

a 

H 

w 

U    1 

H 

Cb 

H 

Q 

w 

o 

»  ,    5r  1    o  1  a 

1S08.  1 

1 

1 

10393  May  15 

V.  alight. 

Slight. 

0.10 

1.85 

0.70 

.0000 

.013^  .0082 

.0066 

.03 

.0000  .0000  .2555   0.2 

10797 

Aag.14 

Dlatlnct. 

Cooa., 

0.30 

2.65 

1.46 

.0000 

.0242,'. 0164 

.0088 

.04 

.0000  .0000  .60951  0.2 

1 

yellow. 

11361 

Nov.  21 

Slight. 

Cona. 

0.20 

1 

3.20 

2.00 

.0006.0274 

.0168 

.0106 

.06 

.0030 

.0000  .0048 

0.6 

Av. 

i 

1 
0.20 

2.68 

1.38 

.0002  .0218 

0136 

.0083 

.04 

.0010 

.0000   .4666 

O.S 

•  ir* 

t 

1 

Iron,  .0076.     Odor  of  the  flrat  two  aamplea,  vegetable;  of  the  laat,  very  diaagreeable. 
aamplea  were  collected  from  the  reaervolr. 
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HINSDAIilC. 

Microscopical  Examination  of  Water  from  the  Storage  Beservoir  of  the  Hinsdale 

Fire  District, 

[Namber  of  organisms  per  onbio  centimeter.] 


May. 


1S98. 


Augnst. 


November. 


Day  of  ezaminallon, 

Namber  of  sample,  .       .       .       . 

PLANTS. 
Diatomsceo,      .      .      .      . 

Asterionella,        .       .       .       . 

Fragilaria, 

Melosira, 

Synedra, 

AlgW 

Arthrodesmua 

Protococeus,  .  .  .  . 
Raphldinm,  .  .  .  . 
Zoospores, 

Fungi,  Crenothrlx, 

ANIMALS. 
Rhlzopoda,  Arcella,    . 

InftLsoria, 

Perldinlnm,  •  .  .  .  . 
Trachelomonas,  .       .       .       . 

Vermes, 

Annrea, 

Rotatorian  ova,    .... 

MiKtUaneou9,  Zobglcea, 

Total, 


16 
10S08 


16 
10797 


22 
11361 


1,287 


0 

1.280 

6 

0 

0 

6 

1 

2 

2 

18 

0 

8 

0 

2 

0 

8 

2 

6 

22 

22 
0 
0 
0 


90 
0 


20 
8 


12 


56 

56 
0 


14 


46 


114 


92 


Water  Supply  of  Holbrook. 
(See  Randolph,) 
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HOIiTOKE. 

Water  Supply  of  Holyoke. 
The  advice  of  the  State  Board  of  Health  to  the  city  of  Holyoke, 
with  regard  to  an  additional  water  supply,  may  be  found  on  page  19 
of  this  volume.  On  pages  168  and  169  will  be  found  analyses  of 
samples  of  water  collected  from  various  sources  examined  in  connec- 
tion with  the  investigation  for  this  supply. 


Chemical  Examination  of  Water  from  Whiting  Street  Storage  Reservoir, 

Holyoke, 

[ParU  per  100,000.] 


i 
1 

Appkaiukcb. 

1  UK8IDCE   ON 

Evapora- 
tion. 

Amhonia. 

Nitrogen 

A8 

i  1 

1 

oo 

1 

1 

i 

Albuminoid. 

1 

S 

1 

1 

1 

5 

j! 

o  1  r 

9903 
10146 
10442 
10682 
11049 
11363 

1808. 

Jan.  18 

Mar.  21 

May  22 
July  10 
Sept.lO 
Nov.  21 

1 

1  Distinct. 

'slight. 

Slight. 

1  Slight. 

'  Decided, 

green. 

v.  slight. 

Slight. 

Slight. 

Slight. 

Slight, 

green. 
Cons. 

Slight. 

0.30 
0.08 
0.20 
0.12 
0.18 
0.20 

1 
5.65 

1  3.25 
3.96 
6.20 
6.55 

1.70 
1.25 
1.20 
2.45 
1.70 
1.45 

.0024 
.0000 
.0016 
.0000 
.0000 
.0008 

.0340 
.0154 
.0158 
.0212 
.0426 
.0216 

.0236 
.0114 
.0140 
.0182 
.0244 
.0180 

.0183 

.0104 
.0040 
.0018 
.0030 
.0182 
.0036 

0068 

.18 
.13 

!■" 

1.10 

;••• 

1.12 
18 

.0100 
.0000 
.0000 
.0030 
.0030 
.0220 

.0063 

1 

.0001   .4767   3.0 
.0000  .2100'  1.4 
.0000;.3562'  2.1 

.0001   .35n'  2.7 

11 
.0000  .4428   3.1 

1           1 

.0002  .4536  2.6 

Av..l 

1 

0.18 

1 

1  4.67 

1.68 

1  0008'  '^-'^1 

r 

0001       RBAft     O   K 

1                  1 

i 

Averages  of  Analyses  of  Previous  Tears. 
From  Brook  before  Reservoir  was  Built. 


1887* 

- 

_ 

0.48 

|7.89 

1.44  1 

.0024  .0204 

- 

- 

1 
|.18 

.0126 

-     I 

- 

1868 

- 

^ 

0.25 

1  6.63 

1.22 

.0009.. 0188 

- 

- 

1.10 

.0081 

.0001 

- 

18891  1 

- 

j0.14 

6.72 

1.02 

.0006'.0134 

1 

.0092 

.0042 

!.ii 

1 

.0054 

.0001 

- 

From  Reservoir. 


1890t 

- 

1891 

; 

1892 

- 

1893 

1 

0.80 

6.95 

1.60  , 

.0008 

0.41 

6.34 

2.05 

.0125 

'0.30 

5.57 

1.86 

.0029 

n 

4.67 

1.68 

.0008 

.0244 
.0311 
.0294 
.0251 


I 
.0188.0056 

.0253.0058 

.0247.0047 

.0183  .0068 


.16  .0120 .0000]   - 
.12  .0186  .oooel  - 


I 


.0192.0001.     - 
.0063.0001,  .383$ 


3.6 
3.1 
2.8 
2.6 


*  June  to  December. 


t  January  to  May. 


t  December. 


Note  to  analyses  of  1893 :  Iron,  .0101.  Odor  of  the  first  three  samples,  distinctly  vegetable,  and  of 
the  first,  also  disagreeable;  of  the  last  three  samples,  faintly  vegetable  or  none.  On  heating,  the  odor 
of  all  samples  was  distinctly  vegetable. The  samples  were  collected  from  the  reservoir. 
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HOIiYOKE. 

Microscopical  Examination  of  WaUrfrom  Whiting  Street  Storage  Reservoir, 

Holyoke. 

[Namber  of  organisms  per  cubic  centimeter.] 


1808. 


Jan. 


March. 


May. 


July. 


Sept. 


Nov. 


Day  of  examinatiOD, 
Number  of  aample,  . 

PLANTS. 
Dlatomaceas,     . 

Aaterionella, 

Fragilaria 

Synedra,     .... 

CyanophyceaB,  Chrodcoccus, 

AlgSB 

Pandorina,  .... 

Pediastrum, 

Proiococoua,       .        .    '    . 

Selenaatrum, 

Zooaporee,  .... 

Pungri>  Crenothriz, 

ANIMALS. 
Inftisorla,     .... 

Cryptomonas,     . 

Dinobryoo, 

Eagiena,     .... 

Mooas,        .... 

Perldiniumt 

Trachelomonaa, 

Uroglena,    .... 

Vermes,  Polyarthra,  . 


20 
9908 


23 
10146 


24 
10442 


IS 
106S2 


20 
11049 


22 
11368 


1,464 

0 
0 
0 
0 
1.464 


1,422 

42 

0 

0 

1,880 

0 


782 

720 

62 

0 


196 

0 
4 
192 
0 
0 


164 
0 
0 
0 
1 
0 
8 


0 
3 
0 
0 
pr. 
0 
0 


62 

0 
0 
6 
0 
5 
62 
0 


MiKellantouMt  ZoSgloea, 


52 


56 


0 
10 


Total, 


169 


1.620    I       1,466 


68 


1,044 
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HOIiTOKE. 

Chemical  Examinaiion  of  Water  from  Wright  and  Ashley  Ponds ^  Holyoke. 

[Parts  per  100,000.] 


d 

S. 

1 

5 

•5 
1 

Appkarakcb. 

Rksidde  on 

EVAPORA- 
TIOX. 

Amcovu. 

1 

NiTBOOEK    1      ^     1 
At           1        §     ' 

Turbidity. 

1 

1 

H 

Lesson 
IgnlUon. 

1 

Albuminoid. 

3 

2  ■    5  :5 

SQ 

I 

1 

/^ 

1898. 

' 

,1 

1 

1' 

0904  Jan.  18 

Slight. 

Blight. 

0.08    4.86 

1.20 

.0036  .0158 

.0078 

.0080 

.17 

.0120.0001   .2664   S.9 

1          1 

10145!  Mar.  21 

None. 

V.  Blight. 

0.08    4.10 

1.60 

.0068.0158 

.0130 

.0028 

.19 

.0180^.0000  .2160   S.r 

10441  j  Hay  22 

Slight. 

Slight. 

0.03    4.60 
0.05''  4.80 

0.90 

.00301.0184 

.0120 

.0014 

.18 

|.0080|.0000,'.1987   3.1 

10631 !  July  10  i  Slight. 

Slight. 

0.95  ' 

.OOI6L0278 

.0236 

.0042 

.14 

.0000  .0000. 2409   S.O 

11048  Sept.l9    Slight. 

Slight. 

0.05|    6.20 

1.50  ' 

.0000,. 0194 

.0142  .0052 

.15  1 

.0070.0000  1.2132,  S.l 

11362,  Nov.  21    V.  slight. 

Oon§., 

0.05'    4.70 

1.10 

.00041.0248 

.0204.0044 

.12' 

.0030.0001  |.3444   3.0 

^ 

green. 

—  1 
0.06! 

.0026  -0105 

.15 

Av.i 

4.71 

1.21  . 

.0163 

.0043 

I.00T2  -0000    .^AtiA   S.I 

1                1 

1 

Averages  of  Analyses  of  Previous  Years, 


1887* 

. 

- 

1888 

- 

- 

1889    \ 

- 

- 

1890 

- 

- 

18911 

- 

- 

1892t 

- 

- 

1893 

- 

- 

0.08 

,  5.25 

0.89 

.0029 

.0202 

- 

.     1 
1 

.18 

1.0016     .     1 

- 

- 

0.06  j  4.81 

0.82 

.0024 

.0178 

- 

1 

1 

.12 

'.0054.0001 

1          j           I 

- 

- 

0.02'    6.87 

1 

0.74 

.0020 

.0201 

.0161 

.0040 

1 

.13 

'.0089.0000 

- 

- 

O.OliI      - 

- 

.0020 

.0201 

.0161 

.0060 

\ 

.18 

'.0048  .0000' 

- 

- 

0.01  1  6.10 

- 

.0046.0243 

.0201 

.0042 

.18 

;. 0036  .0001 

- 

2.9 

0.02l|  5.10 

1.15 

.0008.0196 

.0154J.0042 

.17 

.0020.0000 

- 

3.1 

0.06 

,  4.71 

1.21 

I 
.0026 

.0195 

.0152 

.0043 

.15 

1.0072  .0000 

.«« 

3.1 

*  Jane  to  December. 


t  July  and  October. 


JMay. 


NoTS  to  analyses  of  1893;  Iron,  .0040.  Odor  In  March  and  May  decidedly  vegetable;  in  the  other 
months,  none.  On  heating,  the  odor  of  all  samples  was  vegetable.  —  The  samples  were  collected  from 
Ashley  Pond. 
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HOLYOKS. 

Microscopical  Examination  of  Water  from  Wright  and  Ashley  Ponds,  Eolyoke, 

[Numb«r  of  organisms  per  cubic  centimeter.] 


1898. 


Jan. 


March. 


May. 


July. 


Sept. 


Nov. 


]>ay  of  examination, 
Xomber  of  sample,  . 


20 
9904 


23 
10145 


24 
10441 


18 
10631 


11048 


11862 


PLANTS. 

Dlatomacese,    . 


Aett'rionella, 
Cyclotella,  . 
Dfatoma,  . 
Fragilaria,  . 
Meluftira,  . 
Btephanodiscae, 
Syoedra,  . 
Tabellaria, . 


CyanophyceeB, 


Anabaona,  . 

OhroococcQB, 

Microcystis, 


Aifir»> 


Chlorococcua,    . 

Closterlom, 

DictyoBphserium, 

Protococcus, 

Baphidiom, 


894 

2 

4 
264 

6 
14 

0 
92 
12 


pr. 


pr. 


18 

12 
4 
0 


10 

0 
0 
0 
2 
1 
0 
6 
1 


0 
22 

0 
16 
19 

0 
20 


40 

0 

1 
0 
15 
14 
0 
4 
6 


28 

24 
0 
2 


18 

8 
1 
0 

4 
6 


1,087 

86 

0 

0 

70 

720 

9 

100 

132 


47 

0 

0 

0 

88 

14 


ANIMALS. 
Bbizopoda, . 


Actinophrys, 
Difllagia,    . 


Inftisoria, 


Dinobryon, 

Dlnobryon  o 

Monas, 

Peridiniam, 

Synnra. 

Tracbelomonas, 


Vermes, 


Anarem, 
Monooerca, 
Rotatorian  ova, . 
Sacenias,    . 


15 

16 
pr. 


6 
8 


pr. 
pr. 


0 

1 


28 

0 
0 

26 
0 
0 
0 


0 
24 
0 
0 
0 
0 


287 

6 
256 
0 
0 
0 
6 


JiiMcellaneout,  2k)5gloea, . 


TOTAI., 


587 


110 


128 


85 


100 


126 


18 


119 


1,390 
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HOIiYOKE. 

Chemical  Examination  of  Water  from  Various  Sources,  collected  during  an 
Investigation  for  an  Additional  Water  Supply  for  Holyoke. 

[Parta  per  100,000.] 


i 
1 

o 

1 

Appbaranob. 

Rbsidub  ok 
Evapora- 
tion. 

Ammonia. 

i 
1 

NITBOOBN 
AS 

•6 

1 

s 

1 

i 

a 

1 

1-^ 

1 

Albaminold.     | 

5 

?5 

1 

§ 

^ 

i 

si: 

«    1 

j 

10732 

1898. 

Aug.  3 

V.  slight. 

V.slight. 

0.10 

3.66 

0.95 

.0000 

.0022 

.0016 

1 

.0006 

j 

.19 

.0090 

.0000 

.  .0666;0.6 

10783 

Aug.  3 

SUght. 

Cons. 

0.10 

3.10 

0.76 

.0000 

.0108 

.0066 

.0052 

.14 

.0000.0000 

1  .0740' l.O 

10891 

Aug.25 

Slight. 

Slight, 

rusty. 
Slight. 

1.05 

6.25 

2.50 

.0038 

.0246 

.0218 

.0028 

.13 

.007oLoOOoi  1.1218(1.0 

10784 

Aug.  4 

Slight. 

0.15 

6.26 

1.26 

.0000 

.0106 

.0088 

.0018 

.14 

.OOOO.OOOoi,  .1480'3.S 

10735 

Aug.  3 

Decided. 

Cons. 

0.05 

3.76 

1.60 

.0022 

.0310 

.0206 

.0104 

.12 

.0000.00061    .1554jl.T 

11267 

Oct.  30 

V.Bllght. 

Slight. 

0.12' 

8.66 

0.60 

.0014 

.0042 

.0028 

.0014 

.14 

.0030.0000^1  .2479  0.6 

Iron,  .0059.    Odor  of  the  first  sample,  none;  of  the  remaining  samples,  vegetable,  and  of  Nos. 
10784  and  10736,  also  mouldy.    The  odor  of  the  first  sample  became  faintly  vegetable  on  heating; 

those  of  the  remaining  samples  were  unchanged. The  first  sample  was  collected  from  Munn  Brook  in 

Granville,  just  below  the  confluence  of  Dickinson  and  Tillison  Brooks.  The  next  two  samples,  Nos. 
10733  and  10891,  were  collected  from  the  Westfield  Little  River,  the  former  at  Horton*B  Bridge  in  West- 
field,  about  half  a  mile  below  the  mouth  of  Munn  Brook,  and  the  latter  at  a  point  in  Russell,  about  five 
miles  farther  up  stream.  No.  10734  was  collected  from  Bachelor's  Brook  at  Aldrich's  Mill  in  Oranby. 
No.  10735  was  collected  from  Hampton  Pond,  Westfleld,  at  its  outlet.  Just  beneath  the  surface.  No. 
11267  was  collected  from  Willimansett  Brook  in  Chicopee. 


Microscopical  Examination  of  Water  from  Various  Sources,  collected  during  an 
Investigation  for  an  Additional  Water  Supply  for  Holyoke. 

[Number  of  organisms  per  cubic  centimeter.] 


1898. 


Aug. 


Aug. 


Aug. 


Aug. 


Aug. 


Nov. 


Day  of  examination, 
Number  of  sample. 


6 
10732 


6 
10733 


20 
10891 


6 
10784 


6 
10735 


1 
11267 


PLANTS. 
DlatomaoecB.     . 

Asterlonella, 
Cocconeis,  . 
Cocconema, 
Cyclotella,  . 
Epithemia, . 
Fragllaria,  . 
Gomphonema,    . 
Melosira,    . 
Navicula,    . 
Nitzschia,   . 
Pinnularia, 
Synedra,     . 
Tabelisria, . 


25 

0 
0 
0 
0 

1 

0 
0 
4 
1 
0 
6 

10 
4 


0 
0 
1 
0 
0 
0 
2 
0 
1 
0 
6 
36 


0 
0 
0 
0 
0 
0 
0 
0 
0 
0 

pr. 

pr. 
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HOIiYOKE. 

Microscopical  Examination  of  Water  from  Various  Sources^  collected  during  an 
Investigation  for  an  Additional  Water  Supply  for  J3bZyoA?e—  Concluded. 

[Namber  of  orgaoUma  per  cubic  centimeter.] 


1893. 


Aug. 


Aug. 


Ang. 


Aug. 


Aog. 


Nov. 


PLANTS  — Con. 
Cyanophyceot . 

AoAbena,  . 
ChroiScoccoa, 
Clathrocystis,     . 
OwillarU,  . 

Aifir».    .... 

Cloeterinm, 
Cooferra,  . 
Coemariam, 
Pediaatrnm, 
Raphldium, 
8pD«rozoama»  . 
Sianraatmm, 
2^o<kporea, . 

Punffli     .... 

Beggiatoa,  . 
Crenothriz, 
Molda,  .        . 

ANIMALS. 
InftLSorla,    . 

Dioobryon, 
Peridinlam, 
Tracbeiomonas, 

Vermes, 

Annrea, 
Polyanbra, 

MUcelUineou;  Zoogloea, . 
TotaIh 


18 

0 
0 
0 

1 

6 
6 
0 
0 


116 

0 

116 

0 


1 
12 
0 


18 

0 
13 
0 


2,088 

2,080 
0 
8 
0 


t8 

2 
8 
1 
0 
10 
0 
6 
2 


61 

0 
80 

1 


852 

12 
840 

0 


57 

0 
56 

1 


40 


54 


647 


72 


22 


2.282 


148 


Water  Supply  of  Hudson. 
In  the  early  part  of  1893,  particularly  in  January  and  the  first 
part  of  February,  this  supply  was  affected  by  the  presence  of  the 
organism  Uroglenay  the  most  noticeable  characteristic  of  which  is  the 
oily  odor  which  it  imparts  to  water  even  when  present  in  compara- 
tively small  numbers.  This  organism  was  present  in  the  water  sup- 
plies of  Norwood  and  Plymouth  in  the  years  1892  and  1893,  and  it 
has  been  found  in  other  water  supplies  in  the  State.  A  description 
of  this  organism  and  an  account  of  its  effect  upon  the  taste  and  odor 
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nXTDSOX. 

of  water  may  be  found  in  the  twenty-third   annual   report  of  the 
State  Board  of  Health,  for  1891,  pages  645-658. 


Ckemical  Examination  of  Water  from  Gates  Pond,  Berlin. 

[Parta  per  100,000.] 


Appkarancb. 

Rksiddb  on 
Evapora- 
tion. 

1 
Ammonia.          i 

« 
1 

.26 

l^ITROOEM 
AS 

1 

6 

1 

•o 

1 

^ 

1 

P 

1 

Albuminoid.     1 

1  1 

1 
s 

a 

f- 

j 

^1 

S  A 

OQ 

i 

ii  III 

:«       0    s 

0858 

1898. 

Jan.   9 

V.aUght. 

V.sllght. 

0.05 

8.00 

1.26 

.0112 

.0278 

.0234 

.0044 

.0030 

.OOOll'    -    ,  1.1 

9875 

Jan. IS 

Slight. 

Slight. 

0.05 

- 

- 

!   - 

- 

- 

- 

- 

- 

1       1 

"     1    ~    1    ~ 

9916  Jan. 23 

1 

V.  alight. 

Slight. 

earthy. 
Slight. 

0.02 

2.60 

1.20 

.0076 

1 

.0310 

.0268 

.0042. 

.20 

.0000 

.0000 

,»"  o-« 

9980|Feb.  8 

Slight. 

0.05 

2.66 

0.75 

1.0166 
.0068 

.0232 

.0222 

.0010 

1 
.28, 

.0090.0000 

.SSTj'  0.8 

10169  Mar.27 

Slight. 

Slight. 

earthy. 
Slight. 

0.04 

2.20 

0.96 

.0176 

.0120 

.0066 

.16  1 

.0260j.0001 

.1971,  0.1 

102271  Apr.  11 

1 

Slight. 

0.05 

2.30 

0.76 

.0080 

.0140 

.0116 

.0024 

.27 

.00001.0000 

.1788  0.6 

10359 

May   8 

Slight. 

Slight. 

0.03 

2.80 

0.80 

L0044 

.0098'. 0086 

.0012| 

.20 

.0060 

.0000   .1204 

0.2 

10422 

May  22 

Distinct. 

Cons. 

0.05 

2.15 

1.06 

'.0006 

1 

.0160 

.om 

.0026' 

.21 

.0000 

.0000   .1650 

0.3 

10503 

Junel2 

1  Slight. 
1      green. 
DlsUnct. 

Slight. 

0.05 

2.45 

1.00 

|.0004 

.0144 

.0128 

.0016j 

.26 

.0000 

.0000   .1842 

0.6 

10560 

Jnne26 

Slight. 

0.03 

2.40 

0.60 

.0000 

.0144 

.0122 

.0022 

.22 

.0030 

.0000   .1601 

0.8 

10667 

July  13 

|V.  slight. 

V.sllght. 

0.04 

2.60 

1.10 

Loooo 

.0120 

.0096 

.0024' 

.20 

.0060 

.0000   .1971 

0.6 

10818 

Aug.l6 

Distinct. 

Slight. 

0.10 

2.35 

0.65  1  .0000 

.0154 

.0106 

.00481.22 

.0000 

.0000!. 1619 

0.4 

11044 

Sept. 19 

'  Distinct. 

1 

Slight. 

0.03 

2.70 

1.20  ll.OOlO 

.0274 

.0218 

.0066"  .26 

li 
.0026,j.25 

.0000 

.0000  1.2182 

0.6 

11178 

Oct.  12 

1  Slight. 

Slight. 

0.05 

2.00 

1.00  'j.OOOO 

.0140 

.0114 

.0000 

.0000.2026 

0.6 

11327 

Nov. 13 

1  Slight. 

Slight. 

0.06 

2.25 

0.95     .0010 

.0166 

.0132 

.0034||.22 

.0020 

.OOO0L2448 

0.8 

11504 

Dec.  18 

V.  slight. 

V.sllght. 

0.02,1  8.10 

1.86  ll.0038 

.0170. 0148 

.00221     - 

.0000 

.0000   .2106 

0.9 

Av.* 

0.06 

2.45 

1.01 

1 
1.0040 

1 
017S   nij^A 

.0039 

0.6 

1 

1 

•"^ 

Averages  of  Analyses  of  Previous  Years, 


18871  1 

- 

- 

0.06 

!  3.17 

0.71 

1888    1 

- 

- 

0.06 

2.65 

0.69 

1889    i 

- 

- 

0.03 

1  2.14 

0.68 

1890    1 

- 

0.02 

2.82 

1.04 

1891     1 

- 

- 

0.04 

^  2.62 

0.90 

1893 

*" 

- 

0.05 

,  2.45 

l.Ol 

I 


j.0014 
.0016 
j.0020 


,0150 
,0168 
,0189 


I 
.0023;.  0161 

.0011!. 0150 


,0139  .0060 
,0124]. 0037 
,0117.0033 
,0146.0032 


.21 
.19 
1.19 
.21 
.20 

.23 

1 


.0054 
.0055 
.0048 
.0064 
.0074 


.0001  I  - 
.0001,1  - 
.0000,  - 
.0000  - 
.0000  .1©66 


1.2 
0.9 
0.6 


*  Where  more  than  one  sample  was  collected  in  a  month,  the  mean  analysis  for  that  month  has 
been  nsed  In  making  the  average.  f  June  to  December. 

Note  to  analyses  of  1893:  Iron,  .0040.  Odor,  generally  vegetable  or  none.  A  faintly  oily  odor  was 
detected  In  Nob.  9876,  9916  and  10422.  On  heating,  a  decided  oily  odor  was  developed  in  the  samples 
collected  between  January  18  and  February  8  inclusive,  and  in  the  samples  collected  on  May  22  and  in 
June. The  samples  were  collected  from  the  pond  at  the  surface. 
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HUDSON. 

Microscopical  Examination  of  Water  from  Gates  Pond,  Berlin. 

[Number  of  organisms  per  cubic  centimeter.] 


1808. 

Jan. 

Jan.Jan. 

Feb. 

Mar. 

Apr. 

May. 

May. 'June.  June. 

July. 

Aug 

Sept. 

Oct 

Nov. 

Dec 

Day  of  examination. 

10 

14 

u 

9 

29 

12 

9 

23       13      27 

15 

17 

20 

13 

14 

19 

Number  of  sample, 

9853 

9875 

0916998010109 

10227 

10369|l0422Jl0d03Jl0660 

10657 

108181104411178 

11327 

11604 

PLANTS. 

DlatomaceaB, . 

30 

3 

0 

0 

22 

80 

351 

179     188 

10 

0 

18 

26 

12 

791 

3 

Asteriooella, 
Fragitarla, . 
Meloslra,     . 
Svnedra,     . 
Tabellaria, . 

0 
0 
2 

28 
0 

0 
0 
0 
3 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

4 

0 
2 
13 
8 

5 
0 
60 
15 
0 

71 

0 

240 

6 

34 

120 

3 

7 

2 

47 

1 
6 
8 
1 
160 

0 
0 

0 

1 
9 

0 
0 
0 

pr. 

pr. 

8 
0 
0 
3 
12 

1 
3 
3 

1 
18 

0 
0 
8 
0 
4 

400 
0 

872 
8 
11 

0 
0 
0 
8 
0 

CyanophyoeaB, 

0 

0 

0 

0 

0 

0 

0 

0 

44 

21 

0 

134 

180 

1 

0 

0 

Anabsena,  . 
C(£lo«pb8Brlam, . 
Microcystis, 

0 
0 
0 

i 

0 
0 
0 

0 

0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

81 
18 
0 

8 

0 
18 

0 
0 
0 

60 

0 

84 

0 

180 

0 

1 
0 
0 

0 
0 
0 

0 
0 
0 

Al8r».  .        . 

0 

pr. 

0 

0 

1 

4 

13 

11 

118 

188 

8 

1 

15 

3 

36 

1 

Chlorococcns,     . 
Pandorlna, . 
Proiococcus, 
Haphidlum, 
Buurastrum, 
Zodspores. . 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
pr. 

0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

1 

0 
0 
0 
0 
pr. 

0 
0 
0 
0 
0 
4 

0 

0 
12 

0 

1 
0 

1 
4 
6 
0 

1 
0 

3 
6 
94 
10 
6 
0 

1 
0 
70 
68 
2 
2 

0 
0 
2 
0 
1 
pr. 

0 
0 
0 
0 

1 

0 

6 
0 
6 
8 

1 
0 

3 
0 
0 
0 
0 
0 

0 
0 
35 
0 

1 
0 

1 

0 
0 

S 

0 

ANIMAL3. 

Bhizopoda,     . 

pr. 

pr. 

pr. 

0 

pr. 

1 

0 

2 

0 

0 

0 

0 

0 

1 

2 

1 

AetiDophrys,      . 
Difflugia,    . 

0 
pr. 

0 
pr. 

0 
pr. 

0 
0 

0 

1 
0 

0 
0 

2 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 

1 

2 
0 

0 

1 

Infusoria, 

78 

153 

176 

48 

58 

10 

207 

174 

109 

159 

2 

84 

0 

9 

482 

542 

Dinobryon,      ,  . 
Dioobryon  cases, 
Mooas, 
Peridlnium, 
Trschelomonaa, 
Uroglena,   . 
Vonloella. . 

0 

78 

0 
0 
0 

184 
14 
0 
2 

"'a 

0 

166 
0 

S 

0 
10 
0 

4 
42 

I 

0 
2 
0 

19 
34 
0 
8 
0 
0 
0 

8 
0 
0 
2 
0 
0 
0 

20 

186 
0 
1 
0 
0 
0 

0 
172 
0 
2 
0 
0 
0 

2 

98 

4 

134 

22 

0 

2 

1 
0 
0 

0 
2 
0 

0 
0 

4 
24 
0 
36 
0 
0 
0 

0 
0 
0 
0 
0 
0 
0 

0 
0 
0 
8 
1 
0 
0 

186 
340 
2 
2 
2 
0 
0 

20 
520 
1 
0 
1 
0 
0 

Vermes, 
Polyanhra, 

0 

pr. 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

1 

1 

MUceUanwu$, 

0 

0 

0 

0 

60 

12 

22 

20 

42 

8 

28 

80 

3 

32 

36 

0 

Acarina,     . 
Zoi&gloDa,    .        . 

0 
0 

I 

0 
0 

0 
0 

0 
60 

0 
12 

0 
22 

0 
20 

.02 
42 

.01 

8 

0 
26 

0 
60 

.01 
3 

.06 
32 

0 
36 

0 
0 

Total, 

108 

166 

176 

48 

180 

107 

693 

386 

479 

331 

31 

«r 

224 

68 

1,348    648 
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HUDSON, 

Chemical  Examination  of  Water  from  Faucets  in  Hudson^  supplied  from  Gates 

Pond, 

[Parts  per  100.000.] 


'S 

Appbabasob. 

Residue  ox 

EVAPOBA- 

TION. 

1               AmfOXIA. 

.24 

.20 
.26 
.20 
.25 
.23 
.19 
.24 

** 

NrtBOOBB ;     -P 

A8                   g 

f 

1 
1 

1 

_: 

i 

( 

Albuminoid.     ' 

St 

55 

.1  i 

% 

"3 

i 
1 

5 

h 

.'5s 

Jiiii 

9854 
9877 
9878 
9879 
9880 
9917 
9981 
10099 
10100 
10107 
10170 
10504 

1808. 

Jan.    9 

Jan.  13 
Jan.  13 
Jan.  13 
Jan.  IS 
Jan.  23 
Feb.   8 
Mar.  8 
Mar.  8 
Mar.  18 
Mar.  27 
Jnnel2 

SUght. 

V.slight. 

SUght. 

SUght. 

None. 

V.sUght. 

None. 

Slight. 

V.sUght. 

V.sUght. 

SUght. 

Slight. 

V.sUght. 

None. 

V.slight. 

SUght. 

0.07 
0.06 
0.05 
0.30 
0.10 
0.05 
0.05 
0.20' 
0.05 
0.03 
0.03 
0.05 

2.70 

2.80 
3.10 
2.90 
5.50 
2.00 
2.95 
3.20 

0.65 

0.05 
1.10 
0.90 
1.00 
0.60 
0.85 
0.90 

.0040 

.0038 
.0010 
.0046 
.0012 
.0030 
.0034 
.0004 

.0027 

.021n 

.0140 
.0140 
.0114 
.0108 
.0122 
.0096 
.0136 

.0188 

.0150 

.0108 
.0120 
.0102 
.0082 
.0102 
.0084 
.0118 

.0108 

\ 
.0060 

.00321 
.0020 
.00121 
.0026' 
.0020 
.0012 
.0018 

.0025 

1 

.0080 

.0030 
.0070 
.0120 
.0100 
.0150 
.0800 
.0030 

.0091 

.0002j|    -       1.4 

-     ,1    -         - 

.0003  .1861    1.8 
.OOOlj  .1409  1.4 
.0001, .1188  1.4 
.0001    .1224  8.5 
.OOOO'  .1132^^  1.4 
.0000 j  .1277   0.9 
.0000  i  .12731  0.6 

At.* 

0.09 

3.22 

0.91 

1           i 
.0001!  .1338-  1-& 

*  Where  more  than  one  sample  was  collected  in  a  month,  the  mean  analysis  for  that  month  has 
been  used  in  making  the  average. 

Iron,  .0077.  Odor  of  the  first  sample,  oUy ;  of  the  others,  generally  faintly  vegetable  or  none.  On 
heating,  the  odors  of  the  first  lour  ramples,  and  of  the  last  one,  were  oily. The  samples  were  col- 
lected from  fauceu  In  different  parts  of  the  town. 


Microscopical  Examination  of  Water  from  Faucets  in  Hudson^  supplied  from 

Gates  Pond, 

[Number  of  organisms  per  cubic  centimeter.] 


" 

1S98. 

■ 

Jan. Ijan. 

Jan. 

Jan. 

Jan. 

Jan. 

Feb. 

Mar. 

Mar. 

Mar. 

Mar.  |jone. 

Day  of  examination. 

10       14 

14 

14 

14 

24 

9 

9 

9 

14 

29 

18 

Number  of  sample,   . 

9854  9877 

9878 

9879 

9880 

9917 

9981 

10099 

10100 

10107 

10170 

10504 

PLANTS. 

1 

1 

Dlatomacees,     . 

237  1  358 

486 

422 

3 

174 

10 

,1    . 

7 

8,     88 

Asterionella, 
Dlatoma,      . 
Fragilarlft,   . 
Meloeira,      . 
Synedra, 
Tabellarla,  .       .       . 

5 

1 
0 
7 

86 
138 

0 

6 

0 

8 

52 

292 

0 

18 

96 

868 

2 
9 
5 

0 

78 
828 

0 
0 
0 
0 
0 
3 

3 
5 

16 
0 

30 
120 

0 

• 

0 
0 

1 

0 

0 
0 
0 
0 
0 
0 

0 

0 

8 
pr. 

0          8 
0          0 
0           0 
0  !        7 
3      pr. 
pr.        86 

Oyanophycees, 

CoBlosphaerlum,  . 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0         8 
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HUDSON. 

Microscopical  ExamincUion  of  Water  from  Faucets  in  Hudson^  supplied  from 

Gates  Pond — Concluded. 

[Number  of  organiema  per  cubic  ceutimeter.] 


1898. 

Jan. 

Jan. 

Jan. 

Jan. 

Jan. 

Jan. 

Feb. 

Mar. 

Mar. 

Mar. 

Mar. 

June. 

PLANTS -Con. 

Algte,      .... 

190 

57 

69 

75 

0 

6 

0 

0 

0 

0 

0 

34 

Nephrocytiam,  . 
Protococcus, 
Raphidlum, 
StaaraBtrum, 

4 

186 

0 

0 

2 
54 

0 

1 

3 
64 

0 

2 

5 
68 
0 
2 

0 
0 
0 
0 

0 

6 

0 

pr. 

0 
0 
0 
0 

0 
0 
0 
0 

0 
0 

0 
0 

0 
0 
0 
0 

0 
0 
0 
0 

4 

3 

22 

5 

ANIMALS. 

Infusoria.     . 

4 

18 

8 

22 

1 

18 

1 

21 

0 

27 

2 

35 

Dloobryon, . 
DinobryoD  ca»e0, 
Perldlnium. 
TracbelomoDaa, 

0 
4 
0 
0 

5 
13 

4 

4 

0 

pr. 

0 

21 

1 

0 

0 
0 

1 

0 

0 

18 

0 

pr. 

0 

1 

0 
0 

0 

21 

0 

0 

0 
0 
0 
0 

0 
26 

1 
0 

0 

2 

0 

pr. 

0 
32 
8 
0 

MUcfllaneotiM,  ZoSglcea,  . 

124 

16 

18 

3 

0 

40 

0 

3 

0 

SB 

24 

24 

Total, 

555 

449 

591 

522 

4 

288 

11 

25 

0 

70 

29 

195 

Table  shovnng  Heights  of  Water  in  Gates  Pond  once  each  Month  during  1893. 
[High-water  mark  is  14  feet.] 


Jan.  15, 
Feb.  15, 
Mar.  15, 
Apr.  15, 
May  15, 
Jane  15, 


Datr.  — 1898. 


Feet. 


10.0 
10.6 
11.4 
12.4 
18.5 
13.5 


Date.  — 1898. 


July  15, 
Aug.  15, 
Sept.  15, 
Oct.  15, 
Nov.  15, 
Dec.  15, 


Feet. 


12.75 

11.8 

11.8 

10.9 

10.75 

10.7 


Water  Supply  of  Hull. 
(See  Hingham,) 

Water  Supply  of  Hyde  Park  and  Milton. — Hyde  Park  Water 

Company. 

The  works  of  this  company  for  obtaining  a  supply  of  ground  water 

in  the  vicinity  of  the  Neponset  River  were  enlarged  early  in  1893, 

by  sinking  thirty-three  tubular  wells,  located  between  the  old  systems 

of  tubular  wells  and  the  starch  factory  well  mentioned  in  the  annual 
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report  of  the  Board  for  1892.  The  new  wells  are  in  parallel  lines 
on  either  side  of  a  suction  pipe  placed  approximately  at  right  angles 
to  the  river,  their  distances  from  the  river  varying  from  sixty-four 
to  nearly  two  hundred  feet.  The  new  wells  are  two  and  a  half 
inches  in  diameter  and  of  various  depths,  ranging  from  about  twenty 
to  twenty-eight  feet.  Twelve  of  the  wells  nearest  the  river  have 
been  disconnected,  but  the  remaining  wells  have  been  in  use  since 
they  were  connected  with  the  pump  in  the  summer. 

The  advice  of  the  State  Board  of  Health  to  the  Hyde  Park  Water 
Company,  with  reference  to  the  use  of  water  from  these  wells,  may 
be  found  on  page  20  of  this  volume,  and  analyses  of  water  from 
three  are  given  on  page  176.  The  temperatures  of  the  water  in 
the  wells  from  which  these  samples  were  collected  diflfered  con- 
siderably one  from  another,  and  were  as  follows :  of  the  well  nearest 
the  river  (No.  5),  forty-nine  degrees;  of  the  well  near  the  middle 
of  the  group  (No.  14),  forty-one  degrees;  of  the  well  farthest  from 
the  river  (No.  36),  forty-four  degrees. 


Chemical  Examination  of  Water  from  the  Tubular  Wells  of  the  Hyde  Park  Water 

Company, 

[Parts  per  100,000.] 


1 

Appbabanoe.            I 

§1 
9.15 

Ammokia. 

i 

1 

— 1 

1.80 

KITKOOBH 
AS 

J 

S 

c 

1 

1 

7^ 

1  i 

1 

1 

1 

< 

1 

S 

i 

9871 

1898.    I| 

Jan.   11  iNone. 

1 

None. 

0.00 

.0056 

.0044 

.0120 

.0008 

.0592 

4.3  !.0160 

9989 

Feb.     8  jNone. 

None. 

0.02 

9.50 

•0056 

.0024 

1.86 

.1000 

.0005 

.0606 

4.9    .0170 

10090 

Mar.    7|tNone. 

None. 

0.08' 

1 

8.90 

.0022 

.0002 

1.19 

.0750 

.0004 

.0504 

4.4  1.0160 

10224 

Apr.  10    None. 

None. 

0,02  1 

7.50 

.0014 

.0016 

0.96 

.1100 

.0001 

.0766 

3.0  1.0100 

10873 

May     9  INone. 

None. 

0.01 

7.25 

.0012 

.0012 

0.91 

.1100 

.0001 

.0876 

2.9  {.0050 

10493 

'i 
June    7|jNone. 

None. 

0.00 

7.46 

.0024 

.0034 

0.92 

.0900 

.0001 

.0839 

3.0  1.0040 

10643 

July  11  |None. 

Slight, 

rusty. 
None. 

0.04 

8.50 

.0080 

.0044 

1.10 

.0900 

.0000 

.1095 

8.5  1.0125 

10758 

Aug.    9 1!  None. 

0.02' 

9.20 

.0054 

.0048 

1.83 

.0900 

.0003 

.1232 

3.9  '.0040 

10988 

Sept.    7|Dlitinct. 

Cons.. 

rusty. 
None. 

0.05 

8.80 

.0014 

.0056 

1.86 

.0900 

.0001 

.1716 

4.1    .0350 

11137 

Oct.     8 

None. 

0.02 

9.40 

.0030 

.0044  1 

1.26 

.0800 

.0001 

.1155 

2.6    .0015 

1 

11818 

Nov.    9 

None. 

v.  Blight. 

0.08 

9.20 

.0084 

.0080 

■■"1 

.1200 

.0001 

.1860 

4.0    .0025 

Av... 

1 

0.02 

8.62 

.0031 

.0032 

,..i 

.0879 

.0002 

.0976 

3.T  1.0112 

1 
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Chemical  Examination  of  Water  from  the  Tubular  Wells  of  the  Hyde  Park  Water 

Company  —  Concluded. 

Averages  of  Analyses  of  Previous  Years, 

[Parts  per  100,000.] 


1 

Appsakaxob. 

§1 
II 

Ammokia. 

i 

KiTBOOKM 
A8 

i 

n 

3 

^ 

^ 

1 

1 

=3 

s 

S 

1 

- 

1887* 

- 

- 

0.00 

6.67 

.0004 

.0012 

0.82 

.0699 

- 

- 

- 

- 

- 

1888 

- 

- 

0.00 

6.06 

.0001 

.0023 

0.76 

.0641 

.0002 

- 

- 

- 

- 

18801 

1 

- 

0.00 

6.76 

.0001 

.0010 

0.68 

.0696 

.0001 

- 

- 

- 

- 

isoot 

1    - 

- 

0.02 

9.85 

.0006 

.0023 

0.88 

.0660 

.0002 

- 

4.2 

- 

- 

1801} 

1    . 

- 

0.03 

0.10 

.0000 

.0040 

0.96 

.0676 

.0002 

- 

3.6 

- 

- 

18W1I 

1    - 

- 

0.00 

7.20 

.0004 

.0036 

0.90 

.0600 

.0004 

- 

3.0 

- 

- 

1803 

1 

- 

0.02 

8.62 

.0081 

.0032 

1.10 

.0879 

.0002 

.0976 

8.7 

.0112 

*  June  to  December. 
S  Jnoe  and  September. 


t  January  to  May. 

II  Two  lamplee  in  Jnly. 


X  February  and  Aagust. 
Note  to  analyses  of  1898:  Odor,  none. The  samples  were  collected  from  a  faucet  at  the  pumping 


Microscopical  Examination  of  Water  from  the  Tubular  Wells  of  the  Hyde  Park 

Water  Company, 

[Number  of  organisms  per  cubic  centimeter.] 


isoa. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

Jane. 

July. 

Aug. 

Sept. 

Oct. 

Not. 

Day  of  examination, . 

13 

9 

8 

12 

10 

9 

18 

10 

9 

6 

11 

Number  of  sample,  . 

9871 

9980 

10090 

10224 

10873 

10403 

10643 

10768 

10988 

11137 

11318 

PLANTS. 

Diatomaceed,  Synedra,      . 

0 

0 

0 

46 

0 

pr. 

0 

0 

0 

0 

0 

Fonfflt 

0 

0 

3 

0 

0 

0 

15 

3 

872 

0 

4 

Crenothriz, .... 
Molds, 

0 
0 

0 
0 

8 
0 

0 
0 

0 
0 

0 
0 

13 
2 

2 

1 

800 
72 

0 
0 

4 

0 

ANIMALS. 

Infttsorla,  Trachelomonas, . 

0 

0 

0 

0 

0 

pr. 

0 

0 

' 

0 

0 

0 

0 

0 

0 

8 

4 

2 

2 

78 

50 

1 

Total,         .... 

0 

0 

8 

46 

8 

4 

17 

6 

449 

60 

6 
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Chemical  Examination  of  Water  from  Faucets  in  Milton^  supplied  from  the 
Works  of  the  Byde  Park  Water  Company, 

[Parts  per  100,000.1 


§     1 

APPKABASCB. 

i 

,    Ammonia.   \ 

'     NlTBOGES 

1 

■K       1 

1               AS              , 

1 

s 
'A 

Date  Of 

CoUci 

1 

Sediment. 

1 

III 

1  su 

!  s 

V 

<     1 

e 

c 

1 

ja 

1     ^ 

i 

1 
= 

i 

1898.    ! 

1 

1 

1 

9939 

Jan.   25 1 

None. 

None. 

0.00 

!    8.85 

.0004 

.0022 

1.28 

.0850 

.0000  , 

.0584 

4.4 

.0010 

10050 

■Feb.   27' 

None. 

None. 

0.03 

1    8.25 

.0008 

.0018 

1.20 

1.0850 

.0000  ' 

.0504 

4.3 

.0000 

10163 

Mar.  22 

None. 

V.  slight. 

0.00 

1    8.10 

.0000 

.0020  1 

1.11 

1.0600 

.0000 

.0504 

3.6 

.0000 

10210 

Apr.    4  h  None. 

Slight. 

0.00 

1    7.25 

.0000 

.0018  1 

0.89  11.0800 

.0001 

.0387 

2.9 

.0045 

10357 

May     4    None. 

None. 

0.02 

1    7.75 

.0006 

.0044 

0.92  ll.llOO 

.0000  I 

.0547 

3.2 

.0025 

10497 

Jane    7    None. 

None. 

0.00 

1    6.90 

.0004 

.0010 

0.96    1.0800 
1.09    1.0800 

.0000 

.0469 

2.9 

.0050 

10614 

July     6!  None. 

None. 

0.08 

7.60 
8.80 

.0010 

.0018  1 

.0000  ' 

.0803 

3.6 

.0000 

10768 

Auff.    SilNooe. 

None. 

0.05 

.0004 

.0026  ll  1.31 

1.0900 

.0000 

.0814 

3.3 

.0000 

11047 

Sept.  18  |i  None. 

None. 

0.02 

8.70 

.0010 

.0040 

1.28 

.0900 

.0000 

.1107 

3.5 

.0080 

11220 

Oct.    17  J  None. 

None. 

0.00 

9.00 

.0000 

.0030 

1.38  l!.0900 
1.85     .1000 
1.40  '1.0800 

.0000 

.0972 

3.8 

.0050 

11374 

Nov.  21,1  None. 

None. 

0.00 

8.55 

.0000 

.0028 

.0000 

.1060 

3.6 

.0080 

11514 

Dec.    18' 

None. 

None. 

0.00 

9.10 

.0000 

.0028 

.0000 

.1053 

3.8 

.0000 

Av... 

1 
1 

0.01 

8.24 

.0004 

.0025 

1  1.18    l-OftM 

.0000 

.0733 

3.6 

.0024 

I 

1 

Odor,  none. The  samples  were  collected  from  faucets  on  Adams  Street,  generally  in  the  office 

of  the  Milton  Water  Company. 


Microscopical  Examination. 

No.  10210,  Fungi.  Crtnothrix,  8. 

Nos.  10357, 10768  and  11220,  Miscellaneous,  ZoSfflaa,  2. 

No  organisms  Were  found  in  the  remaining  samples. 


Chemical  Examination  of  Water  from  Three  of  the  New  TubvZar  Wells  added  to 
the  Works  of  the  Hyde  Park  Water  Company  in  1893. 

[Parts  per  100,000.] 


1 
1 

Appeabakcb. 

Residue  on 

Evaporation. 

'   Ammonia. 

1 

1 

g 

KiTROOEK     , 
AS              1 

D 

=1 

1 

1 

2 

1 

a 

a? 

Turbidity. 

1 
1 

1 

1 

1 

1 

c 

=  a 

< 

'       1 

1 

i! 

1 

10455 
10456 
10457 

1808. 

May   29 

May   29 
May   29 

Distinct. 

None. 

Distinct, 
clayey. 

Cod., yel- 
lowish. 
V.  Blight. 

Cons., 
clayey. 

0.05 
0.01 
0.01 

7.80 
4.10 
5.10 

.0456 
1.0000 
1-0008 

.0018 
.0004 
.0008 

1     .77 
.73 
.94 

.2000 
.0500 

.0600 

1 

.0006 

1 
.0000 

.0000 

1 

.0875 
.0118 
.0263 

1.9 
1.3 
1.4 

.0770 
.0060 
.0050 

Av... 

0.02 

6.67 

.0165 

.0010 

.81 

i 
1.1000 

.0002  j 

.0260     1.5 

.0290 

Odor,  none. The  first  sample  was  collected  from  well  No.  5,  one  of  the  wells  nearest  the  river 

and  distant  from  it  about  sixty -four  feet;  the  second  sample,  from  well  No.  14,  one  of  the  wells  near  the 
middle  of  the  group  and  distant  about  one  hundred  and  four  feet  from  the  river;  the  last  sample,  from 
well  No.  86,  one  of  the  wells  farthest  from  the  river  and  distant  from  it  about  one  hundred  and  ninety, 
six  feet. 

Microscopical  Examination. 


No.  10455,  Miscellaneous,  Zoogloea,  144. 
No.  10456,  Diatomacen,  Fragilariat  10. 
No.  10467,  No  organisms. 
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Chemical  ExcmiinaLion  of  Water  from  the  Neponset  River  at  Hyde  Park. 

[Parts  per  100,000.] 


g                   Appbasavoe. 

1  KE8IDCE  ON 

EVAPORA- 
'           TIOM. 

Ammokia. 

1 
1   «; 

0.90 

NlTaOOEM  , 
AS           1 

i 

1 

1 

J      i 

s 

1 
1 

1 

i 

■1 

1 

Albuminoid. 

2 

^ 
r 

^ 

2 

i. 

Date  of  Cc 
Turbidity. 

■i 

i 

k^ 

1 

IMS. 

9S70  Jan.  11    Distinct. 

t                       milky. 

MS8  Feb.   8     Decided, 

clayey. 

10089  Mar.  7  -.  Distinct. 

10223  Apr.  10  I  V.  slight. 

Cons. 
Cons. 

1.10 
0.65 

9.30 
6.70 

2.70 
2.45 

.0104 
.0138 

.0312 
.0294 

.0256 
.0244 

.0056 
.0050 

.1100 
.0200 

.ooo: 

.0001 

.9464  2.4 
.6971i2.8 

Cons.. 

dark. 
SUgbt. 

1.20 
1.00 

7.15 
15.15 

2.80 
1.45 

.0018 
.0002 

.0264 
.0192 

.0218 
.0166 

.0046 
.0026 

r 

0.58. 

.0090 
.0030 

.0002 
.0001 

1.0368'3.1 

1 

.7666  1.6 

lOSri  ICay    9    V.  slight. 

Slight. 

1.20 

14.80 

1.85 

.0004 

.0242 

.0214 

.0028  0.43 

.0000 

.0000 

1.05121.1 

10192  Jane  7    SUght. 

Cons., 

rusty. 
Cons., 

rusty. 
Heavy, 

rusty. 
Slight. 

brown. 
Cons., 

rusty. 
Cons. 

1.70 

1  7.80 

2.40 

.0192 

.0322  .0278 

.0044!'o.91 

.0050 

.0003 

1.04392.2 

10642  July  11    Distinct. 

l.So'i  8.40 

2.60 

'.0116 

.0612  .0324 

.0288  1.52 

.0050 

.0002 

1.2848  8.0 

lOToT  Aug.  9    Slight, 

msty. 
10&%7  Sept.  7     Slight. 

1.20  1  8.75 

8.26 

!.0068 

.0332 

.0264 

.0068 

1.08 

.0030 

.0001 

.1.03092.7 

1.10 

1  8.76 

2.50 

j.0278 

.0296 

.0250 

.0046 

1.56J 

.0070 

.0040 

.7878  2.9 

11136  Oct.    3    Distinct. 

0.85 

1  9.70 

2.25 

1.0710 

.0306 

.0264 

.0042 

2.36 

.0000 

.0004 

.58522.6 

mn  Nov.  9  ;  sught. 

1.50 

;  8.70 

8.10 

.0044 
.0151 

.0360 
.0820 

.0314 
.0254 

.0036 
.0066 

1.38| 

"-   i 
1.19 

,         1 

.0070 
.0154 

.0003 
.0005 

1.2720 

2.6 

Av 

1.16 

7.70 

2.49 

i   .9548 

7.4 

Averages  of  Analyses  of  Previous  Years 

- 

1887*  : 

- 

1.19 

8.35 

2.80 

.0053 

.0400 

- 

- 

0.99 

.0080 

1 

- 

1888 

- 

1.02 

6.77 

2.27 

.0030 

.0324 

- 

- 

0.83 

.0095 

.0002;     -  1  - 

- 

1891t 

- 

1.48 

10.34 

3.45 

.0190 

.0610 

.0413 

.0097 

1.16 

.0065 

.0003        -    .8.3 

- 

1892t    1 

- 

0.90 

13.30 

2.85 

.0260 

.0824 

.0286 

.0038 

2.31 

1 

.0090 

.0012!      - 

4.4 

- 

1893     1 

- 

1.16 

7.70 

2.49 

.0151 

.0320 

.0254 

.0066 

1.19 

.0154 

.0005  ,  .9548 

2.4 

*  Jane  to  December. 


t  August  and  September. 


X  July. 


KoTB  to  analyses  of  1893:  Iron,  .0304.    Odor,  generally  decidedly  vegetable  and  musty,  sometimes 
dLstgreeable  or  offensive.     On  heating,  the  odors  are  generally  stronger  and  more   frequently  dls> 

agreeable  or  offensive. The  samples  were  collected  from  the  river  opposite  the  works  of  the  Hyde 

Park  Water  Company.    The  river  is  not  used  as  a  source  of  water  supply. 
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Microscopical  Examination  of  Water  from  the  Neponset  Biver  at  Hyde  Park. 

[Number  of  organisms  per  cubic  centimeter.] 


180S. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. !  Aug. 

1 

Sept 

Oct.  '  Sor. 

1 

Day  of  examination, . 
Number  of  sample,    . 

18 
9870 

0 

9988 

8 
10089 

12 
10228 

10 
10372 

9 
10492 

18 
10642 

10 
10767 

9           5         11 
10987  11186  I  11S17 

PLANTS. 
Diatomaceee, 

Epithemia,  .... 
Frngllaria,    .... 

Melosira 

Pinnularia 

Synedra,      .... 
Tabellarla 

Alfir® 

CloBterlum, .... 

Protococcus, 

Bcenedesmus, 

Splrogyra,    .... 

Funeri* 

Crenothrir, .... 
Fungus,        .... 
Leptothriz,  .... 

0 

0 
0 
0 
0 
0 
0 

0 

0 
0 
0 
0 

822 

^^ 

0 

1 

0 
0 
0 
0 

1 

0 

0 

0 
0 
0 
0 

0 

0 
0 
0 

1 

0 
0 
0 
0 

1 

0 
pr. 

0 
0 

268 

0 

0 

268 

18 

0 
0 
0 
0 
18 
1 

1 

1 
0 
0 
0 

158 

168 
0 
0 

42 

0 

0 

42 

0 

0 

0 
0 
0 
0 

0 

0 
0 
0 

pr. 

0 
0 
0 
0 
0 
pr. 

pr. 

0 
0 

860 

960 
0 
0 

58 

0 
18 
20 

1 
24 

0 

4 

0 
0 

1 

8 

440 

440 
0 
0 

24 

0 
0 
0 
10 
14 
0 

18 

2 
12 
0 
4 

1,560 

1.560 
0 
0 

78 

2 
0 
0 
0 
72 
2 

4 

2 
0 
2 
0 

176 

176 
0 
0 

8 

0 
0 

I 

6 
0 

2 

0 
0 
2 
0 

444 

444 

0 
0 

M 

3 

0 
0 

1 

IS 
7 

0 

2 

0 
0 

48 

40 
0 
0 

ANIMALS. 
Rhizopoda,  .... 

Arcella,        .... 
Dlfflugia,      .... 

Inftisorla.     .... 

Dlnobryon  cases, 

Euglena 

Monas, 

Peridinlum,. 
Trachelomonas,  . 

0 

0 
0 

8 

0 
0 
0 
8 
0 

0 

0 
0 

8 

0 
0 
3 
0 
0 

0 

0 
0 

0 

0 
0 
0 
0 
0 

0 

0 
0 

1 
1 

0 
0 
0 
0 

pr. 

1 

0 
0 
0 

1 

0 

0 

0 
0 

2 

0 
0 
2 
0 
0 

0 

0 
0 

5 

0 
0 
3 
0 
2 

0 

0 
0 

8 

0 
2 
6 
0 
0 

0 

0 
0 

2 

0 
0 

1 

0 

1 

8 

1 
2 

1 

0 
0 

a 

0 

0 
0 

3 

0 
0 

1 

2 

0 

m9cellaneou9,  Zo'6g\<BA,  . 

660  '    276 

4.6 

76 

0 

620  1  1,400 

1 

2,480 

100 

70 

180 

Total, 

1,476 

280       675 

266 

43 

1.682 

1,907  1  4,090 

868 

626 

247 
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IPSWICH, 


Ipswich. 
Chemical  Examination  of  Water  from  Bow's  Brook  and  Egypt  River ^  Ipswich, 

[Parta  per  100.000.] 


1 

Appkaxaxck. 

RR8IDUK  OK 

EVAPORA- 

TIOH. 

AUMOKU. 

1 

i 
1 
S 

NiTBOQKK  ; 

1 

g 

1  1 

a 

1 

i 

3 

1 

1 

1 

Albuminoid.     | 

3 
g 

5    1 

2  i 

i 

a 

IK 

5 

^ 

1 

^  t 

1 

IMS. 

iiae  Oct.  IS 

11225  Oct.  18 

1 

V.  alight. 
V.  alight. 

V.  slight.  0.28 
Slight.       1.40 

0.80 
8.36 

1.80 
2.M 

.0000 
.0012 

.0058 
.0226 

.0034 
.0212 

.0024 

1 

.0014 

.78 
.88 

.0240 
.0060 

.00001 
.0000. 

0.2608 
1.0260 

2.5 
2.9 

No.  11226.  IroD,  .0300:  No.  11225,  iron,  .0150.    Odor  of  the  first  aample,  none,  becoming  faintly 

Tegetable  oo  healing;  of  the  laat  sample,  diatinctly  vegetable. The  first  sample  was  collected  from 

Dow's  Brook  at  a  point  a  short  distance  above  its  mouth ;  the  last  sample,  from  Egvpt  River  or  Ball 
Brook,  a  short  distance  above  the  month  of  Dow'a  Brook.  The  samples  were  collected  during  an 
birestigation  for  a  water  supply  for  Ipswich. 

Microscopical  Examination, 

No.  11226.  Diatomacen,  Synedra^  1.  Fnngi,  OrenothriXt  88.  Miscellaneous,  Zo5glaa,  12.  Total,  51. 
No.  11225.    Diatomacete,  AatertoneUa^  1;   TabellariUt  2.    Fungi,  CrenothriXt  46.    MiscellaDeoua, 
Zodglaot  1.    Total,  50. 

Water  Supply  op  Kingston. 

The  advice  of  the  State  Board  of  Health  to  the  town  of  Kingston, 
with  reference  to  taking  an  additional  supply  of  water  for  the  town 
from  Jones  River,  may  be  found  on  page  21  of  this  volume. 


Lakevtlle. 

Chemical  Examination  of  Water  from  Long  Pondy  Lakeville. 

[Parts  per  100,000.] 


1 

Appbasajicb. 

Residcb  on 

EVAFORA- 
TION. 

AMMOiriA. 

1 

NITROQBN 
AS 

e 

K 

o 

a 
1 

5 

1 

i 

5 

1 

i! 

1 

Albuminoid. 

S 

s 
1 

i 

1 

1 

•1 

a  o. 

130 

a 

1808. 

1 

10640 

July  12  |V.  slight. 

V.  slight 

1.10 

3.76 

2.20     .00001.0234.0202 

.0082 

.42 

.0000  .oooo; 

.8687 

0.8 

10708 

July  261 'v.  slight. 

Slight. 

1.00 

4.60 

2.26     .00001.0182.0162 

.0020 

1.39 

.0000.0000' 

.8066 

0.5 

10769 

Aug.  9    Slight. 

Slight. 

0.76 

3.36 

1.80    ..0000.0132.0110 

.0022 

.44 

.0000  .oooo! 

.8068 

0.6 

10948 

Aug.81    SUght. 

SUght. 

0.70 

8.36 

1.86     .0000 
1.60     .0000 

.0148.  .0126 

.0022 

1.44 

.0000  .OOOOi 

.7426 

0.2 

109S& 

Sept.  6  {v. slight. 

V.  slight. 

0.70 

3.30 

.0132  .0116 

.0016 

.46 

.0090 

.00001  .6826 

0.2 

At.. 

1 

0.86 

1 

3.66 

1.92      noon 

.0166  -0li4 

.0022 

1 
.48 

.0018 

.0000 

.7812 

0  3 

li 

1 

1 

Iron,  .0050.    Odor  of  Nos.  10708  and  10948,  vegetable;  of  the  remaining  samples,  none. The 

samples  were  collected  from  the  pond  five  feet  beneath  the  surface,  in  connection  with  an  investigation 
for  an  additional  water  supply  for  New  Bedford. 

Microscopical  ExaminoHon, 

The  number  of  organisms  per  cubic  centimeter  found  in  these  samples  varied  from  eighty  in  the 
first  to  three  Id  the  last,  and  averaged  forty-eight.  (~^ 
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LAKEVrLIiE. 

Chemical  Examination  of  Water  from  Oreat  Quitlacas  Fond,  Lakeville. 

[Part*  per  100.000.] 


1 

3 

"5      ! 

1  i 

Appearakcx. 

'  Rksiduk  on 

1     EVAPORA- 

1           TION. 

AMMOKIA.               1 

1 

6 

s 

i 

S 

NlTROOKK 
AS 

i   =  , 

1 

1 

Ij 

1 

Albuminoid.      1 

2 

i 

'   =  I 

s, 

1 

1 

il 

i 

^ 
^ 

Dissolved. 

80S-   " 
pendcd. 

'    5   '  2 

1 1 1 

SIS 

1   1898. ' 

' 

1          i 

1 

1          « 

106581  July  12    v.  Slight. 

V.  slight. 

0.65 

3.45 

1.80 

.0000 

.01381. 0120. 0018! 

.47  1 

.0000.0000 

.6621    0.5 

10707lJuly'i6  'V. slight. 

Slight. 

0.60 

4.05 

1.80 

.0006 

.0156. 0128,. 0028' 

.47  1 

.0000.0000 

.5032   0.5 

10770,  Aug.  9  ;  Distinct. 

Slight. 

0.60!    3.60 

1.76  1 

.OOOOl. 0140,'. 0122. 0018, 

.53  1 

.0000.0000 

.6506   0.6 

10771,  Aug.  9    Distinct. 

Slight. 

O.eol    3.25 

1.60  1 

.0020 

.0124!. 0098. 0026, 

.48 

.0000.0000 

'.5293   0.8 

10917' Aug. 31  >  Slight. 

K  light. 

0.55'    3.40 

1.65  , 

.0000 

.01541. 01261. 00281 1.48  ' 

.0000  .0000 

;.52o3  0.5 

109851  Sept.  6  i 

1 

Slight. 

Slight. 

0.45 

3.60 

1.50 

.0000 
.0001 

.0172 
.0162 

.0134  .0038 
.0126  .0026, 

.50  1 

1 

.49  1 

.0050  .0000 
.0010  .0000 

.4768   0.6 

Av.* 

1 

0.55 

;  3.62 

1.70  1 

.5234   O.S 

1 

*  No.  10771  was  omitted  In  making  the  average. 

Iron,  .0021.  Odor  of  Nob.  10707  and  10771,  distinctly  vegetable;  of  No.  10947,  faintly  vegeuble;  of 
the  remaining  samples,  none. The  samples  were  collected  from  the  pond  five  feet  beneath  the  sur- 
face, excepting  No.  10771,  which  was  collected  36  feet  beneath  the  surface  at  a  place  where  the  total 
depth  of  tno  pond  was  65  feet.  The  samples  were  collected  in  connection  with  an  investigation  for  an 
additional  water  supply  for  New  Bedford. 

Microscopical  Examination  of  Water  from  Oreat  Quittacas  Pond,  Lakeville. 
[Number  of  organisms  per  cubic  centimeter.] 


July. 


I 


July. 


Aug. 


Aug. 


Sept. 


Sfpt. 


Day  of  examination, 

Number  of  sample,  .        .        .        . 

PLANTS. 
Dlatomaceed,     .      .      .      . 

Asterlooella,      .        .        .        . 

Oyclotella, 

Dlatoma, 

Melosira 

Synedra, 

Tabellftria 

OyanophyceSB,  Merlsmopedia. 

AlffSS, 

Protococcus,       .        .        .        . 
RaphiJlum,         .        .        .        . 

ANIMALS. 

Infusoria, 

DInobryon 

Dlnobryon  cases, 

Monas, 

Peridlnium,        .        .        .        . 
Trachelomonas, .        .        .        . 

Vermes, 

Polyarthra 

Rotifer, 

Miscellaneous,  Zoogloea, 

Total 


16 
10668 


28 
10707 


11 

10770 


11 
10771 


2 

10947 


9 
109S5 


1 
2 
0 
0 
pr. 


246 

6 

72 

0 

164 

4 

0 


20 

0 
6 
3 
10 

1 
1 

0 

4 

0 
4 


0 
1 
0 
24 
2 
8 

40 

0 

0 
0 


50 


0 
0 
0 
0 
pr. 


0 

20 

0 

9 

0 

1 

7 

20 

0 

0 

1 

1 

1 

1 

0 

0 

0 
0 

0 
0 

0 

0 

4 

38 

0 

0 

0 

1 

0 

1 

0 

0 

42 

0 
0 
0 
40 
2 


28 


28 


13 


326 


66    I 


147 
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liAWREXCE. 

Water  Supply  of  Lawrence. 

As  already  stated  in  a  previous  portion  of  this  report  (page  3), 
a  filter  having  an  area  of  two  and  a  half  acres  was  constructed  by 
the  city  of  Lawrence  during  the  past  year,  at  a  cost  of  about  sixty- 
five  thousand  dollars,  and  since  its  completion  in  September  the 
water  supplied  to  the  city  has  been  filtered. 

The  reply  of  the  Board  to  an  application  from  the  city  of  Law- 
rence for  information  as  to  the  results  of  the  filtration  of  its  water 
supply,  after  the  filter  had  been  in  use  a  little  more  than  two  months, 
may  be  found  on  page  22  of  this  volume. 

A  more  complete  description  of  the  filter  with  a  statement  of  the 
results  obtained  by  its  use  will  be  found  in  a  subsequent  portion  of 
this  report,  also  additional  analyses  of  the  Lawrence  water  made  at 
the  Lawrence  Experiment  Station. 


Chemical  ExamiruUion  of 
opposite  the 


Water  from  the  Merrimack  River  above  Lawrence, 
Intake  of  the  Latvrence  Water  Works. 

[Parts  per  100,000.] 


Appsahakck. 

Kksidub  on 
Evapora- 
tion. 

Ammohia. 

6 

£ 

g 

.27 
.18 
.16 
.10 
.14 
.18 
.24 
.30 
.19 
.23 
.22 
.21 

.20 

NITROOBN 

■■  1 

1 

S 

1 

o 

1 

■3 

1 

5 

f: 

1 

Albuminoid. 

1 

1 

Number. 
Dale  of  Co 

1 

1     1 
1   il 

1 

i  ims.  1 

9693  Jan.  18 
10019  Feb.  15 
10125  Mar.  16 
10272' Apr.  19 
10410  May  17 
I0M3  Jane  21 
10670  Joly  19 
10878  Aug.23 
11003  Sept.20 
11236  Oct.  S3, 
11371  Not.  22 
11613,  Dec  20 

DisUnct. 

Distinct, 

clayey. 

Distlnci, 

Distinct. 

Slight. 

V.  slight. 

SUght. 

Slight. 

Distinct. 

SUght. 

Slight. 

Slight. 

SUght, 

earthy. 
Cons., 

earthy. 
Cons., 

earthy. 
Cons., 

earthy. 
Cons. 

Cons., 

brown. 
Cons., 

green. 
SUght. 

Slight. 

Cons. 

Slight. 

0.40 
0.45 
0.45 
0.46 
0.65 

0.33 

1 
0.12 

0.20 

0.38 

1.00 

0.86' 

0.40 

4.86 
3.76 
8.00 
3.00 
2.75 
8.90 
4.00 
4.16 
4.16 
5.36 
8.95 
4.00 

1.70 
1.70 
1.10 
1.26 
1.25 
1.30 
1.65 
1.60 
1.90 
2.15 
1.15 
1.00 

.0080 
.0012 
.0060 
.0010 
.0000 
.0062 
.0124 
.0098 
.0092 
.0102 
.0024 
.0030 

.0057 

.0186 
.0238 
.0280 
.0160 
.0154 
.0176 
.0208 
.0166 
.0170 
.0178 
.0182 
.0178 

.0181 

.0162 
.0180 
.0160 
.0102 
.0138 
.0158 
.0160 
.0108 
.0146 
.0148 
.0108 
.0128 

.0141 

.0024 
.0058 
.0080 
.0058 
.0016 
.0018 
.0048 
.0068 
.0024 
.0080 
.0024 
.0050 

.0040 

1 

.0070 
.0120 
.0090 
.0070 
.0180 
.0050 
.0030 
.0050 
.0090 
.0080 
.0090 
.0100 

.0081 

.0003 

t 
.0000 

.0001 

.0001 

.0001 

.0002 

.0003 

.0001 

.0001 

.0006 

.0004 

.0001 

.0002 

.5110 
.5272 
.5536 
.4964 
.5584 
.4424 
.8744 
.4369 
.4100 
.8854 
.6686 
.5994 

.5295 

1.8 
1.1 
0.9 
0.6 
0.6 
1.1 
1.8 
1.1 
1.8 
1.4 
1.8 
0.0 

'1 
Av.   1 

0.42| 

8.86 

1.48 

1.1 

1         1 

Iron,  .0180.    Odor,  vegetable  and  musty. The  samples  were  collected  from  the  river  opposite 

the  InUlce  of  the  Lawrence  Water  Works,  abont  one  foot  beneath  the  surface.  For  a  record  of  the 
quantity  of  water  flowing  in  the  river  on  dates  when  samples  of  water  were  collected  for  analysis,  see 
page  186.  For  a  summary  of  the  analyses  of  previous  years,  see"  Merrimack  River  "  in  the  chapter  on 
**  Examination  of  Rivers.**  ^^  I 
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I.AWRENCE. 

Microscopical  Examination  of  Water  from  the  Merrimack  Biver  above  Lawrence^ 
opposite  the  Intake  of  the  Latarence  Water  Works, 

[Number  of  organisms  per  cable  ceutlmeter.] 


1898. 

Jan. 

Feb. 

M„. 

Apr. 

May. 

June. 

July. 

Aug. 

Sept. 

Oct 

Not. 

Dec 

Day  of  ozamiDatlon, 

20 

16 

17 

20 

18 

22 

21 

25 

22 

24 

23 

22 

Number  of  sample, . 

9803 

10019 

10126 

10272 

10410 

10543 

10679 

10878 

11063 

11236 

11371 

11528 

PLANTS. 

DlatomacesB.    . 

6 

88 

51 

18 

83 

236 

278 

132 

27 

55 

9 

H 

Asterionella,      . 
CycloteUa, . 
DIatoma,    . 
Fragllarla, . 
Melosira,    . 
MerldloQ,  . 
Navicula,   . 
Pinnularia, 
Synedra,    . 
Tabellaria, 

1 
1 
0 
0 
0 
0 
0 
0 
3 
1 

2 

20 

0 

I 

1 
8 
0 
5 
0 

3 
0 
0 
U 
19 

t 

4 
4 
18 

0 
0 
0 
2 
7 
2 
5 
0 
2 
0 

13 
2 
0 
4 

4 
4 

34 

8 

0 
2 
0 
20 
12 
0 
0 
0 
192 
10 

5 
0 
4 
0 
0 
0 
0 
1 
184 
84 

24 
1 
0 
0 
0 
0 
1 
1 
100 
6 

5 
0 
2 
0 
0 
0 
0 
0 
20 
0 

0 
0 
2 
0 
8 
0 
0 
0 
44 
1 

3 
0 
0 
0 

I 

0 

1 

3 
2 

0 
0 
0 
0 
12 
0 
0 
0 
2 
0 

Alffee 

0 

0 

0 

1 

0 

7 

18 

19 

18 

1 

1 

0 

Chlorococcus,    . 

Protococcus, 

Haphidlum, 

Scenedesmus,    . 

StAurogeuia, 

Zoiispores, 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

1 

0 
0 
0 
0 
0 
0 

0 
4 
0 
1 
0 
2 

0 
4 
0 
4 

I 

t 

0 
0 

0 
0 
8 
2 
8 
0 

0 
0 
0 
0 
0 
1 

0 
0 

I 

0 

1 

0 
0 
0 
0 
0 
0 

Pungfl,  Crenothrix, 

0 

0 

0 

0 

8 

44 

9 

0 

84 

82 

•l 

1 

ANIMALS. 

• 

1 

Rhizopoda.  Amoeba, . 

• 

0 

« 

' 

0 

0 

0 

0 

0 

0 

0 

1 

0 

Infusoria,  . 

1 

0 

« 

0 

2 

2 

87 

23 

4 

0 

01 

0 

Dlnobryon  cases, 

EuRlypha, . 

Monas, 

Peridlnium, 

Synura, 

Trachelomonas, 

1 

0 
0 
0 

0 
0 
0 
0 
0 
0 

0 

• 

0 
0 

0 
0 
0 
0 
0 
0 

2 
0 

0 
0 

0 
0 
0 

1 
1 

0 

82 
8 
0 
0 

0 
2 

20 
0 
0 

1 
1 
0 

0 
0 

I 

0 
0 
0 
0 
0 
0 

0  ' 

0 1 

0  1 

0 

0 

0 
0 
0 
0 
0 
0 

Vermes, 

0 

0 

0 

0 

0 

0 

6 

1 

0 

0 

0 

0 

Anurea,     . 
Rotatorlan  ova. 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

3 
3 

1 

0 

0 
0 

0 
0 

1 

0 
0 

mtcellaneout,  Zobgloea, 

140 

12 

800 

104 

2 

8 

80 

200 

« 

82 

40 

64 

Total,       .       .       . 

147 

50 

853 

123 

95 

295 

426 

875 

169 

120 

50 

79 
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liAWBENCB. 

Chemic(U  Examination  of  Water  from  the  Force  Main  at  the  Pumping  Station 
of  the  Latvrence  Water  Works. 

[ParU  per  100,000.] 


Appbabance. 


•S 

s 
E- 


1898.    I 

9894  Jan.  18  I  DiBtloct. 


I' 


10020  Feb.  15 

I 
101261  Mar.  15 

10273  Apr.  19 

10412  May  17 

10544' JaDe21 

10«80'julyl9 

10S79|  Aiig.23 

•11064  9ept.20 

11222  Oct,  17 

11872  Nov.  22 

11529  Dec.  20 


Distinct, 
clayey. 

IMatlnet, 
clayey. 

Slight. 

DiaUnct. 
Slight. 
Slight. 
Slight. 

Diatlnct, 
clayey. 

Slight, 
clayey. 

V.  alight. 

V.  slight. 


Slight. 

Slight, 

earthy. 
Cone., 

earthy. 
Cons., 

earthy. 
Heavy, 

earthy. 
Cons. 

Cons.. 

earthy. 
Cons., 

green. 
Slight. 

None. 

None. 

V.  slight. 


Bbsiduk  Olf 

EVAPOBA- 
TIOK. 


I   I 


P 
? 


0.42 
0.48 
0.40 
0.48 
0.60 
0.85: 
0.12 

0.18: 

0.05 1 

0.18 

0.80 

I 

0.38 


At.. 


0.S5 


4.00 

1.40 

8.60 

1.40 

8.25 

1.20 

3.00 

1.10 

2.80 

1.25 

4.20 

1.50 

4.25 

1.80 

4.55 

1.85 

18.70 

2.25 

5.75 

1.40 

6.05 

1.00 

6.50 

1.06 

4.27 

1.86 

Ahmokia. 

• 

0 

Albuminoid. 

1 

I 

1 

i 

0054 

.0166 

.0148 

.0018 

.80 

0006 

.0216 

.0184 

.0082 

.18 

0062 

.0240 

.0122 

.0118 

.20 

0014 

.0162 

.0096 

.0066 

.09 

.0000 

.0192 

.0188 

.0054 

.12 

0066 

.0196 

.0146 

.0050 

.17 

0108 

.0200 

.0166 

.0034 

.24 

.0102 

.0186 

.0160 

.0086 

.32 

.0708 

.0104 

.0078 

.0026 

.47 

.0014 

.0080 

.0074 

.0006 

.24 

.0036 

.0082 

.0064 

.0018 

.88 

.0090 

.0100 

.0078 

.0022 

.26 

.0049 

.0164 

.0124 

.0040 

.22 

NiTBOOKV 


,0050 
,0120 
,0160 
,0060 
.0100 
,0030 
,0060 
,0050 
,1200 
,0250 
.085o' 
.0270 


ii 


0134 


,0001 
,0000 
,0001 
,0001 
,0001 
,0002 
,0003 
,0002 
,0036 
,0002 
,0007 
,0003 


54751.3 
,5610  0.9 
,5165  0.0 
,4672  0.8 


.5329 
.4424 
.8182 
.4029 
.1640 
.2128 
.4326 


0.8 
0.9 
1.7 
1.1 
8.1 
2.1 
3.1 


.4779!2.6 


.0002  .4465  1.6 


Averages  of  Analyses  of  Previous  Years, 


- 

,  11887  1     .    ,    . 

0.43  6.48 
0.28  '  4.31 

1.34 

.0017  .0206 

- 

- 

.22 

.0140  - 

. 

. 

- 

1888  "    - 

1.09 

.0024.0159 

- 

- 

.19 

.0160.0002 

- 

- 

- 

1889 

- 

- 

0.28 

8.22 

0.99 

.0029.0175 

.0146  .0030 

1 

.19 

.0111.0002 

- 

- 

- 

1890 

' 

- 

0.34 

4.03 

1.61 

|.  0030. 0162 

.0126.0036 

.18 

.0126,. 0002 

- 

- 

- 

1891 

'    *   i    " 

0.26 

8.79 

1.48 

.0039.0151 

1 

.0119. ooag' 

.17 

.0166.0002 

- 

1.2 

- 

1  ^«« 

- 

0.43 

4.15 

1.66 

.0085.0182 

.0146  .0036' 

.19 

.0137.0001 

- 

1.4 

- 

!  1803 

t 

1 

0.35 

4.27 

1.36 

.0049  .0164 

1 

.0124  .0040 

1     1 

.22 

.0134  .0002 

.44661.5 

;   t 

*  This  sample  was  collected  on  the  day  when  the  new  filter  was  first  operated,  and  represents  the 
first  water  that  passed  through ;  it  is  abnormal  on  this  accoant,  and  is  therefore  omitted  from  the 
avenge.  f  Jane  to  December. 

KoTS  to  analyses  of  1893 :  Iron,  .0156.    Odor,  vegetable  and  mnsty,  occasionally  none. The 

samples  were  collected  from  a  faucet  in  the  check-valve  just  beyond  the  pump,  and,  until  September, 
1193,  represent  a  mixture  of  water  from  the  river  and  the  filter.gallery,  though  but  a  small  portion  of 
the  water  came  from  the  latter  source.  Beginning  with  September,  the  samples  represent  water  from 
the  river  after  paaaing  through  the  new  filter.  The  odor  of  the  filtered  water  was  vegetable  but  never 
mosty. 
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liAWREXCE. 

Microscopical  Examination  oj  Water  from  the  Force  Main  at  the  Pumping  Station 
of  the  Lawrence  Water  Works, 

[Number  of  organltmB  per  cubic  centimeter.] 


1898. 

Jan. 

reb. 

Mar. 

Apr. 

May. 

Jane. 

July. 

Ang. 

Sept. 

oc 

Not. 

Dec 

Day  of  ezamlDatlon, 

20 

10 

17 

20 

18 

22 

21 

24 

22 

21 

2S 

22 

Number  of  sample, . 

0804 

10020 

10126 

10273 

10412 

10544 

10680 

10870 

11064 

11222 

11372 

115S» 

PLANTS. 

Dlatomaceed.    . 

« 

24 

80 

84 

108 

173 

226 

128 

5 

11 

0 

0 

Asterlonella,     . 
Cyclotella, 
Diatoma,    . 
Bpltbemia, 
Fragllaria, .       .       . 
Meloslra.    .       .       . 
MeridloQ,   . 
Navicula,   . 
PiDDularia, 
Bynedra,     . 
Tabellaria, 

2 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 

0 
4 
1 
0 
0 
8 
0 
2 
0 
7 
2 

0 
0 

1 

0 
4 

8 
1 
2 
4 

8 
2 

0 
1 
0 
6 
0 
0 
0 
4 
1 
20 
3 

4 
0 
0 
6 
2 

86 
4 

18 
0 

86 
4 

8 
1 
0 
0 
0 
4 
1 
0 
0 
160 
4 

2 

0 
4 
0 
27 
0 
0 
0 

1 

88 
104 

0 
8 
0 
0 
11 
0 
0 
0 
1 

64 
44 

0 
0 
0 
0 
0 
0 
0 
0 
0 
2 
3 

0 
0 
0 
0 
2 
0 
0 
0 
2 
2 
6 

0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 

AlffflB 

0 

0 

0 

0 

0 

14 

0 

12 

0 

0 

0 

0 

Cbloroooccua,    . 
Protococcua, 

0 

0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
14 

0 
0 

12 
0 

0 
0 

0 
0 

0 

0 

0 
0 

Fungrif  Crenothrix, 

0 

1 

0 

0 

7 

44 

7 

20 

0 

2 

5 

0 

ANIMALS. 

Rhizopoda,  Aroella,  . 

0 

0 

0 

0 

0 

1 

1 

0 

0 

0 

0 

0 

Infusoria,   . 

t 

t 

0 

0 

1 

1 

5 

7 

1 

0 

0 

0 

Dinobryon  oaaea, 

Monaa, 

Bynura, 

2 
0 
0 

2 
0 
0 

0 
0 
0 

0 
0 
0 

0 

1 

0 

0 

1 
0 

0 
3 
2 

6 

1 
0 

0 

1 

0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

MiscellaneoiUt  Zo'6gl<aa, 

m 

100 

578 

28 

• 

* 

816 

860 

600 

8 

4 

0 

Total, 

248 

127 

606 

62 

111 

286 

666 

622 

006 

16 

0 

0 
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LAWRENCE, 

Chemical  Examination  of  Water  from  the  Distributing  Reservoir  of  the  Lawrence 

Water  Works. 

[Parts  per  100,000.] 


1 

1 

Rksipctb  on 
Evapora- 
tion. 

AUMOVIA. 

9 

a 

i 

§ 

.28 
.28 
.25 
.11 
.12 
.18 
.23 
.28 
.26 
.26 
.26 
.23 

.23 

NITROOBN 

e 

1 

M 

i 

1 

1 

c   ', 

Albaminoid. 

1 

1 

55 

1 

E 

9 

2: 

2 

f 

5 

P 

1 

H 

S 

S 

it 

3 

9 

9»6 
10021 
10127 
10274 
10411 
10645 
10081 
10880 
llOM 
11224 
11378 
11530 

189S. 

Jan.  18 

Feb.  15 
Mar.  15 
Apr.  19 
May  17 
Jane 21 
Joly  19 1 
Aag.23 
8ept.2ol 
Oct.  17 
N0V.22! 
Dec.  20 

1  Distinct. 

SUgbt, 
1     clayey. 
jSHKhl, 

vfsligS! 

Slight. 

V.sUgbt. 

V.  slight. 

V.  slight. 

Slight. 

Slight. 

V.  slight. 

Slight. 

SUght. 

Slight 

earthy. 
Slight. 

earthy. 
Slight. 

SUght. 

Slight. 

V.  slight. 

Slight. 

Slight. 

Slight. 

None. 

SUght. 

0.45 
0.32 
0.40 
0.40 
0.43 
0.80 
0.10 
0.18 
0.85 
0.15 
0.30 
0.80 

4.45 
4.16 
4.06 
12.86 
2.40 
3.40 
3.75 
4.50 
4.95 
5.70 
5.05 
5.00 

1.80 

1.60 

1.20 

1.20 

0.80 

1.35 

1.75 

1.60  , 

1.80  ! 

1.45  . 

1.20 

1 

1.30  j 

1 

.0058 

.0098 

1 
.0070 

.0020 

.0014 

.0028 

.0094 

.0182 

.0118 

.0000 

.0012 

.0026 

.0166 
.0198 
.0150 
.0120 
.0150 
.0172 
.0150 
.0170 
.0158 
.0120 
.0094 
.0094 

.0145 

.0138 
.0174 
.0124 
.0098 
.0110 
.0128 
.0134 
.0124 
.0140 
.0080 
.0078 
.0080 

.0117 

.0028 
.0024 
.0026 
.0022 
.0040 
.0044 
.0016 
.0046 
.0018 
.0040 
.0016j 
.0014 

.0028 

1 

.0070 
.0150 
.0150 
.0050 
.0180 
.0070 
.0060 
.0070 
.0150 
.0220 
.0180 
.0200 

.0002 
.0001 
.0000 
.0001 
.0001 
.0002 
.0002 
.0001 
.0001 
.0000 
.0005 
.0002 

.5548 
.4635 
.4809 
.4234 
.4562 
.4029 
.2886 
.3476 
.4223 
.2242 
.5040 
.6022 

.4231 

1.8 
1.8 
1.8 
0.6 
0.8 
0.9 
1.1 

1.4 

2.7 
2.1 
2.8 
2.2 

At 1 

0.81 

4.19     1.12  1 

.0048 

.0128 

.0010 

1.5 

1 1 

1 

Averages  of  Analyses  of  Previous  Years 

-    1    1887* 

- 

- 

0.36 

4.10 

1.00 

.0028 

.0162 

- 

- 

.19 

.0161 

-    : 

I 

- 

-    1    1888 

- 

- 

0.27 

8.81 

1.19 

'.0082 

.0140 

- 

- 

.19 

.0167 

.0002 

- 

- 

-    i    1889 

- 

0.25 

3.18 

0.93 

.0030 

.0150 

.0180 

.0020 

.18 

.0127 

.0003 

- 

- 

-    1    1890 

- 

- 

0.27 

3.64 

1.09 

.0032 

.0134 

.0106 

.0026 

.17  i 

.0160 

.0002 

- 

1.6 

-    1    1891 

- 

- 

0.24 

8.76 

1.22 

.0032 

.0132 

.0106  .0026 

.18 

.0184 

.0002 

- 

1.2 

-    ;    1892 

- 

- 

0.86 

3.97 

1.59 

.0087 

.0158 

.0132  .0026 

.19 

.0138 

.0001 

- 

1.8 

-    '    1893 

- 

- 

0.81 

4.19 

1.42 

.0048 

.0145 

.0117  .0028 

.23 

.0128 

.0010 

.4281 

1.5 

*  June  to  December. 

KoTB  to  analyses  of  1803;  Iron,  .0117.  Odor,  generaUy  distinctly  vegetable,  frequently  mouldy. 
— ^Tbe  samples  were  collected  from  a  faucet  at  the  gate-house  and  represent  water  flowing  out  of  the 
merroir.  After  September  90,  the  reservoir  was  supplied  with  filtered  water,  and  the  mouldy  odor 
WM  not  noticed  after  that  date. 
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X.AWRENCE. 

Microscopical  Examination  of  Water  from  the  Distributing  Reservoir  of  the 

Lawrence  Water  Works. 

[Number  of  organisms  per  cubic  centimeter.] 


189S. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. 

Aug. 

Sept. 

Oct.  !  Nov.     D«e. 

Day  of  examination, 
Number  of  sample, 

20 
0895 

16 
10021 

17 
10127 

20 
10274 

18        22 
10411   10546 

21 
10681 

25 
10880 

21  j      21  1      23        22 

11065   11224  111373]  11510 

1                        1 

PLANTS. 
Diatomaceed,    . 

AsterioneUa,     . 
Meloslra,    .       .        . 
Meridion,  . 
Navicula,   . 
Bynedra,    . 
TabeUaria, 

AlffflB 

CblorococouB,    . 
Closterium, 
Protocooous,      . 
ZoSspores, 

Fungrit  Crenothrix, 

19 

0 
0 
1 
3 
3 
12 

0 

0 
0 
0 
0 

0 

8 

0 
2 
0 

1 
0 
0 

1 

0 
0 
0 

1 
0 

0 

0 
0 
0 
0 
0 
0 

0 

0 
0 
0 
0 

0 

52 

5 
0 
1 
2 
44 
0 

8 

0 
0 
0 
3 

0 

62 

3 
13 

4 

3 
36 

3 

9 

0 

1 
0 
8 

8 

8 

0 
0 
0 
0 
8 
0 

32 

0 

7 
24 

1 

0 

4 

0 
0 
0 
0 
0 
4 

128 

0 

0 

128 

0 

8 

2 

0 
0 
0 
0 
0 
2 

86 

5 
1 

80 
0 

1 

9 

0 
0 
0 
0 
7 
2 

184 

5 

1 

128 

0 

4 

1 

el     e 

0  >         0 
0           3 
0  1    pr. 
0  '        0 
5  1        ft 
3  !        0 

pr.         . 
0  '        0 

0  '        0 

1 

pr.  1       1 

1 

0 
0 
0 
0 
0 

1 

0 

0 
0 
0 
0 

0 

ANIMALS. 
Infusorial    . 

Monas, 

Peridlnlum, 

Trachelomonas, 

1 

1 
0 
0 

0 

0 
0 
0 

t 

0 
2 
0 

0 

0 
0 
0 

0 

0 
0 
0 

0 

0 
0 
0 

0 

0 
0 
0 

2 

0 
0 
2 

0 

0 
0 
0 

2 

2 
0 
0 

0 

0 
0 
0 

0 

0 
0 
0 

MUcellaneous,  Zobglcsa, 

156 

86 

148 

14 

60         8  1     28 

1 

56      108 

80        o|      7 

Total,       .       .       .  1  176 

40 

150         60 

134 

43 

163 

147 

255  1      00         12          8 

Volume  of  Water  flowing  in  the  Merrimack  Biver  at  Lawrence  on  the  Dates  when 
Samples  of  Water  were  collected  for  Analysis. 


Jan.  18, 
Feb.  16, 
Mar.  15, 
April  19, 
May  17, 
June  21, 


1898 


TOLUMB  FLOWING   IN  TIIK 
MbRRIUACK  KlVKR  IN 

Cubic  Kekt  per  Skcond. 


Bate  of 
Flow  daring 

Eleven 

Hours  of  the 

Day. 


4,580 
7,290 
18,770 
18,190 
22,600 
4,780 


Rate  of 
Flow  during 
the  Whole 
Twenty- 
four  Hours. 


2,770 
7,560 
22,160 
17,400 
21,000 
8,000 


Date. 


1808— Con. 
July  19,   . 


Aug.  23,  . 
Sept.  21,  . 
Oct.  23,  . 
Nov.  22,  . 
Dec.  20,  . 


Volume  flowing  i»  the 

Merbimack  Rivxb  IE 
Cubic  Feet  pee  Sboovo. 


Rate  of 
Flow  during 

Eleven 

Hours  of  the 

Day. 


3,230 
4,100 
3,920 
4,850 
3,230 
7,790 


Hate  of 
Flow  during 
the  Whole 
Twenty- 
four  Houn. 


2,280 
3.3S2 
3,000 
8,060 
2,280 
6,970 
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Water  Supply  of  Leicester. 


liEKXBSTEB* 


Chemical  Examination  of  Water  from  the  Wells  of  the  Leicester  Water  Supply 

District, 

[Parte  per  100,000.] 


Date  of 

CollecUoii. 

Appbaiuhce. 

1 

If 

S 

AmiOKIA. 

1 

NITBOQBN 
AS 

1 

GO 

1 

6 

f 

j 

1 

1 

s 

s 

1 

s 

1 

1SS3. 

10030    Feb.    21 

Decided, 

clayey. 

Distinct. 

V.aUght. 

0.50 

5.10 

.0000 

.0002 

.19 

.0070 

.0007 

.2347 

2.6 

.1175 

10275    Apr.  19 
10540    jQDe  20 

None. 
Slight. 

0.50 
0.18 

6.00 
4.20  1 

.0000 
.0000 

.0088 
.0024 

.14 
.19 

.0100 
.0500 

.0003 
.0006 

.1971 
.1289 

1.6 
1.5 

.0670 
.0200 

10808  ;  Aug.  28 

None. 

None. 

0.00 

5.50  1 

.0006 

.0008 

.21 

.1000 

.0000 

.1011 

2.2 

.0060 

11250  jOct.    24 

V.  Blight. 

None. 

0.25 

6.00  1 

.0000 

.0018 

.19 

.0560 

.0000 

.1444 

2.2 

.0880 

11527    Dec.  20 

None. 

None. 

0.25 

5.70 : 

.0000 

.0044 

.21 

.0730 

.0000 

.1679 

2.2 
2.1 

.0186 

Av 

0.281 

5.25  1 

1 

.0002 

.0032 

.19 

.0492 

.0003 

.1698 

.0420 

Odor,  of  No.  10276,  faintly  musty,  becoming  stronger  on  heating;  of  No.  11627,  faintly  vegetable;  of 
the  remaining  samples,  none.  —  The  first  two  samples  were  collected  from  a  faacet  supplied  through 
1,800  feet  of  two-inch  wronght-lron  pipe,  leading  from  the  end  of  a  six-inch  main;  the  remaining  sam- 
ples, from  faucets  in  the  village. 

Microscopical  Examination  of  Water  from  the  Wells  of  the  Leicester  Water  Supply 

District. 


[Number  of  organisms  per  cubic  centimeter.] 


1898. 

Feb. 

Apr. 

Juno. 

Aug. 

Oct, 

Dec. 

Day  of  examination,        .... 

28 

20 

22 

29 

25 

22 

Number  of  sample, 

10039 

10275 

10540 

10898 

11250 

11627 

PLANTS. 

Diatomaceeo, 

2 

8 

0 

2 

157 

24 

Aaterionella, 

CyeloteUa, 

Svnedra, 

Tabellaria, 

1 
0 

1 

0 

2 
0 

1 
0 

0 
0 

0 
0 

0 

0 
0 
2 

74 
0 

1 

0 

21 

2 

Alfirw.  Protococcus,      .... 

0 

0 

0 

0 

86 

0 

Punfiri*  Vnnga; 

0 

0 

12 

0 

0 

0 

ANIMALS. 

InlUsoiia,  Peridinium,     . 

0 

0 

0 

0 

1 

1 

Miscellaneous,  Zodglcsa, 

32 

4 

14 

3 

0 

1 

Total, 

34 

7 

26 

5 

104 

26 
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liEOMINSTEB. 


Water  Supply  of  Leominster. 


Chemical  Examination  of  Water  from  Haynes  Reservoir^  Leominster. 

[Parta  per  100,000.] 


1 

•5 

1 

Appsabakcb. 

(  Kbsidue  on 

1     EVAPORA- 
TIOK. 

AmcoxiA. 

1 
.20 

NmtoosK, 

1 

1 

Sq 

1 

1 

i 

f 

1 

Albumin 

.    1 
1    1 

ald._ 

1                    1 

III' 
I'll 

I'l 

9000 

Jan.  21 

Slight. 

Slight. 

0.65 

4.40 

2.46 

.0114 

.0462 

.0862 

.0110 

1                   i 
.OO3O.OOO2I 

.0008 

1.1 

10144 

Mar.  20 

Slight. 

Cons. 

0.45 

2.80 

1.20 

.0184.0230 

.0180 

.0060 

.17 

.0050  .OOOolj. 3528  0.6 

10424 

May  22 

Dittlnot. 

Cons. 

0.40 

1.86 

1.05 

.0004J.0304 

.0164 

.0160 

.10 

1 

.0080|.000ol'.4675   0.0 

'1 

10671 

July  17 

DlBtinot. 

Cons., 

0.15 

2.60 

1.65 

.0000.0428 

.0248 

.0180 

|.12 

.0000  .0000  .6148   0.0 

11064 

Sept.19 

Decided. 

Cons., 

0.20 

2.85 

1.70 

.OOOo!.0776 

.0268 

.0608 

.14 

.0030. 0000 |.4SS7|  0.3 

11351 

Nov.20 

Distinct. 

Cons. 

0.18 
0.32 

3.40 

2.26 

.0000  .0672 

1 

.005o'-niJt9 

.0264 
.0244 

.0308 
.0218 

.13 
—  \ 
.14 

.00301.0001   .5376|  0.2 

'           .'           1 

Av.. 

..»s 

1.72 

.0028  .0001  J-fiAnil  a.a 

li 1 

Averages  of  Analyses  of  Previous  Years. 


1887* 

1 

- 

0.68 

3.61 

2.00 

.0040 

.0647 

- 

- 

.18 

1.0084 

1888 

- 

- 

0.36 

2.80 

1.42 

.0023 

.0362 

- 

- 

1.12 

|.0076 

1889 

1 

- 

0.27| 

2.36 

0.94 

.0010 

.0426 

.0264 

.0172 

.11 

.0034 

1890 

1          - 

- 

0.21| 

2.86 

1.66 

.0003 

.0600 

.0210 

.0290 

Ml 

1 

.0063 

1891 

- 

- 

0.24! 

2.80 

1.48 

.0005 

.0482 

.0281 

.0261 

1.10 

.0007 

1893 

- 

- 

0.32 

1 

...8 

1.72 

.0060 

.0462 

.0244 

.0218 

1.14 

.0028 

,0001  I     - 

1 
.0001'   - 

.0001  - 
.0001  ,  - 
.0001' .6001 


0.6 
O.S 
0.4 


*  Jane  to  December. 

Note  to  analyses  of  1893;  Iron,  .0133.  Odor,  generally  distinctly  vegetable,  sometimes  also  un- 
pleasant; on  heating  the  odor  is  stronger,  and  in  the  first  and  last  samples  also  disagreeable. The 

samples  were  collected  from  the  reservoir  near  the  gate-hoase  at  a  depth  of  abont  one  foot  beneath  the 
surface. 

Ever  since  the  examinations  of  the  water  of  this  reservoir  were  begun,  in  1887,  it  has  contained  an 
abundant  growth  of  organisms  in  the  summer  and  autumn,  which  are  the  cause  of  the  high  albuminoid 
ammonia  shown  in  the  tables  of  analyses.  The  reservoir  was  formed  by  flooding  68  acres  of  land,  a 
portion  of  it  swamp,  to  a  maximum  depth  of  12  feet,  without  removing  the  stumps  of  trees  or  the  soil; 
and  it  is  of  interest  to  note  that  although  the  reservoir  has  been  flooded  for  twenty  years,  the  water  has 
not  shown  any  improvement  in  quality  within  the  time  covered  by  the  examinations. 
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Microscopical  Examination  of  Water  from  Haynes  Reservoir^  Leominster. 

[Nnmber  of  orgftnisms  per  cnble  centimeter.] 


Jan.      !    March.    I     liay.     I     July.  Sept.     I      Not. 


Day  of  ezamiDatioD, 
Nomber  of  aample,  . 


24 
9900 


22 
10144 


28 
10424 


20 
10«71 


20 
11054 


21 
11861 


PLANT8. 

Dlatomaoeed. 


Asterionella, 
Meloalra,  . 
Synedra,  . 
TabelUria, . 


Cyanopliyce», 


ClathroeyatiA, 
Co»io«pheriam, 


Al«». 


Anhrodeamne,  . 

Pedlaatrum, 

Protococcne, 

RaphMium, 

BceDedeenaos, 

Stanraatnun, 


Fungi, 


Fniunii, 
Molda, 


52 

0 
62 
0 


12 

1,797 

0 
0 
9 
3 

96 

740 

1 

960 

1 

1 

0 

1 
0 

0 

1 
0 

0 

5 

0 
0 
0 
0 
0 
0 

0 
3 
0 
0 

0 

0 

0 
0 

0 
0 

474 

17 

196 

1 

200 


296 


152 
116 


148 

0 
7 
108 
6 
20 
9 


436 

10 
352 

4 
70 


812 

0 

812 

0 


0 
2 
10 
0 
0 
0 


423 

116 

112 

8 

192 


0 
32 
2 


106 

8 
3 
10 
0 

88 
2 


ANIMALS. 
Bhisopoda,  Dilflagia, 


InfUfloria, 


Cryptomonaa,    . 
Dtnobryon, 
Pertdiaiom, 
TraehelomoDaa, 


Vennes, 

Annrea, 
Polyarthra, 
Boctfer.       . 


52 

0 

8     I 
44 

0   : 


0 

11 

0 


14 


pr. 


1 

0    ' 


MUtellaneoutt  Zodgloea, . 


Total, 


424 


648 


34 


1,831 


926 


774 
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liEOMIXSTEB. 

Chemical  Examination  of  Water  from  Morse  Reservoir^  Leominster, 

[ParU  per  100,000.] 


d 

Appbaramob. 

Besidub  UN 

EVAPOBA- 
TION. 

AMMONU. 

1 

1 

NlTBOaBK 

▲a 

6 

D 

f 

1 

1 

1 

§1 

r 

1 

Albaminold.     | 

III'' 

O 

1  ; 

s 

1 

a 

1 

j 

1 

1 

0010 

Jan.  21 

V.  alight. 

V.aUght. 

0.65 

4.00 

1.60 

.0000 

.0180 

.0162  .0028  .22 

.0030 

1           I 
.0003|  .6701    1.6 

10143 

Mar.20 

V.  alight. 

Slight. 

0.40 

2.60 

1.20 

.0016 

.0108 

.0062  .0046  .18 

.0070 

.000li'.37u!  0.5 

1 

10425 

May  22 

V.  flight. 

Slight. 

0.40 

1.85 

1.10 

.0000 

.0110 

.0088'. 0022 

.00 

.0030 

.OOOol  .4650   0.0 

10«72 

July  17 

V.  alight. 

Slight. 

0.10 

2.80 

1.85 

.0020 

.0200 

.0164*  .0086 

- 

.0030 

.0000  .4092   0.0 

11065 

Sept.  10 

Slight. 

Slight. 

0.25 

2.85 

1.65 

.0010 

.0284 

.0190|.00U 

.14 

.0030 

.0000''.4715   0.5 

11850 

NOT.20 

Slight. 

Slight. 

0.62 

2.75 

1.25 

.0006 

.0220 

.0152.0068 

.24 

.0000 

.0001 

.6132'  0.8 

Av.. 

0.40 

2.73 

1.86 

.0009 

.0175 

.OlSs'-MUl 

.16 

.0032 

.0001 

I 
.5156   0.& 

1 

1 

:  _ 

Iron,  .0120.    Odor,  generally  diatlnctly  Tegctahle,  becoming  fainter  on  heating. The  aamplee 

were  collected  from  the  reaervoir. 

Thia  reaervoir  waa  enlarged  in  1891  by  the  oonatmctlon  of  a  new  and  higher  dam,  increaaing  ita 
depth  to  28  feet  and  iu  capacity  from  7,000,000  to  40,000,000  gallona.  It  ia  aaid  that  all  loam  and  vege- 
table matter  waa  removed  from  the  land  flowed  by  ralaing  the  dam. 


Microscopical  Examination  of  Water  from  Morse  Reservoir,  Leominster. 

[Nnmber  of  organiama  per  cable  centimeter.] 


Day  of  examination, 
Nnmber  of  aample,  . 

PLANTS. 
Diatomaceeo, 

Asterionella, 
Cyclotella,  . 
6ynedra«  . 
Tabellaria, .       .       . 

Alff8B 

Cloateriam, 
Protococcua, 
Raphidlum, 
Stauraatmm, 

Funfirl>  Molde, 


18»«. 


Jan. 


24 
9010 


pr. 

0 

0 

pr. 


22 

22 
0 
0 
0 


March. 


22 
10143 


May. 


23 
10425 


148 

15 

6 

124 

3 


23 

0 
20 
3 
0 


July.      I      S«pt 


20 
10672 


0 

1 
20 

1 


10 


21 
11056 


28 

4 
0 
4 
20 


Nov. 


21 
11350 


801 

800 
0 

1 
0 


0 
400 

4 
0 
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Microscopical  Examination  of  Water  from  Morse  Reservoir^  Leominster 

—  Concluded. 

[Namber  of  orgftolsms  per  onblo  centimeter.] 


IMS. 


March. 


May. 


Jnl7. 


Sept 


Nov. 


ANIMALS. 
Rhizopoda,  Aotinophryt,  , 


Infkisoiia, 
Dinobryoo, 


DlDobrroo  cafet» 

Peridinliim, 

Synura, 


Vermes,  Rotifer, . 


pr. 

0 

0 

pr. 


pr. 


588 

0 
688 


56 

0 
56 
0 
0 


Mi9ceUantou»,  Zodglcea,  . 


30 


52 


36 


Total, 


61 


772 


151 


746 


Water  Supply  of  Lexington.  —  Lexington  Water  Company. 

The  advice  of  the  State  Board  of  Health  to  the  Lexington  Water 
Company,  with  reference  to  an  additional  water  supply,  may  be 
found  on  page  23  of  this  volume. 


Chemical  Examination  of  Water  from  the  Covered  Gallery  of  the  Lexington 

Water  Company, 

[ParU  per  100,000.] 


o^      t 

S      ! 

Appbabakob. 

§1 

u 
1 

Ammonia. 

i 
1 

g 

MITKOOUI 
AS 

1 
5 

% 

e 

1 

§ 

i> 

1 

1 

i 

i 
i 

'A 

S 

1 

1  isss.  . 

10278    Apr.  10 

None. 

SUght. 

0.0 

1 

0.90 

.0000 

.0010 

.87 

.6000 

.0002 

.0M7 

8.2 

.0100 

Odor,  none. -~— The  sample  waa  collected  from  the  covered  gallery,  which  it  located  1,540  feet 
toward  the  village  from  the  nearest  of  the  original  wells. 


Microscopical  Examination* 

No  organisms. 
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liEXINGTON. 

Chemicdl  Examinaiion  of  Water  from  Vine  Brook,  Lexington, 

[Parts  per  100,000.] 


"5 
2 
2 

Appearancs. 

RCSIDDK  ON 

EVAPORA- 

TIOK. 

AimONIA. 

II 

1 

1 

.42  1 

1 

NrrsoGBV 

A8 

1 

f 

«: 

1 

1 

i 

1 

Albaminoid.     | 

S 

^    1 

i'l 

§ 

1 

Dissolved. 
8as- 

10279 

18»«. 

Apr.  19 

Slight. 

Slight. 

0.6 

4.50 

1.76 

.0006  .0192 

.0174  .018 

1 

.0500 

1' 
.0007  '.4526 

1.6 

Iron,  .0106.    Odor  vegetable,  moaldy  and  unpleasant,  becoming  stronger  on  heating. The  sample 

was  collected  from  the  brook  at  the  dam  of  Seavem's  ice  pond  above  the  pumping  station  of  the  Lexing- 
ton Water  Company,  near  the  location  of  a  proposed  storage  reservoir. 

Microscopical  Examinaiion. 

DiatomacesB,  Meridian,  1;  Synedra,  710.  Cyanophycese,  Chro^koccus,  1.  Alg»,  ChiorococcuM,l; 
Pandorina,  12;  ZodtporeB,  28.  Fangi,  Btggiatoa,  1.  Infusoria,  JHtiobryon  catea,  2;  Peridinium,  5. 
ToUl,  761. 

Water  Supply  of  Lincoln. 
(See  Concord.) 


Water  Supply  op  Lowell. 

The  reply  of  the  State  Board  of  Health  to  an  application  from 
the  city  of  Lowell  for  advice  relative  to  taking  an  additional  supply 
of  water  from  the  ground  in  the  valley  of  River  Meadow  Brook  in 
Lowell  may  be  found  on  page  25  of  this  volume.  The  test  wells 
mentioned  in  the  reply  were  located  at  the  city  farm  in  the  southerly 
part  of  the  city,  and  a  general  description  of  them,  together  with  the 
results  of  examinations  of  the  wat^r,  may  be  found  in  the  annual 
report  of  the  State  Board  of  Health  for  1892,  pages  162-165. 

In  1893  the  investigations  in  this  vicinity  were  continued  on  a 
more  extensive  scale,  and  a  large  number  of  6-inch  wells  were  sunk 
in  the  valley  of  the  brook,  north  of  the  test  wells  already  mentioned. 
A  temporary  pumping  plant  was  erected,  and  from  September  16  to 
the  end  of  the  year  water  was  pumped  from  the  wells  into  the  dis- 
tributing mains  of  the  city.  The  number  of  wells  connected  with 
the  pumps  varied  from  time  to  time ;  at  first  there  were  44  wells, 
then  35,  and  afterwards  32,  the  last  number  being  connected  with 
the  pumps  at  the  end  of  the  year.  These  32  wells  are  located  within 
an  area  approximately  500  feet  in  length  by  300  feet  in  width, 
lying  on  both  sides  of  the  brook.  The  depth  of  the  wells  varies 
from  47  to  67  feet,  and  averages  53  feet.  During  the  last  three 
months  of  Ae  year  28  per  cent,  of  the  water  supplied  to  the  city 
was  taken  from  these  wells. 
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L.OWEL.L.. 

Chemical  Examination  of  Water  from  the  Merrimack  River  above  Lowell,  opposite 
the  Intake  of  the  Lowell  Water  Works. 

[Parta  per  100,000.] 


§                   Aptbabakcb.           I 

Bksidub  ok  ' 

EVAPORA-     1 
TIOK.          , 

Ammomu. 

.23 

MITBOOKN 
AS 

1 

5 

5     1 

1 

1 

1 

f 

1 

Albuminoid. 

1 

S 

^     ^   \    s 

1 

i 

ca  5 

a  0. 

1 

MHS,  Jan.  17  \  V.sUght. 

V.sUght. 

0.35  1  3.80 

1.15 

.0054 

.0166 

.0132 

.0024 

.0100 

.0001 

.4672 

1.2 

10012' Feb.  14  iDUUnct. 

1               1 

Ck>Ds. 

0.40 

8.46 

1.40 

.0012 

.0210 

.0166 

.0044 

.12 

.0090 

.0001 

1.5285 

j 

1.8 

10116  Mar.U,  SlighU 
10261  Apr.  18 1   Slight. 

Cods., 

earthy. 
Cons., 

earthy. 
Cons.. 

earthy. 
SUght. 

0.40 
0.48 

3.25 
:  2.85 

1.10 
1.05 

.0026 
.0004 

.0178 
.0142 

.0140 
.0110 

.0038 
.0032 

.19 
.12 

1.0180 
1.0050 

.0000 
.0000 

.4721 
.4526 

0.9 
0.8 

10407  May  16    Decided. 
105M  JiiDe20  ,  V.sUght. 

0.50    8.25 
0.20  i  8.00 

1.10 
0.95 

.0004 
i.0014 

.0102 
.0150 

.0088 
.0106 

.0014 
.0044 

.07 
.16 

.0050 
1.0070 

.0002 
.0000 

.5548 
.8718 

0.8 
1.1 

10«76  July  18    Slight. 

SUght. 

0.10 

'  3.80 

1.16 

.0020 

.0170 

.0140 

.0030 

.18 

'.0050 

.0002 

.2886 

0.9 

10349  Aag.22    Slight. 

SUght. 

0.18 

8.70 

1.45 

•0010 

.0128 

.0084 

.0044 

.20 

.0030 

.0002 

.3397 

1.1 

11M6  Sept.io!,  Slight. 

SUght. 

0.40 

3.55 

0.85 

.0042 

.0156 

.0138 

.0018 

.18 

.0090 

.0001 

.4887 

1.3 

11209  Oct.  17  jl  Slight. 

Slight. 

0.80 

3.25 

1.25 

.0050 

.0114 

.0084 

.0030 

.17 

.0090 

.0000 

.3483 

1.3 

11386  NOT.21     V.sUght. 

Slight. 

0.80 

i  3.75 

1.15 

.0032 

.0128 

.0106 

.0022 

.16 

.0100 

.0000 

.5124 

1.1 

U521;Dec.l9    V.sUght. 

V.sUght. 

0.46 

\  3.40 

1.60 

.0044 
.0026 

.0148 

.0119 

.0144 
.0120 

.0004 
.0029 

.22 
.17 

.0100  J>001 

l- 

.00*^^'.  nnoi 

.5548 
.4437 

1.3 

At. 

0.33 

3.39 

1.18 

11 



Iron,  .0133.    Odor  senerally  distinctly  mouldy  or  mosty,  and  frequently  also  vegetable. The 

^unples  were  collected  m>m  the  river  about  one  foot  beneath  the  surface. 

For  a  summary  of  analyses  of  previous  years  see  *'  Merrimack  Biver  "  in  the  chapter  on  Examina- 
tion of  Rivers,  in  a  subsequent  portion  of  this  report. 


Microscopical  Examination  of  Water  from  the  Merrimack  River  above  Lowell, 
opposite  the  Intake  of  the  Lowell  Water  Works, 

[Number  of  organisms  per  cubic  centimeter.] 


18»«. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. 

Aug. 

Sept. 

Oct. 

Nov. 

Dec. 

Day  of  examination. 

20 

16 

16 

19 

18 

- 

20 

23 

20 

19 

23 

20 

Komber  of  sample, . 

9888 

10012 

10115 

10261 

10407 

10536 

10675 

10869 

11045 

11209 

11366 

11521 

PLANTS. 

DiatomacecB,    . 

84 

2 

12 

16 

41 

214 

944 

152 

91 

106 

16 

4 

Asterionelia,     . 

1 

0 

1 

0 

5 

0 

5 

0 

13 

14 

4 

0 

Cyelotella, 

0 

0 

0 

pr. 

0 

0 

28 

0 

0 

1 

0 

1 

Fragilaria, 

0 

0 

2 

0 

7 

0 

165 

0 

0 

14 

0 

0 

Melosira,    . 

8 

0 

4 

4 

22 

0 

12 

0 

0 

0 

6 

0 

Kavleula,  . 

1 

0 

1 

3 

0 

1 

1 

0 

0 

0 

2 

0 

Ptonularla, 

0 

0 

0 

1 

0 

0 

1 

0 

4 

0 

0 

0 

8ynedra«    . 

9 

1 

4 

4 

7 

200 

832 

140 

48 

76 

4 

3 

TabelUria,         .       . 

SO 

1 

0 

4 

0 

18 

400 

12 

26 

1 

0 

0 

L^iyiii£.eu  uy   ■ 


,3- 
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liOWEIiL.. 

Microscopical  Examination  of  Water  from  the  Merrimack  Biver  above  LoweU, 
opposite  the  Intake  of  the  Lowell  Water  Works  —  Concluded. 

[Number  of  organisma  per  cubic  centimeter.] 


Jan. 

F»b. 

Mar. 

Apr. 

May. 

June. 

July. 

Aug. 

Sept. 

Oct. 

Nov. 

Dec 

PLANTS  — Con. 

1 

Alfiree 

0 

»l 

0 

0 

2 

7 

184 

22 

59 

11 

1 

0 

Cloaterinm, 

Coamarium, 

Protococoua, 

Raphldtum, 

Sttturogenia, 

0 
0 
0 
0 
0 

'1 
0 

.     0 
0 

0' 
0 
0 

0 
0 
0 
0 
0 

0 
2 
0 
0 
0 

1 

0 
6 
0 
0 

2 
0 
80 
52 
0 

0 
0 
22 
0 
0 

0 

3 

50 

2 

4 

2 
1 
0 
0 
8 

1 
0 
0 
0 
0 

0 
0 
0 
0 
0 

Funfirl>  Crenothrix, 

3 

3 

4 

0 

2 

2 

0 

4 

60 

11 

16 

6 

ANIMALS. 

Bhizopoda.  Arcella,  . 

0 

0 

0 

0 

0 

3 

0 

0 

0 

0 

0 

0 

Infusoria,    . 

2 

0 

1 

1 

0 

3 

4 

9 

1 

0 

1 

0 

Dinobryon  caaea,     . 

Monas, 

Perldlnium, 

2 
0 
0 

0 
0 
0 

1 
0 
0 

0 
0 

1 

0 
0 
0 

0 
0 
8 

3 

1 
0 

4 
0 
6 

0 

1 

0 

0 
0 
0 

1 

0 
0 

0 
0 
0 

Vermes,  Anurea, 

0 

0 

0 

0 

0 

1 

3 

0 

0 

« 

0 

0 

JUicellaneoWt  Zo5glcea, . 

228 

«. 

246 

8 

10 

- 

64 

41 

28 

44 

72 

60 

Total, 

267 

245 

263 

25 

55 

" 

1,149 

281 

230 

172 

106 

70 

Chemical  Examination  of  the  Water  from  Tubular  Wells  in  the  Valley  of  Biver 

Meadow  Brook,  Lowell. 

[Parte  per  100,000.] 


s 

Appbakamcb. 

1 

c 

Ammonia. 

NiTSOour 

"i' 

3 

1 

3 

A8 

s 

1 

■    1 

% 

o 

H 

a 

§ 

1 

1 

§2. 

1 

< 

i 

NItratca. 
Nitrites. 

s 
1^ 

1 

1 

1S9S. 

1 

1 

10587 

June  20 

None. 

None. 

0.0 

7.80 

.0000 

.0000 

.48 

.1200 

.0000 

.0083 

8.0  1.0060 

11046 

Sept.  19 

None. 

None. 

0.0  1 

8.00 

.0000 

.0008  1 

.46 

.1000 

1.0246 

2.7  1.0000 

11208 

Oct.    17 

None. 

None. 

0.0 

7.00 

.0000 

.0000 

.47 

.1100 

.0001 

1.0248 

2.5    .0100 

11867 

Nov.  21 

None. 

None. 

0.0  1 

6.90 

.0004 

.0000  1 

.47 

.0950 

.0004 

.0378 

2.7  1.0000 

11622 

Deo.  19 

None. 

None. 

0.0 ; 

7.00 

.0000 
.0001 

.0022  , 

.52 

.0900 

.0002 

.0405 

2.6  j.OOOO 

At... 

...; 

7.24 

.0006  , 

.48 

.1030 

.0001    LoQfil 

07 

.0030 

' 

' 

Odor,  none. The  aamplea  were  collected  from  a  faucet  at  the  temporary  pumping  atation. 

Microscopical  Examination, 

No.  11367.    Alg»,  Oiaoq/8ti9»  7.    No  organiama  were  found  In  the  remaining  samples. 


Water  Supply  of  Ludlow 

(See  Springfield.) 
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LYNN. 

Water  Supply  of  Lynn. 
The  advice  of  the  State  Board  of  Health  to  the  city  of  Lynn,  with 
reference  to  increasing  its  water  supply  by  taking  water  from  the 
Saugus  River  and  its  tributaries,  may  be  found  on  pages  25-28  of 
this  report. 


Chemical  Examination  of  Water  from  Breed's  Pond^  Lynn. 

[Parts  per  100,000.] 


1 

Appbaxahcs. 

RK8IDUB  ON 

Evapora- 
tion. 

Ammonia. 

i 

.62 

NITBOQKX 

AS 

'1 

s 

1 

1 

1 

. 

^ 

1* 

i 

Albuminoid.     | 

Nitrates. 
Nitrites. 

s 

& 
5 

i 

H 

1 

:0 

1 

0866 

IMS. 

Jan. 10 

V.elight. 

V.  slight. 

0.85 

4.35 

1.45 

.0034 

.0104 

.0150 

.0044 

.0070  .0001 

.6820 

1.7 

9996 

Feb.  9 

V.aUght. 

V.sUght. 

0.60 

3.65 

1.55 

.0134 

.0214 

.0170  .0044 

.53 

.0090.0002 

.4526 

1.5 

10093 

Mar.  7 

V.sllght. 

V.  slight. 

0.60 

3.70 

1.20 

.0004 

.0144 

.0128  .0016 

.63 

.0120  .0002'  .4126 

1.6 

ions  Apr.  6 

Slight. 

Slight. 

0.60 

;  3.60 

1.10 

.0024 

.0176 

.0164  .0012 

.50 

.0090.0004 

.4708 

0.6 

10867  May   8 

V.  slight. 

V.  slight. 

0.48 

1  3.35 

1.15 

.0012 

.0150 

.0130.0020 

.45 

j.0000.0000 

.5110 

0.5 

1M86 

June  6 

Slight. 

Cons. 

0.60 

8.55 

1.55  1 

.0022 

.0174 

.0142  .0032 

.65 

'.0030.0001 

.5402 

0.8 

10601 

Jaly  5 

Slight. 

Slight. 

0.45 

3.55 

1.40 

.0010 

.0262 

.0228.0084 

.53 

.0080  .0001 

.6767 

1.3 

10747 

Aag.  8 

Distinct. 

Slight. 

0.60 

8.10 

1.10 

.0006 

.0212 

.0182!. 0030 

1 

.54 

.0000 

.0000 

.3996 

0.9 

10976 

Sept.  0 

Slight. 

Slight. 

0.60 

3.15 

1.25 

.0006 

.0218 

.0182 

.0036 

.52 

.0000 

.0001 

.4800 

0.8 

U143 

Oct.   4 

,  Slight. 

Slight. 

0.58  ,  3.66 

2.00 

.0014  .0260 

.0220 

.0046 

.50 

.0050 

.0001 

.4697 

0.9 

11303,  Noy.  7 

Slight. 

Cons. 

1.00 

3.05 

1.60 

.0030'.0288 

.0250 

.0038 

.62 

.0070 

.0003 

.6120 

0.6 

11461^  Dec.   6|DlsUnct. 

Slight. 

0.90 

3.86 

1.60 
1.41 

.0078.0270 
.0089  -^1-i 

.0228 
.0181 

.0042 
.0033 

'.66 
.55 

'.0100 

.0001 

.5655 

0.8 

At. 

l| 

0.65 

3.61 

.0054   (vmi 

.5102 

11 

ii 

Averages  of  Analyses  of  Previous  Years 

• 

- 

1887* 

- 

- 

1 

0.51 

3.70 

1.82 

.0006  .0217 

- 

- 

44' 

.0024     - 

- 

- 

- 

1888 

- 

- 

0.48 

3.71 

1.42 

.00-JO  .0227 

- 

- 

.45  ; 

.0068  .0001 

- 

- 

18» 

- 

- 

0.45 

3.09 

1.02 

.0007 

.0208 

.0165 

.0043 

.41 

.0035  .0001 

'    - 

- 

- 

1800 

- 

0.42 

3.62 

1.51 

.0014 

.0196 

.0156 

.0041 

.41  ' 

.0052'. 0001 

- 

1.1 

- 

1801 

- 

0.35 

3.85 

1.37 

.0009 

.0166 

.0181 

.0025 

.40  . 

.0080!.0001 

- 

0.8 

- 

1802     ; 

- 

0.43 

8.65 

1.88 

.0004 

.0220 

.0177 

.0043 

1 
.49 

.0055.0000 

,    " 

1.0 

- 

1893    ! 

1: 

- 

0.65 

8.61 

1.41 

.0039 

.0214 

.0181 

.0033 

.65 

.0064.0001 

.5102 

1.1 

*  Jane  to  December. 

KoTS  to  analyses  of  1893 ;  Iron,  .0228.    Odor,  vegetable  and  occasionally  also  moaldy  and  unpleasant 

or  grassy. The  samples  were  collected  from  the  pond  near  the  gate-house  about  one  foot  beneath 

tbeiurfaee.  pp. 
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LYNX. 


MicroscopiccU  Examination  of  Water  from  Breed's  Pondy  Lynn. 

[Number  of  organisms  per  cubic  centimeter.] 


18»8. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

Jane. 

July. 

Aug. 

Sept. 

Oct. 

Not. 

Dtc 

Day  of  examlDation, . 

12 

" 

8 

8 

10 

8 

^ 

9 

8 

6 

10 

8 

Number  of  sample,   . 

9866 

9996 

10093 

10218 

10367 

10485 

10601 

10747 

10976 

11143 

11303 

'  11461 

PLANTS. 

Diatomaceee,     . 

8 

0 

0 

10 

107 

29 

112 

73 

128 

870 

773 

122 

AsterionelU,       . 
Meloslra.      . 
Bynedra.      . 
Tabellaria.  .       .       . 

0 
0 
0 

8 

0 
0 
0 
0 

0 
0 
0 
0 

0 
0 

ft 

0 
12 
58 
87 

0 
0 
0 
29 

0 
0 
4 

108 

0 
0 

1 

72 

36 
16 
0 
76 

4 

6 

0 

360 

93 

0 

0 

680 

1» 
0 
0 
2 

Cyanophycen,  . 

0 

0 

0 

0 

1 

SO 

0 

113 

23 

130 

24 

0 

Anabeena,    . 
Clalbrocystis,     . 
Merismopedia,    . 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

1 
0 
0 

30 
0 

0 
0 

96 
17 
0 

11 
5 
7 

130 
0 
0 

24 
0 
0 

0 
0 
0 

Alg» 

0 

0 

0 

0 

tt 

2 

14 

16 

8 

5 

8 

0 

Raphidinm, 
Scenedesmus,      . 
Buurastrum, 
Tetraspora, 
Zoospores,  . 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 

4 

2 
0 
0 
0 
pr. 

0 
0 
8 
0 
0 

10 
2 
4 
0 
0 

8 
0 
0 
0 
0 

0 
6 
0 
0 
0 

8 
0 
0 
0 
0 

0 
0 
0 
0 
0 

Fun^rl,  Olaucothriz,      . 

0 

0 

0 

' 

0 

0 

0 

0 

12 

0 

0 

0 

ANIMALS. 

Bhlzopoda, 

Acifnophrys, 

1 

0 

0 

0 

2 

0 

0 

1 

0 

0 

18 

0 

Infusoria,     . 

1 

0 

1 

0 

89 

13 

8 

30 

25 

62 

20 

'  42 

Dlnobryon, . 
DinobryoD  oases, 
Olenodlnium,      . 
Peridiulum, 
Trachelomonas,  . 

0 
0 
0 

I 

0 
0 
0 
0 
0 

0 
0 
0 

1 

0 

0 
0 
0 
0 
0 

2 
84 
0 
2 
1 

0 

0 
0 

0 
3 
0 
6 
0 

0 
22 
n 
8 
0 

0 

24 

0 

1 
0 

0 
0 
0 
60 
2 

0 
20 
0 
0 
0 

0 
25 

8 
14 

0 

Vermes,  Anurea,  . 

0 

0 

0 

« 

0 

2 

0 

0 

0 

0 

0 

1 

Ml9cellaneou9t  ZoSgloea,  . 

0 

0 

0 

6 

14 

64 

H 

320 

76 

88 

10 

2 

Total, 

10 

0 

1 

16 

286 

140 

186 

553 

272 

605 

848 

167 
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LYNN. 


Chemical  ExamincUion  of  Water  from  Birch  Pond^  Lynn. 

[Parts  per  lOO.OOa.] 


1 

Kksiduc  on 

EVAPOIU.- 
TI05. 

AuMomx. 

S 

"C 

0 

.62 

NITBOOBK 

AS 

a 

■a 
1 

1  i 

6 

i 

1 

1 

I-' 

1 

Albuminoid. 

1 

s 

9a 

1 

6 

B 

55 

6 

1 

t 

5 

1 
1^ 

1 

9866 

IMS.  1 

Jan. 10  1 

Distinct. 

Slight. 

0.40 

5.50 

1.95 

.0042 

.0486 

.0242 

.0244 

.0070 

.0001 

.6400 

1.0 

0995  Feb.  9 

Slight. 

Slight. 

0.48 

4.55 

1.56 

.0166 

.0276 

.0230 

.0046 

.62 

.0070 

.0002 

.4672 

1.8 

10092  Mar.  7 

Slight. 

SUght. 

0.55 

6.16 

1.80 

.0248 

.0190 

.0174 

.0016 

.76 

.0070.0001 

.3628 

1.9 

10217 

Apr.  6 

DIsUnct. 

Slight. 

0.45 

8.65 

0.80 

.0010 

.0220 

.0184.0036 

.46 

.0060.0002 

.3869 

0.6 

10366 

May  8* 

Slight. 

Slight. 

0.33 

8.46 

1.10 

.0006 

.0198 

.01^1 

.0064 

.32 

.0000.0000 

.4672 

0.6 

10484;  June  61 

SUgbt. 

SUght. 

0.50 

3.60 

1.30 

.0004 

.02061.0162 

.0044 

.51 

.0030  .0001 

.4270 

0.6 

10600 

July  6 

I>«cided, 

SUght. 

0.40 

4.16 

1.75 

.0010 

.0334.0212 

.0122 

.44 

.0000 

.0000 

.4453 

1.1 

10746 

Aug.  8 

green. 
Slight. 

SUght, 

0.60 

3.66 

1.65 

.0026 

.0212.0186 

.0026 

.46 

.0000 

.0000 

.4033 

0.6 

10077 
11142 

Sept.  6 
Oct.   4 

EMstlnct, 
green. 
Slight. 

Cons., 

brown. 
SUght. 

0.80 
1.30 

3.56 
4.00 

1.20 
1.85 

.0012 
.0018 

.0348.0212 
.0354.0250 

.0136 
.0104 

.46 
.50 

.0000 
.0070 

.0000 
.0001 

.5480 
.6006 

0.8 
0.8 

II8O2'  Nov.  7  i 

Slight. 

SUght. 

1.90 

4.95 

2.60 

.0008 

.0354 

.0322 

.0032 

.52 

.0150 

.0008 

.8280 

0.8 

11460  Dee.  6 

Distinct. 

Slight. 

1.30 

4.66 

1.95 

.0078 

.0052 

1 

.0414 

,0308 

.0106 
.0081 

.50 
.51 

.0200 
.0059 

.0001 
.0001 

.7761 
.5285 

0.9 

At. 

1 

0.75 

4.21 

1.63 

.0299  .0218 

1 

1  0 

Averages  of  Analyses  ofP 

revious  Years 

• 

-    '    1887* 

- 

- 

1 
0.57 

4.02 

1 
1.61 

.0016 

.02891    - 

- 

i 
.43 

.0044 

- 

- 

- 

- 

1888 

- 

- 

0.83 

3.48 

1.40 

.0026 

.0287     - 

- 

.45 

.0082 

.0001  1 

- 

- 

- 

18S0 

1          . 

- 

0.23| 

2.96 

1.14 

.0014 

.0236 

.0190 

.0046 

.41 

1 

.0048 

.0001  i 

- 

- 

-  :  1800 

- 

- 

0.86' 

1 

8.67 

1.35 

.0013 

.0227 

.0179 

.0048 

'.42 

.0088 

.0001, 

- 

1.0 

-        1891 

1 

0.42 

3.26 

1.30 

.0005 

.0241  .0183 

.0068 

.40 

.0065 

.0001 

- 

0.7 

1802 

0.48 

3.73 

1.56 

.0016 

.0299.0227 

.0072 

.47 

.0002 

.0001' 

- 

1.0 

1803 

- 

- 

0.75 

1 

4.21 

1.63, 

.0052 

.0299.0218 

.0081 

1.61 

.0059 

.0001 

.6285 

1.0 

*  June  to  December. 

Non  to  analyses  of  1808;  Iron,  .0268.    Odor,  generally  vegetable,  frequently  unpleasant;  on  heat- 
ing the  odor  is  stronger  and  frequently  also  grassy. The  samples  were  collected  from  the  reservoir 

Dear  the  gate-hoose,  one  foot  beneath  the  surface. 
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LYNN. 

Microscopical  Examination  of  Water  from  Birch  Pond,  Lynn, 

[Number  of  ofgaoisms  per  cnbic  eentimeter.] 


18»8. 

• 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

1 

July. 

;... 

Sept 

t 
Oct. 

Not. 

1  Dec 

Day  of  ezamination, 

12 

11 

8 

8 

10 

1    » 

7 

1 

0 

!        B 

6 

10 

8 

Number  of  sample,   . 

0805 

0005 

10002 

10217 

1 

10866 

1 10484 

10600 

,10746 

'10077 

11142 

1 

11302 

11460 

I 

PLANTS. 

1 

1 

Diatomaceae, 

4 

pr. 

0 

1«7 

637 

15 

201 

843 

812 

203 

114 

5 

Aeterionella, 
Cyclotella,   . 
Melosira,      . 
Navlcula,     . 
Bynedra, 
Tabellaria,  . 

0 
0 
0 

1 

2 

1 

0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

0 
3 
2 
5 
108 
0 

28 
2 

11 

0 

580 

16 

0 
1 
0 
0 
3 
11 

0 
1 
0 
0 
32 
168 

600 

1 

34 

0 

0 

808 

12 
0 
0 
0 
0 
800 

32 

0 

133 

0 

0 

38 

5 
0 

38 
0 
2 

68 

4 

'          0 
0 
0 

1 

CyanophyceeB,  . 

0 

0 

0 

0 

0 

4 

944 

60 

320 

0 

0 

0 

Anabaena,    . 
Clathrocystls,      . 

0 
0 

0 

0 

0 
0 

0 
0 

0 
0 

4 
pr. 

844 

0 

60 
0 

204 
116 

0 
0 

0 
0 

0 
0 

AlgK,       .... 

0 

0 

0 

3 

29 

91 

41 

76 

39 

171 

0 

0 

Chlorococcus, 
Olceocystis, 
Protococcus, 
Staurastrum, 
Tetraspora, . 
Zoospores,  . 

0 
0 
0 
0 
0 
0 

0 
0 

ff 

0 
0 
0 

0 
0 
0 
0 
0 
0 

2 
0 
0 
0 
0 
1 

0 
0 
0 

1 

24 
4 

78 
0 
0 
13 
0 
pr. 

0 
0 
0 
40 
0 
1 

0 
0 
76 
0 
0 
0 

0 
24 

5 
10 

0 

0 

100 
0 
0 
0 
0 
2 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

Fun^ri*  Creuothrlx, 

0 

0 

0 

6 

0 

7 

0 

0 

0 

1 

0 

0 

ANIMALS. 

Infusoria,     . 

197 

34 

3 

HI 

11 

pr. 

887 

78 

1 

6 

5 

53 

CryptomoDas,     . 
DInobryon, 
DiDobryon  cases, 
Monas, 
Peridiuium, 
Trachelomonas,  . 

0 
0 
0 
0 
106 

1 

0 
0 
0 
0 
34 
0 

3 
0 
0 

0 

0 
128 
112 
0 
7 
0 

0 
0 
4 
0 

7 
0 

0 
0 
0 

0 

0 
0 
384 
0 
1 
2 

0 
0 
77 
0 
0 
1 

0 
0 
0 

1 

0 
0 

0 
0 
0 
0 
0 
6 

0 
0 
0 
0 

4 
1 

0 
0 
0 

1 

62 
0 

Vermes, 

16 

0 

0 

1 

1 

0 

1 

0 

0 

0 

t 

0 

Auurea, 
Polyarthra, . 
Botatorlan  ova,   . 
Sacculus, 
Syucbseta,    . 

0 
2 
0 
6 
8 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 

1 

0 
0 

1 
0 

0 

0 
0 
0 
0 
0 

1 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

2 
0 
0 
0 
0 

6 
0 
0 
0 
0 

Crustacea,  Cyclops,  . 

.86 

0 

.0« 

0 

0 

0 

.01 

0 

0 

0 

0 

0 

JfisceUaneoHt,  . 

0 

.01 

to 

192 

18 

16 

52 

86 

116 

52> 

32 

0 

Aoarlna,       .        .        • 
Zooglcea,      . 

0 

0 

.01 
0 

1 

.03 
20 

0 
102, 

0 

18 

0 
16 

.01 
62 

.01 
36 

0 
116 

ol 

62  1 

0 
82 

0 
0 

Total, 

217  , 

34 

23  t 

576  1 

006 

1 
188  1 

1,026 

1,003 

1,288 

433 

163 

58 
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I-YNN. 


ChemiceU  Examination  of  Water  from  Walden  Pond^ 

[Part*  per  100,000.] 


Lynn. 


s       1 

2, 

S 

o 

% 

a 

5 

s 

« 

^ 

Appsakancs. 


a 


,  IMS. 

ftWa  Jao.  10 

9882|  Jao.  13 

999?  Feb.  9<| 

10094  Mar.  7 

lOlM  Mar.  22 

10220!  Apr.  6 

lOSee^May   8 

10187  June  6 

lO0O2|jQly   5 

10749'  Aug.  8 

10078  Sept.  6 

I 
11145  Oct.    4 

11306  Nov.  7  i 

U46a  Deo.  6 


At.»1. 


Distinct, 

green. 

Distinct. 

Slight. 

Slight. 

Distinct. 

Distinct. 

SUght. 

V.  slight. 

Decided, 
green. 

Decided, 
green. 

Decided, 
green. 

DisUnct. 

Distinct. 
\  Distinct. 


Heavy, 

green. 
Cons. 

Slight. 

V.  slight. 

Cons. 

SUght. 

Cons. 

Slight. 

Cons., 

brown. 
Cons., 

green. 
Cons., 

rusty. 
Cons. 

Cons., 

green. 
SUght, 

green. 


1.10 

i.io! 
i.io' 

1.35' 
0.80 
0.90 
0.70 
1.10 
1.25 
1.10 
0.70 
0.50 
0.70 
0.70 


Residue  on 
Evapora- 
tion. 


0.92 


5.86 


5.05 
4.50 
3.15 
3.10 
2.80 
3.45 
4.60 
4.95 
4.65 
4.75 
4.50 
4.40 


4.38 


3.15 


2.90 
2.75 
1.56 
1.80 
1.26 
1.95 
2.46 
3.00 
2.45 
3.26 
2.65 
2.05 


Albuminoid. 


2.40 


.0376 
.0052 
.0076 
.0142 


.0434 


.0630 
.0178 
.0148 
.0386 


.0012.0276 
.0110  .0378 


0484 
0162 
0144 
0242 


5^ 


.0802 


.0046 
.0016 
.0004 
.0144 


51 


0202  .0074 '.36 


.0060 
.0000 
.0000 
.0016 
.0000 
.0014 


.0488 
.0880 
.0616 
.0608 
.0500 
.0456 


0066  .0470 


.0288 
.0294 
.0374 
.0338 
.0306 
.0408 


.0809 


If 

01401'. 44 


.0194 

I 
.0506 

.0308 

.0202 

.0092 

.0062 


.0161 


Nitrogen 

AS 


.0090 
.0080 
.0000 
.0050 
.0050 
.0100 
.0030 
.0000 
.0050 
.0030 


.0004  1.2880 


0047 


.0001 
.0001 
.0000 
.0003 
.0000 
.0002 
.0000 
.0001 
.0001 
.0000 
.0002 
.0000 


.0001 


.9964 
.1052 
.6408 
.6648 
.6094 
.6935 
.8322 


1.6 


1.8 
1.1 

0.9 
0.2 
0.2 
0.2 
0.5 


.7252  0.5 
.7320  0.9 


.6660 
.7760 
.7606 


0.6 
0.5 
0.6 


I  .79540.7 


Averagi 

5»  of  Analyses  of  Previous  Years 

- 

1890 

- 

1.06 

4.98 

2.53 

.0202.0432.0351 

.0081 

.34 

1 
.0057 

.0001 

-     1.1 

- 

1891 

- 

1.21 

4.82 

2.20 

.0058'  .0615 

1 

.0408 

.O212I 

1 

.34 

.0091 

.0001 

.    ,0.7 

- 

1892 

- 

0.90 

4.81 

2.60 

.0094.0626 

.0383 

.0243! 

.41 

.0116 

.0001! 

0.6 

- 

1893     i          - 

1 

- 

0.92t 

4.83 

2.40 

.0066  .0470 

1 

.0309 

.0161 

.44 

.0047 

.0001 

i 

.7954 

0.7 

*  Where  more  than  one  sample  was  collected  in  a  month  the  mean  analysis  for  that  month  has  been 
used  in  making  the  average  given  at  the  bottom  of  the  table. 

Note  to  analyses  of  1898;  Iron,  .0234.    Odor,  distinctly  vegetable  and  generaUy  also  unpleasant;  on 

heating,  the  odor  is  somewhat  stronger. The  samples  were  collected  from  the  pond  near  the  gate. 

boose,  one  foot  beneath  the  surface. 
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I-YXN. 


Microscopical  Examination  oj  Water  from  Walden  Pond^  Lynn, 

[Number  of  organisms  per  cubic  centimeter.] 


18»8. 

Jan. 

Jan. 

Feb. 

Mar. 

Mar. 

Apr. 

May. 

1 
June. 

July. 

Aug. 

Sept. 

Oct 

Nor.  1  Dee. 

Day  of  examination, 

12 

17 

11 

8 

24 

8 

10 

8 

7 

9 

8 

6 

10'      8 

Number  of  sample, . 

0868 

9882 

9997 

10094 

10154 

10220 

10360ll0487 

10602 

10749 

10978 

11145  II8O5I114CS 

PLANTS. 

Diatomaceee,    . 

0 

0 

0 

0 

0 

28 

235 

0 

2 

0 

5 

56 

0 

n 

Asterionella,      . 
Meloaira,    . 
Synedra*    . 
Tabellaria, 

0 
0 
0 

0 

0 
0 
0 
0 

0 
0 
0 
0 

0 

s 

0 

0 
0 
0 
0 

0 
0 
4 
24 

128 
0 
3 

104 

0 
0 
0 
0 

2 
0 
0 
0 

0 
0 
0 
0 

0 
0 
0 
6 

89 
16 
0 

1 

0 
0 
0 
0 

24 
0 
3 
0 

Oyanophyceee, 

3 

0 

5 

1 

8 

6 

0 

66 

600 

480 

880 

146 

0 

0 

Anabnna,  . 
Olathrocystls,    . 

0 
0 
3 

0 

0 
0 

5 

0 
0 

1 

0 
0 
8 

I 

3 

0 
0 
0 

42 

0 

14 

36 
44 

520 

420 
0 
70 

0 

0 

380 

64 
0 
82 

0 

0 

0 
0 

Algm,     .... 

2 

0 

« 

0 

0 

81 

28 

m 

4 

5 

7 

2 

0 

0 

Chlorooocous,    . 
Closterium, 
Pedlastrum, 
Staurastmm,     . 
ZolJspores, 

0 
2 
0 
0 
0 

2 

0 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 

7 
0 

pr. 

1 

6 

20 

74 
24 

0 
46 
0 

0 
1 
0 
3 
0 

0 
0 
5 
0 
0 

0 
0 

1 

6 
0 

0 

0 
0 
2 
0 

0 
0 
0 
0 
0 

0 

8 
0 

Fun^i,  Crenothrix,     . 

0 

0 

0 

0 

0 

7 

2 

1 

0 

0 

8 

6 

240  1      1 

ANIMALS. 

1 

Infaaoria.   . 

1,113 

0 

9 

6 

0 

♦7 

29 

0 

0 

20 

0 

7 

0 

II 

Barsarla,    . 
Cryptomonas,    . 
DInobryon, 
Dinobryon  cases,      . 
Disintegrated  infuso- 
ria, . 
Baglena,     . 
Peridlnium, 
Trachelomonas, 

0 

1,084 

0 

0 

0 
0 

1 

• 
0 
0 
0 

0 
0 
0 
0 

0 
0 
0 
0 

0 
0 
9 
0 

0 
6 
0 
0 

0 
0 
0 
0 

0 
0 
0 
0 

0 

0 
0 
0 

0 

f 

0 

14 

0 

30 

0 

0 

0 

1 

22 

0 
0 
6 
0 

0 
0 
0 
0 

0 
0 
0 
0 

0 
0 
0 
0 

0 
0 
0 
0 

0 
0 
0 
0 

0 
0 
20 
0 

0 
0 
0 
0 

0 
0 
0 
0 

0 

0 
0 
0 

0 

0 

1 

6 

t 

0 
0 

0 
0 
0 
0 

I 

0 
13 

0 
8 

0 
0 

Vermes, 

1 

0 

0 

8 

0 

1 

0 

pr. 

0 

0 

0 

0 

0 

0 

Anurea,     . 
Polyarthra, 

0 

1 

0 
0 

0 
0 

2 
1 

0 
0 

0 

1 

0 
0 

I 

0 
0 

0 
0 

0 
0 

0 
0 

0 

0 

Crustacea,  Cyclops, 

.08 

0 

.04 

0 

0 

0 

0 

.03 

0 

0 

0 

0 

0 

0 

Jflncellaneoutt  ZoSgloea, 

0 

0 

0 

0 

« 

930 

34 

112 

41 

15 

48 

166 

82 

0 

Total, 

1,119 

. 

14 

10 

8 

1.100 

328 

313 

650 

630 

443 

883  1  272 

48 

*  Bursaria  extremely  abundant. 
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Chemical  ExamincUion  of  Water  from  Glen  Lewis  Pond^  Lynn. 

[Parts  per  100,000.] 


liYNX. 


1 

Appbakakcb. 

RE81DCB  0» 

Evapora- 
tion. 

1 

AMHOVIA. 

i 

J 

.51 

NiTBOOBN 
A8 

1 

o 

s 

1 . 

1 

1 

P 

1 

Albamlnold. 

i 

1 

1 

1 

.0860 

.0880 

1 

ISM. 

9M7  Jan.lO 

1 

Distinct. 

Heavy, 

0.70 

4.10 

2.00 

.0062 

.0740 

.0030 

.0002 

.8160 

1.8 

10210 

Apr.  8 

Distinct, 

green. 
Slight. 

0.18 

2.10 

0.66 

.0082 

.0202 

.0152 

.0050 

.34 

.0030 

.0003 

.2701 

0.6 

10M6 

May  8| 

Blisbt. 

Slight. 

0.38 

2.26 

0.70 

.0046 

.0186 

.0168 

.0018 

.82 

.0070 

.0000 

.3978 

0.2 

10486  Jane  6 

Decided, 

Cons., 

1.10 

4.16 

2.85 

.0476 

.1966 

.0632 

.1434 

.41 

.0090 

.0002 

.7409 

0.2 

10M4  Jolylli 

green. 
SlighK 

green. 
Slight. 

0.80 

3.86 

2.86 

.0886 

.0638 

.0408 

.0130 

.42 

.0070 

.0002 

.6476 

0.6 

1OT48 
10079 
U066 
11144 

Ang.  8 
Bept-e 
8epl.ao 
Oct   4 

Decided, 

green. 

Decided. 

Decided. 

green. 

Decided. 

Heavy, 

yeUow. 

Heavy, 

yellow. 
Cons., 

0.76 

0.50< 
0.40 

4.60 

4.00 
4.00 

2.06 

2.60 
2.90 

.0002 

.0000 
.0000 

.0686 

.0604 
.0490 

.0292 

.0272 
.0826 

.0844 

.0382 
.0164 

.42 

.44 
.42 

.0000 

.0060 
.0030 

.0001 

.0000 
.0000 

.6402 

.6814 
.6006 

0.6 

0.9 
0.5 

lUOiiNov.  7 

SUght. 

green. 
Cons. 

0.85 

4.10 

2.60 

.0118 

.0808 

.0836 

.0062 

.46 

.0030 

.0005 

.7080 

0.2 

n4tt 

Dec.  6 

Decided, 
green. 

Cons., 
green. 

0.70 

4.46 

2.60 

.0010 
.0112 

.1582 
.0729 

.0444 
.0329 

.1088 
.0400 

.44 

.42 

.0000 
.0040 

.0000 
.0002 

.7966 
.6048 

0.8 

At 

0.64 

8.81 

2.14 

0.6 

Averages  of  Analyses  oj  Previous  Years, 


1800 

1 

. 

1 
0.76| 

4.84 

«.« 

.0412.0445.0327 

.0118 

.86 

.0063.0001 

- 

1.0 

- 

1801 

- 

. 

0.63 

8.00 

1.76 

.0828.0484.0824 

.0160 

.84 

.0124  .0002, 

1                    ' 

- 

0.6 

- 

1802 

1          - 

- 

0.62' 

3.06 

1.96 

.0127 

.0475  .0332 

.0143 

.40 

.0193  .0002      - 

0.6 

- 

1808 

- 

- 

0.64' 

3.81 

2.14 

.0112 

.0729  .0329 

.04001 

.42 

.0040.0002  .6048 

0.6 

Nora  to  analyses  of  1893 ;  Iron,  .0169.    Odor,  generally  distinctly  vegetable  and  frequently  nnpleas- 

iot;  on  heating,  the  odor  is  mnch  stronger  and  is  sometimes  very  disagreeable. The  samples  were 

•oOseted  from  the  pond  near  the  gate-house,  one  foot  beneath  the  surface. 
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liYNN. 


Microscopical  Examination  of  Water  from  fflen  Lewis  Pondy  Lynn. 

[Namber  of  organlama  per  cubic  centimeter.] 


1893. 

Jan. 

Apr. 

May. 

Juno. 

July. 

Aug. 

Sept. 

Sept. 

Oct. 

Not. 

Dec 

Day  of  examination, . 

12 

8 

10 

8 

13 

9 

8 

22 

6 

10 

8 

Namber  of  aample,   . 

9867 

10219 

10368 

10486 

10644 

10748 

10979 

11066 

11144 

11804 

11462 

PLANTS. 

Diatomaceeo, 

6 

944 

55 

0 

0 

0 

14 

9,622 

7,132 

666 

17 

Aaterioneila, 

Meloaira 

Navicula 

Synedra 

Tabellaria.  .... 

0 
0 

1 

5 
0 

0 

62 

886 

1 
5 

18 
4 

4 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
14 
0 
0 
0 

20 

9,600 

0 

0 

2 

74 
7,066 
0 
0 
2 

660 
6 
0 
0 
0 

10 
« 
0 
1 
0 

Cyanophyceee,  . 

2 

5 

0 

6.740 

98 

95 

236 

838 

180 

4 

0 

AnabsDoa 

Anabsena  aporea, 
Clathrooyatla,      . 

0 
0 
2 

5 

0 

pr. 

0 
0 
0 

3,400 

3,300 

40 

48 
30 
20 

66 
0 
40 

0 

0 

286 

16 

2 

820 

166 

0 

24 

0 
0 

4 

0 
0 
0 

Aifir» 

11 

36 

10 

0 

82 

0 

7 

88 

26 

2 

6 

Chiorococcus,      . 

Cloaterium,  .... 

Nepbrocytlum,    .        ... 

Pealaatrum, 

Polyedrium, 

Raphidium, .... 

Scenedeamua, 

Stauraatrum, 

Zooaporea,   .... 

0 
0 
0 
0 
0 

« 

1 

0 

4 

4 

0 
0 
0 
0 
2 
30 

1 
1 
0 
0 
0 
0 
0 
2 
6 

0 
0 
0 
0 
0 
0 
0 
0 
0 

0 
0 
76 
3 
0 
0 
0 
1 
2 

0 
0 
0 
0 
0 
0 
0 
0 
0 

0 
2 

0 
1 
0 
0 

1 

3 
0 

0 
64 
0 
2 
6 
0 
0 
14 
0 

16 
2 
0 
0 
0 
0 
4 
4 
0 

0 
0 
0 
0 
0 
0 
0 
2 
0 

0 
0 
0 
0 
0- 
0 
0 
0. 
0 

Pungrl. 

0 

0 

3 

0 

6 

20 

6 

64 

0 

8 

0 

—    Crenothrix,  .... 
Molda 

0 
0 

0 
pr. 

0 
8 

0 

0 

2 

4 

20 
0 

6 
0 

64 

0 

0 
0 

3 
0 

0 
0 

ANIMALS. 

Infusoria 

1,873 

70 

80 

0 

1 

5 

7 

62 

84 

8 

IBS 

Oryptoroonaa,      . 
Dlnobryon  oaaea, 
Glenodmium, 

Monaa, 

Peridlnlam,. 
Trachelomonaa,  . 
Vorticella,    .... 

0 
0 
0 

1 

1.872 
0 
0 

0 
0 
2 
0 
68 

0 
74 
0 
0 
6 

0 
0 
0 
0 
0 
0 
0 

0 
0 
0 

1 

0 
0 
0 

0 
0 
0 
5 
0 
0 
0 

0 
0 
0 
0 
0 
7 
0 

0 
0 
0 
66 
0 
4 
2 

0 
0 
0 
6 
10 
18 
0 

0 
0 
0 
0 
0 

s 

0 

186 
6 
86 
0 
5 
2 
0 

Vermes 

74 

1 

pr. 

0 

2 

0 

0 

6 

0 

0 

6 

Anarea,        .... 
Polyarthra,  .... 
Rotatorlan  ova,   . 

Rotifer 

Sacculua,      .... 
SynchsBta 

2 
2 

28 
0 
2 

40 

0 
pr. 

0 

0 

pr. 

"'6 

0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

0 
0 
0 
2 
0 
0 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

0 
0 
2 

4 
0 
0 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

Crustacea,  Daphnia,  . 

0 

0 

0 

85 

.40 

0 

.06 

.01 

0 

0 

6 

MiHcellaneouit   .... 

.02 

2 

22 

0 

2 

0 

24 

0 

272 

2 

1 

Acarina,       .... 
Zodgloea,      .... 

.02 

0 

0 
2 

0 
22 

0 
0 

0 
2 

0 
0 

.04 
24 

0 
0 

0 
872 

0 

s 

0 

1 

Total, 

1,966 

1,068 

170 

6.776 

101 

120 

294 

10.178 

7,044 

680 

308 
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JJYKS. 

Table  showing  Depth  of  WaUr  in  Feet  in  the  Ponds  and  Storage  Reservoirs  of 
the  Lynn  WcUer  Works  on  the  Dales  when  Samples  of  Water  were  collected 
for  Analysis  during  the  Year  1893, 


Breed*!  Pond. 

Hixh  Water, 
•21.60  Feet. 


High  Water, 
•21.60  Feet. 


Walden  Pond. 

High  Water, 
17.00  Feet. 


Olen  Lewia  Pond. 


High  Water, 
17.00  Feet. 


Jan.  10. 
Feb.  9, 
ICar.  7, 
AprU«, 
May  8. 
June  6, 
Jaly  5, 
Ang.  8, 
Sept.  6, 
Oct.  4, 
KoT.  7, 
Dec.  6, 


11.96 
12.76 
15.18 
20.25 
21.76 
21.08 
19.88 
17.76 
16.71 
14.50 
10.80 
10.67 


7.64 

8.00 

9.67 

17.08 

22.60 

22.68 

19.71 

16.68 

11.88 

8.92 

7.00 

6.67 


14.60 
12.83 
12.38 
14.60 
16.17 
16.88 
16.67 
16.26 
16.00 
16.68 
16.50 
16.92 


8.64 
6.37 
6.40 
10.67 
16.17 
17.83 
17.26 
17.26 
17.13 
17.00 
17.08 
11.18 


*  The  water  In  these  ponds  ie  Bometimea  raised  somewhat  above  ordinary  high  water  in  the  latter 
part  of  the  spring  in  order  to  increase  the  storage. 


Water  Supply  of  Malden,  Medfobd  and  Melrose. 

On  Feb.  9,  1893,  when  Spot  Pond  had  reached  a  much  lower 
level  than  ever  before,  the  State  Board  of  Health  addressed  a 
communication  to  the  Water  Boards  of  Maiden,  Medford  and 
Melrose,  urging  the  necessity  of  taking  immediate  measures  for 
increasing  the  amount  of  water  in  the  pond,  and  giving  estimates 
of  the  probable  condition  of  the  pond  on  Jan.  1,  1894,  under 
minimum,  average  and  maximum  conditions  of  rainfall  during  the 
remaining  eleven  months  of  the  year. 

The  estimates  of  the  amount  of  water  which  would  enter  the 
pond  were  based  upon  the  yield  per  square  mile  of  watershed,  as 
deduced  from  measurements  of  the  flow  from  the  Sudbury  River 
watershed  during  the  past  eighteen  years,  and  the  influence  of  the 
evaporation  from  the  surface  of  the  pond  was  also  included.  The 
draft  from  the  pond  was  reckoned  at  600,000  gallons  per  day  for 
each  community,  which  was  about  the  rate  at  which  water  was 
being  drawn  from  the  pond  a  few  months  before.  It  was  urged, 
however,   in  the  communication,   that  this  draft  from  the   pond 
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should  be  reduced  by  taking  as  much  water  as  possible  from  sup- 
plementary sources. 

It  is  gratifying  to  note  that  at  the  end  of  the  year  the  quantity 
drawn  from  the  pond  was  119,000,000  gallons  (equivalent  to  a  depth 
of  about  2.5  feet  on  the  pond)  less  than  it  would  have  been  if  each 
of  the  three  communities  had  continued  to  draw  at  the  rate  of  600,- 
000  gallons  per  day ;  the  diminished  draft  being  due  in  part  to  a 
restriction  of  use  and  waste,  but  still  more  to  the  amount  of  water 
supplied  from  supplementary  sources  throughout  the  whole  year  at 
Maiden,  and  during  the  latter  part  of  the  year  at  Medford  and 
Melrose. 

The  yield  of  the  Sudbury  River  watershed  during  the  eleven 
months  from  Feb.  1,  1893,  to  the  end  of  the  year  was  very  nearly 
the  same  as  the  average  for  those  months  during  the  preceding 
eighteen  years,  and  with  average  conditions  the  prediction  contained 
in  the  communication  indicated  that  the  quantity  of  water  in  the 
pond  would  be  increased  46,000,000  gallons  on  Jan.  1,  1894,  upon 
the  assumption  that  600,000  gallons  per  day  would  be  drawn 
by  each  community.  To  this  quantity  should  be  added  the  119,- 
000,000  gallons  due  to  the  smaller  draft  from  the  pond,  making 
165,000,000  gallons  as  the  increased  amount  that  should  he  in  the 
pond  on  this  date,  according  to  the  prediction. 

By  consulting  the  records  of  the  height  of  the  pond,  it  was  found 
that  it  contained  184,000,000  gallons  more  on  Jan.  1,  1894,  than 
on  Feb.  1,  1893,  which  showed  a  difference  between  the  predicted 
yield  in  an  average  year  and  the  actual  yield  of  only  19,000,000 
gallons ;  by  taking  into  account  the  slight  variation  in  the  yield  of 
the  Sudbury  River  during  these  eleven  months  from  the  yield  during 
the  same  months  in  an  average  year  a  still  closer  agreement  was 
found.  This  is  a  further  confirmation  of  what  has  already  been 
well  established,  namely,  that  the  capacity  of  this  source  may  prop- 
erly be  reckoned  upon  the  basis  of  the  size  of  its  watershed,  assum- 
ing that  the  flow  from  each  square  mile  is  the  same  as  from  the 
watershed  of  Sudbury  River. 
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MALJ>EN,  MSDFOBD  AND  MELROSE. 

Chemical  Examination  of  Water  from  Spot  Pond,  Stoneham. 

[Parts  per  100,000.] 


1 

Appsarancb. 

RaaiDUB  OS 

EVAPOBA- 
TIOK. 

AMMONIA. 

1 

Nitrogen 

A8 

1 

1 

1 

1 

"3 

§1 

r 

1 

Albaminold. 

1 

2 

5 

1 

B 

z 

1 

i 

i^ 

1 

I 

IMS. 

9850  Jan.   8 

SUght, 

SUght. 

0.10 

4.00 

1.40 

.0114 

.0178 

.0162 

.0016 

.62 

.0160 

.0001 

.2320 

2.6 

«Mi>.Feb.  7  JDliSict.* 

Slight. 

0.48 

4.60 

1.36 

.0210 

.0142 

.0126 

.0016 

.36 

.0100 

.0005 

.2044 

1.9 

10083 

Mar.  6  '  DUtinct. 

V.sUght. 

0.70 

7.06 

2.06 

.0210 

.0188 

.0164 

.0024 

.58 

.0200 

.0002 

.6688 

3.0 

10214' Apr.  4  JDlatlnet. 

Oona. 

0.86 

6.46 

1.86 

.0140 

.0176 

.0162 

.0024 

.46 

.0300 

.0010 

.3604 

2.6 

103M 

May   2 

Slight. 

Slight. 

0.38 

6.80 

1.66 

.0072 

.0186 

.0160 

.0086 

.44 

.0160 

.0006 

.3321 

2.2 

10477 

Jane  5 

DUtinct. 

Slight. 

brown. 
SUght. 

yellow. 
Cona. 

0.35 

6.06 

1.96 

.0052 

.0232 

.0180 

.0062 

.49 

.0100 

.0003 

.6026 

1.9 

10611 
10742 

July  5    Decided, 
Ang.  7 1|  DeSSS,' 

0.15 
0.15 

6.86 
5.75 

1.86 
1.70 

.0000 
.0000 

.0192 
.0228 

.0134 
.0168 

.0068 
.0070 

.60 
.49 

.0000 
.0030 

.0000 
.0000 

.3796 
.3084 

2.8 
8.6 

10072 
11148 
11468 

Sept  5I 
Oct.    4 
Dec.  & 

Diatinet, 
green. 
Blight. 

Blight. 

SUght. 

brown. 
CJons.. 

dark. 
SUght, 

dark. 

0.18 
0.18 
0.13 

6.00 
6.20 
6.16 

1.90 
2.20 
1.40 

.0012 
.0076 
.0048 

.0278 
.0214 
.0168 

.0212 
.0198 
.0160 

.0162 

.0066 
.0016 
.0008 

.0036 

.64 
.62 
.61 

.49 

.0000 
.0030 
.0100 

.0106 

.0000 
.0002 
.0000 

.0003 

.4240 
.8284 
.2146 

.8486 

2.2 
2.8 
2.2 

At. 

0.20 

6.70 

1.71 

.0086 

.0197 

?  4 

Averages  of  Analyses  of  Previous  Years 

- 

1887* 

1 

- 

0.26 

4.88 

1.24 

.0004 

.0207 

- 

- 

.46 

.0026 

- 

- 

- 

- 

1888  ;    . 

- 

0.22 

3.98 

1.24 

.0007 

.0226 

- 

- 

.44 

.0064 

.0001 

- 

- 

- 

1880 

1          - 

- 

0.26 

3.64 

1.17 

.0017 

.0286 

.0198 

.0038 

.44 

.0068 

.0002 

- 

- 

- 

1890 

. 

- 

0.24 

3.96 

l.M 

.0019 

.0220 

.0180 

.0040 

.42 

.0069 

.0001 

- 

1.7 

- 

1891 

1 

- 

0.21 

8.70 

1.27 

.0008 

.0183 

.0161 

.0022 

.48 

.0082 

.0001 

- 

1.4 

- 

1892 

- 

- 

0.17 

4.28 

1.80 

.0036 

.0198 

.0167 

.0041 

.60 

.0081 

.0001 

- 

1.7 

- 

1893 

1 

- 

..« 

6.70 

1.71 

.0086 

.0197 

.0162 

.0036 

.49 

.0106 

.0003 

.8486 

2.4 

*  May  to  December. 

KoTK  to  analyeei  of  1898 ;  Iron,  .0260.  Odor,  faintly  vegetable  and  occasionally  nnpleasant ;  on  heat- 
ing, the  odor  is  generally  stronger;  in  July  it  was  oily,  in  Angnst  and  September,  fishy,  and  in  other 
months  frequently  grassy  or  mouldy.  —  The  samples  were  coUected  either  from  a  faucet  in  the  pump, 
lag  station  of  the  Maiden  Water  Works  or  from  the  pond  near  by. 

The  averages  of  analyses  for  the  years  1892  and  1893  when  compared  with  the  averages  of  previous 
T^UB  indicate  a  change  in  the  character  of  the  water,  which  is  doubtless  due  to  the  fact  that  during  these 
two  years  the  surface  of  the  water  in  the  pond  remained  very  much  below  high  water  mark. 
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MAIiDEN,  MEDFOBD  ANB  MELROSE. 

Microscopical  Examination  of  Water  from  Spot  Pond,  Stoneham. 

[Number  of  organUms  per  cubic  centimeter.] 


1S»S. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

July,  j  Aug. !  Sept.  i  Oct-     Dec 

Day  of  examination, . 
Number  of  lample,    . 

6 
0860 

9 
9082 

8 
10088 

8 
10214 

5 
10354 

6 
10477 

8 
10611 

9  1        8  1        7  1       8 
107421 10072!  11148   11458 

PLANTS. 
Dlatomacese, 

A«terlonella, 
Cyclotella,    . 
Fragilaria,    . 
Melosira,      . 
Synedra, 
Tabellaria.  .       . 

Oyanophycese,  Anafc 

Alfir»,      .      .      . 

Cbloroooocua, 
Cloaterium, . 
ProtoooccOa, 
Rapbtdlum,  . 
Staurastrum, 

»na. 

62 

8 
3 
0 
2 
0 
54 

0 

2,059 

0 
0 

2,066 
0 
8 

3 

0 
0 
0 
0 

1 

2 
0 

0 

0 
0 
0 
0 
0 

1 

0 
0 
0 
0 
pr. 

0 

0 

0 
0 
0 
0 
0 

28 

1 
6 
2 
6 
10 
4 

0 

0 

0 
0 
0 
0 
0 

416 

0 

1 

10 
102 

50 
164 

0 

481 

0 

0 

480 

0 

1 

792 

0 
640 

0 
40 

0 
112 

10 

247 

0 
0 
244 
0 
8 

812 

0 
140 
0 
82 
86 
104 

182 

6 

0 
0 
0 
0 
6 

815 

0 

80 

172 

64 

208 

0 
1 
6 
7 
0 

106 

0 
28 

0 
71 

8 

4 

16 

80 
0 

20 

0 
0 
10 

161 
8 

I 

180 

8 

20 

0 

8 

8 
0 
0 
0 
pr. 

21 

13 

% 

0 
0 
2 

0 

0 

0 
0 
0 
0 
0 

ANIMALS. 
Rhizopoda,  Actinophrys,   . 

Infusoria,     .... 

Dinobryon 

Dlnobryon  casea, 
Peridlnlum, . 

Synura,        .... 
Tracbelomonas,  . 

8' 

4 

0 
0 
4 

0 
0 

0 
pr. 

0 
0 

0 

0 

1 

0 
0 
0 
0 

1 

0 

68 

0 
0 
0 
60 

8 

0 

67 

2 
64 
0 
0 

1 

0 

12 

3 
6 
0 
0 

4 

0 

4 

0 
0 
4 

0 
0 

77 

0 
0 
76 
0 
1 

0 

71 

0 
64 
6 
0 
1 

0 

20 

0 
20 
0 
0 
pr. 

13 

1 

0^ 
0 

1 

0 
0 

MUc€llane<m9t  Zodgloea,  . 

« 

102  1     78 

140 

26 

19 

244 

420 

56        56       40 

Total, 

2,180  1    106 

80 

286       000 

1,080 

608 

1,044 

278       245 

75 

Table  shotoing  Heights  oj  Water  in  Spot  Pond  on  the  Dates  when  Samples  oj 
Water  were  collected  for  Analysis, 


Date. 


Jan.  3, 
Feb.  8, 
Mar.  6, 
April  4, 
May  2. 
June  5, 


18»S. 


Distance 
below  HlRh 
Water  Hark 


Feet. 
10.81 

11.42 

10.71 

6.81 

5.66 

8.67 


Datb. 


July  5, 
Aug.  7, 
Sept.  5, 
Oct.  4, 
Dec.    5, 


18»S. 


Distance 
below  Hiffb 
Water  Mark. 


Feet. 
4.66 


5.87 
6.75 

8.04 
8.75 


Googk 
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MAUDEN. 


Water  Supply  of  Malden. 


Chemical  Examination  of  Water  from  Tubular  Wells  at  Webster  Park  {Eaton's 

Meadows)^  Maiden. 

[Parte  per  100,000.] 


^        1 

Appba^eaxob. 

§1 

Ammonia. 

!  1 

1  s 

NlTKOOKM 
A8 

Is 

% 

a 

« 

1 

5 

1 

a 

1 

1 

< 

1 

2 

9a 

1 

M49 

IMS 

Jan. 

• 

NoDe. 

V.  Blight. 

0.0 

22.86 

.0000 

.0018 

2.20 

.4760 

.0000 

.0000 

12.4 

.0080 

0083  .  Feb. 

None. 

None. 

0.0 

28.00 

.0000 

.0016 

2.52 

.6000 

.0000 

.0286 

18.4 

.0000 

100S4 

Mar. 

None. 

None. 

0.0 

24.70 

.0000 

.0002 

2.68 

.4600 

.0000 

.0014 

11.6 

.0000 

10216 

Apr. 

None. 

None. 

0.0 

26.65 

.0000 

.0012 

2.40 

.4800 

.0001 

.0068 

11.8 

.0000 

10856 

May 

None. 

None. 

0.0 

24.60 

.0002 

.0082 

12.86 

.6000 

.0001 

.0366 

9.0 

.0100 

10478 

June 

None. 

None. 

0.0 

24.00 

.0000 

.0002 

2.83 

.4760 

.0000 

.0387 

10.7 

.0060 

10S12 

Joly 

6  ■  None. 

None. 

0.0 

26.20 

.0000 

.0006 

,  2.62 

.6000 

.0000 

.0202 

10.9 

.0000 

10743 

Aug. 

j 

None. 

None. 

0.0 

28.00 

.0000 

.0016 

,2.66 

.6000 

.0000 

.0000 

10.0 

.0100 

10073 

Sept. 

None. 

None. 

0.0 

22.70 

.0010 

.0000 

'  2.38 

.6000 

.0001 

.0240 

10.4 

.0000 

11149 

Oct. 

None. 

None. 

0.0 

22.60 

.0000 

.0002 

2.37 

.6000 

.0000 

.0077 

10.4 

.0000 

11480 

Dec. 

None. 

Slight. 

0.0 

21.80 

.0000 

.0018 

2.46 

.4260 

.0000 

.0196 

11.2 

.1000 

A..    1 

0.0 

23.72 

.0001 

.0011 

1 

1  2.48 

.4828 

.0000 

\  .0186 

n.i 

.0121 

Averages  of  Analyses  of  Previous  Years, 


- 

1887* 

- 

- 

0.0 

17.08 

.0000 

.0008! 

2.20 

1 
{.4060 

. 

- 

] 

- 

- 

1888 

- 

- 

0.0 

17.46 

.0000 

.0003 

2.80 

1.6081 

- 

- 

1    - 

- 

- 

18891 

- 

- 

0.0 

;  16.96 

.0001 

.0031, 

1.76 

j.5600 

.0001 

- 

7.8 

- 

- 

1890 

- 

- 

0.0 

18.19 

.0002 

.0014 

2.80 

.4904 

.0001 

- 

8.0 

- 

- 

1801 

- 

- 

0.0 

20.83  ! 

.0001 

.0007, 

2.28 

.6146 

.0001 

- 

,   9.6 

- 

- 

1802      ! 

- 

- 

0.0 

23.00 

.0000 

.0006 

2.86 

.6129 

.0000 

- 

11.4 

1 

- 

- 

1898      , 

- 

- 

0.0 

28.72 

.0001 

.0011 1 

2.48 

.4823 

.0000 

.0186 

1 11.1 

1 

.0121 

*  Three  samples  in  November  and  December. 


t  Jnne  and  October. 


tToTB  to  analyses  of  1808;  Odor,  none. The  samples  were  collected  from  a  fancet  at  the  pump- 

likf  station,  while  pumping,  with  the  exception  of  No.  10612,  which  was  collected  from  a  drinking 
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MAIJ3EN. 

Microscopical  Examination  of  Water  Jrom  Tubular  Wells  at  Webster  Park  (Eatan^s 

Meadows),  Maiden, 

[Nnmber  of  organlama  par  cnbic  centimeter.] 


199S. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

Jane. 

July. 

Aug. 

Sept 

Oct.  j  Dae. 

Day  of  examination, . 
Number  of  tample,   . 

6 
9849 

0 
9988 

8 
10084 

8 
10216 

6 
10866 

0 
10478 

8 
10612 

9 
10748 

7 

10973 

11149,  U4» 

1 

PLANTS. 
Diatomaceed, 

Aaterionella, 

Meloaira 

Synedra,      .... 

0 

0 
0 
0 

0 
0 

0 

0 

0 
0 

1 

0 
1 
0 

M 

6 
0 
18 

pr. 

0 

0 

pr. 

0 

0 
0 
0 

at 

0 
0 
82 

0 

0 
0 
0 

5  ,       0 

pr.         0 

6  1        0 
pr.  1       0 

MUc€Uan40U9,Zo6g\aM,  .       . 

0 

0 

1 

0 

0 

1 

0 

0 

0 

-1  • 

Total, 

0 

0 

1 

1 

24 

1 

0 

82 

0 

"  • 

Water  Supply  of  Manchesteb. 
Chemical  Examination  of  Water  from  the  Well  of  the  Manchester  Water  Works. 

[ParU  per  100.000.] 


1 

a 

S 

i 

ArPSAIAHCB. 

§1 
II 

Ammokia. 

i 

I 

1.68 
1.86 
1.74 
1.49 

KiTRoaiv 

AS 

1 

1 

1 

1 

1 

1 

f 

u 

S 

1 

10042 
10469 
11080 
11880 

18»S. 

Feb.  26 

May  81 
Sept.  22 
Nov.  28 

None. 
V.  alight. 
None. 
None. 

V.eUght. 
V.  slight. 
None. 
None. 

0.0 
0.0 
0.0 
0.0 

0.35 
11.10 
9.40 
8.70 

.0000 
.0000 
.0000 
.0000 

.0004 
.0002 
.0002 
.0000 

.1000 
.1000 
.0900 
.1000 

.0000 

.0000 
.0000 
.0000 

.0106 
.0887 
.0492 
.0646 

8.6 
8.4 
8.9 
8.2 

.0000 
.0060 

.0035 
.0800 

At. 

0.0 

0.04 

.0000 

.0002 

1.69 

.0975 

.0000 

.0370 

8.6 

.0096 

Odor,  none. The  samples  were  collected  from  the  well. 

Microscopical  Examination. 

No.  10042.    Mlacellaneons,  Zooglmot  2. 

Nos.  10459  and  11380.    Miscellaneoas,  Zodglaat  1  in  each. 

No.  11080.    No  organisms. 
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MABBLiEHEAI). 


Water  Supply  of  Marblehead. 


The  works  from  which  the  water  supply  of  Marblehead  is  drawn 
were  enlarged  in  1892  by  the  addition  of  a  group  of  five  tubular 
wells  situated  about  800  feet  south-east  of  the  pumping  station. 
The  depth  of  the  wells  varies  from  25  to  53  feet.  From  April  until 
November,  1893,  water  from  these  wells  was  pumped,  by  means  of 
an  auxiliary  pump,  into  the  large  collecting  well  near  the  pumping 
station.  In  1893  a  further  addition  to  the  works  for  obtaining  a 
supply  of  ground  water  was  made  by  the  construction  of  a  small 
collecting  well  about  eight  feet  in  depth,  near  a  small  pond,  and  a 
short  distance  from  the  tubular  wells  just  described.  This  well  was 
completed  about  Nov.  1,  1893,  and  has  been  connected  with  the 
large  collecting  well  by  a  siphon. 

The  driven-well  system  in  the  marsh  near  Loring  Avenue  has 
been  reconstructed,  and  during  1893  water  has  been  drawn,  when 
necessary,  from  39  tubular  wells  in  this  vicinity.  The  water  of 
these  wells  is  affected  by  their  proximity  to  the  sea,  and  the  large 
amount  of  chlorine  present  at  times  in  the  water  supplied  to  the 
town  is  due  chiefly  to  the  use  of  water  from  this  source. 

The  large  collecting  well  constructed  in  1890  continues  to  be  the 
chief  source  of  supply,  and  at  times  furnishes  all  of  the  water  used 
by  the  town. 


Chemical  ExamincUion  of  Water  from  the  Large  Collecting  Well  of  the  Marblehead 

Water  Works. 

[Parte  per  100,000.] 


^5 

1 

§1 

Ammomia. 

1 

S 

e 

NiTBOOIH 
A8 

:  1 

f 

1 

s 

f 

1 

1 

i 

< 

% 

i 

i 

11091 
lUtt 
11470 

IMS. 

Sept.  25 

Oct.    10 
Dm.  10 

Dittinct. 

DlBtiOOt, 

milky. 

DifltlDCt, 

inflky. 

Blight. 
None. 
None. 

0.10 
0.10 
0.10 

16.40 
16.80 
1«.10 

! 

1.0030 
'.0004 

j.0014 

.0004 
.0012 
.0010 

2.41 
2.98 
3.00 

.0700 
.0680 
.1000 

.0001 
.0001 
.0010 

.0697 
.0260 
.0360 

8.0 

7.7 
8.9 

.1200 
.0460 
.0400 

At. 

i 

0.10 

16.77 

.0016 

.0009 

2.78 

.0703 

.0004 

.0442 

8.2 

.0683 

1 

Odor,  none. The  earn  plea  were  collected  either  directly  from  the  well  or  from  a  faucet  at  the 

pamping  station  while  pumping  from  the  well. 

All  of  the  waters  in  this  and  the  two  following  tables  contain  iron  in  considerable  amount,  which 
oxidizes  on  exposure  to  the  air,  making  the  water  somewhat  turbid  and  colored. 


Microscopical  Examination, 


No.  11091.    Miaoellaneons,  Amorphoitt  matter,  200. 
No.  11166.    Miscellaneous,  Zodgkea,  17. 
No.  11470.    No  organisms. 
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MARBLEHEAD. 

Chemical  Examination  of  Water  from  the  Small  Collecting  Well,  MarbleheacL 

[Parts  per  100,000.] 


1 

Appbarahci. 

s 

o 

3 

AMMONIA. 

KiTSOQBN 
AS 

1 

i 

s 

«2 

ll 

1 

j 

1 

Z 

o 

i 

c 

§ 

3 

H 

1 

SM 

1 

5 

s 

% 

1 

1 

1898. 

i 

i 

1I0»2 

Sept.  25 

1  DUtinot, 

1      milky. 

Cons., 
rusty. 

0.70 

13.00 

.0084 

.0000 

|X.3. 

.0070 

.0000 

.0820 

6.9 

.2500 

Odor,  faintly  unpleasant,  disappearing  on  heating. The  sample  was  collected  from  the  well. 

Microscopical  Examination. 

Miscellaneous,  Zodgkea,  1,040. 


Chemical  Examination  of  Water  from  Groups  of  Tubtdar  Wells  of  the  Marblehead 

Water  Works. 

[Parts  per  100,000.] 


i 
1 

f 

Appbarancb. 

jl 

54.40 
13.20 
12.00 

Ammovia. 

j 

l^ITBOOBM 

:  1 

o 

i 

s 

5 

. 

1 

1 

1 

|l 

» 

1 

1 

1 

11090 
11003 
11166 

1898. 

Sept.  26 

Sept.  26 
Oct.    10 

Decided, 
milky. 

DisUnct, 
milky. 

DisUnct, 
milky. 

Cons., 

fibrous. 
Slight, 

rusty. 
Slight, 

rusty. 

0.28 
0.76 
0.60 

.0110 
.0046 
.0102 

.0000 
.0000 
.0008 

1 

17.82 
1.50 
1.45 

.0120 
.0060 
.0000 

.0001 
.0000 
.0000 

1 

.0861 
.0588 
.0423 

1S.8 
7.6 

.1000 
.2500 
.1000 

Odor,  none. The  first  sample  was  collected  from  the  group  of  thirty  .nine  tubular  wells  near  Loring 

Avenue ;  the  last  two,  from  the  group  of  five  tubular  wells  located  south-east  of  the  pumping  station. 

Analyses  of  samples  of  water  from  the  latter  group  of  wells  made  in  1892  may  be  found  on  page  179 
of  the  annual  report  of  that  year. 

Microscopical  Examination. 

No.  11090.    Fungi,  Crenothrix,  3,600;  Miscellaneous,  ZodgUtOt  160.    Total,  8,760. 
No.  11003.    Miscellaneous,  Zodgloea,  620. 
No.  11166.    Miscellaneous,  ZoogloBOt  804. 
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MABBIiEHBAD. 

C?i€mical  Examination  of  Water  from  the  Wells  of  the  Marblehead  Water  Works* 

[ParU  per  100,000.] 


J       !             Appkarakcb. 

5       1 

i 

Axmonia. 

KITBOOKM 

AS 

1 

1 
§ 

Date  of 

Collw 

2 

i 

1 

§1 

1 

.  1 

i 

i 

i 

a 

t 

K 

o 

1 

1 

«72 

IMS. 

Jan.   12    None. 

Blight. 

0.00 

27.60 

.0020 

.0010 

8.00 

.0800 

.0000 

_ 

12.4 

.0160 

9992 

10108 

Feb.     8     Distinct, 
1      clayey. 
Mar.  18  !  None. 

Slight. 
V.  slight. 

0.03 
0.02 

47.70 
20.70 

.0010 
.0000 

.0024 
.0000 

17.00 
0.70 

.0760 
.0560 

.0000 
.0001 

.0365 
1.0677 

19.6 
13.6 

.0220 
.0100 

10246    Apr.  12    V.sUghi, 
1                     cUyay. 
10875    May    10    None. 

V.  slight. 

0.03 

16.20 

.0028 

.0020 

2.82 

.1000 

.0000 

.0265 

2.8 

.0080 

None. 

0.00 

16.00 

.0000 

.0012 

8.04, 

.1000 

.0001 

.0292 

7.1 

.0060 

10408    Jxme    8    V.  alight. 

None. 

0.04 

16.60 

.0000 

.0006  * 

2.06 

.0660 

.0000 

.0000 

6.7 

.0120 

10615   Jaly     7    Sllffht, 

clayey. 
10790    Aug.  14     Slight. 

clayey. 
10998    Sept.  11     Dlatinct, 
,     clayey. 
11344    Not.  16  |  Slight. 
1                1' 

SUght. 

0.02 

13.90 

.0008 

.0004  : 

1.08, 

.0650 

.0000 

.0146  '    6.0 

.0100 

V.  slight. 
V.  slight. 

0.01 1 
0.10 

1 
28.00 

16.80 

'.0000 
.0002 

.0004  j 
.0014 

6.141 

t 
2.10 

.0400 
.0700 

.0000 
.0000 

.0181 

.0000 

1 

S.4 
7.4 

.0000 
.0160 

V.  Blight. 

0.00 

16.60 

.0000 

.0006 

3.12 

.1400 

.0000 

.0747 
.0285 

0.0 
9.4 

.0120 

At. 

1. 

0.03 

22.24 

.0007 

.0010  1 

6.67 

.0790 

.0000 

.0116 

1 

Odor,  none;  occasionally  an  earthy  odor  Is  dcTeloped  on  heating. The  samples  were  collected 

from  a  faooet  In  the  town,  and  represent  a  mixture  of  water  drawn  from  the  Tarlous  sources  of  supply. 

Microscopical  Examination. 
A  Tery  few  Zofiglaa  were  found  in  March,  April  and  May.    In  the  remaining  months  the  water 
contained  no  organisms. 


Water  Supply  of  Marlborough. 

At  the  beginning  of  1893,  the  new  works  to  furnish  an  additional 
supply  of  water  for  the  city  of  Marlborough  from  Millham  Brook 
were  nearly  completed,  and  they  were  finished  in  season  to  permit 
the  pumping  of  38,000,000  gallons  of  water  (nearly  a  quarter  of 
the  total  amount  consumed  by  the  city  in  1892)  during  the  spring, 
when  the  flow  in  the  brook  was  large.  Of  this  amount  20,000,000 
gallons  were  pumped  directly  into  the  distributing  reservoir  and  the 
remainder  into  Lake  Williams,  which,  at  the  beginning  of  the  year, 
was  at  a  much  lower  level  than  ever  before.  During  the  month  of 
April  the  city  was  supplied  wholly  with  water  from  Millham  Brook. 

The  additional  water  works  at  present  consist  of  a  very  small 
reservoir  on  Millham  Brook,  a  pumping  station  near  the  reservoir, 
and  a  force  main  from  which  water  can  be  discharged  either  into 
Lake  Williams  or,  by  means  of  a  connection  with  the  original  force 
main,  into  the  distributing  reservoir. 
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MARLBOROUGH. 

The  reservoir  on  the  brook  has  a  capacity  of  500,000  gallons, 
which  is  only  enough  to  supply  the  pumps  for  five  hours ;  conse- 
quently, the  pumps  cannot  be  operated  to  advantage  except  when 
there  is  a  large  flow  in  the  brook.  The  pumping  station  is  so 
located,  however,  that  when  in  the  future  more  water  is  needed  it 
can  be  drawn  from  a  large  storage  reservoir  to  be  formed  by  build- 
ing a  dam  a  short'distance  below  the  confluence  of  Millham  Brook 
and  its  northerly  branch,  which  is  nearly  as  large  as  the  main 
brook. 

The  advice  of  the  State  Board  of  Health  to  the  city  of  Marlbor- 
ough with  regard  to  the  construction  of  this  reservoir  may  be  found 
on  page  28  of  this  volume. 

Chemical  Examination  of  Water  from  Lake  Williams^  Marlborough. 

[ParU  per  100,000.] 


"5 

APPCAKAlfOC. 

RjtSIDDK  OM 

EVAPOEA- 

TIOK. 

Ammonia. 

i 

.85 
.30 
.42 
.43 

NlTROOBK 

^'           1 

i 

6 

1 

1 

mi 

1 

1 

Albuminoid.     ] 

i 
1 

2 

S 

c    1 

& 

1 

1 

00 

11 

10101 
10582 
11105 
11537 

1898. 

Mar.  20 

June  80 
Sept.  27 
Dec.  20 

i 

Slight. 
Slight. 
1  V.sUght. 

V.sUght. 

1 

SUght. 

white. 
Slight. 

V.sUght. 

V.sUght. 

0.10 
0.05 
0.05 
0.01 

8.10 
4.05 
4.85 
4.30 

0.40 
1.00 
1.05 
1.05 

.0042 
.0000 
.0014 
.0000 

.0014 

.014^ 
.0228 
.0128 
.0172 

.oieo 

.0122 
.0158 
.0110 
.0152 

.0136 

.0026 
.0070 
.0018 
.0020 

.0033 

.0100 
.0000 
.0030 
.0000 

.0083 

.0001 
.0000 
.0000 
.0000 

.0000 

.ion 

.2765 
.2829 
.2365 



.2012 

At. 

1 


0.05 

8.05 

0.88 

Averages  of  Analyses  of  Previous  Years, 


1887»  I 

I 

1888  I 

1889  ' 
1800  I 
1891  I 
1892t  [ 
1893  1 


O.OSj  4.10 
0.05^  3.99 
0.04|l  3.92 


0.03  I  4.41 
0.05,1  4.12 
0.06 i  4.80 
0.05|l  8.95 


0.65  I 

0.91  ^ 

I 

1.03  I 

1.13  [ 

1.20  I 

1.48  I 

0.88  I 

I 


•0010 
.0005 
.0007 
.0007 
.0009 
.0008 
.0014 


.0178 
.0205 
.0220 
.0206 
.0197 
.0244 
.0169 


,0182 
.0165 
.0162 
.0174 


.0041 
.0035 
.0070 


0136  .0083 


.0017 
.0054 
.0064 
.0078 
.0072 
.0115 
.0033 


.0001 
.0001 
.0000 
.0001 
.0003 
.0000 


-  I  - 
.  |2.S 
.  I  1.8 

-  "1.7 
.2012  1.7 


*  Jane  to  December. 


t  March  and  April. 


NoTB  to  analyses  of  1893;  Iron,  .0060.    Odor,  distinctly  vegetable,  and  unpleasant. The  first 

■ample  was  collected  from  the  lake ;  the  remaining  samples  from  a  faucet  at  the  pumping  station  while 
pumping. 
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MARLBOROUGH. 

Microscopical  Examination  oj  Water  from  Lake  Williams^  Marlborough, 

[Number  of  orgaDlsms  per  cubic  oenUmeter.] 


180S. 


March. 


Jaly. 


September. 


Day  of  ezaminatioD, 

Number  of  sample, .... 

PLANTS. 

Dlatomaceee 

Atteriooella,     .... 

Fragilaria, 

Tabellaria,         .... 

Cyanophyoesd,  CcBlospbaDrium, 

Algss, 

Chlorococcas,    .... 

Protoooccae, 

ZoSepores,         .... 

ANIMALS. 

Inftisorla, 

Ceratiam, 

Peridiolom,       .... 

Trachelomonaa, 

Vorticella,         .... 

Vennee,  Anarea» 
MUcelianemit,  Zoogloea, 

Total, 


81 

10191 


8 

10582 


80 
11106 


23 
11587 


55 


0 
0 
2 

8 

6 

46 

0 

8 

35 

m 

8 
0 
27 

0 
124 
pr. 

34 


18 


40 


71 


204 


Chemical  Examination  of  Water  from  Millham  Brook,  Marlborough. 

[Parts  per  100,000.] 


% 

Rbsidcr  on 

EVAPOIU- 
TIOK. 

AmiOMiA. 

.20 

1 
.85 

NiTBOOBK 
▲6 

1 

f 

1 

1 

1 

l' 

1 

Albuminoid. 

1 

S 

95 

i 

1 

A 

1 

10192 
11986 

18M. 

Mar.  20 

Dm.  20 

V.sUght. 
None. 

Slight. 
V.sUght. 

0.45 
O.CO 

8.45 
6.16 

0.06 
2.25 

.0010 
.0006 

.0146 
.0178 

.0118 
.0154 

.0028 
.0024 

.0130 
.0300 

.0000 
.0000 

.4015 

.7006 

1 

0.0 
2.1 

Iron,  .0078.    Odor,  faintly  vegetable. The  samplee  were  collected  firom  Millham  Brook  at  the 

point  from  which  water  is  drawn  for  the  snpply  of  Marlborough. 


Microscopical  Examination. 


No.  10192.    Mlfloellaneons,  Zodglaa,  86. 

No.  11586.    Dlatomace»,  Meridion,  2;  Synedra,  5;  Miscellaneoos,  ZoGglma,  5.    Total,  1^ 

L^iyiu^KU  uy   ■ 


bgle 
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MAXSTABD. 


Water  Supply  of  Maynard. 


Chemical  Examination  of  Water  from  the  Maynard  Water  Works, 

[Parts  per  100,000.] 


1 
§      1 

l! 

a     1 

ArPSASANOB. 

RK8IDUE  OK 

EVAPOBA- 

TION. 

AltMOXIA. 

1 
J 

1 

1.29  1 
'.23  1 
'.24  1 

1-! 

1 

NiTBOOBK  ' 

"      1 

lis 

1:1 

f 

1 

1 

H 

1 
§1 

r 

1 

Albaminold. 

1 

1! 

1 

i 

1 

ii 

10033 
10420 
10806 
11368 

1898. 

Feb.  17 

May  18 
Ang.2l' 
Nov.  22 

V.ilight. 
SUgbt. 
Slight. 
V.sUgbt. 

Slight. 
Slight. 
Slight. 
Slight. 

0.05 
0.01 
0.00 
0.00 

2.S5 
2.16 

!'■» 

,  1.70 

1.16 
0.90  1 
1.00; 
0.60  1 

.0000.0040 
.0000  .0146 
.0000'. 0104 
.0004.0182 

.0001  .0106 

.0030 
.0126 
.0068 
.0006 

.0080 

.0010 
.0020 

.0036 
.0086 

.0000 
.0000 
.0000 
.0000 

.0000 

i 

.0000. 
.0000 
.0000 
.0000 

.0000 

1 

.1297^  0.9 
.0049   0.2 
.1580'  0.0 
.1564   0.6 

At.. 

1 

0.02 

\2,n 

0.80  1 

.0026  .26  1 

.1346  0.4 

1 

1 

1 

Iron,  .0038.    Odor  of  the  first  sample,  faintly  earthy;  of  the  seoopd,  distlDotly  vegetable  and  an- 
pleasant ;  of  the  remaining  samples,  none.    On  heating,  a  faintly  vegetable  odor  was  noticeable  in  the 

second  and  third  samples. The  first  sample  was  collected  from  a  faucet  In  the  town»  the  remaining 

samples  directly  from  the  ];>ond.  The  difference  between  the  analysis  of  the  sample  collected  in  the 
village  and  those  from  the  pond  Indicates  that  a  large  amount  of  ground  water  finds  Its  way  into  the 
pipe  leading  from  the  pond  to  the  pumping  station. 

Microscopical  Examination  oj  Water  from  the  Maynard  Water  Works, 

[Number  of  organisms  per  cubic  centimeter.] 


1898. 


February. 


May. 


Angoit.     '  November. 


Day  of  examination,       •       • 
Number  of  sample, . 

PLANTS 
Dlatomaoesd,    • 

Asterionella,     . 
Cyclotella, 

Diatoms 

Navlcula,  .... 
Synedra,  .... 
TabeUaria, 

Oyanophyoeee, 

Olathrocystis,    . 
liicrooystis, 

AlgBO 

Conferva,  .... 
Protococcns,     . 
Raphidium, 
Soenedesmus,    . 


21 
10083 


19 
10420 


22 
10866 


23 
11868 


72 

42 
pr. 

1 

18 
10 


50t 

8 

20 

0 

0 

84 

440 


0 
6 

4 

2 

9 

28 


0 
44 


1M 

106 
0 
0 

pr. 

42 

8 
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MAYXABD. 

Microscopical  Examination  of  Water  from  the  Maynard  Water  Works 

—  Concluded. 

[Number  of  organisms  per  cubic  centimeter.] 


1808. 


February. 


May. 


August. 


Kovemtrar. 


ANIMALS. 
BliizoiK>da,  AcUnophrys, 

Inftisoria,    .... 

Dlnobryon, 
Dlnobryon  cases, 
Monas,        .... 
Peridininm, 

Mi9ceUaneou9,  Zodgicoa, 

TOTAI.,         .... 


87 

8 
84 


87 

2 

84 

0 

1 


66 


81 


668 


108 


277 


Medfield. 
Chemical  Examination  of  Water  from  a  Spring,  Medfield, 

[Parts  per  100,000.] 


1    1 

Appkarakcc. 

1 
J 

AmcoifiA. 

NITBOOBK 
AS 

1 

1 

Date  of 
Coll< 

Turbidity. 

1 

jl 

1 

1 

o 

S 

1 
1 

55 

s 

o 

1 

1 

1888. 

mil 

April  k2 

1  None. 

None. 

0.0 

8.00 

.0004 

.0002 

.22 

.0080 

.0000 

.0693 

1.1 

.0000 

Odor,  none,  becoming  very  faintly  vegetable  on  heating. The  sample  was  collected  from  a 

spring  near  Vine  Brook  aboat  a  third  of  a  mile  above  North  Street.    This  spring  is  used  as  a  soorce 
of  water  supply  by  a  large  straw  f^tory,  and  by  a  portion  of  the  village  of  Medfield. 


Dlatomacese,  Synedra,  1. 


Microscopical  Examination, 


Water  Supply  op  Medfield  Insane  Asylum. 

Description  of  Works.  —  This  asylum  is  a  State  institution  which 
had  not  been  occupied  up  to  the  end  of  1893.  The  water  works 
were  completed  in  September,  1893.  The  supply  is  obtained  from 
a  system  of  20  two  and  one-half  inch  tubular  wells,  located  on 
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the  right  or  easterly  bank  of  Charles  River,  in  the  vicinity  of  the 
boundary  line  between  the  towns  of  Medfield  and  Dover,  a  few  of 
the  wells  being  in  Dover  and  the  remainder  in  Medfield.  The  wells 
are  located  at  intervals  of  twenty-five  feet  near  a  suction  pipe  run- 
ning approximately  parallel  to  the  river,  those  nearest  the  river 
being  distant  from  it  about  twenty  feet,  and  those  farthest  away 
about  sixty  feet.  The  depth  of  the  wells  varies  from  twenty  to 
twenty-eight  feet  and  averages  twenty-four  feet.  Pumps  force  the 
water  to  a  covered  iron  tank  twenty  feet  in  diameter  and  eighty 
feet  in  height,  from  which  water  is  distributed  to  the  buildings. 

Chemical  Examination  of  Water  from  the  Tubular  Wells  of  the  Medfield  Insane 

Asylum^  Medfield. 

[ParU  per  100,000.] 


1 

Affbabakoe. 

a 

AUHONU.. 

NITROOC* 
AS 

1 

1 

if 

i 

1 

o  g, 

1^ 

1 

j 

1 

i 

525 

o 

i 

1 

1 

1808. 

11460 

Dec.     8^ 

None. 

V.  Blight. 

0.0 

2.00 

.0000 

.0000 

.25 

.0000 

.0000 

.0039 

1.1 

.0120 

Odor,  none. The  sample  was  collected  from  a  faucet  supplied  from  the  wells. 

Microscopical  Examination, 

No  organisms. 


Water  Supply  of  Medfobd. 

The  advice  of  the  State  Board  of  Health  to  the  city  of  Medford, 
relative  to  taking  a  temporary  additional  water  supply  from  the 
ground  a  short  distance  north  of  Webster  Street,  in  the  valley  of 
a  small  brook  which  has  its  source  near  Spot  Pond ;  also  relative 
to  taking  water  directly  from  the  upper  portion  of  this  brook,  may 
be  found  on  page  32  of  this  volume. 

The  works  for  taking  a  supply  of  water  from  the  ground  were 
completed  in  July,  1893,  and  consist  of  a  system  of  tubular  wells 
north  of  Webster  Street,  between  Fulton  and  Forest  streets,  a 
pumping  station  and  a  short  length  of  force  main  connecting  with 
the  distributing  system  of  the  town.  There  are  fourteen  two  and 
one-half  inch  tubular  wells,  varying  in  depth  from  thirty  to  fifty- 
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MEDFOBD* 

two  feet.  These  are  approximately  in  two  parallel  lines  and  the 
extreme  wells  are  about  three  hundred  feet  apart  in  an  easterly  and 
westerly  direction,  and  one  hundred  and  sixty  feet  in  a  northerly 
and  southerly  direction.  As  these  wells  did  not  furnish  as  much 
water  as  was  desirable,  in  view  of  the  low  level  of  the  water  in 
Spot  Pond,  additional  works  were  constructed  early  in  1894  for 
pumping  water  from  the  unpolluted  upper  portion  of  the  brook. 

Analyses  of  water  from  various  sources  within  the  town  are  given 
below.  Further  information  regarding  the  water  supply  of  Medford 
from  Spot  Pond  maybe  found  on  pages  29-32  and  203,  and  analyses 
of  water  from  the  pond  may  be  found  on  page  205. 

Chemical  Examination  of  Water  from  Tubular  Wells  used  as  an  Additional  Source 
of  Water  Supply  for  Medford, 

[Parts  per  100,000.1 


Date  of 

Collection. 

Appsasavck. 

it 
p 

12.30 

Ammonia. 

i 

1 

NITBOOIN 
A8 

1 

«=6 

1 

1 

3 

1 

«i 

1 

1 

Albu- 
minoid. 

1 

1 

1 

loaw 

IMS.    ! 
July  19  . 

None. 

None. 

0.0 

.0004 

.0002 

.70 

.0500 

.0000 

.0000 

7.0 

.0040 

10744 

Aug.   7' 

None. 

None. 

0.0 

18.30 

.0000 

.0000 

.04 

.0700 

.0000 

.0000 

8.3 

.0010 

11888    Nov.  16 

None. 

None. 

0.0 

13.80 

.0000 

.0000 

.86 

.07«) 

.0000 

.0664 

8.0 

.0000 

11476    Dee.  12 

NOIM. 

None. 

0.0 

18.40 

1 

.0000 

.0000 

.85 

.0660 

.0000 

.0336 

8.9 

.0000 

At 

0.0 

18.20 

.0001 

.0001 

.76 

.0660 

.0000 

.0280 

8.8 

.0020 

1 

(Mor,  none. The  eamplee  were  collected  from  a  fancet  at  the  temporary  pumping  station  while 

pumping. 

Microscopical  Examination, 

An  indgniflcant  nnmher  of  organlama  were  fonnd  in  the  first  and  third  eamplee;  in  the  others  no 
orguisms  were  found. 
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MSDFOBD. 

Chemical  Examination  of  Water  from  Wells  in  Medford^  collected  during  an 
Investigation  for  an  Additional  Water  Supply, 

[ParU  per  100,000.] 


1 

'            Appbaramok. 

n 
ration. 

Ammokia. 

1     KiTKOaBS 
At 

1 

% 

1 

1 

1 

I 

ill 
1" 

1 

< 

!  1 

1 

S 

f 

i 
1 

m 
S 

i 

189S. 

1 

! 

M15 

Jan.   23 

None. 

None. 

0.00 

11.20  i 

.0000 

.0000 

.79 

.0450 

.0000 

.0078 

6.5 

.0040 

M46 

Jan.  27 

. 

• 

- 

- 

• 

. 

.68 

.1250 

• 

- 

0M7 

Jan.   27 

• 

• 

• 

• 

• 

- 

.66 

.0450 

• 

. 

• 

9048 

Jan.   27 

. 

. 

. 

• 

. 

. 

.66 

.0450 

. 

. 

« 

0040 

Jan.   27 

• 

. 

. 

• 

_ 

. 

.86 

.1200 

. 

_ 

_ 

10266 

AprU17 

V.aUght, 
clayey. 
Diatlnet, 

y.aUght. 

0.05 

14.00  i 

.0000 

.0002 

.54 

.0700 

.0000 

.0000 

8.4 

.ooso 

10357 

AprUn 

Slight. 

0.02 

12.60  1 

.0000 

.0002 

.71 

1.0600 

.0010 

.0000 

6.S 

.0290 

cUyey. 

,            ' 

Odor,  none. No.  9946  was  collected  from  a  tabular  well  at  a  house  on  Fulton  Street  near  Valley 

Street;  No.  9949  from  a  well  at  a  house  on  Webster  Street  near  Forest  Street;  the  remaining  aamplee 
from  tubular  test  wells,  at  the  location  from  which  the  additional  supply  of  water  is  drawn. 

Microscopical  Examination, 

No.  10257.    Miscellaneous,  ZooglcKh  SO.    Nos.  9915  and  10256,  no  organisms.    Nos.  9046,  994T,  9948 
and  9949,  not  examined. 


Chemical  Examination  of  Water  from  a  Brook  near  Forest  Street,  Medtford, 

[Parts  per  100,000.] 


^       1 

! 

Appbakahoe.           1 

Residue  on  j 

EVAPORA-     j                 AMMOMIA. 
TION.          1 

2 

1 

NlTHOOBX         T3 

i 

Z 

■ 
a 

55 

1 

i 

1 

p. 

i 

Loeti  on 
Ignition. 

Free. 

Alt 

1 

)amlnold. 

I'sl 

a   1  oc 

J'tii 

0014 

1898. 

Jan.  23 

1 

V.tUght. 

Cons. 

0.20! 

i 

5.30 

r 

0.75  1  .0044 

.0132 

.0118  .0014 

1 

.59  '.0150  .0001;  .4061 

ll          ,           >l 

2.S 

Iron,  .0100.    Odor,  very  f&lntly  vegetable. The  sample  was  collected  from  the  brook 

corner  of  Blm  and  Forest  streets,  Medford.    Early  in  1894  the  town  began  pumping  water 
brook  at  this  point. 

Microscopical  Examination, 

Dlatomacen,  Meridiorit  1;  Navicular  1;  Kittichiat  1.    Miscellaneous,  Zodglaa^  11.    Total, 


near  the 
from  the 


Water  Supply  or  Melrose. 
Several  communications  of  the  State  Board  of  Health  to  the  town 
of  Melrose,  with  reference  to  taking  an  additional  water  supply  for 
the  town  from  sources  in  North  Andover,  and  from  various  sources 
within  the  town  of  Melrose,  may  be  found  on  pages  34-40  of  thia 
volume. 
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MEIiROSE. 

In  August,  1893,  an  additional  supply  of  water  was  introduced 
from  a  system  of  tubular  wells,,  owned  by  a  private  company,  and 
located  in  the  westerly  part  of  the  town,  near  the  boundary  line 
between  Melrose  and  Stoneham.  The  works  consist  of  a  system  of 
fifteen  two  and  one-half  inch  tubular  wells  varying  in  depth  from 
thirty-five  to  forty-five  feet,  all  located  in  the  vicinity  of  Spot  Pond 
Brook,  north  of  Wyoming  Avenue.  The  wells  are  connected  with 
a  temporary  pump,  and  water  is  pumped  directly  into  the  main  pipe 
in  Wyoming  Avenue,  whibh  conveys  water  from  Spot  Pond  to  the 
town. 

Analyses  of  water  from  this  source  and  from  other  sources  within 
the  town  are  given  in  the  tables  below.  Further  information  regard- 
ing the  water  supply  of  Melrose  from  Spot  Pond  may  be  found  on 
pages  29-32  and  203,  and  analyses  of  water  from  the  pond  on  page 
205. 


Chemical  ExamincUion  of  Water  Jrom  Tubular  Wells  in  the  Valley  of  Spot  Pond 
Brooke  near  Wyoming  Avenue,  used  as  an  Additional  Source  of  Water  Supply 
for  Melrose, 

[Parts  per  100,000.] 


§1 

j    Ammonia,   i 

o 

a 

U 

0.69 
0.71 

!     NlTBOOBN 
AS 

5 

1 

i 

•  1 

Turbidity. 
Sediment. 

1 

1 

1, 

< 

8 
1 

i 

1 

10«B2 
10867 

I99S. 

July  20 

Aug.  21 

V.eUght. 
1     cUyey. 
1  Distinct. 

V.sUght. 
Slight. 

0.02 
0.02 

8.90 
9.20 

.0000 
.0004 

.0024 
.0000  j 

.0200 
.0000 

.0000 

.0003 

.0370 
.0474 

3.9 

4.4 

.0000 
.0070 

]09»    Sept.    0 

None. 

None. 

0.00 

9.00 

j.OOOO 

.0008 

0.81 

.0000 

.0001 

.0312 

4.3 

.0312 

mi8    Sept.  29 

None. 

None. 

0.00 

10.40 

.0000 

.0018 

1.17 

.1500 

.0000 

•0385 

6.0 

.0080 

UlMlOct.    11    None. 

None. 

0.00 

;  11.40 

.0000 

.0018 

1.25 

.1100 

.0001 

.0077 

6.3 

.0040 

m«  Jnov.  16 
U487    Dec.   14 

Distinct, 
clayey. 
None. 

SUBht. 

clayey. 

None. 

0.05 
0.00 

12.80 
12.00 

.0000 
.0000 

.0000 
.0020 

1.37! 
1.25 

.0900 
.0600 

.0000 
.0000 

.0468 
.0280 

7.3 
5.9 

.0260 
.0060 

A? 

0.01 

10.53 

.0001 

.0013 

1.04  j 

.0614 

.0000 

.0838 

5.4 

.0116 

Odor,  none.— The  first  two  samples  were  collected  from  the  discharge  pipe  of  the  pump  drawing 
wster  from  the  tnbnlar  wells;  the  remaining  samples  from  a  faucet  at  the  temporary  pumping  station 
wUle  pumping. 

Microscopical  Examination, 

A  few  Zodglcta  were  found  In  the  samples  collected  In  the  latter  part  of  September  and  In  October 
■ad  Korember.    In  the  remaining  samples  no  organisms  were  found. 
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MEIiBOSE. 

Chemical  Examination  of  Water  from  a  Group  of  Five  Tubular  Test  Wells 

Ell  Pond,  Melrose, 

[Parts  per  100,000.] 


near 


e 

1 

1                 APPBARAKOa. 

Reiidne  on 

Evaporation. 

Ammonia. 

1 

i 

1 

NiTBOOBN 
AS 

1 

i 

s 

i 

i 
i 

1 

1 

1 

1 

c 

is 

< 

1 

1 

1 

0898 

ises. 

Jan.   17 

None. 

None. 

0.0 

! 

10.00  1 

.0000 

.0000 

1 

1  1.18 

1 

|.2500 

.0000 

.0511 

.0010 

0042 

Jan.   25 

None. 

None. 

0.0 

11.25  ! 

.0000 

.0018 

1  1.30 

..1250 

.0001 

.0219 

.0010 

9958 

Jan.  31, 

None. 

None. 

0.0 

11.80  j 

.0000 

.0012 

|...4 

'.1900 

1 

.0005 

.0219 

.0000 

10541 

Jane  21 1 

V.  alight. 

Slight, 
brown. 

0.0 

10.40  1 

.0000 

.0000 

1.08 

1   ^^n^, 

.0000 

.0000 

.0800 

Av... 

0.0 

10.76  1 

.0000 

.0008 

!  1.16 

.1963 

.0002 

.0081 

.0060 

J 

Odor,  none. The  first  three  samples  were  collected  during  a  pumping  test  from  a  group  of  five 

tubular  wells  about  fifty  feet  distant  from  the  northerly  shore  of  BII  Pond.  The  first  sample  was 
collected  soon  after  beginning  the  test  and  the  third  sample  at  the  end,  after  pumping  fourteen  and  a  half 
days  at  a  rate  of  about  400,800  gallons  per  day.  The  last  sample  was  collected  from  a  small  hand  pump 
after  pumping  a  few  minutes  from  one  of  the  wells.    The  average  depth  of  these  wells  was  38  feet. 

Microscopical  Examination 

No.  10541.    Fungi,  Spirochcetat  2.    No  organisms  were  found  In  the  remaining  samples. 


Chemical  Examination  of  Water  Jrom  a  Group  of  Three  Six-inch  Tubular  Test 
Wells  near  Ell  Pond,  Melrose. 

[Parte  per  100,000.] 


d 

Appkaranck. 

i  1 

Ammoxia. 

NiTROOBH 

1  t 

w 

A8 

s 

b  m 

s 

1 

f 

a 

9 

a 

1 

'1 

1 

1^ 

< 

1 

s  1 

i 
s 

o 

i 

8 

1 

,S1». 

1         1 

1 
1 

1 

10542 

June  21 

V.slight. 

Slight. 

'  0.0  1 

11.50 

.0000    .0000 

1.17 

.2300 

.0001 

.0079 

3.6 

.0300 

10584 

July    8 

None. 

None. 

1  0.0 

10.70 

.0000    .0000 

1.12 

.2000 

.0001 

.0079 

3.8 

.0000 

Odor,  none. The  samples  were  collected  from  a  group  of  three  tubular  test  wells  each  aix  inches 

in  diameter,  located  about  176  feet  from  Gil  Pond  and  about  350  feet  from  Tremont  Street,  Melrose. 
The  fint  sample  was  collected  from  the  middle  well  of  the  group;  the  last  sample  from  a  pipe  dis- 
charging water  from  a  temporary  pump  drawing  water  from  all  three  wells  after  pumping  for  three 
days  bt  a  rate  of  about  140,000  gallons  per  day. 


Microscopical  Examination. 

No.  10542.    Dlatomaces,  Tabellaria,  2.    No.  10584.    No  organisms. 
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MEIiBOSE. 

C^iemieaU  Examination  oj  Water  from  Tubular  Wells  in  the  vicinity  of  Spot  Pond 
Brooke  North  of  Wyoming  Avenue,  near  the  Boundary  between  Melrose  and 
Stoneham, 

[Pftrti  per  100,000.] 


%^ 

Akmomia. 

i 

NITROOEM 
▲0 

b5 

n 

c 

s 

it 

1 

1 

1 

< 

1 

1 

1 

10018 
lOOM 

Feb.   13 
Feb.   20 

Decided. 

DiBtJDOt, 

mUky. 

OOM., 

Cons. 

0.15 
0.10 

10.80 
8.00 

.0120 
.0090 

.0080 
.0026 

!     .70 

1     .77 

.0400 
.0180 

.0014 
.0016 

.1147 

4.7 
6.0 

.1066 
.0280 

Note,— These  welle  were  ftbont  1,000  feet  north-weet  of  the  wells  from  which  the  ftuzlllary  enpply 
of  MelroM  is  drawn. 

Odor  of  the  firat  Mmple,  dietinotly  earthy;  of  the  last,  none. The  samples  were  collected  from 

the  wells  while  pumping. 

Microscopical  Examination. 

No  organisms. 


Chemical  Examination  of  Water  from  Ell  Pond,  Melrose, 

[Parts  per  100,000.] 


2 


IMS. 

Jan.  18 


Afpeasavcs. 


1 


Distinct. 


Cons. 


0.30  : 


1  Rbsidcb  oh 
1   Etapoba- 

AmcoiaA. 

KiraooBM 

TIOK. 

e 

Albuminoid. 

1 
1 

:l 

f 

i 

t 

i 

> 

i 

d 

A 

1 

1 

1   ^ 

k 

H 

c 

«3 

O 

1.47 

1     !^* 

^ 

10.16 

1 

2.60 

.ori^> 

.0194 

.0166 

.0028 

.1200 

.0011 

S.8 


Iron,  .0200.    Odor,  distinctly  vegeUble. The  sample  was  collected  from  the  pond  near  the  middle. 

This  pond  is  not  naed  as  a  sonrce  of  water  supply. 

Microscopical  Examination, 

I>\stomteemt  Afterionella,  2i;  Oyclotellat^;  Melo8ira,45A;  Synedra,h.  Cyaoophycen,  (7/o<Arocy«* 
«»,  1.  AlgsB,  ChlorococcM,  8;  Clo9teriufn,  1;  ProtococcuSt  37;  liapMdium,  8;  Scenede»mu%t  2. 
Infusoria,  TVacA^tomofUM,  14;  FoWice/to,  1.    Miscellaneous,  ilcaHna,  .02;  Zo<?ytoa,  100.    Total,  647. 
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MENDON. 

Mendon. 

The  advice  of  the  State  Board  of  Health  to  the  town  of  MendoD, 
with  reference  to  taking  a  water  supply  for  the  town  from  Mendon 
Pond,  also  known  as  Nipmuck  Pond,  may  be  found  on  pages  40-41 
of  this  volume. 

The  advice  of  the  Board  to  the  town  of  Uxbridge  with  reference 
to  the  use  of  this  pond  as  a  source  of  water  supply  for  that  town 
is  given  in  the  annual  report  for  1892,  pages  46-49.  For  analyses, 
of  samples  of  water  collected  from  Mendon  Pond,  see  Uxbridge. 

Water  Supply  of  Methuen. 
The  advice  of  the  State  Board  of  Health  to  the  town  of  Methuen 
with  reference  to  obtaining  a  water  supply  for  the  town  from  the 
ground  in  the  vicinity  of  Sargent's  Brook,  and,  subsequently,  with 
reference  to  obtaining  a  water  supply  from  the  ground  in  the  vicinity 
of  the  Spicket  River  near  the  point  where  it  is  joined  by  the  brook 
flowing  from  Harris  Pond,  may  be  found  on  pages  41-42  of  this 
volume.  Works  for  supplying  the  town  with  water  from  wells  in 
the  vicinity  of  the  Spicket  River  were  begun  near  the  end  of  1893. 


Chemical  Examination  of  Water  from  the  Spicket   River  at  Mouth  of 
Pond  Brooke  and  from  a  Tubular  Well  in  the  Vicinity, 

[Pftrta  per  100,000.] 


Harris 


.  1 

& 

Appxabanob. 

,  RK8IDUE  ON 
1     EVAPOiU- 
1           TIOK 

Ammokia.           ' 

p 

.18  1 
.28 

"      i  1 

1 

i 

i 

1 

'1 

i 

P 

1 

Albuminoid.     1 

Si 
&5 

1  i 

1 

1 

1 

11 

5    1    III 

E  i!   5  1  5 

IMK 

io«n 

1898. 

July  7 

V.sUght. 

Slight. 
cUyey. 

v.  sUght. 

Slight, 
earthy. 

0.60 
0.02 

i 

'  3.86 

'  7.00 

1 

l.ttO 

.0012 
.0000 

.0230 
.0000 

.OlSO 

.0060 

1 

1 

.0000 

.oaoo 

1 

.0000  .6278,  1.S 
.0000  .0000   2.2 

Iron,  in  the  first  sample,  .0040;  In  the  last,  .0270.    Odor  of  the  first  sample,  distinotly  vegetable  and 

mouldy ;  of  the  last  sample,  none. The  first  sample  was  collected  from  the  Spicket  River  near  the 

mouth  of  the  brook  flowing  from  Harris  Pond ;  the  last  sample,  from  a  tabular  well  near  the  river  in  the 
same  locality. 

Microscopical  Examination, 

No.  10616.   Diatomaoen,  (V<^{o<<//a,  1.    Alg»,  iVotococcu«,  2;  /?ap^id<um,2;  Z(x5«porM,  1.   Fungi, 
Crenothrix,  88.    Miscellaneous,  ZodgU^a^  48.    Total,  02. 
No.  10617.   Mlsoellaneons,  ZoQglcM,  68. 
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METHUBN, 

Chemical  Examination  of  Water  from  a  Brook  and  Tubular  Test  Wells  in  SargenCs 

Meadow^  Methuen. 

[Parts  per  100,000.] 


Date  of 

Collection. 

1             Appbabakce. 

1 

A 
II 
1 

Ammonia. 

1 

i 

i 

KITBOOBW 
AS 

1 

1 

1 

3 

1 
1 

1 

^ 

1 

is 
< 

1 

S5 

Z 

1 

10277 
1027C 
10376 

IMS. 

Apr.  20 

Apr.  20 
ICay     8 

1  None. 

None. 

Slight, 
milky. 

V.  slight. 
None. 
V.  slight. 

0.12 
0.02 
0.02 

3.50 
3.40 
7.65 

.0006 
.0000 
.0168 

.0056 
.0002 
.0010 

.24 
.81 
.25 

.0100 
.0050 
.0070 

.0000 
.0000 
.0003 

.1971 
.0146 
.0730 

1.4 
1.1 
3.0 

.0040 
.0070 
.0210 

At 

0.05  1 

4.85 

.0058 

.0028  1 

.27  i 

.0073 

.0001 

.0940 

1.8 

.0107 

Odor  of  the  first  two  samples,  none;  of  the  last,  faint. The  first  sample  was  collected  from  a 

brook  in  Sargent's  Meadow,  in  the  easterly  part  of  Methuen.  This  brook  is  a  tributary  of  Bear  Meadow 
Brook.  The  last  two  samples  were  from  tubular  wells  in  Sargent's  Meadow;  the  first  from  a  single 
well  and  the  last  from  a  group  of  seven  two  and  one-half  inch  tubular  wells,  collected  from  the  dls- 
eharge  pipe  of  a  pump  after  pumping  continuously  for  eight  hours. 


Microscopical  Examination. 

No.  10276.    No  organisms. 

No.  10277.    Distomaoe»,  jr«ric/ion,  16;  Synedra.A,    ToUl,  20. 

No.  10376.    DiatomaeesB,  AtUrioneUa,  2. 


Water  Supply  of  Middleborough  Fire  District.  —  Middle- 
borough. 
Chemical  Examination  of  Water  from  the  Well  of  the  Middleborough  Fire  Districts 

[Parts  per  100,000.] 


N  amber. 

Date  of 

CoUecUon. 

Appkarakck. 

Residue  on 

Evaporation. 

AMMOVIA. 

• 

i 

1     NlTSOQBK 

1              -^8 

\ 

§ 

e 

1 

3 

Turbidity. 

1 

1 

1 

< 

\      S 

S 

i 

<   IMS. 

10242    Apr.  12 

11018    Sept.  12 

1 

None. 

V.  slight. 

1 

None. 
V.  slight. 

0.00 
0.10 

1 

;    7.25 

1    5.80 

.0012 
1.0000 

.0020 
.0028 

.78 
.68 

.1200 
.0350 

.0001 
.0000 

.0511 
.1170 

2.6 
2.5 

.0010 
.0130 

102. 


Odor,  none. The  samples  were  collected  from  a  faucet  at  the  pumping  station  while  pumping. 

Microscopical  Examination, 

No.  10242.    Diatomaceo,  AnterUmella,  8 ;  Synedra^  9.    Total,  12. 

No.  11013.    DiatomacesB,  i^nnuton'a,  1;  Fungi,  Crenothrix^  100;  Inftisoria,  Peridinium,  1.    Total, 


Water  Supply  or  Middleton. 

(See  Danvers,) 


Digitized  by  VjOOQ IC 


224 


STATE  BOARD  OF  HEALTH.         [Pub.  Doc. 


MllililS. 

Water  Supply  op 
Chemical  Examination 


MiLLis.  —  MiLLis  Water  Compant. 

of  Water  from  the  Aqua  Rex  Spring^  MiUis, 

[Parta  per  100,000.] 


1 

s 

S 

ArPBAKAHOB. 

1 

Residue  on 

EvaporaUon. 

Ammohia. 

1 

i 

KITBOOBV 
AS 

1 

S 

^ 

1 

1 

1 

1 

1^ 

1 

^ ! 

K       1 

1 

10034 

ises. 

Feb.  20. 

None. 

None. 

0.00 

6.30  ! 

.0006 

.0048 

.48 

.1200 

.0000 

.0472 

;           1 
2.6   .0000 

10434 

May   22 

None. 

None. 

0.00 

6.80  , 

.0022 

.0004 

.40 

.1200 

.0000 

.0487 

1.9  1.0000 

10868 

Aug.  22 

None. 

None. 

0.00 

6.70  t 

.0000 

.0006 

.42 

.1600 

.0000  1 

.0000 

2.1  ;.oooo 

11346 

Nov.  17 

None. 

V.  alight. 

0.08 

6.76  1 

.0000 

.0062 

.44 

.1440 

.0000  1 

.0668 

2.2  1.0090 

11666 

Dec.  20. 

None. 

None. 

0.00 
0.01 

6.30 

.0000 

.0002 

.42 
.48 

.1260 

.0000  1 

.0000 

1  2.1    .0050 

Av... 

6.67 

.0006 

.0028 

.1318 

.0000  1 

.0368 

'  2.2  Loou 

1 

1 

Odor  of  No.  11846,  faint,  becoming  very  dlaagreeable  on  atandlng  three  daya;  of  the  lemalninf 
aamplea,  none.  —  The  aamplea  were  collected  from  the  aprlng.  No.  11846  had  obvloaaly  been  ezpoaed 
to  the  light. 


Microscopical  Examination  oj  Water  from  Aqua  Rex  Spring,  Millis. 

[Number  of  organlaroa  per  cubic  centimeter.] 


ises. 

February. 

May. 

August. 

November. 

December. 

Day  of  examination, 

Number  of  sample, 

21 
10084 

28 
10434 

22 

10868 

18 
11346 

30 
11666 

PLANTS. 
Diatom  aceeo,  Navlcula, 

Infusoria,  Chlamydomonaa, 

5 

0 

0 
0 

0 
0 

0 
180 

0 
0 

Jfiscellaneoutt  ZoSglooa,  .... 

2 

0 

0 

n 

0 

Total, 

7 

0 

0 

162 

0 
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MIIiTON. 

Water  Supply  of  Milton.  —  Milton  Water  Company. 
The  water  supplied  by  this  compaoy  to  the  town  is  purchased 
from  the  Hyde  Park  Water  Company.  .  A  statement  in  regard  to 
the  supply  and  analyses  of  the  water  may  be  found  on  pages 
173-176.  Analyses  of  samples  of  water  from  Pine  Tree  Brook, 
and  from  a  test  well  near  it,  made  in  connection  with  an  investiga- 
tion for  a  new  source  of  water  supply  for  Milton,  are  given  below. 

Chemical  Examination  of  Water  from  Pine  Tree  Brooke  MiUon. 

[ParU  per  100.000.] 


i 

•s 

1 

Appbabakcb. 

Rksidub  OH 

EVAPOBA- 
TIOK. 

Ammonia. 

1 

NITBOOXN 
AS 

c 

1 

1 
1 

1 

'      1 

1 

1 

Albuminoid. 

1 

1 

1 

8 

B 

SB 

1 

1 

si 

00 

i 

1  IMS. 

U4»;Nov.30 
1 

None. 

V.Bllght. 

0.8& 

1 

6.56 

J 

2.15 

.0000 

.0216 

.OIW 

.0018 

.75 

.0030 

.0000 

.0488 

1.1 

Iron,  .0100.    Odor,  faintly  vegetable,  becoming  stronger  on  heating. The  eample  was  collected 

from  the  brook  at  the  eite  of  a  email  dam  on  the  westerly  side  of  Harland  Street,  Milton. 

Microscopical  Examination. 

Pongi.  CrenothriZt  1.    Miseellaneons,  Zodglaa^  8.    Total,  4. 


Chemical  Examination  of  Water  from  a  Tubular  Test  Well  in  the  Valley  of  Pine 

Tree  Brooke  Milton. 

fParts  per  100,000.] 


Appbaraxob. 

!l 

at 

1 
Ammokia.   1 

i 

NITBOOBM 
AS 

1 

1 

i 

n 

1 

a 

Turbklltjr. 

g 

a 

1 

6 

1 

<     1 

s 

1 
1 

j 

IMS. 

1 

11480 

Nov.  30 

,  None. 

Cons.. 

0.0 

4.70 

.0000 

.0000 

.43 

.1600 

1 

.0000 

.0000 

1.9 

.0000 

Odor,  none. The  sample  was  collected  from  a  tabular  well  near  Pine  Tree  Brook  on  the  easterly 

side  of  Harland  Street,  and  abont  700  feet  south  of  Canton  Avenue,  Milton. 


Microscopical  Examination. 
No  organisms. 
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montague. 

Water  Supply  of  Turner's  Falls  Fire  District.  —  Montague. 

Chemical  Examination  of  Water  from  Lake  Pleasant^  Montague, 

[Parts  per  100,000.] 


1 

'                                          j!  Kksidce  om 

APPEAEAKCB.                  1    EVAPORA- 

1                                                            1|          TION. 

Ammokia. 

e 
o 

1 

i  NrrsoaKM 

j    " 

i 

s 

:S 

1 

^ 

i 

a 

1 

s 

! 

Albuminoid.     | 

1         ^' 

1 
1 

^ 

^ 

1           1 

1 

!1 

i 

1 

If 

1 

1 

0928 
9072 
10136 
10168 
10259 
10892 
10516 
10653 
10812 
11022 
11162 
11328 
11471 

ises. 

Jan.  23 
Feb.  6 
Mar.  16 
Mar.  27 
Apr.  17 
May  15 
June 13 
July  12 
Aug.  15 
Sept.  13 
Oct.  10 
Nov.  13 
Deo.  11 

V.slight. 

V.slight. 

Slight. 
1  None, 
'v.slight. 

V.slight. 
1  V.slight. 
I  None, 
'v.slight. 

None. 
1  V.slight. 

None. 

None. 

V.slight. 

V.slight. 

Slight, 

white. 
SUght. 

V.slight. 

V.slight. 

None. 

V.  slight. 

Slight. 

V.slight. 

V.slight. 

V.slight. 

V.slight. 

0.03 
0.04 
0.08 
0.02 
0.04 
0.03 
0.03 
0.02 
0.01 
0.03 
0.05 
0.08 
0.08 

3.30 

2.65 

1.20 

2.20 

2.25 

j  2.25 

I  2.85 

,  1.60 

\  1.90 

'  2.60 

1  2.30 

1.95 

1  2.16 

1.20 
0.90 
0.55 
0.60 
0.30 
0.25 
1.20 
0.35 
0.60 
0.85 
0.75 
0.55 
0.60 

.0090 
.0064 
.0012 
.0042 
.0014 
.0000 
1.0002 
'.0000 

Loooo 

1 

,.0000 

j.oooo 

1.0018 
[.0060 

.0023 

.0482 
.0138 
.0060 
.0066 
.0082 
.0072 
.0100 
.00,M 
.0064 
.0074 
.0092 
.0054 
.0100 

.0115 

.0326 
.0008 
.0082 
.0046 
.0048 
.0054 
.0082 
.0040 
.0054 
.0052 
.0070 
.0044 
.(3084 

.0083 

.0156 
.0040 
.0028 
.0020 
.0034 
.0018 
.0018 
.0014 
.0010 
.0022 
.0022 
.0010 
.0016 

.0032 

.,« 

.16 
.10 
.10 
.09 
.09 
.14 

.,. 

.10 
.12 

.n 
.1. 

1.12 

.0000 
.0050 
.0030 
.0150 
,.0000 
.0180 
.0030 
1.0050 

loooo 

1.0050 

j.oooo 

{.0040 
.0050 

.0045 

1 
.0000 

.0001 

.0001 

.0001 

.0000 

.0000 

.0000 

.0000 

.0000 

.0000 

.0000 

.0000 

.0000 

.0000 

.2190 
'.1153 
'.0864 
■0985 
.0912 
.1022 
.07(» 
.0949 
.0987 
'.0936 
1.0885 
t.1867 
1.1120 

'.113T 

1 

0.8 
0.9 
0.6 
0.6 
0.6 
0.8 
0.3 
0.1 
0.8 
O.S 
0.6 
0.6 
0.6 

At.* 

0.04 

'  2.28 

0.68 

0  6 

1 

Averages  of  Analyses 

of  Previous  Yean 

r. 

- 

1887t 

- 

. 

0.03  i  2.74 

0.81 

\ 

.0018  .0116 

- 

- 

.10 

.0007     .     1 

- 

. 

- 

1888 

- 

- 

O.OO'!  2.33 

0.49 

.0027  .0071 

- 

- 

.09 

.0085.0000' 

1          1 

- 

- 

- 

1889t 

1                  " 

1 

^ 

0.01  1  2.19 

0.40 

.0008[.0063 

.0062 

.0011 

1.09 

.0088.0000 

- 

- 

- 

18» 

0.04  1  2.28 

0.68 

.0023|.0ll6 

.0083 

.0082 

ll2 

1 

.0045.0000 

i 

.1137 

0.6 

*  Where  more  than  one  sample  was  collected  in  a  month,  the  mean  analysis  for  that  month  has  been 
used  In  making  the  average.  f  June  to  December.  X  January  to  June. 

NoTK  to  analyses  of  1893;  Iron,  .0065.  Odor  of  the  first  sample,  strongly  vegetable  and  unpleasant, 
becoming  strongly  oily  on  heating;  of  the  second  sample,  none,  becoming  decidedly  oily  on  heating;  of 
the  last  sample,  decidedly  vegetable  and  unpleasant ;  of  the  remaining  samples,  generally  faintly  vege- 
table or  none. The  first  three  samples  were  collected  directly  from  the  lake ;  the  remaining  samples 

from  a  faucet  at  the  pumping  station. 
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MONTAOITE. 

Microscopical  Examination  of  Water  from  Lake  Pleasant,  Montague. 

[Number  of  orgMiitmi  per  cabio  centimeter.] 


1898 

i 
Jan.  1  Feb. 

Mar. 

Mar. 

Apr. 

May.'jone. 

July. 

Aug. 

Sept 

Oct. 

Nov.  Dec. 

Day  of  czAmlnation, . 

25         7 

18 

28 

18 

16 

14 

15 

16 

14 

11 

14 

12 

Number  of  ■ample,    . 

0928  9972 

10186 

10168 

10259 

10392 

10516 

10653 

10812 

11022 

11162 

11328 

11471 

PLANTS. 

DiatomacesB, 

t 

0 

pr. 

48 

446 

8 

44 

1 

19 

pr. 

19 

153 

24 

Cyclotella,    .... 
FragUarla,    .... 
Melosira,      .... 

SyiMJdra 

Tabellaria,  .... 

''6 

0 
2 
0 

0 
0 
0 
0 
0 

0 
0 
0 

''6 

''6 
10 
89 
0 

8 
5 

4 

430 

3 

0 
0 
6 
2 
0 

12 
14 
12 

4 
2 

pr. 

0 
0 
0 

0 
14 
3 
0 
2 

0 
0 
0 

pr. 

pr. 

0 
0 
19 
0 
0 

4 
8 
144 
0 
2 

24 
0 
0 
0 
0 

AlgBB. 

0 

0 

0 

0 

0 

0 

17 

0 

50 

12 

73 

15 

0 

Chlorococcos, 

Pandorina,   .... 

iTotoooecas, 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
^^7 

0 
0 
0 

0 
0 
50 

2 
10 
0 

73 
0 
0 

3 
0 
12 

0 
0 
0 

ANIMALS. 

1 

Inftisoria,     .... 

9 

510 

pr. 

3 

2 

0 

0 

0 

1 

pr. 

0 

6 

88 

Dinobryon 

DinobryoD  cases, 
Peridlniam,. 

0 
9 
0 

190 

3U 

0 

0 

0 
8 
0 

2 
0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

0 
1 
0 

0 

0 

pr. 

0 
0 
0 

0 
6 
0 

3 
26 

4 

Vermes,  RoUtorian  oTa,     . 

0 

0 

0 

0 

0 

0 

0 

0 

2 

0 

0 

pr. 

0 

MUcelianeoutt  Zodglosa,  . 

0 

0 

0 

16 

8 

0        1 

0 

0 

0 

7 

2 

0 

Total,         .... 

11     510 

pr. 

68 

456 

8 

62 

1 

72 

12 

99 

176       57 

Water  Supply  of  Nahant. 
(See  SwampscoU.) 

Water  Supply  of  Nantucket.  —  Wannacomet  Water  Company. 

Wannacomet  Pood,  the  source  of  supply  of  this  compaoy,  has 
given  trouble  on  several  occasions  owing  to  the  presence  in  the 
water  of  abundant  growths  of  the  organism  Anabcena^  which  has 
generally  appeared  about  midsummer  and  disappeared  in  October. 
The  pond  is  a  natural  basin  with  sandy  shores  and  a  muddy  bottom, 
having  an  area  of  about  eight  acres  and  a  general  depth  of  about 
fourteen  feet.  It  has  no  visible  inlet  or  outlet  and  is  supplied  with 
water  which  percolates  into  it  from  the  sandy  territory  with  which 
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the  pond  is  surrounded.  In  1891  the  Ariabcena  gave  more  serious 
trouble  than  in  any  previous  year,  and  in  order  to  provide  a  remedy 
in  the  event  of  any  recurrence  of  the  trouble  a  filter  was  con- 
structed near  the  shore  of  the  pond  for  use  at  such  times.  In 
1892  the  pond  was  wholly  free  from  these  organisms,  and  there  was 
no  occasion  to  use  the  filter ;  but  in  1893  the  organisms  reappeared 
in  great  numbers,  and  the  filter  was  used  nearly  all  of  the  time  from 
August  8  to  October  18. 

A  description  of  the  filter  and  an  account  of  the  results  obtained 
by  its  use  during  the  period  above  indicated  are  contained  in  a 
paper  read  by  Mr.  W.  F.  Codd,  superintendent  of  the  works, 
before  the  New  England  Water  Works  Association,  and  many  of 
the  following  statements  are  taken  from  this  paper.  The  subject  is 
a  particularly  interesting  one  because  it  is  the  first  attempt  to  filter 
in  this  manner  a  water  containing  large  numbers  of  algae. 

In  constructing  the  filter  a  water-tight  circular  basin  or  reservoir, 
sixty-four  feet  in  diameter  at  the  bottom  and  six  feet  deep,  with 
slopes  of  two  horizontal  to  one  vertical,  was  first  made.  The  bot- 
tom of  this  basin  consisted  of  a  layer  of  puddle,  one  foot  in  thick- 
ness, and  the  slopes  were  formed  of  the  same  material.  In  the 
centre  a  circular  brick  well  was  built  to  collect  the  filtered  water, 
15.25  feet  in  diameter  inside  and  eight  feet  deep.  The  bottom  of 
this  well  is  of  concrete  and  is  somewhat  lower  than  the  bottom  of 
the  filter.  The  construction  of  the  filter  proper  was  then  begun  by 
covering  the  clay  bottom  with  a  layer  of  sand  one  inch  in  thickness, 
over  which  was  placed  a  layer  of  round  and  broken  stones  about 
two  feet  in  thickness.  Imbedded  in  the  layer  of  stones  are  four 
main  lines  of  twelve-inch  vitrified  pipe,  each  having  six  branches 
extending  out  from  each  side,  designed  to  collect  the  filtered  water 
and  convey  it  to  the  collecting  well.  Above  the  layer  of  stones  is 
a  six-inch  layer  of  gravel,  and  then  a  layer  of  filtering  sand  from 
twelve  to  sixteen  inches  in  thickness,  which  was  placed  in  three 
layers,  each  rolled  with  a  stone-roller.  Wrought-iron  aeration 
pipes,  perforated  with  holes,  three  thirty-seconds  of  an  inch  in 
diameter  and  two  feet  apart,  were  laid  in  the  bottom  of  the  collect- 
ing well  and  inside  of  every  vitrified  pipe  under  the  filter  bed,  it 
being  the  intention  to  aerate  not  only  the  filtered  water  but  the  filter 
bed  itself. 
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The  surface  of  the  filter  is  level  and  about  five  feet  above  high- 
water  mark  in  the  pond,  so  that  water  has  to  be  pumped  upon 
it.  The  pond  water  is  pumped  through  a  six-inch  pipe  which  rises 
vertically  through  the  filtering  material  to  the  surface  of  the  filter, 
and  the  water  is  kept  at  a  depth  of  from  twelve  to  eighteen  inches 
above  the  surface  of  the  sand.  The  filter  was  kept  saturated  and 
covered  with  water  at  all  times,  although,  as  it  was  the  custom  to 
pump  water  upon  the  filter  and  draw  the  filtered  water  from  the 
collecting  well  at  the  same  time,  the  filtration  through  the  sand  took 
place  only  while  the  pumps  were  in  operation.  As  a  rule  air  was 
forced  through  the  aeration  pipes  during  most  of  the  time  when  the 
pumping  was  in  progress. 

The  rate  of  consumption  during  the  summer  ranged  from  150,000 
to  220,000  gallons  per  day,  so  that  the  rate  of  filtration  if  it  had 
been  continued  through  the  whole  twenty-four  hours  would  have 
l>een  from  1,420,000  to  2,080,000  gallons  per  acre  per  day  (1.4  to 
2.0  gallons  per  square  foot  per  hour) .  The  pumps  were  generally 
operated  from  an  hour  to  an  hour  and  a  half  at  a  time,  while  the 
tank  was  being  filled,  and  then  shut  down  for  three  or  four  hours. 
Under  these  circumstances  the  filtration  took  place  at  a  much  more 
rapid  rate  than  is  above  indicated.  It  is  stated  that  the  filter  is 
intended  to  operate  at  the  rate  of  five  gallons  per  square  foot  per 
hoar. 

As  already  indicated,  the  Anabcena  appeared  in  such  numbers  in 
1893  as  to  cause  complaint  from  the  water  consumers,  and  the 
operation  of  the  filter  was  begun  on  August  8.  At  first  the  results 
appeared  to  be  satisfactory,  98  per  cent,  of  the  organisms  being 
removed  from  the  water  on  August  14,  and  nearly  all  of  the  odor  and 
color.  After  twelve  days'  use,  while  the  filtered  water  still  appeared 
to  be  clear,  complaints  of  the  odor  of  the  water  began  to  be  made 
by  the  consumers.  Two  days  later  it  was  noticed  that  a  scum  had 
formed  upon  the  surface  of  the  sand  and  the  filter  had  become 
clogged.  This  clogging  was  relieved  by  raking  the  surface,  and 
did  not  occur  again.  After  twenty-two  days'  use  the  odor  of  the 
filtered  water  was  so  strong  that  the  use  of  the  filter  was  discon- 
tinued, the  water  was  drawn  down  and  a  layer  half  an  inch  in  depth 
was  removed  from  the  surface  of  the  filter.  The  greater  part  of  the 
matter  removed  from  the  water  by  filtration  was  found  within  a 
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quarter  of  an  inch  of  the  surface.  In  some  places,  however,  the 
sand  was  stained  to  a  depth  of  eight  or  ten  inches.  It  was  also 
noticed  that  the  air  used  in  aerating  the  filter  had  passed  up  through 
the  material  unevenly  and  had  come  to  the  surface  at  several  places 
where  little  craters  were  formed.  The  portion  of  the  aerating  pipes 
extending  beneath  the  filter  bed  were  accordingly  disconnected  and 
were  not  used  again  during  the  season.  The  filter  was  again  used 
for  a  few  days  beginning  September  1,  but  the  odor  of  the  filtered 
water  was  so  strong  that  it  was  again  discontinued.  Up  to  this 
time  light  was  admitted  to  the  collecting  well,  but  afterward  it  was 
excluded. 

It  is  also  to  be  noted  that  these  unfavorable  results  were  obtained 
during  the  portion  of  the  year  when  the  pond  water  had  a  high 
temperature,  which  was  increased  by  the  exposure  of  the  water  in  a 
thin  layer  upon  the  filter  bed  and  by  the  warm  air  pumped  in  for 
aeration  from  the  engine-room.  After  September  29,  when  the 
temperature  of  the  water  was  below  sixty  degrees  Fahrenheit,  the 
filter  was  operated  without  any  trouble  and  there  was  said  to  be  no 
odor.  On  October  18  the  filtration  was  discontinued  for  the  season, 
as  the  Anaboena  had  disappeared  from  the  pond. 

The  results  of  the  chemical  and  microscopical  examinations  as 
given  in  the  following  tables  show  that  a  very  large  proportion  of 
the  Anaboena  were  at  all  times  removed  by  filtration,  but  at  times 
there  was  a  very  abundant  development  of  Zooglcea  in  the  filtered 
water.  For  instance,  in  the  sample  collected  on  September  20,  when 
the  unfiltered  water  contained  508  Anaboena  and  Anaboena  spores 
per  cubic  centimeter,  the  number  in  the  filtered  water  was  63.  In 
the  unfiltered  water  there  were  no  Zooglcea  and  in  the  filtered  water 
480.  On  this  date  the  amount  of  organic  matter  as  indicated  by  the 
albuminoid  ammonia  was  reduced  only  about  one-fourth,  but  as  a 
rule  nearly  three-fifths  of  the  organic  matter  was  removed  by 
filtration. 
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NANTUCKBT. 

Comparison  of  Examinations  of  Water  from  the  Wannacomet  Water  Company^s 
Works  before  and  after  Filtration, 

[Note. — Figures  in  bold-fkoed  type  show  tbe  results  of  examinations  of  water  from  the  pond. 
Figures  lo  Roman  type  show  results  of  examinations  of  the  water  after  passing  through 
tbe  filter.] 

[Parte  per  100,000.] 


a 


S 


Appbabakck. 


Auer.  14    De'ded, 
I    ffreen. 

▲ag.       14    None. 


AufiT.  aa 

Aug.       22 
Aug.  29 

Aug.      29 

Sept.    6 

Bept.        0 

Sept.  13 

Sept.      13 

8ept.20 

Sept.      20 

Oct.      4 

Oct.  4 

Oct.     U 

Oct.        11 

Oct.    18 

Oct.        18 


De'ded, 
ffreen. 

Distinct. 

'  Dist'ct, 
'    erreen. 

;  V.  slight, 
milky. 

De'ded, 
green. 

DiStiDCt, 

yellow. 

De'ded, 
I    green. 

SUght, 
I        milky. 
I 

I  De'ded, 

I I  green. 

I !  Decided, 
i  I        green. 

I  Dist'ct, 
green. 

Slight, 
mUky. 

Dist'ct, 
green. 

I  Slight, 
milky. 

Dist'ct, 
milky. 

None. 


Cons., 
rusty. 

None. 

Slight, 
yeflow. 

Slight. 

,  Cons., 
I  brcwu. 

I V.  slight. 


Slight, 
1  yellow. 

Slight. 


Slight, 
yeuow. 

SUght. 


Slight, 
yeuow. 

Slight. 

Cons., 
green. 

V.  slight. 


Cons. 
V.  slight. 
Slight. 
None. 


Odor. 


Cold. 


Hot 


Av. 

At... 


Distinctly 
disagreeabe. 

Faintiy 

disagreeable. 

Dist'ly  v'g'ble 
&  diaag^ble. 

Faintly  vegetable. 

De'd'ly  v'g'ble 
&  dlsag'ble. 

Decidedly  vegeta- 
ble &  an  pleasant. 

Dlsfly  v'gTble 
&  dlsa^ble. 

Decided, 

disagreeable. 

Distinctly 
vegetable. 

Decided, 

vegetable. 

De'd'ly  v'gHjle 
and  grassy. 

Decided, 

disagreeable. 

Distinctly 
unpleasant. 

Decidedly 

anpleasant. 

De'd'ly  v'g^le 
&  disable. 

Dist'ly  vegeUble 
and  disagreeable. 

Falnt'yv'gHjle 
and  grassy. 

Distinctly 

vegetable. 


Dist'ly  v'g'ble 
and  grassy. 

Faintly  vegetable. 

Dist'ly  v'g'ble 
anagrassy. 

Faintly  vegetable. 

Stro'gly  vege- 
table, grassy. 

De'd'ly  vegetable 
and  disagreeable. 

De'd'd.  sw'lsh 
and  grassy. 

Decided, 

disagreeable. 

Distinctly 
vegetable. 

Decided, 

disagreeable. 


De'ded,sweet,  '.OOOo! 
grassy, 

Decided,.  .0098 

disagreeable,  i 

De'd'ly  V'g'ble  .0000 
and  grassy, 


Ammonia. 


11 


.0526  .2607  S,m 


.0110 

.0000. 0168;.  1461 

.0002' 


.0122; 
.0000 

.0206 

.0000 

.0096 

.0000 


.0590' 

I 
0108 

0638 


Decidedly  grassy 
and  unpleasant. 

De'd'ly  v'gHale 
and  grassy. 

Dist'ly  vegetable 
and  grassy. 

Str'gly  v'g'ble 
and  grassy. 

Very  faintly 

vegetable. 


.0014 


.0010 


.0004 


.0022 


.0000 


.0016 
.0060 


.2646 

.13.-9 

.8397 


.0212 
.0258 
.0226 
.0698 
.0224 
.0870 
.0616 
.0574 
.0176 
.0442 
.0112 
.0286 
.0066  .0912 

_!_ 

.0520  .2351 
.0200  .1663 


.1669 
.2925 
.1660 
.2184 
.1960 
.2706 
.3649 
.1483 
.1166 
.1863 
.1174 


86 
1,100 

4 

460 

80 
336 

30 
925 

11 
508 

63 
968 

38 

1,748 

101 

800 

6 


1,008 
41 


144 

1 
76 

68 
200 

88 

0 

28 

0 

48 

0 

480 

136 

30 

72 

13 

6 

1 

70 

77 
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NANTUCKET.. 

Chemical  Examination  of  Water  from  Wannacomet  Pond,  Nantucket. 

[PftrU  per  100,000.] 


1 

1            APFft4Jyi9C«. 

'  Kksiduk  om 

1     EVAPOKA- 
1          TION. 

Ammokia. 

NiTSOOKV 
AS 

1 

M 

i   1 

ig 

i' 

s 

Albamlnold. 

1 

i 

;   1 

1 

s 

i 

1 

'1 1 

^ 

-                     ^ 

1    H 

(X 

H 

Q 

S> 

1  ^  1 

""1 

as 

as 

1    o  i  = 

itm.  \\ 

i 

1 

1 

i(mi 

Aug.l4    Decided, 

II      green. 

Aug  22  11  Decided, 

Coos.* 

rusty . 
Slight, 

O.T»i  7.20 

2.25 

.0110 

.0526 

.0272  .0254  2.04  .0000 

1           1 

.0000   .2607,  l.T 

10874 

0.45 

7.40 

2.00  1 

.0002 

.0590 

.0234  .0356|  2.23  .0000. OOOo'. 2646    1.6 

l|       green. 
Aag.29    Distfncl, 

yellow. 

1 

1       1       ;i      1,       1       L 

10022 

Cons., 

0.80 

6.50 

2.00 

.0000 

.0638 

.0190|  .04481  2.16  .0000 

.0000  .3897    1.4 

'1       green 

brown. 

0.18 

II        l| 

1 

10982 

Sept.  6  !|  Decided, 

Slight, 

7.00 

1.60 

.0000 

.0258 

.  0260>.  0008  l!l.99|  1.0000 

.0000  !. 2925'  1.6 

n       green, 
Sept.l3 "  Decided, 

yellow. 

1           '         '1 

11025 

Slight, 

0.25 
0.30 

8.45 

3.05 

.0000 

.0698 

.0240. 0458,  2.001,. 0070 

.0001   .2184!  1.7 

11070 

green. 
Sept.20|  Decided, 

vellow. 
Slight, 

7.60 

1 
2.70  1 

.0000 

.0670 

'      'i     i 

.0332|. 0388' 2.00. 0050 

.00001, .2706,  1.6 

green. 

yellow. 

1 

ll 

1      i'     r 

11117 

8ept.28  1  DlBtinct, 

Cons., 

0.20 

7.05 

1.70 

.0000 

.0674 

.0250'.0424!|  -    li.0080 

.0000,  .2233    1.6 

ll 

jj       green. 

green. 

1 

1           1         i. 

11146 

Oct.    4  1  Distinct. 

Cons., 

0.25 

6.05 

2.10 

.0000 

.0574 

.0228'. 0346', 2.00'l. 0000 
.0170.0272    -     LoOOO 

.0000  .1463    1.5 
.0000   .1863.  1.7 

11176 

Oct.  11  1  DlBtinct, 

Cons. 

o.io' 

6.80 

i.« 

.0010 

.0442 

1       green. 

1 

1           ,'        '. 

!■ 

11228 

Oct.  18  '  Distinct, 

i      milky. 

Oct.  25  I  Distinct, 

Slight. 

o.iol 

7.05 

1.85  1 

.0022 

.0286 

.0134  .0152  2.22, 

.0050 

.OOOO'  .1368'  1.6 

11253 

V.  slight. 

0.00 

- 

- 

- 

_ 

- 

-     |1    -     '  - 

11315 

Nov.  8  1  Slight. 

Cons., 

0.02 

5.85 

1.10 

.0016 

.0170 

.0126 

.0044 

2.01 

.0050 

.0000  .1680,  1.8 

yellow. 
Slight, 

1 

!■ 

1           1 

11465 

Dec.  6  i  Slight. 

0.02 

6.20 

1.20 

.0000 

.0108 

.0072.0036,  2.13  .0050 

.0000  .0936,  1.6 

1 

yellow. 

0.22^ 

.0013 

.0409 

1           1         •' 

r 

Av.. 

7.00 

2.02 

.0208  . 0261 12.08  i. 0025  .QOOOi  .911(7    1.A 

;, 

1 

' 

Averages  of  Analyses 

of  Previous  Years, 

- 

1887* 

- 

O.OS'    6.72     1.20 

.0002.0175'  -  !  - 

2.20'. 0020'    - 

- 

- 

1888  r 

1 

- 

0.05  ;  5.98     0.98  | 

.0002'. 0153     -     •   - 

1 

2.11.0048.0002     - 

- 

- 

1889t 

i 

- 

o.ioj'     - 

- 

.0061.0416.0269.0147 

1. 99, |. 0035  .0001     - 

- 

- 

1890§ 

1 

- 

0.00 

- 

- 

.0006  .0188  .0127  .0061 

1  1.96  1.0025.0000     - 

- 

- 

189111 

- 

- 

0.22 

7.54     2.33 

.0112  .0588  .0317  .0271 

1 

!  1.86. 0076  .0001     - 

1          ' 

1.4 

- 

1892ir 

1 

- 

0.03 

1  6.84  '  1.68 

.0004.0136.0111.0025 

1  2.221.0083.0000     . 

1.6 

- 

189311 

1 

- 

0.22 

1  7.00     2.02 

.0018.0469 

.0208,.  0261 

!  2.08  .0025  .0000  .2167 

1.6 

•  July  to  November. 
$  March  and  April. 


t  February  to  May. 
II  August  to  December. 


X  September  to  November. 
IT  May  to  October. 


Note  to  Analyses  of  1893;  Iron,  .0307.    Odor,  generally  distinctly  vegetable  and  disagreeable,  often 
becoming  stronger  on  heating. The  samples  were  collected  from  the  pond. 
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NANTUCKET. 

Microscopical  ExamincUion  of  Water  from  Wannacomet  Pond,  Nantucket. 

[Number  of  organisms  per  cable  oentimeter.] 


IMS. 

Aug. 

Aug. 

Aog. 

Sept. 

Sept.  Sept. 

Sept. 

Oct 

Oct. 

Oct. 

Oct 

Not. 

Dee. 

Day  of  examination,  . 

16 

24 

81 

0 

16 

22 

80 

6 

12 

21 

.27 

11 

8 

Nomber  of  sample,    . 

10801 

10874 

10022 

10982 

11025 

11070 

11117 

11146 

11176 

11228 

11253 

11316 

11465 

PLANTS. 

DiatomaceeB,  Synedra, 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

2 

pr. 

400 

CyanophyoeaB,    . 

2,2» 

1,100 

467 

886 

925 

508 

176 

968 

1,748 

800 

440 

5 

0 

Aaabmia,      .        .       . 
Anabmia  spores, . 
MJcroeystla,  . 

2.100 
04 
0 

760 

840 

0 

200 

260 

7 

228 

108 

0 

860 
66 
0 

356 

152 

0 

176 
0 
0 

968 
0 
0 

1,748 
0 
0 

744 
66 
0 

440 
9 
0 

6 
0 
0 

0 
0 
0 

Alg»,        .... 

16 

2 

9 

1 

25 

10 

0 

0 

0 

1 

9 

88 

14 

Pandorlna, 
Proloooceas, 
Bceoedesmas, 
Btanrastnim, 

10 
0 
4 

2 

0 
0 
2 
0 

1 
8 
2 
8 

1 
0 
0 
0 

0 

26 

0 

0 

0 
10 
0 
0 

0 
0 
0 
0 

0 
0 
0 
0 

0 
0 
0 
0 

0 
0 
0 

1 

7 
0 
2 
0 

0 

1 
34 

1 

0 
12 
2 
0 

Funffi,  Crenothriz, 

56 

0 

0 

0 

0 

0 

2 

2 

0 

0 

0 

1 

0 

ANIMALS. 

Inftisoria, 

8 

9 

20 

2 

0 

0 

0 

2 

10 

8 

21 

854 

16 

Cryptomonaa, 
DiDobryoD,    . 
Dinobryon  cases, 
Suslena, 
Oienodinlnm, 

Mona» 

Perldlnlum,  . 
Vortloella,     . 

0 
0 
0 
2 
0 
4 
2 
0 

0 
0 
0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 
20 
0 

0 
0 
0 
0 
0 
0 
2 
0 

0 
0 
0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 
2 
0 

0 
0 
0 
0 
0 
8 
2 
0 

0 
0 
0 
0 

? 

8 
0 

0 
10 
0 
0 
0 
0 
6 
6 

0 

60 

260 

0 
84 

0 

7 
0 
4 

0 
2 
0 
8 
0 

Vermes 

8 

4 

9 

4 

0 

0 

0 

4 

0 

7 

16 

8 

8 

Annrea, 
IConocerea,    . 
Polyarthra,    . 
Rotatorian  ova,     . 
Rotifer..        .        .       . 

4 
0 
2 
2 
0 

1 

0 

1 

5 
0 
0 

1 
3 

8 
0 
1 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

2 
2 
0 
0 
0 

0 
0 
0 
0 
0 

6 
0 
0 

1 
0 

16 
0 
0 

1 
0 

6 
0 
1 
0 
0 

0 
0 
8 
0 
0 

CroBtaoea.     . 

.08 

0 

.02 

.01 

.10 

.07 

0 

0 

0 

0 

0 

.01 

.04 

Cyclops, 

Daphnia,        .        .        . 

0 
.08 

0 
0 

0 
.02 

0 
.01 

0 
.10 

.02 
.06 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

.01 
0 

.04 
0 

.   144 

76 

200 

0 

.10 

0 

208 

136 

72 

6 

0 

2 

5 

Aeailna, 

ZoSgtoa.       .        .        . 

0 
144 

.01 
76 

0 
200 

0 
0 

.10 
0 

0 
0 

0 
208 

.04 
136 

.04 
72 

0 
6 

0 
0 

0 
2 

0 
6 

Total,  .... 

2.466 

1,191 

706 

343 

960 

518 

386 

1,112 

1.830 

817 

497 

404 

438 
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Chemical  Examinalxon  of  Water  from  Wannacomet  Pond  after  FUtralion. 

[Parte  per  100.000.] 


^§ 

APrBAmANOB. 

?          Residue  on 

g               Evaporation. 

Ammonia. 

i 
1 

l^ITBOOBM 

1^ 

o 

a 

% 

f 

«s 

1 

1 

il 

1 

1 

1 

10802 

IMS. 

Ang.  14 

None. 

None. 

0.15 

.0000 

.0168 

1.08 

.0000 

.0000 

.1461 

1.. 

.OIB 

10875 

Aug.  22 

Distinct. 

Slight. 

0.08 

7.26 

.0122 

.0108 

2.04 

.0100 

.0001 

.1850 

.0090 

10023 
10083 

Aug.  20 
Sept.    6 

DlsUnct, 
yellow. 
Slight, 

milky. 
Decided, 

V.  slight. 
Slight. 

0.10 
0.15 

6.50 
8.40 

.0206 
.0096 

.0212 
.0226 

2.14 
2.00 

.0020 
.0050 

.0001 
.0001 

.1659 
.1660 

1.6 

.0060 
.0140 

11026 
11071 

Sept.  13 
Sept.  20 

SUght. 
Slight. 

0.05 
0.60 

7.15 
8.75 

.0000 
.0098 

.0224 
.0516 

2.04 
1.99 

.0070 
.0030 

.0001 
.0001 

.1050 
.3649 

2.6 

.0100 
.0800 

11147 
11177 

Oct.     4 
Oct.   11 

Slight. 
mUky. 

None. 

V.  slight. 
V.sUght. 

0.15 
0.05 

6.35 
6.25 

.0014 
.0004 

.0176 
.0112 

2.00 

.0030 
.0120 

.0008 
.0000 

.1155 
.1174 

1.5 

.0135 
.0070 

11229 

Oct.    18 

None. 

0.02 
1 
0.16 

7.20 

.0000 

.0066 

2.18 

.0100 

.0001 

.0912 

1.3 

.0075 

Av... 

7.15 

.0060 

.0200 

2.05 

.0058 

.0001 

.1653 

.0131 

! 

Odor,  generally  distinctly  vegetable  and  unpleasant  or  disagreeable. Nos.  10923  and  10983  were 

collected  directly  from  the  filter;  the  remaining  samples,  from  a  faucet  at  the  pumping  station  while 
drawing  water  from  the  filter. 


Microscopical  Examination  of  Water  frotn  Wannacomet  Pond  after  FUtralion, 

[Number  of  organisms  per  cubic  centimeter.] 


180S. 

Aug. 

Aug. 

Aug. 

Sept. 

Sept 

Sept 

Oct 

Oct 

Oct 

Day  of  examination, 

16 

24 

31 

9 

16 

22 

6 

12 

21 

Number  of  sample,  .... 

10802 

10875 

10923 

10983 

11026 

11071 

11147 

inn 

11229 

PLANTS. 

OyanophyceeB 

36 

4 

80 

30 

11 

68 

88 

101 

5 

Anabnna. 

Anabflsna  spores. 

36 
0 

3 
1 

80 
0 

28 
2 

11 
0 

60 
3 

38 
0 

101 
0 

5 
0 

Alfiree 

10 

18 

0 

1 

5 

0 

0 

0 

0 

Pandorina 

ProtococcuB,      .... 

10 
0 

18 
0 

0 
0 

1 
0 

0 
5 

0 
0 

0 
0 

0 
0 

0 
0 

MUcellaneouSt  ZoSglcea, . 

1 

58 

38 

28 

48 

480 

30 

IS 

1 

Total, 

47 

80 

118 

59 

64 

643 

68 

114 

6 
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Water  Supply  of  Natick. 

Chemical  Examination  of  Water  Jrom  Dug  Pond,  Natick., 

[ParU  per  100,000.] 


NATICK. 


s 

Appbarancb. 

KasiD 
EvAi 

TI 

\i_ 

6.35 

UK  ON 
•OMA- 
[)N. 

§1 

0.95 

Ammokia. 

1 

s 

i 

.75 

NiTROOBN 
AB 

1 
1 

! 

1 

ti 

,     Albuminoid. 

i 
1 

5 

i 

i 

1  1    1 

H 

1 

s 

CO 

1 

S3 

0«I5 

Jan.    3    Slight. 

Slight. 

0.05 

.0138  .017    .0144 

.0034 

.0060 

.0000 

.1715 

2.5 

W75 

Feb.  6    V.aUght. 

Slight. 

0.04 

1  5.45 

1.20 

.0182'.0100 

.0170 

.0020 

.76 

.0100 

.0001 

.2263 

2.6 

10076 

Mar.  2!  V.  Blight. 

SUght. 

0.08 

5.60 

1.75 

.0150  .0158 

.0134 

.0024 

.68 

.0180 

.0001 

.1908 

2.1 

10906 
10M8 

Apr.  3i  SUsht, 

1      clayey. 
May   2)  Slight. 

SUght. 
Slight. 

0.08 
0.08 

4.80 
5.15 

1.00 
1.05 

.0098  .0148 
.0016  .0178 

.0124 
.0146 

.0024 
.0032 

.60 
.66 

.0460 

.0480 

.0004 
.0008 

.2190 
.1971 

1.8 
1.9 

loin 

June  1 

Slight. 

Slight. 

0.10 

5.35 

i.45 

.0034 

.0160 

.0136 

.0024 

.70 

.0600 

.0005 

.3087 

1.9 

10S08  JoJy  5 

1  Diettnet. 

Slight. 

0.05 

'  5.35 

1.80 

.0020 

.0254 

.0290 

.0034 

.71 

.0300 

.0006 

.3397 

1.9 

10725  Aug.  3 

DiatlQet. 

Slight. 

0.15 

1  5.65 

1.65 

.0010 

.0194 

.0158 

.0086 

.74 

.0160 

.0001 

.1691 

2.1 

100i6|  S«pt.  1 

'  Distinct. 

Slight. 

0.08 

5.40 

1.85 

.0000 

.0220 

.0166 

.0064 

.70 

.0000 

.0001 

.2646 

2.1 

11130 

Oct.   2 

Diatlnct. 

Slight. 

0.05 

5.80 

1.65 

.0006 

.0238 

.0192 

.0046 

.72 

.0000 

.0000 

.2233 

2.3 

11281 

N,v.l 

SUght. 

Con». 

0.12 

5.05 

1.30 

.0038 

.0220 

.0164 

.0056 

.73 

.0030 

.0006 

.3080 

2.1 

11442' Dec.  4 

V.  Blight. 

Slight. 

0.12 
0..S 

4.96 
5.28 

1.10 
1.89 

.0054 
.0062 

.0168 
.0192 

.0144 
.0158 

.0024 
.0034 

.72 
.71 

.0080 
.0193 

.0004 

.0003' 

1 

.2106 
.2345 

2.2 

At.. 

0  1 

Averages  oj  Analyses  of  Previous  Years. 


1887-  ! 

- 

- 

0.14 

1888    , 

- 

- 

0.13 

1889 

- 

- 

0.16 

1890    < 

- 

- 

0.14 

1891 

- 

- 

0.09 

1892 

- 

- 

0.06 

1893    ! 

- 

- 

0.08 

I 


6.25 
5.24 
5.51 
5.85 
5.71 
5.38 
5.28 


1.21 

1 
.0039 

.0215 

- 

- 

.70 

.0050 

- 

- 

1.09 

'.0070 

.0228 

- 

- 

.66 

.0197 

.0003 

- 

1.22 

.0044 

.0242 

.0196 

.0046 

.71 

.0289 

.0004 

- 

1.36 

|.0027 

.0199 

.0166 

.0033 

.72 

.0227 

.0002 

- 

1.46 

j.0085 

.0207 

.0167 

.0040 

.69 

.0326 

.0003 

1      - 

1.24 

.0068 

.0173 

.0135 

.0038 

.72 

.0323 

.0001 

1      _ 

1.39 

.0062 

.0192 

.0158 

.0034 

.71 

1 

.0193 

.0003 

.2345 

2.7 
2.4 
2.4 
2.1 


*  June  to  December. 

Note  toanalysea  of  1893;  Iron,  .0074.    Odor,  generally  dlBtinctly  vegetable  and  nnpleaaant,  often 
diaagneable. The  aamplea  were  collected  from  a  faucet  at  the  pumping  atation. 
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KATICK. 

Microscopical  Examination  of  Water  from  Dug  Pond,  Nalick, 

rNnmb«r  of  organlama  par  cable  oenilmater.] 


IMS. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

Jane. 

Jnly. 

Aug. 

Sept 

Oct. 

Not. 

Dee. 

Day  of  examlnatloD, 

6 

7 

8 

4 

8 

2 

7 

4 

2 

8 

8 

6 

Knmberofaampla,   . 

9845 

0976 

10075 

10206 

10848 

104n 

10608 

10726 

10046 

11180 

11281 

1144S 

PLANTS. 

DlatomaceeB,     . 

484 

3 

8 

S8 

778 

IS 

186 

146 

88 

18 

432 

1,485 

Atterionella, 
Gycioteila,   . 
Meloaira,      . 
Bynedra, 
Tabellarla,  .       .       . 

68 

338 

48 

40 

0 

0 
8 

% 

0 

0 
0 
9 

pr. 

26 
3 
0 

68 

78 

600 

42 

0 

0 

7 
6 

0 

1 

0 
68 
20 
0 
8 

0 
144 
0 
1 
0 

0 

1 

86 
2 
0 

6 
0 
0 

1 
4 

86 
24 
360 
0 
12 

790 

80 

640 

S 
» 

Cyanophyceas,  . 

pr. 

0 

8 

8 

8 

8 

8 

8 

11 

8 

2 

t 

Clathrocyttls,      . 
Miorocystia, 

^'i 

0 
0 

0 
0 

0 

0 
0 

0 
0 

0 
0 

8 
0 

4 
7 

0 
0 

0 

s 

0 

0 

Alfir».      .... 

24 

8 

pr. 

pr. 

58 

18 

187 

12 

21 

14 

133 

n 

Chlorococcas,     . 
Cloaterium, . 
OloaocystiB, . 
ProtococoaB, 
Rapbidium, 
Zodaporea,  . 

2 
8 
0 
14 
6 
0 

0 
0 
0 
0 
0 
0 

0 

0 
0 
0 

0 

0 
0 
0 

0 
0 
0 

4 
0 
46 

0 
0 
0 
10 
0 
0 

0 
1 
86 
100 
0 
0 

1 
1 
0 
10 
0 
0 

0 

1 

2 

16 

2 

0 

14 
0 
0 
0 
0 
0 

12 
14 
7 
100 
0 
0 

0 

24 

0 

0 
0 
0 

Funirl,  Crenothrlx, 

1 

8 

pr. 

2 

8 

8 

8 

8 

8 

8 

pr. 

8 

ANIMALS. 

Bhizopoda,  DIfflugia, . 

' 

8 

pr. 

8 

8 

pr. 

8 

8 

8 

8 

8 

8 

Inftisorla,     . 

pr. 

pr. 

8 

pr. 

4 

pr. 

58 

8 

8 

8 

15 

4 

DiDobryoD  caeea, 
Monaa, 
PeridlnlDm, 
TrachelomoDaa,  . 
VortioelU,   .       .       . 

0 
pr. 
pr. 

0 

0 

pr. 

0 
0 
0 

0 
0 

0 
0 

0 

1 

0 

2 

pr. 

0 
0 
0 

62 

1 
pr. 

0 
0 
0 
0 
0 

0 

1 

2 
0 
0 

0 
0 
0 
0 
0 

14 

1 

0 

8 
0 

1 
0 
0 

Vermes,  Anurea,  . 

pr. 

pr. 

8 

8 

8 

8 

8 

1 

5 

8 

8 

8 

Mi9cellaneou9,   . 

18 

8 

12 

8 

2 

8 

8 

28 

18 

88 

8 

2 

A  carina, 
Zoogloca,      . 

0 
18 

0 
0 

0 
12 

0 
0 

.01 
2 

0 
0 

0 
8 

0 
28 

0 
10 

.82 
08 

.01 
0 

0 

2 

Total, 

538 

8 

21 

82 

834 

28 

208 

180 

80 

126 

-1 

1.4M 
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NATICK. 

Tabu  showing  Heights  of  Water  in  Dug  Pond  on  Dates  when  Samples  of  Water 
were  collected  for  Analysis. 

NoTB.  — High-water  mark  is  13.0  feet. 


Jan.  8. 
Feb.  «, 
Mtf.  2, 
Aprils, 

June  1, 


DATC-iaM. 


DATS.  — 189S. 


Jaly  S, 
Aug.  3, 
Sept.  1, 
Oct.  8, 
Nov.  1, 
Deo.   4, 


Height  of 
Water. 


Feet. 
11.68 


10.25 
9.7S 
8.02 
8.50 
8.83 


Water  Supply  of  Nebdham. 
Chemical  Examination  of  Water  from  the  Well  of  the  Needham  Water  Works, 

[Parts  per  100,000.] 


^^ 

AFPBAHAirOK. 

si 

Ammomia. 

1 

KlTEOQEM 
A8 

|i 

i 

s 

6 

1 

1 

i 

< 

1 

S 

1 

10085 

1S93. 

Feb.  20 

None. 

None. 

0.0 

4.80 

.0000 

.0012 

.66 

1 

.1300 

.0000 

.0277 

2.5 

.0000 

1M85 

May   23 

None. 

None. 

0.0 

5.00 

.0000 

.0002  , 

.73 

.2000 

.0000 

'.0450 

1.9 

.0000 

10865 

Aug.  21 

Nono. 

None. 

0.0 

5.60 

.0000 

.0000 

.56 

.0750 

.0000 

i.0735 

1.6 

.0000 

11329 

Not.  14 

None. 

None. 

0.0 

5.10 

.0000 

.0018 

.58 

.1000 

.0000  1 

1 

'.0664 

j 

1.8 

.0000 

11503 

Deo.   18 

None. 

None. 

0.0 
0.0 

5.00 

.0000 

.0004 

.50 
.63 

.1100 
.1230 

.0000 

.0486 

1.6 
1.9 

.0000 

At... 

5.28 

.0000 

.0007 

.0000 

.0522 

.0000 

Odor,  none. Noe.  10435  and  11508  were  collected  from  fauceta  in  the  village;  the  remaining 

mplea  either  directly  from  the  well  or  from  a  fanoet  at  the  pumping  station  while  pamping. 

Microscopical  Examination, 

An  insignlflcant  number  of  organisms  was  found  in  all  but  one  of  these  samples. 
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NEW  BEBFOKD, 

Water  Supply  of  New  Bedford. 
Chemical  Examination  of  Water  from  the  Conduit  of  the  New  Bedford  Water  Works. 

[Parts  per  100,000.] 


1 

i 

Appbarakcb. 

Rbsiddk  on 

EVAFOIU.- 
TIO». 

i 

Ammonia. 

1 

MITROOKK 

▲s 

1 

0 

1 

1 

<s 

^ 

i 

r 

Albuminoid. 

i 

1 
^ 

il 

1 

"S 

1 

1 

i'^ 

0950 

Jan. 30 

None. 

V.slight. 

1.00 

6.80 

3.00 

.our- 

.02^  . 

.0230 

.0050 

.02 

.0070 

f             1 
.0001  1.4066|1.8 

10003 

Mar.  1 

V.slight. 

SHght. 

1.26 

4.80 

2.30 

.0008 

.0184 

.010o'.0024 

.48 

.0070 

.0001 

1.12681.7 

10185 

Mar.29 

V.  slight. 

Slight. 

1.30 

4.26 

2.30 

.0004 

.0146 

.0130  .0016 

.38 

.0160 

.0001 

0.846S.0.S 

10438 

May  23 

V.slight. 

Cons. 

2.10 

4.66 

2.15 

.0012 

.0236 

.0224.0012 

.37 

.0030 

.0000 

1.3237  0.3 

1             1 

105<» 

jQDe26 

V.  slight. 

Slight. 

rusty. 
Slight. 

1.80 

4.65 

2.00 

.0012 

.0232 

.020o[.0032 

.48 

.0070 

.0001 

1.2442  0.0 

j             1 

10600 

July  25 

V.slight. 

2.00 

4.86 

2.00 

.0020 

.0268 

.0220'. 0042 

1 

.40 

.0030 

1 

.0002 

1.0700  0.0 

j             ) 

10800 
11115 

Ang.28 
Sept.28 

V.slight. 
V.slight. 

Cons., 

brown. 
Slight. 

1.30 
0.85 

3.05 
4.15 

1.70 
1.90 

.0004 
.0000 

.0170 
.0254 

.0180  .0074 

.49 
.60 

.0000 
.0030 

.0002 
.0000 

1.0428  O.S 

i            I 
'0.07701.3 

1 

11286 

Oct.  23 

V.slight. 

Slight. 

0.75 

6.06 

3.35 

.0000 

.0220 

.0184.0036^ 

.64 

.0030 

.0001 

0.5648  0.0 

11303 

Nov.27 

V.slight. 

V.slight. 

0.90 

4.06 

1.86 

.0088 

.0216 

.0100 

.0050 

.01 

.0030 

.0002 

|1.02n,1.0 

11506 

Deo.17 

V.slight. 

Slight. 

1.00 

6.00 

2.80 
2.36 

.0040 
.0022 

.0196 
♦.0224 

.0180 
.0189 

.0010 
.0035| 

.07 
.51 

.0060 
.0061 

.0001 
.0001 

,1.07321.4 

'             1 

Av.. 

1.35 

6.05 

1.04401.0 

Averages  of  Analyses  ofPreviotis  Tears. 


1887t 

- 

- 

1.37 

1 

I  5.10 

1.95 

1 
1.0021 

.0290 

- 

- 

4 

.0187 

- 

1888 

- 

- 

1.48 

'  6.19 

2.32 

1.0014 

.0254 

- 

- 

1 

.0183 

.00011 

1880 

- 

- 

1.51 

!s.9« 

1.74 

.0014 

.0241 

.0206 

.0035 

.50 

.0103 

.0001 1 

1 

1800 

- 

- 

1.48 

'  5.01 

2.41 

.0013 

.0232 

.0195 

.0087 

.45 

.0125 

.0001 

1 

1801 

- 

- 

0.95 

^  3.90 

1.81 

.0005 

.0197 

.0171 

.0026*  .42 
.0033^.52' 

.0103 

.0000' 

1 

1892 

- 

- 

1.10 

1  4.87 

2.24 

.0006 

.0227 

.0194 

.0108 

.0001 

1893 

- 

- 

1.35 

!  5.05 

2.36 

1.0022 

i 

.0224 

.0189 

.0036 

.51 

.0051 

.0001! 

1.2 

-,1.0 
1.04401.0 


*  Exclusive  of  No.  10896. 


t  June  to  December. 


NoTB  to  Analyses  of  1893;  Iron,  .0223.    Odor,  vegetable  and  grassy  or  sweetish. The  samples 

wore  collected  from  the  conduit  at  its  entrance  to  the  receiving  reservoir.    Water  from  Little  Qulttacas 
Pond  was  drawn  into  the  storage  reservoir  from  July  23  to  about  Oct.  1,  1893. 
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NEW  BEBFOBD. 
Microscopical  ExamincUion  of  WcUer  from  the  Conduit  of  the  New  Bedford 

Water  Works, 

[Number  of  organisms  per  cable  centimeter.] 


18»S. 

Jan. 

Mar. 

Mar. 

May. 

June. 

July. 

Aug. 

Sept. 

Oct 

Nov. 

Dec 

Day  of  examination, . 

31 

2 

30 

24 

27 

26 

29 

30 

24 

28 

19 

Number  of  sample,    . 

9960 

10063 

10185 

10488 

10M3 

10696 

10896 

11115 

11235 

11893 

11505 

PLANTS. 

DiatomacesB, 

0 

0 

8 

28 

1 

1 

1 

0 

1 

1 

2 

AsterionelU,        .       .       . 
Synedra,       .... 

0 
0 

0 
0 

1 
2 

8 
20 

0 
1 

0 

1 

0 

1 

0 
0 

0 

1 

0 

1 

0 
2 

Cyanophyceee,  . 

0 

0 

0 

0 

0 

110 

16 

0 

0 

0 

0 

ClatbrocystiB,      . 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

6 
104 

0 
16 

0 
0 

0 

0 

0 
0 

0 
0 

AlgSB,  Protocoocns, 

0 

pr. 

0 

0 

0 

58 

12 

0 

0 

0 

0 

Fungi,  Crenotbrlz, 

pr. 

pr. 

1 

16 

s 

2 

28 

0 

3 

0 

0 

ANllCALS. 

Inftisoria.     .... 

5 

pr. 

10 

1 

0 

0 

2 

0 

0 

pr. 

0 

Dlnobryon,  .... 
Dlnobryon  cases, 
Peridioiom, 

5 
pr. 

^'6 

0 
pr. 

8 
0 

0 

1 

0 
0 

0 
0 
0 
0 

0 
0 
0 
0 

0 
0 

1 
1 

0 
0 
0 
0 

0 
0 
0 
0 

0 
0 

pr. 

pr. 

0 
0 
0 
0 

iR%uUaneauM,Zo6g\aa^,  .       . 

in 

44 

20 

28 

24 

36 

92 

28 

8 

2 

13 

Total,         .... 

181 

44 

34 

73 

28 

207 

151 

28 

12 

8 

16 

Chemical  Examination  of  Water  from  Little  QuiUacas  Pond,  Lakeville, 

[Parts  per  106,000.] 


i 

s 
2 

Appbasavob. 

Kesidub  ok 

EVAPOKA- 
TIO». 

Ammonia. 

KrraooBM 

AS 

1 

D 

5 

1 

1 

1 

H 

§1 

r 

Em 

Albuminoid.     | 

1 

9ei 

55 

a 

1 

t 
1 

5 

i 

a 

CO 

1 

1  IMS. 

10105  Mar.  31  i  Hlight. 

Cons. 

0.10 

2.55 

0.80 

.0064 

.0136 

.0120  .00161 

.46 

.0030 

.0001 

.2774 

0.6 

10te9  Julyl2:  V.sligbt. 

V.sligbt. 

0.10  '  2.75 

1.30 

.0000 

.0162 

.0120  .0042 

.48 

.0000 

.0000  .2701;  0.6 

l<»:06July26    V. slight. 

Slight. 

0.12  ,  3.90  ;   1.66  1 

.0008 

.0182 

.0140;. 0042 

.43 

.0030 

.0000   .3330   0.5 

10772  Aug.  9    Distinct. 

Slight. 

0.12 

'  3.05  ,  1.40  1 

.0004 

.0160 

.0126 

.0034    .48 

.0000 

.0000   .2962   0.5 

lOWfl  Aug.31 

Slight. 

Slight, 

brown. 
Slight. 

0.10 

2.90 

1.05 

.0000 

.0160 

.0130 

.0080. 

.50 

.0050 

.0000 

.3397 

0.7 

W  Sept.  6 

1  Slight. 

0.10 

2.75 

1.10 

.0000 

.0176 

.0152 

.OO24I 

.47 

.0000 

.0000 

'.2652 

0.3 

ini«  8ept.28 

V.sligbt. 

Slight. 

0.10 

3.20 

1.10 

.00001.0148 

.0124 

.0024 

.48 

.0050 

.0000 

.2541 

0.6 

At.» 

Dec.  17 

L 

V.sligbt. 

1 

Slight. 

0.15 

o.„ 

3.25 
3.02 

1.65 
1.23 

.0006 
.0015 

.0148 
.0156 

.0124 
.0128 

.0024 

.0028! 

1 

.49 

.48 

.0030 
.0025 

.0000 
.0000 

.2956 
.2904 

0.6 

i 

0.6 

11    *  '     * 

*  Where  more  than  one  sample  was  collected  In  a  month  the  mean  analysis  for  that  month  has  been 
tued  in  making  the  average. 

Iron,  .0032.    Odor  of  No.  10706,  distinctly  vegeUble ;  of  No.  11506,  faintly  vegeUble ;  of  the  remain- 
ing Mmples,  none. The  samples  were  collected  from  the  pond  generally  fltbout  five  feet  beneath 

tbt  rarfaee. 
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NEW  BEDFORD. 

Microscopical  Examination  of  Water  from  Little  Quittacas  Pond^  LaheviUe, 
[Nnmber  of  organlimB  per  cable  oeDtlmeter.] 


IMS. 

April. 

July. 

July. 

Aug. 

Sept. 

Sept 

Sept. 

Dec 

Day  of  examination, 
Number  of  eample, 

4 

10196 

16 
10660 

28 
10706 

11 
10772 

2 
10946 

9 
10984 

80 
11116 

19 
11606 

PLANTS. 
DlatomaceeB 

Asterlonella,     .... 
Oyolotella,        .... 

Meloiira, 

Synedra. 

Tabellaria,        .... 

Gyanophyceas,  Moriamopedla. 

Alff8B,  Protococoaa,      . 

t08 

8 
5 
2 

188 
5 

0 

28 

14 

0 
14 
0 
0 
0 

0 

6 

12 

0 
10 
2 
0 
0 

0 

11 

26 

0 

24 
0 
0 
2 

5 

0 

26 

0 
20 
8 
3 
0 

0 

0 

21 

0 
20 
0 

1 
pr. 

0 

0 

0 

0 
0 
0 
0 
0 

0 
0 

18 

2 
9 
0 
2 
0 

0 

0 

ANIMALS. 
Infusoria, 

Dinobryon  oases,     . 
Peridinlnm,      .... 
Trachelomonas, 

460 

460 
0 
0 

2 

0 
2 
0 

0 

0 
0 
0 

0 

0 
0 
0 

0 

0 
0 
0 

1 

0 
0 

1 

0 

0 
0 
0 

8 

0 
0 
0 

MUcellaneouSt  Zodgloea, 

182 

22 

88 

82 

1,800 

42 

48 

2 

Total, 

858 

44 

69 

63 

1,826 

64 

46 

16 

Table  showing  Heights  of  Water  in  Acushnet  Reservoir  and  Little  QuiUcuias  Pond 
on  Dales  when  Samples  of  Water  were  collected  jor  Analysis, 


Acnihnet 
Reservoir. 

Little  Qalt- 
tacfls  Pond. 

Acaihnet 
Besenrolr. 

Little  Qatt- 
tacasPond. 

DisUnce  be- 
low High- 
water  Mark. 

Distance  be- 
low High- 
water  Mark. 

DisUnce  be- 
low High- 
water  Mark. 

DUtance  be- 
low High- 
water  Mark. 

1S98. 

Jan.  80 

Feet. 
1.4 

.      reet. 
2.6 

189S. 

Aug.  28,  .... 

Feet, 
2.6 

Feet. 
0.6 

Mar.    1 

0.0 

1.76 

1  Sept.28 

8.01 

1.26 

Apr.  29,    .       .       .       . 

0.0 

0.8 

Oct.  28.  .       .       .       . 

2.8 

2.2 

May  28 

0.0 

1.0 

Nov.  27,  . 

2.6 

2.0 

June  26,    .... 

0.0 

1.2 

Dec.  17.  . 

2.9 

0.7 

July  26,    ...       . 

0.9 

1.6 
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NBWBUBYPORT. 

Water  Supply  of  Newburypokt.  —  Newburyport  Water 

Company. 

The  use  of  water  from  the  Merrimack  River  by  the  Newburyport 
Water  Company  for  the  supply  of  the  city  was  the  subject  of  a  com- 
munication from  the  State  Board  of  Health*  to  the  company  in  No- 
vember, 1892,  pointing  out  the  danger  of  infection  from  typhoid  fever 
incurred  by  the  use  of  this  source  and  advising  that  a  further  supply 
of  pure  water  be  obtained  without  delay.  The  continued  use  of  the 
river  water  was  the  apparent  cause  of  an  epidemic  of  typhoid  fever 
in  Newburyport  in  January  and  February,  1893,  which  led  the  Board 
to  send  a  letter  relative  to  this  subject  to  the  mayor  of  the  city  early 
in  March,  a  copy  of  which  may  be  found  on  page  43  of  this  volume. 
The  city  of  Newburyport  subsequently  applied  to  the  State  Board 
of  Health  for  advice  relative  to  the  use  of  water  from  the  Artichoke 
River,  either  directly  or  after  filtration,  for  the  supply  of  the  city, 
and  the  reply  of  the  Board  may  be  found  on  page  4.4. 

The  Newburyport  Water  Company  increased  its  ground-water 
supply  in  1893  by  taking  the  Jackman  Spring,  so  called,  and  pro- 
viding a  temporary  pump  and  pipe  to  pump  and  convey  the  water 
from  this  npring  to  the  present  works.  It  also  constructed  a  well 
about  fifty  feet  in  diameter  and  fourteen  or  more  feet  in  depth,  a 
short  distance  from  its  present  wells,  and  near  the  edge  of  the  small 
reservoir  by  the  pumping  station.  The  works  as  enlarged,  however, 
are  not  likely  to  furnish  a  sufficient  supply  for  the  city  of  Newbury- 
port. 

It  will  be  noticed  by  reference  to  the  table  of  analyses  on  page 
242  that  a  very  unusual  amount  of  chlorine  was  at  times  present  in 
the  water  supplied  by  the  company  to  the  city.  This  result  is  due 
to  the  use  of  water  from  the  Merrimack  River  which  contained  a 
small  amount  of  sea  water. 

Analyses  of  water  from  the  Artichoke  River,  and  from  other 
sources,  examined  in  connection  with  the  investigation  of  new  sources 
of  water  supply  by  the  city,  will  be  found  in  tables  which  follow. 

•  Report  of  the  State  Board  of  Health  for  the  year  1892,  page  37. 
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NE  W  B  U  BYPOBT, 

ChemiccU  Examination  of  Water  from  the  Small  Storage  Reservoir  of  the 
Newburyport  Water  Company, 

[Parts  per  100,000.] 


i   1 

Appkasajicb. 

kb8idck  on 
Evapora- 
tion. 

1 

! 
1 

NlTBOQBK 

l| 

c 

1 

Albuminoid. 

c 

S^ 

^    1 

3 

H 

1 

1 

1 

3 

3 

1, 

1 

t 
1 

|i 

i_ 

1 

2 

i 

5 

1 

5 

1 

IMS.  1 

11387 

Nov.  25  1 

Distinot, 

Slight, 
clayey. 

0.10 

6.00 

0.70 

.0000 

.0036 

.0020  .0016 

.44 

'.0180 

.0005 

.1730 

2.T 

1 

clayey. 

1 

1 

the 


Iron,  .0360.    Odor,  dlitlnotly  vegetable. The  sample  was  collected  from  the  reservoir 

pamping  station. 

Microscopical  Examination, 

DiatomacesB,  Gyclotella^l;  Meridian,  I;  5yn«<ira,  13.    Algn,  Oon/frta,2.   Fung\,  Orenothrix,  A 
Infusoria,  Peridinium,  1.    Miscellaneous,  ZodgUm,  4.    Total,  26. 


Chemical  Examination  oj  Water  from  a  Faucet  in  Newburyport^  supplied  from 
the  Works  of  the  Newburyport  Water  Company, 

[ParU  per  100,000.] 


! 

Date  of 

Collection.  | 

1 

Appbahamck. 

o  5^ 

P 

10.00 

Amhokia. 

2.88 

NITBOQKM 
AS 

■8 

a 
s 

1 

1 

i 

*i 

i 

a 

i 

is 

< 
.0096 

S 

S 

1 

9881 

18»S. 

Jan.   16 

None. 

None. 

0.02 

.0016 

.0300 

.0000 

1 

1.2176 

3.0 

.oaoo 

9005 

Jan.   19 

None. 

V.  slight. 

0.10 

6.10 

.0012 

.0030 

.91 

.0300 

.0000 

.1825 

2.2 

.0125 

0940 

Jan.   23 

- 

- 

- 

- 

- 

- 

21.40 

- 

- 

- 

- 

- 

9970 

Feb.     6 

Slight, 

clayey. 
V.  slight. 

V.slight. 

0.08 

31.95 

.0062 

.0102 

14.54 

.0090 

.0003 

.2445 

7.3 

.0180 

10086 

Mar.    7 

V.  slight. 

O.08 

5.55 

.0012 

.0012 

.66 

.0160 

.0001 

.1684 

2.2 

.0170 

10212 

Apr.    6 

Distinct, 
clayey. 

Decided, 
clayey. 

V.  BliKht, 
clayey. 

V.  Blight. 

Slight. 

0.20 

5.50 

.0018 

.0058 

.88 

.0350 

.0001 

.1241 

1.9 

.0126 

10364 
10490 
10609 

May     8 
June    7 
July    6 

Slight. 

earthy. 
Slight. 

Slight. 

0.30 
0.10 
0.05 

6.30 
6.30 
6.00 

.0022 
.0004 
.0004 

.0072 
.0052 
.0040 

.41 
.45 
.40 

.0160 
.0150 
.0180 

.0000 
.0000 
.0000 

.1934 
.1606 
.0730 

1.9 
2.2 
2.1 

.0150 
.0120 
.0120 

10756 

Aug.    9 

Distinct, 
clayey. 
Blight. 

V.  Blight. 

0.20 

6.50 

.0000 

.0040 

.46 

.0070 

.0000 

.1343 

2.2 

.0200 

noil 

Sept.  11 

Slight. 

0.10 

7.30 

.0000 

.0038 

1 

1.29 

1.0070 

1 

.0000 

.0936 

2.7 

.0200 

11159 

Oct.     9 

V.  Blight. 

None. 

0.0.') 

5.50 

.0000  '.0010 

.40 

.0160 

1 

.0000 

.0192 

2.2 

.0200 

11306 

Nov.     8 

1893 
1887-88* 

DiBliuct. 

None. 

0.08 

1     6.00 

.0000  L0024 

-    \ 

.0013  1.0048 
|.0004    .0032 

.47 

3.44 
0.45 

.0180 

1 
,.0178 

1.0312 

1 

.0000 

.0680 
.1391 

2.3 
2.7 

.0180 

Av... 

o.n 

0.03 

1 

1     8.50 

1 

1    5.39 

.0000 
.0001 

.0164 

Av... 

•  June,  1887,  to  May.  1888. 


Odor,  vegetable,  frequently  none. The  samples  were  collected  from  a  faucet  at  No.  2 

Street. 


Btato 


Digitized  by  CjOOQ IC 


No.  34.]     EXAMINATION  OF  WATER  SUPPLIES.  243 

NBWBUBYPORT. 

Microscopical  Examination  of  Water  from  a  Faucet  in  Newhuryporty  supplied 
from  the  Works  of  the  Newburyport  Water  Company, 

[Nomber  of  organiimi  per  cable  centimeter.] 


IMS. 

Jan.  1  Jan. 

1 

Jan. ,  Feb.   Mar. 

1          1 

Apr. !  May.  Jane.'  Jnly. 

'Ang. 

Sept 

! 
Oct.  1  Nov. 

Day  of  examinatloD, . 
Number  of  aample,    . 

17 
9881 

21 

9906 

9940 

7 
9970 

8 
10086 

7 
10212 

9         9 
1086410490 

7 
10600 

10 
10766 

18 
11011 

10 
11169 

10 

11306 

PLANTS. 
DiatomacesB, 

IHatoma,       .... 
Fragflaria,    .... 
Bynedra,       .... 
Tabellaria,   .... 

Pangri*  Crenoibrix, 

84 

1 

0 

7 

26 

0 

0 

0 
0 
0 
0 

0 

- 

4 

0 
0 

4 
0 

0 

1 

0 
0 

1 

0 

1 

1 

0 
0 

1 
0 

0 

480 

0 

7 

480 

3 

0 

8 

0 
2 

1 
0 

0 

pr. 

0 
0 

0 

800 

800 
0 
0 
0 

0 

6 

0 
0 
2 
4 

86 

5 

0 
6 
0 
0 

0 

0 

0 
0 
0 
0 

0 

ANIMALS. 
Infosoria,      .... 

Dtnobryon,  .... 
Dinobryon  caaea, 

Mooaa, 

Peridlniam, 

2 

0 
2 
0 
0 

0 

0 
0 
0 
0 



pr. 
0 

pr. 

0 

0 
0 
0 
0 

0 

0 
0 
0 
0 

0 

78 

8 
68 
2 
0 

6 

60 

0 
60 
0 
0 

16 

2 

0 
2 

0 
0 

0 

1 

0 
0 
0 

1 

0 

168 

0 

168 

0 

1 

pr. 

0 

0 

0 

pr. 

0 

0 
0 
0 
0 

Mlteeliantout,  ZoSgloea,  . 

M 

0 

8 

282 

82 

10 

76 

Total, 

120 

0 

- 

12 

234 

1 

674 

79 

2 

301 

303 

16 

76 

Chemical  Examination  of  Water  from  Tubular  Test  Wells  at  Newburyport, 

pparts  per  100,000.] 


Date  of 

Collection. 

Appsasavob. 

§1 

1 

Ammonia. 

g 

NITROGKN 
AS 

ll 

1 

1 

H 

1 

1 

1 

-4 

1 

55 

2 

1 

U388 

iiaoo 
um 

IMS. 

Nov.  26 

Nov.  26 
Nov.  29 

suirht. 

cUyey. 
None. 

Distinct, 
cUyey. 

Cons., 

•and. 
None. 

Cons., 
clayey. 

0.0 
0.0 
0.0 

0.0 

19.80 
19.80 
24.70 

.0006 
.0010 
.0012 

.0009 

.0006 
.0002  , 
.0004 

2.68 
2.12 
1.59 

2.10 

.0800 
.0000 
.0000 

.0100 

.0008 
.0000 
.0000 

.0001 

.1032 
.0731 
.1435 

.3259 

11.8 
10.7 
9.0 

1.05 

.0020 
.0100 
.1140 

At... 

21.43 

.0004  , 

1 

.0420 

• 

Odor,  none. The  first  sample  waa  collected  from  a  tabular  test  well  Just  below  Frost's  ice  pond  in 

the  talley  of  a  tribntary  of  Little  River,  about  one  mile  south- weat  of  the  centre  of  the  city  of  Newbury- 
port; the  second  sample  from  a  tabular  test  well  located  on  the  northerly  side  of  Little  River  just  below 
the  point  where  it  Is  crossed  by  the  Byfield  road,  about  on  the  line  between  Newburyport  and  Newbury ; 
the  last  sample,  from  a  tabular  teat  well  in  the  valley  of  Little  River,  about  half  a  mile  or  more  north- 
west  of  the  well  last  dMcribed. 


Microscopical  Examination, 

No.  11388.    No  organisms. 

No.  11300.    MUcellaneoas,  Zodglaa,  1. 

No.  11423.    DlatomacesB,  Synedra,  1.    MLsoellanooos,  ZodgloBa,  1. 


Total,  2. 
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NEWBUBYPOBT. 

Chemical  Examination  of  Water  from  the  Artichoke  River  in  West  Newbury, 

[ParU  per  100,000.] 


^ 

AlT&JLlAlfCB. 

Rbsidcb  on 

EVAPOIA- 

Ammovla. 

NITBOOBK  1 

AM 

1 

1 

._  J 

TION. 

\ 

s 

§1 

r 

Albaminold.     | 

1 

o 

1 

-J 
1 

1' 

1 

5 

a 

1 

i 

i 

i 

•6 

it 

s 

1 

1 

^ 

8 

S 

i«»a,  ^ 

10265 

A|T.  J^l 

V.dllgbt. 

V.  slight.  ,0.55 

5.50 

2.25 

.00001.0254.0214 

.0040 

.50 

.0050 

.0000 

.6205  2.1 

IU@7 

Deu,    T 

None, 

iNone.       '0.55 

6.60 

1.00 

.OOOO'. 0182  .0162.00201 

.68 

.0050 

.0002, 

.5100   3.6 

naa 

Nov,  2,^ 

!  V.aUght, 

V.  alight.  10. 70 

7.70 

2.55 

.00081. 0240. 0222|. 0018; 

.82  1 

.0000 

.01651 

.91161  3.S 

lUOS 

Dlo,    7 

Kofie* 

V. •light.  |0. 50 

6.60 

1.20 

.00001.0162.0144.0018' 

1                    { 

.67  1 

.0030 

.0001 

.4719,  2.5 

At,. 

1 

0.68 

6.60 

1.76 

.0002.0210.0186.0024 

.69 

.0028 

.0042; 

.6287   «-' 

' 

Iron,  of  the  first  sample,  .00.'>5:  of  the  second,  .0120;  of  the  last  two,  .0110.    Odor  of  the  fl/at  two 

samples,  faintly  vegetable;  of  the  last  two,  distinctly  vegetable. The  first  two  samples  wereooileeted 

from  the  Articholce  River,  about  two  miles  above  lu  mouth,  at  the  Quaker  Church  Road  erosaiiif ;  thm 
last  two  samples  from  the  west  branch  of  the  Artichoke  River  at  the  first  road  crossing  above  lu  jncie- 
tioD  with  the  main  stream. 

Microscopical  Examination. 

The  total  number  of  organisms  found  in  each  of  these  samples  was  as  follows:  — 
No.  10265,  42;  No.  11407,  3;  No.  11389, 12;  No.  11468,  8. 


Water  Supply  of  Newton. 

Chemical  Examination  oj   Water  from  a  Faucet  at   the  Newton   Water  Works 

Pumping  Station. 

[Parts  per  100,000.] 


"i 

Apr 

BARAMCB. 

1 

1 

8  ^ 

Ammonia. 

1    MrrRooBv 

1              AS 

1  j 



1 

a 

1         P 

9 

1          H 

g 
1 

1 

O  g. 

1 

Ii 

<      1 

1 

i  1 

1 

5 

il 

1 

m 
33 

1 

1893. 

II 

9912 

Jan.   23 

None. 

None. 

0.00 

6.05 

.0000 

.0012  i 

.41     ' 

.0250 

.0000  11.0401 

2.2 

.0060 

10149 

Mar.  22 

Blight. 

Cons. 

O.lOi 

4.65 

.0010 

.0034  , 

.40 

.0120 

.0000    '.1648 

2.2 

.0200 

10406 

May    17 

Slight. 

V.  slight. 

0.03 

6.45 

.0000    .0020  I 

.40 

.0350 

.0000  i;.0474 

2.2 

.0110 

106:i0 

July   10 

V.  slight. 

V.  slight. 

0.00 

5.20 

.0008  '.002*2  1 

.31 

1.0250 

.0000    '.0611 

2.1 

.0060 

11354 

Nov.  21 

None. 

Slight. 

0.02  1 

5.05 

.0000  |.0008  1 

.38 

1.0000 

.0000  11.1344 

2.6 

.0126 

Av... 

0.03! 

5.08 

1.0004     nniQ  1 

.88 

.0194 

.0000   1  '^A-'M 

2.S 

.0119 

1 

. 

_ 

1887* 

. 

1888 

- 

1889 

. 

1890t 

-. 

18911 

— 

1892 

- 

1893 

Averages  of  Analyses  oJ  Previous  Years, 


0.00  I 

0.01  :i 

0.00  I 
0.00 


0.00 


0.02  I 
0.03  I 


4.97  1 

.0005 

4.64 

.0009 

3.93 

.0002 

-      ' 

.0000 

4.26  ! 

.0002 

5.13 

.0006 

5.08 

.0004 

.0070  I 
.0111  I 
.0061  I 
.0014 
.0072 
.0028  I 
.0019 


.35 
.30 
.32 
.31 
.36' 


.0047 

.0072  .0001 

l|.0126  .0001 

'.0250  .0001  i 

.0250  1.0000 

ll.OlOO  1.0001 

.0194  |.0000  i  1.0866 


.0119 


*  Jane  to  December. 


t  February. 

NoTK  to  analyses  of  1893;  Odor  of  10149,  very  faintly  vegetable;  of  the  remaining  samples,  none. 
*— The  samples  were  collected  from  a  faucet  at  the  pumping  station,  and  represent  the  water  as  It 
comes  from  the  covered  filter  gallery. 

Analyses  for  the  years  1887  to  1890,  inclusive,  represent  water  drawn  from  an  open  filter-basln.  In 
1890  the  works  for  collecting  ground  water  were  enlarged  by  the  construction  of  a  long  wooden  filter- 
gallery,  reinforced  by  tubular  wells.  A  portion  of  this  gallery,  seven  hundred  and  thirty-two  feet  hi 
length,  replaced  an  equal  portion  of  the  old  open  filter  basin.  In  1892  the  remaining  portion  of  the  open 
filter-basin  was  replaced  by  an  extension  of  the  filter  gallery,  and  after  Decembef  Qf  tl|at  year  Ul9 
water  pumped  for  the  supply  of  the  city  waa  not  exposed  to  light  at  any  point. 
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NEWTON. 

Microscopical  ExatnincUion  of  Water  from  a  Faucet  at  the  Newton  Water  Works 

Pumping  Station, 

[Namber  of  organlraiB  p«r  cnblc  centimeter.] 


1898. 


JanuAiy. 


March. 


May. 


July. 


KoTember. 


Day  of  examination, 
Nnmber  of  aample,  . 

PLANTS. 
DlatomaceeB,     . 

Cyelotella,  • 

FragUaria,  . 

Meloaira,  . 
Bynedra, 

Alge,       .... 

CloBterinm, . 
Protoooocos, 
Zooeporee,  . 

Pangrif  Crenothrix, 

ANIMALS. 
Infusoria,  Trachelomonas, 

MUetUaneoHMt  ZoQglcea,  . 
Total, 


24 
0912 


23 
10149 


18 
10406 


13 
10630 


22 
11364 


pr. 

0 

0 

pr. 


6 

1 


18 

12 
3 
0 
3 


pr. 


pr. 


82 


18 


32 


68 


Chemical  Examination  of  Water  from  the  Covered  Distributing  Reservoir  of  the 

Newton  Water  Works, 

[ParU  per  100,000.] 


2         1 
S         1 

Appkakakob. 

§1 
11 

Ammonia. 

1 

i 

.40 

KlTROOKN 
AS 

fl(5 

1 

i 

1 

a 

a 

1 

j 

1 

1 

1 

1 

1 

1 

Mil 

1 
ISM. 

Jan.  23 

None. 

V.  flight. 

0.00 

6.63 

.0000 

.0016 

.0200 

.0000 

.0438 

2.6 

.0000 

10148 

Mar.  22 

Slight. 

Cons., 

earthy. 
Slight. 

0.10 

6.35 

.0000 

.0040 

.42 

.0160 

.0001 

.0504 

2.9 

.0626 

10406 

May  17 

None. 

0.02 

6.96 

.0000 

.0030 

.80 

.0400 

.0000 

.0811 

3.0 

.0060 

10020 

July  10 

V.  alight. 

Slight, 

niBty. 
V.BHgbt. 

0.02 

7.00 

.0000 

.0024 

.32 

.0200 

.0000 

.0511 

3.6 

.0176 

11866 

Not.  21 

V.aHght. 

0.06 

6.16 
6.40 

.0000 

.0026 
.0027 

.38 

.0160 

.0000 
.0000 

.1428 
.0678 

3.0 
3.0 

.0220 

At... 

0.04 

.0000 

.38 

.0220 

.0196 

Odor  of  No.  10148,  very  faintly  yegetable;  of  No.  10406,  faintly  nnpleasant;  of  the  remaining 
■unplea,  none.  The  odor  of  No.  11366  became  distinctly  nnpleasant  after  standing  in  the  laboratory 
OMday.— The  sampleaTrere  collected  from  the  reaerroir.  ^ 
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NEWTON. 

MicroscopiccU  ExamincUion  of  Water  from  the  Covered  Distributing  Reservoir  of 

the  Newton  Water  Works. 

[Number  of  organisms  per  cubic  centimeter.] 


1888. 

January. 

March. 

May. 

July. 

Day  of  examination 

Nnmber  of  sample, 

24 
0911 

28 
10148 

18 
10406 

13 
10629 

22 
11856 

PLANTS. 
Diatomaceas,  Melosira,     . 

0 

3 

0 

0 

f 

MUceUaneouSt  ZoiSglcea,  .... 

0                 182 

11 

SO 

tt 

Total, 

0 

185 

11 

30 

22 

Chemical  Examination  of  Water  from  the  Main  Underdrain  of  the  Hyde  Brook 
Division  of  the  Newton  Sewerage  System, 

[ParU  per  100,000.] 


^^ 

Appeabakcb. 

§1 

Ajucokia. 

1 

1  2.60 

;2.66 

2.70 
2.35 
2.20 

2.48 

NlTBOaSM 
AS 

|1 

I 

e 

1 

1 

1 

.0074 
.0020 
1.0100 
i.0130 

.0056 
.0860 
.0112 

.0140 

1 

.0024 
.0028 
.0030 
.0026 

.0020 
.0060 
.0050 

.0037 

S 

1 

1 

0878 
10603 
10714 
10737 

10894 
11246 
11563 

1888. 

Jan.   10 

July     6 
July  81 
Aug.    7 

Aug.  28 
Oct.    24 
Dec.  30 

None. 
None. 
None. 
Distinct. 

None. 

Slight. 

milky. 
None. 

V.sUght 

V.sUght. 

BUght, 

sandy. 
Oons., 
earthy  & 
floccnPt. 
Slight, 

fibrous. 
Cons., 

fibrous. 
Slight. 

0.00 
0.00 
0.00 
0.02 

0.00 
0.15 
0.00 

0.03 

22.70 
26.10 
26.70 
32.70 

26.40 
27.30 
21.20 

25.43 

1.0000 

.3000 

1.2000 

1.2000 

1.2600 

1.0500 

.7500 

1" 
.9550 

.0006 
.0010 
.0012 
.0016 

.0018 
.0060 
.0006 

.0438 
.0000 
.0388 

.0316 
.1786 
.0231 

.0640 

11.2 
9.0 
8.0 
9.6 

9.6 
8.7 
8.7 

9.4 

.0020 
.0000 

.0100 
.0350 

.0100 
.0150 
.0050 

Av.* 

.0018 

.0099 

*  Where  more  than  one  sample  was  collected  in  a  month  the  mean  analysis  for  that  month  hai 
been  used  In  msking  the  average. 

Odor  of  No.  10714,  faintly  earthy,  disappearing  on  heating;  of  No.  10737,  distinct,  becoming  dis. 
agreeable  on  heating;  of  No.  11246,  decidedly  musty,  disappearing  on  heating;  of  No.  11563,  none, 

becoming  faintly  musty  on  standing  one  day  in  the  laboratory;  of  the  remaining  samples,  none. 

The  samples  were  collected  from  the  underdrain  at  its  outlet. 
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NEWTON. 

Microscopical  ExamincUion  of  Water  from  ike  Main  Underdrain  of  the  Hyde 
Brook  Division  of  the  Newton  Sewerage  System, 

[Number  of  orgaolBroa  per  cubic  centimeter.] 


Day  of  examlnatioD, 
Number  of  aample, 


PLANTS. 


Diatomace8s» 


Melorira, 
Synedra, 


Alg8d,  Pediaatram, 


Funirl*  - 


Creoothiiz, 
Mold!,       . 


ANIMALS. 
Infusoria.  Monas,     . 


MitctUan^niMt  Zo^gloea, 


Jan. 


July. 


14 

9873 


7 
10603 


pr. 


pr. 


July. 


31 
10714 


Aug. 


10737 


25 


Aug. 


29 
10894 


25 
11246 


1894. 


Jan. 


1 
11563 


0 
28 


Total, 


pr. 


26 


12 


67 


32 


Chemical  Examination  of  WcUer  from  Main  Underdrain  of  the  Cheesecake 
Brook  Division  of  the  Newton  Sewerage  System. 

[Parts  per  100,000.] 


1 
1 

1 

Appkaiamcb. 

jl 

13.10 

Ammonia. 

S 

NlTROeSM 
AS 

1 

t 

i 
1 

1 

H 

^ 

1 

1 

1 

i 

J 

lom 

IMS. 

July  31 

DlBtinct. 

Cons. 

0.08 

.0076 

.0018 

1.40 

.4000 

.0004 

.0000 

4.8    .0200 

10736 

Aug.    7 

Decided. 

Cons., 

0.05 

14.20 

.0038 

.0008 

1.66 

.3000 

.0004 

.0000 

5.6 

.0700 

10895 

Aug.  28 

DlsUnct. 

rusty. 
Heavy. 

0.10 

14.40 

.0072 

.0014 

1.50 

.2500 

.0002 

.0692 

5.6 

.0800 

11246 
11564 

Oct.   24 
Dec.  30 

Distinct, 

milky. 

Distinct. 

Cons., 

fibrous. 
Heavy. 

0.18 
0.01 

20.40 
15.50 

15.83 

.0060 
'.0120 

.0012 
.0022 

1.68 
1.59 

.2900 
.3260 

.0010 
.0008 

.0494 
.0077 

.0217 

6.0 
7.4 

6.0 

.0650 
.0480 

A?.« 

0.08 

.0075 

.0016 

1.51 

.3225 

.0006 

.0520 

*  Where  more  than  one  sample  was  collected  in  a  month  the  mean  analysis  for  that  month  has  been 
used  Id  making  the  average. 

Odor  of  the  first  sample,  faintly  mouldy;  of  the  second,  none,  becoming  faintly  earthy  on  heating; 

of  the  last  sample,  none,  becoming  faintly  vegetable  on  heating;  of  the  remaining  samples,  none. 

The  samples  were  collected  from  the  underdrain  at  its  outlet.  ^^  ^  C^  OOolp 
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NEWTON, 

Microscopical  Examination  of  Water  frtym  the  Main  Underdrain  of  the  Ousese- 
cake  Brook  Division  of  the  Newton  Sewerage  System. 

[Namber  of  organiama  per  cnblc  centimeter.] 


1888. 

July. 

Angoat 

Angoat 

October. 

Janoaiy. 

Day  of  examination,  ...               ... 

Namber  of  aample,     ...              ... 

31 
10713 

8 
10736 

20 
10896 

26 
11246 

1 
lldM 

PLANTS. 
FunflTli  Orenothrix, 

1,000 

8,M0 

840 

1.8t0 

2.W 

ANIMALS. 
Infusoria,  Monaa, 

0 

1 

0 

0 

8 

Mi9cellaneou9,  ZoSglooa, 

180 

80 

82 

15 

t 

Total,  t      .       -       -       ,       t       -       -       t 

1,180 

8,921 

872 

1,935 

2,882 

Chemical  Examination  of  Water  from  the  Main  Underdrain  beneath  the  Laundry 
Brook  Valley  Sewer ^  Newton, 

fParta  per  100,000.] 


%5 
1 

Appbabamoi. 

j! 

17.90 
15.90 

i   AmfoiriA. 

1 

1.87 
1.66 

KmtooEN 

A8 

1 

i 
1 

f 

1 

1 

2 
.1 

1 

• 

2 

Oxygen 
Conan 

Hardneit. 

1 

11247 
11562 

1888. 

Oct.    24 

Dec.  30 

Slight. 

milky. 
DiaUnct. 

Cona., 

fibroua. 
Cona. 

0.15 
0.01 

.0002 
.0072 

.0024 
.0028 

.4000 
.3000 

.0010 
.0003 

.0088 

.osn 

6.6 
7.8 

.0650 
.0400 

Odor  of  the  flrat  aample,  faintly  vegetable;  of  the  laat,  none. The  aamplea  were  collected  from 

the  underdrain  at  Ita  outlet. 

Microscopical  Examination, 

ISo.  11247.    Fungi,  Orenothrix,  020.    Mlaoellaneona,  ZodgUxa,  40.    ToUl,  960. 
No.  11562.    Fungi,  Crenothrix,  2,240. 
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nobthamptox* 
Water  Supply  of  Northampton. 

Chemical  Examinaiion  of  Water  from  the  Upper  and  Lower  Storage  Beservoirs 
of  the  Northampton  Water  Works  on  Boberts*  Meadow  Brook, 

[ParU  per  100,000.] 


1S98>  ' 
10686  Aug.  10 ; 

lOeST  Aug.  16 


Appsabakcb. 


None. 
Distinct. 


V.tUght. 
Slight. 


0.05 
0.12 


Rbsidub  oir 

£\'APOSA- 
TIOM. 


5.40 
5.55 


I 


1.50 
1.70 


Ammonia. 


OOOOt.OOSS 
0000.0140 


0028 
.0076 


•2 

•o 


.0010 
.0064 


NITBOOBM 


.0070 
.0000 


.0000 
.0000 


.1404 


1.0 
1.9 


Iron  In  the  first  sample,  .0040;  In  the  last,  .0165.  Odor  of  the  first  sample,  none,  becoming  dis- 
tinctly regeuble  on  heating;  of  the  last  sample,  none. The  first  sample  was  collected  from  the 

upper  reservoir  at  Roberts'  Meadow ;  the  last  from  the  lower  reservoir  at  Leeds. 

Microscopical  Examination. 

No.  10886.  Diatomacett,  Fragitaria,  5;  0<nnphon€ma,A;  Synedra,  1.  Misoellaneons,  Zodglaat  28. 
Total,  88. 

No.  10887.  1>iMiomMeem,Oyelot€Ua,2;  IHatoinat2;  XpitAemia,2;  Fragilaria,  14;  Oomphontma,2; 
MeloHra,  4;  Ifavicula,  1;  PhtnulariOt  8;  Synedra,  7,360;  TaMlaria,  1.  Infusoria,  PleHdinium,  2. 
Vennes,  J\>lyarihra,  2.    Miscellaneous,  ZoGgloea,  86.    Total,  7,431. 

North  Andover. 

The  advice  of  the  State  Board  of  Health  to  the  town  of  North 
Andover  with  reference  to  taking  a  supply  of  water  for  the  town 
from  Great  Pond  may  be  found  on  page  44  of  this  volume.  The 
following  analysis  of  a  sample  of  water  from  Boston  Brook  in 
North  Andover  was  made  during  an  investigation  for  a  new  source 
of  water  supply  for  Melrose. 


Clumical  Examinaiion  of  Water  from  Boston  Brooke  North  Andover. 

[ParU  per  100,000.] 


^ 

AfTBARANCB. 

Kesiddb  on 
Evapora- 

I          Ammonia. 

NiTBOGKN 

1 

~~~ 

% 

tion. 

1 

1 

b 

«I 

1 

H 

a 

o 

1 

Albnmlnold.     | 

1 

1 

1 

1 

i 

1 

1 

1 

i 

1 

IMS. 

! 

4 

«M1 

Jan. 25 

V.  alight. 

Slight. 

1.70 

7.20 

8.40 

.0042 

.0-2.4.0208 

1 

.a<M< 

.39 

i 

.0070 

.0001 

i.eir  . 

J. 6 

Iron,  .0100.    Odor,  faintly  vegetable. The  sample  was  collected  from  the  brook  Jaet  below  the 

point  where  It  is  eroeaed  by  the  Salem  and  Lawrence  tnrnplke,  near  Boston  Hill. 

Microscopical  Examination, 

DIatomaeesB,  JHaioma,  9;  Meridiofit  8;  yaviculat  1*    Fungi,  OrenothriZt  1.    ToUl,  10.>  . 
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north  attiieborough. 

Water  Supply  of  North  Attleborough. 

Chemical  Examination  of  Water  from  the  Well  of  the  North  Attleborough  Water 

Works. 

[Parts  per  100,000.] 


1 

Appbasamcb. 

1 

AMMOiriA. 

i 

NITBOOBN 
AS 

1 

1 

s 

& 

o 

1 
1 

1 

-<  1 

1 

1 

S    1 

1 

10188 
10840 

Mar.  29 
July  11 

V.  alight. 

V.tllffht. 
milky 

None. 
None. 

0.0 
0.0^ 

6.06 
0.10 

.0000 
.0006 

1 

.0000 
.0010 

.67 
.02 

.0400 
.0600 

1 
.0001     .0219 

.0000     .0000 

2.6 
3.0 

.0000 

.0080 

Averages  of  Analyses  oj  Previous  Years, 


1887* 

- 

- 

0.0 

6.28 

.0001 

.0011 

.60 

'.0290 

1 

- 

1888 

- 

- 

0.0 

6.27 

.0002 

.0018 

.60 

1.0288 

.0000  1 

- 

- 

1889t 

- 

- 

0.0 

6.00 

.0000 

.0012 

1  .66 

1.0414 

.0000 

- 

- 

1802t 

- 

- 

0.0 

6.96 

.0008 

.0018 

1.63 

1.0416 

.0000 

- 

8.0 

1803 

- 

- 

0.0 

6.88 

.0003 

.0006 

|.60 

1.0460 

.0000 

1 

.0109 

2.8 

*  June  to  December.  f  January  to  May.  %  April  to  Deoemter. 

NoTB  to  analyses  of  1893 :  Odor,  none. The  samples  were  collected  from  a  faucet  at  the  pamping 

station. 


Microscopical  Examination, 

Ko.  10188.    Miscellaneous,  ZodgUxa,  9. 
No.  10646.    Miscellaneous,  Zodgloea,  1. 


Chemical  Examination  of  Water  Jrom  Faucets  in  North  Attleborough^  supplied 
from  the  North  Attleborough  Water  Works, 

[Parts  per  100,000.] 


a 

Appkasakcb. 

a 

1   Amkonia. 

NITBOOBW 

'    i 

1 

^ 

i     i 

3 

>t 

*i 

§S. 

•o 

s 

^ 

s 

1 

1 

II 
1 

1 

< 

i 

S 

S 

f 

1 

i 

1898. 

1 

10189 

Mar.  29 

Decided, 
yellow. 
None. 

Cons., 
iron  rust. 

0.03 

6.90 

.0000 

.0006 

.66  1 

.0400 

.«K,1 

.0620 

2.9    .3400 

10647 

July  11 

None. 

0.00 

6.00 

.0006 

.0016 

.62 ; 

1 

.0700 

.0000 

.0438 

2.6  |.00TO 

Odor,  none. The  first  sample  was  collected  from  a  dead  end  which  had  not  been  flushed  for  a 

monih  or  more.    The  second  sample  was  collected  from  a  faucet  near  the  center  of  the  town. 

Microscopical  Examination, 

No.  10189.    Miscellaneous,  ZodgUxa,  824. 

No.  10647.    Diatomacese,  Stauroneh,  1.    Algss,  Pediastrum,  1.    Tolal,  2. 
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xobthbobough. 
Water  Supply  of  Northborough. 

Chemical  ExaminaHon  of  Water  from  the  Northborough  Water  Works, 

[ParU  per  100,000.] 


RaaiDCB  oir 
Etapoka- 

TIOH. 

Ammovia. 

t 

i 

1 

1 

NlTBOOBX 
A8 

} 

1 

*i 

1 

i 

4' 
r 

1 

Albnmlnold. 

2' 

i 

1 

a 

1 

O 

1 
1^ 

1 

I 
1898.  ! 

i 

: 

10895  May  15  1 

Slight. 

SUght. 

1.60 

8.16 

1.65  ; 

.0002 

.0204 

.0186 

.0018 

.15 

.0150 

.0001 

.9453 

0.8 

UOM  SepLlT 

DUUnot, 

SUght. 

0.60 

4.70 

2.06 ; 

.0000 

.0248 

.0200 

.0048 

.88  ■ 

.0000 

.0000 

.6162 

1.2 

110S7  8ept.l7 

Decided, 

Com., 

0.40 

4.60 

1.95 

.0000 

.0276 

.0156 

.0120 

..28  1 

.0050.0000 

.4914 

0.9 

103m'  May  15 ; 

green. 
Slight. 

yellow. 
V.sUght. 

0.^; 

8.60 

1.65 

.0000 

.0152 

.0124 

.0028 

.12, 

.0070.0001 

1 

.5913 

0.8 

Iron  In  the  upper  reservoir,  .0075;  in  the  lower  reservoir,  .0130.    Odor,  vegetahle. The  first  two 

lamples  were  collected  from  the  upper  reservoir;  the  third,  from  the  lower  reservoir,  and  the  last  from 
a  faueet  In  the  town. 


Microscopical  Examination  of  Water  Jrom  the  Northborough  Water  Works, 

[Number  of  organisms  per  coble  centimeter.] 


1808. 


May. 


I  September. 


September. 


Hay. 


Day  of  examination, 
Ktunber  of  sample, 

PLANTS, 
Diatomaceae,    • 

Asterlonella, 

Cvclotella, 

Diatoma,    .... 

Eplthemia, 

FragUaria, 

Gomphonema,  . 

Meloslra,    .... 

Kavieula,  .... 

Pinnnlaria, 

SnrireUa,  .... 

Bynedra,    .... 

TabelUria, 

Oyanophycese,  Nostoe,  . 

Alg», 

Chloroooccus,   . 
Cosmarinm, 
Scenedesmns,    . 
Btaurastrum,     • 
Zoospores, 

?angi,  Crenothrlx,      . 


17 
10395 


19 
11036 


19 
11037 


17 
10390 


1 
0 
0 
0 
2 
pr. 

pr. 

0 
60 
4 


0 
0 
0 
4 
pr. 


t,095 


0 

0 

0 

28 

0 

200 

0 

1 

0 

0 

0 

1 

0 

260 

1 

1 

0 

1 

0 

2 

8 

1 

2 

1.600 

18 

0 
0 
0 
3 


2 
0 
0 
0 
0 
0 

26 
0 
0 
0 

84 
1 
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NORTHBOROUOH. 

Microscopical  Examination  of  Water  from  the  Northborough  Water  Works 

—  Concluded. 

[Number  of  organisms  per  cable  centimeter.] 


18M. 


May. 


September.  I  September.        May. 


ANIMALS, 
Bhizopoda,'  Difflngla, 

InftiBorla,  .... 

Perldininm, 
Trachelomonat, 

Vermes 

Annrea.     .... 
Polyartnra, 
Rotatorlan  ota, 

OruBtaoea, .... 

Daphnla,   .... 
Bntomoitracan  ova, . 

MUcellaneouit  ZoSgloea, 
Total,      .... 


87 

86 

1 


18 

12 
S 
3 


.01 

.01 
.01 


t6 


140 


2,172 


Water  Supply  of  North  Brookfield. 

Desctnption  of  Works.  —  The  works  are  owned  by  the  town  and 
were  completed  in  1893.  The  sources  of  supply  are  Doane  Pond 
and  North  Pond,  formerly  known  as  Horse  Pond,  supplemented  by 
water  diverted  into  it  from  North  Brook.  Water  is  pumped  by 
water  power  at  a  station  near  Doane  Pond  to  a  distributing  reservoir 
on  Bell  Hill  and  thence  distributed  to  the  town. 

Water  can  be  drawn  from  either  pond,  but  it  is  proposed  to  draw 
the  supply  for  domestic  use  from  Doane  Pond,  using  the  surplus 
water  from  Doane  Pond,  in  connection  with  the  water  from  North 
Pond,  to  furnish  power  for  pumping. 
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NORTH  BBOOKFIEIiD. 

The  areas  of  watersheds  (including  the  water  surfaces)  of  sources 
controlled  by  the  town,  as  determined  by  actual  survey,  are  as 
follows : 

North  Brook, 487.9  acres. 

Side  Hill  Canal  from  North  Brook,      .        .        .        .        .      26.0      " 

North  Pond, 195.6      " 

DoanePond, 899.7      " 

Total, 1.608.2      " 

The  size  of  the  Doane  Pond  watershed,  as  given  in  the  table, 
includes  the  whole  of  Stoddard  Brook,  which  has  a  watershed  of 
425.8  acres.  Provision  has  been  made  by  which  the  water  of 
nearly  all  of  this  brook  can  be  turned  into  North  Pond  when  it  is 
desirable  to  do  so. 

With  the  exception  of  a  portion  of  the  watershed  of  North  Brook, 
which  rises  in  New  Braintree,  the  watersheds  of  the  sources  of 
supply  are  within  the  limits  of  North  Brookfield. 

North  Pond  has  an  ar.ea  of  69.6  acres  and  a  capacity  of  about 
350,000,000  gallons.  It  has  been  used  for  many  years  as  a  storage 
reservoir  to  supply  power  to  a  mill  situated  just  below  Doane  Pond. 
A  new  dam  six  feet  higher  than  the  old  one  has  been  constructed  by 
the  town  about  500  feet  down  stream  from  the  old  dam,  thus  greatly 
increasing  the  area  and  storage  capacity  of  the  pond.  It  is  said  that 
the  pond  is  thirty  feet  deep  in  some  places  and  may  average  eigh- 
teen feet.  The  water  of  North  Pond  is  conveyed  to  the  pumping 
station,  situated  just  below  Doane  Pond,  by  means  of  a  canaf,  with- 
out passing  through  Doane  Pond. 

Doane  Pond  is  an  artificial  reservoir  constructed  many  years  ago 
for  use  as  a  mill  pond.  Since  its  acquisition  by  the  town  as  a  source 
of  water  supply  the  dam  has  been  raised  three  feet,  increasing  its 
area  to  30.9  acres  and  its  capacity  to  53,800,000  gallons. 

A  filter  entirely  surrounded  by  water  has  been  constructed  at 
Doane  Pond  near  the  dam,  by  building  two  concentric  walls  having 
an  annular  space  five  feet  wide,  filled  with  gravel,  between  them. 
In  the  centre  is  a  filtered-water*  well  fifteen  feet  in  diameter  and 
fifteen  feet  deep.  Water  for  the  supply  of  the  town  is  drawn  from 
this  well. 

The  distributing  reservoir  is  rectangular  in  shape,  159  by  117  feet 
at  the  foot  of  the  slopes  and  222  by  180  feet  at  the  top  of  the  slopes 
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inside.  It  is  niDeteen  feet  in  depth  from  the  top  of  the  embank- 
meots  and  when  filled  to  a  depth  of  fifteen  feet  will  contain  about 
2,950,000  gallons  of  water.  The  slopes  are  lined  with  clay  paddle 
four  feet  in  thickness,  covered  with  a  six-inch  layer  of  broken  stone, 
upon  which  is  laid  a  stone  paving  one  foot  in  thickness.  The  bottom 
is  covered  with  broken  stone  and  binding  material  to  a  depth  of  six 
inches. 

Water  enters  the  reservoir  at  the  bottom  on  the  north  side  and  is 
drawn  out  about  one  foot  from  the  bottom  on  the  south  side.  An 
arrangement  has  been  made  whereby  water  may  be  sprayed  into  the 
reservoir  from  a  pipe  near  its  centre.  It  is  intended  to  pump  all 
water  to  the  distributing  reservoir,  but  a  direct  connection  has  been 
made  whereby  water  may  be  pumped  directly  to  the  town  in  case  of 
emergency.     The  distributing  mains  are  of  cast-iron. 


Chemical  Examination  of  Water  from  Faucets  in  North  Brookfidd,  supplied  from 
the  NoHh  Brookfield  WaUr  Works. 

[Parts  per  100,000.] 


1 

Appbabamcb. 

Rksiduk  on 

1     EVAPOSA- 
I          TIOW. 

Ammokia. 

NITBOOBS    1     ^    ! 

AS                    1 

c 

Albuminoid. 

J.J  i 

|i  Ml 

a 

at; 

1 

f 

1 

1 

f 

1 

3 

1 

1' 

1 

1898. 

1 

i;  1 

10394 

May  15 

Slight. 

Cods., 
green. 

0.30 

8.45 

1.00, 

.0048 

.0210  .0170 

.0084 

.13 

1 

.0090 

.0001   .8M2.  1.4 

11038 

Sept.  18 

Distinct. 

1 

Slight, 
yellow. 

0.90 

4.40 

2.00 

.0006 

.02M.0230 

.0030 

'.18 

.0070 

.000l!.«39«  1.8 

'l     1 

Iron,  .0433.    Odor  of  the  first  sample,  distinctly  vegetable  and  unpleasant;  of  the  last  sample,  none. 

Microscopical  Examination, 

No.  10394.  Diatomacen,  Anterionella,  8,240;  Tabellaria,  7.  Algw,  Zodtporf,  18.  Infusoria,  DiM- 
bryon  canest  9;  Euglenat  1;  Peridinium^  78.    Miscellaneous,  ZoogUta,S.    Total,  8,356. 

No.  11038.  Diatomacem,  Aaterionella,  3,840.  Algae,  Conferva^  1;  Chtmarittm^  1;  OlotocyMU^  1; 
•ProtococcuSt  80;  Stauraatrum,  1;  JTanthidium,  1;  Zoosporra,  1.  Infusoria,  Dinobrj/on  caaett  1* 
ToUl,  3,927. 

Water  Supply  of  Norwood. 
The  organism  Uroglenaj  which  was  present  in  large  numbers  in 
the  water  of  Buckmaster  Pond  in  J.892,  reappeared  in  much  smaller 
numbers  for  a  short  time  in  the  early  part  of  1893,  and  also  in  very 
small  numbers  toward  the  end  of  the  year.  A  description  of  this 
organism  and  an  account  of  its  effect  upon  the  taste  and  odor  of 
water  may  bp  found  in  the  annual  report  of  the  State  Board  of 
Health  for  1891,  pages  645-658. 
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Chemical  Examination  of  Water  from  Buckmasier  Pond^ 

[Parts  per  100,000.] 


NORWOOD. 

!,  Dedham, 


1    i 
!   1 

i           Appbakakcb. 

1 

Residuk  on 

EVAPOBA- 
TIOK. 

Ammonia. 

NITEOOBK 

Aa 

1 

1 

1 

.2372 

1 

1 

1 

1 

1 

P 

1 

Albuminoid. 

M  umber. 
Date  of  C< 

H 

i 

■i 

§i 

i 

1 

1 
mi  Jan.  10 

Slight. 

Slight. 

0.06 

2.00 

1.15 

.0084 

.0182 

.01.V3 

.0026 

.40 

.0080 

.00(111 

0.8 

MOlJan.ls; 

Dlatinct. 

SUght. 

0.05 

- 

- 

- 

_- 

- 

- 

- 

- 

- 

- 

M83  Jan.25 

V.aUght. 

V.aUght. 

0.05 

- 

- 

- 

- 

- 

- 

- 

- 

- 

- 

- 

W86Feb.  8, 

V.iHght. 

V.aUght. 

0.05 

2.76 

0.90 

.0140 

.0244 

.0206 

.0038 

.44 

.0060 

.0000 

.2263 

0.8 

10078,  Mar.  0' 

1 

SUght. 

SUght. 

0.08 

2.80 

0.80 

.0156 

.0160 

.0118 

.0038 

.32 

.0070 

.0001 

.1606 

0.0 

W21i;Apr.  4 

V.  alight. 

V.aUght. 

0.10 

2.90 

0.80 

.0134 

.0148 

.0186 

.0012 

.30 

.0070 

.0000 

.2299 

0.8 

108S4  May  10 

SUght. 

Slight. 

0.12 

2.65 

1.00  1 

.0026 

.0184 

.0104 

.0080 

.32 

.0030 

.0000 

.2556 

0.5 

10470  Jane  5 

Slight. 

SUght. 

0.15 

2.40 

0.80 

.0004 

.0268 

.0186 

.0072 

.81 

.0050 

.0000 

.3625 

0.8 

10607  July  6  !lV.  alight. 

Slight. 

0.08 

2.45 

1.40 

.0014 

.0240 

.0194 

.0046 

.30 

.0000 

.0000 

.3139 

0.6 

107&(^  Aug.  S  1  SUght. 
lOOroSept.  6  j  Slight. 

Slight. 

0.06 

2.55 

1.50 

.0000 

.0168 

.0136 

.0022 

.36 

.0000 

.0000 

.2146 

0.6 

SUght. 

0.08 

2.45 

1.20 

.0000 

.0202 

.0142 

.0000 

.84 

.0000 

.0000 

.3240 

0.8 

11134  Oct.    2 

SUght. 

SUght. 

0.06 

2.76 

1.50 

.0014 

.0160 

.0128 

.0022 

.38 

.0000 

.0000 

.2283 

0.6 

11»1  Nov.  6 

V.aUght. 

V.aUght. 

0.05 

1  2.85 

0.80 

.0000 

.0284 

.0210 

.0074 

.20 

.0030 

.0000 

.8237 

0.6 

11448  Dee.  6 

V.aUght. 

SUght. 

0.03 

1  s.ao 

1.06 

.0050 
.0052 

.0178 
.0199 

.0150 
.0156 

.0028 
.0043 

.34 
.33 

.0000 
.0028 

.0003 
.0000 

.1911 
.2544 

0.6 

1 
At 

0  07 

2.02 

1.08 

0  7 

Averages  of  Analyses  of  Previoiis  Years. 


1887* 

- 

- 

0.09 

2.64 

1.06 

1 
.0058 

.0212 

1888 

- 

- 

0.15 

2.66 

0.95 

.006o'.0248 

j 

1889 

- 

- 

0.11 

2.43 

0.78 

.0025.0196 

1890 

- 

- 

0.05 

2.69 

0.99 

.0015.0180 

1891 

- 

- 

0.06 

2.48 

0.97 

.0014 

.0166 

1802 

- 

- 

0.07 

2.88 

1.24 

.0019  .0219 

1903 

- 

- 

0.07 

2.62 

1.08 

.0052 

.0199 

. 

- 

.30 

- 

- 

.29 

.0172 

.0024 

.30 

.0147 

.0033 

.30 

.0140 

.0026 

.26 

.0172 

.0047 

.82 

.0156 

.0043 

.33 

.0018     - 

,0066  .0001 

.0070'. 0001 

.0075.0000 

,0075!.  0000 

I 
.0067.0000 

.00281.0000 


'.2544 


1.0 
0.7 
0.7 
0.7 


*  Jane  to  December. 


Kon  to  analyaea  of  1893 :  Iron,  .0057.  Odor  of  the  firat  aample,  faintly  vegetable,  becoming  faintly 
oily  on  Btanding  or  on  heating;  of  the  aecond  aample,  faintly  vegetable,  becoming  atrongly  oily  on  heat- 
ing; of  the  third  aunple,  none,  becoming  faintly  oily  on  heating;  of  the  remaining  aamplea,  generally 

fiiDtly  vegetable,  frequently  none,  rarely  mouldy  or  graaay. The  aamplea  were  collected  from  the 

pond  generaUy  from  five  to  eleven  feet  beneath  the  aurface. 
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MicroscopiocU  Examination  of  Water  from  Buckmaster  Pond^  Dedhain. 

[Number  of  organltms  per  cubic  centimeter.] 


IMS. 

Jan. 

Jan. 

Jan. 

Feb. 

Mar. 

- 

May.  June. 

July. 

Aug 

Sept 

Oct 

Hot. 

D«e. 

Day  of  ezamliiatlon, 

17 

19 

26 

9 

7 

■ 

12 

6 

6 

10 

8 

4 

8 

7 

Number  of  sample, . 

9884 

9891 

9983 

9986 

10078 

10211 10384 

1 

10479 

10697 

1076010970 

Uld4!  11291 

) 

114a 

PLANTS. 

Diatomaoe»,    . 

68 

0 

t1 

pr. 

8 

63 

88 

817 

20 

6 

40 

151 

188  1    26 

Asterionella,     . 
CydotelU, 
Meloelra,    .       .       . 
Synedra,    . 
Tabellarla,         .       . 

14 
2 

0 

1 

41 

0 
0 
0 
0 
0 

15 
0 
0 
4 
2 

0 
0 
0 
0 
pr. 

8 
0 
0 
0 
0 

50 

1 
2 
9 

1 

34 
2 
0 

^'3 

228 

610 

0 

1 
78 

0 
20 
0 

0 
2 
0 
1 
2 

31 
2 
6 

1 
0 

133 
0 
15 

1 
2 

108  '    21 
6  i      3 

23  1      0 
1  1      2 
llpr. 

Oyanophyce», 

0 

0 

0 

0 

0 

0 

0 

0 

0 

8 

12 

47 

8 

CbroQcooouiy     . 
Mlcrooystla,       . 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
8 

12 
0 

7 
40 

0 
0 

AlfiTBB 

0 

0 

0 

0 

0 

0 

4 

67 

66 

8 

0 

87 

0 

Protococcui,      . 
Kapbldiom. 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 

0 

2 
2 

57 
0 

56 
0 

5 
4 

0 
0 

84 
18 

0 
0 

ANIliALS. 

Bhizopoda*  Dlfflugla, 

0 

0 

0 

0 

1 

0 

0 

0 

0 

0 

0 

8 

pr. 

Infusoria,   . 

40 

0 

8 

0 

1 

pr. 

pr. 

pr. 

104 

20 

1 

U008 

48 

DinobryoD  caaes, 
Peridlnlum, 
Trachelomonaa, 
Uroglena,  . 

38 
pr. 

0 
0 
0 
0 

3 
0 
0 
0 

0 
0 
0 
0 

1 
0 
0 
0 

0 
pr. 

0 
0 

0 
pr. 

''6 

0 

104 

0 

0 

0 
20 
0 
0 

0 
0 

1 
0 

1.000 

•"i 

.02 

48 

0 

Vermes,  Anurea, 

pr. 

0 

0 

0 

0 

0 

0 

pr. 

pr. 

0 

0 

0 

pr. 

0 

Mitcellaneoutt  ZoSglcea, 

0 

0 

0 

0 

8 

8 

24 

M 

40 

52 

,« 

221     S 

Total, 

08 

0 

24 

pr. 

18 

66 

67 

996 

40 

205 

124 

308 

1,315     77 
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Chemicai  Examination  of  Water  from  Faucets  in  Norwood,  supplied  from 

Buckmaster  Pond, 

[Part*  per  100,000.] 


1       1 

Appxasahok. 

RK8IDDS  OM 

EVAPORA- 

TIOH. 

Ammoioa. 

.40 
.43 

KlTBOOXN 
AS 
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i 
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r 

1 

Albamlnold.     | 
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1 

1 

X 

1 
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MM 
M86 

IMS. 

Jan.  10, 

Jan.  25 
Feb.  8 

None. 
V.tHght. 
V.tUght. 
None. 

V.eUght. 

None. 

None. 

0.06 
0.05 
0.10 
0.05 

2.85 
2.00 

1.20 
0.76 

.0080 
.0080 

.0170 
.0172 

.0154 
.0154 

.0022 
.0018 

.0000 
.0050 

.0000 
.0000 

.2872 
.2263 

0.6 
1.1 

Iron,  .0145.    Odor  of  the  flrat  sample,  faintly  vegetable,  becoming  distinctly  vegetable  and  oily  on 
heating;  of  the  remaining  samples,  none,  becoming  faintly  vegetable  on  heating. 


Microscopical  Examination  of  Water  from  Faucets  in  the  Village  of  Norwood, 
supplied  from  Buckmaster  Pond, 

[Number  of  organisms  per  onblc  centimeter.] 


1S98. 


January. 


January. 


January. 


February. 


Day  of  examination,     . 
Number  of  sample, 

PLANTS. 
Diatomaceee,  . 

Asterionella,    . 

Cyclotella, 

Tabellarla, 

ANIMALS. 
InftiBoria, .... 

Dlnobryon 
Uroglena, 

Total,     . 


17 
0888 


19 
9800 


9934 


9 

9080 


H 

7 
3 

4 


P'- 


40 


40 
0 


54 
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Table  showing  Heights  of  Water  in  Buckmaster  Pond  once  each  Month  in  1893. 

[Distance  below  crest  of  dam.] 


Jan.  1, 
Feb.  2, 
Mar.  2, 
Apr.  3, 
May  2. 
June  t. 


Date.  — 1898. 


Date.  — 18»8. 


Feet. 


July    3 1        1.06 

Aag.  22, I        2.34 

Sept.    1 [        3.47 

Oct.     3, 4.92 

Nov.    1, 5.60 

Dec.    1 '6.29 


Water  Supply  of  Orange. 

Description  of  Works. — Population  in  1890,  4,568.  The  works 
are  owned  by  the  town,  and  water  was  introduced  near  the  end  of 
1893.  A  portion  of  the  town  had  been  supplied  for  a  number  of 
years  previous  to  this  time  with  water  from  small  works  owned  by 
the  New  Home  Sewing  Machine  Company,  the  supply  being  partly 
from  Miller's  River  and  partly  from  springs.  The  new  sources  of 
supply  are  Coolidge  Brook  and  North  Pond  in  the  south-westerly 
part  of  Orange. 

The  new  works  consist  of  a  collecting  reservoir  on  Coolidge  Brook, 
a  storage  reservoir  formed  by  raising  North  Pond,  a  second  reservoir 
on  Coolidge  Brook,  located  a  little  less  than  a  mile  below  the  col- 
lecting reservoir,  built  to  furnish  power  for  pumping,  and  known  as 
the  Greenhalge  Reservoir,  a  pumping  station  located  just  below  the 
Greenhalge  Reservoir,  a  distributing  reservoir,  and  a  system  of  dis- 
tributing pipes  in  the  town.  North  Pond,  though  situated  in  a  dif- 
ferent watershed,  lies  so  near  Coolidge  Brook  and  at  such  an  elevation 
that  it  was  feasible  to  use  it  as  a  storage  reservoir.  The  surplus 
water  of  the  brook  is  diverted  into  the  pond  by  gravity  through 
a  pipe  leading  from  the  collecting  reservoir,  and  the  water  of  the 
pond  will  flow  by  gravity  into  the  Greenhalge  Reservoir. 

The  total  drainage  area  of  Coolidge  Brook  and  North  Pond  at  the 
Greenhalge  dam,  including  water  surfaces,  is  about  2.16  square 
miles.  It  is  proposed  to  take  water  for  domestic  purposes  from  the 
collecting  reservoir  on  Coolidge  Brook  whenever  it  will  furnish  a 
suflScient  quantity,  because  the  quality  of  the  water  is  more  satis- 
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fiictory  than  that  from  other  portions  of  the  works,  and  to  use  the 
surplus  water  not  needed  for  the  supply  of  the  town  to  furnish 
power  for  pumping ;  Jt)ut  an  auxiliary  steam  plant  has  been  provided 
at  the  pumping  station  for  use  at  times  when  the  supply  of  water  is 
insufficient  to  furnish  the  power  needed. 

Coolidge  Brook  is  a  small  tributary  of  Miller's  River  from  the  south 
which  joins  the  river  at  a  point  about  one  and  one-half  miles  below 
the  village  of  Orange.  The  collecting  reservoir  is  located  just 
above  the  point  where  the  brook  is  crossed  by  the  Holshire  road, 
about  one  and  three-quarters  miles  from  its  mouth.  The  drainage 
area  of  the  brook  at  this  point  is  estimated  to  be  about  1.38  square 
miles.  The  reservoir  covers  an  area  of  about  0.72  acre,  and  it  is 
said  to  have  a  capacity  of  2,045,000  gallons  when  filled  to  the  crest 
of  the  overflow,  which  is  three  feet  below  the  top  of  the  dam.  The 
loam  and  sub-soil  are  said  to  have  been  removed  from  all  of  the  area 
flowed.  The  water  which  passes  the  overflow  is  conveyed  through 
a  48-inch  pipe  two  hundred  and  fifty  feet  in  length  and  discharged 
into  North  Pond. 

Provision  has  been  made  for  filtering  the  water  drawn  from  Cool- 
idge Brook  for  the  supply  of  the  town,  by  constructing  on  the  up- 
stream side  of  the  dam  a  rectangular  filter-chamber  of  rubble  masonry, 
10  feet  long,  7.5  feet  wide,  and  of  a  height  equal  to  that  of  the  dam. 
The  filter,  which  is  on  the  up-stream  side,  is  5  feet  6  inches  in  width 
and  of  the  same  height  as  the  walls  of  the  chamber ;  the  filtering 
material,  consisting  of  sand  or  gravel,  is  four  feet  in  thickness,  and 
is  retained  between  perforated  wooden  planks  lined  with  copper  wire 
screens. 

It  is  the  intention  to  have  the  top  of  the  chamber  closed  tightly  in 
order  that  water  may  be  run  back  through  it  under  pressure  so  as 
to  wash  the  filter.  All  matter  forced  out  of  the  filter  in  this  way 
will  mingle  with  the  water  in  the  reservoir.  A  10-inch  waste  pipe 
is  laid  beneath  the  dam  to  provide  for  emptying  the  reservoir  when 
necessary,  and  to  waste  the  dirty  water  at  times  when  the  filter  is 
being  cleaned. 

North  Pond  is  located  at  the  head  of  the  middle  branch  of  the 
Swift  River,  and  originally  had  an  area  of  about  sixty  acres.  The 
area  and  storage  capacity  of  the  pond  have  been  greatly  increased 
by  the  construction  of  two  dams,  raising  the  surface  of  the  pond  to 
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a  level  ten  feet  above  the  former  high-water  mark.  One  of  the 
dams  is  located  at  the  natural  outlet  of  the  pond,  and  the  other  at 
the  northerly  end  at  a  low  place  in  the  divide  between  the  Swift  and 
Miller's  rivers,  over  which  water  would  otherwise  pass  into  Coolidge 
Brook. 

The  present  area  of  the  pond  at  high  water  is  132  acres,  and  the 
increase  in  its  storage  capacity,  obtained  by  raising  the  level  ten 
feet,  is  said  to  amount  to  357,000,000  gallons.  The  drainage  area 
of  the  pond,  including  water  surfaces  and  exclusive  of  Coolidge 
Brook,  is  estimated  to  be  0.66  of  a  square  mile.  By  increasing  the 
height  of  the  water  in  the  pond,  a  considerable  area  of  swamp  land 
has  been  flooded,  which  was  prepared  for  flowage  only  by  the  removal 
of  the  trees. 

Water  from  North  Pond  is  drawn  through  a  canal,  the  bottom  of 
which  at  its  upper  end  is  about  11.41  feet  below  high-water  mark, 
to  Coolidge  Brook,  and  flows  in  the  channel  of  the  brook  to  the 
Greenhalge  Reservoir,  at  a  distance  of  a  little  less  than  a  mile  from 
the  pond. 

Greenhalge  Reservoir  covers  an  area  of  about  1.9  acres  and  is 
said  to  have  a  capacity  of  1,058,000  gallons.  It  was  originally  a 
mill  pond,  and  after  its  purchase  by  the  town  was  enlarged  by  the 
construction  of  a  new  and  higher  dam. 

The  pumping  station  is  located  in  the  valley  of  the  brook  just 
below  the  Greenhalge  Reservoir,  and  from  this  point  water  is  pumped 
to  a  distributing  reservoir  situated  on  Walnut  Hill,  about  a  mile 
south-west  of  the  village  of  Orange  and  between  it  and  the  pumping 
station. 

The  distributing  reservoir  has  the  form  of  a  rectangle,  except 
that  one  end  is  semi-circular;  it  is  162  feet  6  inches  in  length  by 
bO  feet  in  width  on  the  bottom,  and  20  feet  in  depth  from  the  top 
of  the  embankment.  When  filled  to  high-water  mark,  which  is  five 
feet  below  the  level  of  the  embankment,  it  contains  2,125,000  gal- 
lons. The  slopes  are  lined  with  clay  puddle  four  feet  in  thickness, 
covered  with  a  six-inch  layer  of  broken  stone,  upon  which  is  laid  a 
stone  paving  one  foot  in  thickness.  The  bottom  is  also  of  puddle 
four  feet  in  thickness,  covered  with  a  six-inch  layer  of  broken  stone. 
Water  enters  the  reservoir  through  a  pipe  laid  along  its  bottom, 
and  is  drawn  out  at  the  opposite  end.     Provision  has  been  made 
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for  shutting  off  the  reservoir  from  the  rest  of  the  system  and  pump- 
ing water  directly  to  the  town  if  necessary.  The  distributing  mains 
are  of  cast  iron ;  service  pipes  are  of  galvanized  iron. 


ChemiccU  Examination  of  Water  from  Coolidge  Brook,  Orange, 

[Parts  per  100,000.] 


11996 


1S98. 

Nov.  27 


Aptbabasob. 


None. 


V.  slight. 


0.33' 


Kksidck  om 
Evapora- 
tion. 


8.80 


r 


0.80 


.0044 


,0140 


3 


0108  .0032 


.12 


KlTBO«BM 
A8 


0070 


.0002 


•2 

Q 

^ 

1 

s 

1 

O 

.4800 


1.2 


Iron,  .0150.    Odor,  very  faintly  vegetable. The  sample  was  collected  from  a  faucet  in  Orange, 

•applied  from  Coolidge  Brook. 


HlsoellaneoiiSy  ZoSgtcea,  I. 


Microscopical  Examination. 


Chemical  Examination  of  Water  from  North  Pond,  Orange, 

[Parts  per  100,000.] 


1       1 

Appbabamob. 

Residdb  on 
Evapoba- 

TION. 

AMMONIA. 

5 

.18 

NITBOOEN 
AS 

'     1 

'  5 

i 
1 

1 

1 

1 

1 

Fi 

1 

Albaminoid. 

Z 

i 

1 

.^ 

1 

sl 

CO 

1 

11307 

18M.  1 
Nov.27  i 

SUght. 

Cons. 

0.12 

2.60 

0.76     .0022 

.0208 

.0162 

.0056 

.0070 

.0001 

.3665 

1.3 

Iron,  .0140.    Odor,  very  faintly  vegetable. The  sample  was  collected  from  the  pond. 

Microscopical  Examination. 

Diatomacee*  Agterionella,  94;  Cocconfmat  1;  Cyclotella^  13;  JHatoma,  1;  Epithemiat  1;  Gyro- 
HgrnQfl't  MelotirOt  292;  Meridian,  1;  SynedrOfb;  Tabellaria,  14.  Cyanophycen,  Aferitmopediat  10. 
Algc,  Oon/erwit  1;  Cosmarium,  1;  Protococcu9t  20;  Raphidiumt  10;  Staurastrumt  3.  Infusoria, 
Dinobryon  ccu€9,  8.  Vermes,  Anurea^  1.  Crustacea,  Daphniat  .01.  Miscellaneous,  Z^glaa^  84. 
Total,  556. 
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Water  Supply  of  Palmer  Fire  District,  Palmer.  —  Palmer 

Water  Company. 
Chemical  Examination  of  Water  from  the  Works  oj  the  Palmer  Water  Company. 

[Paru  per  100,000.] 


t 

1 

Appraramck. 

Kksidue  ok 
Evapora- 
tion. 

Ammonia. 

1     1 

I 

NmtooBX 

AS 

1 

i> 

s 

1 

1 

3    it 
1  IJ 

i 

1 

Albuminoid. 

Nltratea. 
NItrltei. 

g 

i 
i 

i 

a 

a  & 
00       1 

I'l 

1898. 

. 

: 

1 

1 

i     1 

1 

106S5 

June  20 1 

DiltiDCt, 

cUyey. 

Cont. 

0.30 

;  3.35 

1.00 

.0004 

.0184  . 0070. OOM;.  10 

1          I           ,        1 

.OOOO'.OOOO' 

.oooo|.oooi' 

1         1 

.2845'  0.9 

lOOTl 

Sept.  6 

Slight. 

Cone. 

0.25 

1  4.10 

1.30 

.0002 

.0188  .0184  .0054  .16 

lilt 

.3920   l.S 

Iron  In  the  first  sample,  .0235;  In  the  last,  .0050.    Odor,  none.    On  heating,  the  odor  of  the  flnt 

sample  became  very  faintly  vegetable,  and  of  the  last  decidedly  sweetish  (grassy). The  first  sample 

was  collected  from  a  fancet  in  the  town ;  the  last,  from  the  reservoir. 

Microscopical  Examination. 

No.  10535.  Diatomacee,  Diatoma,  11^;  Oomphonema,4;  MetoHrOt^;  yavicula,!;  Svnedra,lU; 
Tabellaria.l,  Cyanophyce©,  Meritmopediat  26.  Alg»,  Oonferf>a,  2;  Co»mariumt  1;  Glaeocopta,  8; 
Pediaitrum,  2;  ScenedeimuH^  1;  UlothriXt  1;  Zod^poreSt  1.  Infusoria,  PeridirUum,  24.  MIsoellaneons, 
Zoofftaa,  84.    Total,  394. 

No.  10971.  Dlatomsceo),  Oocconema,  I;  Ci/clotella,  1;  DkUoma,  6;  3feloHrat  24;  Syntdra,  24; 
TabellariUt  3.  AIgn,  Oosmariumt  1;  Pfdiastrum^  3;  Scenedetmwit  1*  Fungi,  Orenothrix^  2.  Infn. 
eorla,  Dinobryon  caaet,  108;  Peridinium,  72.  Vermes,  Polyarthrat  1.  Miscellaneous,  ZoogUaa^  64. 
Total,  311. 

Pembroke. 

Chemical  Examination  of  Water  from  Little  Sandy y  Stetson\  Oldham  and  Furnace 
Ponds  and  Silver  Lake,  Pembroke, 

[Paru  per  100,000.] 


i 

•5 

Appbaravok. 

1 

RSSIUDiC  ON 

Evapora- 
tion. 

Ammonia. 

1 
.68 

NITROOBV 
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1 
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6 

H 

1 

1 

Al 
H 
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1 

1 

1 
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BE 

10880 

1898. 

Apr.  29! 

„ 

« 

0.02 

1 

. 

« 

« 

« 

. 

. 

_ 

1 
1  - 

. 

10831 

Apr.  29 1 

- 

- 

0.40        - 

- 

- 

- 

- 

- 

.48 

- 

- 

1  - 

- 

103351  Apr.  29 1 

V.sUght. 

V.sUght. 

0.30    3.35 

1 

1.25 

.0000 

.0180 

.0142 

.0038 

.69 

.0030 

.0000 

!.4234|  0.9 
i.4«72|  0.8 
,.219<^  0.8 

lO330lApr.29 

V.  Blight. 

Cons. 

0.30    3.65 

1.45 

.0010 

.0188 

.0150 

.0038 

.58 

.0030 

.0000 

10337  Apr.  29 

V.  slight. 

V.sUght. 

0.05,   2.75 

0.50 

.0000 

.0102 

.0064 

.0088   .02 

.0030 

.0000 

Iron  in  the  first  two  samples,  not  determined;  In  the  third,  .0065;  in  the  fourth,  .0050;  in  the  last, 
none.    Odor  of  No.  10335,  distinctly  vegetable ;  of  No.  10836,  faintly  vegetable,  becoming  stronger  on 

heating;  of  No.  10337,  none,  becoming  very  faintly  vegetable  on  heating. The  samples  were  collected 

as  follows :  No.  10330,  from  Little  Sandy  Pond  at  upper  end,  near  road ;  No.  10881,  from  Stetson's  Pood 
near  its  outlet;  No.  10335,  from  the  brook  flowing  from  Oldham  Pond  into  Furnace  Pond;  No.  103SO, 
from  Puroace  Pond  near  its  outlet;  No.  10337,  from  Silver  Lake,  north-westerly  side,  near  shore. 

The  samples  were  collected  in  connection  with  an  investigation  for  an  additional  water  supply  for 


Whitman. 
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PEMBROKE. 

Microscopical  Examination  of  Water  from  LiUle  Sandy ^  Stetson^s,  Oldham  and 
Furnace  Ponds  and  Silver  Lake,  Pembroke, 

[Number  of  organisms  per  enbie  centimeter.] 


1898. 


May. 


May. 


May. 


May. 


May. 


Day  of  examination, . 
Namber  of  aample,    . 

PLANTS. 
Diatomaoese, 

Aaterionella, 
CoeconeU,   . 
Cocconema, 
Coselnodiscas,    . 
Cydotella,   . 
Fragllarla,  . 
Orammatophora, 
Meloalra.      . 
Nayieula,     . 
Plenroslgma, 
Btephanodiacoa, . 
Synedra, 
Tabellarla,  . 

Gyaoophyceed,  Noetoc, 

Algm 

Chlorococcni,     . 

Diotvosphnrlam, 

Nephrocjtiiun,   . 

Protoeoccae, 

Scenedeemai, 

Stanraatmm, 

ZoQcporea,  . 

Fan^rl*  Crenothrix, 


1 
10380 


1 

10331 


1 
10335 


1 
10386 


1 
10337 


110 

2 
0 
0 
0 
0 
2 
0 
0 
2 
2 
0 
100 
2 


295 

2 
0 
0 
0 

1 

0 


111 

76 
0 
0 
1 

82 
0 
0 
0 
0 
0 
0 
0 
2 


21 

2 

0 
0 
0 
0 
0 
0 
0 
0 
0 
0 

11 


20 


64 

6 
16 
6 
36 
0 
0 
1 


195 


10 

0 

0 

0» 

6 

0 

0 

164 

1 

0 

1 

2 

2 

ANIMALS. 
Bhizopoda,  Actinophrye, 


Infusoria, 

Dinobryon, 
DInobryon  < 
Eneyated  Protozoa, 
Monaa, 
Peridlninm, 

Vermes, 

Anorea, 
Monooerca,  . 

Crustacea,  Cyelops, 
MltceUaneotu,  Zoogloea, 

Total, 


0 

0 

6 

1 

60 

0 

0 

0 

3 

0 

3 

2 

3 

1 

0 

1 

1 

0 

0 

0 

0 

0 

0 

0 

2 

0 

1 

0 

1 

0 

0 

0 

152 


10 


630 


126 


40 


170 


195 
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Water  Supply  of  Plymouth. 
In  the  early  part  of  1893  the  organism  Uroglena^  which  was 
present  in  considerable  numbers  in  1892,  made  its  appearance  in  the 
water  of  Little  South  Pond,  and  was  very  abundant  in  the  first  part 
of  February.  It  had  entirely  disappeared  by  the  end  of  March  and 
is  said  not  to  have  been  noticed  again  during  the  remainder  of  the 
year.  A  description  of  this  organism,  and  its  effect  upon  the  taste 
and  odor  of  water,  was  given  in  the  Twenty-third  Annual  Report  of 
the  State  Board  of  Health,  pages  645-658. 


Chemical  Examination  of  Water  from  LUtle  South  Pondj  Plymouth, 

[ParU  per  100,000.] 

1 

Afpbaranob.            ' 

Rksiddb  oh 

EVJLPORA.- 
TIOM. 

Ammohia. 

1 

KITBOOKK    ; 
At            i' 

1 

1 
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1 

i 
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i 

1 

r 

1 

Albamlnoid.     | 

5 

J 

SQ 

1 

1 

1 
1^ 

1 
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1S»8. 

Feb.  6 

V.  Blight. 

V.  ilight. 

0.04 

2.70 

0.60 

.OOU 

.0162 

.0142 

.0020 

.70 

.0070 

.0001 

.lUl 

0.9 

10179 

Mar.27 

v.  slight. 

Slight. 

o.oo' 

1.90 

0.75 

.0000 

.0094 

.0072 

.0022 

.59 

.0030 

.0000 

.0T»  0.» 

Iron,  none.  Odor  of  the  first  sample,  distinctly  oily,  becoming  decidedly  oily  on  heating,  and  strongly 
oily  after  standing  one  day  in  the  laboratory;  of  the  last  sample,  none.  — The  samples  were  collected 
from  the  pond. 

Microscopical  Examination, 

No.   9908.    Infusoria,  Uroglenay  very  abundant. 
No.  10179.    Miscellaneous,  ZodglcBa,  4. 


Water  Supply  of  Provinoetown. 
Population  in  1890,  4,624.  The  works  are  owned  by  the  town, 
and  were  completed  in  1893.  The  supply  is  taken  from  a  system 
of  six  tubular  wells  located  about  three-fourths  of  a  mile  north  of  the 
centre  of  the  village.  The  wells  are  five  inches  in  diameter,  average 
twenty-eight  feet  in  depth,  and  are  the  same  that  were  used  during 
a  pumping  test  made  in  1892.  The  material  in  which  the  wells  were 
sunk  is  loose  sand,  which,  like  other  sand  in  this  region,  contains 
more  or  less  organic  matter.  The  extreme  wells  are  about  four  hun- 
dred feet  apart  in  an  easterly  and  westerly  direction,  and  two  hun- 
dred feet  in  a  northerly  and  southerly  direction.  Water  from  the 
wells  is  pumped  to  a  covered  iron  tank  twenty-eight  feet  in  diameter 
and  one  hundred  feet  high,  and  is  distributed  thence  to  the  town. 
In  order  to  aerate  the  water,  the  force  main  is  carried  vertically  up 
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inside  the  tank  to  its  top,  and  is  provided  with  a  wide  flange  over 
which  the  water  falls  in  a  thin  sheet.  The  distributing  mains  are  of 
cast  iron  ;  service  pipes  of  wrought  iron  lined  with  cement. 

Extended  references  to  the  character  of  this  water,  which  differs 
from  other  ground  waters  in  the  State,  may  be  found  in  the  annual 
report  of  the  State  Board  of  Health  for  1892,  pages  41-44  and 
214-218. 

ChemiccU  Examination  of  Water  from  the  Tubular  Wells  of  the  Provincetown 

Water  Works. 

[Parti  per  100,000.] 
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1.4 
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Odor,  of  No.  11405,  faintly  vegetable :  of  the  remaining  samples  none ;  on  heating  the  odor  of  all 
the  samples  was  faintly  vegetable. Tne  samples  were  collected  from  a  faucet  at  the  pumping  station. 


Microscopical  Examination  of  Water  from  the  Tubular  Wells  of  the  Provincetown 

Water  Works, 


18»8. 

October. 

November. 

November. 

December. 

Day  of  examination, 

Nmnber  of  sample, 

31 
11266 

15 
11333 

20 
11405 

14 
11481 

ANIMALS. 
Inftisorla,  Monas, 

0 

1 

0 

1 

MiH€llaneou», 

Iron  rust, 

Zo3gtoa, 
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260 
80 

0 

0 
0 

7 
* 
7 

0 

* 
0 

Total, 

290 

1 

7* 

1* 

*  Iron  rust  very  abundant. 
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QUTNCT, 


Water  Supply  of  Quinoy. 


Chemical  ExamincUion  of  Water  from  Town  Brook  just  above  the  Storage 

Reservoir  of  the  Quxncy  Water  Works. 

[Parti  per  100,000.] 
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,,, ,,, 

1 

Averages  of  Analyses  of  Previous  Tears, 
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3.64 

1.05 

.0001 

.0122 

- 

- 

'•w 

.0070.0003 

1 

- 

- 

. 

1889    1 

- 

- 

1.21 

4.61  j  1.87  j  .0013 

.0239 

.0203.0036 

'.48 

.0073'. 0001 

- 

- 

« 

1890    1 

. 

. 

0.73 

5.22     2.17  ,  .0024 

.0187 

.0155  .0082 

1 

i.62 

.0125.0002 

- 

1.8 

„ 

1891    , 

. 

- 

0.72 

4.22  1  1.50  1  .0004 

.0156 

.0132.0024 

1 

|.4» 

.0112.0001 

-     O.T 

» 

1892 

- 

- 

0.87 

4.57  1  1.56    .0041 

.0191 

.0159.0082 

;.55 

1.0114.0001 

-     0.8 

- 

1898    1 

- 

- 

0.93 

4.53  1  1.81 

.0014 

.0168 

.0140  .0028 

1 

r" 

.0110.0001 

.73980.8 

•C 

October. 

t  No\ 

embe 

rand 

Dece 

mber 

Note  to  analyseB  of  1893;  Iron,  .0153.    Odor,  generally  distinctly  vegeUble  and  often  grassy  or 

sweetish,  becoming  somewhat  stronger  on  heating. The  samples  were  collected  from  the  brook 

above  the  reservoir. 

Microscopical  Examination, 

The  greatest  number  of  organisms  per  cubic  centimeter  found  In  any  of  the  samples  collected  ta 
1893  was  198,  in  April;  the  smallest  number,  1,  In  March;  and  the  average,  62. 
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QXJINCY. 

Chemical  Examinalion  of  Waierfrom  the  Storage  Reservoir^  Quincy, 

[Parte  per  100,000.] 


EVAPOHA- 
TIOM. 

.65 

NlTBOOBH 
AS 

1 

f 

«i 

1 

1 

1 

P 

i 

AlbnminokL 

as 

1 

K 

H 

t 
1 

•1 
a  A 

1 

MM 

Jan.  80 

V.sUght. 

V.Bllght. 

0.65 

5.10 

1.90 

.0140 

.0196 

.0172 

.0024 

.0800 

.0001 

.5476 

1.7 

10060 

Feb.  28  1  None. 

V.sUght. 

0.60 

4.00 

1.60 

.0002 

.0102 

.0074 

.0028 

.65 

.0220 

.0000 

.5865 

1.1 

10194 

Mar.30    Slight. 

SUght. 

0.80 

3.80 

1.15 

.0024 

.0180 

.0106 

.0024 

.53 

.0150 

.0001 

.8858 

0.6 

10818 

Apr.2& 

Slight. 

Cons. 

0.45 

3.60 

1.35 

.0028 

.0148 

.0106 

.0042 

.52 

.0100 

.0000 

.4270 

0.8 

lOttl 

May  25 

Decided. 

Cons. 

0.60 

3.15 

1.60 

.0004 

.0218 

.0184 

.0084 

.46 

.0180 

.0000 

.5612 

0.6 

10662 
10698 

JoneSe.  DMdded. 
Joly25     Dlatinct. 

Cons., 

yeUow. 
Cons., 

0.80 
0.76 

8.50 
3.55 

1.25 
1.50 

.0010 
.0000 

.0324 
.0304 

.0224 
.0248 

.0100 
.0056 

.60 
.64 

.0060 
.0030 

.0001 
.0001 

.5727 
.5082 

0.9 
0.9 

10900 

Ang.28 

Decided, 

Slight. 

rusty. 
Cons., 

brown. 
Cons., 

0.80 

3.05 

1.90 

.0014 

.0238 

.0186 

.0052 

.63 

.0000 

.0000 

.6609 

0.6 

UOM 

S«pt.25| 

DUtlDot. 

0.60 

3.15 

1.26 

.0000 

.0254 

.0218 

.0086 

.63 

.0080 

.0001 

.5658 

0.6 

UJ40  Oct.  23 1  Distinct. 

0.43 

4.70 

2.05 

.0026 

.0244 

.0178 

.0066 

.66 

.0050 

.0001 

.8734 

0.8 

iiaos 

Nov.27|  Dlrtlnct. 

green. 
SUght. 

0.48 

3.80 

1.26 

.024(9 

.0276 

.0214 

.0062 

.69 

.0050 

.0008 

.6081 

0.6 

11583  Dee.  20  1  Slisht, 
clayey. 

SUght. 

0.40 

3.95 

1.85 

.0140 
.0052 

.0178 
.0218 

.0150 

.0028 

.66 
.61 

.0090 
.0104 

.0001 

.6362 
.5052 

0.5 

At 

0.56 

8.81 

1.51 

.0172 

.0046 

.0001 

0.8 

Averages  of  Analyses  of  Previous  Tears 

• 

I 
1888* 

- 

- 

0.60 

3.95 

1.18 

.0030 

.0178 

.0132 

.004tf 

.68 

.0160 

.0008 

- 

. 

- 

1889 

- 

- 

0.92 

3.76 

1.19 

.0116Lo303 

j 

.0238 

.0065 

.53 

.0087 

.0003 

- 

- 

- 

1800 

- 

- 

0.70 

4.56 

1.76 

.0085j.0249 

.0178 

.0071 

.64 

.0166 

.0002 

- 

1.8 

- 

1891 

- 

- 

0.70 

8.97 

1.60 

.0027 

.0274 

.0178 

.0006 

.60 

.0100 

.0000 

- 

0.7 

- 

1892 

j 

- 

- 

0.62 

4.07 

1.41 

.0061 

.0287 

.0175 

.0062 

.61 

.0098 

.0001 

- 

0.9 

- 

1898 

- 

- 

0.56 

3.81 

1.61 

.0052 

.0218 

.0172 

.0046 

.61 

.0104 

.0001 

1 

.5062 

0.8 

*  November  and  December. 

NoTS  to  analyses  of  1898;  Iron,  .0266.  Odor,  vegetable  and  occasionally  unpleasant  or  mouldy,  be« 
eomhig  somewhat  stronger  on  heating. The  samples  were  collected  from  the  reservoir  near  the  ear- 
face  in  the  vicinity  of  the  gate-house.    Many  dead  fish  came  ashore  in  June. 
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QUINCT. 

Microscopical  ExamintUion  of  WcUer  from  the  Storage  Reservoir j  Quincy, 

[Number  of  organlsmt  per  onblc  oeDtimeter.] 


18»8. 

Fab. 

Mar. 

Apr. 

Apr. 

M«y. 

Jane. 

July.] 

Aug. 

Sept. 

Oct 

Not. 

Dm. 

Day  of  examinatioD, 

3 

1 

1 

27 

26 

27 

26 

30 

28 

25 

28 

n 

Knmber  of  sample, . 

W66 

lOOM 

lOlM 

10818 

10461 

10663 

10008 

10000 

11004 

11249 

11886 

U5» 

PLANTS. 

Diatomaceed,    . 

pr. 

2 

4 

188 

148 

1,105 

86 

8,001 

2,402 

8.880 

157 

i,w 

Asterlonella,     . 
Cyclotella, . 
Synedra,    . 
Tabellarla» 

0 
0 

0 
2 
0 
0 

0 

0 

pr. 

7 
62 
48 
26 

3 

0 

24 

122 

24 

1 

0 

1,080 

72 
0 
4 
0 

8,000 
0 
0 

1 

0 

3 

0 

2.400 

0 

0 

0 

3.680 

18 

0 

128 

11 

8 

0 

1.0W 

4 

Oyanopbyceed* 

0 

0 

0 

0 

88 

78 

15 

100 

0 

8 

0 

0 

Anabnoa,  . 
ClathrocystlB,    . 

0 
0 

0 
0 

0 
0 

0 
0 

82 

4 

60 
18 

0 
16 

32 
68 

0 
0 

0 
8 

0 
0 

0 
0 

Aiar»,    .... 

0 

0 

14 

1 

8 

288 

4 

0 

0 

5 

8 

65 

Pandorina. 
Raphidium, 
Btaurastmm,     . 
Zottspores, 

0 
0 
0 
0 

0 
6 
0 
0 

0 
0 

0 
14 

0 
0 

1 

0 

0 
0 

1 

6 

296 
0 
0 
0 

0 
0 
8 

1 

0 
0 
0 
0 

0 
0 
0 
0 

0 
0 

4 
1 

0 
3 
0 
0 

0 
64 
0 

1 

Funerii  Crenothrix,      . 

pr. 

0 

0 

0 

14 

0 

0 

0 

0 

0 

0 

8 

ANIMALS. 

Bbizopoda, 

25 

1 

1 

0 

2 

8 

1 

1 

1 

0 

0 

0 

Actinopbrys,     . 
Dlfflagla,    . 

25 

0 

1 
0 

0 

1 

0 
0 

0 
2 

0 
3 

1 

0 

1 
0 

0 

1 

0 
0 

0 
0 

0 
0 

Infusoria,  . 

58 

8 

88 

8 

188 

18 

221 

218 

15 

12 

21 

5 

Ciliated  Infusorian,  . 
DinobryoD, 
DinobryoD  cases, 
Glenodlnlam,    . 
Monas. 

PeHdiDlnm,       . 
Bynura, 

Trachelomonas, 
Vortlcella,.       .       . 

^'6 

0 
0 
0 

58 
0 
0 
0 

0 
0 
0 
0 
0 
8 
0 
0 
0 

0 

11 

0 
0 
0 
28 
0 
0 
0 

0 
0 
0 
0 
0 
0 

0 

2 
104 

28 
0 
1 
1 

30 
0 
2 

0 
0 
0 
0 
0 
2 
0 
4 
10 

0 
0 
0 
0 
0 
220 
0 
1 
0 

0 
0 
0 
0 
0 
213 
0 
4 
0 

0 
0 
0 
0 

1 
11 

0 
3 
0 

0 
0 
0 
8 

J 

0 

t 

i 

1 
0 
0 
0 
0 
20 
0 
0 
0 

0 
0 
0 
0 
0 
6 
• 
0 
0 

Vermes, 

0 

pr. 

0 

pr. 

1 

0 

2 

0 

0 

0 

0 

8 

Polyarthra, 
Saocalns,   . 

0 
0 

0 
pr. 

0 
0 

0 
pr. 

0 

1 

0 
0 

2 
0 

0 
0 

0 
0 

0 
0 

0 
0 

0 
0 

Jii9cellaneou9,  Zodgloea, 

8 

0 

42 

170 

0 

0 

480 

800 

180 

128 

• 

lit 

Total, 

86 

11 

100 

313 

376 

!  1.408 

788 

8.918 

2,678 

3,828 

187   1.269 

Digitized  by  VjOOQ IC 


Xo.  34.]     EXAMINATION  OF  WATER  SUPPLIES. 


269 


QtTINCY. 

Chemicai  Examinalion  of  Water  from  the  Surface  and  Jrom  rvear  the  Bottom  of  the 
Quincy  Storage  Reservoir, 

[PftrU  per  100.000.] 


i     . 

1 

I 

Appsabakcb. 

KsaiDUB  ON 

EVAPOKA- 

TIOM. 

Ammohia. 

s 

NlTKOQBlT 
AS 

i  1 

.4024 
.4321 

e 

1 

1 

1 

§1 
1 

1 

Albamlnold. 

S 

1 

1 

z 

i 

i 

l' 

1 

1 

1  IMS. 

lOttO,  JaD«  8 

lOfiOO  Jane  8 

'Distinct. 
Dirtlnct. 

Cods. 
Con«.  • 

0.60 
0.80 

s.es 

4.00 

1.60 
1.60 

.0000 
.0342 

.0232 
.0260 

.0186 
.0162 

.0046 
.0008 

.60 
.68 

.0030 
.0050 

.0002 
.0012 

0.8 
0.6 

Iron  In  the  first  aample,  .0116;  in  the  second  Mimple,  .0500.  Odor,  faintly  vegetable,  beoojnlng 
much  stronger  on  heating.^— The  samplee  were  collected  from  the  reservoir  about  fifty  feet  from  the 
gate-hooae  at  a  point  where  the  water  was  abont  thirty  feet  deep;  the  first  sample  was  collected  near 
the  surface  and  the  last  near  the  bottom. 

Microscopical  Examination, 

No.  10499.  Dlatomacesa,  ^«t«Hoii<f/to,  16;  TVifttfZtoHa,  240.  Cyanophyceaa,  0/aMrocys^,  22;  Osb/o. 
ipAarium,  1.  Alge,  Chlorococcut,  6;  Fediaatrumj  1;  Scenedesmutt  1;  Staurattrunit  1;  Zod»pore9^  1. 
Infusoria,  Dinobryon  case;  14;  iTonas.  1;  Peridiniumt  2;  Synura,  7;  VorticeUa,  8.  MiscellaneouB, 
Zo6gUMa,  7.    Total,  327. 

No.  10500.  Diatomaceaa,  Tabellaria^  4.  Fangi,  Orenothrix,  3.  Infusoria,  Dinobryon  coiea^  4; 
JfOMS.  1.    Hiscellaneoas,  ZodgUMa,  58.    ToUl,  70. 


Table  showing  Heights  of  Water  in  the  Storage  Reservoir  of  the  Quincy  Water 
Works  on  Dates  when  Samples  of  Water  were  collected  Jor  Analysis. 

[High- water  mark  la  86.71  feet  above  city  base.] 


189S. 

Heights 

above  City 

Base. 

18»8. 

Heights 

above  City 

Base. 

Jan.   30, 

Feet. 
88.71 

Aug.  28 

Feet. 
83.46 

Feb.  28, 

86.79 

Sept.  25, 

81.59 

Mar.  30, 

86.92 

Oct.    28, 

79.85 

AprU15, 

86.79 

Nov.  27 

79.71 

June  26, 

86.65      1 

Dec.    20. 

81.09 

J«lj   25. 

84.53      II 
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bandolph  and  holbbook. 

Water  Supply  of  Randolph  and  Holbbook. 

Chemical  Examinalion  of  Water  from  Great  Fond  in  Randolph  and  Braintree, 

[Parts  per  100,000.] 


"8 

Apfbakakob. 

Rbbiock  ok 

EVAPORA- 
TIOK. 

AXMOHIA. 

1 

NiTBOOKS    '     ^ 
AB           1        1 

a 

f 

i 

1 

^   1 

1 

l' 

i 

Albomlnold. 

1 

Nitrites. 
Oiygen  Com 

z 

1 

j 

00 

1 

0982 
10298 
10699 
11252 

18»8. 

Jan.  24 
Apr.  24 
July  25 
Oct.  25 

SUght. 

V.Bllght. 

V.Blight. 
V.Bllght. 

None. 
V.Bllght. 
None. 
V.sUght. 

0.60 
0.55 
0.38' 
0.40| 

4.80 
3.65 
4.15 
6.80 

4.78 

1.55 
1. 10 
1.80 
2.90 

.0068 
.0000 
.0000 
.0000 

.0416 
.0116 
.0186 
.0184 

.0278 
.0098 
.0156 
.0172 

.0176 

.0138 
.0018 
.0080 
.0012 

.0050 

.09 
.54 
.50 
.60 

.58 

.0030 
.0000 
.0050 
.0030 

.0050 

1 

1 
.0000  .6861 
.0001    .4662 
.0000!  .4M6 
.0000   .4040 

l.T 
O.S 
l.l 
0.9 

Av.. 

0.48 

1.84 

.0017  -ftMA 

.0000   .5065    1 -I 

Iron,  .0090.    Odor  of  the  first  two  samples  diBtlnotly  vegetable ;  of  the  last  two,  faintly  vegeUble. 
•""     "  ■  ''       i  Po   •    •  "  "  '      ' 

Microscopical  Examination. 


The  first  sample  was  collected  directly  from  Qreat  Pond,  the  remaining  samples  from  faaoeta  is 

Randolph  and  Holbrook. 


The  total  number  of  organisms  per  cnbio  centimeter  found  In  these  samples  varied  from  non«  to  2} 
and  averaged  7. 

Water  Supply  op  Reading. 

Chemical  Examination  of  Water  from  the  FiUer-gallery  of  the  Reading  Water  Works. 

[Parts  per  100,000.] 


1 

App«ajuhc«. 

Ammonia. 

1 

i 

NiTBOOBlI 
AS 

Oxygen 

Consumed. 

Hsrdness. 

SQ 

f 

1 

1 

1 

|l 

1 

1 

i 

9869 

9984 

10082 
10225 
10377 

10491 
10610 

10759 

llOOl 

11156 

11820 

11464 

1S»8. 

Jan.    10 

Feb.     7 

Mar.    5 

Apr.  10 
May   10 

June    7 
Jnly    6 

Ang.    9 

Sept.  11 

Oct.     9 

Nov.    9 

Dec.     5 

Decided, 

milky. 

Distinct. 

Decided. 
Slight. 
DlBtlnct, 
milky. 

V.Bllght. 

Slight, 

milky. 
Slight. 

milky. 
Distinct, 

milky. 
Distinct, 

milky. 
Distinct, 

milky. 
DUUnct, 

rusty. 

Heavy, 

rusty. 
Cons., 

rusty. 
Cons. 
V.Bllght. 
Slight. 

rusty. 
V.Bllght. 
V.Bllght. 

V.Bllght. 

Slight, 

rusty. 
Cons. 

Cons., 

white. 
Heavy, 

rusty. 

0.50 

0.65 

0.60 
0.75 
1.00 

0.65 
0.55 

0.40 

0.50 

0.50 

..» 

0.80 
0.64 

9.30 

8.60 

8.80 
7.10 
7.60 

7.30 
8.00 

7.80 

8.80 

9.20 

22.50 

16.50 

.0046 

•0086 

.0038 
.0032 
.0026 

.0036 
.0086 

.0082 

.0046 

.0034 

.0000 

.0048 

.0056 

.0134 

.0086 
.0076 
.0102 

.0120 
.0086 

.0066 

.0058 

.0034 

.0154 

.0066 

.62 

.62 

.54 
.47 
.44 

.49 
.52 

.70 

•66 

.68 

.56 

.59 

.0120 

.0050 

.0120 
.0030 
.0030 

.0030 
.0000 

.0000 

.0000 

.0000 

.0000 

.0000 

.0000 

.0000 

.0000 
.0002 
.0002 

.0901 
.0000 

.0000 

.0001 
.0000 
.0002 
.0001 

.30201  3.5 

.4509    3.1 

! 
1  .3744    3.8 
1  .8832    2.6 

.5110    2.6 

.4891    2.5 
1  .4161    8.1 

.3318    2.2 

1             1 
.1716    3.5 

'  .1848'  8.1 

1  .80711  9.7 

1  .1755 1  6.7 

.1210 

.«» 

.1700 
.0535 
.1200 

.0230 
.0880 

.0100 

.0450 

.0600 

.*«. 

.2100 

Av... 

10.08 

.0034 

.0087 

.56 

.0032 

.0001 

.8497  i  3.9    .1^1 

Averages  of  Analyses  oj  Previous  Years. 


1891 
1892 
1893 


0.13 
0.44 
0.64 


12.96 
9.25 
10.08 


.0016 
.0042 
.0034 


.0063 
.0073 
.0087 


.43 
.54 

.56 


.0004 
.0071 
.0032 


.0001 
.0001 
.0001 


.3407 


.1351 


NoTB  to  analyses  of  1893;  Odor  faintly  mouldy  or  unpleasant,  often  none;  In  June  and  July  die* 
agreeable. The  samples  were  collected  from  a  faucet  at  the  pumping  station. 


No.  34.]     EXAMINATION  OF  WATER  SUPPLIES.  271 

READING. 

This  water  offers  a  good  instance  of  the  effect  of  a  marshy  soil  on 
the  character  of  the  water  percolating  through  it.  The  organic  mat- 
ter of  the  soil  consumes  the  free  dissolved  oxygen  in  the  water  and 
reduces  the  insoluble  iron  salts  to  the  condition  of  protoxide,  so  that 
iron  passes  into  solution  in  the  water.  On  exposure  of  the  water  to  the 
air  the  iron  is  again  oxidized,  forming  first  a  precipitate  which  gives  the 
water  a  milky  appearance  and  ultimately  settles  as  a  rusty  sediment. 
Conditions  in  some  respects  similar  to  those  at  Reading  are  found  in 
Provincetown,  Bradford  and  Watertown,  and  were  found  in  the  test 
wells  at  Attleborough  (see  Twenty-third  Annual  Report,  1891). 

The  determinations  of  turbidity  and  color  in  waters  of  this  kind 
do  not  have  the  same  significance  as  in  surface  waters,  but  they  are, 
nevertheless,  of  interest  as  showing  a  condition  which  the  water  may 
assume,  and  are  therefore  given  in  the  table. 

Microscopical  Examination  of  Water  from  the  Filter-gallery  of  the  Beading 

Water  Works, 


[Number  of  organisms  per  oablo  centimeter.] 

1898. 

Jan. 

Feb.     Mar. 

Apr. 

May. 

1 
June.  ;  July. 

Aw. 

Sept 

Oct. 

Nor. 

Dec. 

Jhj  of  examination, 
Nombtr  of  sample, . 

12 
9809 

9 
9964 

8 
10082 

12 
10225 

11 
10377 

9 
10491 

8 
10610 

10 
10769 

12 
11001 

10 
11166 

11 
11820 

9 
11464 

PLANTS. 
Pungl,  .... 

Crenothriz* 

HokU,       .       .       . 

* 

* 
0 

4.884 
4,364 

0 

0 
0 

728 

728 
0 

2,120 

2,120 
0 

pr. 

0 
pr. 

6 

0 
6 

780 

780 
0 

15,200 

16,200 
0 

81 

81 
0 

76  1     820 

76  !    320 
0  ;        0 

MUctUaiuou*^  Zo^gloea, 

0 

0 

17,160 

0 

0 

0 

0 

8j    400 

80 

4,000 

1,860 

Total, 

* 

4,864 

17,160 

728 

2,120 

pr. 

6 

733 

16,600 

111 

4,076     1,680 

*  Orenothrlx  too  fine  and  too  abundant  to  count. 


Water  Supply  op  Revere  and  Winthrop.  —  Revere  Water 

Company. 
This  company  obtains  part  of  its  supply  from  wells  in  Revere  and 
part  from  wells  in  Saugus.  During  the  year  1893  there  was  a  sud- 
den and  very  decided  increase  in  the  quantity  of  chlorine  present  in 
the  water  of  the  wells  located  at  Revere,  as  shown  by  the  analyses  on 
the  following  page,  accompanied  by  a  corresponding  increase  in  resi- 
due on  evaporation  and  in  hardness.     This  deterioration  in  the  charT> 
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REVIERE. 

acter  of  the  water  is  due  to  the  presence  of  a  small  amount  of  sea 
water  in  the  water  of  these  wells,  which  are  located  only  a  com- 
paratively short  distance  from  salt  water. 


Chemical  Examination  of  Water  from  the  Wells  of  the  Bevere  Water  Company^ 

at  Bevere, 

[ParU  per  lOO.OOO.] 


of 
CollecUon. 

APPBASAKOB.                1 

§1 

Ajcmovia. 

6 

NITBOOBM     1 
▲B 

c5 

. 

i 

1 

i 

• 

1 

^  ! 

i  i 

s 

1  ; 

1 

i 

1 

1 

1^ 

< 

S 

i 

1 

1 

ll 

1S»8. 

1 

1 

10009  'Feb.   14';  None. 

None. 

0.00 

26.70 

.0000 

.0032 

4.20 

.0900 

.0026  ' 

.0897 

15.6 

.0000 

10263  lApr.  14  |i  None. 

None. 

0.00 

23.76 

.0000 

.0006 

3.49 

.0700 

.0026 

.0292 

12.1 

.OMO 

10524  'Jane  15    None. 

None. 

0.00 

20.50 

.0000 

.0032 

4.68 

.1500 

.0016 

.0000 

13.0 

.0050 

10848  'Aug.  16  I  Slight. 

Slight. 

0.02 

31.80 

.0012 

.0062 

6.12 

.0900 

.0002 

.0780 

11.7 

.0000 

11205  ,Oct.    16,  None. 

None. 

0.00 

76.60 

.0000 

.0000 

2A.60 

.0900 

.0016 

.0202 

31.2 '.0060 

11288  '  Nov.    2  1  None. 

None. 

0.00 

71.30  , 

.0000 

.0000 

28.22 

.0450 

.0036  i 

.0680 

36.6  .0100 

11495 
Av... 

Dec.     6 11  None. 

None. 

0.00 

03.40  1 

1 

.0000 

.0000 

26.19 
13.05 

.1000 
.0907 

.0013 

' 

.0019  ' 

.0720 
.0439 

40.5 

.0000 

1 

0.00 

1 

60.29  1 

.0002 

.0019 

23.0 

.0086 

|| 

Averages  of  Analyses  of  Previous  Years, 


1887» 

. 

0.0 

22.17 

.0002 

.0016 

1888 

. 

- 

0.0 

22.69 

.0001 

.0022 

18ft9t 

. 

• 

0.0 

22.72 

.0000 

.0016 

1890t 

. 

. 

0.0 

. 

.0008 

.0012 

1898 

~ 

" 

0.0 

50.29 

.0002 

.0019 

8.87  p. 1670 

8.49  1,.  1288 

.0022 

. 

3.28  1.1330 

.0027 

. 

3.39  L. 1760 

.0024 

_ 

18.06  l|. 0907 

ll 

.0019 

.0430 

23.0  .0080 


♦  Jane  to  December. 


t  March. 


t  Janaary  to  May. 

Note  to  analyaee  of  1893 :  Odor,  of  No.  10848,  anpleaaant;  of  the  remaining  aamplea,  none. The 

•nroplea  were  collected  from  a  fancet  at  the  pumping  station  at  Revere  and  represent  water  from  the 
wells  at  Revere  only. 


Microscopical  Examination  of  Water  from  the  Wells  of  the  Bevere  Water 
Company,  at  Bevere, 

[Number  of  organisms  per  cubic  centimeter.] 


L^iyiu^eu  uy  ■ 


oogle 


1908. 

Feb. 

Apr. 

June. 

AO. 

Oct 

Nov. 

Dec 

Day  of  examination, 

16 

16 

16 

18 

19 

4 

15 

Number  of  sample, 

10009 

10258 

10524 

10848 

11205 

11288 

11495 

PLANTS. 

DiatomacesB,  . 

pr. 

0 

0 

405 

6 

0 

0 

Pinnnlarla, 

Synedra,  .... 

Tabellaria. 

0 

0 

pr. 

ooo 

0 

0 
0 

6 
296 
104 

0 
0 

« 

0 
0 
0 

0 
0 
0 

Flingri*  Crenothrii,     . 

5 

0 

0 

0 

7 

X 

0 
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REVERE. 

Microscopical  Examination  of  Water  from  the  Wells  of  the  Revere  Water  Company^ 

at  Severe  —  Concluded. 

[Namber  of  organisms  per  eublo  oentlineter.] 


ISM. 

Feb. 

Apr. 

June. 

Aug. 

Oct. 

Not. 

Dec 

ANIIfALS. 
Inftisoria.  .... 

MODM,      .... 
Peridininm,      . 

Vermes,     .... 

Anarea.    .... 
Routorian  ova, 

0 

0 
0 

0 

0 
0 

0 

0 
0 

0 

0 
0 

0 

0 
0 

0 

0 
0 

488 

40 
448 

5 

4 

1 

0 

0 
0 

0 

0 
0 

pr. 

0 

0 
0 

0 

0 
0 

0 

0 
0 

JiUceUaneout,  ZoSgicsti,       .  ,           14 

0 

0 

0 

4 

8 

0 

Total 

10 

0 

0 

898 

17 

10 

0 

Chemical  Examination  of  Water  from  Tubular  Wells  of  the  Revere  Water  Com- 
pany^ at  Cliflondale,  Saugus, 

[ParU  per  100,000.] 


a 

AFPBABAKOB. 

J 

T 

I   Ammokia. 

KITBOOBN 
AS 

1 

1 

s 

%5 

1 

i 

1 

II 

3 

1 

1 

a 
^1 

« 

1 

i 

1 

1 

S5 

c       1 

H 

X 

.   h. 

^ 

Q 

« 

5Z5 

O 

a 

1S98. 

10006 

Feb.    13 

None. 

V.  slight. 

0.00 

10.40 

.0000 

.0020 

1.66 

.0480 

.0100 

.0822 

6.8 

.0000 

10254 

Apr.  13! 

None. 

None. 

0.00 

12.20 

.0000 

.0012 

1.12 

.1000 

.0125 

.0182 

5.7 

.0040 

10625 

Jane  15 

V.  slight. 

Slight. 

O.Oli 

13.00 

.0004 

.0022 

1.74 

.1000 

.0090 

.0167 

6.1 

.0000 

10»47 

Ang.  16 

Slight. 

Slight. 

0.00 

14.10 

.0010 

.0004 

1.13 

.0760 

.0082 

.0078 

6.7 

.0100 

11206 

Oct.    14 

None. 

V.  slight. 

0.00 

12.80 

,.0000 

.0000 

1.18 

.1000 

.0065 

.0445 

6.9 

.0080 

11496 

Doc.     7 

None. 

None. 

0.00 

1 

13.10 

.0000 

.0000 

1 

1.11 

.1000 

.0060 

.0820 

6.0 

.0000 

At... 

0.00 

12.60 

.0002 

.0010 

1.32 

.0872 

.0079 

1 

.0252 

6.4 

.0087 

1891* 
1802 


Averages  of  Analyses  of  Previous  Years. 


0.00      11.50 

I  0.01  I    11.66 

0.00      12.60 


0018    .0014 

0.88 

.0100 

.0000 

6.3 

0000    .0003 

1.16 

.0123 

.0035 

. 

6.0 

0002    .0010 

1.32 

.0872 

.0079 

.0252 

6.4 

.0116 
.0037 


*  September. 

Note  to  analyses  of  1898:  Odor,  none.    In  Jane  a  faintly  unpleasant  odor  was  developed  on  heat. 
Ing. The  samples  were  collected  from  a  faucet  at  the  pumping  station  at  Oliftondale,  Saugus. 

Microscopical  Examination. 

No.  10006.    Fungi,  Crenothrix,  4. 

No.  10525.    Miscellaneous,  ZoSgloea^  3. 

No  organisms  were  found  in  the  remaining  samples. 
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Chemical  ExamincUion  of  Water  jrom  SnipatuU  Pond^  Rochester, 

[ParU  per  100,000.] 


APPmABAXCB. 

KltaiDUB  ON 

EVAPOBA- 

TIOH. 

Ammoitia. 

, 

NlTBOOKH 
AS 

1 

^ 

■^ 

1 

H 

1 
f 

1 

Albamlnotd 

1 

s 

1 

1 

1 

QQ 

1 

10661 

18»8. 

July  12 

V.tUgbt. 

V.  Blight. 

1.20 

4.05 

2.36 

.0000 

.0286 

.ozu 

.0020 

.« 

.0000 

.0000 

i 
.0344 

... 

Iron,  .0035.    Odor,  none. The  lample  was  collected  from  the  pond  about  two  feet  beneath  the 

Burfaoe,  In  connection  with  an  inveatlgation  for  an  additional  water  supply  for  New  Bedford. 


Miscellaneous,  Zodglaa,  8. 


Microscopical  Examination. 


Water  Supply  of  Rockland. 
(See  Abington.) 

Water  Supply  of  Rockport. 

The  advice  of  the  State  Board  of  Health  with  reference  to  Cape 
Pond  and  Mill  Pond  Brook  as  sources  of  water  supply  for  the  town 
of  Rockport  may  be  found  on  page  45  of  this  volume. 


Chemical  Examination  of  Water  from  Cape  Pond^  Rockport. 

[Parte  per  100,000.] 


, 

Appbabanob. 

Rbsidub  ov 
Evapoba- 

Almoin  A. 

KITBOOBK    i 

t 

1 

TION. 

i 

,1 

id 

1 

tf 

1          0  1 

1 

1 

|| 

f 

Albaminold. 

itrates. 
Itrltes. 

1 

3 

1 

^1 

1 

SQ 

o 

H 

t- 

L 

H 

A 

00 

^  \    ^   ^^ 

o 

S 

1S»8. 

ll 

M93 

Feb.  8 

Slight. 

V.  Blight. 

0.08 

14.60 

2.05 

.0004 

1 

.0180 

.0154 

.0026 

6.10 

.0080 

.0000 

2044 

8.S 

Iron,  .0050.    Odor,  none,  becoming  faintly  vegeUble  on  heating. The  sample  was  collected  from 

the  pond  about  three  hundred  feet  from  the  shore,  near  the  outlet. 

Microscopical  Examination, 

Diatomaces,  Diatomat  72;  Synedra,  4.    Infusoria,  Dinobryon  ccuett  1.    Total,  77. 
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SAIiEM  AND  BBVERLT. 

Water  Supply  op  Salem  and  Beverly. 
The  advice  of  the  State  Board  of  Health  to  the  city  of  Salem, 
with  reference  to  increasing  the  joint  water  supply  of  Salem  and 
Beverly,  by  diverting  the  waters  of  Longham  Meadow  Brook  and 
of  the  brook  flowing  from  Beaver  and  Norwood's  Ponds  into  Wen- 
ham  Lake,  may  be  found  on  page  47  of  this  volume.  Analyses  of 
samples  of  water  collected  from  the  proposed  sources  are  given  in 
the  tables  on  pages  277  and  278. 


Chemical  Examination  of  Water  from  Wenham  Lake,  in  Beverly  and  Wenham, 

[ParU  per  100,000.] 


1 

Apfbabakob. 

BK8IDDB  OK 

EVAPORA- 

TIOH. 

AimoinA. 

.80 

NiTBOOBK 
▲8 

1 

0 

1 

o 

& 

H 

1 

1 

1 

§1 

r 

1 

Albuminoid. 

S 

s 

s 

I 

1 

CO 

1 

9864 

1898. 

Jfto.  10 

Blight. 

Slight. 

0.02 

5.20 

1.00 

.0000 

.0120 

.0104 

.0016 

.0150 

.0000 

.1680 

2.8 

10100 

If  ar.  9 

v.  slight. 

V.iUght. 

0.04 

6.25 

1.00 

.0060 

.0098 

.0084 

.0014 

.84 

.0090 

.0001 

.0900 

2.7 

10222 

Apr.  7 

Dlfltlnct. 

Slight. 

O.OS 

6.06 

0.76 

.0062 

.0168 

.0128 

.0080 

.74 

.0100 

.0003 

.1460 

2.8 

10668 

May   8 

Slight. 

Slight. 

0.03 

6.60 

1.20 

.0016 

.0098 

.0068 

.0080 

.76 

.0120 

.0000 

.1423 

2.2 

10182 

JUM  6 

Slight. 

Slight. 

0.08 

6.66 

1.85 

.0020 

.0136 

.0112 

.0024 

.79 

.0100 

.0000 

.2518 

2.8 

loess 

July  10 

Slight. 

Slight. 

0.06 

6.40 

1.90 

.0024 

.0110 

.0100 

.0016 

.76 

.0000 

.0000 

.1898 

2.6 

10803 

ADg.15 

DlatiDOt. 

SUght, 

0.02 

6.00 

1.46 

.0000 

.0172 

.0102 

.0070 

.76 

.0000 

.0000 

.1833 

2.8 

10006 

Sept.  9 

Slight. 

Slight, 

0.02 

6.66 

1.85 

.0022 

.0148 

.0104 

.0044 

.75 

.0000 

.0000 

.1326 

2.8 

11185 

Oct.    4 

SUght. 

SHght. 

0.06 

6.86 

1.00 

.0024 

.0116 

.0102 

.0014 

.76 

.0000 

.ooool 

.1540 

2.7 

11280 

Nov.  6 

SUght. 

SUght. 

0.08 

6.76 

1.00 

.0096 

.0150 

.0114 

.0042 

.77 

.0030 

.0001 

.1950 

2.9 

11455 

X>ee.  6 

SUght. 

SUght. 

0.03 

6.20 

1.26 

.0060 
.0038 

.0112 
.0130 

.0078 
.0100 

.0084 
.0080 

.76 

.0020 
.0065 

.0001 
.0001 

.1131 

2.7 

At.. 

1 

0.04 

6.49 

1.26 

.1605 

9  A 

1 

1 

Averages  of  Ana 

lyses  of  Previous  Tears. 

- 

1887» 

- 

. 

0.05 

4.78 

0.82 

.0026 

.0185 

- 

- 

.72 

.0019 

- 

- 

- 

- 

1888 

- 

- 

0.05 

4.87 

0.97 

.0020 

.0146 

- 

.78 

.0058 

.0001 

- 

- 

- 

1889 

- 

- 

0.06 

4.23 

1.06 

.0014 

.0173 

.0188 

.0036 

.72 

.0052 

.0002 

- 

- 

• 

1800 

- 

* 

0.06 

i 

4.67 

0.90 

.0016 

.0164 

.0126 

.0029 

.74 

.0104 

.0001 

- 

2.5 

- 

1891 

- 

- 

0.07 

4.70 

1.12 

.0006 

.0147 

.0113 

.0084 

.72 

.0126 

.0000 

- 

1.9 

- 

1802 

- 

- 

0.03 

4.86 

1.10 

.0016 

.0137 

.0103 

.0084 

.75 

.0077 

.0000,     - 

1 

2.2 

- 

1893 

- 

- 

0.04 

6.40 

1.26 

.0033 

.0180 

.0100 

.0030 

.77 

.0055 

.0001   .1605  2.6 

*  June  to  Deoember. 

KoTB  to  analyaet  of  1893 :  Iron,  .0052.  Odor,  vegetable  and  frequently  unpleasant,  becoming  stronger 
oa  beating  and  sometimes  mouldy. The  first  two  samples  were  collected  from  faucets  at  the  pump- 
ing station;  the  remaining  samples  from  the  lake  near  the  Inlet  pipe  of  the  Salem  Water  Works. 

L^!yiii-:it;u  uy  ^wj  v.^  '^^  -3L  iC 
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SAL.EM  AND  BEVERLY. 

Microscopical  Examination  of  Water  from  Wenham  Lake,  in  Beverly  and  Wenhanu 

[N^amber  of  organltmi  per  cubic  centimeter.] 


18»8. 

Jan. 

Mar. 

Apr. 

May. 

June. 

July. 

Ang. 

Sept 

Oct 

Not. 

!>«. 

Day  of  examiDatioD, . 

11 

10 

8 

0 

7 

18 

16 

12 

5 

8 

T 

Number  of  sample,    . 

9864 

10106 

10222 

10358 

10482 

10635 

10803 

10090 

11135 

11289 

11454 

PLANTS. 

Dlatomckoeed, 

1,858 

445 

1,518 

2,120 

31 

109 

1,588 

743 

2,608 

1,215 

8S4 

Asterlonella, 

Oyclotella,    .... 

Fragliaria 

Heloslra 

StephanodlBCQB,.. 
Synedra,      .... 
TabeUarla 

1 
120 
0 
0 
1 
0 
1,23« 

1 
80 
5 
7 
0 
2 
400 

64 
66 
0 
68 
0 
0 
1,330 

1,700 
158 
2 
188 
36 
86 
0 

0 
30 
0 
0 
0 
1 
pr. 

30 
40 
20 
6 
0 
pr. 
13 

0 
1 
228 
0 
0 
0 
1.360 

88 
1 

15 
88 

0 

1 

600 

2,856 
10 
0 
176 
0 
0 
61 

800 
0 
14 
200 
200 
pr. 

84 
200 
0 
17 
24 
8 
6 

OyanopbyoeaB,  . 

0 

0 

0 

0 

4 

0 

124 

92 

5 

5 

e 

Anabnoa,    .... 
Microcystis, 

0 
0 

0 
0 

0 
0 

0 
0 

4 
0 

0 
0 

124 
0 

92 
0 

0 
5 

2 
3 

0 
0 

Alfffle 

84 

2 

4 

pr. 

5 

6 

7 

86 

516 

" 

lit 

ChlorococcuB,      . 
GloBOcystis, . 
Hyalotheca, 
Protococoos, 
Staurastrum, 

0 

0 

5 

28 

1 

0 
0 
0 
2 
0 

4 
0 
0 
0 
0 

0 
0 
0 
0 
pr. 

0 
0 
0 
5 
0 

0 
1 
0 
2 
3 

0 
7 
0 
0 
0 

0 
8 
0 
76 
2 

512 
0 
4 
0 
0 

17 
0 
0 
0 
0 

lis 

0 
0 

% 

ANIMALS. 

Bbizopoda,  Dlfflugla,  . 

1 

0 

1 

0 

0 

0 

0 

0 

0 

pr. 

0 

Infusoria,     .... 

123 

45 

22 

0 

0 

1 

1 

4 

10 

16 

^ 

Dlnobryon 

Dlnobryon  oases, 

Monas, 

Perldlnium,. 
Trachelomonaa,  . 

5 
112 
0 
0 
6 

3 
25 
0 
0 
17 

0 
0 
0 
16 
6 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
0 

1 

0 
0 

0 
0 
0 
0 

1 

0 
0 
0 
2 
2 

0 
0 

1 

6 
3 

3 
11 
0 

6 
0 

s 

2 

Vermes, 

0 

0 

0 

0 

0 

pr. 

1 

10 

0 

pr. 

0 

Anurea,       .... 
Polyarthra, .... 
Botatorlan  ova,   . 

0 
0 
0 

0 
0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

^•o 

0 

1 

0 
0 

7 

1 
2 

0 
0 
0 

pr. 

0 

Mi9cellaneou9t  Zo'dglosa,  . 

0 

38 

0 

16 

0 

88 

84 

56 

128 

28 

0 

Total, 

1,516 

530 

1,545 

2,136 

40 

154 

1,806 

091 

3,262 

1,»I 

453 
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SALEM  AITD  BEVERLY. 

Table  ahoioing  Heights  of  Water  in  Wenham  Lake  at  Times  when  Samples  of 
Water  were  collected  for  Analysis, 


[NOTB.- 

-High,  water  mark  is  30.17  feet.] 

Datb. 

Height  of 
Water. 

Datb. 

Height  of 
Water. 

Jan.  10,  . 

18II8. 

Feet. 
20.92 

1S»8. 

Aug.  15, 

Feet. 
23.35 

Mar.  9,  . 

20.96 

Sept.  9, 

Oct.     4, 

22.77 

Apr.  7.  . 

22.09 

22.00 

May    8,. 

23.87 

Nov.    6. 

21.68 

June  6,  . 

24.67 

Dec.    6. 

21.33 

Jnly  10,  . 

24.31 

Chemical  Examination  of  Water  from  Beaver  Pond,  Norwood's  Pond, 
Longham  Meadow  Brook,  in  Beverly. 


and 


[Parta  per  100,000.] 

i 

% 

Aptbahamcb. 

Rbsidub  om 
Evapora- 
tion. 

AMMOniA. 

1 
.80 

NiTKOOBX 
AS 

a 

0 

t- 

j 

1 

i 

? 

1 

Albuminoid. 

s 

1 

ae; 

1 

1 

it 

00 

1 

10072 

1898. 
Mar.  1 

Slight. 

Cobs. 

1.20 

6.10 

2.00 

.0102 

.0218 

.0180 

.0038 

.0030 

.0002 

.5983 

1.8 

10078 

Mar.  1 

Slight. 

Slight. 

1.40 

5.60 

2.40 

.0008 

.0224 

.0196 

.0028 

.70 

.0080 

.0002 

1.0764 

1.3 

10074 
10132 

Mar.  1 

Mar.  15 

Slight. 
SUght. 

Cona., 

brown. 
SUght. 

1.50 
0.70 

7.05 
4.25 

2.65 
1.70 

.0036 
.0086 

.0828 
.0162 

.0300 
.0140 

.0028 
.0022 

1.00 
.62! 

.0150 
.0070 

.0002 
.0000 

1.1804 
.6201 

2.2 
1.8 

10133 

Mar.  15 

1 

,Sll«ht, 
1     clayey. 

SUght. 
earthy. 

0.50 

3.25 

1.85 

.0056 

.0210 

.0164 

.0046 

.43 

.0000 

.0000 

.6238 

0.9 

Iron  in  the  first  sample,  .0660;  in  the  next  two,  .0600  each;  in  the  fourth,  .0600;  in  the  last,  .0150. 
Odor  of  the  first  three  samples  distinctly  vegetable  and  of  the  first  one  also  disagreeable.    Of  the  last 

two  samples,  Ko.  10132  had  a  very  faintly  vegetable  odor  and  No.  101.^  none. Nos.  10072  and  10132 

were  ooUected  from  the  brook  flowing  from  Norwood's  Pond ;  No.  10073,  from  the  brook  flowing  from 
Beaver  Pond ;  Nos.  10074  and  10133,  from  Longham  Meadow  Brook  Just  above  the  point  where  it  Is 
Joined  by  the  brook  flowing  from  Norwood's  Pond. 
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Microscopical  ExamincUion  of  Water  Jrom  Beaver  Pond,  Norwood's  Pond,  and 
Longham  Meadow  Brook,  in  Beverly, 

[Namber  of  orgaoiBmi  per  cable  centimeter.] 


ISM. 

March. 

March. 

March. 

March. 

Mareh. 

Day  ofexaminatioD,         .... 

8 

8 

8 

17 

17 

Number  of  sample, 

10072 

10078 

10074 

10182 

10138 

PLANTS. 

DlatomaceeB 

0 

2 

5 

8 

17 

Fragilaria, 

Navlcula, 

Bynedra. 

Tabellarla, 

0 
0 
0 
0 

0 
0 

0 

1 
8 

1 

2 
0 

4 
5 
6 
2 

Oyanophyoen,  Noatoc  aporee, 

0 

» 

0 

1 

0 

Alir»,  ZoSaporea 

2 

0 

0 

2 

0 

Punfifl, 

0 

0 

18 

2 

»  • 

Begfflatoa, 

Cladothrlx, 

0 
0 

0 
0 

0 
18 

2 
0 

0 
0 

ANIMALS. 

Infusoria 

8 

8 

0 

8 

2 

DInobryon, 

PeridlDlum 

0 
8 

1 
7 

0 
0 

4 
5 

2 

0 

2,000 

70 

2 

180 

SI 

TOTALi 

2,005 

80 

25 

197 

77 

Water  Supply  or  Saugus. 

(See  Li 

fnn,) 

ScrruATE. 
The  advice  of  the  State  Board  of  Health  with  reference  to  taking 
a  water  supply  for  the  village  of  Scituate  Harbor  in  the  town  of 
Scituute,  from  the  ground  in  the  vicinity  of  Satuit  Brook,  may  be 
found  on  page  50  of  this  volume.  An  analysis  of  a  sample  of  water 
from  the  flowing  test  well,  referred  to  in  the  communication  of  the 
Board,  is  given  below. 
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SCmJATB. 
Chemical  Examinaiion  of  Water  from  a  Tubular  Test  Well  in  ScUtuUe, 

[Partfl  per  100,000] 


1 

APPCASAKCl. 

1 

AXMOMIA. 

KmtooBK 

A8 

1 



1 

s 

f 

*i 

1 

i 

1 

is 

i 

1 

s 

f 

£ 

1 

1898. 

1 
1 

10017 

Feb.  14 

None. 

None. 

0.02 

8.36 

.0006 

1 

.0010 

1.74 

.0800 

.0000 

.0472 

3.1 

.0000 

Odor  none. The  Muoople  was  collected  from  a  flowing  test  well  in  a  meadow  near  Willow  Street 

abOQt  three  hundred  feet  east  of  the  railroad. 

Microscopical  Examination. 

No  organisms. 

Water  Supply  or  Sharon.  —  Sharon  Water  Company. 
The  reply  of  the  State  Board  of  Health  to  an  application  of  the 
Board  of  Health  of  Sharon  for  advice  with  reference  to  the  possible 
pollution  of  the  water  supply  of  the  town  under  existing  conditions, 
and  as  to  the  best  practicable  method  of  assuring  its  purity  in  the 
future,  may  be  found  on  page  51  of  this  report. 

Chemical  Examinaiion  oj  Water  from  the  Well  of  the  Sharon  Water  Company. 

[Parts  per  100.000.] 


g 

Appsabahcr. 

"i 

Ammovia. 

NlTROOEN 

^ 

^§ 

«3 

s 

^ 

1 

«3 

§1 

1 

s 

^ 

, 

1 

§ 

1 

1 

H 

1 

^H 

1 

1^ 
< 

1 

g 

g 

1 

1 

1S9S. 

1 
1 

lOMl 

Aug.  31 

None. 

None. 

0.0 

10.70 

.0000 

.0000 

.01 

.3760 

.0000  I 

.0IS8 

2.8 

.0100 

Odor,  none. The  sample  was  ooUected  from  a  faucet  at  the  pumping  station. 

Microscopical  Examinaiion. 

No  organisms. 


Water  Supply  of  Sombrville. 

(See  Boston,  Mystic  Works.) 

Water  Supply  of  Southbridge.  —  Southbridge  Water  Supply 

Company. 
The  advice  of  the  State  Board  of  Health  to  the  Southbridge 
Water  Supply  Company  relative  to  increasing  its  supply  by  the 
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construction  of  an  additional  storage  reservoir  about  one  mile  south 
of  the  present  upper  reservoir,  and  as  to  improving  the  existing 
supply;  also,  at  a  subsequent  date,  with  reference  to  increasing 
its  supply  by  taking  water  from  a  proposed  storage  reservoir  on 
Hatchet  Brook,  may  be  found  on  pages  51-53  of  this  volume. 
Analyses  of  samples  of  water  collected  from  the  present  sources  of 
supply  and  from  Hatchet  Brook  and  its  tributaries  are  given  in  the 
following  tables. 

Cliemical  Examination  of  Water  from  the  Lower  Reservoir  of  the  Southbridge 

Water  Company, 

[ParU  per  100,000.] 


1 

BB8IDDB  OK 

EVAPOBA- 

TIOW. 

Ammoxia. 

s 

KiTBOGKX 

"      1 

1 

s 

1 

«i 

1 
1 

1 

, 

1 

f 

i 

Albuminoid.     | 

1 

5 

• 

1 

a 

1 

•  1 

e 

1 

^ 

Q 

H 

^  1 

H 

h 

H 

O 

5 

2: 

*  , 

O 

a 

ISM. 

1 

11082 

Sept.  16 

Decided. 

Gone. 

0.161 

1 

8.76 

1.06 

.005 J  .0664 

.0170 

.0878 

1 

.S2 

.008o|.0002 

.9042  1.6 

Iron,  .0100.  Odor,  none,  becoming  distinctly  vegetable  and  graaay  on  heating.  —  The  sample  waa 
collected  from  the  lower  reservoir  at  a  time  when  it  was  nearly  empty. 

Microscopical  Examination, 

Diatomacen,  Cyclotella^l^'t  Oymbellat\\  DiatomatidO;  Epithetniatl;  Oomphonema,Z;  Naricula, 
2;  PinnulariOti;  SurireUat2;  Synedra,  160;  Tabe7laria,  92.  A\gm,  Arthrode$muSt  1;  Ptediastnem^ 
7;  8cen€de9mu9t  6;  StaurogenUi^  A.  Inftisoria,  Euglena^  112;  MonoM,  2;  JPieridinium,  48.  Vermes, 
Anureut  1;  Folyarthra,  2.    Miscellaneous,  ZodgUxa,  60.    Total,  036. 


Chemical  Examination  oj  Water  from  Glover  Spring,  Southbridge. 

[ParU  per  100,000.] 


S 

1            Appxakanob. 

Rettdae  on 

Evaporation. 

1   Ammonia. 

1 

NITBOOXX 

AS 

ll 

, 

^ 

Torbldttj. 

1 

1 

i 

1^ 

9a 

s 

1 

18M.    i 

1 

11083 

Sept.  14    None. 

None. 

0.00 

10.76 

.0000 

.0002  1 

.80  1 

.4000 

.0001 

.1060 

8.8 

.0075 

11268 

Oct.   26  ,|V.  slight. 

V.  slight. 

0.08 

;  12.90 

.0000 

.0030 

1.00 

.4860 

.0000 

.0190 

8.. 

.ooao 

Odor  of  the  first  sample,  none;  of  the  second  sample,  distinctly  nnpleasant,  disappearing  on  beat- 
ing.  The  first  sample  was  collected  from  a  fancet  in  Southbridge  supplied  from  the  spriog;  the  last, 

directly  from  the  spriog.  The  spring  is  located  a  short  distance  below  the  lower  reservoir  of  the  6oath> 
bridge  Water  Company,  in  the  valley  of  the  brook  upon  which  the  reservoirs  of  this  company  are  built, 
and  is  used  as  a  source  of  supply  for  several  families. 


Microscopical  Examination, 

No.  11088.    A\gm,  Raphidlumt  2.    Miscellaneous,  Zot^^^OM,  1.    Total,  8. 
No.  11268.    Miscellaneous,  ZodgUxa^  1- 
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Chemical  Examination  of  Water  Jrom  Hatchet  Brook  and  one  of  its  Tributaries  in 

Southbridge. 

[PartB  per  100,000.] 


1 

S 

S 

1 

Appbakaxcs. 

Residdb  on 
Evapora- 
tion. 

Ammonia. 

i 

.21 

AS 

j 

f 

1 

1 

1 

i 

F 

1 

Albuminoid. 

1 

1 

S5 

1 

s 

1 

5" 

1 

11081 

8epl.l4, 

V.  slight. 

V.iHght. 

0.10 

4.66 

0.80 

.0000 

.0042 

.0030 

.0012 

.0000 

.0000 

.1404 

1.7 

lU56|Oct.26| 

V.illghi. 

Slight. 

1.60 

8.06 

8.60 

.0000 

.0242  .0214 

.0028 

.88 

.0000 

.0000 

1.2616 

1.0 

11S58 

Nov.  20 

Slight. 

Slight. 

0.80 

4.26 

1.26 

.0000 

.0118 

.0106 

.0012 

.20 

.0060 

.0000 

.6208 

1.4 

IIUO 

Nov.  20 

None. 

y.  slight. 

0.60 

4.06 

1.40 

.0006 

.0128 

.0110 

.0018 

.20 

.0000 

.0000 

.6762 

1.4 

At.. 

0.00 

ft.lO 

1.76 

.0002 

.01M 

.0116  .0018 

j 

.26 

.oou 

.0000 

.6408 

1  6 

1 1 

1  "■• 



Iron  in  the  first  sample,  .0060;  in  the  second,  .0070;  in  the  third,  .0060;  in  the  last,  .0020.    Odor  of 
the  first  sample,  none ;  of  the  remaining  samples,  very  faintly  vegetable,  becoming  stronger  on  heating. 

The  first  sample  was  collected  from  Hatchet  Brook  at  a  road  crossiug  about  three-fourths  of  a  mile 

from  its  month;  the  second  and  last  samples,  from  the  brook  at  site  of  proposed  dam  of  the  Southbridge 
Water  Company,  abont  half  a  mile  above  the  point  where  the  first  sample  was  collected ;  the  third  sam- 
pie,  from  a  small  tributary  which  enters  Hatchet  Brook  from  the  west,  about  half  a  mile  above  the  site 
of  the  proposed  dam. 


Mkroscopicdt  Examination  of  Water  from  Hatchet  Brook  in  SouUibridge, 

[Number  of  organisms  per  cable  centimeter.] 


ists. 

September. 

October. 

November. 

Dsy  of  examination 

16 

28 

22 

22 

Namber  of  sample, 

11031 

11256 

11368 

11369 

PLANTS. 

DiatomaceeB, 

3 

1 

4 

3 

ill 

0 
0 
8 

0 
1 
0 

2 

2 

pr. 

1 
2 
0 

Fungi,  Crenothrlx, 

230 

27 

« 

7 

ANIMALS. 

Vennes,  Annrea, 

0 

1 

0 

0 

IfbceZtoiMOM,  ZoOgloea 

0 

8 

14 

1 

Total, 

283 

32 

40 

11 

_^iyiuzed  by 
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Chemical  Examination  of  Water  from  Hatchet  Pond  in  Woodstock,  Conn^  jusl 

South  of  Uie  Boundary  between  Massachusetts  and  Coiinecticut. 

[Parts  per  100,000.] 


o 

a 

Appiabakcs. 

Kksiduk  cm 

EVAPOBA- 
TICK. 

AmiONiA. 

i 

1: 

A' 

1 

.16 

.15 

1 

NITBOOKK 
AM 

i 

if 

;  1 

1 

j 

1 

1 

1 

Albuminoid. 

NitnitM. 
Nltrltoi. 

1 

D 
9i 

1 

1 

5 

.0040 
.0022 

1 

11257 
11300 

1898. 

Oct.  26 

Nov.  20 

1  Slight. 
I  Slight. 

Slight. 
Slight. 

0.15 
0.02 

2.10 
2.10 

0.65 
0.70 

.0000 

1 

.0022 

.0142 
.0148 

.0102 
.0126 

.0000 
.0050 

.0000 
.0000 

.3192  0.5 

.25ea  o.s 

1 

IroD,  .0025.    Odor  of  the  first  sample,  faintly  vegetsble,  beoomlDg  distinctly  vegetable  and  nn- 

pleasant  on  heating;  of  the  second  sample,  very  faintly  vegetable,  disappearing  on  heating. The 

samples  were  collected  from  the  pond  which  is  located  at  the  head  of  Hatchet  Brook. 

Microscopical  Examination, 

No.  11257.  Diatomace»,  Synedra^  1.  Cyanophycen,  Anahcmat  4;  OatioApharium,  1:  MfrUmc^ 
jiedia,  480.    Alg8B,  CMorococcM^  10.    Fungi,  Orenothrtx,  3S.    Miscellaneous,  ZooglceOt  4.    Total,  tSS, 

No.  11360.  Dl^tomacem,  Navicula,  1.  CyanophycesB,  Meriamoptdia,  19.  Algss,  Protoooccus,  2; 
Jiaphidiumt2.    Total,  24. 


Water  Supply  of  South  Hadley  Falls  Fire  District,  South 

Hadley. 

<fhemical  Examination  of  Water  from  a  Faucet  in  South  Hadley,  supplied  from 

Buttery  Brook  Reservoir, 

[Parts  per  100,000.] 


1 
§ 

'3 
I 

Appbasakck. 

KfiSlOUK  ON 

£VAPOBA- 

TION. 

Ammohia. 

i 

i 

.15 

NiTBOQEK 
AS 

1 

§ 

«2 

1 

1 

1 

Albuminoid,     j 

1 

i 
I 

1 

a 

1 

1^ 

1 

1155S 

1898. 

Dec.  27 

Slight. 

Slight. 

0.10 

3.20 

0.90 

.0008 

.0030 

.0014 

.ooio' 

.0260 

.0000 

.1909 

0.8 

Iron,  .0125.    Odor,  none,  becoming  faintly  vegetable  on  heating. 

Microscopical  Examination, 

Misceilaneons,  Zodglata,  14. 
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Water  Supply  of  Spencer. 


SPENCER. 


Chemical  Examination  of  Water  from  Shaw  Pond^  Leicester, 

[ParU  per  100,000.] 


1 
1 

Kksiduk  on 

EVAFOIA- 
TIOX. 

AjniomA. 

a 

.22 

NlTROOEN 
A8 

i 

.1131 

1 

1 

6 

H 

fl 
J 

Albuminoid.      | 

1 

i 

1 

1 

Date  of  Co 
Turbidity. 

1 

sl 

CO 

« 

I89S. 

9m  Feb.   8 

V.  Blight. 

V.  alight. 

0.06 

i 

'  2.85 

0.85 

.0048 

.0202 

.0148 

.0054 

.0070 

.0001 

1 

1.1 

10174  Mar.  27  '  Slight. 

SUght. 

0.02 

1.55 

0.45 

.0034 

.0086 

.0060 

.0026 

.12 

.0050 

.0001 

.0912 

0.5 

10815  Apr.28  !  None. 

None. 

0.02 

1.90 

0.40  ' 

.0000 

.0060 

.0088 

.0022 

.13 

.0070 

.0000 

.1058 

0.3 

10W7jM»yl4 

None. 

V.aHght. 

0.08 

1  2.05 

0.35 

.0004 

.0084 

.0066 

.0018 

.11 

.0030 

.(XM to '.0803 

0.9 

10789  Ang.l3 

V.  slight. 

V.  alight. 

0.03 

3.00 

1.10 

.0004 

.0136 

.0102 

.<J 

.14 

.0000 

.0000   .1882 

1.0 

10901 !  Sept.  4 

Slight. 

Blight. 

0.05 

2.25 

1 

0.60 

.0018 
.0018 

.0192 

.0127 

.0166 
.0097 

.0026 
.0J80 

.14 
.14 

.0030 

1 

|.0042 

.0000 
.0000 

.1480 

0.7 

Av.. 

0.03 

1  2.27 

1 

0.63 

n  ft 

1 

!i" — 1  '■' 

Iron,  .0088.   Odor  of  the  firat  fonr  aamplea,  faintly  vegetable ;  of  the  last  two  aamples,  none. The 

firat  two  aamplea  and  the  last  were  collected  from  the  pond;  the  remaining  aamplea,  from  a  faucet  in 
the  town. 


Microscopical  Examination  of  Water  from  Shaw  Pond,  Leicester, 

[Number  of  organlama  per  cubic  centimeter.] 


1808. 

Feb. 

March. 

AprU. 

May. 

Aug. 

Sept, 

Day  of  examination,        .... 

11 

29 

27 

16 

15 

6 

Number  of  aample, 

9094 

10174 

10315 

10387 

10789 

10961 

PLANTS. 

8 

4 

5 

1 

14 

28 

Aiteriooella 

Melosira, 

Bynedra, 

0 

1 
2 

0 
0 

4 

4 
0 

1 

0 
0 

1 

0 
14 

0 

14 
13 

1 

Algae. 

0 

0 

0 

0 

106 

60 

Botrycoccua, 

Protococcua, 

0 
0 

0 
0 

0 
0 

0 
0 

0 
106 

60 
0 
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Microscopical  Examination  of  Water  from  Shaw  Pond,  Leicester  —  Concluded. 

[tfurobor  of  organisms  per  cabic  centimeter.] 


18M. 

Feb. 

March. 

April. 

Maj. 

Aug. 

Sept- 

ANIMALS. 
Infusoria, 

Dinobryon 

DInobryon  cases,       .... 
Tracbclomonas, 

28 

0 
26 
pr. 

8 

3 
5 

1 

11 

0 

11 

0 

0 

0 
0 
0 

0 

0 
0 
0 

8 

0 
0 
0 

MUcellaneout,  Zo'dgloea, 

0 

48 

0 

5 

18 

68 

Total, 

29 

ei 

le 

e 

138 

14S 

Water  Supply  of  Springfield. 

During  the  summer  and  autumn  of  1893  the  amount  of  water 
furnished  by  the  Ludlow  Receiving  Basin  and  its  tributary  canaU 
was  insufficient  for  the  supply  of  the  city,  and,  to  make  up  the 
deficiency,  water  was  taken  from  the  old  Ludlow  Reservoir  and 
from  Chapin  Pond,  which  is  situated  near  the  main  pipe  leading  to 
the  city.  It  happened  somewhat  inopportunely  that,  with  a  view  to 
improving  the  character  of  the  water,  the  old  Ludlow  Reservoir 
had  been  drawn  off  during  the  latter  part  of  1892  and  was  empty 
on,  and  for  several  months  after,  the  first  of  January,  1893.  While 
the  reservoir  was  empty,  a  new  waste-gate  was  put  in  at  the  Cherry 
Valley  dam  in  order  to  make  it  possible  to  waste  water  from  the 
bottom  of  this  reservoir  in  the  future,  when  desirable,  and  at  the 
completion  of  this  work  on  May  9,  1893,  the  filling  of  the  reservoir 
was  begun  again ;  but  the  amount  of  water  collected  during  the 
remainder  of  the  year  was  so  small  that  the  water  in  the  reservoir 
did  not  rise  high  enough  to  flow  through  the  pipe  beneath  the  cut-off 
dam  into  the  Ludlow  Receiving  Basin,  and  in  order  to  use  the  water 
which  had  accumulated,  for  the  supply  of  the  city,  it  was  necessary 
to  pump  it  into  the  basin.  Pumping  was  begun  on  Aug.  22,  1893, 
and  continued  until  October  24,  the  total  quantity  pumped  being 
63,000,000  gallons. 

Chapin  Pond  is  located  in  a  sandy  plain  in  the  southwesterly 
part  of  Ludlow,  and  is  said  to  have  an  area  of  about  thirty  acres 
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and  a  considerable  depth.  It  has  no  visible  inlet  or  outlet  and  is 
supplied  with  water  which  percolates  into  it  from  the  sandy  territory 
by  which  it  is  surrounded.  The  lowering  of  the  water  in  the  pond 
by  pumping  doubtless  makes  available  a  considerable  quantity  of 
water  stored  in  the  ground  about  it.  Between  Aug.  7  and  Oct.  28, 
1893,  a  total  of  164,000,000  gallons  of  water  were  pumped  from 
this  source.  An  analysis  of  the  water  of  Chapin  Pond  is  given  with 
the  analyses  of  samples  of  water  from  the  other  sources  of  supply 
in  the  tables  below. 


Chemical  Examinalion  of  Water  from  the  Receiving  Basin  of  the  Springfield 
Water  Works^  at  Ludlow, 


[ParU  per  100,000.] 


Appkaramcb. 

Rksidus  on 

EVAVORA- 
TIOH. 

Ammokia. 

i 

i 

KlTKOQRN 
▲8 

1 

1 

.6360 
.6037 
.3348 
.3942 
.6584 
.4626 
.3942 
.6772 
.6640 
.3734 
.7660 
.7137 

.5132 

1 

1 

1 

1 

1 

r 

1 

Albuminoid. 

s 

1 

1 
sS 

s 

1 

1 

15 

1 

a 

9856 
9079 
10091 
10216 
10370 
104S9 
10605 
10835 
10074 
U140 

ims 

11444 

ims. 

Jan.    9 
Feb.   7 
Mar.  7 
Aprils 
May  8 
June  8 
July   5 
Aog.16 
SepU  7 
Oct.    4 
Nov.  7' 
Dec.  8 

Slight. 

Slight. 

V.  alight. 

SUght. 

Slight. 

Distinct. 

Distinct, 

green 

DisUnct. 

Decided, 
green. 
Slight. 

V.  slight. 

V.  slight. 

1 

V.sUght. 

Slight, 

white. 
V.  slight. 

Slight. 

Cons., 

green. 
Cons., 

brown. 
Cons., 

brown. 
Slight. 

Cons., 

yellow. 
Cons., 

green. 
Slight. 

Slight, 
earthy. 

0.60 

0.50 

0.40 

0.40 

1 

0.46, 

0.60| 

0.40 

0.60 

0.40 

0.28 

0.80 

0.70 

4.36 
4.10 
3.86 
2.25 
2.66 
3.00 
3.66 
4.40 
4.25 
3.06 
4.70 
4.20 

1.86 
1.86 
1.10 
0.70 
0.65 
1.26 
1.10 
2.20 
2.00 
1.80 
1.70 
1.46 

.0000 
.0032 
.0042 
.0000 
.0000 
.0014 
.0002 
.0008 
.0000 
.0004 
.0008 
.0000 

.0009 

.0194 
.0182 
.0072 
.0102 
.0084 
.0168 
.0194 
.0244 
.0550 
.0264 
.0204 
.0188 

.0204 

.0134 
.0152 
.0052 
.0084 
.0072 
.0132 
.0143 
.0208 
.0232 
.0190 
.0174 
.0168 

.0146 

.0060 
.0030 
.0020 
.0018 
.0012 
.0036 
.0046 
.0036 
.0318 
.0074 
.0030 
.0020 

.0058 

.18 
.17 
.16 
.09 
.07 
.18 
.10 
.14 
.14 
.17 
.26 
.16 

.16 

.0070 
.0030 
.0090 
.0030 
.0000 
.0030 
.0000 
.0000 
.0000 
.0000 
.0030 
.0030 

.0026 

.0000 
.0001 
.0000 
.0001 
.0000 
.0001 
.0001 
.0000 
.0000 
.0000 
.0002 
.0001 

.0001 

1.6 
1.7 
1.4 
0.2 
0.6 
0.8 
0.9 
1.0 
1.8 
1.3 
1.6 
1.1 

Ar 

! 

0.49 

3.76 

1.39 

1 

1  ? 

ii 

Iron,  .0102.    Odor,  generally  distinctly  vegetable,  frequently  grassy,  sometimes  none.    In  September 

the  odor  was  strongly  vegetable  and  mouldy. The  samples  were  collected  from  the  basin  in  the 

▼ieinity  of  the  gate-house.    When  the  September  and  October  samples  were  collected  water  was  being 
pumped  into  this  basin  from  Ludlow  Reservoir. 
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Microscopical  Examination  of  Water  Jrom  the  Receiving  Basin  of  the  Springfield 

Water  Works^  at  Ludlow, 

[N'amber  of  organisms  per  cubic  centimeter.] 


18M. 

Jan. 

reb. 

Mar. 

Apr. 

May. 

Jane. 

July. 

Aug. 

Sept 

Oct. 

Nor. 

Dee. 

Day  of  examination. 

11 

9 

8 

8 

10 

9 

7 

17 

8 

5 

10 

T 

Number  of  sample,   . 

9856 

9979 

10091 

10216 

10870 

10489 

10605 

10885 

10974 

11140 

11298 

,11444 

PLANTS. 

1 

DiatomaceeB, 

6 

7 

4 

18 

903 

48 

850 

47 

58 

180 

28 

i      " 

Asterlonella, 

0 

0 

0 

8 

870 

1 

0 

0 

0 

0 

5 

0 

Cyclotella,   . 

2 

pr. 

0 

0 

1 

1 

88 

4 

32 

0 

1 

1        0 

Diatoms, 

0 

1 

pr. 

0 

0 

0 

0 

8 

0 

0 

0 

1       4 

Fragilaria, 

0 

0 

2 

0 

0 

2 

15 

8 

0 

1 

0 

,        0 

Mclosira, 

0 

1 

1 

1 

27 

11 

240 

26 

20 

64 

16 

0 

Merldion, 

0 

2 

pr. 

2 

pr. 

1 

0 

0 

0 

1 

0 

!       3 

Navlcula, 

3 

pr. 

1 

1 

pr. 

7 

0 

1 

0 

2 

1 

3 

Pionularia, 

0 

0 

0 

0 

1 

1 

0 

2 

0 

0 

0 

1 

Synedra, 
Tabellaria, 

1 

3 

pr. 

5 

3 

84 

1 

8 

1 

112 

5 

10 

0 

pr. 

0 

1 

1 

1 

6 

1 

0 

0 

0 

3 

CyanophyceeB,  . 

0 

0 

0 

pr. 

0 

1 

64 

18 

280 

128 

4 

• 

Anabflpna,    .        .       . 

0 

0 

0 

pr. 

0 

0 

64 

2 

200 

44 

0 

0 

A  nabajQR  spores, 

0 

0 

0 

0 

0 

0 

0 

0 

80 

0 

0 

0 

Chroococcus, 

0 

0 

0 

0 

0 

1 

0 

11 

0 

0 

0 

0 

Merismopedia,    . 

0 

0 

0 

0 

0 

0 

0 

0 

0 

84 

4 

0 

AlGTce 

0 

16 

pr. 

5 

5 

2 

10 

81 

0 

317 

18 

0 

Cblorococcas,     . 

0 

0 

0 

pr. 

0 

0 

0 

16 

0 

244 

0 

0 

CloAterlum,. 

0 

16 

pr. 

5 

2 

0 

0 

0 

0 

0 

0 

0 

Nephrocytlum,   . 

0 

0 

0 

0 

0 

0 

0 

8 

0 

0 

0 

0 

Protococcus,       . 

0 

0 

pr. 

0 

2 

0 

4 

8 

0 

0 

12 

0 

Raphidiam. 

0 

0 

0 

0 

0 

0 

0 

0 

0 

6 

5 

0 

Sccnedesmos,     , 

0 

0 

0 

0 

0 

2 

1 

0 

0 

68 

1 

0 

ZuiSspores,  . 

0 

0 

0 

0 

1 

0 

6 

0 

0 

0 

0 

0 

Fungri,  Crenothrix, 

9 

0 

0 

pr. 

0 

0 

0 

0 

0 

9 

7 

0 

ANIMALS. 

Inftisoria,     . 

22 

89 

8 

1 

2 

125 

1 

42 

0 

4 

22 

1 

Dinobryon,          . 

8 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

Dloobryon  cases. 

0 

0 

0 

0 

0 

124 

0 

0 

0 

0 

20 

0 

Monas, 

0 

1 

0 

0 

1 

pr. 

0 

1 

0 

1 

2 

1 

Perldlniam. 

14 

38 

3 

1 

1 

0 

1 

40 

0 

2 

0 

0 

Trnchelomonas,  . 

0 

0 

0 

pr. 

0 

1 

0 

1 

0 

1 

0 

0 

Jii$ceilaneoMt  ZoiSgloea,  . 

32 

74 

2 

0 

24 

IK 

86 

68 

86 

160 

40 
40 

7t 

Total, 

60 

136 

9 

19 

934 

"■ 

461 

201 

369 

798 

"• 

97 
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Chemical  Examination  of  Water  from  Ludlow  Reservoir. 

[Parts  per  100,000.] 


i 
,  a 

Appbaxavcb. 

Kbsidub  osi 

EVAPORA- 
TIO». 

AmioxiA. 

1 

NITROOBN 
AS 

5 

a 

H 

«2 

i 
1 

1 

1 

1 

P 

i 

Albuminoid. 

1 

1 

1 

1 

s 

A 

S 

1 

1  18»8. 

10898  May  15 

Decided. 

Heavy, 

0.85 

8.00 

1.25 

.0032 

.0194 

.0148 

.0040 

.08 

.0030 

.0002 

.5266 

0.8 

earthy*;        | 

floccurt. 

104»  June  6 

1               , 

Distinct, 
white. 

Cons., 
white. 

0.46 

3.30 

1.06 

.0044 

1 

.0230 

.0172 

.0058 

.18 

.0030 

.0001 

.5402 

1.3 

10604  July  fi 

Decided,    Heavy, 

0.80 

4.85 

2.25 

.0000 

.0626 

.0348 

.0178 

.11 

.0030 

.0000 

.7008 

1.1 

106U  Aiig.16 

green. 
Decided, 

Slight, 

yellow. 
Cons., 

yellow. 
Cons., 

0.45 

6.55 

3.06 

.0002 

.0622 

.0300 

.0222 

.13 

.0030 

.0000 

.7176 

1.3 

10&75  Sept.  7  i'  De?idSd.* 

1               1 '       ».>.^. 

0.50 

4.90 

3.00  ||.0004 

.0532 

.0422 

.0110 

.13 

.0030 

.0001 

.7320 

1.6 

llUllOet.    4    Slight. 

0.30 

3.60 

1.75 

.0000 

.0384 

.0280 

.0124 

.12 

.0000 

.0000 

.4928 

1.1 

112WN0T.  7,  DUUnot. 

Con«., 

0.28 

3.70 

1.80 

.0008 

.0344 

.0220  .0124 

.10 

.0000 

.0001 

.6160 

1.3 

11445|  Dec.   6    Slight. 

Slight.      0.15 

3.05 

1.20 

.0000 
,.0011 

.0270 
.0376 

.0204.0066 
.0259  -01 1<^ 

.17 
.14 

.0000 
.0019 

.0002 
.0001 

.3978 

0.9 

A,.j ' 

0.47 

4.11 

2.03 

.6779   1.2 

1              ll 

1 

Averages  of  Analyses  of  Previous  Years. 


1876-77* 

-. 

. 

- 

4.86 

- 

.0139 

.0426 

18871 

- 

- 

0.24 

3.68 

1.65 

.0030 

.0486 

1888 

- 

- 

0.13 

2.91 

1.20 

.0019 

.0832 

1889 

; 

- 

0.11 

2.42 

1.07 

.0028 

.0461 

1890 

- 

- 

0.15 

2.96 

1.64 

.0029 

.0387 

1891 

- 

„ 

0.31 

3.27 

1.20 

.0011 

.0225 

1892t 

- 

- 

0.25 

3.41 

1.41 

.0006 

.0277 

1893§ 

- 

0.47 

4.11 

2.03 

.0011 

.0375 

.0237 
.0210 


.0130 


.0224 


.16 
.12 
.10 


.0189.0088 


0177||.10 


.0147.0078  1.09 


.13 


.0259  .0116,  .14 


- 

. 

- 

.0019 

- 

- 

.0047 

.0001 

- 

.0033 

.0002 

- 

.0065 

.0001 

- 

.0049 

.0001 

j 

- 

.0049 

.0001 

- 

.0019 

.ooor 

1 

.5779 

0.9 
1.0 
1.0 
1.2 


*  These  analyses  were  made  by  Prof.  William  R.  Nichols,  for  the  city  of  Springfield,  from  samples 
eollected  abont  once  a  weelc,  between  July  1, 1876,  and  Sept.  30, 1877. 

t  Jane  to  December.  X  January  to  September.  $  May  to  December. 

KoTV  to  analyses  of  1893;  Iron,  .0133.    Odor,  vegeUble,  rarely  mouldy  or  unpleasant;  on  heating 

tlieodor  is  generally  stronger. The  samples  were  collected  from  the  reservoir  at  depths  of  one  to 

•tz  feet  beneath  the  surface,  generally  near  the  outlet.  In  July  and  August  the  samples  were  collected 
Mar  the  center  of  tlie  reservoir. 

This  reservoir  was  empty  at  the  beginning  of  the  year  and  began  to  fill  again  on  May  9.  For  record 
of  heights  of  water  on  dates  when  samples  of  water  were  collected  for  analysis,  see  page  289. 


Digitized  by  VjOOQ IC 


288 


STATE  BOARD  OF  HEALTH.         [Pab.  Doc. 


SPBINGFrELD. 

Microscopical  Examination  of  Water  from  Ludlow  Reservoir. 

[Number  of  organUms  per  cable  centimeter.] 


1898. 

May. 

Jane. 

Jaly. 

Aug. 

Sept. 

Oct. 

Not. 

1 

1  "^ 

Day  of  oxamlnatioo. 

17 

9 

7 

17 

8 

6 

10 

7 

Kamber  of  aample, 

10398 

10488 

10604 

10884 

10975 

11141 

11299 

11445 

PLANTS. 

Diatomaceee 

489 

159 

58 

239 

486 

184 

278 

7 

A«t«.>rloDi!lla,      .... 

8 

1 

0 

0 

0 

0 

1 

0 

Cyckiiell* 

lilMi-inniii,    ..... 

0 

2 

0 

3 

76 

0 

1 

0 

0 

0 

0 

6 

0 

0 

4 

0 

FrNfllAHn 

0 

5 

0 

0 

0 

1 

0 

0 

@Dm[i^ouirma,  .... 

0 

0 

0 

2 

1 

0 

1 

0 

Meloftlni 

806 

148 

66 

104 

196 

114 

260 

0 

Nftvicub,    *        ,        .        .        . 

S 

1 

0 

0 

0 

1 

0 

0 

Byri«4r« 

80 

2 

0 

124 

192 

68 

8 

1 

TabeltnTla 

2 

0 

0 

0 

1 

0 

1 

6 

Cyanophyoeao, 

0 

6 

0 

130 

8 

29 

4 

0 

Anaha»na, 

0 

6 

0 

124 

6 

0 

0 

0 

CbruococcuHt     .... 

0 

0 

0 

6 

0 

0 

0 

0 

Meriemopedla,  .... 

0 

0 

0 

0 

0 

29 

0 

0 

MIcrocyBtle,       .... 

0 

0 

0 

0 

0 

0 

4 

0 

Algree, 

142 

114 

8,928 

881 

402 

121 

39 

3 

0 

0 

0 

64 

96 

0 

0 

0 

Chlororoccus 

0 

46 

0 

0 

0 

22 

0 

0 

Closterium,        .... 

0 

1 

3 

0 

0 

0 

0 

0 

Ccelaatrum,        .... 

0 

0 

3,840 

0 

0 

0 

0 

0 

Cosmariam,       .... 

0 

0 

0 

4 

0 

0 

0 

1 

Pandorlna,         .... 

1 

7 

0 

0 

0 

0 

0 

0. 

Pcdiastrum,       .... 

0 

4 

8 

0 

2 

8 

2 

0 

ProtoroccuB,      .... 

9 

0 

4 

0 

10 

0 

30 

0 

Kaphidium,       .... 

0 

0 

2 

62 

8 

8 

0 

0 

Scenedeerous,    .... 

92 

88 

64 

540 

240 

88 

6 

s 

Sornstrum,         .... 

0 

3 

0 

0 

4 

0 

0 

0 

Stnarofltraro,     .... 

82 

7 

4 

200 

40 

0 

1 

0 

Tetraspora 

0 

6 

0 

0 

0 

0 

0 

0 

ZoSsporee,         .... 

8 

2 

1 

1 

2 

0 

0 

0 

Funerl* 

0 

1 

4 

0 

1 

0 

21 

0 

Crenotbrlx,        .... 

0 

1 

4 

0 

1 

0 

1 

0 

Molds, 

0 

pr. 

0 

0 

0 

0 

20 

0 

ANIMALS. 

InfQBorla 

8 

28 

0 

100 

21 

6 

9 

140 

Ciliated  iDfiiBorlan,  . 

1 

0 

0 

0 

0 

0 

0 

0 

Mona«>,       ..... 

5 

6 

0 

48 

0 

0 

1 

0 

Peridinium,       .... 

1 

1 

0 

0 

1 

3 

7 

140 

Synura, 

1 

0 

0 

0 

0 

0 

0 

0 

Trachelomonas, 

0 

20 

0 

62 

20 

8 

1 

0 

Vermes, 

1 

1 

8 

0 

2 

1 

0 

3 

Anorea, 

0 

1 

0 

0 

2 

1 

0 

0 

Monoccrca,        .... 

0 

0 

3 

0 

0 

0 

0 

0 

Kotntoriao  ova, 

1 

0 

0 

0 

0 

0 

0 

1 

Rotifer, 

0 

0 

0 

0 

0 

0 

0 

2 

Crustacea,  Cyclops, . 

0 

0 

0 

.04 

0 

0 

0 

0 

Jflicellaneoutt  ZoSgloca, 

0 

58 

0 

104 

80 

120 

108 

83 

Total, 

640 

865 

3,989 

1,434 

958 

461 

457 

186 

lOogk 
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Table  shotving  Heights  of  Water  in  Ludlow  Reservoir  at  times  when  Samples  of 

Water  were  collected  for  Analysis  in  1893, 

Note. — Height  of  rollway,  83  1  feet  above  bottom  of  reservoir. 


DATS. 

Height  of 
Water  above 

Bottom 
of  Ke»errolr. 

Date. 

Height  of 
Water  above 

Bottom 
of  Reservofar. 

May  15, 
Jane  6, 
July   6. 
Aof.W, 

1S9S. 

Feet. 
10.00 
11.00 
14.50 
14.W 

Sept.  7, 

IMS. 

Feet. 
14.50 

Oct.    4, 
Nov.  7, 
Deo.    6, 

:::::: 

14.00 
14.70 
16.60 

Note— The  height  of  water  Id  this  reservoir  In  previous  years  has  been  given  with  reference  to 
the  bottom  of  the  main  pipe  leading  to  the  city,  which  Is  twenty-three  feet  below  the  roUway  and  10.1 
feet  higher  than  the  bottom  of  the  reservoir  at  the  dam. 


Chemical  Examination  of  Water  from  Chapin  Pond,  Ludlow, 

[Parts  per  100,000.] 


Afpbaiavcb. 


11531 


inmz. 

Dee.  20 


V.  slight. 


V.  slight. 


0.01 


I  Rksidcs  on 

EVAPOBA- 
TIOM. 


8.20 


J" 


0.75 


AMMOnA. 


.0114 


•2 


NlTBOOEV 


.000*'   .18«3 


0.6 


Iron,  .0025.    Odor,  unpleasant. The  sample  was  collected  from  the  pond  fifty  feet  from  shore  and 

three  feet  beneath  tlie  surface. 


AIgn,  8cened€$mu$t  420. 


Microscopical  Examination, 


Water  Supply  of  Stockbridge — Stockbridge  Water  Company. 
Chemical  Examination  of  Water  from  Lake  Averic,  Stockbridge, 


[Parts  per  lOO.OOC 

0 

1 

IMS. 

May  20 
Aug.  22 
Nov.  21 

Appbabakcb. 

KR8IDUK  OM 

EVAPOKA- 

TIOH. 

Ammovia. 

c 

MiTBOGBN 
AS 

1 

o 
e 

K 

5 

^ 

1 

1 

1 

1 

Albuminoid. 

s 

^^ 

1 

i 

1 

j 

A 

t 

1W21 
10S86 
11364 

j 

'  Slight. 
Slight. 

V.Blight. 

Slight. 
Slight. 
Slight. 

0.08 
0.C6 
0.06 

5.85 
6.26 
6.85 

1.20 
1.60 
1.66 

.0242 
.0028 
.0006 

.0002 

.0184 
.0192 
.0170 

.0165 

.0112 
.0156 
.0144 

.0137 

.0022 
.0036 
.0026 

.0028 

.06 
.07 
.08 

.07 

1 

.0120 
.0050 
.0030 

.0060  .0487 
.0000;{.3556 
.0000  .3696 

8.0 
4.1 
4.8 

Av.. 

0.06 

6.15 

1.45 

.0067l-O(l2oil.2S7o!  4.1 

, 

1 

1      1 

Iron,  .0060.    Odor,  of  the  first  sample,  none,  becoming  distinctly  vegetable  on  heating;  of  the  see. 
oad  and  last  samples,  distinctly  vegetable  and  unpleosant;  of  the  third  sample,  faintly  vegetable.    The 

odors  of  the  last  three  samples  were  unchanged  by  heating. The  first  and  last  samples  were  collected 

from  faucets  in  the  pumping  station,  and  represent  water  from  the  lake;  the  second  sample,  directly 
from  the  lake  near  the  pumping  station.  ^^-^  t 
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Microscitpical  ExamincUion  of  Water  from  Lake  Averic,  Stockbrulge. 
[N'umber  of  orgaDitms  per  cubic  centimeter.] 


18tS. 

May. 

Aug. 

Nov. 

Day  of  exaroiDAtioD 

Number  of  snmple, 

28 
10421 

26 

10986 

23 
11364 

PLANTS. 
Dlatomaceee, 

1 

0 
0 
0 

1 

0 
532 

1 

0 

0 

pr. 

4 
0 

IM 

Asterionelia, 

Frairllarla 

Nftvicula,      

Synedra, 

Algrsdi  Protococcus, 

Fungrl,  Orenothrlx, 

M 
6 
2 

0 

• 

0 

ANIMALS. 
Infusoria, 

28 

0 
0 
0 
28 

0 

21 

0 
0 
18 
8 

0 

308 

Dinobryon, 

DioobryoD  cases, 

Peridinium, 

Tracholomonas, 

V«rm««-  Annrea 

2D0 

100 

0 

0 

2 

Mlicellaneoui,  ZoQgloca 

0 

6 

'    • 

TotaIj, 

601 

32 

1      «. 

Water  Supply  of  Stoneham. 
(See  Wakefield,) 


Water  Supply  of  Stoughton. 

Description  of  Works.  —  Population  in  1890,  4,852.  The  works 
of  the  Stoughton  Water  Company,  from  which  the  town  was  for- 
merly supplied,  were  purchased  by  the  town  in  June,  1892,  and 
new  works  for  taking  water  from  another  source  were  completed  by 
the  town  in  1893. 

The  new  source  of  supply  is  a  well  located  near  Muddy  Pond 
Brook,  about  a  quarter  of  a  mile  below  Muddy  Pond  and  about  a 
mile  and  a  half  in  a  south-westerly  direction  from  the  centre  of  the 
village  of  Stoughton,  supplemented  by  water  taken  from  the  brook 
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near  the  well.  The  watershed  of  the  brook,  above  a  point  opposite 
the  well,  has  an  area,  as  measured  from  the  State  map,  of  1.83 
square  miles.  Of  this  area,  fully  one-third  contributes  to  th^  supply 
of  Muddy  Pond.  This  portion  of  the  watershed  is  an  elevated  and 
generally  level  gravelly  tract,  which  contains  a  great  many  depres- 
sions from  which  there  is  no  outlet,  and  the  portion  of  the  rainfall 
which  is  not  evaporated  sinks  into  the  ground  and  reappears  in  and 
around  Muddy  Pond  in  the  form  of  springs.  The  remainder  of  the 
watershed  drains  through  Leonard  Brook  and  enters  Muddy  Pond 
Brook  a  short  distance  below  the  pond. 

The  pond  is  about  three  hundred  feet  in  diameter  and  is  surrounded 
by  swampy  land,  at  the  edge  of  which  most  of  the  springs  appear. 

The  well  is  six  feet  in  diameter  and  is  said  to  be  thirty-nine  feet 
in  depth.  It  is  lined  with  brick  work,  the  portion  near  the  bottom 
being  laid  without  mortar.  Just  below  the  well  a  puddle  cut-off 
wall  was  constructed  across  the  valley  of  the  brook,  two  hundred 
and  forty  feet  in  length  and  forty  feet  in  depth.  The  excavation  for 
this  wall  is  said  to  have  been  through  six  feet  of  clay,  thirty  to 
thirty-two  feet  of  gravel,  and  two  to  four  feet  of  hard  pan.  On  the 
upper  side  of  the  wall,  just  above  the  hard  pan,  six  lines  of  four-inch 
tile  pipes  were  laid  to  the  collecting  well.  Between  the  well  and 
Muddy  Pond,  at  a  point  five  hundred  to  six  hundred  feet  above 
the  well,  a  dam  was  constructed  to  flow  an  area  of  34.3  acres 
to  an  elevation  about  twelve  feet  above  the  level  of  the  brook  at  the 
collecting  well.  The  pond  and  swampy  land  before  mentioned  were 
included  in  the  area  to  be  flowed.  It  was  thought  that  this  reservoir 
would  increase  the  supply  from  the  well,  but  as  it  was  found  upon 
trial  that  it  did  not,  and  the  water  was  of  such  character  that  it  was 
not  suitable  for  use  if  taken  directly  from  the  reservoir,  it  was 
abandoned. 

From  the  collecting  well  a  twelve-inch  cast-iron  pipe,  4,263  feet 
in  length,  conveys  the  water  to  a  pump  well  at  the  pumping  station, 
which  is  located  on  the  right  or  easterly  bank  of  the  brook,  just 
above  Central  Street.  The  pipe  is  turned  down  at  both  ends  and 
was  intended  to  act  as  a  siphon  when  the  water  in  the  collecting  well 
was  lower  than  the  pipe.  The  pump  well  is  a  water-tight  wrought 
iron  tank,  six  feet  in  diameter  and  twenty-six  feet  in  depth,  and 
from  it  water  is  pumped  to  the  town  and  to  the  open  iron  tank  for- 
merly used  in  connection  with  the  old  source  of  supply. 
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With  a  view  to  filtering  the  water  taken  from  the  brook,  a  small 
filter,  having  an  area  of  about  one  hundred  square  feet,  was  con- 
structed near  the  collecting  well.  The  filter  contains  five  feet  in 
depth  of  sand  and  gravel  of  various  degrees  of  fineness,  the  coarser 
material  being  at  the  bottom  of  the  filter  and  the  finer  at  the  top. 
Water  from  the  brook  can  be  turned  upon  the  filter  to  a  maximum 
depth  of  two  feet. 

After  it  was  found  that  the  collecting  well  would  not  furnish 
enough  water  for  the  town,  application  was  made  to  the  State  Board 
of  Health  for  advice  relative  to  taking  a  new  source  or  devising 
some  method  of  obtaining  a  larger  supply  from  the  present  plant. 
The  reply  of  the  Board  to  this  application  may  be  found  on  page  55 
of  this  volume. 

Chemical  Examination  of  Water  from  the  Stoughton  Water  Works, 

[Parts  per  100,000.] 


^ 

Appbabanob. 

1  Kksidur  on 

1     £VAPOKA- 

1           TIOS. 

Ammonia. 

NITROORM 

"      1 

1 

^ 

AJbumlnoJd. 

1 

5 

1 

1 

1 

1 

^ 

r 

1 

1 

1 

i 

s 

S 

i 

o 

1 

1808. 1 

1 

11647 

Dec.  25  1 

V.  Blight. 

Slight. 

0.70 

4.05 

1.95 

! 

.0024 

.0116 

.0084 

.0032 

.36 

|.O200 

.OOOli 

( 

.6720  0.6 

1 

Iron,  .0065.    Odor,  distinctly  vegetable. The  sample  was  collected  from  a  faucet  at  the  pampiog 

station,  at  a  time  when  water  wa<  being  taken  from  the  broolc. 

Microscopical  Examination, 

Diatomacere.  Meridiofif  1;  Pinnularia,  1;   Synedra,  20.     Fungi,  CrenolhriXt  8.     MUcellaneons, 
Zodgloutt^,    Total,  28. 


Water  Supply  of  Swampscott  and  Nahant  —  Marblehead 
Water  Company. 

The  great  variation  in  the  quantities  of  chlorine,  total  residue,  and 
hardne.ss  in  this  water,  is  due  to  the  presence  of  a  small  quantity  of 
sea  water,  at  times,  in  the  water  of  some  of  the  wells  from  which 
the  supply  of  this  company  is  drawn. 
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8WAMPSCOTT  AND  NAHANT. 

Chemical  Examination  of  Water  from  the  Wells  of  the  Marblehead  Water  Com- 
pany, SwampscoU, 

[ParU  per  100,000.] 


Date  of 

CoUectlon. 

Appbabakcb. 

4 

o  > 

1 

Akmovia. 

1 

NITBOOS* 
AS 

1 

s 

1 

1 

9 

Turbidity. 

1 

1 

i 

r 

s 

1 

1 

M61 

1-.. 

Jao.     9 

None. 

None. 

0.00 

39.80 

.0000 

.0028 

11.08 

.5000 

.0000 

.0400 

12.4 

.0010 

mi  [  Feb.     8 

None. 

None. 

0.00 

43.50 

.0000 

.0026 

11.00 

.4250 

.0001 

.0547 

11.6 

.0000 

10104    Mar.     8 

None. 

None. 

0.00 

28.90 

.0000 

.0006 

6.30 

.4500 

.0000 

.0252 

13.6 

.0040 

10228    Apr.  11 

Slight. 

V.  alight. 

0.12 

9.20 

.0002 

.0052 

1.60 

.1000 

.0000 

.2299 

3.6 

.0120 

10378  1  May     9 

None. 

Blight. 

0.03 

18.70 

{  .0000 

.0040 

2.98 

.2500 

.0000 

.0547 

8.1 

.0000 

10494 

Jane    7 

None. 

None. 

0.00 

40.80 

.0000 

.0026 

11.60 

.4000 

.0001 

.0657 

12.4 

.0070 

10006 

July     d 

None. 

None. 

0.00 

52.00 

.0000 

.0012 

13.24 

.8500 

.0000 

.0803 

5.9 

.0000 

10T87 

Aag.  10 

None. 

None. 

0.00 

74.80 

.0000 

.0000 

20.60 

.7600 

.0000 

.0632 

13.4 

.0100 

10»7  '  Sept.  10 

None. 

None. 

0.00 

70.80 

.0000 

.0022 

19.84 

.7000 

.0000 

.0858 

17.2 

.0050 

11175    OcL      0 

None. 

None. 

0.00 

70.20 

.0000 

.0012 

120.84 

.7000 

.0000 

.0972 

30.6 

.0100 

11313 

Nov.    8 

V.tlight. 

V.  slight. 

0.02 

52.40 

.0000 

.0018 

14.61 

.0900 

.0002 

.0760 

25.4 

.0120 

11457 

Dec.     6 

Slight. 

V.  alight. 

0.00 

44.40 

.0000 

.0022 

11.80 

.4000 

.0000 

.0234 

21.8 

.0120 

At.. 

0.01  1  4A.42 

.0000 

.0022 

12.12 

.4263 

.0000 

.0747 

14.7 

.0061 



! 

1 

Averages  of  Analyses  of  Previous  Tears. 

- 

183i*     1 

- 

- 

0.03 

28.88 

.0032 

.0028 

2.94 

.5302 

- 

- 

- 

- 

- 

1888      j 

- 

- 

0.00 

'  25.16 

.0007 

.0085, 

8.26 

.4477 

.0003 

- 

- 

- 

- 

18891     1 

- 

- 

0.00 

26.20 

.0006 

.0033 

3.80 

.4390 

.0002 

- 

- 

- 

- 

1890t 

- 

- 

0.00 

44.00 

.0006 

.0010 

8.80 

.6250 

.0001 

- 

21.2 

- 

- 

1891       , 

- 

0.00 

38.64  I 

.0018 

.0010 

7.73 

.9909 

.0002 

- 

18.0 

- 

- 

1892 

- 

- 

0.00 

54.94 

.0000 

.0010 

14.53 

.7437 

.0000 

- 

22.0 

- 

- 

1893      1 

- 

- 

0.01 

46.42 

.0000 

.0022 

12.12 

.4263 

.0000 

.0747 

14.7 

.0061 

*  Jane  to  December. 


t  January  to  May. 


J  October. 


NoTSto  analyses  of  1893;  Odor,  of  No.  10226,  faintly  earthy;  of  No.  10378,  faintly  disagreeable, 

becoming  fainter  on  heating;  of  the  remaining  samples,  none. The  samples  were  collected  from  a 

faaoet  at  the  pumping  sutlon. 

Microscopical  Examination, 

A  very  few  organisms  were  found  in  the  samples  collected  in  April,  May,  June,  October  and 
November.    In  the  remaining  samples  no  organisms  were  found. 
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Water  Supply  of  Taunton. 

Works  were  nearly  completed  during  the  past  year  for  taking  an 
additional  supply  of  water  for  the  city  of  Taunton  from  Elder's  and 
Assawompsett  ponds  in  Lakeville.  The  design  of  the  new  works 
was  governed  to  a  large  extent  by  a  desire  to  utilize  the  more  valu- 
able features  of  the  existing  works,  consisting  of  a  pumping  station, 
in  which  a  new  pump  had  recently  been  placed,  on  the  bank  of  the 
Taunton  River,  above  Taunton,  and  a  filter-basin  near  the  river. 
The  direct-pumping  system  is  used  in  supplj'ing  the  city. 

The  principal  features  of  the  new  works  are  a  thirty-inch  cast- 
iron  pipe  about  seven  miles  long  for  conveying  the  water  by  gravity 
from  Elder's  Pond  to  the  old  pumping  station,  and  a  new  pumping 
station  and  a  twenty-four-inch  cast-iron  force  main  nearly  6,000  feet 
in  length  for  lifting  and  conveying  water  from  Assawompsett  Pond 
into  Elder's  Pond. 

Elder's  Pond  has  an  area  of  145  acres,  a  maximum  depth  of  54.5 
feet,  and  a  practically  unpopulated,  sandy  watershed  of  195  acres, 
exclusive  of  the  pond.  Its  surface  is  about  eighty-six  feet  above 
high  tide  at  Taunton,  seventy-two  feet  above  the  sill  of  the  old 
pumping  station,  and  thirty-five  feet  higher  than  Assawompsett 
Pond. 

Assawompsett  Pond,  with  the  exception  of  the  Watuppa  lakes  the 
largest  body  of  fresh  water  in  the  State,  has  an  area  of  2,691  acres, 
and  is  the  lowest  of  a  chain  of  ponds  comprising  also  Long,  Great 
Quittacas  and  Elder's  Pond.  The  total  area  of  the  four  ponds  is 
5,652  acres.  The  area  of  the  watershed  above  the  outlet  of  Assa- 
wompsett Pond,  exclusive  of  the  water  surfaces  of  the  ponds,  is  39.8 
square  miles. 

The  water  of  Assawompsett  Pond  ranks  next  to  that  of  Elder's 
Pond  in  quality,  and  the  arrangement  of  the  works  by  which  this 
water  would  be  turned  into  Elder's  Pond  before  being  sent  to  the 
city  is  thought  to  insure  its  improvement,  both  by  mingling  with  the 
better  water  in  Elder's  Pond  and  by  the  opportunity  afforded  it  for 
bleaching  while  stored  in  this  pond.  A  suggestion  with  regard  to 
the  further  improvement  of  the  water  of  Assawompsett  Pond  by 
filtering  it  through  the  natural  ground  before  it  entered  Elder's 
Pond  is  contained  in  the  advice  of  the  Board  to  the  city  of  Taunton 
relative  to  these  sources  of  additional  supply,  which  may  be  found 
in  the  annual  report  of  the  State  Board  of  Health  for  1891  (page  32). 
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Provision  has  been  made  at  the  pumping  station  for  conveying 
the  water  of  Elder's  Pond  directly  to  the  pumps,  to  the  filter-basin 
or  to  the  old  twenty-inch  force  main  leading  to  the  city.  By  means 
of  the  connection  last  mentioned  water  could  be  supplied  under  ^ 
light  pressure  to  portions  of  the  city  by  gravity  in  the  event  of  any 
accident  to  the  pumps.  A  twenty-inch  blow-off  discharging  into 
the  Taunton  River  has  also  been  provided. 

When  the  new  works  are  put  in  operation  the  use  of  the  Taunton 
Eiver  as  a  source  of  supply  will  be  discontinued,  although  water 
may  still  be  di-awn  from  the  filter-basin.  It  is  proposed,  however, 
to  retain  the  pipe  connecting  with  the  river  for  use  in  cases  of 
emergency. 

Chemical  Examinalion  of  Water  from  the  Filter-Basin  of  the  Taunton  Water 

Works, 

[Parte  per  100,000.] 


, 

APrKAEAKOB. 

Kebiddk  cm 
Evapora- 

AXXOIOA. 

NixaoQEK 

AS 

1 

o 

i 

tion. 

s 

1 

5 

1 

■J 

1 

1 

i 

1 

Albamlnoid.     | 

1 

^ 

o 
S5 

1 

1 

1 

1 

1898. 

M52  JftD.  30 

!  V.  Blight. 

V,  r-lk-ht. 

0.00 

5.80 

1.95 

.0062 

.0212 

.0158 

.0054 

.57 

.0120  .0001 

.8103 

10057  Feb.  28 

'  V.  slight. 

V.-li-IU. 

0.50 

6.00 

1.46 

.0008 

.0096 

- 

- 

.56 

.0100  .0001 

.4672 

10176.  Mar.  28 

None. 

V.^li.^fat. 

0.60 

3.96 

1.20 

.0008 

.0092 

_ 

_ 

.46 

.0150  .0000 

.4708 

10317:  Apr.  26 

None. 

V.^h'^hl. 

0.85 

5.86 

. 

.0000 

.0042 

• 

- 

.56 

.0100.0000 

.3248 

10440!  May  23 

;  V.  Blight. 

V.  .^liuht. 

1.90 

4.96 

_ 

.0018 

.0218 

. 

. 

.45 

.OOSO'OOOO 

1.2487 

10677;  June29 

V.  Blight. 

v.  fhiibt. 

1.10 

6.20 

. 

.0004 

.0160 

. 

. 

.49 

.0100,. 0000 

.7939 

10695'  July  26 

V.  Blight. 

SISu'Ll. 

0.60 

6.10 

- 

.0000 

.0160 

• 

- 

.62 

.0070' .0001 

.4662 

10915;  Aug.29 

V  Blight. 

Sh^hL. 

1.10 

6.60 

2.70 

.0004 

.0190 

.0164 

.0026 

.57 

.0150!. 0000 

.9322 

llOWl  8ept.25 

Slight. 

v.   Hli^ht. 

0.66 

6.80 

• 

.0022 

.0140 

. 

- 

.65 

.0180;.0000 

.4879 

11234 

Oct.  23 

V.  Blight. 

SH^hr. 

0.00 

6.00 

• 

.0076;. 0164 

. 

• 

.68 

.0050 

.0002 

.3914 

11302 

Nov.  27 

v.  Blight. 

v.  .^Ik'M. 

0.63 

6.45 

• 

.0078 

.0146 

. 

• 

.68 

.0200 

.0002 

.6751 

11518 

Dec.  18 

DlMtinct. 

v.  ^!i-ht. 

0.95 

6.76 

- 

.0032 
.0020 

.0190 
.0149 

■ 

- 

.61 
.57 

.0100 
.0114 

.0000 
.0001 

1.0575 

Av.. 

>l      

*  "II 

0.82 

6.41 

1.82 

.6763 

1.4 

Averages  of  Analyses  of  Previous  Tears. 


1887* 
1888 
1880 
1890 
1891 
1892 


0.29 
0.47 
0.29 
0.33 
0.86 
0.60 
0.82 


6.66 

5.40 

5.12 

<  6.91 

6.26 

I  5.63 

;  6.41 


8.76 
3.88 
1.8a 


.0017 
.0010 
.0012 
.0012 
.0014 
.0005 
.0026 


.0092 
.0120 
.0073 
.0087 
.0073 
.0124 
.0149 


.0167     - 
.01 50. 0001 
.0186  .0001 
.0227|.0001 
0212  .0000 


.0147 
.0114 


0001 
.0001 


1.9 
1.7 
1.6 
1.4 


*  June  to  December. 

Kote  to  analyseB  of  1893 ;  Iron,  .0278.  Odor,  dlBtinctly  vegetable  and  graBsy,  very  rarely  unpleasant. 
—  The  tampleB  were  collected  from  a  faucet  at  the  pumping  station  while  pumping.  Water  from  the 
TauDton  River  is  admitted  directly  to  the  fllter-basin  whenever  the  yield  of  the  latter  is  insufficient  for 
ihe  supply  of  the  city. 
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TAUNTON. 

Microscopical  Examination  of  Water  from  the  Filter-Basin  of  the  Tctunton  Water 

Works. 

[Number  of  organitms  per  cable  oentimeter.] 


IMS. 

Jan. 

Mar. 

Mar. 

Apr. 

May. 

June. 

July. 

Aog. 

Sept 

Oct 

Not 

Dec 

Day  of  examioatioD, 
Number  of  sample, . 

81 
9952 

1 
10067 

29 
10178 

27 
10317 

24 
10440 

80 
10577 

26 
10406 

31 
10916 

27 
11086 

24 
11234 

28 
11392 

lUlS 

PLANTS. 
Dlatomaoeao,    . 

Diatoma,    . 
Fragilaria, 
Meloaira.    .        .        . 
Navlcula,   •       .       . 
Bynedra,    . 

Fungri*  Crcnolhrlr, 

4 

0 
0 
2 
2 
pr. 

0 
pr. 

6 

0 
0 
0 
2 

4 

0 

t5 

2 
12 
6 
8 
8 

0 

1 

5 

0 
0 
0 
2 
3 

t 
0 

2 

0 
0 
0 
0 
2 

pr. 
8 

t 

0 
0 
0 

1 

1 

0 
10 

8 

0 
0 
0 
2 
1 

« 
60 

1 

0 
0 
0 
0 

1 

0 
48 

22 

0 

20 

0 

1 
1 

2 
12 

1 

0 
0 
0 
0 

1 

6 
26 

13 

6 

0 

7 

pr. 

2 
pr. 

2 

0 
0 
0 
0 

1 

i 
1 

ANIMALS. 
Infusoria,   . 

DInobryon  catet, 
Peridinlum, 

1 

0 

1 

< 

6 

2 

4 

0 

0 
0 

0 

0 
0 

0 

0 
0 

0 

0 
0 

1 

0 

1 

0 

0 
0 

0      pr. 

0  1        0 
0,    pr. 

i 

0 
0 

MUcellaneout,  Zodglosa, 

5 

n 

St 

It 

0 

0 

6 

28 

5 

0|       2 

8 

Total, 

10 

272 

04 

19 

10 

12 

71 

78 

41 

88  ;      17        17 

Chemical  Examination  of  Water  from  the  Taunton  Biver  at  Taunton, 

[ParU  per  100,000.] 


1 

APFSAKAKOa. 

Kbsidub  om 

EVAPOKA- 
TIOK. 

AXMOVIA. 

j 

NinOQIH 
AS 

1 

1 

6 

1 

1 

1 

1 

r 

Albuminoid. 

i 
s 

^ 

& 

1 

t 

1 

5 

•1 
a  o, 

00 

1 

ISAS. 

095ijan.30 

Slight. 

Slight. 

1.20 

6.06 

2.20 

.0064 

.0244 

.0808 

.0066 

.62 

.0090 

.0001 

1.0349'l.5 

10056  Feb.  28 

Slight. 

Slight. 

1.10 

4.96 

1.95 

.0010  .0184'. 0142 

.00421'. 67 

1.0090 

.0001 

.9504:1.1 

10175  Mar.  28 

Slight. 

Slight. 

1.10 

8.66 

1.80 

.0006.01721.0136 

.0036,1.47 

1.0100.0000 

.817«'0.i 

10316  Apr.26 

V.  slight. 

Slight. 

1.30 

4.55 

2.16 

. 0000. 0212j. 0190 

.0022'.46 

'.0050.0001 

1.2045  0.« 

10430  May  23 

Slight. 

Cons. 

2.60 

4.95 

2.46 

.0022.0290.0264 

.00261.88 

.0050.0000 

1.608T;o.5 

10576  June  29 

None. 

Slight. 

1.80 

6.20 

2.95 

.0006.0284.0246 

.0038  1.49 

.0070  .0001 

1.2408,0.9 

10694  July  26, 

V.  slight. 

Slight. 

1.20 

5.06 

2.00 

.  00 18|.  02681. 0236 

.0032 

.61 

.0070  .0001 

.7326D.8 

10914  Aug.29' 

V.  Blight. 

Slight. 

2.20 

6.65 

3.55 

.0018.0348.0318 

.0030 

.62 

.0080.0001 

1.7617  1.0 

11087  8ept.25 

Slight. 

Slight. 

0.90 

6.15 

1.70 

.0116.02001.0176 

.0024 

.67 

.0120  .0002 

.64781.8 

11233  Oct.  23 

Slight. 

Slight. 

0.90 

6.70 

2.55 

.0212  .0238'. 01 60 

.0078 

.70 

.0030.0006 

.63301.8 

11391  Nov.  27 

Slight. 

Slight. 

1.00 

6.65 

2.05 

.0008  .0220 

.0202 

.0018 

.72 

.0100  .0004 

1.12661.8 

11617,  Dec.  18 

Distinct. 

Cons. 

1.35 

5.60 

2.85 

1 

.0030  .0294 

.0262 

.0032 

.54 

.0080.0001 

1.83651.1 

AT 

1.38 

6.33 

2.81  J 

.0043  .021A 

.0212   OQSil 

.56 

.0078  n»y> 

1.O8201-1 
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TAUNTON. 

Chemical  Examination  of  Water  from  (he  Taunton  River  at  Taunton— Concluded. 
Averages  of  Analyses  of  Previous  Tears. 


% 

Appbaxaxcb. 

1 

KsaiDGic  OK 

KVAPOBA- 
TIOM. 

Ammokll. 

6 

NiTBOOKN 
▲8 

} 

Turbidity. 

1 

1 

i 

1 

P 

1 

Albuminoid.     | 

S 

1 
1 

SB     ' 

i 

in 

1 

1 

a  c. 

00 

1 

- 

1887* 

1 

- 

i.» 

6.84 

2.09 

.0030 

.0286 

- 

. 

.59 

.0097 

-     1 
1 

. 

• 

- 

1888 

' 

• 

i.«| 

6.25 

2.28 

.0016 

.02M 

- 

- 

.44 

.0086.0001* 

- 

- 

- 

1889 

i         - 

- 

1.67 

4.60 

2.17 

.0015 

.080* 

.0270 

.0034 

.46 

.0085'. 0001 

1          1 

- 

- 

- 

1890 

- 

1.81 

J6.88 

2.27 

.0016  .02^ 

.0225 

.0029 

.48 

.0118.0001 

- 

1.8 

- 

1891 

- 

- 

1.12 

1  4.77 

1.98 

.0008.0220 

.0197 

.0023; 

.47 

.0095.0001 

- 

1.0 

- 

1892 

- 

- 

1.08 

6.27 

2.20 

.0012  .0225  .0198 

.0027 

.64 

.0093.0001 

1          1 

- 

1.1 

- 

1893 

1 

- 

1.88 

6.88 

2.31 

.0048  .0246  .0212 

.0034 

.66 

.0078.0002 

,1.08201.1 

1 

*  June  to  December. 
NoTB  to  aDalyaes  of  1898;  Iron,  .0802.    Odor,  decidedly  vegetable  and  Bweetlah,  rarely  monldy  or 

unpleaaaot. The  aamplea  were  eollected  from  the  river  opposite  the  fllter-baaio  of  the  Taunton 

Water  Works. 


Microscopical  Examination  of  Water  from  the  Taunton  River  at  Taunton. 

[ITamber  of  organisms  per  cubic  centimeter.] 


is»t. 

Jan. 

Mar. 

Mar. 

Apr. 

May. 

Jnne. 

July. 

Aug.  1  Sept. 

Oct. 

Nov. 

Dec 

Bay  of  examination, 
Nofflber  of  sample. 

31 
9961 

1 
10066 

29 
10176 

27 

10316 

24        30 

10439   10676 

1 

26 
10694 

31 
10914 

27         24 
11087   11283 

28 
11391 

20 
11517 

PLANTS. 
Dlatoxnaceed,    . 

Fnigilaria, . 

Meridion.  . 
Navlcula,    . 
Byofdra.    . 
Tabeilarla. 

PUQ^,  Crenothriz, 

< 

0 
1 
0 
0 

1 

pr. 

4 

11 

4 

1 
1 
4 
1 
pr. 

1 

0 
1 

8 

0 
3 

146 

0 
4 

2 

1 
184 

4 

82 

7 

0 
3 

1 
0 
1 
2 

64 

6 

0 
0 
0 
0 
8 
8 

5 

6 

0 
0 
0 

1 

4 
1 

5 

7 

0 
0 
0 
2 
6 
0 

80 

t 

0 
0 
0 

1 

0 

1 

2 

3 

0 
0 
0 

1 

2 
0 

2 

13 

0 
1 
0 
0 
3 
9 

4 

6 
0 

% 

2 
4 

0 

9 

ANIUALS. 
InfdBorlat   . 

Dinobryon, 
iHoobryon  cases,     . 
Perldinium,       .       . 

1 

0 
0 

1 

4 

3 
pr. 

17 

11 
2 

4 

0 

0 
0 
0 

0 

0 
0 
0 

0 

0 
0 
0 

0 

0 

0 
0 

1 

0 
0 

1 

0 

0 
0 
0 

0 
0 

1 

2 

0 

2 

pr. 

0 

0 
0 
0 

15 

5 

42      108 

80 

24 

18 

88 

24 

10  !       2 

56 

Total, 

22 

21 

83 

285 

101 

85 

24 

176 

28 

16 

21 

71 
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TAUNTON. 

Chemical  Examination  of  Water  from  Elder*s  Pond,  LakevUle. 

[Parts  per  100,000.] 


& 

Appkahamob. 

1  KK8IDCX  o« 
1     EVAPURA- 
!          TION. 

Ammovia. 

i 

1 
i 

I 

XlTBOOBK    I     '9 

"'      i!    1 

f 

1 

i 

1 1 

1 

p 

1 

Albnminoid. 

g 

1  1  1 

s  ,  5 

1 

1 

i 

a  & 

GO 

1 

ISM. 

1 

1 

1018&  Mar.  20 

Slight. 

Slight. 

0.01 

2.05 

1.00 

.0000 

.0152  .0148 

.0004 

.42 

.0070  .0000  .1341'  0.5 

10581  June  30 

V.BhKht. 

Cons. 

0.02  1    1.75 

0.46 

1.0000.0206.0138  .0068 

.37 

.0000  .OOOO!  .1580  0.8 

1152u|Dec  18 

V.Bliyht 

Slight. 

O.OOIj    1.85 

0.75 

1.0000 

.0168. 0162j. 0016 

.39' 

.0030.0000   .1498  O.t 

Av 



0.01  1    1 -Rft 

0.78 

.0000 

.0175 

.O146'-O0<» 

.39  iJ.MOA.anDo  .iaio'  as 

t 

1 

1 

' 

Iron,  .0008.    Odor  of  the  flrtt  aample,  none;  of  the  others,  vegetable. The  samples  were  col- 
lected from  the  pond  la  the  vicinity  of  the  gate  house  of  the  Taooton  Water  Works. 

Microscopical  Examination, 

The  total  number  of  or^ranisros  per  cubic  centimeter  found  in  each  of  these  samples  was  as  fol- 
Jlows:  No.  1U186, 19;  No.  10581, 135;  No.  1152U,  10. 

Chemical  Examination  of  Water  from  Assawompsett  Pond,  Lakeville. 

[Parts  per  100,000.] 


i 

i 


I  lS»t. 

1101871  Mar.  20 
105801  J  UDe30 
11519  Dec.  18 


-Av.. 


Appbabamcb. 


1 


Distinct. 
V  Hlight. 
Slight. 


Slight. 
V.sliKht. 


0.60 
0.30 


V.  slight.  0.12 


0.31 


Kk*iulk  on 

EVAPOKA- 

TIOK. 

<: 

o 

s 

§1 

i 

r 

3.10 

1.86 

3.35 
1  2.65 

1.70 

1.00 

1  3.00 

1 

1.35 

.0200'. 0130  .0070 
.0148!. 0122  .0026 
.0168  .01561.0012 

.0172. 0136'. 0036 

I  I 


1 

NlTEOOKK 

1 

1 

AS 

il 

3 

i 

ill  s 

5 

e' 

9. 

y. 

^1 

s 


1 


.47  1  .0050. 0000' 
.44  .0050|.0000 
.55  11.0030  .0000, 


51S3  0.5 
,5609  0.3 
4131,  0.3 


.49  I,. 0043. 0000.  .4974'  0.4 


Iron,  .0060.    Odor,  distinctly  vcgeuble. The  samples  were  collected  from  the  pond 

surface  and  300  to  400  feet  from  the  shore. 


near  the 


Microscopical  Examination, 

The  total  number  of  organisms  per  cubic  centimeter  found  in  each  of  these  samples  was  as  follows: 
Ko.  10187,  362,  chiefly  Dinobryon;  No.  10580,  51,  chiefly  Meiotira  ;  No.  11619, 106,  chiefly  AtUrionelia. 


Water  Supply  of  Uxbridge. 
The  advice  of  the  State  Board  of  Health  to  the  town  of  Uxbridge 
with  reference  to  an  additional  water  supply  which  it  was  proposed 
to  take  from  either  Seagrave  or  Cold  Spring  Brook  in  Uxbridge  or 
from  Mendon  Pond  in  Mendon,  together  with  the  opinion  of  the 
Board  as  to  the  relative  merits  of  these  sources,  can  be  found  on 
page  57  of  this  volume.  Further  reference  to  Mendon  Pond  as  a 
source  of  water  supply  for  Mendon  and  Uxbridge  can  be  found  on 
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UXBRIDOE* 

page  39  of  this  volume,  and  on  page  46  of  the  annual  report  of  the 
Board  for  1892. 

Analyses  of  samples  of  water  from  these  sources  are  given  in  the 
following  tables. 

Chemical  Examination  of  Water  from  Cold  Spring  and  Seagrave  Brooks,  Uxbridge. 

[ParU  p«r  100,000.] 


6      \ 

Appiuhasicb. 

Rbsidub  on 

EVAPOBA- 
TION. 

Ammokia. 

NlTBOGBB 
A8 

1 

1 

^ 

c 

if 

j 

, 

, 

1 

P 

i 

Albuminoid. 

i 
t 

i 
1 

1 

9 

1 

1 

1 
^1 

1 

« 

Q 

H 

n 

o 

H 

h 

H 

Q 

CO 

» 

% 

o 

a 

IMS. ! 

10159  Mar.  25 

None. 

V.  alight. 

0.50 

2.40 

1.16 

.0002 

.0070  .0050 

.0020 

.14 

.0000 

.0000 

.4590 

0.6 

10160  Mar.  io 

1               1 

None. 

Slight. 

0.68 

1  2.46 

0.75 

i.oooo 

1 

.0084.0066 

1 

.0018 

.16 

.0000.0000 

.4891 

0.1 

Iron  in  the  flnt  tample,  .0000;  in  the  last,  .0060.    Odor  of  the  first  sample*  dlstlDctly  vegetable;  of 

the  last,  faintly  vcgetablei  becorolog  stronger  on  heating  The  first  sample  was  collected  from  Cold 

Bpiiog  Brook  at  the  point  where  it  is  crossed  by  the  Old  Douglas  road,  between  Usbridge  and  Bast 
DoQgias;  the  last  sample,  from  Seagrave  Brook  at  the  point  whero  it  was  proposed  to  divert  the  water, 
a  Utile  lees  than  a  mile  above  its  Junction  with  Emerson  Brook. 


Microscopical  Examination, 


No.  10150.    DiatomacesB,  Meridion^  2.    Miscellaneous,  Zooglosa,  26.    Total,  28. 
No.  10160.    Dintomaeev,  /Xatoma,  8;  FraglUtria,  i;  Gomphonema,2;  Jd€ridion,W;  iTar/cu/a,  1 ; 
8^edra,i.    Miscellaneous,  Zo<$^/dRa,  20.    TuUl,  68. 


Chemical  Examination  of  Water  from  Afendon  Pond,  Mendon. 

[Parts  per  100,000] 


1 

1 
§ 

S 
2 

Rbsiddb  ok 

EVAPOBA- 
TIOH. 

Ammonia. 

1 

NlTBOOBH 
AS 

1 

o 

6 

H 

*i 

1 

1 

§1 

1       1 

1 

Albamlnold.     ! 

2S 

s 

Si 

£ 

1 

1 

1 
si 

CO 

i 

1S98. 

1 

10458 

May  30    V.  slight. 

V.  slight. 

0.08 

2.70 

1.10 

.0000.0096 

.0080 

.0016 

.26 

.0000.0000 

.2560 

0.8 

105-6  Jur.e29    None. 

V.  slight. 

0.03 

1.66 

1.06 

.0000.0134'. 0110'. 0024 

.23 

.0000.0000 

.2093   0.3 

106UJulyU    None. 

V.  slight.  0.03 

2.00 

1.05 

.0000,. 0150,. 0126  .0024 

.25 

'.0030.0000 

.1460   0.1 

10665  July  14    V.  slight. 

Slight. 

0.05 

2.00 

0.85 

.0010.0162  .0132.0030 

.24 

.0030  .0000 

.1638   0.1 

10928  Aug.30  j  Distinct. 

Slight. 

0.03 

1  2.20 

1.10 

.0000.0114.0094.0020 

.25 

.0030.0000 

.2528   0.2 

109-29  AUR.30    Slight. 

Slight. 

0.03 

2.86 

1.30 

.00001.01261.0090.0036 

.25 

.0000  .0000 

.2646   0.2 

10930;  Aug.30    Slight. 

Slight. 

0.03  !  2.86 

1.20 

.0000  .0108  .00901. 0018,;. 24 

1.0000.0000 

.2528,  0.2 

11095,  Bept.26    Slight. 

V.  slight. 

0.08 

2.36 

1.00 

.0000,  .01 10;  .0090' .0020' '  .23 

.0000  .0000 

.2337 

0.8 

11251  Oct.  24 

,V.  slight. 

Slight. 

0.10 

1  3.96 

1.80 

.0008. 0136  .0108 

.0028,..  24 

.0030.0000  1.1710 

0.2 

11404' Nov.  27 

1  Distinct. 

Cons. 

0.08 

2.10 

0.85 

.0006  .01401. 01 H 

.0026 

.21 

.0030  .0000 

.2193 

0.8 

11539  Dec.  21 

Slight. 

Cons. 

0.05 

2.06 

0.85 

.0004  .0164'. 0134 

.0030 
.0025 

.28 
.24 

.0000  .0000 

1 

.001 J   .0000 

.2511'  0.5 

At  ' 

0.06 

2.30 

1.10 

.0003 

.0132  -0107 

.2189   0.4 

1 

t 

1 

*  Where  aiore  than  one  Mimple  was  collected  in  a  month  the  mean  analysis  for  that  month  has  been 
tued  in  making  the  average. 

Iron,  .0048.    Odor,  generally  fsinUy  vegetable  or  none,  rarely  mouldy  or  dlsasreeable ;  on  heating, 

the  odor  Is  Mmewh.it  stronger  and  frequently  mouldy. The  anrnploii  wore  collpcted  from  the  poud 

within  threo  feet  of  the  surface,  with  the  exception  of  Nos.  10665  nod  10930,  which  were  collected  at 
depths  of  fourteen  and  one-half  and  twelve  and  one-half  feet  respectively  beneath  the  surface. 
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rXBBIDGB. 

Microscopical  ExamincUion  of  Water  from  Mendon  Pond,  Mendon, 

[Number  of  organisms  per  cable  centimeter.] 


IMS. 

June. 

Jane. 

July. 

July. 

Aug. 

Aug. 

Ang. 

Sept. 

Oct. 

Not. 

,0. 

Day  of  examination, . 

1 

80 

16 

16 

81 

81 

81 

28 

25 

28 

2S 

Number  of  sample,    . 

10469 

10575 

10664 

10665 

10»28 

10920 

10930 

11095 

11261 

11404 '  11598 

PLANTS. 

I 
1 

Dlatomaceed,      . 

7 

10 

8 

6 

1 

15 

26 

71 

420 

1,990   1,697 

Asterionella,       .       . 
Bynedra,      .... 
TabellarU 

0 
4 
8 

0 
10 
0 

0 
0 
8 

0 
0 
6 

0 
pr. 

12 
0 
8 

15 

0 

11 

56 

1 

14 

27 

13 

380 

370  1     47 

2a  '      10 

1.600   1,610 

Oyanophyceeo, 
Merismopedia,     . 

0 

0 

0 

0 

6 

4 

10 

0 

0 

0 

1 

• 

Alfir». 

88 

11 

0 

8 

22 

26 

21 

194 

15 

10 

9 

Botrycoccus, 
Ohlorococcus, 
ProtocoocuB, 

Raphtdlum 

BUurastrum, 

0 
3 

eo 
11 

pr. 

0 
0 
9 
2 
pr. 

0 
0 
0 
0 
0 

0 
0 
0 
6 
8 

12 
0 
0 
9 

1 

6 
0 
5 
14 
2 

10 
0 
0 

11 

pr. 

0 
0 
0 
198 
2 

0 
4 

10 
0 

1 

0 

0 
9 
0 

1 

0 

1! 

0 
0 

ANIMALS. 

Bhlzopoda,  Aotinophrys,  . 

12 

0 

0 

0 

12 

4 

2 

0 

8 

1 

1 

Infusoria,     .... 

0 

86 

40 

190 

pr. 

8 

8 

3 

0 

8 

1 

Dinobryon  oases, 

Monas, 

Peridlnium 

0 

0 
0 
36 

0 
0 
40 

184 
0 
6 

0 

0 

pr. 

6 
^'8 

1 
0 
2 

0 

1 

2 

0 
0 
0 

8 
0 
0 

0 
0 
0 

Vermes,  Polyarthra,    . 

0 

0 

0 

0 

0 

0 

pr. 

1 

0 

0 

1 

Crustacea,  Cyclops,    . 

0 

0 

0 

0 

0 

.08 

.04 

0 

0 

0,    M 

Jfltcellaneout,    .... 

8 

16 

0 

20 

80 

82 

44 

82 

1 

1 

5 

1 

Acarlna,       .... 
ZoSglGBa,      .... 

0 
3 

0 
16 

0 
0 

0 
20 

0 
80 

.06 
82 

.08 
44 

0 
82 

0 

^1 

0 
5 

0 
0 

Total, 

105 

73 

48 

224 

71 

90 

106 

801 

489> 
1 

2,014    l.»T 
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UXBRIDOE. 

ChemiccU  ExamincUion  of  Water  from  Meadow  Brook,  Mendon, 

[ParU  per  100,000.] 


^ 
2 
S 

Appsarancb. 

RKsiDns  ow 
Evapora- 
tion. 

Ammoxia. 

.00 

NZTROOBH 
▲8 

j 

1 

1 

1 

I 

1^ 

1 

Albamlnoid. 

s 

^ 

1 

H 

1 

i 

1 

10161 

Mar.  25 

t 

None. 

V.sllght. 

0.38 

2.40 

0.80 

.ooos 

.0102 

.0074 

.0028 

1 

.0080 

.0001 

.8050 

0.5 

Iron,  .0000.    Odor,  decidedly  vegetable  and  graaey. The  umple  was  collected  from  the  brook, 

which  la  the  outlet  of  Mendon  Pood,  at  Boblnaon's  aaw  mill,  about  a  mile  below  the  pond. 


Microscopical  Examination, 


ICiacellaneoua,  ZoSgUaa,  20, 


Chemical  Examination  of  Water  from  Mumford  River,  at  Uxbridge, 

[Parts  per  100,000.] 


1 
1 

5 

1 

Appbabakcs. 

Rksiddb  om 

EVAPOBA- 
TIOM. 

Ammoiiia. 

i 

NITBOOBN 
AS 

e 
O 

I> 

aS 

1 

i 

'f 

1 

Albuminoid. 

s 

S 

1 

1 

j 

|l 

1 

10716 

I898. 

Aug.  2 

Slight. 

Slight. 

0.45 

2.75 

1.00 

.0000 

.0172 

.0148 

.0024 

.24 

.0050 

.0001 

.2590 

1.1 

Iron,  .0350.    Odor,  distinctly  mouldy  and  disagreeable,  becoming  stronger  on  heating. The 

MUDple  was  collected  from  Capron*s  Pond,  a  mill  pond  on  the  Mumford  River,  in  the  village  of 
Uxbridge. 

Microscopical  Examination, 

DIatomacesB,  JE'p/^Atfmla,  1 ;  Stauronein,!;  Sj/nedra,2S;  TabeUartatS.  Cyanophyceee,  JT^fH^mo- 
pedta^  A.  Alga,  Cb^nMrHiiin,  1;  Raphidium,\.  Fungi,  CrtnothriXt  %,  Infusoria,  rracAetomon(Y«,  1. 
Miseellaneons,  ZodgUxa,  156.    Total,  212. 


Water  Supply  of  Wakefield  and  Stoneham  —  Wakefield 

Water  Company. 
The  advice  of  the  State  Board  of  Health  to  the  Wakefield  Water 
Company,  with  reference  to  obtaining  an  additional  water  supply 
from  the  valley  of  Saugus  River  and  its  tributaries,  within  the 
limits  of  the  town  of  Wakefield,  ma^  be  found  on  page  58  of  this 
volume. 
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WAKEFIELD  AND  STONEHAM, 

The  advice  of  the  Board  to  the  city  of  Lynn  with  reference  to 
taking  an  additional  supply  of  water  from  the  valley  of  the  Saugus 
River  and  its  tributaries,  may  be  found  on  page  25. 


Chemical  Examination  of  Water  from  Crystal  Lake,  Wakefield, 

[Parts  per  100,000.] 


1 

Appkabavcb. 

Kksidub  ok 

EVAPOBA- 
TIOSC. 

Ammovia. 

i 

NITROGKS  ,'     ^ 

f 

1 

a 

1 

i 

f 

1 

Albuminoid. 

i 
1 

I 

1 

s 

1 

1 

|t 

z       o  1  = 

30007 

Feb. 13 

Slight. 

V.  slight. 

0.03 

2.30 

0.76 

.0124 

.0126 

.0110 

.0016 

.39 

.0200 

1'  1 

.0001 '|.  1788  0.9 
.OOOll  .287S,  l.T 
.0000  I.3182!  U 

1025oJApr.l2 
10518' Janel4 

Distinct. 
Slight. 

Cons.. 

white. 
Slight. 

0.08 
0.20 

4.26 
3.85 

1.00 
1.65 

.0014 
.0018 

.0138 
.0206 

.0122 
.0172 

.0016 
.0034 

1.52 

1 
!.64 

.0300 
.0050 

10864'  Aag.18 

DittlDOt. 

Slight. 

0.18 

4.86 

1.70 

.0000 

.0192 

.0172 

.0020 

'.60 

.0000 

.0001 1.8120|  1.6 
.O000j.307a  l.T 

11199  Oct.  16 

Slight. 

SUght. 

0.18 

4.05 

1.20 

.0004 

.0176 

.0164 

.0022 

1.64 
1 

.0030 

11479,  Dec.  12 

Slight. 

Slight. 

0.15 

3.90 

1.10 

.0000 

.0162 

.0108 

.0044 

1.61 

.0080 

.0000  .241«  l.« 

11507]  Dec.  18 

1 

V.  slight. 

Slight. 

0.16 

4.20 

1.60 

.0014 
.0028 

.0186 
.0164 

.0122 
.0141 

.0014 
.0023 

.63 

.67 

.0060 
.0108 

.0000  '.216S  l.T 

Av.* 

.... 

3.81 

1.27 

.00011  .26381  1.5 

1 

t 

•1         1 

Averages  of  Analyses  of  Previous  Tears, 


. 

1887t 

. 

- 

o.n' 

3.73 

0.91 

.0006 

.0174 

- 

- 

.61 

.0043     -    , 

- 

- 

- 

18881 

- 

- 

0.13| 

3.69 

0.92 

.0009 

.0167 

- 

- 

.48 

.OO80L0OOI 

1          1 

- 

- 

- 

1889§ 

- 

O.lOi 

3.60 

0.87 

.0009 

.0141 

.0119 

.0022 

1 

.49 

.0163  .0002 

- 

- 

- 

189011 

- 

1 
0.25' 

4.22 

1.35 

.0001 

.0871 

.0190 

.0181 

.46 

.0090  .0001 

- 

1.8 

- 

i89nr 

- 

- 

0.08 

4.17 

1.50 

.0008 

.0160 

.0129 

.003l' 

.47 

.OI45I.OOOI 

- 

1.6 

- 

1893 

- 

lo.l4    3.81 

1.27 

.0028 

.0164 

.0141 

.0023 

1 

.67 

.0108' .0001! 

1 

.2838 

l.S 

*  Where  more  than  one  sample  was  collected  Id  a  month  the  mean  analysis  for  that  month  has  been 
used  in  making  the  average. 

t  June  to  December.  t  January  to  October.  $  January,  liarch  and  Jane. 

II  Three  in  October.  IT  May  and  November. 

NoTB  to  analyses  of  1893;  Iron,  .0109.  Odor,  generally  faintly  vegetable,  rarely  none;  in  Jour, 
disagreeable;  on  heating,  the  odor  is  generally  considerably  stronger,  and  in  the  April  sample  waa  oily 
or  fishy. The  first  sample  was  collected  from  the  pond ;  the  remaining  samples,  tcom  fauceU. 
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WAKEFIELD  AND  STOXEHAM. 

Microscopical  Examinaiion  of  Water  from  Crystal  Lake,  Wakefield. 

[Nomber  of  organiims  per  oubic  oentlmeter.] 


1SA8. 

Feb. 

April. 

June. 

Ang. 

Oct 

Dec. 

Dec 

Day  of  examinaiion 

'  15 

14 

15 

10 

17 

IS 

19 

Number  of  aanaple, 

10007 

10250 

10518 

10864 

11100 

11479 

11507 

PLANTS. 

DlatomacesB, 

0 

7 

1,199 

18 

514 

275 

m 

AfterioneUa, 

Cydotella, 

Dlatoma 

Fragilarla, 

Mfloi^lra, 

TibeUaria,'       !       .'       .*       I       !       ! 

0 
0 
0 
0 
0 
0 
0 

1 

1 
0 
0 
0 
8 
2 

0 
44 

0 
84 

1 

1,120 

0 

0 

1 

0 
0 
8 
0 
14 

64 
86 
12 
80 
80 
0 
842 

68 
28 
0 
25 
0 
2 
152 

58 
47 
0 
0 
0 
0 
32 

Cyanophyoeed, 

0 

0 

14 

104 

11 

0 

0 

AnabaDiiai 

Anabaoa  spores, 

ChrobcoccQS,    ...... 

Clathroeystis, 

Mierocystis» 

0 
0 
0 
0 
0 

0 
0 
0 

t 

14 
0 
0 
0 
0 

28 

20 

0 

28 
28 

0 
0 
4 
0 
7 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

AUr© 

0 

0 

82 

124 

0 

0 

0 

Pandorina, 

ProtoooccuB, 

0 
0 
0 

0 
0 
0 

4 
64 
24 

0 

124 

0 

0 
0 
0 

0 
0 
0 

0 
0 
0 

Fangi,  Crenotbrix, 

0 

0 

0 

0 

5 

1 

0 

ANIMALS. 

Bhizopoda,  Arcella,       •      .      •       . 

0 

t 

0 

0 

0 

0 

0 

Infixsorla 

0 

J 

2 

8 

33 

0 

0 

Dlnobryon 

Dlnobryon  cases 

Baiciena, 

Peridlnlum 

Svnura, 

Tnchelomonas, 

0 
0 
0 
0 
0 
0 

0 
0 
0 

7 
0 
0 

0 
0 
0 

0 

4 
0 
1 
1 
0 
2 

6 
8 
0 
0 
0 
20 

0 
0 
0 
0 
0 
0 

0 
0 
0- 
0 
0 
0 

MlicellaneouM,  ZoiJgloea,       .... 

52 

to 

26 

28 

16 

3 

0 

Total, 

63 

86 

1,323 

282 

679 

279 

132 

Walpolb. 

The  advice  of  the  State  Board  of  Health  to  the  town  of  Walpole 
with  reference  to  taking  a  water  supply  from  the  ground  near  the 
Noponset  River,  or  tributaries  thereof,  within  the  limits  of  the  town, 
may  bo  found  on  page  60  of  this  volume.  Analyses  of  samples  of 
water  collected  from  tubular  test  wells  near  the  Neponsot  River  are 
given  in  the  following  table.  ^  I 
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WAI.POI.E. 

Chemical  Examination  of  Water  from  Ttibular  Test  Wells  near  Uie  Neponaet 

River,  in  Walpole. 

[Part*  per  100,000.] 


1 

'            Appkarancb. 

1 

§1 

1 

AXMONIA. 

NiTBOOKX 
A8 

'1 

'1 

i 

S^ 

^§ 

jj 

j 

1 

1 

1 

-< 

j 

1 
•I 

25 

s 

1 

1 

■1 

il 

Co 

s 

a 

1 

1898.    1 

10270 

Apr.  19 1  None. 

None. 

0.02 

4.00 

.0002 

.0004 

.83 

.0100 

.0000 

li 

0000 

0.8 

.ooso 

10271 

Apr.  19'  None. 

Il 

Cona., 
■and. 

0.00 

5.70 

.0002 

! 

.0004 

1 

.30 

.1000 

.0000 

1 
1 

.0146 

1.1 

.0110 

Odor,  none. The  uiinpleB  were  collected  from  tubular  test  wells  on  the  easterly  idde  of  the 

Neponaet  River  about  one  mile  south  of  the  village  of  Walpole.  The  firat  sample  was  collected  from 
Well  No.  1,  twenty  feet  In  depth,  located  about  aeventy-five  feet  from  the  Neponaet  River  and  about  aeveo 
hundred  and  fifty  feet  down  atream  (northerly)  from  the  mouth  of  Low  Brook;  the  last  aampie,  from 
Well  No.  2,  thirty  feet  in  depth,  located  about  ninety  feet  from  the  Neponaet  River  and  about  fiftetn  feet 
northerly  from  Low  Brook. 


Microscopical  Examination, 
No.  10270.    No  organiama. 
No.  10271.    Dlatomacen,  Synedra,  1. 


Water  Supply  of  Waltham. 

Much  trouble  has  been  caused  in  recent  years  by  the  rapid  growth 
of  certain  low  forms  of  vegetation  in  the  filter-basin  and  well  of  the 
Waltham  water  works,  and  with  a  view  to  preventing  this  growth 
the  filter-basin  and  well  were  covered  in  the  autumn  of  1893.  The 
work  was  completed  before  the  November  and  December  samples 
were  collected,  and  the  improvement  in  the  quality  of  the  water  may 
be  seen  by  examining  the  tables  of  analyses  which  follow.  Reference 
is  also  made  to  the  character  of  the  well  water  in  a  reply  of  the 
State  Board  of  Health  to  the  Water  Commissioners  of  Waltham, 
which  can  be  found  on  page  61  of  this  volume.  The  distributing 
reservoir  has  not  been  covered,  so  that  the  quality  of  the  portion 
of  the  water  supply  of  the  city  which  passes  through  it  is  affected 
as  in  the  past  by  the  abundant  growths  of  microscopic  organisms. 

The  filter-basin  before  being  covered  had  the  shape  of  a  rectangle 
with  one  corner  cut  off,  and  an  area  of  about  ten  thousand  square  feet. 
The  well,  which  is  located  in  the  centre  of  the  filter-basin,  is  forty 
feet  in  diameter  and  is  covered  with  a  dome  made  of  flat  tiles  laid  in 
Portland  cement.  The  portion  of  the  filter-basin  outside  of  the  well 
is  covered  with  a  series  of  brick  arches.  The  shape  and  size  of  the 
filter-basin  were  not  materially  changed. 
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Chemical  Examinalion  of  Water  from  the  Well  and 

Water  Works. 

[Parts  per  100,000.] 


WAI.THAM, 

Filter-Basin  of  the  WaUham 


1 

Appbasahcb. 

r 

1 

MiraooKN 

AS 

CO 

1 

1 

i 

S 

1 

1 

1 

i1 

1 

1 
5 

1 

966S 

Jan.    10 

None. 

None. 

.00 

6.95 

.0048 

.0082 

.48 

.0180 

.0000 

.0720 

3.5 

.0000 

9980 

Jan.    24 

Slight. 

Cone. 

.02 

6.85 

.0072 

.0098 

.60 

.0220 

.0001 

.0657 

3.4 

.0160 

10006 

Feb.    13 

None. 

None. 

.02 

6.80 

.0036 

.0032 

.51 

.0200 

.0000 

.0620 

3.6 

.0000 

10046  ,  Feb.    28 

None. 

None. 

.02 

6.95 

.0024 

.0026 

.48 

.0100 

.0000 

.0763 

3.5 

.0000 

10100  1  If  ar.  13 

None. 

None. 

.00 

6.25 

.0020 

.0084 

.57 

.0180 

.0008 

.0688 

3.8 

.0000 

10171 

Mar.  27 

None. 

y.BUght. 

.02 

6.65 

.0026 

.0018 

.46 

.0180 

.0001 

.mi 

3.2 

.0000 

10236 

Apr.  11 

None. 

V.  slight. 

.00 

6.45 

.0080 

.0026 

.41 

.0250 

.0000 

.0876 

8.0 

.0080 

10323 

Apr.  26 

None. 

None. 

.00 

6.65 

.0014 

.0012 

.45 

.0180 

.0000 

.0620 

8.1 

.0000 

10301 

May   \b 

None. 

None. 

.00 

6.90 

.0088 

.0016 

.47 

.0180 

.0000 

.0474 

3.0 

.0000 

10514 

June  13 

V.  Blight. 

None. 

.00 

7.20 

.0084 

.0018 

.50 

.0800 

.0000 

.0368 

8.1 

.0000 

106(2 

July   12 

None. 

None. 

.00 

6.80 

.0046 

.0022 

.46 

.0120 

.0000 

.0865 

3.6 

.0025 

10806 

Aug.  15 

None. 

None. 

.00 

6.80 

.0022 

.0010 

.44 

.0200 

.0000 

.0592 

3.2 

.0000 

lioao  ;  8ept.  13 

None. 

None. 

.00 

6.75   , 

.0032 

.0024 

.46 

.0200 

.0000 

.0624 

8.4 

.0000 

11161  jOct.    10 

None. 

None. 

.08 

7.45 

.0060 

.0022 

.48 

.0070 

.0000 

.0462 

3.8 

.0060 

11831  '  Nov.  14 

None. 

V.ellght. 

.00 

7.05 

.0030 

.0010 

,    .48 

.0180 

.0000 

.1369 

3.4 

.0050 

11474  j  Dec.   12 

,  None. 

None. 

.00 

6.85 

.0080 

.0008 

>    .48 

.0150 

.0000 

.06M 

3.5 

.0025 

At.* 

1 

.01 

6.86 

.0036 

.0022 

|.47 

.0179 

.0000 

.0643 

3.4 

.0020 

i 

Averages  of  Analyses  of . 

Previous  Years, 

- 

1887t 

" 

- 

.00 

6.71 

.0007 

.0088 

.47 

.0250 

- 

- 

- 

- 

1888 

- 

- 

.00 

6.70 

.0009 

.0064 

.46 

.0278 

.0003 

- 

- 

- 

- 

18891 

- 

- 

.00 

6.48 

.0006 

.0084 

.48 

.0878 

.0002 

- 

- 

" 

- 

1890$ 

- 

- 

.00 

- 

.0000 

.0012 

.47 

.0380 

.0002 

- 

- 

- 

- 

1892 

1 

- 

.00 

6.81 

.0033 

.0027 

.45 

.0162 

.0000 

- 

3.4 

- 

- 

1803 

- 

- 

.01 

6.86 

.0086 

.0022 

1    .47 

1 

.0179 

.0000 

.0643 

3.4 

.0020 

*  Where  more  than  one  sample  was  collected  in  a  month  the  mean  analysis  for  that  month  has  been 
used  in  making  the  average. 

t  Jane  to  December.  X  January  to  B^ay.  {  July. 

Non  to  onalyHes  of  1893;  Odor  of  No  9930  none,  becoming  distinctly  aromatic  after  standing  one 
day;  of  No.  10160,  distinctly  aromatic;  of  No.  10171,  very  faintly  vegetable;  of  Nos.  10323  to  10652, 
Inclasive,  unpleasant  or  disagreeable ;  of  all  other  samples,  none.  The  odor  in  nearly  every  case  dis- 
appeared on  heating. The  samples  were  collected  either  from  a  faucet  at  the  pumping  station  while 

pumping,  or  from  the  filter-basin.    The  November  and  December  samples  were  collected  after  the  cover- 
ing of  the  tllter-basin  had  been  completed. 
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WAI-THAM. 

Microscopical  Examination  of  Water  from  the  Well  and  Filter-Basin  of  the 
Wallham  Water  Works. 

[N'omber  of  organUmB  per  eublo  ceotimoter.] 


IMS. 

1 

1 

i 

1 

k 

% 

< 

< 

1 

% 

a 

< 

i 

1 

||j 

Day  of  examl. 
natluD»  . 

11 

26 

14 

28 

14 

28 

18 

27 

16 

14 

16 

16 

14 

10 

14 

13 

Number    of 
aample, . 

9863 

0080 

10006 

10046 

10100 

10171 10236 

1 

1032310301 

1 

10514 

10652 

10805 

11020 

11161 

11331 

11474 

PLANTS. 

Dlatoma- 
ceas. 

25 

2,928 

6 

16 

21 

1 

21 

n 

15 

11 

0 

0 

4 

2 

0       1 

AtitJ^riQiKiila, 

Mefldlou,      . 

eyEiodm. 
'r*b«ll(irla,    . 

20 
0 
0 
2 

1 
1 
1 

2,506 

84 

0 

0 

0 

240 

148 

0 
0 
0 
0 

1 

3 
2 

0 
0 
8 

2 

6 

pr. 

0 
3 
7 
4 
1 
6 
pr. 

0 

1 

0 

0 

pr. 

0 

7 
7 
1 
2 
4 
pr. 

6 
0 
2 
0 
0 
16 
0 

4 
0 
0 
0 
0 
2 
0 

0 
0 
0 
0 

1 

1 

0 

0 
0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 
0 

0 
0 
3 
0 
0 
1 
0 

0 
0 
2 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 
0 

Oyanophy- 
ceee,  Chrc 
ococout,     . 

0 

8 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

a 

0 

1 

AifirsB,   .     . 

1 

pr. 

4 

pr. 

4 

pr. 

1 

0 

22 

0 

0 

1 

0 

0 

0 

1 

PaDdorina*    . 
SceaedesmuB, 

0 

1 

0 
pr. 

0 

4 

0 
pr. 

0 

4 

0 
pr. 

0 

1 

0 
0 

21 

1 

0 
0 

0 
0 

0 

1 

0 
0 

0 
0 

0 
0 

0 
0 

ANmALS. 

Infusoria,  . 

0 

0 

0 

0 

1 

0 

0 

0 

23« 

0 

1 

0 

0 

0 

0 

0 

DlnobryoD,  . 
Dinobryon 

oa«cs, . 
PeridiDlum,  . 

0 

0 
0 

0 
0 

0 
0 

0 

0 
0 

0 
0 

1 

0 

0 
0 

0 

0 
0 

0 

0 
0 

64 

180 
0 

0 

0 
0 

0 
0 

1 

0 

0 
0 

0 

0 

0 
0 

0 

0 
0 

0 

0 
0 

Ml^cfUaneou9t 
Zo5gl(Ba, 

0 

28 

0 

0 

1 

12 

0 

0 

6 

1 

0 

1 

0 

13 

0        0 

Total,      . 

26 

2,964 

10 

16 

27 

18 

22 

28 

277 

12 

1 

2 

4 

15 

oj    0 
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Chefinical  Examination  of  Water  from  the  Distributing 

Water  Works, 

[Parts  per  100,000.] 


WAL.THAM. 

Reservoir  of  the  Wallham 


DaUof 

Collection. 

§1 

Ammokia. 

j 

NlTBOOKK 
AS 

ll 

1 

1 

S 

1 

1 

1 

i^ 

^ 

1 

i 

9882 

1998. 

Jan.    10 

Distinct. 

Cons. 

.02 

6.70 

.0000 

.0082 

.48 

.0100 

.0001 

.0800 

8.5 

.0000 

9920 

Jan.   24 

None. 

None. 

.00 

7.05 

.0054 

.0024 

.52 

.0180 

.0001 

.0474 

8.5 

.0020 

10005 

10017 
10110 

Feb.   13 
Feb.  28 
Ifar.  18 

None. 
None. 
Slight. 

Cons., 

dark. 
Cons., 

dark. 
Cons. 

.00 
.08 
.03 

0.45 
6.55 
6.60 

.0026 
.0018 
.0000 

.0066 
.0082 
.0046 

.51 
.49 
.54 

.0250 
.0070 
.0200 

.0000 
.0000 
.0000 

.0808 
.0936 
.1021 

8.2 
8.1 
8.2 

.0000 
.0025 
.0020 

10172 
10237 
1032S 

Mar.  27 
Apr.  11 
Apr.  26 

Decided. 
Distinct. 
Slight. 

Cons., 

dark, 
ConsM 

white. 
Cons. 

.03 
.04 
.02 

6.90 
6.70 
5.60 

.0000 
.0000 
.0002 

.0092 
.0124 
.0106 

%41 
.44 
.48 

.0100 
.0220 
.0070 

.0001 
.0000 
.0000 

.1168 
.1022 
.1181 

2.9 
2.7 
2.9 

.0050 
.0025 
.0000 

10390 

May   15 

DUtinct. 

Cons. 

.05 

6.65 

.0000 

.0186 

.42 

.0150 

.0000 

.1277 

2.6 

.0000 

10515 

Jone  13 

Slight. 

Slight. 

.08 

7.20 

.0000 

.0098 

.51 

.0150 

.0002 

.1072 

3.0 

.0000 

10«l 

July   12 

Distinct, 

Slight, 

.06 

6.70 

.0012 

.0078 

.46 

.0150 

.0000 

.0730 

8.2 

.0070 

10806 

Aug.  15 

DlHiinct, 

green. 
Slight. 

.01 

6.60 

.0000 

.0044 

.44 

.0070 

.0001 

.0671 

8.0 

.0025 

11021  1  Sept.  18 

Slight. 

green. 
Slight. 

.08 

6.75 

.0000 

.0066 

.48 

.0180 

.0001 

.0936 

8.4 

.0000 

11160  j  Oct.    10 
11880    Nov.  14 

Slight. 
Slight. 

Cons., 

white. 
Cons.. 

white. 
Slight. 

.05 
.08 

6.85 
6.90 

.0000 
.0000 

.0078 
.0064 

.50 
.45 

.0000 
.0110 

.0001 
.0001 

.1001 
.1009 

8.5 
8.1 

.0020 
.0020 

11476    Dec.  12 

Distinct, 

.08 

6.70 

.0000 

.0048 

.48 

.0120 

.0001 

.1120 

3.2 

.0020 

green. 

1 
At.*.| 

.04 

6.72 

.0006 

.0074 

.47 

.0127 

.0001 

.1038 

8.1 

.0019 

Averages  of  Analyses  of  Previous  Tears, 


. 

1887t    ] 

. 

. 

.00 

6.66 

.0007 

.0061 

.46 

.0197 

. 

- 

. 

. 

- 

1888 

- 

- 

.00 

6.45 

.0003 

.0075 

.46 

.0248 

.0003 

- 

- 

- 

- 

18891 

- 

- 

.00 

6.21 

.0008 

.0078 

.47 

.0280 

.0003 

- 

- 

- 

- 

18905   j 

- 

- 

.00 

- 

.0000 

.0124 

.47 

.0280 

.0001 

- 

- 

- 

- 

189111 

- 

- 

.00 

6.25 

.0000 

.0044 

.40 

.0200 

.0000 

- 

3.0 

- 

- 

1892 

- 

- 

.01 

6.28 

0006 

.0082 

.44 

.0119 

.0001 

- 

8.0 

- 

- 

1893 

- 

- 

.04 

6.72 

.0006 

.0074 

.47 

.0127 

.0001 

.1038 

3.1 

.0019 

*  Where  more  than  one  sample  was  collected  In  a  month  the  mean  analysis  for  that  month  has  been 
Qsed  Id  making  the  average. 

t  Jone  to  December.  t  January  to  May.  $  February.  ||  May. 

Note  to  analyses  of  1893;  Odor,  generally  faintly  aromatic  or  unpleasant  or  none;  on  heating,  the 

odor  is  stronger  and  occasionally  disagreeable  or  fishy. The  samples  were  collected  from  the  reser- 

▼oir  at  the  gate-bonse,  with  the  exception  of  the  last  two,  which  were  collected  from  the  reservoir  at  the 
tide  opposite  the  gate-house. 
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WALTHAM. 

Microscopical  Examination  of  Water  from  tlie  Distributing  Reservoir  of  the 
Waltham  Water  Works. 

[Number  of  organlama  per  cubic  centimeter.] 


1S9S. 

Jan. 

Jan. 

Feb. 

Feb. 

Mar. 

«"• 

Apr. 

Apr. 

Day  of  examioation, 

11 

28 

14 

28 

14 

28 

13 

2T 

Number  of  sample, 

9862 

9929 

10006 

10047 

10110 

10172 

10237 

10S2S 

PLANTS. 

DiatomaceaB,   .... 

8,364 

pr. 

299 

194 

4,267 

5,996 

18,944 

i3,m 

APterionella,     .... 

OycIotellM 

Frngilaria,         .... 

Meloaira 

Synedra, 

Tabellaria,        .... 

2,920 
62 
0 
0 
88 
804 

0 
0 
0 
0 

^'o 

246 

8 

16 

2 

11 

22 

168 
7 
0 
0 
18 
1 

8,916 

0 

0 

10 

886 

6 

6,360 
0 
0 
0 
636 
0 

9,644 

u 

9,400 

0 

0 

8,140 

0 

Aiar» 

149 

pr. 

7 

7 

7 

0 

0 

Chlorococcua,   .... 
Protococcus,     .... 
Raphldfum,       .... 
Bceoedesmua,   .... 

0 

148 

0 

1 

0 

0 

0 

pr. 

0 
0 
0 

7 

2 
0 
0 
6 

0 
2 
0 
6 

0 
0 
0 
0 

* 

0 
0 
0 
0 

Fungi,  Crenothrir,      . 

0 

0 

28 

12 

0 

0 

• 

ANIMALS. 

Bhizopoda,  Aciinophrya, 

0 

0 

0 

0 

0 

0 

0 

Infusoria, 

5 

0 

pr. 

0 

pr. 

0 

48 

Dinobryon,       .... 
DInobryon  caoen,      . 
Encysted  prutozoa,  .        . 

Monas 

Peridinium,       .... 
Uvella, 

6 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

0 
0 
0 
0 

^'o 

0 
0 
0 
0 
0 
0 

0 
0 

0 
0 
0 
0 
0 
0 

47 

0 
0 
0 

1 

0 

Vermes,  RoUtorian  ova,  . 

0 

0 

0 

0 

pr. 

0 

1 

Miscellaneous t  ZoSglcea, 

0 

0 

12 

7 

9 

44 

t 

Total, 

8,618 

pr. 

841 

220 

4,274 

6,040 

18,964 

18,753 

Water  Supply  of  Ware. 
The  works  for  collecting  water  for  this  town  were  enlarged  in  the 
latter  part  of  181)3  by  sinking  twelve  tubular  wells  in  the  valley  of 
Muddy  Brook,  about  600  feet  north  of  the  large  well,  which  was 
previously  the  only  source  of  supply  for  the  town ;  and  by  con- 
structing a  well  nine  feet  in  diameter  and  six  feet  in  depth  at  the 
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WAI.THAM. 

Microscopical  Examination  of  Water  from  the  Distributing  Reservoir  of  the 
Waliham  WaUr  ITorA:*  —  Concluded. 

[Number  of  organisms  per  cable  centimeter.] 


IMS. 

May. 

June. 

July. 

Ang. 

Sept. 

Oct. 

Not. 

Dec. 

Bay  of  ezamloatlon, 

16 

14 

15 

16 

14 

10 

14 

18 

Namber  of  sample, 

10390 

10515 

10651 

10806 

11021 

11160 

11380 

U475 

PLANTS. 

Diatomaceed,    .... 

13,460 

231 

1,100 

8,400 

1,140 

888 

14,838 

4,474 

080 
0 
0 
0 
12,480 
0 

212 

e 

0 
2 
8 
3 

020 

0 

180 

0 

4,840 
0 
0 
0 
660 
0 

700 
0 
0 
0 

440 
0 

888 
0 
0 
0 
0 
0 

14,800 
0 
0 

12 
0 

26 

4,400 
0 
0 
4 
2 
68 

Alg», 

t 

1 

1 

8 

180 

4 

88 

0 

Chlorococcns,   .... 
Protococcas,     .... 
Raphldiam,       .... 
Bcenedesmns,   .... 

0 
0 
0 
2 

0 
0 
0 

1 

0 
0 
0 

1 

0 
0 
0 
2 

0 

0 

180 

0 

4 
0 
0 
0 

2 

20 

0 

0 

0 
0 
0 
0 

Ponffi,  Crenothrlx,     . 

0 

1 

0 

0 

0 

8 

0 

0 

ANIMALS. 

Bhlsopoda,  Actlnopbrys, 

8 

0 

0 

0 

0 

0 

0 

0 

Inftisoiia,  .      .      . 

7 

833 

4 

82 

83 

181 

88 

840 

Dinobryon,        .... 
Dlnobryon  canes,      . 
JSacysted  protozoa, . 

Monas 

Perldlnlam 

Uvella, 

0 
0 
7 
0 
0 
0 

196 

136 

0 

1 
0 
0 

0 
2 
0 
0 
2 
0 

0 
0 
0 
0 
32 
0 

0 
18 

0 
1 

4 
0 

164 
9 
0 
0 
0 
8 

80 
0 
0 
2 
0 
0 

104 
236 
0 
0 
0 
0 

Vermes,  Botatorlan  ova,   . 

0 

0 

0 

8 

0 

0 

0 

0 

JfUeeOtnitfou^,  Zodglosa,       •       . 

0 

8 

70 

88 

0 

88 

4 

0 

Total, 

18,472 

671 

1,175 

6,464 

1.348 

1,107 

14,806 

4,814 

site  of  a  large  spring  located  near  the  tubular  wells.  The  tubular 
wells  are  located  within  an  area  approximately  150  feet  in  length 
and  somewhat  less  than  100  feet  in  width.  The  depth  of  the  wells 
varies  from  twenty-eight  to  thirty-nine  feet  and  averages  thirty-four 
feet.  Water  from  the  wells  and  spring  flows  by  gravity  through  a 
twelve-inch  pipe  to  the  main  well. 
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WARE. 

Cliemical  Examination  of  Water  from  the  Well  of  the  Ware  Water  Works. 

[ParU  per  100,000.] 


ft 

s  * 

Amuoxia. 

i 

KITBOOBX 
AS 

•1 

1^ 

m 
S 

s 

1 

1 

1 

1 

1 
1' 

1 

1 

1 

0998 

180S. 

Feb.  13 

None. 

None. 

0.0 

0.65 

.0004 

.0022 

.06 

.3600 

.0000 

.0667 

8.5 

.om 

10817 

Ang.  18 

None. 

None. 

0.0 

12.60 

.0000 

.0008 

1.11 

.6000 

.0000 

1.0237 

3.0    .0070 

1 

J 

Averages 

of  Analyses  of  Previous  Tears. 

- 

1887* 

- 

- 

0.0 

7.05  1 

.0001 

.0011 

0.60 

.2603 

- 

- 

- 

- 

- 

1888 

- 

- 

0.0 

7.68 

.0000 

.0011 

1.86 

.3262 

.0002 

1 

- 

- 

- 

1889t 

- 

- 

0.0 

8.U 

.0001 

.0013 

0.80 

.3111 

.0000 

1      . 

- 

- 

- 

18001 

- 

- 

0.0 

- 

.0002 

.0014 

0.06 

.3400 

.0000 

- 

- 

- 

- 

1891§ 

- 

- 

0.0 

11.70 

.0000 

.0000 

1.44 

.7000 

.0000 

j      . 

3.0 

- 

- 

189211 

- 

- 

0.0 

10.63 

.0000 

.0008 

1.16 

.5066 

.0000 

'      - 

8.8 

- 

- 

1893 

- 

- 

0.0 

11.08 

.0002 

.0016 

1.04 

.4760 

.0000 

1.0447 

3.7 

.0035 

*  June  to  November.  t  January  to  June.  %  February. 

§  November.  ||  February,  July  and  December. 

Note  to  analyaea  of  1803;  Odor,  none. The  eamplcs  were  collected  from  a  faucet  at  the  pumplof 

station  while  pumping. 

Microscopical  Examination. 

No.   0008.    No  organisms. 

No.  10817.    Miscellaneous,  Zoifglcea,  1. 


Chemical  Examination  of  Water  from  the  Spring  connected  with  the  Ware  Water 

Works, 

[Parts  per  100,000.] 


^§ 

Appkabahob. 

1 
§1 

U 
1 

AmfOHiA. 

1 

MITROOKH 
AS 

5 

1 

i 

1 

1 

1 

1 

< 

S 

1  i 

1 

1898. 

1 

1 

10666 

July  17 

None. 

Blight, 
sandy. 

0.0 

4.00 

.0004 

.0018 

.18 

.0460 

.0000  ! 

.0390 

l.S  j.OOM 

Odor,  none. The  sample  was  collected  from  the  spring,  which  has  since  been  connected  with 

the  main  well. 


Infusoria,  Peridinium,  1. 


Microscopical  Examination. 
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watertown  and  belmont, 
Water  Supply  of  Watertown  and  Belmont — Watertown 
Water  Supply  Company. 

The  Watertown  Water  Supply  Company  made  extended  investi- 
gations in  1893  with  reference  to  obtaining  an  additional  supply  of 
water  from  the  ground  in  the  vicinity  of  its  pumping  station  and 
examined  other  sources.  The  company  also  made  an  application  to 
the  State  Board  of  Health  for  its  advice  relative  to  the  improvement 
of  its  supply,  and  many  of  the  analyses  given  in  the  following  tables 
were  made  during  the  investigations  of  the  Board,  but  at  the  end 
of  the  year  the  matter  was  still  under  consideration. 

The  investigations  showed  that  the  water  collected  by  the  original 
filter-gallery  and  by  a  system  of  tubular  wells  northwesterly  from 
the  pumping  station  was  nearly  the  same  in  character  as  during  the 
earlier  years  of  the  operation  of  the  works,  but  water  collected  from 
the  ground  in  an  easterly  direction  from  the  pumping  station  has  to 
a  greater  or  less  degree  the  usual  characteristics  of  a  water  contain- 
ing iron.  The  most  successful  results  were  obtained  from  some  six- 
inch  wells  located  about  950  feet  southeast  of  the  pumping  station, 
and  about  forty  feet  from  the  river.  A  temporary  pump  was  con- 
nected with  these  wells  in  the  summer  of  1893,  and  during  the 
summer  and  autumn  a  material  addition  to  the  water  supply  was 
obtained  from  this  source.  The  last  three  analyses  in  the  table  on 
page  314  are  of  samples  of  water  from  these  wells.  It  is  probable 
that  most  of  the  water  which  they  supplied  came  by  filtration  from 
the  river,  and  although  it  contained  iron  and  manganese  and  did  not 
show  the  high  degree  of  chemical  purification  which  water  attains 
when  it  filters  a  suflScient  distance  through  the  ground  under  favor- 
able circumstances,  it  was  rendered  very  nearly  pure,  bacterially, 
by  the  filtration. 

The  table  on  page  315  contains  the  analyses  of  water  from  two 
deep  tubular  wells,  one  located  near  the  pumping  station,  and  the 
other  in  the  centre  of  the  main  village  of  Watertown.  Neither  of 
these  deep  wells  furnished  any  large  quantity  of  water  nor  was  the 
quality  of  the  water  satisfactory,  and  no  part  of  the  water  supply 
of  the  town  is  now  taken  from  them. 
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WATERTOWN  AND  BEL.MONT. 

Clicmical  Examinalion  of  Water  from  a  Faucet  in  the  Pumping  Station  of  the 
Watertown  Water  Supply  Company, 

[Partfl  per  100,000.] 


1 

« 

Appiabanob. 

1 
it 

o  n 
a  > 

g 

MlTBOGBX 
AS 

1 1 

1  ® 

5 
1 

It 

1 

H 

«; 

1 

i 

< 

S 

8 

1 

MOO 

1S98. 

Feb.     8 

V.  slight. 

V.  slight. 

.02 

7.70 

.0012 

.0083 

.67 

.0700 

.0001 

.1168 

3.6 

.0180 

10105 

&(ar.     8 

None. 

None. 

.05 

8.05 

.0006 

.0010 

.66 

.0800 

.0000 

.0360  !  8.8 

.0090 

1024« 

Apr.  11 

V.  slight. 

V.  slight. 

.05 

6.45 

.0016 

.0126 

.49 

.0650 

.0000 

.1241 

2.6 

.0046 

10417 

May   17 

None. 

None. 

.02 

8.06  1 

.0000 

.0064 

.66 

.0950 

.0000 

.0730 

2.7 

.0060 

10502 

Jane    8 

None. 

None. 

.00 

7.T5! 

1 

.0000 

.0080 

.67 

.0900 

.0000 

.0402 

8.6 

.0060 

10020 
10741 

July     7 
Aug.    8 

Slight, 

milky. 
V.  slight. 

SUght, 

rusty. 
V.  slight. 

.25 
.20 

>.»' 
,.»] 

.0086 
.0008 

.0068 
.0046 

.60 
.64 

.0400 
.0260 

.0001 
.0001 

.1241 
.1184 

3.4 
4.8 

.0830 
.0240 

11040 
11155 
11807 

Sept.  18  1 
Oct.     9 
Nov.    8 

Distinct, 

1      milky. 

Distinct, 

milky. 

DlsUnet. 

SHght, 

rusty. 
SHght, 

ttbrous. 
SUght. 

.05 
.60 
.80 

9.00 
8.70 
7.80 

.0186 
.0160 
.0076 

.0088 
.0074 
.0064 

.72 
.76 

.76 

.0100 
.0060 
.0800 

.0002 
.0000 
.0002 

.2418 
.2040 
.1680 

8.7 
3.6 
8.6 

.lOSO 
.0720 

.0425 

11406 

Dec.     6 

None. 

V.  slight. 

.10 

7.60 

.0068 

.0088 

.72 

.0280 

.0001 

1 

.1660 

8.6 

.0890 

Av... 

.19 

7.96 

.0063 

.0061 

.66 

.0489 

.0001  1 

1 

.1275 

8.6 

mis 

Averages  of  Analyses  of  Previous  Tears. 


. 

1887* 

. 

- 

.00 

7.09 

.0005 

.0034 

.66 

.0300 

. 

. 

• 

. 

. 

1888 

- 

- 

.00 

7.22 

.0000 

.0040 

.68 

.0617 

.0000 

- 

- 

- 

- 

1889t 

- 

- 

.00 

6.45 

.0000 

.0027 

.64 

.0642 

.0000 

- 

- 

- 

- 

1890t 

- 

- 

.00 

7.40 

.0014 

.0042 

.69 

.0460 

.0000 

- 

8.9 

- 

- 

1892§ 

- 

- 

.07 

7.90 

.0041 

.0046 

.66 

.0870 

.0001 

- 

4.0 

.0306 

- 

1893 

- 

- 

.19 

7.95 

.0063 

.0061 

.66 

.0489 

.0001 

.1276 

8.6 

.0811 

• 

June  to  £ 

December. 

t  Jan 

uary  t 

oMay. 

X 

Angosl 

I. 

f  Sept 

ember 

toDecf 

mber 

. 

Note  to  analyses  of  1803;  Odor,  generally  none,  occasionally  mouldy  and  unpleasant. Tbt 

■amples  were  collected  from  a  faucet  at  the  pumping  station  while  pumping. 

In  the  above  table  the  samples  with  the  higher  amounts  of  iron  became  turbid  and  colored  by  tbt 
precipiution  of  the  iron  by  oxidation  on  exposure  to  the  air. 
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WATEBTOWN  AND  BELMONT. 

Microscopical  Examinalion  of  Water  from  a  Faucet  in  the  Pumping  Station  of  the 
Watertmvn  Water  Supply  Company, 

{Number  of  ortprainat  per  cnblo  oenttmeter.] 


189S. 

Feb. 

Mar. 

Apr. 

May. 

Jane. 

July. 

Aug. 

Sept. 

Oct. 

Nov. 

Dec. 

Day  of  ezamlDatioD, . 

11 

10 

18 

19 

9 

11 

8 

19 

10 

10 

8 

Number  of  sample,   • 

QMO 

10105 

10245 

10417 

10502 

10620 

10741 

11040 

11155 

11807 

11466 

PLANTS. 

DiatomaceeB,      . 

0 

0 

1 

4 

0 

0 

0 

8 

0 

28 

0 

AiterfonelU, 

Bynedra.       .... 

Tabellaria,  .... 

0 
0 
0 

0 
0 
0 

0 

1 
0 

4 

^'o 

0 
0 
0 

0 
0 
0 

0 
0 
0 

4 
1 
0 

0 
0 
0 

0 
20 

8 

0 
0 
0 

Cyanophyoeeo,  . 

0 

0 

0 

0 

6 

0 

16 

0 

0 

0 

0 

Aoabaeoa,     .... 
OMlllarta,    .... 

0 
0 

0 
0 

0 
0 

0 
0 

6 
0 

0 
0 

0 
16 

0 
0 

0 
0 

s 

0 
0 

Panffl,  Crenothrix, 

It 

0 

pr. 

0 

0 

680 

64 

820 

61 

64 

7 

MitegUaneoM,  Zfyiglwtk,  . 

28 

0 

0 

0 

0 

76 

28 

240 

72 

96 

pr. 

TOTAI^ 

40 

0 

1 

4 

6 

766 

108 

765 

183 

188 

7 

Chemical  Examination  of  Water  from  a  Faucet  in  Watertown,  supplied  from 
the  Works  of  the  Wattrtoum  Water  Supply  Company, 

[Parte  per  100.000.] 


a 

Appbakanob. 

g 

Ammoiiia. 

NiTROOBN 

^ 

s 

3 

I 

§1 

i 

^S 

h 

1 

1 

i 

^ 

3 

c5 

1 

i 

s 

1 

1 

1 

su 

i 

< 

1 

1 

§ 

3 

a 

1 

ims. 

9918    Jan.  23 

None. 

None. 

0.02 

10.20 

.0000 

.0080 

.68 

.0900 

.0001 

.0693 

4.7 

.0100 

10040    Feb.  SO '  None. 

V.  slight. 

0.08 

6.80 

.0000 

.0110 

.52 

.0800 

.0001 

.2197 

3.4 

.0130 

10142    Mar.  20    DUtinet, 
1               '       _<ii... 

V.  slight. 

0.10 

6.75 

.0000 

.0046 

!  -61 

.0550 

.0000 

.1008 

2.9 

.0260 

10260 

Apr.  18'  None. 

None. 

0.03 

6.95 

.0000 

.0014 

.54 

.0600 

.0000 

.1095 

3.0 

.OOi^ 

10409 

May  17    None. 

None. 

0.05 

7.15 

.0010 

.0058 

.55 

.0450 

.0002 

.0657 

3.0 

.0075 

10513 

Jane  13    None. 

None. 

0.05 

8.45 

.0000 

.0082 

.67 

.0120 

.0001 

.0703 

3.4 

.0050 

10663 

July  13    V.  slight. 

None. 

0.05 

8.80 

.0004 

.0042 

.59 

.0600    .0000 

.1022 

3.8 

.0080 

10804 

Aag.  15    Slight. 

V.silght. 

0.15 

8.00 

.0000 

.0044 

.66 

.0110    .0000 

.1280 

3.9 

.0200 

11085 

Sept.  15    Slight, 

1      milky. 

V.sUght. 

0.20 

8.70 

.0118 

.0066 

.69 

.0090 

.0005 

.1794 

3.9 

.0500 

11219 

Oct.    17 

V.  slight, 
millcy. 

None. 

0.15 

8.70 

.0002 

.0062 

.68 

.0300 

.0000 

.1863 

4.2 

.0220 

1 

11365 

Nov.  21 1 

V.silght, 
milky. 

None. 

0.10 

8.80 

.0010 

.0044 

.68 

.0270 

.0000 

.2100 

4.3 

.OICO 

11534 

Dec.  19 

V.  flight, 
1      millcy. 

None. 

0.05 

8.40 

.0000 

.0026 

.66 

.0420 

.0000 

.1458 

4.2 

.0150 

At.. 

0.09 

8.06 

.0012 

.0052 

.61 

.0426 

.0001 

.1822 

3.7 

.0165 

Odor  of  the  first  sample,  none,  becoming  distinctly  nnpleasant  on  heating;  of  the  third  sample,  dis. 
tinctly  earthy,  disappearing  on  heating;  of  No.  10804,  none,  becoming  very  faintly  vegetable  on  heat. 

lag;  of  the  remaining  samples,  none. The  samples  were  collected  from  a  faacet  in  a  house  in  the 

essterly  part  of  Watertown. 
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WATERTOWN  AN3>  BELMONT. 

Microscopical  ExamifuUion  of  Water  from  a  Faucet  in  Wdlertown^  supplied  from 
the  Works  of  the  Watertovm  Water  Supply  Company, 

[Number  of  organUmg  per  cable  oeotlmeter.] 


180S. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June 

July. 

Aog. 

8epL 

Oct. 

Hot. 

Dm. 

Day  of  ezamlnatloQ, 
Number  of  tample, . 

24 
9018 

24 
10040 

21 

10142 

19 
10260 

18 
10400 

14 
10518 

15 
10063 

16 
10804 

16 
11036 

10 

11219 

28 
11365 

SS 
11fS4 

PLANTS. 
Cyanophyceeo,  Rlvn- 

Funsrif  Crenothrlz, 

0 
0 

0 
0 

4 
0 

" 

" 

0 

1 
0 

^ 

ANIMALS. 
Infusoria,  Peridlnlum, 

0 

0 

0 

0 

0 

.'MiaceUaMoutt  Zodgloa, 

10 

580 

1 

56 

pr. 

Total, 

10 

680 

6 

148 

1 

*<!hemicaX  Examination  of  Water  from  Tubular  Test  Wells  in  the  Viciniiy  of  the 
Pumping  Station  of  the  Walertown  Water  Supply  Company. 

[ParU  per  100,000.] 


1 

Appbasaxci. 

S 

Ahhokia. 

NlTBOOBN 

. 

eg 

AS 

g 

1 

^§ 

1 

«< 

SI 

1 

i 

^ 

^ 

t 

8 

1 

I 

§ 

1" 

1 

1^ 

1 

» 

S 

93 

1 

1S9S. 

0035 

Jan.   25 

None. 

None. 

0.00 

6.80 

.0000 

.0018 

.62 

.0650 

.0000 

.0202 

2.6  .0050 

10418 

Muy    16 

Slight, 

mlllcy. 
None. 

Slight, 

rusty. 
Slight. 

earthy. 
Slight/ 

0.60 

0.10 

.0240 

.0104 

.58 

.0030 

.0003 

|.2093 

8.8l.0T6l»» 

10550 

Jane  21 

0.25 

7.80 

.0220 

.0108 

.56 

.0000 

.0000 

.3041 

3.6L0IOO 

10610 

Jaly    8 

Slight, 

0.25  1 

8.80 

.0196 

.0076 

.55 

.0000 

.0000 

.2336 

4.2  j. 0190 

milky. 

white. 

1 

10667 

July  17 

None. 

None. 

0.20, 

8.80 

.0230 

.0084 

.56 

.0000 

.0001 

.3120 

3.0'.0S20 

11237 

Oct.    23 

V.  slight. 

None. 

0.55' 

1 

8.05 

.0282 

.0162 

.68 

.0000 

.0000 

.3102 

3.9    OIW 

1 

*  This  sample  contained  also  0.1760  part  manganese. 

Odor  of  the  first  three  samples,  none ;  of  the  last  three,  mouldy  or  unpleasant;  on  heating,  the  odor 

of  the  second  snropio  was  distinctly  vegetable,  and  of  the  last  two,  faintly  vegetable. The  first  mb- 

pie  was  collected  from  a  group  of  tubular  wells  located  a  short  distance  northwest  of  the  punptog 
eution;  the  second  and  third,  from  a  flowing  well  two  Inches  In  diameter,  located  about  one  ihoossod 
feet  southeasterly  from  the  pumping  station  and  about  seventy-five  feet  from  Charles  River;  the  lut 
three,  from  slxlnch  tubular  wells,  located  about  nine  hundred  and  fifty  feet  southbast  of  the  pumping 
station  and  about  forty  feet  from  the  river.  Water  was  pumped  from  these  sU-lnch  wells  Into  the  filter- 
gallery  in  the  summer  and  autumn  of  1808. 
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Microscopical  Examination. 

No.  10418.  DiatomaoeflB,  MeloHra,  t;  Tabellariar  2.  Fongi,  Orenothrix,  84.  MUcellftoeonfl, 
Zodglaa,24.    Total,  88. 

No.  lOMT.    FuDgi,  Orenoihrix,  10.    Misoellaneoai,  Zcdglcea,  2.    ToUl,  12. 
Ho  organtomt  were  found  in  the  remaining  tamplei. 

Bacterial  Examination, 

Three  aunplee  of  water  eollected  on  June  30  from  the  two-Inch  flowing  well  from  which  Noa.  10418 
and  10550  were  eollected,  contained  an  arerage  of  five  bacteria  per  cubic  centimeter,  the  highest  num. 
ber  fband  being  aeven  and  the  lowest  two. 

Three  aamplea  of  water  collected  on  July  17  from  the  six-inch  tubular  wells  contained  an  average 
of  four  bacteria  per  cubic  centimeter. 

These  wells  were  examined  again  on  Ootober  28,  two  samples  being  collected,  each  of  which  con- 
tained four  haeteiia  per  cubic  centimeter. 

Chemical  Examination  of  Water  from  Deep  Tabular  Wells  in  Waterloum, 

[ParU  per  100,000.] 


102SS* 
10610 


J 

I 


Apr.  11 
June  10 


Appxaxakob. 


Decided, 
olayey. 

SUsht, 
clayey. 


i 


Heavy, 
clayey. 

Blight, 
earthy. 


0.0 
0.0 


ft 

I 


44.60 
22.40 


.0020 
.0018 


J 


.0012 
.0000 


1.84 
1.85 


KlTKOOXir 


.0000 
.0030 


.0000 
.0000 


0255 
0100 


17.9 
6.8 


.0000 


*  All  determinations  of  this  sample  were  made  on  the  filtered  water. 

Odor  of  the  first  sample,  faintly  earthy;  of  the  last,  none. The  first  sample  was  collected  from 

•  tabular  well  eight  inches  in  diameter  and  about  250  feet  in  depth,  located  about  fifty  feet  south  of  the 
pumping  station  of  the  Watertown^ater  Supply  Company ;  the  last,  from  a  deep  tubular  well  located 
near  the  centre  of  the  main  village  of  Watertown  and  near  the  railroad  sUtlon.  It  is  said  that  160,000 
gallons  of  water  were  pumped  from  the  latter  well  in  the  twenty-six  hours  previous  to  the  collection 
of  the  sample. 

Microscopical  Examination, 

No  organisms. 


Water  Supply  of  Webster. 

Description  of  Works. — Population  in  1890,  7,031.  The  works 
are  owned  by  the  town  and  water  was  introduced  Jan.  1,  1894. 
The  town  had  been  supplied  for  many  years  previous  to  this  time 
from  works  owned  by  H.  L.  Slater,  the  source  of  supply  being 
Lake  Chaubunagungamaug.  The  new  source  of  supply  is  a  well 
twenty-five  feet  in  diameter  and  thirty  feet  in  depth,  located  on  the 
northwesterly  side  of  the  lake,  about  200  feet  from  the  shore.  The 
wall  of  the  well  is  made  of  stone,  laid  without  mortar,  for  a  height 
of  three  feet  above  the  bottom,  and  above  this  level  also  of  stone, 
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but  with  an  interior  lining  of  brick  masonry  twelve  inches  in  thick- 
ness. The  ground  about  the  Well  is  two  or  three  feet  higher  than 
the  water  in  the  lake.  The  well  is  covered  by  a  conical  roof  to 
exclude  the  light.  Water  is  pumped  from  the  well  to  the  town  and 
to  an  open  iron  tank  thirty  feet  in  diameter  and  100  feet  in  height. 
Distributing  mains  are  of  cast-iron ;  service  pipes  are  of  wrought 
iron  lined  with  cement. 

The  advice  of  the  State  Board  of  Health  to  the  town  of  Webster 
with  regard  to  taking  a  water  supply  from  this  source  may  be  found 
on  page  62  of  this  volume. 

Chemical  ExamincUion  of  Water  from  a  Tubular  Test  Well  in  Webster, 

[ParU  per  100,000.] 


10818 


189S. 

July     7 


Appkasakci. 


I  Slight, 
I     cUyey. 


«  m 

a  > 

r 


Cons.,         0.0 
earthy. 


6.80 


.0000 


.0000 


.28 


NiTBOOBV 
AS 


.0400 


.0000 


l« 


.0000 


0.8 


.OlM 


Odor,  none. The  sample  was  collected  from  a  test  well  located  aboat  1,700  feet  north  of  Lake 

Street  and  two  hnndrcd  feet  from  Lake  Chaubanagongamaag,  near  where  the  Urge  well  was  siibse> 
qnently  located. 

Microscopical  Examination, 

No  organisma. 


Water  Supply  op  Wellesley. 

Chemical  Examination  of  Water  from  the  Filter- Oallery  and  Well  of  the  Welksley 

Water  Works, 

[Parts  per  100,000.] 


f 

§1 

u 

1 

Ammoxia. 

1 

KlTSOOBH 
AS 

1 

i 

1 

SQ 

1 

Sediment 
Color. 

1 

< 

1 

1 

1 

10888 
10884 

189S. 

July  11 

July  11 

None. 
None. 

V.  Blight, 
v.  slight. 

0.0 
0.0 

1 

I   8.70 

i  6.go 

.0000 
.0000 

.0008 
.0014 

.63 
.80 

.0800 
.0800 

.0000 
.0000 

.0867 
.0867 

3.8 
3.3 

.OiW 
.OlM 

Odor,  none. The  first  sample  was  collected  from  the  filter-gallery;  the  last,  from  the  well  si 

Williams  Spring. 

Microscopical  Examination, 

No.  10838.    Miscellaneous,  ZoOgUxa^  1. 
No.  10634.    No  organisms. 
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Water  Supply  of  Westborough. 
The  advice  of  the  State  Board  of  Health  to  the  town  of  West- 
borough,  with  reference  to  increasing  the  supply  of  filtered  water 
from  the  Lower  Sandra  Basin  by  facilitating  the  filtration  of  water 
from  the  Upper  Basin  into  it  through  the  intervening  ground  may 
be  found  on  page  63  of  this  volume. 


Water  Supply  or  Westborough  Insane  Hospital,  West- 
borough. 

ChemtceU  Examinaiion  of  Water  from  the  Tubular  Wells  at  the  Westborough 

Insane  Hospital 

[Parts  p«r  100,000.] 


^5 

S 

a 


10162 


10e78 


!    1S9S. 
Jaa.  2ft 

Mar.  27 

May  84 

July  18 


At. 


I 


Apfsabamcb. 


s 


SHglit, 

milky. 
Distinct, 

milky. 
Slight, 

milky. 
SUght, 

milky. 


None. 
None. 
V.sllgbfc. 
V.  slight. 


0.42 
0.80 
0.40 
0.18 


0.88 


a 


ll.U 
ll.lfi 
10.96 
11.10 


11.09 


I 

.0846 
.0564 
1.0720 

1.0900 

I 


.0768 


ii 

^ 


,0066 
,0068 
0060 
.0060 


.0056 


.40 


NlTHOOXir 


.0080 


.0000 
.0000 


.0078 


.0001 
.0001 
.0000 

0001 


.0001 


.1181 
.0847 
.1676 
.1248 


.1200 


6.8 
6.0 
6.4 
6.8 


6.8 


.1300 
.1100 
.0675 
.0780 


.0064 


Averages  oj  Analyses  of 

Previous  Tears. 

. 

1887* 

- 

- 

0.08 

11.29 

.0407 

.0033 

.42 

.0080 

- 

. 

- 

- 

. 

1868 

- 

- 

0.06 

11.27 

.0602 

.0061 

.42 

.0046 

.0000 

- 

- 

- 

- 

1680t 

- 

- 

0.16 

11.41 

.0630 

.0049 

.43 

.0030 

.0000 

- 

- 

- 

- 

1801t 

• 

- 

0.60 

U.80 

.0784 

.0109 

.43 

.0040 

.0000 

- 

6.0 

- 

- 

1808 

- 

- 

0.88 

11.09 

.0768 

.0056 

.40 

.0078 

.0001 

.1200 

6.8 

.0964 

*  Juno  to  December. 


t  January  to  May. 


X  July,  two  samples. 


NoTB  to  analyses  of  1898;  Odor  of  the  first  sample,  none,  becoming  distinctly  vegetable  and  grassy 
oa  heating;  of  the  second  sample,  offensive,  disappearing  on  heating;  of  the  remaining  samples,  none. 
«-^The  samples  were  collected  from  a  faucet  at  the  pumping  station  while  pumping. 

Iron  In  considerable  amount  is  characteristic  of  the  water  of  these  wells.  It  oxidizes  promptly  on 
exposure  to  the  air  and  precipitates,  causing  first  a  milky  turbidity  and  then  a  rusty  precipitate.  Some- 
what similar  conditions  exist  in  the  water  supplies  of  Reading,  Bradford  and  other  places. 


Microscopical  Examination, 

The  organisms  found  in  these  samples  In  1893  were  chiefly  Zo'dgloea,  the  greatest  number,  124,  being 
present  in  January,  and  the  smallest,  6,  In  May. 
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WBSTFIELD. 


Water  Supply  of  Westtield. 


Chemical  Examination  of  Water  from  the  Storage  Reservoir  of  the  Westfield  Water 
Works^  on  Moose  Meadow  Brooke  Montgomery, 

[ParU  per  100,000.] 


10042 
11260 


i 


I 


180S. 

Aag.31 

Oet  27 


Appbasjlvob. 


DlsUDct. 
Slight. 


Sllfht. 
Cods. 


0.76 
1.201 


BiaiDDB  OM 

EVAPORA- 

TIOM. 


3.00 
3.40 


1.60 
1.60 


Ammovia. 


.0000 
.0010 


Albamlnold. 


.0222 
.0220 


.0174 
.0170 


1^ 


.0048 
0060 


SmOQKX 


.0000 
.0020 


OOOOjO.OOO 
.0000  1.00t2iO. 


0.2 
6 


Iron,  .0278.  Odor  of  the  first  samplo,  fftlnUy  regetable,  boeoming  stronger  on  heatlog;  of  the  lest, 
dlstiaotly  earthy,  beeomlng  regetable  on  heating. The  samples  were  oolleoted  from  the  reservoir. 

Microscopical  Examination, 

No.  10042.  Diatomaoe»,J«<<Hoii«/to,  1,920;  CbcconWt,  40;  Oocoontma^l;  OifcloUtlOtt;  DSatama^ 
64;  Syn^dra,  90.  Cysnophyoen,  i5por6«,  1.  A\gm,  ChlorococaUt  9;  BapMdimn,4;  Staura$trmm,  2. 
Fnngl,  OrenotKriXt  1.  Rhlsopoda,  Arcella,Z;  Difftugiat  2.  Infusoria,  Peridinium,  24;  Trachthmana^ 
8.    Vermes,  Anureat  2;  Monocercot  1;  Polyarthra,  1.    Misoellaneons,  Zodglcut,  84.    Total,  2,244. 

No.  11260.  Diatomace»,  AiUriotullat  144;  Ndvicuktt  1;  3yn$dra,  1;  Tabellaria,  128.  AIgs, 
Scenedetnuttl;  8taura*trum,l;  Zodtpore;!,  Fungi,  Or«no(Arfo,  24.  Infusoria,  Drachilamomai,  6. 
Miscellaneous,  Zodglaa,  82.    ToUl,  338. 


Chemical  Examination  of  Water  from  the  DistribtUing  Reservoir  oj  the  Westfield 
Water  Works,  on  Moose  Meadow  Brook,  Montgomery, 

[Parts  per  100,000.] 


10664 
10943 
11261 


Av. 


5 
& 


1898. 

June  24 

Aug.31 
Oct.  27 


APPIAaAHOB. 


Slight. 

Distinct. 

Slight. 


Slight. 
Slight. 
V.  slight. 


0.86 
0.90 
0.90 


0.72 


Rksidcb  on 

EVAPOIA- 
TIO». 


2.76 
3.46 
3.80 


3.33 


ft 


1.26 
1.86 
1.66 


1.42 


AimoxiA. 


.0014 
0000 
.0006 


.0007 


AlbamlDohL 


0180 
0174 
0142 


.0166 


.0164 
.0144 
.0122 


0140 


I 
il 


.0026. 
.0030 
.0020 


0026 


16 


KITBOOBX 


.0080 


.0000 


0001 
.0000 

.0000 


.4661  04 
.6438  0.6 


.9744 


,«^ 


0.6 


0.6 


Iron,  .0098.    Odor  of  the  first  sample,  distinctly  mouldy;  of  the  second,  distinctly  vegeUble  sod 

sweetish;  of  the  last,  faintly  vegetable. The  samples  were  collected  from  the  lower  or  distribotlag 

reservoir  in  Montgomery.  Water  fiows  from  the  storage  to  the  distributing  reservoir,  a  distance  of  a 
little  more  than  two  miles,  in  the  open  channel  of  the  brook,  falling  more  than  400  feet  in  its  eouns 
from  the  storage  reservoir.  The  lower  reservoir  has  a  drainage  area  of  two  and  one^uaxter  sqosrB 
miles  in  addition  to  that  of  the  storage  reservoir. 
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WESTFIEIiD. 


Microscopical  ExamincUian  of  Water  from  the  Distributing  Reservoir  of  the 
Wesifield  WaUr  Works. 

[Number  of  organUnui  per  oabio  centimeter.] 


IMS. 

Jane. 

October. 

Day  of  examinatloD,         •••••••• 

27 
10564 

2 

10043 

28 

Number  of  eample*  .•••.•••. 

11261 

PLANTS. 

m 

82 
8 
2 

"I'i 

126 

t 

0 
0 
0 
0 
2 

20 

9 

6 
0 
0 
2 

1 
1 
0 

19 

2 

7 

10 

0 

0 

M 

5 

A'terloDellA, 

0 

DiAtoma 

Epltbemia, 

Navlenla, 

Plonalaria, 

Sroedra,       .        ......... 

Tabellaria, 

Algn, 

0 
1 
2 
1 
0 
1 

8 

Artbrodesmoa,    .       • 

Cblorocoeetifl.       ..■■•■■.■ 

0 
1 

Protococeos, 

Btaurasiram, 

ZoSeporea,  ....'• 

Fan^,  Crenothrlx, . 

0 
2 
0 

lit 

ANIMALS. 

19 

6 
14 
0 

t 

0 
2 
0 

0 

Dioobryon  eaaea, 

Peridlnlnm 

0 
0 
1 

18 

M 

1 

Total,        ...•....•• 

241 

1S8 

121 
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VESTFIELD, 

ChemiccU  Examination  of  Water  from  a  Faucet  in  WtHfield^  mppUed  fnmi  the 

Wesifield  WaUr  Works. 

[ParU  per  100,000.] 


10041 
10334 
11561 


Av. 


2 


Feb.-* 
Apr.  20 
Dec.  20 


Appbaeahcs. 


I 


V.ilight. 
V.illght. 
V.slight. 


i 

I 


V.illght. 

Slight. 

Slight. 


0.60 
0.35 
0.40 


.0.42 


Rmiddb  on 

EVAPOBA- 
TIOM. 


2.76 
1.85 
2.65 


2.42 


ii 


0.76 
1.00 
0.00 


0.88 


.0014 
.0000 
.0000 


ow. 


.0120  .0084  .0086. 
.0114  .0076 
0082  .0072  .0010 


*! 


J_!- 


0105  .0077  .0028 

I  I 


11 


HiTBOOBX  , 


IS  , 


III      I 


.0000  .0000  .4437  0.9 
.0050  .0001  |.3T»:  O.S 
.0300  .0000  .39271  1.4 


0147.0000, 


0.6 


*  Recelred  in  laboratory  February  25. 
IroD,  .0088.    Odor,  faintly  vegeUble. The  samplea  were  collected  from  a  faucet  In  the  town. 

Microscopical  Examination  of  Water  from  a  Faucet  in  Wesifield^  supplied  from 

the  Westfield  Water  Works. 

[Nninber  of  organisma  per  cubic  centimeter.] 


Day  of  examination, . 

Kumberof aample,    .       .       .       , 

PLANTS. 
Diatomaceeo,      .      .      .      . 

Aaterionella 

Cyclotella 

Diatoma,      •       •       •       .       . 

Bpii  hernia, 

Meridion, 

Navicula,      .       •        .       .       . 

Nitztobia, 

Synedra, 

Tabellarla 

AlffSB,  Zooaporee,   .       .       .       . 

ANIMALS 
Infusoria, 

Dinobryon  caaea, 

Peridinium 

MlteellaneotiMt  ZoSgloea,  . 

Total, 


IMS. 


February. 


28 
10041 


18 

1 

8 
8 
0 
2 


0 
14 


119 


May. 


2 
10834 


17 

1 
pr. 

4 
2 
0 
1 
6 

18 


4 
40 


IHM. 


Janoaiy. 


1 
11561 


1 

0 

0 

1 

pr. 

1 
pr. 
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WEST  SPRINOFECIiD. 

Water  Supply  of  West  Springfield. 

The  town  of  West  Springfield  extended  its  works  in  1 893  with  a 
view  to  supplying  water  to  the  village  of  Mittineague,  which  is  sit- 
uated at  too  great  an  elevation  to  be  supplied  with  water  from  the 
existing  works.  The  new  source  of  supply  is  a  well  twenty-five 
feet  in  diameter  and  fourteen  feet  deep,  located  at  the  Craig  Spring, 
a  short  distance  below  the  storage  reservoir.  .  The  well  is  supplied 
in  part  by  the  numerous  springs  in  its  vicinity,  the  water  of  which 
is  collected  by  means  of  small  pipes  into  a  main  pipe  which  carries 
it  to  a  settling  well  and  thence  to  the  main  well.  Water  is  pumped 
from  this  well  by  means  of  a  windmill  to  a  tank  at  Mittineague. 
The  advice  of  the  State  Board  of  Health  to  the  town  of  West 
Springfield  relative  to  an  additional  water  supply  for  the  town  may 
be  found  on  page  H5. 

Chemical  Examination  of  Water  from  Various  Sources^  collected  during  an 
Investigation  for  an  Additional  Water  Supply  for  West  Springfield, 

[Parts  per  100.000.] 


1S93. 
10«»  May  1*6 

MttO,  May  16 

10401  May  16 


10103 
10404 
10413 


May  16 
May  16 
May  23 


Appiabakob. 


V.iltght. 
Nona. 
V.aUght. 
V.  slight, 
v.  slight. 
V.  slight. 


Slight. 
None. 

OODS., 

sand. 
V.sUght. 

Slight. 

Slight, 
dark. 


0.12 
0.00 
0.04 
0.04 
0.80 
0.00 


Bbsidub  ok 

£VAI*ORA- 
TION. 


6.60 
6.80 
8.46 
8.10 
4.00 
6.10 


§1 


1.80 

0.80 
1.00 
1.66 


.0002  .0114 
.0000.0008 


.0000.0024 
.0000.0040 


.0000.0006 
.0000.0024 


.0100 

.0018 
0082 
.0078 


ti 


,0014 


KlTKOOKK 
AS 


.0120  .0000 
.0680.0000 
,0600.0000 
0000.0000 
OOTO'.OOOl 
1800.0000 


.2618 
0828 
0766 
.0949 
.3769 
0600 


8.2 
8.5 

1.8 
6.7 
1.8 
1.6 


Iron.  .0041.  Odor  of  the  flrst  and  fourth  samples,  distlnotly  Tegetahle  and  grassy,  hecoming 
ftintly  vegeuble  on  heating;  of  the  second  and  third,  none;  of  the  last  two,  very  faintly  vegeta- 
ble.  The  flrst  sample  was  collected  from  Bear  Hole  Brook,  in  the  northwesterly  part  of  West 

Spriogfleld,  near  the  Massasoit  Spring,  and  about  two  miles  below  the  outlet  of  Ashley  Pond;  the 
second,  from  the  Massasoit  Spring;  the  third,  from  Leonard  Brook  in  Agawam,  about  half  a  mile  above 
its  moulh.  This  brook  Is  a  very  small  tributary  of  the  Westfield  River,  and  enters  it  from  the  south 
St  the  flrst  bridge  above  Us  mouth.  The  fourth  sample  was  collected  from  Lathrop  Brook  in  West 
Spriogfleld,  a  small  tributary  of  Block  Brook,  entering  it  about  a  mile  and  a  half  from  its  mouth ; 
the  fifth  sample  from  Hyde  Brook  in  West  Springfield,  at  the  point  where  it  is  crossed  by  a  road  leading 
from  Mitthieague  to  Prospect  Hfll;  and  the  last  sample  from  the  Craig  Spring,  which  Is  now  used  to 
supply  the  village  of  Mluineague. 
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WEST  SPBINGFEEXD. 

MicroscopiccU  Examination  of  Water  from  Various  Sources  coUecUd  during  an 
Investigation  for  an  Additional  Water  Supply  for  West  Springfield, 

[Number  of  organUms  per  oablo  centimeter.] 


180S. 

May. 

May. 

May. 

May. 

May. 

May. 

Day  of  examinatioD,        .... 

18 

18 

18 

18 

18 

2S 

Number  of  eample, 

10408 

10400 

10401 

10402 

10404 

lOtU 

PLANTS. 

Dlatomaoeeo, 

M 

t 

\t 

8 

5 

t\ 

Asterlonella,      .       .       .      ^       . 
Coceonema,        ..... 

Cyolotella 

Cymbella, 

Dlatoma,     ...... 

Fragllaria, 

Meloatra, 

Meridion, 

Navicula 

BtauroneU, 

Synedra 

TabelUria 

2 
0 
1 
2 
0 
1 
0 
8 
0 
0 
18 
4 

0 
0 
0 
0 
0 
0 

1 

0 
0 
0 

1 

0 

0 
0 
0 
0 
1 
0 
0 
0 

2 
0 

0 

0 

0 

pr. 

0 

1 
1 

1 

0 

1 

0 

0 
S 
0 
0 
14 
0 
0 
0 
2 
2 
0 
0 

AlgSB,  Btanrattnim,      •       •       .       . 

0 

0 

8 

pr. 

8 

Funerlf 

1 

0 

0 

1 

8 

Orenothrlx, 

Mold! 

1 

0 

0 
0 

0 
0 

0 

1 

0 
0 

jn«c«Z/an60u«,  Zo5gl<Ba, . 

4 

t 

48 

4 

28 

18 

Total, 

80 

4 

00 

10 

84 

87 

Water  Supply  op  Weymouth. 

Chemical  Examination  of  Water  from  Faucets  in  Weymouth^  supplied  from  the 

Weymouth  Water  Works. 

[Part!  per  100,000.] 


10147 
10546 
11077 
11626 


At. 


1S9t. 

Mar.  21 

June  21 
8ept.21 
Deo.  19 


Afpbabanob. 


I 


None. 
V.sUght. 
V.ilight. 
V.  Blight. 


i 


V.sUght. 

Cone., 

dark. 
V.aUght. 

Blight. 


0.00 
1.10 
0.50 
0.55 


0.76 


RBSinUB  OM 

EVAPOBA- 

TIOM. 


4.15 
3.90 
8.70 
3.70 


8.86 


P 


1.45 
1.90 
1.65 
1.65 


1.66 


Axmomia. 


.0000 

.0002 
.0006 
.0004 


,0008 


.0146 
.0194 
.0154 
.0158 


.0163 


.0128 
.0160 
.0182 
.0184 


.0180 


.0018 
.0084 
.0022 
.0024 


.0025 


NlTKO«K8 
At 


.0080 
.0000 


.0001 
.0000 


,000^'  .0000 
.0000.0000 


.0008 


.0000 


.7458 
.7939 


.6847 


0.8 
0.S 


.5066  0.S 
.60101  0.S 


0.S 
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WEYMOUTH, 

Chemical  Examinalion  of  Water  from  Faucets  in  Weymouth,  etc,^  Concluded. 
Averages  of  Analyses  of  Previous  Tears. 

[P»rti  per  100,000.] 


1887* 

1888t 

1889t 

1892 

180S 


Appbasaxob. 


0.03 
0.88 
1.40 
0.04 
0.76 


Bmidub  o» 

Etapoba- 

nov. 


4.06 
4.16 


8.82 
8.80 


8| 


1.76 
1.94 


1.80 
1.00 


AXXOVIA. 


NiTBOOBir 


,0080 
,0074 
,0040 
,0077 
.0008 


.0000 
.0000 
.0000 
.0000 


.6847 


0.4 
0.6 


*  June  to  December.  f  Jannftry  to  BCmy.  X  Joly. 

Nora  to  mnalyeee  of  1808;  Iron,  .0182.  Odor  of  the  firet  sample,  dietlDotly  vegetable;  of  the  eeooDd 
and  last  samplea,  faintly  Tegetable;  of  the  third  sample,  none.  —  The  samplea  were  eoUeoted  from 
fioeeta  In  the  town. 

Microscopical  Examination, 
Very  few  organlama  were  fband  In  any  of  these  samples. 

Wateb  Supply  op  Whitman. 

The  advice  of  the  State  Board  of  Health  to  the  town  of  Whitman, 
with  reference  to  taking  an  additional  supply  of  water  for  that  town 
from  ponds  in  Pembroke,  Hanson  and  neighboring  towns,  may  be  . 
found  on  page  67  of  this  volume. 

For  analyses  of  samples  of  water  from  the  various  ponds  men- 
tioned in  the  reply  of  the  Board,  see  Abington^  Hanson  and  Pem- 
broke. Analyses  of  samples  of  water  from  the  present  sources  of 
supply  are  given  below. 


Chemical  Examination  of  Water  from  the  FiUer-Qallery  of  the  Whitman 

Water  Works. 

[ParU  per  100,000.] 


10178 
10566 
U067 


At. 


IMS. 

Mar.  28 
June  27 
Sept.  20 


Appbababcb. 


V.sllght. 

Distinct. 

Distinct. 

milky. 


Slight. 
Slight. 
SUghU 


0.26 
I.IO 
0.18 


0.61 


I 

It 

r 


8.60 
6.70 
6.90 


6.70 


AmioxiA. 


.0022  .0068 
.0082  .0822 
.0028  .0288 


.0027  .0209 


.60 
.88 
.99 


.81 


MrrBOOBM 


.0160 
.0000 
.0060 


.0067 


.0000 
.0000 
.0001 


.0000 


,3176 
,8216 
.6248 


1.8  .0260 
1.0  '.0226 


2.2 


1.8 


.0720 


.0402 
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WHITMAN, 

Chemical  Examination  of  Water  from  the  Filter- Oallery  of  the  Whitman  Water 

Works—  Concluded. 

Averages  of  Analyses  of  Previous  Tears, 

[Pmrti  per  100.000.] 


g 

Appbakamcb. 

i 

Ammomia. 

KiTROOSV 

^' 



1 

U 

AS 

1 

1 

^5 

1 

«i 

1 

II 

s 

1 

1^ 

i 

S 

1 

K 

o 

1 

1 

. 

1887* 

. 

. 

0.85 

7.25 

.0142 

.0267 

.70 

.0195 

• 

1888t 

• 

• 

0.«3 

6.87 

.0123 

.0192 

.71 

.0203 

.0006 

. 

• 

. 

• 

1889 

• 

• 

0.80 

4.M 

.0095 

.0155 

.68 

.0148 

.0004 

• 

^ 

• 

1890 

• 

« 

0.25 

5.82 

.0048 

.0142 

.78 

.0177 

.0001 

« 

2.1 

. 

• 

1801 

— 

• 

0.45 

5.04 

.0067 

.0184 

.68 

.0187 

.0001 

. 

1.9 

— 

" 

1893 

• 

• 

0.51 

5.70 

.0027 

.0209 

.81 

.0067 

.0000 

.5546 

1.8 

.0102 

*  Augntt  and  October. 


t  July  to  Docomber. 


NoTB  to  analyses  of  1898;  Odor  of  the  first  two  samples,  Tegetable;  of  the  last,  none.— The 
samples  were  collected  from  the  filter-gallery. 

Microscopical  Examination  of  Water  from  (he  Filter- OaUery  of  the  Whilman 

Water  Works. 


[Number  of  organisms  per  cubic  centimeter.] 

IMS. 

March. 

Jane. 

September. 

Day  of  examination 

Number  of  sample,    ••••...•. 

.      S9 
10178 

27 
10566 

21 

11067 

PLANTS. 
Dla>tomAC9n. 

4 
4 
0 

0 

0 
0 
0 

4 

t 

0 

2 

0 

Synedra, 

Tabellaria, 

AlcrflB.  Protoooccus.        ........ 

ANIMALS. 
Bhizopoda, 

0 
0 
0 

41 
0 

41 
0 

0 
0 
0 

3 
3 
0 

1 
0 
0 

1 

2 

1 
1 

1 

Acitnophrys,       .•••..••. 

0 

Difflugia, 

InfU8orifti 

1 

M 

12 
11 

1 

n 

Dlnobryon  cases, 

Perldlnlum 

Trachelomonas, 

Vermes, 

Anurea, 

Rotifer  cases 

0 

0 

MUcellaneouM,  Zo'dglob^ 

10 

0 

0 

Total, 

55 

10 

27 

Digitized  by  VjOOQ  IC 


No.  34.]     EXAMINATION  OF  WATER  SUPPLIES. 


825 


WHITMAN, 

Chemical  Examinaiion  of  Water  from  HoharVs  Pond,  WhUman. 

[ParU  per  100,000.] 


10177 

1 

10546 

now! 


IMS. 

Mar.  28 

June  27 
SeptSO 


At..! 


Appkabahcb. 


SHght. 

DiftiDet, 
green. 
Slight. 


§ 


Slight. 
SHght. 
Slight. 


O.fiO 
1.10 
0.40 


0.07 


Rksiddb  om 

EVAPOBA- 
TIOK. 


8.75 
0.85 
0.25 


5.02 


1.15 
2.60 
2.80 


2.15 


AiniONiA. 


,0008 
,0010 
,0008 


.0000 


.0174 
.0802 
.0862 


.0146 
.0830 
.0840 


.0800.0272 


.! 


.0028 
.0062 
.0022 


.0087 


i 

.61 

1.82 
! 
.08 


NlTBOOaH 


0180  .0000 
0000.0000 
,0000.0000 

,0060.0000 


,4745 


6306 


.6489 


1.1 


.8176  1.8 


1.0 


1.6 


Averages  of  Analyses  of  F 

revious  Years 

• 

- 

18S7* 

. 

- 

1.43 

7.87 

2.48 

.0127 

.0600 

- 

- 

.80 

.0063 

- 

- 

- 

- 

1888 

- 

- 

1.02 

6.01 

2.20 

.0051 

.0407 

- 

- 

.70 

.0138 

.0002 

- 

- 

- 

1889 

- 

- 

0.80 

5.11 

1.80 

.0087 

.0802 

.0827 

.0065 

.71 

.0089 

.0002 

- 

- 

- 

1800 

- 

- 

0.67 

,  6.11 

2.54 

.0027 

.0819 

.0257 

.0062 

.69 

.0186 

.0002 

- 

2.0 

- 

1891 

- 

- 

0.64 

,5.34 

2.02 

.0012 

.0834 

.0278 

.0061 

.68 

.0112 

.0001 

- 

1.6 

- 

1893 

- 

- 

0.67 

{5.62 

1 

2.15 

.0009 

.0300 

.0272 

.0037 

.80 

.0060 

.0000 

.6439 

1.6 

*  June,  July,  October  and  December. 

Non  to  aoalyaea  of  1898 ;  Iron,  .0188.    Odor,  vegetable,  becoming  unpleasant  In  the  first  two  samplea 
on  heating. The  samplea  were  eolleoted  from  the  pond  near  the  outlet. 


Microscopical  Examination  of  Water  from  HoharCs  Pond,  WhUman, 

[Number  of  organisms  per  cubic  centimeter.] 


ISOS. 

March. 

Jane. 

September. 

Day  of  examination, •       . 

29 

27 

21 

Number  of  sample, 

10177 

10565 

11066 

PLANTS. 

DlatomaoeeB, 

29 

12 

0 

Dlatoma, 

Melo«lra 

Heridlon, 

l^bellarta,  .'       \       \       \       \       \       \       \       \ 

8 

0 

8 

14 

•  4 

0 
8 
0 
8 

1 

0 
0 
0 
0 
0 

Alne 

11 

8 

44 

Chlorococcus, . 

Protooooens,        ......... 

Suurastrum 

11 
0 
0 

0 
0 
8 

1 

43 

0 

Fimsri*  Crenothrlz, 

1 

8 

0 

^lyiuzed  by 
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WHITMAN, 

Microscopical  ExamincUion  of  Water  from  EobarVs  Pond —  Concluded. 

[Namber  of  organtsms  per  eublo  oentimeter.] 


Maroh. 


1S9S. 


Jane. 


SepteoriMT. 


ANIMALS. 
Bhizopoda, 

ActiDophryt,       •       •       .       • 
DifflagU, 

Infusorial 

DiDobryon  oaaee, 

Perldloium,         .       •       .       • 

TrachelomoDM,  .       •        .       . 

Vermes, 

AnarM, 

Rotifer  0M6««      .       .       •       . 

MUc4Uaneou9,  Zo<5glcBft, . 

Total, 


1 
1 


82 
0 


to 

11 

•    8 

1 

14 

7 

7 


56 


89 


140 


Water  Supply  op  Winchester. 

Chemical  Examination  of  Water  from  the  North  Reservoir  of  the  Winchester 

WaUr  Works. 
[ParU  per  100,000.] 


0851 
10080 
10351 
10022 
10080 
11293 


Av. 


6 


ises. 

Jan.  4 
Mar.  6 
May  8 

July  10 
Sept.  7 
Nov.  6 


ArPBAKAHOB. 


Blight. 

None. 

Distinct. 

Slight. 

Distlnot, 
green. 
Slight. 


Slight. 

V.  flight. 

Cont., 

green. 
SUght. 

Slight. 

green. 
Oons. 


.07 


Rkmdub  om 

EVAPOKA- 
TIOH. 


4.60 
5.10 
5.85 
5.20 
5.20 
5.30 


5.18 


4 


1.60 
1.40 
1.40 
2.00 
1.70 
1.60 


1.02 


AXXOHIA. 


.0184 
0138 
.0022 
,0010 
.0020 
0008 


.0055 


.0174 
.0400 
.0230 
0210 
.0258 
.0240 


.0252 


.0158 
.0186 
.0154 
.0182 
.0200 
.0202 


.0172 


.! 


.0016 
.0264 
.0076 
.0028 
.0058 
.0088 


.0080 


.50 


NiTBOGBK 


.0180 

0200 
0250 
0050 
0030 
0050 


.0001 1  - 
.0002!  .0« 
0006!  .2482 


.0127 


I 

.oooo; 
.oooij 

.0000 


.2556 
.8320 
.3560 


.00021.2718 


2.2 
2.6 
1.9 
2.3 
2.4 
2.2 

2.8 
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WINCHESTER, 

Chemical  Examination  of  Water  from  the  North  Beservoir  of  the  Winchester 
Water  TForA;«  —  Concluded. 

Averages  of  Analyses  of  Previous  Tears, 

[Parts  per  100,000.] 


a 

i 


1887» 

1888 

1880 

1890 

1801 

1802 

1808 


AmAMAMOm. 


•e 


KB8IDCI  ON 

EYAPOBA- 

TIOH. 


6.08 
4.08 
4.62 
6.80 
4.04 
6.23 
6.18 


1.18 
1.24 
1.18 
1.31 
1.80 
1.60 
1.82 


Ammomia. 


.0016 
,0046 
.0022 
.0017 
.0084 
.0068 
.0066 


Albuminoid. 


0106 
.0273 
0228 
,0201 
,0222 
,0217 
,0262 


.0176 
.0160 
.0100 
.0177 
.0172 


.0047 
.0041 
.0068 
.0040 
.0080 


NznoQSH 

AS 


,0087 
,0181 
,0106 
.0163 
.0162 
.0102 
.0127 


.0003 
.0003 
.0002 
.0001 
.0002 
.0002! 
I 


.2718 


2.7 
2.1 
2.6 
2.3 


*  June  to  December. 

NoTB  to  aoalyses  of  1893;  Iron,  .0067.    Odor,  vegeuble,  oocmslonmlly  mouldy  or  unpIemMiit. 

The  samples  were  collected  from  the  North  Beservoir,  near  the  gate-house,  about  one  foot  beneath  the 
inrface. 

Microscopical  Examination  of  Water  from  the  North  Beservoir  of  the  Winchester 

Water  Works. 
[Number  of  organisms  per  cubic  centimeter.] 


1898. 

Jan. 

Maxxih. 

May. 

Jane. 

Sept 

Nor. 

Dsy  of  examination,        .... 

6 

7 

4 

11 

0 

0 

Vumber  of  sample, 

0861 

10080 

10661 

10622 

10080 

11208 

PLANTS. 

Diatomaceeo,    ..... 

42 

2 

5,764 

0 

8 

171 

Asterlonella, 

Cyclotella 

Fragilaria, 

Heiosira 

Synedra, 

Tabellarla, 

0 

1 

0 
0 

1 

40 

0 
0 
0 
3 
0 
0 

2,800 

118 

104 

0 

2,488 
264 

0 
0 
0 
0 
0 
0 

8 
0 
0 
0 
0 
0 

03 
00 
0 
16 

1 
1 

Cyanophycess, .      .... 

1.268 

0 

42 

1 

2 

87 

AnabflBna. 

CbroQcoccns, 

Clathrocystls 

CceloephsBrinm 

Hapalosiptron, 

Hicrocystis, 

0 
1,268 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 

2 
0 
0 
0 

40 
0 

0 
0 

1 

0 
0 
0 

0 
0 
2 
0 
0 
0 

7 
0 
1 

10 
0 

10 

AlffBB, 

7 

0 

60 

120 

28 

45 

Chlorococcus, 

Cloeterinm,        .       .       .       .       . 

Hyalotheca. 

Protoooeeus, 

Raphidlnro. 

Btaarastmm, 

8 
0 
4 

0 
0 
0 

0 
0 
0 
0 
0 
0 

6 
32 

0 
21 
0 

1 

0 
74 

0 
46 

0 

0 

7 
1 
0 
6 
8 
3 

12 

1 
0 
30 
0 
2 
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WINCHESTER. 

Microscopical  Examination  of  Water  from  the  North  Reservoir  of  the  Winchester 
Water  Works — Concluded. 

[Kumber  of  orgaoUma  per  cubic  centimeter.] 


ISOS. 

Jan. 

March. 

May. 

Jane. 

Sept. 

VOT. 

ANIMALS. 

Bhiaopoda,  Actinophrya, . 

S 

0 

4 

0 

0 

0 

Infusoria, 

7 

8 

M 

0 

1,140 

18 

DinobryoD, 

DinobryoD  caaea 

PeridiDium, 

Trachelomonaa,         .... 
VorUcella 

0 

1 

6 
0 
0 

0 
0 
0 
8 
0 

66 
16 

0 
0 
0 
0 
0 

0 
1,120 

28 
0 

0 
86 

0 
17 
18 

Vermes,  Rotifer 

0 

0 

0 

1 

0 

0 

Orustaoea,  Cyclopa, .... 

0 

.10 

0 

0 

0 

0 

MiKtUantout^ 

0 

.01 

» 

18 

72 

V 

Aearina, 

ZoSglcBa, 

0 

0 

.01 
0 

.04 
6 

0 
18 

.01 
72 

0 
27 

Total, 

1,827 

6 

6,967 

140 

1.864 

846 

Cliemical  Ezaminaiion  of  Water  from  the  South  Reservoir  of  the  Winchcder 

Water  Works, 
[ParU  per  100,000.] 


>J 

APPBABAirOB. 

Rrsiddk  ok 
Evapora- 
tion. 

1 

I          Ammokia. 

1 

NZTBOOBX 
AS 

1 

f 

1 

1 

1 

1 

1 

i 

Albamlnotd. 

» 

S 

1 

1 

1 

i^ 

1 

0852 
10081 
10352 

ists. 

Jan.   4 
Mar.  6 
May   8 

Slight. 
V.  slight. 
1  Distioct. 

Slight. 
Slight. 
Cons., 

.45 
.55 
.40 

8.85 
5.35 
5.15 

1.65 
3.06 
1.05 

.0156 
1.0066 
.0052 

.0230  .0146 
.0354.0124 
.0262.0282 

.0084 
.0230 
.0030 

.0150 
.0180 
.0150 

.0002 
.00001 

.0006 

.5256 
.4562 

sis 

10623  July  10 

Distinct. 

green. 
Blight, 

.15 

4.80 

2.00 

1.0000.0324 

.0278 

.0046 

1 

.0000 

.0000 

.4161 

2.1 

10081  Sept.  7 

V.  slight, 

V.  slight. 

.18 

4.65 

1.70 

'.0082.0804 

.0276 

.0028 

.38 

.0080 

.0001 

.5080 

2.1 

11292  Not.  6 

Slight. 

Cons., 

.33 

4.90 

1.80 

.0090.0270 

.0238 

.0032 

.S9 

.0050 

.0004 

.5396 

green. 

.0064|.0291 

1          1 

.0216 

.0075 

.0002! 

.4891 

Av.. 

.84 

4.78  1  1.86 

.3«||.00«, 

Averag 

e^o 

f  Analyses  of  Previous  Years, 

- 

1801* 
1892 
1893 

- 

- 

.60 
.51 
.84 

6.78 
5.17 
4.78 

2.00    '.011o'.0486  .0361  .0125 
2.04  J. 0066  .0892  .0318  .0074 
1.86  ij.OO&i  .0291  .0216^.0076 

.40  1 
.38  , 
.86  ' 

! 

.0004'. 0006 
.0118.0002 
.0003.0002| 

.4801 

2.8 
2.8 

2.1 

*  August  to  December. 

Non  to  analyses  of  1893;  Iron,  .0317.    Odor,  vegetable,  becoming  stronger  and  frequently  oa- 

pleasant  on  heating. The  samples  were  collected  from  the  reservoir  near  the  gate-house,  from  itx 

inches  to  three  feet  beneath  the  surface. 
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WINCHESTER. 

Microscopical  Examinaiion  of  Water  from  the  South  Reservoir  of  the  Winchester 

Water  Works, 

[Namber  of  organisms  per  cubic  centimeter.] 


ISOS. 

Jan. 

March. 

May. 

July. 

Sept 

Nor. 

I>ay  of  examination,        .... 

6 

7 

4 

11 

9 

8 

Number  of  sample, 

0852 

10081 

10362 

10623 

10981 

11292 

PLANTS. 

Diatomaceee, 

15 

1 

524 

pr. 

2 

461 

Asterionella, 

Cyclotella, 

Melueira 

Blephanodlscus,         .... 

Synt-dra, 

Tabellaria 

4 
1 
4 

5 
1 
0 

0 

1 
0 
0 

430 
0 
0 
0 
94 
0 

0 
0 
0 
0 

0 
0 
0 
0 
0 
2 

132 
1 
0 
0 
0 

828 

OyanophyceeB 

0 

0 

0 

114 

14 

86 

Anabaana 

Anabcna  spores,       .... 

Claihrocystls, 

Ilicrocysiis, 

OMillaria 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
() 
0 
0 
0 

88 
0 
2 
0 

24 

4 

0 
10 
0 
0 

1 
30 
1 
4 
0 

Alg», 

0 

8 

0 

182 

288 

10 

ChlorococcuB, 

Ciotterlum, 

ProtococcuB, 

0 
0 
0 

0 
8 
0 

0 
0 
0 

0 

180 

2 

0 

288 
0 

8 
2 

5 

ANIMALS. 

Inftieorla, 

1 

4 

181 

0 

148 

7 

Dead  infosorla 

Dinobryon 

Dinobryon  cases,       .... 

Englena. 

Peridinium, 

Traclielomonas,         .... 
VorUeella, 

0 
0 
0 
0 

1 

0 
0 

0 
0 
0 
0 
0 
4 
0 

2 
178 

1 
0 
0 

^'6 

0 
0 
0 
0 
0 
0 
0 

0 
0 
144 
0 
2 
2 
0 

0 
0 
0 

1 

0 
4 

2 

Vermes 

0 

1 

8 

1 

0 

2 

Annrea, 

MoDOcerca, 

Rotatorian  ova, 

BaceuluB 

0 
0 
0 
0 

1 

0 

0 
0 

1 

2 

1 

0 
0 
0 

0 
0 
0 
0 

1 
1 
0 
0 

MUceUaneoutt  ZoSglcea,  .... 

0 

0 

116 

86 

21 

116 

Total, 

16 

9 

824 

309 

473 

632 
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WOBURN, 


Water  Supply  of  Woburn. 


Chemical  Examination  of  Water  from  the  Filter-Oallery  of  the  Wolmrn  f 

Works. 

[Parts  per  100.000.] 


^§ 

Appkaxakor. 

§1 

p 

AiniOMiA. 

i 

NiTBOGSM 
AS 

1^ 

as 

tf 

«j 

1 

1 

1^ 

1 

5 

h 

E 

0925 

Jan.   24 

NODO. 

None. 

.00 

11.45 

.0030 

.0022 

2.08 

.0600 

.0001 

.0611 

5. 

10076 

Mar.    3 

None. 

None. 

.00 

11.25 

.0026 

.0008 

2.10 

.0450 

.0000 

.0144 

5. 

10166 

Mmr.  22 

None. 

None. 

.00 

11.80 

.0028 

.0016 

2.15 

.0600 

.0000 

.0000 

5. 

10312 

Apr.  25 

None. 

None. 

.00 

10.80 

.0016 

.0018 

2.07 

.0450 

.0000 

1.0474     4. 

10453 

May  24 

None. 

None. 

.02 

10.95 

.0006 

.0012 

i.n 

.0660 

.0000 

.0718     6. 

10553 

June  21 

None. 

None. 

.00 

11.10 

.0018 

.0020 

1.97 

.0600 

.0000 

.0671     4. 

10688 

July  19 

None. 

None. 

.00 

11.50 

.0020 

.0016 

2.00 

.0800 

.0000 

.0000     5. 

k 

10877 

Aug.  23 

None. 

None. 

.00 

12.00 

.0034 

.0006 

2.00 

.0400 

.0001 

.0682 

5. 

11076 

Sept.  20 

None. 

None. 

.00 

11.76 

.0022 

.0012 

2.00 

.0350 

.0000 

.0697 

5. 

11211 

Oct.    17 

None. 

None. 

.00 

11.70 

.0024 

.0012 

2.18 

.0250 

.0000 

.0729 

5. 

11379 

Nov.  22 

None. 

None. 

.00 

12.10 

.0018 

.0088 

2.14 

.0430 

.0000 

.1176 

6. 

11554 

Deo.  26 

None. 

None. 

.00 

11.55 

.0026 

.0084 

2.07 

.0380 

.0000 

.0462 

6. 

Av... 

.00 

11.50 

.0022 

.0018 

2.04 

.0447 

.0000 

.0517 

6 

Averages  of  Analyses  of  Previous  Tears, 


. 

1887* 

. 

- 

.00 

12.06 

. 

.0028 

2.40 

1.0814 

- 

- 

1888 

- 

- 

.00 

12.00 

.0012 

.0032 

2.50 

.0346 

.0000 

- 

- 

1889 

- 

- 

.00 

10.84 

.0010 

.0022 

2.07 

.0372 

.0000 

- 

- 

1890 

- 

- 

.01 

11.06 

.0012 

.0023 

1.91 

.0481 

.0000 

- 

- 

1891 

- 

- 

.00 

10.85 

.0008 

.0015 

1.79 

.0668 

.0000 

- 

- 

1892 

- 

- 

.00 

11.27 

.0012 

.0024 

1.96 

.0642 

.0000 

- 

- 

1808 

- 

- 

.00 

11.60 

.0022 

.0018 

2.04 

.0447 

.0000 

.0617 

*  June  to  December. 
Non  to  analyses  of  1893;  Odor,  none. The  samples  were  collected  from  the  flltergaller] 


Microscopical  Examination, 

No  organisms. 
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WOBUBN". 


Ckemical  Exctminaiion  of  Water  from  Horn  Pond,  Wohum. 

[Parte  per  100.000.] 


^ 

AFPBASAirOB. 

Rksiditb  on 

EVAPOBA- 
T10». 

AmcovxA. 

1 

NiTBOOBM 

AS 

1 

f 

, 

1 

1 

1-' 

1 

Albnmlnotd.     | 

S 

2 

1 

I 

1 

i^ 

1 

0924 

IMS. 

Jan.  24 

Distinct. 

HeaTy, 

.40 

18.50 

8.20 

.0008 

.0842 

.0310 

.0532 

8.03 

.0950 

.0005 

.5402 

3.9 

10U6 

lCar.22 

Distinct. 

green. 
Slight. 

.40 

4.75 

1.85 

.0184 

.0208 

.0158 

.0050 

0.67 

.0300 

.0000 

.4140 

1.8 

10173 

ICar.S? 

Decided. 

Slight. 

.50 

1   0.30 

2.40 

.0118 

.0190 

.0164 

.0026 

0.86 

.0800 

.0001 

.4161 

1.9 

10811 

Apr.  25 

Slight. 

Heavy, 

.40 

0.85 

2.10 

.0006 

.04S4 

.0240 

.0244 

2.29 

.0800 

.0021 

.4348 

2.9 

10462 

May  24 

Distinct. 

Cons. 

.50 

8.45 

2.70 

.0076 

.0258 

.0176 

.0082 

1.64 

.0700 

.0009 

.5400 

2.6 

10U2 

Jiixie21 

Distinct. 

Cons.. 

.80 

9.40 

8.05 

.0074 

.0338 

.0230 

.0108 

1.97 

.0700 

.0028 

.4603 

2.8 

10087  JalylO 

Decided. 

Cons. 

.20 

,10.25 

2.85 

.0082 

.0858 

.0482 

.0876 

2.08 

.0400 

.0008 

.8996 

8.2 

10S76 

Ang^ 

Decided. 

Slight. 

green. 
Cons., 

green. 
Slighu 

.80 

1 10.55 

2.75 

.0000 

.0544 

.0268 

.0276 

2.31 

.0050 

.0008 

.4424 

3.3 

1W75 
11310 

8ept.20 
Oct.  17 

Decided, 
green. 
Slight. 

.12 

.18 

10.05 
10.75 

2.30 
2.00 

.0030 
.0170 

.0660 
.0314 

.0266 
.0238 

.0394 
.0076 

2.19 
2.43 

.0070 
.0090 

.0003 

t 
.0008 

.4264 
.4131 

3.5 
8.8 

11378 

Nov.22 

Distinct. 

Slight. 

.15 

10.00 

1.76 

.0004 

.0278 

.0164 

.0114 

2.37 

.0180 

.0009 

.4704 

3.5 

U»3 

Dec.  26 

Slight. 

SUght. 

.33 

9.80 

2.15 

.0094 
.0061 

.0232 
.0455 

.0182 
.0247 

.0060 
.0208 

2.04 
2.10 

.0700 

.0472 

.0000 

.0000 

.4889 
.4530 

3.4 

At. 

80 

9.83 

2.51 

3  2 

1 

Averages  of  Analyses  of  Previous  Tears, 


- 

1«87» 

- 

. 

.44 

13.79 

2.10 

.0149 

.0480 

- 

. 

3.74 

.0224 

.0014 

. 

. 

- 

188S 

- 

- 

.32 

11.28 

1.71 

.0186 

.0883 

- 

- 

2.98 

.0398 

.0015 

- 

- 

- 

1880 

- 

- 

.30 

8.37 

2.03 

.0092 

.0376 

.0216 

.0160 

1.98 

.0498 

.0015 

- 

- 

- 

1S90 

- 

- 

.27 

10.76 

2.07 

.0080 

.0868 

.0205 

.0163 

!'•" 

.0581 

.0008 

. 

3.4 

- 

1801 

- 

- 

.22 

8.00 

2.06  1 

.0129 

.0453 

.0237 

.0216 

.,. 

.0502 

.0009 

- 

2.0 

- 

1802 

- 

- 

.25 

10.57 

2.13 

.0110 

.0358 

.0216 

.0142 

'2.42 

.0821 

.0008 

- 

3.3 

- 

1803 

- 

- 

.30 

0.83 

2.61 

1 

.0061 

.0465 

.0247 

.0208 

|..10 

.0472 

1 

.0009 

.4580 

3.2 

*  Jane  to  December. 

NoTB  to  analyses  of  1803;  Iron,  .0078.    Odor,  distinctly  vegetable  and  frequently  unpleasant;  on 

heatiog,  the  odor  is  generally  stronger  and  frequently  also  disagreeable. The  first  two  samples  were 

collected  from  the  pond  about  one  hundred  feet  from  the  shore  near  the  pumping  station  of  the  Woburn 
Water  Works;  the  remaining  samples  from  the  pond  near  its  outlet.  The  samples  were  collected  about 
one  foot  beneath  the  surface. 


Digitized  by  VjOOQ IC 
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STATE  BOARD  OF  HEALTH. 


WOBURN. 

Microscopical  Examination  of  Water  Jrom  Horn  Pond,  Wobum. 

[Nomber  of  organlams  per  cubic  ceDilmeter.] 


ists. 

Jan. 

Mar. 

Mar. 

Apr. 

May. 

June. 

July. 

Aug.  j  Sept. 

Oct. 

\.„. 

Day  of  •xaminatlon, 
Namberofaample,   . 

26 
9924 

24 
10166 

29 
10173 

27 
10311 

26 
10462 

23 
110662 

21 
10687 

24 
10876 

22 
11076 

19 
11210 

1IS78 

PLANTS. 

Diatom  acess,     . 

Asterlonella, 
Ovclotella,   . 
Dlatoma,      . 
Fragllarla,   . 
Meloslra,     . 
MeridloQ,     . 
Bynedra, 

Cyanophycess,  . 

AnabiBoa,    . 
Anabnoa  spores, 
Clathrocyatla, 
Coeloaphferlum,  . 

Aifir»,     .... 

Arthrodeamua,    . 

Cbiorococout, 

Closterium, . 

Cosmarluni, 

GloBOcyatis, . 

Pandorina,  . 

Pediaatrnm, 

Protococcua, 

Bcenedeamua, 

BUuraatrum, 

Zodaporea,  . 

Fungrif  Oranotbrlx, 

112 
0 
10 
0 
0 
0 
0 

0 

0 
0 
0 
0 

: 

0 
0 
0 
0 
0 
0 
0 
0 
0 
0 

0 

1 
1 
0 

t 

0 
0 
0 

0 

0 
0 
0 
0 

2 

0 
0 
0 

s 

0 
0 
0 
0 
0 
2 

pr. 

6 

4 

0 
0 
0 

1 

0 

1 

0 

0 
0 
0 
0 

0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 

0 

216 

118 
6 
2 
0 
0 
4 
78 

0 

0 
0 
0 
0 

4 
0 

1 

0 
0 
0 
0 
0 
0 

1 

0 
2 

0 

462 

24 

0 

1 

880 

6 

% 

1 
0 
0 

1 

0 

81 

0 
0 
0 

1 

0 
0 

1 

0 

28 

1 

pr. 

8 

1,046 
2 
0 
0 

1,040 
0 
0 
3 

1,276 

1,120 

0 

60 

96 

58 
0 
0 
0 
9 
0 
0 
6 
19 
14 
8 
2 

0 

0 
0 
0 
0 
0 
0 
0 
0 

87 
40 

0 
44 

8 

162 

0 
2 
0 
2 

66 
0 
1 

62 
6 

44 
0 

0 

10 
0 

0 

iS 

0 
0 

0 

137 

84 
13 
40 
0 

1,282 
6 

0 
0 

300 
1 
6 
2 
0 

920 
48 
0 

0 

0 
0 
0 
0 
0 
0 
0 
0 

732 

660 

164 

8 

0 

6 

0 
0 
0 
0 
0 
0 
0 
0 
6 
0 
0 

• 

613 

31 
1 
6 
620 
8 
0 

48 

11 

3 
0 

8 
0 

147 

1 
0 
0 
0 
0 
0 
3 
0 
186 
2 
6 

!      , 

'    320 

0 

2 

1      61 

0 

960 

152 

0 
0  . 

0 
0 

0  1 
50  , 

0  . 
44  i 

0  ' 

1 
0  , 

I 

0  , 

6  1 
0 

ANIMALS. 

Bhizopoda,  . 

Arcella.       .       .       . 
Difflugia,     . 

Infusoria,    . 

Crytomooaa, 
Monaa, 
Perldlnium, 
Synura, 

Trachelomonae,  . 
Vortioella  sterna. 

Vermes, 

Anurca, 
Polyarthra, . 
Routorlan  ova,  . 

0 

0 
0 

7,624! 
0 
0 
0 
0 
0 

: 

ol 

0 

0 

0 
0 

5 

6 
0 
0 
0 
0 
0 

pr. 

0 

0 

pr. 

0 
0 
0 

0 
0 
0 
0 
0 
0 
0 

0 

0 
0 
0 

2 

0 
2 

1 
0 
0 

1 

0 
0 
0 

0 

0 
0 
0 

0 
0 
0 

2 

0 
2 
0 
0 
0 
0 

pr. 

0 

0 
0 
0 

8 

0 
0 
0 
3 
0 
0 

0 

0 
0 
0 

0 
0 
0 

5 

0 
0 
0 
6 
0 
0 

24 

0 
0 
24 

0 
0 
0 

0 
0 
0 
0 
0 
0 
0 

2 

0 
2 
0 

0 

0 
0 

0 
0 
0 
0 
0 
0 
0 

0 

0 
0 
0 

2 

2 
0 

2 

0 
0 
2 
0 
0 
0 

0 
0 
0 
0 

! 

4 

4 

1 
7 

0 
0 

I 

6 
0  1 

,' 
l\ 

0 

Miacellaneout,  Zobgloea,  . 

9|  166 

m 

16 

36 

4 

0 

46 

0 

5 

52 

Total, 

7,655'  174 

182 

289  i    667 

2,881 

278 

1,479 

738 

780    1.601  1 

Digitized  by  VjOOQ  IC 


L]     EXAMINATION  OF  WATER  SUPPLIES. 


333 


WOBCESTEB, 

Water  Supply  of  Worcester, 
ing  the  past  year  the  raising  of  the  dam  of  the  Holden 
e  reservoir  has  been  completed  and  the  capacity  of  the  reser- 
icreased  by  nearly  300,000,000  gallons.  The  work  consisted 
mgthening  the  dam  on  the  lower  side  by  widening  its  base  and 
nug  its  height  to  a  level  of  ten  feet  above  the  old  dam,  allow- 
3  latter  to  form  a  berme  in  the  completed  structure.  The  area 
reservoir  is  now  149.5  acres,  and  its  capacity  742,000,000 
3.  Its  greatest  depth  is  30.1  feet  and  its  average  depth  about 
jet.  The  area  newly  flowed  has  been  prepared  by  removing 
sea  and  bushes  and  much  other  objectionable  material,  and  by 
Qg  the  swampy  places  with  gravel. 


STER  Supply - 


■  Chemical  Examination  of  Water  from  the  Lynde  Brook 
Storage  Reservoir, 

[ParU  per  100,000.] 


Afpbaxavcs. 

RB0IDDK  ON 

EVAPORA- 

TIOH. 

AmionA. 

1 

1  NITROOBN 
AS 

a 

M 

o 

1 

1 

1 

§1 

r 

1 

Albuminoid. 

g 

^ 

> 

1 

1 

^1 

1 

»s. 

.30 

Slight. 

Slight. 

0.45 

8.40 

1.10 

.0062 

.0140 

.0126  .0014 j 

.13 

.0060 

.0001 

.4307 

0.7 

».14 

Distinct. 

Slight. 

0.30 

2.70 

1.10 

.0010 

.0240 

.0138 

.0102 

.16 

.0050 

.0001 

.4307 

0.6 

r.l6 

SliRht, 

cUvey. 
v.  flight. 

Slight. 

0.83 

2.70 

1.10 

.0080 

.0146 

.0116 

.0030 

.15 

.01001.0000 

.8348 

0.6 

Sib 

Slight. 

0.20 

2.50 

0.90 

.0000 

.0184 

.0110 

.0024 

.11 

.0160  .0001 

.3102 

0.5 

iel9 

DitUnot. 

COD»., 

yellow. 
Sligbt. 

0.20 

2.85 

1.00 

.0014 

.0232 

.0168 

.0064 

.16 

.0030  .0000 

.8216 

0.5 

yl7 

V.aUght. 

0.05 

2.50 

1.25 

.0004 

.0186 

.0184 

.0052 

.15 

.0030  .0000 

.3042 

0.8 

s2a 

SUght. 

Slight, 

white. 
Slight, 

0.10 

2.45 

1.36 

.0000 

.0122 

.0106 

.0016 

.15  1 

.0000.0000 

1 

.3002 

0.5 

»t.l8 

Blight. 

0.15 

2.60 

0.15 

.0004 

.0158 

.0180 

.0028 

.18 

.0000 

.0000 

.3276 

0.6 

yellow. 

.16 

Distinct. 

Cons. 

0.42 

2.75 

1.06 

.0004 

.0162 

.0114 

.0048 

.14 

.0050 

.0000 

.3199 

0.5 

ir.SO 

Slight. 

Blight. 

0.48 

2.95 

1.00 

.0102 

.0142 

.0104 

.0038 

.16 

.0070 

.0001 

.4168 

0.9 

s.  18 

Slight. 

V.  Alight. 

0.20 

2.85 

0.75 

.0072 
.0036 

.0116 
.0162 

.0100 
.0122 

.0016 
.0039 

.14 
.16 

.0200 
.0066 

.0004 
.0001 

.3169 
.3465 

0.5 

0.26 

2.66 

0.98 

0,6 

Averages  of  Analyses  of  Previous  Years, 


I87» 

. 

. 

,.80! 

3.16 

0.96 

.0067 

.0194 

.16 

.0043 

i88 

. 

. 

0.24 

2.64 

0.85 

.0037 

.0151 

. 

• 

.14 

.0065 

.0001 

. 

. 

180 

. 

. 

0.24 

2.54 

0.60 

.0080 

.0167 

.0138 

.0029 

.16 

.0053 

.0001 

„ 

. 

90 

• 

. 

0.21 

3.07 

1.15 

.0026 

.0182 

.0107 

.0026 

.14 

.0078 

.0001 1 

. 

0.9 

!91 

• 

. 

0.24 

2.83 

1.03 

.0046 

.012fl 

.0101 

.0026 

.12 

.0074 

.0001! 

• 

0.7 

92 

. 

. 

0.25 

2.99 

1.16 

.0038 

.0189 

.0113 

.0026 

.16 

.0106 

.0000' 

_ 

0.8 

193 

" 

• 

0.26 

2.66 

0.98 

.0036 

.0162 

.0122 

.0039 

1 

.16 

.0066 

.0001| 

.3466 

0.6 

*  June  to  December. 

!  to  mnalyses  of  1898;  Iron,  .0219.    Odor,  vegetable,  rarely  unpleasant,  sometimes  none;  on 

Lhe  odor  is  somewhat  stronger  and  freqaenlly  unpleasant. The  samples  were  collected 

reaerroir  near  the  gate-house  about  one  foot  beneath  the  surface.  ^<^  j 
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STATE  BOARD  OF  HEALTH. 


WORCESTER. 

Microscopical  Examinaiion  of  Water  from  the  Lynde  Brook  Storage  Bes* 

[N^omber  of  orgftnianis  per  cubic  centimeter.] 


Ml: 


ises. 

Jan. 

Feb. 

M„. 

May. 

Jane. 

July. 

Ang. 

Sept 

Oct. 

Hoi 

Dmy  of  ezaminrntion, .       • 

21 

10 

21 

16 

21 

19 

24 

19 

17 

2: 

Number  of  Mm  pie,   . 

9908 

10000 

10180 

10888 

10531 

10669 

10872 

11042 

11200 

1135 

PLANTS. 

Diatomaceeo,      .      •      . 

n 

pr. 

0 

64 

84 

48 

78 

0 

80 

SI 

AsterionelU, 

CydoielU,    .... 

Melosira 

Bynedra,      .... 

31 

1 
0 

1 

0 

0 

0 

pr. 

0 
0 
0 
0 

84 
0 
0 

80 

6 

28 

0 

1 

0 

48 

0 

0 

0 

76 

0 
0 
0 
0 

0 

4 

25 

1 

1 

1 

Oyanophyceeo,  . 

0 

0 

0 

0 

285 

pr. 

85 

28 

18 

1 

AnabflBnm,    .... 
Anab»Da  tporee, 
ChroduoccuB, 
Merismopedla,     . 
HiorocytUs, 

0 
0 
0 
0 
0 

0 
0 
0 

0 
0 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

46 

67 

1S2 

0 

0 

0 
0 
0 

0 

0 

28 

4 
8 

2 
0 
8 
18 
5 

1 
0 
85 
0 
0 

< 

Al»«. 

1 

0 

0 

27 

825 

158 

IDS 

78 

M 

* 

Botrycoccue, 
Chlorococcus,      .        . 

ObcyslU 

Protocoocnt,        .       .       • 

Raphldinm.. 

Bphttrozosma,     . 

Btaurogenla, 

Zoospore* 

0 
0 
0 
0 
0 
0 
0 

1 

0 
0 
0 
0 
0 
0 
0 
0 

0 

0 
0 
0 
0 
0 
0 
0 

0 
0 
0 
10 
0 
0 
0 
7 

0 
0 
0 

et 

4 

0 
256 

1 

0 
0 

154 
0 
4 
0 
0 

pr. 

74 
0 
0 
0 

80 
0 
1 
0 

60 
0 
0 
0 
8 
0 

12 
1 

0 
21 

0 
0 
0 
0 
0 
3 

1 
i 

( 

3 

ANIMALS. 

Bhlzopoda,  Actlnophrye,   . 

0 

0 

0 

1 

0 

0 

pr. 

0 

0 

( 

Infti8oria»     .... 

2 

80 

pr. 

28 

14 

1 

1 

2 

4 

1 

Dlnobryon  caees,        • 

Monas. 

Peridinlam,. 

t 

3 

0 

0 

80 

0 

0 

pr. 

26 
0 
2 

13 

1 
0 

0 

1 

pr. 

0 
0 

1 

0 
0 
2 

0 
0 

4 

< 

( 

Vermes,.      .... 

0 

4 

pr. 

0 

0 

0 

0 

8 

0 

C 

Annrea 

Polyarthra, .... 

0 
0 

2 
S 

^'o 

0 
0 

0 
0 

0 
0 

0 
0 

0 

0 

0 
0 

c 
c 

^i«c«//aneotM.  ZoSglQsa,  .       . 

0 

126 

18 

7 

0 

14 

0 

10 

180 

51 

Total,.       .... 

26 

960 

18 

127 

608 

221 

217 

111 

804 

108 

,Mr 


m 

iiliii 
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WORCESTElt, 

:n  Surrt'T  ^  Ckcmkal  Examination  of  Wa£er  Jrom  (he  Toinuck  Brock 
Btorage  Reservoir. 

[Parti  per  IfKt.OOO.] 


ApfUHAintt. 

£j|SIDITE  OH 
TIOM. 

A^iioVU. 

.11 

1 

1 

1 

1 

1 

i' 

1 

1 

1 ' 

1 

1 

4 

1 

Bilcht. 

3l1gliU 

0,40 

2.90 

1.00 

.0030,0124 

.OIOS 

,0010 

.Olfl<J 

-OOOl 

,4S80 

u 

^.tUfht. 

Blight. 

D.flO 

2.90 

O.Ofi 

.OOOe  .0160 

.0128 

,00^2 

,10 

,0070 

.0001 

.2920 

.li 

diight. 

0,30 

S.Ofi 

0.80 

.0024  .0104 

,00Sfl 

.0018 

,14 

,0070 

.0000 

.2»]« 

,17 

BUgbu 

D.1& 

S.&5 

1.00 

0000,0(HI2 

1 

.§048 

.0011 

,12 

,0070 

.0000 

.27T4 

15 

snibt. 

Com. 

0.20 

\m 

o.«& 

,0004  .0170 

,0144 

,0032 

,10 

.0000 

,0000 

.3004 

■19 
rl7 

DiAtlnci, 
BliKfat 

whltt. 
Slight.. 

0.30 

2,10 

0.T5 
K4fl 

.0043 
.0010 

,01SI 

.0228 

,0144 

.oaio 

,0044 
.001 S 

.14 

,0OW 
.0030 

.0000 
.0000 

,3417 

.3M0 

M 

DlAtinet, 

Coni^ 

0,40 

2,es 

l.Ofi 

.0000 

.0108 

.014» 

.oaso 

,14 

.0030 

.0000, 

.8713 

L.II 

u 

SllBht, 

0.W 

2,25 

o,to 
o.w 

.OOOS 
lOOOO 

.0244 
.0280 

.0172 

.0072 

.12 
.Ifl 

.ooao 

.0000 

,0000* 

.oooo' 

*3ea7 

.3*07 

.20 

Dliitiixn, 

griMii. 

Com. 

«.4fi 

2.80 

0.96 

.0000 

.ostaa 

.0142 

.0060 

.la 

.ooeo 

.OOOQ 

.4748 

.11 

gllgbL 

V.allgbt. 

0.SO 

%,tA 

l.ftS 

.ooia 

.«« 

,0]5S 

.0C>48 

.18 
.14  ' 

.0080 

.0001 
.0000 

.4000 
.3^4 

O.Sfi 

..« 

o.» 

.0020 

.0113 

.0140 

.0042 

.0040 

Averages  ofArmtyBee  of  Previous  Tears* 


11* 

_ 

_ 

1 

0.21 

2.  as 

1.01 

,0007 

,0107' 

^ 

. 

.14 

',QOli 

*    ' 

.  ' 

.. 

la 

' 

- 

0.17 

2.23 

0,75 

.0012 

.0167 

- 

- 

,12 

j.0043 

.0001 

- 

- 

m 

- 

- 

0.19 

2,04 

0,67 

.oooa 

.0143 

.0112 

.0031 

.12 

.00^1 

.OtJOl 

- 

- 

w 

- 

- 

0.17 

2,  OS 

1.24 

.0007 

.0141 

.0102 

.0030 

.13 

.0078 

.mai 

- 

0.9 

n 

- 

- 

O.IT 

2.30 

O.M 

,0024 

,om 

.0102 

.0041 

.11 

.0077 

.0001 

« 

0.4 

li 

- 

- 

0.20 

2.62 

l.OS 

.0012 

.0142 

.0113 

,0029 

,12 

.0087 

.^\ 

- 

0.& 

li 

- 

- 

0.3« 

2.46 

0.03 

.0020 

,0182 

.  0140 1, 0042 

,14  , 

,004« 

■n 

.3594j  0,1 

*  J  DUB  to  Dfl«liab«T. 

ii>  aaftlyaoA  at  1N3;  Iron,  .OlOB.    Odor,  gCQiTAlLj  fftlntly  vegetiatblcip  oecjMi1anh!lj  unplpHemnt, 

If  none;  on  bvattEigt  the  odor  !•  mucb  iirof^^f  r  aocI  very  frtqnentiy  udpIcajuluIk The  iAmpba 

kuhL  from  Ihe  pucriirulf  qaat  tiia  gila-houie,  oua  fool  beae4iUi  Ui«  BUrfacdt 
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WORCESTER. 

Microscopical  Examination  of  Water  from  the  Tatnuch  Brook  Storage  Resen 

[Number  of  organlanit  per  cobtc  centimeter.] 


IMS. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

Jane. 

Jnly. 

Aug. 

1 

Sept.  1  Oct 

Nor. 
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EXAMINATION  OF  RIVERS. 


iring  the  year  1893  regular  monthly  examinations  were  made 
e  waters  of  the  Blackstone,  Merrimack,  Nashua  (below  Fitch- 
),  Neponset,  Housatonic  and  Taunton  rivers,  and  during  the 
•  portion  of  the  year,  in  connection  with  the  investigatioas 
,  metropolitan  water  supply,  of  the  Charles  at  South  Natick, 
field,  Nashua  (above  Clinton),  and  its  tributaries,  the  Quine- 
t  and  Stillwater,  Shawsheen  and  Ware  rivers.  A  special 
lination  has  also  been  made  of  the  tidal  portion  of  the  Charles 
r,  which  is  a  repetition  of  the  examination  of  this  stream  made 
9.^,  and  occasional  examinations  of  other  rivers  in  the  State, 
of  the  results  of  these  examinations  will  be  found  arranged 
ibetically  by  rivers  in  the  pages  which  follow ;  but  some  of 
are  given  on  preceding  pages  in  connection  with  the  examina* 
of  water  supplies,  under  the  names  of  the  towns  where  the 
^les  were  collected,  as  follows  :  — 

Page 

'own  River  (a  tribuhw^  of  the  Taunton)  at  Bridgewater,        .        .  125 

reponset  River  at  Hyde  Park, 177 

lerrimaek  River  at  Lawrence, 181 

lerrimack  River  at  Lowell, 193 

'aunton  River  at  Taunton, 296 

Blackstone  River. 

le  character  of  the  water  of  the  Blackstone  River  is  closely 
ed  to  the  disposal  of  the  sewage  of  the  city  of  Worcester,  ami 

therefore  of  interest  to  note  that  during  1893  the  capacity  of 
)recipitation  works  for  treating  the  sewage  of  this  city  has  been 
tly  increased  by  the  construction  of  new  precipitation  tanks  and 
r  additions  to  the  works,  which  were  used  for  the  first  time  on 

15.  A  full  description  of  the  works  as  originally  constructed, 
the  results  of  a  special  examination  of  the  works  and  the  river 
Qg  one  week  in  1891,  can  be  found  in  the  annual  report  of  the 
B  Board  of  Health  for  that  year  (pages  267-295). 
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Six  precipitation  tanks  were  constructed  at  first,  and  ten  ne 

i^  tanks  of  the  same  area  as  the  old  ones  were  added  in  1893.    Tl 

.  ^  new  tanks,  however,  are  longer  and  narrower  than  the  others,  the 

dimensions  being  166.67  feet   long,  40  feet  wide  and  5  feet  de< 

below  the  bottom  of  the  inlet  and  outlet  channels.     When  in  oper 

tion  the  tanks  are  filled  to  a  depth  of  about  six  and  a  half  feet,  ai 

.  with  this  depth  they  contain  about  5,000,000  gallons  of  sewage. 

I  For  the  information  of  those  who  are  not  familiar  with  the  pr 

f  vious  history  of  these  works  it  may  be  stated  that  the  sewage  < 

Worcester  is  not  taken  directly  from  the  sewers  to  the  precipitati( 

works,  but  is  first  discharged  into  Mill  Brook ;  and  it  is  the  mingh 

sewage  and  brook  water  which  is  conveyed  to  the  precipitatic 

works  and  treated.     Before  the  recent  enlargement  of  the  worl 

only  a  small  part  of  the  flow  of  this  brook  could  be  treated,  and  tl 

remainder  of  the  sewage  went  directly  into  the  Blackstone  Rivei 

but  the  new  works,  which  are  said  to  have  a  nominal  capacity  ( 

15,000,000  gallons  per  day,  and  to  be  capable  of  treating  with  vei 

good  results  a  somewhat  larger  quantity,  are  thought  to  be  of  sufl 

cient  capacity  to  take  the  whole  flow  of  the  brook  under  all  ordinal 

conditions. 

The  Worcester  sewage  is  unusual  in  its  character,  both  on  accoui 
of  its  dilution  by  the  brook  water  and  because  of  the  large  amoai 
of  iron  salts  (mainly  sulphate  of  iron)  which  it  receives  from  tin 
to  time  every  working  day  from  the  large  iron  and  wire  works  i 
the  city.  Lime  has  been  the  only  precipitant  added  to  the  sewa^ 
in  1893,  and  when  iron  is  present  in  the  sewage  a  satisfactory  pr 
cipitation  results.  The  sewage,  however,  contains  iron  only  a  pa 
of  the  time,  and  it  is  therefore  the  custom  to  store  the  sewage  coi 
taining  iron  in  two  of  the  old  precipitation  tanks  so  that  it  can  I 
used  to  mingle  with  the  sewage  subsequently  arriving  and  containln 
no  iron,  and  in  this  way  form  a  satisfactory  precipitate  at  all  times 
Owing  to  the  increase  in  the  quantity  of  sewage  treated  it  hi 
been  necessary  to  increase  the  capacity  of  the  tanks  in  which  tl 
chemicals  are  mixed,  and  the  old  mixers  have  therefore  been  n 
placed  by  two  new  iron-lined  mixers,  each  sixteen  feet  long,  eigl 
feet  wide  and  three  and  a  half  feet  deep.  Lime  is  turned  into  tt 
mixers  from  the  floor  above,  and  the  mixture  with  water  is  accon 
plished  by  means  of  compressed  air  discharged  through  perforate 
pipes  in  the  bottoms  of  the  mixers.     The  lime  mixture  is  conveyc 


Digitized  by  CjOOQ IC 


*•] 


EXAMINATION  OF  RIVERS. 


343 


BLACKSTONB  RIVKR* 

rh  six-inch  iron  pipes  to  the  sewer  at  a  point  ninety  feet  above 
creens,  instead  of  being  discharged  as  formerly  below  the 
IS.  This  change  was  made  in  order  to  insure  a  more  thorough 
g  of  the  lime  with  the  sewage  previous  to  subsidence.  The 
5t  of  lime  necessary  to  make  the  sewage  alkaline  is  determined 
quent  tests  with  phenolphthalein. 

5  continuous  process  of  precipitation  is  used,  the  sewage  flow- 
tirough  the  different  tanks  in  order,  and  the  effluent  being 
irged  continuously  from  the  last  one.  The  fall  of  the  effluent  is 
>d,  by  means  of  a  turbine  wheel,  to  furnish  power  at  night  fur 
ag  the  works  by  electricity,  and  in  the  day  time  for  pumping 
iidge  by  means  of  a  Shone  ejector  to  sludge  beds  located  near 
lackstone  River.  These  beds  at  the  present  time  cover  an  area 
out  fourteen  acres.  During  1893  nearly  all  of  the  sludge  was 
sed  of  to  farmers  for  use  as  a  fertilizer. 

ring  the  year  ending  Nov.  30,  1893,  1,795,000,000  gallons  of 
;e  were  treated  and  1,105  tons  of  lime  were  used,  making  the 
at  of  lime  1,232  pounds  per  million  gallons  of  sewage.  The 
at  of  solid  matter  removed  from  the  water  during  the  year 
Qted  to  2,360  tons. 

5  Worcester  precipitation  works  have  always  been  very  intelli- 
f  operated  under  the  direction  of  skilled  chemists  and  engineers, 
le  following  quotations  from  the  annual  report  of  the  super! n- 
nt  of  sewers  for  the  year  ending  Nov.  30,  1893,  will  be  of 
ist  as  indicating:  the  manner  in  which  the  work  is  carried  on 
he  results  obtained  in  the  treatment  of  sewage  since  the  works 
been  enlarged. 


rom  the  first  day  the  plant  was  operated,  June  25,  1890,  continoed 
meots  have  been  made ;  at  first,  these  were  wholly  mechanical  and 
idom,  but  it  was  soon  found  that  a  systematic  study  of  the  whole 
im  must  be  made  if  the  work  was  to  be  successful.  Accordingly  Tk 
quipped  chemical  laboratory  has  been  provided  and  the  problems  met 
aal  manipulation  are  made  subjects  for  special  investigation.  Tbnt 
lOve  has  been  productive  of  good  is  shown  by  the  reduction  of  itrnw 
to  fifty  per  cent,  in  the  cost  of  chemicals  used  per  million  gallons  af 
:e  treated. 

ilyses  of  sewage  and  effluent  arc  made  daily.  The  samples  for  anal  j* 
•e  each  composed  of  twenty-four  portions  taken  hourly.  ThuSj  by 
^Dg  results  for  several  days,  an  effluent  is  obtained  corresponding  to 
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the  sewage,  and  the  per  cent,  of  impurity  removed  is  easily  calcul 

This  per  cent,  removed  is  the  indioator  which  shows  the  efficiency  o 

treatment. 

Records  of  all  analyses  are  kept  in  two  forms ;  one  simply  the  num( 

tabulation,  the  other,  a  graphical  illustration  showing  at  a  glance  the 

stitution  of  the  sewage  and  effluent,  as  well  as  the  per  cent,  removed. 
It  will  be  noticed  from  accompanying  table  A,  that  the  sewage 
1  witli  is  remarkably  strong,  considering  that  about  half  of  it  is  water  co 

directly  from  North  Pond.     It  is  also  interesting  to  note  that  the  eff 
1  contains  only  two  and  one-half  parts  per  100,000  of  matter  in  sm 

1  sion,  and  that,  of  this,  only  one  and  one-tenth  parts  are  organic  mi 

\  Thus,  by  treatment,  the  organic  suspended  matter  has  been  removed  t 

extent  of  90.76  per  cent.     The  total  dissolved  residue  and  the  total 
I  dissolved  fixed  residue  are  negative  results,  undoubtedly  due  to  the  i 

quantity  of  lime  retained  in  solution  in  the  effluent.     From  table  I 
I  result  of  the  treatment  of  the  sewage  since  July  15  can  be  followe 

i  months,  and  the  averages  are  given  for  the  whole  period." 

"As  the  total  volatile  residue,  the  total  albuminoid  ammonia  and  the 
1  oxygen  consumed  represent  the  amount  of  organic  matter,  these  onl} 

I  shown  here : 

/ 

I  Total  volatile  residue, 51.06  per  cent,  removed 

j  Total  albuminoid  ammonia,  .        .        .        .        49.19    "       "  -* 

[  Total  oxygen  consumed,        ....        33.27    *'       " 

f 

i 

The  work  done,  as  shown  by  these  results,  is  very  good,  and  si 
!  fully  carry  out  the  object  of  the  plant,  viz.,  not  to  transform  sewage 

a  potable  water,  but  to  abate  and  finally  terminate  a  nuisance  to  neigl 
ing  villages  along  the  Blackstone  River." 

The  results  in  1893  are  hardly  as  good  as  those  obtained  du 
the  special  examination  for  a  week  in  1891,  but  the  difference  is 
verj'  great,  and  the  amount  of  chemicals  used  per  million  gal 
during  this  year  has  been  much  less  than  during  the  week  referrec 

The  regular  monthly  examinations  of  the  water  of  the  Blacks 
River  have  been  continued  as  in  previous  years,  and  the  res 
are  given  in  the  tables  on  pages  346-351.  The  first  two  ta 
contain,  respectively,  the  results  for  each  calendar  year  and  for 
six  months  of  each  year  from  June  to  November,  from  the  1 
when  the  examinations  were  first  begun  in  June,  1887,  to  the 
of  1893. 
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Aveua(jE5  of  Chemical  Analyses  of  Water  from  the  Blackstone  B 
FOR  THE  Years  1888  to  1898,  inclusive. 

Blackstom  Biver  between  Mill  Brook  Channel  and  the  Setvage  Precipitation  W 

[ParU  per  100,000.] 
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blackstont:  river. 

lES  OF  Cheuical  Analyses  op  Water  from  the  Blackstone  River 
I  Six  Months  from  Juke  to  November,  inclusive,  of  Each  Year 
M  1887  to  1893. 

ne  River  between  Mill  Brook  Channel  and  Uie  Sewage  Precipitation  Works, 

[Parta  per  100,000.] 
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BX.AGKSTONE  niVBB. 

Chemical  Examination  of  Water  Jrom  Blackstone  Biver  bet 

[Part*  par  100,000.] 
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Odar^  ofifHnalrf!.  -i^— The  artrnplBfl  ware  collected  from  the  river  about  200  feet  below  the  iron  I 
^STo.  104ia  was  CDlkicied  on  \V'cdnv«day  indHhe  remaining  samples  on  Thursday.  The  first  sampi 
»«OlliMiled  at  12.4pil>  p.m.,  and  ibe  rummiuing  aiimples  between  2.00  and  3.55  P.M. 


Cfiemical  Examination  of  Water  from  Black 

[Parts  per  100,000.] 


— ^ 

J 

Al'KK  CHANCE. 

Residue 

OM  EVAPORATlOSt. 

Tiirbldtry. 

Bediment 

TOTAL  RESIDUE. 

LOSS  OH  lOJ 

1 

i 

> 

t 

1 

i 

g 

Si 

s 

1 

o 

5 

1^ 

a 

!  ^ 

i^ 

^ 

Q 

o 

H 

Q 

00 

1   ^ 

a 

1«IS3. 

1 

fift2T 

Jan.    %4  : 

Decided. 

Heavy,  brown. 

0.65 

33.80 

26.50 

7.80 

11.20     7.10 

\mu\  Pi^b.  14 

l><>cldt^d. 

Heavy,  gray. 

0.70 

16.40 

13.80 

2.60 

6.00     4.00 

10i:4IMar.   14 

Thkk. 

Cons  ,  gray. 
Heavy,  yellow. 

0.60 

38.30 

6.80 

31.50 

7.20     1.90 

Wm\  April  1« 

DL*clded,mllky. 

1.40 

13.70 

9.20 

4.50 

6.60     3.O0 

10*14  Miiy    17 

D(!i!j(kd»  milky. 

Ht:avy,  gray. 

1.40 

10.00 

6.00 

4.00 

1  2.10 

1.50 

lOS^t*  June  20 

1  Decided. 

Heavy. 

1.00 

24.00 

14.60 

9.40 

9.40 

3.7( 

lUffijlJuly   1^ 

1  D^cUed. 

rieavy,  brown. 

1.00 

30.90 

_ 

_ 

5.70 

• 

10«T1  Aug.  22 

Decided,  milk  J*. 

iJons  ,  dark. 

0.40 

16.60 

- 

. 

3.80 

. 

IKliS  8epU  \% 

Thick,  milky. 

H(*avy,  nisty. 

0.40 

34.80 

29.00 

5.80 

8.60 

6.80 

10 

11213  aa.  n 

U\wi\'ct. 

Cods.,  ru«ty. 

0.18 

44.60 

43.50 

1.00 

.  8.90 

8.30 

n 

11370  Nov.  21 

'  DeclJt'd. 

Heavy,  rusty. 

O.IO 

29.20 

24.80 

4.40 

1  6.40  '  6.00 

V2 

IISIS 

DcB.    19 

Dl*tlii4:t. 

Slight,  rusty. 

1.10 

16.60 

12.80 

2.80 

3.70  1  3.50 

la 

Af.. 

0.74 

25.65 

- 

- 

6.64        - 



Odor^  tjfPensIve,^— The  HtMiiplfrii  were  collected  from  the  river  above  Millbnry  and  below  thi 
where  ihii  eLIluvit^t  from  \t\v  WmQi*»i^r  Precipitation  Works  enters  the  river.  No.  10414  was  oo 
on  Wednt}4day  nod  the  n.^malnio|£  eampke  on  Thursday.  The  samples  were  collected  between  1. 
»,tai«,M. 
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BLACKSTONE  BIVEB. 

Brook  Channel  and  the  Worcester  Sewage  PreeipUation  Works. 

[Part*  per  100,000.] 
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Microscopical  Examination, 

ro«.  10123  and  10263  were  not  examined.    The  remaining  samples  coniained  2iO($gl<Ba,  generally  In 
large  numbers,  and  only  a  few  of  other  organisms. 


ir  below  the  Worcester  Sewage  Precipitation  Works, 

[ParU  per  100,000.] 
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Microscopical  Examination. 

fos.  10124  and  10264  were  not  examined.    The  remaining  samples  contained  Zoogloca  often  in  very 
numbers,  aud  only  a  few  of  other  organisms. 
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BL.ACKSTOXE  RIVER. 

Chemical  Examination  of 


Water  from  Blackstone  River  at  Uxbridge. 

[Parts  per  100,000.] 
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34 T«  !.<; 


Iron,  .0474.    Odor,  Konemlly  masty,  occasionally  dlsAgroonble  or  offensive. The  snm pics  ver 

collected  from  the  canal  leadiny  from  the  upper  dam  of  the  Calumet  Woolen  Company  to  ibc  mill  Jui 
before  the  water  p  tssed  the  screens. 

Microscopical  Examination, 

The  nnmber  of  organisms  found  in  these  samples  varied  from  148  to  8,360  per  cnbic  oentime'.er  sot 
averaged  7S7,  ZuOglcea  being  by  far  the  most  abundant  and  averaging  724. 
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BLACK9TONI:  hiveh. 
'eat  Examination  of  Water  from  BlackHone  'Miver  at  MillitUk,  Blaekstone. 

iritrt»pBrl(K>.(IO0.] 
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eii^ht. 

Com. 

Blight, 

rtjfly, 
Cotia., 

brown* 
SUfbt. 

BrigHt. 

Sliffbt. 

0.35 

o.ii! 

0.3(1 

o.w 

4.20 

4.30 
4,W 
6.10 
7.&fi 
i,To! 

8.36 
fl.lO 
7*70 

1.40 
1.40 

I.IS 
1,70 

1.611 
2.T0 
X.flfi 
l.fl© 
1.15 
1.30 

.05SM 
.OWO 
.0250 
.2200 
,1920 
.0760 
.lOSCI 
.0174 
.0160 

.oaso 

.OTflO 
.13C0 

.0230 
.01S0 
.0130 
.0920 

-oeao 

.0100 
.0170 
.0044 
.0*228 
.0100 
.OOTO 
.0300 

.02Sa 

.0248 
.0150 
.0050 
.0720 
.07150 
.005CI 
.0140 

.0193 
.0070 
-0040 
.0-250 

.00^ 
.QOSO 
.00«0 
.0300 
.0170 
.0050 
.0<J30 
.0012 
.0035 
.0030 
.0030 
.0050 

.0003 

.43 
1.04 

J 

.30 
.4fi 

.88 
.87 
M 
M 
.00 
.83 

0,00 

.02SO 
.0180 
.0100 
.0200 
.0150 
.0050 
.0300 
.0600 
.0700 
.06S0 
.02SO 
.0350 

.02S© 

.0003 
.0001 
.0004 

.0006 

1 
.0005 

.0003 

.0002 

.0010 

.ooai 

.0017 

.oooe 

.0007 

.ooos 

.S800 
.4710 

.mat 
Am 

.^« 

ao2* 

::: 

.1512 
.5265 

1.9 

la 
la 

1.5 
2.5 

s.n 
3.1 
3.0 

2.8 

1 

1  li. «>«■**■■ 

0.40 

g.23 

1.53 

.3503 

..0 

r 

[i^  .0452.    OdoT,  f«nenilly  mottyf  freqaeoUy  dlLi«fr«CMbli9  or  aSiiDiive. «— Th&  »amplo«  w«ir» 
d  frotii  the  rtrvr  Ju«L  atiisre  thti  dJUD  !□  ths  Tlllige  of  ^LhiUe. 

Mic TQ&mp ical  Ezaminat io n ■ 

I  nriTtiber  Af  org«n1i»ca#  found  lu  ibi'ne  nample*  vnHt?d  from  1D7  to  040  per  i^ublo  aonUmc^ber  «tDd 
>d  atl,  ZoogldES  beluK  la  moal  ca#ci  by  fitr  I  he  mo«t  abandaoL  and  av^r^jflng  224. 

igular  monthly  oxaminatioos  of  the  water  of  Charles  River 
e  South  Natick  have  been  made  during  the  last  five  months  of 
y  and  weekly  examinations  of  the  water  at  ^Etna  Mi  11b  iind  at  a 
t  about  2,000  feet  below  Galen  Street  bridge  in  Watertown 
made  from  August  17  to  October  2tu  An  examination  of  the 
le  length  of  the  tidal  portion  of  the  river  by  means  of  a  series 
lemieal  analyses  of  its  water  at  higli  and  iow  tide  was  made  tni 
a§t  17,  1893,  during  a  course  of  neap  tides  occurring  at  a  time 
1  the  flow  of  upland  water  was  email.  This  examination  of  the 
[  portion  of  the  river  is  a  repetition  of  a  simihir  examination  made 
^92,  and  fully  deacnbed  in  the  annual  ret>"rt  of  the  State  Board 
fealth  for  that  year  (pp.  282-281)),  Results  of  all  of  the  analyses 
e  during  1833  are  given  in  the  following  tables  y — 
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CHARLES  BIVEB. 

Chemical  Examtnalion  of  Water  from  the  Charles  River  at  South  Natick, 

[Parts  p«r  100,000.] 


^ 

Appsabavck. 

RK8IDDK  OM 
£VAI>OHA- 

Ammomia. 

NiTBOOca 

AS 

1 

i 

•s 

1 

TIOW. 

1 

f 

1 

1 

1 

1 

r 

1 

Albomlnold. 

5 
1 

as 

1 

^    1 

s    1 

o 

5 

1 

1 

|t 

190S. 

1 

10881 

Aug.  23 

None. 

V.sllght. 

0.60' 

6.00 

2.06 

.0000 

.0182 

.0134 

.0048  .43  < 

.0030 

.0000 

.6162 

11089 

8ept.26 

V.sllght. 

V  slight. 

0.661 

4.76 

1.75 

.0000 

.0242 

.0226 

.0016  .47  ! 

.0050.0000 

.6150 

11242 

Oct.  23 

V.  slight. 

Blight. 

0.60. 

6.80 

1.80 

.0002 

.0226 

.0158 

.00681  .62  I 

.0030 

.0000 

.4940 

11898 

Nov.  27 

V.sllght. 

Slight. 

0.70| 

6.60 

2.26 

.0006 

.0194 

.0156 

.00381  .62  1 

.0090 

.0001 

.8901 

11659 

Deo.  27 

V.  slight. 

V.sllght. 

0.80 

5.10 

2.35 

.0004 
.0002 

.0160 
.0200 

.0134 
.0162 

.0022 
.0038 

.38 
.46 

.0150 
.0070 

.0001 
.0000 

.8932 

Av.. 

0.66 

5.16 

2.04 

,7017 

Iron,  .0204.    Odor,  generally  distinctly  vegetable*  and  in  the  first  two  samples  also  moaldy;  li 

second  sample  the  odor  was  disagreeable. The  samples  were  collected  from  the  river  above  the 

at  South  Natick. 


Microscopical  Examination, 

Average  number  of  organisms,  59  per  cubic  centimeter. 


Chemical  Examination  of  Water  from  the  Charles  River  at  ^tna  Mills,  Walerto 

[Parts  per  100,000.] 


1 

Appkakakce. 

Rksidub  on 

EVAPOBA- 
TION. 

Ammohia. 

NiTBOOBSr 
AS 

1   s 

of 

r 

Albuminoid. 

tc 

5 

1 
1 

1 

i 

5 

1 

1 

1 

1 

Q 

00 

1 

1 

1808. 1 

1 

1 

10820 

Aug.  17  '  Slight. 

Slight, 
earthy. 

0.70 

- 

- 

.0048 

.0222 

.0200 

.0016 

.60 

.0200 

.0002 

.6648 

10849 

Aug.l7  'Slight. 

Slight. 

0.70 

- 

- 

.0086 

.0252.0236 

.0016 

.68 

.0250 

.0002  .6802! 

10892 

Aug.25 ,  Slight. 

Cons., 

0.60 

j  7.06 

2.06 

.0166 

.0226 

.0196 

.0030 

.72 

.0300 

.0010,  .56171 

1          1 

10949 

Aug.81t  Slight. 

Slight.      0.65 

1  5.90 

1.90 

.0066 

.0212 

.0190 

.0022 

.58 

'.0350 

.0006,  .6411' 

10992 

Sept.  7  1  Slight, 

Slight. 

0.65 

,  6.10 

1.80 

.0086 

.0230 

.0202 

.0028 

.60 

.0180 

.0007,  .5538, 

1       green. 

yellow. 

'  7.36 

' 

11028 

Sept.l4'i  Slight. 

Slight, 

0.60 

2.80 

.0006 

.0362 

.0230 

.0132 

.80 

.0200 

.0010 

.e8i8j 

1 

rusty. 

11078 

Sept.21 

Slight, 

Slight. 

0.60 

5.90 

1.76 

.0120 

.0222 

.0196 

.0026 

.66 

.0100 

.0005 

.5494 

11119 

Sept.29 

Distinct. 

Oont., 

0.60 

7.80 

2.30 

.0012 

.0310 

.0284 

.0076 

.81 

.0180 

.0008 

.7276 

11151 

Oct.    6' 

DlsUnct. 

Cons., 

0.48 

6.90 

1.80 

.0062 

.0196 

.0150 

.0046 

.72 

.0260 

.0006 

1.4466 

1 

gray. 

1 

11197 

Oct.  13  i  Slight. 

Cons. 

0.82! 

6.80 

2.00 

.0036 

.0264 

.0222 

.0032 

.66 

.0200 

.00021  .4495 

11231 

Oct.  19    Slight. 

Slight. 

o.5o; 

7.40 

1.80 

.0148 

.0220  .0176 

.0044 

.71 

.0250 

.0007  1.4332 

11254 

Oct.  26    Slight. 

Cons.,       i0.63i 

9.45 

2.05 

.016S 

.0218  .0190 

.0028 

.99 

.0460 

.0013  .47121 

1 

fibrous. 

L 

Av.. 

!|      ,.    . 

0.57 

7.02 

2.08 

.0083 

.0244 

.0102 

.0042 

.70 

1.0242 

1 

.0006 

.5509j 

i| 



Iron,  .0214.    Odor,  decidedly  vegetable  and  musty  or  mouldy. The  samples  were  eolleded  in 

the  canal  at  the  .£lna  Mills. 
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CHAttLES  RIVER. 

'oscopical  ExamincUion  of  Water  from  the  Charles  Eivt^r  id  ^Ina  Mtils^ 

Watertown, 

[Namber  of  organUms  per  cubic  centimeter.] 


ISM. 

Ang. 

Aug. 

Aug. 

Sept. 

Sept 

1 
Sept.  '  Sept. 

Oct 

Od. 

Oct 

Oct 

Oct. 

ezaminatioD, 

r  of  sample, . 

1 

10820 

10840 

29 
10892 

2 
10949 

10992 

16 
11028 

23 
HOTS 

2 
11119 

T        1«  ' 
ni5I    11197 

21 
11231 

2T 
itidi 

PLANTS. 

maceeo,    . 

erionella, 
:lutella, 
k'icula,   . 
ledra,     . 
jellarU, 

Protococcut, 

I 

nothrix, 

ld«.         .        .        . 

- 

- 

1 

0 
0 

1 
0 
0 

to 
too 

200 
0 

7 

0 
0 
2 
6 
0 

4 

too 

200 
0 

6 

0 
6 
0 

1 
0 

0 

36 

36 
0 

1 

0 
0 
0 

1 

0 
0 

1,400 

1.400 
0 

1 
0 

0 

s 

0 

loe 

lOS 
0 

0 

0 
0 
0 
i> 
0 

24a 

249 
D 

10 

0 

0 
0 
2 
§ 

2t 

93 
0 

6 

0 
0 

1 

0 
0 

120 

12P 
0 

4 

0 
1 
1 

1 

1 

D 

se 

m 

i 

s 
1 

4 
1 

0 

0 

11 

0 

ANIMALS. 
oria,   . 

nas, 

idiniam, 

ichelomonaa. 

- 

- 

3 

0 
0 
8 

1 

1 
0 
0 

76 

0 

0 
0 
0 

1 

0 

1 
0 

D 

0 

0 
0 

D 

0 
U 
0 

0 

0 
0 
(1 

3 

s 
t 

0 

0 

D 
0 

1 
1 

0 
0 

aneotu,  Zo5gloBa, 

- 

- 

m 

38 

40 

M     urn 

4« 

to 

4« 

PAL,         .         .         . 

- 

- 

428 

288 

78 

1,442 

lU      29T 

24a 

in 

&o 

m 
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CITARLES  nn^ER. 

Chemieul  EmmimtiiQu  of  Waier  from  Chnrk,s  Fiver  ahout  Two  77u^mfin4 
Uloia  Gakn  Birtet  Bridge,,  WuttHown, 


[rjirtaperlCM\O0O,| 


10131 


2 


A^PKAii:Attcc, 


3 


I 

I 


Aug  JT|  DliHaot. 


108S0  Aug.ir  I  DkUnct 


A  a  (.31  I  Dl»LlQct, 
Sept.  7    Bllffht. 
SepU4  ^  DlAtiDct. 
8ept,2l  I  DltflStwJt. 

OcU    6  I  Decided 
Oct.  U  1 1  Dedded. 

1l 


10050 

11030 
11070 
111^ 
11U2 

11  m 


11232  Oct.  la  '  Dl»tl!iet 
Oot.Sfi     Slight. 


llE5/i 


flOC'Dt. 

Con**. 

brown. 
Con«  t 

br«WD* 
Btlgbt. 

dirk. 
Coim., 

llcftvy. 

Heavy, 
eT»y. 

„     gray* 
Com, 


0.7R 
O.Ta 
0.70 

0.90 
D,6fl 
O.SO 
0,05 
0.4* 
0-65 

0.41 


fi.flS 


(^.10 
7*70 
13.00 
B.15 
ft.  40 

13.30 
12.10 
12,T0 


II 
J 


AHUOHrA* 


9.89 


3ao 

4,<»S 
2,4« 

i.40 

2.00 
3.10 


*0024 

.oooa 
.ooaa 

.OQOS 
.0000 
.0030 

.WOQ 

.0016 

.0042 

.oofli 


Altiuailnnid;. 


I' 


(Mm 


Od2D 
.0323 
.0384 
.0240 
.0374 
0114 
^0304 
.022!l 

oaTB 

.03«4 

oaao 


.027^ 
.022fl 
.0212 
.03W 
.0874 


I 


,0054 

I 
.00«0 

,0059 

.Oftis 

0140 
00401 


.(»204|.OO2l 
aS24  .0164, 


osao 
.oaio 

ffiE40 


.0141 


0322|.  0243 '.0079 


O.fT 

A.m. 

0.731 
0.94 1 

o.ei! 

0.SO 


.0100 


.QQMl 

.oomj 


.0^00 

.03£0 
.0200  .0000: 

.fiiW.oW 


ILOI 
.Ml 


.oioo.oooal  .11^ 


,m 


til9!.OlAO*.QOV7|    .AT' 


ft.Wt 
2.40 


*aioo 


.^^00 


,0190 


rCl0l3 

.001« 


,733 


,00071  .<?1 


Iron,  -0318.    O4or,  di^Jdedly  i.,»^fAbl«r  *n^  mo.ty  or  mouldy.  ^ The  Hcnp]<»  were  fiotl^iBd  E 

fl»       i!V  '  ^'*'''"  ^'''*'"  ^'"™'  '''^^^'^  *"  W*teru.wn.  and  nbom  4<W  feet  l>*b«  fofl 

Htnpcb  Wof k*.    1  he  polui  .t  wHk'U  Ihe  *iimplei^  i^t^ffl  eglkct^d  li  Id  Uie  tidal  portJoo  a(  Vh»  river,  t» 
tt  donbETuI  if  ttny  uU  water  ever  flo  w*  up  to  Lbke  point. 

Microsmpical  Emminnlion  of  Water  from  Ckarks  Rwcr  abmi  Two  Th^m 
Feel  Mum  Oaicn  Street  Bridge,  WiUerimim. 


[Number 

of  or^sRlNnii 

per  cubic  €Bf^lliaeI^j-.| 

\mz. 

Aug.  Aug. 

Aug.    8«pl 

S*pt, 

&m. 

a*pt. 

Oct, 

Oct. 

Oe*. 

Oct. 

( 

Buy  of  fixttmlnaUoa, . 
Number  (if  BBEaple,    , 

I0S21  10350 

.1 

29 
10^ 

2 
10350 

fi         18  1      22 
109M    11029  111079 

S 

11120 

11152 

16  1      21 

iimjii2i2 

i" 

rLA!n\^. 

N*iVlcu]a.     . 
Synedrn, 

1 

- 

a 

0 
0 

1 

0  [ 

2 

B 
0 

1 

1 
2 

0 

0 

s 

1 
i 

fO 
0 

5 

0 

1 

0 
0 

1 

0| 

B 

■^  1 

0 
1 

0 
0 
0 

0 
4 

1 

^  j 
i 

1 
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CUAnLES  KITEH. 

oseopical  Examination  of  Witter  from  Charla  Biver,  etc.  —  Coachicled. 
[KumWr  of  orgauUmA  pi^r  cubic  oantlmcii^r.] 


im%. 

AUF, 

AOf, 

Aug, 

^pe. 

8cpt 

S«pt 

StpL 

Oct. 

Oct.  \  Oct. 

1 

Oct. 

Ocl. 

- 

- 

44 

0 

lao 

0 

im 

It 

4 

0 
1 

lis 

US 

17f 

0 

1T2 

fi 
1 

Ill 

as 

rla,     .       ,       . 

- 

- 

0 

4 

a 

0 

1 
1 

0 

% 

3 
Q 
0 
0 

0 
D 
0 
0 
D 

S 

0 

3 
0 
0 

1' 

4 
3 

1 

0 
0 

i 

I 
1 

0 
0 

i»¥*,  Zoijgltw,  , 

- 

- 

101 

m 

m 

et    4oa|  ffiE 

l« 

eoa 

seo 

440 

kj.,         .        *        , 

- 

- 

m 

asft 

%n 

17fl 

4U       374 

are 

eee 

aM 

m 

al  Examination  of  Walerfrom  the  Tidal  P^riion  of  Charles  River  at  Various 
Points^  during  High  Waier  of  Neap  Tides,  Aug.  17, 189S. 


AFTE4RA3ICK. 

02»aB« 

AwHoiriA. 

i 

1 

s 

1 
si 

1 

1 

= 
H 

^ 

i 

a 

J 

1 

1 

AlbtunJuDliL 

s 

[►CALITY. 

1 

i^ 

'}- 

^5 

puchwiMii  'Di»llnct. 

Con*,, 

O.S. 

1 

M*m 

.033fl  .0270 

.OOflfl 

37,18 ',0001    .7m 

Avenue,     1 

Bhrotji. 

niuifily       niu*lv., 

1 

Erf«ittolDl»tinct. 

Blight,     io.&o 
Bjirthy 

J^fhy.'        dim 

.0&20  .IIM 

.QS0Z 

.0712 

412.1  .002^1,3335 

1 

0.  BeiieoD  .Stiftit. 

Cou*.,       0,5ft 

DUtlo-t,  I  Faintly 

,07*4  .oaaa 

.028(1 

.040f2 

774.0.0034  1.6800 

mrMt. 

rusty. 

fishy. 1       I#hy 

1          1 

'  ■  *  t «  r  D  leitgbt. 

Slight,     0,18 

Dlitli^cl.  ViniFitb 

,00T2  .OWI 

Mm 

.0384 

1Ufl,$i. 00.10,2.  ISili 

AA^:niia» 

ruaty. 

ft*hy. 

1           1 

i  1  d  i;a 

S%bL     [Sliglit,      0.20 

DUtlucl. 

Faintly 

.orio 

.040i;.02lB 

.01W2 

10&0.0.1H>2S5,im 

^-'ty. 

S      ruBty. 

clum 

1 

1          1 

vard 

Slight.      Sllffhl. 

042 

Flint. 

pjildlly 

mum, 
F«iinlly 

.OTTO 

.0270,0196 

.0074  ;  1472. 5  .0038  3.l4n 

1          ' 

.dff« 

V>«Pght.SII|fht. 

0.08 

FtdDt, 

.0760 

.Oi^.OlOB 

.02112'  MM. Oi.00a7  2*4 ttte 

1 

iiniPty„ 

ii       1      1 

—  .  .-I.*  . 

V.ftUglit.  SLlgbt. 

kj.io 

Faint. 

.0810 

.0330 

,O2O0i.013*J  147S,fll.0O2fl2.Waa 

f 

fJ1(i*(f'UlB. 

1          I.            1          1 

^  I-  V  a  r  d 

7,  iUght.  Blight. 

0.08 

V,  faint    Fiiinu 

.omn 

.029tt 

.iJlT0':.012fl  IflaO.O  .«l0272.Bffli2 

SrSd««v 

\ 

or  nontf.l 

i 

?*    Bontati 

r.  #Hgllt.,V,ilif  ht. 

0.04 

Xcme, 

\^  tjilnl 

.0320 

.0164 

,01381.0050 

im,IJ-0Ol6  2.WM 

6ridft«, 

i 

fir  noDO. 

j 

1 

fttlvU'i 

V.iUptit.  V.iUgU 

U.04 

Xone. 

STcinc, 

.0232    0138 

,  OO&S' .  0Q4«  1 T  37 .  U  .  D012  3 .  1574 

Bridii*, 

1 

1          1 

hBfItt  RIv. 

V.fllgbl.iV..Ufbt. 

a.  01 

Faint, 

Faint. 

.0224.0114 

,mm  .mm  1747.0  .tnwT a. aioa 

BrM^. 

1 

1    mufltf.l                J 

t        V          1        1 
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CHARLES  RIVER. 

Chemical  Examination  of  Water  Jrom  the  Tidal  Portion  of  Charles  Rivei 
Various  Points,  during  Low  Water  of  Neap  Tides,  Aug,  1 7, 1893. 

[ParU  per  100,000.] 


"~~~~ 

LOCALITY. 

Appbakamck. 

i                 OOOB. 

AMMOVIA.                 I 

1    f. 

s 

1 

1 

i 

i 

i 

Albuminoid.      | 

2z 

i 
§ 

1 

1 

X' 

•        c 

J3        ,'   — 

^ 

H 

00 

1    ^ 

a 

fc         H 

Q 

"  1 

a    |« 

10822  Beech  wood 

. 

. 

. 

. 

-1 

-1- 

1      Aveuue. 

1'        1 

10823,  Opposite 

Decided. 

Cons. 

o.»o 

Decided, 

Decided., 

.0016 

.0640 

.0336 

.0304    1O.8O.O0M 
.0574     22.12.0003 

.0544,1  4S4.3.OJ30 

Isiaiids. 

1     musty. 

muMty.' 

108-24 

No.  BcacoD 

Distinct. 

Cons., 

0.05  Decided. 

DiBlinct, 

.0120 

.0848 

.0274 

Street. 

dark. 

|l     musty. 

musty. 

1082& 

Western 

Distinct. 

Slight, 

0.45  DUtinct, 

Decided,! 

.0480 

.0834 

.0290 

Avenue. 

brown. 

l!  peculiar. 
0.40,Dli.iinci, 

fishy. 

. 

10826!  Cambridge 

Distinct. 

Cons, 

Decided. 

.0576 

.0060 

.0296 

.0664'    4O8.7,.0028 

Cemetery. 

brown. 

peculiar. 
0.40  Faint, 

peculiar. 
Distinct, 

i             1 

10827 

No.  Harvard 

Distinct. 

Slight. 

.0736 

.1424 

.0404 

.10201    634.5,.003J 

Street. 

1  r)eculiar. 
0.35|!  Faint, 

peculiar 
Distinct, 

i 

10828' Cambridge 

Distinct. 

Slight. 

.0702 

.0798 

.0294 

.06041    788.5.0042 

Street. 

1  peculiar. 
0.20|  Faint. 

peculiar. 

1' 

10820;  Essex  St.,   . 

Slight. 

Slight. 

"-££';: 

.0774 

.03U2 

.0240 

.0152!' 1198.5  .0040 

1  peculiar. 
0.15j  Faint. 

1 

10830 

n  arvard 

Slight. 

Slight, 

Faint. 

.0658 

.0286 

.0-J('^  .0078|  11432.5  .0035 

1 

Bridge. 

earthy. 

10831 

W.  Boston 

Slight. 

Slight. 

0.15.,  V.  faint 
|l  or  none. 

V.  faint 

.0670 

.0230 

.0170.0000  1547.5.0034 

Bridge. 

or  none 

1 

10832 

Craigie*s 
Bridge. 

Slight. 

Slight. 

0.10  None. 

V.  faint 
or  none. 

.0670 

.0202 

.0160 

.0042|<  1554.0 

■*•" 

10833  Charles  Riv. 

Slight. 

Slight. 

0.05  None. 

None. 

.0578 

.0166 

.0142 

.0024  1612.0 

.0044 

Bridge. 

1 

Deerfield  River. 

Chemical  Examination  of  Water  from  the  Deerfield  River  above  Shelbume  F 

[Parts  per  100,000.] 


1 

Appbasanok. 

Rrsiduk  dm 
Evapora- 
tion. 

Ammoxia. 

_|_ 

.04  1 

.10  I 

.06; 

.07  1 

NlTROOBV 
At 

^ 

^ 

H 

«2 

1 

1 

1 

Alt 

)uniln 

5 

>ld. 

g 

i 

Si 
ST. 

c 

I 

1 

10951 
11179 
11544 

1803. 

Sept.  1 

Oct.  12 
Dec.  26 

Slight. 
None. 
Distinct. 

Slight. 
V.  slight. 
Heavy. 

0.93 
0.50| 
0.35 

3.45 
8.20 
2.90 

1.70 
1.35 
1.50 

1 

'.0000 
.0000 
.0006 

.0002 

.0138 
.0112 
.0180 

.0143 

.0122 
.0090 
.0116 

1 

.0016 
.00221 
.0064 1 

1    i 

.0050.0000 

1          1 
.0000.0000 

.0100.. 0001' 

.88 

.59 
.57 

Av. 



0.59| 

8.18 

1.52 

.0109  -Offiu! 

.0050  .0000  '.fl& 

II 

i 

Iron,  .0092.    Odor,  faintly  vegetable. The  samples  were  collected  froai  the  river  about 

above  the  bridge  in  the  village  of  Shelburne  Falls. 


Microscopical  Examination, 

Average  number  of  organisms,  82  per  cubic  centimeter. 
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HOUS ATOXIC  lUVEU. 


HousATOXic  River. 


rular  monthly  examinations  of  the  water  of  this  river  were 
from  March  to  the  end  of  the  year  with  a  view  to  determining 
:tent  to  which  the  river  is  polluted  by  the  sewage  of  the  city 
ttsfield  and  other  places  upon  its  watershed.  The  samples 
collected  at  New  Leno.x,  which  is  distant  about  3.9  miles 
3  river  below  the  place  where  the  sewage  of  Pittsfield  is  dis- 
sd  into  the  stream.  The  drainage  area  of  the  river  at  New 
I  is  145.6  square  miles,  and  the  population  on  this  area,  by 
ensus  of  1890,  was  23,300,  equivalent  to  a  population  of  160 
quare  mile.  Of  the  total  population,  17,281  were  in  the  city 
tsfield. 


vemical  Examinatton  of  Water  from  the  Housatonic  River  at  New  Lenox, 

[Parts  per  100,000.] 


1 

1 

Appbaravcb. 

Kkhidub  on 

EVAPOKA- 
TIOM. 

AmcoMiA. 

6 

c 

.10 

■»! 

.16 
.21 
.18 
.19 
.14 
.17 
.19 
.10 

.16 

1 

NiTROOBM 
AS 

s 

1 

1 

1 

§1 

r 

1 

Albuminoid.     | 

i 
1 

3 

s 

o 
2 

5 

H 

1 
1 

5 

1 

S03. 

nr.27 

pr.27 
ay  81 
one  29 
aly26 
ug.28 
«pt.20 
)ct.  17 
3'ov.'i3 
)cc.26 

Distinct, 
1     ciiiyey. 
Slight. 

1  Slight. 

Distinct. 

Distinct, 
nillky. 
Slight. 

Slight. 

Slight. 

Distinct. 

Decided. 

Cons., 

earthy. 
Cons. 

Cons. 

Slight. 

Oonp., 

dark. 
Slight. 

Slight. 

Slight. 

Cons. 

Heavy. 

0.25 
0.15 
0.20 

0.20 

1 

0.20 
0.55 
0.40 
0.55 
0.2.3 
0.25 

5.05 
7.80 
10.25 
10.55 
12.40 

u.eo 

11.10 

' 11.15 

10.25 

6.60 

1.00 
2.05 
2.25 
2.16 
2.70 
3.10 
2.70 
2.65 
1.45 
1.55 

.0044 
.0052 
.0022 
.0080 
.0078 
.0162 
.0060 
.0056 
'.0008 
.0014 

.0190 
.0114 
.0122 
.0196 
.0238 
.0202 
.0186 
.0206 
.0126 
.0162 

.0142 
.0098 
.0098 
.0142 
.0172 
.0172 
.0166 
.0162 
.0092 
.0094 

.0134 

.0048 

.0010' 
.0024 

.0054 

1 
.0066 

.0030 

1 

.0020. 

.0044 

.0034 

.0068 

.0040 

.0200 
.0180 
.0200 
.0200 
.0120 
.0230 
.0120 
.0100 
.0200 
.0200 

.0002 
.0001 
.0002 
.0005 
.0020 
.0067 
.0030 
.0004 
.0004 

.0001 

1 

.3504 
.3467 
.3000 
.4305 
.2960 
.7189 
.4346 

.6282 

1 

.4242 
.3503 

.4180 

... 

5.« 
T.6 

1  8.1 

.  8.3 

8.6 

!::; 

4.3 

O.dO 

9.73 

2.21 

,          1 
.0058  -0171 

.0175'. 0014 

7.0 

1 

1 

1 

1 

»n,  .0140.    Odor,  generally  decidedly  mouldy  or  musty,  rarely  none. The  samples  were  col- 

from  the  river. 
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HOUSATONIC  RIVER. 

MieroMcopical  Exrtmintition  of  Water  from  Uit  MQu$(donic  Mii^r  mi  ^ew  Jkm 
[Kumber  of  orgnolBma  per  c^uble  oontlmeLQi-.] 


1S»8* 


Mar- 


Apr.    JQDC. 


juir. 


Jotj. 


StvU 


Oot 


Dmy  of  eiamlnntlon, 
Number  af  «Bmpl«( 


DiatomacesQ, 


Frayilurla, 
Melon]  rn, 


Alff59,  . 


ProtococcDt,  < 


Fungi, 


CrenotbriJt, 
Moid*,     . 


0 
0 


pr. 


1 

4 


t! 


94 

0 


HO 


BIO 


t  S 

0  0 

0  0 

0  0 

1  0 
1  3 

0  0 

0  0 

0  0 


tflO 


164 
0 


n 


IDfi 
10« 


2Q 

41  I 
ft 

a' 


AKTMALe. 

Bliiiiopoda.  DimuKijir 

Inftieorla, 

Ciliated  IcifUflcrlniii 
DluobryoD,     . 

Momi«,    * 
raraEnmciuin, 
rerldlnlum,     .        « 
TtDituDldlurDi 


a 

1 
(I 
pr. 
0 
0 
D 


IS 

0 
8 

0 
0 


Mi^ceMane^UMt  Zdoglmdi 


re 


lie 


II 


Total t 


82 


04  I    BOO 


se4 


ITl 


m 


199 


14T 


Merroiack  Riveh, 

The  usual  motithly  examinations  of  the  water  of  this  river  oppoi^i 
the  intakca  of  tho  Lowell  and  the  Lawrence  Water  Works  have  be 
continued  during  1893,  the  detailed  results  of  which  may  be  foui 
on  pages  181  and  193  of  this  volutne.  A  coniparisoo  of  the  analy? 
made  at  these  two  places  during  the  year  is  given  in  the  folio wii 
table :  — 
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MERRIMACK  RIVER. 

comparing  the  Analyses  above  Lowell  with  those  above  Lamrence,  1893. 

[Parte  per  100,000.] 


, 

Kkbiddr  cm 

£VA1*0  RA- 
TION 

Ammonia. 

, 

KITKOOXN 
A8 

H 

i 

1 

1 

Albnmlnold. 

1 

1 

« 

1 

r^ 

1 

r  detennioatioDS  com- 

12 
0.88 
0.42 
0.09 

12 

12 

12 

12 

12 

12 

12 

12 

12 

12 

lalyaea  above  Lowell, 
nalyaes  above  Law- 

8.80 
3.86 

1.18 
1.48 

.0026 
.0067 

.0149 
.0181 

.0120 
.0141 

.0029 
.0040 

.167 
.202 

.0088 
.0081 

.0001 
.0002 

1.1 
1.1 

ee,       .        .       .        . 

0.47 

0.30 

.0081 

.0032 

.0021 

.0011 

.086 

.0002* 

.0001 

1  0.0 

rder  to  compare  these  results  with  similar  ones  obtained  in 
as  years,  another  table  is  presented,  which  contains  the  in- 
in  impurities  as  the  water  passes  from  a  point  above  Lowell 
rencc,  us  given  in  the  last  line  of  the  above  table,  and  the 
)onding  increase  in  previous  years  :  — 

5  in  the  Amount  of  Impurities  in  the  MerHmack  River  Water,  from  a  Point 

s  Lowell  to  Lawrence,  as  determined  by  the  Regular  Monthly  Examinations 

ifferent  Years, 

[Parts  per  100,000.] 


, 

RE8IDUB  ON    , 
EVAPORA-       i 
TION. 

Ammonia. 

1 

KiTROOBH 
AS 

3 

1 

Albaminoid. 

1 

»5 

i 

ATE. 

1 

IS 

a  * 

00 

i 

1 

1887-1889,      . 

0.01 

0.23 

0.09 

.0007 

.0027 

.0017 

.0009 

.026 

.0003* 

.0000 

- 

1890,       .        . 

0.06 

0.62 

0.22* 

.0016 

.0023 

.0017 

.0006 

.028 

.0020* 

.0000 

0.2 

1801,       . 

0.02* 

0.29 

0.07 

.0021 

.0023 

.0021 

.0002 

.086 

.0030* 

.0000 

0.1 

1802,       . 

0.06 

0.48 

0.12 

.0019 

.0037 

.0037 

.0000 

.039 

.OOIP.* 

.0000 

0.0 

1383,       .        . 

0.09 

0.47 

0.80 

.0081 

.0032 

.0021 

.0011 

.036 

.0002* 

.0001 

0.0 

Terage  flow  of  the  river  at  Lawrence,  per  twenty-four  honrs,  during  the  days  on  which  samples 
ected,  was  for  the  above  periods,  respectively,  at  the  rate  of  9,146,  9,948,  7,931,  6,433,  and 
c  feet  per  second. 


*  Decrease. 
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NASHUA  RIVER. 


Nashua  Eiver. 


Chemical  Examination  of  Water  from  the  North  Branch  of  the  Nashua  L 

below  Fitchburg, 

[Parts  per  100,000.] 


1 
1 

1 

"5 

s 

Appkakamcx. 

Kksidcb  0» 

EVAPORA- 
T10>f. 

AxxonA. 

i 

NlTBOGKX 
AS 

•c 

1 

j 

2. 

. 

ii 

1 

Albuminoid.     | 

1 

1 

1 
2; 

i 

1 

1 
1 

s 

.  1 
•1  ' 

£ 

1 

c 

9010 

.....  1 

Jan.  231 

Decided. 

Cons, 

0.40 

12.00 

8.00 

.1088 

.0408 

.0400 

.0008 

1.10  .0160.0012 

! 

l.l 

10040 

Feb.  27  .Decided. 

gray. 
Cons., 

0.40 

8.70 

1.80 

.0300 

.0380 

.0210  .0170 

1.80  i.0200'. 0012 

.7 

10150 

Mar.20i  Decided. 

gray. 
Cons., 

0.88 

3.00 

1.65 

.0006 

.0242 

.0182.0110 

.32  .0100  .0001 

.3 

10313 

Apr.25  1  Dlstlnot, 

gray. 
Cons., 

0.40 

4.45 

1.55 

.0116 

.0242 

.0176 

.0066 

.28 '.0100. 0004 

1  .& 

1 

10436 

10634 

10683 
10882 

May  22 

JnnelO 

July  10 
Aug.23, 

Distinct. 

Decided, 

milky. 

Distinct. 

,  Decided. 

gray. 
Cons., 
floc*nt, 
librous. 
Heavy, 

brown. 
C<»ns. 
Heavy, 

brown. 
Cons. 
Cons., 

0.60 

0.60 

0.50 
1.00 

4.15 

7.26 

8.75 
10.00 

1.60 

1.85 

2.10 
3.30 

.0-280 

.0620 

.0030 
.0102 

.0246 

.0336 

.0388 
.0120 

.0200 

.0264 

.0326 
.0070 

.0046 

.0072 

.0062 
.OOoO 

.28 

.73 

.02 
.87 

.0260 

.0070 

.0030 
.0100 

.0003 

.0013 

.0100 
.0030 

1105o' Sept.  lo'  Decided. 
11204;  Oct.  16  1  Distinct. 

0.70 
0.80 

6.50 
7.00 

2.86 
2.40 

.0422 
.0080 

.0408 
.0730 

.0256 
.0640 

.0152 
.0100 

1  .62 
1  .72 

.0000 
1.0200 

1 

.0021 
.0009 

.5 

i  -8 

11376  Nov.  23 

Decided. 

gray. 
Heavy, 

0.60 

8.60 

2.30 

.0320 

.0450 

.028o'.0170 

'.0090 

.0000 

I.O 

1150o'  Dec.  18 

1 

Decided. 

gray. 
Cons., 
gray. 

0.50 

5.66 

2.70 

.0240 

.0274 

.0228.0046 

.48 

Looso 

.0001 

|.6 

Av..' 

0.57 

7.46 

2.,, 

j.0461 

.0360 

.0257^-0103 

.60 

1 

.011^ 

.oois 

^ 

1 

Iron,  .0357.    Odor,  ronsty  or  offensive. The  samples  were  collected  from  the  river  about 

mile  below  the  point  where  water  from  the  tail-race  of  the  Falulah  Paper  Company  enters  the  s 


Microscopical  Examination  of  Water  from  the  North  Branch  of  the  Nashua  1 

below  Fitchburg. 

[Number  of  organisms  per  cubic  centimeter.] 


1803. 

Jan. 

reb. 

Mar. 

Apr. 

May. 

Jane.  1  July. 

Aug. 

Sept 

Oct 

Nov. 

Day  of  examination, 
Number  of  sample,   . 

26 
0010 

28 
10040 

23 
10160 

26 
10318 

24 

10436 

21 
10534 

21 
10683 

26 
10882 

20 
11050 

17 
11204 

24 
11376 

PLANTS. 

DiatomaceaB, 

Asterlonella, 
Cyclotella,   . 
Goraphonema, 
Melusira,      . 
Pinnularia,  . 
Synedra, 
Tabellaria,  . 

0 
0 
0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 
0 
0 

0 
0 
0 
0 
0 
0 
0 
0 

9 

I 

0 
0 

7 

1 

85 
4 
0 
0 
8 
0 

20 
8 

11 
0 

1 
0 
0 
0 
8 
2 

3 

0 

1 

0 
0 
0 
2 
0 

80 
0 
20 
10 
10 
10 
10 
0 

13 
0 
0 
0 

13 

I 

0 

8 
0 
0 
0 
0 
0 
0 
0 

<0 
0 
0 
0 
0 
0 
2 

18 
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NASirtTA  BITER, 
oqp£pal  Examination  of  Waltrfrom  the  North  Branth  of  the  Na^shna  River t 
btiow  Fitcht^iirg  —  Coucltitk^tK 

[NuBiher  of  argasUrn*  per  cnUk  cet}tim<sler.J 
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0 
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0 
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a 
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0 

SB 
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0 

« 

0 
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S 
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ft 

S 
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a 
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1 

0 

nrom,  Z(HJ^1it3i»,  . 

0 

1,M4  1J31 

tDO 

« 

m\  m^A,m'^  too 

tea 

296 

ito 

ki^        ,          .        ,   1      • 

1 

218 

Uoss 

34fi 

HT    i,&40 

uo 

3X3 

834 

2fil 

*  Am&rplioui  maU«r  very  nbmtijtiit. 

«/  Examin^ion  of  W^er  from  the  South  Branch  of  the  Nashua  Bivtr 

ml  Clinton. 

[Pfctts  per  lOOiOOOJ 


i 

A^uv^arci, 
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EVAFOIIA- 
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KitJiugair 
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O 

f 

i 

j 

1 

1 
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1 
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^ 

% 

-1 
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1 
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3^ 
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«3. 

V.ilifUt. 
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0.15 

B.40 
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.0090 

.0001 
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I.  10 
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giifbt. 
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1          j 
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.30  1 

.OOOft 
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.2233 
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1,D0 
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.om  om. 0030 
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.OOTrt 

.0003  .7304 

^  & 

SHght. 

V-ilifht. 

Qm 

3.9fi 

1.&0 

.O«0fl 

.oiSiLoiJ.ooao 

.2a  1 

.oow 

.0000  .MTi 

0.11 

8.W 

1.4S 

.ooiw 

01£fi    nfitn    iwvM 

.2S 

.0020 

AAA|    ,     MWtQ 

1 

.OODlj 

..^ 

.0094.    Odor,  Tegi'tftt)ie. The  uiniplei  wep*  collected  from  ibe  Hvcr  above  ibo  dim  of  tbe 

r  U^oitlafturliif  Compitijf. 

Microscopical  Exnminfitio7i, 

ag«  tiumWr  ^r  (srifAQlimi,  BT  per  cubic  cenUmeier. 
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HASHUA 

RUTBR. 

Cheynkal  Ezamination 

of  Water  from  (he  Quinepoasel  Biver  in  Holdm. 

iPampeTlOO.OOO.] 
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Iron,  .012§.    Of1or»  vfigetuble-- 


—  Tb*  mamplw  were  colleotpd  from  Lbi$  r|TBf»t8ml«to'i  Wooto  Jil 


Microscopical  Examination. 

The  itT^ngie  ttunibet  ot  otgl»iiiaiit«»  per  cublo  ocQllrDvler,  fmmd  i^  thi»«  AAmj^tsi  wu  110;  ihe  ftiai 
evl  number  prmunt  Is  ^y  Mtspk  i^m  24T,  und  tha  imtULofll  otimb«ri  7S. 


CAc^Tucrt^  Examination  of  Water  from  the  Siillwaier  Biver  in  Sierling. 

t  Parti  per  100,000,] 
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«O00O  .0001 

.«»T 

« 

AV'. 

1 

0.50 

S.45 

l.QS 

.0000  -HUT 

01^  -rvHi 
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.■)........ 

1 

Iron  I  .OOSS.    Odor,  of  lh«  flrsi:  aumpti!,  none,  btiefuiiding  fiilDil]^  v?g?t«b9e  on  befttlagr;  af  tbe  rvAftU 

Ing  «iLiripk#g  dl4tl»ct!y  v^^^titylt,  uncbiiogod  bj  bciBtibif. The  finmplci  wen?  colleettd  Ifoia  Uw  rlvi 

m  a  bigbwfty  hild^c  itbuut  one  mile  i^lxrTia  ^be  llnt^  bciwetn  Bterllug  nnd  Wett  Ooylatoti. 

Micrmmpital  Examination, 

Aviirago  nambct'  off^rgaQtiint,  119  per  cat»to  ceatLmeter, 
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QXJINEBAUG  BIVEB. 
QUINEBAUG   RiTER. 

Examination  of  WaUr  from  the  Quinebaug  River  at  Southbridge, 

[Peru  per  100.000.] 


1 

Appiurahcb. 

KB8IDUS  ON 

£▼▲1*0  KA- 

TIOM. 

Ammonia. 

6 

NITROOKN 
AS 

1 

JS 
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1 

I 

r 
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Albominold.     | 

i 
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I 

1 
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5^ 
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pt.l6 
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Slight. 

0.28 

3.56 

1.26 

.0000 

.0100 

.013S 

.0022 

.24 

.ooso 

.0001 

.3822 

1.1 

,  .0280     Odor,  none. The  sample  was  collected  from  the  river  Just  above  the  Litchfield 

Company**  dam  at  Shattlevllle,  at  a  time  when  the  water  in  the  river  was  very  low.  The  dam 
the  aample  waa  collected  ta  located  about  one  and  one-half  miles  above  the  main  village  of 
idge. 

Microscopical  Examination, 

omaoeae,  AiUrUmeUa,  2;  Katiculat  6;  Synedra,  4;   Tabellaria,  1.    Algae,  Protococcut,  12. 
JrtnotArix,  112.    Mlsoellaoeoas,  ZoOglaa,  11.    Total,  147. 


Shawsheen  River. 
\emiccU  Examination  of  Water  from  the  Shawsheen  River  at  Bedford, 

[Parts  per  100,000.] 


' 

Afpbabancb. 

Bbsidue  on 

EVAPOBA- 
TION. 

Ammonia. 
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Slight. 
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.0040 

.58 
.00 

.0000 
.0070 

.0000 
.0003 

1.4080  2.3 

1 
1.6480  2.2 

I  in  the  first  sample,  .0180;  in  the  second,  .0110.    Odor,  distinctly  vegetable  and  sweetish. 

t  sample  was  collected  from  the  river  above  the  point  where  it  is  Joined  by  Vine  Brook ;  the  last 
From  the  river  about  a  quarter  of  a  mile  below  the  mouth  of  Vine  Brook.  These  samples  were 
1  in  the  vicinity  of  the  upper  end  of  a  proposed  storage  reservoir  surveyed  by  the  city  of  Boston 


Microscopical  Examination, 

I  total  number  of  organisms  per  cubic  centimeter  found  In  the  first  sample  was  155,  consisting 
of  Crenothrix  and  Zodglota;  in  the  last  sample  830  organisms  were  found,  nearly  all  of  which 
tnothrix. 
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SHAWSHEEX  RIVER, 

Chemical  Examinaiion  of  Water  from  the  BhawBfittn  Mimr  at  Wfimin^tm. 

[FurUperlOOjGOO,] 
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1 

Iroa,  ,QOdO.    Odor,  falnftj  Tegel&lirv,  bccDmlng  ■iTonger  od  beatfog^ Tbe  lunpU  ▼»•  eollfeie 

BllltftlcA,  fit  tbfi  lucniiuti  of  the  dAm  of  a  ptoposenj  atQmfc  r^eerrijlr. 


Microscopical  Exfrmination* 

Total  DTlnibar  of  or^alimi,  IT  per  coble  cetillmelsl'. 


Chemical  Exafmnation  of  WtUer  from  the  Shaw$hc€n  Biver  oC  Nortk 
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IroD,  .013S.    Odor,  dlfltloctl^  vegeUbl»  »Dd  gro«Bf  .^ Tk&  Aftmpi#  vm  coU&otsd  fratn  tin  rtltr  i 

ibort  dUtanM  cbove  It  a  matttb* 

Mii^rosmpic(il  Exaniinaiiojh 

JHAtamactmt  Titbit (^Hut  I*    F an gi^  CrtrrtoihrUt  *00.   lufniorlA,  J^qajf  S,    &[)«cfttlmoftODti  2^j^^ 
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STONY  BHOOK. 


Stony  Brook. 


ai  Examin^ion  of  Water  from  Stony  Brook  at  Inlet  to  the  New  ConduU 

at  Eoxbur^. 

[Parti  per  100|000.] 
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SIliTbt. 
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.^00 
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^0^137.   Odor  of  the  llr«t  flatopk^  dedd4"dl>*  Teg^lftbls  autl  mnttldy;  of  tb£>  liiBt/fiiljitJy  rp^et&ble. 
lAisptes  w4Te  colJleat^d  frum  tbje  br^ak  ut  the  gale-bauie  at  tlie  eotrMice  lo  Lbe  tiisw  cotiiliili  At 

Microscopical  Examination. 

10921.      DldtojuMeiP,  Cychieifa,  30;    Ufa/oma*  34;    A'ydcw^rt,  4;   5^awffl/i<f|i,  3;   Stfitf^r^t  1. 

rm*>thri^,  S3.     MlicellaneouAr  Eo^gttMa,  40.    TotAi,  200. 

mm.     AlpiE,  Secfi^^ir^finu^,  1;    Fuagip  Crenot^riPt  0;    Moids^  3.     lnfu*ork,  /'eHt/Jrt^Mm,  1. 

^Ui,  2m£r/cv£f,  24.    Total,  40, 


Taunton  Ritee<        i 

ular  moDthly  cxaminatiotis  of  the  Taunton  River  above  Taun- 
ve  been  made  as  in  previous  years,  and  the  resuUts  are  printed 
Dection  with  analyses  of  water  of  the  Taunton  wat<?r  supply  on 
f96.  In  the  following  table  analyses  are  given  of  the  water  of 
iver,  a  tributary  of  the  Taunton,  near  its  mouth.  The  sewage 
artion  of  the  city  of  Taunton  is  discharged  into  this  river. 

Chemical  Examirmtion  of  Water  fro77i  the  Mill  River  al  Ihunlon, 

[P*rta  ptr  IW.OOO.] 


i 

AfrA4K4liCJI. 

ilRfllDDK  OH 

AunoittA, 

.S4 

XlTROQKll 
AS 

j 

M 

1 

^ 

1 

1 

4i 

1 

AlbumlnQld. 

!  ^ 

1 
>3 

5 

1 

i  ji 

1 

ffS. 

»-20 
JtS3 

TiUtinci. 
Dlittact. 

Cona. 
Cant. 

iS 

•A 

fl,20 
6. SO 
«.70 

2.06 
2-4S 

.(WW 
.OO&O 
.1120 

.0320 

.oa24 

.0280.0172' 
. 02381. OOSB, 
.0J6&.O00flj 

1 

.DWO 

.0120 

1 

.0002 
.0013 

1 
.OOOB 

i 

.flBOSl.S 
l.ftftMl.O 

B.6T 

2.n 

.mi 

.B3T1    '*'^'*'l  funfl 

go       JTflttT 

gAAi  1    « 

1 

■*"n 

.    Odorcrf  the  Hi  rat  «iim  pie,  decidedly-  diusty^  of  tho' frpoondj  dvcUlHJly  vtffaiJibC«t,  tiec^om- 
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TAUNTON  RIVER. 

Microscopical  Examination  of  Water  from  the  Mill  River  at  Taunton, 

[Number  of  organlsiiM  per  cubic  centimeter.] 


Day  of  ezaminatloD, .       .       .       • 
Namber  of  sAmple,    .       .       .       . 

PLANTS. 
Dlatomaceeo,      .      .      .      . 

Fragllaria 

Bvnedra 

Tabellarla, 

CyanophyceaB,  OscUlaria, 

AlfireOf  Protococcaa, 

Fungrif  Crenothrix, 

ANIB£ALS. 
Rhlzopoda,  Aroella,    . 

Infusoria, 

Encvsted  Protozoa,     . 

Euglena, 

MoDaa, 

Perldinlam, 

Vortioella, 

Vermes,  Rotifer 

MUcellaneouit  ZoOgloea,   . 

Total, 
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920 


1,014 


Aug. 


81 
10918 


164 


108 
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110 


Ware  River. 
Chemical  Examination  of  Water  from  Ware  River  at  Cold  Brook  Station,  1 

[Parts  per  100,000  ] 
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.0003 
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.0036 
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j.VWW 

Iron,  .0160.    Odor,  vegetable. The  samples  were  collected  from  the  river  at  the  railroad 

near  Cold  Brook  station,  in  the  southeasterly  part  of  the  town  of  Barre. 


Microscopical  Examination, 

Average  number  of  organisms,  68  per  cubic  centimeter. 
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SUMMARY  OF  WATER  SUPPLY  STATISTICS. 


the  end  of  1893  the  State  coDtained  30  cities  and  322  towns, 
awns  of  Medford  and  Everett  became  cities  on  Jan.  2,  1893, 
iaasing  the  change  in  the  number  of  cities  and  towns  since  the 
)us  year. 

lublic  water  supply  was  introduced  during  this  year  for  the 
ime  into  the  towns  of  Chester,  North  Brookfield  and  Province- 
increasing  the  number  of  places  supplied  to  146.  In  addition 
new  supplies  for  the  places  named  above,  new  sources  have 
substituted  for  old  ones  in  Attleborough,  Chicopee,  Easthamp- 
)range  and  Taunton.  In  many  other  places  additional  works 
s  importance  have  been  constructed  to  increase  the  capacity 
)  sources  of  supply. 

has  been  found  by  experience  that  there  is  unusual  danger 
water  is  taken  directly  from  a  running  stream  into  which 
;e  is  discharged,  and  it  is  therefore  worthy  of  note  that  of  the 
\  constructed  during  the  year  those  at  Taunton,  Chicopee  and 
fe  were  built  for  the  purpose  of  abandoning  the  use  of  polluted 
as  as  sources  of  supply,  while  at  Lawrence,  although  the  Mer- 
k  River  is  still  used  as  a  source,  the  whole  of  the  water  used  is 
d  through  a  filter  having  an  area  of  two  and  one-half  acres  to 
'e  the  disease  germs  which  may  be  in  the  river  water. 
Lowell  new  works  for  taking  water  from  the  ground  have  been 
■ucted,  which  furnish  a  portion  of  the  supply  of  the  city,  but 
•eater  portion  still  comes  from  the  Merrimack  River. 
3  following  table  gives  a  classification,  by  population,  of  cities 
owns  having  and  not  having  public  water  supplies  Dec.  31, 
The  populations  are  taken  from  the  census  of  1890 :  — 
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From  the  totals  given  in  the  table  it  will  be  seen  that,  alth 
but  forty-one  per  cent,  of  the  cities  and  towns  in  the  State  ha 
public  water  supply,  yet  the  total  population  of  places  sup 
represents  87.1  per  cent,  of  the  whole  population  of  the  State, 
this  estimate  of  the  total  population  of  municipalities  supplied  f 
the  inhabitants  in  them  are  included,  and  it  consequently  inc 
rather  more  than  the  actual  number  of  persons  to  whom  a  p 
water  supply  is  available;  the  difference,  however,  is  not  1 
There  are  now  but  6  towns  having,  by  the  census  of  1890,  a  j 
lation  exceeding  4,000,  which  are  not  provided  with  a  public ' 
supply.     These  are  given  in  the  following  table  :  — 


BlackatoDO, 
Ipswich,*  . 
MUlbary,    . 


PopnlatlOD  In 
1890. 


6,1S8 
4,439 
4.428 


Towns. 


WlDchendon, 

Rockport,* 

BarosUble, 


Popal 
11 


*  Works  for  the  supply  of  Ipswich  and  Rockport  were  began  in  18M. 

In  the  following  table  the  various  water  supplies  are  clas 
according  to  the  dates  when  a  fairly  complete  system  of  suppl; 
first  introduced  into  a  city  or  town  :  — 


Ybabs. 

Number  or 

Places 

SuppUed. 

Previoue  to  1850,        .... 
1860-1859,  Inclusive,  .... 
1860-1869,  inclusive,  .... 

1870-1879,  inclusive 

1880-1889,  inclasive 

1890 

0 
4 

10 
44 

68 
6 

Teaks. 


1891,  . 

1892,  . 

1893,  . 

Total, 


F 

So] 


Of  the  30  cities  in  the  Commonwealth,  28,  having  a  total  popu 
in  1890  of  1,355,849,  own  their  water  works ;  while  2,  having  j 
population  of  38,598,  are  wholly  supplied  by  private  companies 
the  116  towns  having  public  water  supplies,  69,*  with  a  total 
lation  of  360,260,  are  supplied  from  their  own  works,  while  47 
a  total  population  of  194,748,  are  supplied  by  private  comp 
The  total  population  in  both  cities  and  towns  owning  their  wo 
1,716,109,  against  233,346  in  those  supplied  by  private  comp 

The  following  table  gives  statistics  with  regard  to  the  consua 
of  water  in  many  of  the  cities  and  towns  in  this  State.     The 
lations  for  1893,  as  given  in  the  table,  were  obtained  in  a  som 

*  The  figures  in  this  paragraph  differ  somewhat  from  corresponding  figures  on  page  5,  < 
information  received  after  the  first  figures  were  piinted  that  the  control  of  water  works  in  ii 
had  passed  from  private  companies  to  the  public  authorities. 
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iry  mamier  by  adding  three-fifths  of  the  increase  in  populiUion 
885  to  1890  to  the  populatioo  as  determined  by  the  census 
ID  the  latter  year-  The  daily  cousumptioo  per  inhabifaM^ 
Bd  by  dividing  the  average  daily  ccHiBumption  by  the  total 
ition  of  the  city  or  town  iq  1893,  is  less  than  the  amount  per 
iei\  because  there  are  some  in  nil  cities  and  towns  who  do  not 
e  public  water  supply.  This  difference  between  the  number 
diitants  and  consumers  accounts,  to  a  large  extent,  for  the  low 
»er  inhabitant,  in  some  towns  where  works  have  been  in  oper- 
}nly  a  short  time,  and  in  consequence  water  has  not  been  gen- 
introduced  ;  also,  in  towns  where  there  are  villages  to  which 
iblic  water  supply  has  not  been  extended;  hut,  after  making 
;  allowance  for  the  varying  proportion  of  water  takers,  there 
a  very  great  diSlerence  in  the  amount  of  water  used  per  per- 
different  places,  which  it  is  very  difficult  to  account  for. 

Wc4  relating  to  the  Conmimption  of  Waler  in  Various  dtk^  and  Towns. 
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Rainfall. 

The  rainfall  for  the  year  1893  was  0.56  inches  in  excess  o 
normal,  but  was  very  unevenly  distributed.  The  greatest  exce 
rainfall  occurred  in  February,  May  and  December,  while  there 
a  deficiency  in  all  the  summer  and  autumn  months  with  the  excej 
of  August,  in  which  there  was  a  slight  excess.  The  effect  o 
distribution  was  to  cause  a  very  high  flow  in  the  streams  ii 
spring  months  and  a  very  low  flow  in  the  summer  and  autumn. 

The  average  annual  rainfall  *  in  Massachusetts,  as  deduced 
long-continued  ob^ei^vations  in  various  parts  of  the  State,  is  ^ 
inches.     In  the  following  table  is  given  the  normal  rainfall  for 
month  in  the  year,  the  rainfall  for  each  month  in  1893  an( 
departures  from  the  normal.  | 


Normal 
RalDfall. 

Inches. 

KalnfkU, 
180S. 

Inches. 

Excess  or 

Defldeney- 

Inches. 

Normal 
Rainfall. 

Ii^^. 

Rainfall, 
IMS. 

Inches. 

E. 

1 

ISOS. 

January, 

February, 
March,    . 
April,      . 
May,       . 

8.09 
8.74 
4.06 
3.32 
8.78 
8.30 
8.88 

2.83 
0.84 
3.80 
8.88 
6.88 
2.90 
2.21 

—1.18 
+3.10 
-0.26 
-fO.61 
+1.86 
—0.40 
—1.87 

1903. 

August, 

September,   . 
October, 
November,   . 

Touls,     . 

4.42 
8.81 
8.87 
8.96 
8.67 

4.85 
2.10 
8.81 
2.10 
4.99 

June, 
July,       . 

46.14 

46.70 

To  enable  the  condition  preceding  the  collection  of  sample 
water  in  any  part  of  the  State  to  be  understood,  the  following  t 
are  presented,  which  give  the  daily  rainfall  in  inches  at  nine  sta 
scattered  about  the  State  :  — 

*  Including  melted  snow. 

t  This  and  subsequent  tables  of  rainfall  have  been  prepared  from  the  records  of  the  New  £ 
Weather  Service. 
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tin/all  in  Inehe*  at  Nine  Places  in  MtisstichuifetU,  Oeographirally  sekcled . 
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Dailt/  Rainfall  in  Inches  ai  Mm  Piwaes  in  Masmt^metls^  Gtographieaily  jeleeted 

—  Continued. 
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nnfall  in  Inches  al  Nine  Haeea  in  ifassaehusetls,  Oeographimlly  aclceUd 
—  Conlitiued. 
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Daily  Rainfall  in  Inches  at  Nine  Places  in  Massachusetts^  OeographicaUy  seta 
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Flow  op  Streams. 

he  flow  of  the  streams  of  the  State  during  the  year  1893.  as 
cated  by  the  flow  of  Sudbury  River,  was  a  very  little  less  than 
average  for  the  past  nineteen  years,  but  the  distribution  was  very 
ven.  The  flow  was  above  the  average  in  March,  April  and  May, 
be  latter  month  being  nearly  twice  as  great  as  that  recorded  in 
same  month  for  any  previous  year,  but  in  all  the  remaining 
iths  the  flow  was  below  the  average,  and  from  June  to  November, 
usive,  was  the  smallest  since  1887. 

he  efiect  of  this  distribution  of  the  flow  was  the  opposite  of  that 
he  previous  year.  In  1893  the  drought  was  felt  most  by  the 
js  and  towns  deriving  their  supply  from  large  watersheds,  with 
iparatively  small  storage,  from  which  water  usually  runs  to  waste 
:he  spring ;  while  those  communities  taking  their  supply  from 
;e  ponds  fed  by  comparatively  small  watersheds  experienced  no 
sual  inconvenience,  owing  to  the  large  amount  of  water  collected 
ing  the  spring  months. 

1  order  to  show  the  relation  between  the  flow  of  the  Sudbury 
er  during  each  month  of  1893  and  the  normal  flow  of  the  same 
T,  as  deduced  from  fifteen  years' observations  from  1879  to  1893, 
usive,  the  following  table  has  been  prepared.  The  area  of  the 
ershed  of  the  Sudbury  River  above  the  point  of  measurement  is 
i  square  miles. 


e  shaiving  the  Average  Monthly  Flow  of  Sudbury  Biver  for  the  Tear  1893, 
n  Cubic  Feet  per  Second  per  Square  Mile  of  Drainage  Area,  also  Departures 
rom  the  Normal  Flow. 
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The  next  table  shows  the  weekly  fluctuations,  during  1893,  in  1 
How  of  the  two  streams  most  carefully  measured,  namely,  the  Si 
bury  and  the  Merrimack.  The  flow  of  these  streams,  particula 
the  Sudbury,  will  serve  to  indicate  the  condition  of  other  streams 
eastern  Massachusetts. 


Table  showing  the  Average  Weekly  Flow  of  the  Sudbury  and  Merrimack  Rivers 
Cubic  Feet  per  Second  per  Square  Mile  of  Drainage  Area,  for  the  Year  18 9 i 
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0.44 

12, 

4.037 

1.067 

18.   . 

0.251 

0.46 

w. 

2.580 

1.678 

20,    . 

0.181 

0.43 

20. 

1.287 

0.982 

27,    . 

0.889 

0.06 

Uk.  b, 

1.248 

0.844 

Sept.  8,    .       , 

0.234 

l.W 

12, 

2.805 

0.036 

10.   . 

0.184 

0.51 

19. 

10.061 

4.126 

17.    . 

0.175 

0.4S 

28, 

5.104 

2.509 

24.   . 

0.128 

0.61 

Apr,  2, 

4.228 

3.239 

Oct.    1,    . 

0.162 

0.51, 

». 

3.610 

8.593 

8.    . 

0.165 

0.51. 

16. 

3.472 

4.630 

15,    . 

0.184 

0.53J 

23. 

3.350 

8.916 

22,    . 

0.197 

O.TT 

30, 

2.677 

3.490 

29,    . 

0.783 

1.37i 

Mftj    7. 

7.854 

7.009 

Nov.  5,   . 

0.538 

1.5IJ 

14. 

4.209 

5.087 

12,   . 

0.566 

0.82S 

21. 

5.008 

6.808 

19.    . 

0.4i& 

0.709 

28. 

2.140 

8.000 

26,    . 

0.463 

0.743 

Judo  4, 

1.161 

1.679 

Deo.  8,   . 

0.046 

1.063 

11. 

0.636 

1.206 

10,   . 

1.091 

1.194 

18. 

0.676 

1.011 

17,   . 

0.900 

1.200 

26, 

0.657 

0.029 

24.    . 

1.091 

o.n« 

31,    . 

1.991 

l.OOO 
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the  annual  report  of  the  State  Board  of  Health  for  the  year 
(pages  338  to  340)  a  table  was  printed  giving  records  of  the 
ill  upon  the  Sudbury  River  watershed,  and  its  yield,  expregged 
hes  in  depth  upon  the  watershed  (inches  of  rainfall  collected) , 
le  sixteen  years  from  1875  to  1890  inclusive.  The  correspoad- 
3cords  for  the  years  1891  and  1892,  as  taken  from  the  nnnual 
ts  of  the  Boston  Water  Board,  were  given  in  the  annual  report 
892.  In  the  following  table  is  given  the  record  for  1893, 
her  with  the  average  of  the  records  for  the  whole  nineteen 


Rainfall  Received  and  Collected 

on  the  i 

Sudbury 

River  Watershed, 

1S98. 

Mean  for  19  YiutBa, 
1875-1893. 

MOKTH. 

Rulnflill 

Rainfkll 

Per  Cent 

Rainfall 

Rainfall 

ri?rCent. 

Collected. 

Collected. 

Collected. 

Co!k'tjl«a. 

2.925 

0.773 

26.44 

4.351 

2.227 

St. IB 

y. 

8.195 

2.485 

30.32 

4.292 

3.184 

74*13 

3.670 

5.789 

157.74 

4.603 

5.133 

ni.fii 

3.005 

3.668 

101.75 

3.285 

8.540 

ll>9.4t 

6.610 

5.143 

77.81 

8.445 

2.125 

61  .m 

2.380 

0.769 

31.88 

2.983 

0.848 

£8.43 

2.570 

0.282 

10.96 

8.723 

0.333 

B.fl4 

5.415 

0.322 

5.95 

4.327 

0.523 

12.09 

>er, 

1.735 

0.187 

10.75 

3.088 

0.436 

u.n 

4.065 

0.395 

9.72 

4.193 

0.909 

21 M 

«r, 

2.195 

0.550 

25.07 

4.042 

1.485 

n.ii 

er. 

4.860 

1.421 

29.23 

8.633 

1.811 

4U.S5 

AL8  UX 

D  A 

nsKi 

OB8, 

48.225 

21.774 

45.15 

45.915 

22.564 

VA.  %% 

e  Sudbury  River  records  are  particularly  valuable  as  a  ba^is  for 
ating  the  yield  of  other  watersheds  in  Massachusetts,  both  on 
nt  of  the  accuracy  with  which  the  measurements  have  heen 
during  the  whole  nineteen  years,  and  the  absence  of  abnormal 
tions  which  would  unfavorably  affect  the  results.  It  is  there- 
bought  advisable  to  publish  in  the  following  table  those  por- 
of  the  records  relating  to  the  yield  of  this  watershed  for  each 
3  nineteen  years ;  and  in  doing  so  the  flow  from  the  watershed 
pressed  in  gallons  per  day  per  square  mile,  instead  of  inches  in 
1  of  rainfall  collected,  in  order  to  render  the  table  more  con- 
snt  for  use  in  estimating  the  probable  yield  of  watersheds  ui^ed 
urces  of  water  supply. 
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Tidd  of  the  Sudbury  River  Watershed*  in  Oallont  Per  Day  Per  Square  M 


MONTH. 

1875. 

1976. 

1«77. 

1»7». 

1879. 

1880. 

18f 

January, 

103.000 

643,000 

638,000 

1.810,000 

700,000 

1,121,000       4U 

February, . 

1,496,000 

1.368,000 

949,000 

2.465,000 

1.711.000 

1,787,000     l.54( 

March,       . 

1,604,000 

4,436,000 

4,813,000 

3,507,000 

2,330.000 

1.374.000     4,00, 

April, 

3,040,000 

3,202,000 

2,304,000 

1.626,000 

3,116.000 

1,168,000 

IM^ 

May,  .       . 

1,188,000 

1,189,000 

1,391,000 

1,394,000 

1,114,000 

614,000 

96! 

June, 

870,000 

222,000 

697.000 

606,000 

413,000 

176.000 

l,33i 

July,  .        . 

321.000 

183,000 

202,000 

128,000 

158,000 

in.ooo 

27( 

August,     . 

896.000 

405,000 

121,000 

476,000 

885,000 

119,000 

W 

September, 

207.000 

184,000 

60,000 

160,000 

141.000 

80.000 

19- 

October,     . 

646,000 

234.000 

632,000 

616,000 

71.000 

101,000 

m 

November, 

1,302,000 

1,088,000 

1,418,000 

1.693,000 

206,000 

205,000 

39. 

December, 

584,000 

454,000 

1,289,000 

3,177,000 

462.000 

175,000 

77i 

Average  for  whole  year, 

972.000 

1,136,000 

1,214,000 

1,452.000 

894,000 

678,000 

971 

Av*ge  for  driest  six  months,   . 

674,000 

384,000 

602,000 

582,000 

280,000 

143.000 

83( 

MONTH. 

188S. 

188S. 

1884. 

1889. 

1888. 

1887. 

181 

January,    

1,241,000 

835,000 

995.000 

1,286,000 

1,461,000 

2. 

00 

1.05: 

February,  . 

2,403,000 

1,083,000 

2,842,000 

1,354.000 

4,800,000 

2,1 

00 

1.96 

March,       . 

2,839,000 

1,611,000 

3,785,000 

1,572,000 

2,059,000 

2. 

00    3.23- 

April, 

867,000 

1,350,000 

2,853,000 

1,815.000 

1,947,000 

V 

00 

'J,64< 

May,  .        . 

1,292,000 

938,000 

1,030,000 

1,336,000 

720,000 

V 

00 

1.63'j 

June, . 

529,000 

800,000 

417,000 

426,000 

208.000 

00 

42a 

July.  .       . 

86,000 

115,000 

224,000 

62.000 

115.000 

00 

in 

August,     . 

66.000 

78,000 

267,000 

240,000 

94.000 

00 

381 

September, 

806,000 

91,000 

44.000 

121,000 

118,000 

00 

1.15J 

October,     . 

290,000 

186,000 

83,000 

336,000 

146,000 

00 

l.iW 

November, 

210,000 

205,000 

175,000 

1,178,000 

678.000 

00 

2.758 

December, 

314.000 

193,000 

925,000 

1,174,000 

1,020,000 

{ 

00    8,0IS 

Average  for  whole  year. 

862,000 

533,000 

1,129,000 

901,000 

1,087.000 

1,154,000  1  1,09; 

Av'ge  for  driest  six  months,  . 

211,000 

145,000 

200,000 

801,000 

223,000 

234,000  1     952 

I  111 

iiii 


MONTH. 

1880. 

1800. 

1801. 

1800. 

180S. 

Mean  for 

Yearn, 

1879- 1» 

Inclaslv 

January,    . 
February,  . 
March,       . 
April, 
May,  .        . 
June, . 
July,  .       . 
August,      . 
September, 
October,    . 
November, 
December, 

2,782.000 

1,105,000 

1,339,000 

1,410,000 

880,000 

653,000 

633,000 

1,432,000 

824,000 

1,230,000 

1,941,000 

2,241,000 

i,.r-4.iK)0 

l,ir.2';j.iK)0 
3,Bj;:jl00 

l.NT-..iK)0 

l,'tM.V^K)0 

1  -.^100 

4:.Hj)oo 
2.'j:-,'ioo 
l,'jir.,'ioo 

t<'i:,i)00 

3,'^H,^100 

8,4m:,,.w) 

4,4V\hOO 

2,aW,i)00 

:-.v^^,iOO 

4  34, -(00 

14^.'J>00 

i:.i;i.ciOO 
■JH\'.iOO 
:;m.\«iOO 
.44,iK)0 

1,^-70,000 
ii-(rij00 

l,f^:.^.**00 
S71,"00 

4-in/;K)0 

i;i4,'!00 

SSn.^iOO 
2!Z0,i'00 
l-^i,'iOO 
»(^iT,iiOO 

-I^H.'^OO 

4.'n,v*00  , 

l,r.4:,rioo  1 

3,'J-l.>.'*00 
2,1J.%.^«00 
2,S^l.^)00 
44m., 00 
■]o-.<)00 
1^1.^00 
isk%,-!00 
•J'Jl/OO 

:iu*,«»oo 
:'^7,-joo 

1,24« 
1.95S 
2,87S 
2.051 
1,191 
491 

m 

29: 
25J 
61( 
8« 
1,01! 

Average  for  wh 
Av*ge  for  driest 

oley 
six 

ear, 
mont 

hs,  . 

1,383,000 
944,000 

1,285,000 
747,000 

1,315,000 
238,000 

781.000 
827,000 

1,037,000 

237,000 

1 

1.07J 
89' 

*  The  area  of  the  Sudbury  River  watershed  used  in  making  up  these  records  included  water  surf 
amounting  to  about  one  per  cent,  of  the  whole  area,  from  1875  to  1878  inclusive,  and  subseque 
increasing  by  the  construction  of  storage  reservoirs  to  about  three  per  cent,  in  1886.  The  waten 
also  contains  extensive  areas  of  swampy  land,  which,  though  covered  with  water  at  timet,  are 
included  in  the  above  percentages  of  water  surfaces. 
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rHE  AMOUNT  AND  CHARACTER  OF  ORGANIC  MATTER  IN 
SOILS  AND  ITS  BEARING  ON  THE  STORAGE  OF 
WATER  IN  RESERVOIRS. 


By  Thomas  M.  Drown,  M.  D.,  Chemist  of  the  Board. 


my  statements  have  been  made  in  previous  reports  of  the  Board, 
sming  the  injurious  effect  on  impounded  water  of  the  organic 
er  in  the  bottoms  and  sides  of  reservoirs,  and  great  stress  has 
laid  on  the  importance  of  removing  all  vegetation,  as  well  as 
ipper  layers  of  the  soil,  before  filling  a  new  basin  with  water.* 
order  to  determine  in  any  case  just  how  far  it  is  necessary  to 
i  the  removal  of  the  surface  soil,  a  knowledge  of  the  composition 
ic  soil,  based  on  chemical  analysis,  is  a  much  surer  guide  than 
maided  eye.  It  is  not  merely  a  question  of  the  effective  clean- 
►f  the  bottom  and  sides  of  the  reservoir,  but  also  of  avoiding  the 
nse  involved  in  stripping  the  soil  to  a  greater  depth  than  h 
jsary.  In  connection  with  the  investigations  of  the  State  Board 
ealth  relative  to  a  water  supply  for  the  city  of  Boston  and  its 
rbs,  surveys  have  been  made  for  an  immense  storage  reservoir 
le  south  branch  of  the  Nashua  River  above  Clinton,  and  it  was 
ght  desirable  that  a  thorough  knowledge  of  the  character  of  the 
ihould  be  obtained  as  a  basis  for  determining  the  amount  which 
►uld  be  necessary  to  remove  to  obtain  a  clean  bottom  and  sides 
:icaHy  free  from  organic  matter.  Samples  of  soils,  representing 
ans  of  the  ground  to  a  depth  of  three  feet,  were  taken  at  nine 
ts  in  Clinton,  Sterling,  West  Boylston,  and  BoyUton,  and  in 
mse  at  the  bottom  of  a  mill  pond. 

ich  of  these  nine  sections  were  divided  into  six  or  seven  samples 
nalysis,  the  upper  portion  being  divided  into  thin  layers  of  two 
ivee  inches,  the  lower  portions,  with  less  organic  matter,  into 
*8  of  six  inches  to  one  foot  in  depth. 

Compare  special  report  npon  the  examination  of  water  snpplies,  1890,  pages  748,  772, 
sport  for  iSdl,  page  381. 
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The  amount  of  organic  matter  in  these  samples  was  detem 
(after  careful  drying  to  a  constant  weight  at  100°  C.)  by  hei 
the  samples  to  a  bright  red  heat.  The  loss  on  ignition  thus  obti 
represents  approximately  the  organic  matter  in  the  samples, 
in  order  to  get  a  better  knowledge  of  the  character  of  this  orj 
matter,  the  amounts  of  carbon  and  of  nitrogen  were  also  detern 
in  each  sample  —  the  former  by  combustion  in  oxygen,  the  latt< 
the  Kjeldahl  method.  In  series  9  and  10,  the  amount  of  hydr 
was  also  determined.* 

Owing  to  the  heterogeneous  character  of  many  of  the  sam 
composed  often  of  a  mixture  of  soil,  roots  and  large  stones, 
sometimes  extremely  difficult  to  get  a  sample  for  analysis  that 
fairly  represent  the  layer  in  question.  Perhaps  some  of  the  appi 
irregularities  in  the  results  may  be  due  to  this  cause.  But  th 
this  difficulty  is  inherent  in  the  investigation  it  is  not  believe 
seriously  affect  the  results,  or  the  conclusions  drawn  from  them 

The  results  obtained  in  the  analyses  of  the  nine  sections  of 
and  the  deposit  from  the  bottom  of  the  mill  pond,  are  given  it 
accompanying  tables.  The  largest  amount  of  organic  matter  f 
was  from  a  swamp  at  the  head  of  Boylston  Mill  Pond  (Serie! 
and  the  next  largest  in  amount  from  the  hillside  near  the  site  oi 
proposed  dam  (Series  4).  The  other  series,  from  very  dissii 
ground,  did  not  differ  very  widely  in  the  amount  of  organic  m 
present,  although  they  included  both  unwooded  and  uncultiv 
land  and  wooded  and  manured  pasture  land.  But  in  all  the  s 
there  is  usually  a  rapid  falling  off  in  the  amount  of  the  or^ 
matter  below  a  depth  of  nine  to  eleven  inches.  At  the  depi 
three  feet  the  amount  of  organic  matter,  as  shown  by  the  lo^ 
ignition,  in  no  case  reaches  two  per  cent.,  and  in  the  majority  o 
cases  it  is  below  one  per  cent.  The  mud  taken  from  the  botto 
the  Mill  Pond  at  different  points  contained  very  variable  amoun 
organic  matter,  from  almost  nothing  at  one  place  in  the  shallow 
tion  to  nearly  15  per  cent,  in  the  deeper  portion. 

It  was  thought  that  the  relation  of  the  amount  of  nitrogen  t< 
amount  of  carbon  in  the  organic  matter  might  throw  some  ligl 
its  character  and  its  likelihood  to  undergo  decomposition, 
relation  is  given  to  the  column  headed  ^.     The  only  series  in  \ 
the  nitrogen  ratio  is  noticeably  higher  than  the  rest  is  No.  5, 


*  All  the  analyses  in  this  investigation  were  made  by  Miss  Elizabeth  Mason. 
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isture  land.  Series  Nos.  4  and  6,  both  from  hillsides,  show  a 
ably  high  carbon  ratio,  and  the  others  are  not  very  dissimilar 
ir  proportion  of  carbon  to  nitrogen. 

attempt  was  made  to  imitate  the  conditions  which  would  ob- 
F  the  reservoir  should  be  filled  with  water  without  removing: 
il,  in  order  to  determine  what  would  be  the  effect  of  each  of 
ils  examined  on  water  in  contact  with  it.  It  is  obvious  that 
t)oratory  experiment  could  exactly  reproduce  the  conditions 

would  exist  in  a  reservoir.  Thus  it  would  not  be  easy  to 
8  the  period  of  long  stagnation  of  the  water  during  the  sum- 
E¥hen  the  deeper  layers  of  the  water  are  in  contact  with  the 
rithout  an  opportunity  to  get  a  fresh  supply  of  oxygen  from  the 
Still  it  was  thought  that  some  idea  of  the  effect  of  the  diffei-ent 
)n  the  water  could  be  obtained  by  treating  the  samples  with 
for  a  definite  time,  and  then  examining  the  solutions  thus  ob- 
I  with  respect  to  the  character  of  the  organic  matter  dissolved, 
ler  to  hasten  the  action  of  the  water  on  the  soils,  it  was  heated 
'  C,  and  the  time  of  contact  at  this  temperature  was  six  hours. 
raters  were  then  filtered  and  the  filtrate  examined  by  the  usual 
•ds  used  in  the  sanitary  analysis  of  water.  After  standing  one 
the  waters  were  again  tested  for  free  ammonia,  to  ascertain  the 
it  of  decomposition  which  had  gone  on  in  this  time,  thu8  ob- 
5  information  as  to  the  character  of  the  organic  matter  dis- 
I.  The  actual  amounts  of  organic  matter  found  in  these  solutions, 
icated  by  the  albuminoid  ammonia  and  oxygen  consumed,  are 
pecially  significant,  since  they  would  probably  have  been  very 
jnt  if  another  temperature  or  a  greater  or  less  time  of  treat- 
had  been  adopted.  But  a  comparison  of  the  amounts  dissolved 
:he  soils  in  each  series,  and  a  comparison  of  the  series  with  tini^h 

yield  information  as  to  the  relative  facility  with  which  each  of 
mples  examined  give  up  organic  matter  to  water  with  which  it 

in  contact, 

he  variijua  experiments  tried  the  proportion  of  soil  to  water 
»d,  and  in  some  cases  distilled  water  was  used  and  in  others 
tusite  wator.  But  in  the  tables  the  results  of  series  1  to  8 
jeen  calculated  to  represent  the  effect  of  the  treatment  of  100 
i  of  soil  With  two  litres  of  pure  water  at  65°  C.  for  six  hours p 
les  9  and  10  no  heat  was  employed.  In  these  experiments  250 
t  of  each  sample  were  placed  in  a  bottle  with  two  litres  of  pure 
ed  water.     After  one  week,  one  litre  of  this  water  was  filtered 
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I;  off  and  analyzed,  and  at  the  end  of  the  second  week  the  rems 

water  was  examined. 

In  comparing  these  tables  of  analyses  of  the  waters  witl 
'I  corresponding  tables  giving  the  percentage  determinations  of  lo 

ignition,  carbon  and  nitrogen,  a  general  agreement  will  be  not 
that  is  to   say,  the  samples   containing  the  most  organic  a 
;^  give,  as  a  rule,  the  most  concentrated  solutions  of  organic  mi 

But  the  analyses  do  not  indicate  more  than  a  very  general  c 
spondence  of  this  kind.  It  will  also  be  noted  that  the  amoui 
decomposition  going  on  in  these  solutions,  indicated  by  the  inc 
of  free  amnoonia  on  standing  one  week,  is,  in  general,  also  proport 
to  the  amount  of  organic  matter  present.  The  most  notable  inc 
in  the  free  ammonia  is  generally  in  the  solutions  prepared  froi 
surface  samples.  In  solutions  from  the  deeper  samples  the 
generally  a  decrease  of  free  ammonia  indicating  doubtless  its  o 
tion  to  nitrates.  The  samples  from  the  bottom  of  the  Mill 
(series  8)  give  solutions  which  have  little  or  no  tendency  to  de^ 
free  ammonia.  This  might  be  expected  from  the  fact  that  tt 
ganic  matter  they  contain  has  long  been  in  contact  with  water. 

The  effect  of  the  soil  on  the  color  of  water  is  given  both  for  c 
less  distilled  water,  and  for  Cochituate  water  having  an  ori 
color  of  about  0.55  on  the  scale  used  in  the  analyses  of  the  I 
Board  of  Health,  In  these  color  determinations  the  water  was 
heated,  and  the  length  of  time  of  contact  with  the  soil  was  i 
18  hours.  It  will  be  noticed  that  in  some  cases  the  deeper  sac 
actually  diminished  the  color  of  the  Cochituate  water. 

As  a  preliminary  conclusion,  based  on  the  facts  determined  ir 
investigation,  it  may  be  said  that  the  effect  of  the  organic  matt 
these  various  soils  on  the  water  in  contact  with  them  is  sim 
question  of  its  amount,  and  that  its  origin  and  composition 
to  be  without  marked  influence.  The  watershed  from  whicl 
samples  were  taken  is  very  sparsely  populated,  and  the  or| 
matter  in  all  cases  is  mainly  of  vegetable  origin. 

It  is  probable,  therefore,  that  we  need  only  concern  ourselves 
the  amount  of  organic  matter  in  a  soil  of  this  character  in  detei 
ingthe  necessity  of  its  removal,  and  as  a  provisional  standar 
may  perhaps  fix  1.5  to  2  per  cent,  of  organic  matter,  as  determine 
the  loss  on  ignition  of  the  sample  dried  at  100^  C,  as  the  permis 
limit  of  organic  matter  that  may  be  allowed  to  remain  on  the  bo 
and  sides  of  a  reservoir. 
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Series  1. 

;  Cornfield  One-quarter  Mile  below  Clarendon  Mills^  West  BoyUton,  CuUi- 
ed  Fertilized  Ground  in  Bottoms,  Samples  taken  from  Surface  to  Three 
U  helow  Surface.    All  Samples  dried  at  lOO^C, 


Loss 
on  Ignition. 

(Per  Cent.) 

Carbon. 
(Per  Cent.) 

Kltrogen. 
(Per  Cent.) 

BaUo. 
n 

aoe  to  2  Id.  below, 

8.54 

5.12 

0.47 

10.9 

to  4  io.  below  sarfaee, 

0.88 

3.55 

0.21 

10.9 

to  0  lo.  below  furfaee, 

7.43 

3.47 

0.80 

11.5 

to  0  in.  below  surface, 

4.27 

2.03 

0.21 

0.7 

to  14  in.  below  surface, 

1.87 

0.20 

0.04 

0.5 

.  to  20  in.  below  surface, 

1.07 

0.10 

0.02 

8.0 

$t  below  aarfaee,    . 

0.78 

0.15 

0.05 

3.0 

lary  Analysis  of  Water  with  which  the  Soils  had  been  treated  as  described, 

[Parte  per  100,000.] 


Free 

Free 
Ammonia 

alter 
Standing 
One  Week. 

Albuminoid 
Ammonia. 

Oxygen 
Consumed. 

Color  with 
DlsUlled 
Water. 

Effect 
of  Soils  on 

Color  of 
Cocbltaate 

Water  of 
Color  0.55. 

race  to  2  in.  below,     • 

0.0848 

0.1107 

0.1914 

2.2308 

NotdetM. 

Not  det'd. 

to  4  in.  below  surface,      . 

0.0424 

0.0084 

0.1437 

2.0837 

u 

•I 

to  0  in.  below  surface, 

0.0317 

0.0913 

0.1538 

2.5290 

•• 

« 

to  9  in.  below  surface,      . 

0.0317 

0.0359 

0.0881 

0.9733 

II 

«< 

to  14  in.  below  surface,    . 

0.0212 

0.0070 

0.0351 

0.4947 

«l 

II 

1.  to  20  in.  below  surface,  . 

0.0194 

0.0070 

0.0189 

0.2515 

it 

II 

Hi  below  surface, 

0.0229 

0.0374 

0.0105 

0.2703 

tt 

•1 
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[Pub 


From  a  very  Steep  Slope  One-Quarter  Mile  below  Clarendon  Mills,  West  B 
Not  wooded  or  cultivated.  Samples  taken  from  Surface  to  Three  Fei 
Surface.    All  Samples  dried  at  lOO'^C. 


2a.  Sarface  to  2  in.  below, 

2b.  2  in.  to  4  In.  below  aurfnee, 

2c.  4  in.  to  7  in.  below  anrfaoe, 

2d.  7  in.  to  10  in.  below  surface, 

2e.  10  in.  to  16  in.  below  enrfaoe, 

V".  18  In.  to  22  in.  below  aurfaoe, 

2g.  8  feet  below  surface,   . 


Loss 
on  Ignition. 

(Per  Cent) 


4.56 
10.19 
7.62 
7.70 
1.01 
1.03 
0.80 


Carbon. 
(Per  Cent.) 


NIlrogMi. 
(Per  Cent ) 


I 


2.20 
5.00 
2.52 
2.98 
0.18 
0.24 
0.28 


0.14 
0.27 
0.30 
0.21 
0.05 
0.13 
0.08 


Sanitary  Analysts  of  Water  wUh  which  the  Soils  had  been  treated  as  desc 

[ParU  per  100,000.] 


2a.  Surface  to  2  In.  below,     . 

2b.  2  In.  to  4  in.  below  surface, 

2c.  4  In.  to  7  In.  below  surface, 

2d.  7  in.  to  10  in.  below  surface, 

2e.  10  In.  to  16  in.  below  surface, 

V*  10  la*  to  22  in.  below  surface, 

2ff,  8  feet  below  surface,        • 


Free 
Ammonia, 


Fiee 

Ammonia 

after 
Standlnir 
One  Week. 


0.0340 
0.0227 
0.0227 
0.0178 
0.0307 
0.0190 
0.0323 


0.0669 
0.1215 
0.0385 
0.0062 
0.0180 
0.0000 
0.0218 


Albnmlnold 
Ammonia. 


0.0652 
0.1872 
0.1261 
0.1349 
0.0205 
0.0196 
0.0267 


Oxygen 
Consumed. 


1.4732 
2.8334 
2.8002 
2.6045 
0.5428 
0.4560 
0.3756 


Color  with 
DiDtllled 
Water. 


0.40 
0.48 
0.85 
0.52 
0.15 

0.00 
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Series  3. 

Pasture  Land  One  Mile  North  of  South  Clinton  Station.  Sandy  and  Gravelly 
d  Nearly  Level,  Samples  taken  from  Surface  to  Three  Feet  below  Surface- 
I  Samples  dried  at  10(fG, 


Loss 
on  Ignition. 

(Per  Cent.) 

Carbon. 
(Percent.) 

Nitrogen. 
(Per  Cent.) 

BaUo. 

c 
n 

face  to  2  In.  below,        .... 

7.85 

8.51 

0.27 

18.0 

.  to  4  in.  below  surface, 

5.85 

2.18 

0.24 

9.1 

.  to  0  in.  below  anrface. 

4.98 

2.28 

0.20 

11.4 

.  to  11  in.  below  snrfaoe, 

1.78 

0.50 

0.03 

16.7 

n.  to  16  in.  below  sorface,     . 

1.48 

0.18 

0.04 

8.8 

D.  to  36  in.  below  surface,     • 

0.81 

0.02 

0.02 

1.0 

iiary  Analysis  of  Water  with  which  the  Soils  had  been  treated  as  described. 
[Paru  per  100,000.] 


Free 
Ammonia. 

Free 
Ammonia 

after 
Standing 
One  Week. 

Albuminoid 
Ammonia. 

Oxygen 
Consumed. 

Color  with 
Distilled 
Water. 

Effiect 
of  Soils  on 

Color  of 
Oochitaala 

Waier  of 
Color  0.6&. 

rface  to  2  in.  below,     . 

0.0841 

0.0541 

0.1540 

1.4423 

0.80 

0.60 

a.  to  4  in.  below  surface,     . 

0.0457 

0.0603 

0.1041 

1.4855 

0.22 

0.65 

a.  to  6  in.  below  surface,     . 

0.0857 

0.0745 

0.0888 

1.2000 

0.15 

0.60 

B.  to  11  in.  below  surface,    . 

0.0427 

0.0188 

0.0821 

0.4801 

0.12 

0.50 

in.  to  16  in.  below  surface,  . 

0.0400 

0.0290 

0.0125 

0.1689 

0.00 

0.18 

in.  to  S6  in.  below  surface,  . 

0.0214 

0.0121 

0.0067 

O.IOOO 

0.00 

0.38 
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Sebiks  4. 

From  a  very  Steep,  Clayey  Hillside  near  Site  of  Proposed  Dam.    Sample* 
Jrom  Surface  to  Three  Feet  below  Surface.    All  Samples  dned  at  lOO-'C 


Lobs 
on  Ignition. 

(Percent) 

Carbon. 
(Per  Cent) 

B 

4a.    Barf  ace  to  2  in.  below,        .... 

17.79 

8.19 

C.&6 

4b.    2  In.  to  4  in.  below  aurfaee. 

11.04 

5.85 

0.38 

4c.    4in.  to  8  in.  below  surface. 

8.65 

4.81 

CIS 

4d.   0  in.  to  11  in.  below  aarface, 

4.04 

1.26 

0.Q5 

4e.    11  in.  to  16  in.  below  surface,     . 

2.80 

0.47 

Q.oa 

V"*    8  feet  below  surface, 

1.76 

0.10 

O.Al 

Sanitary  Analysis  of  Water  with  which  the  Soils  had  been  treated  as  de^ril 

[ParU  per  100,000.] 


Free 
Ammonia. 

Free 
Ammonia 

after 
SUnding 
One  Week. 

Albuminoid 
Ammonia. 

OxTBea 
Consumed 

Color  w  lit) 
iMiiUlcd 
Walcr. 

E 
Co 
Wi 

4a.    Surface  to  2  in.  below,      . 
4b.    2  in.  to  4  in.  below  surface,     . 
4c.    4  in.  to  6  In.  below  surface, 
4<f.    6  In.  to  11  in.  below  surface,    . 
4e.    11  in.  to  10  in.  below  surface,  . 
V"*    8  feot  below  surface. 

0.0622 
0.2681 
0.0464 
0.0071 
0.0077 
0.0188 

0.3665 
0.4749 
0.1613 
0.0267 
0.0164 
0.0092 

0.4240 
0.8032 
0.1968 
0.0642 
0.0360 
0.0166 

7.T333 
8.0323 
4.2023 
1.Q432 
0.5121 
0.30QO 

0.30 

o.ia 

0.33 
0.12      1 
0.40 

0 
0 
0 
A 
D 
Q 
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Series  5* 

ivel  Pasture  Land  near  River,  Half  a  Mile  East  of  Boylston  Station,  Silt 
^nation.  Samples  taken  from  Surface  to  Three  Feet  Six  Inches  below 
face.    All  Samples  dried  at  100^  C. 


Loss 
on  Iffnltton. 

(Per  Cent.) 

Carbon. 
(Per  Cent.) 

Nitrogen. 
(Per  Cent) 

Ratio. 

M  to  2  In.  b«low,        .... 

8.40 

4.19 

0.48 

«  4  in.  below  aarfaoe, 

8.94 

1.83 

0.15 

to  7  in.  below  snrfaoe, 

8.04 

1.02 

0.11 

M>  10  In.  below  sarface, 

2.12 

0.03 

0.10 

to  15  in.  below  rarface,     . 

2.61 

0.73 

0.09 

to  20  in.  below  surface,     . 

0.88 

0.10 

0.03 

in.  below  surface, 

1.09 

0.21 

0.02 

10.5 

try  Analysis  of  Water  with  which  the  Soils  had  been  treated  as  described, 

[ParU  per  100,000.] 


Free 

Ammonia. 

Free 
Ammonia 

after 
Standlnic 
One  Week. 

Albuminoid 
Ammonia* 

Oxygen 
Consumed. 

Colorwith 
DlstlUed 
Water. 

Effect 
of  Soils  on 

Color  of 
Cochitaate 

Water  of 
Color  0.65. 

oa  to  2  in.  below,     . 

0.0349 

0.2573 

0.5556 

2.7619 

0.20 

0.70 

o  4  in.  below  sarface,     . 

0.0533 

0.0195 

0.0636 

1.5876 

0.20 

0.65 

o  7  in.  below  surface,     . 

0.0380 

0.0009 

0.0670 

0.8444 

0.20 

0.70 

o  10  in.  below  surface,    . 

0.0166 

0.0325 

0.0316 

0.2882 

0.20 

0.60 

to  16  in.  below  surface,  . 

0.0182 

0.0117 

0.0519 

0.6127 

0.25 

0.70 

to  20  in.  below  surface,  . 

0.0188 

0.0041 

0.0199 

0.2726 

0.00 

0.45 

in.  below  surface,  . 

0.0295 

0.0533 

0.0116 

0.2036 

0.05 

0.50 
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Series  6. 

Frmti  Three-quarters  of  a  Mile  West  of  Boylston  Centre  on  Wooded  HiUside  Ei 
Muddy  Brook.  Samples  taken  from  Surface  to  Three  Feet  below  Surface, 
Samples  dried  at  10(P  C. 


LOM 

on  Ignition. 
(Percent) 

Carbon. 
(Percent.) 

mtrogen. 
(Per  Cent.) 

Si 

Aa.    Surface  to  2  io.  below 

«.« 

8.08 

0.11 

8 

#.    2  Ln.  to  4  In.  below  tnrfaca, 

4.81 

1.80 

0.04 

3! 

0(f ,    4  In,  to  7  in.  below  larface. 

4.08 

0.91 

0.11 

fid.    T  Iti.  to  10  in.  be-low  lurface, 

2.88 

0.69 

0.02 

H 

^,    10  In.  to  16' Id.  below  sarfaoe,     . 

2.M 

0.80 

0.02 

V 

qr-    S  ft.  below  ■urface 

1.77 

0.16 

0.01 

1 

Banitary  Analysis  of  Water  with  which  the  Soils  had  been  treated  as  describe 

[Parte  per  100,000.] 


Free 
Ammonia. 


Free 
Ammonia 

after 
Standing 
One  Week. 


Albomlnoid 
Ammonia. 


Oxygen 
Consumed, 


C^olorwltta 
Distilled 
Water. 


El 
of  Ik 

Ool 
Oodi 

Ws( 
CoM 


fit.  Surface  to  2  in.  below,     . 

4&.  ^  la.  to  4  In.  below  eurface, 

4fe.  4  Id.  to  7  In.  below  enrface, 

6fl»  T  In*  to  10  in.  below  surface, 

1!tt.  19  io.  to  16  In.  below  eurfaoe, 

(l/«  iS  ft.  below  eurface,  • 


0.0800 
0.0892 
0.0361 
0.0209 
0.0840 
0.0142 


0.2921 
0.0674 
0.0828 
0.0116 
0.0142 
0.0077 


0.4726 
0.0770 
0.0619 
0.0248 
0.0288 
0.0110 


7.0000 
1.6740 
1.0977 
0.8368 
0.5060 
0.1478 


0.60 
0.80 
0.88 
0.10 
0.20 
0.00 
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Sebies  7. 

wamp  at  Head  of  Boylston  Millpond,  about  Three-quarters  oj  a  Mile  above 
flston  Station,  Samples  taken  from  Surface  to  Three  Feet  Three  Inches 
no  Surface.    All  Samples  dried  at  10(P  0. 


Loai 

on  Ignition. 
(Per  Cent) 

Carbon. 
(Per  Cent.) 

Hltroffen. 
(Percent.) 

Ratio, 
c 
n 

loe  to  2  in.  b«low,        .       .       .       . 

22.81 

12.68 

0.96 

18.0 

to  4  in.  below  aarfaoe, 

24.99 

18.05 

0.64 

24.2 

to  8  in.  below  snrface, 

17.12 

8.76 

0.86 

10.2 

to  12  in.  below  aarfaoe,      . 

9.14 

8.96 

0.21 

18.9 

.  to  21  in.  below  sarface,    . 

8.93 

1.44 

0.09 

16.0 

.  to  89  in.  below  aurfaoe,     . 

1.98 

0.61 

0.04 

12.8 

.  below  aarfaoe,   . 

0.86 

0.06 

0.00 

0.0 

\ary  Analysis  of  Water  with  which  the  Soils  had  been  treated  as  described. 

[ParU  per  100,000.] 


Free 
Ammonia. 

Free 
Ammonia 

after 
Standing 
One  Week. 

Albnmlnold 
Anmionia. 

Oxygen 
Consumed. 

Colorwlth 
Distilled 
Water. 

Effect 
of  Soils  on 

Color  of 
Cocbltuate 

Water  of 
Color  O.M. 

Boe  to  2  in.  below,     . 

0.1860 

0.4000 

0.4970 

6.4000 

0.40 

0.70 

to  4  in.  below  aarfaoe,     . 

0.1486 

0.6429 

0.4486 

7.4286 

0.60 

0.90 

to  8  in.  below  rarfaee,     . 

0.1860 

0.8440 

0.4970 

4.6000 

0.12 

0.66 

to  12  in.  below  aarfaee,    . 

0.0274 

0.0709 

0.0937 

2.7429 

0.60 

1.00 

.  to  21  in.  below  aarfaee,  . 

0.0806 

0.0267 

0.0488 

1.0867 

0.80 

0.70 

.  to  89  in.  below  aarfaee,  • 

0.0173 

0.0220 

0.0602 

0..8471 

0.10 

0.65 

1.  below  anrfaoe, 

0.0179 

0.0246 

0.0080 

0.1866 

0.02 

0.45 

Digitized  by  VjOOQk 


396 


STATE  BOARD  OF  HEALTH. 


[Pub. 


Series  8. 

From  Bottom  of  Oakdale  Millpond  from  Depths  of  Three  to  Twelve  Fea 
Samples  dried  at  lOCPG. 


LOM 

on  Ignition. 
(Percent) 

CailM>n. 
(Percent) 

Nltmcen. 
(Percent) 

8a.    Near  head  in  8  ft.  of  water, 

0.91 

0.07 

0.01 

86.    i  mile  below  head  in  5  ft.  of  water 

0.11 

0.00 

0.00 

8c.    i  mile  below  head  In  7  ft.  of  water,    .... 

10.16 

4.10 

0.M 

M,   1  mile  from  head  Id  0  ft.  of  water,      .... 

10.45 

4.17 

0.86 

8«.    600  ft.  above  W.  Ac  N.  R.B.  in  12  ft.  of  water,  .       . 

14.76 

6.66 

0.53 

V.    600ft.belowW.&N.R.R.lnl2ft.ofwater,  .       . 

4.72 

2.18 

0.15 

Sanilary  Analysis  of  Water  with  which  the  Soils  had  been  treated  as  det 

[Parti  per  100.000.] 


Free 

of 

C 

Co 

Free 

Ammonia. 

Ammonia 

after 
SUndinff 
One  Week. 

Albuminoid 
Ammonia. 

Oxygen 
Consumed. 

Color  with 
Distilled 
Water. 

Co 

8a.    Near  head  in  8  ft.  of  water,     . 

0.0186 

0.0121 

0.0261 

0.2224 

0.01 

86.    1  mile  below  head  In  6  ft.  of 

0.0162 

0.0027 

0.0144 

0.1864 

0.00 

water. 

8c.     i  mile  below  head  in  7  ft.  of 

0.2100 

0.2000 

0.2042 

8.1408 

0.60 

water. 

Sd.   1  mile  from  head  in  9  ft.  of 

0.1707 

0.2240 

0.2227 

8.8600 

0.50 

water. 

Be.    600  ft.  above  W.  &  N.  R.R.  in 

0.1943 

0.2286 

0.1838 

2.7600 

0.80 

12  ft.  of  water. 

8/.    600  ft.  below  W.  &  N.  R.R.  in 

0.1103 

0.0866 

0.0790 

1.8707 

0.65 

12  ft.  of  water. 

_ 
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Series  9. 

isture  Land  about  One  and  One-quarter  Miles  below  West  BoyUton,  on 
ih  Side  of  Railroad^  which  had  never  been  cultivated.  Samples  taken 
I  Surface  to  Twenty  Inches  below  Surface.    Samples  dried  at  lOO^C, 


MoUtnre. 

Loaaon 
Ignition. 

Hydrogen. 

Carbon- 

Kltrogen. 

KAtlO. 

(Percent) 

(Percent.) 

(Per  Cent.) 

(Percent.) 

(PwCenl.J 

n 

M  to  2  in.  below,    • 

81.18 

10.89 

1.45 

11.02 

O.QO 

I^.OE^ 

>  4  io.  below,  •       •       •       . 

20.17 

11.52 

0.86 

5.82 

0.4S 

ll.OS 

>  7  In.  below,  .... 

28.17 

8.87 

0.62 

8.66 

o.a8 

I^.6» 

0 10  In.  below, 

28.19 

5.18 

0.42 

1.38 

o.os 

4IS.0O 

x>  15  In.  below. 

22.56 

8.18 

0.81 

0.87 

0.06 

14.50 

to  20  in.  below,      .       .       . 

18.47 

2.43 

0.22 

0.86 

o*o« 

lt>.63 

ry  Analysis  of  Water  vHth  which  the  Soils  had  been  treated  as  described. 
[P»ru  per  100,000.] 


Frbb  Ammovia. 

Albumikoid  Am- 
monia,            j 

OxTOBK  Consumed. 

COLOtt. 

After 
D«78. 

After 

1 
Week. 

After 

a 

Days. 

After 

1 
Week. 

After 

a 

Days. 

After 

1 
Week. 

Arter 

Aftfr 
1 

Wetk. 

0.0006 
0.0056 
0.0040 
0.0016 
0.0096 
0.0048 

0.0024 
0.0008 
0.0072 
0.0048 
0.0104 
0.0016 

0.0680 
0.0264 
0.0188 
0.0086 
0.0086 
0.0060 

1 
0.1438 

0.0228 

0.0180 

0.0078 

0.0072 

1 
0.0062 

1 

1.8830 
0.3008 
0.1170 
0.0429 
0.0168 
0.0195 

2.1840 
0.4868 
0.1826 
0.0702 
0.0586 
0.0624 

1.16 
0.15 
O.04 
0.00 
0.00 
0.00 

1.^0 
0.25 

o.ia 

O.DO 
0.00 
0.00 
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Series  10. 

Fnym  Land  recently  cleared  of  Gooi-sized  Timber  and  never  cuUivaied^  ak 
Midway  between  Boylston  and  South  Clinton,  South  Side  of  Valley,  Simp 
taken  from  Surface  to  Two  Feet  Six  Inches  below.    Dried  at  10(PC. 


Moi«tnre. 
(Percent.) 

LoMon 
IgnlUon. 

(Percent) 

Hjrdrofen. 
(Percent) 

Caiboo. 
(Percent) 

Hltrogen. 
(Percent) 

B& 

lOa.    8arf«ceto2io.b«low,  .       .       . 

6287 

20.« 

1.82 

18.07 

0.04 

1 

10&.    2  in.  to  4  in.  below, 

64.26 

19.6S 

1.16 

10.47 

0.68 

I 

10c.    4  In.  to  T  In.  below,        .       .       . 

44.23 

11.12 

0.08 

6.60 

0.S2 

1 

lOd.   T  In.  to  IS  in.  below,      .       .       . 

82.21 

8.40 

0.84 

1.64 

0.10 

10«.    12  In.  to  IT  in.  below,     .       .       . 

29.57 

2.86 

0.28 

0.86 

0.81 

10/.    2  ft.  6  in.  below.     .       .       .       . 

17.M 

0.62 

0.06 

0.04 

O.U 

Sanitary  Analysis  of  Water  with  which  the  Soils  had  been  treated  as  describ 

[Peru  per  100,000.] 


FRBB  AMMOiaA. 

Albumwoid  Am- 
monia. 

OxTOBV  CoirerMso. 

COLOB. 

After 

After 

After 

After 

After 

After 

After 

▲f 

• 

1 

• 

1 

• 

1 

• 

Dayt. 

Week. 

D«7a. 

Week. 

Deji. 

Week. 

Deje. 

Wi 

10a,     . 

0.0560 

0.0384 

0.0902 

0.1490 

4.0660 

6.8180 

- 

106,     ..       . 

0.0882 

0.0224 

0.0382 

0.0820 

0.8970 

1.0267 

0.80 

10c.      ..       . 

0.0064 

0.0082 

0.0264 

0.0208 

0.6144 

0.6612 

0.80 

lOrf.     .        .        . 

0.0066 

0.0024 

0.0240 

0.0264 

0.2440 

0.6448 

0.80 

10*,      .        .        . 

0.0066 

0.0072 

0.0738 

0.0486 

0.1684 

1.8280 

0.08 

10/.      .        .        . 

0.0096 

0.0024 

0.0074 

0.0066 

0.0864 

0.1008 

0.08 
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!RIMENTS  UPON  THE  PURIFICATION  OF  SEWAGE  AND 
ITATER  AT  THE  LAWRENCE  EXPERIMENT  STATION.* 


By  Georqe  W.  Fuller,  Biologist  in  Charge. 


)  year  1893  is  the  sixth  that  the  experimental  work  of  the  Law- 
Experiment  Station  has  been  continued.  The  work  is  carried 
ier  the  general  supervision  of  Hiram  F.  Mills,  A.M.,  C.E.,  a 
er  of  the  State  Board  of  Health.  Mr.  Allen  Hazen,  chemist, 
i  direct  charge  of  the  station  until  March  1, 1893,  when  he  was 
a  leave  of  absence  and  accepted  the  position  of  chemist  to  the 
tment  of  Water  Supply  and  Sewerage  of  the  World's  Columbian 
ation.  The  writer,  who  had  previously  been  in  charge  of  the 
7cal  department,  succeeded  Mr.  Hazen  in  charge  of  the  station, 
[arry  W.  Clark  is  chemist,  and  Mr.  F.  L.  Fales  has  compiled 
sords  and  prepared  the  tables  showing  the  results  of  the  work. 
s.  W.  K.  Copeland  and  Louis  Weinberg  are  assistant  biologists 
[r.  F.  B.  Forbes  is  assistant  chemist.  Professors  T.  M.  Drown 
r.  T.  Sedgwick  of  the  Massachusetts  Institute  of  Technology 
3spectively,  consulting  chemist  and  biologist,  having  a  general 
ght  of  the  chemical  and  biological  investigations. 
I  year  has  been  an  important  one  in  the  history  of  the  experi- 

I  sewage  filters,  in  that  the  results  of  earlier  investigations 
»een  confirmed  and  additional  knowledge  has  been  obtained  as 

management  necessary  to  maintain  the  continuous  efiiciency 
h  filters. 

process  of  purification  of  sewage  by  intermittent  filtration 
bs  of  intermingling  the  sewage  in  the  pores  of  the  filtering 
al  with  sufiicient  air,  for  a  sufficient  time,  in  the  presence  of 
organisms  which  quickly  establish  themselves  there. 

II  accoantof  the  work  done  at  the  Lawrence  Experiment  Station  for  the  years  1888  and 
mtained  in  a  Special  Report  of  the  State  Board  of  Health  apon  the  Poriflcatlon  of  Sew- 
Water,  1890.  A  timllar  aocoant  for  the  jean  1890  and  1891  is  contained  in  the  Twenty- 
nnal  Report  of  the  Board  for  the  year  1891,  and  for  the  year  1892  in  the  Twenty-foarth 
ieport  of  the  Board  for  that  year. 
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Sewage  filters  resemble  complex  liviDg  organ isma,  id  that  vel 
^  lation  and  respiration  must  be  maiotaiDed^  otherwise  their  fuocti^ 

I  are  iotermpted  and  their  litres  as  filters  come  to  an  end. 

When  sewage  passes  through  a  filter  a  portion  of  the  insolu 
matter  or  sludge  is  deposited  upon  or  near  the  surface.  The  rest 
eventually,  unless  preventive  measures  are  adopted,  is  a  clogging 
the  surface,  which,  owing  to  interrupted  ventilation ,  causes  a  detf 
oration  in  the  quality  of  the  effluent t  and  subsequently,  owing  to 
increased  capillary  attraction  and  frictional  resistance  to  the  passi 
of  sewage,  a  reduction  in  the  quantitative  efficiency  of  the  filt 
The  amount  of  sludge  in  sewage  varies,  but,  unless  care  is  tak 
!  any  sewage  will  in  time  clog  any  ordinary  filter.     In  the  Ann 

j  Report  of  the  Board  for  1892  it  was  stated  that  when  other  conditio 

j  are  the  same,  the  clogging  is  proportional  to  the  sludge  carried 

j  the  applied  sewage.     It  is  of  importance  therefore  to  consider  i 

I  only  the  filtering  materials  but  also  the  applied  sewage  in  order 

;  learn  its  average  strength  and  the  limits  in  strength  between  wtt 


it  varies. 


Character  of  the  Sewage. 


The  sewage  used  at  the  Experiment  Station  is  pumped  througl 
two  and  one-half  inch  pipe,  4,300  feet  long,  from  a  sewer  wh 
drains  the  streets^  houses  and  stores  of  the  most  densely  populal 
sections  of  the  city  of  Lawrence. 

iSamples  of  Sewage  for  Analysis. 

Samples  of  sewage  have  been  regularly  collected  for  analysia 
follows :  — 

1.  Regular  Sewage,  On  at  least  four  days  in  a  week  a  gall 
bottle  has  been  filled  from  a  large  tank  of  sewage.  While  I 
sample  was  intended  to  be  as  far  as  possible  a  representative  one, 
necessarily  represented  accurately  only  a  small  fraction  of  the  to 
amount  of  sewage  used ;  and  there  is  also  considerable  difficulty 
mixing  several  hundred  gallons  of  sewage  so  as  to  get  a  sample  wi 
its  proper  share  of  suspended  matter, 

2,  Average  Sewage*  On  one  day  each  week  (Tuesday) ,  a  samj 
has  been  taken  by  collecting  directly  from  the  pump  (without  alio 
ing  any  opportunity  for  sedimentation),  quantities  of  sewage  prop< 
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1  to  the  amount  of  each  lot  of  sewage  pumped  during  the  day. 
average  results  from  numerous  samples  collected  in  this  manner 
satisfactorily  the  average  composition  of  all  sewage  applied  to 
Iters. 

Sewage  for  Filters  Nos.  i,  6  and  9 A.  In  order  to  learn  the 
;ions  in  strength  of  sewage  at  different  times  of  the  day  and  to 
1  more  accurate  data  upon  the  storage  of  organic  matter  in  the 
\  there  have  been  collected  weekly  three  mixed  samples  repre^ 
ig  each  dose  applied  during  the  week  to  Filters  Nos.  1,  6  and 
espectively .  In  order  to  keep  the  samples  for  one  week  without 
faction  and  decomposition,  a  small  amount  of  mercuric  acetate 
ilaced  in  the  bottle. 

Monthly  Averages  of  Analyses  of  Regular  Sewage  Samples. 

[Parts  p«r  100,000.] 


r 

Albttximoid  Axmonu. 

1 

• 
if 

i 

&| 

MONTH- ISM. 

i 

1 

1 

•      • 

3.44 

.88 

.41 

.42 

8.12 

4.98 

8.9 

1.104,000 

7t   . 

2.41 

.68 

.87 

.81 

6.08 

4.88 

2.4 

986.000 

. 

S.02 

.64 

.84 

.80 

6.06 

4.16 

8.8 

907.0M 

. 

3.42 

.88 

.86 

.48 

6.67 

4.16 

1.7 

1.109,000 

• 

2.28 

.61 

.80 

.21 

6.68 

2.82 

1.6 

766,000 

• 

2.64 

.68 

.28 

.26 

11.87 

2.68 

- 

n4,ooo 

. 

8.02 

.68 

.82 

.81 

8.71 

2.72 

- 

864,000 

. 

2.82 

.46 

.23 

.28 

10.66 

2.68 

- 

966.000 

>er,. 

2.76 

.47 

.22 

.26 

9.02 

2.44 

- 

686.000 

►      • 

8.07 

.61 

.26 

.86 

10.72 

2.92 

- 

1,126,000 

•r, . 

8.28 

.71 

.29 

.42 

10.70 

4.29 

- 

1,000.000 

tr,  • 

8.16 

.70 

.88 

.87 

6.29 

8.61 

- 

861,000 

ragofl,     . 

1.68 

.68 

.81 

.82 

8.67 

8.46 

- 

028,000 

•11  of  the  Lawrance  snalyMt  the  oxygen  conramed  luui  been  determined  after  boiling  twp 

B  above  analyses  represent  four  samples  each  week  taken  from 
f  the  sewage  tanks,  usually  in  the  morning,  and  the  results  are 
Jy  comparable  with  the  analyses  published  for  previous  years. 
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Monthly  Averages  of  Analyses  of  Average  Sewage  Samples. 

[Parte  p«r  100,000.] 


§ 

Albuminoid  Ammoxia. 

1 
P 



IfOXTH-lMS. 

1 

1 

5 

; 

Jaoaary, 

2.41 

.79 

.87 

.42 

6.60 

4.46 

Fehraary, 

2.86 

.76 

.43 

.82 

5.78 

4.10 

March,     .       . 

1.86 

.62 

.88 

.24 

4.88 

8.50 

April,       . 

2.89 

.70 

.88 

.87 

5.56 

3.55 

H^y. 

2.80 

.65 

.80 

.85 

6.28 

2.90 

Jane, 

2.86 

.68 

.82 

.81 

11.89 

3.02 

July,        .       , 

8.41 

.65 

.29 

.86 

9.05 

2.95 

Augatt,    . 

8.70 

.65 

.28 

.87 

7.88 

8.27 

September, 

8.80 

.70 

.81 

.89 

6.72 

8.42 

October,  . 

8.77 

.85 

.88 

.47 

6.80 

3.88 

Kovpmber, 

4.06 

.95 

.48 

.47 

7.75 

4.55 

December, 

8.85 

.98 

.41 

.52 

7.05 

4.02 

Average!, 

8.07 

.74 

.86 

.88 

7.15 

3.68 

The  above  analyses  represent  average  samples  of  all  the  sewn 
pumped  during  the  day  for  each  Tuesday  of  the  year. 

MoiUhly  Averages  of  Mixed  Samples^  representing  aU  of  the  Sewage  applkc 
Fillers  Nos.  I,  0  and  9  A, 

[Parte  per  100,000.] 


Frbs  Axmonia. 

Albuminoid 

AMMONIA. 

OXTOBM 
COHSDMaD. 

CHLOiiinc        1  F 

MOHTS— 18M. 

^ 

» 

< 

a* 

A 

CO 

^ 

<d 

< 

^ 

«c$ 

< 

d 

d 

6 

6 

d 

d 

d 

d 

d 

d 

d 

$Q 

^ 

% 

» 

Ui 

^ 

'A 

K 

iq 

» 

» 

1 

b 

i 

S 

«{ 

s 

^ 

t 

g 

^ 

i 

S 

§ 

s 

s 

s 

c 

£ 

1 

C 

c 

S 

£  II 

January,   . 

1.50 

2.47 

1.55 

.57 

.76 

.52 

3.40 

4.45 

8.80 

4.48 

7.79 

4.77' 

February, 

2.10 

2.19 

1.90 

.64 

.81 

.59 

3.40 

4.92 

8.67 

9.41 

5.94 

6.04 

March, 

1.86 

2.84 

1.90 

.46 

.Gl 

.48 

4.00 

4.50 

4.00 

5.72 

5.91 

7.14! 

April, 

1.94 

2.54 

2.06 

.57 

.78 

.63 

2.82 

8.72 

8.02 

6.02 

5.58 

5.67 

May,. 

2.42 

2.89 

2.47 

.61 

.43 

.62 

2.72 

8.07 

8.00 

6.14 

6.26 

6.97  ,1 

June, . 

,       , 

2.71 

2.58 

2.84 

.68 

.64 

.61 

3.02 

8.70 

8.20 

8.17 

7.45 

9.70 

July.  . 

8.81 

2.76 

8.52 

.72 

.73 

.88 

3.22 

3.52 

8.82 

9.98 

12.50 

8.83/ 

Aairuet. 
September 

,       , 

2.79 

8.40 

8.15 

.66 

.57 

.51 

3.30 

8.97 

2.87 

10.03 

9.18 

9.54  ;1 

8.56 

8.91 

8.85 

.77 

.77 

.69 

3.96 

3.84 

8.38 

8.06 

7.29 

7.44   ' 

October, 

8.79 

4.29 

4.26 

.82 

.89 

.87 

4.87 

7.87 

4.22 

7.59 

7.46 

10.91   1 

November, 

8.97 

8.81 

4.26 

.88 

.79 

1.00 

4.72 

5.25 

5.05 

7.43 

6.88 

6.66 

December, 

8.04 

8.75 

8.22 

.82 

.95 

.88 

4.40 

5.57 

8.92 

6.75 

7.45 

6.08  I, 

Averai 

(M,    . 

2.75 

8.04 

2.88 

.68 

.72 

.69 

3.61 

4.49 

8.62 

7.81 

7.47 

'•"•;! 

With  regard  to  the  comparison  of  the  results  with  each  other  il 
to  be  mentioned  that  the  sewage  for  Filter  No.  1  was  all  pum[ 
late  in  the  afternoon  during  the  cold  months,  December  to  Api 
inclusive ;  in  May  and  June  it  was  pumped  early  in  the  mornii 
and  during  the  rest  of  the  year  part  in  the  early  morning  and  I 
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Dder  in  the  afternoon.  Sewage  for  Filter  No.  6  was  regularly 
ed  in  the  middle  of  the  day.  In  the  case  of  Filter  No.  9  A 
I  wage  was  pumped  late  in  the  afternoon  during  the  cold  months, 
nber  to  April,  inclusive,  and  early  in  the  morning  during  tho 
nder  of  the  year.  The  results  are  comparable  with  corre- 
inc:  results  obtained  in  1892. 


Uy  Averages  of  Supernatant  Liquid  from  Sewage  settled  wUh  Alum  for 
Filters  Nos.  19  and  32. 

[ParU  per  100,000.] 


1 

r 

Albcminoid  AMMOiriA. 

1 

i! 

1 

U 

fONTH— IMS. 

1 

1 

1 

1 

ill 

m    , 

2.16 

.88 

.27 

.11 

6.40 

2.70 

- 

260,«K1 

ff    ' 

LOT 

.26 

.10 

.07 

6.66 

2.72 

.2 

77,aCNJ 

1.91 

.28 

.21 

.07 

6.48 

2.82 

81,000 

2.24 

.27 

.22 

.06 

6.67 

1.88 

20,00u 

2.20 

.28 

.18 

.10 

6.09 

1.62 

1.8 

08,000 

2.84 

.82 

.20 

.12 

9.86 

1.62 

- 

460,000 

8.27 

.84 

.28 

.11 

7.66 

1.60 

1.6 

280,00y 

2.48 

.24 

.17 

.OT 

7.78 

1.86 

6o,i}oa 

•r. 

2.80 

.27 

.20 

.07 

11.78 

1.60 

1.1 

68,0(H) 

2.64 

.27 

.18 

.09 

6.98 

1.47 

8.8 

ZlbM^ 

Br,. 

8.04 

.82 

.24 

.08 

18.72 

2.06 

1.7 

87,0OU 

ir,  . 

8.29 

.84 

.24 

.10 

6.74 

1.92 

187,000 

rmges. 

2.64 

.30 

.21 

.00 

8.10 

1.88 

1.2 

146.0OQ 

le  sewage  was  not  treated  In  thia  manner  January  1  to  20;  the  reanlta  for  thla  month  given  In 
represent  the  analyses  of  January  21  to  31. 

)  above  analyses  represent  the  supernatant  liquid  after  the 
e  represented  by  the  regular  samples  had  been  treated  with 
in  the  proportion  of  lyOOO  pounds  of  alum  to  1,000,000 
IS  of  sewage,  and  allowed  to  settle  for  four  hours.  These 
8  show  that  52.4  per  cent,  of  the  total  albuminoid  ammonia 
4.3  per  cent,  of  the  bacteria  were  removed.  The  high  numbers 
iteria  in  June  and  July  appeared  to  be  due  to  a  growth  of  bac- 
on the  sides  of  the  barrels  where  some  organic  matter  had 
inlated.  The  removal  of  this  organic  matter  from  time  to  time 
i  the  number  of  bacteria  in  the  supernatant  liquid  to  become 
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MonOdy  Averaget  of  Supernatant  Liquid  from  Settled  Sewage  for  Filter  No.  2 

[Parte  par  100,000.] 


r 

ALBUMIXOID  AlOfOXIA. 

1 

|l 

n 

MONTH -18M. 

1 

1 

1 

October, 

November 

Dvcember, 

8.70 
8.18 
8.25 

.48 
.00 
.00 

.Sft 
.82 
.80 

.18 
.28 
.80 

0.22 
18.78 
6.06 

S.8S 
8.M 
8.12 

81 
81 

Avermgee 

8.06    1 

.M 

.20 

.26 

10.81 

2.90 

8( 

The  analyses  above  represent  the  supernatant  liquid  after 
sewage  represented  by  the  regular  sample  bad  been  allowed  to  » 
for  four  hours.  These  results,  when  compared  with  those  of 
regular  samples  of  sewage,  taken  on  the  same  days,  show  a  rem< 
of  18.2  per  cent,  of  the  total  albuminoid  ammonia  and  12  0 
cent,  of  the  bacteria  by  sedimentation. 

Comparison  of  the  Strength  of  the  Sewage. 

Bringing  together  for  comparison  the  average   results  of 
several  series  of  sewage  samples,  we  have :  — 


[P»rU  per  100,000.] 

Frae 
AmiBonUu 

Albumihoid  Amxowia.            I 

CblorlBt. 

•u 

Total. 

BolnUe. 

Insoloble. 

Regular, 

For  PlttJr  No.  li       !       .       ! 
For  Filter  No.  0,       .       .       . 
For  Filter  No.  OA,    . 

2.08 
8.07 
2.75 
8.04 
2.88 

.68 
.74 
.68 
.72 
.60 

.81 

.86 

.81* 

.81* 

.81» 

.82 
.88 
.87 
.41 
.88 

8.57 
7.15 
7.81 
7.47 
7.80 

8 

S 
3 

4 
8 

*  Betimated  aa  equal  to  tkat  lo  the  regular  eample. 

It  will  be  seen  that  the  average  sewage  ft)r  the  day  was  the  n 
concentrated,  although  only  a  little  stronger  than  the  sewage  app 
to  Filters  Nos.  1,  6  and  9 A.  The  regular  sewage  was  the  n 
dilute  of  all,  as  was  the  case  in  1892. 

Investigations  are  under  way  to  show  the  relation  of  the  strei 
of  the  sewage  as  drawn  at  the  Experiment  Station  to  that  of 
original  sewage  in  the  Lawrence  Street  sewer.    The  results  of 
such  series  of  analyses  are  given  in  the  table  below.     On  Janu 
16  and  17,  1894,  when  the  first  series  was  collected,  the  weather 
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and  cold,  and  probably  very  little  aurface  water  entered  the 
The  second  series  was  taken  daring  a  storm.  The  amount 
sipitation  (rain  and  melted  snow)  was  1*47  inches,  the  greater 
F  which  was  snow ;  coneiderable  rain  fell  during  the  night  of 
ry  30 >  however^  and  found  lis  way  to  the  sewer.  In  the  second 
estimates  of  the  quantity  of  sewage  flowing  in  the  sewer  were 
from  observations  of  the  depth  of  sewage  in  the  sewer. 


!ff  of  Analyses  of  Eourly  Samples  of  Sewugt  from  the  Lmorence  SireU 

Sewer. 


[F»rt- ^1- 100,000.] 

jBBBsry 

SO  Hud  ftl. 

AMm&mk. 

1 

1 

1 

Dmiiki  r. 

1* 

Ammohia. 

1 

0 

J 

f 

u 

1 

Albmnjnold: 

1 

Albuminoid.' 

&S 

L- 

1 

1 

1 

i 

I 

1 
1 

1 

tf. 

1.30 

.fi6 

.ffi 

fl.l6«.70 

•t; 

- 

i4.S 

1.1 

1.25 

.63 

.33 

4,70 

3,00 

2.0 

6«0,000 

i^A 

i.so' 

.42 

.12: 

3,90  3.70 

4.1 

10. 

S4. 

.0 

1.45 

.60 

.16 

0.17 

3.10 

2.3 

413,000 

LS* 

urn 

,fiO 

.10 

4.06 

1.80 

2.4 

4i. 

S3. 

1.3 

l.TO 

.» 

.21 

4.30 

3.0O 

2.8 

£43,000 

14. 

i.u 

.m  ^ 

.11 

a.so 

3.50 

1.0 

44. 

«4. 

1,3 

1.40 

.37 

.00 

3.7B 

2.20 

1.0 

616,000 

M. 

l.M 

.4e 

.11 

4.00 

3.30 

S.l 

44. 

33.6 

1.5 

1.05 

.54 

.35 

4.31 

2.30 

3.4 

604,000 

». 

1*U 

.2a 

.01 

19. ao 

1 

1.80 

.9' 

43. 

M. 

.0 

1.75 

.43 

.17 

6,6S 

1.70 

1.4 

181*000 

u. 

iM 

.^ 

.U 

>.M> 

l.SO 

l.S 

43.6 

38.6 

.0 

1.36 

.20 

.02  ^ 

3.2T 

1,30 

1.0 

368,000 

U, 

.76 

,ie 

.l>2 

S.W 

1.30 

1.7 

43. 

M. 

1.1 

.00 

.13 

.04 

2.32 

1.10 

2.1 

441,000 

la. 5 

.W 

.IT 

.04 

:».tO 

1.00 

1.4 

41. 

34.B 

1.0 

.46 

.It 

.02 

21.00 

.00 

.4 

SM^DOO 

12. 

.e& 

.14 

.02 

't.l<. 

.BO 

4.5 

40. 

30. 

1.0 

.6& 

.13 

.01 

S.77 

.00 

1.2 

164,000 

12. 

.W 

.n 

.04 

;.« 

.TO 

3.3 

40. 

35.6 

3.1 

.60 

.10 

.04; 

3.01 

.00 

1.6 

^,000 

t3.» 

.01 

*i2 

-01 

L. 

.70 

S.4 

39.0 

33.6 

3.4 

,03 

,1+ 

.02 

3.30 

1.00 

3.0 

133,000 

a. 

.»& 

.2S 

.04 

U 

1.00 

0.0 

10. 

31. 

1.0 

1.01 

,2» 

*Q7 

i.m 

1.20 

.4 

470,000 

1^* 

1*40 

.4« 

.10 

L*6 

1.00 

4.S 

44. 

31, 

l.B 

1.3ft 

.4» 

,13 

3.63 

2.40 

,5 

540,000 

12. 

4.4lt 

.12 

.«fl 

4.T6 

4.40 

s.a 

40. 

30.fi 

2.4 

2.36 

1,86 

.13 

12.02 

5,60 

2,2 

1,130,000 

IT. 

4M 

1.14 

.&4 

!fl.60 

ym 

4,3 

40, 

40. 

31. 

2.4 

t.80 

.m 

.20 

0.65 

3.40 

2.T 

063,000 

«. 

#.n> 

t.49 

.03 

0.30 

i 

5.40 

n.o 

30. 

1.8 

1.05 

,m 

.18 

4.75 

3.00 

2.5 

636,000 

I9.» 

3.« 

t.Ol 

.4S 

1 

6.00 

lO.O 

44,6 

00.5 

2.1 

1.36 

.64 

pll 

4,13 

0.40 

3.4 

412,000 

48.    iM 

1,10 

,0T 

a -32' 6. 00 

1 

lfl.9 

40. 

32.5 

3.0 

1.06 

.64 

.14 

4.^3.30 

3.0 

640,000 

u.  a.^ 

.Ta 

.20 

fl.625.00 

n.2 

46. 

tza.s 

2.4 

1,76 

.6« 

.31 

4.31  3.40 

3.0 

400,000 

M.$ 

S3: 

.96 

.M 

S.SS'^.N) 

16.0 

45, 

30-6 

2.4 

1.00 

.TO 

.36 

3.20  6.60 

3,0 

6»0,000 

4T. 

1 

.7S 

.» 

6.014.70 

13.4 

47.6 

3S. 

1.0 

1.66 

.64 

,3t 

3.00 

3.70 

3.S 

024,000 

47.5 

i.«&: 

.60 

.08 

4,04  4.20 

s.b 

47. 

37. 

2,1 

1.30 

.64 

.10 

3.40 

3.30 

1.2 

305,000 

* 

1.4S 

.M 

.14 

4.0e4.AO 

0,4 

- 

- 

- 

- 

- 

- 

- 

- 

- 

- 

Digitized  by 


Google 


408 


STATE  BOARD  OF  HEALTH.         [Pub.D 


From  the  data  obtained  in  the  second  series  there  was  calcak 
a  representative  analysis  of  all  the  sewage  which  passed  tbrot 
the  sewer  during  this  period  of  twenty-four  hours.  In  the  foll< 
ing  table  this  representative  analysis  of  all  the  sewage  flowing 
twenty-four  hours  in  the  sewer  is  compared  with  the  average  anal] 
of  all  the  sewage  pumped  at  the  Experiment  Station  during  I 
period  (7  a.m.  to  5  p.m.  January  31). 

[Put*  per  100,000.1 


Free 

AmmonlA. 

!             Albumihoid  AmfoioA. 

Chlorine. 

Ot 

Jamuast  80  Ain>  81,  1894. 

Total. 

Soluble. 

Iniolable. 

I 
•tt 

Lawrence  Street  sewer,  . 
Sxperlment  eUUon, . 

1.40 
2.70 

.64 

.78 

.86 
.40 

.18 
.24 

6.M 
6.72 

2 
6 

These  results  indicate  that  the  average  sewage  applied  to  the 
perimental  filters  during  this  period  was  considerably  stronger  t 
the  average  original  sewage  flowing  in  the  sewer.  Whether  or 
the  difference  is  always  so  marked  will  require  further  experimc 
to  determine.  It  is  instructive  to  compare  the  analyses  of  the  S4 
age  in  the  two  series,  and  also  the  variations  at  different  tii 
during  the  day  in  each  series. 

It  has  been  found  that  the  sewage  in  the  Lawrence  Street  se^ 
contains  considerable  dissolved  oxygen,  while  the  sewage  as  pum] 
at  the  Station  contains  none.  Experiments  are  in  progress 
compare  the  results  of  purification  by  filtration  of  fresh  sewi 
from  the  Lawrence  Street  sewer  and  of  sewage  as  pumped  at 
Station,  both  with  and  without  aeration. 

Since  clogging  and  consequent  interference  with  ventilation  are 
chief  factors  to  be  considered  in  studying  the  continuous  efficiei 
of  filters,  it  is  of  importance  to  know  the  strength  of  the  sewj 
which  has  been  treated  and  the  amount  of  sludge  which  it  contaioi 
In  the  table  below  are  given  averages  of  analyses  for  the  year  li 
of  the  sewage  applied  to  the  experimental  filters  at  Lawrence,  anc 
that  of  the  cities  and  towns  in  Massachusetts  which  purify  tb 
sewage  by  intermittent  filtration. 
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^  of  Analyses  of  the  Sewage  applied  to  the  Experimenial  Filters  at  Lam- 
nce^  and  of  thai  applied  to  the  Filters  used  by  certain  Cities  and  Towns, 

[Parte  per  100,000.] 


SSWAOB. 


Migh, 
»     • 
oogb,* 


Free 
Ammonia. 


8.07 
1.88 
2.08 
1.80 
1.07 


Albdmimoid  Ammonia. 


.74 
.88 
.82 
.45 
.10 


Soluble.        Insoluble. 


.88 
.19 
.88 
.21 
.06 


.86 
.19 
.24 
.24 
.14 


Chlorine. 


7.16 
4.98 
7.36 
8.11 
2.27 


Oxygen 

Con* 
•um«4. 


8.68 
6.14 
6.29 
8.94 
2.72 


ro  tamplea  from  Weeiboroagh  were  analysed ;  the  other  results  (except  Lawrence)  are  avorageH 
Donthly  analyses. 

s  table  shows  that  the  sewage  applied  to  the  experimental 

contains  more  sludge  than  the  sewage  of  the  other  places, 

^nsequently  the  experimental  filters  require  more  attention  lo 

at  clogging  than  do  the  several  large  filters  in  actual  service 

receive  more  dilute  sewage. 

BAOE  Purification  op  Sewage  bt  the  Several  Filters 

IN  1«93. 
the  table  below  are  given  the  average  percentages  of  removal 
ganic  matter  (albuminoid  ammonia)  and  of  bacteria  by  the 
il  filters  to  which  ordinary  sewage  was  applied.     For  the  con- 
ion  and  details  of  operation  and  results  see  pages  429-452. 

ige  Per  Cent,  of  Albuminoid  Ammonia  and  oj  Bacteria  removed  from 
ewage  by  the  Several  Filters^  wUh  Avera^  Rates  of  Filtration,  1893. 


n 

IB. 

ATerage 

Rate  of 
FiitraUon. 

(Oallons  per 
Acre  Dally 

for  81x  Days 
m  a  Week.) 

Percent 

of 

Albuminoid 

Ammonia 

KemoTed. 

P*r  Cent, 
of  Bacteria 
Kemoved. 

KUMBBB 

OF 
FiLTBB. 

Average 
Kate  of 
FiitraUon. 
(Gallons  per 
Acre  Daily 
lor  six  Days 
ill  a  Week.) 

Per  Cent. 

of 

Albuminoid 

Ammonia 

Kemoved. 

Per  Cent, 
of  Bactef  lu 
Kemovrd. 

106,000. 
40,600 
66,800 
82,800 

119,000 
73,300 
82,000 

111,700 

86 
97 
91 
96 
82 
91 
92 
02 

89 

00.8 

99.9 

99.9 

77 

99 

99.8 

99 

IIA.    .        . 

13,  .        . 

14,  .        . 
15B.    .       . 
16B.    .       . 
17A,    .       . 

30.  .       . 

31,  .        . 

68,900 

164.100 

174.000 

404,700 

415,200 

68,500 

65,100 

65.100 

89 
91 
95 
77 
75 
96 
90 
96 

95 

95 

96 

77 

81 

99.0 

97 

99.9 
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Tliese  results  show  that  with  most  of  the  filters  the  rcmovf 
org^mic  matter  was  over  90  per  cent.,  while  five  of  them  rem< 
95  per  cent,  or  more.  It  is  to  be  stated,  however,  that  both 
quantitative  and  qualitative  eflSciency  were  in  many  cases  belo^ 
norniiil  during  the  early  part  of  the  year.  This  was  owing  to 
fiict  that  for  some  time  previous  the  filters  had  been  operated 
maoDer  believed  to  be  unlikely  to  produce  the  best  results,  but  I 
for  the  sake  of  learning  the  effect  of  certain  methods  of  operal 
The  methods  of  treatment  by  which  the  filters  resumed  their  foi 
ahllity  to  purify  sewage  are  described  and  discussed  on  pages  ^ 
421. 

Permanency  of  Sewage  Filters. 

In  studying  the  subject  of  purification  of  sewage  by  filtrati( 
matter  of  vital  importance  is  the  question  of  the  permanency  of  fil 
It  18  well  known  that  with  filters  of  suitable  material  sewage 
'be  purified  at  a  rate  of  more  than  100,000  gallons  per  acre  di 
*wilb  a  removal  of  over  90  per  cent,  of  the  organic  matter.  ] 
laldo  known  that  some  of  the  organic  matter  of  the  sewage  is  st 
.at  and  near  the  surface  of  the  filter,  and  that  under  some  circ 
stances  there  is  a  certain  amount  of  storage  for  some  distance  hi 
the  surface.  It  has  been  learned  that  in  the  case  of  filters  which  1 
iregolurly  filtered  sewage  at  a  comparatively  high  rate  it  is  eventt 
eecessiiary  to  spade  up  the  surface  in  a  manner  corresponding  to  ploi 
iog,  aud  later  to  remove  the  clogged  surface  layers  and  replace  t 
with  fresh  material.  We  shall  consider  the  treatment  of  the  u| 
layers  of  a  sewage  filter^  say  the  upper  six  inches,  under  the  hea< 
<^  management  of  filters  necessary  for  their  successful  operation, 
r-egard  the  permanency  of  the  filters  as  the  ability  of  the  main  I 
of  llie  sand,  below  the  upper  six  inches,  under  proper  treatmen 
imrify  sewage  for  an  indefinite  time. 

In  the  Annual  Report  for  1891  it  was  shown  that  the  storag 
organic  matter  in  the  filters  at  that  time  was  steadily  increa^ 
This  conclusion  was  drawn  from  repeated  determinations  of  nitn 
stored  in  the  sand.  During  the  past  two  years  numerous  examinal 
have  been  made,  but,  owing  to  the  unequal  distribution  of  8e\ 
through  the  material  caused  by  trenching  and  in  other  ways,  it 
found  to  be  practically  impossible  to  obtain  results  which  repre 
correctly  the  entire  filter.  Accordingly  the  calculations  of  the  q 
fitted  of  organic  matter  stored  within  the  filter  have  been  made  f 
aoother  method  in  1893.     The  results  of  repeated  determinatioD 
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gen  stored  in  the  sand  during  the  earlier  years  of  the  experiments 
ated  that  30  per  cent,  of  the  applied  nitrogen  was  not  to  be  found 
r  in  the  sand  or  in  the  effluent.  It  probably  disappeared  in  the 
sphere ;  possibly  as  nitrogen  gas.  To  the  nitrogen  found  in  the 
Lge  analyses  of  representative  samples  of  each  effluent  has  been 
i  30  per  cent,  of  the  amount  in  each  case,  and  the  difference 
sen  this  corrected  quantity  in  the  effluent  and  the  quantity  of 
gen  in  the  applied  sewage  has  been  taken  to  represent  the 
mt  of  nitrogen  stored  in  the  filters.  In  the  table  below  are 
I  the  percentages  which  the  nitrogen  in  the  effluents,  calculated 
ascribed  above  from  the  averages  of  representative  analyses, 
ed  of  the  nitrogen  in  the  applied  sewage,  by  months.  The  sign 
s,  of  course,  indicates  a  removal  of  stored  nitrogen. 


•  Cent,  of  Applied  NUrog 

en  that  was  stored  in 

the  Sewage  Filters,  in  1893. 

7VBXB 

o» 

[LTBS. 

•^ 

£ 

1 

i 

< 

• 
§ 

i 

< 

2k 

oS 

1 

i 

1 

< 

-66 

6 

—11 

14 

—21 

-31 

-87 

—41 

8 

22 

88 

6 

—10 

86 

77 

80 

12 

—125 

-86 

—36 

1 

2 

—6 

17 

11 

-l.§ 

88 

—2 

—2 

9 

—6 

-59 

—17 

—14 

- 

- 

- 

-T 

27 

62 

79 

66 

49 

57 

61 

16 

26 

17 

81 

49 : 

43 

7 

1 

-18 

-6 

-29 

25 

29 

5 

26 

26 

90 

6  ; 

7.6 

44 

19 

-29 

-33 

-80 

-66 

-11 

15 

63 

1 

22 

27 

—3 

42 

19 

0 

—7 

- 

- 

-167 

46 

27 

28 

17 

22 

3 

-10 

1 

-f 

-24 

-42 

-40 

10 

3 

20 

22 

83 

—1 

-2.6 

24 

11 

—6 

46 

27 

60 

69 

60 

-88 

12 

4 

27 

26 

—6 

-2 

—1 

4 

-12 

4 

82 

15 

21 

28 

24 

26 

11 

- 

- 

: 

0 

-18 

-49 

-9 

3 

24 

0 

18 

.    1 
-10  1 

-fl 
1 

29 

-18 

-61 

-80 

-84 

-88 

—43 

—1 

18 

88 

67 

—4 

—14 

67 

68 

38 

23 

18 

18 

16 

19 

22 

22 

42 

84 

2B 

82 

28 

14 

28 

12 

27 

10 

26 

29 

48 

40 

86'      IR 

11 

19 

-8 

-8 

-69 

-111 

—54 

—8 

47 

26 

-28 

13    '  -13 

22 

-84 

-49 

-26 

-41 

-17 

-38 

1 

—16 

—26 

-41 

-19  ^  -24 

16 

2 

-84 

-11 

—64 

-90 

-  08 

—27 

—3 

-8 

28 

8  i 

-2a 

-1 

6 

—11 

1 

-61 

—78 

-61 

—46 

—1 

—2 

22 

28 

-17 

22 

8 

-84 

-18 

—84 

—6 

50 

44 

48 

3 

—21 

—3    1        fi 
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Summary  and  Conclusions, 

1.  It  will  be  seen  that  the  only  filters  in  which  there  was  a  < 
tinned  storage  of  nitrogen  were  Nos.  4, 15  B  and  1 6  B.  These  fil 
represent  the  extreme  limits  in  the  size  of  materials  and  the  resulti 
explained  by  the  fact  that  there  was  an  insufficient  amount  of  aii 
the  complete  oxidation  and  nitrification  of  the  applied  sew 
From  this  it  follows  that  the  permanency  of  sewage  filters  is  inde 
dent  of  the  size  of  material,  but  is  directly  dependent  upon  the  ti 
ment  which  they  receive. 

2.  The  removal  of  large  amounts  of  stored  organic  matter  in 
spring  and  early  summer  months,  under  favorable  conditions,  is 
of  the  most  marked  characteristics  of  sewage  purification  by  h 
mittent  filtration. 

3.  It  will  be  noticed  that  in  several  cases  the  storage  of  nitre 
during  the  winter  months  was  very  slight,  while  in  some  insta 
there  was  a  removal.  This  is  not  apparent  from  the  degree  of  \ 
fication  of  the  corresponding  effluents,  in  which  the  free  ammonia 
very  high,  and  this  seeming  discrepancy  is  explained  by  the  fact 
while  freezing  winter  weather  interferes  with  nitrification  it  does 
seriously  affiect  the  oxidation  of  carbonaceous  matter  to  free  ammc 

4.  The  average  results  from  all  the  filters,  some  of  which  I 
been  in  operation  regularly  for  six  years,  indicate  that  there 
practically  no  more  nitrogen  stored  in  the  filters  at  the  end  thai 
the  beginning  of  the  year.  From  this  it  appears  that,  with  the  i 
body  of  the  sand  the  same,  sewage  filters  may  continue  to  pi 
sewage  for  an  indefinite  time  provided  they  receive  proper  treatn 
to  insure  sufficient  ventilation  for  the  oxidation  and  nitrificatioi 
the  applied  sewage. 

Management  of  Filters  to  Secure  Continuous  EmciENi 

An  outline  of  the  results  obtained  by  difierent  methods  for 
conservation  of  the  efficiency  of  sewage  filters  is  as  follows :  — 

Systematic  Raking  followed  by  Scraping. 

In  1890  it  was  learned  that  the  interruption  of  the  ventilatioi 
a  filter,  owing  to  clogging  by  the  stored  organic  matter  of  the  slu 
at  the  surface,  was  prevented,  to  a  great  extent,  by  a  system 
weekly  raking  to  a  depth  of  about  one  inch.     Eventually  the  stoi 
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ige  in  the  material  disturbed  by  the  weekly  raking  is  so  great 
entilation  is  no  longer  afforded  by  this  means.  It  is  theti 
ary,  in  order  to  insure  the  continued  efficiency  of  the  filter, 
>sent  cleaner  material  at  the  surface ;  and  one  of  the  ways  by 
this  may  be  accomplished  is  by  removing  the  clogged  material 
'aping  and  replacing  it  with  fresh  material.  (See  page  420 
egard  to  the  addition  of  new  material.) 

\eT  No.  1. — This  filter  is  one  two-hundredths  of  an  acre  in 
nd  contains  63  inches  in  depth  of  sand  of  an  effective  size  *  of 
aillimeter.  On  June  2,  1892,  there  were  removed  from  the 
e  5  inches  of  clogged  material  which  had  been  more  or  less 
bed  and  mixed  together  by  trenching.  This  was  four  years 
re  months  after  the  filter  was  first  put  in  operation.  No  ne^r 
ial  was  added  at  this  time.  The  efficiency  of  the  filter  was 
ctory  during  the  following  months  until  freezing  weather  set  in. 
aality  of  the  effluent  improved  during  March  and  April,  but  tho 
e  soon  became  clogged  so  that  the  sewage  failed  to  disappear 
:he  surface  in  twenty-four  hours.  On  May  5, 1893,  a  layer  of 
id  sand,  4  inches  in  depth,  was  removed  by  scraping  and  new 
ial  added  to  restore  the  filter  to  its  original  depth  of  63  inches. 
3tal  depth  removed  in  the  five  years  and  four  months  up  to  this 
iras  9  inches,  or  7.9  cubic  yards  per  million  gallons  of  sewage 
d.  The  4-inch  layer  removed  May  5,  1893,  was  equivalent  to 
)ic  yards  per  million  gallons  filtered  since  June  2, 1892.  Very 
results  followed  this  treatment.     The  rate  of  filtration  up  to 

10  was  120,000  gallons  per  acre  daily  for  six  days  in  a  week ; 

11  to  August  31,  60,000  gallons;  September  1  to  17,  80,000 
is;  September  18  to  December  22,  120,000  gallons;  and 
Qber  23  to  31,  60,000  gallons.  During  the  six  months,  Ma}^ 
ctober,  inclusive,  the  average  removal  of  organic  matter 
minoid  ammonia)  and  bacteria  from  the  applied  sewage  was 
ind  95.5  per  cent.,  respectively,  while  the  nitrification  was  very 

The  averages  of  the  analyses  of  the  effluent  showed  that  it 
ined  3.16  parts  per  100,000  of  nitrogen  as  nitrates,  which  indi- 
a  removal  of  some  of  the  organic  matter  stored  in  the  sand, 
ter  No.  6.  —  This  filter  contains  44  inches  in  depth  of  mixed 
3  and  fine  sand  of  an  effective  size  of  0.35  millimeter.  The 
^  has  been  raked  regularly  once  a  week  since  Jan.  1,  1891* 

e "  effectiye  size  "  means  that  ten  per  cent,  by  weight  of  the  sand  grains  are  finer  than 
meter  given. 
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On  March  29,  1892,  2  iDches  of  clogged  material  were  scraped  f 
the  surface  and  replaced  with  now  material.  The  filter  was  spa 
over  in  layers  to  a  depth  of  2  feet  on  May  19,  1892,  to  break 
stratification.  The  surface  became  clogged  again  Sept.  25,  li 
when  2  inches  were  again  scraped  off.  The  total  depth  of  4  in< 
removed  up  to  this  date  is  equivalent  to  5.8  cubic  yards  of  s 
per  million  gallons  of  sewage  filtered ;  the  2  inches  removed  S 
25,  1893,  are  equivalent  to  9.7  cubic  yards  per  million  gal 
filtered  since  May  19,  1892.  During  this  latter  period  the  avei 
removal  of  organic  matter  (albuminoid  ammonia)  and  bacteria  f 
the  applied  sewage  was  94.2  and  99.3  per  cent.,  respectiv 
The  efliuent  contained,  on  an  average,  2.83  parts  per  100, OCK 
nitrogen  as  nitrates.  The  average  rate  of  filtration  was  62,400 
Ions  per  acre  daily  for  six  days  in  a  week.  From  September 
December  21  the  rate  was  90,000  gallons,  and  from  December  2: 
31,  50,000  gallons. 

Systematic  Scraping  when  Necessary^  without  Raking. 

Filter  No.  9  A. — This  filter  is  60  inches  in  depth  and  cont; 
sand  of  an  effective  size  of  0.17  millimeter.  The  upper  6  in< 
were  removed,  and  the  rest  of  the  material  taken  out  and  repk 
dry  May  20,  1892,  in  order  to  break  up  stratification.  The  sur 
was  raked  weekly  until  July  20,  1892,  hut  since  that  time  it  has 
been  raked,  but  was  scraped  whenever  the  surface  became  sufficiei 
clogged  to  prevent  the  passage  of  sewage  through  the  filter.  ' 
filter  was  scraped  eleven  times  from  May  20,  1892,  to  Nov. 
1893,  and  on  the  latter  date  the  applied  sewage  failed  to  disapf 
just  after  scraping,  indicating  a  clogging  beneath  the  sur&ce.  ' 
filter  was  restored  to  its  original  depth  by  the  addition  of  i 
material  after  scraping  on  March  14  and  Sept.  25,  1893.  The  t 
depth  removed  was  5.54  inches,  which  is  equivalent  to  13.8  ci 
yards  per  million  gallons  of  sewage  filtered  during  the  jieriod.  ' 
rate  of  filtration,  120,000  gallons  per  acre  daily,  for  six  days  i 
week,  is  very  high  for  this  material.  The  average  removal  of  org* 
matter  (albuminoid  ammonia)  and  bacteria  from  the  sewage  for 
entire  period  was  94.1  and  98.3  per  cent,  respectively.  The  nil 
gen  as  nitrates  averaged  2.03  parts  per  100,000  in  the  effluent. 

A  decided  objection  to  this  method  of  treatment  is  that  the 
quent  interruption  in  ventilation  causes  a  temporary  decrease 
nitrification  and  an  increase  in  the  storage  of  organic  matter.     \\ 
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itervals  between  scrapings  this  would  not  be  serious ;  but,  as 
ease  of  Filter  No.  9  A,  there  may  eventually  come  a  time 
the  scrapings  are  so  frequent  that  nitrification  does  not  get 
e-established  before  clogging  occurs  again, 
as  necessary  to  scrape,  after  November  16,  4^  inches,  before 
^age  would  disappear  readily.  As  the  removed  sand  did  not 
n  sufficient  stored  organic  matter  to  explain  this  clogging,  its 
iterpretation  must  be  postponed  until  something  is  known  of 
sequent  history.  It  is  to  be  mentioned,  however,  that  com- 
88  of  the  material  seemed  to  be  an  important  feature. 


stematic  Scraping  at  Regular  Intervals^  without  Baking. 

experiments  upon  this  point  have  been  made  as  yet  at  the 
iment  Station,  but  the  sewage  filters  at  Gardner  have  been 
1  in  this  manner  for  more  than  two  years.  The  sand  in  these 
has  an  effective  size  of  0.10  to  0.24  millimeter,  and  the  sewage 
lied  with  a  two-day  interval  of  rest  at  an  average  rate  of  about 
)  gallons  per  acre  daily.  About  one-eighth  inch  of  scum  and 
id  sand  is  removed  once  in  ten  days  to  two  weeks.  After 
Qg  off  the  stored  sludge  the  sand  is  raked  to  a  depth  of  1  to 
hes  to  loosen  the  material.  This  treatment  appears  to  be  very 
ctory. 

Systematic  Raking  followed  by  Ploughing. 

m  the  application  of  sewage  to  filters  of  coarse  sand  the  sludge 
;  deeper  into  the  material  than  in  the  case  of  filters  of  fine  sand  ; 
lally  a  clogging  occurs  at  a  point  just  beneath  that  reached  in 
lekly  raking  ( 1  inch  deep) .  Under  these  circumstances  the  sur- 
bave  been  spaded  over  in  a  manner  corresponding  to  ploughing, 
ier  iVb.  3 A. —  This  filter  contains  30  inches  in  depth  of  coarse 
ibove  30  inches  of  fine  sand.  The  effective  sizes  are  0.48  and 
nillimeter,  respectively.  The  surface  was  spaded  over  6  inches 
Oct.  19,  1892,  and,  with  the  aid  of  weekly  raking,  the  applied 
;e  disappeared  promptly  until  August,  1893,  when  the  filter 
\Q  clogged  again.  The  surface  was  spaded  over  6  inches  deep 
Bt  14,  after  which  the  applied  dose  of  sewage,  equivalent  to 
0  gallons  per  acre  daily  for  six  days  in  a  week,  disappeared 
ptly,  and  the  quality  of  the  effluent  steadily  improved  up  to 
mber  1,  when  the  experiment  was  discontinued. 
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Filter  No,  5  A. — This  filter  contains  63  inches  in  depth  of  scree 
gravel  of  an  effective  size  of  1.40  millimeters.  Clogging  beneath 
surface  became  apparent  June  12,  1893,  and  was  relieved  by  ral 
2  inches  deep.  The  rate  of  filtration  was  120,000  gallons  per  i 
daily  for  six  days  in  a  week.  Sub-surface  clogging  appeared  a< 
September  15,  when  the  surface  was  spaded  over  6  inches  di 
On  October  30  the  rate  was  increased  to  160,000  gallons  per  a 
and  clogging  began  to  appear  again  the  first  of  December. 

Under  this  method  of  treatment  it  would  be  necessary,  if  a  I 
rate  of  filtration  were  maintained,  to  resort  eventually  to  scrap! 
as  was  the  case  with  Filter  No.  5  A  in  December. 


Trenching, 

Filter  No.  2.  —  This  filter  contains  60  inches  in  depth  of  v 
fine  sand  of  an  effective  size  of  0.08  millimeter.  In  the  winter 
18i»2-93  the  surface  of  the  filter  became  very  badly  clogged,  \ 
on  March  2  there  were  dug  two  circular  trenches,  each  one  i 
wide  and  two  feet  deep,  one  and  a  half  and  fiye  feet,  respective 
from  the  edge  of  the  filter.  These  trenches  were  filled  to  wit 
three  inches  of  the  top  with  sand  of  an  effective  size  of  0.19  mi 
meter.  The  prescribed  dose  of  40,000  gallons  per  acre  daily 
six  days  in  a  week  was  then  taken  without  difiSculty  and  the  qual 
of  the  effluent  steadily  improved.  On  September  1  the  dose  \ 
increased  to  tiO,000  gallons.  During  October  the  trenches  gradai 
showed  the  effect  of  clogging,  and  finally  were  unable  to  take 
prescribed  dose.  At  the  same  time  the  free  ammonia  in  the  efflu 
began  to  increase.  On  October  30  the  upper  two  inches  of  » 
in  the  trenches  were  removed  and  replaced  with  fresh  mater 
This  afforded  but  little  relief,  owing  to  a  clogging  further  down 
the  filter,  as  is  explained  beyond.  The  sand  removed  was  equival 
to  7.9  cubic  yards  per  milliou  gallons  of  sewage  filtered  si 
March  2,  1893,  and  contained  118  parts  per  100,000  of  albumin 
ammonia.  The  average  removal  of  organic  matter  (albumin 
ammonia)  and  bacteria  from  the  applied  sewage  during  this  ti 
was  95.7  and  99.7  per  cent.,  respectively.  The  effluent  contah 
on  an  average  2.86  parts  per  100,000  of  nitrogen  as  nitrates,  wh 
indicates  a  removal  of  some  of  the  organic  matter  stored  in 
sand  during  the  winter  months.  The  average  rate  of  filtration  t 
43,000  gallons  per  acre  daily  for  six  days  in  a  week. 
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B  trenches  in  this  61ter  probably  doubled  the  quantity  of  mvF-* 
rbich  could  be  successfully  treated,  and  moreover  caused  a 
3d  improvement  in  the  quality  of  the  effluent. 


Constniclion  of  Trenches. 

len  coarse  sand  is  placed  in  trenches  dug  in  finer  sand  some  of 
ludgo  of  the  applied  sewage  in  time  works  down  to  the  fine 
it  the  junction,  where  the  gradually  increasing  storage  causes 
urease  in  the  capillary  attraction,  and  eventually  so  large  a  pro- 
)n  of  the  space  between  the  sand  grains  is  conj^tantly  filled  with 

that  the  ventilation  is  seriously  impaired  and  the  frictional 
Eince  is  so  great  that  both  the  qualitative  and  quantitative  effi- 
^  of  the  filter  are  crippled, 
ter  No.  2  became  clogged  in  this  manner,  and  on  Dec,  2, 

the  coarse  sand  was  removed  from  the  trenches  and  also  two 
half  inches  of  the  fine  sand  beneath  it.  After  raking  the  f^idea 
;he  bottom  of  the  trenches,  a  layer  five  inches  in  depth  of 
ughly  mixed  coarse  and  fine  sand,  with  the  coarse  gradually 
ising  downward,  was  put  back,  with  a  view  to  preventing  the 
rence  of  any  sharply  dividing  line  in  the  difference  in  capillary 
ition.  As  far  as  can  be  judged  at  the  time  of  writing  the  effect 
the  filter  was  very  beneficial.  In  the  case  of  deep  trenches, 
5  much  of  the  sewage  passes  through  the  sides,  it  would  prob- 
be  desirable  to  treat  the  sides  in  a  somewhat  similar  manner, 
ne  experiments  have  been  made,  showing  comparisons  of  the 
arity  and  other  physical  characteristics  of  coarse  and  fine  sand 
leveral  mixtures  of  the  two.  The  materials  (Nos.  1  and  2 
)  were  dried  and  thoroughly  mixed.     In  the  table  below  are 

the  mechanical  composition,  effective  size,  uniformity  coeffi- 
,  per  cent,  of  open  space  and  specific  gravity,  as  well  as  the 
arity  in  each  case.  The  capillarity  was  determined  by  finding 
mount  of  water  held  in  the  pores  of  the  sand  after  draining 
y-four  hours,  and  it  is  instructive  to  note  that  the  mixtures  of 
>art  coarse  and  three  parts  fine  and  equal  parts  of  coarf^e  and 
eld  more  water  than  the  fine  alone,  while  the  other  mixture  held 
a  little  less. 
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Mechanical  Composition  of  Sands. 


PsB  Cbmt. 

DiAXlTBB  nr  MILLIMBTBIS. 

Coarse. 

Fine. 

One 
part  Coane, 
Uiree  Fine. 

Eqoal 

paru.  Coarse 

and  Fine. 

Three  p 
Coaree 
ooeFl 

Finer  than  5.0 

100. 

- 

. 

- 

"        8.0 

06. 

- 

100. 

100. 

100 

"        2.0. 

03. 

- 

00. 

04. 

00 

.98 

32.0 

- 

80. 

76. 

61 

.4« 

8.0 

100. 

72. 

64. 

80 

.82. 

8.3 

08. 

00. 

61. 

26 

.18 

.0 

88. 

02. 

46. 

22 

.10 

.4 

24. 

16. 

18. 

6 

.08, 

- 

10. 

8. 

6. 

8 

••           .04 

- 

2. 

2. 

1. 

Physical  Characteristics, 


Bfftetlre 

Blse. 

Millimeter. 


Unlfbrmity 
Coefficient. 


Per 

Cent  Open 

Space. 


8pe< 
Oral 


Coarae 

Fine 

One  part  ooarae  and  throe  fine. 
Equal  parte,  coarae  and  fine,  • 
Three  parte  coarse  and  ono  fine, 


0.48 
0.08 
0.00 
0.10 
0.18 


2.6 
2.0 
2.1 
8.7 
6.6 


40. 
44. 
87. 
84. 
86. 


Per  Cent,  of  Total  Open  Space  in  each  Foot  occupied  by  Water  after  being  fi 
and  then  drained  for  Twenty-four  Hours, 


Coarse. 


Fine. 


One  Part 

Coarse, 

Three  Parts 

Fine. 


Eqoal  Parts, 

Coarse 

and  Fine. 


Three  I 
Gosn 
OrnP 


Upper  foot. 
Second  foot. 
Third  foot, 
Fourth  foot. 
Fifth  foot. 


16 
16 
16 
16 
18 


80 
46 
64 
84 
100 


38 
61 
68 
07 
100 


88 
66 

71 

88 
100 
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nesting. 

liter  No.  4. — This  filter  contains  60  inches  in  depth  of  fine 
r  silt  of  an  effective  size  of  0.04  millimeter  and  has  received 
ige  since  June  24,  1889,  in  a  trench  of  coarse  mortar  sand, 
trench  covers  one-third  the  area  of  the  filter,  is  14  inches  deep, 
is  filled  to  within  3  inches  of  the  top  with  the  coarse  sand.  In 
winter  of  1892-93  the  trench  became  clogged  and  unable  to  take 
dose  of  40,000  gallons  per  acre  daily  for  six  days  in  a  week, 
tfarch  6  the  upper  2  inches  of  sand  in  the  trench,  containing  75 
3  per  100,000  of  albuminoid  ammonia,  were  removed.  This 
a  total  removal  of  3^  inches  since  June  24, 1889,  and  equivalent 
.79  cubic  yards  per  million  gallons  ;  the  2  inches  removed  March 
)93,  were  equivalent  to  9.3  cubic  yards  per  million  gallons  filtered 
5  May  9, 1892,  the  date  of  the  first  removal.  This  did  not  afford 
f,  and  the  coarse  sand  was  taken  out  of  the  trench,  the  upper 
inch  of  the  fine  sand  beneath  it  was  removed  and  the  coarse 
replaced.  Clogging  again  occurred  in  May,  and  a  new  trench 
constructed  June  2,  the  old  one  being  allowed  to  rest.  Analyse:^ 
le  sand  showed  that  there  was  a  reduction  of  39  per  cent.,  from 
)  2  to  August  16,  of  the  albuminoid  ammonia  stored  in  the 
A.  Another  analysis  on  October  30  showed  no  farther  reduc- 
but  the  sewage  was  applied  to  the  original  trench  from  that 
throughout  the  year  without  diflSculty.  The  rate  of  filtration 
)  June  2  has  been  30,000  gallons  per  acre  daily  for  six  days  in  a 
c.  The  average  removal  of  organic  matter  (albuminoid  ammonia ) 
bacteria  from  the  applied  sewage.  May,  1892,  to  October,  1893, 
isive,  was  92  9  and  99.993  per  cent. ,  respectively .  For  Novem- 
and  December,  1893,  these  figures  became  98.2  and  99.999, 
actively.  The  nitrogen  as  nitrates  in  the  efiluent  averaged  1 .09 
2.14  parts  per  100,000,  respectively,  during  the  two  periods, 
ie  construction  of  double  trenches,  allowing  each  to  work  and 
alternately,  in  periods,  is  of  much  practical  value;' and,  more- 
,  the  removal  of  stored  organic  matter  by  simple  resting  indi- 
}  that  this  inexpensive  method  is  worthy  of  careful  consideration 
le  treatment  of  large  areas  of  clogged  filtering  material. 
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Addition  of  New  Material. 
For  some  time  it  has  been  known  that  the  passage  of  sew 
through  sand  increases  the  amount  of  stored  organic  matter,  wl 
forms  a  sticky  coating  around  the  sand  grains  and  thereby  increa 
the  capillary  attraction.  Accordingly,  when  new  material  v 
grains  of  the  same  size  and  original  composition  is  put  upon 
material  to  take  the  place  of  clogged  material  removed  by  scrap 
the  effect  is  similar  to  placing  coarse  sand  above  fine,  and  the  re 
is  a  clogging  at  the  junction.  This  was  found  to  be  the  case 
Filters  Nos.  1  and  6,  which  indicated  furthermore  that  the  finer 
material  and  the  nearer  the  junction  was  to  the  surface  the  quic 
the  clogging  became  manifested.  To  remedy  this  the  filters  ^ 
spaded  over,  the  old  and  new  material  mixed  together,  so  as  to  br 
up  the  layer  at  the  dividing  line  between  the  materials  of  udI 
capillary  attraction,  and  satisfactory  results  followed. 

The  Management  of  Sewage  Filters  with  Regard  to  Winter  Weali 
The  purification  of  sewage  by  intermittent  filtration  is  ordina 
attended  with  more  difficulties  during  the  freezing  winter  weat 
than  during  the  remainder  of  the  year,  owing  to  an  apparent  dimi 
tion  in  the  activity  of  the  micro-organisms  in  the  presence  of  frc 
to  the  less  favorable  conditions  for  ventilation  because  freez 
interferes  with  draining,  and  the  pores  of  the  sand  are  more  or  I 
filled  with  frost;  and  to  the  danger  of  the  sewage  freezing  to 
sand  before  it  disappears,  whereby  further  filtration  is  impossi 
until  a  thaw  comes.  It  is  therefore  of  the  utmost  importance  t 
the  treatment  of  the  filters  be  such  that  the  conditions  for  operat 
be  as  favorable  as  possible  during  the  winter. 

Most  of  the  experimental  filters  received  their  preparation  for 
winter  on  December  2,  and  on  the  following  day  severe  wii 
weather  began.     The  filters  showed  great  improvement  in  the  rej 
ness  with  which  they  took  the  applied  sewage,  but  the  improves 
in  the  quality  of  the  effluent  was  far  less  than  would  have  been 
case  in  warmer  weather.     This  indicates  that  the  filters  should 
prepared  for  the  winter  sufllciently  early  to  be  in  their  best  condit 
in  every  way  when  freezing  weather  begins.     It  does  not  appear 
be  advisable  to  postpone  this  treatment  in  Massachusetts  after 
1st  of  November. 
In  regard  to  the  preparation  necessary,  it  may  be  stated  that 
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giDg  should  be  removed  as  far  as  practicable,  and  in  a  majority 
ases  the  surface  can  with  great  advantage  be  arranged  in  alter-* 

ridges  and  trenches.  The  ordinary  winter  sewage  is  sufficiently 
01  to  melt  some  of  the  snow  in  the  trenches,  but  in  so  doing 
^mes  so  chilled  that  in  many  cases  a  sheet  of  ice  is  formed  beneath 
unmelted  snow  and  above  the  sand  in  the  trench.     The  sewage 

slowly  pass  into  the  sand  and  form  in  this  way  a  very  inex- 
dve  and  effective  winter  cover.  It  is  also  to  be  mentioned  that 
'ramingbani  the  61ters,  which  were  planted  with  corn  (maize), 
s  afforded  such  covers  by  allowing  the  snow  and  ice  to  rest  upoa 
com  hills. 

wing  to  the  limited  area  of  the  experimental  filters  there  is  but 
B  opportunity  for  lateral  filtration  (a  very  important  feature  in 
e  filters),  and  it  is  not  practicable  to  ridge  and  trench  the  sur* 
of  most  of  the  Lawrence  filters  because  the  sewage  would  pass 
ugh  in  places  too  quickly.  It  appears  that  large  filters  in  actual 
;tice  are  much  less  difficult  to  operate  in  winter  weather  than  tbo 
^rimental  filters. 


Summary  and  Conclusions. 

he  several  methods  of  managing  filters,  with  particular  reference 
le  removal  of  clogging  in  the  surface  layers,  which  have  been 
lied,  with  varying  results,  may  be  summarized  as  follows  :  — 

Systematic  raking,  with  occasional  harrowing  or  ploughing, 
»ry  satisfactory,  particularly  for  coarse  materials. 

Systematic  scraping  at  regular  intervals  (followed  by  raking 
»osen  the  material)  gives  very  good  results,  especially  for  fine 
erials. 

Systematic  scraping  when  necessary,  without  raking  or  bar- 
ing, is  not  advisable. 

The  efficiency  of  very  fine  material  (clogged  or  not  clogged) 
iuch  increased  by  trenching  with  coarse  material. 

Such  trenches  should  contain  carefully  graded  materials  at 
bottom  to  prevent  clogging  at  the  junction  of  the  coarse  and  fine 
l. 

When  new  material  is  put  on  to  old  to  replace  clogged 
erial  removed  by  scraping,  it  is  always  advisable  to  mix  the  old 
the  new  together  in  order  to  prevent  clogging  at  the  junction 
Eiyers  of  unlike  capillary  attraction. 

The  removal  of  stored  organic  matter  by  resting  for  a  limited 
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period  is  sufficiently  great  to  render  this  simple  and  inexpens 
method  worthy  of  careful  consideration  in  cases  of  clogging  wh 
the  available  area  is  not  too  limited.  It  may  be  mentioned  here  I 
the  depth  of  material  necessary  to  be  removed  from  the  surfao 
several  of  the  experimental  filters  would  doubtless  have  been  c 
siderably  loss  if  they  had  been  allowed  to  rest  for  a  short  time. 

8.  It  is  important  that  the  treatment  of  filters  be  such  that 
conditions  of  operation  be  as  favorable  as  possible  during  the  i 
winter  weather. 

9.  Great  care  should  be  taken,  especially  in  the  case  of  fil 
of  fine  material,  that  the  capacity  of  the  filter  l>e  not  taxed  du 
the  winter  months  to  such  an  extent  that  more  organic  matte 
stored  throughout  the  sand  than  can  be  removed  during  the  sp 
and  early  summer,  which  is  the  period  of  highest  nitrification. 

Experiments  upon  the  Rapid  Filtration  of  Sewage  from  wi 
THE  Sludge  has  been  removed  by  Different  Methods. 
The  question  of  clogging  has  been  considered  in  the  prece( 
pages  with  regard  to  the  removal  of  sludge  after  its  applicatioi 
and  partial  storage  in  the  sand.  Another  aid  to  prevention 
relief  is  the  removal  of  as  much  of  the  sludge  as  possible  be 
the  application  of  the  sewage  to  the  filter.  This  may  be  done 
different  treatments  as  follows :  — 

I.  By  rapid  filtration  through  coarse  gravel,  with  the  aid  ( 
current  of  air  drawn  through  the  gravel. 

II.  By  chemical  precipitation. 

III.  By  sedimentation. 

IV.  By  mechanical  devices,  such  as  very  fine  screens  or  ' 
cloth.     (Results  as  yet  incomplete.) 

After  treating  sewage  by  one  of  the  first  three  of  these  diffe 
methods  it  has  been  in  each  case  applied  to  a  filter  of  sand  5 
deep,  having  an  effective  size  of  grain  of  0.17  to  0.19  millimeter 

/.  (Filters  JVbs.  12 A,  15 B  and  16 B.) 
Filters  Nos.  15  B  and  16  B  are  each  65  inches  in  depth  and 
tain  gravel  stones  of  an  effective  size  of  5.10  millimeters.  1 
were  put  in  operation  July  25,  1892.  A  current  of  air  has  1 
drawn  through  No.  15  B,  by  means  of  an  aspirator  attached  to 
tank  near  the  bottom,  since  March  18,  1893,  and  through  No.  \ 
since  Jan.  16,  1893.     The  outlet  from  each  filter  has  been  trap] 
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surfaces  were  not  disturbed  until  the  middle  of  July,  1893, 
:  a  year  after  they  were  first  put  in  operation.  They  were 
raked  3  inches  deep  four  different  times,  to  remove  clogging, 
3en  the  middle  of  July  and  September  1.  After  September 
sy  were  raked  regularly  once  a  week  until  October  26,  since 
I  date  they  have  been  raked  3  inches  deep  daily.  During 
mher  and  December  there  was  evidence  of  sub-surface  clogging 
ach  filter  was  spaded  over  6  to  8  inches  deep  on  several  occa- 

No  material  has  been  removed  from  either  filter. 
Iter  JVb.  12  A  contains  60  inches  in  depth  of  sand  of  an  effective 
»f  0.19  millimeter,  and  receives  the  effluent  of  Nos.  15  B  and 

Since  March  2i  it  has  been  scraped  when  clogged,  but  not 
[.  The  clogged  sand  has  been  washed  and  replaced.  The 
has  been  scraped  on  an  average  once  in  five  days,  and  the 
ge  depth  of  clogged  sand  removed  was  0.24  inch.  Sub-surface 
ing  made  it  necessary  to  spade  over  the  upper  six  inches  of  san<l 
scraping  on  September  27  and  December  12  and  27.  The 
ts  are  summarized  beyond. 

//.  (Filler  No.  19.) 
is  filter  is  also  60  inches  deep,  and  the  sand  has  an  effective  sizq 

7  millimeter.  It  has  received  the  supernatant  liquid  from  sew- 
fter  treatment  with  alum  (1,000  pounds  per  million  gallons  an(i 
ed  to  settle  four  hours).  Since  October  23  it  has  been  scraped 
the  same  manner  as  No.  12  A.  The  average  period  between 
ings  was  ten  days  and  the  average  depth  removed  was  0.47 

Up  to  December  20  the  filter  had  twice  been  spaded  over  ti 

8  deep  to  remove  sub-surface  clogging.  The  rate  of  filtratioD , 
lOO  gallons  per  acre  daily  for  six  days  in  a  week,  overtaxed 
ipacity  of  the  filter,  which  was  allowed  to  rest  for  two  weeka 
ining  December  23.    The  results  are  summarized  beyond. 

///.  {Filter  No.  13 A.) 
is  filter  was  constructed  on  Sept.  27,  1893,  and  contains  60 
B  in  depth  of  sand  of  an  effective  size  of  0.19  millimeter.  It 
^cd  the  supernatant  liquid  from  sewage  which  bad  been  allowed 
ttle  four  hours.  It  has  been  scraped  on  an  average  once  in  six 
»  and  the  average  depth  removed  was  0.37  inch.  In  December 
ind  was  spaded  over  to  a  depth  of  6  inches,  three  times,  to  re- 
sub-surface  clogging.     The  rate  of  filtration,  480,000  gallons 
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per  acre  daily  for  six  days  in  a  week,  overtaxed  the  filter,  which 
allowed  to  rest  for  two  weeks  beginning  December  23.  The  res 
are  summarized  below. 


Quantitative  Efficiency  —  Average  Bates  of  Filtration, 

(OalloDt  per  acre  daily  for  tlz  dayt  in  a  week.) 


KCXBICX   OF  FILTSB. 

Jan.  1  to  Dee.  81, 
1893. 

Oct.  1  to  Di 
18M 

12  A 

810,900 

404,700 
415,300 
207,200 

000,00 

13  Ji 

410,» 
480,00 

l^B 

me 

480,00 
664,00 

19 

Qualitative  Efficiency  —  Average  Percentage*  of  Removal  of  Organic  Matter 

Bacteria, 


FruEii  sewage  by  Filter  No.  15  B,         ... 
From  iewage  by  Filter  No.  16  B,         .       .       • 

From  afUuent  of  Filters  Not.  15  B  and  16  B  by  Filter 

Nu,  \t  IL, 
From  fl«wage  by  Filters  Nos.  15  B  or  16  B  and  No, 

12  A, 
From  Mwage  by  cbemioal  precipitation,    . 

Frcno  clarified  sewage  (after  chemical  precipiutlon) 

hs  h  Hur  No.  10. 
FrtFTi  fluwage  by  chemical  preoipitaiion  and  Filter 

No.  iw. 
From  ii«wage  by  sedimentation, .... 


Fn^m  r^Urifled  sewage  (after  sedimentation)  by  Fli- 
tter No,  ISA. 
Wtmn  ii«wage  by  sedimentation  and  Filter  No.  ISA 


Jair.  1  TO  Dbg.  81, 
1898. 


Albuminoid      iUi»teriA 
Ammonia.       *>«^™« 


77.S 
75.2 
81.2 
05.5 
52.4 
80.0 
04.6 


n.4 

80.8 
08.0 
00.8 
84.8 
05.8 
00.2 


Oct.  1  TO  Dbc. 
1898. 


Albamindd 
Ammonia. 


70.0 
70.6 
86.8 
06.7 
55.2 
T8.7 
90.1 
18.2 
80.4 
01.3 


84 
79 
99 
99 
81 
97 
99 
IS 
98 
08 


*  SQveral  of  the  percentages  in  this  table  dlflPer  a  little  from  those  presented  on  page  101  of  G 
Dad  anient  No.  4  for  1894,  owing  to  a  slight  revision  of,  and  an  extension  of  the  period  covered  b 

TtiSUJU. 

Summary  and  Condusions. 

1.  Of  the  three  methods  given  above  for  the  removal  of  slue 
filtration  through  coarse  gravel  at  a  very  rapid  rate,  and  with  the 
of  a  current  of  air  drawn  through  the  gravel,  gave  the  greatest  p 
licution.  Furthermore,  it  has  the  advantage  that  it  burns  up 
aludge  to  a  large  extent  and  does  not  call  for  additional  means 
gludge  disposal. 
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The  removal  of  sludge  by  seditnentatioD  enables  filters  of  fine 
rial  to  be  operated  at  higher  rates  than  filters  which  receive 
ary  sewage.  It  appears  that  it  would  be  advisable  to  employ 
lentation  in  many  large  filters  where  the  sewage  is  strong  and 
Iters  are  not  cultivated. 

The  aid  received  from  the  removal  of  sludge  by  chemical 
pitation  does  not  appear  to  be  sufficient  to  justify  the  additional 

Of  the  three  filters  of  fine  sand  which  receive  sewage  from 

1  the  sludge  has  been  partly  removed  by  different  methods, 

2  A  received  the  best  purified  sewage  and  gave  the  highest 
mcy  both  from  a  qualitative  and  a  quantitative  point  of  view. 
Qlter  also  is  the  only  one  capable  of  continuing  to  work  at  the 
given  above. 

Upon  studying  the  several  methods  of  obtaining  a  well  purified 
Dt  from  sewage  we  find  that  the  average  rate  of  filtration  for 
^mbined  area  of  Filters  Nos.  12  A,  15  B  and  16  B  was  320,000 
QS  per  acre  daily  for  six  days  in  a  week.  This  is  the  best 
i;  yet  obtained  with  the  experimental  filters,  and  this  system 
>ub\e  filtration  with  the  aid  of  a  current  of  air  appears  to  ba 
lie  of  application  to  the  purification  of  sewage  on  a  large  scale. 


Sub-surface  Application  op  Sewage. 

Iter  No.  7.  —  This  filter  contains  44  inches  in  depth  of  mixed 
B  and  fine  sand  of  an  effective  size  of  0.35  millimeter,  above 
i  are  10  inches  of  loam  and  6  inches  of  soil.     The  sub-surface 

pipe  is  6  inches  in  diameter,  with  open  joints  every  2  feet^ 
3 18  inches  below  the  surface.  This  pipe  became  clogged  and 
pril  20  was  taken  up  and  cleaned.  The  sludge  removed  con- 
1  75  per  cent,  of  the  insoluble  albuminoid  ammonia  applied 
the  pipe  was  cleaned  and  relaid  in  October,  1892.  The  pipes 
again  relaid  July  8  and  sewage  applied  at  the  rate  of  40,000 
IS  per  acre  daily  for  six  days  in  a  week.  The  drain  pipe  is 
lally  becoming  clogged,  and  since  December  1  the  full  dose 

not  be  applied. 

e  nitrification  was  incomplete  in  August,  and  the  ventilation 
^en  increased  by  aspiration  since  September  1.     The  quality 
5  effluent  has  improved  and  remains  very  satisfactory. 
3m  the  experiments  upon  Filter  No.  7  and  observations  upon 
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the  sub-surface  filters  at  Lenox  and  Wellesley  we  may  draw  the 
following  conclusions :  — 

1.  From  a  chemical  and  biological  point  of  view  no  marked  diffi- 
culties attend  the  purification  of  sewage  applied  beneath  the  surface. 

2.  As  much  of  the  sludge  as  possible  should  be  removed  from 
the  original  sewage  by  screens  and  sedimentation  before  applying  it 
to  the  sub-surface. 

3.  The  sub-surface  pipes  should  be  provided  with  outlet  gates  at 
the  lower  end,  opposite  the  point  of  application,  so  that  they  maybe 
flushed  out  from  time  to  time  to  remove  the  accumulated  sludge. 

4.  In  most  cases,  to  avoid  clogging,  the  drain  pipe  should  be 
surrounded  with  stones  or  coarse  gravel ,  and  in  order  to  prevent  the 
sand  from  filling  the  spaces  the  gravel  should  be  surrounded  with 
successive  layers  of  material  of  intermediate  and  gradually  decreasing 
size. 

Experiments  with  Sand  clogoed  by  Sewage. 

Filter  JVb.  IIA.—Thh  filter  was  filled  in  April,  1892,  with  5  feet 
of  material  which  had  been  scraped  from  the  surface  of  Filter  No.  6 
because  it  was  clogged.  Aided  by  a  current  of  air  it  began  to  do 
good  work  in  a  few  months  and  in  1893  it  filtered  sewage  at  the 
rate  of  60,000  gallons  per  acre  daily  for  six  days  in  a  week  with  an 
•effluent  as  well  purified  as  that  from  some  filters  of  clean  material. 
The  purification  fell  off  in  the  summer,  owing  to  clogging  at  the 
surface.  In  August  the  upper  3  inches  were  removed  and  the 
•quality  of  the  effluent  steadily  improved  and  remained  satisfactory 
throughout  the  year. 

This  experiment  offers  a  strong  confirmation  of  the  conclusion 
already  drawn  with  regard  to  the  injurious  effect  of  the  preseace  of 
layers  of  unlike  material  in  a  filter.  (Compare  Annual  Report  for 
1892,  pages  403  and  409,  and  also  the  sections  in  the  present  Report 
on  the  construction  of  trenches  and  the  addition  of  new  material, 
pages  417  and  420.)  This  material,  just  before  its  removal,  and 
when  it  formed  a  portion  of  the  upper  layer  2  inches  in  depth  of 
Filter  No.  6,  remained  saturated  with  water  and  ventilation  was  pre- 
cluded because  the  cleaner  sand  beneath  it  was  unable  to  draw  the 
water  from  it.  When  placed  by  itself,  however,  it  drained,  allowed 
air  to  enter  the  pores  and  oxidation  processes  in  time  became  re-es- 
tablished. In  Filter  No.  11 A  the  upper  portion  eventually  contained 
so  much  stored  organic  matter  that  it  remained  saturated  and  the 
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)aratively  clean  but  actually  dirty  and  partly  clogged  sand 
ftth  it  could  not  withdraw  the  water  from  its  pores  to  allow  the 
mce  of  air.  There  is  no  reason  to  believe,  moreover,  that  this 
on  which  was  removed  would  not  in  time  make  an  efficient 

if  placed  by  itself.  This  experiment  with  others  shows  that 
^logging  of  a  sewage  filter  does  not  mean  the  storage  in  the 
rial  of  any  definite  amount  of  organic  matter,  but  that  it  arises 

difierences  in  capillary  attraction  of  adjoining  layers.  While 
true  of  course  that  increased  storage  of  organic  matter  means  in- 
led  capillarity,  it  is  also  true  that  marked  difierences  in  capillary 
ction  occur  in  unlike  material  containing  very  little  or  no  organic 
er. 

Effect  of  Polarfte  in  a  Filter  on  the  Removal  op 
Color  from  Sewage  containing  Dye  Stuff. 

liter  No,  14.  —  This  filter  has  contained  since  Jan.  21,  1893,  a 
•  of  polarite*  7  inches  deep,  the  top  of  which  was  6  inches 
N  the  surface.  PVom  February  13  to  March  22,  Patent  Bluef 
TdXeni  to  0  33  part  per  100,000  was  put  into  the  sewage,  which 
applied  to  the  filter  at  the  rate  of  160,000  gallons  per  acre 
'  for   six  days  in  a  week.     The  eflSiuent  was  slightly  colored 

a  few  days,  and  the  color  became  quite  marked  at  the  end  of 
ays.     The  filter  was  then  operated  as  usual  without  the  dye 

in  the  sewage  and  it  was  not  until  August  26  that  the  effluent 
me  free  from  the  color  which  had  been  stored  in  the  filter, 
iring  this  time  Filter  No.  13,  of  the  same  construction  as  No.  14, 
[)ut  polarite,  received  the  same  treatment  as  the  latter.  The 
}nt  of  each  was  uniformly  well  purified  with  high  nitrification, 
jginning  on  August  26,  Scarlet  2R  (another  aniline  dye)> 
alent  to  0.44  part  per  100,000,  was  added  to  the  dose  of  each 
.  The  applied  sewage  had  a  strong  red  color.  On  the  second 
the  effluent  of  No.  13  (without  polarite)  showed  a  pink  tint  and 


Analysis  of  polarite  by  Professor  Roscoe :  — 

Magnetic  oxide  of  iron, 53  85 

Alumina, 5  68 

Magnesia, 7.55 

Water,  with  a  trace  of  carbon, 5  41 

Silica 25.50 

Lime, 2.01 

""llOO.OO 
Trade  name  for  an  aniline  dye. 
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coDtained  about  20  per  cent,  of  the  color  in  the  applied  sewage  on 
the  twelfth  day  of  the  application.  The  first  appearance  of  color  in 
the  effluent  of  No.  14  was  on  the  twenty-second  day,  and  the  color 
had  not  become  marked  on  the  twenty-eighth  day,  when  the  appli- 
cation of  this  dye  was  stopped. 

On  September  24  Patent  Blue  was  added  to  the  dose  of  each  filter 
(0.33  part  per  100,000  —  the  same  as  applied  to  No.  14  during  the 
winter  months),  and  the  effluent  of  No.  13  was  strongly  colored  on 
the  first  day,  while  that  of  No.  14  was  tinted  onlj'  very  slightly. 

The  Removal  of  Bacteria. 

The  number  of  bacteria  in  the  effluent  of  a  sewage  filter  depends 
upon  the  size  of  the  material  and  the  condition  of  the  filter.  With 
filters  of  very  fine  sand  such  as  Nos.  2  and  4  it  is  probable  that 
no  bacteria  pass  through  from  top  to  bottom.  When  the  nitrifica- 
tion is  very  incomplete  and  there  has  been  considerable  storage  of 
organic  matter  in  the  sand,  the  number  of  bacteria  in  the  efflaeat 
frequently  increases.  These  bacteria,  however,  belong  to  one  or 
more  hardy  species  which  are  able  to  multiply  within  the  filter. 
Thus,  in  the  case  of  Filter  No.  2  in  March,  1893,  the  bacteria  in 
the  effluent  were  comparatively  high  and  were  nearly  a  pure  culture 
of  a  liquefying,  fluorescent  bacillus. 

Filters  Nos.  6  and  9  A,  when  operated  under  the  most  favorable 
conditions,  appear  to  allow  no  bacteria  to  pass  through  from  top  to 
bottom.  When  operated  at  high  rates  of  filtration,  however,  a  very 
small  percentage  of  the  applied  bacteria,  as  a  rule,  passes  through 
the  filters. 

With  materials  as  coarse  as  those  in  Filters  Nos.  1,  5  A  and  15  B 
there  are  always  some  bacteria  which  pass  directly  through  the  filter. 
The  number  of  bacteria  decreases  as  the  distance  from  the  point  of 
application  to  the  underdrains  and  the  time  taken  to  travel  this 
distance  increases. 

With  regard  to  seasonal  effect,  it  is  to  be  stated  that  generally 
speaking  the  winter  months  are  the  time  of  least  efficiency,  because 
the  conditions  for  nitrification  and  other  processes  are  then  least 
favorable.  When  a  filter  is  in  good  condition  it  is  possible  to  obtain 
normal  bacterial  results  in  the  winter,  and  as  most  increases  in  the 
number  of  bacteria  in  the  effluent  come  from  disarrangements  of  the 
functions  of  the  filters,  periods  of  unusually  low  bacterial  removal 
may  be  found  at  all  times  of  the  year. 


Digitized  by  CjOOQ  IC 


34.] 


FILTRATION  OP  SEWAGE. 


429 


Work  of  the  Filters  tor  1893. 

le  experimeDtal  filters  used  during  1893  for  sewage  purification 
been  mainly  the  ones  which  have  been  fully  described  in  pre- 
i  Reports  of  the  Board.  In  the  following  table  are  given  the 
■iptions  of  the  materials  used.  This  is  followed  by  an  outline 
le  history  of  each  filter  and  the  monthly  averages  of  the 
rses. 


Construction  of  ExperimentcU  Sewage  Filters  studied 

in  1893. 

DlMBKUOKS  or  FILTKBS. 

BISK  OF  Sahd. 

Manner 

of 
Filling. 

In  Operation 
since  — 

nt 

K. 

Depth 

of 
Sand. 

Inches. 

Mean 

Diam- 
eter. 

Inches. 

Area  In 
Fractions 

of 
an  Acre. 

Effective 
SlzeinMllU- 

meters, 
10  per  Cent 
Finer  than— 

Unl- 
formitj 
Coeffi- 
cient. 

Bbkabu. 

63 

200 

^5 

.48 

2.4 

Wet. 

Jan.  10, 1888. 

- 

00 

200 

^h 

.08 

2.0 

Wet. 
Dry.) 

J  Wet. 

Dec.  10, 1887. 

Contains  two  trenches 
of  coarse  sand. 

60 

200 

nk 

!:« 

2.4 
2.0 

Jan.    6, 1890. 

Dlsoontlnned  Sept.  1, 
1893. 

60 
68 

200 
900 

.04 
1.40 

2.7 
2.4 

Wet. 
Dry. 

Dec.  10, 1887. 
Sept.  14, 1801. 

Contains  two  trenches 
of  coarse  sand. 

44 

200 

^h 

.86 

7.8 

Wet. 

Jan.  12,1888. 

- 

44 

60 

200 
200 

lb 
lb 

.85 
.17 

7.8 
2.0 

Wet. 
Dry. 

Jan.  14, 1888. 
Nov.  18, 1890. 

Covered  with  16  inches 
of  loam  and  soil; 
sewage  applied  be- 
neath the  surface. 

60 
60 

20 
20 

79,  bv 

.85 
.10 

7.8 
2.0 

Dry. 
Dry. 

Mar.  30, 1892. 
July  26, 1892. 

Filled  with  oloeged  ma- 
terial from  No.  6. 

63 
60 

20 
20 

iTr,bT 

.48 
.10 

2.4 

2.0 

Wet. 
Dry. 

Feb.  16,1888. 
Sept.  27, 1893. 

Discontinued  Sept.  27, 
1898. 

68 
66 

20 
20 

.48 
6.10 

2.4 
2.0 

Wet. 
Dry. 

Feb.  16, 1888. 
July  26, 1802. 

Contains  layer  of 

polarite. 
Constantly  aerated. 

65 

20 

IT.bTT 

6.10 

2.0 

Dry. 

July  26, 1892. 

Constantly  aerated. 

00 
60 

20 
20 

.17 
.17 

2.0 
2.0 

Wet. 
Wet. 

Jan.  28, 1890. 
Jan.  28,1890. 

Contains  layers  of 
marble  dust. 

120 
80 

20 

17 

iTibiF 
iT.bif 

.48 

2.4 

Wet. 

1  Dry. 

Jan.    1, 1890. 
May  31, 1890. 

Filled  with  loam  and 
soil.  Contains  car- 
cass  of  dog. 

30 

17 

ITibTT 

.17 

2.0 

Dry. 

May  81,1890. 

- 

80 

17 

2T,bo 

.17 

2.0 

Dry. 

Dec.    6,1801. 

- 
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Filter  No.  1. 

At  the  beginning  of  the  year  the  surface  of  this  filter,  unprotected 
from  the  weather,  was  considerably  clogged  by  organic  matters 
stored  in  the  sand,  and  during  the  extreme  cold  weather  of  January 
the  nitrification  was  very  slight,  while  the  ammonias  in  the  effluent  be- 
came exceptionally  high.  The  applied  sewage,  equivalent  to  120,000 
gallons  per  acre  daily  for  six  days  in  a  week,  at  times  disappeared 
very  slowly  and  in  a  few  instances  froze  to  the  sand.  In  this  case 
the  ice  was  removed  with  a  pick  and  shovel  in  order  to  keep  the 
filter  in  action.  In  February  the  quality  of  the  effluent  improved 
somewhat,  but  was  still  poor,  owing  to  imperfect  ventilation  and 
probably  to  the  passage  of  the  sewage  through  portions  of  the  filter 
where  there  was  the  least  frost.  From  March  8  until  the  middle  of 
April,  ventilation  was  increased  by  drawing  air  through  the  sand  by 
means  of  an  aspirator  attached  to  the  outlet  pipe,  the  end  of  which 
was  trapped.  The  quality  of  the  effluent  improved  until  about  the 
first  of  May,  when  the  spring  rains  caused  the  surface  to  be  partially 
covered  for  several  days,  but  then  began  to  deteriorate,  and  on 
May  5,  4  inches  of  discolored  and  partially  clogged  sand  were  re- 
moved and  9  inches  of  fresh  material  were  added  to  bring  the  filter 
up  to  its  original  depth  of  H3  inches.  Nitrification  soon  became  high 
and  remained  so  during  the  summer  in  the  absence  as  well  as  in  the 
presence  of  aspiration.  The  ammonias  in  the  effluent  became  low  and 
it  is  to  be  stated  that  in  July  and  August  the  albuminoid  ammonia 
was  caused  in  part  by  the  presence  of  small  white  worms  which 
appeared  to  live  in  the  underdrains.  During  the  warm  weather  there 
was  a  removal,  by  nitrification,  of  considerable  organic  matter  which 
had  been  stored  in  the  sand.  In  October  the  ammonias  began  to 
increase  in  the  effluent,  owing  to  the  interruption  in  the  ventilatioo 
caused  by  clogging,  at  the  junction  of  layers  of  old  and  new  sand. 
On  December  2,  the  surface  was  spaded  over,  12  inches  deep,  in  two 
layers  of  6  inches  each.  The  quality  of  the  effluent  improved  up  to 
the  middle  of  the  month,  when  the  very  cold  weather  interfered  with 
the  purification,  but  not  with  the  quantitative  efficiency.  The  poor- 
est result  of  the  month  was  on  December  19,  when  the  albuminoid 
ammonia  in  the  effluent  was  .2260  part.  The  cause  of  this  doubt- 
less was  that  the  sewage  passed  through  holes  in  the  frost  made  at 
the  points  where  the  warm  sewage  first  reached  the  sand. 
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Effluent  from  Filler  No.  1. 

[P*rU  per  100,000.] 


Qtwn- 

tity 
Applied. 

OAiiODt 

per  Acre 
DeilT 
for  Six 
I»ave  In 
a  Week. 

Tkmpkba- 

TOR*. 

Dko.  F. 

Length  of 

Time 

SewMge 

on 
Sorfaoe. 

Hours  and 
MtDotee. 

Aver- 
age 

Ilepih 
of 

Frost 

In^. 

ArrsAB- 

▲XCK. 

AXMOlflA. 

e 

6 

NiTBOOKK 
AS  — 

1 

1 

f 

1 

1 

'< 

Z 

s 

11 

1 

1 

iao,ooo 

45 

841 

3h. 

74 

Slight 

.71 

2.5000 

.2010 

7.33 

.0725 

.0000 

1.86 

329,000 

iao»ooo 

45 

854 

Ih. 

H 

Slight 

.47 

1.6900 

.2035 

5.83 

.2675 

.0365 

1.88 

208,750 

120,000 

48i 

87i 

lb.  80m. 

8 

Slight 

.40 

.6200 

.1042 

5.77 

1.2200 

.0394 

.72 

63,937 

lao.ooo 

45 

«4 

Ih.  80m. 

0 

V.  el. 

.29 

.1225 

.0675 

6.29 

1.4575 

.0036 

.45 

37,625 

io2,ooe 

65 

55 

2h.  80m. 

0 

V.    Bl. 

.82 

.1406 

.0721 

5.69 

2.5137 

.0188 

.48 

67,625 

120,000 

00 

67i 

Im. 

0 

V.  il. 

.29 

.0863 

.0648 

9.58 

8.2333 

.0191 

.41 

48,625 

76,000 

78 

74 

Im. 

0 

None. 

.27 

.0093 

.0488 

8.11 

4.0050 

.0082 

.32 

33,000 

M,400 

68 

74 

Im. 

0 

None 

.19 

.0090 

.0501 

7.03 

3.5625 

.0044 

.26 

20,500 

r, 

06,200 

63 

60 

2m. 

0 

None. 

.17 

.0085 

.0290 

7.92 

8.0730 

.0059 

.26 

23,280 

. 

120,000 

56 

60 

Om. 

0 

V.  el. 

.21 

.0270 

.0863  7.94 

2.5800 

.0015 

.80 

48.500 

r, 

120,000 

46 

50 

15m. 

8 

V.  el. 

.89 

.4132 

.0796  7.47 

2.1175 

.0075 

.62 

139,500 

r, 

108,800 

47 

40 

Ih.  26m. 

6 

Dee. 

.51 

1.2417 

.1807  6.64 

1.4200 

.1807 

.84 

02,000 

Se  applied,  600  gallons,  6  tlmee  a  week,  from  January  1  to  July  8;  150  gallons,  12  times  a  week, 
r  10  to  August  81;  200  gallons,  12  times  a  week,  September  1  to  16;  800  gallons,  12  times  a 
itember  18  to  December  1;  600  gallons,  6  tlmee  a  week,  December  2  to  23;  300  gallons,  6  times 
»  December  31.  Bxperlmenta  interrupted  by  high  water.  May  5  to  8.  May  5,  4  inches  dirty 
»ved  from  surface.  May  11,  9  inches  of  new  sand  put  on  surface.  December  2,  6  inches  of 
n  off;  next  6  inches  turned  over,  upper  6  inches  replaced  and  mixed  with  sand  below, 
a  through  sand  15  minutes  daily,  from  March  6  to  17;  12  hours  daily,  March  18  to  April  15;  6 
ly.  May  11  to  July  10;  8  hours  daily,  July  81  to  September  1.  Surface  raked  about  1  inoti  deep 
k.  During  the  winter  months  snow  was  removed  17  times  (total  depth,  62  inches);  ice 
11  times  (total  depth,  7.5  inches). 

Filter  No.  2. 

3  filter  of  fine  sand  was  badly  clogged  at  the  surface  at  the 
ling  of  1893,  and  although  protected  by  a  canvas  cover  and 
uing  to  give  an  effluent  of  excellent  quality  it  could  filter  but 
'  small  amount  of  sewage.  During  January  and  February  the 
e  repeatedly  froze  to  the  sand  and  the  ice  was  removed  with  a 
The  ammonias  in  the  effluent  were  very  low,  but  nitrification 
illy  decreased  and  there  was  a  considerable  storage  of  organic 
•  in  the  sand.  On  March  4  two  circular  trenches  two  feet  deep 
Qe  foot  wide,  one  and  a  half  and  five  feet,  respectively,  from 
ge  of  the  filter,  were  constructed.  These  trenches  were  filled 
No.  9  sand,  as  is  described  on  page  417,  and  covered  with 
8  until  April  1.     The  applied  sewage  equivalent  to  40,000  gal- 
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Ions  per  acre  daily  for  six  days  in  a  week  disappeared  promptly. 
The  ammonias  and  the  nitrates  steadily  increased  until  May,  after 
which  the  ammonias  steadily  decreased  and  the  nitrates  remained 
high  during  the  entire  summer,  indicating  a  removal  of  much  organic 
matter  from  the  sand.  The  grass  and  weeds  which  grew  luxuriantly 
around  the  edges  of  the  trenches  were  cut  on  July  20  and  August 
31.  The  dose  was  increased  September  1  to  60,000  gallons  per 
acre,  and  the  filter  continued  to  do  excellent  work  until  the  latter 
part  of  October,  when  the  trenches  began  to  clog  and  the  increasing 
free  ammonia  in  the  effluent  indicated  that  the  ventilation  was  im- 
perfect. The  upper  two  inches  of  discolored  and  partially  clogged 
material  were  removed  from  each  trench  on  October  30  and  replaced 
with  new  sand.  This  did  not  restore  the  efficiency  of  the  filter, 
owing  to  a  clogging  at  the  bottom  of  the  trenches,  which  was 
remedied  on  December  2  by  putting  in  several  layers  of  mixed 
coarse  and  fine  sand,  as  is  described  on  page  417.  On  December  4 
the  trenches  were  covered  with  boards.  This  treatment  restored  the 
quantitative  efficiency  of  the  filter,  and  the  quality  of  the  effluent 
steadily  improved. 


Effluent  from  FiUer  No.  2. 

[ParU  per  100,000.] 


Qaan- 
ApVlTed 

Tkmpkha- 

TURK. 

Unffth  of 

Time 

ftewage 

Aver- 
age 

Appkab- 

ANOK. 

AMMOVIiL. 

NITBOOU 
AS 

li 

1 

Dko.  F. 

. 

1S0S. 

Gallons 
per  Acre 
Dally 
for  six 
Days  in 
a  Week. 

1 

i 
i 

Remained 

on 
Snrfaoe. 

Hours  and 
MInutee. 

Depth 

of 
Froit. 

Inches. 

f 

1 

1 

< 

i 

1 

i 

1 

IS 

% 

January,    . 

6,200 

46 

86 

24h. 

0 

ffoDe. 

.08 

.0030 

.0081 

6.98 

1.0850 

.0003 

'.« 

1 

February, . 

13,400 

44 

87 

24h. 

11 

None. 

.10 

.0048 

.0183 

6.74, 

.4226 

.0001 

.16 

299 

March.       . 

84,000 

44 

l\ 

46m. 

u 

V.gl. 

.121 

.2181 

.0316 

7.83 

.1800 

.0032 

.38 

14.048 

April, 

40,000 

44J^ 

6h. 

0 

None. 

.11 

.8676 

.0480l 

5.41  11.2112 

.0429 

'.28 

8,081 

May..       . 

37,000 

57 

60 

4m. 

0 

None. 

.11 

1.06S8 

.04821 

6.19i  ,3.6744 

.0972 

.24 

318 

June. . 

40,000 

68 

62 

8m. 

0 

None. 

.07 

.1620 

.02411 

6.62  4.3440 

.0013 

.18 

45 

July,  .       . 

40,000 

74H 

68 

8m. 

0 

None. 

.04 

.0023 

.0129 

10.14l3.6876 

.0002 

1  .09 

in 

Auiruat,     . 

37,000 

71 

7U 

18m. 

0 

None 

.04 

.0026 

.0116' 

9.86,2.R176 

.0000 

.09 

84 

Septpraber, 

67,600 

68 

67 

12m. 

0 

None. 

.03 

.0016 

.01061 

7.78  3.1820 

.0001 

1.06 

tt 

October,     . 

60.600 

54 

6U 

28m. 

0 

None. 

.03 

.0116 

.0113 

8.88!!3.9976 

.0006 

.07 

16 

November, 

60.000 

46 

bi 

lh.43m. 

2 

None. 

.07 

.2139 

.0181 

6.62,2.8076 

.1767 

.26'       ST 

December, 

60,000 

46 

4a, 

lb.  ISm. 

n 

None. 

.00 

.8480 

.0424 

7.01  1.6840 

.8600 

|.40|  VOi 

Sewage  applied  twice  In  January,  four  times  In  February;  400  gallons  8  times  a  week,  ICaroh  1  to 
15 ;  200  gallons  6  times  a  week.  March  15  to  August  81 ;  800  gallons  6  times  a  week,  September  1  to 
December  31.  Surface  protected  by  canvas  cover  until  March  4.  Trenches  protected  by  boards  from 
March  4  to  April  1,  and  from  December  4  to  31.  Experiments  interrapted  by  high  water  May  5  to  8. 
Two  trenches  dug  2  feet  deep  and  filled  to  within  3  inches  from  top  with  No.  9  sand  March  4.  October 
80,  2  inches  of  dirty  sand  removed  from  trenches  and  replaced  by  clean  material.  December  2.  oeans 
sand  and  2^  inches  of  fine  sand  removed  from  trenches  and  replaced  by  mixed  ooarae  and  fine  for  I 
inches,  and  then  filled  with  coarse.  Surface  of  trenches  raked  1  inch  deep  each  week.  Orass  and  weeds 
cut  July  20  and  August  81.    Ice  removed  January  11, 18,  31  and  February  24. 
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Filter  No.  3A»  * 

rnnuary  the  prescribed  dose,  equivaleut  to  60,000  galloos  per 
laily  for  six  days  id  a  week,  was  taken  with  some  difficulty, 
to  the  accutoufation  of  organic  matter  at  and  near  the  sarfacep 
[uality  of  the  otHtient  was  poor  and  becanie  worse,  although 
lantitative  efficiency  was  satiafuctory  in  Febmary,  In  March 
[HTnotiias  in  the  effluent  began  to  steadily  decrease,  but  the 
immonia  was  still  very  high.  Nitrification  slowly  improved 
^camevery  high  in  June  and  July,  when  there  was  consider- 
eniDval  of  organic  matter  stored  in  the  sand.  The  effluent 
ell  purified.  Early  in  August  the  surface  sand  became  clogged 
t  the  sewage  remained  on  the  surface  for  twenty -four  hours, 
Lugust  14  the  surface  was  spaded  over,  corresponding  to 
hing,  to  a  depth  of  six  inches,  after  which  the  applied  sewage 
leared  promptly.  Ventilation  was  restored  and  the  quality  of 
Muent,  which  had  begun  to  deteriorate,  became  good  again, 
the  nitrates  very  high  at  the  end  of  the  month,  when  the  eE- 
ent  was  discontinued- 


Effiuenl  front  Filler  No,  3  A. 
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«ra. 

0 
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TO 

uk 
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,(xm 

.08T4, 

s.ia 

3.7411 

.omi 

.23 

12 

00,000 

T4 

Tl 

film. 

0 

Nont.l.M 

1      { 

,           1 

11. OS 

.3.&10Q 

.woa 

.15 

2T 

"■*" 

T04 

1%\ 

13m, 

0 

Sfaiiti'  Ofi 

.osseloaos 

1       1 

..« 

12.9400 

.0000 

.14 

^ 

r  li  Bind  19.  Surfnre  mked  about  1  \nvh  dcop  eacti  wflek.  Air  drnwu  throU|rh  ftand  l&  mfnulet 
itch  13  to  IT;  19  bDUTB  dH^Sj-  Mnreh  13  to  ApHL  16.  Au^tt  14,  tiirfiiee  ipu^ud  0  Inchen  dcop, 
id  lc«  rumored  Jatidriry  b,  0«  T,  10»  12, 14, 10, 17,  30j  24,  2b,  m,  31 ;  Fubrijary  12,  3,  4,  0,  la,  U,  18, 
I,  2T,  luid  M«?cb  I  and  4. 
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Filter  No,  4. 

This  filter  of  fine  river  silt  with  a  large  trench  of  coarse  sand  and 
covered  with  canvas  was  able  to  filter  sewage  at  the  average  rate  of 
40,000  gallons  per  acre  daily  for  six  days  in  a  week  until  the  early 
part  of  March.  The  ammonias  in  the  effluent  were  very  low,  but  the 
nitrates  decreased  steadily  and  there  was  a  large  storage  of  organic 
matter  in  the  sand.  To  remove  the  clogging  the  upper  2  inches  of 
coarse  sand  in  the  trench  were  removed  on  March  6.  This  did  not 
remedy  matters  and  on  March  11  the  canvas  cover  was  removed, 
the  coarse  sand  dug  out  of  the  trench  and  about  i  inch  in  depth  of 
clogged  fine  sand  at  the  junction  of  the  coarse  sand  of  the  trench 
with  the  fine  sand  of  the  filter  scraped  off;  and  the  coarse  sand  wa3 
replaced  after  raking  the  fine  sand  to  a  depth  of  about  1  inch.  This 
treatment  did  away  with  clogging  until  the  last  of  May.  During 
this  time  the  nitrates  and  ammonias  in  the  effluent  increased.  The 
trench  failed  to  take  the  sewage  promptly  toward  the  last  of  May  and 
on  June  2  a  new  trench  was  constructed.  The  average  rate  was 
reduced  June  2  to  30,000  gallons  per  acre  daily  and  the  quality  of 
the  effluent  steadily  improved  until  the  last  of  September,  when  the 
purification  was  excellent.  The  grass  and  weeds  were  cut  on 
August  31.  Toward  the  latter  part  of  October  the  new  trench 
became  clogged  and  it  was  allowed  to  rest  and  the  old  one  used 
during  the  rest  of  the  year.  The  nitrification  decreased  in  December, 
although  the  effluent  was  very  free  from  organic  matter.  While  the 
effluent  contained  but  a  comparatively  small  amount  of  albuminoid 
ammonia  throughout  the  year,  it  is  to  be  stated  that  there  was  a  con- 
tinual storage  of  organic  matter  in  the  sand. 
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EffltMU  from  Filter  No.  4. 

[Part*  pw  100,000.] 


Qoan- 

A^ed. 

Gallons 
per  Acre 
DaflT 
for  six 
Pays  In 
a  Week. 

Tkmpma- 

TUSS. 

Dbg.  F. 

Lenithof 

Time 

Sewage 

Remained 

on 
Surface. 

Hoorsand 
Minutes. 

Aver- 
age 
Depth 

of 
Froet. 

In"^. 

A7PKAB- 
▲MOB. 

Ammonia. 

1 

UXTBOOBK 
▲8 

j 

1 

1 

1 

t 

^ 

1 

1 

F 

" 

1 

1 

40,400 

44 

40 

24h. 

14 

None. 

.13 

.0000 

.0120 

7.28 

1.1725 

.0000 

.23 

2 

IT.. 

80.000 

44 

884 

24h. 

i 

Nona. 

.17 

.0007 

.0103 

8.75 

.7100 

.0001 

.24 

0 

82,600 

t 
.  42 

374 

24h. 

0 

Nona. 

.21 

.0401 

.0458 

4.70 

.2840 

.0001 

.44 

280 

41,000 

434 

41 

21h. 

0 

Nona. 

.32 

.2750 

.0495 

j 

4.52 

.0350 

.0015 

.50 

27 

83,000 

57 

604 

12h. 

0 

Nona. 

.84 

.2289 

.0449 

4.52 

.8457 

.o^\ 

.48 

22 

28.000 

09 

024 

lh.80m. 

0 

None. 

.81 

.1882 

.0480 

7.24 

.8144 

.<^ 

.45 

27 

80,000 

74i 

604 

27m. 

0 

None.  .20 

.1475 

.0480 

7.90 

1.4050 

.0155 

.40 

00 

28,800 

j«4 

70 

25m. 

0 

None.  .29 

.1025 

.0895 

9.01 

2.0225 

.0074 

.45 

10 

wr. 

80,000 

I 
08 

054 

47m. 

0 

None. 

.22 

.0210 

.029a 

9.23 

2.1000 

.0032 

1 

.81 

20 

20,400  ' 

50 

02 

lb.  20m. 

0 

None. 

.14 

.0020 

.0149 

8.20 

3.1025 

.0002 

.21 

13 

er, 

20,200  1 

45 

624 

Oh. 

0 

Nona. 

.14 

.0014 

.0134 

7.27 

2.7080 

.0001 

.20 

11 

Br, 

28,000  1 

45 

44 

18h. 

1 

None. 

.18 

.0P19 

.0191 

5.79 

1.6775 

.0002 

.21 

42 

e  applied,  400  gallons,  8  timee  a  week  nntil  May  12;  200  gallons,  0  times  a  week.  May  13  to  June 
kllons,  3  times  a  week,  June  2  to  December  22;  150  gallons,  0  times  a  week,  December  22  to  31. 
protected  by  canvas  cover  till  March  11;  tank  covered  with  boards,  December  4.  Experiments 
ted  by  high  water.  May  5  to  8  and  May  18  and  10.  Surface  of  trench  raked  about  1  inch  deep 
ik.  May  0, 3  to  4  Inches  of  turf  removed  from  surface  outside  of  trench.  July  81,  entire  surface 
er.  March  0, 2  inches  of  dirty  sand  removed  from  trench.  March  11,  coarse  sand  taken  out  and 
after  scraping  >^  inch  from  fine  sand.  June  2,  a  new  trench  dug  1  foot  inside  of  old  trench,  1 
a  and  2  feet  deep,  and  fllled  with  coarse  sand.  New  trench  used  June  2  to  October  80.  August 
I  and  weeds  on  surface  cut. 

Filter  No.  5  A. 
is  filter  of  fine  gravel  stones  without  sand  received  sewage  in 
try  and  February  in  single  doses  equivalent  to  120,000  gallons 
jre  daily  for  six  days  in  a  week.  The  surface  was  unprotected 
the  weather  and  with  a  few  exceptions  the  sewage  disappeared 
ptiy.  The  nitrification  was  incomplete  and  the  ammonias  in 
fiuent  were  very  high.  This  was  probably  owing  to  a  certain 
t  to  the  passage  of  the  sewage  through  the  portion  of  the  filter 
the  point  of  application  and  where  there  was  the  least  frost, 
irch  the  quality  of  the  efiiuent  improved,  owing  in  part  to  the 
^at  the  sewage  was  applied  in  three  doses  daily,  and  partly  to 
ised  ventihition  by  aspiration.  In  April,  without  aspiration,  the 
at  continued  to  improve  in  quality,  and  in  May  there  was  a 
ral  of  organic  matter  from  the  sand.     The  filter  became  clogged 
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in  the  early  part  of  June,  at  a  point  just  below  that  reached  in  the 
weekly  raking,  to  a  depth  of  1  inch.  This  was  remedied  by  raking 
to  a  depth  of  2  inches. .  The  purification  was  very  good  for  this 
material  in  July  and  a  part  of  August ;  but  sub-surface  clogging 
appeared  again  in  September,  and  the  surface  was  spaded  over,  6 
inches  deep,  corresponding  to  ploughing,  on  September  15.  On 
October  30  the  rate  was  increased  to  160,000  gallons  per  acre  daily, 
applied  in  eight  doses  daily  for  six  days  in  a  week,  and  there  was  no 
marked  deterioration  in  the  quality  of  the  effluent  until  the  last  of 
November,  when  the  filter  became  clogged  again  beneath  the  surface. 
Two  inches  of  discolored  and  partially  clogged  gravel  were  removed 
on  December  2,  and  the  surface  spaded  over,  6  inches  deep.  In 
December  the  applied  sewage,  equivalent  to  120,000  gallons  per 
acre,  was  taken  readily,  but  the  nitrification  was  incomplete  and  the 
ammonias  in  the  effluent  were  very  high  during  the  maximum  flow. 

Effluent  from  Filter  No,  6  A. 

[ParU  per  lOO.OOO.] 


Qnan- 

AppHed. 

Oalions 

per  Acre 

Dally 

Dayfin 
a  Week. 

Tkmpbba- 

TCRS. 

Daa.  F. 

on 
SurAoe. 

Hoortand 
Mlniitei. 

Arer- 
age 

Depth 
of 

Froet. 

AprsAB- 

▲MOB. 

! 
6.01 

NlTBOCBV 
▲B 

1 

9 

1 
1 

s 

1 

f 

1 

i 

1 

1 

1 

P 

1S»S. 

1 

1 

January, . 

116,400 

48 

86 

Ih. 

Deo. 

.67 

1.7050 

.2285 

.5675 

.0073 

Hi\KIfi» 

February, 

110,000 

42 

86 

lb.  27m. 

Deo. 

.46 

1.8825 

.2570 

8.8li 

.8050 

.0190 

1.47'458,7M 

March,     . 

120,000 

40 

874 

Ih. 

v.  Hi. 

.28 

.6825 

.1830 

5.20 

1.5450 

.0163j 

.78419,8:5 

April,      . 

120,000 

45 

45 

50m. 

V.il. 

.80 

.8450 

.1127 

6.07 

1.8112 

.0115 

.61180.000 
.2«|  4«,TM 

May,        . 

102,200 

U 

54i 

- 

V.il. 

.18 

.0371 

.0540 

6.92 

2.7600 

.0026 

June, 

120,000 

67 

67 

- 

V.al. 

.57 

.8071 

.0762 

0.82 

1.5033 

.0030 

.47 

flO,»0 

July,       . 

106,200 

72 

78 

- 

V.al. 

.24 

.0115 

.0550 

0.20 

1.9950 

.0063 

.20 

43,750 

Aaguit,  . 

112,600 

6di 

78 

13m. 

V.al. 

.22 

.0445 

.1040 

10.60 

2.3500 

.0057 

.49 

142,000 

September, 

120,000 

66 

68 

27m. 

Deo. 

.52 

.8876 

.0681 

7.00 

2.0000 

.0244 

.68JI07.«» 

October,  . 

128,000 

56 

604 

21m. 

Deo. 

.20 

.1284 

.0648 

7.68 

2.5400 

.0045 

.85888,750 
.8Jl23,2S0 
1.571841,500 

November, 

160,000 

45 

40 

40m. 

Deo. 

.26 

.8825 

.0770 

7.55 

2.5425 

.0070 

December, 

120,800 

42 

40 

25m. 

Deo. 

.76 

1.7588 

.2867 

6.85 

1.4240 

.0680 

Sewage  applied,  600  gallone,  6  timea  a  week  until  March  6;  200  gallona,  18  tlmea  a  week,  March  7  to 
October  28 ;  100  gallona,  48  timea  a  week,  October  30  to  December  2 ;  600  gallona,  6  timee  a  week,  Decem- 
ber 2  to  11 ;  800  gallona,  12  times  a  week,  December  12  to  14;  600  gallona,  6  timea  a  week,  Deoember  15 
to  22;  800  gallona,  12  times  a  week,  Deoember  28  to  81.  Bxperimenta  Interrupted  by  high  water,  Uaj 
6  to  8  and  May  18  and  10.  Surface  raked  1  inch  deep  each  week.  June  12,  surface  raked  2  iDohef 
deep.  Surface  spaded  6  inches  deep  September  15  and  December  2.  Two  inches  dirty  gravel  reaored 
from  surface  December  2.  Air  drawn  through  sand  fifteen  minutes  daily,  March  6  to  18;  two  hoan» 
three  times  dally.  May  8  to  September  1.  Snow  removed  during  the  winter  months  23  times  (70  loebM 
total  depth) ;  ice  removed  0  times  (2.9  inches  total  depth). 
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Filter  No.  6. 

s  filter,  44  inches  in  depth  of  mixed  coarse  and  fine  sand  and 
tected  from  the  weather,  received  sewage  at  the  beginning  of 
it  the  rate  of  70,000  gallons  per  acre  daily  for  six  days  in  a 
Owing  to  a  storage  of  organic  matter  in  the  surface  sand  the 
e  on  very  cold  days  froze  to  the  sand,  and  it  was  necessary  to 
lome  doses  in  January  and  to  remove  the  ice  in  places  with  a 
md  shovel  in  order  that  the  filter  might  be  kept  in  action  > 
cation  was  very  incomplete  in  January  and  the  ammonias  in 
Suent  were  high.  The  quantitative  eflSciency  was  satisfactory 
)ruary,  but  the  effluent  deteriorated  in  quality,  owing,  in  part, 

fact  that  the  oxidation  and  nitrification  functions  were  thrown 
f  adjustment  by  the  unfavorable  conditions  of  the  preceding 
,  but  chiefiy  to  the  passage  of  the  sewage  through  holes  in  the 

In  March  and  April  the  filter  steadily  improved,  while  from 
to  August,  inclusive,  the  effluent  was  very  well  purified  and 
>ver  there  was  a  removal  of  a  large  amount  of  organic  matter 

had  been  stored  in  the  sand.  On  July  11  the  quantity  of 
e  applied  to  the  filter  was  increased  to  90,000  gallons  per 
laily.  Surface  clogging  appeared  early  in  September,  and  on 
mber  25  the  upper  2  inches  of  discolored  and  partially  clogged 
vere  removed  and  replaced  with  fresh  material.  The  filter  did 
work  again  until  the  last  of  November,  when  a  clogging  oc- 
1  at  the  junction  of  the  old  and  new  sand,  as  is  described  on 
413  and  414.  This  was  remedied  on  December  2  by  spading 
irface  to  a  depth  of  6  inches.  A  canvas  cover  was  put  on 
nber  4.  The  purification  was  quite  incomplete  during  the  first 
►f  December,but  there  was  a  gradual  improvement  during  the 
Eilf  of  the  month. 
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Effluent  from  Filter  No.  6. 

[Put*  par  100,000.] 


Quan- 

ApV%d. 

Oaliona 
per  Acre 

Days  In 
a  Week. 

Tbnpbba- 

TUBK. 

Dbo.  F. 

unghor 

Sewage 
Remained 

on 
Sorfaoe. 

Hours  and 

Arer- 

age 
Depth 

of 
Frost 

Inchea. 

Appbab- 

▲»0B. 

AmcoviA. 

8.40 

NiTBOOBJI  ' 

Aa 

1 

1 

f 

1 

1 

\ 

i 

1 

18»S. 

1 

1 

p 

January,  • 

88,000 

46 

88i 

24m. 

V.  il. 

.29 

1.18M 

.0826 

I        1 
.0230;  .74  17.211 

February, . 

87,000 

44 

84i 

Ih.lSm. 

V.  il. 

.39 

l.n60 

.im 

6.88 

ATtb 

.0241  .89  150.93$ 

March,      . 

70.000 

42 

88 

60m. 

V.  il. 

.24 

1.0926 

.1040 

4.92 

1.2962 

.04611 .18  [iSaSB 

April,        . 

70.000 

44 

44i 

8m. 

V.  al. 

.19 

.8682 

.0687 

6.22! 

2.8187 

. 1633  .45  1  5.145 

May, .       . 

60,600 

64 

68 

Sm. 

None. 

.14 

.0117 

.0384 

8.I2I 

3.8000 

.0005  >.24    4.948 

June, 

70.000 

87 

854 

10m. 

None. 

.13 

•0088 

.0860 

10.26* 

3.9700 

.00021-21    2,771 

July, .       . 

75,800 

72 

724 

Im. 

None. 

.08 

.0048 

.0867 

9.99 

2.8833 

.0181,  .19  10,501 

Auguat,    . 

85,800 

T04 

T8 

14m. 

V.  al. 

.11 

.0248 

.0818 

9.62  J2.3125 

.0408:  .20  10,841 

September, 

88,800 

84 

88 

4h.80m. 

None. 

.16 

.0966 

.0882 

7.33  1.4100 

.0844.27    3.73S 

October,    . 

90,000 

67 

81 

88m. 

None. 

.10 

.0666 

.0284* 

8.10  3.8826 
8.10  12.6140 

.OllSj  .18 

3,788 

November, 

88,800 

44i 

47 

lb. 

V.  al. 

.14 

.0477 

.0284 

.07411 .27 

iJM 

December, 

77,600 

48 

40 

12m. 

V.  aP 

'.27 

.6800 

.0820, 

8.79' 
1 

1.2720 

.72001 .89  12,840 

1 

Sewage  applied.  360  gallons,  6  times  a  week,  until  July  10;  460  gallona,  8  times  a  week,  July  II  to 
December  21 ;  250  gallona,  8  times  a  week,  December  22  to  31.  Bzperiments  lotermpted  by  high  water 
May  5  to  8  and  May  18  to  20.  Surface  raked  about  1  inch  deep  each  week.  September  25,  about  i 
inchea  of  dirty  aand  aoraped  off  and  replaced  by  new  material.  Deeember  2,  surface  spaded  6  InebN 
deep.  Canvas  cover  put  on  December  4.  Bnow  removed  during  the  winter  months  17  times  (6S  iaebei 
total  depth) ;  ice  removed  10  times  (14.6  inches  total  depth). 

Filter  No.  7. 
Sub-surface  Application  of  Sewage. 

This  filter  coDtaios  44  inches  of  mixed  coarse  and  fine  sand  like 
that  in  No.  6,  above  which  are  10  inches  of  loam  and  6  inches  of 
soil.  The  sewage  is  applied  in  a  circular  pipe  6  inches  in  diameter 
and  18  inches  below  the  surface,  with  open  joints  every  2  feet. 
At  the  beginning  of  the  year  the  inlet  to  this  pipe  was  trapped. 
After  cleaning  and  relaying  this  pipe  in  October,  1892,  the  sewage 
was  applied  without  difliculty  during  the  winter  months  at  the  rate 
of  40,000  gallons  per  acre  dally  for  six  days  in  a  week.  The  nitri- 
fication was  very  incomplete  and  the  effluent  contained  very  high 
free  ammonia.  It  was  thought  that  the  ventilation  was  interfered 
with  by  the  rain  and  melted  snow  which  accumulated  upon  and  at 
times  froze  to  the  surface.  On  March  15  the  quantity  of  sewage 
was  reduced  to  20,000  gallons,  but  nitrification  disappeared  entirely 
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I  reducing  action  set  in,  f»howing  that  the  filter  was  overdosed, 
application  of  sewage  was  stopped  on  April  17  and  the  sab- 
ce  pipe  dug  up  April  26,  In  places  the  accumulated  sludge 
I  than  half  filled  the  pipe.  Analyses  showed  that  this  sludgo 
Bquivalent  to  75  per  cent,  of  the  insoluble  albuminoid  amiuonia 
led  since  the  pipe  was  last  cleaned.  The  pipe  was  relaid  with- 
the  trap  on  July  8  and  sewage  applied  at  the  rate  of  40,000 
ns  per  acre  daily  for  six  days  in  a  week,  Tho  pipe  gradually 
jed  and  the  full  dose  could  not  be  applied  after  December  1, 
nitrification  was  very  high  in  Julyi  indicating  a  removal  of 
d  organic  matter,  but  became  incomplete  in  August,  Venti- 
a  was  increased  by  aspiration  after  September  I  and  the  quality 
le  effluent  improved  and  remained  very  satisfactory  throughout 
ear. 

\r  a  summary  of  the  information  obtained  from  the  experiments 
the  sub-eurface  application  of  sewage  see  page  425* 


Effluent  from  Filler  No.  7. 
[Pfeftfl  per  100,000.] 


per  Acn 

tor  m% 
tmyt  tn 

TlMPK«i-      i 

.iPrSASAKCK^ 

AjinawrA, 

i 

NlTKOOMH 
At 

1 

1 

5 

1 

1 

1^ 

1 

1 

i 

t 

^      1 

i 

ii 

113. 

i 

7*       * 

3T.000 

mk 

ae 
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kppHedi  200  gftlloni,  6  tlcQtB  a  we^k  tUI  Unreh  30 ;  TOO  gallonBg  fi  Umes  a  wei'k,  March  11 
a  U«  Nooe  Mppllfld  April  17  to  July  3;  900  ^lloPi,  6  ttm^a  &  week,  «Futy  10  to  Not.  !^Q,  nfttr 
tb*  i^UHUtlily  wbich  eonld  be  applied  dficrcuflcd  to  Ivaa  ItiJiQ  200  gallons  a  week,  April  ^a,  dtalu 
siDQTed  nod  denaed,  replaced  wUboul  Lrap  Al  lulct,  July  S.  Air  ilmwn  ihrQdffh  Mvt  Iwcki*  linuri 
■ft  Bcpt«Tx]bar  1  lo  Odtober  20.  Air  dm^D  ooDAUictiy  through  tlio  Mint  tmm  Qfttober  28  to 
iber  Ht  n^d  fropi  December  3  to  D^ciflusbtir  23. 
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Filter  No.  9  A. 

This  filter  was  protected  from  the  weather  by  a  canvas  cover  and 
took  sewage  without  difficulty  at  the  rate  of  120,000  gallons  per 
acre  daily  for  six  days  in  a  week.  The  surface  was  not  raked,  but 
scraped  when  necessary,  to  relieve  clogging.  The  quality  of  the 
effluent  deteriorated  during  January,  but  began  to  steadily  improve 
in  the  latter  part  of  February.  On  March  6  the  canvas  was  removed 
and  the  surface  scraped.  During  April,  May  and  June  the  effluent 
was  very  well  purified  and  there  was  a  removal  of  organic  matter 
stored  in  the  sand.  The  purification  remained  satisfactory  until 
November,  when  sub-surface  clogging  appeared.  The  results  ob- 
tained upon  this  filter  which  are  presented  below  are  discussed  on 
page  414. 

Effluent  from  Filter  No.  9  A. 

[ParU  per  100,000.] 


Qnan- 

ApV^ed. 

Gallons 
per  Acre 
Dally 
for  Six 
Dave  In 
a  Week. 

Tkmpksa- 
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Depth 
of 
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▲KOB. 
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1 

MmooEii 
as 

1 
1 

1 

& 

1 

1 

1 

& 
< 

s 

i 

1' 

. 

isos. 

1 

i 

ii 

|5 

January,   . 

120,000 

^ 

86i 

8b. 

V.al. 

.86 

1 

1.5400 

.1215 

0.76 

.8850 

.0044 

.6539,100 

February, . 

120,000 

44 

86 

6b.  80m. 

V.el. 

.40' 

1.4050 

.1300 

5.98 

.4975 

.0115 

.79 

73,750 

March,       . 

120,000 

42 

88 

8h. 

None. 

.10 

.4185 

.0419 

5.74 

1.4788 

.0083| 

.29 

8.767 

April, 

120,000 

45 

44i 

- 

None. 

.09 

.0078 

.0257 

6.07 

2.5426 

.0001 

.22 

3,875 

May,  .       . 

07,000 

58 

54 

40m. 

None. 

.00 

.0060 

.0199 

5.85 

8.2n5 

.0004' 

.oooJ 

t 

.19 

6» 

June, . 

120,000 

M 

67 

58m. 

None. 

.10 

.0228 

.0204 

9.98 

3.5240 

.19 

904 

July, .       . 

118,000 

71 

72 

45m. 

None. 

.12 

.0263 

.0802 

8.84 

1 

2.9433 

.0009' 

.18 

8.T50 

August,     . 

100,000 

70 

72 

18h. 

None. 

.06 

.0048 

.0199 

8.J 

1 

2.5060 

.0001 

16 

HI 

September, 

110,800 

08 

674 

6h.80m. 

None. 

.19 

.1282 

.0405 

7.71 

2.2260 

j 

.0078 

1 

i,«n 

October,    . 

114,400 

56 

60    1 

10b. 

None. 

.11 

.0680 

.0256 

8.00 

'2.8575 

.0009 

\-^ 

vxt 

November, 

101,000 

45 

48 

16h.80m. 

Slight 

1.00 

2.6775 

.1180 

8.25 

.8500 

.0083 

l.Oi 

9.175 

December, 

07,000 

45i 

88 

8h.l5m. 

Dec. 

•H 

2.4433 

.1240 

6.07 

.9800 

.0190 

.60 

1 

15.787 

Sewage  applied,  600  gallona,  6  times  a  week  until  December  22,  when  800  gallons  began  to  be  applM 
6  times  a  week.  Surface  protected  by  canvas  cover  till  March  7.  Dirty  sand  scraped  from  sufiee 
March  7,  March  14,  April  24,  July  81,  September  1,  September  23,  October  21,  November  6, 16,18,  )0^ 
21,  22.  Filter  restored  to  original  depth  with  clean  sand  March  14,  September  25.  The  sand  removed 
November  16  to  22  with  \  inch  of  new  sand  replaced  December  2.  Ezporimente  Interrupted  by  Ugh 
water  May  18  to  20.    Weeds  cut  July  13,  and  pulled  up  July  31. 
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Filter  No,  11  A. 

is  filter  coDtaias  5  feet  of  mixed  coarse  and  fine  sand  which  had 
ne  clogged  and  had  been  removed  from  the  surface  of  Filter  No. 
ewage  was  applied  at  the  rate  of  60,000  gallons  per  acre  daily  for 
lys  in  a  week.  The  effluent  was  well  purified  during  the  winter 
egan  to  deteriorate  the  later  part  of  March,  and  nitrification 
ased  steadily.  This  was  caused  by  incomplete  ventilation  as 
cum  at  the  surface  was  too  thick  to  dry  and  crack  between 
.  Aspiration  was  tried  in  July  and  gave  some  relief,  but  to 
B  permanent  improvement  the  upper  3  inches  were  removed  on 
ist  16,  and  aspiration  tried  until  September  22.  The  effluent 
ery  well  purified  in  September  and  showed  a  removal  of  organic 
ir  stored  in  the  sand.  The  quality  of  the  effluent  remained 
&ctory  through  the  rest  of  the  year  in  the  absence  of  aspiration, 
r  a  discussion  of  this  experiment  see  page  426. 

Effluent  fr<m  Filter  No.  11  A. 

[Parts  par  100,000.] 


OaUont 

per  Acre 
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Day*  in  a 
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Tbxpbba- 
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1 

1 

J 

1 

< 

s 

S 

II 

«. 

1 

1 

1        • 
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48 
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7Dk. 

V.allght. 

.29 

.0233 

.0580 

1.8550 

.0081 

.89 
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y.  . 

60,000 

46i 

42i 

6m. 

V.slight. 

.30 

.0396 

.0570 

6.04 

1.9050 

.0062 

.40 

116,000 

60,000 

43 
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4m. 

V.allght. 

.25 

.0080 

.0650 

6.68 

1.9950 
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17,025 

60,000 

46 

46 

7m. 

V.allght 

.31| 
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.0660 

5.89 

1.2000 

.0022 
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44,000 
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58 

52 

- 

V.allght. 

.81 

.1647 

.0793 

5.97 

1.2833 
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.43 

42,000 

60,000 

66 

61 

6m. 
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1.17 

.3050 

.0910 

9.S2 

.5150 

.0035 

.64 

43.000 

60,000 

71 

68 

Om. 

Decided. 

1.31 

.1500 

.0950 

8.63 

.5450 

.0070 

.65 

56,500 

60,000 

70 

70 

9m. 

Slight. 

.70 

.0960 

.0880 

9.90 

.7200 

.0019 

1.16 

46,000 

►er,  . 

60,000 

68 

61 

11m. 

Decided. 

.40' 

.0260 

.0620 

10.76 

3.1050 

.0021' 

.46 

11,690 

60,000 

66 

66 

8m. 

Decided. 

.86 

.1107 

.0573 

8.96 

2.1800 

.0087 

.85 

41,067 

•r,  . 

60,000 

46 

404 

12m. 

Decided. 

.35 

.0430 

.0460 

9.64 

2.7200 

.0030 

.83 

46.500 

er,  . 

60,000 

41 

44 

16m. 

Decided. 

.29 

.0460 

.0560 

6.34 

1.9700 

.0035 

.37 

53,000 

age  applied,  3  gallooa,  6  times  a  week.  Surface  raked  3  inches  deep  each  week.  Air  drawn 
sand  from  Jnly  10  to  20;  eighteen  honrs  a  day  July  31  to  August  81,  and  continuously  Sep- 
.  to  22.  Bxperiments  interrupted  by  high  water  March  16,  May  5  to  8  and  18  to  20.  August  14, 
removed  from  surface. 
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Filters  No8.  12  A,  15  B  and  16  B. 

Filter  No.  12  A  contains  60  inches  in  depth  of  fine  sand,  and  has 
received  the  effluents  of  Filters  No.  15  B  and  16  B  which  are  filled 
with  coarse  gravel.  An  aspirator  was  attached  to  No.  15  B  on 
March  18,  and  to  No.  16  B  on  January  16.  The  rate  of  filtration 
has  been  very  high  for  each  of  these  filters  —  equivalent  to  480,000 
gallons  per  r.cre  daily  for  six  days  in  a  week,  for  the  last  seven 
months.  The  surfaces  of  these  gravel  filters  were  not  disturbed 
until  July,  1893,  about  a  year  after  they  were  first  put  in  operation. 
They  were  raked  3  inches  deep  once  a  week  after  September  1,  and 
daily  after  October  26.  The  quality  of  the  effluent  was  found  by 
series  of  analyses  to  be  closely  dependent  upon  the  current  of  air 
drawn  through  the  gravel.  Toward  the  end  of  the  year  it  was 
found  that  the  ventilation  was  less  complete  than  usual,  owing  to  a 
leak  around  the  outlet  pipe.  This  doubtless  explains,  to  a  great 
extent,  the  deterioration  in  the  quality  of  the  effluent  and  also  the 
clogging  of  the  gravel,  which  necessitated  raking  on  several  occasions 
to  a  depth  of  6  inches. 

The  effluents  of  these  gravel  filters  were  uniformly  well  purified  by 
No.  12  A,  when  operated  at  a  rate  of  960,000  gallons  per  acre  daily 
for  six  days  in  a  week.  Since  March  24  the  surface  has  been 
scraped  when  necessary  to  relieve  clogging,  and  has  not  been  raked. 
It  was  scraped  on  an  average  once  in  five  days,  and  the  average 
depth  removed  was  0.24  inch.  The  removed  sand  was  washed  and 
replaced.  To  do  away  with  sub-surface  clogging  the  filter  was 
raked  to  a  depth  of  6  inches  on  September  27,  December  12  and  27. 
The  deterioration  in  the  quality  of  the  effluents  of  Filters  No.  15  B 
and  16B  in  December,  began  to  make  itself  apparent  toward  the 
end  of  the  year,  in  the  operation  of  this  filter. 

These  results  are  discussed  on  page  422. 
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Effluent  from  Filter  No.  12  A. 
[Pini  per  ioa,«w.] 
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laeDt  of  Ftlterfl  Not.  Ifi  uid  Ifi  Applied  ft  diijt  a  w««k,  ui  fottowi :  24  gal  lorn  till  Fobmary  13  j 
ini>  February  13  to  March  17 ;  3^  gallooi,  March  1%  to  May  11-  48  gallons,  May  16  to  .Jufte  10;  SO 
,  J^ne  12  Lo  25;  4a  gaLloni,  June  SO  to  December  31.  E^cperlmeaU  iDlflmipted  hf  high  water 
Id  to  17,  May  4  to  d.  May  1ft  to  ft.  SorfiLcfi  mked  to  A  depth  pf  ahciiit  3  ttichea  once  a  w«ek 
[arrh  S4.  Sorfaoe  fcraped  and  «aQd  Of  pr^vlotifl  »draplftp  (afl«r  washing)  r^plaeud  on  fo^llowLiig 
If  aroh  %i,  April  n,  Umy  11,  26,  June  13,  1^,  19,  20,  21^  34«  29,  July  4,  S,  11, 14,  IS,  20, 20,  Au^UAt  B, 
September  &, «,  12,  Ifl,  13,  20,  23, 29,  27,  Ootober  20,  November  IS^  Decfimber  3,  7, 27,  Spaded  ft 
de«p  Beptetubar  37,  Dacember  10  and  2T. 


Effluent  fro7n  Filter  No.  IB  B, 

[PartB  per  100,000.] 
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1.2560 

."2-lfl7 

B.4ft 
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.03112 

.BT 

ia7,o«o 

ber.. 

"1 

Ab 

lb,             iD    tded  1  -M, 

1.                 1        1 

MSOO 

,17ft4 

..«i 

.UAO 

,0116; 

.1*1 

20^.200 

irage  apptlvd,  3  galloiia  24  llmei  a  we@k,  till  Mareh  16;  3  giJlcrQi  3ft  tJmei  a  week,  Marcfa  13  to 
I-  4  galloni  3S  ttmea  a  it«ek.  May  U  to  juaci  10;  S  gallaPB  36  tLmci  a  weok,  jutia  12  lo  25;  4 
3fi  time*  a  week,  Jtine  2Q  to  October  22;  2  gal  loo  ■  72  tlmci  a  week,  Oclobor  23  to  December  31, 
mentP  iolernipt*d  by  high  weiur  March  15  lo  17,  Mnf  4  to  0,  Hay  la  to  21.  Air  drawn  fbraOKh 
from  March  11  to  July  to,  and  from  July  15  to  DeceiBber  SI.  Bnrface  raked  3  Incbca  dwp  4  lUws, 
i  to  September  1,  and  each  wwk  frora  e«pt*rnher  1  to  October  2fl;  3  \nchm  deep  dally,  October  26 
ember  27,  after  whleb  surface  wit  irnkt-d  froru  6  t«  10  Inches  doi?p,  ai  followi :  6  mcbei  deep  on 
bei  21,  29,  ^>  Daeember  1,2,  11,  15  and  16;  S  tnche»  deep  December  3  and  12;  10  iucbte  deep 
herS, 
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Effluent  from  Filler  No.  16  B. 
[Part*  per  100,000.] 


Gallonf 
per  Acre 

DBllT 

for  Six 

Tbmpbba- 

TUBB. 
DBO.  F. 

Length  of 

Sewage 
Bemalned 

on 
Sorface. 

Hoart  and 
Mtnutea. 

Afpbabavcb. 

Ammovu. 

j 

AM 

1 

1 

1 

1 

1 

1 

1 

S 

ISM. 

1 

1 

January ,    1 

2t0.000 

48 

41 

- 

Decided 

.72 

.6760 

.14261 

7.14 

.9726 

.0869' 

.82|4S6,2i6 

Fcbmary,  . 

802,000 

464 

414 

- 

Decided. 

.40 

.8260 

.1410 

6.83 

1.1676 

.1740| 

.99244,960 

1 

March, 

882,000 

48 

48 

12m. 

SUght. 

.46 

.6760 

.1866 

6.82 

1.1000 

.0074 

.93'lT6,4M 

April,.       . 

800,000 

46 

464 

18m. 

Slight. 

.46 

.3026 

.1686 

6.6S   1.0625 

.2669 

1.08223,100 

May.   .       . 

882,000 

68 

64 

- 

Slight. 

.42 

.2216 

.1096 

6.94 

1.4200 

.0096 

.64!lI3,7S0 

Jtioe,  . 

686,000 

M 

68 

16m. 

V.  alight. 

.86 

.8148 

.1067 

10.02 

1.S260 

.0049 

.67 

94,609 

July,   .       . 

480.000 

71 

70 

9m. 

Slight. 

.87 

.7228 

.1797 

8.80 

1.6468 

.0089: 

.88  68,714 

Auguft, 

480,000 

70 

M4 

8ro. 

Slight. 

.67 

.4160 

.1484 

9.23 

1.0900 

.0682 

.n 

81,200 

September, 

480,000 

88 

60 

18m. 

Decided. 

.86 

.7226 

.1490 

11.91 

.6800 

.uoo* 

.79 

87,800 

Ootobor,     . 

480,000 

68 

66 

46m. 

Decided. 

.61 

.6726 

.1266 

10.20 

.8426 

.0887 

.68 

167,250 

November, . 

480,000 

46 

47 

4m. 

Decided. 

.67 

.6726 

.2466 

16.66 

.8700 

.0447 

1.262rr,7» 

December, . 

480,000 

41 

44 

87m. 

Decided. 

.46 

1.1780 

.2216 

6.96 

.6000 

.0142 

.99 

168,209 

Sewage  applied,  8  gallODa  24  timet  a  week,  till  Febmary  12;  8  gBlloDa  86  timet  a  week,  FebroMy  18 
to  May  14;  4  gallona  86  timea  a  week  from  May  16  to  June  11 ;  6  gallona  86  timet  a  week,  Jon*  12  to  26; 
4  gBllona  36  timea  a  week,  June  26  to  October  22;  2  g»llona  72  timet  a  week  from  October  28  to  Decem- 
ber 31.  BxperimeoU  intermpted  by  high  water  March  16  to  17 ;  May  4  to  9;  May  18  to  21;  Air  draw* 
through  gravel  January  16  to  December  81.  Surface  raked  8  Incbet  deep  4  timet  from  July  18  to  8rp- 
tember  1  and  each  week  from  September  1  to  October  26;  8  lochea  deep  daily,  October  26  to  December 
31,  with  the  following  exceptiooa :  8  lochea  deep,  December  12,  and  6  inchet  deep,  December  80. 


Filter  No.  13. 

This  filter  was  used  during  the  winter  months  for  confirmation  of 
experiments  to  determine  the  effect  of  nitrification  upon  the  removal 
of  bacteria  by  filtration.  Beginning  March  22  sewage  was  applied 
at  the  rate  of  160,000  gallons  per  acre  daily  for  six  days  in  a  week. 
This  was  done  with  a  view  to  obtaining,  in  conjunction  with  Filter 
No.  14,  some  comparable  results  upon  the  removal  of  dyestuffs  from 
sewage  by  filters  of  coarse  sand  with  and  without  the  presence  of 
polarite.     These  results  are  summarized  on  page  427. 
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Effluent  from  Filter  No.  13. 

[rsrta  per  lM),(Hia.] 


QiiAntltj 

TCMM. 

Length  af 
Tlmft 

ArfKAAAK^. 

Altlco«u. 

1 

1 

OAUoot 

D«0.  F. 

ScwBg* 

1 

^ 

PS. 

per  Ac» 

IlAltj 

1 

li 

on 
Surface. 

Bol]ni.Dd 
Mlmttu. 

# 

1 

1 

1 

a 

0.43 

1 

1 

1 

J*    ' 

W.OM 

_ 

40 

3m. 

None. 

.00 

■ooog  .oiufll 

.0fl7a 

.0000 

.06 

12,740 

rjr<    * 

60,000 

- 

St 

Sm, 

NOD«. 

.00 

.ocofl'.oosai 

O.Sl 

.1600 

.0000 

.06 

^M^ 

00.000 ; 

4S 

3m. 

IV.BlJg&t 

.09    -OO&O  .O^A 

1.07 

.8260 

.0033 

.37 

0,010 

ieo,(K)o 

45 

40 

«m. 

.V,.II|£llt. 

.laj  .0176*0807 

&.30 

lA^m^mm  .no 

6-,i)0i> 

m.m 

£3 

M 

~ 

V.ellglit. 

.14J.0Dfl2!.O40O 

ft. Oil 

a.3saoi.ooQ4'  -2fl 

so.floo 

100,000 

e» 

ft4 

4m. 

V.aH^ht. 

.lai  .0O41j.O5n    1,44 

S,»00',00i:i7    .24 

ujm 

l«O,O0(» 

73 

55 

4m. 

v.»ii«tn. 

.10  LoofiiLotas 

S.St 

a.8«C»  .ooos;  .2ai  4ft.cMW 

I 

]0O,(KKJ 

70 

06 

6m. 

V..l!|fbt 

.13  .o&ui'.o«)a 

7.47 

2.3107.0007    .-iS     61,607 

b*rp  . 

100.000 

»3 

^ 

»m. 

V.aligbt. 

-    .002«;.0404 

r.aft 

S|.UO0|.O012    .24    ;^,doo 

ret'  jTBllotifi  (jfflnent  from  Filler  2?o.  tS  A  uppHtd,  0  tlroei  &  wook,  tltt  March  31.  Eight  galloni 
applied.  0  itmei  ft  wttjk*  Miifch  S-J  td  Septqno&ir  27.  Forty  four  htindrcdihi  part*  per  100,<JCiO  of 
IK  applied  \q  itiwnjje,  Aii|yru«t  2fl  lo  B^pttciibvr  7.  ftnnd  wnnlifiil  E^epEetiitujr  0,  hy  *pp])ki|f  city 
to  remoTe  trnc«»  o!  ycarltt  2K,  atjti  IJ.33  part*  pur  100,000  of  P«L9Dt  Blao  BppUed  In  senvrngv,  8«p- 
33-^7,    ExperJtDifat  dbooutlaa&d  E^A^tatnbeT  %1, 

Filter  No.  ISA* 
is  fitter  confains  60  inches  in  depth  of  sand  of  an  effective  size  of 
niiilimeter,  and  was  constructed  on  September  27, 1803.  It  has 
ved  the  supernatant  liquid  from  sewage  which  had  beeo  allowed 
ittle  four  hours.  The  surface,  which  has  been  scraped  when 
fsary  to  relieve  clogging  and  not  raked,  was  scraped  on  an 
ige  once  in  six  days,  and  the  average  depth  removed  was  0,37 
Owing  to  sub-surfaee  clogging  it  was  necessary  to  spade  over 
urfac©  6  inches  deep  three  times  in  December.  It  appeared 
the  rate  of  filtration,  480^000  gallons  per  acre  daily  for  six  days 
week,  overtaxed  the  capacity  of  the  filter,  which  was  allowed 
\^t  for  two  weeks  beginning  December  23.  The  results  are 
ssed  on  page  4^3. 

Effluent  from  Filter  Xo.  13  A, 

[PatI*  per  100,000.] 


1« 

OtUont 
wier  A&je 

for  SiJt 
Da|«  in  m 

Tcmt 

t>»o.  r. 

LMi^h  of 
Tliiitt 

Retafllntd 
on 

,  Honi-i  And 

AFFKAUirCK. 

AMUC'ttU. 

i 

,1 

1 

3 

1 
1 

5 

i. 

f 

"J 

1 

i 

a 

^ 

1 

b  i; 

3. 

1 

1' 

P 

400,000 
4i0,0OD 
300,000 

- 

60 
40 

Iftta. 
Ih.  4Qm.  ; 
111.  50m. 

I  None. 

1  None, 

Sll^bt. 

,13 
.26 

1.0725 

a.eaoo 

.06SO 

.O^O."! 

.0670 

0.83 
0.40 

a-2S 

1.4,V00 
1  .7300 

.1775 
.0^75 

1' 
.33      S,3flO 
.31      \%bh 
.40   28,075 

a^e  («itl«d  4  hour*)  Kpplkd,  ft  giiUon«  1%  tlniv«  a  we«k,  Beptpmber37  lo  October  ^;  :i  nallodi 
II  wep^  October  23  to  December  '23,  sfler  whirh  notiB  tyub  nppllcd.  BtiJ-faeCf  icrnped  add  fand 
loQA  ■ermpltiif  rmftot-  waiblDg)  replaced  oti  fi>1lnw}ifj^  dNi^n:  Octnber  H,  21,27,  NoTombiir  1,  7| 
li  tt,  S0»  December  5,  7,  IS.    Spidcd  over  0  to  7  luchcB  (k«?p,  December  2,  la,  10 
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Filter  No.  14. 

This  filter  is  63  inches  deep  and  contains  sand  of  an  effective  size 
of  0.48  millimeter.  On  January  21,  1893,  the  upper  6  inches  of  pai- 
tially  clogged  and  discolored  sand  were  removed ;  the  next  7  inches 
were  taken  out  and,  after  putting  in  7  inches  in  depth  of  polarite, 
were  used  to  fill  the  filter  to  its  original  depth.  The  chief  experi- 
ment was  upon  the  removal  of  color  from  sewage  containing  dye- 
stuffs,  which  is  summarized  on  page  427. 

The  rate  of  filtration  was  160,000  gallons  per  acre  daily  for  six  dajrs 
in  a  week  until  October  23  when  the  rate  was  doubled.  The  quality 
of  the  effluent  was  uniformly  good  until  the  middle  of  November, 
when  clogging  occurred  at  the  surface  of  the  polarite.  The  filter 
was  allowed  to  rest  from  November  16  to  December  4,  when  sewage 
was  again  applied  at  the  rate  of  160,000  gallons.  The  effluent  was 
well  purified,  but  clogging  began  to  gradually  reappear. 


Effluent  from  Filter  No.  24. 

[Paru  per  100,000.] 


Gallons 

per  Acre 

Dally 

fbrriU 

Days  In  a 

Week. 

TSMPBX4- 

Tuaa. 
Dbo.  r. 

Length  of 

Sewase 
Kemalned 

on 
Sorface. 

Hoart  and 
Aflnatei. 

APPS4BAM0B. 

AmcosiA. 

6.44 

NiTBOODI 
AS 

t 

S 

I 

g 

1 

1 

1 

1 

s 

1! 

1^ 

1S98. 

1 

i 

January, . 

160,000 

48 

48 

84m. 

V.illght-. 

Slight 
blue. 
Slight 
green. 
Green. 

.0071 

.0863 

1     1 

l.n67.0006| 

.87  n,m 

February, 
March,     . 

160,000 
160,000 

451 
48 

44 
44 

7m. 
6m. 

None. 
INone. 

.0020 
.0042 

.0447 
.0847 

8.61 
6.23 

2.6026 
8.0976 

.0003) 
.0000 

.33  SO.IS 
.28  18,075 

April,      . 

160,000 

46 

47i 

9m. 

None. 

Green. 

.0044 

.0886 

6.86 

8.2850 

.0000 

.26  18,2Se 

May,        . 

124,400 

68 

64 

- 

None. 

Green. 

.0064 

.0829 

6.20 

3.6940  .iXKic 

.24  12,600 

.26140,38 

Juue, 

160,000 

06 

684 

10m. 

None. 

Green. 

.0068 

.0818 

8.62 

4.2825 

.0002 

July,        . 

160,000 

71 

66 

6m. 

jNone. 

Green. 

.0079 

.0483 

8.88 

8.7100 

.26  60,000 

August,    . 

160,000 

70 

66i 

4m. 

VuiUght. 

Slight 
blue. 

Slight 
blue. 

.0080 

.0876 

7.86 

2.8167 

.0005 

.22  71,388 

September, 
October,  . 

160,000 
200,900 

63 
66 

64 

8m. 
10m. 

V.8llght. 
V.Blight. 

.0023 
.0018 

.0277 
.0826 

7.97 
7.69 

1.0800 
1.6800 

.0002j 
.0000 

.171  5M» 

.2o'23.«7 

1 

November, 

820,000 

46 

48 

12h. 

V.elight. 

Slight 
blue. 
.10 

.0160 

.0827 

16.06 

0.0200 

.0025J 

December, 

160,000 

41 

44i 

2h. 

None. 

.0026 

.0208 

6.60 

2.M00 

.0007 

.171  nM» 

Sewage  applied,  8  gallons  6  times  a  week»  till  October  22 ;  8  gallons  12  timet  a  week,  October  28  to 
November  16 ;  8  gallons  6  times  a  week,  December  4  to  December  81.  Color  applied  in  sewage  Febnaiy 
13  to  March  22  and  Auguat  26  to  September  28.  Bxperlments  interrupted  by  high  watM  March  15  to  17; 
May  4  to  9;  May  18  to  21.   Surface  raked  3  inches  deep  each  week. 
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FiLTEE  No.    17  A* 

3  filter  of  medium  fine  sand,  with  four  layers  of  marble  dust, 
ed  during  the  entire  year  aewage  to  which  sulphuric  acid  equal 
parts  ID  100,000  of  actual  ILSO4  was  added.  The  mte  of  fil- 
a  was  60,000  gallons  per  acre  daily  for  six  days  in  a  week, 
ree  ammonia  in  the  effluent  began  to  increase  in  November, 

and  was  unusually  high  during  the  greater  part  of  1893,  This 
se,  as  well  as  that  of  the  albuminoid  ammonia^  was  owing  to  an 
uption  in  ventilation  caused  by  clogging^     To  remedy  this  the 

layer  of  marble  dust,  about  3  inches  below  the  surface,  in  July, 
iter  the  sand  above  this  laj^er,  were  replaced  with  new  materials, 
J  found  that  the  original  layer  of  marble  dust  had  occasionally 
^lstu^*hed  in  the  weekly  raking  and  this  treatment  gave  only 
>rary  relief.  Clogging  again  occurred  in  September,  nitrifica- 
raa  very  incomplete^  and  there  was  present  a  reducing  action, 
!  sand  down  to  the  second  layer  of  marble  dust  (12  inches)  was 
black  with  iron  sulphide.  A  thin  layer  was  scraped  from  the 
re  of  the  second  portion  of  marble  dust  in  October  and  the  old 
replaced.  The  quality  of  the  effluent  steadily  improved  and  in 
nber  was  excellent. 

Effluent  from  FiUer  No.  17  A. 

[FmrtA  per  100,000.] 


i^S^ 

Length  of 
Time 

AfttS.M.tLAllC%. 

Anmovu- 

KlTttOOKlt 
AM 

1 

K 

Dca.  F. 

r^ 

[rallaui 

Et 

u 

per  Acre  i 
ftwSk 

1 

1 

on 

i 

, 

f 

1 

1 

i 

i 

8 

1 

DAT*  In  A 

s 

HfitirB  RDd 

% 

S 

M 

s 

s 

^ 

K 

i^ 

W*ek. 

JS 

minnUM. 

H 

Q 

£ 

^ 

6 

m 

^ 

O 

s     * 

aokooo 

4S 

44 

ah. 

None, 

.10 

.1320 

.0174 

&-6T 

2.1700 

.0002 

M 

3^ 

Ti  - 

m,(m 

iS^ 

43 

m.mm. 

Kciiie. 

.1^ 

.0912 

.oioa 

5.Ml].82M 

.0004 

.as 

5 

Sfl.OiSO 

43 

43 

2ti,45m.rNDDfl. 

.03 

.21«3 

.037CH  B,ai;!2.02oa 

■OOffi 

as 

0 

60.000 

45 

4« 

&h,40m.    Koue* 

.10 

.1771 

.02w: 

5.B3  2.4flaO 

.O0U3 

.22 

4 

48,000 

53 

53 

-       I'None. 

.13 

,0€30 

.02fl«i 

fl,33;3.1667 

.0006 

.20 

U 

M,OW 

M 

uk 

Ih,           't^aii«. 

.ia 

,  .4700 

.oa&o 

0.04,4.3460 

.Q02* 

.27 

2a 

mjim 

71 

10 

m,         v.iUgiit. 

,1T 

.1700 

.0610 

a.s-j 

3.9350 

.110281    .28 

020 

m,mo 

TO 

12 

46di.  iriono. 

.12 

.   .m40 

.tms  112. 6a 

2.4750 

.C01.V|  .2e 

3T0 

bftr, 

90,000 

m 

0^1 

12h.           IV.  Blight. 
I2b.           !v.  slight 

.13 

,  .aift6 
l.«500 

.0310 

ia.73 

l.OOSO 

.0043'    .25' 

1S4 

1 

flO.OOO 

M 

5Q| 

,u 

.mm 

7.72 

.5200 

.0135  1.3* 

1,670 

w,» 

60,000 

45 

484 

2h.40ni.  ,NoDe, 

.13 

.13fl& 

.0406 

B.«7 

3. aim 

.0001 

.^ 

SIS 

*r,. 

eo^QOO 

41 

43 

ia.35mJ:Hoaa. 

.» 

.OOSQ 

.0149 

fl.ja 

2.4800 

.000» 

.la 

303 

rc«  ^aUi>a«  of  tcwaf  e  plai  inlpbaric  D^ldl  {iqu»l  to  19  pArta  p«r  100,000  appElijd  0  tltiiflt  i  week.  8ti  r- 
it4  3  Incbtem  i]c«p  ««€h  woek*  Sf  pejiixi«Dl:«  Inlernipted  by  bigh  WAter  l/fcreb  li  to  IT,  If  ay  4  tn  0| 
bi'21.  July  12,  oppef  layer  of  matble  duBt  r«pJace<i  lny  n  freiih  layer.  August  lAt  uppor  3  lncbi^A 
npl^ctd  by  fi-cAhvitad.  SapteMber  29,  upp^r  layer  of  mptrblt  dunl  dULurbod.  t*ctf>b#T  21,  martitti 
di  iipper3ifi.i3b««  of  abod  reiaoved.  Octobsi-  2^,19'  (nchBdof  Bund  removed  aod  kiicoud  inyerof 
duftt  tcrapedp  oand  rtpincod  wlUl  3  incfaea  of  ^\ffa&  mutuiiikL 
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Filter  No.  19. 

This  filter  of  medium  fine  sand  has  received  since  January  20, 
1893,  the  supernatant  liquid  from  sewage  which  was  allowed  to 
settle  for  four  hours  after  treatment  with  alum  at  the  rate  of  1,000 
pounds  per  million  gallons.  The  rate  of  filtration  was  120,000 
gallons  per  acre  daily  for  six  days  in  a  week  up  to  June  12,  after 
which  the  rate  was  increased  from  time  to  time  until  it  became 
640,000  gallons  on  and  after  October  23.  From  April  to  August, 
inclusive,  the  quality  of  the  efiiuent  was  excellent,  but  the  ammonias 
began  to  increase  in  September  and  continued  to  do  so  during  the 
rest  of  the  year.  Since  October  23  the  surface  has  been  scraped  to 
relieve  clogging.  It  has  been  scraped  on  an  average  once  in  ten 
days,  and  the  average  depth  removed  was  0.47  inch.  On  December 
2  and  12  the  surface  was  spaded  over,  6  inches  deep,  to  relieve 
clogging.  This  clogging  and  the  deterioration  in  the  quality  of  the 
elHuent  indicated  that  this  high  rate  of  filtration  when  long  continued 
overtaxed  the  capacity  of  the  filter  which  was  allowed  to  rest  for 
two  weeks  beginning  December  23.  See  page  422  for  a  discussion 
of  these  results. 


Effluent  from  FiUer  No.  19. 

[ParU  per  100,000.] 


^xs: 

TSMPBKA- 

TUUK. 

Length  of 
Time. 

1  Apfsaxaxob. 

Ammovia. 

KlTBOOU 
AS 

1 

1 

Gallons 

Dko.  F. 

ReniMlned  1 

^ 

i 

1S98. 

per  Acre 

on 

»^ 

1 

e 

1 

^ 

Dally 

for  Hlz 

Dart  In  a 

Waek. 

1 

1 

Snrface. 

Honriand 
Ulnutet. 

1 

1 

1 

1 

S 

1 

Janaarj,     . 

74.000 

. 

4U 

lb. 

None. 

.87 

.2828 

.0279 

8.50 

1.1500 

1 
.0044 

.39 

51.779 

Febraary,  , 

120.000 

- 

43 

10m. 

None. 

.18 

.0900 

.04001 

7.691,1.1600 

.06O0|.S3 

17.262 

March,        . 

110.000 

• 

41 

11m. 

None. 

.08 

.1661 

.0256 

5.25,  2.0900 

.04401.23 

5.467 

April, 

120.000 

. 

4bh 

10m. 

None. 

.11 

.0066 

.0156' 

5.66  2.1700;.0008i.18 

545 

May.    .        . 

94.000 

- 

53 

. 

None. 

.11 

.0088 

.0237 
.0200 
.0216 

6.01  2.5000|.OOOS  .15 

496 

June,  . 

146.000 

. 

63 

12m.   V.sllght. 

.12 

.0057 

9.96,2.1620!. 0002 '.18 

694 

July,   .       . 

100.000 

. 

67 

12m.  I  None. 

.08 

.0062 

8.42,8.3900.0002  .18 

870 

Auirost,      . 

240.000 

• 

68 

9ro.  1  None. 
83m.  .None. 

.08 

.0028 

.01741 

7.34  11.8060. 0000  1.15 

217 

September, 

480.000 

• 

66 

.07 

.0609 

.01921 

6.6312.3550 

.0055  1.15 

432 

October,     . 

590,000 

• 

56 

45m. !  V.sllght. 

.13 

.7691 

.0507 

10.80i 

1.8125 

.00261.27 

8,122 

November, . 

640.000 

• 

46 

lb.  40m.|iV.alight. 

.18 

1.7200 

.0685 

10.071 

1.7625 

.0109.30 

1^ 

December, . 

402,000 

• 

«4 

2h.             Slight. 

.21 

2.3800 

.0890 

1 

..a.. 

.8600 

.00331.49 

11 

6.685 

Six  galloDS  of  chemically  clarified  sewage  applied  6  timea  a  week,  till  Jone  11 ;  8  gaUona  6 1 
week,  June  12  to  Jaly  80;  6  gallons  12  times  a  week,  Jaly  81  to  Avgast  81;  4  gallons  86  tknea  a  week, 
September  1  to  October  22;  4  gallons  48  tiroes  a  week,  October  28  to  Deeember  23,  after  which  none  wu 
applied.  Experiments  interrupted  by  high  water  March  15  to  17,  May  4  to  9,  May  18  to  SI.  SorfMe 
raked  8  inchea  deep  each  week  until  October  28,  after  which  surface  waa  scraped  and  aand  of  prerkMis 
scraping  (after  washing)  replaced  on  following  dates :  November  3,  13,  18.  22,  28.  Spaded,  6  inches 
deep,  December  2, 12.    October  6,  upper  4  Inches  removed  and  replaced  with  freah  aand. 
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Filter  No.  25. 

this  filter  was  buried  on  December  18, 1889,  the  carcass  of  a  dog 
e  5  feet  of  sand  and  loam  and  beneath  6  feet  of  sand,  loam  and 

as  was  described  in  the  Special  Beport  upon  the  Purification  of 
ige  and  Water  (page  689).     Since  May  9,  1892,  city  water  has 

applied  at  the  rate  of  60,000  gallons  per  acre  daily  for  six  days 
week.  There  was  a  marked  improvement  in  the  chemical  quality 
le  efiluent  in  1892,  but  the  numbers  of  bacteria  increased.  In 
>  there  have  been  no  marked  changes  in  the  chemical  character- 
)  of  the  efiiuent,  and  while  the  numbers  of  bacteria  have  been 
5  variable,  they  have  averaged  considerably  lower  than  during 
atter  part  of  the  preceding  year.  The  effluent  has  been  uni- 
ly  discolored  by  iron.  The  odor  and  turbidity  have  been  very 
1  less  marked  than  formerly,  but  are  still  perceptible. 


Effluent  from  Filter  No,  25. 

[PftrtB  per  100,000.] 


Quantltj 
Applied. 

AlOIOXIA. 

NlTBOOBV  At 

j 

11 

^ 

Oalloni  per 
Acre  DeUy 

1 

1 

1 

j 

|l 

forStxDajs 
Id  a  Week. 

1 

1 

1 

i 

16% 

IMS. 

7.     • 

• 

10,000 

4.2500 

.0700 

.25 

.180 

.0180 

.28 

0 

fft  • 

10,000 

8.6500 

.1000 

.80 

.080 

.0080 

.18 

0 

10,000 

2.2000 

.0660 

.25 

.050 

.0060 

.46 

0 

,        , 

10.000 

8.6000 

.0460 

.80 

.080 

.0150 

.09 

0 

,        , 

46,000 

2.8000 

.0606 

.28 

.060 

.0055 

.80 

6 

,        , 

00.000 

1.2888 

.0827 

.16 

.020 

.0067 

4 

,       , 

00,000 

.8750 

.0310 

.16 

.010 

.0040 

10 

t«      . 

00,000 

.8200 

.0260 

.10 

.010 

.0018 

175,000 

kber. 

00,000 

.7000 

.0380 

.35 

.010 

.0000 

28.400 

r,     . 

00.000 

.5800 

.0160 

.22 

.000 

.0004 

20,000 

ber, 

60,000 

.8400 

.0260 

.29 

.010 

.0004 

!09 

25.000 

ber,. 

60,000 

.2700 

.0180 

.24 

.005 

.0010 

.02 

40,000 

18M. 

7t     • 

>       •       • 

60,000 

.2700 

.0080 

.22 

.010 

.0012 

.15 

2.000 

ry,  . 

60.000 

.8500 

.0180 

.80 

.015 

.0014 

.26 

8,000 

58.000 

.8000 

.0100 

.27 

.022 

.0086 

.09 

1,240 

60,000 

.2«)0 

.0220 

.22 

.019 

.0000 

.26 

1,200 

40,000 

.3450 

.0260 

.12 

.021 

.0007 

.16 

200 

60.000 

.8800 

.0320 

.19 

.004 

.0020 

.12 

2 

60,000 

.8700 

.0260 

.20 

.040 

.0018 

.18 

9 

L      ' 

60.000 

.8800 

.0180 

.22 

.005 

.0030 

.17 

600 

ber. 

60,000 

.2600 

.0180 

.22 

.009 

.0020 

.08 

6 

'»     • 

60.000 

.2200 

.0240 

.28 

.007 

.0030 

.00 

2,220 

b^r,. 

60.000 

. 

. 

<m 

« 

- 

- 

ber;.       . 

65,000 

.2500 

.0170 

.20 

.012 

.0045 

.05 

675 

tlet  pipe  trapped.  Oitj  water  applied  In  8  gallon  doeet  once  a  week  until  May  9, 1892,  and  alnoe 
le  6  timee  a  week.  Experiment  Interrupted  by  bi«h  water  Mareh  15  to  17,  May  4  to  9  and  May 
2, 1808.  Sarfaoe  aeraped  July  10, 1893.  The  applied  water  froze  on  the  surface  eeyeral  tlmee 
the  aevereet  winter  weather  and  was  removed. 
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FlLTEB  No.   30. 

This  filter  coDtaios  30  inches  in  depth  of  coarse  sand  of  an 
effective  size  of  0.48  milh'meter.  It  has  received  sewage  at  a 
uniform  rate  of  55,800  gallons  per  acre  daily  for  six  days  in  a  week 
with  satisfactory  results.  No  disturbance  of  the  material,  other 
than  the  weekly  raking,  has  taken  place  since  the  filter  was  first  put 
in  operation,  May  31,  1890. 

Effluent  from  FilUr  No,  30. 

[ParU  per  100,000.] 


Qaantlty 
AppUedL 

Gallons 
per  Acre 
DaUr 
forBU 
Days  in  a 
Week. 

Tbmpbka- 

T17BB. 
Dbo.  F. 

Lenfthof 

Time 

Sewage 

Bemained 

on 
Surface. 

Hours  and 
Minutes. 

APPBAXAirOB. 

Ammokxa. 

i 

1 

NrrBooBv  ' 

^        1 

1 

1 

1 

5 

f. 

1 

1 

52 

» 

s 

rs 

18M. 

i 

1 

1 
§ 

1 

January, 

56,800 

48 

40i 

2m. 

SUght. 

.40 

.0661 

.0600 

6.10 

2.03i>0 

.0022j|.45 

SMU 

Febmary,    . 

65,800 

4»l 

48i 

8m. 

V.sUght. 

1.02 

.0265 

.0566 

6.02 

2.2100 

.000711.46 
.000T||.« 

60.M0 

March, .       . 

56,800 

48 

40 

2m. 

V.ellght. 

.88 

.0510 

.0540 

6.86 

2.6700 

a,9oi 

April,  .       . 

56,800 

46 

481 

2m. 

V.sUght. 

.80 

.0660 

.0402 

6.87 

2.n60 

u^ 

May,     .       . 

47,600 

68 

64 

- 

V.  alight. 

.26 

.0714 

.0602 

6.13 

8.0000 

88^ 

Jooe,    . 

56,800 

66 

«4* 

Im. 

V.sUght. 

.26 

.1440 

.0710 

12.88 

4.0650 

8^001 

July,     .       . 

56,800 

71 

70 

Im. 

V.sllght. 

.81 

.1800 

.0040 

8.67 

6.0250 

.MOO 

.« 

».«• 

August,       . 

56,800 

70 

704 

Im. 

V.sUght. 

.34 

.0670 

.0670 

8.02 

2.8060 

.0078 

.s 

8.001 

September,  . 

56,800 

88 

654 

2m. 

Decided. 

.41 

.1000 

.0680 

11.90 

2.2050 

.0013. 

.» 

1J.800 

October, 

65,800 

50 

564 

2m. 

SUght. 

.50 

.1860 

.0460 

8.10 

2.6000 

.OMS 

.41 

86,700 

November,  • 

56,800 

46 

47 

28m. 

SUght. 

.28 

.0620 

.0480 

28.60 

2.1600 

.oon 

.28 

0,000 

December,  . 

56,800 

41 

304 

10m. 

Decided. 

.28 

.2400 

.0760 

6.42 

2.8500 

.oo» 

.47 

47,000 

Sewage  appUed,  2  gaUons  6  times  a  week.    Surface  raked  3  inches  deep  each  week.   Bxpsrimcnti 
interrupted  by  high  water  May  4  to  8;  May  18  to  20. 
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FlLTEB  No.  31, 

his  fitter  cootams  30  inches  io  depth  of  mediam  fine  sand  of  an 
live  size  of  0.17  millimeter.  It  has  received  sewage  at  a  uniform 
of  55,800  galloDs  per  acre  daily  for  six  days  in  a  week-  The 
eot  has  been  uoiformly  well  purified.  No  disturbance  of  the 
srial,  other  than  the  weekly  raking,  has  taken  place  since  the 
r  was  first  put  in  operation  May  31,  1890, 

Effiumlfrtmi  FUUr  No.  31. 

[PiTt*  per  100,000.] 


ptr  Atre 

for  sh 
Ittyt  In  a 

TMft'SltA- 

Dio.  r. 

Leu  jftli  of 

fitrikc*. 

Hourt  in  If 
MSnuiei. 

Ammoscu. 

6.90 

NITIOCIS 

1 

a 
s 

c:'  . 

:? 

1 

i' 

1 

1 

i 

^   1 

If 
P 

iOtt. 

m 

1 

"Ti      • 

5&,mio 

48 

41 

12m* 

Naao. 

.30 

.ffiJM 

.02SB 

2.ND0 

,0004 

.« 

060 

trrjr,     . 

W,BM 

4H 

m 

Iflm. 

KOM. 

- 

.oisi 

.0278 

e.44 

2.1900 

,00(S 

.as 

l4«o 

K^       . 

$a,eoo 

4a 

m 

ISm. 

None. 

.00 

-OlTd 

.0213 

fi.ll 

3.2650 

,0001 

.32 

476 

*  * 

65,800 

u 

44 

l£m. 

Nooe. 

.IT 

1*0049 

.022« 

6.B7 

,2,£OfiO 

j 

.0000 

.14 

m 

*       * 

4TfS00 

fia 

.1 

- 

None. 

,1S 

.OUT 

.021S 

0.30 

S.^ 

.0006, 

,20  ' 

m 

. 

6«,»do 

« 

eii 

&m. 

None. 

,14 

.011ft  .oaiT 

i.ifr'a.fffioo 

a.M4.sooo 

1 
.0009 

.24  1 

375 

. 

A£,KW 

Tl 

n 

Om. 

V.ill^ht. 

■IT 

,oaoi 

.0242 

.OOOOj 

.11 

311 

•t,        . 

«i,8oa 

TO 

n 

ira. 

V.illgM. 

.30 

.00^ 

.01(57 

10,70,3.3900 

.000& 

.17 

60 

mber.  , 

5S,§0O 

03 

A5 

4001. 

V.iJighl. 

.Jfi 

1.0070 

,020a 

i2.eo 

2.3200 

.0002; 

1 

.18 

90 

^t,       , 

ht,,mQ 

an 

M 

S^m. 

V,«lltht. 

.21 

.0310 

.fltae 

B.U 

3.7000 

,0014 1 

.2& 

],3S4 

mtwr,  . 

^m 

4A 

m 

Sb.SOm. 

V.illibt. 

.21 

.0mV0244 

IT. 10 

2,2400 

.0002 

.10 

360 

flab«r,    . 

1 

41 

m 

m. 

NOD0. 

.30 

L02IS;,0302  , 

T.2a 

2.0000 

.0000 

.2S 

400 

cwn^ci  itppHed,  2  g aMons  d  tlmos  a  wdfik.    BnrfAoe  raked  3  inchea  d^fp  «&cti  week-    Bxperlcieati 
up  led  by  bJgli  wnter  Mjiy  6  £o  8;  May  38  to  20, 
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Filter  No.  32. 

This  filter  contains  30  inches  in  depth  of  mediam  fine  sand  of  an 
effective  size  of  0.17  millimeter.  It  received  the  sapernatant  liquid 
from  sewage  treated  by  chemical  precipitation  like  that  applied  to 
No.  19  at  the  rate  of  112,000  gallons  per  acre  daily  for  six  days  in  a 
week.  This  rate  was  doubled  on  Jane  12  and  that  rate  doubled 
October  23  (446,000  gallons).  The  filter  became  clogged  in  spite 
of  frequent  raking  and  scraping ;  this,  with  the  deterioration  in  the 
quality  of  the  effluent,  indicated  that  this  rate  of  filtration  overtaxed 
the  capacity  of  the  filter,  which  was  allowed  to  rest  for  two  weeks 
beginning  December  23. 

Effluent  from  Filter  No,  32, 

[Parts  per  100,000.] 


Quantity 
Applied. 

Gallons 
per  Acre 

for  six 
Dayaina 

TSMPBRA- 

Tuns. 
Dbo.F. 

Length  of 

Sewage 
Bemalned 

on 
Surface. 

Hours  and 
Mlnntes. 

Appbakavob. 

AmiOMXA. 

1 
4.94 

MITBOOBV 
AS 

1 
1 

M 
0 

I    0 

1 

1 

1 

si 
5 

in 

S 

'^1 

is 

|5 

1898. 

i 

1 

January,      . 

111,600 

- 

40 

ih.aom. 

None. 

.17 

.0081 

.0282 

1.7100 

.0001 

.27 

m 

Febmary,     . 

111,800 

- 

41 

Ih. 

None. 

.14 

.0006 

.0104 

4.68 

1.8325 

.0006 

.28 

1,5« 

March,  .       . 

iii,eoo 

- 

41 

Ih.SOm. 

None. 

.00 

.1711 

.0260 

4.79 

1.9040 

.0008 

.22 

1,3» 

April.    .       . 

111,600 

- 

46 

Ih. 

None. 

.18 

.1850 

.0865 

6.80 

1.9075 

.0000 

.20 

4,600 

May.      .       . 

05,000 

- 

66 

_- 

None. 

.14 

.0526 

.0280 

5.76 

2.3250 

.OOOlj 

.18 

«,(» 

June,     . 

186,800 

- 

65 

60m. 

None. 

.13 

.0461 

.0372 

18.19 

1.8980.0000| 

.19 

2^ 

July,     .       . 

228,200 

- 

70 

45m. 

None. 

.16 

.0067 

.0286 

8.70 

1.1850 

.ooool 

.24 

374 

Auguft, 

223,200 

- 

70 

50m. 

None. 

.18 

.0060 

.0224 

7.86 

1.0040 

.0000 

.26 

1T5 

September,  . 

228,200 

- 

02 

2h.45m. 

None. 

.11 

.0170 

.0195 

6.72 

1.0625 

.0006| 

.16 

4« 

October, 

291,000 

- 

564 

2h. 

None. 

.11 

.8704 

.0177 

10.75 

1.5867 

.0013 1 

.19 

5.8S3 

November,    . 

446,400 

- 

46 

lh.50m. 

None. 

.23 

1.7788 

.0788 

9.43 

1.2467 

.0049| 

.85 

15,T1J 

December,    . 

348,200 

- 

m 

Ih.SOm. 

None. 

.17 

1.2875 

.0550 

5.99 

I.4150L0032' 

1          ' 

.81 

8,770 

Surface  raked  8  Inches  deep  each  week  until  October  21.  Bzperiments  Interrupted  by  high  vtter 
May  5  to  8;  May  18  to  20.  Four  gallons  chemically  clarified  sewage  applied,  6  times  a  week,  till  Jase 
11 ;  2  gallons  24  times  a  week,  June  12  to  October  22;  2  gallons  48  times  a  week,  October  28  to  Decem- 
ber 28,  after  which  none  was  applied.  Surface  spaded  6  inches  deep,  November  20,  December  12  sod 
December  21.  Surface  scraped,  and  sand  of  previous  scraping  replaced  (after  washing)  on  foUoviof 
dates :  October  21,  November  7, 17, 24, 29,  December  2, 18  and  21. 
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FILTEATION  OF  WATER, 


[16  of  the  chief  objects  of  water  filtration,  in  most  cases,  is  a 
)Ysl  of  the  disease-producing  germs.  The  investigations  by  the 
d  in  1892  indicated  that  it  is  possible  to  construct  filters  which 
yield  2,000,000  gallons  of  water  per  acre  daily,  and  remove 
per  cent,  of  the  bacteria  in  the  applied  water.  The  investiga- 
\  were  continued  in  1893  with  the  view  to  learn  the  efficiency  of 
liters  as  they  continued  in  service,  and  also  to  learn  the  bacterial 
ency  of  filters  of  coarser  sands  operated  at  higher  rates  of  filtra- 

le  general  plan  of  the  experiments  was  the  same  as  in  1892. 
nination  of  the  bacterial  contents  of  the  river  water  and  of  the 
snt  of  each  filter  were  made  daily  throughout  the  year.  Owing 
amplications  from  freezing,  which  caused  the  formation  of  chan- 
at  the  sides  of  the  iron  filter  tanks  during  the  winter  months, 
to  the  evolution  of  air  by  the  saturated  water  within  the  filters, 
esults  obtained  from  May  to  November,  inclusive,  alone  will  be 
issed.  Beginning  May  12  B.  prodigiosits  was  regularly  applied 
e  filters  ten  hours  daily  and  the  efiiuent  of  each  filter  examined 
or  more  times  daily,  at  the  time  when  the  applied  water  con- 
Dg  this  germ  is  passing  through  the  outlet  pipes.  The  reason 
this  germ  was  used  is  because  it  is  easy  to  differentiate  it  from 
aary  water  bacteria  and  in  its  mode  of  life  in  the  river  water  it 
ars  to  be  very  similar  to  the  germ  generally  recognized  as  the 
e  of  typhoid  fever.  In  the  table  below  is  given  a  summary  of 
results  obtained  from  the  several  filters.  In  the  case  of  the 
r  filters  (Nos.  18  A  to  42)  the  averages  include  all  of  the  results  ; 
le  case  of  the  remaining  (new)  filters  the  averages  include  all 
Its  after  the  second  week  of  operation,  when  the  efficiency  in 
b  cases  became  normal.  The  diameter  of  all  of  these  filters  is 
ity  inches  and  the  area  of  filtering  surface  is  equal  to  one  twenty- 
isandth  of  an  acre.  A  detailed  account  of  these  results  will  be 
id  beyond. 
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he  results  show  that  — 

.     The  bacterial  efBciency  of  the  older  filters,  all  things  con- 

redy  was  as  satisfactory  in  1893  as  it  was  during  the  preceding 

r. 

.     A  high  degree  of  bacterial  efEiciency  was  attained  by  the  new 

rs  of  coarser  sand  and  operated  at  higher  rates  of  filtration. 

'his  is  brought  out  more  clearly  by  the  following  table,  in  which 

summarized  the  results  obtained  from  the  newer  and  coarser  filters 

the  four  weeks  ending  December  2.     The  bacterial  averages 

ude  the  results  of  all  examinations  in  each  case  and  represent  at 

t  four  samples  daily  taken  at  widely  different  hours. 

imary  of  Bacterial  Result*  obtained  from  Filters  Nos,  43~49t  vnth  Bales  of 
Filtration,  November  6  to  Dec.  2, 1893. 


KUVBBB  OF  FiLTBB. 


Depth  Of 
Material. 

Incbei. 


Method 

of 

Operation. 


Average  Rate 
of  FUtraUoD. 

Oallont  per 
Acre  Dally. 


AVBRAOB  PBB  CbVT. 

ov  mumbeb  of  applixi^ 
Bactbbia  which  ap- 

PBABBD  IB  THB  EFFLUfcZTt^ 


Water  Badlltii 

Bacteria.     Prodlgio*Q«H 


00 
60 
60 
12 
60 
60 
60 


OoDtinnoiia. 
Continaona. 
Intermittent. 
ContinnoaB. 
Intermittent. 
Intermittent. 
Contlnnons. 


7,660,000 

7,700,000 

(  8,740,000  I 
\  [6,640,000]  I 

8,700,000 

(  8.660,000  ) 
t  [0,406,000]  i 
)  2,000,000  \ 
\  [6.076,000]  ! 

6,660,000 


1.48 
1.19 
1.60 
2.84 
8.18 
1.88 
1.04 


0.171 
0.14fl 
0.210 
0.887 
0.463 
0.860 
0.183 


rbe  ntea  of  filtration  enoloeed  within  the  brackets  are  for  the  time  when  water  ' 
;  the  other  ratea  are  a?eragea  for  the  whole  time,  inolading  the  periods  of  reat. 


I  actaallf  ap* 


rhese  figures  show  that  very  good  results  were  obtained  from  the 
rer  experimental  filters  which  were  operated  at  much  higher  rates 
iltration  than  those  studied  in  1892.  This  is  particularly  the  case 
h  Filters  Nos.  43  and  44,  which  during  the  latter  part  of  Novem- 
were  operated  at  rates  of  more  than  9,000,000  gallons  per  acre 
ly,  with  a  removal  of  over  98  per  cent,  of  the  applied  waUar 
iteria  and  over  99.5  per  cent,  of  the  applied  B.  prodigiosua. 
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The  Effect  upon  Bacterial  Purification  of  Rate  of  Fil- 
tration OF  Water. 

There  are  two  views  to  this  problem,  first,  the  effect  of  differences 
in  rates  of  filtration  where  the  rate  is  kept  constant  after  the  change 
has  once  been  made ;  and,  second,  the  effect  of  fluctuating  rates. 

It  is  thought  that  the  effect  of  changes  in  rates,  which  are  regularly 
maintained  after  the  change  is  made,  is  best  shown  by  taking  the 
average  monthly  results.  The  rates  of  filtration  of  the  several 
filters  were  very  seldom  changed  more  than  once  in  a  month ;  they 
were  not  changed  at  all  in  some  instances  and  all  changes  were 
moderate  ones.  When  we  consider  the  large  number  of  bacteria 
stored  in  the  sand  the  small  differences  in  the  number  of  bacteria  in 
the  applied  water  exert  usually  but  little  influence  upon  the  numbers 
in  the  efSuent  and  the  results  are  therefore  expressed  in  numbers 
per  cubic  centimeter. 
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Id  the  case  of  No.  18  A  the  number  of  bacteria  in  the  effluent 
increased  about  the  middle  of  July  after  removing  the  siphon  which 
delivered  the  water  in  one-quart  doses  onto  the  sand  about  once  in 
four  minutes  days,  nights  and  Sundays.  After  this  time  the  water 
was  applied  sixteen  hours  a  day  and  the  filter  allowed  to  drain  daring 
the  remaining  hours.  Some  of  the  bacterial  increases  during  the 
summer  were  due  to  growths  or  to  conditions  favoring  longer  con- 
tinuance of  life  of  the  bacteria  in  the  sand.  This  was  more  marked 
in  continuous  than  in  intermittent  filters. 

In  some  cases  there  were  marked  increases  in  the  number  of 
bacteria  in  the  effluent,  evidently  not  due  to  changes  in  rates  of 
filtration,  and  which  at  present  cannot  be  fully  accounted  for.  In 
other  instances,  such  as  Nos.  43  and  44,  an  increase  in  the  rate  was 
followed  at  times  by  no  increase  whatever  in  the  number  of  bacteria 
in  the  effluent ;  and,  when  studied  by  weeks,  some  of  the  results 
indicate  a  diminution.  These  results,  taken  all  together,  indicate 
that  in  the  process  of  water  filtration  there  exist  conditions  which 
•exert  more  influence  upon  the  bacterial  contents  of  the  effluent  than 
•do  difierences  in  rates  of  filtration  within  moderate  limits.  Some  of 
the  conditions  appear  to  be  normal  to  the  operations  of  these  experi- 
mental filters  while  others  are  not  yet  understood.  Upon  examina- 
tion of  the  results  obtained  at  the  highest  rates,  however,  it  will  be 
seen  that  the  bacterial  efficiency  diminishes  and  the  statement  made  in 
earlier  reports  that  low  rates  are  safer  than  high  rates  is  undoubtedly 
true.  Nevertheless,  up  to  a  certain  limit  the  rate  apparently  exerts 
very  little  influence,  and  this  limit  is  diflTerent  for  different  filters 
and  also  varies  with  other  conditions  in  the  case  of  the  same  filter. 


The  Immediate  Effect  upon  Bacterial  Purification  of  Increasing  the 

Rate  of  Filtration. 

In  the  next  table  are  given  the  results  obtained  from  each  filter 
with  regard  to  this  point.  Fluctuations  in  the  rate  of  filtration  ap- 
pear to  be  an  important  feature  in  the  operation  of  some  of  the  older 
filters  in  Europe  and  the  following  results  have  been  obtained  at 
the  Experiment  Station  upon  this  subject.  The  number  of  bacteria 
per  cubic  centimeter  for  each  of  the  three  days  before  and  the  three 
days  after  increasing  the  rate  of  filtration  are  given  in  each  case 
where  there  was  no  complication  such  as  the  effect  of  scraping.  In 
most  cases  the  rate  was  increased  and  practically  no  information  has 
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obtained  as  to  the  effect  of  decreasing  the  rate.  As  the  changes 
)  osnally  made  on  Monday  there  are  very  few  results  for  the  first 
before  increasing  the  rate. 


Number  of  Bacteria  per  Cubic  Centimeter. 


I>ate. 
ISM. 

Change  In 
Kate. 

Mulion 
Oalluni 
per  Acre 

Dally. 

Watbs  Bactksia. 

BACILLD8  PBODIOI08U8. 

nr 

BSVOSB  IVCRKA8- 
ISO  BATE. 

AFTBR  INCBBA8- 
IllO  KATK. 

nSFOBB  IKCSBA8-    1 
IKO  RATK. 

APTKR  IMCRXA8> 
IKO  RATE. 

L 

t 

1 

1 
1 

1 

1 

1 

I 

1 

i 

t 

s 

1 

Jane    1, 

2-8 

8 

4 

8 

10 

18 

10 

0.8 

0.2 

0.8 

0.6 

S.0 

8.0 

Jaly  81, 

2-8 

278 

117 

- 

06 

80 

106 

1.0 

2.0 

- 

10.0 

4.0 

4.0 

Not.    «, 

2-8 

0 

18 

- 

21 

16 

24 

0.0 

0.0 

- 

0.7 

0.0 

0.7 

Not.  27, 

8-4 

20 

17 

- 

88 

60 

86 

2.0 

0.0 

- 

2.0 
8.8 

8.0 

6.0 

77 

80 

- 

66 

82 

44 

0.0 

0.7 

- 

... 

8.2 

Jane    1, 

2-8 

- 

6 

4 

0 

22 

30 

- 

- 

- 

- 

- 

- 

July    8, 

1.6-8 

46 

60 

- 

186 

88 

18 

0.8 

0.0 

- 

6.0 
6.0 

0.6 

- 

46 

80 

- 

06 

62 

27 

0.8 

0.0 

- 

0.5 

- 

Jane    1, 

2-8 

6 

10 

7 

24 

15 

10 

0.8 

0.2 

0.6 

0.6 

- 

0.2 

July    8. 

1-2 

87 

09 

- 

40 

14 

8 

1.0 

1.0 

- 

... 

... 

4.0 

40 

40 

- 

80 

16 

9 

0.0 

0.0 

- 

... 

2.1 

July    8. 

1-2 

11 

8 

- 

28 

8 

0 

0.0 

1.0 

- 

8.0 

2.0 

1.0 

jQoe    1, 

2-8 

10 

0 

- 

10 

18 

10 

0.8 

0.6 

. 

2.0 

1.0 

1.. 

July    «. 

1-2 

10 

22 

- 

14 

10 

- 

8.0 

8.0 

- 

7.0 

4.0 

- 

16 

16 

- 

16 

12 

10 

1.0 

1.7 

- 

4.5 

2.6 

1.0 

Aag.  21, 

4-6 

14 

40 

- 

11 

7 

12 

4.0 

18.0 

- 

6.0 

8.0 

11.0 

Oct.    26. 

6-0 

- 

- 

86 

44 

107 

84 

- 

- 

10.0 

14.0 
10.0 

44.0 
28.0 

81.0 

14 

40 

80 

27 

102 

48 

4.0 

18.0 

22.0 

Aug.  21, 

4-6 

20 

28 

. 

11 

4 

- 

4.0 

4.0 

. 

11.0 

8.0 

- 

Oet.   26, 

6-0 

18 

- 

84 

19 

18 

14 

0.8 

- 

1.0 

8.0 
0.6 

4.0 
8.6 

8.0 

21 

28 

84 

16 

11 

14 

2.1 

4.0 

- 

8.0 

Not.    6, 

8-4 

47 

80 

- 

800 

115 

81 

0.0 

6.0 

. 

6.0 

. 

10.0 

Not.  20, 

4-0 

86 

82 

- 

116 

80 

- 

8.0 

4.0 

- 

16.0 

10.0 

28.0 

42 

81 

- 

208 

07 

81 

0.0 

4.6 

- 

10.6 

19.0 

22.0 

Oet.   28, 

2-8 

26 

18 

- 

18 

14 

24 

8.0 

4.0 

- 

6.0 

4.0 

8.0 
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Number  of  Bacteria  per  Cubic  Centimeter  —  Concluded. 


KUMBBS 

OF 
FiLTBB. 


47.  . 

Avt.» 


48,       . 
Ave., 


Date. 


Not.    «. 
Not.  20, 


Not.    «, 
Not.  ao, 


Chang*  in 
Bate. 

Mliuon 
Oalloni 
per  Acre 
l>ailjr. 


a-4 

4-6 


Water  Bactbbia.. 


BSrOSB  IH0KBA8- 
IMO  BATE. 


68 

178 


115 


81 
245 


188 


81 
126 


78 


21 
148 


82 


AFTBB  1MCRBA8- 
IX  O  BATB. 


204 

567 


866 
185 


260 


277 
450 


868 


262 
68 


157 


176 
1,144 


660 


100 
164 


Bacillus  PsoDioioect. 


BBFOBB  niCBKAS- 
UO  BATB. 


28.0 
26.0 


172 


24.0 


18.0 
81.0 


22.0 


I 


12.0 
22.0 


17.0 


7.0 
86.0 


22.0 


ATTkB  nCCBBAt- 

nro  BATB. 


«    I    *• 

III 


9.0,  2S.0 

tt.oj  ao.oj  er.f 

40.0;  Si.oj  4&U> 


16.0  15.0  810 
40.0,  10.0  10.0 


32, 


!o|  17. 


0  n.o 


Summary  of  Bacterial  Results  to  show  the  Immediate  Effect  of  Increasing  tke 

Bate  of  Filtration, 


Watbb  Bactbbu. 

Bacillus  Pbodiqiobcs. 

BBTOBB  INCBBASIKG 
BATB. 

AVTIB  IKOBBASnO 
BATB. 

BBfOBB  nroBBAswe 
BATB. 

BATB. 

NUMBBB  or  FILTBB. 

1 

i 

i 
1 

1 

1 

1 

1 

1 

1 
1 

i 

1 

i 

38  A.     . 

77 

80 

- 

65 

82 

44 

0.0 

0.7 

- 

8.8 

2.5 

8.2 

86  A, 

46 

80 

- 

05 

62 

27  j 

0.8 

0.0 

- 

6.0 

0.5 

- 

88.. 

46 

40 

- 

86 

16 

•1 

0.0 

0.6 

- 

2.8 

S.O 

M 

41,. 

. 

11 

8 

- 

28 

8 

0 

0.0 

1.0 

- 

8.0 

3.0 

1.0 

42.. 

15 

15 

- 

16 

12 

10  1 

1.0 

1.7 

- 

4.6 

S.5 

1.0 

43..        . 

14 

40 

36 

27 

102 

48 

4.0 

18.0 

- 

10.0 

28.0 

«.o 

44.. 

21 

23 

34 

15 

11 

14 

2.1 

4.0 

- 

0.6 

8.5 

8.0 

46..        , 

42 

81 

- 

208 

07 

81 

6.0 

4.6 

- 

10.6 

19.0 

SS.0 

46,. 

25 

18 

- 

13 

14 

24 

8.0 

4.0 

- 

6.0 

4.0 

S.0 

47..        . 

115 

78 

- 

380 

863 

660 

24.0 

17.0 

- 

40.0 

81.0 

45.0 

48,.        . 

188 

82 

- 

250 

157 

172 

22.0 

22.0 

- 

82.0 

17.0 

fl.O 

ATe 

ragei 

. 

49 

87 

- 

102 

78 

100 

6.0 

6.4 

- 

12.2 

10.0 

11.9 

These  results  show  that  in  a  majority  of  cases  an  increase  in  the 
number  of  bacteria  in  the  effluent  followed  an  increase,  within  these 
limits,  in  the  rate  of  filtration.  This  is  more  noticeable  in  filters  of 
coarse  material  than  in  those  of  fine,  and  shows  an  advantage  of 
uniformity  in  the  operation  of  water  filters. 
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Effect  op  Depth  op  Material  upon  Bactebial  Purifica- 
tion OP  Water. 

)  results  upon  this  point  are  as  follows  :  — 


IB  OF  FILTSI. 

Depth. 
Inches. 

EffeeUve 
8iZ6  of 
Grain. 

Mlliimeter. 

Period -1899. 

Million 

Qallons 

per  Acre 

Daily. 

AVBBAOB  PeB  CbNT.  Of 
NUMBBB  OP 

Applibd  IUotkbia 

WHICH  APPBABBD  IV  THB 

Epplcbnts. 

Water 
Bacteria. 

Badllat 
Prodigloans, 

fiO 
12 
60 
12 

0.29 
0.29 
0.29 
0.29 

May  20  to  Dec.    2, 
Aug.  21  to  Dec.  2, 
Not.    0  to  Deo.  2, 
Not.   0  to  Dec.  2, 

4.9 
2.6 
7.7 
8.7 

0.60 
0.99 
1.19 
2.84 

0.088 
0.169 
0.148 
0.887 

65 
20 

1 
10 

0.20 
0.20 
0.20 
0.20 

May  12  to  June  26, 
May  12  to  Dec.   2. 
May  12  to  Aug.  19, 
May  12  to  Dec.   2, 

2.4 
2.2 
1.7 
1.9 

0.81 
0.98 
4.05 
0.90 

0.010 
0.061 
0.762 
0.060 

t  results  obtained  from  Filters  Nos.  44  and  46  show  that  the 
r  filter  is  the  more  effective,  although  the  filter  one  foot  deep 
quite  satisfactory  results,  especially  at  the  lower  rate  of  filtra- 

Upon  consideration  of  the  second  series  it  is  seen  that  No.  37, 
3epest  filter,  was  the  most  effective  while  the  shallowest  one^ 
9,  was  the  least  efficient  in  removing  bacteria.  No.  39  contained 
les  of  underdrain  (stones,  gravel  and  coarse  sand)  in  addition 
\  inch  of  sand.  Of  the  two  filters,  Nos.  38  and  42,  20  and  10 
3  deep,  respectively,  the  shallower  was  very  slightly  the  more 
nt.  It  is  to  be  noted  that  when  the  filters  were  restored  to 
original  depth,  by  the  addition  in  some  cases  of  a  foot  of  sand, 

was  no  apparent  effect  upon  the  bacterial  contents  of  the 
Qts.     We  must  conclude,  however,  all  things  considered,  that 

very  satisfactory  results  may  be  obtained,  under  favorable 
tions,  from  filters  one  to  two  feet  deep,  the  deeper  fillers  are 
than  the  shallower  ones. 
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The  EFrEOT  op  Size  of  Sand  Grains  upon  Bacterial 
Purification. 

Id  the  following  table  is  given  a  summary  of  the  results  obtained 
from  the  several  filters  during  the  month  of  November,  this  month 
affording  the  fairest  comparison  because  the  conditions  were  then 
most  nearly  alike. 

Continuous  Fillers, 


NUMBSB  OV  FILTBB. 


38A,      . 
88  (2  fMt), 
43,.       . 
44.. 
49,.        . 


Effectlre  8is« 
of  Grain. 


Millimeter. 


0.14 
0.20 
0.S6 
0.20 
0.88 


Bttlmated 
Maximum  Kate. 

Mlillon^alloni 
per  Acre  Dallj. 


10 
82 
68 

07 
116 


ATerace  Bate. 

MUlioirGal. 

kma  per  Acre 

Dally. 


2.8 
8.4 

7.0 
7.0 
5.8 


Baotbbia  pbb  Ccbic  Cbbti* 
HBTBB  ur  E*rixmm. 


Water  Bae-    » 
teria.  ^ 


20 
68 

124 
06 
72 


1 
6 

U 

12 


InlermiUenl  Fillers, 


41, 

0.14 

16 

10 

1 

45. 

0.28 

42 

120 

IS 

47. 

0.20 

W 

218 

» 

48 

0.88 

116 

128 

21 

18  A, 

0.48 

184 

167 

n 

These  results  indicate  that,  within  the  limits  in  sizes  of  sand 
grains  which  would  be  ordinarily  employed  in  filtration,  the  finer 
sands  are  slightly  more  efficient  in  removing  bacteria  than  the  coarser 
ones.  It  appears,  however,  that  there  are  conditions  sometimes 
attending  the  process  of  filtration  which  disguise  and  at  times  com- 
pletely ofiset  the  slight  advantages  which  arise  from  fineness  of 
material. 


The  Effect  of  Scraping  Filters  upon  Bacterial  Purihca- 

TiON  OF  Water, 

It  was  shown  in  the  Annual  Report  for  1892  that  there  was  a  slight 
increase  in  the  number  of  bacteria  in  the  effluent  after  a  filter  luul 
been  scraped.     The  method  of  scraping  the  continuous  filters  followed 
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di  was  practised  in  1893  until  November  1,  as  follows:  the 
■  nbove  the  sand  was  siphoned  off  and  the  filter  allowed  to  drain 
the  water  stood  about  an  inch  below  the  earface  of  tho^sand* 
inttet  was  then  closed^  the  surface  scraped  and  water  applied 
y  from  the  top.  The  intermittent  filters  were  scraped  ntt^t 
lug.  Id  the  table  below  is  given  a  summary,  up  to  November, 
e  number  of  bacteria  in  the  effluent  during  each  of  the  three 
before  and  three  days  after  scraping,  and  also  of  the  remaining 

of  each  period  between  scrapings.  In  some  instances  the 
\  were  scmped  about  once  a  week  and  nearly  all  of  the  results 
[mtatned  under  the  headings,  three  days  before  and  three  days 

scraping;  under  these  circumstances  a  representative  result 
le  time  midway  between  scrapings  is  given  under  the  column, 
ining  days, 


tary  of  the  Average  Ee^ulls  of  the  Number  ff  Bacteria  per  Cubic  CenH- 
eier  in  ike  Effluent  qf  each  Fiiier  during  Different  Foriions  of  mch  Feriod 
tween  Scrapings, 


— 

of  lle*d. 

NlItDt]«t 

W^tftft  0j^CTkKt4.                   1 

&AqitLii&  raobiQiQBt-i, 

j 

u^roKft      1 

1 

E 

ti  or 

a; 

i 

! 

i' 

i 

3 

i 

1 

i 
1 

1 

i 

TO 

^ 

ao 

101 

\ 

34 

AG: 

w 

1.4 

1.3 

0.4 

O.T 

l.o 

2,2 

2.4 

TO 

IT 

18 

21 

IS 

33 

ao 

1$ 

13 

l.B 

1.6 

2.3 

1.4 

1,0 

1.0 

1.4 

70 

23 

S5 

7 

3& 

so 

7« 

40 

2,6 

0.1 

0,0 

0.0 

fl.O 

&.0 

6.0 

70 

104 

110 

64 

loa 

01 

104 

30 

%M 

1.6 

3  J 

IJ 

2.3 

1.3 

3.0 

85 

le 

U 

T4 

m 

BT 

4S 

42 

35 

2.1 

2.0 

2,2 

2.6 

4.1 

1.9 

2.7 

33 

11 

■m 

la: 

12& 

244 

26& 

2d3 

212 

40,0 

42.2 

62.4 

6«,7 

60.0 

00.0 

34.0 

TO 

22 

m 

15 

30 

m 

62 

146 

2.0 

O.T 

o.e 

0.. 

1.3 

3.3 

3.0 

2S 

10 

33 

4fl 

33 

156 

40 

32 

IT 

1.7 

1.2 

3-0 

1.8 

I  0.0 

3,S 

2.3 

TO 

13 

M ; 

09 

m 

83 

m 

72 

ei 

s.o 

2,4 

1.8 

3,3 

6,2 

4,0 

4.3 

70 

10 

10 

m 

m 

fi« 

40 

35 

a.T 

E.B 

S,» 

3.B 

10.3 

3. a 

3.0 

TO 

110 

&o 

40 

32 

03 

Its 

202 

37,0 

54.0 

■20.0 

16,0 

34.0 

13.0 

13.0 

TO 

Bft 

4a 

D« 

03 

m 

121 

31 

a.i 

4.1 

3.7 

,.> 

a.A 

4.5 

3,3 

TO 

136 

00 

m 

33 

213'     04 

* 

8,7 

2.0 

a.o 

3.0 

:23.o 

13.0 

- 

id  Ar% 

- 

lU 

68 

m 

51 

T4 

m   i^ 

Tfi 

7.5 

0.0 

7.8 

7.0 

IKfi'li.l    5.6 
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The  average  results  from  all  of  the  filters  indicate  that  there  was 
a  very  slight  decrease  in  bacterial  efficiency,  after  scraping,  by  the 
method  of  operation  practised.  Taking  the  results  individually  it 
was  found  that  out  of  113  scrapings  an  increase  in  the  number  of 
bacteria  in  the  effluents  just  after  scraping,  above  that  accounted  for 
by  the  ordinary  bacterial  fluctuations,  occurred  in  the  case  of  the 
water  bacteria  46  times  and  in  the  case  of  B.  prodigiosus  55  times. 
Almost  without  exception  the  increase  in  number  of  bacteria  was 
very  slight,  as  will  be  seen  in  the  table  below,  which  contains  the 
results  obtained  from  each  filter  when  the  eflfect  of  scraping  was 
most  marked.  In  the  second  table  beyond  are  given  the  results 
when  the  effect  of  scmping  was  the  least  marked  in  the  case  of  each 
filter.  During  the  period  in  which  the  results  given  in  these  tables 
were  obtained  the  water  bacteria  in  the  applied  water  averaged 
10,500  and  the  B,  prodigiosus  T,000  per  cubic  centimeter. 


Table  showing  the  Number  of  Bacteria  per  Cubic  Centimeter  in  the  Effluent  of 
Each  Filter  during  Different  Portions  of  the  Period  between  Scrapings  when 
the  Effect  of  Scraping  was  Most  Marked, 


Watbb  Bacteria. 

Bacillus  Prodioioscs. 

1 
1 

BMOKK  SCRAPtNO. 

ATTKR  SCRAPtVO. 

& 

BEFORB  SCRAPIVO. 

AFTBR  SCBArOrO. 

OF 
FlLTKB. 

i 

1 

1 
1 

i 

1 

1 

a 

' 

1 

1 

1 

s 

1 

83  A,      . 

51 

82 

43 

27 

45 

118 

- 

1.8 

0.0 

0.0 

0.0 

1.0 

3.0 

- 

S4A.      . 

14 

7 

0 

- 

108 

19 

23 

8.0 

2.0 

2.0 

- 

3.0 

1.0 

3.0 

35  A.      . 

12 

12 

2 

8 

16 

14 

- 

0.4 

0.0 

0.0 

0.0 

6.0 

8.0 

- 

36  A,      . 

117 

76 

114 

227 

829 

168 

- 

0.8 

1.0 

0.8 

1.0 

1.0 

2.0 

- 

38.  .        . 

15 

1 

8 

8 

6 

20 

8 

5 

2.0 

3.0 

2.0 

8.0 

8.0 

0.5 

o.« 

39.  .        . 

"1 

- 

9 

9 

86 

16 

86 

7.0 

- 

9.0 

4.0  1 

0.0 

21.0 

9.0 

41,  .        . 

10 

8 

20 

17 

148 

98 

282 

1.4 

0.8 

0.8 

-      ! 

8.0 

2.0 

4.0 

42.  .        . 

' 

- 

12 

5 

63 

24 

16 

0.0 

- 

0.0 

1.0  j 

18.0 

15.0 

15.0 

48,  .        . 

22l 

1 

- 

11 

7 

12 

47 

14 

5.6 

- 

5.0 

3.0  1 

11.0 

1.0 

l.t 

44,.        . 

i»! 

- 

11 

4 

35 

109 

89 

3.0 

- 

11.0 

8.0 : 

0.0 

3.0 

S.0 

45.  .        . 

82! 

- 

26 

09 

168 

351 

12.0 

- 

- 

2.0  1 

17.0 

12.0 

S.0 

46.  .        . 

«! 

- 

- 

80 

172 

895 

26 

3.0 

- 

- 

1.0 

10.0 

7.0 

4.0 

AVs.  . 

34 1 

1 

" 

- 

87 

88 

98 

- 

3.3 

- 

- 

«..l 

7.5 

6.3 
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!  showing  the  Nur/^r  of  Baeteria  per  CuMe  Centimeter  in  the  Effluent  of 
Each  Filler  during  Differenl  Porliotif  of  the  Period  bettiteen  Scrapings  when 
he  Effect  of  Scrnping  vjua  Least  Marked. 




Wat  KB  BACtkMiA. 

Bacillus  rtomoJo^s^B. 

FVl 

1 

iirois  9cs4Ptif(i, 

AFTBII  SCHAPrWO. 

1 

KCrOll  AdLAFIKQ. 

APTSK  HCSAFIIf  13. 

im. 

1 

1 

1 

t 

1 

1 

1 

1 

1 

1 

i 
1 

1 

0 

10 

- 

IS 

IT 

fi 

8 

1,0 

3,0 

- 

o.s 

0*3 

0.0 

0.8 

8 

i 

1 

a 

T 

T 

10 

0.3 

0.1 

4.0 

4.^ 

O.S 

9.0 

1,0 

40 

- 

It 

13 

« 

m 

Sft 

S«8 

- 

0.0 

0*0 

0.0 

0*0 

0.0 

01 

- 

1 

3 

fi 

9 

fi 

3.0 

- 

0.0 

0.0 

0.0 

0*0; 

0.3 

» 

ST 

- 

30 

8 

e 

A 

1«0 

1.0 

- 

3.0 

1.0 

0*3 

0.0 

U 

U 

40 

42 

IT 

14 

- 

9*0 

w.o 

4.0 

3*0 

4.0 

M 

* 

13 

B 

9 

U 

36 

St 

- 

1.3 

s.o 

i.a 

- 

3.0 

a.o 

- 

11 

« 

9 

13 

10 

10 

4 

liO 

a.o  , 

o.a 

3.0 

0.8 

1*0 

0.3 

ts 

87 

SO 

40 

19 

- 

18 

i.Q 

O.fi 

0.£ 

1.0, 

5.0 

3*0 

1.0 

IT 

1« 

- 

^ 

e 

z 

4 

O.fi 

0.0 

- 

- 

0.0 

1*0 

3*0 

m 

m 

40 

^ 

in 

7S 

U 

4U0 

M.O 

2^.ffl 

33.0 

SlfO 

30*0 

31*0 

m 

16 

- 

ao 

4a  ' 

IT 

as 

3.1 

0,B  1 

- 

l.B  ' 

3*0 

4.0 

T.O 

3T 

■      - 

' 

32.    1 

1 

3a 

3D 

- 

&.3 

1  - 

- 

3.T 

3,3 

3.3 

- 

Effect  upon  Bacterial  Purification  of  disturbing  the 
UPPER  Twelve  Inches  of  Filters  of  Fine  Material. 

ilters  No.  33  A  (continuous)  aod  41  (iDtermittent),  containing 
nches  ID  depth  of  sand  of  an  effective  size  of  0.14  miUiujetert 
;  scraped  on  July  17,  after  draining.  This  sand  is  so  fine  that 
ower  portion  of  the  filter  remains  saturated  ufter  draining-  The 
^r  12  inches  of  material  were  taken  out  and  replaced.     Water 

applied  at  the  top  of  the  continuous  filter,  with  the  outlet 
id,  and  after  the  surface  was  covered  the  faucet  below  was 
led  to  give  the  usual  rate  of  two  million  gallons  per  acre  daily, 
faucet  of  the  intermittent  filter  was  kept  wide  open  and  the  rate 
It  rat  ion  regulated  at  the  top. 

the  following  table  are  given  the  bacterial  results  from  these 
'8  for  the  week  preceding  and  the  week  following  this  treatment, 
B*  prodifjiosus  was  applied  on  July  17  ;  the  results  on  that  day 
asent  drainiogs.  On  all  other  days  the  results  are  averages 
lur  examinations. 
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BaUeriaper  Cubic  Centimeter, 


Applied  Watbb. 

EPPLUBHT  or  FILTBB 

No.  83  A. 

EpfxuBirr  or  Filtbi 
So.  41. 

Water 
Baotertft. 

Baclllos 

WaUr 
Baoterla. 

BacUlDS 
Prodlglosua. 

Wat«r 

BadUnt 
l*mdlgioiM. 

Jaly  10, 

12. 
18. 

u, 

15. 
17. 
18. 
10, 
20, 

2,100 
8.300 
0.100 
7.600 
4.400 
2.800 
1.000 
1.000 
T.700 
10,000 
6.000 
8,800 

8,000 
6.200 
6,000 
6.700 
4.800 
6,700 
0 
6.700 
5.200 
0.700 
6.800 
0,700 

12 
18 
102 
89 
40 
77 
47 
10 
24 
19 
28 
0 

0.8 
0.6 
0.8 
8.0 
2.0 
2.0 
0.0 
4.0 
8.0 
8.0 
2.0 
1.0 

11 
20 
75 
48 
18 
18 
28 
88 
46 
88 
68 
80 

2.0 
O.T 

».o 

8.0 
1.0 
0.7 
0.0 
6.0 
4.0 
11.0 
11.0 
S.O 

The  Effect  upon  Baoterial  Purification  of  Removing  an  Inch 
Layer  of  Loam  Two  Inches  below  the  Surface  of  an 
Intermittent  Filter  of  Medium  Fine  Sand. 

Filter  No.  35  A  contaiDed  48  iDches  in  depth  of  Band  of  an 
effective  size  of  0.20  millimeter.  After  draining,  on  July  17  the 
surface  was  scraped,  the  loam  layer  2  inches  below  the  surface  taken 
out  and  the  sand  replaced.  The  faucet  below  was  kept  wide  open 
and  the  rate  of  the  applied  water  regulated  at  the  top.  The  bacterial 
results  before  and  after  this  treatment  were  as  follows :  — 

Bacteria  per  Cubic  Centimeter. 


Applied  Water. 

Effluent  op  Filter  No.  S5  A. 

Date- 1998. 

Water  Bacteria. 

Badllut 
Pxodlgioeoa. 

Water  Bacteria. 

BaclllQS 

July  10, 

2.100 

8.000 

0 

H 

8,800 

6.200 

7 

0.0 

12 

6,100 

6.000 

17 

0.8 

18, 

7,600 

6,700 

27 

14. 

4,400 

4,800 

64 

0.0 

16 

2,800 

6,700 

60 

17 

1,000 

0 

50 

18 

1.900 

6,700 

67 

18.0 

10 

7,700 

6.200 

164 

20, 

10.000 

0,700 

44 

10.0 

21, 

6,000 

6,800 

81 

18.0 

«. 

8,800 

6,700 

62 

7.0 

The  results  presented  in  the  last  two  tables  indicate  that  a  slight 
decrease  in  bacterial  efficiency  follows  a  mechanical  disturbance  of 
the  upper  portion  of  6ne  filters  and  the  removal  of  a  layer  of  fine 
loam.    From  our  general  knowledge  of  the  efficiency  of  coarser 
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;  it  is  probable  that  in  such  cases  the  diminution  would  be 
marked.  The  effect  of  mechanical  disturbance  is  brought  out 
clearly  by  the  results  obtained  from  Filters  Nos.  3  B  and  8  A- 
sse  filters  are  one  two-hundredth  of  an  acre  in  area  and  contaia 
eet  in  depth  of  sand  of  an  effective  size  of  0.23  millimeter. 
'  No.  3  B  has  been  operated  intermittently  at  an  average  rate  of 
Qillion  gallons  per  acre  daily  since  September  23,  as  follows :  at 
.  the  gate  on  the  outlet  pipe  is  closed  and  the  water  turned 
the  top  near  the  edge.  When  the  filter  is  covered  (about  7.30 
the  gate  on  the  outlet  pipe  is  opened  to  give  the  prescribed 
if  filtration,  and  the  surface  is  kept  covered  until  9  p.m.  when 
ater  is  shut  off  and  the  filter  allowed  to  drain  during  the  night. 
(A  has  been  operated  continuously  since  September  26  at  a 
mt  rate  of  two  million  gallons  per  acre  daily.  While  the  passage 
ter  through  No.  8  A  is  uniform  and  causes  no  disturbance  of  the 
the  peculiar  method  of  daily  filling  in  No.  3  B  drives  out  a 
part  of  the  air  contained  in  the  sand  and  causes  more  or  lens 
rbance  of  the  sand  at  the  surface.  That  this  disturbance  of  the 
;e  is  due  to  the  escape  of  air  from  the  sand  can  be  readily  seen 
inspection,  and  is  further  indicated  by  the  fact  that  up  to 
iry  1,  No.  8  A  was  scraped  three  times  to  relieve  clogging, 
No.  3  B  was  not  scraped  at  all  during  this  period,  although  it 
jd  as  much  water.  In  the  table  below  are  given  the  average 
s  of  daily  bacterial  examinations  of  samples  taken  at  different 
during  the  day  from  the  effluent  of  each  filter,  from  October 
December  8.  The  number  of  bacteria  per  cubic  centimeter  in 
>plied  water  averaged  8,800  during  this  period. 


Bacteria 

per  Cubic  Centimeter, 

Date. 
roBBB80ToDEO.8,1888.) 

(IVTBSMITTBMT.) 

Etfldbmt  of  Filtbb  Ko.  8A. 
(coktimdous.) 

8AJI. 

11  A.M. 

2  P.M. 

4  p.m. 

8  a.m. 

11  A.M. 

2  p.m. 

4pji. 

I  Id  effluenu. 

.  of  number  of  applied  bae- 
rhich  appeared  in  efQaenta, 

829 
8.08 

28e 

8.26 

185 
2.10 

140 
1.69 

104 
1.18 

110 
1.86 

126 
1.48 

153 
1.17 

e  diminished  efficiency  of  No.  3  B  in  the  forenoon  appears  to  be 
o  the  mechanical  disturbance  of  the  main  body  of  the  sand  by 
Bcaping  air. 
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The  Effect  upon  Bacterial  Purification  of  Freezing  the 
Surface  Layers  of  a  Filter. 

The  freezing  of  the  upper  layers  of  a  filter  which  has  been  drained 
also  appears  to  aid  in  causing  the  passage  of  more  bacteria  through 
the  filter.  The  weather  during  the  second  and  third  week  in  Decem- 
ber was  very  cold  and  the  surface  of  No.  3  B  froze  during  the  night 
after  draining.  The  last  week  in  the  month  was  much  warmer. 
Upon  comparison  of  the  results  below  with  those  presented  above 
it  will  be  seen  that  No.  3  B  was  less  efScient  than  usual  during  the 
severe  weather,  but  the  results  became  normal  again  when  warmer 
weather  appeared. 

Average  Weekly  Numbers  of  Bacteria  per  Cubic  Oeniimeler, 


Week  Eiidimo  — 

Efflcknt  or  FtLTBH  No.  SB. 
(Ckteemittemt.) 

Efvldext  op  Filtbk  No.  8 a. 

(GOKTIIIDOUS.) 

8  a.m. 

n  A.1I. 

3p.1I. 

4  P.M. 

8  a.m. 

11a.m. 

2PJI 

4PJC. 

1998. 

December  16, 

250 

286 

810 

278 

40 

61 

60 

78 

23. 

287 

232 

240 

888 

86 

82 

02 

lOS 

80 

285 

268 

150 

147 

74 

65 

68 

86 

Effect   upon  Bacterial  Purification  of  Rapidly  Filling 
Filters  from  Below  after  Draining. 

During  November  several  of  the  small  filters,  when  their  pores 
contained  more  or  less  air,  were  filled  from  below  with  filtered 
water.  It  is  not  known  definitely  how  fast  the  water  flowed  into 
the  filters,  but  in  a  majority  of  cases  the  rate  was  high,  —  probably 
equivalent  to  5,000,000  gallons  per  acre  daily  or  more. 

More  information  is  needed  upon  this  point,  but  from  the  results 
given  below  it  is  clear  that  by  rapidly  filling  a  filter  from  below  it 
is  possible  to  disturb  the  sand  so  that  the  bacterial  eflSciency  will  be 
much  diminished  upon  resuming  filtration. 

In  the  case  of  the  several  filters  in  question  the  numbers  of 
bacteria  in  the  effluents  during  the  three  days  before  and  three  days 
after  filling  from  below  are  as  follows :  — 
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Average  Daily  Numbers  of  Bacteria pe 

r  Cubic  Ce 

rUinu 

Uer. 

Watbk  Bactxria. 

Bacillus  Pbodioiosus. 

BB70BB  riLUBO. 

AITBB  FILLIBO. 

BBFOBB  riLUBO. 

ATTBB  riLLnre. 

EBBK  or  FILTKB. 

1 

i 

1 
1 

IM 

1 

i 

1 

s 

1 

1 

1 

i 
1 

1 

1 

. 

18 

18 

21 

72 

20 

17 

.  0.0 

0.0 

0.0 

8.0 

2.0 

0.6 

24 

14 

- 

40 

182 

141 

1.0 

1.0 

- 

6.0 

26.0 

26.0 

9 

8 

- 

100 

46 

42 

0.8 

0.8 

- 

24.0 

21.0 

16.0 

70 

66 

108 

676 

206 

241 

10.0 

6.0 

8.0 

8.0 

18.0 

4.0 

80 

81 

70 

200 

821 

266 

2.0 

4.0 

8.0 

0.0 

84.0 

12.0 

68 

28 

- 

262 

201 

166 

10.0 

6.0 

- 

66.0 

63.0 

86.0 

26 

- 

46 

176 

60 

01 

6.0 

- 

18.0 

60.0 

16.0 

26.0 

i  some  instances  only  a  very  small  portion  of  water,  applied 
•  the  filter  was  put  in  operation  after  filling  from  below,  appeared 
ng  that  day  as  effluent.  Under  such  circumstances  the  bacteria 
3  lower  than  on  the  following  day. 

Dme  experiments  have  been  made  upon  Filter  No.  8  A,  in  which 
filter,  after  scraping,  was  filled  from  below  with  city  (filtered) 
»r  at  a  rate  not  exceeding  1,500,000  gallons  per  acre  daily.  The 
Its  thus  far  obtained  indicate  that  no  diminution  in  the  bacterial 
iency  follows  this  operation. 

Conclusions. 

rom  the  evidence  at  hand  it  appears  fair  to  conclude  that  — 

No  appreciable  diminution  in  the  bacterial  eflSciency  of 
experimental  filters  followed  scraping,  provided  there  was  no 
lanical  disturbance  of  the  main  body  of  the  sand. 

Filters  may  be  scraped  without  interfering  with  their  bacterial 
iency  by  draining  the  water  slightly  below  the  surface  of  the 
[  and,  after  scraping,  slowly  filling  from  the  top. 

Filters  may  be  drained  and  slowly  filled  from  below,  after 
ping,  without  diminishing  their  bacterial  efficiency. 

When  filters  are  drained  and  filled  quickly  from  below,  after 
ping,  there  is  an  increase  in  the  number  of  bacteria  in  the  efluent. 

When  filters  are  drained  and  filled  rapidly  from  the  top  a 
irbance  of  the  sand  follows  in  the  case  of  some  of  the  experi- 
tal  filters,  which  causes  a  diminution  in  the  bacterial  eflSciency. 
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The  Effect  upon  Bacterial  Purification  of  the  Amount  of 

Loss  OF  Head. 
In  some  places  abroad  it  is  believed  that  the  bacterial  efficiency 
of  a  filter  decreases  as  the  loss  of  head  increases  beyond  a  certain 
limit.  For  this  and  other  reasons  several  of  the  most  recently  con- 
structed water  filters  in  Germany  are  so  arranged  that  the  available 
head  is  very  much  less  than  the  total  depth  of  water  and  sand  ;  in  feet, 
in  some  instances  the  available  head  is  less  than  2.5  feet.  The  Law- 
rence results  obtained  in  1892  have  been  arranged  to  throw  light  upon 
this  subject  and  are  presented  in  the  table  below.  In  all  cases  these 
filtei's  were  scraped  when  the  loss  of  head  equalled  the  total  depth  of 
sand  and  water ;  and  It  was  just  before  scraping,  of  course,  that  the 
loss  of  head  approximated  the  maximum.  The  next  table  shows 
the  average  number  of  bacteria  per  cubic  centimeter  in  the  effluent 
during  the  three  days  before  and  the  three  days  after  scraping  each 
filter,  as  well  as  the  nmnbers  during  the  intermediate  days,  that  is, 
the  remaining  days  of  each  period  between  scrapings.  Owing  to 
the  growth  of  bacteria  in  some  of  the  filters  during  mid-summer 
(see  Annual  Report  for  1892,  page  530)  the  results  are  divided 
into  three  periods,  viz. :  spring,  summer  and  fall.  It  may  also  be 
stated  that  the  numbers  of  bacteria  in  the  effluents  during  each  of 
the  three  days  before  scraping  were  substantially  the  same  with  the 
exception  of  a  few  instances  in  mid-summer  when  the  bacterial 
growths  occurred. 

Summary  of  Remits  showing  Uniformity  of  Bacterial  Purification  by  Water  FiUers 
during  Periods  between  Scrapings — 1892. 


Kdmbkb 

OP 

Filter. 


88  a,. 

84  A..       . 

85  A,. 

86  A.. 

87,  . 

88,  . 

89,  . 

40,  .       . 

41.  .       . 

Tot'iMid 
Av*.,  . 

Total  At.. 


Mazlmam 

LOM 

of  Head. 
Inches. 


70 
70 
70 
70 
70 
86 
28 
28 
70 


SraiMO  (Mat  1  to 
Jolt  16). 


44 

20 
84 
20 
U 
12 
08 
01 
20 


42 

47 


06 
27 

28 
20 
27 
20 
74 
40 
8 


80 

80 


08 
11 
24 
10 
04 
104 
116 
04 
116 


01 


BumiBa  (JuLT  16  to 
AuausT  81). 


07 
106 

22 
708 

96 
2,104 

89 
436 

71 


416 
(Spri 


649 

162 

2,666 

69 

4,664 

121 

7,466 

892 

70 


1,798 
ng  and 


ii 


2,418 
486 

26 
104 
180 
228 
804 
186 

00 


604 
Pall.) 


Fall  (SarrsiiBBa  1  to 

HOVBMBKB  1). 


p 

ga 


66 
28 
99 

40 
44 

86 
46 
42 
29 


62 


fi 


43 
82 
46 
18 
80 
46 
64 
80 
87 


87 


II 


47 
88 
86 
38 
06 
78 
87 
40 
S2 


67 


S 
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hese  results  show  that  during  the  spring  and  fall  there  was  no 
[nution  in  the  bacterial  efficiency  of  these  experimental  filters 
he  loss  of  head  approached  and  reached  the  maximum  (total 
ill  of  water  and  sand)  ;  neither  was  there  any  apparent  difference 
lis  regard  between  those  filters  which  had  a  maximum  loss  of  head 
'0  inches  and  those  in  which  the  maximum  loss  was  less  than 

of  this  amount.  It  will  be  seen  that  during  midsunmier  the 
lest  number  of  bacteria  in  the  effluent  in  some  cases  did  appear 
n  the  loss  of  head  was  greatest.  This  was  undoubtedly  due  to 
conditions  existing  in  the  filter  which  favored  the  continuance 
ife  and  growth  of  certain  species  of  bacteria,  and  the  high  num- 
j  occurred  just  before  scraping  and  when  the  loss  of  head  was 
itest,  because  the  accumulation  of  organic  matter  (food)  was 
;est  at  that  time. 

'he  average  results  obtained  from  all  of  the  small  water  filters  in 
3  with  regard  to  this  point  are  presented  in  the  table  on  page 
.  These  averages  contain  all  results,  including  those  of  mid- 
mier,  when  the  abnormal  growth  of  bacteria  occurred  within  the 
irs.  This  growth,  however,  was  much  less  marked  than  in  18J>2. 
)  final  averages  for  1898  confirm  the  results  obtained  during  the 
ceding  year  and  show  clearly  that  with  these  experimental  filters, 
er  the  existing  methods  of  operation,  there  is  ordinarily  no  ap- 
ciable  diminution  in  the  bacterial  efficiency  caused  by  increases 
o^  of  head  up  to  70  inches. 

Q  the  case  of  the  continuous  Filter  No.  8  A  (one  two-hundredth 
in  acre  in  area)  there  were  several  occasions,  notably  December 
Qd  29  (see  beyond),  when  the  number  of  bacteria  increased  in 

efiluent,  just  before  scraping,  and  the  loss  of  head  reached  the 
l1  depth  of  the  filter.     There  was  no  trap  on  the  outlet  pipe  of 

filter,  and  the  bacteria  in  the  effluent  did  not  increase  until  the 
\  of  head  had  practically  reached  the  maximum  and  when  there 
\  not  enough  pressure  on  the  open  gate  to  cause  the  prescribed 
ntity  of  effluent  to  pass.     Under  these  circumstances  air  entered 

filter  through  the  outlet  pipe,  and  the  water  probably  filtered 
>ugh  the  sand  in  certain  places  of  least  resistance  at  a  relatively 
li  rate.  It  is  believed  that  these  results  are  verj'  exceptional  and 
sed  by  the  entrance  of  air  from  below  through  the  untrapped 
let.  It  is  of  importance  to  note  that  the  bacterial  results  were 
mal  so  long  as  there  was  any  pressure  upon  the  outlet  gate  in 
ess  of  that  necessary  for  the  passage  of  the  prescribed  quantity 
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of  water.  Furthermore,  the  outlet  was  kept  trapped  at  later  dates 
and  no  increase  in  the  numbers  of  bacteria  in  the  effluent  was 
found  just  before  scraping,  although  the  scraping  was  deferred  until 
the  filter  ran  nearly  dry. 

It  is  also  to  be  noted  that  in  the  case  of  the  I^awrence  city  filter 
during  January  and  February  (see  tables  beyond)  the  number  of 
bacteria  in  the  effluent  remained  reasonably  constant  up  to  February 
19,  the  date  when  scraping  in  sections  began,  although  the  loss  of 
head  increased  from  3  to  7.6  feet. 


The  Effect  upon  the  Bacterial  Purification  of  the  Method 
OF  Application  of  Water. 

In  comparing  the  efficiency  of  the  intermittent  with  that  of  the 
continuous  filters  it  is  to  be  kept  in  mind  that  several  different  ways 
have  been  employed  for  allowing  the  entrance  of  air  into  the  pores 
of  the  intermittent  water  filters.  In  most  cases,  up  to  October  1, 
1893,  the  outlets  of  the  intermittent  filters  have  been  untrapped 
and  kept  wide  open,  while  the  rate  of  filtration  of  water  has  been 
regulated  at  the  inlet  on  the  surface ;  these  filters  have  been  worked 
sixteen  hours  a  day  on  six  days  in  a  week  and  allowed  to  drain  the 
remainder  of  the  time.  Other  filters,  such  as  the  older  ones,  No. 
18  A  and  20  A,  also  had  the  outlet  untrapped  and  wide  open,  but 
received  the  contents  of  a  small  reservoir  which  was  automatically 
discharged  upon  the  surface  at  frequent  and  regular  intervals,  days, 
nights  and  Sundays.  Beginning  October  1,  1893,  all  of  the  inter 
mittent  filters  have  been  operated  as  follows  :  at  5  a.m.,  after  drain- 
ing, the  untrapped  outlet  has  been  closed  and  the  water  turned  on 
at  the  top,  which  forces  out  the  air  at  the  surface.  When  the  sur- 
face is  covered  and  the  air  driven  out  of  the  pores  of  the  sand 
(about  7.30  a.m.)  the  gate  on  the  outlet  pipe  is  opened  to  give 
the  prescribed  rate  and  the  surface  kept  covered  with  water.  At  9 
P.M.  the  water  is  shut  off  at  the  top  and  the  filter  allowed  to  drain 
over  night.  In  this  method  of  operation  there  are  two  features 
which  are  not  necessarily  a  part  of  intermittent  filtration. 

I.  The  actual  rate  of  filtration  during  the  hours  the  filter  was 
operated  was  50  per  cent,  higher  than  the  average  rate  for  twenty- 
four  hours  in  order  that  the  yield  of  eflluent  in  sixteen  hours  should 
equal  that  of  the  continuous  mate  in  twenty-four  hours. 
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.  The  exclusion  of  air  from  the  pores  of  the  sand  by  the 
ler  of  filling  the  filters  and  the  resulting  disturbance  of  the 
ice  by  the  escaping  air. 

studying  the  results  obtained  from  the  several  pairs  of  in- 
ittent  and  continuous  filters,  which  are  presented  below,  the 
rent  methods  of  operation  of  the  intermittent  filters  are  not 
B  forgotten,  and  are  as  follows:  up  to  October  1  and  from 
^mber  21  to  30  the  intermittent  filters,  Nos.  41,  45,  47  and  48, 

operated  sixteen  hours  a  day  on  six  days  in  a  week,  with  the 
it  untrapped  and  wide  open  and  the  rate  of  filtration  regulated 
e  inlet  at  the  sunGeice.  During  the  rest  of  the  period  covered 
lese  results  the  untrapped  outlet  was  closed  after  draining  and 
r  applied  at  the  top ;  when  the  sur&ce  was  covered  the  outlet 
>pened  to  give  the  prescribed  rate. 


showing  a  Comparison  of  the  Number  of  BacUria,  per  Cubic  Centimeter^ 
rranged  as  Weekly  Averages,  in  the  Effluents  of  each  Pair  of  Continuous  and 
ntermiitent  Filters, 
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14.0 

154 

11.0 

641 

47.0 

89 

3.2       93 

18.0 

04 

2.4 

10 

0.0 

284 

18.4 

288 

18.0 

201 

14.0 

276 

25.0 

87 

8.0     128 

10.0 
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The  results  obtained  from  Filters  Nos.  3  B  and  8  A  are  instructive 
in  this  connection ;  the  summarized  and  detailed  results  are  given  in 
tables  which  may  be  found  beyond. 

The  results  at  hand,  obtained  from  the  several  pairs  of  continuous 
and  intermittent  filters,  show  — 

1.  That  in  the  case  of  the  filters  of  very  fine  sand  (in  which  there 
is  a  saturated  layer  of  considerable  depth)  the  bacterial  efficiency  was 
substantially  the  same  by  each  method  employed  in  the  application 
of  water  during  the  greater  part  of  the  period,  but  during  mid- 
summer (July  24  to  September  2)  the  continuous  filter  allowed  a 
few  more  of  the  hardy  water  bacteria,  but  not  of  J5.  prodtgwstu,  to 
pass  through. 

2.  That  with  filters  of  coarser  sands,  operated  at  comparativelj 
high  rates,  the  continuous  filters  were  ordinarily  more  efficient  in 
removing  bacteria  than  the  intermittent  filters  under  the  existing 
methods  of  operation.  The  reason  of  this  is  that  the  actual  rate  of 
flow  was  lower  and  more  uniform  and  there  was  no  mechanical  dis- 
turbance of  the  sand  as  was  the  case  during  the  greater  part  of  the 
period  with  the  intermittent  filters,  owing  to  the  manner  of  filling 
and  driving  out  the  air  at  the  surface. 


Chemical  Purification  of.  Water  by  Filtration. 

The  results  of  the  chemical  analyses,  from  May  to  November, 
inclusive,  indicate  that  on  an  average  45  per  cent,  of  the  total 
albuminoid  ammonia,  of  which  15  to  20  per  cent,  is  usually  in  sus- 
pension, in  the  applied  river  water  appeared  in  the  effluents.  The 
total  albuminoid  ammonia  of  the  river  water  which  appears  in  the 
effluents  ordinarily  ranges  from  35  to  60  per  cent. ;  the  extremes  sre 
80  and  70  per  cent. 

A  comparison  of  the  efficiency  with  regard  to  the  removal  of 
organic  matter  of  filtration  under  difierent  conditions  is  presented 
below.  For  details  regarding  methods  of  operation  and  results  of 
analyses  see  pages  beginning  with  488. 
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thawing  Per  Cera,  of  Albuminoid  Ammonia  in  Applied  Water  which  appeared 
in  the  several  JSffluente  at  Different  Batet  ofFiltrtMon. 

[BatM  mn  axpiMwd  In  mUUon  gallon*  par  aen  dally.] 


Method 

of 

Opermtton. 

Effeottre 

Sise 
of  Sand 
Grain. 

Milli- 
meter. 

Mi^. 

Jmrs. 

July. 

AUO. 

8BPT. 

Oct. 

Hot. 

1 

Si 

r 

1 

|i 
11 

r 

i 

ll 

1 

II 

1 

II 

< 

1 

11 

1 

ia 

< 

Intermittent. 

.48 

66. 

2.8 

42. 

1.7 

42. 

1.0 

86. 

1.7 

67. 

1.6 

67. 

1.8 

68. 

Continnone. 

.14 

48. 

1.7 

80. 

1.0 

87. 

2.7 

87. 

1.0 

40. 

1.0 

42. 

2.8 

46. 

Oontinuoue. 

.00 

47. 

1.4 

47. 

1.0 

40. 

86. 

. 

. 

. 

. 

. 

. 

Intermittent. 
Cootinaone. 
Oonilnaoae. 
Intermittent. 

{    .20 

40. 
61. 

1.2 
2.0 

80. 
40. 

1.7 
8.0 

87. 
37. 

84. 

86. 

1.2 

48. 

^ 

. 

- 

- 

Continaoae. 

.20 

47. 

3.4 

44. 

- 

- 

- 

- 

- 

- 

- 

- 

- 

.20 

68. 

1.7 

40. 

1.0 

87. 

40. 

1.0 

80. 

2.0 

48. 

8.4 

63. 

ContinaooB. 
Intermittent. 

j.« 

68. 

1.0 

41. 

1.6 

66. 

46. 

- 

- 

- 

- 

- 

- 

.14 

48. 

1.6 

47. 

2.0 

41. 

87. 

1.0 

6t. 

1.8 

41. 

1.0 

40. 

Contlnaoae. 

.20 

61. 

1.7 

48. 

1.0 

40. 

82. 

1.8 

47. 

2.0 

60. 

1.0 

47. 

Contlniioiu. 

.20 

66. 

8.0 

40. 

2.8 

43. 

87. 

4.6 

66. 

4.8 

47. 

7.0 

61. 

Continnoue. 

.20 

2.2 

00. 

2.8 

48. 

2.8 

42. 

87. 

4.7 

67. 

40. 

7.0 

62. 

IntermtUent. 

.28 

- 

- 

- 

- 

1.6 

61. 

40. 

1.7 

72. 

48. 

8.6 

62. 

Continuone. 

.20 

- 

- 

- 

- 

- 

- 

- 

- 

1.0 

08. 

44. 

3.6 

64. 

Intermittent. 

.20 

- 

- 

- 

- 

- 

- 

- 

- 

1.7 

70. 

66. 

3.6 

60. 

Intermittent. 

.88 

- 

- 

- 

- 

- 

- 

- 

- 

1.8 

07. 

66. 

2.0 

67. 

Continnone. 

.88 

- 

- 

- 

- 

- 

- 

- 

- 

2.1 

00. 

42. 

6.8 

67. 

filters  of  these  materials,  and  in  which  nitrification  is  well 
lished,  the  rate  of  filtration,  within  these  limits,  appears  to 
very  little  or  no  influence  upon  the  removal  of  organic  matter. 

JEffect  of  Size  of  Sand  Grain. 

e  results  obtained  in  October  and  November  were  selected  for 
:)llowing  table  because  they  were  obtained  under  comparable 
tions. 
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/.    Continuous  FUlen. 


Arengt  Rate  of 

PerGMit. 

PerCeaL 

EiSecttTeSise«r 

FUtratloo. 

ofAlbomiiiold 

"?2;.sr 

Kunil  or  FILTBB. 

Sand  Grain. 

ifniiDn'i^ikvi* 

Ammonia  Id  Ap- 
plied Water 

MlUlmeter. 

per 

which  Appeared 

of  that  la 

AoreDaflj. 

InEfflnenta. 

Applied  Wet«. 

88A, 

.U 

S.4 

44. 

76. 

88 

.90 

2.T 

60. 

82. 

48 

.sa 

6.2 

40. 

78. 

44 

.29 

6.7 

60. 

80. 

4», 

.88 

4.0 

40. 

78. 

L 

r.    InUrmiUefU  FiUers. 

41. 

.14 

46. 

78. 

4b, 

.28 

60. 

76. 

♦7 

.20 

67. 

80. 

48 

.88 

66. 

80. 

ISA, 

.48 

65. 

91. 

In  continuous  and  intermittent  filtration,  through  materiab  of 
these  limits  in  efiective  size  and  under  the  given  conditions  of 
operation,  there  was  no  marked  difference  in  the  amounts  of  organic 
matter  removed  from  the  applied  water  by  the  filters  which  were 
filled  with  sand  of  different  effective  sizes. 


JSffect  of  Depth  of 

Material. 

NCMBBB  OF  FILTKB. 

Effective 

Size  of 

Sand  Grain. 

Depth  In 
Inchee. 

ATera^  Bate 
ofFUtratlon. 

MinioToal- 

Period. 
18M. 

Percent. 
ofAlhaminoId 
AmmonUln 

TmCmL 
which  Oxysn 
OoneamtdMi 
Efflnentavai 

MlUlmeter. 

lons  per 
Aora  Dally. 

^iSSJSJ.!" 

of  that  m 
AppUcdWaiv. 

87,      . 

.20 

66 

May  and  Jnna. 

46. 

81. 

38,     .        . 

.20 

20 

1.8 

May  and  Jane. 

46. 

81. 

80,     . 

.20 

1 

May  and  June. 

47. 

78. 

42,     .        . 

.20 

10 

1.8 

May  and  Juna. 

47. 

86. 

44,     . 

.20 

60 

May  and  Jane. 

64. 

74. 

46.     .        . 

.20 

12 

2.0 

Oct.  and  Nov. 

40. 

80. 

44 

.20 

60 

6.7 

Oct.  and  Nov. 

40. 

80. 

There  was  practically  no  difference  in  the  power  of  removal  of 
organic  matter  from  the  river  water  by  the  several  filters  of  each 
series.  It  is  to  be  remembered  that  in  addition  to  the  sand  each 
filter  contained  5  inches  of  underdrains. 

In  1892  the  results  obtained  from  the  first  series  of  filters  indicated 
that  the  deeper  were  somewhat  more  effective  than  the  shallower 
filters.  It  is  believed  that  the  1893  data  are  fi^irer  because  they  were 
obtained  under  strictly  comparable  conditions. 
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Effect  of  the  Method  of  AppliccUton  of  Water. 

In  the  Annual  Report  of  the  Board  for  1892  (page  466)  it  was 
shown  that  there  was  practically  the  same  amount  of  free  and  albu- 
minoid atnmonia  in  the  effluents  of  the  continuous  and  the  intermit- 
tent filters.  The  nitrates,  however,  were  higher  in  the  effluents  of 
the  latter. 

It  is  to  be  again  stated  that  it  is  necessary  to  consider  the  differ- 
ent methods  practised  in  running  the  intermittent  filters,  and  the 
peculiar  features  of  each.     In  this  connection  see  page  472. 

Xearly  all  of  the  samples  of  effluents  of  intermittent  filters  analyzed 
during  1892  were  collected  within  two  or  three  hours  of  the  time 
when  the  effluent  began  to  flow  after  the  interval  of  rest.  The 
results  of  the  analyses  of  more  extended  series  of  samples  col- 
lected during  different  hours  of  the  day  in  1893  show  that  such 
samples  in  a  majority  of  cases  are  not  representative  with  respect  to 
the  nitrates  in  the  case  of  the  effluents  of  intermittent  filters  under 
the  existing  method  of  operation.  The  variations  are  shown  by  the 
representative  analysis  given  below  of  samples  from  No.  41,  taken 
on  September  20.  This  filter  was  operated  sixteen  hours  a  day  with 
the  fiiucet  below  always  open  and  untrapped,  the  rate  regulated  at 
the  top  and  the  filter  allowed  to  drain  during  the  remaining  hours. 


[PArti  per  100,000.] 


Hoar. 

OaUont 
psMed 
•taioelo- 
tenralof 
Best. 

Color. 

AMM05U. 

Chle- 
rlno. 

NITBOOBV  A8 

OzygeD 

FiLTKX  KUXBKa 

Free. 

Albu- 
minoid. 

Nltimtoe. 

Nitrites. 

Con- 
somed. 

41,     .       , 

8.63  AM. 

1 

.18 

.0010 

.0064 

.22 

.0200 

.0000 

.21 

41,     .       , 

0.12  a.m. 

8 

.18 

.0012 

.0076 

.22 

.0880 

.0000 

.21 

41,     .       , 

U.20  poi. 

28 

.10 

.0014 

.0002 

.22 

.0810 

.0000 

.22 

41.     . 

1.80  P.M. 

40 

.20 

.0020 

.0106 

.22 

.0200 

.0000 

.22 

«.     . 

8.00  P.M. 

62 

.20 

.0022 

.0100 

.22 

.0240 

.0000 

.22 

41.      .        , 

6.06  P.M. 

70 

.20 

.0022 

.0002 

.22 

.0280 

.0000 

.28 

ISA, 

0.14  AM, 

- 

.22 

.0018 

.0000 

.22 

.0280 

.0000 

.24 

Applied  water,       . 

10.25  AM, 

- 

.86 

.0054 

.0168 

.22 

.0160 

.0000 

.42 

While  it  is  seen  that  there  is  a  marked  variation  during  the  day 
in  the  nitrates  of  the  effluent  of  this  intermittent  filter  under  these 
conditions  of  operation  there  is,  under  ordinary  circumstances,  sub- 
stantially no  change  in  the  effluent  of  continuous  filters.     This  is 
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shown  by  the  following  table  in  which  are  given  the  average  results 
of  three  sets  of  samples  collected  at  9  a.m.  and  3  p.m.  from  the  efflu- 
ent of  No.  33  A  the  mate  of  No.  41. 

[ParU  per  100,000.] 


Houi. 

Color. 

Amxokia. 

Cblorin«. 

NITBOOBV  A* 

OxTfiB 

rn%. 

NltratM. 

mtrttea. 

Coo- 

0  LM.. 
8  P.M., 

.       .       .       . 

.87 
.28 

.0017 
.0019 

.0110 
.0110 

.90 
.SO 

.0250 
.0250 

•0000 
.0000 

.2» 
.81 

In  the  table  below  are  given  the  average  results  obtained  in 
October  and  November  from  the  effluent  of  four  pairs  of  continuous 
and  intermittent  filters.  The  intermittent  filters  were  operated  six- 
teen hours  daily,  six  days  in  a  week,  with  the  outlets  untrapped  and 
closed  while  the  filters,  after  draining,  were  filled  with  water  from 
the  top.  After  the  air  was  driven  from  the  pores  and  the  surfiice 
covered  the  outlet  gate  was  opened  to  give  the  prescribed  rate  of 
flow.  Samples  were  collected  at  difierent  hours  during  the  day  from 
the  effluent  of  the  intermittent  filters,  and  it  is  believed  that  the 
results  below,  which  correspond  to  the  results  of  the  analyses  of 
samples  collected  four  to  six  hours  after  the  period  of  rest,  are 
representative  for  the  period. 


Continuous  Fitters. 

NUMBBB  OF  FILTBB. 

Effeotlre 

BlMofSand 

Orafn. 

MllUmeter. 

Arerage  Rate  of 
FUtratloa. 

MilUon^alloni 
per  Acre  Dally. 

Percent 

of  Albuminoid 

Ammonia  in 

Per  Cent  of 

Oxygen 

Consumed  fn 

AppUed  Water 

wblcb  Appeared 

tnKfBaenC 

Kftrocrau 
Kttratee. 

(PaitiD« 
lOWWO.) 

88  A.      . 

48. 

44. 

49 

.14 

.28 
.20 
.88 

2.4 
0.2 

8.7 
4.0 

44. 

40. 
40. 
49. 

T6. 

78. 
80. 
78. 

.0M9 
.0210 
.(ttM 
.OSSO 

Intermittent  Filters, 


41,. 
46. 

47,. 
48.  . 


.14 
.28 
.20 
.88 


1.7 
2.7 
2.7 
2.4 


46. 
60. 
60. 

67. 


78. 
78. 
78. 
80. 


.0290 


.000 
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These  results  indicate  that  during  these  months  there  was  practi- 
cally no  difference  in  the  average  chemical  purification  effected  by  the 
continuous  and  intermittent  filters  under  existing  conditions  of  oper- 
ation.    The  most  substantial  confirmation  of  this  is  that  Filters  Nos. 
33  A  and  41,  a  pair  which  had  been  operated  over  a  year  and  a  half, 
contained  substantially  the  same  amount  of  organic  nitrogen  in  the 
sand  on  December  8,  at  the  end  of  the  period  covered  by  the  analy- 
ses presented  above.     The  amount  of  organic  matter  in  the  sand 
removed  by  scraping  was  also  the  same  (see  tables,  pages  484-486). 
During  the  period  of  rest  (8  hours)  in  the  intermittent  filters  for 
the  greater  part  of  the  year  there  was  increased  nitrification  of  the 
organic  matter  stored  in  the  sand ;  when  water  was  again  applied  the 
nitrates  formed  during  the  period  of  rest  were  gradually  washed  out, 
giving  a  higher  quantity  for  several  hours  than  is  found  in  the  efflu- 
ents of  continuous  filters.     After  a  time,  depending  upon  the  rate 
of  flow,  these  high  nitrates  fall  to  the  normal.     The  reason  that  the 
continuous  filtration  of  water  is  successful,  while  with  sewage  this 
method  is  a  failure,  is  that  the  applied  water  contains  dissolved 
oxygen  and,  as  will  be  seen  from  the  table  (page  482),  the  dis- 
solved oxygen  in  the  effluents  of  the  continuous  filters  has  never 
been  found  wanting.     It  is  to  be  remembered  in  this  connection 
that  it  was  shown  in  the  Special  Report  upon  Purification  of  Sew- 
age and  Water,  1890,  page  780,  that  a  small  amount  of  oxygen  (1 
to  3  per  cent.)  in  the  air  of  the  filter  was  effective,  provided  the 
air  was  changed  so  often  that  some  oxygen  was  always  present  at 
every  point. 

The  results  presented  above  are  for  the  fall  months,  and  it  is  be- 
lieved that  they  are  representative  for  the  spring  months  also.  But 
the  evidence  at  hand  indicates  that  the  results  are  different  in  the 
warmest  summer  weather  and  in  the  severest  winter  weather. 

In  mid-summer  the  conditions  for  nitrification  appear  to  be  the 
most  favorable  both  in  continuous  and  intermittent  filters  but  it  is 
more  marked  in  the  case  of  the  latter.  This  is  brought  out  by  the 
following  table  of  monthly  averages  of  effluents  of  Filters  Nos.  33  A 
and  41  and  by  a  series  of  analyses  of  the  effluents.  It  will  be  noted 
that  high  nitrates  in  the  effluent  of  the  intermittent  filter  (outlet 
untrapped  and  kept  wide  open)  were  found  when  the  quantity  of 
effluent  yielded  after  the  period  of  rest  exceeded  the  quantity  of 
water  held  in  the  pores  of  the  sand.  In  the  case  of  the  continuous 
as  well  as  of  the  intermittent  filter  the  effluent  contained  at  times 
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more  nitrogen  than  the  applied  water,  showing  a  remoyal  of  organic 
matter  stored  in  the  sand.  In  most  instances  the  samples  from 
No.  41  were  collected  at  2  p.m.  when  series  of  samples  were  not  taken. 

Monthly  Averages  of  Chemical  Analyses. 

[PmU  per  100,000.] 

June,  1893. 


Color. 

Amxovia. 

Chlorine. 

NrraooBV  AS 

'   OzTiMi 

Free. 

MltnUee. 

HitrtteL 

oSr 

Effluent  of  Filter  No.  88  A, 
Effluent  of  Filter  No.  41, . 
Applied  water,  . 

.28 
.80 
.87 

.0011 
.0014 
.0078 

.0087 
.0104 
.0223 

.15 
.16 

.17 

.0686 
.0366 
.0180 

.0000 
.0000 
.0000 

.21 
.81 
.40 

July^  1893. 


Effluent  of  Filter  No.  83  A, 

.22 

.0015 

.0006 

.19 

.0847 

.0000 

.21 

Effluent  of  Filter  No.  41, . 

.21 

.0027 

.0105 

.20 

.0407 

.0000 

.21 

Applied  water, . 

.86 

.0100 

.0250 

.10 

.0300 

.0002 

.84 

August,  1893. 


Effluent  of  Filter  No.  83  A, 

.17 

.0028 

.0008 

.80 

.0397 

.0018 

.16 

Effluent  of  Filter  No.  41,. 

.17 

.0018 

.0007 

.30 

.0064 

.0000 

.16 

Applied  water,  .       .       • 

.30 

.0108 

.0268 

.80 

.0180 

.0001 

.S8 

BesuUs  of  a  Series  of  Chemical  Analyses  on  August  22, 1893. 

[ParU  per  100,000.] 


Hoar. 

Color. 

Ammonia. 

1 

MlTBOOBVAS 

1^ 

Free. 

Albu- 
minoid. 

Nitrate*. 

Kltrilct. 

\ 

c 

9.50a.m. 

.18 

.0082 

.0068 

.21 

.0400 

.0008 

.u 

Effluent  of  Filter  No.  41  (Inter- 1 
mittent).                                    | 

1.26P.M. 

.10 

.0082 

.0116 

.81 

.0680 

.0060 

.u 

8.12p.m. 

.10 

.0014 

.0086 

.81 

.0530 

.0000 

.14 

Effluent  of  Filter  No.  88  A  (eon-/ 

10.20a.m. 

.19 

.0016 

.0106 

.31 

.0880 

.0000 

.U 

tlaooue).                                    1 

2.17p.m. 

.19 

.0012 

.0118 

.81 

.0390 

.0014 

.17 

Applied  water,      .... 

2.05p.m. 

.28 

.0070 

.0360 

.31 

.0190 

.0004 

.0 

The  above  results  obtained  in  the  warmest  weather  indicate  with 
regard  to  nitrification  that,  under  the  existing  conditions  of  opera- 
tion,  the  advantage  lies  with  the  intermittent  filters.     During  the 
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winter  months,  with  another  pair  of  filters,  Nos.  3  B  and  8  A,  the 
advantage  lay  with  the  continuous  filter,  as  shown  by  the  following 
table  of  monthly  averages.  No.  3  B  was  operated  intermittently,  — 
drained  8  hours  daily,  outlet  untrapped  and  closed  while  filling; 
No.  8  A,  continuously.  The  analyses  were  made  of  mixed  samples 
collected  in  portions  at  different  hours  during  the  day  and  are  believed 
to  be  representative. 

Monthly  Averages  of  CJiemkaX  Analyses, 

[PmU  per  100,000.] 

December,  1893. 


Color. 

AjncomA. 

Chlorine. 

KiTKOOBV  ▲• 

OxTgen 
•niiMd. 

Ftm. 

AlbaminoM. 

Nltnlae. 

Mttiltet. 

Bfflnent  of  FUter  No.  8  B. 
SffloMit  of  FUter  No.  8  A, 
Applied  water,  • 

.88 
.87 
.44 

.0029 
.0021 
.0057 

.0121 
.0117 
.0177 

.20 
.20 
.20 

.0190 
.0220 
.0160  . 

.0000 
.0000 
.0000 

.42 
.80 
.40 

January,  1894, 


BfliMDt  Of  niter  No.  8  B. 

.88 

.oon 

.0117 

.21 

1   .^ 

.0000 

.86 

Sfflnenl  of  FUter  No.  8  A, 

.87 

.0018 

.0116 

.21 

.0800 

.0000 

.86 

AppUed  water, . 

.48 

.0066 

.0104 

.21 

.0160 

.0001 

.41 

February,  1894, 


Sfflnent  of  Filter  No.  8  B, 

.84 

.0018 

.0107 

.22 

.0270 

.0000 

.86 

BAoent  of  FUter  No.  8  A, 

.82 

.0017 

.0106 

.22 

.0810 

.0000 

.88 

AppHed  water, . 

.40 

.0088 

.0160 

.22 

.0180 

.0001 

.42 

March,  1894, 


Sfflnent  of  Filter  No.  8  B, 

.40 

.0014 

.0096 

.16 

.0180 

•0000 

.86 

Sfflnent  of  FUter  No.  8  A, 

.80 

.0016 

.0102 

.16 

.0180 

.0000 

.84 

Applied  water,  .       .       . 

.47 

.0040 

.0198 

.16 

.0180 

.0001 

.46 

The  differences  in  nitrification  were  most  marked  in  January  and 
February  and  disappeared  in  March.  The  reason  of  this  is  not  yet 
fully  understood,  but  it  is  possible  that  the  daily  exposure  of  the 
surface  of  No.  3  B  where  moat  of  the  organic  matter  is  stored,  to  the 
cold  atmosphere  and  the  occasional  formation  of  frost,  may  have  in- 
terfered with  the  bacterial  activity  necessary  for  nitrification.     It  is 
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sigDificant  that  series  of  samples  taken  at  frequent  intervals  daring 
the  day  from  the  effluent  of  No.  3  B  showed  no  marked  variations  in 
amount  of  nitrates  during  the  cold  weather,  but  in  April  the  series 
were  similar  to  those  obtained  from  No.  41  on  September  20, 1893, 
and  which  were  presented  on  page  477. 

While  considerable  light  has  been  obtained  upon  this  subject  it  is 
still  necessary  to  have  additional  data  before  we  can  draw  final  con- 
clusions as  to  the  relative  merits  of  the  two  methods  as  well  as  to  the 
best  way  of  operating  a  filter  intermittently. 

Dissolved  Oxygen  in  the  EffluevUs. 

In  the  table  below  is  given  the  average  amount  of  dissolved  oxygen 
in  the  applied  river  water  and  in  the  effluents  of  the  several  filters. 
In  no  case  was  an  absence  of  oxygen  noted  in  the  effluents  of  con- 
tinuous filters.  The  effluents  of  the  intermittent  filters  contained 
much  more  oxygen  than  did  the  effluents  of  continuous  filters,  and 
during  midsummer  the  amount  was  in  excess  of  that  in  the  applied 
water.  The  analyses  were  made  about  four  hours  after  the  expira- 
tion of  the  period  of  rest  in  the  intermittent  filters,  and  it  is  probable 
that  the  quantity  became  less  as  the  filter  continued  in  operation. 


Per  Cent,  which  the  Oxygen  dissolved  in  the  Applied  WcUer  and  Effluents  was  of 
that  necessary  for  Saturation  at  actual  Temperatures, 


18M. 

In 

lir  EFrLDSNTS  PBOM  FlLTBKe  MUMBSX  — 

ISA 

SB  A. 

S4A. 

S5A. 

seA. 

ST. 

S8. 

s*. 

41. 

4S. 

4S. 

44. 

45. 

46. 

47. 

4S. 

40. 

Janoary,     . 

08. 

08. 

70. 

78. 

00. 

00. 

70. 

70. 

70. 

00. 

85. 

- 

- 

- 

. 

. 

. 

- 

February,    . 

00. 

08. 

71. 

74. 

74. 

05. 

72. 

78. 

80. 

00. 

80. 

- 

- 

- 

- 

- 

- 

- 

ICaroh, 

01. 

08. 

00. 

10. 

100. 

00. 

75. 

82. 

84. 

100. 

85. 

- 

- 

- 

- 

- 

- 

- 

April..       . 

100. 

100. 

70. 

75. 

04. 

80. 

00. 

78. 

85. 

05. 

85. 

- 

- 

- 

- 

- 

- 

- 

May,    .       . 

86. 

07. 

55. 

05. 

01. 

71. 

50. 

08. 

50. 

80. 

74. 

100. 

08. 

- 

- 

- 

- 

- 

Jane,   . 

76. 

01. 

88. 

54. 

84. 

04. 

02. 

43. 

88. 

51. 

08. 

74. 

75. 

- 

- 

- 

- 

- 

July,    .       . 

52. 

08. 

8. 

22. 

80. 

15. 

- 

21. 

02. 

01. 

11. 

20. 

88. 

07. 

- 

- 

- 

- 

Augurt,       . 

00. 

02. 

12. 

18. 

50. 

80. 

- 

27. 

55. 

70. 

42. 

88. 

50. 

05. 

55. 

- 

- 

- 

September, . 

81. 

80. 

81. 

88. 

- 

- 

- 

60. 

- 

86. 

50. 

40. 

40. 

08. 

«. 

OB. 

W. 

«. 

Ootober,      . 

86. 

06. 

64. 

- 

- 

- 

- 

47. 

- 

04. 

54. 

00. 

n. 

08. 

57. 

OB. 

100. 

61. 

NoTember,  . 

05. 

100. 

81. 

- 

- 

*  • 

- 

88. 

- 

08. 

81. 

81. 

80. 

07. 

81. 

07. 

06. 

88. 

Deoember,  . 

08. 

100. 

87. 

- 

- 

- 

- 

82. 

- 

06. 

82. 

80. 

88. 

08. 

85. 

05. 

100. 

80. 
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The  Remoyal  op  Color  from  Water  by  Filtration. 

The  per  cent,  of  color  of  the  applied  water  which  appeared  in  the 
effluents  of  those  filters  started  in  1892  was  shown  in  the  Annual 
Report  for  that  year  to  be  55,  on  an  average,  after  there  had  been 
filtered  400,000,000  gallons  of  water  per  acre.  In  1893,  after 
800,000,000  gallons  per  acre  had  been  filtered,  the  average  amount 
of  color  in  the  effluents  was  65  per  cent,  of  that  in  the  applied 
water. 

The  filter  two  feet  deep  (No.  38)  was  as  efficient  as  those  five 
feet  deep. 

The  filters  constructed  in  1893  contained  sand  from  Grale's  Hill,  a 
different  source  from  that  used  for  the  earlier  filters.  This  sand  was 
also  used  for  the  Lawrence  city  filter.  While  in  the  earlier  filters  it 
was  found  that  the  sand  was  most  effective  in  removing  color  when 
new,  the  sand  from  Gale's  Hill  removed  practically  none  at  first  but 
gradually  acquired  this  power,  although  apparently  to  a  somewhat 
less  extent  than  was  possessed  by  the  sand  used  in  1892  for  filling 
filters. 

The  mineral  analyses  of  the  two  sands  are  as  follows :  — 

No.  38  (1892)  sand  contained  98.70  per  cent,  of  material  in- 
soluble in  strong  sulphuric  acid  kept  at  the  boiling  temperature  for 
two  hours ;  0.75  per  cent,  of  alumina ;  0.30  per  cent,  oxide  of  iron 
and  0.02  per  cent,  oxide  of  manganese. 

Gale's  Hill  (1893)  sand  contained  97.70  per  cent,  of  material  in- 
soluble in  strong  sulphuric  acid  kept  at  the  boiling  temperature  for 
two  hours ;  0.96  per  cent,  of  alumina ;  0.54  per  cent,  oxide  of  iron 
and  0.13  per  cent,  oxide  of  manganese. 
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NXTMBER  OF  BaOTBIUA   AND  AMOUNT    OF    NiTROOEN   FOUND  IN  THE 

Sand  of  the  Several  Water  Filters,  December  8,  1893. 

Od  this  date,  after  the  filters  had  drained  twenty-foar  hoars, 
nameroas  samples  of  sand  at  different  depths  were  taken  from  each 
filter  and  analyzed  chemically  and  bacterially,  with  results  as  fol- 
lows :  — 


NUICBBB 

OF 
FILTKB. 

Depth. 
(Inches.) 

Mttbod 
of  Operation. 

Length  of  Time 
in  OpentUon. 

linilon 
Gellontper 

Aere 

niteredto 

iMte. 

Arerage 
Nnmberof 

Bacteria 

in  Sand  per 

Oram. 

Original 
mtroganln 

Sand, 
(rartapcr 

lOO^dxT) 

AT«rac« 
Inercaatof 
8ltro«cB 
In  Sand.* 
(Parts  KT 
100,000.) 

ISA,    . 

00 

IntermlttMit. 

4  ye*re.  S  monthe. 

1.087 

78,000 

1.0 

2.90 

88A,  . 

M 

OontinaOBi. 

lyeer.   Tmontfis. 

1,188 

88,200 

0.8 

1.24 

88,       . 

U 

lyear.  Tmonthe. 

1,002 

218,800 

1.8 

2.91 

41.       . 

to 

IntennittMt. 

lyear.   TmoDthe. 

M8 

ZlfiOO 

0.8 

1.88 

42.       . 

12 

ContloaoQS. 

lyeer.  1  month. 

781 

120.400 

1.3 

8.78 

48.       . 

M 

CoDtiDaoae. 

7  month!. 

907 

180,000 

0.8 

1.18 

44,       . 

00 

Contlnaone. 

7  monthe. 

028 

201,600 

0.8 

1.47 

45,       . 

00 

lotermittent. 

6  monthe. 

840 

02,000 

0.8 

1.26 

48.       . 

12 

Oontlnuooe. 

4  monthe. 

287 

201.000 

0.8 

2.68 

47.       . 

60 

lotermittent. 

8  monthe. 

241 

08,800 

0.8 

1.20 

48.       . 

00 

Intermittent. 

8  monthe. 

201 

06.600 

0.8 

0.40 

49.       . 

00 

OontlnuoQS. 

8  monthe. 

828 

61,600 

0.8 

1.84 

'  The  organle  nitrogen  wne  oalcnlated  m  ^^  of  the  albamtoold  ammonia  doubled. 


Upon  dividing  the  deep  filters  into  two  classes,  according  to  the 
method  of  application  of  water,  and  summarizing  the  data,  it  is  found 
that  the  intermittent  filters  contained  108  bacteria  per  gram  and 
an  increase  in  nitrogen  of  .0021  part  per  100,000  for  each  million 
gallons  of  water  filtered  per  acre ;  while  for  the  continuous  filters 
these  figures  become  122  and  .0016,  respectively.  It  is  probable 
that  somewhat  different  results  would  be  obtained  in  mid-summer. 

In  the  next  tables  the  results  of  the  analyses  of  the  sand  from 
the  several  filters  are  presented  with  greater  detail.  It  is  to  be 
stated  that  the  method  followed  until  September,  1893,  of  scrapiog 
the  filters  and  not  replacing  the  sand  removed,  until  the  depth  was 
decreased  6  to  12  inches,  caused  greater  irregularities  than  would 
have  been  the  case  if  the  sand  removed  had  always  been  replaced 
with  clean  material  at  the  time  of  scraping. 
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Number  of  Bacteria  per  Oram  found  in  the  Sand  at  Different  Depths,  Dec.  8,1893. 


KUMMEB  OF  FlLTBS. 

ISA. 

SB  A. 

S8. 

41. 

4S. 

4a. 

Date  wbtn  last  scraped,    . 

Oet.9. 

Not.  28. 

Deo.  4. 

Deo.  7. 

Dee.  2. 

Deo.  7. 

Upper  quarter-loch,    . 

1,670,000 

7OT,000 

8.480.000 

1,760,000 

1,760,000 

0,800,000 

Upper  inch, 

1,250,000 

686,000 

2,676,600 

1,046,800 

1,047,600 

6,238,100 

Upper  alx  Inches, 

420,000 

102,000 

781,100 

281,100 

228,600 

1,007,000 

Upper  foot,  . 

267,000 

108,000 

860,800 

141,600 

120,400 

676.000 

BeooDd  foot. 

78,000 

10,800 

67,800 

22,600 

- 

66,700 

Third  ft)ot,  .       . 

27,000 

11,600 

- 

18,600 

- 

10,800 

Fourth  foot. 

18,000 

11,600 

- 

8,700 

- 

18,100 

Fifth  foo^    .       . 

10,000 

- 

- 

- 

- 

22,200 

Number  of  Bacterta  per  Gram  found  in  the  Sand  at  Different  Depths,  Dec,  89 

I^P5— Concluded. 


KUMBBB  or  PILTBB. 

44. 

45. 

44. 

47. 

48. 

4». 

Date  when  last  scraped,    . 

Dee.  7. 

Dec.  2. 

Dec.  2. 

Dec.  2. 

Dec.  2. 

Deo.  7. 

Upper  qnarter-lneh,    . 

2,020,000 

1.800.000 

1,900,000 

8,600,000 

1,700,000 

880,000 

Upper  inch. 

2,082.800 

l,0n.400 

1,875.000 

2,072,800 

1,172,800 

628,600 

Upper  alx  Inches, 

1.108,200 

- 

808,200 

480,000 

416,000 

190,800 

Upper  foot, . 

021,000 

168,800 

201,600 

266,600 

886,700 

181,700 

Beoond  foot, 

181,600 

66,200 

- 

66,800 

28,000 

81,600 

Third  foot,  . 

181,600 

46,400 

- 

49,800 

18,000 

84,600 

Fourth  foot. 

110,600 

22,200 

- 

48,800 

20,000 

80,000 

Fifth  foo^    .       . 

12,100 

81,100 

- 

46,800 

- 

- 

Amount  of  Nitrogen  stored  in  the  Sand*  at  Different  Depths,  Dec.  8, 1893. 

[Parts  per  100.000  by  weight  of  dry  sand.] 


SvuMMM  or  FaTKB. 

ISA. 

SB  A. 

S8. 

41. 

4S. 

4S. 

44. 

45. 

46. 

47. 

48. 

48. 

Upper  qnarUr-inch,    . 

17.40 

4.70 

10.90 

0.60 

8.40 

- 

1.82 

5.n 

8.67 

9.02 

4.70 

0.90 

Upper  inch, . 

11.66 

4.91 

8.60 

1.06 

7.16 

0.66 

6.46 

8.61 

2.66 

7.66 

4.28 

1.68 

Upper  six  inches, 

6.21 

2.08 

6.98 

0.80 

4.46 

8.19 

6.91 

1.60 

1.82 

5.42 

2.41 

6.09 

Upper  foot,  . 

6.80 

0.72 

4.14 

0.05 

8.78 

8.47 

4.82 

2.47 

2.58 

8.77 

0.68 

4.42 

Second  foot. 

6.10 

4.40 

1.80 

4.80 

- 

1.00 

1.87 

2.06 

- 

0.94 

0.60 

0.90 

Third  foot,   .       .       . 

1.40 

0.60 

- 

0.66 

- 

0.40 

0.58 

1.10 

- 

0.64 

0.80 

0.47 

Fonrthfoot,.       .       . 

0.80 

0.26 

- 

0.90 

- 

0.80 

0.58 

0.86 

- 

0.40 

0.85 

0.46 

Fifth  foot,    . 

0.91 

- 

- 

- 

- 

0.46 

0.67 

0.88 

- 

0.88 

- 

- 

•  Nitrogen  In  original  sand  dedacted. 
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Considerable  attention  was  given  to  the  species  of  bacteria  found 
in  the  sand  at  different  depths  in  Filters  Nos.  33  A,  41 ,  44  and  47. 
No  very  marked  characteristics  with  respect  to  the  distribution  of 
the  species  of  bacteria  could  be  found  in  the  samples  of  sand  from 
the  different  sources.  The  presence  of  about  fifteen  species  was 
noted. 

In  the  following  table  are  given  the  results  of  chemical  and 
bacteriological  analyses  of  representative  samples  of  the  clogged 
sand  removed  from  the  surfaces  of  the  filters  by  scraping. 

The  number  of  bacteria  per  gram  in  these  samples  was  found  to 
be  somewhat  less  than  in  samples  just  below  the  surface,  as  will  be 
seen  from  the  tables  above.  The  reason  of  this  appears  to  arise 
from  the  difficulty  with  which  the  bacteria  are  detached  from  the 
grains  which  are  so  thickly  coated  with  the  accumulation  of  gelati- 
nous organic  matter.  From  this  it  will  be  understood  that  the  merit 
of  determinations  of  bacteria  in  sand  lies  in  their  value  for  com- 
parison and  not  as  absolute  determinations. 


NDMBBB  of  FlLTBB. 


88  A, 

84  A, 

85  A, 
88  A, 
88,  . 
80,  . 


4I» 
42, 


48, 
44, 
46, 


Total!  and  aTerag«a» 


Arerage 

Nomber 

of  Bacteria  in 

Sand  per 

Oram. 


820,000 
880,000 
680,000 

goo,ooo 

1,600,000 
680,000 
640,000 
900,000 
•10,000 
640,000 
640,000 


800,000 


Homber 
of  Analjriea 


4 
10 
4 
T 
6 
8 
6 
6 
T 
6 
S 


64 


Arenge  Quantity 

of  Mltr^n  in 

Sand. 

(Parts  ^100,000 

b/Weifht 

of  617  Sand.) 


28.0 
82.6 
26.6 
82.2 
80.6 
26.8 
28.8 
28.8 
42.8 
22.1 
17.4 


27.8 


Komber 
of  Analjaei 


64 
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The  Eelation  between  Construction  and  Operation  of  Filters 
AND  THE  Quantity  of  Sand  scraped  from  the  Surfaces 
to  relieye  Clogging. 

The  data  obtained  in  1893  upon  this  point  are  summarized  in  the 
table  below.  These  results  cover  the  period  May  to  November,  in- 
clusive. As  far  as  can  be  judged  from  the  analyses  of  the  applied 
water,  it  is  believed  that  they  are  representative  for  the  entire 
year.  The  increased  viscosity  of  the  water  during  the  winter 
months,  other  conditions  being  equal,  would  probably  reduce  some- 
what the  quantities  of  water  filtered  between  scrapings. 

The  depths  of  sand  removed  were  calculated  in  each  case  from  the 
weight  of  the  sand.  It  will  be  seen  that  in  the  case  of  those  ex- 
perimental filters  having  a  maximum  loss  of  head  of  70  inches  the 
volume  of  sand  removed,  per  million  gallons  of  water  filtered,  was 
in  many  cases  approximately  the  same. 


Summary  of  Results  of  Scraping  of  Water  Filters^  May  to  November^  1893, 

Ktmbbb  or 

riLTBK. 

sue 
or  Sand 
Grain. 

Miiu. 
mttan. 

Approzl- 
mata 

iBdMt. 

Maximam 

LiiMOf 

Head. 
Inchea. 

Method 
of  Operation. 

Number 

of 
Scraplnct. 

BemoTed 

at  each 

Scraping. 

Inchea. 

Arerage 
Qoantity 
of  Water 
Filtered 
per  Aere 
between 
Ser^lnsi. 

Gallona. 

Volomeof 
Band 

per  MllUon 
QaUont. 

CobTe 
Tarda. 

»A..        . 

.14 

80 

70 

Contlnoooa. 

.28 

49,000,000 

.88 

84  A..        . 

.00 

48 

70 

Continue  aa. 

17 

.12 

14,000,000 

1.18 

»A.*        . 

.20 

48 

70 

Intermittent. 

.26 

02,000,000 

.86 

MA,» 

.10 

48 

70 

Oontlnnoaa. 

.21 

86,000,000 

.82 

87.»    .        . 

.30 

66 

70 

Continnooa. 

.20 

141,000,000 

.19 

88.      .        . 

.80 

90 

86 

Gontinaooa. 

18 

.17 

22,000,000 

1.08 

88.»    .        . 

.90 

1 

28 

Oontinuooa. 

14 

.16 

18,000.000 

1.66 

41,      . 

.14 

80 

70 

Intermittent. 

8 

.10 

66,000,000 

.48 

42,      .        . 

.90 

10 

28 

Contlnnona. 

24 

.10 

19,000,000 

1.11 

«,      .        . 

.28 

80 

70 

Continaoaa. 

18 

.28 

67,000,000 

.88 

44.      .        . 

.29 

80 

70 

Oontlnaoiia. 

18 

.80 

70,000,000 

.68 

«.      .        . 

.28 

80 

70 

Intermittent. 

.28 

78,000,000 

.48 

48,      .        . 

.20 

12 

28 

Contlnnona. 

.26 

20,000,000 

1.18 

47,      .        . 

.20 

80 

70 

Intermittent. 

.46 

100,000,000 

.80 

«.      .        . 

.88 

80 

70 

.88 

181,000,000 

.88 

<•.      .        . 

.88 

80 

70 

Continnooa. 

.82 

79,000.000 

.68 

•No«. 

88Amnd88 

A  were  CO 

mpUcated 

by  loam  layera 

.    No.  87  1 

W9M  aerape 

d  bnt  onoe,i 

ind  dnring 

a  portion  of  the  period  eliannela  were  formed  at  the  aidea.    For  a  aliort  time  Noa.  88  A  and  80  wera  run 
latermittently,  while  No.  86  A  waa  operated  oootinnoualy  for  a  brief  period. 
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Conclusions. 

1.  The  frequency  of  scraping  increases  with  the  fineness  of  the 
material  and  as  the  available  bead  decreases. 

2.  The  intermittent  filters  under  the  existing  methods  of  opera- 
tion required  scraping  less  frequently  than  the  continuous  filters  of 
the  same  construction,  owing  chiefly  to  a  disturbance  of  the  surface 
sand  by  the  air  which  is  driven  from  the  pores  of  the  filter. 

3.  These  results  confirm  the  conclusions  drawn  from  the  studies 
in  1892,  except  with  regard  to  the  effect  of  the  method  of  applica- 
tion of  water.  This  discrepancy  is  doubtless  explained  by  the  &ct 
that  Filters  Nos.  35  A  and  41  in  1892  contained,  a  foot  or  less  from 
the  surface,  loam  layers,  which,  together  with  the  method  of  opera- 
tion then  practised,  prevented  much  air  from  escaping  at  the 
surface. 

4.  As  the  filters  grow  old  the  sand  becomes  more  compact 
This  compactness  and  the  accumulation  of  matter  from  the  water 
give  the  effect  of  a  finer  material,  requiring  more  frequent  scraping. 
(Filters  Nos.  33A  and  41  were  disturbed  to  a  depth  of  one  foot  io 
July,  1893,  while  No.  34  A  was  not  treated  in  this  manner.) 

The  Water  taken  trom  the  Merrimack  Rfveb  and  applied 
TO  the  Experimental  Filters. 

Water  taken  from  the  Merrimack  River  has  been  applied  to  all  of 
the  water  filters,  and  is  brought  through  a  two-inch  galvanized  iron 
pipe,  about  four  hundred  feet  long,  from  the  north  canal  of  the  Essex 
Company.  The  water  is  substantially  the  same  as  the  river  water 
above  Lawrence,  which  is  applied  to  the  city  filter.  The  turbidity, 
sediment  and  odor  are  usually  very  slight,  but  after  heavy  rains  and 
during  the  spring  freshets  the  turbidity  and  sediment  become  very 
marked.  The  results  of  analyses  are  given  in  the  two  tables  below. 
In  the  first  table  are  given  the  analyses  of  the  water  as  it  was  drawn 
from  the  pipe.  From  May  12  until  the  discontinuance  of  the  ex- 
periments, December  8,  cultures  of  JB.  prodigiosus^  together  with 
the  food  on  which  these  germs  grew,  were  applied  to  the  water  which 
supplied  the  several  filters,  for  ten  hours  each  day.  The  results  of 
analyses  of  the  water  after  its  inoculation  with  these  germs  are  given 
in  the  second  table. 
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Monthly  Averages  of  Analyses  of  Canal  Water  {Merrimack  Siver).* 

(Parti  p«r  100,000.] 


^ 

Ammonia. 

1 

NITROOKM  AS      1 

1^ 

"1 

DATE-^ISM. 

i 

< 

s 

i 
s 

1^ 

January, 

34 

.41 

.0085 

.0207 

.23 

.019 

.0001 

.46 

93. 

11.200 

February, 

35 

.36 

.OIU 

.0225 

.34 

.022 

.0002 

.41 

96. 

7,200 

tfareh,    . 

35 

.38 

.0061 

.0204 

.18 

.020 

.0001 

.44 

91. 

4,800 

April,      . 

39 

.44 

.0022 

.0146 

.13 

.011 

.0000 

.46 

100. 

2,700 

May,      . 

53 

.46 

.0038 

.0165 

.11 

.015 

.0000 

.45 

86. 

2.400 

June.      . 

67 

.87 

.0070 

.0190 

.17 

.018 

.0000 

.30 

76. 

5,000 

Jnly,       . 

72 

.86 

.0005 

.0214 

.19 

.020 

.0002 

.83 

62. 

4.600 

Aogurt,. 

72 

.29 

.0097 

.0210 

.20 

.018 

.0001 

.27 

69. 

4,100 

66 

.89 

.0080 

.0170 

.22 

.016 

.0001 

.41 

81. 

18.600 

October,. 

67 

.84 

.0110 

.0201 

.24 

.012 

.0003 

.87 

86. 

17,700 

NoTember, 

42 

.47 

.0071 

.0194 

.19 

.012 

.0001 

.53 

95. 

7.800 

December, 

34 

.44 

.0057 

.0177 

.20 

.015 

.0000 

.49 

96. 

11.900 

*  For  additional  analyaes,  in  which  are  given  the  residue  on  evaporation  and  observations  upon  the 
odor,  turbidity  and  microecopioal  organisms,  see  page  181 . 


Monthly  Averages  of  Weekly  Analyses  of  Water  as  applied  to  Filters. 


1^ 

H 

^ 

Ammowa. 

i 

NITKOOBM  AS 

1 

Baotkria  pks 

Cubic 
Ckmtimbtkk. 

DATB-19M. 

1 

1 

S 

1 

u 

MV.        .        .        . 

53 

.46 

.0044 

.0197 

.11 

.016 

.0000 

.47 

2.400 

3,300 

June.      . 

67 

.37 

.0076 

.0222 

.17 

.018 

.0000 

.40 

5,900 

6.600 

July.      . 

72 

.36 

.0100 

.0259 

.19 

.020 

.0002 

.34 

4,600 

6,900 

August,. 

72 

.29 

.0103 

.0268 

.20 

.018 

.0001 

.28 

4,100 

5,900 

September, 

65 

.30 

.0086 

.0205 

.22 

.016 

.0001 

.42 

18.600 

6,800 

October, 

57 

.84 

.0116 

.0241 

.24 

.012 

.0003 

.38 

17,700 

6,800 

November, 

42 

.47 

.0077 

.0233 

.19 

.012 

.0001 

.64 

7.800 

6,100 

December, 

34 

.44 

.0063 

.0212 

.20 

.016 

.0000 

.60 

11.900 

6,100 
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Detailed  Account  of  the  Work  of  the  Several  Water 
Filters  in  1893. 

The  remaining  pages  contain  a  summary  of  the  weekly  averages 
of  all  bacterial  results,  followed  by  a  brief  description  of  the  opera- 
tion of  each  filter  and  monthly  averages  of  both  chemical  and  bac- 
terial analyses.  One  bacterial  sample  was  examined  daily  fi'om  each 
effluent  from  January  until  May.  These  results  are  more  or  less 
abnormal  because  the  conditions  existing  in  the  filters  were  abnormal 
from  time  to  time.  This  was  caused  partly  by  the  formation  of 
channels  at  the  sides  of  the  iron  tanks  due  to  freezing  weather,  and 
partly  to  the  evolution  of  air  by  the  water  as  it  increased  in  tem- 
perature, which  produced  channels  within  the  filters.  These  condi- 
tions were  touched  upon  in  the  1892  Report.  It  is  believed  that 
they  would  not  appear  in  large  filters  in  actual  practice.  On  ac- 
count of  these  peculiar  and  unfavorable  circumstances  the  results 
obtained  from  January  to  May  do  not  appear  in  the  foregoing 
discussion,  and  for  the  same  reason  the  experiments  were  discon- 
tinued during  the  winter  of  1893-94. 

General  Plan  of  the  Experiments. 

Beginning  May  12  B.  prodigiosus  was  regularly  applied  to  each 
filter  for  ten  hours  a  day  on  six  days  in  a  week.  The  general 
plan  of  the  experiments  was  the  same  as  during  the  preceding  year 
(see  the  1892  Report,  page  529).  A  pure  culture  of  this  species  of 
bacteria  was  obtained  by  inoculation  and  growth  for  four  days  at 
20^  C.  in  a  solution  of  one-tenth  per  cent,  peptone  and  two-tenths 
per  cent,  glucose  in  city  water.  This  solution  was  applied  to  the 
filters  in  the  proportion  of  one  part  to  three  thousand  parts  of  water, 
at  intervals  of  one  or  two  hours  during  the  day,  according  to  the 
rate  of  filtration.  Throughout  the  experiments  four  examinations 
were  made  daily  of  each  of  the  effluents,  at  a  time  when  the  water 
from  the  applied  doses  was  passing  through  the  outlet-pipes.  The 
reasons  that  this  species  of  bacteria  was  used  are  that  it  is  easy  to 
differentiate  from  ordinary  water  bacteria  and  is  apparently  very 
similar  to  the  germ  of  typhoid  fever  [of  Eberth]  in  its  mode  of  life 
in  the  river  water. 

The  experiments  have  been  conducted  with  as  much  uniformity  as 
possible,  and  the  system  practised  has  been  substantially  the  same  as 
that  of  the  preceding  year.     Notes  of  the  slight  changes  that  have 
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D  made  will  be  foand  in  the  proper  places.  When  considering 
depths  to  which  the  filters  were  reduced,  largely  by  scraping,  it 
3  be  borne  in  mind  that  this  diminution  is  partly  accounted  for  by 
ling.  In  November  most  of  the  filters  were  filled  with  water 
n  below  (in  some  cases  very  rapidly)  after  scraping,  and  this, 
3ther  with  the  very  high  rates  of  filtration,  increased  the  average 
iber  of  bacteria  in  the  effluents. 

Q  the  first  table  below  will  be  found  the  results  of  the  mechanical 
lyses  of  the  sands  in  the  various  water  filters.  The  underdrains 
e  5  inches  deep  in  each  case.  Filters  Nos.  3  B  and  8  A  are  each 
two-hundredth  of  an  acre  in  area  and  are  out  of  doors.  The 
3r  water  filters  are  20  inches  in  diameter,  equivalent  to  one 
nty-thousandth  of  an  acre,  and  are  all  placed  within  the  buildings, 
'he  second  table  beyond  contains  the  weekly  averages  of  the  num- 
3  of  bacteria  in  the  applied  water  and  in  the  various  effluents, 
lowing  this  are  brief  descriptions  and  monthly  averages  of  the 
mical  and  bacterial  analyses  of  the  effluents  of  the  several  filters. 
^he  report  ends  with  a  detailed  account  of  the  results  of  analyses 
ftined  from  the  Lawrence  city  filter  and  also  from  the  duplicate 
)rs  at  the  Experiment  Station,  Nos.  3  B  and  8  A. 

Mechanical  Composition  of  Materials  used  for  Water  Filters  in  1893. 


Pkr  C«ht.  by  Wsioht  of 

Grains  in  Filtkbs  Nos.— 

DiAMBTKS  IK  AIILUDIKTKB8. 

ISA. 

48. 

44. 

48. 

49. 

4». 

41. 

34  A. 

Umh  5.0,      .         . 

100.0 

100.0 

- 

- 

- 

- 

- 

- 

"     3.9,      . 

97.0 

06.0 

- 

08.0 

08.0 

_ 

100.0 

- 

"     2.04,    . 

03.0 

72.0 

08.0 

85.0 

96.0 

100.0 

00.0 

- 

"       .93,    . 

32.0 

45.0 

78.0 

54.0 

01.0 

07.0 

06.0 

100.0 

••       .46.    . 

8.0 

17.0 

82.0 

26.0 

50.0 

87.0 

70.0 

00.0 

"       .316, . 

4.0 

5.0 

12.0 

14.0 

22.0 

44.0 

38.0 

04.0 

"       .184,  . 

1.3 

0.0 

3.7 

5.4 

5.5 

0.0 

15.0 

52.0 

"       .105, . 

0.0 

0.2 

0.8 

1.4 

0.0 

0.4 

5.4 

11.2 

"       .08,    . 

- 

- 

- 

- 

- 

- 

- 

3.0 

"       .04,    . 

- 

- 

- 

- 

- 

- 

0.5 

;tlTe  size  (millimeter), 

.48 

.38 

.29 

.26 

.23 

.20 

.14 

.00 

ormlty  eo-efQcient, 

2.4 

3.5 

2.7 

3.7 

2.3 

1.6 

2.2 

2.1 

nmted  maximum  rate  (million  gallons  per 

re  daily). 

inlc  nitrogen  (parU  per  100,000),*      . 

184.0 
1.0 

116.0 
.8 

67.0 
.8 

53.0 
.8 

42.0 
.8 

32.0 
1.8 

16.0 
.8 

7.0 
.8 

*  Calculated  as  14  of  the  albuminoid  ammonia  doubled. 
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The  **  effective  size  "  of  the  sand  grains  means  that  ten  per  cent,  by 
weight  of  the  grains  are  finer  than  the  diameter  given.  The  "ani- 
formity  coefficient "  is  the  ratio  A  to  B  when  the  values  of  A  and  B 
are  such  that  sixty  per  cent,  by  weight  of  the  material  is  finer  than 
A  and  ten  per  cent,  finer  than  B.  The  <<  maximum  rate**  istbe 
maximum  quantity  of  water,  expressed  in  million  gallons  per  acre 
daily,  which,  at  a  temperature  of  50^  F.,  will  pass  through  a  filter 
of  clean  sand  with  no  air  in  its  pores,  and  with  no  suspended  matter 
upon  its  surface  when  the  acting  head  is  equal  to  the  depth  of  sand. 

The  sand  in  No.  48  is  the  same  as  in  No.  49 ;  No.  44  as  in  Nos. 
46  and  47  ;  No.  45  as  in  Nos.  3  B  and  8  A  ;  No.  42  as  in  Nos.  35  A, 
36  A,  37,  38  and  39 ;  and  No.  41  the  same  as  in  No.  33  A. 

The  sand  in  No.  44  corresponds  quite  closely  with  the  **  No.  70" 
sand  in  the  Lawrence  city  filter,  and  No.  45  with  **  No.  50"  sand 
in  the  city  filter. 
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Filter  No.  18  A. 

This  filter,  20  inches  in  diameter,  contains  sand  of  an  effecti?e 
size  of  0.48  millimeter  and  has  been  in  operation  since  Sept.  17, 
1889.  The  original  depth  of  the  sand  was  62  inches.  Up  to 
January,  1891,  city  water  was  applied  in  hourly  doses,  fourteoD 
hours  a  day  on  six  days  a  week,  at  the  rate  of  about  one  million 
gallons  per  acre  daily.  The  faucet  at  the  outlet  was  always  kept 
wide  open  until  Oct.  1,  1893,  and  the  rate  of  filtration  regulated  at 
the  top.  The  outlet  has  never  been  trapped.  With  the  exception 
of  a  few  scattering  days  river  water  taken  from  the  canal  has  been 
applied  since  Aug.  18,  1891.  From  January,  1891,  to  July,  1893, 
the  water  was  applied  by  an  automatic  arrangement  in  small  doses 
equivalent  to  5,000  gallons  per  acre  once  in  three  to  seven  minutes, 
days,  nights  and  Sundays,  according  to  the  rate  of  filtration.  On 
July  17, 1893,  the  siphon  attachment,  by  which  the  water  was  applied 
intermittently,  was  removed  and  the  water  applied  constantly  for 
sixteen  hours  a  day  on  six  days  in  a  week.  Beginning  October  1 
the  faucet  at  the  outlet  was  closed  at  5  a.m.  daily  after  draining  over 
night  and  th^  water  applied  at  the  top ;  after  the  surface  was  covered 
the  faucet  was  opened  below  to  give  the  desired  rate  of  filtration,  and 
the  surface  was  kept  covered  until  the  water  was  shut  off  at  9  p.m. 
With  the  exception  of  November  21  to  30  this  method  was  followed 
through  the  rest  of  the  year. 

No  sand  was  scraped  from  the  surface  until  November,  1892,  when 
it  was  necessary  to  remove  2}  inches  in  order  to  keep  the  action 
of  the  filter  intermittent.  During  the  four  years  of  its  operation 
the  surface  was  scraped  five  times  and  8  inches  of  sand  were  removed 
without  replacement ;  the  water  filtered  in  this  time  was  equivalent 
to  1,500,000,000  gallons  per  acre.  The  sand  removed  was  equiva- 
lent to  0.70  cubic  yard  per  million  gallons  of  water  filtered.  It  will 
be  seen  that  this  quantity  agrees  approximately  with  some  of  the 
results  from  other  filters  presented  on  page  487.  On  October  9 
clean  sand  was  added  and  the  filter  restored  to  its  original  depth. 
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MoiUMif  Averages  of  AntUifxex  »/ Effltmrd,  of  Filter  No,  23  A. 

[Fkrtapiirlt»,aM>.) 
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Filter  No.  33  A, 
This  filter  was  put  in  operation  April  28,  1832,  iirid  cont^iiDs  mind 
F  an  effective  size  of  0.14  milli meter.  The  original  ilepth  wast  60 
iches.  The  method  of  operation  has  been  continuous,  except  from 
upril  17  to  30,  1893,  and  for  a  few  days  at  irregular  intervals  dur- 
ig  the  winter,  when  the  filter  was  accidentally  drained,  owing  to 
eeyJug  of  the  water  pipes.  The  rate  of  filtration  has  boon  reguhited 
y  Die  faucet  at  the  outlet,  to  which  a  trap  is  attached.  From  May 
5  to  Decembers  the  filter  was  scraped  8  times,  an  average  of  once  in 
3  days.  The  average  depth  removed  at  a  scraping  was  0.23  inch  ; 
lie  average  quantity  filtered  hetween  scrapings  was  equivalent  to 
li  million  gallons  per  acre,  and  the  sand  removed  was  equivalent  to 
.63  cubic  yard -per  million  gallons.  On  July  17  the  upper  foot  of 
and  was  removed  and  replaced,  as  was  described  on  page  465.  Until 
>ctol>or  6  the  sand  removed  by  scraping  was  not  replaced,  but  on 
iat  date  the  depth  was  restored  from  47  inches  to  its  original  depth 
f  60  inches.  After  this  date  the  sand  was  replaced  at  the  time  of 
[^rtipiug- 
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MonMy  Average*  of  Analyse*  of  Effluent  of  Filter  ifo.  33  A 

[PWU  par  100,000.] 
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Filter  No.  34  A. 

This  filter  contained  sand  of  an  effective  size  of  0.09  millimeter, 
and  its  original  depth  was  60  inches.  It  was  operated  continuoasly 
after  it  was  first  put  in  operation,  April  28,  1892.  The  rate  of 
filtration  was  regulated  at  the  outlet  by  a  faucet  to  which  a  trap  was 
attached. 

From  May  12  to  September  7, 1893,  the  date  of  its  discontinuaDce, 
the  surface  was  scraped  17  times  to  relieve  clogging.  It  was  scraped 
on  an  average  once  in  7  days.  The  average  depth  removed  was  0.12 
inch ;  the  average  quantity  of  water  filtered  between  scrapings  was 
equivalent  to  14  million  gallons  per  acre,  and  the  sand  removed  was 
equivalent  to  1.16  cubic  yards  per  million  gallons.  The  depth  of 
sand  at  the  date  of  its  discontinuance  was  44  inches. 
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Monikltf  Averatfes  of  Analyses  of  Effluent  oj  Filter  No.  34  A. 
tP»ru  por  100,000.] 
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FaTEB  No.  35  A- 

TI1T8  filter  was  coiistrueted  on  March  30,  1892,  and  contaiDed 
id  of  an  effective  size  of  0.20  millimeter.  The  original  depth  was 
.5  inches,  and  1  foot  below  the  surface  was  a  hiyer  of  loam  1  inch 
ck.  April  17  to  30  and  July  31  to  September  6,  1893,  tt  was 
erated  continuously  with  the  trap  attached  to  the  outlet  in  the 
lal  manner.  During  the  remain<ler  of  the  time  it  was  operated 
ermittently,  with  the  untrapped  faucet  at  the  outlet  wide  open  and 
B  rate  regulated  at  the  top.  The  water  was  ap|)lied  sixteen  hours 
ky  on  six  dayg  in  a  week.  On  July  17,  when  the  layer  <*f  loam 
H  leas  than  3  inches  below  the  surface,  the  sand  was  taken  out 
wn  to  the  loam,  which  was  removed  and  the  sand  replaced. 
From  May  24  to  Septomljer  7,  the  date  of  its  di^^contimiance,  the 
rface  wa«  scraped  three  times  to  relieve  clogging,  and  the  average 
pth  removed  was  fK25  inch.  The  average  ([uaiitity  of  water 
ered  lictween  scrapings  was  equivalent  to  92  million  gallons  per 
"c*  It  was  scraped  on  an  average  once  in  33  days,  and  the  siand 
Qoved  was  equivalent  to  UJitS  cubic  yard  per  million  gallons, 
rhe  depth  of  the  sand  on  September  7  was  49  inches. 


Digitized  by  VjOOQ IC 


500 


STATE  BOARD  OF  HEALTH.         [Pub.  Doc. 


Monthly  Averages  of  Analyses  of  Effluent  of  Fitter  No,  33  A. 

[PutM  par  100,000.] 
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Filter  No.  86  A, 

This  filter  was  constructed  on  the  same  date  and  in  the  same  man- 
ner as  No.  35  A.  It  was  operated  continuously,  except  from  April 
17  to  30  and  from  July  31  to  September  7,  when  it  was  operated 
intermittently  in  the  same  manner  as  No.  35  A. 

From  May  12  to  September  7, 1893,  the  date  of  its  discontinoance, 
the  surface  was  scraped  7  times  to  relieve  clogging,  and  the  average 
depth  removed  was  0.21  inch.  The  average  quantity  of  water 
filtered  between  scrapings  was  equivalent  to  35  million  gallons  per 
acre.  It  was  scraped  on  an  average  once  in  14  days,  and  the  sand 
removed  was  equivalent  to  0.82  cubic  yard  per  million  gallons. 

The  depth  of  sand  on  September  6  was  48  inches. 

Monthly  Averages  of  Analyses  of  Effltient  of  Filter  No.  36  A. 

[Paru  per  100,000.] 
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1 

5 

& 

feS 

l« 

^i 

< 

M 

o 

Cm 

< 

.27 

'A 

'A 

o 

U 

*• 

January, 

1,480,000 

34 

37.6 

.26 

.0060 

.0075 

.0300 

.0000 

.20 

60 

530 

. 

February,     . 

1.540,000 

35 

36.6 

.28 

.0029 

.0090 

.19 

.0290 

.0000 

.31 

65 

273 

- 

March. . 

1,860.000 

35 

38.0 

.26 

.0018 

.0090 

.17 

.0240 

.0000 

.33 

66 

33 

- 

April,    .       . 

1.600.000 

39 

43.5 

.36 

.0007 

.0110 

.13 

.0310 

.0000 

.35 

86 

13 

- 

May.     .        . 

2.020,000 

53 

64.3 

.38 

.0018 

.0101 

.11 

.0230 

.0000 

.41 

71 

10 

- 

June,    . 

2.060,000 

67 

68.7 

.28 

.0016 

.0088 

.17 

.0390 

.0000 

.27 

64 

12 

04 

July.     .        . 

3,040,000 

72 

68.8 

.22 

.0021 

.0097 

.20 

.0300 

.0006 

.23 

15 

107 

e.0 

August. 

1,660,000 

72 

70.4 

'  .16 

.0024 

.0091 

.20 

.0490 

.0000 

.16 

86 

157 

8.8 

September,  . 

1.200,000 

65 

63.0 

,-^ 

.0008 

.0088 

.21 

.0330 

.0000 

.31 

- 

30 

1.0 
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Filter  No.  37. 

rhis  filter  was  constructed  on  April  18,  1892,  and  contained 
finally  61  inches  in  depth  of  sand  having  an  effective  size  of  0.20 
limeter.  It  was  operated  continuously  until  June  25,  1893, 
en  the  experiment  was  discontinued,  owing  to  an  accident  which 
opened  to  the  tank. 

rhe  results  obtained  from  this  filter  are  more  or  less  affected  by 
)lution  of  air  from  the  water  and  the  formation  of  channels  at  the 
es  of  the  iron  tank,  as  is  indicated  by  the  results  of  the  analyses 
low  and  by  the  fact  that  this  filter  of  medium  fine  sand  was  oper- 
d  for  more  than  three  months  during  the  winter  without  scraping, 
was  scraped  on  June  19  to  relieve  clogging,  and  0.20  inch  was 
noved.     The  depth  of  sand  on  this  date  was  55  inches. 


Monthly  Averages  of  Analyses  of  Efflttent  of  Filler  No.  37 * 

[ParU  per  100,000.] 


Qaantity 
of 

Tkmpera- 

TDhK. 
l)KO.  F. 

AmfOViA. 

KITBOOBN 
AS 

1 

PKB  Cubic 

CKMTmiCTKK. 

B— 18M. 

Effluent 

Gallons 

per  Acre 

Daily. 

1^ 
< 

«: 

.26 

i 

2 

1 

< 

.29 

1 

S5 

9^ 

1 

1 

^1 

r 

s  1 

aary,      . 

1,780,000 

34 

36 

.0001 

.0082 

.0270 

.0000 

.27 

70 

460 

_ 

roary,    . 

1.740,000 

35 

36 

.28 

.0065 

.0101 

.25 

.0280 

.0001 

.80 

72 

168 

- 

•ch..        . 

2,000,000 

35 

37.8 

.25 

.0022 

.0070 

.17 

.0230 

.0000 

.82 

75 

SO 

- 

rU,  .       . 

1,640,000 

80 

43 

.34 

.0010 

.0116 

.12 

.0160 

.0000 

.85 

60 

18 

^    . 

1,680,000 

53 

55 

.38 

.0013 

.0008 

.11 

.0200 

.0000 

.40 

56 

7 

0.0 

«,   . 

3,360,000 

67 

68 

.29 

.0022 

.0098 

.16 

.0270 

.0000 

.29 

62 

13 

1.9 

Filter  No.  38. 

This  filter  contained  sand  of  an  effective  size  of  0.20  millimeter, 
d  its  original  depth  was  24  inches.  The  date  of  its  construction 
18  April  28,  1892.  It  has  been  operated  continuously  in  the 
nal  manner. 

From  May  25  to  December  4  the  surface  was  scraped  18  times  to 
iieve  clogging.  It  was  scraped  on  tin  average  once  in  11  days, 
le  average  depth  removed  was  0.17  inch ;  the  average  quantity  of 
iter  filtered  between  scrapings  was  equivalent  to  22  million  gal- 
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Ions  per  acre,  and  the  sand  removed  was  equivalent  to  1.06  cubic 
yards  per  million  gallons. 

The  sand  removed  by  scraping  was  not  replaced  with  clean  mate- 
rial until  Sept.  12,  1893.  The  depth  of  sand  was  about  14  inches 
on  that  date,  when  the  filter  was  refilled  to  its  original  depth.  From 
this  time  on  the  sand  was  replaced  at  the  time  of  scraping.  The 
addition  of  .new  sand  in  September  caused  a  greater  (percentage) 
removal  of  color. 


Monthly  Averages  of  Analyses  of  Effluent  of  Filler  No,  38. 

[Part«  per  100,000.] 


Quantity 

of 
Effluent 

Oallons 

per  Acre 

Dally. 

Tkmpbka-    1 

TUKB. 

Dkq.  F. 

.28 

Ammonia. 

1 

i 

.23 

Datk-1898. 

1: 

< 

34 

1 

i 

35 

i 

.0076 

'6 

a 

1 

< 

.0086 

January, 

1,680,000 

February,    . 

1,780,000 

36 

36 

.30 

.0084 

.0112 

.22 

March. .        . 

1,080,000 

36 

36.6 

.29 

.0062 

.0084 

.18 

April,   . 

1,640,000 

39 

41 

.37 

.0018 

.0102 

.11 

May,     .        . 

1,900,000 

63 

66.6 

.39 

.0011 

.0104 

.10 

JuDa,    . 

1,660,000 

67 

69 

.30 

.0015 

.0090 

.16 

July,     .       . 

1,040,000 

72 

70 

.20 

.0024 

.0095 

.20 

August, 

2,640,000 

72 

70.6 

.16 

.0023 

.0090 

.20 

September,  . 

1.040,000 

66 

68 

.12 

.0016 

.0079 

.22 

October, 

1,980,000 

67 

66 

.30 

.0026 

.0116 

.28 

November,  . 

8,380,000 

42 

42 

.33 

.0028 

.0124 

.19 

December,  . 

3,900,000 

34 

36.5 

.88 

.0064 

.0112 

.20 

v.,,...^ 

a 

II 

Bactbbu 

PBS  CCBIC 

Cbxtuibtu. 

•i.- 

9* 

i 

.0000 

i 

u 

■ 

% 

.0170 

.31 

79 

599 

.0215 

.0000 

.35 

78 

188 

- 

.0207 

.0000 

.34 

82 

88 

- 

.0136 

.0000 

.38 

73 

17 

- 

.0260 

.0000 

.30 

68 

12 

I.S 

.0360 

.0000 

.29 

43 

17 

1.2 

.0307 

.0006 

.22 

21 

127 

$.0 

.0240 

.0000 

.16 

27 

84 

S.3 

.0310 

.0000 

.14 

60 

22 

0.7 

.0287 

.0000 

.37 

47 

29 

0.1 

.0226 

.0000 

.37 

88 

68 

4.5 

.0190 

.0000 

.41 

82 

60 

2.2 

Filter  No.  39. 

The  filter  contained  sand  of  an  effective  size  of  0.20  millimeter. 
Its  depth  on  the  date  of  its  construction,  April  28,  1892,  was  12 
inches.  It  was  operated  continuously  up  to  Aug.  19,  1893,  the 
date  of  its  discontinuance,  with  the  exception  of  July  10  to  30,  when  it 
was  operated  intermittently  with  the  outlet  untrappedand  wide  open. 
The  depth  of  sand  May  1,  1893,  was  2.5  inches.  From  May  12  to 
August  19  the  surface  was  scraped  14  times  to  relieve  clogging,  and 
the  average  depth  removed  was  0.15  inch.  The  average  quantity  of 
water  filtered  between  scrapings  was  equivalent  to  13  million  gal- 
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IS  per  acre.     It  was  scraped  on  an  average  once  in  7  days,  and 

5  sand  removed  waa  equivaleDt  to  1.55  cubic  yards  per  tnilliou 

Ions. 

rhe  depth  of  sand  in  the  filter  at  the  time  the  experiment  was 

>iigbt  to  an  end  was  ahotit  0.5  inch.     In  addition  to  this,  how- 

!r,  there  were  5  inches  of  nnderdrains,  some  of  the  material  of 

ich  was  fairly  fine>  ^ 

MofUhli/  Averages  af  Analyses  of  Effluent  of  FiUer  No,  39» 

[ParUper10a,O0O.J 


QiiuUlT 

£fBiieiit 

perAet* 

1         tGWM, 
Dio.  F. 

, 

AUUQWtA. 

1 

NlTlOQKS 

1 

if 
1^ 

i— IIHIS. 

1? 

1 

< 

1 

1 

1 
1 

5 

i 

si 
^1 

ii,  . 
r,     ^ 

1,WM,POO 

U 
35 

m 
m 

72 

n  i 

as 

41. ft 

60 
73 

M 
.S9 

49 

.0076 
.0082 

.ooa7 

.0017 
.WIO 

,oai9 
.oait 

.Q112 
.0107 
.UIM 
.OlOT 
,0104 
.0091 
.0142 
.4120 

.34 

.^ 

.11 

.10 

.m 

.21 
.SO 

.oiso 

.0210 
.0220 
.0120 
.(Jffi20 
.0300 
,0270 
.0250 

.0000 
.0000 
.0000 
.0000 
.0000 
.0000 
.0000 
,0000 

as 

42 
32 
20 
10 

so 

£0 

02 

193 

2.51 

m 

10 

3fi2 
3I» 

4 

0 
S2 
iO 

Filter  No,  41* 

This  filter,  a  duplicate  of  No,  33  A,  was  conatructed  May  9, 1892, 
1  contained  originally'  60  inches  in  depth  of  sand  of  an  effective 
e  of  0-14  minimeter.  It  has  been  operated  intermittently,  except 
>m  April  17  to  30,  with  the  outlet  untnipped.  On  July  17  the 
per  foot  of  material  was  dug  out  and  put  back  (see  page  465)* 
}  to  Oct,  1,  1893,  the  faucet  at  the  outlet  waa  kept  wide  open  and 
^  nite  of  filtraiioE  regulated  at  the  top.  During  the  rest  of  the 
ar,  except  November  21  to  30,  it  was  operated  as  follows :  the 
leet  at  the  outlet  was  closed  at  5  a.m.  daily,  after  the  tiller  had 
en  allowed  to  drain  over  night,  and  the  water  applied  at  the  top ; 
ST  the  surface  was  covered  the  faucet  was  opened  at  the  outlet  to 
ve  the  desired  rate  of  filtration,  and  the  surface  was  kept  covered 
itil  the  water  was  abut  off  at  9  r.M. 
From  May  12  to  December  8  the  surface  waa  scraped  8  times  to 
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relieve  clogging,  —  ao  average  of  once  in  22  days.  The  average 
depth  removed  at  a  scraping  was  0.19  inch;  the  average  quantity 
of  water  filtered  between  scrapings  was  equivalent  to  56  millioD 
gallons  per  acre ;  and  the  sand  removed  was  equivalent  to  0.46 
cubic  yard  per  million  gallons. 

Until  Nov.  15,  1893,  the  sand  removed  by  scraping  was  not  re- 
placed with  new  material,  but  on  that  date  the  depth  was  restored 
from  52  inches  to  its  original  depth  of  60  inches.  After  this  date 
the  sand  was  replaced  at  the  time  of  scraping. 


Monthly  Averages  of  Analyses  of  Effluent  of  Filter  No.  41. 
[Parta  per  100,000.] 


QiMtnUty 

of 
Kfflaent. 

Oallona 

per  Acre 

Dally. 

Tbmpbra- 

TUBB. 

Dbg.  r. 

.96 

Amfovu. 

i 

.28 

Nitboobk 

A8 

1 

1 

e 

id 

Bactkku 
PBl  Ccwc 
CBrnMKm. 

Datb-ISM. 

O. 
-< 

1 

i 

j 

1 

s 

1 

ll 

SI 

Q. 

Jftouary, 

1,600,000 

84 

87 

.0050 

.0094 

.0170 

.0000 

.32 

99 

506 

- 

Febraary,    . 

1,660,000 

85 

37 

.28 

.0088 

.0091 

.28 

.006 

.0000 

.88 

99 

280 

- 

March,  .        . 

1,500,000 

86 

39.5 

.38 

.0045 

.0080 

.17 

.0180 

.0000 

.32 

100 

64 

- 

April,   .       . 

1,840,000 

89 

46 

.33 

.0006 

.0068 

.11 

.0140 

.0000 

.83 

06 

26 

- 

May.     .       . 

2,060,000 

68 

68 

.89 

.0017 

.0096 

.10 

.0184 

.0000 

.30 

89 

9 

l.» 

Jaoe,    . 

1,460,000 

67 

60.8 

.30 

.0014 

.0104 

.16 

.0266 

.0000 

.80 

61 

10 

1.8 

July,     . 

2,020,000 

72 

78.6 

.21 

.0027 

.0105 

.20 

.0407 

.0000 

.22 

91 

33 

4.4 

Auguat. 

1,900,000 

72 

68.7 

.17 

.0018 

.0097 

.20 

.0864 

.0000 

.16 

79 

SB 

5.4 

S«piember,  . 

1,040,000 

65 

66 

.24 

.0019 

.0106 

.21 

.0267 

.0000 

.80 

86 

48 

S.f 

October, 

1,800,000 

67 

65.8 

.24 

.0021 

.0009 

.24 

.0264 

.0000 

.29 

94 

19 

0.& 

November,  . 

1,560.000 

42 

46.6 

.33 

.0019 

.0116 

.18 

.0237 

.0000 

.40 

93 

10 

0.3 

December,  . 

1,200,000 

34 

35.5 

.36 

.0024 

.0114 

.20 

.0270 

.0000 

.39 

96 

20 

1.6 

Filter  No.  42. 

This  filter  was  started  on  Oct.  29,  1892,  and  contained  13  inches 
in  depth  of  sand  of  an  effective  size  of  0.20  millimeter.  It  has  been 
operated  continuously  in  the  usual  manner.  The  depth  of  sand  in 
May,  1893,  was  10  inches. 

From  May  12  to  December  8  the  surface  was  scraped  24  times  to 
relieve  clogging.  It  was  scraped  on  an  average  once  in  7  days. 
The  average  depth  removed  was  0.16  inch  ;  the  average  quantity  of 
water  filtered  between  scrapings  was  equivalent  to  19  million  gtl- 
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per  acre;  and  the  sand  removed  waa  equivalent  to  1,11  cubic 
b  per  million  gallons. 

he  sand  removed  by  scraping  was  not  replaced  with  clean  mate- 
until  September  9,     The  depth  of  sand  was  then  about  7  inches, 

the  filter  was  refilled  to  its  original  depth.  From  thid  time  on 
sand  was  replaced  at  the  time  of  scraping.  Tbe  addition  of  new 
erinl  in  September  caused  a  greater  (percentage)  removal  of  color. 

Monlhli/  Averages  of  Analt/ses  of  Efffuent  of  Filter  No^  42. 

[Parti  par  lOO+OOO,] 


i'M 

TlVFBIU- 

TCIK. 

DkJ.  F. 

J 

Ammomia. 

^ 

KlTROOBS 
A< 

i: 

1 

FBIt  CCTBrO 

-i»ts. 

a 

i 
i 

i 

^ 

1    1 

SB 

VY,       , 

1 

1.650,000 

34 

se 

,30 

.Does 

,0114 

.23 

.0160 

,0000 

,43 

35 

397 

- 

tmry,     * 

i.740,oog 

3& 

35 

,M 

,0OSO 

.0105 

.23 

.0305 

.0000 

.M 

80 

64 

- 

K.       . 

i,92a,oc» 

35 

SG 

.31 

1 

.OlOT 

,ie 

.0100 

,oooa 

,a« 

05 

21 

- 

,  *        . 

l,MO«flOO 

&ft 

4S 

.31 

LoOST 

.0108 

.11 

.OlflO 

.0000 

.35 

S5 

li 

- 

imm 

m 

A«.» 

.41 

i.OOOfl 

1 

.0100 

.10 

.0190 

.0000 

.41 

T4 

& 

1.5 

>    *       * 

l,flflD,0OO 

»7 

«tt 

m 

.ooai 

.0005 

.10 

.tJ3lO 

.0000 

.32 

ea 

10 

1.5 

1    - 

1,930,000 

W 

n 

.n 

.0027 

.0103 

.21 

.0312 

,0002 

.23 

11 

117 

5.5 

(•t. 

l,SCO.<»fl 

T2 

SB 

,14 

.0018 

.«rt>83 

.20 

.0247 

.0001 

.IT 

42 

55 

2.8 

!iab*r*  , 

1J80,000  1 

6& 

m 

*IS 

.0016 

.0097 

.22 

.0*253 

.0000 

.32 

Sfl 

22 

2,1 

t^fp       . 

l,9?0»0O0 

67 

m 

1.33 

.WJ13 

1 

.0121 

.S3 

.0223 

.0000 

.30 

w 

13 

1.4 

mbtrr,    . 

l,B90.0OO 

42 

43.fi 

1  *Sl 

,0022 

.0100 

.19 

I.0341S 

,CiO0O 

-se 

SI 

73 

T.O 

itilwr,    . 

3,000,000 

34 

35.S 

.37 

1 

^.0030  LoiI4 

1             1 

.20 

1 .0240 

i 

,W00 

r" 

'■ 

83 

0.0 

FiLTEK  No,    43, 
Phis  filter  was  started  on  May  20,  18113,  and  contained  60  inches 
depth  of  sand  of  an  effective  size  of  0.2rt  niillimeter.      It  has 
fa  operated  continuonsly. 

From  May  20  to  Deceml>er  8  it  was  scraped  16  times.  This  was 
average  of  once  in  10  days-  The  average  depth  removed  was 
6  iDch^  and  the  average  quantity  of  water  filtered  between 
apiDgs  was  equivalent  to  57  million  galloui*  per  acre.  The  sand 
iitjved  was  equivalent  to  0.63  cubic  yard  per  million  gallons, 
rhe  sand  removed  up  to  October  13  was  replaced  with  clean 
iterial  on  that  datOf  and  after  that  time  the  sand  was  replaced  ai 
J  time  of  scraping* 
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Monthly  Averages  of  Analyses  of  Effluent  of  FUter  No.  43. 

[PtrU  per  100,000.] 


Tkmpbra- 

TUKB. 

Ammonia. 

1     NtTROOKV     1 

. 

L\ 

Bactbua 

PftR  CTBIC 

of 
Effluent. 

DKfl 

.  r. 

i 

^s 

Datk-ISM. 

Oallont 

per  Acre 

DaUy. 

1  "^ 

a 

1 

.46 

1 

< 

1 
.15 

s 

e 

& 

1 

it 

1^ 

1  ii 

May,     .       . 

2.200,000 

63 

66 

.0028 

.0109 

.0160 

.0000 

.29 

100  ' 

1,042    a.» 

Jane,    . 

3,M0,000 

67 

66 

.88 

.0025 

.0109 

.18 

.0257 

.0000  1 

.29 

74 

816      «.0 

July,    .       . 

2,820,000 

72 

60 

.20 

.0020 

.0111 

.20 

.0290 

.0000 

.23 

20  { 

72      *.i 

August, 

4,260,000 

72 

67 

.14 

.0016 

.0098 

.90 

.0246 

.0000  1 

.17 

83 

26      ».9 

BepUmber,  . 

4,640,000 

65 

65 

.82 

.0016 

.0112 

.22 

.0263 

.0000 

.39 

49 

67      2.4 

October, 

4,820,000 

67 

67 

.26 

.0022 

.0118 

.24 

.0264 

.0000  , 

.80 

W| 

46      S.4 

NoTember,  . 

7,600,000 

42 

44 

.85 

.0064 

.0119 

.18 

.0218 

.0000  ' 

.41 

81 

124     11.6 

December,   . 

9,840,000 

84 

86 

.41 

.0008 

.0144 

.90 

.0180 

.0000 

! 

.48 

86 

1   1,168    60.1 

Filter  No.  44. 

This  filter  was  put  in  operation,  continuously.  May  20,  1893,  and 
contained  60  inches  in  depth  of  sand  of  an  effective  size  of  0.29 
millimeter.  The  sand  removed  by  scraping  up  to  October  27  was 
replaced  on  that  date,  and  after  that  time  the  sand  was  replaced 
with  clean  material  at  the  time  of  its  removal. 

From  May  20  to  December  8  the  surface  was  scraped  13  times  to 
relieve  clogging,  and  the  average  depth  removed  was  0.30  inch. 
The  average  quantity  of  water  filtered  between  scrapings  was 
equivalent  to  70  million  gallons  per  acre.  It  was  scraped  on  an 
average  once  in  13  days,  and  the  sand  removed  was  equivalent  to 
0.58  cubic  yard  per  million  gallons. 

Monthly  Averages  of  Analyses  of  Effluent  of  Filler  No,  44, 

[Parts  per  100,000.] 


Effluent 
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May,     .        . 
June,    . 

iu^iit*       ' 
September,  . 
October, 
November,  . 
DMoembcr,   . 

2,200,000 
2,840,000 
2,820,000 
4,840,000 
4,660,000 
6,840,000 
7,620,000 
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68 
67 
72 
72 
65 
67 
42 
84 

66 
66 

69 
67 
66 

67 
44 
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.99 
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98 
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60 
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'    818     5T.« 
1    12B     ll.« 

1  S  1  ts 
!  S  1  J:J 

891   1  ».« 
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Filter  No*  45, 
hh  filter  vraa  constructed  July  10, 1893,  and  contained  60  inches 
lepth  of  sand  of  an  effective  size  of  0,23  millimeter-      It  has 
1  operated  intermittently  after  the  same  method  that  was  used  in 
case  of  No.  41  (see  page  503).     With  respect  to  size  of  sand 
ns  it  resembles  most  closely  the  continuous  filter  No,  43. 
'torn  July  10  to  December  8  the  surface  was  scraped  4  times, 
a  wag  an  average  of  once  in  35  days.     The  average  depth  removed 
0.28  inch,  and  the  average  quantity  of  water  filtered  between 
piogs  was  equivalent  to  78  million  gallons  per  acre.     The  sand 
oved  was  equivalent  to  0.48  cubic  yards  per  million  gallons, 
he  sand  removed   up  to   October  27  was  replaced  with   cteati 
erial  on  that  date,  and  after  that  time  the  sand  was  replaced  at 
time  of  scraping- 

Monthly  Averages  of  Anah/Jie,^  of  Effiumil  of  FiHer  No.  45. 

[PftrtK  per  ItWjWW.J 
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Filter  No-  46, 
*hi3  filter  was  put  in  operation  Au^^.  21^  1893,  and  contained  12 
les  of  sand  of  an  effective  size  of  0.29  milliuieter.  This  sand 
from  the  same  lot  as  that  used  for  No.  44 »  It  has  been  operated 
tinuously.  From  August  21  to  December  8  the  surface  was 
iped  9  times  to  relieve  clogging,  and  the  average  depth  removed 
I  0.25  inch*  The  average  quantity  of  TVater  filtered  between 
Lpijigs  was  equivalent  to  29  million  gallons  per  acre.  It  wm 
iped  oa  an  average  once  in  11  clays,  and  the  sand  removed  was 
ivalent  to  1.16  cubic  yards  per  million  gallons. 
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Monthly  Averages  of  Afialytet  of  Effluent  of  Filter  No.  46. 

[PtrU  p«r  100,000.] 


Qnantlty 
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.0002 

.0126 

.20 

.0180 
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«| 
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lt.» 

Filter  No.  47. 

This  filter  was  put  io  operatioo  Sept.  8,  1893,  and  cootained  60 
iocbes  in  depth  of  sand  of  an  effective  size  of  0.29  millimeter.  The 
sand  was  of  the  same  size  and  from  the  same  lot  as  that  of  No.  44. 
It  has  been  operated  intermittently  in  the  same  manner  as  No.  41 
(see  page  503). 

From  September  8  to  December  8  it  was  scraped  twice,  an 
average  of  once  in  42  days.  The  average  depth  removed  was  0.45 
inch,  and  the  average  quantity  of  water  filtered  between  scrapings 
was  equivalent  to  100  million  gallons  per  acre.  The  sand  remoyed 
was  equivalent  to  0.60  cubic  yard  per  million  gallons. 


Monthly  Averages  of  Analyses  of  Effluent  of  Filler  No,  47, 

[ParU  per  100,000.] 
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Filter  No.  48. 

rfaia  filter  was  put  in  operation  Sept.  9,  1893,  and  contained  60 
hes  in  depth  of  sand  of  an  effective  size  of  0.38  millimeter.  It 
i  been  operated  intermittently  in  the  same  way  as  No.  41  (see 
r©  603), 

Up  to  December  8  it  was  scraped  but  once,  —  71  days  after  it  was 
it  pot  in  operation.  The  depth  removed  was  0,88  inch,  which 
s  equivalent  to  0.66  cubic  yard  per  million  gallons  of  water.  The 
ictity  filtered  up  to  the  time  of  the  scraping  was  equivalent  to  181 
lllon  gallons  per  acre. 

Moiiihly  Avtrages  of  Analyses  of  Effluent  of  Filter  No.  48. 

[P»ilip6r10(»,D00.] 
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Filter  No.  49. 

This  filters  a  duplicate  of  No.  48,  was  put  in  operation  Hept.  9, 
93.  It  has  been  operated  continuously.  Up  to  December  8  the 
rface  was  scraped  4  times ,  an  average  of  ouce  in  37  days.  The 
erage  depth  removed  was  0.32  inch,  and  the  average  quantity  of 
iter  filtered  between  scrapings  was  equivalent  to  79  million  gai- 
ns per  acre.  The  sand  removed  was  equivalent  to  0,53  cubic  yard 
ir  million  gallons. 
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Monthly  Averages  of  Analyses  of  Effluent  of  Filler  No.  49. 

[ParU  per  100,000.] 
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Filters  Nos.  3B  and  8  A, 

These  filters  are  each  one  two-hundredth  of  an  acre  in  area,  and 
contain  5  feet  in  depth  of  sand  of  an  effective  size  of  0.23  millimeter. 
This  sand  was  taken  from  the  same  place  as  that  which  was  used  io 
the  construction  of  the  Lawrence  city  filter,  and  in  size  it  is  very 
similar  to  a  large  proportion  of  the  sand  in  the  city  filter.  The 
maximum  rate  at  which  this  sand  will  allow  water  to  pass,  when  the 
acting  head  is  equal  to  the  depth  of  the  sand,  is  estimated  at 
43,000,000  gallons  per  acre  daily.  The  maximum  loss  of  head  in 
the  case  of  each  filter  is  about  73  inches. 

Filter  No.  3  B  has  been  operated  intermittently  since  Sept.  23, 
1893,  as  follows :  at  5  a.m.  the  gate  on  the  outlet  pipe,  to  which 
no  trap  has  been  attached,  was  closed,  and  the  water  turned  on  at 
the  top,  near  the  edge.  When  the  filter  was  covered  (about  7.30 
A.M.)  the  gate  on  the  outlet  pipe  was  opened  to  give  the  prescribed 
rate  of  filtration,  and  the  surface  was  kept  covered  until  9  p.m.,  when 
the  water  was  shut  oflT  and  the  filter  allowed  to  drain  during  the  night. 
The  filter  has  been  operated  in  this  manner  six  days  in  a  week,  and 
allowed  to  rest,  after  draining,  on  the  seventh  day.  The  rate  of  flow 
was  10  gallons  per  minute  for  about  16  hours  during  the  day.  This 
rate  is  equivalent  to  2,880,000  gallons  per  acre  daily  (24  hours). 
In  addition  to  the  quantity  of  effluent  obtained  at  this  rate  for  16 
hours  daily  there  is  the  daily  drainage  of  the  water  held  in  the  pores 
of  the  sand,  equivalent  to  about  400,000  gallons  per  acre.  On 
Feb.  27, 1894,  the  rate  was  reduced  from  10  to  8  gallons  per  minute, 
owing  to  a  lack  of  water  supplied  by  the  inlet  pipe.     The  total 
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intity  of  effluent  yielded  up  to  Maj  1,  1894,  was  equivalent  to 
5,191  >  100  gallons  per  acre,  which  is  an  average  daily  rate  of 
150,000  gallons  per  acre,  or  1,925,000  gallons  for  each  of  the  six 
fs  weekly  on  which  it  was  actually  operated.  The  first  occasion 
which  the  filter  failed  to  yield  water  at  the  prescribed  rate  was 
December  19,  when  the  total  quantity  of  effluent  was  equivalent 
153,105,500  gallons  per  acre.  The  outlet  gate  was  closed,  with 
\  surface  covered,  from  9.25  to  10.25  a.m.,  during  which  time  the 

that  bad  been  held  in  the  pores  of  the  sand  bubbled  up  through 
)  surface  and  caused  the  water  level  to  drop  5  inches.  This  treat- 
nt  was  repeated  on  Dec.  24,  1893,  Jan.  13,  15,  16  and  17,  1894. 
»  was  removed  from  the  surface,  in  order  to  facilitate  the  dis- 
Lcement  of  air  by  water  within  the  filter,  as  follows  :  January  4, 
o  8  inches ;  January  16,  4  inches ;  February  26,  6  inches.     The 

was  broken  along  the  edges  on  January  15,  when  it  was  6  inches 
ick.  The  filter  was  drained  every  night,  and  from  1  to  3  inches 
frost  frequently  appeared  at  the  surface  and  caused  an  unfavorable 
ect  upon  the  removal  of  bacteria  and  upon  nitrification  during 
^  winter  months  (see  pages  468  and  481).  On  Jan.  31,  1894,  a 
K)den  conduit,  similar  to  the  lateral  conduits  at  the  Lawrence  city 
ter,  was  placed  across  the  middle  of  the  surface  to  aid  in  the  distri- 
tion  of  the  water.    The  filter  was  scraped  about  0.6  of  an  inch  deep 

March  17,  1894,  and  the  surface  ridged  ;  the  depth  of  sand  at  the 
les,  at  right  angles  to  the  conduit,  was  increased  6  inches,  and  the 
rface  graded  ofi*  toward  the  centre,  somewhat  similar  to  the  arrange- 
ant  of  the  surface  of  the  Lawrence  city  filter.    It  was  not  necessary 

scrape  the  surface  at  this  time  to  relieve  clogging,  as  the  loss  of 
ad  was  only  18.5  inches  on  this  date.  The  total  quantity  of  efflu- 
t  up  to  this  time  was  equivalent  to  295,226,500  gallons  per  acre. 
16  discolored  and  partially  clogged  sand  removed  was  equal  to  0.27 
bic  yard  per  million  gallons.  The  reason  that  this  filter  yielded 
'  much  more  water  without  scraping  than  No.  8  A,  its  continuous 
ate,  was  that  the  method  of  operation  practised  caused  a  dis- 
rbance  of  the  accumulating  sediment  on  the  surface.  The  effect 
'this  was  also  felt  in  the  bacterial  results,  as  will  be  seen  beyond. 
In  the  tables  on  the  pages  beyond  are  presented  the  daily  results 
otained  from  Filters  Nos.  3B  and  8  A,  and  in  the  foot-notes  men- 
on  is  made  of  all  special  features  in  the  operation  of  the  filters. 

Filter  No.  8  A  has  been  operated  continuously  since  September 
6  at  the  rate  of  7  gallons  per  minute,  equivalent  to  2,016,000  gal- 
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loDS  per  acre  daily.  The  rate  of  filtration,  which  is  controlled  by  a 
gate  on  the  outlet  pipe  to  which  no  trap  was  attached,  was  reduced 
on  February  27  to  5  gallons  per  minute,  owing  to  a  redaction  in  the 
quantity  of  water  delivered  by  the  inlet  pipe.  The  total  quantity  of 
efBiuent  yielded  up  to  May  1,  1894,  was  equivalent  to  359,850,300 
gallons  per  acre,  which  is  an  average  daily  rate  of  1,660,000  gal- 
lons per  acre.  During  this  period  the  surface  was  scraped  six  times, 
as  follows:  October  24,  November  13,  December  2,  February  21, 
March  17  and  April  23.  The  depth  removed  in  each  case  was  about 
0.3  of  an  inch,  which  is  equivalent  to  0.70  cubic  yard  per  million 
gallons  on  an  average.  The  average  quantity  of  water  yielded  be- 
tween scrapings  to  relieve  clogging  was  58,200,000  gallons  per 
acre ;  the  minimum,  36,900,000  gallons ;  and  the  maximum,  147,- 
600,000  gallons  per  acre.  The  average  number  of  days  between 
scrapings  was  35,  the  minimum  19  and  the  maximum  81.  During 
the  latter  period  (December  2  to  February  21)  the  filter  became 
clogged  seven  times,  as  follows :  December  29,  January  16,  26  and 
29,  February  10,  12  and  19.  On  each  occasion  the  prescribed 
quantity  of  water  failed  to  pass  through  the  filter  with  the  gate  on 
the  outlet  pipe  wide  open.  The  pores  of  the  sand  at  these  times 
contained  considerable  air;  how  much  of  it  was  evolved  by  the 
water  is  not  definitely  known,  but  it  appears  now  that  the  greater 
part  came  through  the  untrapped  outlet  pipe,  which  was  only  partly 
filled  with  water  on  these  days,  fiy  shutting  the  gate  on  the  outlet 
pipe  the  air  rose  to  the  surface  and  disturbed  the  layer  of  accumu- 
lated sediment  sufliciently  to  allow  filtration  to  proceed  for  some 
days.  To  facilitate  the  displacement  of  air  within  the  pores  by 
water  the  ice  was  removed  as  follows :  December  29,  3  to  8  inches ; 
January  16,  2  to  8.5  inches ;  January  29,  6  inches ;  February  12,  3 
to  6.5  inches;  February  21,  2  to  6  inches.  The  ice  was  broken 
along  the  edge  on  February  10  and  19.  The  space  above  the  top 
of  the  sand  was  9  inches.  It  is  probable  that  scraping  could  have 
been  considerably  longer  postponed  by  continuing  this  method  of 
treatment.  The  filter  was  scraped  on  March  17  for  the  sake  of  get- 
ting conditions  for  experiments  comparable  with  those  in  No.  3  B. 
The  filter  was  not  clogged  on  that  date.  Neither  filter  was  at  any 
time  protected  from  the  weather. 

The  monthly  averages  of  the  results  of  chemical  and  bacterial 
analyses,  which  have  already  been  discussed,  are  presented  in  the 
following  tables :  — 
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Monthty  Average  of  Annlyscs  of  Merrimack  River  Water  taken  from  the  Oanal 
and  applied  to  Fillers  Nos.  3  B  and  8  A. 

[Pnrti  per  loO.OOfl.] 


If 

, 

A>|lf0>-14, 

1 

} 

1^ 

1 

1 

0ATK. 

1 

ALBimJIfOEIl. 

1 

1 

1 

1 
1 

|l 

1»0S. 

6«plefnt>«f, 

m 

.a 

voioa 

.0161 

- 

t^ 

*ouo 

.0003 

.so 

8& 

- 

ao,aoo 

Octolwr,  , 

ST 

<94 

.em 

.0201 

- 

.34 

.0120 

-OOOS 

-SI 

S« 

- 

Jf>,fiO0 

N0Y«mb«r, 

4a 

.4T 

^oon 

.0194 

- 

.I» 

»0130 

.0001 

.63 

07 

- 

7,300 

UcisAiDtwrf       »       «. 

84 

.44 

.00§T 

■om 

- 

.30 

.0160 

.0000 

,40 

OS 

- 

»,900 

laiM. 

J^nuAry,  . 

33 

,43 

.ODM 

,01«4 

.0141 

.21 

.QIAO 

.0001 

.41 

88 

l.fi 

ejoo 

FmbnmTfr 

M 

.40 

.0004 

.OIW 

.014a 

.^ 

.OlSO 

,0001 

.12 

04 

I.O 

8,000 

M*re1i,      <        .       . 

IT 

.4T 

.WHO 

.0103 

.0112 

.U 

.0130 

.0001 

.44 

100 

1.0 

10,100 

April,       .       .        . 

tT 

.43 

*002T 

.0143 

.0128 

.16 

.0140 

.0000 

.41 

05 

1.3 

11,500 

The  bacterial  Bamples  in  this  and  in  the  two  following  tables  cor* 
respond  as  to  timo  of  collection  to  the  chemical  samples.  The 
results  of  daily  bacterial  analyses  will  be  found  beyond. 

MonMy  Averages  of  Analyses  ofEjfflucnl  of  {LUermiUetU)  Filter  No.  SB* 

[Pftrtftpor  100,000.] 


BiBuenL 

per  AcTi 
l>9tny. 

|5 

J 

AMMOiriA. 

1 

1 

^'lTl■>aJtK 

1    , 

1 

1 

Bat*. 

1 

^ 

« 

1 

1^ 

1Sd». 

gepiemb^r,    . 

2,108,800 

es 

1.35 

.0042 

.OlfiS 

.22 

j-0170 

.0000 

,1ft 

- 

- 

20,000 

October, 

l,i09,400 

50 

.35 

.0035 

.0139 

,24 

.0100 

.0012 

.29 

97 

- 

»,700 

No^finber,     . 

1,^8,400 

41 

.41 

.0022 

.0137 

.18 

.0220 

j 

.0001 

.44 

100 

-  1 

157 

Dt<Jemb«r,      .  i 

1,718,000 

34 

,38 

.0020 

.om 

.20 

.oigo 

,0000 

'    .42 

lOO 

S37 

1S94. 

JiouvT* 

i,m,soo 

33 

.38 

.0021 

.0117 

.21 

,£1250 

.0000 

.3A 

100 

1.5 

\U 

Febraftry, 

1 ,454,700 

as 

,14 

,0013 

.OlOT 

.32 

.0270 

.0000 

.30 

100 

1.0 

197 

Mi^rob,    , 

l,4S2,a00 

37 

,40 

.0014 

.0095 

.IS 

.0180 

.0000 

.35 

100 

1.0 

105 

April,     «       »  1 

1 

i,«07,aoo 

48    , 

,35 

.0011 

.0000 

.15 

-0200 

-OOOO 

.33 

» 

1.4 

«3 
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Monthly  Averages  of  Analyses  of  Effluent  of  (Continuous)  Filter  No.  8  A. 

[ParU  par  100,000.] 


Qaanttty 

of 
Effluent. 

OaUont 

per  Acre 

Dally. 

i 

, 

AmroiriA. 

I 

s 

NITBOOBN 

Aa 

1 

I 

i 
1 

33 

b     ■ 

Date. 

1 

1 

1 

S 

M 

1898. 

September,    . 

1,936,200 

68 

.66 

.0014 

.0122 

.22 
.24 

.0160 

.0000 

.22 

- 

10^ 

October, 

1,780,600 

66 

.88 

.0068 

.0122 

.0180 

.0008 

.26 

89 

- 

\w 

Kovember,    . 

1,808,600 

41 

.80 

.0018 

.0124 

.19 

.0900 

.0000 

.42 

94 

- 

1S5 

December,     . 

1,0M,400 

84 

.87 

.0021 

.0117 

.20 

.0220 

.0000 

.89 

94 

- 

Ui 

1884. 

January, 

1,888,400 

88 

.87 

.0016 

.0116 

.21 

.0300 

.0000 

.85 

89 

1.5 

73 

Febniary, 

1,466,900 

83 

.82 

.0017 

.0106 

.22 

.0310 

.0000 

.83 

84 

1.6 

as 

March,   .       . 

1,290,S00 

89 

.80 

.0016 

.0102 

.16 

.0180 

.0000 

.84 

08 

1.0 

71 

April,     .       . 

1,871,400 

47 

.82 

.0014 

.0087 

.16 

.0210 

.0000 

.31 

84 

1.4 

17 

Monthly  Averages  of  Bacterial  Results  from  {Intermittent)  Filter  No,  3  B, 


DATE. 


1808. 


October,  . 
November, 
December, 


1884. 


January, 
Febmary, 
March, 
AprU, 


ToUl 
Quantity  of 

Effluent 
for  Month. 

Oalloni  per 
Acre. 


65,887,000 
66,062,600 
63,276,800 


49,358,000 
40,731,400 
45,060,400 
44,926,400 


Bacteria 

per  Cubic 

Centimeter 

In  Applied 

Water. 


22,900 
7,900 
10,200 

7,100 
8,200 
7,700 
12,700 


Baotbbia  pkb  Cnsic  CEVTOcnts  n 
Epvluekt. 


8  a.m.        Ua.m.  2  p.m.        4  m. 


304 
308 


230 
188 
148 


6,290 
273 
280 

220 
214 
162 
134 


8,670 
178 


146 
121 


UI 
251 

206 
ITl 
109 
74 


Ayerages,  Xov.-Aprll,  Inclusive, 

Average  per  cent.  In  effluent  of  number  applied, 


9,000 


280 
2.66 


214 
2.88 


166 
1.88 


156 
1.73 


The  treatmeDt  of  this  filter  on  March  17,  1894,  by  which  the  sur- 
face was  ridged  in  the  manner  already  described,  appeared  to  lessen 
the  mechanical  disturbance  of  the  sand  during  the  process  of  filling 
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be  filter  from  the  top,  and  thereby  increase  its  bacterial  efficiency* 
lie  average  of  the  results  given  above  show  that  during  the  period 
rovember  to  April,  inclusive,  this  filter  allowed  2.13  per  cent,  of  the 
umber  of  applied  bacteria  to  pass  through  into  the  effluent.  These 
ssalts,  however,  cover  only  the  first  eight  hours  of  each  day's  flow, 
nd  it  has  been  learned  that  during  the  latter  half  of  the  flow  {4 
.M.  to  midnight)  the  efficiency  is  practically  the  same  or  a  very  little 
reater  than  at  4  p.m.  Averaging  then  the  results  obtained  at  4  p.m. 
ath  the  total  average  for  the  first  half  of  the  day  (8  a.m.  to  4  p.m,) 
re  find  that  1.93  per  cent,  of  the  number  of  applied  bacteria  passed 
hrough,  —  a  removal  of  98.07  per  cent. 


Monthly  Averages  of  Bacterial  Results  from  {Continuous)  Filter  No.  8  J^ 


DATE. 


1S9S. 


royember, 
>eeember. 


ISM. 


anaary, 

^ebmary, 

larch. 


Total 
Qaantlty  of 

Effluent 
for  Month. 

Gallons  per 
Acre. 


03,200.400 
66,963,600 
60,068,800 


66,836,600 
40,765,200 
30,095,200 
41,141,500 


Bacteria 

per  Cubic 

Centimeter 

In  Applied 

Water. 


23,000 

7,900 

10,200 

7,100 
8,200 
7,700 
12,700 


Bactkbia.  pkr  Cubic  CnjTumm  is 
Efflduit. 


8  A.M. 


124 
02 

70 
88 
67 
40 


11  A.M. 


2,640 
117 
02 

70 
76 
70 
40 


3  p.m. 


8,200 
117 
117 

80 
73 
67 
41 


no 

U2 


12 
42 


iTeragea,  Nov.-April,  Inclotive, 

LTerage  per  cent.  In  effluent  of  Dnmber  applied, 


9,000 


79 
0.88 


79 


83 
0.92 


86 
0.9§ 


Experiments  upon  this  filter  show  that,  under  normal  conditions, 
ts  eflBciency  in  removing  bacteria  is  substantially  the  same  during 
he  entire  twenty-four  hours.  The  averages  given  above  include  all 
'esults  obtained  and  indicate  that  in  some  cases  somewhat  variable 
lumbers  were  found  in  the  effluent  during  the  day.  This  is  explained 
)y  the  existence  of  some  abnormal  condition  during  a  very  few  days 
n  the  month.  The  average  results  for  the  period,  November  to 
Ipril,  inclusive,  show  that  the  effluent  contained  0.91  per  cent,  of 
lie  number  of  applied  bacteria,  —  a  removal  of  99.09  per  cent. 
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FiUer  No.  3B  (ItUermiUerU). 


DATE— IMS. 


October 


September  37. 

20, 
80. 

1. 
2. 
8. 
4. 

6. 
«. 
7. 
8. 

10. 
11. 
12. 
18. 
14. 
16. 
18. 
17, 
18. 
10. 
20. 
2t. 
22. 
28. 
24. 
26, 
28. 
27. 
28. 
20. 
80. 
81. 


QaantHy 
of  Efflaent. 

OaUont 
per  Acre  Daily. 


2,828.900 
2,024,200 
1,802.400 
2,286,000 

0 
2,087,800 
2,200,400 
2.188.000 
2.146,400 
2,260,000 
2,120,000 

0 
2,206,800 
2,281,000 
2,080.000 
2,161,000 
2,188,800 
2,088,400 

0 
2,170,800 
2,242,000 
2,100,800 
2,202,000 
2,227,400 
2,820,000 

0 
2,200,000 
2/162,000 
2,087,800 
2,202,000 
2,138,200 
2,236,800 

0 
2,286,400 
2,280,400 


Bacteria  per 

Cubic 

Centimeter 

in 

Applied  Water. 


80,000 
04,800 
44,800 
70,800 

24,800 
18.000 


12,600 
18,800 
22,000 

8,000 
26,000 
46,600 
66,200 
84,800 
61,800 

22.000 
16,200 
4,000 
6,200 
8,800 
8,800 

1,000 
4,800 
18,200 
90,700 
7,200 
7,100 

8,000 
4,400 


Baotkkia  fkk  Cumo  CajniMiiM 
or  BfTUJsn. 


llj 


12.800 
90.000 
80,000 
88,000 


8.800 
4,100 
2,700 
4.200 

1,700 
8,000 
8,800 
2,100 
6,200 
1.870 

1,200 
1,090 
460 
280 
780 
270 

280 
280 
480 
280 
640 


210 
180 


Spju 


18,800 
13,010 
18,800 
21,800 


2.400 
1.500 


210 
180 
190 
180 

180 

120 

in 

880 
210 

120 
100 


The  toUl  qaantliy  of  efflaent  to  the  end  of  October  waa  equivalent  to  06,887.000  gaUooe  per  acre. 
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FiUer  No,  8  A  (CarUinuaus). 

Dati-IMS. 

Qoanttty 
of  Effloent. 

Gallons 
per  Acre  Dally. 

Baetoriaper 

Cubic 

Centimeter 

In 

Applied  Water. 

nr  Etflubht. 

11  A.X. 

2   F.M. 

Ieptember27, 

l.«n.400 

80,900 

12.100 

13,500 

28. 

2.010.000 

64.800 

18.700 

24,000 

». 

1,961.400 

44.800 

12,000 

14,600 

80, 

8.050.000 

79.800 

6,900 

l&.DDO 

>etober       1, 

2.068.000 

- 

- 

- 

a. 

1.070.000 

24.800 

8.800 

4,JDG 

8, 

2.002.000 

18.000 

8.000 

2,1i«fl 

4, 

2.007.400 

20.200 

2.700 

3»aTO 

6. 

2,080.000 

12,600 

2.700 

l^tMKJ 

%     . 

2,044,000 

18.800 

8,000 

2,200 

T.     . 

880.000 

22,000 

2.600 

- 

8. 

0 

- 

- 

^ 

». 

1.917.000 

8,600 

1.040 

530 

10,     . 

1.894.800 

26,000 

840 

4^0 

11, 

2.009.000 

45,600 

1,750 

720 

12.     , 

2.002.000 

55,200 

420 

900 

13, 

1.995,800 

84,200 

430 

- 

14, 

1.998,500 

51,800 

190 

- 

16. 

1.998.500 

- 

- 

- 

18,     . 

2.184.000 

22,000 

190 

im 

17, 

1.925,000 

16,200 

210 

2WJ 

18, 

2,009.000 

4,600 

120 

130 

l». 

1.927,200 

5,200 

180 

IM 

20. 

1,878,200 

6,800 

190 

m 

21. 

1.947.200 

6,300 

260 

24il 

22, 

1.000,000 

- 

- 

- 

28. 

268,400 

1,900 

220 

2M 

24. 

1,678,000 

4,800 

- 

im 

26, 

2,044,000 

16,200 

270 

320 

28. 

2.023.000 

20,700 

130 

IJfl 

27. 

2,009,000 

7,200 

220 

»iy 

28. 

2,023,000 

7,100 

190 

190 

20. 

2,023,000 

- 

- 

- 

80. 

2.016,000 

6,000 

90 

m 

81. 

1,995,000 

4,400 

150 

vjni 

The  total  quantity  of  effluent  to  the  end  of  October  waa  63,200,400  gallons  per  acre. 
The  gate  on  the  outlet  pipe  was  closed  October  7,  4  p.m..  to  October  9.  8  a.m.  ;  and  October  23, 1^0 
to  11.86  AJf.    On  October  24  the  surface  was  allowed  to  uncover,  and  waa  scraped  between  10  and  12  a.m. 
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FiUer  No,  3B  (/n^crmttteni)  —  Continued 

Quantity 
of  effluent 

Oellon*  per 
Acre  Dalljr. 

Bacteria  per 

Cubic 
Centimeter 
m  Applied 

Water. 

1 
Baotbria  ] 

p»  Cubic  Cbhtimbtbr  ui 

Emcm. 

Datb— 1898. 

8  a.m. 

U  A.M. 

2  p.m. 

4rji. 

November  1,    . 

2.293,000 

6,000 

836 

300 

164 

no 

2,    . 

2,186,800 

7,600 

276 

884 

137 

170 

3,    . 

2,261,000 

8.000 

100 

240 

198 

no 

4.    . 

2,186,400 

6,300 

102 

240 

144 

ne 

6.    . 

0 

- 

- 

- 

- 

- 

6.    . 

2,226,400 

7,300 

610 

646 

250 

100 

7,    . 

2,102,800 

6.200 

396 

324 

150 

75 

8.    . 

2.200,400 

4.400 

890 

268 

98 

112 

».    . 

j       2,260.800 

4.600 

294 

268 

150 

115 

10.    . 

1       2.107,000 

6.600 

240 

146 

140 

00 

11.    . 

•       2.072,400 

6.100 

216 

296 

162 

Ul 

12,    . 

1 

0 

- 

- 

- 

- 

- 

18.    . 

2,262,200 

8,700 

861 

821 

100 

m 

M.    . 

1,078,000 

8,900 

294 

248 

170 

w 

16.     . 

1,986.000 

4,700 

180 

128 

67 

97 

IC    . 

2,217,400 

6.900 

210 

208 

120 

65 

17.    . 

2,101,000 

6.300 

170 

248 

114 

9S 

18.    . 

2,270,400 

6,700 

240 

221 

106 

02 

w.  . 

0 

- 

- 

. 

- 

- 

20.    . 

j       2,146.600 

8.900 

400 

216 

120 

140 

21,    . 

i       2,071,100 

8.200 

180 

60 

160 

145 

22.    . 

2,186,600 

8.200 

182 

180 

117 

no 

28.    . 

2,110,600 

18.300 

240 

190 

106 

80 

24.    . 

2,106,200 

10.100 

246 

270 

262 

100 

26.    . 

2,170,800 

11.600 

896 

860 

800 

too 

26.    . 

0 

- 

- 

- 

- 

- 

27.    . 

2,269,200 

10.600 

600 

480 

140 

194 

28.    . 

1,992.000 

9.100 

420 

480 

629 

4» 

20.    . 

2.096,600 

12.800 

460 

280 

260 

140 

80.    . 

2,127.800 

6,800 

684 

- 

- 

• 

Qaaotlty  of  effluent  for  month  waa  66,062,600  gmlloiiB  per  aere. 
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Filler  No.  8  A  {Continuous)  —  Continued. 


Quantity  of 
Effluent. 

Gallons  per 
Acre  Dally. 

Bacteria  per 

Cnbic 
Centimeter 
In  Applied 

Water. 

Bacteria  per  Cubic  Crktimbtbr  in  ErFLunrr. 

Dat*—  1898> 

8AJf. 

11  A.U. 

2  P.X. 

Ir.li. 

ovember  1,  . 

,       2,023,000 

6,000 

210 

56 

68 

00 

2,  . 

1,088.000 

7,600 

170 

123 

180 

ym 

3.  . 

2,051,000 

8,000 

130 

160 

164 

xm 

4.  . 

2,002,000 

6,300 

97 

76 

121 

aa 

6,  . 

2,002,000 

- 

- 

- 

- 

- 

.6.  . 

1,986.400 

7,300 

46 

92 

96 

75 

7,  . 

1.066,800 

6,200 

126 

120 

120 

112 

8.  . 

2,027,200 

4.400 

66 

91 

62 

76 

9.  . 

!       1,829,600 

4.600 

110 

100 

114 

lib 

10.  . 

'       1,686,600 

6,600 

110 

130 

184 

21  fl 

11.   . 

1,000,000 

6,100 

186 

276 

279 

240 

12,   . 

848.400 

- 

•        - 

- 

- 

18,  . 

1,663,200 

8,700 

659 

842 

310 

1         STS 

14,   .        , 

2,002,000 

8,900 

270 

240 

106 

90 

15,  . 

2,016,000 

4,700 

130 

123 

160 

91 

IC  .        , 

2.001,400 

6,900 

140 

127 

110 

104 

IT.   . 

2,016,000 

6,300 

97 

70 

100 

7(1 

18.   . 

2,026,600 

6,700 

106 

107 

70                   iT 

w,  . 

2,026,600 

- 

- 

- 

- 

- 

20.  . 

2,034,200 

8,900 

110 

80 

96 

1           TO 

21,  . 

2,160,800 

8,200 

100 

140 

102 

loo 

22.  . 

2,061,000 

8,200 

80 

97 

92 

94) 

28.   . 

1,081,000 

18,300 

68 

52 

89 

90 

24,  . 

2,037,000 

10,100 

60 

66 

35 

2(J 

26,   . 

2,030,000 

11,600 

46 

46 

44 

2fl 

26,  . 

2,080,000 

- 

- 

- 

- 

- 

27.   . 

1,986,200 

10,600 

26 

70 

82 

r>4 

28.  . 

2,046,800 

9,100 

76 

90 

112 

320 

29.  . 

2,023,000 

12,300 

78 

80 

46 

9^ 

80.  . 

1,916,000 

6,800 

76 

- 

- 

- 

Qoaotity  of  efflaent  for  month  wm  66,963,600  gallons  per  acre. 

The  outlet  pipe  waa  oloaed  November  11,  9  to  10  a.m.,  bnt  no  air  came  out  at  the  surface.  Tha  aur- 
^  waa  scraped  November  13  between  11  a  m.  and  3  p.m. 
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FiUer  No.  3  B  (^IntermiUent) -- 

Ck>iitinaed 

. 

Qoantlty 
of£fflaent 

OalloDs  per 
Acre  Dally. 

Bacteria  per 

Cubic 
Centimeter 
In  Applied 

Water. 

Datb  — IStS. 

8  A.M. 

U  A.M. 

2PJI. 

4PJL 

December  1,    .       .       . 

2,084.800 

12.800 

406 

270 

190 

iir 

2.    . 

2.066,000 

16,600 

790 

890 

240 

S50 

3.    . 

0 

- 

- 

- 

- 

- 

4,    . 

1,807.800 

11,200 

668 

886 

800 

)M 

6,     . 

1.020.800 

11,700 

818 

690 

270 

218 

«•    . 

2.048.800 

10,600 

288 

860 

170 

m 

7.    . 

1.086,200 

11,900 

280 

190 

222 

lU 

8,    . 

2,167,800 

10.300 

192 

249 

218 

m 

9,    . 

2,100,600 

10.400 

262 

294 

- 

' 

10.    . 

0 

- 

- 

- 

- 

11.    . 

2,207,800 

9,200 

860 

884 

880 

818 

12,    . 

2,128,000 

8.600 

276 

270 

202 

SSI 

18,    . 

2,026.000 

7.400 

870 

240 

SM 

no 

14,    . 

2,086.600 

9,000 

180 

192 

836 

us 

16,    . 

2.100.700 

7.200 

161 

180 

848 

904 

1«,    . 

2.080.600 

10,600 

270 

160 

- 

IT,    . 

0 

- 

- 

- 

- 

- 

18,    . 

2.264,800 

12.800 

270 

268 

240 

7» 

19,    . 

1,900,200 

21.200 

800 

196 

240 

170 

20,    . 

1,088,400 

11.600 

288 

810 

8S0 

430 

21.    . 

2,084,000 

11.200 

180 

103 

180 

240 

22.    . 

2,103,000 

9,100 

829 

220 

276 

888 

28,    . 

2.067,000 

8.800 

886 

294 

228 

170 

24.    . 

1,817,000 

- 

- 

- 

- 

- 

26.     . 

0 

- 

- 

- 

- 

20.    . 

2,017,400 

10,300 

860 

860 

246 

no 

27.    . 

2,063,800 

6.000 

220 

147 

167 

140 

28,    . 

2,062.000 

6,800 

286 

201 

120 

IM 

29,    . 

2,016,600 

6.800 

340 

889 

128 

140 

30.    . 

2.069,800 

7,600 

168 

227 

133 

140 

81,    . 

0 

- 

- 

- 

" 

_ 

Quantity  of  effluent  for  month  waa  63,276,300  gallons  per  acre. 

To  remove  the  air  held  in  the  porea  of  the  sand  and  which  prevented  a  normal  flow  of  water  the  out* 
let  was  closed  Decombei  19,  9.26  to  10.26  A.X.,  and  December  24,  9.46  to  11  a.m. 
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Filter  No.  8 A  (ConMnuotM)— Continned. 


TkA<r»        IftAS 

Qoantlty 
of  £ffla«nt. 

Gallons  p«r 
Acre  Dally. 

Baeterlaper 

Cubic 
Centimeter 

Bactbbu.  psb  Cubio  Ckmtimbtbk  or  ZtrwLXjmtft, 

uatk — 1 8  ra  • 

8  A.M. 

UA.M. 

2P.X. 

4p^, 

•mber  1,    . 

1.764,200 

12.800 

67 

170 

210 

147 

«.    . 

1.887,600 

16.600 

864 

- 

- 

848    . 

s.  . 

1,887,600 

- 

- 

- 

- 

- 

4,    .       . 

1,068,000 

11.200 

180 

170 

800 

120 

6.    . 

2,087,000 

11.700 

216 

184 

246 

140 

«.    . 

2.000,000 

10.600 

110 

140 

180 

120 

T.    . 

1.067.600 

11.900 

128 

106 

82 

77 

8.    . 

2,009.000 

10,800 

72 

86 

125 

Jil} 

».    . 

1.980,600 

10,400 

86 

70 

- 

* 

10.    . 

1.980,600 

- 

- 

- 

- 

- 

11*    . 

2.016.000 

9.200 

46 

67 

70 

m 

1«.    .' 

2,016,000 

8,600 

40 

68 

60 

6T 

18.    . 

2,080,000 

7.400 

44 

82 

48 

41 

14.    . 

2.090.000 

9.000 

61 

78 

68 

il 

16,    . 

1.9S0.200 

7.200 

84 

26 

80 

'i 

W.    . 

2.182.600 

10.600 

22 

46 

- 

- 

•    IT,    . 

2.182,500 

- 

- 

- 

- 

- 

^8.    . 

2.080,000 

12.800 

110 

188 

190 

147 

w.  . 

1.988.000 

21,200 

98 

76 

140 

110 

ao.  . 

2.037,000 

11,600 

114 

98 

72 

12Q 

21.    .       , 

2,016,000 

11,200 

41 

63 

66 

m 

«2.    . 

1,988,000 

9,100 

79 

62 

06 

80 

23.    . 

2,058,000 

8.300 

99 

92 

97 

^ 

24,    . 

1,886.700 

- 

- 

- 

- 

- 

25,    . 

1.886.700 

- 

- 

- 

- 

- 

2«.    . 

1.094.000 

10.800 

44 

49 

49 

50 

27.    . 

1,820.800 

6,000 

86 

46 

60 

H 

28.    . 

1,796,000 

6,300 

60 

87 

79 

143 

20.    . 

1,716.000 

6,800 

166 

210 

802 

m 

80,    . 

2,016,000 

7,600 

74 

78 

92 

D3 

81.    . 

2,016.000 

- 

- 

- 

- 

QaaBtUy  of  efflaent  for  month  was  60,968,800  gallons  per  acre. 

The  snrfaee  was  aeraped  on  Deeember  2  between  10  a jc  and  4  p.m.  The  loss  of  head  was  equi^  to 
depth  of  the  filter  on  December  29;  the  lee  8  to  8  inehes  in  thickneea  was  removed  and  the  omhi 
led  8410  to  11^  A-if .  to  allow  the  eeoape  of  air  held  In  the  sand. 


Digitized  by  VjOOQ  IC 


522 


STATE  BOARD  OF  HEALTH.         [Pub.  Doc. 


Fitter  No.  3  B  (Jm<enii<»en()  —  Continued. 


Qnantity 
of  Effluent. 

Oallons  per 
AcreDalljr. 

Loss  or  Hbad. 

(IHOHBS.) 

Baotortaper 

Coble 
Centimeter 
inAppMed 

Water. 

nr  BPFLunr. 

DATS— 18M. 

8  a.m. 

4  p.m. 

8ajc 

Ua^ 

JPJL 

4PJL 

Janaary  1,    . 

2.186.000 

- 

- 

4,600 

888 

204 

2K 

886 

2.    . 

1,W6.600 

- 

- 

6.000 

268 

166 

IT* 

181 

8,    . 

1.698.400 

- 

- 

8.600 

162 

160 

MS 

IN 

4.    . 

1.802.200 

- 

- 

4.400 

112 

211 

221 

no 

5.    . 

1.914.800 

- 

- 

6,000 

160 

160 

146 

m 

e.  .     . 

2,000,000 

- 

- 

7.800 

806 

278 

178 

112 

7.    . 

0 

- 

- 

- 

- 

- 

- 

- 

8,  .. 

2,068,000 

68.8 

18.8 

8,200 

286 

206 

878 

isi 

».    . 

2,068.600 

48.0 

17.8 

7,600 

288 

224 

810 

141 

10,    . 

2,222.200 

40.0 

14.0 

6,700 

868 

277 

280 

267 

11.    . 

2.087.800 

14.0 

16.0 

6,800 

276 

210 

170 

14» 

12.    . 

1,938.800 

14.8 

16.6 

'          7,600 

288 

196   ' 

197 

in 

W,    . 

840.000 

61.0 

- 

7,900 

- 

- 

- 

119 

14.    . 

0 

- 

" 

- 

- 

- 

- 

- 

16,    . 

1.268.400 

- 

68.0 

10.600 

- 

- 

- 

149 

16.    . 

1.816.600 

72.0 

66.0 

7,100 

- 

468 

884 

841 

17.    . 

1.606.200 

62.6 

67.8 

6.800 

- 

216 

848 

4T4 

18.    . 

2,087,000 

67.6 

61.6 

8.100 

202 

210 

^ 

14» 

19.     . 

2,022,400 

16.6 

1 

16.0 

8.600 

i      206 

220 

196 

189 

20,    . 

1,096,000 

48.6 

1 

14.8 

7.800 

I      118 

221 

880 

SS> 

21.    . 

0 

1        - 

- 

- 

1         - 

- 

- 

- 

22.    .        . 

2.133,800 

16.6 

14.3 

9.700 

1      226 

314 

166 

1M 

23.    . 

1,950.200 

1    18.6 

16.8 

8.600 

1      316 

260 

210 

341 

24.    . 

1,970,600 

1    16.8 

16.0 

6.200 

1      124 

242 

191 

110 

26,    . 

1,967,600 

i    16.3 

16.0 

6.800 

80 

166 

186 

» 

2«.    . 

2,168,000 

i    41.0 

18.0 

1          6.100 

1    - 

146 

189 

Ml 

27.    . 

2,146,800 

1    18.0 

13.6 

1          9.000 

92 

117 

162 

m 

28.    . 

0 

1 

1 

1 

- 

- 

- 

2».    . 

1.874,800 

14.6 

16.0 

!          8.400 

1  "' 

191 

201         1«? 

30.    . 

0 

- 

- 

1          6.900 
j          7.700 

- 

- 

81.    . 

2,040,000 

- 

12.3 

'     - 

- 

ITO 

1 

Quantity  of  effluent  for  month  was  49,368,000  gallona  per  aere. 

January  4,  2  to  8  Inches  of  ice  removed.  January  13,  outlet  oloaed  10.46  a.m.  to  2.60  pji.  Jaonary 
16,  ice  6  Inches  thick  was  broken  along  the  edge  and  outlet  closed  until  8.60  p.m.  January  16, 4  toebes 
of  Ice  removed  and  outlet  closed  10  to  11.16  a.m.  January  17.  outlet  opened  at  10.80  a.m.;  a  large  quo* 
tity  of  air  appeared  at  the  surface.    January  31.  a  wooden  distributing  trough  pot  on  surface. 
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FiUer  No.  8  A  {Continuowi) — ContiDued. 


Quantity  of 
Effluent 

Gallons  per 
Aere  DaUy. 

Loss  OF  Hka». 

(I«0HB8.) 

Bacteria  per 
Cable      1 
Centimeter 
InAppUed 

Baotbha  pbb  Cubio  OsamurBB 
n  efvlubht. 

DATS  — 18M. 

8AJC. 

4PJC. 

8  A.M. 

U  AJC. 

2r.li. 

4rjc. 

unary  1,    . 

S.016,000 

- 

- 

4.500 

44 

89 

40 

60 

%    . 

2,016.000 

. 

- 

5,000 

49 

47 

62 

69 

»,    . 

2,072,000 

- 

- 

8,600 

60 

66 

58 

61 

4.    . 

1.074.000 

- 

- 

4,400 

87 

48 

54 

40 

5,    .        . 

2,016.000 

- 

- 

6,000 

24 

81 

58 

60 

«.    . 

2,016.000 

- 

- 

7.800 

24 

80 

47 

56 

7,    . 

2,016,000 

- 

- 

- 

- 

- 

- 

- 

8,    .       , 

1.046,000 

13.6 

21.0 

8.200 

47 

42 

60 

58 

».    . 

2.246.400 

16.5 

24.5 

7.500 

86 

48 

66 

88 

10.    . 

1,802.400 

24.5 

28.5 

6,700 

71 

126. 

98 

146 

11.    . 

1.805.000 

81.0 

81.0 

6.800 

102 

110 

118 

122 

12,    . 

2,080.000 

48.8 

51.5 

7,600 

148 

165 

186 

184 

IS.    . 

1.026.000 

62.0 

60.8 

7.900 

221 

288 

248 

206 

14.    . 

1.025.000 

- 

- 

- 

- 

- 

- 

- 

15,    . 

1.628,000 

69.0 

78.0 

10.500 

200 

252 

340 

206 

16,    . 

1.538.000 

78.0 

12.5 

7,100 

105 

- 

158 

158 

IT,    . 

2.002,000 

11.5 

11.8 

6,800 

189 

98 

106 

126 

18,    . 

2.037,000 

12.0 

12.0 

8,100 

89 

77 

78 

92 

w,  . 

2.028,000 

18.0 

12.8 

8.500 

88 

86 

52 

76 

20,    . 

2.019,500 

14.5 

15.0 

7,800 

45 

57 

43 

87 

21,    . 

2.010,500 

- 

- 

- 

- 

- 

- 

22,    . 

1,886,200 

1     19.0 

20.5 

9.700 

28 

25 

82 

76 

23,    . 

2.030.000 

23.5 

24.5 

8,600      1 

45 

48 

51 

81 

24.    . 

1.865,800 

27.3 
47.0 

82.3 

6,200 

88 

61 

44 

41 

25.    . 

1.704.600 

57.5 

6,300 

42 

27 

65 

68 

2«,    . 

219.000 

73.0 

47.0 

6,100 

60 

58 

69 

- 

27,    . 

1.841,200 

37.0 

62.0 

9,000      1 

49 

58 

51 

HI 

28.    . 

400,000 

- 

- 

1 

- 

- 

- 

- 

29,    . 

1,607.000 

73.0 

10.5 

6.400      J 

23 

- 

- 

64 

30.    . 

2,044,000 

,    13.5 

13.5 

6,900 

80 

58 

56 

58 

31.    . 

1.988,000 

{    10.3 

10.3 

7,700 

1 

46 

41 

46 

46 

Quantity  of  effluent  for  month,  56,835,600  gallons  per  acre. 

January  16.  2  to  8.5  inches  ice  removed,  and  outlet  closed  8  a.m.  to  1.50  p.m.  to  allow  eseape  of  air. 
anuary  26.  outlet  dosed  9.10  to  11.10  a.x.,  and  from  2  p.m.  to  8.35  a.m.  January  27.  January  29,  6 
achea  lee  removed  and  outlet  closed  9  a.m.  to  3.20  p.m. 
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Filler  No.  3B  (ItOermittenf)  —  Continaed. 


Qoanttt7  of 
Effluent. 

Oftllont  per 
Acre  Dally. 

Loss  or  Head. 

(INOHSS.) 

Bacteria  per 

Crnbic 
CeDtlmeter 
inAppUed 

Water. 

Baotbbia  pn  CcBio  dsninni 
nr  EppLum. 

DATS  — 1M4. 

8A.1C 

4PJC. 

8AJI. 

Uaa 

.,^. 

4rji. 

Febroftryli  . 

2,162,400 

12.0 

11.5 

7,900 

151 

146 

114 

W 

%  . 

2.021.800 

15.6 

14.0 

7,800 

265 

278 

181 

114 

s.  . 

2.019,000 

14.0 

14.0 

4,100 

204 

840 

lOS 

va 

4.  . 

0 

- 

- 

- 

- 

- 

- 

- 

6.  . 

1,881,800 

11.8 

18.0 

9,900 

288 

270 

208 

184 

«.  . 

1,718,400 

15.5 

18.8 

8,900 

- 

258 

190 

ITO 

T.  . 

1,086,000 

15.0 

15.3 

10,700 

206 

190 

121 

13S 

8,  . 

2,008,600 

15.0 

14.8    1 

7.800 

828 

198 

128 

- 

9i  • 

2,066.600 

18.5 

16.0 

9.500 

247 

246 

190 

m 

10.  . 

2,166.600 

14.0 

15.0 

9.800 

806 

280 

116 

m 

11.  . 

0 

- 

- 

- 

- 

- 

12.  . 

1.086,200 

85.8 

15.8 

12.400 

255 

178 

216 

4S7 

18.  . 

1.880,800 

10.0 

81.8 

6,000 

- 

225 

170 

238 

14.  . 

1.729.400 

14.5 

14.0 

6.100 

882 

258 

148 

197 

16,  . 

1,747,400 

18.0 

14.5 

7.500 

271 

218 

125 

in 

1«.  . 

1.814.200 

14.5 

8.3 

9.100 

265 

210 

165 

in 

17.   . 

1,603.000 

11.0 

8.8 

7.800 

212 

127 

135 

m 

18.  . 

0 

- 

- 

- 

- 

- 

- 

w.  . 

2.086.400 

15.8 

16.0 

10.100 

205 

180 

158 

110 

20,  . 

1.604.000 

15.0 

16.0 

8.400 

240 

218 

108 

1S2 

21,  . 

1,646.200 

15.0 

15.8 

8.700 

1 

257 

192 

1» 

22.   . 

1,962,000 

19.8 

17.8 

8,600 

1      158 

160 

185 

im 

28.   . 

1.784.600 

18.8 

16.8 

6.800 

1    2r 

222 

145 

- 

24,  . 

10.000 

- 

- 

6,700 

1 

1 

- 

- 

373 

26,  . 

458.800 

- 

- 

- 

1 

- 

- 

- 

36,   . 

0 

- 

- 

9.500 

- 

- 

- 

27.   . 

1.544.400 

10.0 

9.8 

8.300 

100 

60 

55 

60 

28.  . 

1.623,400 

12.0 

12.8 

6.400      ' 

1 

120 

180 

i» 

IM 

Quantity  of  effluent  for  month  was  40.731,400  gallons  per  acre. 

February  1,  the  filter  was  not  drained  on  the  night  preceding.  Febroary  24,  the  filter  was  fllM 
from  below  with  city  filtered  water.  February  26, 6  inches  of  ice  removed ;  1  to  2.5  inches  of  fmt  is 
sand;  filled  with  diy.filtered  water  from  below  (rate,  1,150,000  gallons  per  acre  daily)  and  sllowad  to 
stand  OTsr  night.    February  27,  rate  reduced  from  10  to  8  gallons  per  minute. 
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FiUer  No, 

S  A  (CofUinuaus)  —  Continued 

DATB-1M4. 

Oalloiu  p«r 
Acre  Daily. 

LOM  OP  Hbaj>. 
(IKCHE8.) 

BMtorteper 

Coble 
Centimeter 

Baotbua  m  Cubic  Csvtimbtsb 
m  Epplukkt. 

8  a.m. 

4  p.m. 

8  a.m. 

UA.M. 

2  p.m. 

4PJC. 

bmary  1,  . 

8,016,000 

9.0 

».t  , 

7.000 

42 

28 

82 

62 

2.  . 

2,016,000 

10.6 

12.0 

7,800 

46 

46 

87 

66 

8.  . 

2.016,000 

14.0 

15.0 

4,100 

52 

60 

40 

60 

4,. 

2.016.000 

- 

- 

- 

- 

- 

- 

- 

6.. 

2.000.000 

21.0 

22.8 

9,900 

71 

60 

60 

67 

«.  . 

1.722.000 

11.6 

17.8 

8.900 

58 

60 

40 

38 

T,  . 

2,016,000 

20.8 

24.0 

10.700 

48 

60 

46 

60 

8,. 

2.016.000 

27.8 

38.6 

7.800 

81 

89 

89 

34 

».  . 

1.704.400 

48.8 

60.0 

9,600 

28 

24 

27 

24 

10.. 

1,828.200 

78.0 

40.0 

9,800 

102 

- 

- 

29 

11.. 

1.828.200 

- 

- 

- 

- 

- 

- 

- 

12,. 

1,610,000 

78.0 

18.0 

12.400. 

228 

- 

152 

119 

13,  . 

2.068.000 

12.5 

18.0 

6.000 

110 

104 

91 

115 

14,. 

2.000.000 

18.0 

18.6 

6.100 

92 

103 

106 

76 

16,. 

1,728.000 

14.8 

16.0 

7,500 

83 

66 

86 

119 

1«,  . 

1.046,400 

22.0 

25.0 

9.100 

61 

80 

104 

108 

17,. 

1,000.000 

81.6 

87.0 

7,300 

96 

94 

114 

116 

18,.       , 

200,000 

- 

- 

- 

- 

- 

- 

- 

19..        . 

0    1 

73.0 

- 

10.100 

98 

- 

- 

- 

20,. 

1,843.000 

19.0 

86.0 

8,400 

49 

80 

95 

99 

n, . 

161,200    ! 

61.0 

- 

8,700 

221 

- 

- 

- 

22,. 

2,000,000 

11.8 

10.8 

8.600 

186 

167 

117 

88 

28,. 

2,016.000 

11.0 

11.0 

6,300 

91 

97 

76 

60 

24,. 

763.000 

8.5 

9.0 

6.700 

98 

98 

94 

97 

26,. 

468.800 

- 

- 

- 

- 

- 

- 

- 

26.. 

0 

- 

- 

9.500 

- 

- 

- 

- 

27.. 

1.847.000 

10.0 

6.0 

8.300 

37 

68 

114 

38 

28,. 

1.440,000 

6.6 

6.6 

6.400 

48 

46 

60 

51 

Quantity  of  efflnant  for  month  wm  40.766,200  gallons  per  acre. 

Febmary  6,  inlet  pipe  frozen  and  surface  unoovered.  February  10,  ioe  4  inohet  thick  broken  along 
io  aldea  and  outlet  doeed  7.55  a.x.  to  8.45  p.x .  February  12.  ice  3  to  6.5  inehes  thick  removed  and  ont- 
t  eloeed  8  am.  to  1.40  p.x .  February  19,  ice  4  inchea  thick  broken  along  the  aidea  and  outlet  doaed 
80  A  If .  to  February  20, 8  A.M.  February  21,  2  to  6  inchea  ice  removed  and  anrfaoe  scraped.  After 
Ung,  filter  was  allowed  to  stand  with  outlet  dosed  from  0  p.m.  till  8  a.x.  the  next  morning.  Febmary 
r,  inlet  pipe  frozen  and  surface  uncovered.  February  15.  filter  allowed  to  drain.  February  26.  filled 
ith  dty  filtered  water  from  below  and  allowed  to  stand  over  night  with  outlet  closed.  February  27, 
^  reduced  from  7  to  6  gallons  per  minute. 
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FiUer  No. 

5  B  (IntermiUerU)  —  Co 

ntinae^ 

[. 

OftUontper 
AcreDaUy. 

LOM  OP  Hbad. 
(IMCM8.) 

Baetertaper 

Cnblo 
C«itimet«r 

nr  Kptlubxt. 

Dati  —  1M4. 

6  am. 

4  p.m. 

8  a.m. 

U  A.M. 

8PJI. 

4PJL 

lUrehl.       .       .       . 

1.828.200 

11.6 

18.0 

7.800 

185 

174 

128 

ISO 

2. 

1.786,800 

12.5 

12.5 

9.800 

114 

191 

178 

U« 

3, 

1.708.600 

10.0 

11.8 

6,900 

280 

119 

91 

m 

4. 

0 

- 

- 

- 

- 

- 

- 

- 

6, 

2,272,000 

18.5 

12.5 

7,000 

34 

52 

82 

51 

«. 

1,787,600 

18.8. 

12.0 

11,800 

107 

101 

87 

77 

7, 

1,747,400 

9.5 

11.8 

18.600 

860 

190 

115 

IM 

8, 

1,806,600 

12.5 

12.5 

18.400 

256 

852 

152 

HI 

». 

1,798,600 

12.0 

14.0 

18.000 

281 

840 

845 

141 

10. 

1,560,200 

12.0 

18.8 

12.800 

887 

800 

166 

IN 

11. 

0 

- 

- 

- 

- 

- 

" 

- 

la. 

1,988,000. 

1    18.5 

14.8 

10.900 

80 

56 

84 

m 

18, 

1.800.800 

;  »-^  i  "•» 

9,800 

285 

281 

817 

m 

14. 

1,827.400 

1    10.5 

1 

18.8 

8.600 

257 

196 

186 

61 

16, 

1,726,600 

j    11.0 

14.0 

7.800 

220 

190 

188 

i» 

le. 

1,886.000 

1    10.5 

18.8 

6,800 

167 

161 

117 

96 

IT, 

400.000 

*    18.5 

- 

6,000 

150 

- 

- 

- 

18, 

0 

1       " 

- 

- 

- 

- 

- 

- 

1». 

1,786,200 

i    10.0 

9.0 

5,200 

29 

41 

68 

M 

20, 

1,704,000 

1    10.5 

10.8 

4,100 

144 

190 

114 

80 

21. 

1,666.400 

9.5 

11.5 

8.900 

180 

186 

80 

lis 

22. 

1.779.200 

1 
11.0 

11.5 

4.000 

- 

107 

87 

1      7# 

23. 

1.S98.400 

9.5 

18.5 

4,900 

140 

110 

48 

1     1« 

24, 

1.626.600 

10.8    1    11.5 

8.600 

160 

158 

90 

1      « 

28. 

0 

1 

- 

- 

- 

- 

- 

i  - 

2e. 

1.767,200 

12.0 

4,900 

78 

81 

89 

9f 

27. 

1.876.000 

1 

- 

8,800 

280 

196 

98 

m 

28. 

1,888,000 

'    10.8 

11.8 

2,100 

206 

156 

95 

71 

20, 

1.649,600 

18.0 

14.0 

8.600 

157 

114 

75 

N 

80, 

1.617.600 

12.8 

12.8 

8,600 

808 

152 

126 

17» 

81, 

1.640.000 

;,,.. 

11.5 

10.200 

290 

248 

810 

Itf 

Quantity  of  offlaent  for  month  wm  45.960.400  galloni  per  acre. 

March  4  and  11.  filter  filled  with  dty  filtered  water  from  below  and  allowed  to  atand  orer  olfbt. 
March  17.  anrfaoe  aoraped  and  new  eand  added  to  ridge  the  anrface  eimilar  to  that  of  the  LawniM 
dty  filter;  the  sand  at  the  aides  at  right  angles  to  the  wooden  condalt  was  made  6  inches  deeper  thti  la 
the  middle,  towards  which  it  was  graded.  The  filter  was  filled  from  below  with  dty  fllteied  wtttf  oa 
the  night  of  March  18.  The  filter  was  filled  as  nsoal,  from  the  top,  on  March  85.  and  allowed  to  rtiad 
over  night  with  the  outlet  closed. 
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FiUer  No.  8  A  (Com^jtuMmt)  —  Continued. 


Oanontper 
Acre  Dallj. 

LOM  OP  HSAD. 
(iMCRKt.) 

Bacteria  per 

Cubic 

Genttmeter 

InApplIed 

Water. 

Bactsiiaykb  Cubic  Cbvtimbtbb 
n  ErPLtrKiTT. 

I>ATB— kaw. 

8  a.m. 

4  p.m. 

8  A.M. 

11  AOC. 

2  p.m. 

4PJI. 

Larch  1,       . 

1,446.000 

6.6 

6.6 

.7,800 

28 

68 

40 

42 

2. 

1.440,000 

0.6 

6.6 

9.800 

83 

•  81 

66 

61 

8. 

1,880,000 

6.6 

0.6 

6.900 

61 

42 

66 

68 

4. 

600,000 

- 

- 

• 

- 

- 

- 

- 

6. 

1.270,000 

7.6 

7.8 

7.000 

- 

74 

49 

26 

«. 

1,410,000 

8.0 

7.8 

11.800 

66 

86 

74 

70 

7. 

1,446,000 

7.8 

6.6 

18,000 

74 

06 

80 

08 

s. 

1,446,000 

T.O 

7.0 

18.400 

78 

76 

70 

78 

«. 

1,426,000 

7.0 

6.6 

18.000 

87 

110 

68 

97 

10. 

1,800,000 

0.6 

6.6 

12,800 

08 

87 

64 

96 

11. 

064,000 

- 

- 

- 

- 

- 

- 

- 

12, 

1,240,000 

7.6 

7.8 

10,900 

- 

68 

44 

66 

18. 

1,440,000 

8.0 

7.8 

9.800 

97 

86 

91 

62 

14. 

1,440,000 

7.8 

7.8 

8.600 

89 

87 

96 

98 

16, 

1,440,000 

8.8 

8.6 

7,800 

78 

77 

79 

78 

M, 

1,440,000 

8.6 

8.0 

6.300 

87 

68 

76 

67 

17, 

604,600 

8.0 

- 

6,000 

60 

- 

- 

- 

18. 

0 

- 

- 

- 

- 

- 

- 

- 

19, 

1.246.000 

7.8' 

7.0 

6,200 

- 

64 

69 

49 

ao. 

1,896.000 

7.8 

7.8 

4,100 

102 

96 

106 

93 

21,        . 

1,440,000 

7.6 

7.6 

8,900 

76 

40 

92 

66 

22, 

1,440,000 

0.6 

0.6 

4.000 

70 

78 

66 

74 

28. 

1,440,000 

6.6 

6.6 

4.900 

86 

78 

81 

60 

24, 

1,447,600 

0.6 

0.6 

8.600 

66 

63 

61 

61 

25.        , 

1.447.600 

- 

- 

- 

- 

- 

- 

- 

26,       . 

1,466,000 

7.0 

6.8 

4,900 

60 

46 

49 

41 

27.        , 

1.410,000 

- 

- 

8,600 

66 

64 

66 

64 

28, 

1.440.000 

0.6 

6.6 

2,100 

24 

26 

19 

20 

29. 

1.440,000 

6.6 

0.6 

8,600 

82 

84 

41 

86 

80. 

1.440,000 

7.6 

8.6 

8.000 

78 

88 

93 

90 

81, 

1,440,000 

8.0 

8.0 

10.200 

96 

106 

100 

116 

Quantity  of  efflaent  for  month  was  39.996,200  gallona  per  acre. 

The  filter  wae  allowed  to  drain  ICaroh  4, 11  and  17;  and  was  filled  with  city  filtered  water  from 
below  liaroh  6, 12  and  19,  and  put  in  operation  In  the  naaal  manner  at  aoon  as  the  sarfaoe  was  covered. 
The  snrfaee  was  scraped  on  March  17. 
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Filter  No.  3B  {InlermiUenl)  —  Cone\aded. 


Qnantity  of 
Effloant 

OftUoDsper 
Aert  DiJij. 

Loss  or  Hbad.  i 

(IXOHBS.)          1 

BscterUpsr 

Cuble 

Centimeter 

InAppUed 

Water. 

1  Bactbua  ras  Cubic  CmmTis 
1                  t»  Errurwrr. 

Datb— h9v«. 

8  A.M. 

4  P.M.   ! 

1 

!«*•-• 

11  AJC. 

1 

2  PJL  .  4  P  JL 

April   1, 

0 

- 

- 

- 

1 

- 

-1  - 

2. 

» 

i,ni,2oo 

i    11.0 

11.8 

9.400 

188 

142 

66          74 

8. 

1,886,000 

11.8 

11.8    1 

1 

6.600 

225 

888 

172 

118 

4, 

1,806.600 

11.5 

12.0 

16.900 

800 

270 

190 

81 

6. 

1,827.400 

10.6 

12.8 

1 

18.600 

128 

148 

37 

7« 

«, 

1.708.800 

12.0 

12.8 

9.400 

185 

142 

n 

TO 

T, 

1,688.000 

11.0 

11.8 

12,800 

246 

206 

96         101 

8, 

0 

- 

-      1 

- 

- 

- 

- 

»» 

1,798,600 

10.8 

11.8    I 

14.700 

112 

107 

00 

84 

10, 

1,648,200 

11.8 

18.0 

14,600 

249 

208 

106 

114 

11.       . 

1,672,000 

18.0 

18.8    * 

18,800 

169 

150 

112 

m 

12. 

1,684,800 

;«.o 

14.0    1 

20,700 

127 

186 

112 

n 

18, 

1,606,000 

i    18.0 

14.8 

20,600 

96 

178 

92 

71 

14.       . 

1,657.600 

10.8 

16.0 

19,600 

186 

ito 

102 

88 

16. 

0 

- 

-      ] 

- 

- 

- 

- 

- 

16. 

1,763,000 

9.8 

11.8    ' 

20,000 

80 

60 

47 

8! 

IT. 

1,604.800 

10.0 

11.8    1 

8,800 

110 

76 

66 

88 

18. 

1,607,600 

11.0 

12.6    ' 

11,600 

66 

64 

20 

88 

w. 

1,662,800 

12.0 

12.8 

12,000 

108 

101 

83 

n 

20, 

1,700,200 

1    11.0 

12.0 

16,100 

92 

88 

86 

fli 

21. 

1,728.600 

1    11.0 

12.5 

28,200 

114 

76 

82 

97 

22. 

0 

- 

- 

- 

- 

- 

- 

28, 

848,000 

11.0 

11.8 

9,800 

286 

140 

66 

87 

24, 

1,706.200 

10.6 

12.0 

4,400 

90 

110 

96 

88 

26, 

1.620.600 

12.6 

14.0 

14,000 

174 

160 

103 

88 

28, 

882.000 

1    15.8 

16.6 

6.700 

140 

112 

110 

47 

27, 

1.798.600 

11.0 

12.0 

5.500 

160 

82 

70 

40 

28, 

1,768,000 

12.8 

14.0 

6,400 

\      124 

69 

45 

88 

20, 

0 

- 

- 

. 

- 

- 

- 

SO, 

1,768,800 

10.8 

11.6 

8,700 

1      178 

100 

72 

78 

QoMitity  of  efflneni  for  month  was  40.926.400  gallons  per  acre. 

The  filter  was  filled  from  the  top  In  the  usual  way  on  April  1, 8, 16,  22  and  29,  and  allowed  to  Mod 
..    The  outlet  was  closed  and  the  surface  remained  covered  on  the  nlfkt 


over  night  with  the  outlet  dosed, 
of  April  23. 
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Filter  No.  8  A  ((7<m<<nuou«)  — Condaded. 


Cats  —  m.  w^i« 

■  AA^ 

QnMtlty  of 
Effluent. 

Oallona  per 
Acre  Dally. 

Loss  OF  Head. 

(iNOHBa.) 

Bacteria  per 

Cable 
Centimeter 
In  Applied 

Water. 

BaoTBRiA  PKR  Cubic  Gkmtimbtbb 

IK  ErVLUBHT. 

8  a.m. 

1 

4  p.m. 

8  a.m. 

11a.m. 

2  p.m. 

4  p.m. 

►rll  1, 

1,440.000 

.  I     J 

1 

1 

- 

. 

- 

. 

2. 

1.440.000 

7.8 

9.0 

9,400 

79 

92 

68 

96 

8, 

1.440.000 

7.8 

8.0 

6,600 

64 

42 

83 

68 

4, 

1.440.000 

7.8 

8.6 

16,000 

40 

68 

68 

74 

fi. 

1.440,000 

8.6 

9.6 

18,600 

46 

43 

46 

41 

«. 

1.440.000 

7.8 

8.3 

9,400 

41 

46 

38 

44 

T. 

1,440,000 

8.3 

9.0 

12.800 

88 

39 

48 

64 

8, 

1.440.000 

- 

- 

- 

- 

- 

- 

- 

». 

1,440.000 

10.6 

11.8 

14.700 

88 

36 

41 

38 

10. 

1.440.000 

11.6 

11.6 

14,600 

88 

60 

88 

40 

11. 

1,440.000 

12.6 

18.0 

13,800 

88 

81 

27 

26 

12,          . 

1.440,000 

14.0 

14.0 

20.700 

17 

24 

80 

24 

18. 

1.440.000 

14.6 

14.8 

20.600 

89 

32 

24 

30 

u. 

1,440.000 

16.0 

14.8 

19,600 

87 

40 

46 

26 

16, 

1,440.000 

- 

- 

- 

- 

- 

- 

- 

W, 

1.440.000 

10.3 

16.6 

20,000 

89 

80 

49 

40 

17, 

1.440.000 

16.0 

17.0 

8.300 

86 

28 

28 

30 

18. 

1.440,000 

17.6 

19.6 

11,600 

18 

21 

18 

24 

M.         . 

1,440.000 

22.0 

27.3 

12.000 

80 

82 

28 

28 

20, 

1.343.200 

34.8 

41.0 

16,100 

28 

20 

29 

31 

21, 

1.679,100 

49.0 

69.0 

28.200 

27 

21 

28 

28 

22, 

600.000 

- 

- 

- 

- 

- 

- 

29 

23, 

279,200 

- 

- 

9.800 

26 

- 

- 

. 

24, 

1,440,000 

6.0 

6.0 

4.400 

61 

62 

62 

40 

25. 

1.440,000 

6.0 

6.0 

14.000 

60 

43 

66 

69 

28. 

1,440,000 

6.0 

6.0 

6,700 

47 

86 

31 

38 

27, 

1,440,000 

6.0 

6.0 

6,600 

63 

48 

26 

49 

28. 

1.440,000 

6.0 

6.0 

6,400 

60 

47 

64 

63 

2», 

1,440,000 

- 

- 

- 

- 

- 

- 

- 

80. 

1.440.000 

4.6 

4.6 

3,700 

41 

42 

67 

61 

Quantity  of  efflaent  for  month  was  41.141,600  gallons  per  acre. 
The  anrface  waa  acraped  on  April  23. 
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Lawrence  Cixr  Filter. 

This  filter  was  first  put  in  use  Sept.  20,  1893.     The  constmction 
and  operation  of  the  filter  are  fully  described  in  an  article  beyond  by 
its  designer,  Mr.  Hiram  F.  Mills,  A.M.,  C.E.,  chairman  of  the 
committee  on  water  supply  and  sewerage  of  the  State  Board  of 
Health.     Briefly,  it  is  2.5  acres  in  area ;   the  underdrains  condact 
the  effluent  to  a  collecting  conduit  and  thence  to  the  pump  well. 
The  nominal  capacity  of  the  pumps  is  5,000,000  gallons  in  24  hours, 
and  when  pumping  at  this  rate  water  passes  through  the  filter  at  a  rate 
of  2,000,000  gallons  per  acre  in  24  hours.     The  average  daily  con- 
sumption is  a  little  over  3,000,000  gallons,  and  the  pumps  work  on 
an  average  about  16  hours ;  under  ordinary  circumstances,  the  sur- 
face of  the  filter  is  uncovered  and  the  sand  drained  about  8  hours 
daily.     The  effluent  is  pumped  to  the  open  distributing  reservoir, 
which  is  25  feet  deep  at  the  high-water  mark  and  has  a  capacity  of 
40,000,000  gallons. 

Very  frequent  analyses,  both  chemical  and  bacterial,  have  been 
made  of  the  Merrimack  River  water  before  and  after  its  passage 
through  the  filter,  as  it  leaves  the  reservoir,  and  from  taps  at  the 
City  Hall  and  Experiment  Station,  which  are  distant  about  1.5  and 
2.5  miles,  respectively,  from  the  reservoir.  A  summary  of  the 
results  of  these  analyses  is  presented  below. 

Monthly  Averages  of  the  Analyses  of  the  Merrimack  River  Water  as  U  flows  on 
to  the  Lawrence  City  Fitter, 

[ParU  per  100,000.] 


|l 

^ 

Ammovia. 

KiTBOOBH 

1 

1 

1 

1 

SfOKTH. 

1 

ALBI7MIKOIO. 

s 

i 
1 

2: 

n 
II 

00 

1 

1 

IMS. 

Septomber,      . 

65 

.86 

.0113 

.0168 

- 

.S2 

.0120 

.0003 

.42 

80 

- 

57,«» 

October,  . 

57 

.27 

.0118 

.0206 

- 

.25 

.0120 

.0004 

.28 

86 

* 

W» 

November, 

42 

.45 

.0000 

.0212 

- 

.19 

.0170 

.0006 

.47 

08 

. 

Wf» 

December, 

84 

.44 

.0056 

.0181 

.0150 

.20 

.0140 

.0001 

.50 

07 

" 

84« 

1894. 

Jamutry,  . 

32 

.48 

.0075 

.0186 

.0137 

.20 

.0140 

.0001 

.48 

88 

1.5 

7.7« 

February, 

82 

.80 

.0067 

.0182 

.0162 

.21 

.0190 

.0001 

.48 

98 

1.6 

7,«e 

Harch,      .       .       . 

87 

.48 

.0026 

.0168 

.0143 

.18 

.0110 

.0000 

.45 

100 

1.0 

6,500 

April.       .       .       . 

- 

.42 

•H 

.0167 

.0147 

.15 

.0110 

.0000 

.40 

05 

1.8 

11.W 

For  addlUonal  analyse*  and  notes  with  regard  to  turbidity  and  odor  see  page  198. 
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Monthly  Averages  of  Analyses  of  Effluent  from  the  Ctty  Filter. 

[PuU  per  100,000.] 


Qnantity 
omsaent. 

Gallons 

per  Acre 

Dally. 

^ 

Ammonia. 

1 

NITBOOBH 
▲8 

1 

1 

Morra. 

1 

▲LBUMinOID.    1 

9Q 

1 

4 
ll 

1 

.     1 
1 

18M. 

iptamber,  . 

1,880,900 

66 

.28 

.0072 

.0108 

- 

.28 

.0200 

1 

.0028 

.22 

- 

6.850 

^tober. 

1,129,800 

58 

.25 

.0079 

.0113 

- 

.25 

.0850 

.0008 

.10 

- 

1,216 

i>TeiDt>«r,    . 

1,105,200 

42 

.87 

.0102 

.0108 

- 

.22 

.0340 

.0004 

.88 

- 

161 

eeember,    . 

1,186,800 

85 

.86 

.0077 

.0118 

.0112 

.20 

.0410 

.0006 

.84 

- 

111 

1994. 

ooary,       . 

1,227,600 

84 

.84 

.0071 

.0106 

.0102 

.20 

.0870 

.0002 

.81 

8.0 

120 

sbnury,     . 

1,216,800 

85 

.84 

.0090 

.0009 

.0005 

.21 

.0460 

.0001 

.20 

2.0 

244 

areh. 

1,137,200 

89 

.40 

.0121 

.0098 

.0085 

.18 

.0450 

.0003 

.26 

8.3 

455 

pril,    .       . 

096,100 

- 

.88 

.0078 

.0007 

.0003 

.21 

.0370 

.0000 

.81 

2.7 

281 

*  The  bacterial  aamplea  In  thli  aet  of  tablea  correapond  aa  to  time  of  collection  to  the  chemical 
mplea.    The  reanlta  of  daily  bacterial  analyaea  are  given  in  the  Ublea  beyond. 


Monthly  Averages  of  Analyses  of  Water  from  the  Outlet  of  the  Distributing 

Reservoir, 


[ParU  per  100,000.] 


h 

^ 

Ammonia. 

1 

NlTBOOBN  AS 

o 

n 

1 

MOBTH. 

1 

ALBUMINOID. 

s 

» 

\i 

I 

1 

II 

IMS. 

ptember,  . 

65 

.32 

.0077 

.0130 

- 

.22 

.0180 

.0006 

.26 

- 

556 

stober. 

50 

.26 

.0031 

.0144 

- 

.25 

.0250 

.0004 

.21 

- 

ITS 

ovember,    . 

44 

.88 

.0034 

.0126 

- 

.22 

.0250 

.0000 

.82 

- 

94 

Boember,    . 

86 

.85 

.0055 

.0123 

.0115 

.20 

.0800 

.0001 

.85 

- 

142 

1M4. 

innary,       .       . 

85 

.85 

.0054 

.0115 

.0104 

.20 

.0820 

.0000 

.33 

2.7 

88 

^bmary,     . 

84 

.84 

.0055 

.0104 

.0101 

.21 

.0410 

.0000 

.30 

2.7 

188 

arch,  • 

88 

.86 

.0060 

.0007 

.0002 

.20 

.0250 

.0000 

.27 

2.5 

179 

pril,    .       .       . 

- 

.85 

.0032 

.0003 

.0088 

.19 

.0200 

.0000 

.27 

2.6 

187 
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Monthly  Averages  of  Analyses  of  Water  from  a  Tap  at  the  Lawrence  Oily 

[Parte  per  100,000.] 


Haa. 


^ 

Ammonia. 

1 

1    NiraooBN  AS 

ll 

1 

P^ 

Month. 

i 

i 

1 

s 

S 

« 

IMS. 

September,     . 

M 

.80 

.0086 

.0149 

.22 

.0190 

.0008 

.26 

- 

sn 

October,  . 

M 

.26 

.0026 

.0186 

.24 

.0290 

.0001 

.so 

- 

m 

November,      . 

51 

.81 

.0082 

.0120 

.23 

.0290 

.0000 

.29 

- 

m 

December, 

4S 

.84 

.0089 

.0108  ' 

1 

.20 

.0800 

.0001 

.84 

- 

86 

1M4. 

1 

JanoAry, . 

88 

.36 

.0060 

.0117 

.20 

.0360 

.0000 

.32 

2.7 

61 

February, 

88 

.83 

.0048 

.0106 

.21 

.0400 

.0000 

.80 

2.0 

lOS 

ICareh,     .       . 

80 

.86 

.0048 

.0107 

.19    ! 

.0800 

.0000 

.27 

2.6 

n 

April,      .       . 

- 

.83 

.0081 

.0101 

.19 

.0800 

.0000 

.27 

2.4 

w 

Monthly  Averages  of  Analyses  of  Water  from  a  Tap  at  the  Lawrence  Experiment 

Station. 

[Parte  per  100,000.] 


r 

^ 

Ammonu. 

i 

I  NrraooBN  as 

ll 

it 
ll 

1 

s| 

Month. 

1 

1 
1 

SQ 

1 

1 

IMS. 

1 

1 

j 

September,  . 

68 

.2.    1 

.0016 

.0136 

.22 

.0800 

.0002 

.28 

64 

- 

m 

October, 

69 

.u  1 

.0021 

.0121  i 

.24 

.0270 

.0000 

.20 

79 

- 

m 

November,    . 

61 

.30 

.0020  1  .0108 

.22 

.0810 

.0000 

.29 

89 

- 

77 

December,    . 

42 

.3.1 

.0026 

.0106 

.20 

.0840 

.0000 

.84 

94 

- 

78 

1894. 

1 

January, 

39 

■Si  ! 

.0027 

.0100 

.20 

.0870 

.0000 

.82 

96 

2.6 

SO 

February,     . 

38 

.82 

.0036 

.0098 

.21 

.0410 

.0000 

.81 

83 

2.9 

•4 

March,  .       .       . 

89 

.34    1 

.0038 

.0096 

.28 

.0480 

.0000 

.V 

80 

2.6 

140 

April,    .       .       . 

46 

.33  ; 

.0028 

.0096 

.19 

.0840 

.0000 

.27 

87 

2.4 

80 
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Monthly  Averages  of  Daily  Bacterial  Remits  from  the  Lawrence  City  Water. 


HOSTH. 


Bactebia  pbk  Cubic  Cbbtubtkb  in  Watbb  bbox 


River. 


EfBuent 
at  Filter. 


Renervolr 
OaUet. 


CityHaU 
Tap. 


Experiment 
Station  Tap. 


18t«. 

ktober. 

rorember, 

>«eemt>er, 

1804. 

ranuaiy, 

rebmary 

fftreha 

^pill, 

ATeragee, 

Arerage  per  cent,  of  nnmber  removed, 

Average  per  cent,  of  nnmber  of  river  bacteria 
remaining  in  water, 


20,000 
7.600 
9,800 


7,800 
8,200 
8.000 
14,700 


10,900 


568 
246 
200 


140 
260 
222 
282 


264 
97.68 

2.42 


148 
117 
162 


80 
180 
220 
127 


127 
68 


66 

88 

116 

80 


180 
98.73 

1.27 


90 
90.17 

0.88 


186 
71 
72 


68 
63 
04 

78 


82 
00.26 

0.76 


Id  the  table  above  all  results  are  included  in  the  averages.  Some 
Df  these  results  were  obtained  under  abnormal  conditions,  and  in  the 
table  below  are  presented  averages  from  which  are  excluded  the 
results  from  October  1  to  17,  which  were  obtained  before  the  filter 
arrived  at  its  normal  efficiency ;  those  of  November  27,  28  and  De- 
cember 4,  when  high  numbers  were  present  in  the  effluent,  which 
were  doubtless  caused  by  lowering  the  suction  pipe  in  the  pump  well 
and  thereby  disturbing  the  sediment  which  had  collected  there  before 
the  filter  was  put  in  use ;  and  the  results  from  February  20  to  March 
12  when  the  water  passed  through  a  very  limited  area  of  the  filter. 


Monthly  Averages  of  Bacterial  Results  showing  the  Normal  Efficiency  of  the  Law* 

rence  City  Filter, 


MOKTH. 


IMS, 

Oetober 

November,       .       .       .       . 
December,       .       .       .       . 

1804. 

January 

February,         .       .       .       . 

March, 

AprU, 

Average*,  .       .       .       . 


Bactkbia  pbb  Cdbio  Cbmtixbtbb 
IK  Watbb  fbom 


River. 


8,700 
7,200 
0,700 


7.300 
8,000 
7,100 
14,700 


0,000 


Effluent  at 
Filter. 


180 
177 
141 


140 
126 
100 


Per  Cent. 

of  Number 

of  River  Bacteria 

which 

appeared  In  the 

Effluent. 


1.60 
2.46 
1.46 


1.02 
1.66 
1.41 
1.68 


1.67 
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These  results  show  that  during  this  period  the  normal  efficiency  of 
this  filter  in  the  removal  of  bacteria  was  98.33  per  cent,  of  the  num- 
ber applied. 

In  the  next  table  are  given  the  results  of  the  bacterial  examinatioii 
of  series  of  samples  of  the  effluent  of  the  city  filter  taken  at  different 
hours  during  the  day.  The  pumps  were  started  between  7  and  7.30 
A.M.  All  things  taken  into  consideration,  the  results  are  quite 
uniform  under  ordinary  circumstances.  Both  the  bacterial  and  the 
chemical  analyses  indicate  that  some  ground  water  at  times  is  mixed 
with  the  effluent. 


Table  showing  the  Number  of  Bacteria  per  Cubic  Centimeter  at  Different  Hours  in 
the  Effluent  of  the  Lawrence  City  Filter, 


Bac- 
teria In 

River 
Water. 

Baotbua  IK  Efflitbmt. 

Dats-1894. 

7  A.M. 

7.80 
A.1I. 

8  a.m. 

9  a.m. 

10  A.M. 

11  A^. 

12  M. 

1p.m. 

2  p.m. 

8  p.m. 

4PJL 

Jao.       8,     . 

1 
8.700  1 

118 

148 

92 

102 

85 

125 

185 

188 

184 

140 

Loat. 

Jan.     15,     . 

9.800 

- 

81 

106 

74 

108 

106 

210 

166 

140 

ISS 

104 

Jan.     10,     . 

7,600  ! 

108 

102 

128 

190 

245 

244 

280 

249 

231 

191 

1«3 

Jan.     29,     . 

8,700! 

• 

85 

72 

72 

109 

118 

188 

168 

147 

111 

97 

Feb.       6,     . 

7,800  t 

163 

75 

75 

88 

117 

107 

148 

188 

178 

184 

217 

Feb.     12,     . 

11,900, 

149 

114 

63 

77 

99 

135 

180 

136 

175 

144 

Feb.     19,     . 

11,000 

129 

105 

161 

148 

189 

188 

578» 

448 

400 

4S4 

454 

Feb.     20,     . 

9.300  1 

764 

652 

688 

640 

778 

685 

648 

646 

479 

344 

March  12,     . 

9,200 

852 

884 

• 

856 

885 

890 

838 

882 

760 

740 

OU 

March  19,     . 

4,400 

97 

Loat. 

• 

94 

92 

94 

87 

80 

93 

00 

96 

March  26,     . 

4,500 

- 

86 

97 

88 

86 

73 

02 

88 

Loat. 

02 

84 

April     2,     . 

11,800 

- 

. 

686 

251 

272 

219 

221 

905 

IM 

180 

April     9,     . 

21.400 

- 

826 

185 

164 

188 

212 

200 

184 

190 

183 

m 

April   16,     . 

21,700  1 

280 

64 

110 

76 

135 

89 

100 

82 

105 

00 

210 

April  28,     . 

13,000  1 

178 

115 

145 

231 

194 

157 

178 

- 

181 

161 

180 

April  80.     . 

5,900 

■ 

116 

01 

75 

94 

89 

108 

" 

80 

76 

■ 

*  Began  to  acrape. 


The  following  table  shows  the  number  of  bacteria  in  the  river 
water  before  and  after  its  passage  through  the  filter  during  the  first 
ten  days  of  its  use  :  — 


DATS -1808. 

Bactbkia  pa«  Cubic  Cotimbtu. 

River  Water. 

Effluent  of  aty 
Filter. 

Sen  tern  her  20          • 

8,200 
20,300 
19,000 
17.000 

6,400 
22,000 
44,300 
93,000 
108,000 

3,000 

September  ».       ;;;;;;..... 
23. 

13.500 
15,700 

25, 

26. 

8^500 
3,600 

27. 

5,600 

28,    : 

20, 

4.100 
2.600 

30, 

8,000    . 
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Daily  Bacterial  Results^  Lawrence  City  Water. 

[Bftctorla  per  eabie  centimeter.] 


In  RiTer 
Water. 

!■  FILTBBKO  WATBR  FBOX 

DATB-lStS. 

Filter. 

Besenroir 
Outlet 

Tap  at 
CityHalL 

Tip  lit 

Erptrlment 

StftUon. 

Btoberl 

1 

- 

- 

- 

* 

2. 

84.800 

700 

870 

200 

250 

8 

86.000 

1,500 

408 

240 

330 

4. 

22.900 

2.200 

252 

818 

306 

ft 

16.600 

1.000 

286 

146 

JTa 

« 

10.800 

240 

156 

120 

110 

T 

88.000 

800 

148 

184 

m 

8. 

- 

- 

- 

- 

» 

0.500 

726 

162 

150 

ITl 

M 

24,000 

060 

108 

110 

%^ 

11 

48.800 

1.020 

116 

108 

101 

12 

65.200 

880 

128 

122 

110 

13. 

44,400 

448 

146 

120 

U 

14. 

60.000 

265 

120 

100 

no 

15 

- 

- 

- 

- 

* 

1« 

- 

- 

- 

- 

1U2 

17 

12,500 

810 

112 

126 

121 

18 

10,500 

228 

100 

100 

144 

W 

9,200 

110 

106 

80 

\n 

20, 

6,500 

180 

102 

80 

)^o 

21 

6,200 

82 

70 

92 

90 

22 

- 

.   - 

- 

- 

- 

28 

2,500    1 

126 

97 

68 

117 

24, 

4,800 

1 

100 

77 

89 

130 

26 

28,000 

181 

110 

100 

m\ 

2* 

18,000     ' 

160 

112 

98 

VH 

27, 

5,000     i 

110 

90 

76 

Vl% 

28. 

6,100 

65 

126 

90 

ILIO 

29 

- 

- 

- 

- 

- 

30. 

- 

- 

- 

- 

9o 

81 

4.900 

143 

84 

76 

65 

Total  qaanUty  of  efSaent  for  month.  87,556,523  gallona. 

The  surface  waa  acraped  about  \  Inch  deep  aa  follows:  the  2  lower  beds.  October  14;  th^  nent  4. 
ktober  21 ;  the  next  17.  October  28;  and  the  remaining  5,  October  31. 
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Daily  Bacterial  Besults,  Lawrence  City  Water  —  Continued. 

[BaeterlA  per  cubic  oeDtimeter.] 


Date  — 18t«. 


November  1, 
2, 
8, 
4. 
5. 
0. 
7. 
S> 
». 

11. 

12, 
18. 
14. 
16. 
16, 
17, 
18. 
19, 
20, 
21. 
22, 
28, 
24, 
25, 
26, 
27, 
28, 
20, 
80. 


In  RiTer 
Water. 


6,000 
8,600 
4,800 
6,800 


4,700 
6,600 
4,400 
4,600 
5,600 
6,000 


6.000 
8,900 
4.700 
6,900 
5,000 
6,400 


12,600 
8,200 
8,200 

15.600 
0,600 
9.800 


9,800 
13,500 
12,300 

6,800 


Ik  Filtkbso  Watbb  raoM 


Filter. 


83 
180 
904 
180 

136 
90 


182 


90 


240 
194 


270 


310 
240 
140 

1,008 
420 


Seeenrolr 
OaUet. 


60 
110 
120 

88 

135 
146 


90 


186 
180 


110 
80 

112 
160 

86 
100 
68 

176 
210 


Tap  at 
Cltf  HalL 


41 
90 
80 
40 

96 
60 
60 


66 
60 


62 
46 

100 
43 

76 
60 
70 

70 
180 


Tapis 


80 
80 

m 

00 


47 
51 

as 

M 

es 

03 


6S 
M 
90 
100 
6i 
71 

OS 
01 
90 
100 


Total  qoaotity  of  efQaeDt  for  month,  82,887,886  gallona. 

Oato  on  Inlet  pipe  fixed  November  15  and  16. 

Suction  pipe  In  pump-well  lowered  November  27. 

The  aeoond  acraplng  of  the  aurface,  about  \  inch  deep,  waa  completed  November  29  and  80. 
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DafQy  Bacterial  BesuUs,  Lawrence  OUy  Water — Continued. 

[Baeterim  per  onbio  oentfaneter.] 


DATS— IStS. 


»inber  1, 
2. 

«. 

7. 

8> 

0, 
10. 
11. 
12, 
18. 
14. 
16. 
16, 
17, 
18, 

10. 
20, 
21, 
22. 
28, 
24. 
25. 
26, 
27, 
28, 
20, 
80, 
81, 


In  River 
Water. 


12,800 
16,500 

13,000 
11,700 
11,000 
11,900 
11,100 
10,400 


0,400 
8,500 
9,600 
9,000 
7.400 
10,200 


12,800 
8,000 

11,600 
8,000 
9,100 
8,800 


10,300 
6,800 
5,300 
5,800 
7,600 


IM  FILTBKBD  WATBB  FBOX 


FfUer. 


840 

240 
125 
100 


208 


224 


158 
120 


102 


87 


112 


76 


Beeerrotr 
Oatlet 


268 


190 


165 


126 


65 


117 


185 


Tepet 
OtyBelL 


100 

78 

180 
128 
140 
110 
70 
76 

90 
84 

128 
80 

110 
00 

80 
68 
60 
74 
68 
88 


Tap  At 
E3n>eilni«M 


m 

70 

76 
73 
61 
S8 
Tfl 
63 

Ti 
T2 
TS 
ffiZ 

ta 

m 

70 
111 

io 

m 

51 


86 

U 

78 

m 

74 

fiT 

74 

BT 

99 

73 

Total  quantity  of  efBaeot  for  month,  90,392,937  gallona. 

The  rarface  remained  covered  after  the  laat  scraping  ontll  abont  December  16,  after  whieh  thu  i«Qd 

\  drained  dally  when  the  temperatore  was  24*  F.  or  above. 
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J^My  Bacterial  BtmUa,  Lawrence  OUy  TFoter— Continaed. 

[BaetarU  par  onbio  oentimater,] 


InBirer 
Water. 

IM  FILTSBBO  WaTBB  VBOM 

OondttkHi 
orSBrfiue 

wben 

Fmnpewcn 

8tt9ped. 

DAn-lM4. 

Filter. 

ReMTToIr 
Ontlet. 

Tap  at 
a^HalL 

Tap  at 
Sxporl. 

meat 
Stattoo. 

Lamd 

jMiii«ry  1, 

4,600 

- 

- 

- 

80 

Oorerad. 

- 

s. 

6,»00 

76 

128 

68 

96 

Drained. 

- 

8, 

8,000 

- 

98 

60 

6S 

u 

- 

4. 

7.600 

75 

72 

68 

61 

«« 

- 

6. 

6,000 

- 

78 

60 

76 

M 

- 

6,        . 

6,600 

196 

- 

66 

94 

Covered. 

- 

7, 

- 

- 

- 

- 

- 

«( 

- 

8.        . 

8,700 

122 

98 

46 

n 

M 

- 

«•        . 

6,600 

88 

104 

Tt 

88 

«t 

- 

10,        . 

7,100 

80 

114 

66 

61 

H 

- 

11.        . 

6,800 

- 

94 

46 

60 

M 

- 

12.        . 

7,400 

116 

78 

89 

94 

Drained. 

- 

18.        . 

8,200 

187 

82 

72 

78 

CioTered. 

S.1 

14.        . 

- 

- 

- 

- 

- 

«« 

- 

15,        . 

9,800 

102 

90 

n 

84 

«« 

J.» 

16,        , 

7,600 

198 

94 

60 

82 

Drained. 

S.8 

17.        . 

7,700 

141 

96 

61 

67 

Corered. 

8.T 

18.        , 

7,400 

260 

98 

71 

68 

Drained. 

S.0 

w.      . 

10,600 

183 

77 

66 

62 

(( 

8.7 

ao.      . 

6,100 

162 

78 

TO 

68 

M 

8.S 

21.        . 

- 

- 

- 

- 

. 

Cmred. 

- 

22.        . 

7,600 

168 

61 

68 

46 

<« 

2.9 

28,        . 

8,600 

162 

66 

60 

n 

Drained. 

8.5 

24. 

6,000 

146 

34 

44 

88 

«« 

8.S 

26.        . 

8,600 

102 

62 

26 

40 

«« 

S.0 

28. 

6,800 

117 

60 

81 

80 

CoTered. 

8.1 

27,        . 

6,900 

131 

74 

40 

42 

'   u 

18 

28,        . 

- 

- 

- 

- 

- 

(• 

- 

28.        . 

9,600 

112 

66 

62 

54 

•« 

8.0 

80.        . 

7,000 

187 

78 

62 

84 

Drained. 

8.0 

81. 

• 

9,800 

208 

74 

66 

88 

•( 

8.1 

Total  quantity  of  ef&aent  for  month,  96,188,269  gaUona. 
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DaUy  Bacterial  Results,  Lawrenee  Oity  Water — Continued. 

[Baetarla  par  eabta  oentlmeler.] 


InRirer 
Water. 

Ooodmon  of 
Sorlkoe 
when 

Pumps  were 
Stopped. 

Datb— ISM. 

FUtor. 

Kesenrolr 
OuUet. 

Tap  at 
CllyHall. 

Tap  at 

Expert- 

meat 

Station. 

LoMof 
Head, 

FmL 

mary  1, 

6.800 

86 

56 

80 

61 

Covered. 

8.( 

2,       . 

7.700 

60 

68 

26 

54 

** 

8.C 

8,        . 

6,600 

102 

65 

22 

50 

u 

8.ft 

*. 

- 

- 

- 

- 

- 

1* 

- 

6.       . 

7.800 

146 

00 

72 

88 

»* 

8.t 

6,       . 

10.200 

160 

41 

62 

50 

« 

z,h 

7,       . 

0.000 

110 

51 

36 

61 

Drained. 

8.        . 

7.800 

- 

70 

48 

40 

«« 

6.) 

9, 

7.600 

101 

67 

58 

87 

It 

4.e 

10,       . 

7.800 

161 

76 

56 

19 

«< 

4.8 

11.        . 

- 

- 

" 

- 

- 

«« 

- 

12.        . 

11.000 

116 

49 

90 

58 

Covered. 

4.8 

18, 

7,100 

130 

60 

95 

85 

«« 

4.4 

14, 

7,100 

125 

67 

72 

43 

n 

4.0 

15, 

6.600 

165 

70 

63 

58 

»« 

6.2 

16. 

8,100 

168 

63 

56 

64 

I. 

6.0 

17. 

7.000 

- 

08 

88 

30 

Drained. 

7.0 

18. 

- 

- 

- 

- 

- 

i« 

- 

M. 

10.700 

140 

90 

66 

80 

t* 

7.6 

20, 

11.200 

460 

96 

58 

62 

M 

21, 

9.300 

306 

167 

118 

68 

II 

7.7 

22. 

8,600 

- 

- 

110 

80 

II 

7.6 

23. 

7,000 

887 

254 

122 

60 

Covered. 

7.4 

24, 

0.400 

529 

281 

185 

90 

Drained. 

6.0 

2», 

- 

- 

- 

- 

- 

II 

26. 

9.000 

623 

856 

348 

189 

K 

7.0 

27. 

7.100 

682 

411 

152 

142 

•1 

7.3 

28. 

6.500 

488 

345 

165 

116 

II 

7.0 

Total  quantity  of  effluent  for  montli.  85.279.992  gallons. 

On  February  19  there  were  about  2  feet  of  ice  on  the  surface,  and  in  places  on  the  side  opposite  from 
e  main  distributing  conduit  it  was  frozen  to  the  sand;  considerable  air  was  in  the  pores  of  the  sant]. 
iring  the  next  10  days  a  strip  about  6  feet  in  width  was  scraped  along  each  lateral  conduit  for  about 
o-thirds  the  width  of  the  alter. 
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Daily  Baeteriat  BeauUa,  Lawrence  City  Water  —  C!onlanned. 
[Baeleila  par  enble  eanUmeter.] 


InBlTvr 
Water. 

IM  FlLTSBBD  WATBB  FBOM 

OODdWOO 

of  Sorftoe 
„_whtn 
Pomps  ware 

Datb-ISM. 

Fflter. 

B«Mnroir 
OaUet. 

Tapmt 
atjHBll. 

Tap  at 

Experi- 

meDt 

SUtlon. 

LoMoT 
Bod. 

FML 

Mftroh  1,    . 

6,600 

860 

284 

211 

180      \ 

Dralnad. 

7.0 

2.    . 

0,900 

410 

846 

167 

116 

M 

6.4 

8.    . 

6,000 

688 

206 

186 

179 

«( 

6.1 

4,    . 

- 

- 

- 

- 

«« 

6.S 

6.    . 

7.000 

- 

408 

186 

100     1 

<« 

6.T 

«.    . 

12,200 

896 

806 

162 

104      1 

•i 

S.i 

7.    . 

16,000 

860 

490 

170 

88      , 

(« 

6.8 

8,    . 

18,400 

- 

890 

182 

''      1 

tt 

4.S 

«.    . 

13,000 

- 

270 

170 

66      1 

" 

S.I 

10.    . 

18,000 

826 

810 

140 

280 

" 

6.1 

11.    . 

- 

- 

- 

•        - 

-      1 

" 

- 

12.    . 

9,200 

711 

262 

110 

89      1 

" 

4.1 

18,    . 

9,800 

- 

270 

128 

189      1 

j 

u 

6.4 

14.    . 

8,600 

- 

240 

98 

m    { 

II 

6.6 

16.    . 

7.800 

- 

290 

117 

«    1 

M 

5.7 

16,    . 

7.200 

198 

287 

191 

(K) 

II 

6.0 

17,    . 

6.000 

166 

262 

72 

1 
"           1 

II 

S.9 

18,    . 

- 

- 

- 

- 

-           1 

•1 

- 

19.    . 

4.400 

98 

116 

78 

40      1 

II 

8.9 

20.     , 

7.000 

99 

108 

60 

60 

" 

5.S 

21,    . 

6,000 

98 

124 

48 

68 

«« 

h.i 

22.    . 

3,000 

76 

196 

86 

68 

II 

5.t 

28.    . 

8.100 

76 

107 

46 

86 

M 

5.9 

24,    . 

6.000    ! 

66 

76 

42 

67 

•1 

I.S 

25,    .        , 

- 

~ 

- 

- 

- 

«l 

- 

28,    . 

4,500 

87 

94 

48 

80 

•1 

U 

27.    .       . 

8,600    1 

110 

78 

68 

81 

l« 

i.7 

28.    .        . 

3,000    1 

88 

108 

67 

82 

II 

5.6 

29.    . 

2,000    1 

74 

93 

186 

63 

•1 

5.4 

30.    .        . 

8,700    1 

78 

110 

122 

96 

•1 

5.4 

81.    .        , 

10.200    1 

" 

90 

120 

86 

II 

5.1 

Total  quantity  of  efflaent  for  month,  88.182,282  gallons. 

The  Ice  had  disappeared  by  March  12  and  the  surface  was  gradually  scraped  and  gradod.  TUi 
took  about  a  month,  and  was  the  third  complete  scribing  of  the  surfaoe. 
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Daily  Bacterial  BesuUs,  Lawrence  City  Water — Concluded. 

[ButerU  per  enbis  omtlmater.] 


InRJTer 
Water. 

Ik  Filtbkbd  Watbx  feom 

Ooodlttonof 
Sorftoe 

wbenPmnpt 

irer« 

Stopped. 

Bats— ISM. 

Filter. 

Beeerrolr 
OaUet. 

Tapat 
Clty^all. 

Tap  at 
Szperi- 

ment 
Button. 

La$m  of 
Bend. 

FtBt. 

>rU  1,      .       , 

- 

- 

- 

- 

- 

Drained. 

- 

2.     .       . 

11.300 

230 

188 

197 

94 

« 

8.9 

«.      .       . 

7,800 

101 

112 

70 

76 

«i 

4*1 

4,      .       . 

19.000 

887 

210 

187 

110 

•« 

4.6 

s.    .     . 

22,000 

180 

70 

02 

186 

«« 

4.6 

%     .       . 

9.800 

140 

181 

68 

98 

II 

4.8 

7.      .        . 

19.200 

860 

218 

76 

78 

II 

4.8 

S.      .        . 

- 

- 

- 

- 

- 

Covered. 

•.      .        . 

21.000 

196 

162 

78 

80 

Drained. 

4,0 

10,      .        . 

18.800 

170 

136 

88 

76 

II 

4.T 

11,      .       , 

28.000 

198 

184 

82 

76 

II 

4.6 

IS,      .       . 

19.200 

798 

196 

86 

68 

II 

4.T 

13,      .       , 

22.100 

720 

170 

88 

76 

i« 

•    4.B 

14,      .       . 

18.000 

860 

168 

89 

68 

«i 

4.T 

M.      . 

- 

- 

- 

- 

- 

II 

16,      .        . 

21.700 

108 

166 

100 

88 

II 

3.S 

17,      .       , 

8.300 

86 

96 

126 

96 

II 

^.9 

18.      .        . 

16.200 

- 

160 

40 

86 

II 

4,0 

19,      .       , 

12.000 

- 

- 

60 

66 

i< 

4.4 

20,      .       , 

16.100 

121 

127 

72 

69 

II 

4.1 

M,      .       . 

26,400 

180 

76 

47 

64 

II 

4,7 

22,      . 

- 

- 

- 

- 

- 

II 

- 

».     . 

18.000 

170 

96 

88 

60 

11 

2.8 

24.      . 

12.100 

190 

84 

64 

67 

M 

3,4 

28,      .       , 

8.300 

226 

88 

78 

67 

l< 

3.7 

28.      . 

11.400 

216 

68 

76 

68 

II 

a. 9 

27.      . 

7.800 

91 

76 

66 

70 

II 

a. 9 

28,      . 

6.400 

110 

66 

64 

67 

•« 

4.4 

2»,      . 

- 

- 

- 

- 

- 

Covered. 

- 

80,      . 

6.000 

98 

68 

60 

90 

•1 

3a 

Total  qnaotlty  of  effluent  for  month.  74.706.798  gallons. 
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THE  FILTER  OF  THE  WATER  SUPPLY  OF  THE  CITY  OF 
LAWRENCE  AND  ITS  RESULTS. 


By  HIRAM  F.  MILLS,  A.M.,  C.E., 
Member  of  the  State  Board  of  Health  of  Massachusetts. 


The  Lawrence  pumping  station  is  by  the  side  of  the  Merrimack 
iyer  above  the  city  and  about  a  thousand  feet  up  stream  from  the 
rarest  house.  The  water  was  drawn  from  the  river  through  a 
drty-inch  iron  pipe  continued  to  the  engine  house  by  a  brick  con> 
lit  four  feet  in  diameter.  At  right  angles  with  this  conduit,  and 
(tending  down  stream  from  the  engine  house  for  three  hundred  feet 
long  the  shore,  was  a  stone  and  brick  filter-gallery  eight  feet  wide 
id  eight  feet  high  inside,  the  bottom  of  which,  as  well  as  the  bottom 
F  the  conduit  from  the  river,  was  about  level  with  the  bottom  of  the 
amp  well  under  the  engine  house  and  eleven  feet  below  low  water 
I  the  river. 

The  river  water  brought  so  much  silt  at  the  time  of  the  spring  and 
ill  freshets  that  the  shore  became  impermeable,  and  soon  after  the 
orks  were  constructed  it  became  evident  that  the  filter-gallery 
jceived  little  or  no  water  from  the  river  side  and  the  quantity 
sceived  from  the  land  side  was  insignificant.  The  works  have  been 
1  use  about  seventeen  years.  For  some  years  after  they  were  built 
lere  was  a  diminution  in  the  number  of  deaths  by  typhoid  fever 
:om  the  number  when  well  water  was  used,  and  no  one  thought  of 
irect  ix)isoning  by  sewage  of  the  water  taken  from  the  river  nine 
liles  below  Lowell  with  a  fall  of  ten  feet  through  a  rapid  a  mile  long 
n  the  way.  Many  made  the  remark  that  running  water  purified  itself 
1  a  less  distance  and  put  away  any  fear  of  contamination,  while  a 
Bw  did  not  like  to  drink  water  into  which  the  sewage  of  seventy 
bousand  people  was  poured  only  eight  hours  before  it  reached  the 
Qtake  of  the  water  works. 

Shortly  after  the  State  Board  of  Health  was  reorganized  in  1886 
be  Experiment  Station  was  established  at  Lawrence,  and  it  was 
oon  found  that  all  of  the  bacteria  in  sewage,  amounting  generally  to 
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several  hundred  thousand  in  every  thimbleful,  could  be  removed 
slow  intermittent  filtration ;  also,  that  the  same  result  could  be 
tained  by  filtering  water  at  u  more  rapid  rate,  but  not  at  a  rate 
rendered  it  practicable  to  apply  to  a  city's  water  supply.    E; 
ments  of  the  Board  with  rapid  mechanical  filters  showed  a  Ii 
percentage   of  the   bacteria   remaining  in   the  filtered   water, 
experiments  at  Berlin  indicated  that  the  continuous  filters  of 
city  allowed  some  of  the  germs  of  typhoid  fever  to  pass  throu] 
enough  to  cause  sickness  in  the  city. 

In  1890  a  careful  study  of  the  deaths  from  typhoid  fever  in 
cities  of  the  State  showed  that  the  cities  of  Lfowell  and  Lawrei 
had  nearly  three  times  the  average  number,  from  the  same  popd 
tion,  in  other  cities ;  and  that  during  the  season  —  August,  Sept 
ber  and  October  —  when  other  cities  had  the  most  typhoid  fev 
Lowell  and  Lawrence  had  about  the  same  number  as  other  citii 
but  a  month  or  more  later  the  deaths  in  Lowell  reached  three 
four  and  eight  times  the  deaths  in  other  cities,  and  after  anoth* 
month  those  of  Lawrence  increased  by  a  still  greater  ratio,  so  thi 
in  some  years  the  deaths  in  January  and  February  from  this  disease! 
were  more  than  the  actual  number  in  Boston,  with  ten  times  the 
population.     This  condition,  following  year  after  year,  made  it  so 
evident  that  the  disease  came  down  the  river  to  Lowell  from  the 
cities  and  towns  above,  and  then  came  with  greater  intensity  from 
Lowell  to  Lawrence,  that  the  State  Board  of  Health  made  strenuous 
efibrts  to  produce  a  filter  that  would  remove  all  disease-producing 
germs  that  could  be  applied  to  it,  and  at  the  same  time  filter  rapidly 
enough  to  serve  for  a  city's  water  supply.     Billions  of  typhoid-fever 
germs  were  cultivated  and  applied  to  filters  of  different  constiiictioD, 
and  in  1891  we  succeeded  in  removing  all  that  were  applied  when    i 
filtering  two  million  gallons  per  acre  daily.     Then  the  Board  advised 
the  city  of  Lawrence  to  filter  its  water,  and  offered  to  show  how  to 
do  it. 

Such  a  filter  would  require  some  layers  of  quite  fine  sand,  and  it 
was  thought  necessary  to  first  take  out  the  very  fine  river  silt  from 
the  water  by  means  of  a  coarser  sand  filter  at  the  river  bank.  Fur- 
ther experiments  showed  that  the  construction  of  a  filter  at  the 
river  bank  with  a  sand  coarse  enough  to  allow  the  river  silt  to  be 
deposited  upon  it,  if  removed  promptly,  would  serve  to  remove 
ninety-eight  per  cent,  of  all  of  the  bacteria  of  the  river  water  and  a 
still  larger  per  cent,  of  the  disease  producing  germs ;  and  considera- 
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^ns  of  ecoDomy  and  the  immeDse  advaDtage  of  such  a  filter  with 
9  probability  of  this  or  none,  with  an  unbelieving  public,  induced 
3  State  Board  of  Health  to  advise  the  city  to  immediately  con- 
xict  such  a  filter  and  save  the  fifty-seven  lives,  which  was  the 
nual  excess  of  deaths  by  this  disease  over  that  of  the  same  num- 
r  of  inhabitants  in  cities  of  the  State  having  a  good  water  supply. 
In  li<92,  in  view  of  the  possibility  of  cholera  getting  into  Lowell 
d  making  it  necessary  to  cut  off  the  Lawrence  water  supply,  the 
y  government  made  an  appropriation  for  beginning  the  work  of 
nstructing  the  filter  in  accordance  with  the  advice  of  the  State 
)ard  of  Health  and  under  its  direction. 
The  general  design  was  to  excavate  the  bed  and  bank  of  the  river 

seven  feet  below  low  water  for  a  width  of  about  one  hundred  and 
ty  feet  out  from  the  old  filter-gallery  and  from  the  high  water 
ore  down  stream  from  this,  making  a  length  of  about  seven  hun- 
ed  and  fifty  feet  and  an  area  of  excavation  of  two  and  one-half 
res  (see  Plate  I.,  Fig.  7).  The  suitable  material  from  the  excava- 
[)n  was  to  be  put  into  a  tight  embankment,  on  the  ends  and  river 
ie,  cari'ied  to  nine  feet  above  low  water  in  the  river  or  high 
lough  to  exclude  the  highest  freshets.  The  excavation  was  to  be 
en  filled  for  a  depth  of  about  five  feet  with  suitable  filtering  sand 
'operly  underdrained  into  the  old  filter-gallery  and  into  a  small 
3rforated  conduit  in  extension  of  the  gallery. 
The  top  of  the  sand,  being  two  feet  below  low  water  in  the  river, 
mid  by  a  proper  inlet  be  flooded  by  gravity  to  a  depth  of  about  two 
et,  thus  forming  a  shallow  pond  of  two  and  a  half  acres  area,  which 
ould  gradually  filter  downward  through  the  sand  to  the  underdrains 
id  be  conveyed  to  the  old  gallery,  and  through  this  to  the  pump- 
ell. 

One  of  the  essential  qualities  of  the  design  required  that  the  inlet 
ater  should  be  shut  off  once  a  day  and  the  pumps  kept  running 
Dtil  the  sand  was  uncovered  and  the  water  within  the  sand  drawn 
at,  so  that  the  sand  could  fill  with  air  from  top  to  bottom. 

This  condition  of  filling  the  sand  with  air  daily  was  regarded 
ecessary  to  insure  the  burning  up  of  the  organic  matter  which  pene- 
*ated  the  sand  below  the  surface  and  forming  nitrates  in  the  water, 
1U8  producing  conditions  the  most  unfavorable  for  the  continuation 
f  the  life  of  bacteria  within  the  water  in  their  passage  through  the 
&nd  and  in  the  water  after  leaving  the  filter. 

There  is  nearly  air  enough  in  our  drinking  waters  to  supply  the 
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oxygen  which  is  necessary  to  carry  on  the  process  of  nitrification 
when  the  water  comes  in  contact  with  the  grains  of  sand  which  have 
nitrifying  bacteria  adherent,  but  the  addition  of  the  air  which  enters 
the  sand  by  drawing  the  water  out  of  it  once  a  day  causes  a  more 
complete  burning  up  of  the  organic  matter  in  the  water,  which  is  the 
nitrifying  process  spoken  of. 

The  question  may  arise,  if  water  contains  so  much  air  why  does 
not  nitrification  take  place  in  the  reservoir?  The  reason  is  that 
nitrification  will  not  take  place  unless  the  water  with  the  air  comes 
in  contact  with  certain  bacteria  which  in  some  unknown  way  cause 
the  process  to  be  carried  on.  These  bacteria  attach  themselves  to 
the  grains  of  sand  of  the  filter  and  remain  there,  and  when  air  is 
present  they  can  in  a  short  time  cause  the  nitrifying  process  to  be 
carried  on  so  completely  that  nearly  all  of  the  organic  matter  in  the 
water  is  burnt  up,  and  with  this  burning  the  disease  germs  in  the 
water  are  killed. 

The  carrying  out  of  this  design  required  some  original  investi- 
gations upon  the  head  required  to  convey  a  definite  quantity  of 
water  through  sands  of  different  size  of  grain  and  through  gravel 
stones  of  different  sizes.  The  circumstances  of  the  location  would 
allow  an  expenditure  of  head  of  one  and  a  half  feet  when  the  surface 
of  the  sand  was  clean,  through  the  sand  and  through  the  underdrains 
and  conduit  to  the  pump- well,  when  drawing  the  fall  quantity  of 
2,000,000  gallons  per  acre  per  day,  or  5,000,000  gallons  for  the 
field. 

The  sand  selected  to  meet  these  conditions  was  of  two  sizes,  the 
finer  of  the  two  being  placed  directly  over  the  underdrains  and  for 
five  feet  each  side  of  them  ;  and  the  coarser  occupying  the  remain- 
ing twenty  feet  between  the  drains,  and  through  which  the  water 
would  move  laterally  and  use  up  about  the  same  amount  of  head  as 
when  flowing  directly  downward  through  the  finer  sand. 

The  coarser  sand  was  such  that  70,000,000  gallons  would  flow  in 
twenty-four  hours  through  a  foot  in  depth,  covering  an  acre,  with 
the  expenditure  of  one  foot  head  ;  and  the  finer  sand  would  convey 
50,000,000  gallons  under  the  same  conditions.  In  moving  ver- 
tically downward  five  feet  through  the  finer  sand,  10,000,000  gal- 
lons would  flow  through  with  the  expenditure  of  one  foot  of  head,  bat 
the  water  moving  laterally  through  the  coarser  sand  toward  theunder- 
drain  would  crowd  the  stream  in  the  finer  sand  below  the  surface  so 
that  the  water  going  through  the  surface  in  a  width  often  feetwoald 
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,  Dear  the  bottom,  pressed  into  a  channel  of  perhaps  not  more  than 
e  feet  in  width  and  thus  decreasing  the  quantity  that  could  pass 
th  one  foot  head  to  perhaps  7,000,000  gallons  per  acre  per  day. 
As  the  water  was  to  flow  through  the  sand  with  a  daily  intermis- 
m  of  several  hours,  the  actual  time  of  flowing  would  be,  say  two- 
irds  of  the  day,  and  would  allow  between  four  and  five  millions  to 
ss.  This  is  the  quantity  that  could  pass  with  one  foot  loss  of 
ad  through  the  sand  when  the  surface  of  the  sand  is  clean,  but  the 
e  mineral  sediment  and  the  organic  matter  brought  by  the  river 
iter  choke  the  surface  and  reduce  the  quantity  of  water  that  can  pass 
rough,  and  in  order  not  to  have  to  clean  the  surface  too  frequently, 
B  sand  when  clean  should  be  able  to  convey  two  or  three  times  the 
antity  required. 

It  was  expected,  from  experiments  that  had  been  made  with  this 
iter,  that  ordinarily  with  sand  grains  of  the  sizes  here  used,  the 
rface  would  have  to  be  cleaned  by  removing  from  an  eighth  to  a 
tarter  of  an  inch  and  replacing  with  clean  sand  once  a  month,  and 
at  during  freshets,  when  more  sediment  comes  in  the  river  water, 
e  surface  would  have  to  be  cleaned  oftener. 

If  the  surface  should  not  be  cleaned  as  often  as  necessary,  the 
tsult  would  be  a  lowering  of  water  in  the  pump-well  and  if 
fleeted  until  the  surface  became  so  impervious  that  the  one  or 
^0  feet  in  depth  of  water  over  the  surface  were  not  sufficient  to 
rce  the  required  quantity  through  the  upper  layer,  the  drawing 
)wn  of  the  pump  well  to  the  bottom  of  the  sand  would  give  no 
ilief,  the  surface  would  have  to  be  cleaned. 

Economy  of  construction,  the  providing  for  a  nearly  uniform  rate 
I  filtration  through  every  square  foot  of  the  area  of  the  filter,  and 
^plying  the  water  to  the  surface  of  the  sand  in  a  valley  so  that  as 

is  filled  daily  there  will  not  be  a  current  over  the  surface  of  the 
lod  sufficiently  rapid  to  move  the  sand  grains,  caused  the  following 
action  to  be  adopted. 

The  underdrains  were  arranged  to  be  thirty  feet  apart.  The  ex- 
ftvation  was  not  made  to  a  uniform  depth  of  seven  feet  below  low 
ater  in  the  river,  but  was  made  to  the  depth  of  eight  feet  for  a 
idth  of  five  feet  where  the  underdrains  were  to  be,  and  to  the  depth 
f  six  feet  for  a  width  of  five  feet  at  ridges  between  the  underdrains, 
^ith  slopes  of  one  foot  in  ten  feet  between  (see  Plate  I.,  Figs.  3,  4,  5 
nd  6).  Over  these  ridges  the  sand  was  filled  only  to  the  depth  of 
hree  feet  for  a  width  of  five  feet  and  beyond  this  the  surface  of  the 
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sand  rose  one  foot  in  twenty  feet  and  then  ran  level  for  five  feet  at 
a  height  of  six  feet  above  the  bottom.  Such  ridges  and  hollows 
formed  the  general  longitudinal  section  of  the  bed. 

The  direct  conduit  through  which  water  was  formerly  supplied  to 
the  pump-well  from  the  river  is  at  the  up-river  end  of  the  filter-bed 
(Plate  1.9  Fig.  1).     It  is  furnished  with  a  gate  at  the  inner  end,  and 
the  top  was  pierced  and  a  chimney  built  about  forty  feet  outside  of 
the  engine  house,  and  projecting  through  the  side  of  this  chimney  were 
set  two  iron  pipes  two  feet  in  diameter  with  a  gate  in  each,  having 
its  centre  two  feet  below  low  water  in  the  river.     One  of  these  is 
intended  to  supply  an  extension  of  the  works  up  the  river ;  the  other 
discharges  into  an  open  conduit  which  extends  along  the  inside  of 
the  embankment  nearly  the  whole  length  of  the  bed.     At  the  upper 
end  the  section  is  a  semi-circle  six  feet  in  diameter.     The  edge 
toward  the  bed  remains  level  throughout  its  length  at  three  feet 
below  low  water  of  the  river,  but  the  bottom  rises  gradually  from 
three  feet  below  the  edge  to  six  inches  below  at  the  lower  end,  and 
this  continues  by  a  curve  and  crosses  the  bed  in  the  down-river  valley 
with  the  edges  level,  but  the  bottom  rises  so  that  the  depth  at  the 
end  is  only  one  inch.     In  each  of  the  valleys,  thirty  feet  apart, 
extends  from  this  main  conduit  a  shallow  carrier  of  concrete  lined 
with  cement  mortar,  having  its  edges  level  with  the  edge  of  the  con- 
duit, and  extending  from  the  conduit  to  thirty-two  feet  from  the  oppo- 
site side  of  the  bed.     These  are  two  feet  wide  and  three  inches  deep 
at  the  conduit,  and  one  foot  wide  and  one  inch  deep  at  the  end.    In 
this  way  there  are  formed  edges  of  water  carriers  at  the  same  level 
and  about  one  and  one-third  miles  in  length*  over  which  the  water 
reaches  the  sand,  and  as  within  two  feet  from  these  edges  the  surface 
of  the  sand  rises  with  a  slope  one  foot  in  ten  there  is  very  little  per- 
ceptible current  over  the  sand  as  the  water  leaves  the  carriers. 

The  conduit  is  made  of  cobble  paving  stones  four  to  six  inches 
through,  laid  in  Portland  cement  mortar  on  a  layer  of  gravel  eight 
inches  thick  and  made  smooth  within  by  a  coat  of  mortar.  The 
carriers  are  made  of  cobble  stones  about  four  inches  in  diameter, 
laid  in  Portland  cement  mortar  on  the  sand,  and  made  smooth 
within.  At  the  junction  with  the  conduit  the  carriers  are  widened 
by  curves  to  prevent  washing  of  sand  at  the  turn. 

The  underdrains  enter  the  old  filter-gallery  through  holes  cut  in 
the  wall.  (See  Plate  I.,  Fig.  2.)  Glazed  sewer  pipe  surrounded 
by  stones  are  used  for  about  four-tenths  of  the  distance  from  the 
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allery  across  the  bed,  beyond  which  are  layers  of  stones  of  different 
zes  without  pipes.  Beginning  at  the  gallery  is  one  length  of  ten- 
ich  pipe,  then  two  lengths  of  eight-inch  pipe,  then  from  thirty-five 
>  sixty-five  feet  of  six-inch  pipe,  ending  with  three  lengths  of  four- 
ich  pipe.  These  pipes  are  laid  apart  so  that  the  spigot  approaches 
at  does  not  enter  the  bell,  and  they  are  surrounded  by  a  layer  of 
tx)ut  four  inches  of  stones  about  two  inches  in  diameter.  (See 
late  I.,  Figs.  3,  4,  5  and  6.)  Other  layers,  decreasing  in  size 
irough  one  and  one-half  inches,  three-quarters  of  an  inch,  three- 
ighths  of  an  inch  and  three-sixteenths  of  an  inch,  are  applied  in  the 
>rm  shown  by  the  sections  and  plans,  and  the  latter  being  spread 
at  to  a  width  of  seventeen  feet  is  covered  by  one  inch  of  coarse 
lortar  sand  which  spreads  to  a  width  of  twenty  feet.  Upon  this 
ssts  the  filtering  sand  from  four  to  five  feet  deep. 

The  valley  in  the  excavation  is  deepened  in  the  part  occupied  by 
le  pipe  so  that  the  pipe  has  a  slope  of  one  foot  in  one  hundred  feet, 
'he  pipe  was  applied  as  far  from  the  filter-gallery,  or  conduit  in  ex- 
dnsion  of  the  gallery,  as  it  and  the  stones  surrounding  it  cost  less 
iian  the  much  larger  area  of  stones  required  to  give  the  desired  free- 
om  of  flow.  Beyond  this  the  large  stones  were  spread  out  to  the 
ridths  and  with  the  depths  required  to  give  the  desired  flow. 

To  determine  how  much  head  would  be  used  in  flowing  through 
lyers  of  sand  and  layers  of  stones  of  different  sizes  experiments 
rere  made  under  my  direction  by  Mr.  Allen  Hazen,  the  chemist  in 
harge  of  the  Experiment  Station  of  the  State  Board  of  Health.  As 
5  well  known,  the  head  required  to  convey  water  through  ordinary 
►ipes  varies  with  the  square  of  the  velocity,  but  with  extremely 
mall  pipes  and  through  the  interstices  of  fine  sand  the  head  required 
o  convey  water  varies  with  the  velocity  and  with  the  temperature, 
aore  head  being  required  with  colder  water.  Through  coarse  sand 
nd  through  gravel  stones  the  head  varies  with  powers  of  the  veloc- 
by  between  the  first  and  second  powers,  increasing  with  the  size  of 
he  grains  or  of  the  stones.  For  sands,  ten  per  cent,  of  whose  grains 
re  as  small  as  two  millimeters  or  eight-hundredths  of  an  inch  in 
liameter,  the  quantities  of  water  that  would  pass  through  an  acre  in 
irea  with  different  depths  and  sizes  of  grains  were  determined  by  the 
ollowing  formula  deduced  from  experiments  which  had  been  made 
ip  to  the  time  of  constructing  this  filter :  Q=^  J-^  in  which  Q  ex- 
presses the  quantity  of  water  in  million  gallons  per  acre  per  day,  h 
he  acting  head  in  feet,  I  the  distance  flowing  through  the  sand  in 
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feet,  and  d  the  maximum  diameter  in  millimeters  of  the  finer  ten  per 
cent,  of  the  sand  grains. 

This  formula  expresses  quite  satisfactorily  the  quantity  of  water 
that  will  pass  through  clean  sand  from  which  air  has  been  pushed 
out  when  the  temperature  is  about  50^  Fah.,  and  is  convenient  to 
use  in  comparing  sands  of  different  sizes ;  but  Mr.  Hazen  foond  that 
the  resistance  was  nearly  twice  as  great  when  the  temi>eratare  was 
near  the  freezing  point  as  when  at  summer  heat,  and  he  afterward 
determined  an  expression  from  the  experiments,  giving  the  velocity 
of  flow  through  sands  at  any  temperature,  which  may  be  found  on 
page  553  of  the  Report  of  the  State  Board  of  Health  for  1892. 

The  sand  used  in  the  Lawrence  filter  which  was  placed  directly 
over  the  underdrains  and  five  feet  on  either  side  had  the  coarser 
grains  of  the  finer  ten  per  cent,  twenty-five  hundredths  of  a  milli- 
meter in  diameter,  and  by  the  above  formula  when  the  head  used  is 
equal  to  the  distance  which  the  water  passes  through  the  sand  the 
quantity  of  water  that  could  pass  through  an  acre  in  twenty-four 
hours  would  be  fifty  million  gallons.  If  two  million  gallons  were 
applied  to  an  acre  in  sixteen  hours,  or  the  equivalent  of  three  mil- 
lion gallons  in  twenty-four  hours,  and  this  were  crowded  into  one- 
half  its  area  near  the  bottom  of  the  sand,  by  the  lateral  pressure  of 
the  water  coming  towards  the  underdrains  through  the  ten  feet  of 
coarser  sand  on  each  side,  the  resistance  would  be  like  that  of  four 
and  a  half  million  gallons  traversing  six  feet  in  depth  of  sand,  for 
which  the  head  required  would  be  fifty-four  hundredths  of  a  foot. 

As  the  circumstances  here  allowed  of  a  loss  of  head  through  the 
sand  of  one  foot,  the  remaining  head,  from  fifty-four  hundredths  to 
one  foot,  was  the  amount  allowed  for  increased  obstruction  through 
the  sand  due  to  air  and  to  lower  temperature. 

By  a  similar  process  of  computation  the  coarser  sand  occupying 
the  remaining  twenty  feet  of  the  thirty  feet  between  underdrains 
was  found  to  be  able  to  convey  its  proportion  of  the  water  to  the 
underdrains  with  a  like  loss  of  head ;  hence  the  arrangement  pre- 
sented by  these  sections  enabled  all  parts  of  the  area  of  the  filter  to 
transmit  nearly  their  proper  quantity  of  water. 

With  this  loss  of  head  through  the  sand  when  clean,  there  would 
be  a  noticeable  increase  in  loss  by  a  slight  deposit  of  sediment  upon 
the  surface,  and  depending  upon  this  narrow  margin  it  was  deemed 
practicable  to  construct  and  use  for  a  term  of  years  a  single  bed 
which  was  to  be  cleaned  regularly  each  month,  a  portion  being 
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eaned  every  day  during  the  interval  when  the  bed  is  resting ;  and 
lis  portion  when  cleaned  is  not  capable  of  conveying  so  large  a 
[lantity  of  water  that  it  cannot  be  properly  purified  in  its  passage, 
nless  there  be  an  extreme  drawing  down  of  the  head  which  would 
K]U]re  very  close  watching  at  the  pumps. 

When  it  becomes  impracticable  to  properly  purify  the  full  amount 
f  the  city's  supply  by  the  present  bed  it  is  designed  to  construct 
mother  bed  extending  up  the  river  from  the  intake,  to  be  supplied 
y  the  second  two-foot  valve  mentioned  as  built  into  the  side  of  the 
[limney  rising  from  the  old  intake. 

We  have  followed  the  water  through  the  sand  and  considered  the 
ead  lost  in  its  passage.  There  is  still  some  head  to  be  used  in 
assing  through  the  layers  of  stone  and  the  underdraining  pipes. 

In  considering  the  loss  of  head  through  fine  sand  and  through 
3arser  material  to  very  large  gravel  stones,  we  find  the  loss  increas- 
ig  with  the  first  power  of  the  velocity,  and  with  powers  increasing 
^ith  the  coarseness  from  the  first  to  the  second  power  of  the  velocity  ; 
ence  the  most  convenient  method  of  presenting  what  our  experi- 
lents  have  shown  is  in  the  form  of  a  table  which  was  used  in  distrib- 
ting  the  remaining  allowable  loss  of  head  of  about  half  a  foot  in 
ddition  to  the  one  foot  through  the  sand,  so  that  it  should  still  serve 
>  make  the  passage  of  water  nearly  uniform  from  all  portions  of  the 
iirface  of  the  bed. 

This  table,  though  capable  of  improvement  by  additional  data,  led 
3  conclusions  which  proved  satisfactory  in  this  case. 

Quantity  of  Water  Flowing  through  Gravel  Stones  at  Different  Heads. 

[Quantity  a6wing  in  1,000,000  gallons  per  acre  dally.] 
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By  the  aid  of  this  table  the  underdrains,  formed  of  layers  of  stones 
of  different  sizes,  were  proportioned  as  shown  in  the  accompanying 
plan  and  sections.  The  larger  stones  were  selected  by  hand,  and  if 
soiled  were  washed.  The  smaller  sizes  were  selected  by  screening, 
and  in  this  way  all  sand  was  removed.  The  stones  of  the  two  larger 
sizes  were  carefully  placed  at  the  open  joints  of  the  pipes  to  allow 
water  to  enter  as  freely  as  possible ;  the  other  layers  were  shovelled 
to  place. 

In  extension  of  the  old  filter-gallery,  to  serve  to  conduct  the  water 
from  the  down-river  underdrains  to  the  gallery,  a  conduit  was  built 
with  walls  four  inchea  thick  of  brick  laid  in  Portland  cement  mortar, 
with  the  mortar  left  out  of  the  end  joints,  which  were  a  little  more 
than  an  eighth  of  an  inch  wide.  This  conduit  was  two  feet  in 
diameter  for  a  length  of  105  feet,  then  20  inches  in  diameter  for  a 
length  of  120  feet,  then  16  inches  in  diameter  for  a  length  of  65 
feet,  then  12  inches  in  diameter  for  a  length  of  30  feet,  beyond 
which  were  ten-inch,  eight-inch  and  six-inch  glazed  pipes,  in  lengths 
of  30  feet,  laid  as  in  the  underdrains.  This  conduit  was  surrounded 
by  the  large  stones  2  inches  in  diameter  for  a  thickness  of  4  inches, 
with  layers  of  decreasing  sizes  around  this,  making  a  total  tliickness 
of  about  8  inches. 

Great  care  was  taken  to  deposit  the  filtering  sand  so  that  the  mass 
should  bo  as  homogeneous  as  possible.  It  was  deposited  in  two 
layers.  The  first  layer  was  covered  with  planks  as  fast  as  laid,  upon 
which  the  loads  were  hauled,  and  these  were  dumped  upon  the  planks 
near  the  edge,  so  that  a  part  of  the  load  ran  over  the  bank  and  the 
other  part  was  shovelled  over.  If  the  edge  of  the  bank  remained 
exposed  to  the  wind  and  sun  the  coarser  material  would  appear  on 
the  surface  and  run  down.  Such  an  edge  was  shovelled  over  before 
an  addition  was  made. 

The  second  layer  was  dumped  upon  the  planks  resting  upon  the 
lower  layer  and  shovelled  up  to  grade,  and  upon  taking  up  the  planks 
the  lower  layer  was  shovelled  over  to  the  depth  of  one  foot  and  a 
half  to  remove  the  packing  of  the  sand  which  was  evident  under  the 
planks,  sometimes  to  a  depth  of  one  foot. 

It  will  be  evident  that  watchful  care  was  necessary  in  laying  the 
underdraining  stones  to  see  that  no  bar  of  finer  material  crossed  it  in 
any  direction.  In  fact,  the  success  of  the  filter  depended  largely 
upon  careful  and  conscientious  superintendence  of  the  constmction 
of  the  underdrains  and  the  bed.     This  was  accomplished  by  Mr. 
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Charles  C.  Campbell,  who  had  an  intelligent  appreciation  of  the 
essentials  to  success  and  most  scrupulous  care  that  the  work  should 
>e  done  as  directed. 

Sand  for  the  filter  was  obtained  from  a  bank  about  seven-eighths 
if  a  mile  away,  where  layers  and  pockets  were  found  containing  all 
dnds,  from  the  very  fine,  almost  impervious,  sands  to  large  gravel 
(tones,  and  much  unsuitable  material  had  to  be  removed  in  selecting 
ayers  from  which  suitable  sand  could  be  obtained.  By  judicious 
election,  screening  and  mixing  the  two  kinds  of  sand  were  obtained 
ind  wheeled  to  piles  for  loading.  These  piles  were  frequently  tested 
l>y  half  filling  with  sand  a  cylinder  six  inches  high  and  three  inches 
in  diameter,  having  a  wire  bottom.  The  sand  was  packed  slightly 
ind  covered  with  a  wire  screen  and  the  cylinder  tilled  with  water, 
ind  the  time  observed  that  it  took  the  water  to  pass  below  the  sur- 
face of  the  sand.  Time  limits  for  the  two  grades  were  determined 
it  the  laboratory,  making  correction  for  the  temperature  of  the  water, 
and  the  accuracy  of  these  tests  at  the  bank  was  determined  by  occa- 
sionally taking  duplicate  samples  to  the  laboratory  and  making  reg- 
ular mechanical  analyses  by  means  of  sieves. 

The  filter  was  completed,  at  a  cost  of  about  $65,000,  in  the  forenoon 
>f  Sept.  20, 1893,  just  about  one  year  from  the  time  of  commencing, 
dthough  there  were  four  or  five  months  when  work  was  suspended ; 
And  in  the  afternoon  of  September  20  the  inlet  gate  was  opened  and 
the  water  filled  the  open  conduit  along  the  base  of  the  embankment, 
pan  into  the  carriers,  and  gradually  flowed  over  the  one  and  one-third 
miles  of  level  edge  and  entered  the  sand,  disappearing  in  a  short  dis- 
tance at  first,  but  gradually  as  the  sand  was  filled  extending  further 
From  the  carriers  and  filling  the  bottom  of  the  twenty-six  valleys,  and 
then  rising  slowly  up  their  sides  and  covering  the  ridges,  forming  a 
shallow  pond  of  two  and  a  half  acres.  Then  the  pumps  were  started, 
and  when  running  at  the  rate  of  five  million  gallons  in  twenty-four 
hours  we  found  that  the  difference  in  level  between  the  water  over 
the  filter  and  in  the  pump-well  was  seventeen  inches. 

The  water  first  coming  through  the  filter  contained  an  extremely 
fine  dust  in  suspension,  probably  washed  from  the  surfaces  of  the 
stones  and  underdrains.  In  the  first  ten  days  the  chemical  changes 
in  the  water  were  as  follows  :  the  albuminoid  ammonia  was  reduced 
from  0.0168  to  0.0108  in  parts  per  100,000.  The  free  ammonia  was 
reduced  from  0.0113  to  0.0072,  and  the  nitrates  were  increased  from 
0.O12O  to  0.0200  part.    The  color  was  reduced  from  0.36  to  0.28  on 
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the  scale  for  color.  Since  that  time  the  average  change  has  been  in 
albuminoid  ammonia  from  0.0187  to  0.0104;  free  ammonia  from 
0.0067  to  0.0087,  and  the  nitrates  from  0.0140  to  0.0390  part,  and 
the  color  reduced  from  0.42  to  0.35.  The  hardness  of  the  >¥ater 
has  increased  from  1.3  to  2.9.*  This  change  is  prol)ably  partly  tem- 
porary, due  to  absorption  of  lime  from  the  conduit  and  carriers,  but 
it  is  partly  due  to  ground  water,  as  it  was  the  greatest  when,  in  the 
latter  part  of  February  and  early  part  of  March,  there  was  the 
greatest  loss  of  head  through  the  filter  and  consequently  the  greatest 
dratl  from  the  ground.  At  the  same  time  there  was  an  increase  in 
the  free  ammonia  of  the  filtered  water,  evidently  due  to  the  same 
cause ;  but  this  cause  was  an  exceptional  condition  due  to  the  sur- 
face of  the  bed  not  having  been  cleaned  for  three  months,  which  will 
probably  not  occur  again. 

While  the  improvement  of  the  water  by  the  removal  of  the  sus- 
pended matter  and  the  burning  up  of  the  organic  matter  that  was 
readily  oxidizable  was  very  satisfactory,  the  most  important  change 
and  the  real  object  of  the  construction  of  the  filter  was  the  removal 
of  bacteria,  and  especially  of  those  kinds  of  bacteria  that  are  danger- 
ous to  health,  known  as  disease  germs. 

The  removal  of  bacteria  is  not  merely  a  straining  process ;  it  is 
accomplished  by  making  conditions  unfavorable  to  the  life  of  bac- 
teria in  the  passage  through  the  filter,  which  conditions  grow  with 
the  proper  use  of  the  filter.  In  the  first  three  days  75  per  cent,  of 
the  number  of  bacteria  applied  came  through  the  filter.  In  the  next 
three  days  30  per  cent,  came  through,  but  in  the  first  week  in 
October  only  4  per  cent,  came  through,  and  in  the  next  week  2  per 
cent. ;  that  is,  during  the  first  three  weeks*  use  the  number  of  bac- 
teria in  the  efliuent  rapidly  decreased  to  2  per  cent,  of  the  number 
applied,  and  from  that  time  to  the  present,!  excepting  on  two  occa- 
sions when  work  on  the  filter  or  in  the  pump-well  interfered  with 
the  results,  the  effluent  from  the  filter  has  contained  1.7  percent, 
of  the  number  of  bacteria  contained  in  the  river  water,  the  filter 
having  removed  98.3  per  cent,  of  all  of  the  bacteria  in  the  water 
applied  to  it.* 

But  the  result  given  to  the  people  is  better  than  this.  It  appears 
that  with  the  removal  of  those  parts  of  the  organic  matter  that  are 

•  For  results  in  detail  of  examinations  of  water  from  the  Lawrence  water  works  before  ind 
after  filtration  see  pages  &30-541,  also  181-186. 
t  June  1, 1894. 
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tsily  oxidliied  the  food  material  of  the  Imcteriii  has  been  rerouvedj 
id  iia  the  water  flows  ou  through  the  reHer%Hjir  tmd  throuyli  the 
[pes  the  conditioDS  of  Hfi3  are  still  unfavorable  for  the  bacteriu,  and 
ley  go  on  decreasing,  bo  that  the  numbers  found  lit  the  outlet  of 
le  reservoir  are  but  one  and  two-tenths  per  cent,  of  the  nuiubera 
I  thu  liver  water;  and  at  the  tap  in  the  city  ball  the  nutubere  of 
tictcriH  found  are  but  nine-teutlm  of  one  per  cent,  of  the  uutnherB 
i  the  river  water.  More  than  niDety-nine  per  cent,  of  all  of  the 
iicteria  of  the  river  water  have  beeu  removed. 

The  experiments  of  the  State  Board  of  Health  go  to  show  thai 
ith  this  result  we  can  rely  upon  the  complete  extinction  of  all  of 
tie  disease  producing  gernijs  that  may  have  been  in  the  water. 

We  have  seen  the  effect  of  the  filter  upon  the  bacteria  of  the  water 
pplied  to  it ;  we  will  now  seek  the  eft'eetof  the  filter  upon  the  inhab- 
tants  of  Lawrence,  It  has  been  stated  that  the  death e^  from  typhoid 
aver  in  Lawrence  were  about  three  times  those  of  other  cities  in  thi^ 
itate*  Its  relation  to  other  cities  from  a  broader  tield  ii*  shown  by 
he  folio win«^  diagfttm,  in  which  are  given  the  percentage  of  mortality 
rom  typhtiid  fever  to  the  total  mortality  in  Loudon,  New^  York,  Bos- 
on, Philadelphia,  Chicago  and  Lawrence. 


}ia(frtim  iihowin(f  Perci'Mmjn  of  Typhmd  F*jvcr  MorUdity  fo  Tohil  Mortalittf  m 
Litiuloa^  New  ynrk^  lioslvn,  Vhilndtfphifi,  Ckicttf/i}  atid  Lnwrt^m'c  frmti  IS70 
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That  the  typhoid  fever  that  has  in  the  past  affected  Lawrence  so 
seriously  has  come  down  the  river  year  after  year  may  be  confirmed 
by  the  following  diagram  containing  three  broken  lines.     The  heaviest 


Diagram  showing  Deaths  per  lOOfiOO  Inhabitanis  in  Boston^  LoweU  and  Latortrnx, 
frcnn  June,  1889,  to  May,  1894, 
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line  indicates  the  number  of  deaths  from  typhoid  fever  in  100,000 
inhabitants  in  the  city  of  Boston  in  each  month  in  the  past  five  years. 
This  line  represents  approximately  the  number  of  deaths  from  this 
disease  in  100,000  inhabitants  in  the  cities  of  the  State  and  the  months 
in  which  they  occur.  It  will  be  seen  that  the  months  of  greatest  prev- 
alence are  September  and  October  of  each  year.  A  vertical  line  has 
been  drawn  at  such  time  of  prevalence  in  each  year  at  Boston,  and 
this  is  nearly  the  time  of  its  prevalence  in  our  cities  generally. 

We  see  that  in  these  months  the  disease  prevailed  to  as  great  an 
extent  in  Lowell  and  Lawrence,  but  that  following  this  period  in 
about  two  months  it  prevails  at  Lowell  to  a  much  greater  extent,  and 
one  or  two  months  later  it  prevails  to  a  still  greater  extent  in  Law- 
rence. This  is  the  case  year  after  year  until  during  the  past  winter, 
when  in  February  and  March  there  was  an  increase  in  Lawrence  fol- 
lowing that  at  Lowell,  but  instead  of  being  in  greater  numbers,  as  io 
former  years,  it  was  to  only  about  half  as  many  per  100,000,  and  the 
cause  of  this  increase  will  now  be  considered. 

In  the  following  diagram  the  average  number  of  deaths  from 
typhoid  fever  at  Lawrence  for  each  month  from  October  to  May,  in 
the  preceding  five  years,  are  given  by  the  heavy  dotted  line ;  and 
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le  number  during  the  past  eight  months  are  given  by  the  heavy 
[II  line. 

Typhoid  Fever  in  Lawrence, 


The  total  number  for  the  eight  months  in  past  years  has  been 
Forty-three,  and  in  the  present  year  seventeen,  making  a  saving  of 
twenty-six.  Of  the  seventeen  who  died  nine  were  operatives  in  the 
mills,  each  of  whom  was  known  to  have  drunk  unfiltered  canal 
water,  which  is  used  in  the  factories  at  the  sinks  for  washing. 

The  finer  full  line  shows  the  number  of  those  who  died  month 
after  month  who  are  not  known  to  have  used  the  poisoned  camil 
water.     The  whole  number  in  the  eight  months  is  eight. 

It  is  evident  from  the  previous  diagram  that  the  numbers  above 
the  fine  full  line,  here,  follow  after  those  at  Lowell  in  the  usual  time, 
and  were  undoubtedly  caused  by  the  sickness  at  Lowell ;  but  \\p. 
have  satisfactory  reason  to  conclude  that  the  disease  was  not  propa- 
gated through  the  filter  but  that  the  germs  were  conveyed  direct  ly 
into  the  canals  and  to  those  who  drank  of  the  unfiltered  canal  watt  t% 
Among  the  operatives  of  one  of  the  large  corporations  not  using  tito 
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canal  water  there  was  not  a  case  of  typhoid  fever  during  this  period. 
Warnings  have  been  placed  in  the  mills  where  canal  water  is  used 
to  prevent  the  operatives  from  drinking  it. 

We  find,  then,  that  the  mortality  from  typhoid  fever  has,  daring 
the  use  of  the  filter,  been  reduced  to  40  per  cent,  of  the  former  mor- 
tality, and  that  the  cases  forming  nearly  one-half  of  this  40  percent, 
were  undoubtedly  due  to  the  continued  use  of  unfiltered  river  water 
drawn  from  the  canals. 

The  efi*ect  of  the  filter  in  preventing  the  communication  of  diarrboeal 
and  other  diseases  carried  by  water  can  be  given  after  the  season  of 
the  year  when  these  diseases  prevail.  We  can  say  further  at  present 
that  the  physicians  have  very  generally  reported  a  marked  improve- 
ment in  the  health  of  the  people  since  the  filter  came  into  use. 

The  study  of  this  problem  and  its  solution  have  established  with 
more  of  certainty  than  ever  before  three  important  points  in  sanitary 
science :  — 

1.  The  insufficiency  of  the  self-purification  of  streams. 

2.  The  ready  conveyance  of  typhoid  fever  down  a  stream  by 
sewage-polluted  drinking  water. 

3.  The  practicability  of  protecting  a  community  against  an  in- 
fected drinking  water  supply  by  natural  sand  filtration. 
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SEWAGE  PURIFICATION  OF  CITIES  AND  TOWNS  IN 
MASSACHUSETTS. 


The  last  annual  report  (1892)  contained  a  paper  upon  the  *<  Sew- 
age Disposal  of  Cities  and  Towns  in  Massachusetts  by  Intermittent 
Filtration,"  which  was  accompanied  by  chemical  analyses  of  the  sew- 
age and  effluent  from  the  works  of  the  three  places  described,  viz.  : 
Framingham,  Marlborough  and  Gardner.  Owing  to  the  time  required 
for  the  publication  of  that  report  it  was  feasible  to  include  in  it 
analyses  made  up  to  the  end  of  July,  1893.  In  the  present  paper 
results  from  sewage  disposal  works  at  several  additional  places  are 
given,  and  analyses  of  sewage  and  effluent  from  the  three  places 
mentioned  above  are  included  only  from  the  first  of  August  to  the 
end  of  the  year.  A  short  description  of  each  of  the  systems  exam- 
ined is  given  in  the  following  pages,  and  to  assist  the  reader  in 
understanding  the  conditions  at  the  various  places  some  of  the  state- 
ments made  last  year  are  repeated. 

The  first  plant  for  the  disposal  of  town  sewage  by  intermittent 
filtration  in  Massachusetts  was  constructed  at  Lenox  in  1876.  A 
system  for  the  disposal  of  the  sewage  of  a  portion  of  the  town  of 
Amherst,  partly  by  filtration  but  chiefly  by  irrigation,  was  con- 
structed about  1881,  and  a  small  system  for  the  disposal  of  sewage 
by  intermittent  filtration  was  introduced  at  Medfield  in  1886.  Since 
the  last  date  the  towns  of  Framingham  and  Gardner  and  the  city  of 
Marlborough  have  constructed  and  are  now  operating  works  for 
the  disposal  of  sewage  by  intermittent  filtration,  and  a  new  disposal 
field  has  been  constructed  and  is  in  use  at  Lenox.  The  city  of 
Brockton  (population  in  1890,  27,294,)  is  at  present  constructing 
works  of  this  kind,  which  will  be  operated  in  1894.  There  are, 
also,  several  large  institutions  which  dispose  of  their  sewage  by  inter- 
mittent filtration.  The  sewage  of  the  city  of  Worcester  is  treated 
by  chemical  precipitation,  as  described  on  page  341  of  this  report. 
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In  order  to  learn  the  results  obtained  by  the  systems  of  sewage 
disposal  in  the  various  places,  the  State  Board  of  Health  has  caased 
many  analyses  of  the  sewage  and  effluent  from  the  filter-beds  at 
Framingham,  Gardner  and  Marlborough  to  be  made,  and  has  also  made 
one  or  more  chemical  examinations  of  the  sewage  and  effluent  from 
the  sewage  disposal  works  at  Amherst,  Lenox,  Medfield,  Westbor- 
ough  and  Wellesley  College.  The  results  of  these  analyses  are  given 
in  connection  with  a  description  of  the  works  in  the  pages  which  fol- 
low. Analyses  made  by  the  chemists  at  Worcester,  showing  the 
results  obtained  at  the  chemical  precipitation  works  there,  have 
already  been  given  on  page  345. 


Sewage  Disposal  at  Amherst. 

The  population  of  the  town  in  1890  was  4,512.  Sewerage  facilities 
have  been  provided  only  for  portions  of  the  main  village,  and  &6 
sewage  is  disposed  of  by  two  systems. 

The  first  system,  begun  in  1881  and  subsequently  extended,  col- 
lects the  sewage  from  about  1,000  inhabitants.  The  sewage  flows  to 
a  settling  tank  about  a  mile  south-east  of  the  village  and  theoce 
through  a  pipe  520  feet  long  into  Fort  River. 

By  the  second  system,  since  1886,  the  sewage  of  a  portion  of  the 
thickly  populated  part  of  the  town  north  of  the  town  hall  has  been 
applied,  after  settling  in  a  tank,  to  a  field  having  an  area  of  aboat 
three  acres  and  a  slight  slope,  located  about  half  a  mile  north  of  the 
village.  It  is  said  that  there  are  about  300  people  connected  with  this 
system,  and  storm- water  is  excluded  from  the  sewers.  The  sewage 
is  conducted  by  a  ten-inch  pipe  to  a  settling  tank  located  on  the 
upper  side  of  the  disposal  field.  The  tank  is  about  4  feet  deep 
and  holds  about  500  gallons.  The  outlet  pipe  is  arranged  to  avoid 
drawing  the  scum  from  the  surface  of  the  tank,  and  discharges  into 
a  long  ditch  running  along  the  upper  side  of  the  field,  from  which 
the  sewage  is  discharged  through  openings  in  its  sides.  The  place 
of  discharge  is  changed  from  time  to  time  by  blocking  up  the  exist- 
ing opening  and  making  a  new  one.  The  sludge  from  the  settling 
tank  is  removed  at  intervals  and  composted.  Analyses  of  the  sew- 
age before  and  after  settling  in  the  tank  are  given  below.  There 
is  no  opportunity  to  obtain  a  sample  of  the  effluent  from  this  field, 
as  the  sewage  sinks  into  the  ground  and  does  not  reappear  in  such 
a  way  that  a  sample  can  be  collected. 
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Chemical  Examination  of  Sewage  from  Amherst. 

[Paru  per  100,000.] 


1 

Appkabanck. 

RB8IDDB  OX  Evaporation. 

1 

I 

1 

1 

TOTAL  BB8IDUB. 

L088  ON  lOKITIOV. 

1 

|. 

1 
1 

3 

•6 

-1 
1 

s 

1 

1 

11,885 
11^6 

IMS. 

Nov.    25, 

Nov.    25. 

Dedded. 
Dedded. 

Heavy, 

gray. 
Heavy, 

gray. 

1.20 
1.50 

104.60 
30.00 

27.60 
27.40 

n.oo 

12.50 

84.50 
21.50 

11.80 
11.80 

72.70 
10.20 

Chemical  Examination  of  Sewage  from  Amherst  —  Concluded. 

[Paru  per  100,000.] 


Ammonia. 

1 

. 

NiTBOOBN  A8 

OXTOBN           1 
CON8DMKD.*      1 

ALBUMINOID. 

1 

1 

1 

1 

i 

, 

1 

^ 

h. 

^ 

^ 

oo 

s 

7i 

s 

p 

b 

1.9900 

.0800 

.4000 

.2240 

8.44 

.0000 

.0000 

6.8800 

o.n4o 

1.2000 

.8420 

.2480 

.OMO 

1 

.0000 

.0000  1 

1 

6.1490 

8.9180 

IBON. 


I 


.0760 
.0800 


.0600 
.0000 


6.7 
4.9 


Odor,  oifeDsive. The  first  sample  was  oolleetad  from  the  main  sewer  of  the  northerly  system  as 

it  disehargea  Into  the  settUng  tank.    The  last  sample,  from  the  pipe  which  conveys  sewage  from  the 
settling  tank  to  a  ditch  on  the  sewage  disposal  area. 

*  The  determinations  of  Oxygen  Consumed,  given  in  this  paper,  were  made  after  boiling  five 
minntea. 
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Sewage  Disposal  at  the  Norfolk  County  Jail,  Dedham. 

Chemical  Examination  of  WaJUrfram  the  Brook  which  flows  from  Fisher's  Ice  Pond 

above  and  below  the  Sewage  Disposal  Area  of  the  Norfolk  County  Jail 

[ParU  p«r  100,000.] 


^ 

Appjuxaxob. 

RUIDDB  OV  1 

.  ETAPOBA-     1 

TIOM.         i 

Ammokia. 

1 
1 

i 

1   ^ 

\l 

\~ 

l.sc 

1.58 
1 

1  NITXOOEI  1     i   . 

"  ;i  i  1 

f 

1 

1 

1 

3 

1 

ALBDMIXOID. 

1 

i 

j 

^1 

5^ 

1 

e 

i  ,1  S  1 

0835 
0836 

1 
1898. 

Jan. 1  1 

Jan. 1  ' 

1 

Blight. 
Blight. 

Blight, 

dark. 
Bllgh^ 

dark. 

0.30, 
0.30' 

4.80 
4.70 

1.70 
1.80 

.0018 
.0022 

.0188 
.0118 

.0130 
.0082 

.0058 
.0084 

,.0030 
.0100 

i'      1 

.0001|.872S'1.S 
.0001  .300  M 

,1    ' 

Iron,  In  each  aample,  .0080.    Odor,  dlatincUy  Tegetabto,  dlfappearlng  on  heating. The  flnt  mb> 

pie  was  collected  abont  500  feet  above  the  aewage  dtapoaal  area  and  the  last  a  very  short  distance  bdov 
It.    Sewage  bad  been  discharged  upon  the  area  abont  8  honre  before  the  samples  were  collected. 

It  is  evident  from  the  analyses  that  no  sewage  efflnent  was  present  in  the  sample  collected  below  tkt 
disposal  area. 

•  Microscopical  Examination. 

No.  0835.  Dlatomacen,  AsterioMUa,  2;  Jferidion,  8;  Siffudra^  2;  TabtUaria,  1.  Fungi,  Ota*. 
thrix,  3.    Miscellaneous,  Zodglaa,  48.    Totol,  04. 

No.  0886.  Dlatomaceao,  J/'(rr<<lion,2;  Synedra,!.  Fungi,  ^•enoMHx,  8.  MisceUaneons,  2o^f<as, 
28.    Total.  34. 


Sewage  Disposal  at  Framingham. 

The  town  of  Framingham  (population  in  1890,  9,239,)  contains' 
three  villages,  of  which  South  Framingham  is  by  far  the  most 
populous,  and  up  to  the  present  time  is  the  only  village  sewered. 

The  sewerage  system  was  put  in  operation  near  the  end  of  the 
year  1889,  and  at  the  end  of  the  year  1893,  610  dwelling-houses 
and  41  business  blocks,  stores,  factories,  etc.,  were  connected  with 
the  sewers.  In  addition  to  this  the  sewage  of  the  women's  prison 
(population  about  350),  located  in  the  town  of  Sherborn,  just  be- 
yond the  Framingham  line,  is  taken  care  of  by  this  system. 

Storm-water  is  excluded  from  the  sewers,  and  a  continuous  system 
of  underdrains  was  laid  beneath  the  principal  sewers  to  collect  and 
carry  off  the  ground  water.  The  amount  of  sewage  flowing  during 
a  season  of  high  rainfall,  however,  is  fully  three  times  the  ordinary 
flow.  The  main  underdrain  discharges  by  gravity  into  a  brook,  and 
the  character  of  the  water  discharged  by  it  can  be  seen  by  reference 
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to  a  table  of  analyses  on  page  153  of  this  volunje.*  The  average 
amoant  of  sewage  pumped  and  purified  in  1893  was  218,000  gallons 
I>er  day. 

The  sewage,  after  collection  in  a  pair  of  receiving  reservoirs  hav- 
ing a  total  capacity  of  431,000  gallons,  is  pumped  during  the  day- 
time to  the  filtration  area,  which  is  located  about  two  and  one-half 
miles  north-east  of  the  village  of  South  Framingham.  This  area,  a 
more  detailed  description  of  which,  accompanied  by  a  plan,  may  be 
found  in  the  annual  report  of  the  Board  for  1892,  page  560,  covers 
about  seventy  acres,  much  of  which  is  quite  level  and  at  an  eleva- 
tion of  about  20  feet  above  Bannister  Brook.  An  area  of  about 
twelve  acres  has  been  specially  prepared  for  filtHEition  by  dividing  it 
into  ten  beds  of  convenient  size,  removing  most  of- the  loam,  which 
was  used  in  the  construction  of  embankments  between  the  beds,  and 
by  levelling  the  surface.  Six  of  the  beds  are  underdrained  to  a 
limited  extent. 

In  1893  about  nine  acres  of  the  prepared  beds  were  planted  with 
field  com  (maize),  and  the  remainder  with  squashes,  beans,  pota- 
toes and  cabbages.  The  crops  were  very  satisfactory,  especially  the 
field  corn,  and  received  only  ordinary  attention.  The  t)reparation 
of  additional  filter-beds  is  under  way  in  order  to  increase  the  area 
to  be  devoted  to  farming  purposes.  The  present  area,  however,  is 
amply  sufficient  for  the  disposal  of  the  sewage. 

A  reasonable  objection  has  often  been  made  to  the  cultivation  of 
crops  in  connection  with  intermittent  filtration,  where  the  area  is 
small,  owing  to  the  danger  that,  in  order  to  avoid  injuring  the  crops, 
the  flow  of  sewage  at  certain  seasons  of  the  year  will  either  be  con- 
centrated on  a  small  portion  of  the  area  or  allowed  to  escape  unpuri- 
fied.  In  the  case  of  Framingham,  however,  the  cultivation  of  crops 
has  had  a  favorable  effect  upon  the  purification  of  the  sewage  by  in- 
ducing the  preparation  of  additional  filter-beds,  by  loosening  the 
soil  by  ploughing  and  other  disturbances  of  the  surface  incident  to 
cultivation,  and  by  the  removal  by  the  crops  of  matters  brought  to 
the  beds  in  the  sewage. 

The  surfaces  of  nine  of  the  filter-beds  were  left  during  the  winter  of 
1893-94  in  hills  and  furrows,  and  without  disturbance,  after  the  crops 

•  Analyses  of  water  flrom  this  nnderdrain  are  also  giren  in  the  annual  reports  of  the  Board 
for  1S90, 1891  and  1892,  pages  149, 131  and  126,  respectively.  The  first  sample  analysed  was 
collected  before  any  sewage  had  been  admitted  to  the  sewers,  and  the  character  of  the  water  hat 
not  changed  materially  since  sewage  was  admitted. 
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had  been  removed  irom  them.  The  remaining  bed  was  ploughed  and 
wide  furrows  made,  about  6  feet  apart*  at  right  angles  to  the  carriers 
along  the  side  of  the  bed  from  which  the  sewage  is  applied.  It  was 
found  that  this  bed  gave  the  most  satisfactory  results,  particularly 
when  there  was  much  snow  on  the  ground.  It  is  also  to  be  noted 
that  the  beds  where  the  surface  is  left  in  hills  and  furrows  are  much 
more  efficient  in  winter  than  beds  with  level  surfaces. 

The  quality  of  the  sewage  and  of  the  effluent  from  several  different 
places  may  be  seen  by  the  tables  of  analyses  on  the  following  pages. 
The  sewage  is  ordinary  town  sewage,  discolored  and  somewhat  modi- 
fied in  character  at  times  by  a  considerable  amount  of  spent  dyes 
discharged  into  the  sewers  from  the  straw  goods  factories  in  the 
town. 

With  regard  to  the  purification  effected  at  Framingham  it  may  be 
said  that  the  conditions  for  filtration  are  very  favorable,  owing  to  the 
large  area  of  land  in  use  in  proportion  to  the  amount  of  sewage 
treated,  the  porosity  of  the  material,  which  has  an  effective  size  of 
0.32  to  0.42  millimeter,  and  the  depth  to  ground  water.  Another 
favorable  condition  is  the  high  temperature  of  the  sewage  in  winter 
(48°  to  50°  F.)  due  chiefly  to  the  fact  that  the  water  supply  of  the 


[ParU  per  100,000.] 


Chemical  ExamtnaUon  of 


I 


10807 
10024 
11008 
11081 
11184 
11288 
11822 
11414 
11401 


Av.< 


IMS. 

Aug.  15 

Aug«80 
Sept.  11 
Sept.  2ft 
Oct.  12 
Nov.  1 
Nov.  10 
Nov.  29 
Dec.  13 


Appbabavcb. 


if 
9 


Thick, 

opaque. 
Decided, 

milky. 
Decided, 

thick. 
Decided. 

Thick. 

Decided. 

Decided. 

Thick,  black. 

Thick,  dark. 


Ck)na.,  dark. 

Heavy,  dark. 

Cons.,  dark. 

Heavy,  dark. 

Cods.,  gray. 

Cods.,  black. 

Cods.,  gray. 

Heavy, 

black. 
Heavy,  dark. 


0.40 
0.80 


0.70 

0.70 
1.00 
0.80 
0.58 


RSSIDITB  OH  EVATOBAnOV. 


TOTAL  SXSIDCB. 


42.50 
49.80 
31.60 
38.80 
48.80 
108.00 
83.40 
85.00 
40.80 


57.90 


33.20 
29.80 
28.20 
81.20 
40.80 
48.00 
29.40 
48.20 
33.20 


38.80 


9.30      20.40 

20.80      25.00 

ll 
12.00 


8.40 
6.80 
6.20 


12.80 
21.20 


82.00  l<  68.20 


4.00 
18.80 
7.40 


12.80 
27.40 
15.20 


24.00    1  80.37 


18.10 
9.80 
10.00 
12.00 
15.80 
14.00 
10.40 
12.80 


T.ao 

lft.70 
tM 
O.SO 
5.ff> 

2.40 

i4.eo 


8.20  1    7.00 


10.9&  I  19.41 


*  This  average  Is  for  the  whole  year  1803,  and  iDcIudes  the  reealts  of  aDalyses  made  daring  tbe 
earlier  part  of  the  year  and  printed  In  the  preceding  annual  report. 
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town  is  taken  from  the  ground  and  has  a  winter  temperature  of  about 
49^. 

Only  a  small  portion  of  the  effluent  is  collected  by  the  underdrains 
beneath  the  beds,  and  of  this  quantity  all  or  nearly  all  again  enters 
the  ground  and  receives  a  second  filtration  before  it  reaches  the 
brook,  while  most  of  the  effluent  passes  for  a  long  distance  through 
the  groand  and  appears  in  the  form  of  springs  at  the  edge  of  the  low 
land  near  the  brook.  The  existence  of  lateral  filtration  to  such  a 
marked  degree  is  believed  to  be  a  very  important  feature  of  the 
Framingham  filter-beds. 

The  average  degree  of  purification  of  the  applied  sewage  in  1893, 
as  indicated  by  the  albuminoid  ammonia  in  the  analyses,  is  as  fol- 
lows :  — 


Per  Cent,  of 

Organie  Matter 

RemoTed 

(Albamlnoid 

Ammonia). 


BfflQent  at  east  anderdraln, 
**  at  weat  anderdraio, 
**      ataprlDg, 


07.6 
98.0 
90.8 


Sewage  from  Framingham, 


[ParU  per  100,000.] 


Ammovia. 

i 

NlTBOQBV  AS 

OZTOBH  COMSUMBD. 

IBOV. 

i 
1 

n 

— 

ALBDIOirOXD. 

s 

S 

£3 

1 

1 

1 

1 

1 

O 

1 

2.0000 

.3400 

.1840 

.1760 

4.88 

.0000 

.0000 

4.0022 

2.8860 

.0000 

.0600 

^ 

1 

1.0000 

.8700 

.1840 

.1880 

5.20 

.0100 

.0000 

5.0580 

2.2010 

.0650 

.0270 

- 

2 

S.7200 

.2000 

.1140 

.0860 

5.40 

.0000 

.0000 

3.1200 

2.8080 

.0400 

.0400 

5.1 

3 

2.8800 

.3280 

.2140 

.1140 

6.80 

.0060 

.0000 

1.5580 

1.1480 

.2400 

.1240. 

5.0 

1.0000 

.2820 

.1000 

.0720 

8.00 

.0050 

.0000 

3.8855 

2.0160 

.1180 

.1000 

5.1 

2.2400 

.4880 

.2240 

.2140 

8.75 

.0000 

.0000 

8.2800 

8.1200 

.1200 

.0520 

5.1 

1.0840 

.8040 

.3100 

.0840 

4.70 

.0050 

.0000 

4.3575 

2.1185 

.0980 

.0620 

6.3 

4.0000 

.5840 

.8000 

.1040 

6.80 

.0050 

.0000 

21.8150 

2.0580 

.3800 

.2800 

4.7 

2.0800 

.3440 

.2700 

.0740 

5.30 

.0000 

.0250 

4.1440 

8.0640 

.0700 

.0560 

'  6.1 

\'T7 

2.0283 

.4008 

.2152 

.1854 

5.22 

.0135 

.0115 

- 

.1290 

.0720 

10 

Odor,  offeDslve. The  sewage  was  collected  as  It  flowed  oat  apon  the  filter-beds. 
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Chemical  Examination  of  Effluent  from  the  EaM 

[Part*  per  100,000.] 


»5 

1 

>5   ^ 

Appkaramck. 

Odob. 

1 

1 

1 

10800 
10026 
11007 
11088 
1118« 
11285 
11324 
11418 
11493 

1898. 

Aug.^15 

Aug.  80 
Sept.  11 
Sept.  25 
Oct.   12 
Nov.    1 
Nov.  10 
Nov.  29 
Dec.  13 

SUght. 
DisUnct. 
None. 

Very  sUght. 
DlsUnct,  milky. 
Distinct,  mUky. 
Very  slight. 
Very  slight. 
SUght. 

Very  sUght. 
SUght,  white. 
Slight. 
Cons. 
Slight. 
Slight. 

SUght,  white. 
Very  slight. 
Very  slight. 

0.02 
0.02 
0.00 
0.00 
0.06 
0.06 
0.00 
0.02 
0.00 

DUUnctly 

disagreeable. 
Distinctly  musty. 

None. 

Distinctly  musty. 

Offensive. 

Decidedly  musty. 

Very  faintly 

musty. 

Very  faintly 

musty. 

None. 

DisUnc  ly 

aiMigreeabls. 
Very  falntornooe. 

None 

VeryfalnUy 

moity. 

Decidedly  musty. 
DistlncUy  musty. 
Decidedly  moity. 
Very  faint  or  Doee. 

10 

Av.» 

0.03 



•  The  average  given  here  Includes  the  resulta  of  analyses  made  during  the  earlier  part  of  the  yesr 
and  printed  in  the  preceding  annual  report.    No  analyses  were  made  in  January  or  February. 


Chemical  Examination  of  Effluent /ram  (he  Wat 
[Paru  per  100.000.] 


1 

ll 

Appbabamce.                        I 

0l>0B. 

tj 

1 

I 
I        1        1 

1 

2 
3 
4 
5 
6 
7 
8 
9 

1     1898.* 
10808  1  Aug.  15 

10925  1  Aug.  30 

11008  1  Sept.  11 

11082  1  Sept.  25 

11185  1  Oct.    12 

11284  j  Nov.     1 

11328  ;  Nov.  10 

11415     Nov.  29 

1 
11492  ,  Dec.   13 

Very  slight. 
1  Very  slight. 
1  Very  sUght. 

None. 

None. 

1 

j  None. 

1  Very  slight. 

1 

j  None. 

;  None. 

Slight. 

Very  slight. 

SUght. 

Considerable, 
yellowish. 
Very  slight. 

Slight. 

SUght. 

yellowish. 
Very  slight. 

Slight,  earthy. 

0.03 
0.02 
0.00 
0.02 
0.03 
0.02 
0.00 
0.00 
0.00 

None. 

None. 

None. 

Faintly  musty. 

None. 

None. 

Very  faint  or  none. 

None. 

None. 

FalnUy  mnsty. 

VeryfalnUy 

mouldy. 
Distinct. 

DisUncUy 

iweetiib. 
FsJntly  mosty. 

Distinctly  mwty. 

Distinctly  mwiy. 

Distinctly  morty. 

VeryfalDtornone. 

10 

Av.« 

0.04 

1 

*  This  average  is  for  the  whole  year  189S,  and  Includes  the  results  of  analyses  made  during  the  esifitf 
part  of  the  year  and  printed  In  the  preceding  annual  report. 
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Underdrain  at  the  Framingham  Filter-beds. 

[ParU  per  100,000.] 


jl 

AMMOWIA. 

1 

NlT«00«ll  AS 

1 

j 

1 

— 

i 

< 

S 

85.50 

.0720 

.0060 

4.89 

2.4000 

.0120 

.1601 

6.2 

.0100 

1 

27.60 

.0640 

.0040 

8.80 

1.6000 

.0080 

.1669 

6.4 

.0120 

2 

16.70 

.0280 

.0060 

2.68 

1.3000 

.0070 

.1716 

8.9 

.0400 

10.10 

.0660 

.0060 

3.89 

1.0000 

.0010 

.0738 

8.6 

.0060 

29.70 

.1480 

.0270 

5.46 

1.2000 

.0090 

.3442 

8.1 

.0200 

28.40 

.1820 

.0110 

6.01 

1.0000 

.0090 

.8080 

7.1 

.0120 

20.10 

.0400 

.0040 

6.22 

1.4000 

.0060 

.1826 

6.4 

.0040 

26.80 

.0600 

.0040 

8.80 

1.7000 

.0120 

.1914 

6.0 

.0000 

28.80 

.1120 

.0040 

4.07 

1.8000 

.0050 

.1604 

6.0 

.0200 

24.70 

.1786 

1 

.0006 

8.86 

1      1.2202 

.0074 

- 

6.6 

.0114 

10 

The  aamplet  were  coUeeled  from  the  aoderdraln  at  Its  outlet. 


Underdrain  at  (he  Framingham  Filler-beds, 

[Parte  per  100,000.] 


i   I 

Ammoku.          I 

j 

Nitrogen  a»         \ 

1 

o 

j 

1 

— 

ft 

1 

1 

a 

i 

1 

25 

1 
i 

29.80 

.0480 

.0080 

4.00 

1.6000 

.0100 

.1422 

7.6 

.0080 

1 

27.10 

.0620 

.0060 

1      4.17 

1.6000 

.0040 

.1106 

6.1 

.0160 

2 

28.70 

.0820 

.0030 

3.98 

1      1.7000 

.0030 

.1014 

.0100 

8 

28.00 

.0600 

.0160 

8.79 

{      1.4000 

.0060 

.0948 

.0100 

26.60 

.0160 

.0030 

!      3.62 

1.8000 

.0010 

.1417 

.0060 

24.90      1 

.0280 

.0060 

3.68 

1.0600 

.0060 

.1320 

.0040 

24.70 

.0320 

.0040 

1      3.97 

1.2000 

.0040 

.1618 

.0040 

26.00 

.0400 

.0040 

8.46 

1.1000 

•0050 

.1696 

.0180 

26.10 

.0660 

.0040 

3.63 

1.6000 

.0030 

.1584 

.0140 

23.66 

.1071 

.0080 

3.64 

1.0360 

.0046 

- 

.0098 

1 

The  eamplee  were  collected  from  the  anderdraln  at  Ita  outlet. 
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Chemical  Examination  of  Water  from  a  Spring  near  BanmAtT 

[Pirt*  per  100,000.] 


1 
1 

1^ 

Appbakahci. 

OOOB. 

S 

*i 

^ 

g 

1 

1 

10810 

1898. 

Aug.   15 

None. 

None. 

0.0 

None. 

None. 

2 

10027 

Aug.  80 

None. 

Very  sUght. 

0.0 

None. 

None. 

3 

11000 

Sept.  11 

None. 

None. 

0.0 

None. 

None. 

11084 

Sept.  25 

None. 

Slight. 

0.0 

None. 

None. 

11187 

Oct.     12 

None. 

Very  slight. 

0.0 

None. 

None. 

11286 

Nov.     1 

None. 

None. 

0.0 

None. 

None. 

11825 

Nov.    10 

None. 

None. 

0.0 

None. 

None. 

11417 

Nov.    20 

None. 

None. 

0.0 

None. 

None. 

11404 

Deo.    13 

None. 

None. 

0.0 

None. 

None. 

10 

Av.* 

0.0 

t 

1 

1 

*  The  average  given  here  includee  the  results  of  analyses  made  daring  the  earHer  part  of 


Chemical  Examination  of  Water  from  Bannister  Brook  below  the  Framingham 

Fitter-beds. 
[Parts  per  100,000.] 


S 

Appkabakoi. 

KK81DUK 

on  EVAPO- 

BATION. 

Ammomia. 

1 

NrraooKjrl 

AS          j 

8 

1 

s 

f 

1 

1 

o  P 

J 

.0040 
.0012 
.0014 
.0080 
.0026 
.0026 
.0018 
.0026 

albumdioid. 

1 

1 

1 

II 

*  1 

1 
i 

»!5 

1 

j 

1 

1 

10001 
11010 
11085 
11188 
11287 
11826 
11418 

1898. 

Feb.   13 

Sept.  11 
Sept.  25 
Oct.    12 
Nov.    1 
Nov.  10 
Nov.  20 

Slight. 

Distinct. 

Slight. 

Slight, 
clayey. 
Slight. 

Distinct, 
clayey. 
Slight. 

Cons., 
brown. 
Slight. 

Slight. 

V.  slight. 

Slight. 

V.  slight. 

Slight. 

1.80 

o.7o; 

1 
0.62 

0.55 

1.50 

1.40 

0.05 

5.00 
8.75 
8.60 
7.76 
8.25 
7.36 
6.55 
7.37 

3.05 
3.05 
1.00 
2.20 
2.85 
2.65 
2.60 
2.67 

.0204 
.0160 
.0162 
.0156 
.0282 
.0270 
.0450 
.0250 

.0262 
.0122 
.0128 
.0122 
.0262 
.0260 
.0264 
.0207 

.0042 
.00381 
.0084 
.0084 
.0020 
.0020 
.0186 
.0062 

0.36 
1.38 
1.60 
1.16 
0.06 
0.07 

... 

.0260 
.1200 
.1000 
.0280 
.0230 
.0460 
.0380 

.oooi! 
.oootl 

.0003 
.00I0| 
.OOO4J 

.ooos' 

.0001 

1.4IW 

0.5m 

0.4182 
0.4000 
1.1480 
1.1496 
1.0681 

i.i 

1.5 

Av. 

..u! 

A  Oa''   AKAK 

•n 

0  9008^-^ 

0.06| 

__ 

Odor,  dittinotly  vegetable,  rarely  mouldy.    On  heating  the  odor  is  generally  stronger  and  frequently 

mouldy  or  unpleasant. The  samples  were  collected  from  the  brook  at  the  first  road  crosslog  belov 

the  sewage  field. 
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Srook,  which  receives  Effluent  from  the  Framingham  Filter-beds. 

[Parts  per  100,000.] 


= 

Ammohia. 

1         « 
1 

NITKOOKV  A8 

Oxygen 

Contamed. 

1 

, 



jl 

i 

1 

< 

1             ^ 

1 

1 
14.30      ' 

.0000 

.0010 

2.77 

1 

.4500 

.0000 

1 

.0276 

3.4 

.0060 

14.10 

.0006 

.0022 

2.80 

1      .7000 

.0000 

.0553 

2.9 

.0000 

13.60      i 

1 

.0000 

.0000 

2.W 

!      .7000 

.0000 

.0078 

4.2 

.0000 

13.45      ' 

.0000 

.0010 

2.72 

.5000 

.0000 

.0410 

3.6 

.0025 

14.70      i 

.0004 

.0004 

2.81 

1       .5250 

.0000 

.0445 

3.0 

.0040 

15.50 

.0000 

.0000 

2.03 

.5600 

.0001 

.0400 

4.4 

.0000 

14.25      ' 

.0000 

.0008 

3.17 

.5000 

.0000 

.0006 

4.0 

.0000 

14.30      ! 

.0000 

.0012 

2.54 

.6000 

.0000 

.0870 

3.0 

.0000 

14.00 

1 

.0000 

.0010 

2.63 

.5800 

.0000 
.0000 

.0482 

4.6 

.0050 

13.45      1 

.0001 

.0014 

2.76 

i       .6095 

8.6 

.0080 

10 

the  year  and  printed  in  the  preceding  annnal  report.    No  analyses  were  made  In  January. 


Sewage  Disposal  at  Gardner. 

The  Gardner  sewerage  system  was  put  in  operation  about  Aug.  1 , 
1891.  At  the  end  of  1893  there  were  161  connections  with  the 
sewers,  120  of  which  were  from  dwelling-houses  and  the  remainder 
froni  factories,  business  blocks,  hotels  and  public  buildings.  The 
popalation  of  the  town  in  1890  was  8,424.  With  the  exception  of 
roof-water,  used  for  flushing  purposes,  from  a  limited  number  of 
buildings  at  the  upper  ends  of  the  sewers,  surface  water  is  excluded. 
The  quantity  of  sewage  is  not  definitely  known,  but  it  is  probably 
not  far  from  200,000  gallons  per  day  in  dry  weather. 

The  tract  purchased  by  the  town  for  the  disposal  of  the  sewage 
contains  16.9  acres.  Much  of  the  material  upon  this  tract  was  found 
to  be  too  fine  for  the  filtration  of  sewage,  and,  as  a  result,  the  filter- 
beds  are  almost  wholly  artificial,  being  formed  of  the  porous  sand  and 
gravel  from  a  ridge  upon  this  tract.  There  are  twelve  thoroughly 
underdrained  filter-beds  for  the  disposal  of  sewage,  having  a  total  area 
of  1.39  acres,  two  supplementary  beds  which  are  less  porous  and  not 
uoderdrained,  having  a  total  area  of  0.37  acre,  and  two  other  small 
underdrained  beds,  containing  together  0.14  acre.     One   of  these 
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small  beds  is  used  to  receive  the  sludge  from  the  sludge  tank,  and 
the  other  to  receive  the  discharge  from  a  blow-off  located  at  the 
lowest  point  in  the  pipe  leading  from  the  town,  which,  for  the  last 
1,050  feet  of  its  length  where  it  crosses  the  valley  of  Pond  Brook, 
is  an  inverted  siphon.  This  bed  was  not  used  in  1893,  however, 
because  it  has  been  found  that  if  clogging  occurs  the  sewage  backs  up 
in  the  pipe  until  sufficient  head  is  obtained  to  remove  the  obstruction. 
The  material  of  the  filter-beds  has  an  effective  size  of  O.IO  to  0.24 
millimeter,  which  is  somewhat  coarser  than  at  Marlborough  but  much 
finer  than  at  Framingham.  The  underdrains  beneath  the  beds  are 
generally  twenty  feet  apart  and  at  a  depth  of  from  four  to  five  feet 
below  the  surface  of  the  beds. 

The  sewage,  when  it  reaches  the  disposal  area,  first  passes  throagh 
duplicate  separating  tanks  having  a  total  capacity  of  about  10,000 
gallons,  and  overflows  through  wooden  troughs  upon  the  disposal 
area,  as  described  in  the  annual  report  of  the  Board  for  1892,  page 
580. 

It  has  been  the  custom,  except  during  the  winter  months,  to  apply 
sewage  to  one-half  of  the  beds  one  day  and  the  other  half  the  next, 
and  once  in  ten  days  or  two  weeks  to  remove  one-eighth  to  one- 
quarter  inch  of  scum  and  clogged  sand,  and  afterward  to  rake  to  a 
depth  of  about  1.5  inches  to  loosen  the  material.  Below  this  depth 
the  material  is  compact  to  a  depth  of  several  inches. 

Chemical  Examination  oj 


[Parts  per  100,000.] 

i 

1 

Appbarakcb.                    1 

Rbsiddk  cm  Evapobatiov. 

, 

TOTAL  BBSIOUB.        | 

LOSS  ox  tonnov. 

i 

t     ' 

^     1     1 

o 

1 

1 

1 

► 

t 

1 

Q      1      ^ 

1A98. 

1 

1 

10795 

Aug.  14 

Thick. 

Heavy,  dark. 

0.90 

64.50 

45.80 

19.20  1 

82.90 

17.80 

14.W 

2 

10920 

Aug.  80 

Decided. 

mUky. 
Decided. 

Cons. 

0.50 

28.40 

19.10 

9.30  1 

15.40 

7.40 

8.00 

8 

11002 

Sept.  11 

Heavy. 

0.50 

60.10 

25.80 

34.80 

41.10 

13.00 

21.50 

thick. 

4 

11097 

Sept.  27 

Decided. 

Heavy,  gray. 

0.70 

82.80 

21.80 

11.00  , 

18.00 

10.00 

t.QO 

6 

11180 

Oct.    12 

Decided. 

Heavy,  gray. 

1.20 

46.40 

25.40 

21.00  ! 

29.20 

11.60 

17.« 

6 

11288 

Oct.    30 

Decided. 

Heavy,  gray. 

1.20 

86.60 

24.00 

12.60  1 

19.00 

9.00 

10.00 

7 

11334 

Nov.  14 

Decided. 

Heavy,  gray. 

0.60 

29.20 

18.40 

10.80  . 

13.60 

7.00 

6.00 

8 

11410 

Nov.  28 

Decided. 

Heavy,  gray. 

0.60 

35.80 

20.40 

15.40  1 

16.40 

8.00 

S.40 

9 

11487 

Deo.  13 

Very  thick. 

1  Heavy. 

0.70 

43.20 

20.80 

22.40  , 

80.00 

10.21) 

^J'S 

10 

11556 

Dec.  27 

Thick. 

;  Cods.,  white. 

0.60 

28.80 

23.20 

5.00  1 

17.80 

12.20 

5.00 

11 

Av* 

1 

0.61 

33.86 

20.90 

12.45 

19.01 

9.2S  1   9-^ 

*  This  average  Is  for  the  whole  year  1898,  and  Inclades  the  results  of  analyses  made  dariof  tl>0 
earlier  part  of  the  year  and  printed  in  the  preceding  annual  report. 
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The  results  obtained  at  Gardner  have  been  satisfactory  in  the  sum- 
mer, but,  as  stated  in  the  last  annual  report,  in  order  to  obtain  these 
results  it  has  been  necessary  to  attend  carefully  to  the  distribution  of 
the  sewage  upon  the  different  beds,  and  to  remove  at  frequent  inter- 
vals the  scum  which  forms  upon  them.  During  cold  weather  when 
the  removal  of  this  scum  is  prevented  by  snow  and  ice  upon  the 
beds,  it  has  not  been  found  practicable  to  filter  the  sewage  upon  the 
small  area  provided,  and  a  portion  of  it  has  overflowed  into  the 
brook.  In  December,  1893,  the  surfaces  of  the  filter-beds  remained 
smooth,  and  were  unprepared  by  ridging  or  otherwise  for  use  in 
cold  weather,  and  during  the  latter  part  of  the  month  the  sewage 
froze  to  the  surfaces  of  some  of  the  beds.  The  remaining  beds  were 
used  beyond  their  capacity  and  remained  constantly  covered  with 
sewage,  thereby  making  the  filtration  continuous,  while  a  consider- 
able quantity  of  sewage  overflowed  into  the  brook.  The  effluent  of 
the  portion  of  the  sewage  filtered  through  the  beds  deteriorated  in 
quality  when  cold  weather  began. 

The  analyses  of  sewage  and  effluent  from  the  Gardner  filter- 
beds,  from  August  to  December,  1893,  are  given  in  the  following 
table.  The  averages  of  analyses  for  the  whole  year  1893  show  that, 
of  the  sewage  filtered,  91.1  per  cent,  of  the  organic  matter  (as 
represented  by  the  albuminoid  ammonia)  was  removed  from  the 
sewage  by  filtration. 

Sewage  from  Gardner, 


[Parts 

per  100.000.] 

Ammokia.                     I 

2 

NiTROi 

I 

3EK  A0 

OXTOBN  CONSUMBD. 

iROJr. 

« 

ALBUMIVOID. 

1 

a 

1 

1 

i 

i 

1 

1 

1 

s       1 

H 

a 

CO 

^     1 
10.77 

'Ji 

% 

Is 

b. 

D 

fe 

m 

1.9200 

.8260 

.5160 

1 

.8100 

.0000 

.0000 

8.4688 

8.9106 

_ 

1 

1.7600 

.4380 

.2220 

.2160 

2.97 

.0000 

.0000 

4.0132 

1.8960 

.0750 

.0330 

- 

2 

8.2000 

.6640 

.8200 

.3440 

.0000 

.0010 

4.9620 

2.5740 

.1350 

.0400 

2.4 

3 

2.5600 

.7080 

.3620 

.8460 

3.40 

.0050 

.0010 

4.3870 

1.9680    1 

.0440 

.0200 

|4.0 

4 

2.8800 

.7420 

.4000 

.3420 

6.08 

.0050 

.0000 

4.7790 

2.3490 

.1640 

.0200 

'  6.6 

5 

1.9200 

.4700 

.2260 

.2440 

3.22 

.0000 

.0000 

6.3075 

3.9150 

.9000 

.0280 

1  3.9 

6 

2.0240 

.4740 

.2380 

.2360 

3.48 

.0000 

.0000 

4.3160 

2.7390    1 

.0800 

.0300 

1  3.5 

7 

2.2400 

.5800 

.2920 

.2880 

4.96 

.0050 

.0400 

5.7190 

3.3110    ' 

.2520 

.0400 

3.8 

8 

2.8680 

.6240 

.8220 

.8020 

3.00 

.0250 

.0100 

5.0400 

3.4000    1 

.0640 

.0240 

3.6 

9 

1.5680 

.2520 

.1540 

.0980 

2.90 

.2000 

.0200 

2.1175 

1.8095    1 

.0300 

.0140 

'  3.8 
,  3.6 

10 

1.8767 

.4760 

.2577 

.2192 

3.48 

1 

.0212 

.0059 

- 

- 

.1142 

.0262 

11 

Odor,  offensive.— The  sewage  was  collected  ns  It  flowed  upon  the  beds. 
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Chemical  Examination  of  Effluent  from.  Un 

[ParU  per  100,000.] 




1 

o 
9Q 

Afpkasakcb. 

Odoe. 

H 

1 

j 

i 

10 

io,7tte 

10,921 
11,008 
11,098 
11.181 
11,209 
11,885 
11,411 
11,488 
11.567 

Aug.  14 
Aug.  80 
Sept.  11 
Sept.  27 
Oct.    12 
Oct.    80* 
Nov.  14 
Nov.  28 
Dec.  18 
Dec.  27 

Slight,  milky. 
Slight,  milky. 
Slight,  milky. 
Slight,  milky. 
Slight.  mUky. 
Very  alight. 
Very  alight. 
DlaUnct. 
SUght,  mUky. 
Diatinct,  milky. 

Slight,  white. 

Very  aUght. 

Very  alight. 

Very  alight. 

Very  alight. 

Very  alighu 

None. 

Conaiderable, 
white. 
Slight. 

Slight. 

0.12 
0.10 
0.05 
0.12 
0.03 
O.OS 
0.02 
0.20 
0.12 
0.10 

Decidedly 

diaagreeeble. 
Decidedly  mnaty. 

Diatinctly  mnaty. 

Decidedly  mnaty. 

Offenaive. 

Decidedly  mnaty. 

Decidedly  mnaty. 

Offenaive. 

DlaUnctly  mnaty. 

Decidedly  mnaty. 

Offensive. 
Deeldedly  ffloaty. 
Decidedly  nuMtj. 
Deddedly  musty. 
Decidedly  meity. 
Offensive. 
Decidedly  muty. 
Offensive. 
DistineUy  mnstj. 
Offensive. 

11 

Av.* 

0.15 

*  The  average  given  here  Indndea  the  reaulta  of  analyaea  m«de  during  the  earlier  part  of  the  year 
and  printed  in  the  preceding  annual  report. 


Chemical  Examinalion  of  Water  from  Pond  Brook  above  the  Gardner  Filter-beds. 

[Parte  per  100,000.] 


s  i 

Appkabamob. 

RXSIDUB 

omEvapo- 

BATIOM 

AjncomA. 

1 

11 

NITBOGBV 
!           AS 

1! 

1 

1 

1  ^ 

4 

ALBUMINOID. 

1       1       . 

1  1 

1 

55 

DateofCoU 
Tarbldlty. 

Loss  on 
Ignltlc 

Free. 

1 

1 

1       » 

1 

1: 

111 

5  15 

11004 

19M.     1 
Sept.11,1  Slight. 

Slight. 

h         1 

0.18''19.70!5.80 

1          1 

1.0032 

.0180 

.0162 

.0018 

1 
I4.99 

.0650 

.0020 

.8198  9.1 

1 

11099 

Sept.  27     Slight, 
!      milky. 

Oct.   12  1  Slight, 
1     milky. 

Oct.  30  1  Distinct, 
1      milky. 

Nov.  14  1  Slight. 

Slight. 

0.18 

119.65 

3.20 

.0056 

.0182 

.0166 

.0016 

..« 

1.0400.0020 

.4»10  9.S 

11182 
11270 
11836 

Slight. 
V.  alight. 
Cona. 

0.18 
0.45 
0.18 

,24.90 
'  14.30 
{10.50 

4.80 
3.20 

1.0114 

i 
1.0860 

'.0310 

.0246 
.0250 
.0180 

.0214 
.0130 
.0130 

.0032 
.0120 
.0050 

1 

,2.28 

.0800 
1.0800 

.0023 
.0050 
.0010, 

.4212  U.S 
.1016  4.6 

11412 

Nov.  28     Decided. 

Heavy. 

0.50  11. 5o|  3.80  |. 0338 

.0550 

.0312 

.02881  1.98  .1250 

.0090 

2.4080  M 

11489 

Dec.  13  j 

1 

Distinct, 
milky. 

Cons., 
brown. 

0.15 

!l2.7o'3.00 

1     1 

16.18 -"t-AA 

j.0640 

.0270 

.0210 

.0060 

^2.41,  .1700 

1        1 

.0010 

1 

.SIM  4.S 

Av. 

0.26 

.0264 

.0265 

.0189 

.0076 

I3.75'  .munl.ooW 

.6941  M 

1' 

1 

, 

1 

Iron,  .0299.    Odor  generally  diatinctly  muaty,  oocaaionally  offenaive. The  aamplea  were  collsetsd 

from  the  brook  above  the  point  where  it  is  crossed  by  the  main  aewer  leading  to  the  filter-beds. 
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Main  Underdrain  of  the  Gardner  Fitter-beds. 

[ParU  per  100,000.] 


i 

w 

AJOfOiriA. 

e 

NlTBOQKM  AS 

|l 

1 

1 

— 

i 

i  1 

1    1 

1 
1 

Nitrites. 

2i.go 

1      .4400 

.0810 

1.97 

2.4000 

.1600 

.6767 

6.8 

.0600 

17.00 

'       .1200 

.0230 

2.00 

1.5000 

.0240 

.2765 

4.7 

.0100 

18.80 

.0060 

.0240 

1.61 

1.4000 

.0100 

.2808 

6.8 

.0060 

18.60 

.0920 

.0150 

1.66 

1.0000 

.0020 

.2624 

4.4 

.0080 

36.10 

.1080 

.0180 

2.41 

3.9200 

.0800 

.8726 

11.9 

.0100 

14.90 

.2240 

.0120 

2.17 

0.8600 

.0600 

.8741 

8.8 

.0020 

14.10 

.0880 

.0090 

2.42 

0.8200 

.0100 

.2789 

8.5 

.0100 

18.40 

.6060 

.0660 

2.48 

0.5600 

.0600 

.6794 

2.7 

.0120 

11.00 

.8000 

.0860 

2.01 

0  8200 

.0020 

.8720 

2.6 

.0060 

11.00 

.8400 

.0290 

1.96 
2.08 

0.2000 

.0020 

.8927 

8.0 

.0050 

10 

14.70      1 

.4628 

.042» 

0.7783 

.0257 

- 

4.1 

.0266 

11 

The  lamplei  were  collected  from  the  main  anderdraln  at  the  point  where  It  diecharges  into  the 
brook. 


Chemical  ExamincUion  of  WcUerfrom  Pond  Brook  below  the  Qardner  Filter-beds, 

[Parte  per  100,000.] 


1 

o 
2 

Appbakavcb. 

1  Rbsidcs 

OK  EVAPO- 
BATIOV. 

Ammohia. 

4.25 

NITBOOBK 
AS 

j 

1 

a 

^ 

«; 

I 

c 
§1 

1 

1 

ALI 

1 

(DMIN< 

% 

>ID. 

1 

1 

1 

1 

11005 

Sept.  11 

Slight. 

Slight. 

0.38 

20.70 

7.10 

.0126 

.0204 

.0182 

.0022 

.2000 

.0030 

.3003 

8.9 

11100 
11183 

Sept.  27 
Oct.  12 

SUght. 

milky. 
Slight. 

milky. 
V.illght. 

milky. 
Slight. 

Cons., 

floe. 
Slight. 

0.18  17.75 
0.15  89.00 

3.25 
19.50 

.0130 
.0360 

.0118 
.0140 

.0114 
.0090 

.0004 
.0050 

4.63 
6.39 

.2000 
.2000 

.0025 
.0045 

.4059 
.4698 

8.4 
11.6 

112n 

Oct.  30 

V.sllgbt. 

0.45  '13.20 
0.18|10.60 

3.60 

.0560 

.0130 

.0090 

.0040 

2.64 

.2800 

.0120 

.6177 
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Not.  14  j 

Oons. 

3.50 
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11490 

Dec   18 

SUgbt. 
milky. 

811g?l!^* 
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3.00 

.1440 
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.0040 
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.0010 
.0041 

.3536 
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6.08 

.6427 

6.4 

1 

I 

i 

Iron, . 0222.    Odor  generally  distinctly  musty,  occasionally  offensiTe. The  samples  were  collected 

from  the  brook  below  the  filter  .beds,  and  below  the  points  where  effloent  from  the  filter-beds  enters  the 
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Sewage  Disposal  at  Lenox. 

The  village  of  Lenox  is  situated  upon  high  land,  from  which  the 
ground  slopes  to  the  west,  south  and  east.  The  first  attempt  at  sew- 
age purification  was  made  in  1876  at  a  small  field  upon  the  westerly 
slope. of  the  hill.  In  1881  the  sewage  of  a  few  houses  on  the  southerly 
slope  of  the  hill  was  conveyed  to  a  small  tract  of  land  at  the  foot  of 
the  hill  in  the  town  of  Stockbridge  and  there  disposed  of.  In  1888 
the  principal  sewerage  system  of  the  town  was  completed,  and  by  it 
the  sewage  is  conveyed  to  a  disposal  field  about  two  miles  east  of  the 
village  and  near  the  Housatonic  River. 

This  system  diverted  much  of  the  sewage  which  formerly  went  to 
the  small  field  on  the  westerly  slope  of  the  hill,  but,  notwithstanding 
the  reduced  quantity  of  sewage  going  to  this  field  and  the  small 
quantity  going  to  the  southerly  field,  the  neighboring  land  owners 
objected  to  the  use  of  these  areas  for  sewage  disposal,  and  in  De- 
cember, 1893,  works  were  completed  for  collecting  the  sewage  of 
the  westerly  and  southerly  slopes  at  a  pumping  station  west  of  the 
village  and  for  pumping  it  into  the  main  system  of  sewers  leading  to 
the  easterly  field,  which  will  be  the  only  one  in  use  after  the  pump- 
ing station  is  operated. 

The  sewers  of  Lenox  are  pipe  sewers,  and  storm-water  is  excluded 
from  them,  except  a  small  quantity  of  roof-water,  which  is  admitted 
for  flushing  purposes.  There  are  said  to  be  about  1,000  persons 
connected  with  the  system  ordinarily,  but  during  the  summer  season 
the  number  is  more  than  doubled. 

The  main  pipe  leading  from  the  village  to  the  easterly  disposal 
field  is  twelve  inches  in  diameter,  and  ends  at  a  settling  tank  on  the 
upper  portion  of  the  hillside,  about  800  feet  from  the  Housatonic 
River.  The  tank  is  of  masonry,  and  has  two  separate  compartments. 
There  are  two  overflow  pipes,  one  discharging  into  a  pipe  connecting 
with  the  sub-surface  disposal  system  and  the  other  with  a  pipe  which 
has  a  direct  connection  with  the  river.  There  is  also  a  pipe  at  the 
bottom  of  the  tank  through  which  the  sludge  can  be  run  out  when- 
ever the  tank  needs  cleaning. 

The  sewage  is  disposed  of  beneath  the  surface  by  turning  it  into 
stone  drains,  which  are  long,  nearly-level  trenches,  filled  with  stone 
up  to  within  a  short  distance  of  the  surface,  and  above  the  stone 
with  earth  and  loam.  In  addition  to  the  stone  the  trench  contains  a 
six-inch  Akron  pipe,  with  open  joints,  through  which  the  sewage 
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from  the  settling  tank  is  conveyed  to  the  drains.  These  drains  vary 
in  length  from  200  to  800  feet. 

Beneath  these  stone  drains  are  underdrains,  about  thirty  feet  apart , 
running  down  hill  toward  the  river.  The  underdrains  are  laid  with 
tight  joints  where  they  pass  beneath  the  stone  drains  and  with  open 
joints  between  the  drains. 

The  material  of  the  disposal  field  is  compact  and  nearly  imper- 
vious, so  that  only  a  portion  of  the  sewage  will  filter  through  the 
ground  and  the  remainder  flows  out  from  the  stone  drains  upon  the 
surface  through  relief  pipes  which  have  been  laid  at  their  farther 
ends,  or  passes  off  into  the  river  through  one  of  the  overflow  pipes 
at  the  settling  tank. 

In  the  following  table  will  be  found  analyses  of  sewage  and 
efiiuent  taken  from  different  points  of  the  Lenox  system.  The  sew- 
age is  very  dilute,  owing  to  the  large  amount  of  ground  water  enter- 
ing the  sewers.  It  may  be  noticed,  by  reference  to  the  table,  that 
the  second  and  third  samples,  taken  from  the  settling  tank  after 
some  precipitation  had  taken  place  and  from  the  ends  of  the  stone 
drains,  are  much  less  impure  than  the  first  sample,  which  was  col- 
lected from  the  main  sewer.  There  was,  doubtless,  some  improve- 
ment in  quality  caused  by  the  passage  of  the  sewage  through  the 
settling  tank  and  through  the  drains,  but  the  bulk  of  the  difference 
is  probably  due  to  the  fact  that  the  sewage  from  the  main  sewer 
represented  the  day  sewage,  while  the  samples  from  the  tank  and 
drains  represented  to  a  greater  extent  the  night  flow,  the  larger  pro- 
portion of  which  is  ground  water. 

Chemical  Examination  of  Sewage  and  Effluent  from  the  Lenox  Sewage 
Purification  Works. 

[Parti  per  lOO.OOO.J 
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11602 

Dec.  11 

V.  slight. 

Cons., 
dark. 
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Chemical  Examination  of  Sewage  and  Effluent  from  the  Lenox  Sewage 
Purification  Works — Concluded. 

[ParU  per  100,000. J 
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.0060 
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0.88 
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.oieo 

.7200 

.0590 

.0880 

.0260 

0.96 
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1.86 

.8800 
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.8840 

.8360 

15.9 
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1 

.0000 

The  first  tample  wm  ooUeoted  from  the  tewer  which  conTeyt  sewage  from  the  town;  the  teeoad. 
from  the  main  eettliDg  tank ;  the  third,  from  the  ends  of  the  enb^sarfaoe  pipee  In  the  atone  draiot;  the 
last,  from  the  outlet  of  the  nnderdrains. 


Sewage  Disposal  at  Marlborouoh. 

The  sewerage  system  of  the  city  of  Marlborough  (population  in 
1890,  13,805)  was  completed  late  in  1891,  and  at  the  end  of  1893 
there  were  about  800  connections,  including  those  from  all  of  the 
larger  places,  such  as  hotels,  factories,  etc.  The  total  length  of 
sewers  was  21.58  miles.  The  so-called  separate  system  was  adopted, 
but  no  underdrains  were  laid  beneath  the  sewers  and  a  large  amount 
of  ground  water  enters  them  at  certain  seasons  of  the  year. 

As  the  sewage  arrives  at  the  disposal  field  it  passes  through 
separating  tanks  and  screens  before  passing  into  the  distributing 
pipes.  The  tanks  are  built  in  duplicate,  to  facilitate  cleaning,  and, 
including  the  portions  where  the  screens  are  situated,  are  each  about 
twenty-five  feet  long,  six  and  one-half  feet  wide  and  six  feet  deep. 
The  screens  are  of  wire  and  have  a  one-inch  mesh.  The  elevation 
of  the  tanks  above  the  sandy  land  is  such  that  it  was  feasible  to  pre- 
pare beds  upon  which  the  sludge  deposited  in  the  tanks  could  be 
turned  by  gravity. 

Thirteen  sewage  beds,  with  a  total  area  of  9.6  acres,  and  six 
sludge  beds,  with  a  total  area  of  1.7  acres,  have  been  prepared  for 
the  disposal  of  the  sewage  and  the  sludge.  The  material  of  the 
beds  is  finer  than  that  of  Framingham  and  Grardner,  and  has  an 
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effective  size  of  0.12  to  0.14  millimeter.  The  area  has  a  moderate 
slope  toward  a  small  brook,  and  is  from  seven  to  twenty-two  feet 
above  it.  The  beds  are  thoroughly  underdrained  by  means  of 
parallel  lines  of  four-inch  pipes,  laid  with  open  joints  fifty  feet  apart 
and  about  six  feet  beneath  the  surface.  All  of  these  drains  dis- 
charge into  the  brook  before  mentioned. 

The  sewage  is  ordinary  city  sewage,  varying  in  strength  from  time 
to  time  with  the  amount  of  ground  water  which  enters  the  sewers. 
The  average  quantity  is  not  definitely  known,  but  it  was  probably 
in  the  neighborhood  of  400,000  gallons  per  day  during  1893. 

Previous  to  December,  1893,  it  is  said  that  the  beds  were  gener- 
ally flooded  in  turn  for  twenty-four  hours,  but  that,  beginning  with 
this  month,  they  were  flooded  in  turn  as  before,  but  for  only  half  a 
day  at  a  time,  and  the  results  obtained  from  this  treatment  show, 
apparently,  an  improvement.  The  beds  were  harrowed  twice  dur- 
ing the  year,  about  the  first  of  May  and  the  first  of  November,  with 
a  wheel-harrow,  to  a  depth  of  four  to  six  inches.  In  November  no 
leveller  was  attached  to  the  harrow,  and  the  surface  was  left  in 
alternate  ridges  and  furrows.  The  grass  and  weeds  were  cut  several 
times  during  the  summer,  and  in  the  fall  several  beds,  where  the 
weeds  grew  more  luxuriantly,  were  ploughed  before  harrowing.  A 
considerable  portion  of  the  sludge  in  the  sewage  passes  through  the 
separating  tanks  and  in  time  forms  a  thick  scum  upon  the  surfaces  of 
the  filter-beds.  This  scum  was  removed  at  irregular  intervals  during 
the  warmer  months,  but  not  during  the  winter.  As  a  general  rule 
the  scum  was  removed  before  the  surfaces  were  ploughed  or  harrowed. 
With  the  aid  of  the  furrowed  surfaces  and  the  application  of  smaller 
doses  the  filters  disposed  of  the  sewage  during  the  winter  months 
with  satisfactory  results.  At  times  there  has  been  considerable  odor 
from  the  sludge  beds,  but  as  the  beds  are  a  long  distance  from  any 
road  or  habitation  this  has  not  been  a  source  of  complaint. 

It  has  not  been  the  custom  to  employ  a  man  constantly  in  caring 
for  the  beds,  but  to  employ  a  man  living  in  the  neighborhood  to 
attend  to  changing  the  flow  of  sewage  from  bed  to  bed,  and  to  re- 
move the  scum  from  the  surfaces  of  the  beds,  paying  him  by  the 
hour  for  the  time  spent  on  the  work.  The  cost  of  all  work  done  on 
the  beds  during  the  year  1893  amounted  to  $497.19. 

Thc5  averages  of  the  analyses  for  the  whole  year  1893  indicate  that 
94.2  per  cent,  of  the  organic  matter,  as  represented  by  the  albu- 
minoid ammonia,  was  removed  from  the  sewage  applied. 
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Chemical  Ezaminatiim  oj 


[Pktta  per  100,000.] 
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*  Thii  aTerage  la  for  the  whole  year  1808  and  ineladea  the  reenlta  of  analyaea  made  during  the  earte 
portion  of  the  year  and  printed  In  the  preceding  annual  report. 


Chemical  Examinaiion  of  Effluent  fnm  (hi 

[Parte  per  100,000.] 
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Sewage  from  MarU>or<mgh. 


[P*rU  pw  100,000.] 
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Odor,  oifenfive. The  tamplea  were  oollected  from  the  eeparating  tankt  ftnd  represent  the  eewage 

aifter  »  portion  of  the  enipended  matter  had  been  separated  from  It. 


Underdraina  of  the  Marlborough  FiUer-beds. 

[Parts  per  100,000.] 


§1 

AMMOiriA. 

i 

KlTSOOBN  AS 

o 

■   1 

J 

—' 

1 

•< 

1 

S 

37.20 

.3020 

.0180 

6.18 

1.6250 

.0086 

.2705 

.0280 

37.90 

1      .4000 

.0200 

5.92 

1.7500 

.0125 

.2239 

11.0 

.0330 

82.40 

.8400 

.0900 

7.45 

.8000 

.0760 

.7742 

.0250 

84.00 

.2480 

.0080 

5.82 

1.6000 

.0300 

.1698 

.0150 

46.60 
47.00 

.9600 

.0460 

6.92 

2.2000 

.0200 

.8526 

10.8 

1.0600 

.7000 

.0540 

7.60 

2.4000 

.0170 

.5166 

11.5 

.0400 

87.70      1 

.8000 

.0690 

7.87 

2.0000 

.0240 

.6282 

.0250 

22.10      j 

28.70      1 

.0240 

.0020 

4.07 

1.6000 

.0020 

.2173 

.0000 

1.6000 

.2060 

7.20 

.0300 

.1200 

1.3648 

.0500 

88.00      1 

.4200 

.0220 

7.97 

2.0000 

.0200 

.2227 

8.3 

.0300 

10 
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Chemical  Examitfotion  of  Effluent  from  lie 

[Put*  p«r  100,000.] 


"~~ 

5 

i 

6 

Appkasakcb. 

Odoe. 

b 

Sediment. 

1 

Cold. 

Hot. 

1 

11263 

Oct.    27 

Decided. 

Cone.,  niety. 

0.40 

Offensive. 

OffendTe. 

r 

11264 

Oct.    27 

Dlitlnct. 

Cone.,  light. 

0.12 

Offensive. 

OffensiTe. 

11340 

Not.  15 

DletlDct,  milky. 

Slight. 

0.15 

Offensive. 

Offensive. 

11841 

Nov.  15 

DletlDct,  milky. 

Cons.,  flbrooi. 

0.08 

Offensive. 

Offensive. 

11426 

Not.  2» 

DietlDot,  milky. 

Slight. 

0.12 

Offensive. 

Offensive. 

11427 

Nov.  29 

None. 

None. 

0.00 

Offensive. 

OffenslTe. 

11484 

Dec.  12 

Slight,  milky. 

Slight. 

0.07 

Faintly  mnsty. 
1  Distinctly  musty. 

Decidedly  miwly. 

11486 

Dec.  12 

Very  slight. 

Very  slight. 

0.05 

||| 

9  1  g 

11649 

Deo.  26 

None. 

Very  slight. 

0.00 

1  Distinctly  mosty. 

10 

11550 

Dec.  26 

Very  alight. 

Slight. 

0.03 

1  Decidedly  musty. 

1 ■ 

Decidedly  motty. 

11 

Av.» 

1 

0.91 

1 

1 

*  The  average  given  here  includes  the  results  of  analyses  made  during  the  earlier  part  of  the  year 
and  printed  in  the  preceding  annual  report. 

Chemical  Examination  of  Water  Jrom  the  Brook  into  which  the 

[Parts  per  100,000.] 


1 

B 
a 
85 

a 

Appbabakck. 

Odob. 

i 

a 

1 

i 

6 

^ 

1 

J 

11061 

18M. 

Sept.  18 

Very  slight. 

Cons.,  rusty. 

0.28 

Faintly  vegetable. 

FalnUy  ytgtiiiik. 

2 

11062 

Sept.  18 

Very  slight. 

Cons.,  brown. 

0.20 

Decidedly 

disagreeable. 
Decidedly  musty. 

Decidedly  oMlj. 

3 

11104 

Sept.  26 

Slight. 

Slight. 

0.08 

Decidedly  moitx. 

11194 

Oct.    12 

Very  slight. 

Slight,  earthy. 

0.10 

Distinctly  musty. 

Decidedly  muty* 

11265 

Oct.    27 

None. 

None. 

0.12 

Decidedly  musty. 

Offensive. 

11342 

Nov.  15 

Very  slight. 

Slight. 

0.10 

Decidedly  musty. 

Decidedly  mnitj. 

11428 

Nov.  29 

Very  slight. 

Slight,  brown. 

0.45 

Distinctly  musty. 

Decidedly  mnitf. 

11486 

Dec.  12 

Very  slight. 

Slight. 

0.18 

Faintly  mouldy. 

DislincUymouWy. 

11551 

Dec.  26 

Slight. 

Considerable. 

0.55 

FainUy  vegeUble. 

Distinctly  tfg'blt. 

10 

Av.* 

0.22 

' 

1 

*  Sample  No.  11061  is  omitted  from  the  average. 
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Underdrains  of  the  Marlborotigh  Filter-beds —  Concluded. 

[ParU  per  100,000.] 


i    1 

Ammonia.            | 

NlTBOOEH  A8 

^ 

— 

Kosiduc  on 

Evoporat 

i 

c 

1 
1 

i 

i 

s 

1 

1^ 

1 

1 

3«.80 

.8000 

.0190 

7.45 

1.5000 

.0200 

.5133 

9.1 

.1500 

I 

29.50 

.9000 

.0360 

6.84 

1.1000 

.0180 

.4959 

7.1 

.0160 

2 

36.00 

.9280 

.0650 

6.60 

1.5000 

.0200 

.7719 

9.0 

.0400 

82.50 

1.0000 

.0980 

4.55 

.7000 

.0060 

.8756 

8.0 

.0420 

82.40 

.8000 

.0580 

5.60 

1.6000 

.0110 

.6351 

7.9 

.0050 

83.50 

.6600 

.0220 

6.56 

1.5000 

.0080 

.2958 

9.3 

.0100 

23.90 

.8800 

.0280 

4.80 

.8200 

.0050 

.3344 

6.1 

.0160 

81.00 

.8720 

.0260 

5.60 

1.3000 

.0080 

.2464 

8.3 

.0060 

81.00 

.2800 

.0140 

5.28 

1.0000 

.0120 

.1932 

8.0 

.0070 

32.10 

.4400 

.0140 

5.n 

1.2500 

.0100 

.2268 

7.9 

.0070 

28.92 

.5931 

.0353 

5.08 

1.0130 

.0234 

- 

7.7 

.0405 

The  samples  were  collected  from  the  underdrains,  generally  from  those  beneath  the  beds  to  which 
sewage  was  being  applied  at  the  time. 


Effluent  from  the  Marlborough  Sewage  Filter-beds  is  discharged. 

[Parts  per  100,000.] 


RSSIOUB  OK 

Evaporation. 

Ammonia. 

, 

NiTHOOKN  AS 

a 

1 

3 

1 

i 
1 

i 

ALBUMINOID. 

1 

1 

S 

1 

1 

1 

S 

n 

4.80 

1.30 

.0000 

.0146 

.0108 

.0038 

0.31 

.0070 

.0000 

.2182 

1.7 

1 

88.70 

12.65 

.5040 

.0340 

.0220 

.0120 

6.19 

.9000 

.0096 

.3198 

7.9 

2 

20^20 

8.20 

.8680 

.0640 

.0290 

.0350 

5.55 

1.4000 

.0540 

.4756 

7.4 

3 

26.10 

6.00 

.2270 

.0200 

.0190 

.0010 

4.96 

1.0000 

.0670 

.8888 

5.7 

25.90 

6.40 

.3040 

.0320 

.0160 

.0160 

5.66 

.9500 

.0480 

.4611 

6.1 

25.60 

6.80 

.4000 

.0800 

.0200 

.0100 

4.83 

1.2500 

.0230 

.4150 

6.4 

18.20 

6.90 

.1400 

.0120 

.0100 

.0020 

2.80 

1.0000 

.0120 

.5070 

4.2 

20.60 

6.30 

.2560 

.0200 

.0160 

.0040 

8.65 

1.0000 

.0080 

.3864 

5.3 

16.00 

5.40    ' 

.1600 

.0210 

.0160 

.0050 

2.21 

.5500 

.0040 

.6804 

3.9 

24.29 

7.0.    1 

.2949 

.0291 

.0185 

.0106 

4.47 

1.0063 

.0282 

.4543 

1 

5.9 

10 

Iron,  .0094.    The  first  sample  was  collected  from  the  brook  above  the  filter-beds;  the  remaining 
samples  from  the  brook  below  the  filter-beds  after  It  had  received  the  efflaent  therefrom. 
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Sewage  Disposal  at  Medfield. 

A  system  of  sewage  disposal  by  intermittent  filtration  was  intro- 
duced at  Medfield  in  1886,  and  was  described  in  the  Nineteenth 
Annual  Report  of  the  Board  for  the  year  1887.  Up  to  the  end  of 
1893  connections  had  been  made  with  one  hotel,  three  houses  and  a 
large  straw  factory,  in  which,  at  times,  as  many  as  900  operatives 
are  employed.  The  original  area  of  the  beds  was  about  one  acre. 
The  material  is  mostly  coarse  gravel.  As  the  level  of  the  ground 
water  is  about  ten  feet  below  the  surface  of  the  filter  there  are  no 
underdrains.     There  are  four  beds,  the  surfaces  of  which  are  some- 


[ParU  per  100,000.] 


Chemical  ExaminaUon  (^ 


1 

ArPBABAVCB. 

BSStOUB  o«  Etapobatioi. 

, 

^ 

TOTAL  BB8IDCB. 

Loas  OS  lonnoK. 

1 

^ 

t 

^ 

^ 

• 

1 

1 

1 

1 

S 

1 

00 

i  1 

K 

1993. 

1 

11W7 

Oct.  11 

Dedded. 

Heavy, 
brown. 

O.TO 

81.00 

S7.40 

4.20 

t 

9.00 

7.80 

l.M 

Odor,  offeneive.— The  sewage  waa  ooUectad  aa  It  flowed  open  tbe  fUter-bedt. 


Chemical  Examination  of  Water  from  a  Spring  btbvi 

[ParU  per  100,000.] 


— 

§ 

1^ 

Appkakaxob. 

Odok. 

i 
e 

1 

1 

^ 

1  ' 

1 

10045 

19M. 

July  11 

Very  slight. 

Very  slight. 

0.02  i 

None. 

None. 

2 

10798 

Aug.  14 

Very  slight. 

Very  alight. 

0.08, 

None. 

Faintly  earthy. 

3 

4 

11023 
11108 

Sept.  18 
Oct.    11 

Very  slight. 
None. 

Slight. 
Very  alight. 

0.08] 
0.08  1 

Very  faint  or  none. 
Faintly  moaty. 

DliUncdv  wf?- 

ble  and  moaklr. 

VeryfalDioTBoafc 

6 

11882 

Nov.  28 

None. 

SUght. 

0.01 

None. 

Faintly  moity. 

0 

At... 

0.04 

,,,, ,,  1      , 



The  aaraplea  were  collected  from  the  spring  which  is  located  north  of  the  filter-beds  and  a  llttk  v 
direction  of  thla  spring. 
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iT^hat  uneveD,  each  of  which,  as  a  general  rule,  takes  the  sewage  in 
turn  for  two  days.  It  was  found  that  there  was  considerable  loam  a 
short  distance  below  the  surface  of  a  portion  of  the  beds  which 
eventually  became  clogged.  In  the  summer  of  1893  this  loam  was 
removed  and  replaced  with  coarse  gravel,  and  the  area  of  the  filter 
increased  about  one-third. 

No  trouble  has  arisen  from  odors.  In  the  following  tables  will 
be  found  analyses  of  the  sewage,  and  of  the  effluent  taken  from  a 
spring  a  short  distance  below  the  filter.  The  effluent  is  of  excellent 
quality,  and  no  deterioration  is  shown  by  the  analyses  when  com- 
pared with  those  made  in  1887,  after  the  works  had  been  in  opera- 
tion for  a  comparatively  short  time. 


Sewage  from  Medfield, 


[ParU  per  100,000.] 


Ammovia. 

g 

KmooBViLa 

OXTOBK 
COK8UX  BD. 

IHOM. 

I 

ALBUXIMOID. 

S 

S 

1 
1 

1 

s 

1 

1 

1 

1 

00 

1 

S.6600 

.8780 

.9000 

.1780 

1.68 

.0080 

.0000 

2.8780 

t 

1.8880 

.0400 

.0600 

8.0 

The  stnw  shop  wm  not  ruDnlDg  at  the  time  the  sample  was  collected. 


the  Filtration  Area  of  the  Med  field  Sewerage  System. 

[Parts  per  100,000.] 


c         1 

AJtvoiriA. 

1 

NlTBOOBM  AS 

|l 

i 

1 

i 

— 

si 

1^ 

1 

1 

g 

§ 

11.70 

.0010 

.0048 

O.M 

.1500 

.0000 

.0684 

8.1 

.0080 

11.70 

.0062 

.0088 

1.00 

.2&00 

.0020 

.1888 

8.8 

.0000 

15.10 

.0010 

.0008 

1.87 

.1000 

.0030 

.2028 

5.4 

.0070 

12.10 

.0014 

.0044 

1.20 

.1850 

.0018 

.1820 

4.3 

.0020 

10.16      i 

.0000 

.0084 

1.06 

.1000 

.0008 

.1612 

8.6 

.0000 

12.16      1 

1 

.0018 

.0068 

1.11 

.1860 

.0018    , 

.1516 

4.0 

.0080 

280  feel  from  the  edge  of  the  nearest  bed.    The  ground  where  the  filter-beds  are  located  slopes  In  the 
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Sewage  Disposal  at  Wellesley  College. 

Up  to  1892  the  greater  part  of  the  sewage  from  the  Wellesley 
College  buildings  was  disposed  of  by  passing  it  through  small  and 
imperfect  artificial  filters  of  peat  and  gravel,  but  as  the  results  ob- 
tained by  this  method  were  unsatisfactory,  new  works  were  con- 
structed in  1892  for  the  treatment  of  the  sewage  from  the  main 
building  and  cottages  near  it,  by  intermittent  filtration. 

As  the  works  were  first  constructed  the  sewage  passed  from  the 
buildings  through  pipe  sewers  to  a  settling  tank  six  feet  in  diameter, 
thence  into  an  automatic  flush  tank  thirty  feet  long  and  six  feet 
wide,  in  which  the  sewage  had  a  depth  of  twenty-six  inches,  and 
from  the  flush  tank  was  discharged  into  two  eight-inch  pipes  pass- 
ing through  the  middle  of  a  nearly  level  filtration  area  300  feet 
long  and  150  feet  wide.  Every  four  feet  along  each  of  the  eight- 
inch  pipes  there  was  laid  out  to  the  edge  of  the  area  a  line  of  three- 
inch  pipes,  with  open  joints,  for  distributing  the  sewage.  These 
pipes  were  about  twenty  inches  below  the  surface  of  the  ground, 
and  the  joints  between  some  of  them  were  covered  with  tarred 
paper  and  all  were  surrounded  with  coarse  gravel.  Much  of  the 
material  of  the  filter  bed  is  coarse  sand  or  gravel,  but  in  some  places 
there  is  a  very  fine  sand. 

After  about  three  months'  use  the  pipes  were  so  badly  clogged 
that  it  was  necessary  to  dig  them  up  and  clean  them.  It  was  found 
that  many  of  the  pipes  were  clogged  with  pieces  of  rags  and  paper, 
and  that  the  fine  sand  had  filled  the  interstices  of  the  coarse  gravel. 


Chemical  Examination  of 


[Paru  per  100,000.] 


i 

Appbahakcb. 

1 

RaSIDUa  OM  EVAPOBATIOy. 

tf 

^ 

! 

TOTAL  axsiDnB. 

LOm  OH  lOWTlOS. 

i 
i 

i 

i 

i 

; 

1 

Z 

a 

? 

1 

i 

► 

1 

o 

5 

1 

e 

» 

o 

H 

00 

H 

o 

s 

^ 

c         s 

180». 

1 

11419 

Nov.  29 

Thick, 

V.  heavy, 
white. 

0.50 

184.00 

02.60 

91.40  , 

117.00 

82.00  ,  ».« 

white. 

1 

1 

1 

Odor,  offeoBlve.  — »  The  sample  was  collected  from  the  ibird 
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After  this  clogging  occurred  provision  was  made  for  screening  the 
sewage  so  as  to  prevent  the  entrance  of  coarse  substances  into  the 
eight-inch  pipes. 

In  the  summer  of  1893  some  further  changes  were  made.  Two 
settling  tanks,  each  ten  feet  long  and  six  feet  wide,  were  added,  and 
the  length  of  the  filtration  area  was  extended  to  450  feet,  making 
the  total  area  1.55  acres.  All  of  the  sub-surface  distributing  pipes 
were  relaid,  and  over  the  joints  of  the  pipes,  in  all  cases,  were 
placed  pieces  of  half-pipe  of  larger  diameter.  An  eight-inch  pipe 
was  laid  along  each  side  of  the  filtration  area  and  connected  with 
the  ends  of  all  of  the  three-inch  distributing  pipes.  Gates  have 
been  placed  at  the  lower  ends  of  all  of  the  eight-inch  pipes,  and 
about  once  a  week,  usually  on  washing  day,  they  have  been  opened 
with  a  view  to  flushing  the  entire  system  of  pipes.  The  sewage 
used  in  flushing  discharges  upon  a  thin  filter-bed  about  fifty  feet 
square.  It  has  been  the  custom  to  empty  the  settling  tanks  once  a 
week,  and  at  these  times  the  liquid  matter  is  discharged  upon  a  small 
filter-bed  constructed  for  this  purpose,  while  the  semi-solid  portions 
remaining  are  fun  into  carts  and  removed  to  some  woods  at  a  con- 
siderable distance  from  the  buildings  where  they  are  disposed  of  by 
composting.  There  are  about  500  people  connected  with  this  system. 
There  have  been  no  indications  of  clogging  in  the  sub-surface  pipes 
since  the  changes  were  made. 

In  the  following  tables  will  be  found  analyses  of  the  Wellesley 
sewage,  and  of  samples  of  water  taken  from  a  small  brook,  into  which 
some  of  the  efiiuent  finds  its  way,  above  and  below  the  filter-bed. 


Bewagefrom  Wellesley. 


[Partfl  per  100.000.] 


AmcoxiA. 

i 

NITBOOKV  AS 

OXTQBM 
COMSUMKD.        1 

IBOK. 

ALBUMINOID. 

s 

i 

5 

t 

t 

e 

s 

1 

a 

1 

1 

1 

! 

1 

6.4000 

2.8800 

1.3300 

1.5500 

24.00 

.0000 

.0000 

31.7550 

16.0050 

.1700 

.1000 

16.4 

•eUling  tank  and  before  the  aewage  entered  the  flash  tank. 
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Chemical  Examination  of  Water  from  the  Brook  above  and  below  the  WeUtiley 
Sewage  Filtration  Area. 

[ParU  per  100,000.} 


o 

Appkabavcb. 

itESWDIt  DM 

BVAPORA- 

TIOH. 

Ammonia. 

NlTBOOU        ^ 
1 

6 

1 

II 

1 

1 

1 

ALBCMniOID. 

1 

'  1  1 

1 

I 

1 

i 

1     ^ 

»5      o     a 

11420 
1U21 
1U22 

1893. 

Nov.  29 

Nov.  29 
Nov.  29 

Slight. 

Slight. 

Distinct, 
milky. 

1 

i        i 
Slight.     1.80 

•        1 

C0DS.»      il.lO, 

flbroat. 
Cods.,    Il.oo' 
rusty. 1        1 

11.85 
14.00 
10.30 

5.66 
5.20 
3.50 

.0148 
.0415 
.0520 

.0584 
.0700' 
.0200 

.054« 
.0422 
.0152 

1 

.0038'!o.82 
.0278^1.43 
.0048!  1.22 

1 

.1700 
.4500 
.1000 

.0003  1.71393.1 
.0009  1.55734.6 
.0015  0.58394.9 

! 

IroD,  .0878.    Odor  of  the  first  sample,  none;  of  the  second,  faintly  earthy;  of  the  last,  strong  of  ps 
Uqaors.    On  heating,  the  odor  of  the  first  two  samplea  was  distinctly  vegetable,  but  the  last  wis 

unchanged. The  first  sample  was  collected  from  the  brook  above  the  filter-beds;  the  second,  nesr 

the  sludge  bed,  and  the  last,  near  the  gas  works,  about  160  feet  above  the  point  where  the  brook  eaters 
Waban  Lake. 


Sewage  Disposal  at  Westborough, 

The  construction  of  the  sewerage  system  of  the  town  of  West- 
borough  (population  in  1890,  5,195)  was  begun  in  1891,  and  up  to 
the  end  of  the  year  1893  ninety-one  connections  had  been  made  with 
the  sewers,  forty-three  of  which  were  from  the  larger  places,  such 
as  business  bloclcs,  factories,  etc.  The  main  sewer  leading  from  the 
town  to  the  place  of  disposal  passes  through  low  wet  ground,  and 
receives  a  large  amount  of  ground  water. 

The  sewage  is  disposed  of  upon  land  located  on  the  right  bank  of 
the  Assabet  River,  in  the  north-westerly  part  of  the  town.  About 
thirty-three  acres  were  taken  by  the  town  for  sewage-disposal  pur- 
poses, 17.5  of  which  may  be  classed  as  swamp  or  meadow  subject 
to  flooding  at  times  of  high  water,  its  surface  being  at  an  elevation 
of  three  feet  or  less  above  the  ordinary  level  of  the  river.  About 
six  acres  of  the  upland  is  at  too  great  an  elevation  to  be  reached  by 
gravity  without  grading. 

The  sewage  is  conducted  to  a  settling  tank  on  the  disposal  area. 
The  tank  is  of  masonry,  built  in  two  compartments,  and  has  a  total 
capacity  of  less  than  1,000  gallons.  Two  filter  beds,  having  a  total 
area  of  a  little  over  two  acres,  were  prepared  in  1892  by  stripping 
off  most  of  the  loam  and  filling  with  coarse  sand  or  gravel  to  depths 
varying  from  about  thirty  inches  at  the  lower  end  to  about  a  foot  at 
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the  other  end.  The  material  beneath  the  filling  is  a  fine,  compact 
sand  almost  impervious  to  water.  The  surfaces  of  the  beds  are 
from  six  to  six  and  one-half  feet  above  the  ordinary  level  of  the  sur- 
face of  the  water  in  the  Assabet  Biver,  opposite  the  sewage  field. 
Daring  the  prevalence  of  high  water  in  the  spring  the  surface  of  the 
water  in  the  river  rises  to  about  three  feet  above  the  ordinary  level. 

Sewage  was  applied  to  the  beds  in  April ,  1893,  and  it  was  found 
that  the  sand  beneath  the  artificial  and  porous  surface  layer  was  so  fine 
that  it  remained  saturated  and  also  kept  the  material  above  it  saturated 
for  weeks  after  the  application  of  sewage  had  ceased.  It  is  said  that 
these  beds  could  be  made  to  take  the  whole  flow  of  sewage  for  about 
a  week  by  filling  them  to  the  level  of  the  top  of  the  embankment. 
On  discontinuing  the  use  of  the  beds  in  July  it  took  eight  weeks  for 
the  sewage  to  disappear. 

To  obtain  material  to  prepare  the  filter  beds  as  above  described, 
a  pit  was  excavated  in  a  gravel  ridge  .in  the  higher  portion  of 
the  area  owned  by  the  town.  Into  this  gravel  pit,  covering  an  area 
of  approximately  15,000  square  feet,  the  bottom  of  which  is  said  to 
be  six  inches  above  the  ground-water  level,  the  sewage  has  been 
discharged  from  time  to  time,  and  it  has  been  filled  to  the  level  of 
the  bottom  of  the  sewage  carrier,  or  approximately  six  feet  deep, 
forming  a  huge  cesspool,  the  effluent  from  which  appeared  in  the 
form  of  a  flowing  spring,  on  the  surface  of  a  piece  of  low  land  fifty 
to  seventy-five  feet  from  the  edge  of  the  excavation.  During  the 
year  1893  sewage  has  also  been  discharged  from  time  to  time  on 
a  portion  of  the  unprepared  ground  and  allowed  to  flow  over  its 
surface  to  find  its  way  to  the  meadows. 

The  selectmen  of  the  town  applied  to  the  State  Board  of  Health, 
Sept.  18,  1893,  stating  that  the  former  advice  of  the  Board  had  not 
been  carried  out,  and  requesting  the  Board  to  make  another  exami- 
nation of  the  present  sewage-disposal  works  at  Westborough,  and 
advise  the  town  farther  in  the  matter  of  sewage  disposal.  The  reply 
of  the  Board  to  this  application  may  be  found  on  page  86  of  this 
volume. 

Toward  the  end  of  the  year  the  surfaces  of  the  two  filter  beds 
were  raised  from  one  to  two  feet  by  the  addition  of  more  coarse 
sand,  and  two  six-inch  underd rains  were  placed  beneath  the  beds  at 
depths  of  from  three  to  five  feet  beneath  the  surface.  In  addition  to 
this  work,  two  additional  beds,  each  about  an  acre  in  area,  were 
prepared  between  the  settling  tank  and  the  river.     The   surfaces 
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of  the  new  beds  were  levelled  to  some  extent,  and  in  each  two 
foar-inch  underdrains  were  laid  three  feet  below  the  surface  at  the 
upper  ends  and  five  feet  below  at  the  lower  ends.  It  is  said  that 
some  of  the  mud  in  the  low  places  on  the  area  covered  by  these  beds 
was  removed  while  preparing  the  beds  and  replaced  with  gravel 
from  a  knoll  situated  partly  within  the  limits  of  the  beds.  There  is 
considerable  loam  remaining  on  each  bed.     Sewage  was  distribated 

Chemical  Examination  of  Sewagtfnm 
[PartA  per  100,000.] 
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The  first  and  last  samples  were  collected  from  the  spring  below  the  gravel  pit;  the Mcood 
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upon  the  two  new  beds  from  trenches  along  the  sides  and  by  furrows 
across  the  beds.  The  distribution,  however,  at  the  time  the  beds 
were  examined  was  very  uneven.  • 

In  the  following  table  will  be  found  analyses  of  samples  of  the 
sewage,  of  the  eflSuent  from  the  gravel  pit  collected  at  the  spring 
already  mentioned  and  of  samples  collected  from  the  Assabet  River 
above  and  below  the  disposal  area. 


the  Westborough  Sewerage  System. 


[Parti  per  100,000.] 
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Beds  of  the  Westborough  Sewerage  System. 
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Chemical  Examination  of  Water  from  IM  Assabet  Biver  above  and  below  the 
borough  Sewage  Filler-beds* 

*  [ParU  per  100,000.] 
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Odor,  distinctly  vegetable  and  mouldy  or  nnpleaaant.  — ^  The  flrtt  two  tamples  were  eoUeeted  fioa 
the  river  above  the  filter-bede  and  the  last  two  from  the  river  below  the  filter-beds. 
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CHEMICAL  PEECIPITATION  OF  SEWAGE  AT  THE  WORLD'S 

COLUMBIAN  EXPOSITION,  CHICAGO, 

1893. 


Bt  ALLEN  HAZEN,» 
Chemist,  Department  of  Water  Supply,  Sewerage  and  Firb  Protection. 


The  sewage  disposal  works  at  the  World's  Columbian  Exposition 
were  described  in  the  *'  Engineering  News"  of  Aug.  3,  1893,  which 
contains  drawings  showing  many  of  the  details  of  construction  and 
arrangement. 

The  works  were  designed  and  built  under  the  direction  of  W.  S. 
MacHarg,  C.E.,  engineer  for  water  supply,  sewerage  and  fire  pro- 
tection, Mr.  C.  M.  Wilkes  being  first  assistant  engineer,  and  the 
construction  of  the  plant  and  the  operation  of  the  machinery  being 
superintended  by  Mr.  C.  E.  Chester.  The  writer  was  employed  to 
superintend  the  precipitation  of  the  sewage  after  the  construction  of 
the  works  was  practically  completed. 

The  works  consisted  in  brief  of  four  cylindrical  iron  settling  tanks 
of  the  Rockner-Rothe  type,  32  feet  high  and  32  feet  in  diameter,  with 
conical  bottoms,  which,  in  a  height  of  22  feet,  tapered  from  32  feet 
to  6  feet  (see  diagram  on  following  pagef).  The  total  height  was 
thus  54  feet,  and  the  capacity  of  each  tank,  as  ordinarily  used  with 
sewage  standing  18  inches  below  the  top,  was  237,000  gallons. 

The  sewage  from  the  various  buildings  on  the  Exposition  grounds 
was  forced  by  Shone  ejectors  into  the  iron  sewers  which  terminated 
in  a  receiving  tank  16  feet  in  diameter  and  10  feet  deep,  where  the 
sewage  was  screened  and  afterward  passed  through  the  four  pipes 
which  conveyed  it  to  the  different  settling  tanks,  receiving  and  be- 

*  Mr.  Hazen,  at  the  time  of  bis  appointment  at  Chicago,  was  chemist  in  charge  of  the  Experi- 
ment Station  of  the  Massacbosetts  State  Board  of  Health  at  Lawrence.  He  held  the  position 
at  Chicago  during  a  leaye  of  absence  granted  by  the  Board. 

t  The  plate  from  which  this  diagram  is  printed  was  kindly  famished  by  the  Engineering 
News  Fabllsbing  Company. 
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coming  mixed  with  the  necessary  chemicals  on  the  way.  The  mixed 
and  precipitated  sewage  then  passed  down  through  central  cylinders, 
6  feet  in  diameter,  to  points  near  the  bottoms  of  the  tanks,  where  it 
was  distributed  by  sheet-iron  arms  and  the  precipitate  settled  to  the 
bottom,  while  the  clarified  liquid,  ready  for  discharge  into  the  lake, 
slowly  rose  to  the  top,  where  it  was  removed  by  a  set  of  troughs 
drawing  as  nearly  as  possible  equal  quantities  of  effluent  from  equal 


*^r*iii^ 


areas  of  surface  to  give  a  unifoim  and  regular  upward  movement  to 
the  sewage  in  the  tanks.  The  sludge  which  settled  to  the  conical- 
shaped  bottom  was  expected  to  slide  to  the  point  of  the  cone,  where 
there  was  an  outlet  through  which  it  could  be  drawn  off  frt)m  time  to 
time  for  pressing  without  interrupting  the  continuous  action  of  the 
tanks. 

The  filter-presses,  which  were  exhibited  by  the  Perrin  Company, 
Chicago,  were  made  by  the  G.  H.  Bushnell  Company,  Thompsonville, 
Conn.,  and  produced  at  each  operation  fifty  cakes  of  sludge  36  inches 
in  diameter  and  about  1|  inches  thick,  weighing  about  47  poonds 
each.  The  central  passages  in  the  filter-presses  were  4  inches  in 
diameter,  but  it  was  found  that  rags  and  cotton  waste  which  passed 
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the  bars  in  the  screen,  about  three-fourths  of  an  inch  apart,  would 
frequently  stop  the  4-inch  holes  in  the  plates,  allowing  the  pressure 
to  accumulate  on  one  side  of  the  plate  until  it  broke.  The  delay 
and  expense  of  replacing  plates  was  considerable,  and  it  was  not 
until  the  screen  was  covered  with  a  finer  wire  screen  to  retain  all 
rags  and  the  holes  in  the  plates  were  cut  out  to  six  inches  in  diame- 
ter that  satisfactory  working  was  obtained.  The  quantity  of  sludge 
which  could  be  pressed  with  these  presses  was  much  below  the 
anticipated  amount,  and  the  failure  to  press  promptly  the  sludge  as 
produced  was  often  the  limit,  during  a  large  part  of  the  summer,  of 
the  efficiency  of  the  plant. 

The  sludge  cake,  together  with  the  garbage  from  the  grounds, 
was  burned  in  an  Engle  crematory  near  the  sewage-disposal  works. 
The  object  of  having  four  separate  settling  tanks,  each  of  them 
with  its  independent  appliances  for  mixing  chemicals,  was  to  allow 
the  simultaneous  application  of  different  chemicals  to  sewage  of  pre- 
cisely the  same  composition,  and  to  secure  in  that  way  definite 
comparisons  between  the  different  chemicals  when  working  upon  a 
large  scale.  Such  experiments  were  made  almost  from  the  first,  but 
it  soon  became  apparent  that,  within  wide  limits  at  least,  the  chemicals 
employed  were  not  the  controlling  or  even  the  leading  factor  in  the 
results  obtained,  and  that  the  differences  between  the  various  quan- 
tities or  kinds  of  chemicals  were  often  far  more  than  offset  by  other 
conditions,  which  will  be  described  beyond,  over  which  we  had  less 
control.  In  this  way,  our  investigations,  instead  of  throwing  light 
upon  the  questions  which  we  had  propounded,  have  been  mainly 
confined  to  quite  another  set  of  problems  which  were  scarcely  antici- 
pated before  they  presented  themselves.  We  found  it  necessary  to 
study,  not  so  much  how  to  produce  a  precipitate  by  adding  chemicals 
to  the  sewage,  as  how  to  make  it  settle  to  the  bottom  and  stay  there 
until  it  could  be  removed  and  pressed. 

Manner  of  Delivery  of  the  Sewage  at  the  Works. 

One  of  the  most  troublesome  circumstances  in  connection  with  the 
plant  was  the  irregular  manner  in  which  the  sewage  was  delivered 
at  the  works.  The  flow  of  sewage,  instead  of  coming  regularly,  was 
subject  to  violent  fluctuations,  due  to  the  method  of  collection  and 
to  the  construction  of  the  force  main.     The  sewao:e  was  forced  into 
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this  main  by  twenty-six  pairs  of  Shone  ejectors  located  at  various 
points  on  the  grounds.  These  were  operated  by  compressed  air 
from  a  central  station  in  Machinery  Hall,  and  each  was  furnished 
with  an  automatic  appliance  to  shut  off  the  air  as  soon  as  the  tank 
was  sufficiently  emptied.  For  some  reason  these  valves  often  failed 
to  act  as  was  intended  and  the  compressed  air  followed  the  sewage 
into  the  pipes  in  large  quantity,  pushing  ahead  of  it  the  sewage  io 
the  sewer  pipes  with  great  rapidity  to  the  precipitation  works.  The 
sewer  pipes  having  been  laid  without  attention  to  grades,  contained 
numerous  summits  and  depressions,  and4^he  air  rapidly  aocamalated 
in  the  summits  until  finally  the  bulk  of  the  sewage  in  the  sewers  had 
been  forced  to  the  works  when  at  last  the  air  commenced  to  come 
through  the  vertical  discharge  pipe.  This  at  once  relieved  the  press- 
ure and  the  large  volume  of  air  contained  in  the  sewers,  now  rapidly 
expanding  and  mixed  with  varying  proportions  of  sewage,  carae  oat 
with  explosive  violence,  throwing  quantities  of  sewage  into  the  air 
and  even  through  the  roof.  The  violence  of  these  **  blows'*  can  be 
somewhat  appreciated  when  it  is  stated  that  most  of  the  glass  in 
the  roof  twenty  feet  above  the  outlet  was  broken  by  these  **  blows" 
within  a  few  days  after  the  works  were  started,  and  that  among  other 
debris,  a  piece  of  lead  weighing  nine  pounds,  which  had  been  acci- 
dentally left  in  the  sewers,  was  carried  up  through  and  discharged 
from  the  vertical  pipe  fifty  feet  in  height. 

The  number  of  days  in  each  month  on  which  such  **  blows"  oc- 
curred, usually  from  one  to  ten  and  sometimes  even  as  many  as 
twenty  *'  blows  "  occurring  in  a  single  day,  was  as  follows :  — 

April  (U  to  30),  13  days,  or  76  per  cent,  of  the  total  number  of  days. 


May, 

23 

it 

u  74 

June, 

13 

(( 

"  43 

July. 

15 

(t 

"  48 

August, 

19 

(t 

"  61 

September, 

22 

(t 

"  73 

October, 

26 

it 

"  84 

The  average  maximum  hourly  flow  of  sewage  was  about  6  per  cent, 
of  the  total  daily  flow,  and  the  latter  never  exceeded  3,200,000  gal- 
lons; it  may  thus  be  said  that  the  normal  flow  of  sewage  which  should 
have  been  obtained,  if  it  had  been  delivered  at  the  same  rate  as  it 
was  produced,  would  not  have  exceeded  190,000  gallons  per  hour, 
and  this  quantity  would  produce  a  velocity  of  only  a  foot  a  second 
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in  the  three-foot  discharge  pipe.  Actaally,  the  ordinary  discharge 
between  •*  blows'*  was  much  less  than  this,  and  allowed  much  of  the 
Bospended  matter  of  the  sewage  to  be  deposited  on  the  bottom  of  the 
sewer.  Every  time  a  "  blow"  occurred  the  matter  which  had  been 
deposited  since  the  previous  ''blow"  was  flushed  out,  and  at  these 
times  sewage  was  obtained  two  or  three  times  as  concentrated  as 
at  other  times.  Thus  for  short  intervals  enormous  quantities  of 
highly  concentrated  sewage  were  received  at  the  works,  and  the  rest 
of  the  time  only  a  reduced  flow  of  a  sewage  from  which  the  sludge 
had  been  partially  removed,  and  frequently  for  a  time  after  the 
"  blows"  occurred  there  was  no  flow  at  all. 


PRECipriANTS  Employed. 

The  chemicals  employed  as  precipitants  were  copperas  or  crude 
ferrous  sulphate,  crude  alum  or  sulphate  of  alumina,  a  crude  ferric 
sulphate,  and  lime.  The  copperas,  alum  or  ferric  sulphate  was  first 
added  to  the  sewage,  which  then  passed  through  a  mechanical  mixer 
containing  a  rapidly  revolving  paddle-wheel,  and  then  received  the 
lime.  The  mechanical  mixers  for  mixing  the  chemicals  with  the  sew- 
age had  no  advantage  over  a  fishway,  and  were  more  expensive  and 
troublesome  in  construction  and  operation.  The  chemicals  were 
added  mainly  in  accordance  with  the  principles  given  in  the  special 
report  of  the  Massachusetts  State  Board  of  Health  for  1890  ;*  but 
owing  to  variation  in  the  market  prices  of  the  various  chemicals 
and  the  freight  the  relative  costs  were  changed  somewhat. 

The  analyses  and  costs  of  the  various  chemicals  employed,  together 
with  many  other  data,  are  given  in  the  Appendices  following  (pages 
613-624).  In  calculating  the  costs  the  actual  costs  of  chemicals  de- 
livered in  Chicago  are  given  in  each  case,  although  much  lower  prices 
were  paid  for  some  of  the  later  lots  than  at  the  beginning. 

It  was  found  that  the  sludge  produced  with  copperas  and  lime  as 
precipitants  was  much  more  easily  pressed  than  that  with  alum,  even 
when  used  with  lime ;  and  as  the  cost  of  pressing  the  sludge  ex- 
ceeded the  cost  of  precipitating,  copperas  was  a  more  economical 
precipitant  than  alum.  For  the  same  reason  more  lime  was  used 
with  alum  than  was  necessary  to  produce  the  best  effluent,  because 

*  Experiments  apon  the  Chemical  Precipitation  of  Sewage,  by  Allen  Uazen.  Special  Report 
of  the  Massachiuetts  State  Board  of  Health  upon  Pariflcation  of  Sewage  and  Water,  1890. 
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the  sludge  produced  in  presence  of  an  excess  of  lime  could  be  much 
more  easily  pressed,  and  the  extra  lime  applied  to  the  sewage  was 
cheaper  than  the  labor  on  the  presses.  For  equal  costs  of  treatment 
copperas  and  alum  produced  equally  good  effluents,  although  the 
effluent  from  copperas  had  more  color  (due  to  the  suspended  iron) 
than  that  from  alum.  The  only  ferric  sulphate  obtainable  confained 
much  free  acid,  with  a  disappointingly  low  percentage  of  solable 
ferric  oxide,  and  the  rather  poor  results  obtained  should  not  be 
taken  as  disparaging  the  use  of  a  better  quality  of  reagent. 

Two  kinds  of  lime  were  employed,  a  very  pure  lime  from  Hanoi- 
bal.  Mo.,  and  a  local  dolomite  lime  which  was  used  at  first,  and  on 
one  or  two  occasions  afterwards  when  the  stock  of  Hannibal  lime 
was  exhausted.  This  lime  cost  only  two-thirds  as  much  and  was 
hardly  six-tenths  as  strong  as  the  Hannibal  lime,  and  to  ayoid  on- 
necessarily  complicating  the  figures  in  the  tables  given  beyond,  when 
dolomite  lime  was  used,  its  weight  is  reckoned  as  its  equivalent  in 
cost  of  Hannibal  lime,  or  two-thirds  its  actual  weight. 


Measurement  and  CJomposition  op  Sewage  and  Effluents. 

The  quantities  of  sewage  passing  each  tank  were  determined  by 
hourly  weir  measurements,  so  that  the  total  daily  flow  of  sewage 
was  calculated  from  ninety-six  readings.  Records  were  kept  of  all 
these  quantities,  and  of  the  weights  of  the  chemicals  employed. 

Many  samples  of  sewage  and  of  the  different  effluents  were  analyzed 
to  detennine  the  efficiency  of  the  treatments,  but  to  avoid  an  unneces- 
sarily large  volume  of  data,  only  the  monthly  averages  are  given 
below,  as  it  is  believed  that  no  additional  information  of  importance 
would  be  obtained  from  a  more  detailed  presentation.  The  method 
of  obtaining  the  samples  was  to  mix  eight  pint  samples  in  a  gallon 
bottle,  the  eight  portions  being  taken  at  such  intervals  that  one- 
eighth  of  the  total  daily  flow  passed  between  each  two  of  them. 
The  samples  of  effluent  were  taken  in  the  same  way,  but  as  much 
later  than  the  corresponding  sewage  samples  as  the  average  time 
required  for  the  sewage  to  pass  through  the  tanks. 

The  analyses  are  believed  to  represent  correctly  the  character  of 
effluent  as  discharged  into  Lake  Michigan  ;  but,  owing  to  the  violent 
fluctuations  in  the  flow  of  the  sewage  mentioned  above,  the  samples 
of  sewage  taken  represent  in  general  the  sewage  between  '*  blows," 
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when  it  did  not  contain  the  full  amount  of  sludge,  as,  owing  to  the 
personal  danger  involved,  satisfactory  samples  could  not  be  obtained 
during  "  blows,"  and  even  if  they  could  have  been  collected,  it  would 
have  been  impossible  to  determine  how  much  sewage  actually  had  the 
composition  indicated  by  the  samples.  For  this  reason  the  results 
for  loss  on  ignition,  albuminoid  ammonia  and  oxygen  consumed  in 
the  unfiltered  sewage  are  too  low  and  the  results  of  efficiency  given 
must  be  taken  as  relative  instead  of  absolute.  The  soluble  constitu- 
ents, including  chlorine  and  free  ammonia,  were  not  affected  in  the 
least  by  sedimentation. 

The  averages  of  analyses  of  sewage  and  effluents  by  four  weeks' 
periods  are  as  follows :  — 
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One  of  the  most  striking  features  of  these  analyses  is  the  excessive 
number  of  bacteria  found  in  the  effluents, — several  times  as  many 
as  in  the  crude  sewage.  The  causes  of  this  remarkable  conditioD 
were  investigated  by  Drs.  Wilson  and  A^ar  of  the  United  States 
Army  Hospital.  The  results  obtained  show  that,  while  the  sewage 
contained  a  great  variety  of  species  of  bacteria,  the  effluents  cod- 
tained  only  a  few  species  in  large  numbers,  and  these  forms  were 
very  much  more  abundant  than  in  the  crude  sewage.  It  appears 
that  the  bulk  of  the  bacteria  of  the  sewage  was  taken  to  the  bottomB 
of  the  tanks  in  the  precipitate,  and  did  not  exist  in  the  effluents. 
The  tanks,  however,  served  as  a  breeding  place  for  enormous  nom- 
bers  of  the  species  found  in  the  effluents,  which  were,  presumably, 
non-pathogenic,  for,  so  far  as  we  know,  the  pathogenic  forms  some- 
times found  in  water  are  probably  incapable  of  growing  in  the  condi- 
tions present  in  the  tanks.  The  treatment  may  be  said  to  have  secured 
a  partial  but  probably  very  incomplete  removal  of  objectionable 
bacteria. 

The  Wobk  op  the  iNDrvrouAL  Tanks. 

The  quantities  of  sewage  treated  and  chemicals  employed  for  each 
tank  during  the  different  periods  and  the  costs  of  the  chemicals  are 
shown  in  the  following  tables :  — 

Period  I.    June  10  to  July  7, 1893. 


Efficiency. 

i 

Dailt  Qdamtity  of 
Sbwaob  Tbeatko 

Percent. 
ofOrffantc 

Matter 
Bemoved, 
as  shown 

Chemical 
Analysis. 

Suspended 

Matter 
in  Effluent) 

Parts  per 
100,0(».    , 

i 

IN  Onb  Tajik. 

Thousands  or 
Gallons. 

Fob  Onb  Miluon  Gallons. 

Average. 

Cost  of 
Chem- 
icals. 

Ume. 
Pounds.^ 

Copperas, 
Poonds. 

Alom. 
Pomids. 

rorte 

Tank  1.      . 

68t 

6.7 

608 

806 

•7  44 

762 

616 

- 

- 

"     2.      . 

62t 

6.4 

608 

602 

8  17 

412 

- 

es 

- 

"     8.      . 

Not  in  op 

er»tion. 

••     4.      . 

eof 

2.8 

466 

642 

10  80 

666 

- 

766 

- 

Penoi 

HI.    July  8  to  J 

iugust  4, 1893. 

Tank  1,      . 

41t 

0.4 

606 

766 

$6  70 

744 

876 

- 

- 

"     2,      . 

46t 

6.7 

608 

740 

7  40 

486 

- 

642 

- 

"     8.      . 

44t 

6.8 

604 

786 

8  21 

781 

756 

- 

- 

"     4.      . 

65t 

8.8 

454 

612 

0  20 

626 

863 

806 

- 

*  When  dolomite  lime  was  emploved  only  two-thirds  of  its  weight  is  ased  in  this  tahlt. 

t  The  percentage  purification  indicated  bv  these  figures  is  too  iow,  owing  to  the  partial  i 
tlon  of  the  sewage  analyzed,  already  referred  to  on  pages  602,  608.    The  emdenoy  of  Um  plsst  si  s 
whole  is  discossed  beyond.    The  flgnres  for  each  period,  however,  are  comparable  among  tbcmsilTis. 
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Period  III.    August  6  to  September  1, 1893. 


Efflctonoy. 

Percent 
of  Organic 

Matter 
Removed* 
as  shown 

b7 
Chemical 
AnalysU. 

Suspended 

Matter 
n  Effluent 

Parts  per 
100^. 

Dailt  Qdantitt  of 

SRWA«B  TBCATBD 

IH  Omk  Tank. 

THOC8ABM  0» 

Oallohs. 

Fob  Okb  Miluor  Oalloxs. 

Arerage. 

Mazlmnm. 

Cost  of 
Cbem- 
icab. 

Lime. 
Pounds.* 

Copperas. 
Pounds. 

Alum. 
Pounds. 

Ferric 
Sulphate. 

Pounds. 

Tank  1,      . 

«t     . 

9.0 

e03 

860 

$6  71 

1.033 

836 

- 

- 

"    s.     . 

48t 

e.o 

eoo 

863 

7  12 

406 

- 

488 

- 

"     8,       . 

42t 

7.8 

003 

840 

882 

1.003 

671 

- 

- 

"     4.       . 

68t 

6.1 

440 

614 

0  70 

1.070 

744 

- 

- 

Pi 

^riodlV, 

September  2  to  September  29, 1893, 

Tankl,      . 

88t 

6.0 

661 

012 

♦7  08 

1.000 

301 

- 

- 

"     2,      . 

4«t 

8.2 

672 

008 

8  76 

620 

- 

646 

- 

"     «,      . 

8»t 

T.l 

666 

042 

8  64 

864 

367 

- 

176 

-     4,      . 

61t 

4.1 

666 

no 

11  16 

1.278 

820 

- 

- 

J 

Period  V 

September  30  to  October  27, 1893. 

Tankl,      . 

84t 

T.2 

674 

800 

$6  70 

1.060 

604 

- 

• 

"     2,      . 

46t 

6.S 

622 

604 

048 

677 

- 

723 

- 

-     8,      . 

81t 

6.0 

666 

828 

0  18 

703 

" 

- 

417 

"     4.      . 

87t 

4.1 

670 

832 

10  82 

1.300 

1.002 

- 

- 

Character  op  the  Sludge. 
The  qaantity  of  sludge  pressed  was  estimated  by  weighing  an  occa- 
sional representative  pressing.  No  separate  record  could  be  kept  of 
the  weights  of  sludge  from  the  different  tanks.  Analyses  of  the 
pressed  sludge  were  made  from  time  to  time.  Its  composition  was 
quite  constant,  the  average  result  being  — 

Moisture, 58.0  per  cent 

Dry  matter, 42.0      '* 

The  dry  matter  contained  — 

Ash, 55.6  per  cent. 

Loss  on  ignition  (in  a  radiator), 44.4       *' 

Fats, 8.2       •• 

*  Wbeo  dolomite  lime  was  emploved  only  two-thirds  of  Its  weight  is  osed  in  this  table. 

t  The  percentage  pariflcation  indicated  b^  these  figures  is  too  low,  owing  to  the  partial  sedimenta- 
tion of  the  sewage  analyzed,  already  referred  to  on  paffea  602,  608.  The  efficiency  of  the  plant  as  a 
^bole  is  diicnssed  beyond.    The  figures  for  each  period,  howerer,  are  comparable  among  themselves. 

.,„„..„„, — ogle 
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Daring  May  and  June  occasional  **  soft"  pressings  were  obtained, 
which  decreased  the  percentage  of  dry  matter  in  the  total  oatpat. 
The  presses  were  but  rarely  able  to  press  the  sludge  promptly  as 
produced,  and  on  two  occasions,  July  13  and  September  4  to  6,  it 
was  necessary  to  discharge  unpressed  sludge  into  the  lake  to  avoid 
a  nuisance  at  the  works.  There  was  also  a  slight  accidental  dis- 
charge in  October.  The  sludge  was  usually  pressed  without  the  addi- 
tion of  lime.  With  copperas  as  a  precipitant  the  addition  of  lime  to 
the  sludge  had  little  effect  upon  the  rapidity  of  pressing.  With  alum 
as  a  precipitant  the  addition  of  lime  allowed  somewhat  more  rapid 
work,  but  the  same  result  was  obtained  by  mixing  the  sludge  from 
copperas  with  the  alum  sludge. 

The  quantities  of  sludge  pressed  in  the  different  periods  are  shown 
in  the  following  table.  The  table  also  includes  estimates  of  the 
quantity  of  sludge  on  hand  and  of  the  quantity  discharged  into  the 
lake  reduced  to  the  basis  of  pressed  sludge  cake.  These  estimates, 
based  in  part  upon  the  observed  heights  of  sludge  in  the  tanks  at 
different  times,  are'  necessarily  only  rough  approximations. 

Summary  of  Sludge  Statistics. 
[In  toot  of  preeaed  etvdge.] 


PBU0D-189S. 

of  Sewage 
Treated. 

Million 
Oallona. 

Sladfe 
PreeaSd. 

Die- 
ebarged 
into  l^lce 
Mlctilgan. 

Stoclt  of 
Unpretaed 

Sludge 

onliandat 

end  of 

Period. 

Uted 
daring 
Period. 

Percent. 

of  Dry 
Matter  In 

81adge. 

Tons  Dry 
Matter 

inHlodge 
Precl^ 

per 
MUfioa 
OalMi 
Sewifc 

April  16  to  June   0, 
Jane  10  to  July    7, 
July    8  to  Aug.    4, 
Aug.    6  to  Sept.   1, 
Sept.    2  to  Sept.  29, 
Sept.  80  to  Oct.   27, 

47 
62 
03 
71 
09 
71 

86 
140 
192 
260 
297 
820 

18 

88 
4 

10 
86 
10 
46 
10 
SO 

96 
106 
180 
286 
296 
8U 

88 
41 
42 
42 
40 
88 

80.1    I     2.0 
07.0    1     8.1 
76.0        2.1 
119.7         4.0 
118.0         4J 
180.7    1     4.1 

ToUle  and  av'gea, 

873 

1,284 

60 

80 

1.804 

40 

647.7    1     8.5 

Efficiency  of  the  Process. 
As  stated  above,  it  was  found  that  large  quantities  of  insolable 
matters  were  removed  from  the  sewage  by  sedimentation  in  the 
sewers  between  *«  blows,**  and  when  **  blows  **  occurred  these  matters 
were  washed  out,  so  that  the  sewage  at  these  times  was  often  several 
times  as  concentrated  as  at  other  times.  The  concentrated  sewage  is 
not  properly  represented  in  the  sewage  samples  taken  for  examioa- 
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tion  owing  to  the  difficulty  or  impossibility  of  getting  samples  at  these 
times  ;  or,  in  case  samples  were  taken,  of  determining  what  propor- 
tion of  the  daily  flow  was  of  the  same  character  as  the  samples.  For 
this  reason  the  efficiency  of  the  plant,  as  calculated  from  the  chem- 
ical analyses,  is  considerably  below  the  actual  efficiency.  We  have, 
however,  a  fairly  satisfactory  record  of  the  quantities  of  organic  mat- 
ters in  the  sludge  and  in  the  effluents,  and  by  adding  them  together 
we  can  obtain  an  approximate  estimate  of  the  matters  in  the  sewage, 
which  is  probably  much  more  accurate  under  the  circumstances  than 
the  direct  calculation  from  the  average  analyses. 

Efficieiuyy  of  Precipitation, 

[By  four  weeks'  periods.] 


PERIOD. 
18M. 

Ayerage 
Quantity  of 

8ewage 
Treated 
Daily. 

Thousand 
Gallons. 

Tons 

Organic 

Hatter  in 

the  Sewage 

Calculated 

fh>m 
Analyses. 

Tons 

Organic 

Mailer  In 

the  Effluent. 

Tons 

Organic 

Matter  In 

the  Sludge. 

Sum  Total 

Organic 

Matter  In 

the  Sewage. 

Corre- 
sponding 

ofOrganie 

Matter 
Reneved. 

April  14  to  June   9,    . 
June  10  to  July    7,    . 
July    8  to  Aug.    4,    . 
Aug.    5  to  Sept.   1,     . 
Sept.    2  to  Sept.  29,    . 
Sept.  80  to  Oct.  27,     . 

830 
1,860 
2.201 
2.629 
2,453 
2.641 

02.9 
00.1 
90.6 
04.0 
102.6 

28.6 
84.8 
46.8 
61.1 
64.6 

16.2 
80.4 
84.0 
68.9 
68.1 
68.8 

68.9 
68.8 
100.7 
114.2 
128.4 

62 
60 
64 

40 

48 

Total,  Jane  10  to  Oct.  27, 

2.830 

410.7 

286.8 

280.2 

465.6 

49 

This  calculation  indicates  that  for  the  entire  period  the  error  in 
the  average  analyses  of  the  sewage  was  12  per  cent.,  but  that  during 
the  first  part  of  the  time,  when  **  blows"  were  less  frequent  the 
error  was  less  and  for  the  last  two  months,  with  almost  continual 
"  blows  ,'*  the  error  was  greater. 

The  calculation  shows  that  as  a  result  of  the  operation  of  the  works 
for  the  twenty  weeks  for  which  complete  data  are  available,  sub- 
stantially one-half  of  the  total  organic  matters  of  the  sewage  was  re- 
moved by  the  precipitation.  This  efficiency  is  slightly  less  than 
was  indicated  for  the  Worcester  plant  by  the  examination  of  the 
Massachusetts  State  Board  of  Health  in  1891,*  and  is  less  than  we 

*  Annual  Report,  1801.  page  267.  [During  this  examination,  which  was  made  for  the  week  ending 
July  29, 1801,  the  arerags  amount  of  organic  matter  removed  from  the  Worcester  sewage  was  56  per 
eent.  Since  Mr.  Hazen's  paper  waa  written,  the  annual  report  of  the  superintendent  of  sewers  of  the 
dty  of  Worcester  for  1893  has  been  issued,  and  extracts  from  It  may  be  found  on  pages  343-345  of  thia 
Tolume.  As  there  stated,  the  average  amount  of  organic  matter  removed  from  the  sewage  from  July 
19  to  Dec.  1, 1898,  waa  about  50  per  cent.    Ed.] 
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had  hoped  to  obtain.  The  experiments  made  at  Lawrence  in  1889* 
had  indicated  that  chemical  precipitation  might  remove  aa  mach  as 
60  per  cent,  of  the  total  organic  matter  of  the  sewage. 

The  above  calculation  includes  practically  the  whole  operation  of 
the  plant,  with  all  the  conditions  as  they  actually  existed.  Some 
of  the  unfavorable  conditions  which  have  been  mentioned  could 
hardly  have  been  anticipated,  and  in  a  permanent  plant  would  have 
been  rectiiSed ;  but  there  was  no  opportunity  for  changes  in  the 
short  time  that  the  plant  was  operated  in  Chicago.  With  the  siogle 
exception  of  the  test  of  the  Worcester  plant  for  one  week,  men- 
tioned above,  I  do  not  know  of  any  results  which  can  be  fairly  com- 
pared with  these,  as  it  is  manifestly  unfair  to  compare  the  entire 
operation  of  one  plant  with  a  single  set  of  analyses  from  another 
plant,  taken,  perhaps,  under  the  most  favorable  conditions  possible; 
and  it  must  be  admitted  that  our  knowledge  in  regard  to  the  total 
result  of  the  operation  of  other  chemical  precipitation  works  is 
extremely  limited. 

The  erroneous  impression  which  may  result  from  a  single  set  of 
analyses  was  well  illustrated  by  the  analyses  of  sewage  and  of  efflu- 
ents from  the  Chicago  works  taken  at  noon,  August  14,  when  the 
sewage  had  reached  its  full  strength,  but  while  the  effluent  was 
mainly  from  the  diluted  sewage  of  the  preceding  night.  The  results 
of  these  analyses  indicated  that  88  per  cent,  of  the  organic  matters 
of  the  sewage  had  been  removed,  and  were  of  course  entirely  mis- 
leading. 

The  disappointingly  low  efficiency  of  the  plant  is,  I  believe,  to  be 
attributed  solely  to  the  unfavorable  conditions  for  sedimentation 
present  in  the  tanks.  The  violent  fluctuations  in  the  flow,  indeed, 
made  it  impossible  to  apply  the  chemicals  to  the  sewage  with  that 
regularity  which  is  necessary  for  the  best  results,  and  the  agitation 
of  the  sewage  in  passing  from  the  outlet  of  the  sewer  to  the  settling 
tanks  was  such  that  minute  air-bubbles  were  constantly  inclosed  in 
the  precipitate,  often  causing  it  to  rise  at  first  instead  of  sinking;  bat 
in  spite  of  these  minor  difficulties  I  believe  comparatively  good  results 
would  have  been  obtained  had  better  opportunities  for  sedimentation 
been  present.  This  is  strongly  suggested  by  the  record  of  Tank  4, 
which,  during  the  first  three  periods,  was  protected  from  the  exces- 
sive flows  at  the  times  of  *  *  blows  *'  by  sending  the  extra  volume  through 

*  SpecUl  Eleport  of  the  ICmsuohafetU  State  Board  of  Hoalth  on  Pariflcatlon  of  Sewafe  and  Water, 
1800. 


Digitized  by  VjOOQ IC 


No.  34.]     SEWAGE  DISPOSAL  AT  WORLD'S  FAIR.        611 

the  other  tanks,  and  it  so  received  a  somewhat  smaller  and  very  much 
steadier  flow.  While  the  tank  was  so  operated  it  constantly  gave  a 
very  much  better  effluent  than  the  other  tanks,  and  for  the  whole 
period  averaged  a  removal  of  58  per  cent,  of  the  organic  matters  of 
the  sewage  passing  through  it  at  an  average  daily  flow  of  456,000 
gallons,  while  all  the  other  tanks  for  the  same  time  removed  only 
about  50  per  cent,  of  the  organic  matters,  with  average  flows  of 
635,000  gallons  daily. 

The  prejudicial  efiect  of  these  excessive  flows  for  short  periods  is 
believed  to  be  mainly  due  to  the  general  stirring  up  which  they  gave 
to  the  contents  of  the  tanks.  They  did  not  last  long  enough  for  any 
of  the  sewage  coming  in  them  to  pass  through  the  tanks  before  the 
ordinary  rate  was  restored.  The  sloping  surfaces  of  the  bottoms  of 
the  tanks  were  always  covered  with  more  or  less  sludge,  which  was 
apparently  to  some  extent  loosened  and  mixed  again  with  the  sewage 
at  these  times,  and  did  not  again  completely  settle  back,  but  was 
instead  carried  out  by  the  effluent,  reducing  seriously  the  total 
efficiency. 

It  was  shown  by  several  series  of  chlorine  determinations  that  the 
incoming  sewage  did  not  with  any  regularity  displace  the  sewage 
previously  in  the  tanks,  but  to  a  very  large  extent  mixed  with  it,  and 
a  fraction  of  it  appeared  in  the  effluent  almost  at  once,  long  before 
the  displacement  equalled  the  capacity  of  the  tank.  This  tendency 
may  have  been  increased  by  the  irregularities  of  the  flow,  as  it  un- 
doubtedly was  by  the  variations  in  the  temperature  of  the  sewage.  It 
was  repeatedly  observed  that  the  turbidity  of  the  effluents  increased 
very  much  in  the  latter  part  of  the  afternoon,  often  being  two  or 
three  times  as  great  at  five  o'clock  as  at  noon ;  and  it  was  thought 
possible  that  the  slightly  increased  temperature  of  the  afternoon 
sewage  might  have  caused  it  to  come  at  once  to  the  top  and  flow  out, 
leaving  the  colder  night  and  morning  sewage  in  the  tanks,  or  it 
may  have  been  simply  the  efiect  of  the  continued  higher  flow  during 
the  hours  in  the  middle  of  the  day  which  brought  this  suspended 
matter  to  the  top  only  after  continuing  for  some  hours. 

The  slowness  with  which  the  sludge  was  removed  from  the  tanks 
undoubtedly  contributed  its  share  to  the  imperfect  results,  although 
it  must  be  said  that  sludge  was  also  present  in  Tank  4  when  it  was 
doing  uniformly  excellent  work  with  a  limited  flow.  The  sludge 
which  settled  on  the  conical-shaped  bottoms  of  the  tanks  did  not  of 
itself  settle  to  the  point  of  the  cone,  but  required  to  be  pushed  down 
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at  intervals  of  two  or  three  days  by  a  heavy  weight  which  was 
pulled  back  by  means  of  an  attached  rope.  The  fact  that  the  lower 
plates  overlapped  the  upper  and  were  secured  by  a  row  of  heavy 
projecting  rivets,  making  ledges  at  every  joint,  may  have  had  some- 
thing to  do  with  the  failure  of  the  sludge  to  slide.  The  filter  presses, 
although  their  capacity  was  continually  increased  as  improvemeats  in 
details  of  construction  and  operation  were  efiected,  only  removed  the 
sludge  so  slowly  that  there  was  hardly  a  time  during  the  whole  oper- 
ation of  the  plant  when  there  was  not  sludge  waiting  to  be  pressed. 
At  times  the  quantity  so  held  became  troublesome  by  decompos- 
ing, and  on  two  occasions,  as  has  already  been  stated,  it  was  neces- 
sary to  discharge  some  of  it  unpressed  into  the  lake  to  avoid  a 
nuisance  at  the  works.  There  was  always  plenty  of  sludge  on  the 
bottoms  and  sides  of  the  tanks  to  be  washed  out  when  the  occasion 
was  favorable. 

Summary. 

In  an  experimental  way  the  sewage  cleansing  works  of  the  World's 
Columbian  Exposition  have  served  to  indicate  some  of  the  pecnli- 
arities  of  the  form  of  settling-tank  used,  and  have  clearly  defined 
some  forms  of  construction  which  should  not  be  repeated. 

In  a  practical  way  they  succeeded  in  holding  back  from  Lake 
Michigan  thirteen  hundred  tons  of  sludge  removed  from  the  sewage 
treated,  and  containing  two  hundred  and  fifty  tons  of  actual  organic 
matters.  They  prevented  the  sewage  from  making  a  nuisance  along 
the  lake  front  such  as  often  resulted  from  one  of  the  city's  sewers 
discharging  untreated  sewage  just  north  of  the  grounds,  and  they 
reduced  the  danger  of  infection  of  the  water  drawn  from  the  Hyde 
Park  intake  and  supplied  to  the  fair  grounds  and  to  the  southern 
part  of  the  city  of  Chicago. 

As  an  object  lesson  to  thousands  of  visitors  they  have  given  new 
ideas  as  to  the  possibility  and  necessity  of  sewage  treatment  and  as 
to  modern  methods  of  securing  the  cleanliness  of  the  waters  on  which 
many  cities  and  towns  are  located. 
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APPENDIX    I. 

Showing  Daily  Volume  of  Sewage  in  Thotisands  of  Gallons. 


DAT  OP  HOXTH  — 189S. 


Mmj. 


JOM. 


Jnly. 


Aofott, 


September.  I    October. 


1. 

4. 
*• 

«• 
7, 
8. 
9, 

10. 

11» 

la, 

14» 
15, 
1«. 
IT, 
W. 
W. 
20, 
21. 
22, 
23, 
24, 
25, 
», 
27, 
28, 
29, 
», 
«1. 


718 

852 

807 

8» 

843 

1,082 

1,140 

1,100 

083 

1,005 

1,017 

1,040 

1,200 

1,460 


770 
1,104 
1,184 
1,244 
1,358 
1,338 
1,848 
1,626 
1,452 
1,477 
1,281 
1,401 
1,004 
1,728 
1,841 
1.780 
1,043 
1,722 
1,517 
1,887 
1,602 
1,000 
2,033 
1,076 
1,701 
2,006 
2,046 
1,823 
1,828 
1,848 


1,042 
1,780 
1,084 
2,472 
2,300 
2,255 
2,164 
2,211 
1,018 
2,150 
2,208 
2,230 
2,864 
2,837 
2,500 
1,871 
2,407 
2,488 
2,438 
2,760 
2,528 
2,508 
1,420 
1,874 
2,108 
2,201 
2,310 
2,540 
2,651 
1,578 
2,022 


Total*,  . 
Average!, 


48,803 
1,627 


68,683 
2,216 


2,421 
2,266 
2,426 
8,888 
2,703 
1,000 
2,120 
1,261 
2,484 
2,302 
2,631 
2,784 
1,410 
2,876 
2,573 
2,886 
2,650 
2,400 
2.057 
2,222 
2,764 
2,660 
2,746 
2,006 
2.730 
2,040 
1,067 
2,810 
2,811 
2,814 
2,826 


77,408 
2.407 


2,810 
2,801 
2,152 
2,581 
2,662 
2,010 
3,186 
8.116 
3,147 
1,800 
2,761 
2,738 
2.858 
2,808 
2,271 
2,305 
1.870 
2,463 
2,270 
2,238 
2,380 
2,431 
2,300 
1,667 
2,170 
2,300 
2,426 
2,150 
2,003 
2,236 


72,742 
2,425 


1,070 
2,850 
2,804 
2,630 
2.424 
2,477 
2.321 
1,862 
2,036 
2,650 
2,644 
2,056 
2,714 
2,478 
1,008 
2,840 
2,722 
2,504 
2,581 
2,726 
8,040 
1,062 
2.720 
2,814 
2.760 
2.708 
2,648 
2,026 
2,207 
2,203 
1.503 


77,772 
2,500 
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Showing  Percentages  of  Total  Daily  Volume/ 

or  the  Different  Hours  of  the  Day, 

HouB  Emdino  at— 

MtJ. 

J0D6. 

Jaljr. 

Aoffiut. 

September. 

Ootob«r. 

Whflte 
Tine. 

1  A.M., 

2.0 

8.0 

8.1 

2.7 

8.0 

8.0 

2    '* 

2.2 

8.1 

8.2 

2.7 

2.6 

1.9 

8    *' 

2.8 

2.0 

8.0 

2.8 

2.1 

2.8 

4    ** 

2.8 

8.0 

8.0 

2.7 

8.1 

3.9 

6    '* 

2.5 

2.0 

8.0 

8.1 

2.0 

S.9 

0    " 

2.0 

2.0 

2.0 

8.8 

1.8 

8.9 

7    *' 

8.7 

2.8 

8.0 

2.7 

8.2 

2.8 

8    ** 

8.0 

2.0 

8.0 

8.6 

SJ 

0    '* 

4.8 

4.0 

4.0 

8.6 

8.8 

10    ** 

0.8 

4.8 

4.4 

4.7 

4.6 

11    •• 

5.5 

6.0 

4.0 

6.4 

4.9 

12  m., 

4.7 

5.0 

5.2 

6.6 

6.1 

1  P.M., 

0.4 

6.8 

6.0 

6.8 

5.6 

2    *' 

6.7 

6.0 

8.0 

6.8 

5.7 

3    ** 

8.8 

6.8 

6.0 

6.0 

5.7 

4    ** 

6.7 

6.6 

6.4 

7.0 

5.9 

6    " 

8.2 

6.5 

6.6 

8.2 

5.6 

8    ** 

4.7 

6.6 

6.6 

6.8 

5.7 

7    ••    « 

4.0 

6.6 

6.8 

6.2 

5.3 

8    *' 

8.7 

4.0 

6.0 

4.0 

4.6 

0    ** 

8.8 

8.6 

4.0 

8.8 

4.0 

10    •• 

8.1 

8.8 

8.0 

8.8 

8.7 

11  " 

8.1 

8.6 

2.8 

8.2 

8.1 

12    *• 

2.0 

8.5 

8.4 

2.8 

8.8 

ToU 

Ut.  . 

100.0 

100.0 

100.0 

100.0 

100.0 

100.0 

100.0 
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APPENDIX   III, 


Showing  the  Number  of  **  Blows'*^  on  each  Day,  The  actual  Number  of  Blows  is 
recorded^  except  that  when  they  occurred  at  very  frequent  intervals  for  a 
Number  of  Hours  in  succession^  the  Number  of  Hours  has  been  substituted 
for  the  Number  of  Blows, 


DAT  OF  MOMTH— IMS. 

1,  .  .  .  . 
« 

8.  .  .  .  . 
4,         .        .        .        . 

...... 

...... 

T,  .... 
8.        .       .       .        . 

...... 

M,  .  .  ,  . 
!!•.... 
M.  .  .  .  . 
B,  .  .  .  . 
M.  .  .  .  . 
16.         ...        . 

l^     .    .    .    . 

w,       .      .      .       . 

!• 

...... 

...... 

n.      .     .     .     . 

a.      .     .     .      . 

...... 

H      .     .     .      . 

...... 

^      ,     .     .     . 

2T.        .... 

...... 

...... 

...... 

tt 


AprlL 


1 
2 
1 
6 
8 
8 
6 
3 
1 
0 
0 
0 
0 
2 
0 
10 
0 


May. 

6 
7 
1 
0 
8 
5 

10 
0 
0 

10 
0 
4 
6 
1 

10 
0 
T 
5 

10 

10 
3 
1 
0 
0 
0 
6 
8 
6 
8 
0 
4 


Jane. 

2 
0 
0 
0 

0 
0 
0 
0 

1 
0 

1 

10 
10 

0 

0 

0 

1 

8 
0 
4 

10 
6 
0 
1 
0 
0 
0 
4 
6 
0 


July. 

0 
0 
8 
4 
1 
0 
0 
0 
0 
0 
0 
0 
0 
2 
2 
2 
0 
2 
4 
1 
0 
2 
0 
0 
0 
2 
6 
0 
10 
1 
8 


Aogntt. 

4 

ft 
1 
4 
ft 
2 
0 
2 
1 
0 
1 
7 
6 
0 
4 
10 
4 
0 
2 
0 
0 
7 
0 
0 
0 
4 
2 
8 
0 
0 
0 


September.    October, 


4 

8 

2 

4 

0 

0 

4 

10 

90 

10 

8 

8 

e 

7 

e 

4 

0 
2 
0 
1 
0 
8 
0 
0 
8 
8 
2 
8 
10 
0 


8 
4 

12 
2 
1 
8 
4 
0 
4 
8 
0 
2 
0 
0 
0 
4 

12 

10 
9 

11 
8 
ft 

e 

15 
18 
ft 
0 
7 
8 
11 
8 
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APPENDIX   IV. 


Showing  Hourly  Variation  in  Temperature  of  Sewage, 

[Average  temperature  (in  Centigrade  degrees)  of  sewage  at  the  different  hoars  of  the  day  for  periodiof 

ten  oonseoative  days.] 


Hour. 


Sept.  16 

to 
Sept.  24, 

189S. 


Oct  1 

to 
Oct.  10, 

1998. 


Oct  14 

to 
Oct.SS, 

ISftS. 


ATersge 
S9 

Days. 


12.80  A.x.,  . 

IJM),  . 

2.30,  . 

8.ao,  . 

4JM).  . 

6^0,  . 

0.80,  . 

TJM),  .        . 

8.30,  .        . 

9^,  . 

10^,  . 

114M>,  . 
12.30  P.M.,  . 

14M>,  . 

24M>,  . 

8.30,  . 

4.80,  .        . 

6JM>,  . 

6.30,  . 

7.30,  .        . 

8.30,  . 

0.80,  . 

10.80,  . 

UJM),  .        . 


21.82 
21.06 
21.01 
21.10 
21.04 
21.18 
21.88 

ao.8o 

81.16 
21.17 
21.10 
21.88 
21.27 
21.10 
21.22 
21.22 
21.88 
21.37 
21.44 
21.20 
21.26 
21.20 
21.21 
21.08 


17.28 
17.81 
17.21 
17.00 
16.90 
10.96 
16.86 
16.98 
17.16 
17.26 
17.48 
17.60 
17.60 
17.68 
17.70 
17.66 
17.61 
17.64 
17.66 
17.88 
17.48 
17.64 
17.88 
17.81 


14.88 
14.24 
14.16 
14.09 
14.00 
18.91 
13.79 
14.08 
13.98 
14.43 
14.86 
14.76 
14.60 
14.80 
14.73 
14.92 
14.70 
14.76 
14.40 
14.41 
14.80 
14.66 
14.62 
14.29 


17.64 
17.68 
17.46 
17.42 
17.81 
17.86 
17.84 
17.80 
17.43 
17.02 
17.65 
17.80 
17.79 
17.80 
17.88 
17.93 
17.90 
17.92 
17.80 
17.06 
17.69 
17.8S 
17.69 
17.56 


0.S4 
O.S 
1.16 
0.U 
0.01 
0.01 
0.04 
0.00 
O.IS 
«.» 

ej5 

0.iO 
0.41 
0.» 
O.SS 
0.01 
0.00 
0.0S 

e.fo 

0.80 
0.30 
0.98 
OJO 
0.ff 
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APPENDIX    V. 

Showing  Hourly  Range  in  the  Chlorine  of  the  Sewage  and  Effluents. 

[Average  chlorine  in  sewage  or  effloent  ak  the  different  hours  for  four  or  five  consecutive  days.] 

[ParU  per  100,000.] 


HOUR. 

Sewage 
May  9  to  18, 

1888. 

Sewage 

May  80  to 

Jane  2, 

1898. 

Effloent 

Tank  2, 

May  80  to 

Jane  2, 

1888. 

Sewage 
Aagast21  to 
A.ngn«t26. 

1888. 

Effluent 

Tank  1, 

August  31  to 

August  26, 

1888. 

12l».Mn 

4.04 

8.06 
5.87 
8.87 

0.97 
1.86 
2.91 
7.76 
7.28 
8.00 
7.09 
9.24 
7.89 
7.87 
9.80 
8.06 

6.98 
0.04 
0.10 

6.98 
6.90 
6.68 
6.86 
6.28 
6.82 
6.89 
6.47 
6.67 
6.60 
6.97 
5.98 

8.42 
1.27 
0.85 
2.47 
4.80 
6.60 
0.18 
7.18 
6.29 
7.74 
7.10 
7.24 
7.90 
7.46 
8.42 
8.42 

7.84 

8   A    If.-, 

1.78 

0.80 

0    " 

1.28 

6.19 

8    " 

0.88 

4.09 

9      M 

0.95 

4.11 

10    '* 

0.95 

8.96 

11    ** 

1.27 

4.11 

12  M.,  ........ 

2.24 

4.18 

1  PJf .,       ....... 

2.08 

6.01 

2    " 

8.70 

4.40 

8    " 

4.86 

6.17 

4    ** 

6.51 

5.68 

6    •*           .                       .               .       . 

6.66 

6.67 

0    ** 

6.20 

7.14 

9    ** 

4.90 

7.89 

12    ««            

4.04 

7.70 

Average  dally  flow  of  sewage  esti- 
mated at  

750.000 

1,160,000 

2,794,000 

It  is  seen  that  with  the  low  flow  in  May  the  day  sewage  was  being 
slowly  forced  out  of  the  sewers  all  through  the  night.  During  the 
forenoon  nothing  but  slightly  dirty  water  was  received ,  and  at  about 
noon  the  morning  sewage  first  made  its  appearance  at  the  works. 
In  August,  with  three  times  as  great  a  flow,  the  morning  sewage 
was  noticeable  as  early  as  eight  o'clock,  and  at  nine  it  had  become 
quite  concentrated.  Afterward  it  slowly  increased  in  strength  until 
nine  in  the  evening,  after  which  the  sewage  was  rapidly  displaced  by 
clear  water,  and  from  midnight  until  morning  very  little  sewage 
matter  was  received. 
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APPENDIX   VI. 

Bamplea  of  Sewage  and  Effluent  taken  at  Noon  when  the  Sewage  had  readied  Ut 
full  Concentration  and  while  (he  Effluent  was  derived  from  the  Dilute  Sewage 
of  the  Preceding  Night. 

[Parte  per  100,000.] 


Bewage, 
Sfflueot, 


Tempera- 
tare. 

Decreet 
Centi- 
grade. 


22.6 
21.5 


Appkab- 

AKOB. 


1.20 

0.2U 


Rbsidub  on  Evapokatiox. 


TOTAL  BBSIDUB. 


84.2 
22.4 


21.4 


U.O  29.2 


1.0 


Loeeov 

lOVITIOll. 


ftO.O 
7.0 


28.8 
8.8 


28.4 
0.8 


0.428.62 
2.08  0«86 


KlTBOOBSAa 


1.00 
0.14 


.80   .814 
.14    .001.10 


*  Determined  after  filtration  ihrongh  filter-paper. 


APPENDIX    VII. 

Showing  Monthly  Attendance  at  the  Fair  in  eomparifon  with  the  Volume  of  Sewage 

produced,* 


Tbootands 

of 

Oallons. 

APPBOZIMATB  ATTBVDAXCB  W  THOUSAMDe. 



Sewage 

OaUooa. 

Ad2^ 

HoilTB-1898. 

Paid 
Admlatlont. 

Photo- 
graphic 
Paeees. 

Woricmen. 

Total 
Attendance. 

andSD 

Pwt^mtfcr 

Midwu 

PtaltMM*. 

May.       .       . 

Jane,      . 
Joly,      .       . 
Augnet, . 
September,    . 
October, 

20,709t 
48,808 
88,088 
77,403 
72,742 
77,772 

1,060 
2,076 
2,702 
8,616 
4,060 
0,800 

480 
900 
1,210 
1.172 
1,160 
1,108 

406 
800 
100 

1,981 
8,876 
4.078 
4,087 
6,809 
8,084 

16.0 
12.6 
18.9 
10.6 
12.6 
9.7 

19.6 
10.8 
21.0 
21.4 
104 
12.0 

Totals  and 
Averages, 

376,112 

21,627 

0,072 

806 

28,404 

18.3 

17.i 

*  The  sewage  received  at  the  cleansing  works  was  from  Jackson  Park  only,  the  Midway  PklisiMt 
draining  into  city  sewers,  and,  as  the  attendance  included  both  Jackson  Pitrk  and  the  PhUsaBCS^  it  !■ 
necessary  for  this  calculation  to  eetlmate  the  quantity  of  sewage  prodnoed  In  the  Plaiaanoe. 

t  Bstimated. 
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APPENDIX   VIII. 


Shovnng  the  Quantities  of  Various  Substances  and  the  Number  of  Bacteria  in  the 
Sewage  for  Each  Person  admitted  to  the  Fair  Grounds. 


MOVTB  —  ISOS. 

Sewage 
per  Penon. 

Oellons. 

Sewage 
per  Penon. 

Lltera. 

Chlorine 
per  Person. 

Orama. 

Nitrogen  In 

Free 
Ammonia 
per  Person. 

Grama. 

Nitrogen  In 
Albuminoid 
Ammonia 
per  Peraon. 

Orama. 

Total 

Nitrogen 

per  Perton. 

Oramt. 

Bacteria  In 

BlIHont 
per  Person. 

June.        .       . 
July,        .       . 
Aagnrt,    .       . 
Beptember,      . 
Oetober,  . 

16.8 
22.0 
21.4 
16.8 
12.6 

68 
84 
81 
68 
48 

8.68 
4.20 
4.40 
8.49 
2.78 

2.06 
2.42 
2.71 
8.00 
2.88 

.61 
.68 
.68 
.68 
.48 

8.07 
8.48 
8.07 
4.06 
8.10 

260 
284 
866 
166 
106 

17.7 

67 

8.71 

2.60 

.68 

8.66 

232 

APPENDIX    IX. 

Showing  Quantity^  Campotilion  and  Cost  of  Chemicals  used  in  Precipitation^ 

I.  Sulphate  of  Alumina. 

[From  BoBXBT  Stkybnioit  &  Co.,  Chicago.] 
Cost,  in  barrels, |47  00  a  ton. 

Analysis, 

Insoluble  in  water,  .        . 06  per  cent. 

Alumina, 15.64       " 

Ferric  oxide, 60       " 

Sulphuric  acid 84.88       " 

Moisture  and  undetermined, 48.92       " 

II.  Sulphate  of  Alumina. 

[From  Mbbbimao  Chxmical  Company,  Boaton  ] 
Cost,  in  bulk, f  20  40  a  ton. 

Analysis. 

Insoluble  in  water,   ........  6.11  per  cent 

Alumina, 18.17       " 

Ferric  oxide, 1.81       " 

Sulphuric  acid 82.66       " 

Moisture  and  undetermined, 46.76       ** 

Taking  into  accoant  the  difference  in  analyses  the  first  sample  was 
twice  as  expensive  as  the  second. 

*  The  coat  Indodea  freight  to  Jaokaon  Park  In  each  caae. 
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III.    Copperas. 

[From  Washburn  &  Mobn»  Waakegao,  ni.] 
Cost,  in  bulk, $13  40  a  ton. 

AncUysis. 

Insoluble  in  water, 0.24  percent 

Ferrous  oxide 25.21      " 

Sulphuric  acid, -        .        .        .  28.50      •* 

Moisture  and  undeteiTuined, 46.05      '' 

IV.    Crude  Ferric  Sulphate. 

[From  JoBBiNS  &  Van  Rtmbeokb,  Aurora,  111.] 
Cost,  in  barrels, $32  00  a  ton. 

Analysis, 

Insoluble  in  water, 12.00  per  cent 

Ferric  oxide 22.76      " 

Sulphuric  acid 45.00      " 

Moisture  and  undetermined,  , 20.24      •* 

V.    Limb. 

[From  Chicago  Union  Limb  Coxpant  ] 
Cost,  in  barrels,  $0.60  a  barrel  of  200  pounds,       .        .    f  6  00  a  ton. 

Analysis. 

Insoluble  in  acid 0.10  percent 

Alumina  and  ferric  oxide, 1.00      " 

Calcium  oxide, 57.10      " 

Magnesium  oxide, 88.60      " 

Water,  carbonic  acid  and  undeteiiuined, .        .        .        .      3.20      •* 

Lime  soluble  in  water, 55.01      ** 

VL    Lime. 

[From  Hannibal  Limb  Co.,  Hannibal,  Mo.] 
Cost,  in  barrels,  |0.75  a  barrel  of  about  170  pounds,     .    |8  80  a  ton. 
Cost,  in  bulk,  $0.22  a  bushel, 6  50    " 

Analysis, 

Alumina  and  ferric  oxide, 1.50  per  cent 

Calcium  oxide 95.00  .    " 

Water,  carbonic  acid  and  undetermined,         .        .        .      3.50      " 

Lime  soluble  in  water, 93.00      ** 

Even  at  the  bicrher  price  paid  for  the  Hannibal  lime  it  was  a  much 
more  economical  lime  to  use  on  account  of  the  much  higher  percent- 
age of  available  lime.  The  magnesia  present  in  the  local  lime  is 
without  value  in  sewage  treatment ;  it  simply  adds  itself  to  the 
sludge. 
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Daring  the  first  weeks  an  attempt  was  made  to  apply  chemicals  in 
proportion  to  the  flow  of  sewage  without  having  any  fixed  schedule, 
but  the  plan  proved  to  be  too  complicated,  with  the  four  sets  of 
chemicals  for  the  four  tanks,  each  of  which  required  separate  regula- 
tion, particularly  during  those  hours  when  it  was  impracticable  for 
either  myself  or  my  assistant  to  closely  supervise  the  operation,  and 
after  a  little  while  the  following  arrangement  was  made  and  worked 
very  satisfactorily :  a  schedule  was  prepared  showing  the  quantity 
of  alum,  copperas,  or  ferric  sulphate  to  be  dissolved  for  each  tank 
at  7.30  A.M.,  3.30  and  11.30  p.m.  The  men  on  each  shift  com- 
menced work  half  an  hour  earlier  than  these  times.  Each  man 
weighed  the  quantities  of  chemicals  shown  by  the  schedule  into  the 
respective  tanks  used  for  this  purpose  and  dissolved  them  in  a  tank 
full  of  water,  using  at  first  steam,  and  in  the  summer  after  the  water 
became  warmer,  compressed  air  to  thoroughly  stir  up  the  contents  of 
the  tanks.  The  solutions  so  prepared  were  allowed  to  flow  into  the 
sewage,  varying  the  rates  with  changes  in  the  flow  of  sewage  as  well 
as  possible,  but  in  such  a  way  as  to  make  the  solution  last  through 
and  yet  be  exhausted  at  the  expiration  of  the  eight  hours'  shift.  The 
lime  schedule  was  arranged  somewhat  difierently.  The  lime  was 
always  slaked  in  barrel  lots,  and  the  schedule  showed  the  hours  at 
which  lime  was  to  be  added.  Each  lot  was  made  to  last  until  the 
next  lot  was  slaked,  varying  the  flow  with  the  flow  of  sewage  as  far 
as  possible  within  that  time. 

A  constant  stream  of  water  was  kept  running  through  the  lime 
box  in  use  to  stir  up  and  wash  out  the  lime  as  required.  Water  from 
a  tap  instead  of  sewage  was  used  both  for  this  purpose  and  for  dis- 
solving the  other  chemicals,  on  account  of  the  practical  difficulty  of 
regulating  a  small  stream  of  sewage  with  the  slight  head  available. 
Putting  the  chemicals  into  the  sewage  at  four  points  instead  of  one, 
80  reduced  the  quantity  and  the  flow  of  water  required  to  carry  the 
chemicals  at  each  point,  that  when  sewage  was  used  for  mixing  the 
chemicals  the  gates  were  continually  becoming  stopped  with  sewage 
matters.  The  quantity  of  water  used  for  dissolving  the  alum,  cop- 
peras and  ferric  sulphate  was  about  six  thousand  gallons  daily ;  the 
quantity  used  for  carrying  the  lime  may  be  roughly  estimated  at  from 
twenty  to  forty  thousand  gallons. 

The  schedules  of  chemicals  were  arranged  to  make  the  quantities 
employed  on  the  different  shifts  approximately  proportional  to  the 
quantities  of  sewage,  some  allowance  being  made,  however,  for  the 
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more  dilute  sewage  during  the  night.  Usually  the  same  quantities 
of  chemicals  were  used  through  one  week,  except  that  as  a  rule  only 
half  as  large  a  quantity  was  required  on  Sunday,  while  on  special  days 
the  quantities  were  increased.  With  copperas,  as  much  lime  was 
ordinarily  used  as  would  give  a  strong  reaction  with  phenolphthalein 
in  the  effluent.  With  ferric  sulphate  and  alum  the  quantity  of  lime 
used  was  less  and  was  added  more  to  give  a  sludge  which  coald 
be  easily  pressed  than  with  reference  to  the  effluent,  as  sewage  is 
sufficiently  alkaline  to  decompose  these  salts  without  the  use  of  lime. 
Variations  in  the  quantities  of  sewage  necessitated  very  frequent 
changes  in  the  chemical  schedules,  and  the  proportions  of  the  total 
quantities  used  on  the  different  shifts  were  also  varied  to  meet  chang- 
ing conditions.  In  calculating  the  cost  of  chemicals  the  weights  in 
the  note  books  have  been  taken,  and  these  weights  in  all  cases  foot 
up  somewhat  differently  from  the  weights  bought,  the  error  usually 
being  under  3  per  cent.,  sometimes  in  one  direction,  sometimes  in 
the  other.  During  the  first  part  of  the  time  when  Alum,  I.  and  Lime, 
V.  were  being  used,  the  costs  were  very  much  higher  than  for  cor- 
responding quantities  of  Alum,  II.  andLime,  VI.  During  two  weeks, 
one  ending  July  14  and  the  other  September  8,  the  amount  of  lime 
used  was  limited  by  the  stock  on  hand. 


Quanlilies  in  Pounds 

of  Various  Chemicals  Employed  {by  Weeks). 

WKKK  BITDIIIQ  — 

18M. 

Sewage. 

Thoasands 
of  Oals. 

Alom, 

A.». 

c.pj5««. 

Ferric 
IV. 

Lime, 

Lime, 
VI. 

Total 
CocL 

QaUou. 

April  21.    .       . 

2.000* 

2,000 

. 

. 

. 

. 

. 

$47  00 

_ 

April  28,    . 

3,000* 

2,728 

• 

• 

. 

no 

m. 

66  52 

- 

May     6.    .       . 

6.000* 

4,631 

. 

• 

• 

• 

_ 

106  47 

. 

May    12,    .        . 

O.OOO* 

6,131 

• 

- 

. 

. 

— 

120  57 

- 

May    19,    .       . 

0.800* 

6.630 

• 

800 

• 

1,031 

• 

134  M 

. 

May   2«,    .       . 

0.910 

4,960 

. 

1,660 

. 

4,808 

• 

14180 

$10  49 

June    2,    .       . 

7,770 

1.860 

8,140 

1,760 

« 

7,891 

— 

111  13 

14  » 

Jane    0,    . 

0,640 

2,668 

2.400 

2.080 

. 

6.729 

. 

120  72 

12fi 

June  10,    . 

11,371 

4,900 

2,460 

• 

8.015 

- 

90U 

79S 

Juno  23,    . 

12.694 

• 

6,460 

2,880 

. 

2,867 

5.130 

106  06 

835 

June  ao,    . 

18,318 

• 

6,130 

4,120 

• 

• 

fi,:T6 

118  18 

887 

July     7,    .       . 

14.866 

. 

6.090 

6.080 

• 

mm 

'^'::>^ 

127  99 

161 

July   14,    .       . 

15.617 

- 

4.796 

4.816 

• 

. 

■:.7M 

93  16 

600 

July  21,    .       . 

16.986 

• 

4,900 

6,040 

• 

- 

11, HO 

180  25 

766 

July  28,    .       . 

l^.OflO 

• 

2.170 

6,870 

. 

. 

n.L^« 

121  16 

8C4 

Aug.    4,    .       . 

I5j3a 

— 

2,260 

7,020 

• 

. 

14,-48 

132  08 

845 

Aug.  11,    .       . 

li.i^.lW 

. 

2,170 

6.886 

. 

• 

]:V^ 

128  26 

8  SI 

Aug.  18,    .        . 

17.t.34 

• 

2,210 

7,020 

. 

. 

lh-:ib 

137  07 

80S 

Aug.  26,    . 

n^ous 

m. 

2.440 

7.880 

.. 

— 

UMl 

148  50 

778 

Sept.    1,     .        . 

I3.i*:7 

. 

2.610 

7.620 

• 

. 

K;.t68 

148  IS 

781 

Sept.    8,    . 

VJA'J^ 

. 

S.686 

7,410 

• 

8,279 

- 

98  84 

5M 

Sept.  15,    .       . 

r,:.m 

. 

2.600 

7.936 

. 

969 

18,208 

165  08 

9  18 

Sept.  22,    . 

io,i':^<? 

• 

2,600 

4,874 

1,624 

• 

18,687 

167  66 

10  44 

Sept.  29,    .        . 

]5,1T5 

• 

2,610 

6.626 

1,680 

• 

17,742 

172  92 

11  » 

Oct.     «,    .       . 

16,.Vi7 

• 

2.400 

6,826 

1,628 

. 

17.468 

150  10 

909 

Oct.   18,    .       . 

l^.lHl 

• 

2.866 

7,800 

2,186 

. 

18,308 

173  00 

9&8 

Oct.   20,    .       . 

1T.SI» 

• 

2.600 

6,826 

1.960 

• 

16.701 

157  35 

8  81 

Oct.    27,    .       . 

18J41 

~ 

S,710 

7,110 

2,090 

" 

16,680 

161  66 

862 

*  Batlmatcd. 
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APPENDIX   X. 

Distribution  of  Mineral  Matters. 

The  following  table  coDtains  calculations  of  the  quantities  of  min- 
eral matters  in  the  sewage,  chemicals  employed,  sludge  and  effluent 
for  the  different  periods.  Without  discussing  in  detail  the  method 
of  calculation,  it  may  be  stated  that  it  is  estimated  that  each  hun- 
dred pounds  of  lime  employed  adds  one  hundred  and  seventy  pounds 
to  the  mineral  matters  of  either  the  sludge  or  of  the  effluents,  and 
that  one  hundred  pounds  of  the  other  chemicals  add  fifty-three  pounds 
in  the  same  way. 


Jane  10 

to 
Jaljr  7. 

JnlyS 

to 
Aug.  4. 

Aug.  5 

to 
Septl. 

Sept  2 

to 
Sept.  29. 

Sept  30 

to 
Oct  27. 

Totol. 

Tons  of  lime  a»ed,  .... 
Tons  of  other  chemicals, 

Llmexl.70,       .... 
Other  ehemicalfl  xO.53,    . 

idge. 

1&.6 
17.6 

20.4 
0.8 

20U) 
18.0 

84.1 
10.0 

81.4 
10.2 

53.4 
10.1 

80.4 
18.5 

51.6 
0.0 

84.6 
28.5 

58.0 
12.4 

182.0 
07.6 

224.4 
51.7 

Sam, 

Mlnerftl  matter  in  eewage  (tons),  . 

85.7 
64.0 

44.1 
64.0 

68.5 
86.3 

61.5 
83.7 

71.8 

87.5 

276.1 
886.4 

Sum, 

Mineral  matter  In  sludge, 
Mineral  matter  In  effluent,      . 

90.7 

87.2 
04.4 

100.0 

41.6 
60.0 

140.8 

65.8 
80.6 

155.2 

64.0 
00.3 

168.8 

71.0 
05.8 

662.5 

281.4 
410.0 

Sum, 

Ezeess  of  matters  in  efflaent  and  sU 

101.6 
1.0 

111.5 
2.5 

145.4 
5.6 

155.2 
10.0 

167.7 
8.0 

601.4 
28.0 

The  excess  of  mineral  matters  in  the  sludge  and  effluent  is  to  be 
attributed  to  the  same  causes  as  the  excess  of  organic  matters,  but 
the  discrepancy  is  less,  owing  to  the  small  quantity  of  insoluble  min- 
eral matters  in  the  sewage. 


Digitized  by  VjOOQ IC 


624 


STATE  BOARD  OF  HEALTH.   [Pub.  Doc.  No.  34. 


APPENDIX    XI. 

Cost  of  Construction  and  of  Operation  of  Sewage  Cleansing  Works. 

The  cost  of  construction  of  the  sewage  cleansing  works  was  about 
$55,000,  of  which  more  than  $20,000  was  for  the  building.  The 
approximate  costs  of  operation  for  different  periods  are  shown  in  the 
following  table,  in  which  the  expenses  are  distributed  as  well  as 
possible  between  the  treatment  of  the  sewage  and  the  pressing  of 
the  sludge.  The  figures  do  not  include  the  cost  of  superintendence, 
the  cost  of  the  chemical  laboratory,  or  the  cost  of  burning  the  sludge, 
which  was  done  at  an  Engle  crematory. 


April  14 

to 
Jane  9. 

Jane  10 

to 
JoljrT. 

JUI78 

to 
Auf.4. 

Aug.  5 

tu 
Sept.  1. 

Sept  2 

to 
8«pt.29. 

Sept  80 

to 
Oct.  27. 

Total 
April  14 

Oct.  27. 

Coet  of  chemlcftis,  . 

$840 

$442 

$477 

$602 

$004 

$012 

W^ 

Labor  applying  chemicals,    . 

215 

201 

217 

217 

217 

230 

1,857 

Toul  cost  of  precipitatioD, 

$1,056 

$708 

$094 

$779 

$821 

$872 

$4,924 

Cost  of  fncl  oil,      . 

050 

412 

428 

878 

414 

881 

2.012 

Labor  on  engine  and  presses, 

1.500 

1,021 

1.018 

1.022 

002 

1.058 

6,«n 

Total  cost  of  pressing, 

$2,240 

$1,488 

$1,441 

$1,806 

$1,876 

$1,889 

•»,» 

Total  oost  of  operation, 

8,804 

2.180 

2,136 

2,174 

2.197 

2.261 

14.a(»7 

Mtlllon  gallonsaewage  treated, 

47 

52 

08 

71 

00 

71 

873 

Tons  sludge  cake  pressed,    . 

86 

140 

102 

260 

297 

«0 

1,»* 
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SUMMAEY  OF  THE  WEEKLY  MORTALITY  REPORTS 
FROM  CITIES  AND  TOWNS. 


This  summary  comprises  the  returns  of  deaths  made  at  the  end  of 
each  week  by  the  town  clerks,  city  registrars  and  other  officials  hav- 
ing in  charge  the  vital  statistics  of  cities  and  towns. 

These  returns  are  compiled  each  week  and  published  as  a  bulletin, 
one  copy  of  which  is  sent  to  each  city  and  town  in  the  State. 

These  reports  are  necessarily  incomplete  since  they  are  voluntary, 
and  comprise  the  mortality  statistics  of  a  part  of  the  population  onlj', 
the  reporting  places  being  chiefly  the  cities  and  large  towns. 

The  estimated  population  of  the  cities  and  towns  contributing  to 
the  returns  of  1893  was  about  1,460,000,  or  about  60  per  cent,  of 
the  total  population  of  the  State. 
^  The  data  embraced  in  this  summary  are  the  following :  — 

Average  height  of  barometer  for  each  week. 

Mean  or  daily  maximum  temperature. 

Mean  or  daily  minimum  temperature. 

Rainfall  expressed  in  inches. 

Total  deaths  reported  for  each  week. 

Deaths  of  children  under  five  years. 

Deaths  from  infectious  diseases. 

Deaths  from  consumption. 

Deaths  from  acute  lung  diseases. 

Deaths  from  typhoid  fever. 

Deaths  from  diaiThoeal  diseases. 

Deaths  from  scarlet-fever. 

Deaths  from  measles. 

Deaths  from  diphtheria  and  croup. 

Deaths  from  puerperal  fever. 

Deaths  from  whooping-cough. 

Deaths  from  malarial  fever. 

Deaths  from  small-pox. 

Deaths  from  erysipelas. 
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Total  Deaths. 

The  whole  number  of  deaths  reported  for  the  year  1893  from  the 
cities  and  towns  contributing  to  these  reports  was  30^247,  and  the 
average  number  per  week  was  582.  The  greatest  number  of  deaths 
reported  in  a  single  week  was  788  in  the  week  ending  July  29,  and 
the  least  number  was  427  in  the  week  ending  June  24. 

The  weekly  average  number  of  deaths  reported  for  each  month 
was  as  follows  :  — 


January, 576 

February,  .... 
March,  .... 
April,  .... 
May,  .  .  .  .  . 
June, 


591 
621 
622 
595 
479 


July, 568 

August, 708 

September,         ....  574 

October, 5S4 

November,         ....  496 

December, 56^ 


The  months  in  which  the  greatest  mortality  was  reported  were 
March,  April  and  August,  and  those  in  which  there  was  the  least 
reported  mortality  were  June,  October  and  November.  The  per- 
centages of  mortality  in  each  of  the  four  quarters  of  the  year  were 
as  follows :  — 


ALL  Aosa. 

Mumbere. 

Nambera. 

First  quarter, 

7,153 

23.65 

2,276 

21.16 

Second  quarter, 

7,418 

24.52 

2.188 

2044 

Third  quarter 

8,041 

28.67 

4,126 

S8.85 

Fourth  quarter, 

7,086 

23.26 

2,16» 

20.16 

30,247 

100.00 

10,760 

lOO.M 

The  death  rate  of  reporting  cities  and  towns  was  20.74  per  1,000, 
the  estimated  population  being  1,458,840. 

Deaths  under  Five  Years. 

The  reported  number  of  deaths  of  children  under  five  years  of 
age  was  10,759,  and  the  average  weekly  number  was  207. 

The  greatest  number  reported  in  one  week  was  444  in  the  week 
ending  August  19,  and  the  least  number  was  123  in  the  week  ending 
June  24.  The  ratio  of  the  deaths  of  this  class  to  the  total  reported 
mortality  was  35.5  per  cent.,  which  was  slightly  greater  than  that 
of  the  preceding  year  (34.1  per  cent.). 
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The  average  weekly  number  of  deaths  of  children  under  five  years 
of  age  by  months  was  as  follows :  — 


January, 170 

February,      .^      .,      .^      .        .196 
March,    .        .        . '      ,\      . ,      .203 
April.      .  .'      .*      .'      .177 

May,       ...  ...    178 

June, 148 


July 243 

August, .  ^  .  .  .  .  .  877 
September,  .  ^  .  .  .  .  281 
October,  *  .'  .'  /  .[  .188 
November,  .  .  .  .  .  158 
December, 161 


The  months  having  the  greatest  number  of  deaths  of  this  class 
were  July,  August  and  September,  and  those  having  the  least  num- 
ber were  June,  November  and  December. 


Consumption. 

The  number  of  reported  deaths  from  consumption  was  3,217  and 
the  weekly  average  was  62.  The  greatest  number  of  deaths  reported 
from  this  cause  in  a  single  week  was  97  in  the  week  ending  April 
15,  and  the  least  number  was  39  in  the  week  ending  June  24. 

The  average  weekly  number  of  reported  deaths  from  this  cause  in 
each  month  was  as  follows  :  — 


January, 70 

February, 69 

March,.  .  71 

April, 75 

May, 63 

June, 53 


The  months  having  the  greatest  number  of  deaths  from  this  cause 
were  March  and  April,  and  those  having  the  least  number  were  June 
and  October. 

The  following  table  presents  the  variations  from  the  weekly  aver- 
age number  of  deaths  from  this  cause  for  the  past  four  years :  — 


July 

55 

August, 

61 

September,  . 

61 

October, 

.        52 

November,  . 

64 

December,    . 

56 

1S90. 

1S«1. 

ISM. 

18«8. 

1890. 

1881. 

1888. 

1888. 

Janomry,  . 

-H2 

■H 

+18 

^  +8 

July,       .       .       . 

-8 

-4 

—8 

-7 

February, 

+8 

-4 

-8 

-8 

Anguat,  . 

—4 

—8 

—4 

-1 

March.     .       .       . 

+8 

—6 

-1 

+0 

September,     . 

—6 

—8 

-11 

—1 

April,      .       .       . 

+1 

-H 

+7 

+13 

October, . 

—11 

+8 

-6 

—10 

May,        .       .       . 

+1 

+« 

0 

+1 

November,     . 

-12 

—4 

-4 

+2 

Jnne,       .       .       . 

—8 

-2 

—6 

"9 

December,     . 

0 

+6 

—1 

—6 
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The  ratio  of  reported  deaths  from  coDsumption  to  the  mortality 
reported  from  all  causes  was  106,85  per  1,000,  while  that  of  pre- 
vious years  was  as  follows :  — 


1886, 
1887, 
1888, 
1889, 


166.6 

1890, 

Ul.l 

1891, 

134.2 

1892. 

126.0 

1898, 

130.0 
116.5 
111.3 
106.5 


The  ratio  to  the  reporting  population  in  1893  was  2.20  per  1,000, 
as  compared  with  2.35  in  1892. 

Acute  Lung  Diseases. 

The  number  of  reported  deaths  from  acute  lung  diseases  (bron- 
chitis, pneumonia,  pleurisy  and  asthma)  during  the  year  was  4,484, 
and  the  weekly  average  was  86.  The  greatest  number  of  deaths 
reported  from  this  group  of  causes  in  a  single  week  was  170,  in  the 
week  ending  April  22,  and  the  least  number  20,  in  the  week  end- 
ing September  9. 

The  average  weekly  number  of  reported  deaths  from  these  causes 
for  each  month  was  as  follows :  — 

January, 116 

February, 127 

March 124 

April, 164 

May, 128 

June, 67 

The  months  having  the  greatest  number  of  reported  deaths  from 
these  causes  were  February  and  April,  and  those  having  the  least 
number  were  August  and  September. 

The  ratio  of  reported  deaths  from  acute  lung  diseases  to  the 
reported  mortality  from  all  causes  was  14.82  per  1,000. 

The  estimated  death  rate  per  1,000  of  the  reporting  population 
from  these  causes  was  3.07,  as  compared  with  2.82  for  the  previons 

year. 

Typhoid  Fever. 

The  total  number  of  reported  deaths  from  this  cause  in  1893  was 
427,  and  the  average  weekly  number  was  8.  The  greatest  number 
reported  in  any  single  week  from  this  cause  was  19  in  the  week 
ending  October  21,  and  the  least  number  was  2  in  the  week  ending 
April  1. 


July,      . 

.      54 

August, . 

.      29 

September,    . 

.      31 

October, 

.      40 

November,    . 

.      64 

December,     . 

.    119 
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The  average  weekly  number  of  deaths  reported  from  this  cause 
for  each  month  was  as  follows :  — 


January, 
February, 
March,   . 

...  9 
8 
6 

April,     . 

May,       .        .        . 

June, 

6 
5 
5 

July, 4 

August, 9 

September, 13 

October, 17 

November, 11 

December, 10 


The  months  having  the  least  number  of  deaths  from  this 


cause 


were  March,  June  and  July,  and  those  having  the  greatest  number 
were  September,  October  and  December, 

The  ratio  of  reported  deaths  from  typhoid  fever  to  the  reported 
mortality  from  all  causes  was  14.12  per  1,000,  and  the  ratio  to  the 
reporting  population  was  .29,  as  compared  with  .31  in  the  previous 
year. 

Diphtheria  and  Croup. 


The  total  number  of  reported  deaths  from  diphtheria  and  croup  in 
1893  was  1,013,  and  the  average  number  in  each  week  was  20. 
The  greatest  number  reported  in  a  single  week  from  these  combined 
causes  was  37,  in  the  week  ending  October  28,  and  the  least  number 
was  6,  in  the  week  ending  June  24. 

The  average  weekly  number  of  reported  deaths  from  these  causes 
for  each  month  was  as  follows  :  — 


January, 28 

February, 22 

March, 21 

April, 16 

May, 27 

June, 12 


July,* 16 

August, 10 

September, 16 

October, 29 

November, 26 

December, 27 


The  months  having  the  greatest  number  of  reported  deaths  from 
these  causes  were  January,  October  and  December,  and  those 
having  the  least  number  were  June,  August  and  September.  The 
ratio  of  deaths  from  diphtheria  and  croup  to  the  reported  mortality 
from  all  causes  was  33.49  per  1,000,  and  the  death  rate  of  the  report- 
ing population  was  .69  per  1,000,  that  of  the  previous  year  being  .66. 
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Scarlet-fever. 

The  reported  deaths  from  scarlet-fever  in  1893  were  527,  and  the 
average  weekly  number  was  10.  The  greatest  number  of  reported 
deaths  from  this  cause  in  a  single  week  was  21,  in  the  week  ending 
March  18,  and  the  least  number  reported  in  a  single  week  was  3,  in 
the  week  ending  September  9.  The  average  weekly  number  re- 
ported in  each  month  was  as  follows :  — 


January, 16 

February, 12 

March, 15 

April, 12 

May, 11 

June, 8 


July, 7 

August, 4 

September, 6 

October, 5 

November, 9 

December, IS 


The  months  having  the  greatest  number  of  deaths  from  this  cause 
were  January  and  March,  and  those  having  the  least  number  were 
August  and  October. 

The  ratio  of  deaths  from  this  cause  to  the  reported  deaths  from  all 
causes  was  17.44  per  1,000,  and  the  death  rate  of  the  reporting 
population  from  this  cause  was  .36  per  1,000,  that  of  the  previous 
year  being  .32. 


Measles. 

The  total  number  of  reported  deaths  from  measles  in  1893  was 
100,  and  the  weekly  average  number  was  2. 

The  greatest  number  in  a  single  week  was  9.  There  were  nine 
weeks  in  which  no  deaths  from  measles  were  reported. 

The  average  weekly  number  reported  in  each  month  was  as  fol- 
lows :  — 


January, 
February, 
March,  . 
April,  . 
May,  . 
June, 


July,      . 

August, . 

September, 

October, 

November, 

December, 


The  ratio  of  deaths  to  the  reported  mortality  from  all  causes  was 
3.31  per  1,000,  and  the  death  rate  from  this  cause  was  .06  per  1,000 
of  the  reported  living  population,  as  compared  with  .03  in  1892. 
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DiARRHCEAL  DISEASES. 

The  diseases  included  in  this  group  are  diarrhoea,  dysentery, 
cholera  morbus  and  cholera  infantum. 

From  these  causes  combined  the  number  of  deaths  reported  in 
1893  was  2,497,  and  the  weekly  average  number  was  48.  The 
greatest  number  reported  in  a  single  week  was  245  in  the  week 
ending  August  5,  and  there  were  none  reported  in  the  week  ending 
June  3. 

The  average  weekly  number  of  reported  deaths  from  these  causes 
in  each  month  was  as  follows  :  — 


January, 6 

February, 6 

March, 5 

April, 8 

May, 6 

June, 12 


July, 112 

August, 217 

September,    .        .        .  '     .        .124 

Ckjtober, 41 

November, 13 

December, 7 


The  months  having  the  greatest  number  of  reported  deaths  from 
these  causes  in  1893  were  July,  August  and  September,  and  those 
having  the  least  were  January,  February  and  March. 

The  deaths  from  these  causes  in  the  third  quarter  of  the  year  con- 
stituted 82  per  cent,  of  the  number  of  deaths  from  the  same  causes 
for  the  entire  year.  The  ratio  of  reported  deaths  to  the  reported 
mortality  for  all  causes  was  82.5  per  1,000,  and  the  death  rate  of 
the  reporting  population  from  these  causes  was  1.71  per  1,000,  as 
compared  with  1.66  in  1892. 

Whooping-cough,  Malarial  Fever,  Erysipelas,  Puerperal 
Fever  and  Small-pox. 

The  essential  statistics  relating  to  these  five  diseases  are  embraced 
in  the  following  table :  — 


Total  Dcatht 
Reported. 


Weekly 
Average. 


Ratio  per 

1,000 
ofReported 
Deaths  Arom 
▲UCaueee. 


Ratio  per 

1,000 

of  Estimated 

Popalatlon. 


WhooplDg-eoagh, 
Bryelpelas, 
Paerperal  fever, 
MaUrUl  fever,  . 
Small-pox, . 


119 
94 
48 
12 
5 


2.0 

1.8 

.9 

.2 

.1 


3.98 

8.11 

1.68 

.40 

.10 


.08 

.06 

.03 

.008 

.008 
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For  very  many  years  laws  have  existed  in  this  State  requiring  that 
notices  of  cases  of  diseases  dangerous  to  the  public  health  should  be 
given  to  the  board  of  health  of  the  city  or  town  in  which  they  have 
occurred ;  but  the  vital  importance  of  such  a  system  of  notification 
does  not  appear  to  have  become  impressed  firmly  upon  the  public 
mind  until  a  comparatively  recent  period.  It  was  not  until  1889, 
in  fact,  that  a  law  was  enacted  in  England  requiring  such  notices, 
and  even  then  it  was  made  a  matter  of  local  option  except  in  London. 

The  chief  advantages  of  a  system  of  notification  lie  in  the  possi- 
bility which  is  thus  given  to  a  local  board  of  health  to  determine  the 
extent  of  prevalence  of  an  epidemic  or  a  localized  outbreak,  and  to 
inquire  into  the  local  causes  which  have  operated  to  produce  it.  The 
board  can  then  act  intelligently  in  applying  the  proper  remedies  for 
preventing  its  further  spread. 

In  Massachusetts  there  can  be  no  doubt  that  the  law  relative  to 
notification  has  been  productive  of  excellent  results  in  the  prevention 
of  disease,  especially  in  the  cities  and  large  towns.  It  has  furnished 
the  local  boards  of  health  with  the  necessary  information  relative  to 
the  origin  of  outbreaks  of  infectious  disease,  and  in  many  instances 
enabled  them  to  take  timely  steps  for  preventing  further  outbreaks. 
The  recent  law  requiring  local  boards  to  keep  records  upon  this  im- 
portant matter,  has  furnished  information  as  to  the  prevalence  of 
certain  diseases  in  the  principal  cities  and  towns  of  the  State.  In 
the  smaller  towns  it  is  probable  that  instances  of  failure  to  comply 
with  the  provisions  of  the  statute  are  much  more  frequent  than  they 
are  in  cities. 

Up  to  1883  no  definite  authority  was  given  by  statute  for  notifi- 
cation to  the  central  authority,  the  State  Board  of  Health.  In  that 
year  a  law  was  enacted  requiring  immediate  notice  to  be  given  by 
local  boards  to  the  State  Board  of  Health  of  the  occurrence  of  cases 
of  small-pox. 
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Ten  years  later  by  the  provisions  of  chapter  302  of  the  Acts  of 
1893,  it  was  required  that  reports  of  all  diseases  dangerous  to  the 
public  health  should  be  made  to  the  State  Board  of  Health. 

The  following  is  the  act  of  1893  relative  to  reporting  dangerous 
diseases  to  the  State  Board  of  Health:  — 

[Chaptib  302  or  thb  Acti  or  1883.] 

(1.)  When  the  board  of  health  of  any  city  or  town  has  had  notice  of 
the  occurrence  of  a  case  of  small-pox  or  any  other  disease  dangerous  U> 
the  public  health  in  such  city  or  town,  such  board  of  health  shall,  witfaio 
twenty-four  hours  after  the  receipt  of  such  notice,  notify  the  state  board  of 
health  of  the  same. 

(2.)  If  the  board  of  health  of  the  city  or  town,  in  which  a  case  of 
small-pox  or  any  other  disease  dangerous  to  the  public  health  has  occorred, 
refuses  or  neglects  to  send  a  notice  as  required  in  section  one,  snch  dty  or 
town  shall  forfeit  its  claim  upon  the  Commonwealth  for  the  payment  of 
any  expenses  which  may  be  incurred  as  provided  in  section  eighty-three 
of  chapter  eighty  of  the  Public  Statutes. 

Since  no  definite  statement  was  made  in  this  act  defining  the  term 
**  dangerous  to  the  public  health"  the  Board  deemed  it  proper,  in 
order  to  relieve  local  authorities  of  uncertainty  in  the  matter,  to 
specify  the  diseases  which,  in  the  opinion  of  the  Board,  should  be 
thus  reported  under  the  provisions  of  the  act. 

For  this  purpose  a  circular  was  prepared  in  which  it  was  specified 
that,  in  addition  to  small-pox^  the  following  diseases  shall  be  cod-^ 
sidered  as  dangerous  to  the  public  health  within  the  meaning  of  the 
foregoing  act:  scarlet-fevei^  measles^  typhoid  fever^  diphtheria^ 
membranous  croupy  cholera^  yelloxofever^  iyphtisfevery  cerebro^inal 
meningitisy  hydrophobia^  malignant  pttsiuhy  leprosy  and  trichinosis. 

This  circular  was  issued  in  September,  1893.  Previons  to  that 
date  very  few  returns  had  been  received  in  compliance  with  the 
terms  of  the  act. 

The  act  was  approved  May  3,  1893,  and  the  first  returns  to  be 
received  came  from  the  city  of  Cambridge,  which  has  sent  con- 
tinuous returns  since  May,  1893.  A  few  more  cities  and  towns 
complied  with  the  provisions  of  the  act  during  the  months  of  June, 
July  and  August,  but  no  large  number  of  cities  and  towns  made 
returns  until  a  circular  was  prepared  notifying  them  of  the  enact- 
ment of  the  law.     This  circular  was  issued  to  each  city  and  town  in 
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September,  after  which  the  returns  came  with  regularity  from  mauy 
cities  and  towns. 

The  following  is  the  form  of  the  return  recommended  by  the 
Hoard  and  issued  by  it  in  the  form  of  postal  cards  to  each  local 
Soard  of  Health :  — 


B^ort  of  Infectious  Diseases  to  the  State  Board  of  Healthy  as 
required  by  the  provisions  of  Chapter  302,  Acts  of  1893. 


_189 


Oases  of  dUease,  dangeroos  to  the  public  health,  reported  within  the  past 


twenty-foor  hours  to  the  Board  of  Health  of  the  ^j^  of  _ 


SmaU-poz,     • 
Searlet-fever, 
Diphtheria,   . 
Membranous  Cronp, 
Measles,        .       . 
Typhoid  Fever,    . 


Number  of  Cases  of 
each  disease. 


(Signed) 


Secretary  or  Agent  of  Board  of  Health, 


ThU  pottal  card  report  should  in  all  ooms  be  tigned  by  the  Secretary  or 
OUrk  of  the  local  Board  of  Health,  or  by  the  authoriMed  Agent  of  the  Board. 

In  the  blank  epacea  ehould  be  torltten  the  namee  of  any  of  the  unueual 
fomi%  of  infectUme  dUeaeee  enumerated  below,  if  tuch  should  occur :  — 

Cholera,  Typhus  Fever,  Yellow  Fever,  Cerebrospinal  Afeningitie,  Hydro- 
phobia,  Nalignant  Pustule,  Glanders  and  Trichinosis. 


The  results  of  these  notices  are  published  each  week  in  the 
Weekly  Bulletin  of  Mortality  and  Infectious  Diseases. 

The  following  tables  embrace  the  results  of  these  returns  for  the 
fractional  part  of  the  year  1893  which  elapsed  after  the  enactment 
of  the  law  :  — 
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Cases  of  Diseases  dangerous  to  the  Public  Health  reported  by  Local  Boards  of 
Health  to  the  Stale  Board  of  Health  for  the  Fractional  Year  ending  Dec 
31,  1893, 

Total  number  of  reported  cases  of  diphtheria  and  croup, ....  M09 

Total  number  of  reported  cases  of  scarlet-fever, 2,9U 

Total  number  of  reported  cases  of  typhoid  fever, 1,525 

Total  number  of  reported  cases  of  measles, 1,50S 

Total  number  of  reported  cases  of  small-pox,    ......  S5 

7.066 
Additional  cases  of  small-pox  reported  under  the  statute  of  1888,    •        .  8 

Total 7,094 


The  following  table  shows  the  distribution  of  these  cases  by  months 
of  the  year. 

Reports  were  not  generally  forwarded  to  the  State  Board  until 
after  the  public  notice  was  given  in  September,  which  accounts  for 
the  small  number  before  that  date. 


Reports  of  Dangerous  Diseases  Classified  by  Months, 


1808. 


Dlphthorto 
and  Croup. 


Scarlet- 
ftver. 


Tjphotd 
Fern. 


MeulM. 


May,   .       . 

Jan«,  . 
July,  . 
Angiut, 
September, 
October,     . 
NoTember, 
December, . 
Totals, . 


4 

4 

10 

14 

101 

816 

805 

205 


1,109 


83 
41 

as 

28 
458 
070 
870 
706 


2,014 


4 
2 
5 

23 
541 
408 
288 
174 


43 

228 
3 
5 

70 
901 
880 
557 


1,525 


1,603 


t 
2 
I 

SS 
IS 


The  following  table  presents  the  names  of  the  reporting  cities  and 
towns  with  the  number  of  cases  of  each  disease  reported  by  the  local 
boards  of  health :  — 
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Caaea  of  Infectious  Diaeaaa  reported  to  the  State  Board  of  SeaUh  from  One  Hun- 
dred and  Seventy-five  Cities  and  Towns  during  1893. 


it 

,1 

1 

1 
1 

1 

1^ 

1 

1 

Aeoahnet,   . 

- 

1 

- 

- 

Dalton, 

- 

1 

- 

- 

-■ 

A^mwam,     . 

1 

- 

- 

- 

Danveri, 

- 

2 

2 

- 

• 

ABMsbory, .       . 

n 

18 

- 

- 

Dedbam,     . 

1 

28 

6 

- 

- 

AmlMrct,     • 

- 

1 

- 

- 

Digbton, 

1 

4 

2 

- 

- 

ArUngtOD,   . 

15 

- 

2 

- 

- 

Douglas, 

2 

- 

- 

- 

AsbVnrnluuii,     . 

1 

- 

- 

- 

Dover, . 

2 

- 

- 

- 

- 

AAhland,      .       . 

1 

- 

- 

- 

Draont, 

- 

2 

- 

- 

- 

AUiol,  .       .       . 

4 

8 

- 

- 

1 

1 

- 

- 

- 

Atttoborongb,     . 

- 

6 

1 

- 

Bdgartown, 

- 

4 

- 

- 

- 

Auburn, 

- 

1 

- 

- 

Bgremont,  . 

- 

1 

- 

- 

- 

Ayer,  •       .       • 

80 

8 

- 

- 

Brving,        .       . 

1 

6 

2 

- 

- 

Bedford,      .       . 

- 

- 

- 

- 

Bseex, .       . 

1 

- 

- 

- 

- 

B«linoDt,     . 

2 

1 

- 

- 

Bybbitt,   • 

- 

84 

8 

6 

- 

B«rUD,         .       . 

^ 

- 

- 

- 

12 

62 

87 

8 

- 

Beverly, 

6 

8 

- 

- 

1 

7 

10 

8 

- 

Bolton, 

2 

- 

- 

- 

Foxborongb, 

- 

« 

- 

- 

- 

BosTOir,      . 

630 

816 

446 

161 

27 

FrankUn,     .       . 

- 

2 

11 

- 

- 

Bonme, 

- 

- 

- 

(Hrdnor,     . 

- 

1 

17 

- 

- 

Bradford,    . 

1 

2 

- 

- 

Glouobstbb,     . 

6 

6 

6 

- 

- 

Brewster,    • 

- 

- 

1 

- 

Grafton, 

- 

- 

1 

2 

- 

Bridgewater, 

- 

1 

- 

- 

Greenfield,  .       . 

8 

- 

1 

- 

- 

Brlmfleld,    .       . 

- 

1 

- 

- 

Groton, 

- 

2 

1 

- 

- 

Bbocktow,  . 

38 

16 

- 

- 

HaUfax,       .       . 

- 

1 

- 

- 

- 

Brookfteld, .       . 

1 

- 

- 

- 

Hampden,   • 

8 

- 

- 

- 

- 

BrookHne,  .       • 

7 

6 

2 

1 

Hanson,       . 

1 

6 

- 

- 

- 

Oavbrxdos, 

407 

70 

70 

- 

Hsrdwick,  .       . 

6 

17 

- 

- 

- 

Carlisle,       .       . 

6 

- 

- 

- 

Hatfield,      .       . 

- 

1 

- 

- 

- 

Cbelmsford, 

- 

2 

- 

- 

Hatibhill, 

6 

10 

81 

1 

- 

Chklssa,    • 

27 

12 

- 

- 

Hingbam,    . 

- 

2 

- 

- 

- 

Obesbire,     .       . 

- 

- 

1 

- 

Hinsdale,     .       . 

- 

- 

0 

- 

Cbesterfleld,       . 

- 

1 

16 

- 

Hull,    . 

1 

1 

- 

- 

Chioofbx,  . 

- 

7 

1 

- 

Hontlngton, 

- 

6 

- 

- 

Concord,     . 

8 

8 

- 

- 

Ipswicb,      .       . 

8 

18 

2 

- 

Conway,      . 

- 

- 

1 

- 

- 

Kingston,    . 

- 

- 

- 

- 

Cottage  aty,      . 

- 

6 

1 

- 

• 

Lancaster,  . 

- 

- 

2 

- 

• 
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Cases  of  Infectious  Diseases,  etc.-- 

-  Continaed. 

P 

1 

1^ 

1 

i 

|1 

5 

1 

1^ 

1 

i 

Lawrbhob, 

16 

62 

24 

4 

- 

Norwood, 

1 

28 

- 

- 

LelcMtor,    . 

2 

- 

2 

1 

- 

Oakham, 

. 

- 

- 

8 

Leominster, 

4 

4 

5 

1 

_ 

Orange, 

. 

1 

7 

2 

LezlDgtoD,  . 

- 

- 

1 

- 

Oxford, 

. 

- 

3 

- 

Llneoln, 

- 

2 

- 

- 

- 

Palmer, 

. 

2 

- 

- 

Littleton,    . 

- 

4 

- 

- 

- 

Paxton, 

- 

- 

1 

- 

LOWXLL,       . 

22 

66 

87 

6 

1 

Peabody,     . 

2 

8 

2 

- 

Lodlow.      .       . 

- 

1 

- 

- 

- 

Pembroke, 

. 

- 

1 

- 

Lnnenborg, 

- 

- 

- 

1 

- 

Pepperell,   , 

. 

2 

8 

- 

Ltmn,  . 

25 

180 

58 

8 

- 

2 

44 

17 

65 

Maldbk,     . 

5 

48 

17 

01 

- 

Plymouth, 

27 

8 

8 

27 

Mansfield,   .       . 

1 

15 

- 

- 

QUINCT, 

2 

22 

28 

2 

Marbleheftd, 

11 

56 

- 

- 

Randolph, 

. 

1 

- 

- 

Mablborouoh,  . 

0 

2 

142 

- 

Baynham, 

. 

- 

2 

- 

Maynard,    .       . 

2 

6 

- 

- 

Reading, 

1 

8 

1 

- 

MXDrOBD,  . 

5 

6 

1 

- 

Rochester,  . 

. 

1 

1 

- 

Melrose,      .       . 

- 

28 

20 

- 

Rockland, 

1 

6 

- 

Medway,     .       . 

- 

1 

- 

- 

Rookport, 

1 

2 

- 

Methnen.     .       . 

1 

- 

- 

1 

Rowley, 

.       . 

- 

6 

- 

Mlddlefleld, 

- 

1 

- 

• 

Salbm, 

.       .         7 

46 

87 

- 

Mlddleton,  .       . 

- 

- 

- 

- 

Balisbnry, 

.       . 

2 

- 

- 

MUford,       .       . 

- 

1 

- 

Sandlsfleld, 

. 

- 

2 

- 

Mttlbnry,    .       . 

6 

" 

06 

- 

Baogns, 

. 

1 

2 

8 

Monion, 

- 

8 

- 

Boltnate, 

.       .         1 

- 

- 

- 

Montagne,  . 

- 

7 

- 

Seekonk, 

. 

2 

- 

- 

Natiok,        .       . 

2 

17 

- 

Bharon, 

. 

2 

2 

- 

New  Bbdtobd,  . 

7 

76 

160 

118 

2 

Shntesbury, 

. 

- 

1 

- 

Nbwbubtpobt,  . 

26 

1 

- 

Somerset, 

. 

- 

- 

84 

84 

43 

15 

- 

BOMBBTILLl 

,      .       28 

108 

84 

2 

1 

North  Adams,     . 

8 

27 

11 

1 

SPBIHOriBL 

D,     .         4 

82 

27 

U 

S 

NOBTHAMPTOK,  . 

6 

24 

47 

22 

- 

Btoneham, 

5 

4 

- 

- 

North  AndoTer, . 

1 

- 

8 

- 

Stow,   . 

.        . 

- 

- 

T 

No.  Attleboro»,  . 

4 

4 

- 

- 

Btnrbridge, 

. 

1 

- 

- 

No.  Brookfleld,  . 

- 

6 

- 

- 

Swampscott 

,       '         2 

7 

- 

- 

Nortbfield,  .       . 

- 

- 

- 

- 

Tauktoh, 

2 

22 

4 

-i 

„ 
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Cases  of  Infectious  Diseases,  etc.  —  C!onclnded. 


il 

1 

,1 

1 

i 

A 

i 
1 

^ 

^ 

|3 

1 

r 

00 

1 

1 

Tewlwbnry, 

- 

1 

- 

. 

- 

Weetford,  .       . 

1 

7 

1 

- 

• 

Topafleld,    .       . 

- 

- 

1 

- 

- 

Weethampton,    . 

2 

- 

- 

- 

- 

TowiMend,  . 

- 

- 

1 

- 

- 

Weetminflter,     . 

- 

1 

2 

- 

. 

TTploo, . 

1 

- 

- 

2 

- 

Weet  Newbary, . 

6 

- 

- 

- 

- 

Oxbridge,    .       . 

- 

- 

2 

8 

- 

W.  Stookbridge, 

- 

4 

- 

- 

- 

'Wakefiald,  .       . 

12 

2 

1 

6 

- 

WeeiOD, 

- 

2 

- 

- 

• 

^Wales,         .       . 

- 

2 

- 

- 

- 

WestSpringfleld, 

- 

8 

1 

- 

- 

'Wai.thax  , . 

18 

7 

- 

- 

Weymoath, 

2 

- 

- 

- 

- 

"Ware,  . 

- 

- 

- 

Whitman,   • 

6 

1 

- 

- 

• 

Wareham,  . 

1 

- 

- 

WlUlamatown,    . 

1 

- 

7 

- 

- 

Wamn, 

2 

- 

- 

Wlnchendon,     . 

6 

- 

2 

- 

- 

Warwick,    .       . 

- 

8 

- 

Wlnthrop,  . 

- 

1 

- 

- 

- 

Wataiiown, 

8 

27 

- 

Winchester, 

8 

16 

0 

- 

• 

Wayland,    . 

- 

- 

- 

Windsor,     . 

- 

- 

- 

1 

. 

Weinbam,    . 

- 

- 

- 

WOBUBN,     . 

18 

14 

0 

- 

- 

Webster,     . 

8 

- 

- 

WOBOBSTBB,       . 

66 

66 

96 

600 

- 

West  Boytoton,  . 
W.  Bridgewater, 
WeeiboroQgh,    . 

- 

- 

- 

- 

Other  oaeee  of 
small-poz,* 

Totals,  . 

- 

- 

- 

. 

8 

1,109 

2,914 

1,626 

1,608 

48 

Total  (including  small-poz) 7,094 

•  These  were  cases  of  small-pox  reported  nnder  the  statate  of  1888  by  dties  and  towns  which  made 
fM>  reports  of  other  dtseswes  nnder  the  law  of  1808. 

The  foregoing  table  shows  that  exactly  one-half  of  the  local 
boards  of  health  in  the  State  have  complied  with  the  law,  and  have 
sent  returns  to  the  State  Board  of  Health  of  the  cases  of  disease 
^<  dangerous  to  the  public  health"  reported  to  them,  leaving  one- 
half  of  the  towns  from  which  no  reports  whatever  have  been  re- 
ceived. 

These  175  cities  and  towns  reporting,  however,  constitute  much 
more  than  one-half  the  population,  since  in  this  list  are  embraced 
all  of  the  cities  except  Holyoke. 
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The  following  classified  list  contains  the  names  of  those  towns 
whose  boards  of  health  failed  to  comply  with  the  terms  of  the 
statute  of  1893,  no  reports  having  been  forwarded  by  them  to  the 
State  Board  of  Health  of  the  occurrence  of  cases  of  infectious  or 
dangerous  diseases.  The  list  of  towns  is  classified  according  to 
population. 

/.    CUies. 

Holyoke. 
//.     Tatons  having  PopukUiona  oj  More  than  5fi00  in  Each, 


Adams, 

Framingham, 

Revere, 

Andover, 

Hyde  Park, 

Spencer, 

Blackstone, 

Middleborough, 

Southbridge.  — 10, 

Clinton, 

7.     Towns  having  a  Population  of  Over  IfiOO  but  Less  than  S^OOO  in  1 

Abington, 

Hadley, 

Petersham, 

Acton, 

Hanover, 

Provincetown, 

Ashfield, 

Harvard, 

Rehoboth, 

Avon, 

Harwich, 

Royalston, 

Barnstable, 

Holbrook, 

Sandwich, 

Barre, 

Holden, 

Sheffield, 

Belchertown, 

Holliston, 

Shelbume, 

Bellingham, 

Hopedale, 

Sherbom, 

Billerica, 

Hopkinton, 

Shirley, 

Braintree, 

Hubbardston, 

Shrewsbury, 

Buckland, 

Hudson, 

Southampton, 

Canton, 

Lanesborough, 

South  Hadley, 

Charlton, 

Lee, 

Southborough, 

Chatham, 

Lenox, 

Sterling, 

Chester, 

Longmeadow, 

Stockbridge, 

Cohasset, 

Manchester, 

Stoughton, 

Colrain, 

Marshfield, 

Sudbury, 

Dartmouth, 

Mattapoisett, 

Sutton, 

Deerfield, 

Medfield, 

Swansea, 

Dennis, 

Merrimac, 

Templeton, 

Dudley, 

Milton, 

Tisbury, 

Duxbury, 

Nantucket, 

Walpole, 

East  Bridgewater. 

Needham, 

Wellesley, 

Easton, 

Newbury, 

Wellfleet, 

Fairhaven, 

New  Marlborough, 

West  Brookfield, 

Falmouth, 

Northborough, 

Westport, 

Freetown, 

Northbridge, 

Wilbraham, 

Georgetown, 

Norton, 

Williamsburg, 

Granville, 

Norwell, 

Wilmington, 

Great  Barrington, 

Orleans, 

Wrentham.  —  9L 

Groveland, 
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7F.    Towns  having  Leas  than  1,000  Inhabitants  in  Each. 

Alford, 

Goshen, 

North  Reading, 

Ashby, 

Gosnold, 

Otis, 

Becket, 

Hamilton, 

Pelham, 

Berkley. 

Hancock, 

Peru, 

Berlio, 

Hawley, 

PhiUipston, 

BernardstoD, 

Heath, 

Plainfield, 

Blandford, 

Holland, 

Plympton, 

Boxborough, 

T^akeville, 

Prescott, 

Boxford, 

Leverett, 

Princeton, 

Boylston, 

Leyden, 

Richmond, 

Burlington, 

Lynnfield, 

Rowe, 

Carver, 

Marion, 

Russell, 

Charlemont, 

Mashpee, 

Rutland, 

Chilmark, 

Mendon, 

Savoy, 

Clarksburg, 

Millis, 

Southwick, 

Cnmmington, 

Monterey, 

Sunderland, 

Dana, 

Montgomery. 

Tolland, 

Ihinstable, 

Monroe, 

Truro, 

Eastham, 

Mount  Washington, 

Tyngsborough, 

Enfield, 

Nahant, 

Tyringham, 

Florida, 

New  Ashford, 

Washington, 

Gay  Head, 

New  Braintree, 

Wendell, 

Gill, 

New  Salem, 

Whateley, 

Granby, 

Norfolk, 

Worthington.  — 78, 

Greenwich, 

A  review  of  this  classified  list  leads  to  some  conclusions  as'to  the 
causes  of  the  failure  of  so  large  a  number  to  comply ^with^the  pro- 
visions of  the  statutes. 

In  the  first  place,  the  ratio  of  the  population  of  the  cities  and 
towns  failing  to  report  in  each  of  the  foregoing  classes  as  compared 
with  the  total  population  of  the  towns  of  each  class  shows  that  the 
cities  and  large  towns  have  complied  with  the  provisions  of  the  act 
much  more  generally  than  the  small  towns. 

In  Class  I.,  the  cities,  Holyoke  is  the  only  city  failing  to  comply, 
and  its  population,  by  census  of  1890,  constitutes  but  2.5  per  cent, 
of  the  population  represented  in  Class  I. 

In  Class  II.  the  population  of  the  ten  towns  failing  to  report 
was  25.7  per  cent,  of  the  total  population  of  the  towns  of  that 
class. 

In  Class  in.  the  population  of  the  ninety-one  towns  failing  to 
report  was  48  per  cent,  of  the  total  population  of  the  towns  of  that 
class. 
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Id  Class  lY.  the  population  of  the  seventy-three  towns  failing  to 
report  was  75  per  cent,  of  the  total  population  of  the  towns  of  that 
class. 

This  great  difference  between  the  action  of  the  authorities  of  cities 
and  of  small  towns  in  this  matter  suggests  two  definite  reasons  for 
the  considerable  degree  of  non-compliance  with  the  terms  of  the 
statute. 

1.  The  non-existence  of  separate  local  boards  of  health  in  small 
towns  having  an  organization  for  sanitary  purposes  only.  An 
inquiry  of  the  State  Board  made  a  few  years  since  showed  that 
boards  of  health  independent  of  the  selectmen  existed  in  only  one-half 
of  the  towns  in  the  State.  This  being  the  case,  the  selectmen  act- 
ing as  boards  of  health  are  largely  interested  in  matters  of  an 
economic  or  administrative  character  not  closely  related  to  the  pub- 
lic health,  and  as  a  consequence  matters  pertaining  to  the  health  of 
towns  are  much  neglected,  and  among  them,  undoubtedly,  the  re- 
porting of  cases  of  infectious  diseases. 

Many  attempts  to  remedy  this  defect  by  legislative  action  have 
been  made  in  past  years,  but  with  little  success. 

2.  As  a  matter  of  fact  infectious  diseases  do  not  prevail  in 
sparsely  settled  populations  to  so  great  an  extent  as  among  the 
densely  settled  suburban  districts,  so  that  there  were  undoubtedly 
some  of  the  very  small  towns  in  which  none  of  the  specified  diseases 
occurred  during  the  year.  This  fact  is  brought  out  very  clearly  in 
the  twenty-third  report  of  the  Board  (1891),  wherein  is  shown  the 
relation  of  the  mortality  from  eight  different  diseases,  most  of  them 
of  the  infectious  class,  to  the  density  of  the  population. 

While  the  mortality  does  not  necessarily  represent  the  prevalence 
of  disease  it  bears  a  very  close  relation  to  it.  In  that  report  it 
was  shown  that  for  a  period  of  twenty  years  (1871-90)  there  were 
two  towns  in  the  State  in  which  there  had  been  no  deaths  from 
diphtheria  and  croup,  fifteen  towns  in  which  there  had  been  no 
deaths  from  scarlet-fever,  one  town  in  which  there  had  been  no 
deaths  from  typhoid  fever,  183  towns  in  which  there  had  been 
no  deaths  from  small-pox  and  ninety-five  towns  in  which  there  had 
been  no  deaths  from  measles. 
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The  follawing  report  comprises  the  work  of  the  Board  for  the  year 
ending  Sept.  30,  1893,  in  the  inspection  of  food  and  drags. 

The  force  employed  in  this  department  of  work  was  the  same  as 
that  of  the  previous  year,  and  consisted  of  the  following :  — 

Dr.  Chables  P.  Worcester, Analyst. 

Prof.  Charles  A.  Goessmank, Analyst, 

Mr.  Albert  £.  Leach, AasiitarU  Analyst. 

John  H.  Terry, Inspector, 

John  F.  McCaffrey, Inspector. 

Horace  F.  Davis, ,    Inspector. 

The  work  of  the  Board  in  this  department  has  been  conducted 
daring  the  year  in  the  laboratory  at  994  Washington  Street,  Boston, 
temporarily  occupied  for  this  purpose  until  the  new  laboratory  in 
the  State  House  Extension  is  completed. 

Th6  whole  number  of  samples  of  food  and  drugs  examined  during 
the  year  was  6,409,  making  the  whole  number  examined  53,573  for 
the  entire  period  since  the  enactment  of  the  general  food  and  drug 
acts  in  1882.  This  number  (6,409)  was  greater  than  that  of  any 
previous  year. 

The  following  summary  embraces  the  work  done  during  the  year :  — 

Number  of  samples  of  milk  examined, 8,073 

Number  of  samples  above  standard, 1,545 

Namber  of  samples  below  standard, 1,528 

Percentage  of  adulteration  or  deficiency, 49.7 

Number  of  samples  of  other  kinds  of  food  (not  milk),       ....  8,009 

Number  of  samples  above  standard, 2,687 

Number  of  samples  below  standard, 872 

Percentage  of  adulteration, 12.8 

Number  of  samples  of  drugs  examined, 827 

Number  of  samples  of  good  quality, 228 

Number  of  samples  adulterated,  as  defined  by  the  statutes,        ...  99 

Percentage  of  adulteration, 80.8 

Total  examinations  of  food  and  drugs, 6,409 

Total  examinations  of  good  quality, 4,410 

Total  examinations  not  confoi-ming  to  the  statutes, 1,999 

Percentage  of  adulteration, 81.2 
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It  would  be  manifestly  impossible  from  the  statistics  prescDted  in 
the  foregoing  table  to  form  a  definite  conclusion  either  in  relation  to 
the  extent  of  adulteration  of  food  which  exists  in  Massachusetts  or 
of  its  rehtire  preralenee  when  the  same  statistics  are  compared  with 
those  of  other  countries  conducting  a  similar  line  of  work. 

The  reasons  for  the  very  marked  contrast  between  the  resnlts 
reported  by  the  British  analysts  and  those  of  Massachusetts  are 
fitated  in  the  last  Report  of  the  Board  (24th  report,  p.  608),  and 
one  of  these  reasons  appears  to  be  shown  more  clearly  in  the  present 
report  wherein  the  general  table  of  statistics  has  been  rearranged  in 
such  a  manner  as  to  present  the  ratio  of  adulteration  of  **  other  sam- 
ples of  food,"  not  including  milk. 

To  what  extent  the  legal  standard  of  milk  in  Massachusetts  affects 
the  ratio  of  adulteration,  as  published  in  the  foregoing  table,  maybe 
shown  by  the  following  statement. 

Out  of  2,235  samples  of  milk  taken  by  the  inspectors  of  the  Board 
in  the  years  1886-1889,  the  total  solids  of  which  were  known,  and 
all  of  which  contained  less  than  13  per  cent,  of  solids,  1,504  or  67.3 
per  cent,  contained  from  12  to  13  per  cent,  of  solids.  Nearly  all  of 
these  and  many  more  would,  under  the  standards  of  most  countries 
which  have  adopted  a  standard,  have  been  deemed  to  be  milk  of  good 
standard  quality,  since  the  standard  in  most  countries  is  11.50  of  total 
solids.  But  in  Massachusetts  all  of  this  number,  except  those  which 
were  collected  in  the  months  of  May  and  June,  must  be  reckoned  as 
adulterated  milk.  The  effect  of  this  statutory  provision  upon  the 
published  ratio  of  adulteration  consequently  gives  to  our  published 
statistics  an  unfavorable  showing,  which  at  the  first  glance  might  be 
easily  misconstrued.  The  statistics  presented  in  Dr.  Worcester's 
report  for  the  present  year  still  further  confirm  this  statement. 

As  a  matter  of  fact,  however,  actual  or  intentional  adulteration  of 
this  most  important  article  of  food  is  much  less  common  than  it  was 
found  to  be  at  the  beginning  of  the  period  of  active  enforcement  of 
the  laws  relating  to  food  and  drug  inspection. 

The  continuous  work  of  the  Board  and  the  marked  improvement 
in  local  inspection  in  cities  have  effected  a  marked  change,  which 
nothing  but  vigilant  and  continuous  supervision  could  have  accom- 
plished. 
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What  is  Adulterated  Milk  f 

The  high  percentages  of  samples  of  milk  which  are  shown  by  the 
<>o]itinaoas  reports  of  the  Board  to  be  below  the  legal  standard  of  13 
per  cent,  of  solids  make  it  necessary  to  make  an  occasional  statement 
of  the  cause. 

The  term  <<  adulterated  milk,"  under  the  statutes  of  Massachusetts, 
may  signify  milk  which  is  simply  below  the  legal  standard  of  13  per 
cent,  of  solids  and  nothing  more,  or,  in  other  words,  a  natural  milk. 
Just  as  produced  by  the  cow,  having  no  other  disqualification  except 
its  deficiency  in  total  solids.  The  ** percentage  of  adulteration'' 
reported  by  the  Board  in  its  monthly  bulletins  is  largely  made  up  of 
this  class  of  samples. 

The  second  form  of  << adulterated  milk"  consists  of  milk  which 
has  been  subjected  to  certain  alterations  by  human  interference. 
These  are  chiefly  the  addition  of  water,  the  removal  of  cream,  the 
addition  of  coloring  matter  and  of  substances  employed  to  preserve 
the  milk  from  souring. 

This  second  class  is  very  much  smaller  in  number  than  the  former 
class.  It  is  not  practicable  to  separate  the  two  classes  and  to  draw 
an  exact  line  between  them,  but  it  is  certain  that  the  ratio  of  the 
class  of  samples  intentionally  adulterated  is  very  much  less  than  it 
was  before  active  measures  were  taken  for  the  suppression  of  such 
conditions. 

In  1884  the  Board  made  a  large  number  of  examinations  of  natural 
milk,  the  samples  in  all  cases  being  collected  by  inspectors  who  wit- 
nessed the  milking.  From  the  results  of  these  analyses  it  would  be 
safe  to  say  that  out  of  100  samples  taken  at  random  from  100  animals 
throughout  the  diflerent  dairies  in  the  State  under  varying  conditions 
of  breed,  of  age,  time  of  year  and  methods  of  feeding,  about  thirty 
would  prove  to  be  below  the  legal  standard  of  13  per  cent,  of 
solids. 

Among  this  30  per  cent,  of  animals  the  ratio  of  Holstein  cows 
would  probably  be  greater  than  the  ratio  of  such  cows  among  the  70 
per  cent,  whose  milk  is  found  to  be  above  the  legal  standard. 

Very  careful  attention  has  been  given  to  this  subject  in  other 
countries,  where  the  subject  of  milk  inspection  is  deemed  of  very 
high  importance,  both  in  its  sanitary  and  in  its  economic  rela- 
tions. 
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In  a  recent  article  in  the  Zeitschrift  fur  Fleiach  und  MQch  Hy^ 
gienej  Dr.  Martiny  states  that  the  percentage  of  the  varioas  constit- 
uents of  milk  to  be  used  as  a  standard  must  be  determined  bj  the 
average  percentage  found  in  a  given  district  ^  since  this  may  vary 
somewhat.  Milk  in  North  Germany  is  not  quite  so  rich  in  solids  aft 
that  of  South  Germany,  and  in  the  former  it  shows  an  average  of 
8.3  per  cent,  of  fat  in  12  per  cent,  of  dried  solids,  with  a  specific 
gravity  of  1031.5,  while  in  the  latter  the  average  solids  are  12.4  per 
cent,  and  the  fat  3.5. 

The  same  writer  states  his  belief  that  the  percentage  of  ftits  may 
be  increased  to  more  than  4  per  cent,  in  a  total  of  13  or  14  per  cent, 
of  solids  by  appropriate  feeding. 

The  methods  of  feeding  employed  in  many  of  the  dairies  which 
furnish  the  milk  supply  of  our  large  cities  are  those  which  are  in- 
tended to  secure  an  increased  quantity  of  milk  at  the  expense  of  its 
quality,  and  the  selection  of  breeds  of  cows  whose  milk  is  notoriously 
poor  in  quality  acts  in  the  same  direction  of  impoverishing  the  quality 
of  the  milk. 

In  commenting  upon  the  difficulty  of  subjecting  to  inspection  the 
entire  milk  supply  of  a  city  at  frequent  intervals,  Martiny  concludes 
that  — 

1.  The  sale  of  milk  should  only  be  allowed  by  officially  desig- 
nated dealers,  and  in  order  to  facilitate  frequent  inspection  he  sug- 
gests the  limitation  of  the  number  of  vendors  of  milk  as  is  done  in 
England  and  in  Italy. 

2.  Dealers  should  give  evidence  of  an  intelligent  knowledge  of 
the  requirements  necessary  for  the  sale  of  pure  milk  both  firom  a 
sanitary  and  from  an  economic  point  of  view. 

3.  Milk  inspection  should  not  be  confined  to  market  milk  bat 
should  extend  to  the  dairies. 

4.  In  every  city  a  well-equipped  laboratory  should  be  maintained 
for  the  scientific  examination  of  milk. 

It  is  gratifying  to  know  that  since  the  enactment  of  the  general 
statute  of  1882  (chap.  263),  and  the  work  which  has  followed  dar- 
ing the  ten  years  or  more  which  have  elapsed,  very  much  more 
attention  has  been  given  to  milk  inspection  by  local  authorities. 
Several  of  the  principal  cities  of  the  State  employ  the  services  of 
trained  inspectors  who  devote  either  the  whole  or  a  considerable 
portion  of  their  time  to  the  careful  analysis  of  milk  by  laboratory 
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methods,  and  the  number  of  such  cities  which  find  it  to  be  for  their 
interest  to  employ  a  trained  inspector  is  gradually  increasing. 

The  report  of  the  analyst  also  shows  that  the  artificial  coloring  of 
milk,  once  quite  a  common  practice  in  the  large  cities,  is  now  very 
rarely  found,  the  vigorous  warfare  against  this  objectionable  form 
of  adulteration  having  practically  suppressed  it. 

Among  the  examinations  of  milk  reported  by  the  analyst  special 
attention  is  called  to  the  report  upon  condensed  milk,  an  article 
which  is  now  largely  used  and  has  a  wide  field  of  usefulness  as  a 
convenient  form  of  food  for  special  purposes. 


Food,  other  than  Milk. 

In  the  examination  of  other  kinds  of  food  during  the  year  special 
attention  has  been  given  to  the  examination  of  the  most  important 
and  widely  used  of  all  foods  —  bread  ;  and  also  of  cheese,  ainother 
valuable  article  of  nutriment. 

The  points  of  interest  noted  in  regard  to  bread  are  the  weight  of 
loaves,  the  percentage  of  water  and  of  solids,  the  per  cent,  of  ash 
in  terms  of  solids,  the  acidity  and  the  price  charged  for  each  loaf. 

The  average  weight  of  loaves  was  found  to  be  404  grammes,  or 
13^  ounces. 

The  per  cent,  of  moisture  was  quite  uniform,  in  most  instances 
being  about  42  or  43  per  cent,  of  the  weight  of  the  loaf,  leaving  57 
or  58  per  cent,  of  solids. 

The  price  was  quite  uniformly  five  cents  per  loaf,  rarely  four 
cents,  for  loaves  of  ordinary  size  and  weight. 

No  adulterations  are  mentioned  by  the  analyst,  and  at  the  low 
price  of  flour  in  the  United  States  the  adulteration  of  flour  or  of 
bread  is  of  extremely  rare  occurrence. 

The  examination  of  samples  of  cheese  showed  a  fairly  uniform 
quality  and  price,  the  latter  being  at  sixteen  cents  per  pound. 

Omitting  four  samples  of  special  soi*ts,  the  average  total  solids 
were  found  to  be  66.3  per  cent.,  the  fat  35  per  cent.,  the  solids,  not 
fat,  31.3  per  cent.,  and  the  water  33.6  per  cent. 
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The  following  tables  present  the  usual  statistics  relative  to  the 
notices  sent  by  the  Board  to  parties  (usually  retailers)  from  whom 
samples  of  adulterated  food  or  drugs  have  been  obtained  during  die 
year : — 

CUies  and  Towns  to  which  Notices  were  sent  on  Account  of  AduUerated  ArUeUs  (tf 

Food  other  than  Milk, 


Adams, 4 

Boston, 43 

Cambridge, 17 

Everett, 1 

Fall  River, 17 

Gilbertville, 2 

Gloucester, 6 

Holyoke, 4 

Hopedale, 1 

Lowell, 1 

Medford, 1 


New  Bedford, 
North  Adams, 
North  Brookfield, 
Orange, . 
Pittsfield, 
Taunton, 
Ware,    . 
Webster, 


Total, 


Hi 


Cities  and  Towns  to  which  Notices  were  sent  on  Account  of  AduUeraUd  Milk, 


Boston,  . 

r      10 

Brockton, 

1 

Brookline, 

1 

Cambiidge, 

87 

Canton,  . 

1 

Chelsea, 

10 

Dedham, 

7 

Everett, . 

10 

Fall  River, 

6 

Fitchburg, 

4 

Gloucester, 

15 

Grafton, 

1 

Hyde  Park, 

6 

Lawrence, 

3 

Littleton, 

2 

Lynn,     . 

22 

Maiden, . 

21 

Marblehead, 

2 

Medfield, 

8 

Medford,       , 

6 

Milford, 

2 

Nantasket  Beach, 

2 

New  Bedford 

1 

2 

Newton, 6 

Norwood, 2 

Orange, 1 

Pittsfield, 1 

Plymouth, 2 

Provincetown,        ....  3 

Quincy, 8 

Revere, 7 

Salem, 13 

Salisbury  Beach,   ....  1 

Somerville, 31 

South  Framingham,      ...  1 

Springfield, 3 

Stoneham, 1 

Taunton, 1 

Walpole, 1 

Waltham, 2 

Watertown, 3 

Wobum, 15 

Worcester, 5 

Total, m 
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Cities  and  Towns  to  which  Notices  were  sent  on  Account  of  Adulterated  Drugs. 


Adams, 1 

Aniherst, 2 

Boston,  .  .17 

Brookline, 1 

Gloucester, 3 

Millis, 1 

New  Bedford,        ....  2 


North  Adams, 
Palmer, . 
Provineetown, 
Springfield,   . 
Taunton, 


Total, 


1 
1 
1 
1 
5 

36 


Prosecutions. 

Id  the  last  report  a  condensed  summary  of  the  prosecations  con- 
dacted  by  the  Board  for  the  entire  period  since  the  enactment  of  the 
food  and  dnig  statutes  was  presented.  The  same  table  is  herewith 
published,  together  with  the  results  of  the  prosecutions  of  the  year 
ending  Sept.  30,  1893 :  — 


Number 

of  Complaints  Entered  in  Court. 

Food 

Tear. 

not  Indadiiig 
MUk. 

Drags. 

MUk. 

ToUL 

ConTictloBi. 

Flnei  Imposed. 

1883,  . 

. 

6 

4 

9 

8 

-t 

1884,  . 

2 

1 

46 

48 

44 

-t 

1885,* 

60 

1 

68 

119 

103 

-t 

1886,t 

10 

- 

10 

20 

19 

•t 

1887,  . 

80 

- 

34 

64 

60 

-t 

1888,  . 

22 

- 

43 

66 

61 

#2,042  00 

1889,  . 

74 

- 

66 

140 

124 

3.889  00 

1890,  . 

78 

- 

24 

102 

96 

3,919  00 

1891,  . 

96 

6 

49 

150 

136 

2,668  00 

1892,  . 

62 

12 

72 

136 

123 

3.661  70 

1893,  . 

26 

3 

67 

96 

92 

2,476  00 

Totals, 

• 

440 

27 

482 

949 

866 

18,666  70 

*  To  May  1, 1886.  t  Four  months  only.  X  No  record  kept. 

Batio  of  convictions  to  complaints,  91.1  per  cent* 

Note.  —  All  complaints  entered  before  May  1,  1886,  were  under  the  direction 
of  the  Board  of  Health,  Lunacy  and  Charity,  and  all  after  that  date  were  under 
Uie  direction  of  the  State  Board  of  Health. 
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Under  the  provisions  of  chapter  289  of  the  Acts  of  1884,  which 
require  the  Board  to  report  annually  to  the  Legislature  the  **  num- 
ber of  prosecutions  made  under"  the  food  and  drug  acts,  **  and  an 
itemized  account  of  all  money  expended  in  carrying  out  the  pro- 
visions thereof/'  the  following  report  was  transmitted  to  the  General 
Court  in  January,  1894 :  — 

Officb  of  thb  Statb  Board  of  Health, 

13  Bbacom  Stbbbt,  Boston,  Janiuu7,  18M. 

To  the  Honorable  Senate  and  House  of  Representatives  of  the  CommonweaUh  cf 
Massachusetts^  in  General  Court  assembled. 

The  following  summary  is  made  in  compliance  with  the  provisions 
of  chapter  289,  section  2,  of  the  Acts  of  1884,  requiring  the  State 
Board  of  Health  to  <<  report  annually  to  the  Legislature  the  number 
of  prosecutions  made  under  chapter  263  of  the  Acts  of  1882,  and  an 
itemized  account  of  all  money  expended  in  carrying  out  the  provi- 
sions thereof." 

The  whole  number  of  prosecutions  made  by  authority  of  the  Board 
against  offenders,  under  the  provisions  of  the  food  and  drug  acta, 
for  the  year  ending  Sept.  30,  1893,  was  96. 

The  cities  and  towns  in  which  the  articles  were  sold,  and  in 
respect  to  which  complaints  were  entered  in  court,  the  character  of 
the  articles  found  to  be  adulterated,  or  fraudulently  sold,  the  dates 
of  the  trials  and  their  result,  are  presented  in  the  following  table :  — 


Milk  and  Milk  Products. 
Complaints  Entered  for  Fraudulent  Sales  of  Milk, 


Placx. 

Datb. 

Bxtuu. 

Boston,    . 

.    Aug.      1,  1893, 

Convicted 

Cambridge, 

.     June      9,  1893, 

(( 

Cambridge, 

.     June     17,  1893, 

(i 

Chelsea,  . 

.     March  24,  1893, 

i» 

Fall  River, 

.     April   27,  1893, 

u 

Fall  River, 

.     May       4,  1893, 

ii 

Fall  River, 

.     May       4,  1893, 

i( 

Fall  River, 

.     May       4,1893,         .     . 

44 

Fall  River, 

.     May       4,  1893, 

44 

Fall  River, 

.     June    20,  1893, 

44 

Salem,     . 

.     AprU   29,  1893, 

44 

Salem,     . 

.     April   29,  1893, 

44 

Salem,     . 

.     April    29,  1893, 

44 
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For  Fraudulent  Sales 

of  Jft7A:— Continued. 

Placb. 

Datb. 

RCflULT. 

Salem,     .         .    • 

.    April 

29,  1893, 

.     Convicted. 

Salem,     . 

.     June 

26,  1893, 

(i 

Salem,     . 

•    Aug. 

28,  1893, 

(C 

Salem,     . 

.    Aug. 

28,  1893, 

t4 

Salem,     • 

•     Aug. 

28,  1893, 

C( 

Taunton, 

.     July 

29,  1893, 

(4 

Taunton, 

.     July 

29,  1893, 

(( 

Gloucester, 

.     Jan. 

8,  1893, 

•      (( 

Gloucester, 

.     Aug. 

2,  1893, 

ii 

Gloucester, 

.     Aug. 

81,  1893, 

iC 

Quincy,   . 

.     Aug. 

24,  1893, 

<» 

Quincy,   . 

.     Aug. 

24,  1893, 

i( 

Chicopee, 

•    June 

9,  1893, 

i( 

Woburn, 

•     Nov. 

16,  1892, 

4C 

Spencer,  . 

.    Oct. 

18,  1892, 

44 

Hardwick, 

•     Oct. 

5,  1892, 

C( 

Lee, 

.    Oct. 

25,  1892, 

(( 

Carlisle,  . 

.     Nov. 

25,  1892, 

44 

North  Adams, . 

.     Nov. 

10,  1892, 

44 

Greenfield, 

.     Nov. 

11,  1892, 

(4 

Oakham,  • 

•    Jan. 

28,  1893, 

44 

Canton,  . 

•     Jan. 

11,  1893, 

44 

Dedham, . 

.     Feb. 

23,  1893, 

44 

Sutton,    • 

.     March  24,  1893, 

44 

Berlin,     . 

.     May 

50,  1893, 

44 

Topsfleld, 

.     May 

20,  1893, 

44 

Walpole, 

.    June 

13,  1893, 

44 

Walpole, 

.    June 

13,  1893, 

44 

Walpole, 

.     Sept. 

7,  1893, 

44 

Dover,     . 

.    June 

3,  1893, 

44 

Upton,     . 

.     July 

31,  1893, 

(4 

Upton,     . 

.    July 

31,  1893, 

44 

Westport, 

.    July 

26,  1893, 

44 

Westport, 

.     July 

26,  1893,     Plea  ( 

3f  nolo  contendere. 

MiUis,      . 

.    Aug. 

25,  1893, 

.     Convicted. 

Medfield, 

.     Aug. 

25,  1893, 

Medfield, 

.     Aug. 

25,  1893, 

Medfield, 

.     Aug. 

25,  1893, 

Norwood, 

•     Sept. 

2,  1893, 

Norwood, 

.     Sept. 

7,  1893, 

Norwood, 

.     Sept. 

80,  1893, 
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For  Fraudulent  Sales  of  MUk — Concladed. 


Placb. 

In  Mendon, 
Mendon, 
Upton,     . 
Upton,     • 
Wrentham, 
Provincetown, 

Date. 

•  Sept.      2,  1893, 
.     Sept.      2,  1893, 

•  Sept.      2,  1893, 
.     Sept.      2,  1893, 
.     Sept.    25,  1893, 
.     Sept.      1,  1893, 

Total,  61  cases. 

Rksult. 

.     Convicted. 

(( 
(( 

Ci 

4» 

For  Fraudulent  Sales  of  Butter. 

In  Boston,    . 
Boston,    . 
Lowell,    . 
Lowell,    . 
Lowell,    . 
Lowell,    . 

.     Dec.     28,  1892, 
.     March  22,  1893, 
.     Jan.     21,  1893, 
.     Jan.     21,  1893, 
.     Jan.     21,  1893, 
.    Jan.     21,  1893, 
Total,  6  cases. 

•     Convicted. 

(( 

4t 

4( 

Other  Articles  of  Food. 

Maple  Syrup. 

In  Boston,    . 
Fall  River, 
Fall  River, 

. 

.    March  21,  1893, 
.     April    27,  1893, 
.     May       4,  1893, 

Maple  Sugar. 

•    Acquitted. 
.     Convicted. 

In  Boston,    . 
Boston,    . 

• 

.     April    19,  1893, 
.    AprU    19,  1893, 

Honey. 

.     Convicted. 

In  Boston,    • 

.    Oct.     11,  1892, 
Coffee. 

.     Convicted. 

In  Boston,    . 
Boston,    • 
Boston,   . 
North  Adams, . 
North  Adams,  • 
Hardwick  (Gilb 

>ertville) , 

.    Nov.    29,  1892, 
.     Dec.     15,  1892, 
.     March  21,  1893, 
.     Oct.      20,  1892, 
.     Dec.     17,  1892, 
.     Oct.     31,  1892, 

•    Convicted. 
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Mdasses* 

Pl^OB.  DATS.  BbSULT. 

In  Taonton,  .        .        .     Sept.    23,  1893,        .        .    Convicted. 

Fall  River,       .         .         .    June    20,  1893,         .         .  " 

Fall  River,       .         .         .    June    20,  1893,         .         .  ** 

Cassia. 
In  Fall  River,       .        .        .    April   20,  1893,        .        .    Convicted. 

Cloves. 
In  Hardwick  (Gilbertville),.    Oct.     31,1892,        .        .    Convicted. 
North  Adams,  .        .    Dec.     17,  1892,        .        .  " 

Pepper. 

In  Hardwick  (Gilbertville), .    Oct.     81,  1892,  .  .  Convicted. 

Fall  River,       .        .        .    April   20,  1893,  .  .  Acquitted. 

Taunton,         .        .        .     Sept.    23,  1893,  .  .  Convicted. 

Mustard. 

In  North  Adams,          .        •    Dec.     17,  1892,  .  .  Convicted. 

Boston,   ....     March  21,  1893,  .  .            " 

Gloucester,      .        .        .    Aug.      2,  1893,  .  .            " 

Cream  of  Tartar. 
In  Hardwick  (Gilbertville),.    Oct.     31,1892,        .        .    Convicted. 
Boston,    ....     Nov.    29,  1892,        .        .  '* 

Total,  26  cases. 

Drugs. 

In  Pittsfield,         .         .        .     Nov.    17,  1892,  .  .  Acquitted. 

North  Adams, .         .         .    Nov.    10,  1892,  .  .  Convicted. 

Boston,    ....    April     7,  1893,  .  .  ** 

Total,  3  cases. 

Summary. 

Complaints  entered  in  court  under  the  acts  relating  to  inspec- 
tion of  milk  and  milk  products, 67  cases. 

Other  articles  of  food, 26    " 

Drugs, 3    « 

Total, 96  cases. 
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StTMMARY. 

The  whole  number  of  complaints  entered  by  the  State  Board  of 
Health  in  the  courts  of  the  Commonwealth  against  parties  for  viola- 
tion of  the  acts  relating  to  food  and  drug  inspection  was  96.  In 
92,  or  95.8  per  cent,  of  these,  the  parties  were  convicted.  Four 
were  discharged,  either  in  the  lower  or  in  the  upper  courts. 

Of  the  foregoing  cases,  61  were  for  violation  of  the  laws  relating 
to  milk  adulteration,  of  which  number  60  resulted  in  conviction. 

Nearly  all  of  the  cases  entered  for  violation  of  the  statutes  relat- 
ing to  the  sale  of  milk  were  entered  under  the  statute  which  pro- 
vides that  milk  offered  for  sale  shall  be  of  good  standard  quality, 
the  standard  being  defined  by  law. 

Six  complaints  were  entered  under  the  oleomargarine  laws,  each 
of  which  resulted  in  conviction. 

There  were  also  twenty-six  complaints  for  fraudulent  sales  of 
other  aiticles  of  food,  in  all  of  which  except  two  the  parties  were 
convicted.  In  one  of  these,  a  complaint  for  fraudulent  sale  of  maple 
syrup,  it  was  claimed  that  the  crate  or  wholesale  package  was 
marked  with  the  word  *' compound,"  although  the  retail  package 
had  no  such  mark  to  indicate  the  character  of  its  contents.  This 
is  only  one  of  many  instances  which  illustrate  the  difficulties  which 
are  liable  to  arise  under  the  provision  by  which  certain  articles  may 
be  sold  of  an  inferior  quality,  <<  provided  that  the  same  are  not 
injurious  to  health,  and  are  distinctly  labelled  as  mixtures  or  com- 
pounds." 

The  articles  of  food  embraced  in  the  foregoing  list  were  the  fol- 
lowing :  — 

Maple  sjTup,  3  cases ;  maple  sugar,  2 ;  honey,  1 ;  coffee,  6 ; 
molasses,  3 ;  cassia,  1 ;  cloves,  2 ;  pepper,  3 ;  mustard,  3 ;  cream 
of  tartar,  2. 

Of  the  samples  of  drugs  which  were  the  cause  of  complaints  at 
court,  one  case  was  for  refusal  to  furnish  samples  to  an  inspector; 
another  was  for  a  sale  of  a  poisonous  cosmetic ;  and  the  other  was 
for  a  sale  of  McMunn's  Elixir,  which  was  not  properly  marked  with 
a  poison  label,  in  compliance  with  the  Statute  of  1888  (chapter 
209). 

The  standard  of  whole  milk  in  Massachusetts  is  13  per  cent,  of 
solid  residue,  except  in  the  months  of  May  and  June,  when  it  is  12 
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per  cent.     The  following  list  presents  the  total  solids  in  the  sam- 
ples of  milk  upon  which  complaints  in  court  were  founded :  — 

4.72  9.80  10.83  10.70  11.15 


8.25 

9.82 

10.40 

10.73 

11.16 

8.48 

9.82 

10.40 

10.75 

11.20 

8.85 

9.95 

10.45 

10.79 

11.30 

9.15 

10.02 

10.50 

10.80 

11.85 

9.29 

10.21 

10.50 

10.94 

11.48 

9.31 

10.21 

10.55 

11.00 

11.48 

9.85 

10.25 

10.56 

.  11.04 

11.52 

9.44 

10.26 

10.60 

-11.12 

11.74 

9.56 

10.26 

10.63 

11.12 

18.88 

The  total  number  of  samples  of  food  and  drugs  examined  during 
the  year  was  as  follows :  — 

MUk, 8,224 

Other  articles  of  food, 8,009 

Drugs, 827 

Total, 6,560 

Total  expenses  of  collection,  examination  and  prosecution,  .  $10,454  11 

Average  expense  per  sample  collected,          .        •        •        .  1  59 


Fines. 

The  amount  of  the  fines  paid  into  the  treasuries  of  counties,  cities 
and  towns  under  the  provisions  of  the  general  and  special  laws  rela- 
tive to  the  inspection  of  food  and  drugs  was  as  follows :  — 

Fines  paid  for  Violation  of  the  Food  and  Drug  Acts,  upon  Cases  entered  for 
the  Year  ending  Sept,  30,  1893, 

Under  the  provisions  of  the  laws  relating  to  milk  and  milk 

products, $1,991  00 

Under  the  provisions  of  laws  relative  to  other  articles  of  food,  459  00 

Under  the  provisions  of  laws  relative  to  drugs,      ...  26  00 


Total, $2,476  00 
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EXPENDITUBES 

Ufider  the  Provisions  of  the  Food  and  Drug  Ads  during  the  Tear  ending  8^ 

30, 1893. 


Fob  thb  Extobckmbr  aw  thx  Statchi 

BBLATna  TO  Food  axd  Dbo> 

laapBcnov. 


BelAdre  to  IfOk 
and  MOk  Prodocti. 


KelstlTetoOlte 
Kinds  of  Fooiaal 


Salaries  of  analysts, 

Salaries  of  inspectors, 

Travelling  expenses  and  purchase  of  samples, 
Apparatus  ana  chemicals,     .... 
Rent  at  Harvard  Medical  School, 
Chemical  analysis  (by  other  chemists). 
Furniture  and  fittings  at  laboratory,    . 

Legal  services, 

Printing, 

Gas, 

Extra  services, 


Total, 


t2,700  00 

2,400  00 

997  05 

145  00 

75  00 

20  00 

45  00 

4  85 

20  00 


16,406  90 


$1,700  00 

1,500  00 

664  70 

90  63 

50  00 

200 

6  53 


13  as 

20  00 


(4,047  21 
6.406  90 


$10,454  11 


SAM'L  W.   ABBOTT, 

SecrtioTy. 
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REPORT  OF  DR.   C.   P.   WORCESTER,  ANALYST. 


Dr.  S.  W.  Abbott,  Secretary  of  the  State  Board  of  Health. 

Deab  Sir  :  —  I  have  the  honor  to  present  my  report  on  the 
analysis  of  food  and  drugs  for  the  year  ending  Sept.  30,  1893. 

The  work  during  this  year  has  been  done  in  the  room  rented  by 
the  Board  for  the  purpose,  at  994  Washington  Street.  The  labora- 
tory has  proved  sufficient  for  the  ordinary  routine  work,  but  for  any 
investigation  involving  special  apparatus  its  resources  are  too  limited. 
The  routine  analysis  this  year  has  been  similar  to  that  of  previous 
years. 

Milk. 


ToUl 
Milks  Col- 
lected. 

Above 
SUndanL 

Bekm 
SUDdard. 

Percent 

Below 

SUndard. 

Lowest 
Sample. 

Nnmberof 

Skimmed 

Mllka. 

CitiM 

TOWM, 

BaipecUd  prodacera 

1.081 

689 

482 

21 

1.001 

876 

160 

10 

080 

264 

828 

11 

48.1 
41.8 
67.0 
62.4 

7.42 
0.10 
4.72 

18 
2 

Toul  milks 

8,073 

1,646 

1,628 

40.7 

4.72 

16 

The  percentage  of  samples  below  standard  is  49.7,  practically  the 
same  as  that  of  last  year,  which  was  48.2  per  cent. 

The  relative  advantages  of  the  various  processes  for  the  analysis 
of  milk  have  been  discussed  at  great  length  in  the  many  text-books 
and  in  meetings  of  analysts  the  world  over.  For  the  purpose  of  . 
determining  the  total  solids  there  is  no  readier  method  that  is  rea- 
sonably accurate  than  the  evaporation  of  a  weighed  quantity  of  milk 
over  steam  in  flat-bottomed  platinum  capsules.  The  determination 
of  the  fat  by  benzine  extraction  of  this  dry  residue  has  proved  an 
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easy  method,  but  it  is  accurate  within  rather  wide  limits,  and  there 
is  an  element  of  danger  in  the  evaporation  of  large  quantities  of  ben- 
zine in  the  laboratory. 

These  objections  are  met  by  the  so-called  Babcock  process  for  the 
estimation  of  fat  which  we  have  adopted  during  this  year.  This 
process  is  too  universally  known  and  accepted  to  require  any  descrip- 
tion. It  depends  upon  the  decomposition  by  sulphuric  acid  of  the 
proteids  of  a  measured  quantity  of  milk  and  the  subsequent  separa- 
tion of  the  clear  fat  in  a  form  to  be  easily  measured.  The  complete 
separation  of  the  fat  is  accomplished  by  means  of  a  centrifugal 
rotator. 

The  actual  work  involved  in  this  process  is  but  little  more  than  in 
the  benzine  extraction,  and  the  results  are  much  more  accurate. 
The  accuracy  of  the  process  is  universally  admitted.  In  compara- 
tive analyses  our  experience  has  been  that  the  fat  by  the  Babcock 
method  has  always  exceeded  that  found  by  the  benzine  extraction, 
while  it  closely  agrees  with  the  accurate  but  tedious  «*  Adams  proc- 
ess," in  which  a  weighed  quantity  of  milk  is  dried  on  a  coil  of  c.  p. 
filter-paper,  and  is  subsequently  treated  with  ether  or  benzine  in  a 
Soxhlet  extraction  apparatus. 

The  Babcock  process  is  particularly  useful  in  estimating  the  fat 
of  skimmed  or  of  sour  milk,  for  the  old  benzine  extraction  of  the 
dried  solid  residue  in  these  instances  has  always  been  most  unsatis- 
factory, since  the  residue  is  so  hard  and  solid  in  the  case  of  skimmed 
or  sour  milk  that  the  fat  solvent  has  difficulty  in  penetrating. 

As  in  previous  years  the  determination  of  fat  has  been  confined  to 
the  poorer  samples. 

There  have  been  found  this  year  but  few  specimens  of  milk  sophis- 
ticated with  artificial  coloring  or  preservatives.  The  color  used  in 
these  cases  was  annatto ;  the  preservative,  boracic  acid. 

The  following  tables  show  in  detail  the  result  of  the  analysis  of 
milk  from  the  cities  and  towns  of  the  State  in  which  collections  were 
made  (excepting  the  four  western  counties),  and  also  from  suspected 
producers. 
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Milk  fbom  Cities. 


Cim«. 


ToUl 

MUks  col- 

lecled. 


Abore 
SUndanL 


Bekm 
Standard. 


Percent. 

Below 
Standard. 


ToUl 
Solids  In 
Lowest 
Sample. 


Nnmberof 
Skimmed 


Boston, 
Brockton,  • 
Cambrldgey 
CbeUea,     . 
FaU  River, 
Fliehbarg, 
Gloucester, 
Lawrenoe, . 
Lowell,       . 
Lyoo, 
Maiden,      . 
Marlborough, 

Newton,     . 
Kew  Bedford, 

Qnlncy,      . 

BaleoA, 

BomerrlUe, 

Taunton,    . 

Waltham,  . 

Wobum,    . 

Woroeeter, 


176 

12 

823 

181 

101 

24 

00 

24 

12 

141 

148 

8 

78 

20 

24 

00 

204 

M 

40 

81 


111 

7 

176 

61 

67 

7 
27 
16 

0 

46 
66 

7 
40 
18 

0 
68 
134 
43 
80 
40 
22 


1,081 


1,001 


64 

6 

148 

70 

84 

17 

68 

0 

8 

06 

82 

1 

20 

8 

16 

41 

160 

18 

10 

41 


80.6 
41.7 
45.8 
63.4 
83.6 
70.8 
70.0 
87.6 
26.0 
67.3 
66.4 
12.6 
87.2 
80.8 
62.6 
41.4 
64.4 
23.2 
26.0 
50.6 
60.0 


080 


48.1 


11.24 
11.51 
8.53 
8.62 
0.35 
0.40 
8.67 
0.00 
12.03 
7.42 
8.08 
12.63 
0.04 
11.17 
10.60 
0.16 
0.75 
0.82 
11.42 
10.26 
10.82 


7.42 


13 


Milk  from  Towks. 


Towvs. 


ToUl 
Mllkt  Col- 
lected. 


Above 
Standard. 


Below 
SUndard. 


Per  Cent 

Below 
Standard. 


Total 
SoUdt  In 
Lowest 
Sample. 


Nnmberof 
Skimmed 


Adams, 
BrookUne, 
Canton, 
Dedham,    . 
Bverett,     . 
Framlngbam,    . 
Oreenfleld, 

Hall 

Hyde  Park, 

Marblebead,      . 

Medford,    . 

MUford,     .       .       . 

Natick,      .       . 

Korwood, . 

Orange, 

Plymouth, 

ProTlncetown,  . 

Randolph, . 

Revere, 

Btoneham, 

Btonghton, 

Wakefield, 

Wareham  (Oneet  Bay), 

Watertown, 

Weymoath, 

Winthrop, 


12 
88 
17 
54 
57 

6 
12 
18 
50 
12 
72 
IS 
24 
21 
12 

4 
40 
10 
84 
16 
21 

6 
13 
13 

8 

0 


10 

48 

13 

87 

20 

4 

10 

4 

27 

8 

80 

4 

21 

18 

7 

1 

20 

10 

16 

6 

16 

3 

0 

5 

6 

0 

876 


2 

85 
4 
17 
28 
2 
2 
0 
82 
4 
42 
8 
8 
8 
5 
8 
11 
0 
18 
10 
6 
2 
4 
8 
2 
0 


16.6 

42.2 

23.5 

31.6 

40.1 

83.3 

16.6 

09.2 

54.2 

33.3 

58.3 

66.6 

12.6 

88.1 

41.6 

75. 

27.5 

0.0 
52.0 
62.5 
28.8 
40. 
80.7 
61.6 
25. 

0.0 

41.8 


12.11 
11.83 

0.84 
10.02 
10.40 
11.82 
12.50 
10.00 
10.  to 

0.10 

0.88 
11.80 
12.30 

0.81 
10.06 
11.47 

0.28 
13.40 
10.46 
11.80 
12.11 
11.10 
12.08 
10.35 
12.36 
12.70 

0.10 
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Milk  from  Suspected  Pboducers. 


ScsrsoTSD  Pbodccsu. 


Total 
If  Uki  Col- 
lected. 


Abort 
SUndard. 


Bekm 
Standard. 


PerCenL 

Below 
Standard. 


AotOD, 
Berlin, 
BlUeilea,   . 
Brookfleld, 
Carlisle,    . 
Charlton,  . 
Chelmaford, 
Concord,   • 
Dover, 
Framlngham, 
Grafton,    . 
HoUlston,  . 
Hopedale, . 
Hopkinton, 
Lincoln,    . 
Littleton,  . 
Maynard,  . 
Medfleld,  . 
ICedway,   . 
Mendon,    • 
Millie, 
Norfolk,    . 
Northborongb, 
Norwood, . 
Balitbary, . 
Shirley,     . 
Soathboroagb, 
Batton, 
Upton, 
Waltham,  . 
Walpole,  . 
Wenbam,  . 
WeatboroQgh, 
Weatport, . 
WreDtham, 


16 

16 

19 

5 

5 

80 

10 

4 

IS 

6 

12 

4 

4 

8 

16 

S2 

6 

4« 

3 

18 

0 

8 

12 

28 

18 

6 

6 

10 

17 

4 

21 

11 

84 

20 

12 


4 
7 

12 
0 
1 

27 

18 
0 
8 
0 
0 
0 
0 
4 
5 
5 
0 

10 
2 
4 
8 
8 
6 

11 
8 
0 
8 
1 
1 
2 
4 
2 
4 

10 
2 


11 
8 
7 
6 
4 

12 
6 
4 
6 
6 

12 
4 
4 
4 

10 

17 
8 

88 
1 
9 
8 
0 
7 

17 

10 
6 
2 
9 

16 
2 

17 
9 

80 

10 

10 


73.8 
63.8 
30.8 

100. 
80. 
80.8 
31.8 

100. 
60. 

100. 

100. 

100. 

100. 
60. 
08.8 

n.3 

100. 
78.4 
83.3 
80.2 
86.8 
0.0 
68.8 
80.7 
65.6 

100. 
40. 
00. 
04.1 
60. 
80.9 
81.8 
88.2 
60. 
83.3 


482 


160 


828 


87.0 


10.48 
9.B3 

12.14 
9.S1 

4.TS 
9.M 

U.Tt 
lO.M 
9.81 
11.67 
10.04 

9.n 

11.14 
11.50 
11.43 
11.15 
10.40 
1S.S8 
10.31 
11.00 
U.« 
11.18 
10.6S 
9.41 
11 .31 
9.0S 
9.9 

lo.a 

12.fiS 
8.48 
10.SS 
11.35 
10.M 

io.n 


4.n 
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The  comparisoD  of  the  quality  of  samples  by  months  is  of  some 
interest  in  view  of  the  efforts  made  to  reduce  the  standard  during 
the  spring  and  summer  months. 

For  this  purpose  the  following  tables  have  been  prepared,  show- 
ing the  percentage  of  adulteration  during  the  months  of  the  pre- 
ceding as  well  as  of  the  present  year,  with  both  12  and  13  per  cent, 
assumed  as  a  standard  through  the  whole  year :  — 


QuALmr  OF  Milk  by  Months.    Year  Ending  Sept.  30,  1892. 


MOITTBI. 

Total 
Mllkt  Col- 
lected. 

Above  18 
Per  Cent. 

Below  13 
Per  Cent. 

Below  12 
Per  Cent. 

Per  Cent,  of 

Adulteration, 

18  Per  Cent. 

Standard. 

Per  Cent,  of 

Adulteration, 

12  Per  Cent. 

SUndard. 

October, 

305 

154 

161 

42 

40.5 

18.7 

November, 

197 

104 

08 

25 

47.2 

12.6 

December, 

142 

81 

61 

16 

42.0 

11.2 

Janaary, . 

m 

102 

61 

8 

87.8 

4.0 

Febmary, 

240 

110 

121 

30 

60.4 

12.5 

March,     . 

230 

08 

141 

44 

50. 

18.4 

Aprtl,       . 

338 

15^ 

185 

40 

55. 

14.6 

Mmy.         . 

203 

125 

165 

48 

56.8 

14.6 

Jane, 

254 

01 

102 

43 

63.8 

16.0 

July, 

258 

80 

164 

64 

64.8 

25.2 

Aagast.   . 

238 

88 

170 

42 

71.4 

17.6 

September, 

350 

128 

281 

63 

64.8 

17.5 

Average, 

- 

- 

- 

- 

55.2 

15. 

QuAUTY  or  Milk  by  Months.    Year  Ending  Sept.  30,  1893. 


MOVTHS. 

Total 
Milks  Col- 
lected. 

Above  18 
Per  Cent. 

Below  18 
Per  Cent. 

Below  12 
Per  Cent. 

Per  Cent,  of 

AdulteraUon, 

18  Per  Cent 

Sundard. 

Per  Cent,  of 

Adulteration, 

12  Per  Cent. 

Standard. 

October, 

272 

146 

126 

28 

46.8 

10.8 

November, 

804 

187 

117 

37 

88.4 

12.1 

December, 

260 

117 

143 

40 

65. 

18.8 

Janoary, . 

111 

51 

60 

17 

64. 

15.3 

February, 

100 

87 

72 

25 

66. 

22.0 

ICareh,     . 

231 

103 

128 

40 

65.4 

17.8 

April,      . 

257 

120 

137 

60 

63.2 

10.4 

May,        . 

250 

86 

165 

60 

66. 

24. 

Jane, 

294 

04 

200 

82 

68. 

10.9 

July,        . 

208 

01 

207 

85 

60.4 

28.6 

Aoiraat,   . 

423 

134 

280 

122 

68.8 

28.8 

September, 

264 

107 

157 

41 

60.5 

15.6 

Average,  . 

- 

- 

- 

- 

68.5 

18.6 
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Condensed  Milk. 
Samples  of  condensed  milk  and  so-called  **  evaporated  cream" 
were  analyzed  for  total  solids  and  fat  with  the  following  results,  the 
fat  being  obtained  by  benzine  extraction  :  — 


IirSPKCTOIB' 
NUMBBS. 

Brand. 

Character  of  Sample. 

Per  Cent. 
Solids. 

Per  Cent 
Solldt 
not  Fat. 

Per  Cent. 
Fat. 

Percent 
WUer. 

18670  .        . 

St.  Charles,  . 

Evaporated  cream. 

81.87 

26.83 

6.04 

68.12 

18672  .        . 

HlghUnd,     . 

<«            *« 

81.60 

25.70 

6.90 

«.M 

1024  .        . 

St.Cbarlea,  . 

t«            «« 

31.00 

26.74 

4.35 

\      68.91 

15431  . 

Baby,    .       . 

CondeDded  milk. 

67.20 

69.70 

7.50 

32.9 

1088  . 

J.  B.  Smith, 

<i            f« 

76.48 

68.66 

11.78 

24.57 

8406  . 

Newport, 

«i            If 

68.82 

61.10 

7.22 

31,18 

83  .        . 

PuritaD, 

<«                       K 

78.86 

68. 

10.85 

21.« 

127  .        . 

Maine  Jeriey, 

1*                       (f 

60.02 

62.76 

6.27 

90.9S 

1063  . 

Full  Weight, 

«                       «< 

74.46 

67.16 

7.29 

25.55 

1986  . 

Sovereign,    . 

«4                       «t 

71.76 

66.00 

6.75 

S8.S5 

21W  .        . 

Winner, 

M 

68.00 

62.00 

6.00 

,      32.00 

2838  .        . 

FlihermaB*0, 

(t                       <l 

60.10 

68.07 

6.03 

90.M 

2613  .        . 

OhampiOD,    . 

"                       ** 

74.20 

66.60 

8.70 

1     25.80 

2876  . 

Twltchel  Champlln  Co., 

"                       '* 

72.20 

69.80 

12.40 

2r.80 

8123  .        . 

Dime,   .       .       .       . 

«<                       fl 

72.10 

60.00 

12.10 

27.90 

Cheese. 
Seventy-three  samples  of  cheese  have  been  examined  and  no  case 
of  fraudulent  adulteration  has  been  found.  A  series  of  forty-one 
samples  were  obtained  at  different  times  from  the  poorer  quarters  of 
Boston,  and  were  analyzed  immediately  after  purchase,  before  any 
appreciable  loss  of  water  by  evaporation  could  take  place,  with  the 
following  results :  — 


Per  Cent. 
Solids. 

Per  Cent 
Fat. 

Per  Cent 

Solids 
Not  Fat. 

Percent 
Water. 

Total  SolkU.*    "^ 

6241 

6280 

6287 

6236 

6288 

66.04 
66.06 
62.86 
66.18 
66.00 

88. 
87. 
26. 
84. 
86. 

28.04 
29.06 
86.86 
82.18 
81.00 

88.96 
88.94 
87.64 
83.82 
84.00 

1    Ceot^ 
67.64     1       IT 

66.01            18 

41.60     1       10 

61.22     i       IS 

68.08     i       18 

i 
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IKSPKCTORS*  NUXBBR. 

Per  Cent. 
Sollda. 

Per  Cent 
Fat. 

Per  Cent 

SoUdt 
Not  Fat 

Per  Cent 
Water. 

Per  Cent. 

Fat  In 

ToUl  Solids. 

Price  per 
Pound. 

5231 

68.14 

38. 

30.14 

31.86 

55.77 

Centa. 
16 

5229. 

.   '        62.14 

32. 

30.14 

37.86 

51.49 

16 

5227. 

66.60 

35. 

31.60 

33.40 

52.55 

16 

5,'«5. 

64.19 

84. 

30.10 

85.81 

52.97 

16 

5327. 

67.26 

37. 

30.26 

32.74 

65.01 

16 

5331. 

66.76 

85. 

31.76 

33.24 

52.41 

16 

5333. 

66.24 

37. 

20.24 

33.76 

65.85 

16 

5335. 

68.84 

38. 

30.84 

31.16 

55.20 

18 

5323. 

64.32 

85. 

20.82 

35.68 

54.41 

16 

5821. 

60.36 

85. 

25.36 

30.64 

57.98 

16 

5815. 

72.30 

8T. 

85.30 

27.70 

51.17 

16 

5817. 

60.40 

34. 

26.40 

30.60 

56.29 

16 

5819. 

65.00 

36. 

20.00 

35.00 

55.88 

16 

5811. 

63.72 

85. 

28.72 

36.28 

54.92 

16 

5809. 

70.12 

87. 

33.12 

20.88 

5i.76 

16 

5813. 

70.37 

82. 

38.87 

29.63 

46.47 

16 

5827.        . 

60.10 

30. 

30.10 

31.90 

66.44 

16 

5825. 

72.52 

40. 

82.52 

28.48 

65.15 

16 

5829.        . 

68.03 

88. 

80.03 

81.07 

55.13 

16 

5831.        . 

62.88 

86. 

26.88 

37.12 

57.23 

16 

5837.        , 

59.43 

85. 

24.43 

40.57 

58.89 

16 

5835. 

62.09 

32. 

30.00 

37.91 

51.63 

16 

5833.        . 

55.89 

20. 

26.80 

44.11 

61.89 

16 

5839. 

67.92 

40. 

27.02 

32.08 

58.89 

16 

5003. 

67.94 

35. 

32.04 

82.06 

61.51 

16 

5880. 

70.49 

82. 

88.40 

20.51 

45.89 

16 

5805. 

70.81 

37. 

83.31 

29.69 

62.62 

16 

8578. 

90.00 

30. 

80.00 

80.01 

55.72 

16 

5001. 

60.88 

36. 

38.83 

30.17 

51.65 

16 

5807. 

60.14 

36. 

83.14 

80.86 

52.06 

16 

5800. 

60.01 

27. 

42.01 

30.99 

39.12 

16 

5820* 

44.43 

8. 

41.43 

65.57 

6.76 

14 

6337t 

44.26 

26. 

18.26 

55.74 

68.74 

- 

68»0t 

. 

61.30 

45. 

16.30 

88.70 

73.49 

20 

172701 

' 

44.70 

5.2 

30.50 

55.30 

11.63 

" 

Averai 

8re.§. 

66.85 

35. 

31.35 

33.65 

52.76 

*  Bkimmed  milk  oheeie. 
t  Cream  cheese. 


t  Neafchatel  cbeeae. 

§  Average  !•  exclusive  of  last  four  samples. 
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It  will  be  noticed  that  with  few  exceptions  the  uniform  retail 
price  of  whole-milk  cheese  was  found  to  be  sixteen  cents  per  pound. 
The  exceptions  were  the  skimmed-milk  cheeses  and  remnant  lots  of 
poor  quality  which  were  cheaper  and  the  extra  cream  cheeses  which 
were  more  expensive.  This  means  two-thirds  of  a  pound  of  milk 
solids  for  sixteen  cents,  or  one  pound  for  twenty-four  cents.  Now, 
twenty-four  cents  will  buy  at  retail,  as  a  rule,  four  quarts  of  standard 
milk,  which  contain  approximately  one  pound  of  milk  solids.  Weight 
for  weight,  then  (water  excluded),  cheese  and  milk  are  sold  prac- 
tically at  the  same  rate.  It  should  be  added,  however,  that  nearly 
one-third  of  the  milk  solids  is  sugar,  a  much  cheaper  element  of 
food  than  the  fat  and  proteids  which  are  in  greater  proportion  io 
cheese.  The  percentage  of  fat  determined  by  the  Babcock  process 
in  terms  of  solids  averaged  53  per  cent.,  a  somewhat  high  ratio. 
Of  standard  milk  the  fat  is  28  per  cent,  in  terms  of  the  solids,  the 
smaller  ratio  being  due  chiefly  to  the  excess  of  sugar  in  the  milk 
solids. 

Butter, 

In  but  one  instance  has  the  fraudulent  substitution  of  oleomarga- 
rine for  butter  been  found.  Four  hundred  and  seventeen  samples 
of  butter  have  been  analyzed  and  twenty-four  of  oleomargarine. 

Bread. 

Fifty-nine  samples  of  bread,  chiefly  of  cheap  white  bread,  were 
collected  from  the  poorer  classes  of  bakeries  and  grocers'  shops  in 
order  to  ascertain  what  sort  of  bread  is  furnished  to  the  poorer 
classes  who  usually  depend  on  the  *«  comer  grocery"  for  their 
supply. 

Inspection  showed,  as  a  rule,  loaves  which  were  not  far  from  the 
standard  **  home-baked  family  loaf."  They  showed,  as  a  rule,  a 
thorough  baking,  though  there  were  not  a  few  exceptions  to  this 
rule;  they  were  well  **  raised,"  had  a  good  crumbling  fracture, 
were  not  tough  and  soggy,  nor,  on  the  other  hand,  were  they  oTer- 
raised,  with  a  dry  and  spongy  texture.  The  majority  had  the 
sweet,  agreeable  odor  and  taste  described  as  the  **  nutty  flavor" 
characteristic  of  a  well-made  loaf.  In  a  number  of  instances,  how- 
over,  there  was  distinctly  perceptible  a  musty  flavor,  amounting  in 
some  cases  to  a  downright  sour  odor  and  taste.  This  sourness 
seems,  at  least  in  part,  to  be  due  to  a  bacterial  growth  attended  by 
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the  production  of  lactic  acid  or  of  acid  salts.  At  what  stage  in  the 
process  of  manufacture  this  incipient  decomposition  has  taken  place 
it  is  impossible  to  determine  without  a  careful  investigation  of  each 
step  in  the  process  of  making  every  loaf. 

The  souring  of  bread  may  usually  be  traced  to  poor  materials  or 
to  uncleanness  in  the  manufacture.  Chief  among  the  unsound  mate- 
rials which  may  contribute  toward  this  sourness  are  usually  noted 
damaged  flour  and  decomposing  yeast.  So  far  as  has  been  investi- 
gated the  use  of  unsound  flour  is  not  practiced  in  this  part  of  the 
country.  The  yeast  generally  used  is  of  excellent  qualit3^  It  is  a 
stiflT,  snaooth  mash,  put  up  usually  in  small  tin-foiled  cakes,  and 
kept  in  a  cool  place.  Under  the  microscope  this  mash  is  seen  to  be 
composed  of  about  equal  parts  of  potato  or  corn  starch  and  yeast 
spores.  It  has  a  distinct  yeasty  odor,  and  but  rarely  is  it  strongly 
acid  in  reaction.  To  the  almost  universal  use  of  good  sweet  yeast  of 
this  variety  in  the  small  bakeries  is  doubtless  due  no  small  share  in 
the  great  improvement  in  quality  of  the  common  baker's  loaf  of  to- 
day as  compared  with  that  of  ten  or  more  years  ago. 

A  vigorous,  pure  yeast  which  will  **  raise"  quickly  is  a  great 
preventive  against  sour  bread,  for  not  only  is  it  comparatively  free 
from  the  germs  and  products  of  lactic  acid  decomposition,  but  by 
doing  its  work  quickly  it  enables  the  baker  to  check  the  fermenta- 
tion or  '*  raising"  process  before  the  lactic  acid  or  sour  decompo- 
sition is  reached. 

The  degree  of  sourness  of  the  samples  of  bread  examined  has 
been  roughly  measured  and  compared  by  titrating  or  neutralizing 
10  grammes  of  the  crumb,  rubbed  up  with  water,  with  a  decinormal 
soda  solution.  To  neutralize  the  acidity  of  10  grammes  of  the  nor- 
mally sweet  loaf  an  average  of  2  cubic  centimeters  of  the  soda  solu- 
tion was  required.  This  would  correspond  to  0.72  grammes  of 
lactic  acid  per  loaf  of  an  average  weight  of  about  400  grammes. 
The  loaf  exhibiting  the  maximum  sourness  or  acidity  required  10 
cubic  centimeters  per  10  grammes  of  bread  corresponding  to  11.61 
grammes  of  lactic  acid  per  loaf  of  1,291  grammes. 

The  so-called  black  bread  (rye  bread),  which  finds  a  ready  sale 
among  our  foreign  population,  is  notably  sour  and  heavy,  and  ap- 
parently its  sourness  is  valued  by  this  class.  A  sour  bread  is  un- 
desirable, not  only  because  it  is  unpalatable  but  also  because  of  the 
bacterial  processes  of  decomposition  which  this  acidity  indicate?, 
and  which  may  seriously  interfere  with  digestion. 
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"  Knacker-brod." 

Average  weight  of  loaf  of  white  bread  ia  404  grammes.    Usual  price  is  five  cents.    Average  percent- 
age of  water  of  crumb  is  42  per  cent. 

Spices. 
The  microscopic  examination  of  over  1,400  samples  of  ground 
spices  resulted  in  the  discovery  of  189,  or  14  per  cent,  of  adulterated 
samples. 

Allspice. 

Adulteration,  5  per  cent.     Adulterants  found  were  wheat,  com, 
ginger  and  nut  shells. 
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Cassia. 
Adulteration,  7  per  cent.     Adulterants  found  were  ginger,  bark 
of  some  variety,  wheat,  pease,  sawdust  and  nut  shells.     The  worst 
specimen  contained  75  per  cent,  of  wheat. 

Cayenne. 
Adulteration,  38  per  cent.  Adulterants  found  were  com,  wheat, 
ginger,  nut  shells  and  turmeric.  The  worst  specimen  contained  90 
per  cent,  of  wheat,  corn,  turmeric  and  cocoanut  shells.  Many  of 
these  samples  wfere  purchased  as  **  capsicum"  from  drug  stores, and 
in  these  instances  the  percentage  of  adulteration  was  higher  than  the 
average. 

Cloves. 
Adulteration,  13  per  cent.     Adulterants  found  were  corn,  wheat, 
allspice,  nut  shells,  pease,  ginger,  pepper,  charcoal,  dirt,  turmeric 
and  clove  stems.     The  worst  specimen  contained  70  per  cent,  of 
nut  shells,  pease  and  ginger. 

Ginger. 
Adulteration,  7  per  cent.     Adulterants  found  were  com,  wheat, 
rice  and  turmeric.     The  worst  specimen  contained  40  per  cent,  of 
corn  and  turmeric. 

Mace. 
The  only  adulteration  found  was  the  apparently  accidental  ad- 
mixture of  other  spices  in  one  instance. 

Mustard. 
Adulteration,  27  per  cent.  Adulterants  found  were  wheat,  corn, 
rice,  cayenne,  mustard  hulls,  tapioca  and  turmeric,  the  latter  being 
added  for  color  both  in  the  ground  form  and  in  the  form  of  an  ex- 
tract. The  worst  specimen  contained  but  a  small  trace  of  mustard, 
the  other  constituents  being  the  first  four  of  the  above-named  adul- 
terants, colored  with  turmeric. 


Ifutmeg. 
No  adulteration  found. 
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Pepper. 
Adulteration,  11  per  cent.     Adulterants  found  were  wheat,  buck- 
'wheat,  corn,  sawdust,  cayenne,  nutshells  and  charcoal.     The  worst 
specimen  contained  90  per  cent,  of  wheat,  buckwheat  and  cayenne. 

Baking  Poivder, 
Of  eight  brands  of  baking  powder  examined,  six  contained  alum. 

Canned  Goods. 
Of  nineteen  samples  of  canned  goods  of  various  kinds,  none  were 
fonnd  to  contain  any  harmful  preservative  or  metallic  poison. 

Chocolate. 
No  adulteration  was  found  in  the  five  samples  submitted. 

Confectionery  > 
Of  the  fifty-nine  samples  examined,  all  but  two  were  composed  of 
edible  and  non-injurious  constituents,  such  as  cane  sugar,  glucose, 
and  wheat,  corn  and  potato  starch.  Two  samples  contained  paraflBn 
in  considerable  amount  and  turpentine,  which  was  added  doubtless 
under  the  name  of  '*  Essence  of  Lemon." 

Coffee. 
Adulteration,  30  per  cent.  Adulterants  found  were  chicory, 
pease,  wheat,  wood,  charcoal  and  dried  grains  composed  of  ground 
pea  hulls  and  molasses.  The  worst  case  of  adulteration  contained 
50  per  cent,  of  pease  and  chicory,  while  a  **  compound  coffee"  was 
found  to  contain  no  coffee  whatever.  A  coffee  substitute  and  adul- 
terant was  found  to  consist  of  small  brown  pellets  of  about  the  size 
of  coffee  beans,  but  composed  of  wheat  mash,  mixed  with  a  red 
oxide  of  iron  for  a  color,  and  roasted. 

Cream  of  Tartar. 
Adulteration,  3  per  cent.  Adulterants  found  were  gypsum,  corn 
starch  and  phosphate  of  calcium.  The  adulteration  of  cream  of  tartar 
is  now  compamtively  rare.  The  worst  sample  contained  75  per  cent, 
of  calcium  phosphate  and  com,  while  a  *'  compound  cream  of  tartar  " 
was  found  to  contain  no  cream  of  tartar  whatever. 


Digitized  by  CjOOQ IC 


682  STATE  BOARD   OF  HEALTH.         [Pub,  Doc. 

Honey. 
Adulteration,  14  per  cent.     The  only  adulterant  found  was  glu- 
cose syrup,  which  was  found  in  varying  amounts  up  to  40  p>er  cent. 
The  analysis  of  honey,  sugars  and  syrups  is  made  by  means  of  the 
polariscope. 

Molasses. 
Adulteration,  11  per  cent.     The  only  adulterant  found  was  glu- 
cose syrup,  which  was  present  in  one  instance  to  the  extent  of  40 
per  cent. 

Maple  Syrup, 
Adulteration,  43  per  cent.     Adulterants  found  were  cane  sugar 
other  than  maple  and  glucose.     The  worst  specimen  was  a  so-called 
'«  Vermont  Maple  Syrup,"  containing  58  per  cent,  of  glucose  syrup. 

Maple  Sugar. 
Adulteration,  34  per  cent.     The  adulterant  found  was  a  crude 
molasses   sugar,  which  chemically  is  nearly  identical  with  maple 
sugar,  but  whose  flavor  is  totally  diflferent. 

Syrup. 
Only  one  sample  of  the  fifteen  submitted  was  found  to  be  adulter- 
ated, but  that  contained  50  per  cent,  of  glucose. 

Lard. 
Adulteration,  28  per  cent.     The  adulterants  found  were  cotton- 
seed oil  and  tallow. 

Tea. 
None  was  found  to  contain  other  than  genuine  tea  leaves,  and  but 
one  sample  contained  too  much  mineral  matter  indicating  spent 
leaves.  The  rigid  examination  of  teas  at  various  ports  of  entrj'  by 
government  inspectors  regularly  appointed  for  that  purpose  has 
resulted  in  practically  shutting  out  spurious  teas  from  our  market 

Vinegar. 
Adulteration,  34  per  cent.     Any  failure  to  conform  to  the  legal 
standard  of  4.5  per  cent,  of  acetic  acid  and  2  per  cent,  of  apple  solids 
constitutes  adulteration.     Samples  may  contain  too  little  acetic  acid 
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either  from  insufficient  fermentation  of  the  cider  or  from  dilution 
with  water.  An  insufficiency  of  apple  solids  indicates  watering,  and 
the  substitution  of  other  solids  indicates  that  the  vinegar  is  made  at 
le^st  in  part  by  the  fermentation  of  materials  other  than  cider,  — 
notably  molasses.  The  greater  number  of  adulterated  samples  fell 
but  slightly  below  the  standard. 

Olive  Oil. 
Adulteration,  26  per  cent.     The  adulterant  found  was  cotton-seed 
oil.      Many  of  the  cotton-seed  oil  substitutes  for  olive  are  now  labeled 
**  sweet  oil"  or  **  salad  oil,"  terms  of  such  an  indefinite  significance 
that  technically  there  is  no  deception. 

Miscellaneous. 

Of  116  samples  of  a  miscellaneous  description  24  were  found  not 
of  good  quality.  Of  this  number  were  samples  of  pickles  containing 
notable  quantities  of  alum ;  dried  apples  containing  considerable 
traces  of  zinc ;  catsup  containing  salicylic  acid ;  fruit  syrups  contain- 
ing salicylic  acid,  in  some  instances  to  the  extent  of  0.47  per  cent. ; 
salt  fish  preserved  with  boracic  acid. 

Among  the  novelties  of  this  class  was  a  sample  of  '*  kustard  "  which 
proved  to  be  a  mixture  of  corn  starch  and  salt  flavored  with  cou- 

marin. 

Summary  of  Food  Statistics, 


Qennlne. 

Adulter- 
ated. 

Total. 

i 

Oenaliie. 

Adulter- 
ated. 

TotaL 

Allspice,  . 

92 

6 

97 

Honey,     .       .       . 

46 

8 

64 

Baking  powder, 

2 

6 

8 

Lard,        .       .       . 

16 

6 

21 

Bread, 

69 

0 

69 

Mace, 

66 

1 

67 

Butter,      . 

417 

24 

441 

Maple  sugar,    . 

28 

16 

43 

Caoned  goode. 

19 

0 

19 

Maple  syrup,  . 

17 

13 

30 

CaMla,      .        .       . 

186 

14 

199 

Miscellaneous, 

116 

24 

140 

Cayenne,  . 

40 

25 

65 

Molasses, .        ... 

136 

17 

163 

Cheese,     . 

73 

0 

73 

Mustard, 

174 

64 

238 

Chocolate, 

6 

0 

6 

Nutmeg, 

2 

0 

2 

Cloves,      . 

190 

28 

218 

Olive  oil, 

17 

6 

23 

Coffee,      .       .       . 

49 

21 

70 

Pepper,    , 

289 

36 

325 

Confectionery, 

69 

2 

61 

Syrup, 

14 

1 

15 

Cream  of  tartar,     . 

353 

13 

366 

;  Tea,  . 

59 

1 

60 

Ginger,     . 

193 

16 

209 

'  Vinegar, 

68 

31 

89 
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Drugs. 
Of  this  class,  327  samples  were  examined.     Ninety-nine  proved 
to  be  not  of  Pharmacopoeal  quality. 

Acidum  Benzoicum:  3  standard. 

Acidum  Hydrobromicum :  2  standard. 

Acidum  Tannicum:   15  standard;    1  inferior,  containing  a  resin 
insoluble  in  water. 

^ther:  6  standard  ;  2  inferior,  containing  too  much  alcohol. 

^Ether  fortior:  3  standard. 

Alcohol:  15  standard. 

Aqua  Ammonim :    5  standard ;  2  inferior,  containing  too  much 
water. 

Aqua  Ammonice  fortior :  5  standard. 
Aqua  Destillata:  1  standard. 
Bismuthi  Subnitras:  2  standard. 
Cerii  Oxalas:  2  standard. 
Chloroform:  3  standard. 

Exlractum  GlycyrrhizcB :  1  standard ;  2  inferior,  containing  con- 
siderable amounts  of  corn  and  wheat  starch. 

Extractum  Malti:  1  of  good  quality. 

Ferri  et  Quinmoe  Citras:  7  not  of  the  Pharmacopoeal  standard. 

Glycerinum:   16   standard;  3   inferior,  containing  oils  reducing 
nitrate  of  silver,  one  sample  containing  petroleum. 

Iodoform:  1  standard. 

Lycopodium:  2  standard. 

Liquor  Magnesli  Cilratia:  2  standard. 

Magnesii  sulphas :  1  standard. 

Oleicm  Olivoi:  9  of  good  quality;  2  cotton-seed  oils. 

Opii  Pulvis:  10  standard,  2  inferior,  containing  too  little  mor- 
phine. ^  T 
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J^otassii  Acetas:  5  standard;  3  inferior,  containing  considerable 
carbonate  and  chloride. 

JPoiassii  Citras:  6  standard. 

J^otassii  lodidnm:  6  standard  ;  1  inferior,  containing  a  consider- 
able amount  of  chloride. 

Potassii  Permanganas :  6  standard. 

Pulvis  Effervescens  Compositus :  13  standard  in  quality,  but  of 
considerable  variety  of  weight,  and  the  blue  and  white  papers  trans- 
posed in  two  instances. 

Pulvis  QlycyrrhizcB  ComposUus:  1  of  inferior  quality. 

.    Pulvis  Rhei:  9  standard. 

QuinincB  Bisulpkas:  1  standard. 

Quinince  Sulphas:  7  standard. 

Spiritus  Frumenti:  2  standard;  1  inferior,  containing  too  much 
solid  matter,  chiefly  sugar.  The  percentage  of  alcohol  varied  from 
41  to  53. 

Spiritus  Juniperi:  2  of  good  quality  and  2  inferior,  being  largely 
diluted  with  water. 

Spiritus  Limonis:  1  standard. 

Spiritus  Vint  Gallici:  2  standard. 

Sulphur  Lotum:  12  standard;  1  inferior,  containing  50  per  cent, 
of  gypsum. 

Syrupus:  1  standard;  1  inferior,  containing  too  much  water. 

Tinctura  Aconiti:  6  standard. 

Tinctura  lodi:  3  standard ;  10  inferior,  containing  too  little 
iodine,  the  deficiency  being  from  5  to  30  per  cent. 

Tinctura  Jfucis  Vomicce :  4  standard ;  5  inferior.  This  tincture 
should  contain  2  per  cent,  of  the  dry  extract.  The  samples  sub- 
mitted contained  from  2.19  per  cent,  to  0.6  per  cent. 

Tinctura  Opii:  25  standard ;  27  inferior.  This  tincture  should 
contain  1.3  to  1.5  per  cent,  of  morphine  by  the  Pharmacopoeal  assay. 
The  samples  submitted  contained  from  2.19  per  cent,  to  0.66  per 
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cent.,  the  strongest  tincture  being  more  than  three  times  as  strong 
as  the  weakest. 

Vi7iu7n  Album :  4  samples  not  of  Pharmacopceal  quality,  contain- 
ing too  much  solid  residue,  chiefly  sugar.  The  alcohol  also  was 
found  to  be  from  1  to  3  per  cent,  in  excess. 

Vinum  Rubrum:  16  samples  not  of  Pharmacopceal  quality.  Here 
again  there  proved  to  be  a  large  excess  of  sugar,  while  the  alcohol 
varied  from  2  per  cent,  below  to  3  per  cent,  above  the  standard. 

Zingiber:   1  standard. 

Miscellaneous:  12  of  good  quality;  1  not  of  good  quality.  In 
this  class  were  included  samples  of  non-poisonous  insect  fluids  com- 
posed of  benzine,  alcohol,  peppermint,  pennyroyal  and  borax. 

A  *'  wild  cherry  beverage"  contained  no  hydrocyanic  acid. 

A  sample  of  patent  obesity  pills  contained  nothing  to  be  detected 
but  sugar. 

A  sample  of  ••  freckle  lotion  "  contained  forty  grains  of  corrosire 
sublimate  per  bottle. 

Other  face  washes  selling  at  one  or  two  dollars  per  bottle  were 
found  to  contain  alcohol  and  citric  acid  in  solution,  and  sulphur, 
chalk  and  gypsum  in  suspension. 

A  sample  of  <*  Black  Pepsin'*  was  found  to  consist  of  ground 
annatto  and  salt.     It  gave  a  slight  pepsin  digestion  reaction. 

A  sample  of  **  Compound  Extract  of  Salix,"  prepared  for  pre- 
serving eggs,  fruit  and  vegetables,  proved  to  be  salicylic  acid. 

Summary. 


Genuine.      |  Adnltentod.  I        TotiL 

I ! 


Milks, 

Foods  not  milk, 

Drugs, 

Totals. 


1^45 

2,768 

228 


4,686 


1,628 

877 

99 


2,004 


3,078 

3,140 

827 


6,540 


Respectfully  submitted, 

CHARLES  P.  WORCESTEF. 
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PROFESSOR  GOESSMANN'S  REPORT. 


The  following  report  comprises  the  tesults  of  the  analyses  of 
samples  of  milk  obtained  in  the  four  western  counties  of  Massachusetts 
during  the  year  ending  Sept.  30,  1893. 

The  whole  number  examined  was  187,  ot  which  38,  or  20.3  per 

cent.,  were  below  the  standard.  This  result  was  but  slightly 
greater  than  that  of  1892  for  the  same  district,  which  was  19.8 
per  cent. 

The  results  of  analyses  were  as  follows :  — 

Whole  number  examined, 187 

Number  above  standard, 149 

Number  below  standard, 88 

Percentage  below  standard, 20.3 

Samples  of  skimmed  milk, 7 

The  statistics  of  the  cities  are  as  follows :  — 

Chicopee. 

Number  of  samples, 16 

Number  above  standard, 14 

Number  below  standard, 2 

Percentage  below  standard, 12.5 

Skimmed  milk, 2 

HOLTOKE. 

Number  of  samples, 16 

Number  above  standard, 16 

Number  below  standard, 0 

Percentage  below  standard, 0 

Skimmed  milk, 2 

PlTTSFIELD. 

Number  of  samples, 15 

Number  above  standard, 9 

Number  below  standard, 6 

Percentage  below  standard, 40.0 

Skimmed  milk, 0 
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Springfield. 

Number  of  samples, 37 

Number  above  standard, 28 

Number  below  standard, 9 

Percentage  below  standard, 24.3 

Skimmed  milk, 0 

The  results  in  the  towns  were  as  follows :  — 


Above 
Standard. 


Below 

Standard. 


PereoiUife 


Adams,    . 

Greenfield, 

Lee, . 

North  Adams, . 

Orange,    . 

Ware, 


13 
12 
8 
42 
12 
16 


108 


12 
10 

6 
34 

7 
14 


21 


20.4 


Amherst,  Mass. 


C.  A.  GOESSMANN, 

ChemitL 
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ISOLATION  HOSPITALS  FOR  INFECTIOUS  DISEASES. 


By  S.  W.  Abbott,  M.D.,  Secretary  of  the  Board. 


An  increased  demand,  during  the  past  two  years,  from  the  author- 
ities of  cities  and  large  towns,  and  especially  from  manufacturing 
towns,  for  information  on  the  subject  of  infectious  disease  hospitals 
has  formed  the  incentive  to  the  compilation  of  the  following  paper. 

The  essential  difference  between  hospitals  established  for  receiving 
patients  attacked  with  infectious  disease  and  other  hospitals  consists 
in  the  fact  that  the  latter,  the  general  hospitals,  are  maintained  mainly 
for  the  purpose  .of  affording  care  and  treatment  for  the  individual, 
while  the  former,  the  infectious  disease  hospitals,  in  affording  this 
care  and  treatment  also  provide  for  the  protection  of  the  community 
at  large,  and  thus  constitute  one  of  the  essential  measures  for  pre- 
venting the  spread  of  infectious  diseases  by  furnishing  the  means  for 
isolating  the  first  cases  which  appear  in  any  community. 

The  principal  reasons  for  providing  these  establishments  in  large 
cities  are  the  following  :  — 

First.  Isolation  constitutes  the  first  and  essential  principle  in  the 
preventive  treatment  of  the  majority  of  infectious  diseases.  The 
more  perfect  the  barrier  between  the  sicit  and  the  well  the  greater 
becomes  the  certainty  of  staying  the  spread  of  infectious  disease. 
On  the  other  hand,  the  increasing  accumulation  of  our  population 
in  the  cities  has  a  tendency  to  favor  the  spread  of  such  disease. 
The  urban  population  of  Massachusetts  (i.  e.,  people  living  in 
cities  having  more  than  8,000  inhabitants  in  each),  was  only  27.1 
per  cent,  of  the  total  population  of  the  State  in  1840.  In  1880 
it  had  increased  to  58.4  per  cent.,  and  in  1890  to  69.9  per  cent. 
The  urban  population  of  the  United  States  had  also  increased  from 
22.6  per  cent,  in  1880  to  29.1  per  cent,  in  1890. 

To  illustrate  the  effect  which  this  crowding  together  of  the  popu- 
lation has  upon  the  mortality  from  infectious  diseases  the  following 
data  are  presented.  They  are  the  result  of  observations  upon  this 
subject  extending  over  a  period  of  twenty  years  in  Massachusetts, 
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and  were  published  in  the  twenty-third  annual  report  of  the  State 
Board  of  Health,  page  783,  etc.  They  are  here  more  conveniently 
grouped  together  in  one  table. 

Mortality  from  Eight  Principal  Infectious  and  Destructive  Diseases  in  Dense^ 
Medium  and  Sparsely  Settled  Districts  in  Massachusetts,  thai  of  Dense  Dis- 
tricts being  taken  as  1,000. 


Mortality  fiom 

AU      i 
Caasei.  | 

1,000    1 
826    • 

760  ; 

Measles. 

Bcarlet 
Fever. 

Dlpbtherla 

and 

Croup. 

SmaU- 
pox. 

Cholera 
Inlantam. 

1 

Con-         Pnen- 

•tunpUoa    monla. 

Few. 

Dense, 
Medlam,  . 
Sparse,     . 

1,000 
517 
446 

1,000 
818 
687 

1,000 
780 
634 

1,000 
S32 
149 

1,000 
808 
630 

1.000 
810 
727 

1 

1,000      hm 

702    i     1,101 
783    1     1,17J 

In  using  these  terms,  deyise  refers  to  those  districts  in  which  there 
was  less  than  one  acre  to  each  inhabitant ;  medium^  to  those  districts 
in  which  there  was  more  than  one  acre  but  less  than  four  acres  to 
each  inhabitant ;  and  sparse j  to  those  districts  in  which  there  were 
more  than  four  acres  to  each  inhabitant.  By  this  table  it  appears 
that  overcrowding  has  an  unfavorable  effect  upon  the  mortality  of 
each  one  of  the  foregoing  diseases  except  typhoid  fever. 

Secondly.  The  inability  of  the  majority  of  laborers  and  mechanics 
to  furnish  separate  accommodations  for  the  isolation  of  members  of 
their  families  who  may  become  ill  with  infectious  disease  is  well 
known.  Such  families  usually  live  in  tenements  having  from  one 
to  four  rooms,  none  of  which  can  safely  be  devoted  to  the  treatment 
and  isolation  of  infectious  diseases  of  a  dangerous  character.  The 
serious  overcrowding  which  prevails  in  some  of  the  large  cities  of 
Great  Britain  has  not  yet  been  reached  in  any  of  our  large  cities, 
but  the  tendency  is  in  that  direction  (Glasgow  has  a  population 
of  more  than  100,000  living  in  one- room  tenements).  The  very 
great  increase  of  the  population  of  this  class  by  immigration  has 
been  the  chief  factor  in  causing  overcrowding  in  our  cities  during 
the  past  decade. 

Third.  Another  important  advantage  secured  by  the  isolating 
hospital  is  found  in  the  fact  that  the  ordinary  duties  of  the  house- 
hold, the  attendance  at  school,  and  especially  the  support  of  the 
family  by  its  wage-earners,  can  be  carried  on  without  disturbance, 
the  danger  of  infection  having  been  removed  by  the  transfer  of  the 
sick  member  of  the  family  to  the  hospital.  It  has  not  unfrequently 
happened  that  the  local  sanitary  authorities  in  some  of  our  cities  and 
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towns  have  not  only  rigorously  enforced  the  law  relating  to  non- 
attendance  at  school,  but  have  also  quarantined  the  whole  family, 
old  and  young ;  so  that,  by  this  means,  th«  scholar  is  deprived  of 
from  two  to  ten  weeks,  or  even  more,  of  his  educational  privileges 
at  the  most  important  or  most  receptive  period  of  his  life,  the 
length  of  time  depending  upon  the  duration  of  illness  in  the  infected 
household ;  and  more  than  this,  the  father  and  other  wage-earners 
have  been  kept  from  work  in  the  mill,  the  factory  or  the  workshop. 
Even  if  he  is  allowed  to  work,  his  fellow  workmen  are  wont  to 
regard  him  with  suspicion  so  long  as  a  case  of  any  one  of  the  in- 
fectious fevers  exists  in  his  household.  Now,  the  prompt  removal 
of  such  cases  permits  the  school  attendance  and  the  employment  of 
other  members  of  the  family  to  go  on  undisturbed. 

In  all  my  experience  with  local  boards  of  health  during  the  past 
few  years,  I  know  of  no  circumstance  or  condition  which  has  given 
more  serious  trouble  and  perplexity  than  this,  nor  do  I  know  of  any 
which  is  likely  to  be  relieved  to  so  great  an  extent  as  is  this  condi- 
tion by  the  introduction  of  the  isolating  hospital. 

So  far  as  one  disease  (small-pox)  is  concerned,  the  principle  of 
isolation  in  a  hospital  specially  provided  or  designed  for  such  pur- 
pose has  been  recognized  from  a  very  early  period  of  our  history. 
In  1701  an  act  was  passed  by  the  General  Court  **for  the  better 
preventing  the  spread  of  infection,"  wherein  it  was  provided  that 
'*  when  persons  were  visited  with  the  plague,  small-pox  or  pestilen- 
tial or  malignant  fever,  and  other  contagious  sickness,  the  infection 
whereof  may  be  communicated  to  others,"  the  selectmen  were  em- 
powered to  remove  such  infected  persons  to  separate  houses,  and  to 
provide  *'  nurses,  tendance  and  other  assistance  and  necessaries  for 
them,  at  the  charge  of  the  parties  themselves,  their  parents  or  mas- 
ters (if  able),  or  otherwise  at  the  charge  of  the  town  or  place  where 
they  belong." 

Small-pox  has  been  shorn  of  much  of  its  terrors  by  the  discovery 
and  practice  of  vaccination,  so  that  while  in  the  last  century  it  fur- 
nished a  very  large  percentage  of  the  deaths  the  ratio  of  such  mor- 
tality in  the  present  century  has  been  very  greatly  diminished. 

The  number  of  deaths  from  small-pox  in  the  twenty  years  (1871- 
1890)  in  Massachusetts  was  2,298,  while  those  from  measles,  scarlet 
fever,  diphtheria,  croup  and  typhoid  fever  were,  respectively,  3,984, 
14,639,  36,553  and  19,421.  If  the  ratio  of  cases  to  deaths  main- 
tained the  average  which  has  usually  been  observed,  the  total  num- 
ber of  cases  of  these  diseases  which  occurred  in  the  State  during 
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these  twenty  years  must  have  been  at  least  700,000.  Had  adequate 
provision  been  furnished  for  controlling  epidemics  at  their  outset,  it 
is  safe  to  say  that  a  very  considerable  portion  of  these  live^,  and 
also  of  these  cases  of  illness,  might  have  been  saved.  The  pro- 
vision of  isolating  hospitals  constitutes  one  important  measure  for 
controlling  such  epidemics,  while  prompt  notification  by  the  attend- 
ing physicians,  disinfection,  vaccination  and  restriction  of  school 
attendance  from  infected  families  also  constitute  a  part  of  the  same 
general  plan  of  action. 

Hospitals  for  infectious  diseases  have  reached  their  highest  type 
of  development  in  England,  but  are  not  yet  in  very  common  use  in 
the  continental  countries  of  Europe.  In  commenting  upon  the  his- 
tory of  this  subject,  Dr.  Buchanan  says,  in  his  introduction  to  the 
special  report  to  the  Local  Government  Board  of  England  upon  the 
•*  Use  and  Influence  of  Hospitals  for  Infectious  Diseases  " :  — 

The  original  design  of  these  hospitals  in  England  was  to  promote  the 
recovery  of  the  individual  poor  patient  for  whom  other  accommodation  was 
wanting;  indeed,  the  name  "  house  of  recovery"  was  a  frequent  synonym 
for  infectious  disease  hospital  at  the  period  when  such  an  institution  was 
first  seen  to  be  necessary.  But  it  was  inevitable  that  the  advantages  to  be 
obtained  by  the  district  possessing  a  hospital  should  soon  force  themselves 
upon  thet  attention  of  the  observer,  and  from  a  very  early  period  of  their 
history  infectious  disease  hospitals  have  been  advocated  on  the  ground  of 
their  protecting  the  household  against  the  spread  of  infection. 

The  benefits  of  these  hospitals  were  not,  however,  obtained  without  a 
good  deal  of  misfortune  within  the  walls  of  the  institutions  themselves. 
In  the  small-pox  hospital,  indeed,  this  was  not  apparent.  Small-pox  had 
been  regarded  from  the  beginning  as  requiring  a  special  building  for  itself. 
It  had  a  "  specific  "  contagion,  which  could  not  be  safely  treated  under  the 
same  roof  with  the  ''general"  contagion  of  fever.  So,  in  the  hospital 
where  no  disease  but  small-pox  was  received,  patients  had  no  opportunity 
of  contracting  other  diseases.  The  nurses,  in  early  times  selected  from 
among  those  who  had  passed  through  an  attack  of  small-pox,  and  in  later 
times,  having  their  vaccination  specially  cared  for,  took  nothing  from  their 
patients;  but  in  the  "fever  hospital"  the  case  was  different.  Doctors 
and  nurses  caught  fever,  in  some  years  more  than  in  others,  while  convales- 
cent patients  had  what  appeared  to  be  repetitions  of  fever  attacks.  So 
serious  indeed  did  these  misadventures  become  that  forty  years  ago  it  had 
come  to  be  spoken  of  as  doubtful  whether  fever  cases,  if  they  were  to  be 
treated  in  hospitals  at  all,  had  not  better  be  distributed  through  the  wards 
of  general  hospitals.  The  experiment  was  tried,  but  with  far  greater  dis- 
aster to  the  patients  and  attendants  of  the  general  hospital.  r 
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In  the  foregoing  quotation  the  special  form  of  fever  to  which  refer- 
ence is  made  is  undoubtedly  typhus,  and  not  typhoid  or  enteric  fever. 

With  reference  to  the  propriety  of  separating  isolating  hospitals 
absolutely  from  all  other  establishments,  Dr.  Rowe  says  in  his  recent 
paper  upon  this  subject:  — 

In  large  communities  the  only  system  that  is  beyond  criticism  is  to  make 
for  infectious  diseases  a  separate  establishment,  independent  and  isolated. 
...  It  is  the  duty  of  hospital  workers  and  sanitarians  not  to  cease 
forcing  upon  public  authorities  the  necessity  of  intelligent  action,  until 
every  municipality,  through  its  public  treasury,  shall  provide  special  hos- 
pitals always  available  for  infectious  diseases.  Is  it  not  the  wisest  policy 
to  put  such  hospitals  under  the  immediate  control  of  the  local  board  of 
health  ?  They  have  so  close  a  connection  with  other  vital  matters  properly 
belonging  to  health  boards  that  it  conduces  to  unity  of  action  to  have  the 
suppression  of  infection  under  one  authority,  a  practice  that  obtains  in 
Great  Britain.* 

As  early  as  1866  an  act  of  Parliament  had  given  to  local  authori- 
ties the  power  to  erect  and  to  maintain  hospitals  for  isolation  of 
persons  suffering  with  contagious  diseases.  This  power  was  further 
enlarged  by  the  general  Public  Health  Act  of  1875.  As  a  result  of 
this  legislation  it  was  found  by  returns  made  in  1879  that  296 
authorities  had  availed  themselves  of  this  privilege  in  the  erection 
of  buildings  of  one  sort  or  another  for  this  specific  purpose.  The 
arrangements  were  in  some  cases  rudimentary  and  insuflScient,  and 
on  the  other  hand  some  authorities  had  wisely  and  liberally  used 
their  powers  in  providing  eflScient  hospitals  for  the  reception  of 
persons  suffering  with  contagious  fevers  and  from  small-pox. 

In  a  brief  paper  upon  the  same  subject  presented  at  the  Inter- 
national Congress  of  Hygiene  at  London  in  1891,  Dr.  Thorne  states 
that  this  number  had  increased  to  400,  and  that  the  general  adoption 
of  the  provisions  of  the  Infectious  Disease  (Notification)  Act  of  1889 
was  likely  to  lead  to  a  still  further  increase  in  the  number  of  these 
establishments. 

In  commenting  upon  the  diseases  calling  for  isolation.  Dr.  Thome 
says :  — 

So  far,  there  is  no  evidence  that  aggregation  of  the  infectious  sick  suffer- 
ing from  any  of  these  diseases,  except  small-pox,  such  as  is  likely  to  be 
carried  out  by  any  ordinary  sanitary  authority,  leads  to  infection  of  the 

*  Paper  read  at  Congress  of  Charities,  Correction  and  Philanthropy,  at  Chicago,  June,  1803.    ^ 
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BurroundiDg  commuDity,  provided  that  the  hospital  be  properly  coiiBtracted 
and  administered,  and  aubject  to  a  zone  of  some  forty  feet  being  provided 
between  all  buildings  intended  to  receive  infected  persons  or  things  and  the 
boundary  wall,  or  close  fence  around  the  site.  Experience  has  shown  that 
it  is  otherwise  with  small-pox,  and  it  yet  remains  to  be  ascertained  what 
are  the  circumstances  under  which  cases  of  that  disease  can  be  aggregated 
for  the  purposes  of  sanitary  authorities  without  risk  to  the  communitj. 
Fortunately,  owing  to  the  protection  afforded  by  vaccination,  small-pox 
does  not,  as  is  commonly  supposed,  stand  foremost  among  the  infectious 
fevers  calling  for  isolation  in  a  hospital.  As  a  rule,  port  sanitary  authori- 
ties alone  make  provision  for  cholera. 

HJxtent  of  Provision.  —  No  exact  rule  can  be  laid  down  as  to  the 
requisite  amount  of  provision  for  any  given  population.  A  general 
estimate  has  been  made  in  England  of  one  bed  to  each  1,000  inhabi- 
tants as  suflScient  for  ordinary  requirements.  But  the  character  of 
the  population  must  largely  determine  this  question.  Upon  this 
point  Dr.  Thorne  says :  — 

In  a  locality  where  the  population  is  well-to-do,  and  most  houses  are  of 
a  size  and  construction  that  offer  reasonable  facilities  for  the  isolation  of 
single  attacks  of  the  current  infectious  fevers,  the  amount  of  hospital 
accommodation  needed  for  public  health  purposes  will  be  less  than  in  a 
manufacturing  district,  where  disease  cannot  be  treated  in  the  houses  in 
which  it  breaks  out  without  very  great  if  not  certain  risk  of  spread. 

With  this  point  in  view,  it  is  quite  plain  that  the  amount  of  hos- 
pital provision  per  1,000  inhabitants  in  a  residential  community  like 
those  of  Brooklino  or  Newton  would  necessarily  be  less  than  it  would 
be  in  manufacturing  cities  like  Lowell,  Lawrence,  Fall  River  and 
Worcester. 

Character  of  Accommodation  Required.  —  Dr.  Thorne  has  so  dis- 
tinctly presented  the  essential  conditions  relative  to  the  necessary 
accommodations  of  an  infectious  disease  hospital  in  his  recent  paper 
at  the  International  Congress  of  Hygiene,  that  I  take  the  liberty  to 
quote  them  as  applicable  in  most  particulars  to  our  own  cities :  — 

Premising  that  all  the  conditions  that  are  deemed  essential  in  the  pro- 
vision of  a  healthy  dwelling-house  are  to  be  regarded  as  equally  desirable 
in  the  case  of  an  infectious  hospital,  I  would  only  here  refer  to  sach  other 
points  as  involve  considerations  peculiar  to  such  hospitals. 

(a)  As  regards  site,  —  It  is,  as  a  rule,  undesirable  to  select  any  site 
wliich  is  less  than  some  two  acres  in  extent ;  and,  even  then,  regard  should 
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be  had  to  the  need  for  extension  of  hospital  buildings,  whether  for  tem- 
porary purposes  or  owing  to  increase  of  population.  Where  practicable, 
only  slogle-story  hospital  pavilions  should  be  contemplated  ;  and  having  re- 
gard to  their  distribution  on  the  site,  and  to  the  outdoor  exercise  of  con^ 
valescents,  twenty  patients  to  the  acre  will  generally  be  found  to  be  the 
limit  of  aggregation  of  sick  on  area. 

(6)  As  regards  buildings. — The  administrative  building  should  be  dis- 
tinct from  all  others.  Nurses,  when  off  duty,  will  live  and  sleep  in  it ; 
tradesmen  will  call  there  for  orders  and  with  supplies,  and  relatives  will 
there  make  inquiries  as  to  the  progress  of  the  sick.  This  building  should 
always  be  so  placed  as  to  control  all  access  from  without  to  the  ward 
pavilions  and  other  hospital  buildings.  The  laundry,  ambulance  shed,  dis- 
infecting apparatus  and  mortuary  should  also  be  in  one  or  more  buildings 
separate  from  the  administrative  building  and  the  ward  pavilions. 

No  sanitary  district  can  be  regarded  as  properly  provided  for  unless  it 
has  immediately  available  sufficient  accommodation  for  the  isolation  of  two 
different  infectious  diseases  in  both  sexes,  and  some  means  for  the  special 
isolation  of  one  or  two  patients  needing  separate  accommodation,  as,  for 
example,  cases  in  which  the  nature  of  the  disease  is  at  first  doubtful. 
These  requirements  are  usually  met  by  the  provision  of  two  pairs  of  wards 
or  rooms  having  no  aerial  communication  with  each  other,  together  with 
one  or  two  special  isolation  rooms.  In  sparsely  populated  districts  these 
requirements  may  be  combined  in  one  pavilion,  the  separate  apartments  of 
which  open  separately  upon  verandahs.  Such  a  building  is  commonly 
styled  an  isolated  pavilion. 

Each  ward  pavilion  should  admit  of  cross  ventilation  by  means  of  windows 
in  the  two  opposite  side  walls ;  the  closets  and  ward  sinks,  having  them- 
selves independent  means  of  cross  ventilation,  should  be  entered  from  the 
wards  by  means  of  a  cross-ventilated  lobby ;  all  angles,  vertical  and  hori- 
zontal, should  be  rounded,  to  prevent  deposit  of  dust,  etc.,  and  a  nurse's 
duty  room  should  be  provided.  Assuming  that  each  ward  will  contain  the 
ordinary  proportion  of  acute  and  convalescent  patients,  and  that  it  is 
adequately  ventilated  and  warmed,  a  minimum  of  2,000  cubic  feet  of  air 
per  head  is  generally  found  to  suffice  in  order  to  maintain  reasonable 
purity  of  air ;  but  much  depends  on  the  allotment  of  this  amount  of  air  to 
the  individual  patient.  No  excess  in  the  amount  of  total  air  provided  — 
as,  for  example,  in  the  case  of  lofty  wards  —  can  compensate  for  crowding 
patients  on  the  floor  level ;  and  hence  the  beds  should  be  so  arranged  as  to 
ensure  for  each  patient  a  floor-space  of  some  156  square  feet.  And  since 
it  is  in  the  neighborhood  of  the  patient's  mouth  and  nostrils  that  it  is  above 
all  important  to  maintain  the  purity  of  ward  air,  it  is  of  all  things  neces- 
sary to  allot  to  each  bed  a  separate  amount  of  wall  space,  not  less  than 
Borne  twelve  feet  in  length. 

(c)   As  to  allotment  of  bed-space.  —  The  best  position  for  the  beds  is 
that  one  bed  should  occupy  each  one  wall-space  between  a  pair  of  win- 
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dows,  the  head  of  the  bed  to  be  at  least  one  foot  away  from  the  wall,  bo  ts 
to  facilitate  movement  of  air  about  the  patient's  head. 

Medical  advice  is  often  sought  as  to  the  number  of  beds  that  should  be 
placed  in  any  one  ward  of  an  infectious  hospital.  In  suggesting  an  answer 
to  this  question  I  cannot  avoid  the  conclusion  that  the  practice  of  treating 
sick  persons  under  circumstances  which  admit  of  the  air  by  which  they  arc 
surrounded  being  charged  more  or  less  by  the  emanations  of  other  sick  per- 
sons is  wrong  in  principle,  and  that  from  this  point  of  view  any  aggrega- 
tion of  the  sick  in  wards  is  undesirable.  But  other  considerations  most, 
in  the  case  of  a  large  proportion  of  the  population,  be  regarded  as  out- 
weighing this  one  ;  and  all  that  can  be  properly  contended  for  is  that  the 
limit  of  such  aggregation  shall  be  decided  by  considerations  such  as  are 
involved  in  securing  freedom  from  any  recognizable  risk,  together  with 
such  efiiciency  in  general  administration  and  nursing  as  is  consistent  with 
a  reasonable  regard  for  economy. 

The  several  infectious  fevers  doubtless  differ  in  regard  to  the  amount  of 
nursing  which  the  sick  require  ;  but  taking  them  as  a  group,  and  assuming 
that  the  ordinary  proportion  of  acute  and  convalescing  cases  at  varying 
ages  are  brought  together,  it  may  be  held  that  any  one  nurse  can  rarely  be 
expected  to  take  charge  of  more  than  twelve  patients.  The  moment  this 
number  is  exceeded  the  nursing  staff  has  to  be  doubled,  and  directly  a 
second  nurse  is  required  it  would  be  better  in  the  interests  of  the  sick  that 
those  whom  she  nurses  should  be  in  a  separate  ward.  Holding  this  in 
view,  I  believe  it  will  generally  be  found  desirable  that  infectious  hospitals 
should  be  built  in  pavilions  so  contrived  that  in  each  there  shall  be  two 
wards,  one  for  males  and  the  other  for  females,  containing  together  not 
more  than  twelve  beds,  the  two  six-bedded  wards  to  be  separated  by 
nurses*  duty-room  and  an  entrance  lobby. 

The  diseases  for  which  persons  may  properly  be  treated  in  infec- 
tious disease  hospitals  are  mainly  those  which  are  specially  conta- 
gious in  their  nature,  and  are  liable  to  spread  from  the  sick  to  the 
well  in  consequence  of  proximity  to  each  other  in  the  small  and  ill- 
ventilated  tenements  of  large  cities.  It  frequently  happens  also  that 
travellers  stopping  at  hotels  or  boarding-houses  are  attacked  witii 
some  infectious  disease,  and  the  business  of  the  establishment  is 
seriously  hindered  and  sometimes  stopped  altogether  for  a  time  by 
the  presence  even  of  a  single  case  of  such  disease.  I  have  had  occa- 
sion several  times  in  the  past  ten  years  to  investigate  instances  in 
which  these  circumstances  were  prominent.  Under  ordinary  rules 
such  cases  cannot  be  admitted  to  the  general  hospital,  but  may  very 
properly  be  taken  to  an  isolation  hospital  for  treatment. 
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The  diseases  which  should  he  treated  in  infectious  disease  hospi- 
tals are  scarlet  fever,  diphtheria,  small-pox,  measles,  typhus  fever, 
cholera,  typhoid  fever,  and  to  these  it  would  be  proper  to  add  in  the 
Southern  States  yellow  fever,  a  disease  from  which  the  New  Eng- 
land States  are  generally  exempt. 

Practically,  the  first  five  diseases  mentioned  in  the  foregoing  list 
are  those  for  which  provision  is  usually  made  in  isolation  hospitals. 
In  referring  to  English  practice  upon  this  point  Dr.  Thorne  says  :  — 

Next  to  small-pox,  scarlet  fever  is  the  disease  for  the  isolation  of  which 
most  efforts  have  been  made  by  sanitary  authorities.  The  various  forms 
of  continued  fever,  and  notably  cases  of  enteric  fever,  have  also  in  many 
districts  been  somewhat  extensively  isolated.  Diphtheria  and  erysipelas 
have  occasionally  been  dealt  with  in  isolation  hospitals,  and  at  times  efforts 
have  been  made  to  stay  the  spread  of  measles  in  the  same  way.  There  are, 
however,  conditions  which  render  attempts  to  deal  with  measles  by  means 
of  isolation  specially  difficult.  The  stage  at  which  the  disease  becomes 
infectious  often  precedes  that  in  which  it  is  recognized  ;  the  subjects  of  its 
attack  are  as  a  rule  of  exceptionally  tender  years,  and  a  large  proportion 
of  cases  never  come  under  medical  treatment  at  all.  Notwithstanding  its 
fatality,  therefore,  it  can  hardly  be  expected  that  hospital  provision  by  san- 
itary authorities  will  be  deemed  as  pressing  in  the  case  of  measles  as  in 
some  other  infectious  diseases. 

Scarlet  fever  is  the  disease  for  which  isolation  is  most  constantly  and 
most  urgently  needed.  The  mortality  it  occasions  exceeds  that  of  any 
other  communicable  fever  prevalent  in  this  country.  It  is  highly  infec- 
tious, and  there  are  no  effectual  means  apart  from  isolation  by  which  its 
spread  can  be  stayed.  Small-pox,  the  one  disease  which,  if  vaccination 
were  properly  carried  out,  should  least  call  for  hospital  provision,  may  per- 
haps be  deemed  to  stand  next  in  order  as  regards  the  measures  for  isolation. 
In  some  towns  typhus  has  prior  claims  to  small-pox  in  this  respect,  and  in 
all  districts  some  provision  should  be  made  for  the  other  continued  fevers. 

The  foregoing  extract  from  Dr.  Thome's  report  applies  with  equal 
force  to  the  case  of  our  own  cities  and  towns  at  the  present  time, 
vrith  this  exception,  that  we  should  give  much  greater  prominence 
to  diphtheria  as  a  disease  requiring  hospital  isolation.  The  very 
slight  importance  apparently  attached  to  diphtheria  in  the  English 
report  of  1880  is  undoubtedly  accounted  for  by  the  fact  that  the 
contagious  character  of  the  disease  was  not  then  so  thoroughly  estab- 
lished as  it  is  at  the  present  time,  a  dozen  years  later.  A  peculiar 
characteristic  of  diphtheria  appears  to  be  the  permanence  of  its 
infection,  and  the  liability  to  retain  its  vitality  in  houses  and  apart- 
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ments  for  a  considerable  period  of  time.  Hence  the  propriety  of 
speedy  removal  of  infected  persons  to  a  special  hospital  constructed 
with  reference  to  efficient  methods  of  disinfection,  which  are  ill- 
adapted  for  use  in  old,  crowded  and  ill-ventilated  tenements,  which, 
with  walls  and  floors  and  ceilings  having  many  cracks,  crevices  and 
crannies,  give  abundant  opportunity  to  harbor  the  specific  infectious 
material  of  diphtheria. 

While  the  mode  of  transmission  of  the  infection  of  typhoid  fever 
diflTers  essentially  from  that  of  some  of  the  other  infectious  diseases 
already  named,  it  is  undoubtedly  true  that  many  cases  occur  by 
means  of  personal  infection  from  one  pei^son  to  another,  and  while 
the  alimentary  tract  is  the  part  through  which  the  specific  poison  is 
received,  and  often  by  means  of  the  public  or  private  water  supply, 
the  fact  should  not  be  overlooked  that  there  may  be  other  modes  ot 
transmission  than  through  the  medium  of  the  water  supply.  While 
writing  this  paper  I  had  occasion  to  investigate  a  local  epidemic  in 
a  small  town,  having  circumstances  which  may  briefly  be  stated  as 
follows :  In  January  last,  a  man  was  attendant  as  a  nurse  and 
watcher  upon  a  typhoid  fever  patient  living  about  two  miles  distant 
from  his  own  house.  After  the  recovery  of  the  patient  he  went 
home  and  was  taken  ill  with  typhoid  fever  himself,  and  after  him, 
successively,  three  of  his  children,  a  grandchild,  and  finally  his  wife, 
the  disease  having  in  his  household  a  continuous  history  of  six 
months'  duration.  Careful  examination  was  made  of  the  surround- 
ings of  the  house,  the  water  supply,  the  disposal  of  refuse,  etc.,  and 
it  did  not  appear  that  the  local  conditions  were  at  fault,  but  the 
probability  lay  in  the  direction  of  personal  infection  from  the  first 
case  to  the  second,  and  so  on  through  the  family.  Doubtless  food 
and  possibly  milk  may  have  been  a  means  of  transmission  of  infec- 
tion ;  but  if  the  first  case  could  have  been  taken  to  a  hospital  and 
isolated  during  his  illness  and  convalescence,  it  is  probable  that  all 
the  remaining  members  of  the  family  would  have  escaped  the 
disease. 

This  is  only  a  single  example  of  multitudes  of  such  cases,  which 
are  constantly  recurring  and  in  which  a  system  of  well  planned 
isolating  hospitals  would  necessarily  diminish  very  greatly  the  num- 
ber of  cases  of  illness  as  well  as  the  mortality.  The  practical 
result  of  such  a  plan  when  properly  administered,  is  to  limit  out- 
breaks of  infectious  disease  to  the  first  cases  and  thus  to  prevent  the 
occurrence  of  epidemics. 
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Further  points  relative  to  construction.  —  Brick,  stone  or  iron 
are  undoubtedly  better  than  wood,  and  this  statement  applies  more 
decidedly  to  infectious  disease  hospitals  than  to  those  which  are  to 
be  used  for  general  purposes.  Especially  is  this  true  of  the  interior 
finish  of  wards  and  other  apartments  used  by  the  sick.  It  is  advis- 
able to  finish  the  walls  and  ceilings  with  a  hard  or  impermeable  sur- 
face, which  has  no  cracks  or  inaccessible  ledges  which  may  retain 
infection,  and  a  floor  of  best  asphalt  or  of  some  similar  impermeable 
material,  although  possessing  slight  disadvantages,  is  so  much 
superior  to  wood  for  the  purpose  of  cleaning,  as  to  be  well  worthy 
of  adoption  for  such  uses  in  wards  which  are  to  be  devoted  to  the 
most  infectious  diseases. 

In  adapting  dwelling  houses  in  small  districts  to  the  uses  of  infec- 
tious disease  hospitals  special  care  should  be  taken  to  select  houses  in 
isolated  positions.  Such  buildings  should  not  be  used  for  this  pur- 
pose in  large  cities. 

Such  hospitals  should  be  erected  in  a  careful  and  considerate 
manner,  with  due  regard  to  growth  of  population,  and  upon  a  well 
defined  plan.     Dr.  Thome's  inquiry  showed  that  — 

The  suitability  of  the  hospital  buildings  in  various  parts  of  the  country 
was  to  a  very  great  extent  dependent  upon  the  circumstances  under  which 
they  were  erected.  If  a  hospital  is  hurriedly  built  under  the  influence  of 
panic,  it  is  often  not  ready  for  occupation  until  the  immediate  cause  of  its 
erection  has  passed  by ;  it  provides  accommodation  of  a  very  indifferent 
sort ;  it  fails,  almost  without  exception,  to  meet  the  permanent  require- 
ments of  the  district  even  when  in  amount  it  turns  out  to  be  more  than  the 
district  needs  ;  and  thus  the  object  of  the  hospital  as  a  part  of  the  sanitary 
defences  of  the  district  is  often  attained  in  a  very  imperfect  manner  and  at 
a  needlessly  large  cost. 

Possibility  of  spreading  infection. — It  has  sometimes  been  urged 
that  such  hospitals  might  become  centres  of  infection  from  which 
diseases  would  spread  to  the  neighboring  districts.  Careful  investi- 
gation upon  this  point,  however,  among  the  numerous  hospitals  of 
this  sort  in  Great  Britain  showed  that  no  danger  need  be  feared 
from  this  source  except  in  the  case  of  small-pox.  A  thorough  inves- 
tigation made  by  Dr.  Power,  in  1882,  and  reported  to  the  Local 
Government  Board,  showed  that  in  the  neighborhood  of  the  Fulham 
small-pox  hospital  in  London,  small-pox  had  increased  almost  in  a 
direct  ratio  to  the  nearness  of  the  population  to  the  hospital.     This 
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increase  was  also  indepeDdent  of  lines  of  human  intercourse.  In 
point  of  time  there  was  also  a  very  marked  relation  between  the 
varying  use  of  the  hospital  and  the  manifestations  of  excessive  small- 
pox in  the  neighborhood. 

Hence  much  greater  care  is  necessary  in  selecting  an  isolated  site 
in  the  case  of  hospitals  intended  for  the  reception  of  small-pox 
patients  than  is  necessary  in  the  case  of  those  which  are  to  be  used 
for  other  infectious  diseases. 

The  following  condensed  table  and  general  conclusions  are  taken 
from  Dr.  Power's  report :  — 

Admissions  of  Acuie  Small-pox  to  Fulham  Hospital,  and  Incidence  of  SmaU-pox 
upon  Houses  in  Several  Divisions  of  the  Special  Area  during  Five  Eptdemie 
Periods. 


In  Epidemic  Periods 

Since  Opening  of 

Hospital. 

iNOIDKltOE  OH  XVBBT  HUNDRED  HODSBS  WITHIV  THE  S«rECUL 
AREA  AMD  ITS  DIVISIONS. 

Cases  of 
AcuTB  Small- 
pox ADMITTED. 

On  Total 
Special 
Area. 

On  Small 

Circle  0-j^ 

Mile. 

On  First 

On  Second  >    On  Third 

RlnirS'-it    !    Rln^Vl 

HUe.                Mile. 

827,        .        . 
714,        .       . 
C79.        .        . 
292.         .        . 
ftlft, 

Mar..l877.eDdofl8n. 
Jan.,  1878.Sept.,1878, 
8ept.,1878-Oot.,  1879, 
Oct.,  1879-D«o.,  1880, 
Dec,  188(>-Apr.,  1881, 

1.10 
1.80 
1.68 
.58 
1.21 

3.47 
4.62 
4.40 
1.85 
8.00 

1.37 
2.55 
2.68 
1.06 
1.54 

1.27                   .36 
1.84                   .67 
1.^                   .64 

.80             .a 

1.25                   .61 

2,627,        .        . 

Five  periods. 

0.87 

17.35 

9.20 

6.16                2.57 

Conclusions  Relative  to  the  Spread  op  Small-Pox  in  the  Neighbor- 
hood OF  Hospitals. 

1.  There  has  been  in  each  epidemic  period  an  excessive  incidence  of 
small-pox  in  houses  in  the  neighborhood  of  the  hospital  as  compared  with 
more  distant  houses  in  Chelsea,  Fulham  and  Kensington. 

2.  The  percentage  of  houses  invaded  in  the  neighborhood  of  the  hos- 
pital has  become  gradually  smaller  as  the  distance  of  the  houses  from  the 
hospital  has  increased. 

This  gradation  has  been  very  exact  and  very  constant. 

3.  Houses  upon  the  chief  lines  of  human  intercourse  with  the  hospital 
have  not  suffered  more  than  houses  lying  in  other  directions  from  the  hos- 
pital. 

4.  In  point  of  time,  there  has  been  a  very  marked  relation  between  the 
varying  use  of  the  hospital  and  the  manifestations  of  excessive  small-pox 
in  the  neighborhood. 
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This  relation  has  not  shown  itself  while  the  ase  of  the  hospital  has  been 
for  oonvalescents  only. 

5.  The  appearance  of  excessive  small-pox  in  houses  around  the  hospital 
has  never  been  delayed  until  the  hospital  has  become  full,  or  nearly  full. 
It  has  been  always  most  remarkable  at  the  time  when  admissions  to  the 
lioepital  were  beginning  to  increase  rapidly. 

In  the  succeeding  months  of  active  operations,  though  the  use  of  the 
hospital  may  have  gone  on  increasing,  the  excess  of  small-pox  upon  the 
neighborhood  has  habitually  become  less  marked. 

6.  On  comparison  of  different  epidemics  an  almost  constant  ratio  is 
observed  between  the  amount  of  the  hospital  operations  and  the  degree  of 
excess  of  small-pox  in  the  neighborhood. 

7.  The  machinery  of  the  hospital  administration,  with  inclusion  of 
defects  in  that  machinery,  does  not  account  for  the  peculiarity  of  small- 
pox incidence  within  the  three  parishes  of  Chelsea,  Fulham  and  Kensing- 
ton since  the  establishment  of  the  hospital. 

8.  There  must  have  been  some  condition  or  conditions  operating  to 
produce  the  observed  distribution  of  small-pox  around  the  hospital  that 
have  pertained  to  the  hospital  as  such,  and  that  have  been  in  excess  of  the 
condition  of  small-pox  extension  as  usually  recognized. 

9.  During  the  present  epidemic  peiiod,  and  most  probably  during  for- 
mer similar  periods,  there  has  arisen  in  the  atmospheric  circumstances  of 
the  time,  peculiar  facility  for  the  dissemination  in  an  undamaged  state  of 
any  matter  that  may  have  been  given  off  from  the  hospital. 

Disinfecting  Apparatus.  —  An  isolating  hospital  can  hardly  be  said 
to  be  complete  in  all  its  appliances  without  a  well-equipped  disinfect- 
ing apparatus.  This  may  be  used,  not  only  for  the  purpose  of  disin- 
fecting the  infected  material  which  must  necessarily  be  found  in  every 
such  hospital,  but  will  also  prove  a  powerful  ally  to  the  local  board 
of  health  for  the  disinfection  of  the  infected  articles  which  are  to  be 
found  wherever  scarlet  fever,  diphtheria,  typhoid  fever  and  other  in- 
fectious diseases  exist.  Such  articles  include  clothing,  bed  linen, 
mattresses,  and  all  the  textile  fabrics  which  are  capable  of  disinfection 
and  are  too  valuable  to  be  destroyed.  Such  disinfecting  stations  exist 
in  Berlin  and  in  Paris  as  separate  establishments,  and  are  conducted 
in  the  most  thorough  manner,  and  in  accordance  with  the  most  ap- 
proved methods.  There  is  no  reason,  however,  why  they  may  not 
be  employed  as  adjuncts  to  isolating  hospitals,  where  such  hospitals 
exist.  The  Board  of  Health  of  Boston  has  during  the  past  year 
established  such  a  station  at  its  new  infectious  hospital  at  Swett 
Street. 
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Efficient  forms  of  disinfecting  apparatus  are  also  made  for  use  in 
a  portable  shape,  and  are  now  made,  both  in  this  country  and  in 
Europe,  at  considerably  less  cost  than  the  stationary  establishments. 


Let  us  for  a  moment  consider  a  practical  illustration  of  such  a 
system  as  I  have  outlined  :  A  father,  mother  and  four  small  chil- 
dren, the  latter  aged  two,  four,  six  and  nine  years,  occupy  a  tene- 
ment of  two  rooms,  including  a  kitchen  and  sleeping  room,  each 
about  twelve  feet  square  and  seven  and  a  half  or  eight  feet  high. 
The  kitchen  is  the  cooking  and  living  room  of  the  family,  and  both 
are  heated  by  the  kitchen  stove.  The  sleeping  room  is  occupied  at 
night  by  the  whole  family,  and  after  allowing  for  the  space  taken  by 
the  furniture  there  are  in  this  room  about  175  cubic  feet  of  air  space 
only  to  each  person,  which  is  doubled  by  the  open  door  into  the 
kitchen.  The  sleeping  room  has  but  one  window,  which,  in  winter, 
is  kept  constantly  closed,  and  there  is  no  special  means  for  ventila- 
tion. I  am  not  here  describing  an  unusual  case,  but,  on  the  con- 
trary, one  which  is  of  very  common  occurrence  in  any  one  of  our 
large  manufacturing  cities. 

One  of  these  little  children  is  taken  ill  with  diphtheria  in  its 
severest  form.  There  is  no  provision  in  the  city  for  such  cases,  and 
the  mother  gives  the  child  the  best  care  which  she  can  afford  under 
the  circumstances.  The  neighbors  are  afraid  to  take  the  other  chil- 
dren to  their  homes.  The  next  child  is  too  young  to  attend  school, 
and  the  law  excludes  the  older  children  from  school  during  the 
prevalence  of  illness  in  the  family,  thus  making  their  exposure  to 
infection  more  certain.  After  days  of  weary  watching  another  chUd 
falls  ill,  and  then  perhaps  the  mother  herself,  worn  with  care  and 
solicitude  for  her  little  ones,  becomes  a  victim  to  the  disease. 
Meanwhile  the  youngest  has  died,  and  is  laid  out  for  burial  in  a 
corner  of  the  kitchen,  the  living  room  of  the  family. 

Dr.  Russell,  the^health  officer  of  Glasgow,  in  commenting  upon 
such  cases,  which,  in  a  crowded  city  like  Glasgow,  were  once  of 
very  frequent  occurrence,  says,  when  contrasting  the  condition  of 
the  rich  and  of  the  poor :  — 

Last  of  all,  when  you  die,  you  still  have  one  room  to  yourself,  where  in 
decency  you  may  be  washed  and  dressed  and  laid  out  for  burial.  If  that 
one  room  were  your  house,  what  a  ghastly  intrusion  you  would  be.    The 
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bed  on  which  you  lie  is  wanted  for  the  accommodation  of  the  living.  The 
table  at  which  your  children  oaght  to  sit  must  bear  your  coffin,  and  they 
mast  keep  your  unwelcome  company.  Day  and  night  you  lie  there  until 
with  difficulty  those  who  carry  you  out  thread  their  tortuous  way  along  the 
dark  lobby  and  down  the  narrow  stair  through  a  crowd  of  women  and  chil- 
dren. You  are  driven  along  the  busy  and  unsympathetic  streets,  lumber- 
ing beneath  the  vehicle  which  conveys  your  scanty  company  to  the  distant 
and  cheerless  cemetery,  where  the  acrid  and  deadly  air  of  the  city  in  which 
you  lived  will  still  blow  over  you  and  prevent  even  a  blade  of  grass  from 
growing  over  your  grave. 

Dr.  Russell  has  here  graphically  described  a  death  among  the 
abodes  of  the  poor,  but  when  the  death  is  from  infectious  disease, 
the  conditions  are  still  worse,  since  the  added  danger  of  infection  to 
the  remaining  members  of  the  family  only  doubles  the  distress  of  the 
household.  Now  for  such  conditions  as  I  have  described  the  infec- 
tious disease  hospital  provides  a  most  excellent  remedy,  and  while 
it  may  not  prevent  the  occurrence  of  the  first  case  in  the  family,  it 
does  provide  for  the  taking  of  the  infected  person  to  a  suitable  place 
where  he  will  not  only  receive  far  better  care  himself,  but  will  not 
transmit  the  infection  to  his  brothers,  his  sisters  or  to  any  other 
person. 

In  the  hospital,  too,  in  place  of  overcrowded  and  ill-ventilated 
bed  chambers,  there  are  large  and  well-ventilated  wards ;  in  place  of 
foul  air  and  darkness,  there  is  fresh  air  and  sunlight;  in  place  of 
scanty  food  and  food  that  is  ill  adapted  to  the  wants  of  the  sick  there 
is  food  selected  especially  for  the  case  in  hand,  and  more  than  all 
this,  there  is  good  nursing  and  the  best  of  care,  and  when  the 
patient  has  recovered  he  is  returned  to  his  family,  no  longer  a 
source  of  danger  and  of  infection. 

Of  the  few  establishments  of  this  character  now  in  use  in  this 
State,  one  is  at  the  State  Primary  School  at  Monson,  where  it  was 
built  about  ten  years  ago  for  the  purpose  of  receiving  any  cases  of 
infectious  disease  which  might  arise  in  the  school.  It  has  proved 
exceedingly  useful  for  the  purpose  of  isolating  such  cases  of  scarlet 
fever,  diphtheria  and  measles  as  have  occurred  in  the  school,  and 
has  undoubtedly  prevented  the  outbreak  and  continuance  of  severe 
epidemics  of  these  diseases,  which  are  very  liable  to  occur  among 
children  of  such  ages  as  are  usually  received  at  this  school.  When 
no  means  are  provided  for  isolating  sick  children  such  epidemics 
often  make  sad  havoc  among  them. 


Digitized  by  CjOOQ  IC 


706 


STATE  BOAKD  OF  HEALTH.  [Pub.  Doc. 


This  hospital  contains  four  wards  capable  of  accommodating  about 
twenty  to  thirty  patients.  It  is  entirely  separated  from  the  other 
buildings. 


Still  more  recently  an  isolating  hospital,  very  well  planned  and 
conveniently  arranged,  has  been  built  at  Cambridge,  under  the 
supervision  of  the  trustees  of  the  Cambridge  Hospital.   , 
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A  general  plan  of  the  main  floor  of  this  building  is  shown  upon 
page  706.  The  arrangement  of  wards  in  this  building  is  so  planned 
as  to  admit  of  the  treatment  of  two  diseases,  and  also  of  the  two 
sexes  in  each  case,  without  any  possible  communication  between  the 
two  halves  of  the  hospital.  Fourteen  beds  can  conveniently  be 
accommodated  in  the  building.  There  are  also  two  Tooms  for 
nurses  in  a  second  story  not  shown  in  the  plan,  separate  from 
each  other,  each  room  being  reached  by  a  separate  stairway. 

In  describing  the  conditions  essential  to  a  well-contrived  isolating 
hospital  for  a  large  city.  Dr.  Rowe  makes  the  following  valuable 
suggestions,  some  of  which  could  hardly  be  carried  out  to  the 
letter,  except  in  large  and  wealthy  communities  :  — 

The  wards  should  be  of  moderate  size,  not  to  exceed  thirty  beds.  The 
number  of  buildings  for  each  disease  should  be  sufficient  to  allow  one 
building  to,  so  to  speak,  "  lie  fallow  "  for  renovation  and  disinfection. 
This  reserve  is  a  large  factor  in  reducing  the  mortality  in  an  infectious  dis- 
ease hospital.  This  generous  installation  of  site,  buildings  and  appoint- 
ments is  not  always  practicable,  either  from  the  topography  of  a  city,  an 
available  site  or  the  financial  condition  of  a  municipality.  Such  estab- 
lishments, however,  do  exist.  The  Belvidere  Hospital  for  Infectious 
Diseases  in  Glasgow,  Scotland,  is  a  most  notable  example.  It  covers 
thirty-one  acres  of  land,  and  has  thirty-five  buildings  with  accommodations 
for  infection  usually  prevalent  in  a  large  city.  No  better  argument  for 
isolation  hospitals  can  be  adduced  than  a  rehearsal  of  the  experience  of  the 
health  authorities  of  Glasgow,  in  changing  the  most  unhealthy  city  of 
Great  Britain,  with  the  largest  mortality  rate,  into  a  clean,  healthful  city, 
with  a  low  death-rate. 

Acting  in  conformity  with  the  principles  which  Dr.  Rowe  has  laid 
down  in  the  paper  from  which  I  have  here  quoted,  the  tnistees  of  the 
Boston  City  Hospital  have  now  made  provision  for  this  purpose  upon 
a  lot  of  land  near  the  city  hospital  in  Boston.  The  group  of  seven 
buildings  comprising  this  hospital,  now  nearly  completed,  consists 
of  two  two-story  ward  pavilions,  connected  by  covered  corridors 
with  an  administration  building.  The  other  buildings  are  a  con- 
venient lodge-house,  a  nurses'  home,  and  a  boiler-house,  laundry, 
mortuary,  etc.  The  cut  on  page  708  shows  the  first  floor  of  one  of 
the  two  ward-pavilions  now  approaching  completion.  As  at  present 
arranged,  the  wards  are  designed  for  136  patients. 

The  wards  at  the  City  Hospital,  now  occupied  for  the  reception  of 
patients  ill  with  diphtheria  and  scarlet-fever,  were  intended  for  only 

forty-two  patients,  but  the  urgent  demands  made  upon  the  hospital 
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for  receiving  this  class  of  cases  has  required  them  to  be  occupied  by 
sixty  patients  much  of  the  time. 

**  These  difficulties/'  say  the  trustees  in  their  report  of  the  year 
1892,  '<  will  soon  be  remedied  by  the  completion  of  the  Chester  Park 
Hospital.  For  the  purpose  of  carrying  out  this  work  $271,000  were 
placed  at  the  disposal  of  the  trustees  for  the  construction  of  new  build- 
ings, $24,000  were  set  apart  for  the  construction  of  a  new  ambulance 
stable,  and  contracts  were  made  for  the  buildings,  to  cost  $203,000.'* 

In  referring  to  this  department  of  the  work  of  the  city  hospital 
for  the  year  1892,  Dr.  Rowe  says :  — 

The  contagious  service  has  been  extremely  active,  a  larger  number  of 
patients  having  been  admitted  than  during  any  previous  year.  The  total 
number  of  patients  admitted  with  scarlet  fever,  diphtheria  and  other  com- 
plications was  788.  .  .  . 

The  diphtheria  ward  has  seldom  been  crowded,  although  during  several 
months  it  has  been  full.  The  character  of  the  cases  was  severe,  the 
marked  characteristic  being  that  a  very  large  number  were  brought  to  the 
hospital  in  the  last  extremity.  It  follows  that  the  mortality  has  been  large. 
The  scarlet  fever  ward  has  not  only  been  full  at  all  times,  but  during  the 
winter  months  it  has  been  crowded  beyond  a  limit  that  was  judicious.  The 
hospital  attempted  to  provide  for  all  cases  of  scarlet  fever  that  applied  for 
relief.  .  .  .  Some  applicants  have  been  rejected  because  the  wards  were 
crowded  to  an  extent  detrimental  to  those  under  treatment.  .  .  .  When 
the  new  hospital  for  contagious  diseases  is  completed  it  is  expected  its 
capacity  will  meet  not  only  the  present  demands  but  also  provide  for  any 
epidemics  such  as  have  hitherto  existed  in  Boston,  and  also  keep  pace  with 
the  growth  of  the  population. 

The  increasing  favor  with  which  hospital  treatment  for  infectious 
diseases  is  regarded  by  the  public  is  shown  by  the  fact  that  in  Lon- 
don the  numbers  admitted  to  the  hospitals  of  the  Metropolitan 
Asylum's  Board  increased  from  2,197  in  1886  to  8,334  in  1890. 
One-third  of  all  the  infectious  cases  legally  admissable  were  treated 
in  those  hospitals  in  1890.  In  Brighton,  England,  in  1891,  70  per 
cent,  of  scarlet  fever  cases  were  so  isolated. 

**  The  whole  drift  of  hospital  provision  is  toward  the  prevention 
of  epidemics  by  the  isolation  of  first,  cases  of  infectious  disease,  the 
improvement  of  the  treatment  of  the  cases  admitted  upon  that  ob- 
tained at  home  being  but  part  of  the  main  object,  but  tending 
materially  to  diminish  the  mortality." 

A  very  good  illustration  of  a  small  and  well-designed  isolation 
hospital  for  a  residential  town  of  20,000  inhabitants,  or  for  a  manur 
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facturing  town  of  a  smaller  population,  may  be  found  in  the  hospital 
at  Ealing,  England,  which  is  represented  in  the  accompanying  illus- 
trations. The  grounds  cover  about  two  acres  in  a  convenient  loca- 
tion upon  the  outskirts  of  the  village.  The  plan  includes  a  hospital 
for  about  twelve  or  sixteen  beds,  with  wards  for  two  diseases,  and 
opportunity  to  separate  the  sexes. 

An  administration  house,  porters*  lodge,  laundry,  mortuary,  ambu- 
lance shed  and  disinfecting  apparatus  are  also  provided.  The 
grounds  are  surrounded  by  a  brick  wall  about  six  feet  in  height. 
Space  is  also  shown  where  tents  may  be  erected  upon  a  concrete 
floor  in  case  of  an  unusual  epidemic.  The  same  space  may  also  be 
used  for  future  hospital  extensions. 

The  cost  of  this  establishment  was  about  $30,000,  including  cost 
of  land. 

In  the  construction  of  buildings  of  this  character  the  same  general 
rules  should  be  adopted  as  are  applicable  to  hospitals  in  general 
The  trustees  or  committees  appointed  to  take  charge  of  construction 
should  make  themselves  acquainted  with  everything  requisite  to 
secure  the  best  buildings  for  hospital  purposes  which  modem  science 
and  trained  experience  can  produce.  In  illustration  of  the  neglect 
of  this  precautionary  measure  Mr.  H.  C.  Burdett,  author  of  **  Hos- 
pitals and  Asylums  of  the  World,"  cites  the  following  instance  :  — 

This  very  autumn  we  had  to  inspect  a  new  hospital,  costing  many  thoo- 
sands  of  pounds,  where  the  committee  and  medical  staff  had  taken  infinite 
pains  to  secure  a  type  of  buildings  which  should  be  so  good  as  to  make 
their  institution  an  example  for  others  to  follow.  We  found,  however, 
that  the  buildings  actually  erected  were  a  failure,  and,  what  is  more,  a 
failure  of  the  worst  kind  ;  that  is  to  say,  the  faults  were  such  as  to  astonish 
any  one  who  had  taken  the  trouble  to  make  himself  practically  acquainted 
with  modern  progress  in  hospital  construction.  These  faults  were  not  due 
to  the  character  of  the  site,  or  to  any  special  circumstance,  but  arose  en- 
tirely from  ignorance,  and  what  we  venture  to  think  is  worse  than  ignorance, 
namely,  an  attempt  on  the  part  of  the  architect  to  adopt  what  he  belieYed» 
no  doubt,  to  be  modern  improvements  without  making  himself  acquainted 
with  the  purposes  those  improvements  were  intended  to  effect. 

One  of  the  first  hospitals  of  this  class  was  the  London  Fever  Hos- 
pital, established  about  1802,  at  Gray's  Inn  Road,  and  then  known 
as  a  *<  house  of  recovery,"  where  patients  convalescing  from  infec- 
tious diseases  could  be  taken  while  their  homes  were  being  cleansed 
or  disinfected.     It  was  afterward  removed  to  better  quarters,  where 
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it  served  the  purpose  of  isolating  the  infected  sick,  and  thus  protect- 
ing the  healthy  part  of  the  population.  (See  plan  of  present  London 
Fever  Hospital,  page  713.)  The  rows  of  dwellings  upon  each  side 
of  this  hospital  show  its  close  relation  to  the  neighboring  population. 

Since  the  scope  of  this  paper  will  not  admit  of  the  details  of  hos- 
pital  construction  the  reader  may  be  referred  with  advantage  to  the 
excellent  work  of  Mr.  H.  C.  Burdett  recently  published,  entitled 
**  Hospitals  and  Asylums  of  the  World.** 

In  the  fourth  volume  of  this  work  are  given  brief  descriptions  of 
the  following  hospitals  devoted  to  the  care  of  persons  suffering  with 
infectious  diseases :  — 


♦London  Fever  Hospital. 


Small-pox  Hospital,  Highgate  (Lon.). 


♦Eastern  (Horaerton). 

South  Western  (Stockwell). 
♦Northern  (Winehmore  Hill). 

Northwestern  (Hampstead). 
♦South  Eastern  (New  Cross). 


Hospitals  of  the  Metropolitan  Asylum's  Board. 


Western  (Fulham). 
North  Eastern  (Tottenham). 
Hospital  Ships  (Long  Reach). 
*  Ambulance  Stations. 


Provincial  Infectious  Hospitals. 


Belvidere  Hospital  (Glasgow), 
♦Bradford  Fever  Hospital. 

Bolton  Borough  Hospital. 
♦City  Hospital  for  Infectious  Diseases 
(Newcastle-upon-Tyne). 

Delancey  Hospital  (Cheltenham). 

Gateshead  Hospital. 
♦Heathcote  Hospital  (Leamington). 

Hull  Corporation  Sanatorium. 

Infectious    Hospital    for    the    Joint 
Counties  (Carmarthen). 

Isolation  Hospital  (Huddersfield). 

Isolation  Hospital  (Oldham). 

Isolation  Hospital  (Homsey). 

Kendray  Fever  Hospital  (Bamsley). 

Lady  well  Sanatorium  (Salford). 

Leeds  House  of  Recovery. 

Monsall  Hospital  at  Manchester. 

Continental  Infectious  Hospitals. 
♦Blegdams  Hospital  (Copenhagen). 

♦UUevold's  Hospital,  Chnstiania  Communal  Epidemic  Hospital  (Sweden). 
Oresunds  Hospital. 

School  Sanatoria. 
Rugby  School  Sanatorium. 

King  Edward  VI.'s  School,  New  Sanatorium  (Sherborne,  Dorset). 
Blundeirs  School,  New  Sanatorium  (Tiverton,  Devon). 
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Netherfield  Institution  for  Infections 

Diseases  (Liverpool). 
*New  City  Hospital  (South),  Grafton 
Street  (Liverpool). 

Nottingham  Borough  Epidemic  Hos- 
pital. 

Port    Sanitary    Authority's    Hospital 

(London). 
*  River  Tyne  Fort  Sanitary  Anthority's 
Hospital. 

Sanitary  Hospital  at  Bournemouth. 

Sheffield  Borough  Hospital  for  Infec- 
tious Diseases. 

Sittingboume  &  Milton  Joint  Infec- 
tious Hospital. 

Temporary  Small-pox  Hospital  (Liv- 
erpool). 
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Probationary  Wards. 
In  all  infectious  disease  hospitals  of  considerable  size  it  is  desirable 
to  establish  probationary  wards  for  the  observation  of  doubtful  cases. 
It  is  often  very  difficult  to  make  a  correct  diagnosis  at  the  outset  of 
a  case  of  infectious  disease.  Meanwhile  great  danger  is  incurred  by 
the  family  or  the  household  with  whom  the  patient  may  be  residing. 
It  therefore  is  a  matter  of  considerable  importance  to  provide  a 
place  where  the  patient  may  be  kept  under  such  surveillance  as  will 
avoid  danger  to  others,  if  the  case  proves  to  be  infectious,  and  at 
the  same  time  may  avoid  the  infection  of  the  patient  if  it  so  happens 
that  his  illness  proves  to  be  either  non-infectious  or  a  less  danger- 
ous disease. 

School  Sanatoria y  or  Isolating  Wards, 

A  useful  application  of  the  system  of  infectious  disease  hospitals 
is  found  in  its  adaptation  to  the  uses  of  large  institutions  of  learn- 
ing, or  establishments  of  any  sort  in  which  young  people  are  congre- 
gated, either  for  educational  or  for  other  purposes,  away  from  their 
homes. 

It  is  by  no  means  a  matter  of  uncommon  occurrence  for  an  out- 
break of  infectious  diseases  to  take  place  among  the  inmates  of 
institutions  of  this  character.  Such  outbreaks  invariably  disturb 
the  harmony  of  the  college,  school  or  other  institution,  and  seriously 
interfere  with  the  regular  exercises.  Many  instances  of  such  out- 
breaks are  not  only  on  record,  but  in  some  cases  it  has  happened 
that  the  whole  school  or  college  population  has  been  broken  up  and 
sent  to  their  homes. 

The  existence  of  a  single  building,  in  which  the  first  cases  of  in- 
fectious disease  could  be  isolated  and  cared  for  until  convalescence 
ensued,  would  in  many  instances  have  obviated  much  of  this  trouble. 

Every  large  educational  establishment  should  possess  an  isolating 
ward  or  hospital,  which  could  in  emergencies  be  used  for  this  pur- 
pose. 

While  the  infectious  diseases  of  childhood  are  not  so  fatal  nor  so 
frequent  among  persons  of  school  or  college  ages,  their  occurrence  is 
yet  suflSciently  common  among  this  class  to  require  extreme  care  for 
their  prevention,  as  the  following  figures  will  show. 

The  deaths  from  certain  infectious  diseases  among  persons  be- 
tween the  ages  of  fifteen  and  thirty  years  in  Massachusetts,  during 
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the   period  of  twenty-eight  years  ending  with  1890,  were  as  fol- 
loivs :  — 

From  measles, 276 

"     scarlet  fever, 763 

"      diphtheria, 1,430 

"      small-pox, 1,171 

To  the  foregoing  figures  should  be  added  the  deaths  from  typhoid 
feTer,  a  disease  which  finds  its  victims  in  the  period  fifteen  to  thirty 
years  in  the  greatest  numbers.  The  deaths  from  this  disease  at  those 
ages  for  the  same  period  in  Massachusetts  were  11,993. 

Phthisis  claims  a  much  larger  harvest  from  this  age  period  than 
either  of  the  foregoing  diseases,  the  number  of  deaths  being  57,197 
for  the  same  time  and  ages.  In  the  case  of  phthisis,  however,  while 
its  infectious  character  must  be  recognized,  the  peculiar  nature  of  the 
disease  unfits  its  victims  for  the  continuance  of  prolonged  study,  and 
all  such  persons  should  be  advised  to  discontinue  their  connection  as 
soon  as  the  nature  of  the  disease  is  recognized. 

Dr.  Sykes  concisely  explains  the  diflerences  between  residential 
and  non-residential  schools  with  reference  to  the  subject  of  isolation 
as  follows :  — 

There  is  a  strong  contrast  in  the  manner  in  which  personal  infection  is 
spread  in  non-residential  and  residential  schools.  In  non-residential 
schools  children  from  various  households  meet  at  a  centre,  become  in- 
fected, and  returning,  distribute  the  infection  broadcast,  closure  being 
resorted  to  for  the  purpose  of  checking  its  spread.  In  residential  schools, 
on  the  other  hand,  the  infection  is  more  or  less  confined  to  the  limits  of  the 
school,  and  is  only  distributed  beyond  upon  the  disbandment  of  the  pupils. 
Hence,  it  is  interesting  to  note  that  opposite  results  may  follow  the  similar 
process  of  closing  a  school,  in  the  two  cases,  unless  extreme  precautions 
are  taken. 

Residential  schools,  like  other  residential  institutions,  protect  themselves 
from  admitting  infected  scholars  from  without  by  requiring  certificates  of 
freedom  from  infection,  or  from  contact  with  infection,  upon  admission ; 
and,  when  invaded,  from  the  spread  of  infection  within,  by  isolation  in 
proper  quarters.  Non-residential  schools,  where  the  attendance  is  daily, 
do  not  admit  of  the  application  of  measures  of  protection  in  this  form,  and 
are  dependent  upon  school-teachers  immediately  excluding  from  attendance 
children  suffering  from  infectious  disease,  or  being  members  of  an  infected 
family  or  household.  This  exclusion  can  only  be  enforced  by  the  teacher 
or  manager  being  informed  by  the  parents  or  by  the  sanitary  authority  of 
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the  cases  of  infectioas  disease  oecurriDg  amongst  the  scholars.  Compol- 
sory  notification  is  therefore  a  valuable  protection  to  schools.  If  exclusion 
fails,  and  infection  reaches  a  school,  not  directly  but  indirectiy,  by  the 
commingling  of  infected  with  healthy  children  beyond  the  precincts  of  the 
school,  it  points  to  the  absence  of  proper  seclusion  of  the  infected  children 
at  home  or  in  hospital,  and  it  is  only  when  seclusion,-  as  well  as  exclusion, 
fail  to  prevent  an  epidemic  in  a  school  that  dissolution  or  closure  of  the 
school  is  justifiable.  Defects  of  internal  condition,  structure  or  site  liable 
to  lead  to  such  a  result  are  naturally  also  included  in  such  justification. 

The  memorandum*  issued  in  December,  1890,  by  the  chief  medi- 
cal officer  of  the  Local  GoYemment  Board  explains  in  a  very  fall 
and  lucid  manner  the  measures  necessary  to  be  taken  in  this  direc- 
tion for  the  protection  of  **  public  elementary  schools'*  by  sanitary 
authorities. 

Summary. 

The  advantages  of  the  separate  hospital  for  infectious  diseases 
may  be  summed  up  briefly,  as  follows  :  — 

1.  They  allow  the  complete  isolation  of  the  sick  in  cases  where 
the  sick  cannot  be  eflectively  separated  at  their  homes. 

2.  The  work  of  the  wage-earner,  the  ordinary  duties  of  the 
household  and  the  school  attendance  of  children  can  go  on  as  usual 
without  interruption. 

3.  Infection  is  thus  kept  by  itself  in  a  place  where  it  can  be 
intelligently  treated  and  destroyed.  Otherwise,  in  tenement-houses 
and  crowded  dwellings,  and  among  those  who  are  ignorant  of  its 
nature  and  its  proper  management  and  control,  it  may  spread  and 
cause  infinite  harm. 

4.  Cities  requiring  such  hospitals  should  not  wait  for  the  hurried 
impetus  derived  from  panic,  but  should  construct  carefully  and 
thoroughly,  and  with  due  regard  to  their  own  special  needs.  Such 
hospitals,  like  fire  departments,  when  completed  should  be  always 
ready  for  immediate  use.  They  should  be  accessible  and  under 
wise  and  intelligent  management. 

*  Qaoted  Id  fall  Id  tweDty .third  aDDaal  report  of  State  Board  of  Health,  1801,  page  zri. 
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APPENDIX. 

Practice  of  Different  CJountries. 

In  the  following  pages  are  grouped  some  of  the  essential  data 
relative  to  the  progress  of  different  countries  in  this  particular  direc- 
tion for  preventing  the  spread  of  infectious  diseases. 

For  a  portion  of  this  information  the  writer  is  indebted  to  Dr.  Palm- 
berg's  recent  work  entitled  **  Public  Health  in  its  Applications  in 
Different  European  Countries." 

England. 

Memoranda  of  the  Local  Oovemment  Board  of  England, 

Regulations  as  to  Hospitals  (Memorandum  on  Hospital  Accommodation). 
—  Means  for  separating  the  sick  from  the  healthy  should  always  be  pro- 
Tided.  When  two  contagious  diseases  break  out  at  the  same  time,  they 
should  each  be  separately  isolated. 

In  towns,  and  for  several  villages  of  smaller  size,  there  should  be  pro- 
vided at  least  two  special  wards  with  four  beds  in  each,  in  order  that  the 
sick  may  be  isolated  from  the  commencement.  Such  a  very  small  infirmary 
would  be  very  valuable  for  arresting  the  progress  of  an  epidemic. 

Fig.  1  represents  a  very  simple  type  of  hospital,  having  one  ward  for 
each  sex,  with  the  necessary  annexa.  This  plan  accompanies  the  memo- 
randum of  the  Local  Government  Board. 

Fig.  2  represents  two  sections  of  the  same  building,  the  one  to  the  left 
having  simple  walls  and  serving  for  summer  rooms ;  the  one  to  the  right 
having  double  walls  is  a  permanent  structure.  At  the  base  of  the  external 
walls  are  openings  for  the  admission  of  fresh  air,  seen  on  the  front  of  the 
elevation  (Fig.  1).  In  the  roof  are  other  openings  for  the  escape  of  foul 
air,  but  chimneys  or  special  tubes  are  the  best  for  this  purpose. 

In  rural  districts  without  a  hospital,  a  trustworthy  married  couple  with- 
out children  may  be  charged  with  the  isolation  and  care  of  cases  of  infec- 
tious disease.  In  the  event  of  a  more  serious  epidemic,  several  lodgings 
may  be  hired  for  the  sick,  or  they  may  be  isolated  in  temporarily  erected 
tents  or  barracks. 

Fever  hospitals  in  urban  districts  ought  to  have  one  bed  for  every  1,000 
inhabitants.  In  manufacturing  towns  with  a  very  dense  population,  this 
proportion  ought  to  be  even  greater ;  while  in  wealthy  and  less  dense  towns, 
with  houses  of  a  good  class,  one  bed  for  every  2,000  inhabitants  may  suffice. 

Permanent  fever  hospitals  are  built  on  the  system  of  separate  pavilions. 
There  must  be  at  least  four  wards  for  patients,  as  well  as  a  pavilion  for 
administration. 
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Sick  wards  can  be  arranged  in  pavilions  connected  in  pairs,  as  shown  in 
Fig.  3,  whicli  is  taken  from  the  memorandum  of  the  Local  GoTemment 
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Board.     The  dotted  lines  in  this  figure  show  how,  as  the  population  in- 
creases, the  permanent  hospital  can  be  enlarged. 
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The  minimum  distance  between  the  pavilions  should  be  thirty  feet. 
Fig.  4  shows  another  arrangement  of  sick  wards  which  is  preferable 
when  sufficient  ground  is  available. 
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The  sick  wards  may  also  be  placed  on  different  stories  of  the  same 
pavilion. 

Two  of  them,  one  for  each  sex,  are  reserved  for  persons  suffering  from 
the  same  infectious  disease. 

All  the  wards  should  be  kept  separate,  and  independently  warmed  and 
ventilated.     To  facilitate  the  work  of  the  staff  a  corridor  connects  all  the 
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pavilions.  The  latter  should  be  so  placed  that  the  air  can  circulate  freely 
between  them.  The  space  between  the  pavilions  should  be  at  least  one  and 
a  half  times  as  great  as  the  height  of  each  pavilion ;  and  if  a  pavilion  ii 
intended  for  small-pox,  the  distance  should  be  still  greater.  It  is  prefer- 
able to  place  small-pox  in  an  entirely  separate  building  as  remote  as  possi- 
ble from  all  other  buildings. 

In  wards  for  infectious  diseases  there  should  be  openings  for  admission 
of  fresh  air  between  each  bed,  a  little  above  the  floor,  so  that  pare  air 
bathes  the  patient's  bed.  They  should  be  furnished  with  a  grooved  fasten- 
ing, so  that  the  admission  of  air  can  be  graduated.  The  openings  fcff 
extraction  of  foul  air  should  be  near  the  ceiling,  and  as  remote  as  possible 
from  those  admitting  fresh  air.  They  should,  unless  entering  Into  the 
chimney-breast,  be  caiTied  vertically  to  the  roof  and  be  provided  with  an 
aspirating  cowl. 

Memorandum  of  Ambulances. 
For  the  conveyance  of  patients  who  are  sick  with  infectious  disease,  spe- 
cial carriages  or  ambulances  are  necessary.     The  following  points  have  to 
be  attended  to  in  the  provision  and  use  of  such  carriages  :  — 

1 .  If  the  ambulance  be  intended  only  for  journeys  of  not  more  than  a 
mile,  it  may  be  made  so  as  to  be  carried  between  two  people,  or  it  may  be 
on  wheels  and  to  be  drawn  by  hand.  If  the  distance  be  above  a  mile,  the 
ambulance  should  be  drawn  by  a  horse.  Every  ambulance  on  wheels  shoold 
have  easy  carriage  springs. 

2.  In  the  construction  of  an  ambulance,  special  regard  should  be  had 
to  the  fact  that  after  each  use,  it  has  to  be  cleansed  and  disinfected.  The 
entire  interior,  and  the  bed-frame  and  bed,  should  be  of  materials  that  can 
be  washed. 

3.  The  ambulance  should  be  such  that  the  patient  can  lie  at  full 
length  in  it;  and  the  bed-frame  and  bed  should  be  movable,  so  that 
the  patient  can  be  arranged  upon  the  bed  before  being  taken  out  of  his 
house. 

4.  With  an  ambulance  there  should  always  be  a  person  specially  in 
charge  of  the  patient ;  and  a  horse  ambulance  should  have  a  seat  for  sach 
person  inside  the  carriage. 

5.  After  every  use  of  an  ambulance  for  infectious  disease,  it  should  be 
cleansed  and  disinfected  to  the  satisfaction  of  a  medical  officer. 

6.  Both  in  very  populous  districts,  and  in  districts  which  are  of  very 
wide  area,  it  may  often  happen  that  more  than  one  ambulance  will  be 
wanted  at  one  time ;  and  in  any  district,  if  more  than  one  infections 
disease  is  prevailing,  there  will  be  an  evident  sanitary  advantage  in  having 
more  than  one  ambulance  for  use. 
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Rtiles  for  Hospitcda  for  Infectious  Diseases. 

1.  The  medical  officer  is  the  responsible  superintendent  of  the  estab- 
lisbment.  It  is  his  duty  to  visit  the  hospital  even  at  times  when  there  are 
DO  patients,  to  ensure  that  the  matron  and  nurse  are  at  their  post,  and  that 
everything  is  ready  for  the  reception  of  patients. 

2.  The  matron  and  head  nurse  ought  to  maintain  the  greatest  cleanli- 
ness and  to  see  that  the  beds  are  well  aired,  conveniently  arranged,  and 
always  ready  to  receive  patients.  They  ought  also  to  keep  the  inventory 
of  everything  belonging  to  the  hospital.  They  are  forbidden  to  absent 
themselves  together  without  express  authority.  They  must  carry  out  the 
orders  of  the  doctor  and  be  responsible  for  the  conduct  of  the  staff  and  the 
nurses. 

8.  The  matron  (or  steward,  if  there  is  one,'  as  in  large  hospitals)  must 
be  prepared  monthly  to  present  the  books  of  accounts  to  the  sanitary 
authority. 

Instructions  for  Nurses^  Patients  and  Visitors. 

1 .  Every  applicant  for  admission  to  a  hospital  should  have  a  medical 
certificate  of  the  disease  from  which  he  is  suffering. 

2.  A  patient  can  be  attended  by  a  doctor  of  his  own  choice  other  than 
the  medical  officer  of  the  hospital  at  his  own  cost. 

3.  No  person  is  admitted  to  the  hospital  without  the  permission  of  the 
medical  officer. 

4.  No  patient  is  permitted  to  leave  the  hospital  until  discharged  by  the 
medical  officer. 

5.  The  patient*s  clothes  must  be  disinfected  before  being  given  up  to 
him  at  his  discharge. 

6.  Officers  and  servants  of  the  hospital  are  not  allowed  to  leave  the 
hospital  without  authority  of  the  medical  officer;  and  they  must  first 
change  their  clothes. 

The  following  table  contains  some  of  the  most  essential  data  relative  to 
several  of  the  hospitals  embraced  in  Dr.  Thome's  report.  Values  are 
expressed  approximately,  in  United  States  equivalents,  instead  of  English 
money. 
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Glasgow. 

The  following  description  is  quoted  from  the  official  report  of  the  trustees 
of  t±ie  Glasgow  Fever  Hospital :  — 

**  The  grounds  possess  great  natural  beauty,  rising  gently  as  you 
approach  the  Clyde,  where  they  are  broken  by  three  small  glens,  once  the 
heds  and  sloping  banks  of  three  streams.  The  whole  estate  is  well  wooded, 
especially  along  the  avenue  and  western  boundary,  where  the  rooks  have 
recently  established  themselves  in  the  tops  of  the  old  beeches.  The  con- 
valescents are  allowed  to  wander  at  will  over  the  many  beautiful  walks,  and 
m  the  summer  it  is  one  of  the  most  pleasant  sights  to  see  the  children  roll- 
ing about  on  the  grassy  slopes  of  the  glens,  and  the  seats,  placed  here  and 
there,  occupied  by  groups  of  people  who  for  the  first  time  in  the  lives  of 
many  are  tasting  of  the  sweets  of  Nature.  At  the  rear  of  the  fever  hospi- 
tal several  acres  are  laid  out  as  a  flower  garden,  with  a  greenhouse,  from 
which  the  wards  are  supplied  with  potted  plants.  Flower  plots  are  dis- 
tributed here  and  there  between  the  pavilions  and  in  other  open  spaces. 
At  a  distance  of  some  four  miles  southward,  the  wooded  heights  of  the 
Cathkin  Hills  close  in  the  horizon." 

*^  The  whole  buildings,  except  that  occupied  by  the  medical  and  nursing 
staff  and  matron,  are  built  of  brick.  The  wards  are  distributed  in  pairs, 
in  thirteen  totally  isolated  pavilions,  all  running  north  and  south.  They 
are  sixty  feet  apart  laterally,  and  are  placed  in  rows  of  two,  three,  four  and 
five,  in  succession  from  the  bank  overlooking  the  Clyde  towards  London 
Boad.  They  have  tlius,  to  one  standing  in  their  midst,  the  appearance  of 
a  large,  uniformly  laid-out  village.  Each  pavilion  is  only  one  story  in 
height,  with  a  well- ventilated  basement  beneath,  so  that  the  level  of  the 
ward  is  reached  by  a  flight  of  steps.  The  two  rows  of  four  pavilions  are 
separated  by  a  range  of  buildings  running  east  and  west,  the  centre  of 
which  contains  the  kitchen,  one  story  in  height,  and,  like  the  pavilions, 
open  to  the  roof.  At  either  end  there  is  another  story,  the  eastern  accom- 
modating various  stores  and  the  dispensary ;  the  western,  the  under  ser- 
vants' rooms.  At  London  Road  there  is  a  main  lodge  controlling  to  the 
west  the  entrance  to  the  small-pox  hospital,  and  to  the  east,  the  approach 
to  the  fever  hospital.  At  the  south  end  of  this  approach  is  the  fever  lodge 
and  enquiry  rooms  for  patients'  friends,  with  the  Dorcas  Society's  stores  in 
an  attic  story,  and  running  north  along  the  avenue,  the  morgue,  with  room 
for  funeral  parties,  with  entrance  from  the  road  so  that  hearses,  etc.,  do 
not  come  within  the  hospital  enclosure.  Just  inside  this  gate  is  the  washing- 
house  and  laundry,  with  the  suite  of  steam  boilers  to  the  south,  a  cremator 
for  soiled  beds,  and  the  central  coal  depot.  The  boilers  are  three  in  num- 
ber, double-flued,  and  in  size  seven  feet  six  inches  by  twenty-six  feet  four 
inches.  Further  south  are  a  smithy,  carpenters'  shop  and  fire-engine 
station.     Southwestward,  some  forty  yards,  are  the  stables,  ambulance 
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shed,  etc.  Still  westward  is  a  large  three-story  stone  block,  erected  on  the 
site  of  the  old  mansion  house,  containing  eighty-four  single  bed-roonns  for 
nurses,  with  recreation  rooms  on  each  flat.  These  occupy  the  lateral  wings, 
while  the  centre  is  reserved  for  the  matron  and  medical  staff.  In  front  of 
this  building  there  is  a  spacious  lawn,  with  tennis  court,  bounded  Boath- 
wards  towards  the  Clyde  by  a  sloping  bank  planted  with  trees." 

"  There  are  three  hundred  beds  on  the  scale  of  2,000  cubic  feet  for  adnlts ; 
but  as  a  large  proportion  of  the  patients  are  children,  for  whom  1,200  feet 
is  sufficient,  a  much  larger  number  of  patients  can  be  accommodated.  The 
dimensions  of  every  pavilion  and  ward  are  exactly  the  same ;  but  as  they 
were  erected  at  different  times,  sundry  little  but  important  differences 
exist.  The  two  southern  pavilions  were  built  last,  and  the  description  of 
one  will  suffice.  It  has  a  basement  eight  feet  from  ground  to  floor  level. 
The  outside  length,  from  end  to  end,  is  one  hundred  and  sixty-eight  feet; 
the  outside  breadth,  twenty-six  feet ;  the  height,  from  ground  level  to  ridge 
of  roof,  thirty-two  feet.  There  are  two  wards,  each  divided  into  a  conva- 
lescent and  acute  ward.  A  flight  of  steps  on  both  sides  gives  access  to  a 
vestibule,  from  which,  on  one  hand,  are  the  entrances  to  these  subdivisions, 
while,  on  the  opposite  side,  is  the  pantry,  opening  directly  off  the  passage, 
and  a  lobby,  to  the  left  of  which  are  the  bath-room  and  water-closet,  and 
to  the  right  a  steep-room  for  soiled  linen,  these  last  being  farthest  from  the 
wards.  All  these  appurtenances  are  therefore  completely  isolated  in  a  pro- 
jecting annex.  The  entrance  and  annex  of  each  ward  are  on  opposite  sides 
of  the  pavilion.  On  the  side  opposite  to  the  entrance  of  the  acute  ward  is 
a  nurse's  duty  room,  where  there  is  a  '  poison  press '  and  a  napery  press, 
with  chairs  and  a  table.  The  front  projects  into  the  ward  with  sloping 
roof  and  glass  sides,  giving  a  full  view  of  the  ward.  The  Internal  dimen- 
sions are  as  follows :  acute  ward,  length,  56  feet  3  inches ;  convalescent 
ward,  length,  24  feet.  In  both  the  breadth  is  22  feet ;  the  height  to  the 
wall  head,  14  feet  6  inches ;  to  the  roof  tree,  23  feet  9  inches.  The  floor- 
age  of  the  acute  ward  is  1 ,237  square  feet ;  of  the  convalescent,  528  square 
feet.  The  total  cubic  contents  of  the  acute  ward  are  23,500  cubic  feet;  of 
the  convalescent  ward,  10,000.  The  number  of  adult  beds  is  eleven  for 
the  acute  and  four  for  the  convalescent  ward ;  but  in  the  case  of  children 
twenty  cribs  are  allowed." 

'*  All  the  flooring  of  the  wards  is  of  Dantzic  oak,  waxed.  The  vestibole 
and  annex  are  laid  with  tiles.  The  walls  are  coated  with  Keene's  cement. 
Some  wards  are  oil-painted  and  varnished,  but  the  more  recent  are  treated 
with  light  blue  or  green  distemper,  which  can  frequently  be  renewed.  All 
the  woodwork  is  varnished.  Care  is  taken  to  avoid  flat  surfaces  giving 
lodgment  for  dust.  The  principal  rafters  are,  therefore,  of  light  T  iron, 
and  the  tiles  of  thin  rod  iron." 

''  The  heating  is  by  hot  water  circulating  in  pipes  which  are  led  ronnd  the 
walls  above  the  floor.    This  is  derived  from  two  hot-water  tanks  heated 
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by  steam,  and  placed  beneath  the  entrance  hall  of  each  ward,  to  which 
access  is  obtained  from  the  outside  by  a  stair  leading  to  the  basement. 
There  are  also  open  fires  at  either  end  of  each  ward.  Pavilions  with 
numerous  windows  and  open  to  the  roof  are  very  difficult  to  warm  suffi- 
ciently during  winter.  Experience  at  Parliamentary  Road  soon  showed 
that  it  would  be  necessary  to  check  radiation  by  the  large  glass  area,  and 
accordingly  the  device  of  double  glazing  each  pane  with  an  interval  of 
three-quarters  of  an  inch  of  air  space  was  adopted.  The  wards  at  Belvi- 
dere  are  kept  at  55°  to  60°  in  the  coldest  weather.  There  are  heating  coils 
in  the  vestibule  and  bathroom." 

*'  Fresh  air  is  admitted  by  direct  openings  beneath  the  windows,  which  are 
numerous,  so  that  it  passes  over  the  heating  pipes.  These  openings  are 
controlled  by  an  arrangement  which  admits  of  gradation,  and  cannot  be 
interfered  with  except  by  the  nurse.  There  are  skylights  on  opposite  sides 
of  the  slope  of  the  roof,  Boyle's  ventilators  fixed  on  the  ridge,  and  venti- 
lating shafts  alongside  the  chimneys,  with  openings  controlled  by  movable 
louvres  and  the  apex  of  the  roof." 

*'  The  principles  kept  in  view  in  furnishing  are  simplicity,  smooth  surfaces 
and  facility  of  removing  and  cleaning.  The  bedsteads  are  wrought  iron, 
the  tables  and  chairs  hardwood,  varnished.  In  the  children's  wards,  iron 
cribs  are  provided,  and  pigmy  forms  and  tables  suited  to  their  size.  All 
cupboards,  presses,  etc.,  are  movable  on  iron  rollers,  like  American  trunks. 
The  mattresses  are  stuffed  with  straw,  the  pillows  with  chaff.  They  are 
renewed  for  every  new  patient  and  whenever  soiled.  Wood  wool  was 
recently  tried  as  a  substitute  for  straw,  but  was  found  speedily  to  break 
down,  and,  on  account  of  the  consequent  expense  and  larger  quantity  and 
more  frequent  renewal,  was  not  adopted." 

'^  The  nurses  are  graded  in  three  classes —  probationers,  nurses  and  head 
nurses.  After  a  year's  probation,  during  which  she  attends  lectures  on 
fever  nursing  given  by  the  assistant  physicians,  the  probationer  is  sub- 
mitted to  a  written  and  viva  voce  examination.  If  she  passes  satisfactorily, 
she  gets  a  '  Certificate  of  Proficiency  in  Fever  Nursing,'  first,  second  or 
third  class,  signed  by  the  physician  superintendent,  and  becomes  a  nurse. 
The  wage  of  a  probationer  is  £18,  and  advances  gradually  to  £30,  all 
getting  two  uniform  suits  per  annum  for  ward  use  alone.  To  work  a 
purely  pavilion  hospital  such  as  Belvidere,  all  its  parts  distributed  over  a 
large  area,  and  to  maintain  the  large  extent  of  flower  garden  and  pleasure 
ground  attached,  requires  a  large  staff.  The  distribution  of  coals  is  done 
by  an  open  loiTy,  on  which  all  the  coal-boxes  are  placed  and  driven  round 
the  wards.  The  food  is  distributed  by  a  covered  van,  divided  into  com- 
partments, each  of  which  bolds  the  allowance  for  a  ward.  The  ashes  are 
collected  daily  from  portable  circular-covered  ashbins  countersunk  in  the 
ground  adjacent  to  each  ward,  an  arrangement  which  combines  convenience 
and  perfect  sightliness  and  inoffensiveness.    The  whole  institution  is  under 
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the  care  of  a  physician  Buperintendent,  who  is  assisted  in  the  genend  hiui- 
nesB  of  the  hospital  by  a  house  steward,  and  in  the  medical  charge  by  two 
permanent  medical  assistants.  These  are  supplemented,  as  occasion  re- 
quires, by  extra  assistants.  In  fact,  there  are  seldom  less  than  three 
assistants,  and  usually  in  the  autumn  and  winter  there  are  foar  or  fire. 
These  appointments  are  in  great  request  among  the  best  students  of  the 
Glasgow  school.  They  are  only  given  to  qualified  men,  and  by  preference 
to  such  as  have  been  house  surgeons  in  either  of  our  infirmaries.  They 
remain  from  one  to  two  years.  The  present  physician  superintendent, 
Dr.  J.  W.  Allan,  was  appointed  in  August,  1875,  and  has  contrihated 
much  by  his  urbanity,  good  management  and  rich  experience  to  win  and  to 
retain  the  confidence  which  Belvidere  undoubtedly  possesses  both  witii  the 
profession  and  the  public." 

''  In  calculating  the  cost  of  treatment,  the  expenditure  on  the  smaQ-pox 
hospital  is  always  thrown  in  with  that  on  the  fever  hospital.  There  haying 
been  only  rare  and  isolated  cases  of  small-pox  for  some  years,  120  beds 
have  been  constantly  used  for  scarlet  fever,  and  only  one  pavilion,  barri- 
caded off  with  the  whole  administrative  buildings,  for  small-pox.  A  small 
staff  is  maintained  there.  The  last  financial  year  for  which  the  accoonts 
are  made  up  (June  1,  1886,  to  May  31,  1887)  may  be  taken  as  an  iUnstrft- 
tion  of  the  expenditure,  number  and  nature  of  cases  treated,  etc.  There 
was  not  a  single  case  of  small*pox  treated,  but  £558  were  expended  in  the 
small-pox  hospital;  £15,945  in  the  fever  hospital;  2,790  cases  were 
treated,  including  1,270  cases  of  scarlet  fever,  504  of  measles,  204  of 
enteric  fever,  176  of  whooping-cough,  87  of  typhus,  134  of  erysipelas, 
diphtheria,  chicken-pox  and  puerperal  fever,  the  balance  being  made  np  of 
nursing  mothers  and  cases  of  mistaken  diagnosis.  The  average  residence 
over  all  was  43.3  days  (which  is  high,  owing  to  the  regulation  residence 
being  eight  weeks  for  scarlet  fever)  ;  the  average  daily  number  of  patients, 
332 ;  the  average  cost  of  treatment  per  patient,  £5  18s.  This  does  not  in- 
elude  interest  on  capital  expended  in  building  and  furnishing  hospitals,  bat 
does  include  ground,  annual  and  all  current  expenditure  in  maintaining  the 
whole  estate  and  working  the  hospitals.  Taking  one  year  with  another, 
the  average  mortality  is:  for  typhus,  13  per  cent. ;  enteric  fever,  12  per 
cent. ;  scarlet  fever,  12  per  cent. ;  measles,  5  per  cent. ;  whooping-ooagfa, 
12  per  cent. ;  and  over  all  cases,  10  per  cent." 

'^  In  the  northeast  corner  of  Belvidere  estate,  the  central  washing  and  dis- 
infecting establishment  for  the  city  is  situated,  occupying  an  area  of  2,500 
square  yards.  In  those  times  when  the  treatment  of  infectious  diseases 
was  left  to  the  Royal  Infirmary,  whatever  disinfection  was  carried  oat  at 
the  houses  of  the  patients  was  also  performed  by  the  directors.  In  tbeir 
annual  report  for  1824  they  refer  to  this  fact.  The  first  washing-boose 
established  by  the  authorities  was  a  small  place  with  a  few  tube  in  a  close 
off  the  High  Street.     This  was  opened  in   1864.     When  Belvidere  was 
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acquired,  half  of  the  ezisting  fever  hospital  washing-house  was  reserved 
:f  or  this  purpose.  This  soon  proved  inadequate,  and  the  present  separate 
establishment  was  finished,  in  1883,  at  a  cost  of  £8,400.  It  is  essentially 
a  washing-house,  fitted  up  with  the  best  mechanical  appliances,  to  which 
the  articles  to  be  treated  are  driven  by  a  service  of  vans.  There  is  a  Lyons 
^isinfector,  in  which  mattresses,  clothing,  etc.,  which  cannot  be  washed, 
are  disinfected,  a  cremator  for  burning  straw,  chaff,  wool,  flock  and  other 
articles,  '  whose  end  is  to  be  burned,'  and  a  carpet-beating  machine.  It 
bas  just  been  resolved  to  spend  £800  in  improving  the  arrangements,  and 
especially  in  adding  appliances,  devised  by  the  sanitary  inspector,  for 
treating  everything  which  is  ultimately  to  be  washed  with  a  solution  of 
bichloride  of  mercury,  which,  it  is  expected,  will  make  the  articles  innocu- 
ous before  passing  them  on  to  the  washers.  On  an  average,  1,000  articles 
per  day  are  treated  in  one  way  or  another." 

"  The  hospitals,  the  washing-house,  and  the  sanitary  office  in  the  city  are 
all  in  telephonic  connection." 

Germany. 

The  following  regulations  pertain  to  the  organization  of  hospitals  for 
infectious  diseases  in  Germany. 

A.  The  building  must  be  isolated  and  situated  in  an  open  space,  if  pos- 
sible, away  from  inhabited  quarters,  but  at  such  a  distance  that  the  patients 
may  be  taken  to  it  without  difficulty  or  distress. 

B.  There  must  be  no  communication  between  the  hospital  and  its  sur- 
roundings, and,  where  necessary,  complete  isolation  must  be  established. 

C.  The  beds  must  be  separated  by  at  least  seventy-five  to  ninety  centi- 
meters and  each  patient  allowed  fourteen  cubic  meters  of  space.  (These 
requirements  would  hardly  meet  the  demands  of  modem  hospital  hygiene.) 

Convalescents  are  placed  by  themselves.  Hospitals  must  be  provided 
with  spare  wards  so  that  the  occupied  wards  may  be  vacated  from  time  to 
time  and  carefully  purified. 

D.  The  air  of  the  hospital  must  be  kept  fresh  and  pure.  The  furniture 
must  be  kept  perfectly  clean,  as  well  as  the  rooms. 

E.  The  clothing  of  the  patients  must  be  separately  stored  and  carefully 
disinfected  before  it  is  returned  to  them. 

F.  Convalescents  must  be  isolated  till  they  leave  the  hospital. 

Berlin. 
Hospitals  for  Isolation. 
At  Berlin  the  preventive  measures  against  infectious  diseases  are  organ- 
ized according  to  the  regulations  in  force  throughout  the  Empire. 

A  large  hospital  for  isolation  has  been  built  by  the  corporation,  com- 
posed of  twenty-four  detached  pavilions  of  one  story,  with  an  additional 
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buildiDg  for  emergencies.  A  space  is  reserved  for  the  constraction  of  dz 
additional  pavilions. 

This  hospital  (das  stadtische  Krankenhaus  Moabit)  is  situated  in  a  space 
nearly  open  on  all  sides  on  the  Moabit  quarter,  near  to  the  public  park,  and 
small  Thiergarten.  The  gl*ound  has  the  form  of  an  elongated  rectangle. 
Pavilions  are  built  on  the  long  sides  facing  east  and  west.  The  distance 
between  each  is  seventeen  meters,  and  the  two  sides  are  separated  by 
sixty-four  metres.  The  intermediate  space  is  occupied  by  lawns,  groups 
of  trees  and  shrubs. 

The  buildings  cover  a  surface  of  10,000  square  meters,  of  which  6,432 
are  occupied  by  buildings;  the  grounds,  mortuaries,  etc.,  take  up  the  re- 
mainder. 

Each  pavilion  contains  a  ward  28.25  meters  in  length,  6.90  meters  in 
width,  and  3.14  meters  in  height.  Each  contains  thirty  beds  —  too  many 
in  a  hospital  for  infectious  diseases,  as  that  allows  only  twenty-seven  cabic 
meters  for  each  patient.  The  ward  is  lighted  by  windows  in  the  side  walls, 
one  being  placed  between  every  two  beds. 

The  materials  employed  in  the  construction  are  blocks  of  wood  interca- 
lated with  bricks.  The  inside  walls  are  lined  with  boards  painted  in  oil  a 
bright  color.     The  floor  is  formed  of  a  bed  of  concrete. 

There  are  no  ceilings.  The  roof  is  composed  of  a  double  layer  of  boards, 
painted  in  oil  inside  and  covered  outside  with  millboard  saturated  with 
asphalt. 

A  skylight  runs  along  the  middle  of  the  roof  with  lateral  apertures, 
which  may  be  opened  and  shut  from  within. 

A  vestibule  at  one  end,  traversed  by  the  entrance  corridors,  comprises  on 
its  right  side  servants'  rooms  and  the  dispensary,  and  on  the  left,  the  bath- 
room, linen-room  and  water-closets.     All  these  rooms  have  boarded  floors. 

The  heating  is  effected  by  means  of  steam-pipes  connected  with  a  boiler, 
which  also  serves  for  the  kitchen  and  laundry.  A  large  steam-pipe  runs  in 
a  subterranean  trench  in  front  of  the  pavilions,  sending  a  branch  to  each, 
which  is  subdivided  into  several  pipes  for  warming  the  rooms  and  heating 
water  for  the  bath-room.  Three  steam-pipes,  two  to  the  north  and  one  to 
the  south,  run  above  the  floor  at  a  height  of  0.80  meters ;  they  are  provided 
with  taps  for  the  regulation  of  the  temperature.  The  condensed  water 
returns  to  the  boiler  by  a  pipe. 

Ventilation  is  very  simply  managed.  Fresh  air  is  introduced  by  means 
of  fourteen  openings,  each  eighteen  centimeters  wide,  made  in  the  walls  of 
each  ward  at  the  same  height  as  the  steam-pipes,  which  warm  the  air  as  it 
enters.     The  impure  air  escapes  by  the  lateral  apertures  above. 

The  rooms,  etc.,  are  lighted  with  gas;  the  lamps  are  hung  below  the 
skylight,  and  assist  in  the  ventilation. 

The  pavilion  for  special  isolation  attached  to  the  hospital  is  similarly 
constructed  and  measures  15.67  meters  in  length  by  8  meters  in  width,  and 
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3.64  meters  in  height.  It  contains  three  rooms  separated  from  one  another, 
each  having  three  beds.  A  covered  veranda,  2.30  meters  in  height,  runs 
along  the  front.     Large  doors  at  each  end  set  up  a  current  of  fresh  air. 

Eleven  casements  are  placed  in  front  of  the  veranda  near  the  roof, 
which  are  removed  during  the  summer. 

A  water-closet  is  provided  for  each  room,  placed  in  a  vestibule,  and 
abattmg  on  an  outside  wall,  being  perfectly  ventilated  and  separated  from 
the  ward  by  an  ante-chamber. 

Each  of  the  wards  has  a  roof  of  a  pyramidal  form,  at  the  top  of  which  is 
a  ventilating-pipe  surmounted  with  a  Wolpert  aspirator.  The  floors  are 
made  of  brick  covered  with  Metlach  mosaic. 

Heating  is  effected  by  steam  introduced  into  hot-air  stoves,  placed  in  the 
middle  of  the  floor,  and  so  constructed  that  the  heat  can  be  regulated. 
The  stoves  are  surrounded  with  an  iron  jacket. 

Fresh  air  is  supplied  to  the  apparatus  by  a  trench  in  masonry  under  the 
floor,  and  is  warmed  in  passing  between  the  stove  and  the  jacket.  The 
impure  air  escapes  partly  by  the  ventilating  pipe  in  the  roof,  partly  by 
other  pipes  adjoining  a  small  tower  in  the  ceiling  of  the  veranda,  in  which 
are  placed  water-cisterns  for  the  baths. 

The  rooms  may  also  be  heated  by  steam-pipes. 

At  one  end  of  the  veranda  is  a  small  enclosed  room,  into  which  linen 
for  the  wash  is  thrown  through  a  trap-door ;  it  is  taken  away  by  a  door 
commanicating  with  the  open  air. 

There  is  a  place  for  disinfection  in  the  establishment  through  which  the 
linen  is  passed. 

When  no  epidemic  prevails,  part  of  the  hospital  is  given  up  to  ordinary 
patients.  It  is,  however,  considered  preferable  to  nurse  the  latter  in  the 
stadtische  allgemeine  Krankenhaus  Friedrichshain,  which  is  a  splendid 
hospital  built  in  pavilions,  four  of  which  have  one  story  and  six  two  stories. 
There  are  also  two  pavilions  for  isolation  with  two  stories  and  another  of 
one  story  exclusively  reserved  for  diphtheritic  patients. 

In  the  department  for  isolation  each  adult  is  allowed  a  space  of  fifty- 
seven  to  sixty  cubic  meters,  and  each  child  thirty-one  to  forty-two  cubic 
meters. 

The  pavilion  for  diphtheria  is  warmed  by  steam,  but  the  general  method 
is  a  combination  of  heating  by  means  of  hot-water  apparatus  connected 
with  the  ventilation.  Each  ward  has  also  chimneys  open  in  the  summer 
and  autumn. 

In  order  to  assist  ventilation  the  smoke-pipes  pass  through  the  ventilating 
shaft. 

The  removal  of  persons  suffering  from  infectious  diseases  is  entrusted  to 
contractors  charged  with  the  maintenance  of  the  necessary  carriages,  the 
use  of  public  carriages  being  forbidden  to  such  patients  in  virtue  of  an 
official  order  of  the  7th  of  February,  1887. 
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Paris. 

No  satisfactory  system  for  the  treatment  of  persons  sick  with  infectious 
diseases  in  hospitals  specially  designed  for  this  purpose  has  yet  heen 
effected,  but  a  commission  was  appointed  to  investigate  the  sobject,  and 
reported  in  June,  1887,  to  the  municipal  council.  Thus  far,  persons  at- 
tacked with  infectious  diseases  have  been  received  into  all  hospitals,  except 
small-pox  patients,  who  were  only  admitted  to  the  hospitals  of  Saint  Louis 
and  Saint  Antoine,  which  had  isolated  buildings  for  their  accommodatioa. 
In  the  other  hospitals  the  infected  are  also  isolated,  bat  experience  has 
proved  that  the  measures  taken  for  that  purpose  have  not  been  effectual, 
and  it  too  often  happens  that  infection  is  propagated  within  these  estab- 
lishments. Statistics  also  show  that  there  has  been  an  increase  in  the 
deaths  from  infectious  diseases  in  Paris,  while  they  have  sensibly  dimm- 
ished  in  other  cities  where  isolation  is  better  organized. 

There  is  a  station  at  the  Hotel  Dieu  in  connection  with  the  transp(»t  of 
infectious  cases,  in  which  are  kept  two  horses,  two  carriages  and  a  drirer. 
When  any  person  ill  with  a  contagious  disease  requires  to  be  taken  to  the 
hospital,  notice  is  sent  to  the  nearest  police  station,  whence  it  is  transmitted 
to  the  Prefecture,  who  then  sends  orders  to  the  Hotel  Dien.  The  disinfec- 
tion of  carriages  is  prescribed  by  the  regulations,  but  this  duty  is  left  to 
the  driver,  without  supervision. 

The  plan  already  mentioned  provides  for  two  ambulance  stations,  one  on 
the  right  bank  of  the  Seine,  near  the  Hospital  of  St.  Antoine,  and  Uie  otiier 
on  the  left  bank,  near  the  Hospital  for  Sick  Children.  Each  of  these  sta- 
tions is  to  have  twelve  carriages  for  removal  of  the  sick.  Two  will  be 
reserved  for  small-pox,  two  each  for  measles,  diphtheria,  scarlet  fever  and 
typhoid  fever,  and  the  last  two  will  be  reserved  for  other  diseases— 
whooping-oough,  erysipelas,  etc.  The  carriages  used  for  one  disease  are 
never  to  be  used  for  another.  Each  coach-house  must  be  divided  into  six 
compartments  in  order  to  prevent  mistakes.  The  stable  will  be  arranged 
for  six  horses,  though  it  will  not  be  necessary  to  keep  more  than  two  in 
them  under  ordinary  circumstances. 

A  certain  number  of  nurses  will  be  assigned  to  each  ambulance  to  ac- 
company the  patients.  They  will  live  in  the  adjoining  hospital  and  give 
their  services  in  turn. 

The  staff  of  the  station  will  consist  of  a  chief  officer,  two  coachmen,  one 
of  whom  must  be  married,  and  a  servant,  who  may  be  the  wife  of  the  lat- 
ter. All  these  persons  will  live  on  the  premises,  and  the  staff,  as  well  u 
the  nurses,  will  be  boarded  there.  The  estimated  cost  of  construcdon  <^ 
each  station  is  about  $14,000,  and  that  of  each  carriage  about  $500.  Each 
is  to  be  provided  with  a  seat  for  the  nurse,  near  the  pillow  of  the  patient, 
and  a  drawer  for  clothes  and  linen.  After  each  journey  the  carriage  is  to 
be  thoroughly  washed.  The  stations  are  to  be  connected  by  telephone 
with  the  Relief  Board  and  the  Prefecture.  ^  , 
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Hospitals. 

As  a  part  of  this  general  plan,  four  hospitals  are  to  be  erected  near  the 
gates  at  the  entrance  of  the  city.  Two  will  be  devoted  to  small-pox,  and 
one  each  to  diphtheria  and  to  measles.  The  first  are  designed  for  seventy 
beds  in  each.  The  plan  provides  for  reserving  a  plat  of  ground  near  by, 
80  that  in  case  of  need  supplementary  pavilions  may  be  constructed  with 
accommodations  for  more  than  eighty  more  patients.  This  ground  is  to  be 
levelled,  covered  with  asphalt  and  drained,  so  that  temporary  buildings  can 
be  put  up  in  a  few  days.  If  further  accommodation  is  required,  it  is  pro- 
posed to  build  a  hospital  for  convalescents  at  Creteil,  southwest  of  Paris, 
on  ground  belonging  to  the  Relief  Board. 

A  hospital  for  diphtheria  also  forms  a  part  of  the  plan,  to  be  erected 
near  Bic^tre,  at  the  south  end  of  the  city. 

The  following  figures  show  the  special  need  for  arresting  the  progress  of 
diphtheria  and  measles  in  Paris  :  — 

Mean  Death-rale  Jrom  Diphtheria  per  10,000  Inhabitants,  Paris, 

From  1866  to  1869, 4.32 

"      1870  to  1874, 4.72 

*'      1876  to  1879, 8.88 

"      1880  to  1884, 9.26 

**      1885  to  1887, 7.68 

Mean  Death-rate  from  Measles  per  10,000  Inhabitants,  Paris. 

From  1866  to  1869, 3.18 

"      1870  to  1874, 3.35 

"      1875  to  1879, 3.72 

*•      1880  to  1884, 4.90 

••      1885  to  1889, 5.71 

Scarlet  fever  does  not  appear  to  have  found  a  congenial  soil  in  Paris, 
the  average  mortality  per  10,000  from  this  cause  being  but  0.9  as  compared 
with  1.7  in  Liondon,  1.2  in  Edinburgh  and  3.2  in  Berlin.  Measures  for  its 
restriction  there  do  not  therefore  appear  to  be  so  imperative  as  in  the  case 
of  the  infectious  diseases  already  named. 

With  the  view  of  diminishing  the  spread  of  whooping-cough  it  has  also 
been  proposed  to  found  a  great  isolating  establishment,  including  a  school 
and  a  hospital. 

The  public  disinfecting  stations  form  a  part  of  the  general  plan  for  the 
prevention  of  the  spread  of  infectious  diseases.  Those  of  Paris  and  Berlin 
are  most  thoroughly  equipped,  and  managed  in  the  most  effective  and  sys- 
tematic manner.  Their  description,  however,  does  not  come  within  the 
scope  of  the  present  paper. 
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Later  inf  ormation  upon  the  subject  of  isolation  of  contagions  diseases  in 
Paris  may  be  found  in  a  paper  contributed  to  the  International  Congress  of 
Charities,  Correction  and  Philanthropy  at  Chicago  in  June,  1893,  by  Drs. 
Herbert  and  Hogg  of  Paris.* 

The  following  summary  is  presented  in  that  paper  of  the  facilities  which 
are  afforded  in  Paris  for  the  isolation  and  treatment  of  hospital  patients 
suffering  with  contagious  diseases.  The  hospitals  providing  such  facilities 
are  six  in  number :  — 

The  AuberviUiers  Hospital  possesses  separate  buUdings  for  small-pox, 
measles,  scarlet  fever,  erysipelas,  diphtheria  and  doubtful  cases ;  in  all, 
184  beds. 

The  Hospital  Trousseau,  Isolation  wards  are  established  for  children 
with  diphtheria,  measles  and  scarlet  fever  (181  beds). 

Hospital  ^^des  EnfarUs  Malades**  (Enfants  J6sus),  which  is  a  hospital 
for  children,  receives  diphtheria  and  scarlet  fever  patients  (52  beds). 

In  addition  to  these  the  following  hospitals  are  provided  with  isolation 
rooms :  Jxiriboisierey  7  beds ;  La  Pitie^  5  beds ;  La  Charite^  3  beds. 

All  of  these  taken  together  furnish  a  total  of  332  beds. 

Sweden. 

In  Sweden,  local  public  health  administration  is  in  charge  of  a  Commis- 
sion of  Hygiene,  in  the  towns  (Helsovardsnamnd)  ;  and  in  rural  districts 
the  Communal  Council  is  entrusted  with  sanitary  functions.  These  have 
been  organized  by  laws  of  1874  and  1885. 

During  the  prevalence  of  an  epidemic  of  infectious  disease  the  Commis- 
sion must  attend  to  the  following  regulations :  — 

1.  The  immediate  removal  of  the  patient  to  a  special  hospital,  a  place 
isolated  for  the  purpose,  unless  the  transport  should  endanger  the  life  of 
the  patient.  He  may  remain  in  his  own  dwelling  if  he  can  be  nursed 
according  to  the  regulations  prescribed  by  the  Commission. 

2.  The  immediate  disinfection  of  the  house,  clothing,  bedding,  etc.,  of 
the  patients  who  have  died,  recovered  or  been  sent  to  the  hospital. 

3.  Patients  are  not  to  be  removed  in  public  carriages ;  stretchers,  sedan 
chairs,  etc.,  are  disinfected  after  use. 

4.  Clothing  of  the  patients,  and  anything  belonging  to  the  hospital 
which  has  been  lent  or  sold,  are  to  be  disinfected. 

Persons  suffering  with  epidemic  or  infectious  diseases  cannot  refuse  to 
be  removed  to  the  special  hospital  unless  life  would  be  endangered,  or  tiiej 
can  be  nursed  in  a  place  properly  isolated,  at  their  own  expense. 

When  two  infectious  diseases  prevail  at  the  same  time,  two  special  hos- 
pitals should  be  established,  or,  at  least,  a  properly  isolated  portion  most  he 
set  apart  for  the  treatment  of  one  class  of  patients. 

*  Hospitals,  Dispensaries  and  Nursing.  Papers,  Discussions,  etc,  at  Congress  of  Cbiifties, 
Correction  and  Pliilanthropy,  June,  1893.    New  York,  1894. 
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StockJiolm. 

Popolatioii  aboat  225,000.  In  Stockholm  the  plan  presented  in  1884,  by 
Dr.  Linrotb,  Chief  Medical  Officer,  for  the  purpose  of  organizing  the  treat- 
ment of  infectious  diseases  in  the  city  includes  — 

1 .  A  hospital  placed  at  one  end  of  the  city,  organized  in  a  pavilion  sys* 
tem,  and  comprising  — 

A  building  for  small-pox,  with 20  beds. 

A  building  for  typhus  fever,  with 20     " 

A  building  for  scarlet  fever,  with 35     " 

A  building  for  diphtheria,  with 28     ** 

A  building  for  measles,  with 85     *' 

A  building  with,  at  least,  ten  small  observation  rooms,  each  having  one 

bed. 
A  building  for  the  staff,  containing  also  rooms  for  the  medical  officers  of 

the  establishment. 
Buildings  for  offices,  such  as  kitchen,  laundry,  place  for  disinfection  and 

the  burning  of  straw,  stables,  coach-houses  and  ice-houses. 

A  place  should  be  reserved  on  the  same  ground  for  two  temporary  hos- 
pitals, the  plans  and  drawings  for  which  must  be  quite  ready  so  that  they 
can  be  erected  without  delay  in  case  of  need. 

2.  A  branch  establishment  at  the  other  end  of  the  city,  organized  after 
the  same  system,  and  comprising  — 

.    A  building  for  scarlet  fever,  with 30  beds. 

A  building  for  measles,  with 25  beds. 

A  building  for  the  staff,  and  two  rooms  for  special  cases. 
A  building  for  the  offices  of  the  establishment 

3.  An  establishment  situated  in  the  group  of  islands  on  this  side  of 
Yaxholm,  intended  to  receive  infectious  patients  who  have  arrived  by  sea, 
and  comprising  a  pavilion  with  fifteen  beds ;  a  place  for  disinfection ;  a 
building  for  the  staff  and  officers. 

4.  A  place  for  disinfection  within  the  city  for  the  healthy  members  of 
families  exposed  to  infection,  and  for  suspected  clothing.  The  number  of 
beds  available  should  be  one  hundred  and  forty-eight  in  the  large  hospital, 
fifty-seven  in  the  branch  establishment  and  fifteen  in  the  island  hospital, 
in  all  two  hundred  and  twenty  beds. 

Dr.  Linrotb  is  of  opinion  that  typhoid  fever  may  safely  be  treated  in  the 
other  hospitals  of  the  city  as  in  previous  years. 

The  construction  of  a  new  isolation  hospital  on  the  above  plan  was  only 
begun  in  1890.  The  hospital  comprises  five  pavilions,  comprising  alto- 
gether one  hundred  and  sixty-two  beds,  a  building  with  eight  observation 
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rooms,  a  building  for  the  admiDistration  and  for  the  doctor,  one  for  cookiiig, 
a  laundry,  mortuary,  etc. 

Before  this  time  the  old  hospitals  were  utilized,  temporary  buildiiigft 
being  erected  for  special  requirements. 

These  are  constructed  of  double  boards.  The  interstices  of  the  walk, 
floor  and  ceiling  are  filled  up  with  charcoal. 

A  barrack  on  this  model  was  erected  in  ten  days  in  the  park  of  Belleme 
near  Brunsviken,  when  an  epidemic  of  small-pox  was  threatened.  The 
expense  amounted  to  about  £700. 

A  permanent  erection  has  been  constructed  on  the  ground  of  Uie 
hospital  Saint  Maria  to  serve  as  a  place  for  isolation.  Its  total  length 
is  32.30  meters  and  the  width  7.50  meters.  Its  height  is  15.50  meters 
between  the  ground  and  the  ridge.  The  front,  which  looks  towards  the 
west,  is  flanked  by  a  fore-court  eight  meters  in  length  by  5.5  meters  in 
width.  The  sides  are  made  of  boards  7.5  centimeters  thick,  wainscoted 
and  lined  with  mill-board  outside  and  inside.  The  roof  is  of  mill-board 
covered  with  asphalt. 

The  building  contains  two  wards,  with  thirteen  beds  in  each.  The  space 
between  the  wards  is  occupied  by  a  room  for  the  nurse,  a  linen-room,  and 
a  small  kitchen  for  making  drinks.  Behind  the  vestibule  adjoining  the 
wards,  which  can  be  divided  into  parts,  is  a  fore-court  in  which  are 
placed  the  latrines  and  the  bath-room.  The  floors  of  the  wards  are  made 
of  asphalt,  laid  on  a  bed  of  cement,  which  is  placed  on  the  ground,  cor- 
ered  with  a  bed  of  broken  stones  and  gravel.  The  other  rooms  have  also 
asphalt  floors,  excepting  the  nurses'  room. 

The  walls  and  ceilings  are  painted  in  oil  throughout  the  building,  in 
order  that  they  may  be  easily  cleaned.  Each  bed  in  the  wards  has  7.20 
square  meters  of  floor  space  and  30  cubic  meters  of  cubic  space.  The 
windows  are  made  in  the  side  wall  of  the  ward,  and  look  east  and  west, 
there  being  eleven  in  each  ward.  The  windows  are  two  meters  in  height 
by  one  in  breadth,  their  total  surface  being  about  one-fourth  of  the  floor. 
The  establishment  possesses  a  gas  and  water  service.  There  are  two  baths 
made  of  copper  in  the  bath-room.  The  latrines  are  arranged  on  the  system 
of  movable  tanks  used  in  the  city,  but  in  such  a  way  that  the  urine  flows 
away  separately  by  a  subterranean  pipe.  In  the  closets  there  are  also  cis- 
terns in  zinc  for  the  soiled  linen,  a  current  of  water  continuously  passing 
through  them  from  top  to  bottom,  and  discharging  into  the  sewer.  The 
speed  of  the  current  is  regulated  at  pleasure. 

In  this  way  all  risk  from  the  handling  of  dry  linen  worn  by  the  infectkws 
patients  is  avoided.  The  linen  is  not  taken  from  the  water  and  wrang 
until  the  moment  when  it  is  to  be  sent  to  the  wash.  The  dstems  bate 
lids  locked  with  a  key. 

Heating  and  ventilation  are  effected  by  means  of  a  kind  of  stove  with  aa 
iron  casing  lined  with  fire-proof  bricks.    The  casing  does  not  oome  higfatf 


Digitized  by  CjOOQ IC 


No.  34.]  ISOLATION  HOSPITALS.  735 

thsLD  the  middle  of  the  stove,  and  is  6  centimeters  from  it.  The  total 
height  of  the  apparatus  is  3.60  meters,  the  exterior  diameter,  0.60  meter; 
Uie  heated  surface,  7  square  meters. 

The  fresh  air,  entering  hy  a  pipe  sixty  centimeters  hy  thirty,  arrives  at 
the  bottom  of  the  stove  and  is  heated  in  passing  between  the  stove  and  the 
casing.     The  ventilating-pipe  is  provided  with  a  sliding  valve. 

The  stoves  are  arranged  for  slow  combustion,  fed  at  long  intervals  dur- 
ing the  day,  and  kept  locked. 

The  impure  air  escapes  by  pipes  heated  in  the  chimney,  each  discharge 
pipe  having  an  opening  near  the  floor  for  ventilation  in  winter  and  one 
under  the  ceiling  for  summer ;  the  valves  of  these  openings  are  enclosed 
that  they  may  be  out  of  reach  of  the  patients. 

The  upper  sash  of  two  opposite  windows  in  each  ward  is  provided  with 
hinges  below,  so  as  to  open  within,  and  has  an  iron  plate  on  each  side. 
All  the  air-pipes  are  arranged  so  as  to  be  easily  cleaned. 
During  the  summer  more  thorough  ventilation  may  be  secured  by  a 
water  ventilator  on  Trentler  and  Schwartz's  systems,  fixed  in  the  roof, 
above  the  centre  of  the  building.    This  ventilator  is  put  into  communica- 
tion with  the  wards  and  the  outer  air  in  such  a  way  that  air  may  be 
admitted  or  excluded  at  pleasure  by  opening  or  shutting  valves. 
The  cost  of  this  barrack  is  about  £1,440. 

The  city  keeps  a  special  carriage  for  the  removal  of  infectious  patients. 
It  is  lined  inside  with  varnished  wood,  which  can  be  easily  cleaned  after 
each  journey. 

Denmark. 
Copenhagen. 
The  wards  of  Blegdams  Hospital  are  fitted  up  with  special  care  for  the 
treatment  of  patients  with  infectious  diseases.  There  are  eight  one-storied 
pavilions,  two  for  twelve  patients  each,  six  for  twenty-six  each,  and  a  two- 
storied  pavilion  for  seventy-eight  patients ;  besides,  there  are  some  movable 
marquees  (felt  tents  of  Docker's  patent),  with  accommodations  for  fifty 
patients.  The  general  arrangement  of  the  hospital  is  shown  in  the 
accompanying  plan.  The  one-storied  pavilions  belong  to  several  systems. 
One  of  these  is  especially  distinguished  by  its  heating  and  ventilating  sys- 
tem, planned  by  Mr.  Julius  Thomsen,  Professor  of  the  University  and 
President  of  the  Polytechnic  Academy.  In  outline  it  is  in  each  of  two 
entirely  similar  halves,  as  follows :  fresh  air  is  conducted  from  wells  at  a 
proper  distance  from  the  building  to  an  air  chamber  in  its  cellar,  from  which 
it  is  conducted  under  the  floor  of  the  sick  ward,  into  which  it  ascends  through 
three  openings  in  the  floor.  In  the  cellar  a  fire  is  kept  up  all  the  year 
round  ;  during  the  cold  season  the  draught  from  the  furnace  is  conducted  to 
a  chimney  in  the  centre  of  the  building  through  a  calorif  ere  placed  in  the 
air-chamber;  hereby  the  fresh  air  gets  a  suitable  temperature,  while  the 
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draught  in  summer  is  conducted  directly  to  the  chimney,  without  paasing 
the  calorifere.  The  chimney  will  always  thus  be  able  to  exhaust  the  Titi- 
Ated  air  of  the  sick  ward,  which  is  efifected  by  means  of  channels  leading 


Plan  or  Blegqams  Hospftal  ,  Copenhagen 
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to  the  chimney  from  openings  in  the  walls  of  the  ward  at  various  heights 
from  the  floor.  The  draught  in  the  fireplace,  in  which  the  consumption  of 
fuel  naturally  varies  according  to  outside  temperature,  can  be  regulated 
with  a  simple  mechanism  from  the  cellar,  as  well  as  from  the  sick  ward,  so 
that  it  goes  partly  through  the  calorifere,  partly  directly  to  the  chimney, 
and  that  an  increase  of  one  passage  corresponds  to  a  diminishing  of  the 
other.  In  the  same  manner  the  exhaust  can  be  regulated ;  its  strength  can 
be  read  from  an  anemometer  in  the  ward,  and  it  may  be  regulated  or  entirely 
stopped,  according  to  circumstances.  The  nurses  are  thus  at  all  times  able 
to  control  the  temperature  and  renewal  of  air.  The  above-mentioned  two- 
storied  sick  ward  of  Blegdams  Hospital  was  just  completed  at  the  expira- 
tion of  1890,  and  represents  a  high-class  modern-hospital  technique.  The 
principles  on  which  the  new  operating  room  in  the  Commune  Hospital, 
above  described,  was  built  are  in  every  essential  also  used  in  this  building. 
Its  baths,  kitchens,  closets  and  other  accessories  are  in  most  perfect  har- 
mony with  the  principles  described  above. 
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Under  this  title  it  has  been  customary  to  present  a  digest  of  the 
annual  reports  of  the  local  boards  of  health  which  have  been  received 
at  the  office  of  the  State  Board  of  Health. 

Very  few  of  the  smaller  towns  (such  as  have  populations  of  less 
than  2,000  inhabitants)  publish  separate  reports  of  the  local  boards 
of  health.  The  reports  which  we  receive  are,  therefore,  mainly 
those  of  the  cities  and  large  towns. 

The  most  prominent  topics  which  appear  in  these  reports  are  the 
increased  care  devoted  to  the  subject  of  the  notification  of  infectious 
diseases,  and  their  prevention  by  isolation,  disinfection  and  vaccina- 
tion, the  need  of  sewerage  and  efficient  methods  of  disposal  in  towns 
where  no  systems  are  in  existence,  the  inspection  of  plumbing  and 
registration  of  plumbers,  and  the  disposal  of  the  garbage  and  the 
refase  of  houses  and  of  streets. 

The  subject  of  the  notification  of  diseases  has  been  considered  at 
an  earlier  place  in  this  volume. 

The  following  table  contains  the  statistics  of  cases  of  diphtheria, 
scarlet  fever,  typhoid  fever  and  measles  reported  to  local  boards  of 
health,  as  compiled  from  the  annual  reports  of  such  boards,  which 
have  been  forwarded  to  the  office  of  the  State  Board,  since  the  close 
of  the  calendar  year  1893.  In  parallel  columns  are  also  presented 
the  deaths  from  the  same  causes,  as  given  in  the  same  reports. 


Certain  Infectious  Diseases  reported  to  Local  Boards  of  Health  in  1893, 


Cinxs  AMD  Towns. 


Ametbnry,    . 
AttleboroQgh, 
Ayer,      . 
BeTerly, . 


Diphtheria  and 
Choup. 


Cases. 

18 
21 


Deaths. 


SOABLBT  FBTBB. 


Cases. 

89 

80 

87 

7 


14 
1 


Ttphoid  Fbym. 


21 
12 
6 
14 


91 
8 
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Certain  Infectious  Diseases  reported  to  Local  Boards  of  Health  in 

—  Continued. 


189B 


CiTisa  Axn>  Towirt. 


Boston, 
Brmdford, 
BridgewAter, . 
Bbooktoh,    . 
Brookline, 

OiMBBIDgB,  . 

Ohjlsba, 

Concord, 

Dedbam, 

EMthAinptOD, 

Btsbbtt, 

"FAIJi  RlYBB, 
IB'ITCHBUBO,    . 

^amiDgham, 
Gardner, 
Glouoxbtbb, 
Great  Barrlngton, 
Greenfield,     . 
Hayebhill,  . 
Hingham, 
Hndeon, . 
Ipswloh, 
Lawbbnob,   . 
Leomlntter,  . 
Lexington,     . 
Lowbll, 
Ltkk,     . 
Marblehead,  . 
^Mablbobouoh, 
Maynard, 
Mbdfobd,     . 
Melroee, 
MlUbnry, 
Milton,   . 
Nantucket,     . 
Needham, 


DIPBTHBSIA  ASD 

Cboup. 


Caiet.    Deaths. 


1,466 

6 

2 

44 

18 

103 

29 

7 

8 

34 

10 

40 

10 

18 

4 

16 

4 

47 

18 

2 

4 

5 

8fi 

20 

1 

85 

105 

15 

7 

1 

28 

15 

10 

4 

0 

3 


476 

1 

16 

4 

48 

10 


11 
2 

13 
3 
2 

0 
2 
6 
3 

2 
1 

10 
2 
1 

80 
38 


SCAXLBT  FSTXa. 


Caaee.  Deaths. 


2,680 

8 

3 

82 

44 

680 

89 

38 

63 

16 

105 

343 

28 

32 

9 

110 

27 

0 

97 

29 

14 

19 

241 

33 

2 

209 

272 

113 

14 

43 

31 

93 

14 

10 

0 

4 


248 


6 
7 
67 
7 


11 
82 


TTPROin  FXYKH. 


Caaee.  ■  Deaths. 


824 
6 
8 
20 
10 
92 
10 
4 
9 

13 

87 


18 

7 

10 
58 

14 
5 
141 
6 
2 
160 
63 
7 
2 

13 
6 

15 
2 
0 

11 


148 

1 

S 
8 
16 
6 


4 
17 

4 

1 
6 

4 
12 


83 

1 

63 

12 

7 
3 
6 


Caeae.   Deathi. 


Ill 
615 


48 
47 

147 

MS 
38 

60 


IS 
90 
60 
204 
164 
541 


816 
13 
300 
91 
118 
27 
0 
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Certain  InfecUous  Diseases  r^[>orted  to  Local  Boards  of  Health  in  189 

—  CoDcluded. 

3 

DIPHTHCRIA  AMD 
CXOUP. 

SCASLBT  FSVBB. 

Ttphoid  Fsraa. 

Mbailbs. 

Crms  AVD  Towirs. 

CMet. 

Deaths. 

c».. 

Deaths. 

Casee. 

Deaths. 

Cases. 

Deaths. 

Kxw  Bbdtobd,    .... 

26 

18 

222 

8 

284 

29 

126 

6 

Nmwhubtfobt.    . 

86 

8 

6 

1 

67 

28 

0 

80 

88 

116 

2 

28 

648 

1 

KOBTBAMPTOH,     . 

16 

6 

77 

12 

49 

26 

1 

Kortb  Andover,    . 

- 

- 

4 

- 

2 

8 

- 

- 

2 

- 

14 

4 

- 

- 

Kortlibridge, 

9 

- 

1 

- 

1 

- 

- 

OTmng«»  .       , 

- 

1 

1 

- 

6 

82 

- 

7 

1 

164 

4 

20 

98 

2 

Plymoatb, 

61 

22 

.       8 

1 

18 

- 

- 

(^uiif  or, . 

16 

4 

97 

8 

29 

10 

262 

2 

1 

- 

8 

- 

S 

28 

- 

Barere,  . 

8 

1 

16 

2 

6 

- 

- 

RoekUnd, 

2 

1 

17 

- 

1 

84 

- 

8AI.BM,    . 

47 

IS 

79 

1 

62 

11 

- 

- 

SMlglW.  . 

- 

- 

1 

- 

1 

- 

48 

- 

Spbocgfisld 

48 

22 

286 

24 

62 

- 

- 

10 

Bwampseott, . 

6 

2 

11 

- 

- 

- 

»^ 

- 

Taunton, 

9 

6 

181 

10 

10 

7 

- 

- 

Wakefleld, 

21 

6 

33 

8 

10 

6 

68 

- 

Waltham, 

86 

12 

132 

8 

26 

2 

- 

- 

Ware, 

11 

6 

16 

- 

1 

1 

17 

8 

WeUwley, 

2 

- 

8 

- 

- 

- 

48 

- 

W«stboroagh< 

- 

- 

4 

- 

- 

- 

- 

- 

Weetfleld. 

■eyeral 

1 

■everal 

- 

seTeral 

6 

- 

- 

Westford, 

2 

1 

8 

- 

1 

1 

16 

8 

Wllliamttowii 

1       • 

6 

1 

8 

4 

7 

8 

1 

- 

Wlochetter, 

4 

1 

16 

2 

12 

4 

260 

- 

WOBURN, 

32 

8 

73 

9 

9 

1 

- 

- 

WOROBSTBB, 

128 

88 

179 

10 

148 

81 

1.112 

16 

Toult, 

•  .  • 

2.919 

926    1 

7.420 

664 

2,467 

492 

6.290 

98 

From  the  comparison  of  these  figures,  the  relative  fatality  of  each 
disease  daring  the  year  in  these  cities  and  towns  may  readily  be 
ascertained.  The  columns  of  deaths  may  be  considered  as  quite 
accurate  9  T^hile  the  reported  cases  are  probably  somewhat  less  than 
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the  actual  numbers,  in  consequence  of  a  small  percentage  of  neglect 
or  failure  to  report.     The  figures  are  as  follows  :  — 

Reported  cases  of  diphtheria  and  croup,  .  .  .  .2,919 
Registered  deaths  from  diphtheria  and  croup,  .  .  .  926 
Fatality, 81.7  per  cait. 

Reported  cases  of  scarlet  fever, 7,420 

Registered  deaths  from  scarlet  fever, 654 

Fatality, 8.8  per  cent. 

Reported  cases  of  typhoid  fever, 2,457 

Registered  deaths  from  typhoid  fever, 492 

Fatality, 20.0  per  cent. 

Reported  cases  of  measles, 6,290 

Registered  deaths  from  measles, 98 

Fatality, .• 1.6  per  cent 

The  following  summary  contains  the  figures  for  each  of  these 
diseases  for  the  years  1891,  1892  and  1893 :  — 


Reported  Cases  of  Infectious 

Diseases, 

DIPBTHBBIA  AMD 

Cboup. 

SCABLST  PBVBB. 

Ttphoio  Fkvbb. 

MBAM.an. 

8 

i 

i 

m 

114 

t 

i 

i 

i 

m 

i 

i 

Reported  OMe«,    . 

Death* 

FaUllty, 

2,444 

676 

23.6 

3.088 

801 

20.2 

2,019 

026 

81.7 

4,617 
161 
8.8 

6,112 
281 
4.6 

7.420 
624 
8.8 

2,414 
460 
10.0 

1.802 
436 
28.0 

2.467 
402 
20.0 

1  6.861 

i    « 

!    1.4 

TSS 
81 
4.0 

6.M 

98 
1.6 

Mean  of  three  years, 

28.6 

6.8 

90.6 

i     '-' 

The  cities  and  towns  embraced  in  this  list  were  70  in  number,  and 
comprised  about  three-fourths  of  the  population  of  the  State.  They 
were  nearly  identical  with  those  which  furnished  reports  in  1892. 

The  number  of  reported  cases  of  diphtheria  was  eighty  less  than 
that  of  1892,  and  the  percentage  of  fatal  cases  was  slightly  larger. 

The  reported  cases  of  scarlet  fever  exceeded  those  of  1892  by 
1,308,  while  the  fatality  was  8.8  per  cent,  or  nearly  double  that  of 
the  preceding  year. 

The  reported  cases  of  typhoid  fever  were  greater  than  those  of 
1892  by  565,  but  the  fatality  was  less,  being  20  per  cent,  as  com- 
pared with  23.0  in  the  preceding  year. 
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The  reported  cases  of  measles  were  eight  times  as  many  as  those 
of  1892,  but  the  fatality  was  less  than  half  as  great,  being  1.6  per 
cent,  as  compared  with  4.0  in  the  preceding  year. 

The  following  figures  present  the  fatality  from  diphtheria,  scarlet 
fever  and  typhoid  fever  as  reported  by  the  Local  Government  Board 
of  England  for  the  years  1890,  1891  and  1892. 


Diphtheria, 
Scarlet  fever, 
Typhoid  fever. 


1890. 


25.5 

8.0 

19.9 


1891. 


23.7 

5.8 

20.8 


ISM. 


23.6 
4.4 

17.8 


Amesburt. 

There  have  been  many  less  complaijits  entered  this  year  than  last,  eighty- 
two  cases  as  against  one  hundred  and  fifty.  Most  of  these  were  promptly 
abated  on  the  attention  of  the  property  owners  being  called  to  the  unsani- 
tary conditions,  therefore  little  expense  was  incurred  to  have  official  notices 
served. 

There  was  some  delay  in  abating  the  odor  from  the  old  soap  factory,  but 
the  exigencies  of  the  business  made  it  almost  unavoidable. 

The  Board  would  again  call  the  earnest  consideration  of  the  voters  of 
the  town  to  the  utility  and  economy  of  sewering  the  town,  as  per  plan  now 
on  file ;  if  not  the  whole,  at  least  a  part  should  be  done  every  year. 

Scarlet  fever  at  first  showed  itself  in  a  mild  form,  but  has  gradually  as- 
sumed a  more  malignant  type,  with  a  death  rate  of  sixteen  per  cent,  of 
reported  cases.  To  stay  the  spread  of  this  dread  disease,  the  Board  has 
promptly  placarded  every  house  in  which  the  disease  has  been  reported, 
and  given  full  instructions  as  to  the  importance  of  isolation  and  proper 
disinfection.  Some  physicians  and  most  heads  of  families  have  been  dila- 
tory in  reporting  the  cases,  and  some  were  not  reported  at  all.  The  State 
law  requires  such  reports  to  be  made,  and  imposes  heavy  fines  for  neglect. 
The  school  committee  had  the  public  schools  closed  for  some  weeks  to  stay 
the  progress,  but  with  no  perceptible  benefit,  as  two  days  before  re-opening 
them  there  were  seven  new  cases  reported.  The  necessity  of  isolation  in 
this  disease  is  beyond  question,  and  the  all  important  step  to  be  taken,  if 
followed  by  efficient  disinfection. 

Two  cases  of  supposed  glanders  in  horses  have  been  reported  to  the 
Board,  one  case  being  imported.  The  matter  was  immediately  investigated 
by  the  Board  and  a  veterinary  surgeon  from  Boston,  and  the  animal  was 
satisfactorily  disposed  of  at  the  phosphate  factory. 
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Arlington. 

In  the  absence  of  a  regularly  elected  Board  of  Health,  the  eelectmen, 
under  the  statutes,  constitute  the  Board*  As  our  town  increases  in  popnla- 
tion,  and  dwellings  are  erected  nearer  together,  the  importance  of  ao  alert 
and  competent  Board  of  Health  is  evident.  On  all  our  streets  a  greater  or 
less  portion  of  the  land  is  used  for  cultivation.  This  results  in  the  use  of 
various  forms  of  fertilizers,  which,  while  not  always  dangerous  to  health, 
are  very  objectionable  —  whole  neighborhoods  at  times  being  rendered  un- 
comfortable by  the  unloading  of  the  refuse  from  the  city. 

The  keeping  of  swine  within  the  limits  of  the  town  should  be  restricted 
to  places  remote  from  the  densely  inhabited  portions. 

We  suggest  that  a  separate  Board  of  Health  be  elected  by  the  town, 
selected  from  those  citizens  who  are  especially  familiar  with  sanitary  matters. 

Attleborough. 

In  accordance  with  the  requirements  of  the  Public  Statutes,  the  Board 
of  Health  makes  an  annual  report  to  the  town.  This  report  should  include 
an  account  of  the  duties  performed  by  the  members,  such  suggestions  for 
the  physical  welfare  of  the  town  as  occur  to  them  as  the  results  of  their 
experience,  and  tables  of  vital  statistics  which,  when  compared  with  reports 
of  former  years,  indicate  the  way  the  town  is  growing  and  suggest  oppor- 
tunities for  its  sanitary  improvement. 

Less  complaints  were  received  this  year  than  usual.  In  fact,  house- 
holders are  now  generally  informed  as  to  the  requirements  of  the  Board 
and  gladly  conform  to  them.     No  serious  epidemic  has  occurred. 

Measles  became  so  prevalent  that  the  Board  requested  the  school  com- 
mittee to  exclude  from  the  public  schools  all  pupils  coming  from  homes 
where  there  were  such  cases.  This,  being  an  innovation,  caused  unfavora- 
ble criticism  from  the  public  and  even  from  physicians  in  town,  but  singo- 
larly  enough,  by  this  action  the  local  Board  only  anticipated  by  a  few 
months  what  is  now  required  by  the  statutes,  viz.,  that  measles  shall  be 
included  in  the  list  of  diseases  ^^  dangerous  to  the  public  health,"  and 
consequently  to  be  especially  guarded  against. 

Ayer. 
The  most  notable  occurrence  in  connection  with  the  health  of  the  town, 
during  the  year,  was  an  epidemic  of  scarlet  fever.  The  lower  grades  of 
the  public  schools  were  closed  for  several  weeks  in  December  with  little 
apparent  effect  in  checking  the  spread  of  the  disease.  The  disease  was 
probably  spread  in  many  instances  by  cases  so  mild  they  were  not  recog- 
nized. 
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Babre. 
It  is  a  notable  fact  relative  to  the  health  of  Barre,  that,  in  a  total  of 
thirty-five  births  and  thirty-six  deaths,  there  were  no  deaths  of  infants,  and 
no  death  was  reported  of  any  person  under  thirty  years  of  age. 

Beverly. 
There  was  free  vaccination  of  1,374  patients,  and  the  issuing  of  certifi- 
cates to  the  same. 

In  view  of  the  fact  that  the  town  has  voted  to  put  in  a  system  of  sewer- 
age, the  Board  would  most  earnestly  recommend  that  the  town  adopt  the 
State  plumbing  law  so  that  in  the  future  the  citizens  will  receive  the  full 
benefit  of  the  sewer. 

They  would  also  call  attention  to  the  daily  increasing  demand  for  the 
adoption  of  some  system  for  the  collection  o^  garbage,  swill  and  ashes. 
At  the  present  time  the  greater  part  of  the  swill  is  mixed  with  ashes  and 
then  dumped  on  some  of  the  various  dumps  in  and  about  the  town,  thus 
creating  a  very  undesirable  state  of  affairs  in  such  locations. 

Boston. 
The  total  number  of  deaths  during  the  year  was  11,710,  an  increase  of 
474  over  the  preceding  year.  The  death-rate  per  1,000  inhabitants  for  the 
year  is  found  to  be  24.02.  The  prevalence  of  pneumonia  duiing  the  year 
assumed  a  character  unequalled  in  the  registration  of  vital  statistics  in  this 
city.  In  1851  its  percentage  to  the  total  mortality  was  7.75;  in  1893  it 
was  13.15  per  cent.,  or  a  total  of  1,540  deaths  from  this  cause  alone.  It 
is  gratifying,  however,  to  be  able  to  state  that  the  percentage  of  the  total 
mortality  from  zymotic  causes  is  less  by  .49  per  cent,  than  for  the  year 
1892,  or  17.43  per  cent,  of  the  total  number  of  deaths.  The  deaths  from 
diphtheria  increased  62,  while  the  deaths  from  scarlatina  decreased  14,  as 
compared  with  the  preceding  year. 

Infectious  Diseases. 
Small-pox.  —  On  Oct.  30,  1893,  after  an  interval  of  fourteen  months,  a 
case  of  small-pox  occurred  in  Ward  6.  The  patient,  a  boy  eleven  years  old, 
who  arrived  in  Boston,  October  15,  on  the  "Catalonia,"  must  have  con- 
tracted the  disease  on  that  steamer.  On  November  6  a  second  case  occurred. 
The  case  was  found  in  Ward  22,  and  was  directly  traceable  to  the  "  Cata- 
lonia." This  patient  was  removed  to  the  hospital,  and  as  he  was  unvacci- 
nated  he  had  a  severe  attack  of  the  disease.  This  case  gave  rise  to  two  others 
occurring  in  this  man's  family.  As  the  two  last  patients  had  been  vaccinated 
they  were  not  very  ill,  and  remained  at  the  hospital  only  a  short  time.  On 
November  13,  in  Ward  13,  three  cases  occurred  in  one  family,  which  were 
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directly  traced  to  a  mild  attack  of  the  disease  which  mast  have  been  oon* 
tracted  on  the  "  Catalonia."  These  three  patients,  together  with  the  per- 
son who  arrived  on  the  "  Catalonia,"  were  removed  to  the  hospital,  where 
they  all  recovered.  The  anvaccinated  were  quite  ill ;  the  vaccinated  were 
not  seriously  ill.  On  November  18  a  case  occurred  in  Ward  14.  The 
patient,  a  little  girl  about  three  years  old,  contracted  the  disease  from  a 
mild  case  in  a  person  who  arrived  in  Boston  on  the  ^^  Catalonia."  On 
December  7,  8  and  9  eight  cases  occurred  in  Ward  19,  which  were  con- 
tracted from  an  unrecognized  and  mild  attack  of  the  disease.  A  case  oc- 
curred on  December  8,  in  Ward  18,  the  origin  of  which  could  not  be  traced. 
From  Dec.  10,  1893,  to  Jan.  5,  1894,  eleven  cases  occurred  which  could  be 
directly  traced  to  the  mild  case  in  the  family  living  in  Ward  19,  which 
has  been  previously  mentioned.  On  December  13  a  case  occurred  in  Ward 
14,  which  could  be  directly  traced  to  a  previous  case. 

From  Oct.  30,  1893,  tb  Jan.  31,  1894,  there  were  in  all  thirty-six 
cases.  The  percentage  of  deaths  among  the  nnvaccinated  has  been  29.62. 
No  vaccinated  person  has  died,  and  no  vaccinated  person  has  been  seriously 
ill.  A  mother  nursed  her  infant,  who  had  the  disease,  during  the  wbde 
course  of  the  attack,  but  as  the  mother  had  two  perfectly  characteristic 
scars  she  did  not  contract  the  disease.  Two  vaccinated  children,  relatives 
of  a  patient,  were  constantly  exposed  from  three  to  four  weeks  to  the  dis- 
ease and  did  not  become  ill. 

Vaccination,  —  The  number  of  cases  of  small-pox  having  increased  in 
November,  it  was  thought  best  to  offer  free  vaccination  in  those  sections 
of  the  city  where  cases  of  this  disease  were  most  frequently  found,  and 
there  were  in  round  numbers  100,000  vaccinated. 

Early  in  November,  while  vaccinating  among  school  children  in  South 
Boston,  the  Board  personally  discovered  the  fact  that  many  children  were 
attending  the  public  schools  without  ever  having  been  vaccinated,  and  these 
facts  were  subsequently  communicated  to  the  School  Committee,  under  date 
of  Nov.  28,  1893.  Fifty-nine  thousand  four  hundred  and  eighty-eight 
pupils  have  been  examined ;  there  have  been  4,120  primary  vacciuatioiis; 
10,152  re-vaccinations  ;  and  the  number  of  pupils  refusing  vaccination  and 
presenting  insufficient  evidence  of  having  been  vaccinated  is  1,678. 

Diphtheria.  —  The  Board  of  Health  has  repeatedly  asked  for  an  appropri- 
ation with  which  to  increase  its  care  for  the  uncontrolled  cases  of  diphtheria 
and  scarlet  fever,  and  it  has  as  often  been  refused.  The  Board  would  like 
to  have  all  cases  seen  by  its  own  physicians  or  agents,  held  under  proper  sur- 
veillance while  at  home,  and  released  from  isolation  only  on  the  certificates 
from  the  same  physicians  or  agents.  We  would  like  to  aid  in  having  all 
doubtful  cases  of  sore  throat  decided  by  expert  bacteriological  examins- 
tions,  and  have  all  cases  of  diphtheria  discharged  from  isolation  by  means 
of  the  same  tests,  or  after  a  prolonged  isolation  when  all  local  and  genend 
symptoms  of  the  disease  have  disappeared.     To  do  this  the  department 


Digitized  by  CjOOQ  IC 


No.  34.]  HEALTH  OF  TOWNS.  749 

must  have  more  medical  agents,  and  have  its  present  medical  officers  re- 
lieved from  duties  now  performed  for  other  departments  of  the  city. 

We  have  long  since  been  satisfied  that  the  welfare  of  the  schools  and  the 
community  at  large  demands  better  protection  against  the  spread  of  conta- 
^ous  diseases,  and  that  through  additional  medical  agency  alone  can  we 
hope  to  give  such  protection. 

For  this  purpose  the  Board  of  Health  recommended  to  the  School  Com- 
mittee the  adoption  of  the  following  regulations  in  response  to  a  request 
from  the  School  Committee :  — 

First :  That  no  pupil  be  admitted  to  any  public  schools  without  a  certifi- 
cate from that  such  pupil  bears  the  physical  evidence  of 

having  had  a  disease  known  as  vaccinia. 

Second :  For  the  return  of  any  pupil  to  school  after  suffering  from  small- 
pox, scarlet  fever,  diphtheria,  measles,  or  whooping-cough,  a  certificate 

Bhould  be  required  from that  the  pupil  has  lost  all  power  to 

communicate  to  others  the  disease  from  which  he  has  been  suffering,  and 
that  all  infected  articles  of  his  household  have  been  disinfected  to  the  sat- 
isfaction of  the  Board  of  Health.  For  the  continuance  of  any  pupil  in 
school  in  whose  family  or  in  whose  proximity  there  is  a  case  of  small- 
pox, scarlet  fever,  diphtheria,  or  measles,  or  any  undestroyed  infection  or 
contagion  from  said  diseases,  there  should  be  required  a  certificate  from 

setting  forth  the  fact  that  the  patient  is  safely  removed  from 

the  danger  of  contracting  and  of  conveying  the  disease. 

When  a  child  is  known  to  have  been  exposed  to  the  infection  of  small- 
pox, scarlet  fever,  diphtheria,  or  measles,  it  should  return  to  school  only  on 

certificate  of that  the  period  of  incubation  belonging  to  the 

disease  to  which  he  has  been  exposed  has  passed. 

Houses  Vacated. 
During  the  year  one  hundred  and  eighteen  houses  have  been  ordered 
vacated  for  various  causes,  the  chief  complaints  being  general  unsanitary 
conditions  and  want  of  repair.    These  houses  were  for  the  most  part  tene« 
ment-houses  located  in  different  sections  of  the  city. 

Tenement  and  Lodging  House  Inspection. 

Daring  the  night  visits  of  the  inspectors  the  present  winter,  many  cases 
of  overcrowding  were  discovered  in  tenement-houses  in  the  poorer  sections 
of  the  city. 

This  the  Board  has  been  obliged  to  remedy  by  ordering  the  removal  of 
all  the  occupants  of  such  tenements,  as  it  is  obviously  impossible  for  the 
Board  to  determine  which  ones  should  be  allowed  to  remain,  and  which 
compelled  to  go.  This  difficulty,  however,  was  in  many  cases  solved  by 
the  occupants  themselves,  and  as  soon  as  the  number  of  occupants  became 
reduced  to  a  satisfactory  limit  the  Board  rescinded  its  order  to  vacate  the 
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premises  if  other  sanitary  requirements  were  complied  with ;  in  a  few  in- 
stances, however,  the  premises  had  to  be  entirely  vacated  before  a  satn- 
faetory  condition  was  reached. 

The  cheap  lodging-houses  have  been  frequently  visited,  and  in  moat 
cases  all  requirements  of  the  Board  were  complied  with. 

House  to  House  Inspection. 

Whole  number  examined, 882 

Bad  odors  found  in, 83 

Defective  drains  found  in, 122 

Defective  trapping  found  in, 107 

Privy-vaults  found, 8 

Offensive  vaults  found, 8 

Damp  or  unclean  yards, 8 

Damp  or  unclean  cellars, U 

Using  furnaces, 190 

Furnaces  without  proper  air-supply, 18 

Using  steam-heat  or  hot  water, 28 

Water-closets  found  in, 377 

Offensive  water-closets  found  in, 18 

Ventilation  to  soil-pipe  or  drain  found  in, 250 

Offensive  cesspools  found, 13 

Percentage  of  defective  drains, 31.94 

Percentage  of  defective  trapping, 28.01 

Percentage  of  unventilated  drains, 34.55 

Pollution  oj  Charles  River. 

In  the  fall  of  1892  a  complete  inspection  and  report  were  made  by  a 
corps  of  inspectors  from  this  office  of  all  the  drainage  which  was  a  source 
of  pollution  to  the  Charles  River.  This  report  includes  all  that  part  of  Ae 
river  located  in  Ward  25,  and  embraces  not  only  the  public  sewers  bot 
also  all  private  drains,  the  discharges  from  which,  either  directly  or  indi- 
rectly, eventually  find  their  way  into  the  river.  At  the  time  of  inspectioD, 
in  1892,  there  were  232  private  drains  reported  as  discharging  directly  or 
indirectly  into  the  river. 

Public  Baths. 

The  following  table  shows  the  number  of  bathers  at  the  public  baths:  — 


ISM.                    18W. 

Total  men  and  boys, 

Total  women  and  girls, 

908,889            825.614 
216,947            181,864 

Total  of  both  sexes, 

1,125,836    1     1,007.478 
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Disinfection. 
The  following  tables  show  the  work  of  disinfection  daring  the  year :  — 


Diphtheria,  . 

Scarlet  fever, 

Typhoid  fever, 

Measles, 

Small-pox,  . 

Infected  clothing  and  bedding. 


1,307 

2,236 

8 

17 

20 

79 


Infected  books,    • 
Infected  carriages. 
Cancer, 
Miscellaneous,     . 


Total, 
Number  of  rooms,  6,429. 


23 

28 

2 


3,716 


Streets, 

Places, 

Courts, 

Alleys, 

Yards, 

Vaults, 

Cellars, 

Cesspools, 

Gutters, 


429 

743 

564 

3,803 

17,415 

4,413 

10,656 

18,723 

11,004 


Water-closets, 
Passageways, 
Urinals, 
Vacant  lots. 
Filthy  sheds. 
Filthy  rooms. 
Sinks, 


Total, 


.  9,522 
.  5,510 
389 
525 
.  7,509 
.  2,965 
.     9,739 

.  103,909 


Material  used :  bichloride  of  mercury,  1,550  pounds ;  chloride  of  lime,  54  casks ; 
sulphur,  31,67H  pounds ;  copperas,  22  barrels ;  and  7  barrels  of  other  disinfectiog 
powder. 

Nuisances. 
The  total  namber  of  nuisances  abated  during  the  year  is  8,447. 
In  addition  to  the  foregoing  there  have  been  930  complaints  investigated 
where  action  by  the  Board  was  found  to  be  unnecessary. 


Report  oj  Physician  to  tJte  Board  of  Health. 

There  have  been  4,332  persons  vaccinated,  and  certificates  of  vaccina- 
tion have  been  given  to  3,416  children  for  their  admission  to  the  public 
schools. 

At  the  request  of  the  Civil  Service  Commission  three  hundred  and  eighty- 
eight  men  have  been  examined  for  appointment  in  the  Police  and  in  the 
Fire  Departments. 

The  bodies  of  six  hundred  and  nineteen  persons  dying  without  a  physi- 
cian in  attendance  have  been  examined.  These  cases  comprise  principally 
those  who  die  from  chronic  diseases,  where  there  has  been  no  medical  care 
for  months  previous  to  death,  and  those  who  die  suddenly  from  natural 
causes.  In  these  a  careful  external  examination  is  made,  the  symptoms 
learned,  and  a  diagnosis,  sufficiently  accurate  for  all  practical  purposes, 
reached. 
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Ninety-six  cases  of  eruptive  disease  reported  as  small-pox  have  been 
examined.  Of  these,  twenty-six  were  found  to  be  small-pox,  and  the 
patients  —  five  men,  thirteen  women  and  eight  children  —  were  removed 
to  the  small-pox  hospital  on  Canterbury  street,  where  twenty-two  recovered. 
The  manifest  importance  of  a  bacteriological  investigation  as  a  means  of 
diagnosis  in  doubtful  cases  of  diphtheria  is  becoming  more  and  more  evi- 
dent, and  of  no  less  importance,  as  far  as  the  well-being  of  the  commanitj 
is  concerned,  is  the  bacteriological  investigation  of  cases  after  apparent 
recovery  from  diphtheria.  In  an  endeavor  to  diminish  the  prevalence  of 
this  disease,  the  two  most  important  factors  are :  first,  the  recognition  of 
mild  and  doubtful  cases ;  second,  the  actual  disappearance  of  the  specific 
germs  of  the  disease,  which  can  only  be  recognized  by  means  of  a  bacteri- 
ological investigation. 

Report  of  Port  Physician, 

During  the  entire  year  all  vessels  arriving  from  the  following  ports  were 
stopped  at  this  quarantine  for  inspection :  from  all  ports  in  Europe  ;  from 
the  Western,  Madeira,  Canary,  or  Cape  Verde  islands ;  from  the  Mediter- 
ranean sea  or  straits  thereof ;  from  the  west  coast  of  Africa  or  around  the 
Cape  of  Good  Hope,  and  from  Central  and  South  America. 

From  the  first  of  June,  vessels  from  the  West  India,  Bahama,  or  Bermada 
islands,  and  Mexico  were  stopped  for  inspection. 

From  the  first  of  June  to  the  first  of  November,  all  vessels  arriving  from 
any  port  in  the  United  States  south  of  Virginia  were  inspected  at  this  quar- 
antine. 

Eight  hundred  and  sixty-one  vessels  were  boarded  during  the  year. 

Number  of  vessels  disinfected,  eight ;  one  of  which  was  a  schooner  and 
the  remainder  were  steamers. 

Number  of  persons  removed  from  vessels  for  sickness,  seventeen. 

Number  of  persons  vaccinated,  2,855. 

The  new  bath-house  and  disinfecting  cylinder  were  used  for  the  first 
time  April  1,  and  they  both  worked  satisfactorily. 

Report  of  Inspector  at  Abattoir, 

Animals  Killed, 

Cattle, UJbil 

Calves, 6,540 

Sheep 68,029 

Total, 104,090 
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Animals  Condemned, 


Namber. 


Weight 


Cows,  . 
Steers,  . 
BuUs,  . 
Calves,  . 
Sheep,  . 
Parts  of  animals, 

Total,     . 


Poandt. 

29 

12.437 

4 

3,140 

2 

1,700 

6 

270 

3 

130 

- 

2,600 

44 


20,177 


Tuberculosis, 
Fifty  cases  of  tuberculosis  were  detected  among  adult  cattle. 
The  following  table  shows  the  percentage  of  tuberculosis  among  cattle 
killed  with  the  intention  of  being  used  for  food :  — 


Class  of  Asimals. 

Number 
Received. 

Tobercnlotlt. 

PercenUfe. 

Whole  number  of  all  kinds,     .... 

34,621 

60 

0.14 

Cows  from  eastern  states, 

2.014 

44 

2.18 

Cows  from  western  states, 

- 

3 

- 

Cows  known  to  be  from  Massachusetts, 

1,360 

39 

2.88 

Steers  from  western  states. 

- 

- 

- 

Oxen  from  eastern  states. 

- 

2 

- 

Bulls, 

- 

1 

Inspection  of  Cattle. 
The  work  of  inspection  of  cows,  as  provided  for  by  the  Board  of  Health, 
and  subsequently  made  compulsory  upon  cattle  in  general  by  an  act  of  the 
legislature,  has  been  continued  during  the  past  year.  There  are  within  the 
city  limits  about  2,400  cattle,  distributed  in  about  690  barns ;  all  of  these 
have  been  visited  and  the  cattle  in  each,  whether  new  or  old,  have  been 
examined.  Of  the  above-mentioned  animals,  seven  have  been  pronounced 
suspicious,  and  the  State  Board  of  Cattle  Commissioners  notified  that  the 
same  had  been  isolated.  In  making  the  above  examinations,  cattle  have 
been  found  existing  in  all  conditions  and  places.  There  are  within  the 
city  limits  people  keeping  a  few  cows,  from  two  upward,  who  have  not  the 
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slightest  idea  of  cleanliness,  and  practise  little  or  none  in  the  prodQC^n  of 
milk.  Unfortunately  a  great  many  of  such  people  are  dependent  on  the 
sale  of  milk  for  a  livelihood. 

Bradford. 

One  case  of  tuberculosis  has  been  reported,  which  was  at  once  sent  to 
the  Cattle  Ck)mmis8ioners,  and  the  cow  isolated  as  required  by  them  and 
was,  after  examination  by  them,  ordered  to  be  killed. 

The  following  regulation  was  drawn  up  and  accepted  by  the  Board  and 
posted  by  them  in  accordance  with  the  Public  Statutes. 

Regulation  40  :  No  person  shall  keep  swine  or  goats  within  the  compact 
part  of  the  town  without  a  license  from  the  Board  of  Health ;  and  no  swine 
shall  be  kept  within  three  rods  of  any  dwelling  elsewhere. 

There  have  been  seventy  houses  where  new  plumbing  has  been  done,  and 
the  inspector  has  thoroughly  examined  and  accepted  the  same. 

It  is  our  advice  that  the  town  employ  responsible  parties,  who  shall,  at 
stated  intervals,  collect  the  ashes  and  take  charge  of  the  dumping  places, 
and  that  a  contract  be  made  with  some  responsible  party  to  collect  the  swill 
and  garbage  as  often  as  twice  a  week. 

Braintreb. 

By  provision  of  law  in  towns  not  having  a  Board  of  Health,  the  select- 
men act  as  sucli,  having  all  the  authority  bestowed  upon  such  Board.  As 
the  town  is  becoming  more  densely  populated,  stricter  attention  should  be 
paid  to  the  sanitary  conditions. 

We  believe  that  the  carrying  of  curtains  or  canopies  from  house  to  hoose 
as  is  sometimes  the  custom  of  funeral  undertakers  is  a  frequent  source  of 
contagion,  and  the  practice  should  be  discountenanced. 

Brockton. 
The  following  is  a  list  of  the  principal  complaints  and  nuisances  investi- 
gated during  the  year :  — 

Defective  cess-pools, 102 

Defective  vaults, 65 

Filthy  yards, •        .         .  115 

Houses  placarded, 126 

The  number  of  loads  of  cess-pool  matter  removed  by  the  excavator 
wagons  the  past  year  was  12,210;  the  number  of  loads  of  night-soU  re- 
moved was  3,099  ;  the  number  of  loads  of  ashes  removed  was  5,444. 

The  Sewerage  Commissioners  have  completed  the  part  of  the  work  laid 
out  for  the  year  1893,  and,  if  as  successful  in  carrying  out  their  plans  for 
sewering  the  streets,  will  be  able  to  take  care  of  the  sewage  of  the  business 
part  of  the  city  the  coming  year. 
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A  requisition  was  made  upon  the  Civil  Service  Board  of  Examiners  for 
a  list  of  plumbers  qualified  for  the  position  of  inspector  of  plumbing. 
The  names  of  three  persons  qualified  to  fill  the  position  were  certified  to  this 
Board,  and  one  was  selected  and  appointed  by  the  Board  as  inspector  of 
plombing. 

Brookline. 
The  number  of  deaths  reported  from  tuberculosis  during  the  year  (thirty, 
or  over  12.5  per  cent,  of  all  the  deaths,  occurring  principally  as  consump- 
Uod)  ,  shows  the  need  on  the  part  of  the  public  of  a  clearer  understanding 
of  the  preventable  nature  of  this  too  common  disease.  It  may  not  be  out 
of  place  to  emphasize  the  fact  that  pulmonary  tuberculosis  (consumption) 
is  absolutely  proven  to  be  a  communicable  disease,  and  quite  easily  com- 
municated when  the  person  exposed  to  it  has  his  vitality  depressed  by  such 
influences  as  foul  air,  indoor  occupation,  food  poor  in  quality  or  insufficient 
in  quality,  bad  ventilation,  certain  climatic  conditions  and  especially  fatigue 
from  nursing  a  consumptive. 

In  April,  the  following  order  was  passed  :  — 

Ordered,  That  in  case  of  death,  when  the  deceased  has  not  been  attended  by  a 
physician,  the  certificate  of  death  shall  be  issued  by  the  Medical  Examiner. 

The  public  swimming-bath  on  Boylston  street  was  open  as  usual  during 
June,  July,  August  and  September.  Early  in  the  season  the  portion  of  the 
brook  above  the  bath-house  was  inspected  and  cleaned  out,  and  measures 
were  taken  to  prevent  pollution  of  the  stream.  Some  necessary  repairs 
were  made  on  the  bath-house  to  enable  it  to  be  used  a  little  longer.  Supt. 
Dillon  reports  that  during  the  season  9,790  baths  were  taken,  an  increase 
of  2,101  over  the  previous  year.  Neither  accidents  nor  illness  have  been 
reported,  and  many  boys  have  learned  to  swim. 

The  importance,  as  a  health  measure,  of  frequent  bathing  in  hot  weather, 
and  the  great  value  of  a  public  swimming-bath,  both  as  a  means  of  physi- 
cal culture  and  of  acquiring  an  art  the  possession  of  which  saves  many 
lives,  can  hardly  be  overestimated.  The  recommendation  made  last  year 
by  the  committee  on  the  bath-house  is  renewed,  namely,  that  a  more  com- 
modious swimming-bath  be  constructed. 

The  occasional  need  of  a  suitable  building,  owned  by  the  town,  for  per- 
sons taken  ill  with  diphtheria,  scarlet  fever  or  other  dangerous  contagious 
diseases  (except  small-pox)  and  having  no  home  here,  has  received  careful 
attention  and  it  was 

Voted,  That  in  the  opinion  of  the  Board,  it  is  necessary  to  erect  a  separate  build- 
ing upon  land  owned  by  the  town,  adjacent  to  the  almshouse,  for  the  care  and 
treatment  of  patients  with  contagious  diseases. 
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The  emergency  hospital  for  cases  of  small-pox,  bailt  by  the  Board  in 
1885,  and  fortonately  never  needed  until  1893,  was  put  in  oondiUon  for 
patients,  and,  most  important  of  all,  ample  facilities  were  provided  for 
free  vaccination. 

Of  the  nine  hundred  and  seventy-five  persons  who  received  free  vaccina- 
tion between  December  1  and  January  31,  a  very  large  proportion  were 
natives  of  the  British  Provinces  and  never  previously  vaccinated.  A  num- 
ber of  alleged  cases  of  small-pox,  and  of  persons  reliably  reported  as  re- 
cently exposed  to  that  disease,  were  promptly  but  quietly  investigated  by 
the  Board,  and  all  necessary  precautions  were  taken  in  each  case. 

Cambridge. 
Complaints  and  nuisances  investigated  during  the  year :  — 

Full,  overflowing  and  offensive  privy  vaults,        ....  733 

Offensive  and  defective  water-closets, 2S 

Defective  drainage,  open  and  broken  drains,  etc.,         ...  61 

Filthy  yards, 118 

Number  of  inspections  made, 6,368 

Number  of  subsequent  inspections, 4,030 

Total, 10388 

Number  of  notices  issued  and  recorded, 1^70 

Number  of  visits  to  premises  where  contagious  diseases  oc- 
curred during  the  year, 1,644 

The  various  dumps  throughout  the  city  have  caused  considerable  annoy- 
ance and  given  rise  to  many  complaints  during  the  year.  With  a  view  to 
a  more  thorough  control  of  the  persons  using  these  dumps  and  for  the  pre- 
vention of  the  deposit  of  improper  material  on  them,  the  Board  decided  to 
employ  a  mounted  police  officer  for  as  long  a  time  as  the  appropriation  tt 
their  disposal  would  permit.  The  short  experience  the  Board  has  had  with 
this  means  of  prevention,  has  convinced  it  of  its  value. 

Owing  to  the  occurrence  of  some  cases  of  small-pox  in  neighboring 
places,  the  Board  decided  to  open  three  stations  for  free  vaccination.  Fol- 
lowing is  a  list  of  vaccinations  done  up  to  the  close  of  the  year :  —  Station 
One,  seventy-one ;  Station  Two,  two  hundred  and  four ;  Station  Three, 
one  hundred  and  fourteen. 

An  unusual  prevalence  of  scarlet  fever,  or  of  diphtheria,  always  raises  t 
question  of  the  expediency  of  closing  the  public  schools.  Setting  aside 
the  fact  that  Boards  of  Health  have  not  this  power,  it  does  not  appear  as 
if  such  a  proceeding  would  answer  any  useful  purpose  in  the  majority  of 
cases  in  such  a  city  as  Cambridge.  Any  plan  calculated  to  control  elfeo- 
tively  the  spread  of  such  diseases  as  scarlet  fever  and  diphtheria  most  in- 
clude the  following  measures  :  — 
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1 .  Isolation.  Hospital  accommodation  will  be  required  for  those  cases 
^vrliich  cannot  be  properly  isolated  at  home. 

S.  Disinfection.  Carpets,  bedding,  clothing  and  such  like  articles  can 
l>e  disinfected  by  steam.     This  requires  a  proper  plant. 

3.  Articles  of  little  value  that  have  been  exposed  to  contamination 
slioald  be  burned. 

4.  The  floor  and  woodwork  of  rooms  should  be  well  scrubbed  with  soap 
&o<I  hot  water.  Walls,  ceilings,  chairs,  bedsteads  and  such  other  pieces  of 
£u.miture  should  be  thoroughly  wiped  with  damp  cloths,  and  the  cloths 
learned. 

5.  Windows  should  be  left  open  for  several  days.  Fresh  air  and  sun- 
light are  among  the  most  effective  of  purifiers 

Burning  sulphur,  or  the  evolution  of  chlorine  fumes,  is  a  useful  adjunct, 
but  they  cannot  take  the  place  of  the  measures  mentioned  above,  and  to 
rely  on  them  is,  in  our  opinion,  a  grave  mistake.  Disinfection  means  a 
process  by  which  disease-producing  micro-organisms  are  killed.  It  does 
not  mean  deodorization,  nor  does  it  mean  the  substitution  of  one  smell  for 
another  smell.  It  is  one  thing  to  kill  germs  in  a  test  tube ;  to  do  this  in  a 
room  with  all  its  cracks  and  comers  and  its  unavoidable  leakage  is  a  very 
different  business. 

The  mortality  per  1,000  living,  at  all  ages,  was  19.72. 

Chelsea. 

Under  the  act  of  1890,  which  was  accepted  by  the  city  council,  three 
hundred  and  sixty-eight  privies  have  been  abolished  this  year,  and  the  work 
will  be  continued  the  coming  year,  where,  in  the  judgment  of  the  Board,  it 
is  necessary. 

Owing  to  the  breaking  out  of  small-pox  in  Boston  it  was  thought  best, 
as  a  precaution,  to  advertise  free  vaccination,  which  began  the  twentieth  of 
December. 

Concord. 

It  was  thought  best  by  the  Board,  after  careful  consideration,  to  stop  all 
direct  drainage  into  the  river  in  this  town. 

Regulations  were  made  by  the  Board  relative  to  school  attendance  in 
time  of  prevalence  of  infectious  diseases. 

Thf  re  have  been  two  cases  of  glanders  in  this  town  the  past  year.  In 
both  of  these  cases  the  horses  have  been  killed  as  soon  as  a  positive  diag- 
nosis was  given  by  the  attending  veterinary. 

We  make  the  following  recommendations,  and  hope  the  town  will  take 
action  on  the  same :  — 

That  a  system  of  sewage  disposal  of  some  kind  other  than  the  present 
be  put  in  at  once. 

That  some  suitable  piece  of  land  be  bought  by  the  town  to  be  used  by 
the  inhabitants  of  this  town  as  a  dump.     Some  place  should  be  procured 
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far  enough  away  from  the  centre  of  the  town,  off  from  the  main  roads,  to 
which  every  one  should  cart  his  rubbish,  ashes,  tin  cans,  etc.  No  garb- 
age of  any  kind  should  be  allowed  to  be  dumped  there,  and  the  place 
should  be  burned  over  once  or  twice  a  year.  The  places  now  used  are 
unsightly,  if  not  dangerous  to  public  health. 

That  the  board  of  health  of  this  town  consist  of  three  members,  one  of 
whom  to  be  elected  annually,  to  serve  three  years,  to  be  separate  and  dis- 
tinct from  the  selectmen. 

Cottage  City. 

During  last  August  our  attention  was  called  to  the  condition  of  the 
waters  of  Lake  Anthony.  On  investigation  we  found  the  opening  through 
the  beach  to  the  sea  nearly  closed,  and  the  water  becoming  stagnant  bad 
allowed  the  sea-grass  and  moss  to  grow  in  large  quantity.  Although  not 
unhealthy,  it  has  an  unpleasant  odor,  and  renders  unsightly  what  is  other- 
wise a  beautiful  sheet  of  water.  We  recommend  the  appropriation  of  a 
sum  not  exceeding  one  hundred  dollars  for  the  purpose  of  cleaning  the 
shore  of  the  lake  and  maintaining  a  sufiScient  opening  to  the  sea. 

To  conform  to  the  requirements  of  chapter  195  of  the  Acts  and  Resol?© 
of  the  year  1892  we  appointed  an  inspector  of  provisions  and  of  animals 
intended  for  slaughter  or  kept  for  the  production  of  milk. 

Dbdham. 

There  has  been  a  great  increase  in  the  scarlet  fever  cases  over  previoos 
years.  Considerable  care  has  been  taken  by  the  Board  to  prevent  tiie 
spread  of  this  disease,  and  the  scattered  and  wide  range  of  the  cases  ren- 
dered it  practically  impossible  for  the  Board  to  anticipate  results.  Manj 
of  the  cases  were  traced  by  the  attending  physician  to  outside  sources,  and 
beyond  the  control  of  the  Board.  It  has  been  found  almost  impossible,  m 
some  cases,  to  make  the  parents  understand  the  value  of  implicitly  follow- 
ing the  instructions  given  by  the  attending  physician,  and  in  one  case  it 
became  necessary  to  enforce  directions  by  means  of  an  oflScer.  The  three 
deaths  were  all  in  one  family  where  the  cases  were  severest. 

The  reporting  of  the  cases  of  measles  has  heretofore  not  been  insisted 
upon.  The  value  of  such  a  report  is  chiefly  for  the  use  of  the  superin- 
tendent of  schools  in  relation  to  attendance  of  pupils  afflicted  or  exposed 
to  this  disease.  j 

A  large  proportion  of  the  complaints  made  to  the  Board  during  the 
previous  year  were  from  the  keeping  of  swine  in  the  more  thickly-^!«ttkd 
portion  of  the  village.  It  was  found  difficult  to  allow  the  keeping  c4fstii« 
in  certain  localities  without  their  being  a  nuisance.  In  consequJ^^euw  tbe 
Board  adopted  the  regulations  now  in  force,  prohibiting  the  k^'oJipagof 
swine  within  the  more  settled  portions  of  the  village,  with  the  ^  ^,(0^  ^ 
the  complaints  and  nuisances  from  this  source  ceased.     Under         ;be  p^ 
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idea  that  swine  must  be  kept  in  filth  and  mire  the  Board  believes  that  the 
prohibition  of  their  keeping  in  the  closely-settled  portions  of  the  town  is 
the  only  method  whereby  this  nuisance  can  be  disposed  of  satisfactorily. 

The  town  must,  at  a  very  early  date,  take  the  question  of  sewerage 
seriously  under  consideration.  Each  year  the  demand  grows  more  impera- 
tive. It  needs  but  the  inspection  of  a  majority  of  cess-pools  in  this  town 
to  convince  one  of  the  necessity  of  a  more  sanitary  and  efficient  method. 
The  cost  of  caring  for  these  unsightly  and  unsanitary  receptacles  is  as 
great,  if  not  greater,  than  would  be  the  expense  to  the  town  of  an  efficient 
sewerage  system.  Many  cess-pools  are  becoming  choked  up,  and  are 
merely  cisterns  to  be  cleaned  out  often  at  great  expense  and  discomfort, 
or  else  allowed  to  overflow  as  a  continual  menace  to  health.  It  is  earnestly 
hoped  that  the  town  will  take  immediate  action  in  relation  to  the  sewerage 
question. 

In  accordance  with  chapter  477  of  the  Acts  of  1893  the  Board  has  pre- 
pared a  set  of  by-laws  for  the  consideration  of  the  town  in  relation  to  the 
regulation  of  plumbing  and  plumbers. 

A  matter  of  considerable  importance  has  been  brought  before  the  Board 
this  year  in  relation  to  the  better  drainage  of  Wigwam  meadows  and  Little 
Wigwam  swamp.  This  subject  has  been  before  the  town  for  many  years, 
and  has  been  reported  on  by  previous  boards  of  health  and  committees. 
While  such  reports  have  been  unanimously  in  favor  of  improving  this 
drainage,  little  has  been  done  in  this  direction  except  to  clear  a  ditch  from 
Wigwam  pond  to  the  river.  After  a  hearing  and  careful  examination  of 
the  locality  in  company  with  some  of  the  petitioners  the  Board  decided 
that  a  careful  survey  and  thorough  examination  of  the  swamps  and  facili- 
ties for  better  drainage  should  be  made  as  a  guide  for  a  proper  considera- 
tion of  the  subject.  In  accordance  with  this,  plans  and  a  report  with 
estimates  have  been  prepared  which  treat  the  whole  matter  in  an  exhaustive 
and  thorough  manner.     This  report  is  annexed  to  the  report  of  the  Board. 

East  Bridgewater. 
The  Board  has  visited  several  scarlet  fever  cases  this  year,  and  has  seen 
to  it  that  no  persons  passed  in  and  out  of  the  houses  where  such  cases 
existed,  except  those  who  were  absolutely  obliged  to  do  so.  We  have, 
also,  visited  several  horses,  and  have  condemned  one  as  affected  with 
glanders  and  ordered  him  disposed  of.  We  have  also  examined  and  quar- 
antined several  tuberculous  cattle,  and  shall  see  that  they  are  also  properly 
disposed  of  before  their  milk  and  flesh  have  infected  healthy  human  beings. 
The  Board  has  also  corrected  several  extreme  nuisances. 

Easthampton. 
There  have  been  comparatively  few  complaints  of  the  existence  of  nui- 
sances as  compared  with  former  years.     People  generally  evince  a  readi- 
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ness  to  comply  with  the  requirements  of  the  Board,  and  seem  to  mofre 
generally  realize  that  it  is  for  their  own  benefit  to  keep  their  premises  in  a 
neat  and  cleanly  manner. 

With  the  contemplated  and  partially  constructed  sewer  system  and  the 
introduction  of  an  abundance  of  pure  water  into  more  general  use  we  are 
confident  that  the  appearance  of  contagious  diseases  wiU  be  greatiy 
lessened. 

Everett. 

The  city  has  been  remarkably  free  from  summer  diseases  of  children. 
There  was  an  increase  in  the  number  of  cases  of  some  of  the  zymotic 
diseases.  Cards  have  been  put  on  the  houses  wherever  there  was  a  case 
of  diphtheria  or  scarlet  fever,  and  notice  sent  to  the  school  commi^ee, 
public  library  and  State  Board  of  Health. 

Everett  is  a  city  of  new  houses.  It  will  be  a  matter  of  a  great  deal  of 
public  importance  to  learn  how  many  persons  become  sick  with  consump- 
tion while  living  in  these  new  dwellings,  or,  in  case  of  death  from  that 
disease,  to  learn  if  the  person  was  afiSicted  before  coming  here.  The 
Board  has  taken  steps  to  obtain,  as  far  as  possible,  and  record  these 
facts. 

The  Board  has  fumigated  houses  after  contagious  diseases  when  requested 
to  do  so.  As  the  disinfecting  done  by  householders  is,  in  most  cases, 
worse  than  useless,  since  it  is  often  thought  that  the  burning  of  one  or  two 
ounces  of  sulphur  has  destroyed  all  germs  and  no  further  precautions  are 
necessary,  the  Board  voted  that,  beginning  with  Jan.  1,  1894,  all  houses 
where  contagious  diseases  had  occurred  should  be  disinfected  by,  or  under, 
the  personal  direction  of  the  Board  or  its  agent. 

Fall  River. 

It  is  especially  gratifying  to  note  that  the  exceptional  decrease  in  typhoid 
fever  cases  obsei-ved  in  the  returns  for  the  year  1892  has  been  maintained 
during  the  year  1893.  The  sanitary  education  of  our  citizens  is  undoubt- 
edly making  great  improvement.  The  limitation  of  the  spread  of  contagious 
diseases  has  been  helped  very  much  by  the  fact  that  early  in  the  year  this 
Board  adopted  the  system  of  immediately  placarding  every  house  in  which 
a  case  of  scarlet  fever  or  diphtheria  was  reported  to  exist,  and  ordering 
that  the  cards  remain  in  place  until  two  weeks  after  the  recovery,  remoTsl 
or  death  of  such  patient  or  patients.  We  would  recommend  that,  even 
though  we  have  no  reason  to  be  apprehensive  of  a  cholera  visitation,! 
house-to-house  inspection  every  spring  would  result  in  a  benefit  to  the 
public  health,  fully  justifying  the  necessary  outlay.  It  is  bur  opinion  that 
provision  should  at  once  be  made  for  an  annual  visitation  of  this  kind. 
We  know  that  such  a  yearly  stirring  up  and  cleaning  of  the  city  is  abso- 
lutely necessary.  Experience  has  taught  us  that  it  is  only  by  such  system- 
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atic  inspections,  the  sources  of  all  naisances  can  be  successfully  located 
and  the  city  kept  in  a  thorough  sanitary  condition. 

Number  of  live  cattle  examined, 1,826 

Number  of  live  cattle  examined  and  reported  as  unfit  for  food  or  food 

supply, 6 

Number  of  meat  carcasses  examined, 26 

Number  of  meat  carcasses  examined  and  destroyed, 16 

Xhe  following  is  a  summary  of  the  work  accomplished  in  the  office  of  the 
Inspector  of  Plumbing  during  the  year  just  ended :  — 

Number  of  plans  filed, 471 

Number  of  new  houses, 268 

Number  of  reconstructions, 203 

Number  of  approvals, 425 

Number  of  inspections, 1,899 

FrrcHBURG. 

During  the  past  year  the  city  has  been  visited  with  one  of  the  most  ex- 
tensive epidemics  of  measles  in  its  history,  there  being  592  cases  reported 
to  the  Board.  The  disease  was  not  of  a  severe  form,  and  the  number  re- 
ported did  not  express  the  total  number  of  cases.  It  began  in  January 
and  rapidly  increased  until  May,  when  270  cases  were  reported.  It  as 
rapidly  declined  during  the  summer,  and  in  August  only  one  case  was 
reported. 

In  regard  to  diphtheria  the  number  of  cases  was  ten,  and  was  below  the 
average  for  the  past  four  years,  during  which  time  the  records  have  been 
carefully  kept,  the  average  being  14.5  for  the  period.  The  cases  showed 
a  milder  form  than  usual,  there  being  only  three  deaths,  one  of  which  was 
called  croup.  The  largest  number  of  cases  occurred  in  the  f^rst  three 
months  of  the  year,  conforming  to  the  average  for  four  years. 

There  were  twenty- eight  cases  of  scarlet  fever  reported,  as  compared 
with  fifty-one  for  1892,  and  an  average  of  sixty  cases  for  the  four-year 
period.  The  cases  were  unusually  light,  no  deaths  from  the  disease  being 
recorded.  The  largest  number  of  cases  reported  was  in  June.  This  does 
not  conform  to  the  average  for  four  years,  during  which  time  the  largest 
number  of  cases  have  been  reported  during  the  first  months  of  the  year, 
February  showing  the  largest  number  of  any  single  month. 

During  the  year  just  past  there  have  been  twenty-three  cases  of  typhoid 
fever  reported,  the  largest  number  for  four  years,  and  six  more  than  in 
1892,  when  seventeen  cases  were  reported.  There  were  four  deaths  re- 
ported as  compared  with  none  for  1892.  The  largest  number  of  cases 
occurred  in  September.    A  comparison  of  the  records  for  the  four  years 
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past  shows  but  few  cases  occurring  during  the  first  six  months  of  the  year, 
July,  September,  October  and  November  showing  the  largest  number. 

The  house-offal  teams  have  been  continued  in  the  work  of  collecting 
swill  as  in  the  previous  four  years,  doing  good  work  in  promoting  cleanli- 
ness of  the  city.  During  the  past  year  363  cords  of  house  offal  have  been 
collected  and  carried  to  the  place  of  deposit. 

The  rules  relating  to  plumbing  have  been  carefully  revised  to  keep  pace 
with  the  science  of  plumbing  and  house  drainage.  The  result  of  the  work 
of  the  Board  for  the  past  year  shows  a  vast  improvement  in  the  quality  of 
plumbing  work,  and  still  better  results  are  hoped  for  the  coming  year. 

Complainte  received, 272 

Privy  vaults  discontinued, 114 

Phmibing  jobs  inspected, 362 

New  water-closets  inspected, 513 

Houses  fumigated  or  instruction  given, 181 

Framingiiam. 
Fifty-five  complaints  of  existing  nuisances  have  been  made  to  the  Board 
during  the  past  year,  all  of  which  have  been  attended  to  and  abated  as  far 
as  was  thought  best.     The  owners  of  fifty-three  tenements   have   been 
ordered  to  connect  them  with  the  public  sewer. 

Gardner. 

Realizing  the  great  importance  of  milk  as  an  article  of  food,  early  dur- 
ing the  past  season  we  requested  the  co-operation  of  some  of  our  neighbor- 
ing towns  in  a  closer  inspection  of  the  milk  that  was  being  delivered  in  this 
town ;  failing  in  this,  we  would  recommend  that  no  person  be  granted  a 
license  to  sell  milk  in  Gardner  unless  such  person  furnish  an  acceptable 
certificate  of  cattle  inspection. 

The  work  of  the  cattle  inspectors  during  the  year  has  added  much 
toward  the  improvement  of  the  milk.  They  examined  thirty-three  herds, 
three  herds  more  than  last  year.  Some  cows  were  examined  five  times. 
The  inspectors  condemned  and  caused  to  be  killed  eight  cows,  and  con- 
demned four  carcasses.  At  the  present  time  all  the  cows  in  town  are 
considered  in  very  good  condition. 

We  would  earnestly  recommend  to  every  family  who  depend  on  wells  for 
their  supply,  or  for  the  supply  of  their  cattle,  to  use  the  greatest  possible 
care  of  their  wells,  and  avoid  all  possible  contamination  from  cesspools, 
water-closets  and  barns,  or  other  filthy  matter.  By  doing  so  they  will  in  a 
great  measure  protect  themselves  from  typhoid  fever. 

We"have  to  report  quite  an  extensive  epidemic  of  typhoid  fever,  but 
rather  mild  in  its  character,  and  fortunately  resulting  in  only  one  death. 
We  believe  that  had  the  Board  known  earlier  the  existing  circumstances 
this  epidemic  might  have  been  somewhat  lessened.     As  soon  as  the  Board 
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investigated  and  found  the  source  of  infection  the  epidemic  was  confined 
to  a  very  small  radius,  and  soon  brought  under  control.  It  resulted  from 
impure  milk  occasioned  by  impure  water. 

Gloucester. 

One  hundred  and  ninety-three  nuisances  received  attention.     All  bona 

JicLe  nuisances  have  been  abated  where  possible,  but  in  a  city  without 

sewerage  it  is  occasionally  advisable  to  be  very  lenient,  especially  where 

some  neighboring  quarrel  seems  to  have  been  the  animus  of  the  complaint, 

-which  sometimes  appears  to  be  the  case. 

If  sewerage  is  not  soon  adopted  the  city  must  resort  to  some  method  less 
objectionable  than  the  present  method  of  disposing  of  night-soil  and  sink- 
w^aste. 

Great  Barrington. 
During  the  year  the  selectmen,  acting  as  a  board  of  health,  have  been 
notified  of  twenty-seven  cases  of  scarlet-fever,  of  which  but  one  proved 
fatal ;  and  four  cases  of  diphtheria,  of  which  number  two  cases  proved 
fatal.  The  board  adopted  the  usual  sanitary  measures  of  precaution  in 
such  cases.  We  believe  that  the  cause  of  many  of  these  cases  exists  in  the 
carelessness  on  the  part  of  individual  families  in  the  disposal  of  garbage  and 
neglect  to  keep  the  dwellings  properly  cleaned.  Dirt  and  refuse  matter  are 
two  great  enemies  to  public  health,  and  we  cannot  urge  too  strongly  the 
importance  of  an  observation  of  the  utmost  care  in  these  measures. 

Greenfield. 

The  Board  feels  that  the  most  important  matter  they  have  to  recommend 
to  the  careful  consideration  of  the  town  is  the  subject  of  sewers.  This  is  a 
very  broad  subject  and  difficult  and  impossible  for  us  to  treat  in  the  thor- 
ough manner  that  it  demands.  Our  present  system,  if  system  it  can  be 
called,  is  totally  inadequate  for  the  needs  of  our  growing  town ;  many  sec- 
tions are  entirely  unprovided  for,  and  many  other  sections  where  there 
already  is  a  public  sewer,  suffer  great  expense  and  inconvenience  at  the 
time  of  a  heavy  rainfall,  owing  to  the  Inability  of  the  tile  to  carry  off  the 
large  amount  of  surface  water  that  is  thrown  into  it,  and  in  consequence 
cellars  are  flooded.  This  difficulty  is  experienced  more  or  less  throughout 
the  whole  town  and  sooner  or  later  the  surface  water  will  have  to  be  taken 
care  of  in  some  other  way. 

Haverhill. 

The  appointment  of  an  inspector  of  plumbing  has  been  a  great  relief  to 
the  agent,  and  great  public  good  will  be  the  outcome,  for,  as  we  have 
already  stated  in  previous  reports,  it  is  found  impossible  for  the  agent,  in 
addition  to  his  other  duties,  to  give  this  branch  of  the  sanitary  service,  so 
extremely  important,  the  attention  and  careful  supervision  that  it  should 
have.     Plumbers  are  now  required  to  test  their  work  by  water  pressure  In 
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the  presence  of  the  inspector,  which  gives  a  mach  more  thorough  and  satis- 
factory inspection.  The  record  shows  that  three  hundred  johs  of  plumbiDg 
(new  and  remodelled)  have  been  inspected  last  year. 

Nuisances  Investigated  During  the  Fear, 

Garbage  collected,  loads, 1,320 

House  sewerage  defective, ~       .        .        .  42 

Plumbing  defective, 80 

Privy-vaults  full  and  offensive,        .        : 138 

Privy-vaults  cleaned, 300 

Privy-vaults  removed, 142 

Whole  number  of  privy-vaults  removed  since  1888,       .        .        .  1,002 

The  general  health  of  the  city  during  the  year  has  been  excellent.  No 
fatal  epidemic  has  visited  the  city. 

The  faithfulness  and  care  with  which  contagions  diseases  are  reported  by 
physicians  speak  well  for  the  interest  in  their  profession  and  in  the  public 
welfare.  Notwithstanding  the  wide  publicity  that  has  been  given  to  the  law 
that  requires  householders  as  well  as  physicians  to  report  dangerous  con- 
tagious diseases  to  the  Board  of  Health,  some  cases  occur  where  the  disease 
is  so  mild  that  the  children  are  hardly  xsonsldered  ill  enough  to  be  put  to 
bed,  and  consequently  no  physician  is  called  and  no  report  comes  to  ^e 
Board.  Thus  no  efforts  are  made  to  prevent  its  spread,  and  great  damage 
is  liable  to  be  done  in  consequence  by  spreading  the  disease  in  the  neigh- 
borhood in  a  malignant  form. 

HiNGHAM. 

Early  in  August,  complaints  having  reached  the  Board  regarding  a  tallow 
factory  at  Fort  Hill,  representatives  of  the  Board  visited  the  establishment, 
which  they  found  in  a  filthy  condition. 

The  business  seemed  necessarily  to  give  rise  to  offensive  odors,  and 
although  the  health  of  the  community  should  always  be  paramount  to  the 
pecuniary  interest  of  any  individual  or  firm,  at  the  earnest  request  of  the 
proprietor  a  further  time  was  granted  on  the  plea  that  the  business  had  bat 
recently  been  established  and  the  firm  had  been  unable  to  put  their  manu- 
factory into  proper  shape.  The  claim  was  also  made  by  the  proprietors 
that  they,  by  undergoing  a  larger  expense,  could  use  apparatus  by  which 
all  offensive  odors  would  be  destroyed.  They  promised  to  introduce  such 
machinery  at  once,  and  an  opportunity  was  given  them  to  make  soch 
changes. 

The  establishment  was  several  times  visited  by  members  of  the  Board,  to 
watch  the  results  of  any  changes  made  by  the  proprietors.  On  September 
22,  no  better  results  having  been  obtained,  the  business  was  declared  a 
nuisance  by  this  Board,  and  they  were  ordered  to  close  their  works  at  once, 
which  order  was  promptly  obeyed. 
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HOLTOKB. 

The  past  year  throughoat  the  city  has  been  fairly  healthy.  None  of  the 
contagions  diseases  have  prevailed  at  any  time  to  an  alarming  extent. 
A.1  though  there  were  numerous  cases  of  diphtheria  and  scarlet  fever  during 
ttie  first  four  months  of  the  municipal  year  just  ended  the  number  of  cases 
cLuring  the  rest  of  the  year  and  at  present  is  much  below  the  average. 

Small-pox  again  appeared  in  our  midst  during  the  month  of  September. 
A^lthough  limited  to  a  single  block,  it  attacked  three  persons,  all  of  whom 
recovered  after  a  more  or  less  protracted  stay  at  the  pest«house.     Here 
a^ain  the  city  physician  desires  to  call  your  attention  to,  and  to  emphasize 
a  recommendation  of  the  Board  of  Health,  viz.,  that  there  be  a  general 
vaccination.     The  Board  of  Health  calls  your  attention  to  a  deficiency  in 
the  heating  apparatus  at  the  pest-house.     That  such  a  deficiency  exists 
livas  only  too  apparent  during  the  stay  of  the  recent  cases,  and,  added  to 
this,  was  a  failure  in  the  water  supply.    The  water  at  the  pest-house,  ob- 
tained from  a  well  sunk  beneath  the  kitchen,  has  always  been  of  a  very 
poor  quality,  but  this  year  it  became  so  impure  it  had  to  be  discarded  even 
for  washing  purposes. 

We  have  been  remarkably  free  from  typhoid  fever  during  the  entire 
year. 

The  Board  this  year  as  heretofore  recommends  that  all  the  alleys  be 
graded,  and  that  those  between  our  principal  business  streets,  through 
which  heavy  truck-teams  pass,  be  paved  with  stone,  brick  or  any  other 
material  which  seems  proper. 

Hudson. 

The  greatly  increased  number  of  calls  to  look  after  nuisances  cansed  by 
the  disposal  of  waste  water,  has  convinced  the  Board  that  the  time  has 
come  when  the  town  ought  to  take  initial  action  with  regard  to  a  system  of 
sewerage.  When  all  the  water  used  by  consumers  is  pumped  or  drawn 
from  wells,  the  quantity  used  may  be  easily  disposed  of  in  cesspools,  and 
taken  care  of  by  the  surrounding  earth  without  danger  of  infection,  if  the 
cesspools  are  emptied  and  cleaned  periodically.  Or,  if  the  waste  water  is 
discharged  into  natural  waterways,  it  may  cause  no  nuisance  in  a  sparsely 
settled  locality,  or  if  there  are  only  a  few  discharge  pipes.  But,  when  an 
abundant  supply  is  furnished  by  the  town  water-works,  and  its  use  is  almost 
universal,  the  quantity  used  is  so  much  increased,  that  it  is  only  a  question 
of  time  when  the  earth  about  cesspools  will  become  saturated  with  water, 
and  entirely  filled  with  decomposing  filth.  And  this  condition  will  be 
found,  not  only  on  one  man's  premises,  but  in  entire  neighborhoods,  grow- 
ing worse  constantly  as  they  become  more  thickly  settled. 

The  Board  would  recommend  the  voters  to  take  action  by  appointing  a 
committee  to  consider  the  question  of  a  sewerage  system,  with  authority  to 
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consult  the  State  Board  of  Health  and  obtain  their  advice  and  instructions, 
and  with  authority  to  employ  a  competent  civil  engineer  to  make  surveys, 
plans  and  estimates  for  a  complete  system  of  sewerage,  and  take  any  action 
necessary  to  make  a  full  report  to  the  town  on  the  subject  at  some  subse- 
quent meeting. 

Ipswich. 

In  regard  to  the  sanitary  condition  of  the  town,  the  people,  generally, 
have  complied  with  the  requirements  of  the  Board,  and  in  no  case  where 
we  have  ordered  a  nuisance  abated  have  we  had  any  trouble  or  had  to  re- 
sort to  legal  measures. 

In  regard  to  contagious  diseases  amongst  the  cattle  in  the  town  we  will 
state  the  following:  the  selectmen  appointed  a  cattle  inspector,  and  the 
Board  of  Health  also  appointed  him  as  their  agent  giving  him  full  power 
to  act  for  them,  and  he  has  faithfully  attended  to  his  duties.  The  whde 
number  of  cattle  inspected  by  him  was  eleven  hundred  and  four,  and  he 
ordered  nineteen  of  this  number  quarantined  as,  in  his  opinion,  they  were 
diseased,  and  notified  this  Board  of  his  doings.  The  State  Cattle  Commis- 
sioners were  at  once  notified  in  regard  to  same,  who  came  and  examined 
them  and  ordered  the  killing  of  eight  which  were  sick  with  tuberculosis, 
and  their  carcasses  were  properly  buried. 

Lawrence. 

Six  hundred  and  seventy-four  vaults  have  been  abolished  since  Jan.  1, 
1889.  There  have  been  2,184  water-closets  placed  in  buildings  where 
vaults  have  been  abolished. 

During  the  year  19,714  loads  of  garbage  have  been  removed,  an  increase 
of  4,376  over  1892.  Realizing  the  necessity  of  a  different  method  of  dis- 
posing of  the  waste  matter,  the  Board  has  recommended  that  some  provi- 
sion be  made  to  dispose  of  this  material  in  a  satisfactory  manner. 

There  has  been  an  alarming  prevalence  of  scarlet  fever  during  the  year, 
and  the  percentage  of  fatalities  greater  than  formerly. 

More  cases  of  measles  have  been  reported  than  ever  before,  forty-six 
cases  coming  in  during  one  week.  The  fatalities  have  been  small,  odIj 
three  out  of  sixty  cases  resulting  fatally.  Diphtheria  has  not  been  very 
prevalent.  During  the  December  vacation,  3,200  school  children  were 
vaccinated  by  the  ward  physicians.  We  were  pleased  at  the  ready  response 
from  the  agents  of  the  corporations  as  we  found  that  vaccination  was  being 
carried  on  in  a  very  systematic  manner. 

We  have  had  five  cases  of  glanders  in  horses  and  seven  cases  of  tuber- 
culosis in  cattle,  which  were  pronounced  such  by  the  Cattle  Commissioners. 

Lexington. 
The  Board  has  made  several  official  tours  of  inspection ;   among  tbem 
was  the  inspection  of  the  several  hotels  and  private  boarding-houses,  aod 
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^we  are  pleased  to  state  that,  with  few  exceptions,  the  sanitary  conditions 
'were  good.  The  inspection  of  some  of  the  numerous  newly  built  houses 
iw&s  not  so  assuring ;  indeed,  the  systems  of  house  drainage  in  many  of 
tliem  were  alarming.  One  case,  for  instance,  may  be  cited :  a  double  tene- 
xnent ;  no  water  supply  except  from  well  dangerously  near  drain  ;  untrapped 
sinks  discharging  into  an  open  tank  in  cellar,  contents  of  which  were  used 
to  flush  closet;  without  vent;  useless  trap;  cesspool  twenty-eight  feet 
from  house.  It  would  almost  seem  that  the  ingenuity  here  displayed  tended 
only  toward  one  result,  —  the  death  of  the  occupants. 

Some  years  ago  the  question  of  a  sewerage  system  for  the  town  was 
agitated  to  the  extent  of  the  appointment  of  a  committee,  the  investigation 
of  different  schemes  was  initiated,  and  even  the  engineer's  survey  obtained. 
Xhis  subject,  so  vital  to  the  interests  of  the  town,  seems  to  have  passed  into 
oblivion ;  nothing  is  heard  of  it  except  now  and  then  a  few  desultory  re- 
marks on  the  matter.  It  is  hoped  that  this  subject  is  not  entirely  forgotten, 
for  if  forgotten  and  neglected  there  will  be  a  rude  awakening,  perhaps 
vrithin  a  few  years. 

Lowell. 
During  the  year  1893,  twenty-five  thousand  five  hundred  and  thirty-seven 
(^25,537)  loads  of  ashes  were  removed  from  houses  and  stores  to  the  vari- 
ous dumping-grounds. 

Late  in  the  year  1892,  the  Engle  cremator  was  completed  so  that  for  the 
year  covered  by  this  report  it  has  been  in  use,  destroying  about  one-half 
of  the  garbage  of  the  city.  Owing  to  the  usual  friction  that  all  new  un- 
dertakings have  to  overcome,  it  was  not  until  April  that  a  complete  system 
of  account  was  commenced.  Since  April  every  pound  of  swill  consumed 
and  every  pound  of  coal  used  has  been  weighed  daily  so  that,  estimating 
the  amount  burned  the  first  three  months  of  the  year  and  adding  to  it  the 
amount  weighed  for  the  last  nine  months,  we  have,  say  3,500  tons  of  swill 
consumed  for  the  year  1893,  beside  the  miscellaneous  articles  enumerated 
in  the  table  printed  herewith :  — 

Three  thousand  five  hundred  tons  swill  and  market  refuse  burned. 
Four  horses. 
Seventy  cats. 
Sixty-three  dogs. 

Two  hundred  and  fifteen  mattresses. 
Four  hens. 
Seven  rabbits. 
One  raccoon. 

Three  loads  and  one  barrel  infected  clothing  (small-pox). 
Seven  loads  infected  clothing  (diphtheria). 

Seventy-seven  thousand  one  hundred  and  sixteen  pounds  paper  burned  on  ground 
in  rear  of  cremator. 
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The  opinion  of  the  Board,  after  the  experience  of  the  yeav  with  tiie 
Engle  oremator  is  briefly  this :  Under  no  circumstances  would  it  be  willing 
to  return  to  the  old  method  of  swill-house  distribution  to  farmers,  and  it  is 
also  convinced  that  cremation  of  the  garbage  is  more  satisfactory  to  the 
inhabitants  of  a  city  than  the  rendering  process.  The  cost  of  burning 
garbage  at  Engle  cremator,  from  Jan.  1,  1893  to  Dec.  31,  1893,  was 
$7,670.77. 

The  Board  caused  a  thorough  inspection  of  the  water-shed  of  River 
Meadow  brook  to  be  made,  and  the  results  are  such  as  to  demand  prompt 
remedial  and  preventive  action. 

The  work  of  inspecting  the  tenement  houses  of  Lowell  in  a  tboroogfa 
and  systematic  way  has  been  commenced  this  year,  and  so  far  the  results 
have  been  very  satisfactory ;  but  the  great  value  of  the  inspection  will  come 
in  later  years,  as  from  the  records  made  and  kept  by  the  library  system,  an 
inspector  can  turn  to  them  at  any  time  and  find  the  condition  of  any  house 
in  the  city  so  far  as  relates  to  plumbing,  drainage  and  ventilation,  and  will 
then  only  have  to  keep  watch  that  the  premises  are  kept  clean  and  in  repair. 

From  June  27  to  September  16,  there  were  14,918  baths  taken  by  men 
and  boys,  a  decrease  from  1892  of  8,347,  but  it  is  explained  by  the  fact 
that  more  than  that  number  used  the  house  to  put  their  clothes  in,  and  then 
came  outside  and  swam  in  the  river. 

Lynn. 

The  Board  of  Health  appointed  an  inspector  of  plumbing  under  the  ^no- 
visions  of  chapter  477,  Acts  of  1893. 

Under  the  provisions  of  a  special  act  of  May  4,  1893,  chapter  318 
(1893),  the  Board  of  Health  of  Lynn  was  authorized  to  appoint  an  "in- 
spector of  provisions,  and  of  animals  intended  for  slaughter  or  kept  for  the 
production  of  milk,  who  should  also  be  an  inspector  of  milk,  butter,  cheese 
and  vinegar." 

Each  of  the  officials  appointed  under  these  acts  contributes  a  full  report 
of  his  transactions. 

The  Board  recommends  the  following  amendments  to  the  milk  laws :  — 

1.  That  the  cost  of  analysis  be  charged  as  court  costs. 

2.  That  boards  of  health  be  vested  with  power  to  revoke  licenses. 
The  failure  of  the  city  government  to  carry  out  our  recommendations  or 

to  adopt  a  system  for  the  disposal  of  garbage  and  night-soil  placed  the 
Board  in  the  predicament,  on  April  20,  of  having  no  place  to  dump  that 
material,  or  otherwise  dispose  of  the  same  by  cremation  or  extraction. 
To  relieve  the  situation  the  city  purchased  the  land  about  the  outfall  sewer, 
and  we  entered  into  contract  with  an  excavating  company  and  had  a  tem- 
porary basin  dredged  for  the  scow  on  land  alongside  the  outfall  sewer  at 
West  Lynn.  A  dock  was  also  constructed  with  a  small,  frame  building 
thereon.    The  disposition  of  offal  by  loading  it  into  the  scow,  towing  it 
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t^w^elve  miles  out  to  sea  and  there  dumping  it  in  deep  water,  was  inaugu* 
rick'ted,  and  has  proven  a  success. 

Twelve  trips  have  been  made  and  1,486  tons  of  offal  so  disposed  of,  with- 
out accident  or  a  single  complaint,  at  a  cost  of  ninety-four  cents  per  ton 
for  labor,  towage  and  expense  of  repairs.  We  shall  pursue  this  method 
until  the  city  council  adopts  some  other  and  better  one.  We  recommend 
tlie  immediate  purchase  of  another  scow.  The  dump  at  West  Lynn  was 
al>andoned  on  the  expiration  of  the  lease,  April  20,  and  no  garbage  was 
placed  thereon  after  that  date. 

The  Board  requested  that  immediate  steps  be  taken  by  the  city  council 
to  provide  suitable  accommodations  for  persons  affected  with  contagiooa 
diseases. 

Marbi«ehead. 

The  health  cart  is  one  of  the  most  important  institutions  in  our  town^ 
and  we  hope  has  come  to  stay  both  summer  and  winter.  Two  thousand 
loads  of  refuse  matter  have  been  collected  the  past  year.  To  find  per- 
sons who  will  look  after  this  refuse  and  see  that  it  is  properly  covered  has 
cansed  the  Board  considerable  trouble.  We  suggest  that  the  town  set  aside 
a  place  to  be  used  as  a  dump  in  case  there  were  no  individuals  who  cared 
to  take  it. 

We  suggest  that  our  town  should  employ  a  health  ofl3cer  to  investigate 
Daisances,  post  notices,  inspect  meat,  milk  and  water,  attend  to  the  fumi- 
gating of  all  places  where  infection  exists,  and  who  would  be  in  many  waya 
of  great  service  and  value. 

V 

Marlborough. 

In  parts  of  our  city  where  the  health  of  our  citizens  was  in  danger,  and 
along  the  banks  of  brooks,  during  the  past  two  years,  this  Board  through 
its  agent  has  enforced  connections  with  the  public  sewer  under  the  powers 
granted  in  the  Public  Statutes,  chapter  132  of  the  Acts  of  1890.  The 
agent  of  the  Board  reports  that  two  hundred  and  sixty-seven  buildings, 
have  been  plumbed ;  one  hundred  and  fifty-one  cases  where  alterations  or 
additions  have  been  made  in  the  plumbing ;  making  a  total  of  four  hundred 
and  eighteen  inspected  and  approved  by  him.  It  is  evident  from  the  num- 
ber of  inspections  made  that  the  people  are  mindful  of  the  economic  and 
sanitary  advantages  of  the  public  sewer.  The  enforcement  of  our  regula- 
tions  governing  plumbing  worked  to  the  advantage  of  all. 

Many  nuisances  that  have  been  a  bugbear  to  every  Board  of  Health  for 
years  past  have  disappeared  entirely  since  the  house  drainage  in  these  lo- 
calities has  been  conducted  to  the  sewer.  Cards  calling  attention  to  the 
regulation  restraining  persons  from  making  the  vacant  land  of  the  city  a 
nuisance,  were  posted  wherever  there  seemed  to  be  a  cause  of  complaint. 

In  August  a  case  of  rabies  appeared  in  town.  A  dog  with  a  disease  of 
doubtful  diagnosis  was  killed  by  the  police.    The  mayor  with  a  representa^ 
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tive  of  the  Board  of  Health  agreed  to  request  Dr.  Ernst  of  the  Harrsid 
Medical  School  to  decide  by  inoculatioD  experiment  whether  the  disease  of 
the  supposed  mad  dog  was  actually  hydrophobia.  The  result  of  the  exper- 
iments proved  that  the  dog  was  afflicted  with  the  genuine  disease^  and 
proved  the  wisdom  of  muzzling  all  the  city  dogs.  No  more  cases  appeared 
though  several  dogs  were  said  to  have  been  bitten  by  the  diseased  dog. 

Matnard. 
The  Board  has  encountered  a  greater  obstacle  in  trying  to  educate  a  cer- 
tain class  of  people  to  understand  that  it  is  necessary  to  flag  a  house  where 
there  is  scarlet  fever  and  cause  the  flag  to  remain  displayed  for  a  proper 
and  legal  length  of  time.  They  also  have  seemed  to  think  they  were  doii^ 
the  Board  a  great  favor  by  allowing  the -flag  to  be  attached  to  the  house  at 
all,  and  as  soon  as  the  case  is  able  to  sit  up,  '^  although  then  probably  in 
the  most  contagious  stage,"  display  more  or  less  disposition  to  resent  the 
idea  that  it  is  then  highly  necessary  that  the  quarantine  should  remain 
longer.    This  condition  can  only  be  overcome  by  education. 

Medford. 

"Sixty-one  nuisances  have  been  reported  to  this  Board  during  the  year. 
All  have  been  carefully  investigated  and  abated. 

In  each  case  of  diphtheria,  measles,  scarlet  fever  and  typhoid  fever,  the 
clerk  has  notified  the  school  committee  and  librarian  of  the  public  library. 

The  work  on  our  local  sewage  system  should  be  pushed  to  completion  as 
rapidly  as  possible,  so  that  we  may  be  rid  of  that  increasing  and  menac- 
ing danger,  the  saturation  of  the  ground  with  sewage.  Since  the  collection 
of  ashes,  swill  and  garbage  has  been  under  the  direct  care  of  the  city,  and 
the  contract  system  abolished,  the  work  has  been  done  in  a  thorough, 
cleanly  and  efficient  manner,  and  the  results  are  highly  satisfactory  to  this 
Board.  With  the  same  arguments  we  have  used  in  the  past,  in  favor  of 
the  collection  by  the  city  of  ashes  and  swill,  we  would  now  earnestly  rec- 
ommend that  night-soil  be  collected  in  the  same  manner. 

Melrose. 

More  than  one  hundred  and  fifty  nuisances  and  complaints  have  received 
attention  from  the  Board.  The  sources  of  nuisance  or  complaint  have 
most  frequently  been  neglected  cesspools  and  offensive  privies,  but  also 
imperfect  traps,  or  total  absence  of  them,  and  defective  sink  drains. 

The  former  method  of  return  to  school  by  children  recently  recovered 
from  contagious  diseases,  has  been  by  permits  given  by  the  Board,  based 
upon  the  attending  physician's  certificate  of  recovery.  But  that  method 
having  often  proved  troublesome  to  parents,  a  more  direct  plan  is  now  em- 
ployed, of  permits,  based  as  above,  but  issued  by  the  chief  of  police,  as 
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agent  of  the  Board  of  Health ;  so  that  the  same  officer,  who  by  order  of  the 
Board,  removes  the  card,  also  issues  the  permit  to  return  to  school. 

Liast  spring,  in  consequence  of  the  threatened  invasion  of  cholera,  we 
institoted  a  thorough  inspection,  by  a  special  police  officer,  of  the  entire 
central  part  of  the  village.  He  inspected  carefully  every  yard,  and  when- 
ever aoy  clearing  up  was  found  necessary,  he  left  in  the  hands  of  the  resi- 
dent a  plainly  printed  notice,  specifying  the  work  to  be  done,  and  the  time 
within  which  it  must  be  done,  —  usually  five  days.  This  course  of  inspec- 
tion was  faithfully  performed,  and  we  believe  much  good  was  done  by  it, 
often  cutting  short  a  nuisance  which  would  soon  have  become  serious. 
This  work  of  spring  inspection  has  been  done  now  for  two  years,  and  the 
influence  has  been  so  salutary,  that  it  may  become  necessary  to  establish  it 
as  a  permanent  line  of  sanitary  action. 

The  passage  by  the  last  Legislature  of  Act  477,  '^  relative  to  the  licensing 
of  plumbers,  and  the  supervision  of  plumbing,"  has  received  the  required 
attention  from  us.  In  compliance  with  section  3  of  said  act,  requiring  the 
Board  of  Health  to  appoint  the  third  member  of  the  board  of  examiners  of 
plumbers,  we  appointed  to  that  position  a  gentleman  well  versed  in  both  the 
science  and  practice  of  house  sanitation  and  plumbing.  In  accordance 
with  the  requirement  of  section  5,  that  the  Board  appoint  an  inspector  of 
plumbing,  we  appointed  the  same  gentleman  to  this  office,  which  is  in  fact 
a  dependency  of  the  former  position. 

MiLFORD. 

We  report  but  one  fatal  case  of  diphtheria,  and  the  circumstances  con- 
nected with  it  demand  recognition  in  this  report.  The  physician  in  attend- 
ance could  not  have  recognized  the  character  of  the  case  in  its  incipient 
stages,  or  there  was  great  remissness  in  reporting  it  to  the  Board  of  Health. 
He  was  prosecuted  for  neglect  of  professional  duty,  under  the  statute.  The 
case  was  "  placed  on  file."  We  believe  the  prosecution  was  demanded,  and 
will  result  in  much  better  protection  of  the  town  against  contagious  diseases. 

A  thorough  and  free  vaccination  of  the  unprotected  has  been  carried  out. 
The  Board  has  vaccinated  about  eight  hundred,  and  protection  according  to 
the  statute  has  been  more  thorough  than  ever  before. 

It  may  be  well  again  to  make  mention  of  the  great  importance  of  a  sys- 
tem of  general  sewerage  of  the  town  of  Milford.  Increased  population, 
health  and  wealth  will  be  the  result.  Without  it,  any  great  progress  is  im- 
possible. 

MiLLBURT. 

The  cases  of  diphtheria  were  very  widely  separated  and,  with  one  excep- 
tion, away  from  the  densely  settled  part  of  the  town.  The  causes  were 
generally  not  well  defined,  though  in  some  cases  bad  house  drainage  seemed 
probably  responsible.  Communication  from  a  previous  case  was  plain  in 
two  instances,  one  case  soon  following  another  in  the  same  family. 

. ,  ...u  uy  Google 


772  STATE  BOARD  OF  HEALTH.  [Pub.  Doc 

The  cases  of  scarlet  fever  were  also  widely  separated  as  to  families 
affected,  and  there  has  not  been  a  general  epidemic,  all  the  cases  having 
occurred  in  but  six  different  houses. 

The  occurrence  of  five  cases  of  typhoid  fever  on  one  street  and  within  a 
short  radius  would  seem  to  imply  some  local  contamination,  but  no  obtain- 
^  able  evidence  could  satisfactorily  explain  the  origin  of  the  disease.  Chem- 
ical examination  of  well  waters  furnished  little  light,  but  since  the  disease 
is  generally  believed  to  be  of  bacterial  origin,  it  might  well  happen  that  a 
chemical  analysis  would  give  entirely  negative  results.  The  milk  supply 
theory  did  not  apply,  since  there  was  not  a  common  supply  in  the  different 
affected  families,  nor  was  any  disease  known  on  the  premises  from  which 
the  several  supplies  came.  Without  attempting  to  show  any  connection  be- 
tween the  facts,  it  may  be  stated  that  fourteen  of  the  cases  were  comparsp 
tively  near  the  river,  eight  of  them  being  very  near.  A  very  extensive 
epidemic  of  measles  occurred  in  the  autumn. 

It  is  well  for  people  everywhere  to  know  that  it  is  now  believed  by  the 
highest  medical  authorities  that  consumption  is  to  a  very  considerable  de- 
gree communicable  from  person  to  person,  and  that  the  germs  abound  in 
matter  expectorated  in  coughing ;  that  constant  care  should  be  taken  to 
disinfect  and  destroy  such  discharges,  and  especially  that  the  common  habit 
of  promiscuous  spitting  should  be  avoided.  Matters  so  scattered,  by  dry- 
ing, become  converted  into  dust,  and,  in  this  form,  are  widely  scattered  to 
be  inhaled  by  others,  and  since  the  germs  are  extremely  tenacious  of  life, 
the  seeds  of  the  dire  disease  are  widely  sown. 

It  cannot  be  doubted  that  such  precautions  as  are  above  described  woald, 
if  generally  adopted  everywhere,  have  a  marked  effect  in  diminishing  the 
frequency  of  consumption. 

During  the  year  two  cases  of  glanders  in  horses  have  been  reported  to 
the  Board  by  the  inspector  of  cattle.  Both  animals  were  subseqaenUj 
condemned  by  the  State  Cattle  Commissioners  and  killed  by  their  order. 

Nantucket. 
The  Board  made  investigation  of  many  nuisances  reported,  and  believes 
that  the  town  has  been  kept  in  an  improved  sanitary  condition  in  conse- 
quence of  a  general  interest  manifested  by  all  good  citizens,  to  live  op  to  the 
best  ideal  of  proper  sanitary  safeguards.  As  a  result  of  such  care  and  at- 
tention, no  contagious  disease  of  any  kind  has  been  reported  to  the  Board 
during  the  year  as  originating  at  Nantucket. 

Nekdham. 

The  health  of  our  town  and  its  freedom  from  any  serious  epidemic  of  in- 
fectious and  contagious  disease  (except  that  of  typhoid  fever)  during  the 
past  year  is  a  matter  of  sincere  congratulation. 

What  will  soon  be  required  as  the  town  progresses,  to  put  ns  in  a 
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thorough  sanitary  oondition,  will  be  a  general  system  of  sewerage,  which 
the  introduction  of  a  public  water  supply  generally  demands. 

*  IToor  health  officer  has  made  one  hundred  visits  of  inspection  and  exam- 
ination, visiting  sixty  places  where  complaints  have  been  made.  Fewer 
petty  complaints  have  been  made  than  in  previous  years. 

Fewer  swine  have  been  kept  in  the  thickly  settled  portions  of  the  town 
th&n  in  former  years.  Some  piggeries  have  been  entirely  abandoned.  In  a 
few  cases,  as  a  last  resort,  the  Board  appealed  to  the  court  to  enforce  its 
orders. 

New  Bedford. 
The  Board  acting  under  authority  of  Public  Statute,  chapter  80,  section 
24,  vacated  houses  on  Turner's  court  known  as  Holy  Acre.    This  act  the 
Board  regards  as  one  of  the  most  important  taken  during  the  year.     The 
statute  places  the  entire  responsibility  on  the  Board.    The  houses  in  ques- 
tion were  so  low  that  it  was  impossible  to  drain  them,  and  it  seems  unfor- 
tanate  that  there  are  no  means  of  preventing  building  or  moving  houses 
already  built  to  such  locations.    In  every  growing  city,  building  is  contin- 
ually outgrowing  the  drainage  system.     But  for  such  buildings  drainage 
can  be  supplied  before  they  are  occupied.    The  policy  of  the  Board  has 
been  and  will  be  to  vacate  all  such  tenements  at  the  first  sign  they  give  of 
danger  to  the  public  health.     The  Board  would  recommend  that  action  be 
taken  on  the  proposed  building  rule  establishing  the  height  of  cellar  floors 
above  high  water.    The  nuisance  caused  by  privies  is  being  rapidly  abated, 
when  such  a  nuisance  occurs  on  the  line  of  a  sewer. 

All  garbage  is  ploughed  in  daily,  and  when  about  one  acre  is  covered  a 
quickly  growing  crop  is  planted,  and  in  a  surprisingly  short  time,  on  dig- 
ging down,  no  garbage  can  be  found.  Thus  the  essential  condition  for 
rapid  decomposition  in  the  earth  is  attained,  namely,  superficial  burial. 
The  objection  to  superficial  burial  is  that  the  burial  products  may  more 
readily  become  exposed  and  so  cause  nuisance,  or,  by  drying,  blow  about, 
and  under  proper  conditions  cause  disease.  This  objection  is  met  by  the 
facts  that  the  material  buried  is  not  of  such  a  character  as  frequently  con- 
tains disease  germs,  and  the  moist  and  heavy  condition  of  the  soil  is  such 
that  it  is  seldom  dry  except  upon  the  surface.  The  farm  is  remote  from 
any  source  of  water  supply.  So  far  the  method  is  satisfactory  in  all 
respects.  The  material  is  thus  utilized  as  a  fertilizer,  which  is  its  only 
value,  as  the  cost  of  extracting  the  fat,  the  only  constituent  of  value, 
would  more  than  counterbalance  the  estimated  return. 

The  Board  voted  to  inspect  the  sanitary  condition  in  respect  to  drainage 
of  the  various  school  houses  in  the  city.  All,  with  the  exception  of  one, 
were  found  in  good  condition.  The  school  committee  were  notified  of  the 
oondition  of  this  school. 

Number  of  inspections  made  during  the  year,        ....    2,864 
Number  of  plumbing  inspectioDS  made, 1,650 
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The  Board  iDvestigated  an  epidemic  of  typhoid  fever  whidi  oocmrred  in 
the  last  half  of  the  year,  embracing  201  cases  in  all.  No  satisfactory  con- 
clusions were  reached  which  woold  account  for  the  epidemic  as  a  whole, 
though  suspicion  pointed  strongly  to  the  existence  of  infection  upon  a 
small  island  in  the  harbor  which  many  of  the  persons  attacked  had  visited 
during  the  period  of  epidemic. 

The  Board  amended  its  quarantine  regulationa  and  publishes  them  in 
full  in  its  report. 

Newburtport. 
There  has  been  a  great  falling  off  of  cases  of  diphtheria  and  scarlet 
fever  from  the  previous  year,  but  a  large  increase  of  cases  of  typhoid  fever. 
Bules  and  regulations  relating  to  plumbing  were  adopted  by  the  Board. 

Newton. 

The  general  health  of  the  city  has  been  good,  and  barring  slight  oat- 
breaks  of  diphtheria  in  the  early  spring  and  fall,  and  an  epidemic  of 
measles  in  the  early  summer,  would  have  been  deemed  excellent. 

The  contagious  wards  at  the  hospital  have  been  found  very  useful  daring 
the  year ;  the  early  removal  of  patients  to  them  having  greatly  aided  the 
Board  in  preventing  the  spread  of  disease.  The  wards  have  been  in  almost 
continuous  use  during  the  year,  sixty-two  cases  having  been  admitted. 
The  caseb  were  divided  as  follows,  —  scarlet  fever,  fifteen ;  diphtherii, 
twenty-eight ;  measles,  nineteen. 

The  Board  authorized  free  vaccination  to  all  comers  in  the  several 
villages. 

North  Andover. 

As  a  matter  relating  to  public  health,  we  think  the  attention  of  coo- 
sumers  of  milk  should  be  called  to  the  fact  that  most  of  the  herds  supplying 
milk  in  this  town  are  not  allowed  any  exercise  at  all,  but  are  tied  up  by  the 
neck  from  November  till  May  in  badly  ventilated  barns,  and  never  turned 
out  of  doors. 

We  recommend  the  purchase  of  one  of  the  odorless  pumps,  and  that  its 
use  be  made  compulsory  in  the  village  whenever  vaults  or  cesspools  are 
cleaned  during  the  day. 

We  find  occasionally  a  person  who  is  willing  to  allow  his  vault  to  over- 
flow his  neighbor's  land.  Such  need  the  stimulating  effect  of  the  sharp 
end  of  the  law. 

North  Attleborough. 

The  failure  of  people  to  submit  to  the  guidance  of  any  fixed  rules  for 

observance  in  trying  to  prevent  the  spread  of  any  infectious  disease  is 

often  due  to  thoughtlessness  rather  than  to  a  desire  to  thwart  the  beneficial 

effects  of  such  rules.     It  often  requires  the  experience  of  an  epidemic  to 
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teacli  the  public  that  there  are  certain  rules  and  regulations  which  must  be 
strictly  observed. 

Xhere  has  been  a  marked  decrease  in  the  number  of  cases  of  diseases  of 
a  oontagions  character  reported  during  the  past  year. 

Orange. 
With  the  opening  of  the  season  the  Board  recognized  the  need  of  removal 
of  * '  waste,  filth  and  house  dirt,"  and  engaged  a  scavenger  who  gave  two 
days  each  week  to  the  collection  of  rubbish  and  garbage  on  the  principal 
streets  of  the  village  during  the  heated  season,  with  the  result  that  never 
before  in  the  history  of  Orange  was  the  town  in  as  sanitary  a  condition. 

The  Board  has  investigated  one  hundred  sources  of  filth  and  offence. 
Tbe  members,  individually,  have  investigated  many  others. 

The  Board  of  Health  would  urgently  request  parents  to  investigate  the 
subject  of  "vaccination"  thoroughly,  that  they  may  intelligently  act  re- 
garding it. 

The  bodies  of  five  dead  animals  have  been  buried  by  the  Board.  Animals 
infected  with  tuberculosis  have  been  condemned.  Herds  have  been  in- 
spected by  the  Board's  agent.  Horses  with  infectious  diseases  have  been 
cared  for,  and  dogs  killed. 

PiTTSFIELD. 

The  sewage  system,  now  almost  completed,  has  furnished  a  long-needed 
want,  and  the  amount  of  good  obtained  by  the  same  is  immeasurable. 

During  the  year  1893  the  new  ordinance  for  plumbing  necessitated  the 
licensing  of  plumbers  and  drain-layers. 

Number  of  licenses  granted  to  plumbers, 8 

"       of  licenses  granted  to  drain-layers, 13 

"       of  plans  of  plumbing  submitted  for  approval,         .        .  253 

"       approved, 218 

"       rejected^ 35 

During  the  past  year  the  Board  of  Health  has  been  called  on  to  investi- 
gate four  outbreaks  of  tuberculosis  at  different  farms.  At  one  farm  the 
Board  considered  about  thirty  per  cent,  of  the  cows  affected.  So  far, 
twenty-one  of  them  have  been  slaughtered,  and  of  these  nineteen  have 
been  found  diseased,  while  two  were  found  not  diseased.  At  another  farm 
over  fifty  per  cent,  were  considered  unsound.  Up  to  date  thirteen  have 
been  slaughtered,  and  every  one  has  been  found  diseased.  At  another 
farm  two  cows  have  been  slaughtered,  both  of  which  were  affected.  The 
Board  considers  that  the  chief  cause  of  its  spreading  among  dairy  cows  is 
overcrowding,  deficient  cubic  air  space  and  defective  ventilation.  The 
Board  also  considers  a  more  thorough  State  system  for  regulating  and 
managing  the  disease  should  be  inaugurated. 
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Plymouth. 

Sixty-three  places  have  been  examined  and  nuisances  abated  withont 
having  received  any  formal  complaint. 

Nearly  all  of  the  cases  of  scarlet  fever,  typhoid  fever  and  diphUieria 
have  been  traced  by  the  Board  to  imperfect  drainage  and  ventilation. 

After  learning  the  facts  in  the  cases  the  Board  issued  orders  to  those 
families  from  which  cases  were  reported,  and  had  them  enforced ;  and  the 
Board  felt  that  after  the  last  case  was  reported  well,  and  the  places  had 
been  disinfected,  that  there  would  be  no  danger  from  these  sources.  Dur- 
ing this  time  circulars  were  distributed  by  the  Board  throughout  the  town 
giving  instructions  what  to  do  in  case  of  diphtheria. 

In  accordance  with  the  Acts  of  1893,  chapter  477,  the  Board  has  ap- 
pointed inspectors  of  plumbing,  and,  at  the  request  of  the  selectmen,  pre- 
pared a  list  of  by-laws,  and  presented  them  to  the  town  for  adoption. 

QuiNcr. 

Your  Board  strongly  recommends  that  plumbing  regulations  or  ordinances 
be  enacted  by  the  council  as  a  matter  of  safety  to  the  public  health.  The 
inspector  is  powerless  without  them  in  many  cases.  The  brooks  have  been 
thoroughly  cleaned  under  the  direction  of  the  inspector,  and  the  Board  has 
every  reason  to  believe  that  the  work  has  been  economically,  thorooghlj 
and  conscientiously  done.  The  physicians  are  negligent  in  their  duty  ot 
reporting  contagious  diseases,  and  until  they  are  brought  up  to  the  law  the 
same  state  of  affaii-s  will  exist. 

Number  of  nuisances  discovered,  806 ;  number  abated,  298. 

Reading. 
There  have  been  twenty-one  nuisances  investigated,  and  all  cases  except 
two  have  been  abated  by  owner  or  occupant.     One  of  these  was  abated  by 
the  Board,  and  the  owner  paid  the  bill.    The  other  one  will  be  attended  to 
before  the  premises  are  occupied. 

Revere. 

The  town  has  been  favored  with  a  freedom  from  contagion  to  an  extent 
to  be  a  matter  of  satisfaction  to  the  citizens  within  the  last  twelve  months. 
Scarlet  fever  showed  itself  the  latter  part  of  the  year.  The  prompt  and 
stringent  requirements  of  the  Board  have  done  much  to  prevent  it  being 
spread  over  the  town. 

Rockland. 

We  have  had  one  case  of  glanders  reported  during  the  year,  and  the 
Cattle  Commissioners  ordered  the  horse  killed,  which  was  done. 

One  of  the  vital  questions  for  the  people  of  this  town  is  that  of  sewage. 
While  in  our  present  financial  condition,  any  general  system  for  the  town 


Digitized  by  CjOOQ  IC 


No.  34.]  HEALTH  OF  TOWNS.  777 

^to  adopt  would  be  too  expensive,  yet  there  is  a  very  simple  and  effective 
way  of  disposing  of  sewage  that  oould  be  adopted  by  individual  families. 
^he  plan  is  to  have  the  sewage  pass  throagh  an  underground  drain  with 
branches  in  all  directions,  the  drains  to  be  constructed  of  broken  drain- 
pipe, stones  or  anything  that  will  allow  the  sewage  to  pass  into  the  ground 
at  ahort  intervals. 

Salem. 

In  the  month  of  February  a  sharp  outbreak  of  diphtheria  occurred  near 

"the  cotton  mills.    The  type  of  the  disease  was  very  serious  and  vigorous 

measures  were  employed  to  combat  it.    Houses  were  guarded  night  and  day 

by  police  officers,  thus  stopping  one  of  the  chief  sources  for  spreading  the 

•disease.    Everything  possible  was  done  for  the  sick  and  for  the  afflicted 

families. 

Though  some  cases  of  scarlet  fever  were  severe,  only  one  proved  fatal. 
The  type  has  generally  been  mild.  We  note  with  satisfaction  the  marked 
^decrease  each  year  for  the  past  three  years  in  the  number  of  cases  of  this 
'dangerous  malady. 

The  type  of  typhoid  fever  was  severe  and  active  search  for  the  cause  was 
made  by  this  Board,  milk  being  particularly  looked  after.  Visits  to  each 
house  were  made,  also  to  shops  where  milk  was  sold,  and  the  milkmen, 
their  farms,  the  cattle,  the  sources  of  water  supply  of  the  cattle.  The 
fault  could  not  be  trficed  to  the  milk. 

The  work  of  collecting  the  ashes  and  rubbish  the  past  two  months  has 
been  done  in  a  very  satisfactory  manner.  Eight  thousand  one  hundred  and 
seventy- two  loads  have  been  collected.  This  is  an  increase  of  over  1,400 
loads  more  than  i«i  1892.  These  ashes  have  been  used  to  fill  up  unsightly 
and  often  unhealthy  places  in  our  city. 

Saugus. 

The  Board  made  personal  investigation  of  a  number  of  reported  nui- 
sances, and  on  their  tour  found  much  work  to  be  done  in  regard  to  neg- 
lected privies  and  vaults.  These  cases  were  reported  to  the  owners,  and  in 
the  majority  of  cases  were  looked  after  in  a  satisfactory  manner.  Our  in- 
spector also  found  many  places  where  sinks  were  not  secured  by  traps, 
which  allows  of  all  gases  arising  from  contents  of  cesspools  to  flow  back 
into  the  rooms  occupied  by  the  residents.  This  should  not  be  allowed,  and 
the  Board  has  obliged  owners  to  correct  these  troubles  so  far  as  its  knowl- 
edge of  them  is  concerned. 

Perfect  cleanliness  of  dwellings  and  surroundings  is  what  will  insure 
good  health  and  is  of  the  utmost  importance,  as  by  its  strict  observance  the 
air  is  not  polluted  and  germs  of  disease  find  no  lurking  places. 

The  Board  publishes  a  very  full  and  complete  set  of  regulations  indud. 
ing  practical  instructions  relative  to  disinfection. 
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Springfield. 

There  is  no  unusual  epidemic  of  infectious  diseases  to  be  noted  in  the 
year  1893.  Scarlet  fever  was  more  abundant  and  dipbtheria  and  tjphoid 
fever  less  abundant  than  in  1892.  The  number  of  deaths  ffom  the  principal 
infectious  diseases  were  seventy-six,  against  one  hundred  and  twenty-ooc 
in  1892. 

Two  cases  of  small-pox  were  reported  in  February  and  March,  one  of 
which  proved  fatal.  The  second  case  was  evidently  caused  by  infectkKi 
from  the  first,  but  the  source  of  the  original  contagion  could  not  be  ascer- 
tained.   There  was  no  further  spread  of  the  disease. 

This  department  has  been  strengthened  by  the  adoption  of  an  ordinance 
regulating  plumbing  and  by  the  appointment  of  an  inspector  of  plumbing. 
New  work  must  now  be  done  in  a  proper  manner  and  old  work  will  be 
gradually  improved  as  is  found  necessary  from  time  to  time  nntU  our  build- 
ings shall  all  be  properly  drained. 

Glanders  have  existed  to  some  extent  among  horses,  eight  cases  being 
reported  to  the  State  Commissioners  and  by  them  condemned,  ordered 
killed,  and  the  premises  cared  for  and  made  free  from  contagious  infection. 

SWAMPSCOTT. 

During  the  past  year  we  have  received  and  investigated  all  compljuntB 
brought  to  our  notice. 

The  beaches  were  cleaned  up  thoroughly  the  first  of  the  season ;  after- 
wards some  person  or  persons  saw  fit  to  dump  rubbish  tbereoo,  which  put  us 
to  some  extra  expense  to  clean  it  up  again,  when  they  might  have  carried 
it  to  the  dump. 

Taunton. 

The  Board  severely  criticises  the  sanitary  condition  of  the  Central  Police 
Station  of  the  city. 

Some  time  Taunton  must  have  a  comprehensive  system  of  sewerage  which 
will  do  away  with  Mill  River  and  Cobb  Brook  and  numerous  other 
smaller  nuisances.  How  much  of  the  money  spent  on  small  sewers  will  be 
a  dead  loss  when  the  general  system  is  adopted  ? 

The  city  has  been  remarkably  free  from  diphtheria  and  typhoid  fever. 
The  scarlet  fever  epidemic  continued  through  the  first  half  of  the  year,  bat 
since  then  has  gradually  abated  until  the  year  closes  without  a  single  case 
on  the  books.  An  extensive  epidemic  of  measles  was  experienced  in  the 
spring  and  early  summer.  The  exact  number  of  cases  cannot  be  given. 
We  would  recommend  that  the  old  ambulance  be  put  into  repair  and  pot 
under  control  of  this  Board,  to  be  used  in  conveying  persons  sick  witii  con- 
tagious diseases. 
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Wakefield. 
We  have  had  no  epidemic.  The  general  oomplaints  of  nnisances  have 
been  few  and  soon  abated,  and  the  more  important  ones  have  caused  us 
little  trouble.  Our  formal  meetings  have  been  few,  but  all  that  were  neces- 
s&ry,  as  the  members  of  the  Board  met  almost  daily  and  the  business  was 
often  informally  discussed  and  disposed  of.  We  have  done  nothing  toward 
abating  our  permanent  nuisances  this  year,  as  we  have  concurred  with  the 
opinion  of  past  Boards  that  the  expense  of  the  attempted  improvement 
would  far  outweigh  the  very  4oubtful  benefit.  There  is  but  one  way  to  rid 
the  town  of  these  unsavory  and  unsightly  spots,  and  that  is  by  a  proper 
sewerage  system. 

Daring  the  session  of  1898  the  Massachusetts  Legislature  passed  a  law 
gOTeming  the  business  of  plumbing  in  cities  and  towns  in  the  State.  In 
aocordance  with  this  law  we  appointed  a  local  board  of  examiners  of 
plumbers. 

Waltham. 

A  request  by  the  Boston  Manufacturing  Company  to  remove  some  cases 
from  corporation  tenements  compelled  the  Board  to  make  provision  for  the 
U^atment  and  care  of  scarlet  fever  patients,  and,  at  first,  quarters  were 
engaged  in  the  Newton  Cottage  Hospital ;  but  the  number  of  cases  increased 
so  rapidly  that  the  Board  deemed  it  more  convenient  and  economical  to  pro- 
core  a  house  somewhere  in  the  city  foV  temporary  use  as  a  contagious 
hospital.  The  result  was  that  the  house  No.  255  South  Street  was  taken 
for  that  purpose,  and  a  house-keeper  and  a  nurse  were  procured  to  take 
charge  of  cases  carried  there.  This  house  was  maintained  as  a  hospital 
from  March  14  to  May  15  and  proved  ample  to  accommodate  all  cases  of 
children  sick  with  scarlet  fever  whom  it  was  desirable  to  remove.  On  one 
occasion,  a  mother  and  child  were  furnished  with  board  and  room  while 
the  child  was  under  treatment  for  the  disease.  We  believe  that  the  prompt 
removal  of  cases  of  scarlet  fever  to  a  contagious  hospital,  well  equipped, 
and  managed  by  the  Board  of  Health,  will  greatly  diminish  the  danger  of 
the  spread  of  this  disease.  So  positive  does  the  Board  feel  of  this  propo- 
sition that  it  thinks  it  may  safely  say  that  a  contagious  hospital  would 
have  prevented  all  but  say  twenty  cases  of  the  three  hundred  and  eighty 
reported  during  the  last  two  years. 

Before  the  schools  closed   in  June  the  disease  was  fully  eradicated. 
Since  that  time  cases   have  only  occasionally  appeared.     During  the 
year,  one  hundred  and  thirty-two  cases  altogether  have  been  reported,  as 
against  two  hundred  and  fifty-four  cases  in  1892. 

Diphtheria,  of  all  diseases,  is  the  most  treacherous,  deceiving  even  the 
experienced  physician.  One  day  apparently  mild,  the  next  it  has  its 
victim  so  firmly  clutched  by  the  throat  that  the  most  skilful  treatment  is  of 
no  avail.     When  once  the  deadly  character  of  this  disease  is  appreciated. 
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the  public  will  insist  upon  the  use  of  as  radical  measures  to  prevent  its 
increase  as  are  now  employed  to  prevent  the  spread  of  small-pox,  and  we 
believe  that  such  measures  would  go  far  to  stamp  it  out.  In  Massachu- 
setts, during  the  year  1892,  there  were  two  deaths  from  small-pox,  while 
there  were  nine  hundred  and  twenty-eight  from  diphtheria.  In  the  whole 
United  States,  omitting  North  Dakota,  it  is  reported  that,  in  the  same 
year,  there  were  only  one  hundred  and  six  deaths  from  small-pox.  This 
shows  that  there  were  in  1892  only  one-ninth  as  many  deaths  from  small- 
pox in  the  United  States  as  there  were  from  diphtheria  in  the  State  of 
Massachusetts  alone. 

Several  cases  are  detailed  in  the  report,  illustrating  the  value  of  isolation 
and  removal  to  a  hospital  provided  for  contagious  diseases.  It  is  almcet 
needless  to  say  that  no  effectual  isolation  can  be  made  in  all  instances 
without  a  contagious  hospital  to  which  patients  may  be  promptly  removed, 
and  it  is  as  a  means  by  which  to  effect  absolute  isolation  of  these  danger- 
ous cases  that  the  hospital  now  nearly  finished  will  demonstrate  its  greatest 
value  to  the  city. 

We  wish  at  this  point  to  call  attention  to  a  matter  which  to  many  may 
appear  trivial,  but  should  not  be  overlooked  by  those  seeking  oat  the 
methods  by  which  disease  is  propagated.  Upon  a  visit  of  our  Board  to  the 
public  schools  we  found  a  custom  prevailing  in  many  of  them  of  collecting 
the  children's  pencils  at  night  and  dealing  them  out  promiscuously  the  next 
morning.  We  believe  that  this  custom  is  a  bad  one ;  and  we  are  pleased 
to  say  that,  on  our  suggestion,  the  superintendent  of  schools  caused  a  role 
to  be  established  that  each  scholar  should  have  his  own  individual  pencil. 

It  has  long  been  known  that,  upon  reopening  the  schools  after  a  vacation, 
infectious  diseases  seem  to  take  a  fresh  impetus,  and,  on  the  other  hand, 
when  the  schools  are  closed,  such  diseases  seem  to  relinquish  their  hold 
upon  the  community.  We  therefore  believe  that  during  the  long  summer 
vacation,  the  school  houses  should  not  only  be  cleaned  in  the  usual  manner, 
but  also  thoroughly  fumigated  and  disinfected  from  top  to  bottom,  and  the 
basements  thoroughly  whitewashed. 

A  contagious  hospital  is  now  being  built,  consisting  of  two  wings  and  a 
dwelling-house,  all  connected  by  long  corridors,  one  wing  being  for  scarlet 
fever  cases  and  one  for  diphtheria  cases,  each  capable  of  accommodating 
ten  patients  ;  and  each  is  so  constructed  that  it  can  at  any  time  be  enlarged 
at  a  comparatively  small  expense,  should  occasion  require. 

Under  the  plumbing  act,  as  it  stands,  a  board  of  examiners  has  heen 
organized,  consisting  of  the  present  chairman  of  the  Board  of  Health,  the 
present  inspector  of  buildings,  and  a  practical  plumber  who  was  chosen  by 
the  Board  of  Health  as  the  third  member. 

The  Board  has  adopted  a  system  of  registering  plumbers  who  were  in 
business  at  the  time  the  act  took  effect,  that  is,  on  or  before  July  10, 1893. 
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To  each  plumber  registering  his  name  a  certificate  has  been  issued  certify- 
ing that  he  was  engaged  in  the  business  prior  to  that  date.  These  certifi- 
cates have  proved  of  great  practical  convenience  to  the  plumbers  of  the 
city  who  do  work  in  other  places  by  enabling  them  to  readily  prove  the 
fact  that  they  were  engaged  in  business  prior  to  July  10,  1898,  and  there- 
fore entitled  to  pursue  their  calling  without  a  license. 

Altogether  about  1,100  connections  have  been  made  with  the  public 
sewer.  The  total  estimated  number  of  connections  mode  and  to  be  made 
is  2,500. 

Ware. 

A  careful  investigation  of  the  sanitary  condition  of  the  buildings  and 
premises  in  town  was  made  early  in  the  year  by  agents,  who  were  appointed 
for  the  purpose,  and  who  were  furnished  with  printed  blanks  containing 
various  inquiries,  upon  which  they  recorded  their  answers.  At  a  later 
time  a  second  visitation  was  made  by  these  inspectors  where  it  seemed 
desirable  to  the  Board  that  it  should  be  done.  In  this  way  accurate  and 
complete  information  was  secured  as  to  our  sanitary  condition. 

In  compliance  with  an  act  of  the  Legislature  passed  during  the  year,  the 
Board  prepared  a  set  of  by-laws  in  relation  to  plumbers  and  plumbing 
work,  which  were  adopted  by  the  town,  and  which  are  now  operative. 
These  by-laws  require  that  those  who  newly  enter  the  business  of  plumbing 
should  pass  an  examination  and  obtain  a  license,  which  must  be  renewed 
each  year  that  they  continue  in  business.  All  plumbing  work,  except  re- 
pairs of  leaks,  must  be  done  only  after  proper  notice  given  the  Board  of 
Health  or  its  appointed  agents,  and  must  be  approved  by  the  Board  after 
examination  by  an  inspector  of  plumbing  appointed  for  the  purpose. 

Wellesley. 

No  cases  of  typhoid  fever  have  been  reported  to  the  Board  during  the 
year. 

There  have  been  several  instances  in  which  the  advice  of  the  Board  has 
been  sought  in  regard  to  sanitation,  and  in  all  cases  the  suggestions 
made  have  been  readily  complied  with. 

The  Board  would  respectfully  call  to  mind  the  fact  that  householders  are 
required  by  law,  no  less  than  physicians,  to  report  cases  of  contagious 
disease  occurring  within  their  respective  families. 

Westborough. 

In  no  instance  has  the  Board  been  forced  to  resort  to  legal  measures  to 
secure  compliance  with  its  requests. 

The  general  health  of  the  inhabitants  of  the  town  has  been  compara- 
tively good.  There  has  been  no  epidemic  disease,  and  only  four  cases  of 
contagious  disease  dangerous  to  the  public  health  have  been  reported. 
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Westfield. 
At  the  town  meeting,  held  April  8,  it  was  voted :  — 

That  the  Board  of  Health  is  hereby  instracted  to  compel  persons  owning, 
leasing  or  maintaining  any  building,  to  connect  with  the  public  sewer,  as  pro- 
vided in  chapter  132  of  the  Acts  of  1890,  on  or  before  the  first  day  of  Janoaiy, 
1896. 

After  mature  deliberation  your  Board  decided  that  the  best  interests  of 
the  public  health  demanded  immediate  action,  and  instructed  its  dei^  to 
formulate  a  notice  for  compulsory  entrance.  Five  hundred  of  these  notices 
were  sent  to  property  owners  on  the  south  side  of  Westfield  River.  En- 
trances were  made  the  entire  season  as  rapidly  as  the  property  owners 
could  secure  attention  from  the  plumbers  and  drain-layers.  Three  hun* 
dred  and  fifty-four  sewer  applications  were  made,  representing  the  entrance 
of  three  hundred  and  seventy-one  buildings,  which  includes  five  hundred 
and  eighteen  families,  besides  eight  blocks,  two  churches,  one  school  build- 
ing, three  shops  and  one  stable. 

The  Board  established  certain  limits  in  the  town,  within  which  the  keep- 
ing of  swine  was  prohibited,  and  provided  that  any  and  all  swine,  and  any 
pen  or  other  inclosure  in  which  swine  are  kept,  outside  of  said  distsicts, 
shall  be  kept  in  a  condition  of  neatness  and  cleanliness  acceptable  to  tiie 
Board  of  Health. 

Westford. 

The  physicians  were  prompt  in  notifying  the  Board  of  all  infectious  or 
contagious  diseases,  and  where  quarantine  was  established  we  allowed  it  to 
remain  until  the  physician  in  charge  of  the  case  notified  us  that  it  was  on- 
necessary.  Disagreeable  as  it  was  to  be  shut  off  from  their  usual  freedom, 
members  of  the  families  where  these  infectious  diseases  prevailed  readily 
complied  with  the  regulations,  and  did  much  to  prevent  the  spread  of  the 
disease.  Householders  do  not  seem  to  understand  that  the  law  requires 
them  as  well  as  physicians  to  notify  the  Board  of  Health  if  they  are  know- 
ing of  infectious  or  contagious  disease  within  their  family  or  bouse.  The 
law  is  very  plain,  and  a  heavy  penalty  is  provided  for  non-compliance  with 
it.     But  two  householders  have  complied  with  the  law  the  past  year. 

WniTBiAN. 

The  difficulties  arising  from  lack  of  a  sewage  system,  and  the  fact  that  a 
great  deal  of  the  land  in  Whitman  is  so  low  that  deep  cesspools  cannot  be 
dug,  have  been  thoroughly  described  in  preceding  reports,  and  it  is  hoped 
that  at  some  future  time  the  desired  system  may  be  established.  The  town 
has  not  suffered  from  many  cases  of  contagious  diseases  the  past  year,  bnt 
all  cases  which  have  come  to  our  knowledge  have  been  promptly  reported 
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to  the  State  Board  of  Health,  entered  on  oar  records  and  reported  to  the 
school  committee  according  to  law.  When  necessary,  conspicuous  red 
oards  with  the  name  of  the  disease  in  lai*ge  letters  have  been  posted  on  the 
premises  where  an  iufectious  disease  was  known  to  exist. 

WiLLIAMSTOWN. 

The  Board  has  attended  to  the  usual  matter  of  nuisances,  which  have 
been  promptly  abated.  In  connection  with  board  of  selectmen,  the  Board 
of  Health  has  assisted  in  the  construction  of  sewers,  an  excellent  advance 
in  this  matter,  and  it  is  hoped  that  the  same  policy  will  be  continued  during 
the  coming  year. 

Winchester. 

The  Board  vaccinated  eighty  scholars,  sixty-one  of  whom  had  never  been 
vaccinated  before.  Some  of  these  had  passed  through  all  but  the  high 
school. 

The  Metropolitan  sewer  is  about  complete  in  Winchester,  and  we  hope 
our  local  system  of  sewers  will  soon  be  commenced  and  that,  in  the  near 
future,  Winchester  will  be  supplied  with  a  complete  system. 

WOBUBN. 

During  the  year  over  one  hundred  complaints  were  received,  concerning 
existing  nuisances,  and  promptly  attended.  Among  the  most  prominent 
was  the  Pantasote  Leather  Company  nuisance,  which  had  been  a  cause  of 
complaint  for  several  years,  not  only  by  the  citizens  of  our  own  city,  but 
also  by  the  citizens  of  the  neighboring  towns  of  Reading,  Stoneham,  Wil- 
mington, Wakefield  and  Winchester.  After  a  thorough  investigation  by 
the  Board,  they  ordered  the  premises  closed  until  the  proper  machinery 
could  be  introduced  to  abate  the  nuisance.  The  works  have  not  started 
again,  as  yet,  nor  will  they  be  allowed  to  until  all  semblance  of  a  nuisance 
has  been  abated.  A  number  of  complaints  were  also  received  from  the  in- 
spectors of  the  Boston  Water  Board  and  received  prompt  attention. 

Worcester. 

Number  of  complaints  for  the  year  ending  Dec.  31, 1893, 1,713.  Rooms 
fumigated,  448. 

There  were  three  successful  prosecutions  by  the  Board  during  the  year, 
viz.,  one  for  keeping  pigs  without  a  license,  one  under  the  law  regulating 
contagious  diseases  among  domestic  animals,  one  for  doing  plumbing  work 
without  a  license. 

Twelve  houses,  containing  thirty-five  tenements,  were  vacated  on  account 
of  bad  sanitary  condition. 

The  general  sanitary  condition  of  the  city  through  the  year  was  good. 
There  was  a  slight  increase  in  the  number  of  deaths  over  the  previous  year. 
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Special  efforts  were  made  during  the  sammer  months  to  thoroughly  dean 
the  city  in  anticipation  of  an  invasion  of  cholera,  but  owing  to  the  effectiTe 
national  quarantine  maintained  by  the  general  government  its  entrance  was 
prevented.  As  usual,  a  large  number  of  the  cases  of  typhoid  fever  were 
due  to  causes  outside  of  the  city.  It  is  probable  that  several  cases  were 
contracted  at  Chicago  while  visiting  the  Fair.  We  again  call  attention  to 
the  great  necessity  of  a  hospital  for  the  care  of  contagious  diseases.  Tie 
need  of  such  an  institution  has  been,  if  possible,  more  forcibly  brought  to 
our  attention  during  the  year  just  closed  by  the  appearance  of  contagioin 
diseases  in  several  of  the  institutions  of  our  city  that  are  devoted  to  be- 
nevolent and  charitable  purposes,  thereby  impairing,  if  not  altogether  pre- 
venting, their  usefulness  for  the  time  being. 
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Abington  aod  Rockland,  water  supply  of»  examination  of    ...       .  98 

Consumption  of  water  in 871 

Accord  Pond,  Hingham 159 

Acid,  experiments  upon  filtration  of  sewage  containing        ....  447 

Adams,  milk  of 688 

Advice  of  the  Board  to  cities,  towns,  corporations,  etc.,  upon  water  supply 

and  sewerage 10 

Aeration,  in  open  tank  at  Brockton 128 

Provision  for,  in  tank  at  Provincetown 264 

Air,  aid  received  from  current  of,  in  rapid  filtration  of  sewage   .        .        .    422,  442 
Entrance  of,  into  sewers  at  World's  Columbian  Exposition  from  the 

ejectors 600 

Mechanical  disturbance  of  sand  by  escaping,  in  intermittent  water 

filters 467 

Obstruction  to  passage  of  water  by,  in  intermittent  water  filters  .        .  652 

Presence  of,  in  sewage  filters  essential  for  purification         .        .        .  401 

Presence  of,  in  waters 547 

Allspice,  inspection  of 679 

Alum,  use  of,  in  chemical  precipitation         .......  405 

Alumina,  sulphate  of,  use  in  chemical  precipitation 602,  619 

Amesbury,  health  of 745 

Water  supply  of,  examination  of 95 

Amherst,  sewage  disposal  of 564 

Andover,  sewage  disposal  of,  advice  of  the  Board 69 

Water  supply  of,  examination  of 95 

Consumption  of  water  in 871 

Haggetfs  Pond 95 

Angelica  Brook,  Blackstone 101 

Aqua  Rex  Spring,  Millis 224 

Arlington,  health  of 746 

Water  supply  of,  examination  of 96 

Advice  of  the  Board 11 

Artichoke  River,  West  Newbury 244 

Ashburnham,  examination  of  water  from  Upper  Naukeag  Pond  ...  98 

Ashland,  Cold  Spring  Brook,  Boston  Water  Works 102 

Reservoir  No.  2 105 

Reservoir  No.  4 108,  104 

Ashley  Pond,  Holyoke 166 

Assabet  River,  examination  of,  above  and  below  Westborough  sewage  filters  594 

Assawompsett  Pond,  Lakeville  (see  Taunton) 298 
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Attleborough,  health  of 746 

Sewage  disposal,  advice  of  Board 69 

Water  supply  of,  examination  of 99 

Consumption  of  water  in 371 

Austin  Brook,  Chester  and  Becket 137 

Ayeric  Lake,  Stockbridge S89 

Avon,  consumption  of  water  in 371 

Ayer,  health  of 746 

Water  supply  of,  examination  of 100 

Consumption  of  water  in 371 

Bacteria,  growth  of,  during  mid-summer,  in  experimental  water  filters  at 

Lawrence 471 

Growth  of,  in  barrels  used  for  chemical  precipitation  of  sewage  at 

Lawrence 405 

Growth  of,  in  chemical  precipitation  tanks  at  World's  Columbian 

Exposition,  Chicago G06 

Numbers  of,  in  effluents  from  experimental  sewage  filters  at  Lawrence  430-45! 
Numbers  of,  in  effluents  from  experimental  water  filters  at  Law- 
rence        493-495,616^29 

Numbers  of.  In  Lawrence  city  water  supply 630-541 

Numbers  of,  in  Lawrence  sewage 403, 407 

Numbers  of,  in  Merrimack  River  water  at  Lawrence  applied  to  experi- 
mental filters 489,  498-495,  51&^29 

Numbers  of,  in  sand  of  experimental  water  filters  at  Lawrence  at  dif- 
ferent depths 4$4 

Numbers  of,  in  sewage  and  effluents  at  World's  Columbian  Exposition, 

Chicago 604,619 

Objectionable,  removal  of,  by  chemical  precipitation  at  World's  Co- 
lumbian Exposition 606 

Pure  cultures  of,  plan  followed  in  application  of,  at  Lawrence     .        .  490 

Removal  of,  from  sewage  by  different  materials 4S8 

Removal  of,  from  Merrimack  River  water  by  different  experimental 

filters 454,514 

Bacterial  purification,  by  experimental  sewage  filters  at  Lawrence              .  409, 424 
Relative  degrees  of,  by  experimental  water  filters  under  different 

conditions 45M74 

Baking  powder,  inspection  of -'•IL. 

Bannister  Brook,  examination  of,  below  Framingham  sewage  filters  .        .  572 

Barre,  health  of 747 

Beaver  Pond,  Beverly 277 

Becket,  examination  of  water  from  Austin,  Blandford  and  Walker  brooks, 

and  Horn  Pond  in  Chester  and  Becket 137 

Belmont,  water  supply  of,  examination  of  (see  also  Watertown)         .        .  101 

Clematis  Brook 101 

Berlin,  heights  of  water  in  Gates  Pond 178 

Beverly,  health  of 747 

Water  supply  of  (see  also  Salem) 101 

Consumption  of  water  in .  371 

Big  Sandy  Pond,  Pembroke 93 

Birch  Pond,  Lynn 197 
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Blackstone,  examination  of  water  from  Emerson  and  Ironstone  brooks  and 
Upper  Ironstone  Reservoir  in  Uzbridge,  and  from  Angelica  Brook 

in  Blackstone 101 

Examination  of  water  from  Blackstone  River  at  Millville     .        •        .  861 

Blackstone  River,  averages  of  analyses  of  water  of,  1888-1893    .        .        .  846 
Averages  of  analyses  of  water  of,  six  months  of  each  year,  from  1887 

to  1893 847 

Examination  of,  at  Millville,  Blackstone 851 

AtUxbridge 850 

Between  Mill  Brook  Channel  and  Worcester  Sewage  Precipitation 

Works 848, 849 

Below  the  Worcester  Precipitation  Works 848,  349 

Blandford  Brook,  Chester  and  Becket 187 

Boston,  health  gf 747 

Hospital  for  contagious  diseases  in 707 

Water  supply  of,  examination  of : 
Sudbury  River  Supply,  — 

Cold  Spring  Brook,  at  head  of  Reservoir  No.  4        .        .        .        .  102 

Reservoir  No.  4,  Ashland 108,  104 

Sudbury  River,  at  upper  end  of  Reservoir  No.  2,  Ashland      .        .  106 

Reservoir  No.  2,  Framingham 206 

Walker's  Brook,  Marlborough 108 

Stony  Brook,  Southborough 109 

Reservoir  No.  3,  Framingham 110 

Cochituate  Supply,  — 

Lake  Cochltuate 112 

Water  from  faucet,  Massachusetts  Institute  Technology        .        .  114 
Mystic  Supply,  — 

Mystic  Lake 116 

Samples  from  different  points  of  the  Mystic  supply         ...  118 

Water  from  faucet  In  Everett 119 

Cochltuate  Works,  consumption  of  water 871 

Mystic  Works,  consumption  of  water 371 

Boston  Brook,  Andover 249 

Bradford,  health  of 764 

Water  supply  of,  examination  of 120 

Bralntree,  health  of 764 

Sewage  disposal  of,  advice  of  the  Board 70 

Water  supply  of,  examination  of 122 

Consumption  of  water  in 871 

Little  Pond 128 

Bread,  Inspection  of 676-679 

Breed's  Pond,  Lynn 196 

Brldgewater  and  East  Brldgewater,  water  supply  of,  examination  of  .        .  123 

Consumption  of  water  in 871 

Town  River,  Brldgewater 126 

Brockton,  health  of 764 

Sewage  disposal  of,  advice  of  the  Board 71 

Underdrains  beneath  the  main  sewer 129 

Water  supply  of,  examination  of 126 

Consumption  of  water  In 871 
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Brockton —  Concluded. 

Water  supply —  Concluded* 

Height  of  water  in  Salisbury  Brook  Storage  Reservoir       ...  1S9 

Aeration  in  open  tank 128 

Salisbury  Brook 185 

Salisbury  Brook  Storage  Reservoir 126 

Brookfleld,  water  supply  of,  examination  of 130 

Brookline,  health  of 755 

Water  supply  of,  examination  of 130 

Consumption  of  water  in 371 

Buckmaster  Pond,  Dedham  (see  Norwood) 255 

Butter,  inspection  of 676 

Cambridge,  health  of     . 756 

Water  supply  of,  examination  of • .        .  132 

Consumption  of  water  in 871 

Fresh  Pond 182 

Stony  Brook  Storage  Reservoir 184 

Heights  of  water  in  pond  and  reservoir 136 

Isolating  hospital  at 706 

Cancer,  mortality  from xxxTii 

Canned  goods,  inspection  of ^l 

Canton,  water  supply  of,  examination  of 136 

Advice  of  Board W 

Consumption  of  water  in 371 

Cape  Pond,  Rockport 274 

Capillarity,  influence  of  differences  in,  of  adjoining  layers  in  sewage  filters  426 

Cassia,  inspection  of, 680 

Cayenne,  inspection  of * 680 

Cemetery,  effect  of  carcass  of  dog  within  filter  on  effluent    ....  449 

Chapin  Pond,  Ludlow 289 

Charles  River,  examination  of  water  of 351 

At  ^tna  Mills,  Watertown 352 

At  South  Natlck 352 

Below  Galen  Street  Bridge,  Watertown         ......  354 

Tidal  portion  of,  at  various  points  during  high  water  of  neap  tides, 

August  17,  1893      .         .         : 355 

Tidal  portion  of,  at  various  points  during  low  water  of  neap  tides, 

August  17,  1893 356 

Charles  River,  Improvement  of 11 

Cheese,  Inspection  of 6'4 

Chelsea,  health  of 757 

Water  supply  of  (see  Boston,  Mystic  Works) 187 

Chemical  precipitation  of  sewage  at  the  World's  Columbian  Exposition, 

Chicago  (see  Sewage) 595-624 

Precipitation  of  sewage  by  alum  at  Lawrence 405 

Purification  of  sewage  by  experimental  filters  at  Lawrence  .        .        .   409, 484 
Purification  of  Merrimack  River  water  by  experimental  filters  at  Law- 
rence           474-482 

Purification  of  Merrimack  River  water  by  Lawrence  city  filter     .        .  556 
Chemicals,  quantity,  composition  and  cost  of,  in  precipitation  of  sewage 

at  World's  Columbian  Exposition 619 
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Cfaester^  water  supply  of,  examination  of 187 

Advice  of  Board 15 

Austin  Brook 137 

Blandford  Brook .        .        .  187 

Horn  Pond 187 

Walker  Brook 187 

Chicago.     (See  World's  Colombian  Exposition ;  also  Chemical  Precipita- 
tion.) 

Chicopee,  milk  of 687 

Water  supply  of,  examination  of 188 

Morton  and  Cooley  brooks 140 

Chocolate,  inspection  of 681 

Cholera  infantum,  mortality  from xxxvi 

Cities,  mortality  of xll 

Cities  and  towns,  advised  with  regard  to  water  supply  and  sewerage         .  10 

Consumption  of  water  in 371 

Date  of  construction  of  water  works 870 

Number  of,  having  public  water  supplies 869 

Ownership  of  water  works 870 

Purification  of  sewage  of,  in  Massachusetts 661-574 

Clapp's  Trout  Brook,  Deerfleld 146 

Clematis  Brook,  Belmont 101 

Cloves,  inspection  of .        .        .        .  680 

Cochituate  Lake 112 

Coffee,  inspection  of 681 

Cohasset,  water  supply  of,  examination  of 141 

Consumption  of  water  in 871 

Cold  Spring,  Uxbridge 299 

Cold  Spring  Brook,  Ashland 102 

Color,  removal  of,  from  Merrimack  River  water  by  experimental  filters  at 

Lawrence 488 

Removal  of,  from  Merrimack  River  water  by  Lawrence  city  filter        .  655 

Columbian  Exposition,  exhibits  at  (see  Exhibits) xvili 

Concord,  health  of 567 

Water  supply,  examination  of 142 

Conduits  in  Lawrence  city  filter 550,  664 

Confectionery,  inspection  of 681 

Consumption  of  water  in  various  cities  and  towns,  statistics  relating  to     .  871 

Consumption,  mortality  f^om xxxvi 

Weekly  summary  of  deaths 681 

Cooley  Brook,  Cbicopee 140 

Coolidge  Brook,  Orange 261 

Copperas,  precipitant  for  sewage 602,  620 

Cost  of  Lawrence  city  filter 655 

Of  chemicals  employed  in  precipitation  of  sewage  at  World's  Colom- 
bian Exposition      619 

Of  construction  and  operation  of  sewage  cleansing  works  at  World's 

Columbian  Exposition 624 

Of  work  done  on  Marlborough  sewage  filters  in  1893     ....  681 

Cottage  City,  health  of 768 

Consumption  of  water  in 371 
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Cream  of  tartar,  iospectlon  of 681 

Cremation  law,  and  action  of  Board xxi? 

Crystal  Lake,  Gardner .        .        .       .  154 

Crystal  Lake,  Haverhill 157 

Crystal  Lake,  Wakefield 802 

Danvers,  water  supply  of 14S 

Danvers  and  Middleton,  consumption  of  water  in 371 

Death-rate,  the  significance  of  general  or  crude xlfii 

From  infectious  diseases  in  Massachusetts xzxiil 

Deaths,  total,  reported  mortality,  1898 630 

Under  five  years,  reported,  1898 630 

Dedham,  health  of 758 

Sewage  disposal  at  Norfolk  County  Jail 566 

Water  supply  of,  examination  of 143 

Consumption  of  water  in 371 

Deerfleld,  examination  of  water  from  Clapp's  Trout  Brook         ...  145 

Mill  River 145 

Roaring  Brook,  Whately 145 

Deerfleld  River,  examination  of,  above  Shelbume  Falls        ....  856 

Dlarrhoeal  diseases,  weekly  sumnuury  of  deaths 634 

Diphtheria xiT 

Diphtheria  and  croup xxxr 

Weekly  summary  of  deaths 683 

Dissolved  oxygen  In  sewage  from  Lawrence  Street  sewer    ....  408 

In  Merrimack  River  water  and  effluents  from  experimental  water  filters 

at  Lawrence 483 

Presence  of,  In  water ;  explanation  of  success  of  continuous  filtration 

of  water  at  Lawrence 47^ 

Distributing  Reservoir,  Lawrence 185 

Dog,  experiment  with  carcass  of,  in  filter 449 

Dow's  Brook,  Ipswich 179 

Drugs,  iDspectioD  of 684 

Dug  Pond,  Natlck 235 

^,  removal  of,  from  sewage  by  filtration 427,  444, 446 


East  Brldgewater,  health  of 759 

Water  supply  of  (see  also  Brldgewater) 145 

Easthampton,  health  of 759 

Water  supply  of 145 

Easton,  consumption  of  water  in 871 

Easton,  North  Easton  Village  District,  water  supply  of,  examination  of    .  H6 

Egypt  River,  Ipswich      .        .        .        .' 179 

Elder's  Pond,  Lakevllle  (see  Taunton)  .* 298 

Ell  Pond,  Melrose 221 

Emerson  Brook,  Uxbrldge 101 

Erysipelas,  weekly  summary  of  deaths 635 

Everett,  health  of 760 

Water  supply  of 146 

Consumption  of  water  In  (see  Boston,  Mystic  Works)       ...  371 

Examination  of  rivers     ...........  841 
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SxamlnatioD  of  water  supplies      .  • 91 

Explanatory  note 91 

Exhibits  at  Colnmbian  Exposition xylli 

Kxpenses  of xxlll 

Xiist  of  exhibits  by  the  Board .        .  xix 

Model  of  Lawrence  Experiment  Station xx 

Notice  of  award xxii 

Expenditures * Ivii 

Bxperiments  upon  the  pariflcation  of  sewage  by  filtration  at  the  Lawrence 

Experiment  Station 899-452 

Experiments  npon  the  purification  of  water  by  filtration  at  the  Lawrence 

Experiment  Station 458-^41 

Fairhaven,  water  supply  of,  examination  of 146 

Advice  of  the  Board 17 

Nasketucket  River 148 

.Fall  River,  health  of 760 

Consumption  of  water  In 871 

Falmouth  Heights,  water  supply  of,  examination  of 148 

Advice  of  the  Board 18 

Fats  in  Lawrence  sewage ' 408,  404 

Ferric  sulphate,  precipitant  for  sewage 602,  620 

Fever,  typhoid,  eflfect  of  Lawrence  city  filter  upon  health  of  citizens,  with 

regard  to  (see  Typhoid  Fever) 657 

Filter,  the,  of  tlie  water  supply  of  the  city  of  Lawrence  and  its  results : 
Hiram  F.  Mills,  A.M.,  C.E.,  member  of  State  Board  of  Health  of 

Massachusetts 548-560 

Collecting  conduit 554 

Cost  ..." 555 

Description  of  original  supply         . 545 

Distributing  conduits       .        .        . ' 550 

Effect  of  filtration  upon  chemical  aud  bacteiial  composition  of  Merri- 
mack River  water  .        .        .        . ' 655 

Effect  of  filter  upon  Inhabitants  of  Lawrence 557 

General  design  of  filter 547 

Outline  of  investigations  of  the  Board  upon  water  purification    .        .  646 

Selection  and  arrangement  of  sand  for  filling  material  ....  548 

Selection  and  arrangement  of  gravels  and  pipes  for  underdralns  .        .  551 

Conclusions 560 

Filters,  experimental,  for  sewage  purification  at  Lawrence^  construction  of  429 

Experimental,  for  water  purification  at  Lawrence,  construction  of       .  454,  491 

Sewage,  in  actual  operation  in  the  State 561-594 

Filtration,  intermittent,  definition  of  process  of  purification  of  sewage  by 

(see  also  Sewage,  Filtration  of,  and  Water,  Filtration  of)  .        .  401 

Fitchburg,  health  of 761 

Nashua  River  at 860 

Water  supply  of,  examination  of 149 

Scott  Reservoir 149 

Wy man's  Reservoir 151 

Flow  of  streams 879 
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Food  and  drug  inspection xxt.  661 

Nnmber  of  samples  examined 651 

Summary  of  work  done  during  the  year 651 

Summary  of  work  of  previous  years 65%,  668 

Adulterated  mUk 666 

Food,  other  than  milk 657 

Cities  and  towns  to  which  notices  were  sent  on  account  of  adulterated 

mUk 658 

Cities  and  towns  to  which  notices  were  sent  on  account  of  adulterated 

food,  other  than  milk 668 

Cities  and  towns  to  which  notices  were  sent  on  account  of  adulterated 

drugs 659 

Summary 664 

Expenditures 666 

Fines 6^ 

Prosecutions 669 

Report  of  Dr.  C.  P.  Worcester  on  analyses  of  food  and  drugs      .        .  634 
Report  of  Prof.  C.  A.  Qoessmann  on  the  milk  of  western  Massachu- 
setts          687 

Foxborongh,  consumption  of  water  in 371 

Framingham,  health  of 762 

Sewage  disposal  of,  advice  of  the  Board 74 

Sewage  disposal  of,  description  of 666 

Average  degree  of  purification  of  sewage  by  filtration        ...  669 

Water  supply  of,  examination  of 152 

Consumption  of  water  in 871 

Filter  gallery 15J 

Reservoir  No.  2,  Boston  Water  Works 106 

Reservoir  No.  8,  Boston  Water  Works 110 

Underdrain  beneath  sewers 153 

Franklin,  consumption  of  water  in 371 

Fresh  Pond,  Cambridge 132 

Fulling  Mill  Pond,  Bingham 161 

Furnace  Pond,  Pembroke 262 

Gardner,  health  of 76S 

Sewage  disposal  of,  description 573 

Average  degree  of  purification  of  sewage  by  filtration       ...  575 

Water  supply  of,  examination  of 154 

Consumption  of  water  in 371 

Crystal  Lake 154 

Gates  Pond,  Berlin  (see  Hudson) 170 

General  Report tU 

Germs.     (See  Bacteria.) 

Ginger,  inspection  of 6S0 

Glen  Lewis  Pond,  Lynn 201 

Gloucester,  health  of 763 

Consumption  of  water  in 371 

Glover  Spring,  Southbridge 280 

Goessraann,  Prof.  C.  A.,  report  on  milk 687 
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Grafton,  water  s  apply  of,  examination  of 156 

Water  supply  of  the  village  of  Saundersvllle 156 

Advice  of  Board 49 

Oravel,  flow  of  water  throagh,  under  different  heads 558 

Great  Barrlngton,  health  of 768 

Great  Fond,  Randolph  and  Braintree     .   ' 270 

Great  Qaittacas  Pond,  Lakeville 180 

Greenfield,  health  of 768 

Milk  of 688 

Ground  water,  mixture  o£,  with  effluent  Arom  Lawrence  city  filter       .        .    534,  586 

Raggett's  Pond,  Andover 95 

Hanson,  examination  of  water  from  Maquam  Pond 157 

Satchet  Brook,  Southbridge 281 

Hatchet  Pond.  Woodstock,  Conn,  (see  Southbridge) 282 

Haverhill,  health  of 768 

Water  supply  of,  examinatioh  of 157 

Crystal  Lake 167 

Kenoza  Lake 158 

Lake  Pentucket •       .• 159 

Lake  Saltonstall    .        .• 158 

Haynes  Reservoir,  Leominster        .        .■ 188 

Hazen,  Allen,  chemical  precipitation  of  sewage  at  World's  Columbian  Ex- 
position, Chicago 595-624 

Head,  efl'ect  of  loss  of,  upon  bacterial  purification  of  water  ....  470 

Loss  of,  dally  records 522-529,  538-541 

Loss  of,  in  Lawrence  city  filter 552,  555 

Maximum  loss  of,  in  experimental  water  filters  at  Lawrence         .        .  487 

Heads,  flow  of  water  through  gravel  stones  with  difllerent   ....  558 

Health  of  towns Ill,  741-784 

Certain  Infectious  diseases  reported  to  local  boards  of  health,  1898      .  741 

Summary  of,  for  1891,  1892,  1893 744 

Heart  diseases,  mortality  Arom -      .        .        .      xxxvll 

Heights  of  water  in  ponds  and  reservoirs : 

Berlin,  Gates  Pond 178 

Brockton,  Salisbury  Brook  Storage  Reservoir 129 

Cambridge,  pond  and  reservoir 186 

Hudson,  Gates  Pond 178 

Lynn,  ponds  and  reservoirs     .        . 208 

Maiden,  Medford  and  Melrose 206 

Natlck,  Dug  Pond 287 

New  Bedford,  reservoir  and  pond 240 

Norwood,  Buckmaster  Pond 258 

Quincy,  Storage  Reservoir 269 

Salem  and  Beverly,  Wenham  Lake 277 

Springfield,  Ludlow  Reservoir         ........  289 

Hermitage  Pond,  Worcester 387 

Hingham,  health  of 764 

Hingham  and  Hull,  water  supply  of,  examination  of 159 

Accord  Pond,  Hingham 159 

FuUing  MiU  Pond,  Hingham 161 
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Hinsdale,  Hinsdale  Fire  District,  water  supply  of,  examination  of     .       .  161 

Hobart's  Pond,  Whitman 8t5 

Holbrook,  water  supply  of  (see  also  Randolph) 16S 

Holyoke,  health  of 765 

Milk  of 687 

Sewage  disposal  of,  advice  of  the  Board 75 

Water  supply  of,  examination  of 164 

Advice  of  Board 19 

Examination  of  water  from  various  sources  collected  during  an 

Investigation  for  an  additional  water  supply        ....  168 

Whiting  Street  Storage  Reservoir 164 

Wright  and  Ashley  ponds 166 

Honey,  Inspection  of 681 

Horn  Pond,  Becket  (see  Chester) 187 

Horn  Pond,  Woburn 821 

Hospitals,  isolation,  for  infectious  diseases,  by  S.  W.  Abbott,  M.D.,  Sec- 
retary of  the  Board        .        .        .        .    • 691-787 

Reasons  for  their  use 691 

Character  of  accommodation  required 696 

Extent  of  provision .        .        .        .  696 

Diseases  which  may  properly  be  treated  In     .        .....        .        .  698 

Possibility  of  spreading  infection 701 

Conclusions  relative  to  spread  of  small-pox  in  the  neighborhood  of     .  Wi 

Disinfecting  apparatus 708 

Plan  of  hospital  for  infectious  diseases  at  Cambridge    ....  706 

Pavilion  for  contagious  diseases  at  Boston  City  Hospital  (plan)  .        .  707-709 

Hospital  at  State  Primary  School,  Monson 705 

Ealing  Isolation  Hospital,  plan  of 711 

London  Fever  Hospital 710 

Plan  of 718 

List  of  hospitals  for  Infectious  diseases 718 

Probationary  wards 714 

School  sanatoria 714 

Isolating  wards 714 

Summary 716 

Practice  of  different  countries  in  relation  to 717-787 

Berlin 727-729 

Denmark,  Copenhagen 735-737 

Plan  of  hospital  at 736 

England:  Regulations  as  to  hospitals,  717;  memorandum  of  ambu- 
lances, 720;  rules  for  hospitals  for  Infectious  diseases,  721; 
Instructions  for  nurses,  patients  and  visitors,  721;  statistics 
showing  cost  of  construction  of  hospitals,  722. 

Germany 727 

Glasgow 728-727 

Parb 730,781 

Sweden 782 

Stockholm .        .        .  738-785 

Housatonlc  River,  examination  of,  at  New  Lenox 857 

Hudson,  health  .of 765 

Water  supply  of,  examination  of 169 
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Hudson —  Concluded. 

Water  supply  —  Concluded. 

Gates  Pond,  Berlin .  170 

Heights  of  water  In  Gates  Pond 178 

Hull,  water  supply  of  (see  also  Hingham) 178 

Hyde  Park,  water  supply  of,  advice  of  Board 20 

Consumption  of  water  in 871 

Hyde  Park  and  Milton,  water  supply  of,  examination  of      .               .        .  178 

Eaucets 178 

Neponset  River 177 

Tubular  wells 175 

New  tubular  wells 178 

Hydrophobia,  deaths  Arom xli 

Infectious  diseases viil 

Cases  of,  reported  by  local  boards  of  health,  tabular  list      .       .        .  648 

Form  for  report  of 641 

Isolation  hospitals  for  (see  Hospitals) Hi,  697-787 

Laws  relating  to xvl 

Notification  of xv 

Reports  of 68^ 

Influenza xxxix 

Inspection  of  food  and  drugs.    (See  Food  and  Drug  Inspection.) 

Ipswich,  health  of 766 

Examination  of  Dow's  Brook  and  Egypt  River 17^ 

Ironstone  Brook,  Uxbridge 101 

Isolation  hospitals.    (See  Hospitals.) 

Eenoza  Lake,  Haverhill 158 

Kidney  diseases,  mortality  from xxxvil 

Kingston,  water  supply  of 17^ 

Advice  of  the  Board 21 

Lakeville,  examination  of  Long  Pond 179" 

Great  Qulttacas  Pond 180 

Lard,  inspection  of 682 

Lateral  filtration,  importance  of.  In  Framingham  sewage  filters  .        .        .  569 

Slight  opportunity  for,  in  experimental  sewage  filters  at  Lawrence      .  421 

Lawrence  Experiment  Station,  detailed  account  of  work  at,  In  1893    .        .  899-541 

Lawrence,  health  of 766 

Typhoid  fever  in  1893-1894,  compared  with  that  of  preceding  years, 

also  with  that  of  other  cities 546,  557 

Water  supply  of,  examination  of    .        .        ^               .       .        .        .  181 

Advice  of  Board 22 

Consumption  of  water  in 871 

Distributing  reservoir 186 

Filter  of,  and  its  results 542-560 

Flow  of  Merrimack  River 186 

Force  main  at  pumping  station 183 

Merrimack  River  at,  analyses  of  water  of  .        .       182,  489,  498-495,  580-541 

Tables  of  analyses 580-541 

Use  of  unfiltered  river  water  drawn  from  the  canal  in  some  of  the 

mills,  and  its  relation  to  typhoid  fever        .        .        .        .     ^^  5^59 
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Lee,  milk  Of 688 

Leicester,  sewage  disposal,  advice  of  the  Board 76 

Water  supply  of,  examination  of 187 

Lenox,  sewage  disposal  of 678 

Leominster,  water  supply  of,  examination  of 1^ 

Haynes  Reservoir 188 

Morse  Reservoir 190 

Lexington,  health  of 766 

Water  supply  of,  examination  of 191 

Advice  of  the  Board 2S 

Vine  Brook 192 

Lime  as  a  precipitant  for  sewage,  absorbed  from  cement  conduits  at  Law- 

rence  city  filter  by  water,  the  hardness  of  which  was  Increased   602,  630 

Lincoln,  water  supply  of,  examination  of  (see  Concord)      ....  193 

Little  Pond,  Braintree 1« 

Little  Quittacas  Pond,  LakevlUe 239 

Little  Sandy  Pond,  Pembroke 26J 

Little  South  Pond,  Plymouth 264 

Local  diseases,  mortality  fh)m xxxriii 

Longham  Meadow  Brook,  Beverly 277 

Long  Pond,  Lakevllle 179 

Lowell,  health  of 767 

Water  supply  of,  examination  of 192 

Advice  of  the  Board 25 

Consumption  of  water  In 871 

Merrimack  River 194 

Tubular  wells 194 

Lower  Reservoir,  Southbrldge       . 280 

Ludlow,  water  supply  of 194 

Ludlow  Reservoir,  Springfield 287 

Lung  diseases,  acute,  weekly  summary  of  deaths ,  ^ 

Lynn,  health  of 768 

Water  supply  of,  examination  of 195 

Advice  of  Board 25 

Breed's  Pond 195 

Birch  Pond 197 

Glen  Lewis  Pond 201 

WaldenPond 199 

Depth  of  water  in  ponds  and  reservoirs 20S 

Lynn  and  Saugus,  consumption  of  water  In 371 

Mace,  Inspection  of 680 

Malarial  fever,  mortality  Arom xxxiz 

Weekly  summary  of  deaths 685 

Maiden,  water  supply  of,  examination  of 207 

Consumption  of  water  In 371 

Tubular  wells 207 

Maiden,  Medford  and  Melrose,  water  supply  of 208 

Examination  of  water  from  Spot  Pond,  Stoneham        ....  205 

Heights  of  water  in  Spot  Pond 206 

Letter  from  State  Board  of  Health  to  water  boards  of  ...        .  29 
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Management  of  sewage  filters  to  secure  continuous  efficiency      «        .       .    412-422 

MaDchester,  water  supply  of,  examination  of 208 

Consumption  of  water  in 371 

Mansfield,  consumption  of  water  In 871 

Manual  of  health  laws zxlll 

Maple  sugar,  Inspection  of 682 

Maple  syrup.  Inspection  of 682 

Maqaam  Pond,  examination  of  water 157 

Marblehead,  health  of 76& 

Water  supply  of,  examination  of 209 

Consumption  of  water  In 871 

Marlborough,  health  of 769^ 

Sewage  disposal  of 580 

Water  supply  of,  examination  of 211 

Advice  of  the  Board 28 

Consumption  of  water  In 371 

Lake  Williams 212 

Millham  Brook 218 

Material,  new,  addition  of,  to  sewage  filters 420 

Maynard,  health  of 770 

Water  supply  of,  examination  of 214 

Meadow  Brook,  Mendon  (see  Uxbrldge) 301 

Measles,  mortality  from xlv,  xxxv 

Weekly  summary  of  deaths 684 

Mechanical  analyses,  of  mixtures  of  coarse  and  fine  sand    ....  418 

Of  sand  In  Lawrence  city  filter 492 

Of  sands  used  for  experimental  sewage  filters  at  Lawrence  .        .        .  429 

Of  sand  used  for  experimental  water  filters  at  Lawrence       .        .        .  491 

Medfield,  sewage  disposal  of 586 

Water  supply  of,  examination  of 215 

Medfield  Insane  Asylum,  water  supply  of,  examination  of  .        .        .        .  215 

Medford,  health  of 770 

Water  supply  of,  examination  of  (see  also  Maiden)       ....  216 

Advice  of  Board  29,  32 

Consumption  of  water  In 371 

Medical  examiners,  returns  of xliv,  xlv 

Meetlng-hoQse  Pond,  Westminster 150 

Melrose,  health  of 770 

Water  supply  of,  examination  of  (see  also  Maiden)       ....  218 

Advice  of  Board 34 

Consumption  of  water  in 371 

Ell  Pond 221 

Tubular  wells  near  Ell  Pond 220 

Tubular  wells  in  valley  of  Spot  Pond 219 

Mendon,  water  supply  of 222 

Advice  of  Board 40 

Mendon  Pond,  Mendon  (see  Uxbrldge) 299 

Merrimack  River,  examination  of  ^see  also  Lawrence  and  Lowell)      .        .  358 

Analyses  of  water  of 181-193 

Analyses  of  water  of,  at  Lawrence  ....       489,  493-495,  530-541 

Flow  of,  at  Lawrence 186 
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Merrimack  River —  Conclttded, 

Increase  in  the  amoant  of  imparities  in  Merrimack  River  water  from 
point  above  Lowell  to  Lawrence,  as  determined  by  regular 

monthly  examination  of  different  years S59 

Table  comparing  the  analyses  above  Lowell  with  those  above  Law- 
rence, 1898 »S 

Methnen,  water  snpply  of,  examination  of 2t2 

Advice  of  the  Board 41 

Metropolitan  water  supply xlix 

Micro-organisms.     (See  Bacteria.) 

Middleborongh,  consumption  of  water  in 871 

Middleborough  Fire  District,  Middleborough,  water  supply  of,  examhiar 

tion  of 2^ 

Middleton,  water  supply  of 22S 

Consumption  of  water  in  (see  Danvers) 871 

Milford,  health  of 771 

Milk: 

Adulterated 655 

Inspection  of 669 

From  cities,  671 ;  from  towns,  671 ;  from  suspected  producers,  672. 

Tables  showing  quality  of,  by  months 673 

Milk,  condensed,  inspection  of 674 

Mill  River,  Deerfleld US 

Millbury,  health  of 771 

Mlllham  Brook,  Marlborough 213 

Mlliis,  water  supply  of,  examination  of 234 

Aqua  Rex  Spring 214 

Mills,  Hiram  F.,  A.M.,  C.E.,  the  filter  of  the  water  supply  of  the  city  of 

Lawrence  and  its  results 548-560 

Millville,  examination  of  Blackstone  River  at 351 

MiltoYi,  water  supply  of,  examination  of 225 

Consumption  of  water  in 371 

Fine  Tree  Brook 225 

Tubular  test  well  In  valley  of  Pine  Tree  Brook 226 

Mineral  analyses  of  sands  used  for  water  filters  at  Lawrence       ...  483 
Mineral  matter  in  sewage,  chemicals  and  effluents  at  World's  Columbian 

Exposition,  Chicago 623 

Molasses,  inspection  of 682 

Monson,  Isolating  hospital  at  State  Primary  School 705 

Montague,  consumption  of  water  In 371 

Montague,  Turner's  Falls  Fire  District,  water  supply  of,  examination  of  .  226 

Lake  Pleasant 226 

Morse  Reservoir,  Leominster 190 

Mortality,  summary  of  weekly  reports  of  cities  and  towns  ....  627 

Total  deaths 630 

Deaths  of  children  under  five  years 680 

Acute  lung  diseases 632 

Consumption 681 

Dlarrhoeal  diseases 685 

Diphtheria  and  croup 638 

Measles 684 
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Mortality  —  Concluded, 

Scarlet  fever 634 

Typhoid  fever 682 

Whooping-coagh,  malarial  fever,  erysipelas,  puerperal  fever  and  small- 
pox           635 

From  all  causes,  and  from  influenza,  pneumonia,  phthisis,  bronchitis 

and  heart  diseases,  by  months,  for  four  years     ....  xl 

Of  cities xU 

Morton  and  Cooley  brooks,  Chicopee 140 

Mnmford  River,  Uxbridge 301 

Mustard,  inspection  of 680 

Mystic  Lake 116 

Nahant,  water  supply  of  (see  also  Swampscott) 227 

Nantucket,  health  of 772 

Water  supply  of,  examination  of 227 

Comparison  of  examinations  of  water  from  Wanuacomet  Water 

Company's  Works,  before  and  after  filtration       ....  231 

Consumption  of  water  in      ... 371 

Wanuacomet  Fond 232 

Wannacomet  Fond,  after  filtration 234 

Nashua  River 360 

Chemical  examination  of  water  Arom  North  Branch  of  Nashua  River 

below  Fitchburg 360 

Chemical  examination  of  water  from  South  Branch  of  the  Nashua 

River  at  Clinton 861 

Natick,  water  supply  of,  examination  of 235 

Consumption  of  water  in 371 

Dug  Fond 235 

Heights  of  water  in  Dug  Fond 237 

Needham,  health  of 772 

Water  supply  of,  examination  of 237 

Consumption  of  water  In 371 

Neponset  River  at  Hyde  Fark,  examination  of 177 

New  Bedford,  health  of 772 

Water  supply  of,  examination  of 238 

Consumption  of  water  in 371 

Little  Quittacas  Fond,  Lakeville 289 

Heights  of  water  in  pond  and  reservoir 240 

Newburyport,  health  of 774 

.   Water  supply  of,  examination  of 241 

Advice  of  Board 42 

Consumption  of  water  in 371 

Faucet 242 

Reservoir 242 

Tubular  test  wells 243 

Artichoke  River,  West  Newbury 244 

Newton,  health  of 774 

Water  supply  of,  examination  of 244 

Consumption  of  water  in 371 
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Newton —  Concluded, 

Water  supply  —  Concluded, 

Difltribating  reservoir 845 
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Advice  of  Board 44 
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Water  supply  of,  examination  of 252 
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Norwood,  water  supply  of.  examination  of 254 

Buckmaster  Pond,  Dedham 255 
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Faucets,  supplied  from  Buckmaster  Pond 257 

Heights  of  water  In  Buckmaster  Pond 258 

Norwood's  Pond,  Beverly 277 

Notification  of  infectious  diseases xr 

Nutmeg,  inspection  of 680 

Ofltensive  trades ivill 

Oldham  Pond,  Pembroke 262 

Olive  oil,  inspection  of 683 

Orange,  health  of 775 

Milk  of 688 

Water  supply  of,  examination  of 258 

Coolidge  Brook 261 

North  Pond 261 

Organic  matter  in  soils,  amount  and  character  of,  by  T.  M.  Drown,  M.D., 

chemist  of  the  Board 885 

Oxygen,  dissolved,  in  Merrimack  River  water  and  effluents  from  water  filters 

at  Lawrence 482 
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Presence  of,  in  water,  explanation  of  success  of  continuous  filtration 
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Palmer  Fire  District,  Palmer,  water  supply  of,  examination  of    .        .        .  262 

Peabody,  water  supply  of,  advice  of  the  Board     ......  44 

Pembroke,  examination  of  water  from  Big  Sandy  Pond      ....  93 

Furnace  Pond 262 

Little  Sandy  Pond 262 

Oldham  Pond 262 

Silver  Lake 262 

Stetson's  Pond 262 

Pentucket  Lake,  Haverhill 169 

Pepper,  inspection  of 681 

Permanency  of  sewage  filters 410 

Directly  dependent  upon  the  treatment  which  they  receive   .        .        .  412 

Of  efficiency  of  water  filters  in  removing  bacteria 466 

Pine  Tree  Brook,  Milton 226 

Plttsfleld.  health  of         ... 776 

Milk  of 687 

Sewage  disposal  of,  advice  of  Board 82 

Pleasant  Lake,  Montague 226 

Ploughing  sewage  filters,  eflfect  of 416 

Plymouth,  health  of 776 

Sewage  disposal,  advice  of  the  Board 82 

Watersupply  of,  examination  of 264 

Little  South  Pond 264 

Pneumonia,  mortality  from xxxvi 

Polarite,  effect  of,  in  removing  dyestufl^  from  sewage  by  filtration     .        .  427,  446 

Analysis  of 427 

Pond  Brook  at  Gardner,  analyses  of  water  above  sewage  filters  .        .        .  676 

Population  of  towns  having  and  not  having  public  water  supplies       .        .  869 

Powow  Hill  Water  Company 96 

Precipitants  employed  in  purification  of  sewage  at  World's  Columbian 

Exposition 601, 620 

Precipitation,  chemical,  of  sewage  at  Lawrence 406 

Of  sewage  at  World's  Columbian  Exposition 696-624 

Prodiglosus,  Bacillus,  similarity  to  B.  typhi  abdominalis  In  Its  mode  of  life 

in  river  water  at  Lawrence 463 

Method  of  application  to  water  filters  at  Lawrence        ....  490 
Tables  showing  numbers  In  applied  water  and  In  effluents  from  various 

water  filters  at  Lawrence 493-496 

Prosecutions 669 

Provincetown,  water  supply  of,  examination  of 264 

Puerperal  fever,  weekly  summary  of  deaths 636 

Purification  of  sewage  and  water.     (See  Sewage,  Filtration  of,  and  Water, 
Filtration  of.) 

Quantitative  efficiency,  of  experimental  sewage  filters  at  Lawrence    .        .  409,  424 

Of  experimental  water  filters  at  Lawrence 464 

Quantity,  of  sand  removed  from  sewage  filters  at  Lawrence        .        .    413,  414,  4i6 

Of  sand  removed  It'om  water  filters  at  Lawrence  to  relieve  clogging    .  487 

Of  sewage  pumped  at  Framiugham 667 

Of  water  yielded  by  filters  between  scrapings  at  Lawrence  .        .        .  487 

Of  water  yielded  by  Lawrence  city  filter 636-641 
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Storage  reservoir WI 
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Quinebaog  River,  examination  of,  at  Sonthbridge 86S 

Quinepoxet  River,  examination  of,  at  Holden 861 

Rainfall,  normal,  in  Massachusetts 872 
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Raking,  effect  of,  upon  sewage  filters 412,  415 

Randolph  and  Holbrook,  water  supply  of,  examination  of  ...        .  270 

Consumption  of  water  in 871 

Great  Pond,  in  Randolph  and  Braintree 270 
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Registration  of  vital  statistics  (see  Vital  Statistics) xxtU 

Removal  of  bacteria.    (See  Bacteria.) 

Removal  of  organic  matter.     (See  Chemical  Purification.) 
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organic  matter  in  soils 883 
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Revere,  health  of 776 
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Tubular  wells  of  Revere  Water  Company  at  Cliftondale,  Saugus  .        .  278 

Rivers,  examination  of 841 
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Roaring  Brook,  Whately 145 

Rochester,  examination  of  Snipatuit  Pond 274 

Rockland,  health  of 776 

Water  supply  of  (see  also  Abington) 274 

Rockport,  water  supply  of,  examination  of 274 

Advice  of  the  Board 45 

Cape  Pond 274 

Routine  work  of  Board lifi 

Salem,  health  of 777 

Water  supply  of,  advice  of  the  Board 47 

Consumption  of  water  in 871 
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Beayer  Fondi  Beverly 277 
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Norwood's  Pond,  Beverly 277 

Salisbury  Brook,  Brockton 125 

Salisbury  Brook  Storage  Reservoir 126 

Saltonstall  Lake,  Haverhill 158 

Sand,  bacteria  In,  of  experimental  water  filters  at  Lawrence       .        .        .  484-486 

Depth  of,  effect  upon  efficiency  of  water  filters 461,  476 

Mechanical  analyses  of,  used  In  filters  at  Lawrence        ....  429,  491 
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Nitrogen  stored  In,  of  water  filters  at  Lawrence 484-486 
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Advice  of  Board 49 
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Weekly  summary  of  deaths 634 
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Effect  of,  upon  sewage  filters 412-415 

Sand  removed  by,  analyses 486 

Water  filters,  summary  of  results 487 

Conclusion 488 

Sedimentation,  purification  of  sewage  by,  at  Lawrence       ....  406 
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plant  at  World's  Columbian  Exposition 610 

Sewage : 

Experiments  upon  filtration  of,  at  the  Lawrence  Experiment  Station   .  401-452 

Character  of  sewage  used  at  the  Experiment  Station         .        .        .  402-409 

Description  and  tables  of  analyses 402 
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Experiments  upon  filtration  —  Continued. 
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Systematic  raking  followed  by  ploughing 416 

Trenching 41« 
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rent of  air 422 

Removal  of  sludge  by  chemical  precipitation 425 
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Experiments  with  sand  clogged  by  sewage 426 

Effect  of  polarite  In  a  filter  upon  removal  of  color  from  sewage  con- 
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sand 430 
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Removal  of  bacteria 423 
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Storage  of  applied  nitrogen 411 

Effect  of  trenching 416 
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Sewage  —  Continued. 

Experiments  upon  filtration  —  Continued. 
niter  No.  5a,  experiments  upon  purification  of  sewage  by  fine  sifted 

gravel 486 

Average  purification 409 

Storage  of  applied  nitrogen 411 

Effect  of  systematic  raking  followed  by  ploughing         .        .        .  416 

Removal  of  bacteria 428 

Filter  No.  6,  experiments  upon  purification  of  sewage  by  mixed  coarse 

and  fine  sand 487 
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Conclusions 426 
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Summary  of  results 424 
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Summary 427 
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Summary 424 
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Sewage  —  Concluded. 

Experiments  upon  filtration  —  Concluded, 
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Summary 611 
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Hourly  variation  In  temperature  of  sewage 61^ 
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Composition  of  sewage  per  capita 619 
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8mall-pox  —  Concluded. 
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Weekly  summary  of  deaths x,  685 
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Advice  of  the  Board 51 

Glover  Spring 280 

Hatchet  Brook  and  tributaries 281 
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Water  supply  of,  examination  of 288 
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Spices,  inspection  of 679 
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Springfield,  health  of 778 

Milk  of 4 688 

Water  supply  of,  examination  of 284 
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Ludlow  Reservoir 287 

Receiving  basin  at  Ludlow 285 

Heights  of  water  in  Ludlow  Reservoir 289 

Statistical  tables liil 

Stetson's  Fond,  Pembroke 262 

Stillwater  River,  Sterling,  examination  of 362 
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Stony  Brook,  Southborough 109 
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Stoughton,  water  supply  of,  examination  of 290 
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streams 8CT 

Summary  of  weekly  mortality  reports Hi,  627 

Summer,  growth  of  bacteria  during,  in  water  filters 470 

Nitrification  during,  in  water  filters 47* 

Swampscott,  health  of 778 
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Consumption  of  water  in 871 

Sjrrup,  inspection  of 682 
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Water  supply  of,  examination  of 294 
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Filter  basin 295 
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Tea,  inspection  of 682 
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Construction  of  trenches 417 
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To  the  Honorable  the  Senate  and  the  House  of  Bepreseniatives. 

The  Board  of  Metropolitan  Sewerage  Commissioners^ 
created  by  chapter  439,  Acts  of  1889,  presents  its 

FIFTH    ANNUAL    REPORT. 

The  past  year  has  witnessed  continued  and  steady  prog- 
ress upon  the  work  entrusted  to  this  Board.  On  the  North 
Metropolitan  system,  nine  of  the  thirteen  sections  reported 
as  under  construction  in  our  last  report  have  been  completed 
and  contracts  have  been  made  for  ten  new  sections,  while 
one  section  which  had  been  let  was  in  pail  re-let,  the  orig- 
inal contractors  being  directed  by  this  Board  to  discontinue 
all  work  on  said  section,  on  account  of  the  same  being 
unnecessarily  and  unreasonably  delayed.  Contracts  have 
also  been  made  for  a  pumping  plant  for  each  of  the  follow- 
ing pumping  stations :  Deer  Island,  East  Boston  and  Mys- 
tic River,  to  be  delivered  and  put  in  place  during  the  year 
1894.  Work  has  also  been  done  under  the  direction  of  the 
Board  upon  the  out-fall  sewer,  extending  from  the  southerly 
edge  of  Deer  Island,  and  upon  the  siphons  under  Shirley 
Gut,  Chelsea  Creek  and  the  Mystic  River. 

The  work  of  constructing  the  Charles  River  Valley  sys- 
tem was  completed  prior  to  the  rendering  of  our  last 
report.  This  system  has  been  in  steady  operation,  and 
numerous  connections  have  been  made  by  the  towns  and 
cities  thereon.  A  list  of  these  together  with  the  cost  of 
operation  of  the  system  will  be  found  in  the  tables  herewith. 

Your  attention  is  respectfully  invited  to  the  report  of  our 
chief  engineer,  submitted  herewith,  and  the  tables  that  follow 
in  connection  with  this  report. 
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NORTH  METROPOLITAN   SYSTEM. 

The  condition  of  work  upon  thi8  system  may  be  readily 
ascertained  by  a  comparison  of  the  following  tables  with 
the  map  accompanying  our  engineer's  report.  In  the  first, 
the  sections  on  this  line  already  completed,  with  approxi- 
mate length  of  each,  are  shown,  and  in  the  second,  those 
sections  which  are  in  part  completed,  and  also  the  length 
yet  to  be  constructed. 

North  Metropolitan  System  {Completed  Sections)^  Sept.  30y  1893. 


Sectloa. 

Location. 

length  of 
SecUons. 

Completed. 

Feet 

Wharf. 

Deer  Island,      ...... 

400 

Feb.     8.1891. 

2.        . 

Deer  Island, 

2,146 

Dec.  19,1891. 

8,        . 

Deer  Island, 

2,641 

Aug:.    8.1891. 

4, 

Winthrop, 

5,710 

June  27, 1891. 

6. 

Winthrop, 

4,600 

Dec.     2,1891. 

6.        . 

Winthrop, 

4,113.4 

Sept.  80, 1891. 

8,        . 

East  Boston, 

4,127.6 

June  28, 1892. 

9.        . 

P^ast  Boston, 

8,389 

June  24. 189i. 

12.        . 

Chelsea,    . 

8,036 

Mar.    4,1893. 

u,      . 

Chelsea, 

8,448 

Aug.  19, 1893. 

15.        . 

Chelsea, 

1,760 

July  20. 1892. 

16.        . 

Everett, 

4,439.7 

May  20. 1898. 

17,        . 

Everett, 

8,662.6 

Feb.     6. 1898. 

17i.      . 

Everett, 

1.626 

Aug.  10, 1892. 

2or    . 

Modford, 

9,186.6 

Aug.    6.1898. 

21.        . 

Med  ford. 

8,036 

Sept  10, 1892. 

2H.        . 

Everett, 

2,271.6 

April  29, 1898. 

24,        . 

Everett  and  Charleatown, 

2,382 

June    2,1892. 

26.        . 

Charlestown  and  Somerville, 

3.748 

May  27,1898. 

40,        . 

Everett  and  Maiden, 

6,262.7 

April  16, 1898. 

42, 

Melrose  and  Stoneham,    . 

3,060 

June    8,1898. 

43i.      . 

Medford  and  Somerville, 

2,327 

Sept.  30, 1898, 

Total, 

Less  400  feet  of  wharf, 


82,190  feet. 
400 


81,798  feet 
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North  Metropolitan  System  (  Uncomjileted  Sections),  S^t.  30, 1893. 


Approximate 

Section. 

Location. 

length  of 

8ept.», 

TobeCon- 

Sectkmi. 

1886. 

stracted. 

Feet. 

Feet. 

Feet 

1.     . 

Deer  Island,      .        .        .        . 

1,890 

460 

1,440 

8i,      . 

Shirley  Gut,       .... 

430 

240 

190 

', 

Wintbrop  and  East  Boston, 

848 

676 

273 

10, 

Between  East  Boston  and  Chel- 

sea,          

712 

626 

86 

22,       . 

Medford, 

6,075 

6,078 

997 

25,        . 

Mystic  River,    .... 

2,120 

426 

1,696 

27,        . 

Somerville  and  Cambridge, 

4,300 

8,960 

340 

2S,        . 

Cambridge,        .        .        .        . 

6,600 

6,618 

982 

29,        . 

Cambridge,        .... 

5,160 

3,116 

2,036 

30, 

Cambridge,        .... 

7,020 

4,941 

2,079 

87,        . 

East  Boston,      .... 

4,900 

1,874 

3,626 

41, 

Maiden  and  Melrose, 

10,800 

10,363 

437 

43,        . 

Cambridge  and  Somerville, 

14,460 

10,612 

3,938 

44.        . 

Winchester,       .        .        .        . 

6,600 

3.147 

2,463 

44J.      . 

Winchester,       .... 

6,700 

1,396 

4,306 

45:      . 

Winchester,       .        .        .        . 

6,600 

6,164 

436 

46,        . 

Winchester  and  Wobum, 

5,75j 

4,163 

1,687 

Totals, 

88,845 

62,046 

26,799 

The  total  length  of  the  sections  upon  the  North  Metro- 
politan system  in  the  above  tables  is  170,643  feet  (32  miles, 
1,683  feet).  Of  this  the  completed  portion  amounts  to 
143,844  feet  (27  miles,  1,284  feet),  while  the  portion  re- 
maining to  be  constructed  amounts  to  26,799  feet  (5  miles, 
399  feet).  The  above  is  entirely  independent  of  and  sep- 
arate from  the  Charles  River  Valley  system,  covering  a 
distance  of  about  eight  and  one-quailer  miles. 

The  following  settlements  for  land  taken  upon  this  system 
have  been  made  during  the  year  :  — 

Elizabeth  H.  Fowler,  by  deed  dated  Oct.  27,  1892  (re- 
corded Middlesex  South  Dist.  Reg.,  book  2154,  page  92), 
conveyed  to  the  Commonwealth  the  right  of  way  through 
her  land  in  West  Medford,  included  in  the  taking  made  by 
this  Board,  dated  Nov.  25,  1891 ;  and  Margaret  Magoun,  by 
deed  dated  Dec.  19,  1892  (recorded  Middlesex  South  Dist. 
Reg.,  book  2164,  page  587),  conveyed  similar  rights  to  the 
Commonwealth  in   her  land   in  Medford,   included   in  the 
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said  taking.  On  Dec.  2,  1892,  William  Hannan  of  Maiden 
and  Sarah  Hannan,  his  wife,  in  her  right,  released  to  the 
Commonwealth  by  deed  (recorded  Middlesex  South  Dist. 
Reg.,  book  2162,  page  136)  the  right  of  way  in  her  land  in 
said  Maiden,  included  in  the  taking  made  by  this  Board, 
dated  July  23,  1892.  Rufus  G.  F,  Candage,  on  Jan.  7, 
1893,  by  deed  (recorded  Suffolk  Keg.,  book  2106,  page  66) 
conveyed  to  the  Commonwealth  similar  rights  and  privileges 
in  his  land  lying  in  Winthrop,  included  in  taking  made  by 
this  Board  on  the  seventh  day  of  May,  1890 ;  and  on  Jane 
19  of  said  year,  Samuel  C.  Lawrence  of  Medford  conveyed 
to  the  Commonwealth  by  deed  (recorded  Middlesex  South 
Dist.  Reg.,  book  2209,  page  203)  the  right  of  way  across 
his  land  on  High  Street,  Medford.  Charles  E.  Jennings,  by 
deed  dated  Sept.  1,  189;i,  released  to  the  Commonwealth 
rights,  privileges  and  easements  in  and  to  a  certain  parcel  of 
land  in  Everett,  included  within  a  taking  made  by  this  Board, 
dated  Oct.  29,  1891,  **  covenanting  with  the  said  Common- 
wealth that  I  will  warrant  and  defend  it  against  all  such 
lawful  claims  by  me  and  those  claiming  under  me,  or  under 
any  assignment  from  Asa  Upham.'*  This  deed  is  accompa- 
nied by  one  from  Morris  B.  Hall  of  Everett,  assigning  and 
transferring  to  said  Jennings  «<  all  sums  of  money  now  due 
and  coming  due  to  me  from  the  O>mmon wealth  of  Massachu- 
setts on  account  of  claim  to  damages  by  reason  of  the  taking 
of  land  in  West  Everett,  Mass.,  for  the  Metropolitan  Sewer- 
age, so  called."  This  lelease  is  recorded  Oct.  13,  1893 
(Middlesex  South  Dist.  Reg.,  book  2226,  page  510). 

On  Sept.  13,  1893,  settlement  was  had  by  separate  deeds 
with  William  Richardson  and  William  G.  Richardson,  both 
of  Winchester,  for  rights,  privileges  and  easements  in  and  to 
certain  parcels  of  land  in  said  Winchester,  being  all  the  land 
of  said  grantors  included  in  the  description  or  taking,  signed 
by  the  Metropolitan  Sewerage  Commissioners,  dated  April 
15,  1893.  The  former  deed  is  recorded  in  Middlesex  South 
Dist.  Reg.,  book  2229,  page  225,  and  the  latter  in  Middlesex 
South  Dist.  Reg.,  book  2229,  page  226.  The  last  two  deeds 
are  accompanied  by  a  deed  from  Orlando  M.  Brooks  of 
Woburn,  administrator  of  the  estate  of  Samuel  Brooks,  late 
of  Reading,  deceased,  the  mortgagee  named  in  a  certain 
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mortgage  given  by  William  Richardson,  dated  April  1, 1890, 
releasing  to  the  said  Commonwealth  the  rights,  privileges 
and  easements  described  in  the  foregoing  deeds,  which  release 
is  recorded  in  Middlesex  South  Dist.  Reg.,  book  2229,  page 
224. 

Henry  M.  Whitney,  by  deed  dated  Sept.  19,  1893,  re- 
leases to  the  Commonwealth  a  certain  strip  or  parcel  of  land 
in  Everett,  ^*  being  all  the  land  of  said  grantor  included  in 
the  description  or  taking,  signed  by  the  Metropolitan  Sew- 
erage Commissioners,  dated  Aug.  17,  1891."  This  deed  is 
recorded  in  Middlesex  South  Dist.  Reg.,  book  2229,  page 
228. 

On  Sept.  22,  1893,  Alfred  Bailey  of  Cambridge  releases 
to  the  Commonwealth  rights,  privileges  and  easements  in  and 
to  a  small  triangular  piece  of  land  in  said  Cambridge,  *'  being 
all  the  land  of  said  grantor  included  in  the  description  or 
taking  made  by  the  Metropolitan  Sewerage  Commissioners, 
dated  Feb.  6,  1893"  (Middlesex  South  Dist.  Reg.,  book 
2229,  page  223) • 

Land  Takings  and  Purchases. 

On  the  map  accompanying  our  engineer's  report  of  last 
year,  the  route  of  the  sewer  upon  this  system  was  shown, 
and,  with  but  few  exceptions,  covered  the  main  or  trunk  line 
from  Mystic  Lake  to  the  outlet  at  Deer  Island,  with  the 
Maiden  and  Melrose  branch,  and  considerable  of  the  branch 
extending  south  through  Somerville  and  Cambridge.  The 
takings  made  the  past  year  complete,  to  a  considerable  extent, 
the  gaps  on  the  main  line,  extend  the  Cambridge  branch  to 
its  upper  terminus,  include  the  branch  extending  along 
Alewife  Brook,  and  also  the  main  line  extending  from  Mystic 
Lake  northward  through  Winchester  and  Wobum  to  Stone- 
ham,  besides  a  section  of  the  East  Boston  branch.  In  the 
summer  of  1892  a  study  of  the  locality  convinced  the  Board 
that  it  was  desirable  to  change  the  course  of  the  siphon  under 
Chelsea  Creek,  so  that  it  should  pass  under  said  creek  east 
of  the  Chelsea  Street  bridge.  Accordingly,  on  the  eighth 
day  of  October,  a  deed  was  executed  (recorded  Suffolk  Reg- 
istry of  Deeds,  book  2088,  page  541)  taking  in  fee  simple 
tracts  of  land  in  East  Boston  and  Chelsea  for  sites  for  a 
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pumping  station,  sand-catcher  and  other  necessary  appurte- 
nances, together  with  the  right  of  connecting  the  saine  by  a 
sewer  passing  under  Chelsea  Creek. 

On  Feb«  18,  1893,  '« the  right  to  carry  and  conduct  under 
the  following-described  lands  and  therein  to  construct,  oper- 
ate and  to  forever  maintain  an  underground  main  sewer  and 
connecting  sewers,  drains,  man-holes  and  underground  ap- 
purtenances, and  to  repair  and  renew  the  same,''  was  taken, 
by  deed  (recorded  Suffolk  Registry  of  Deeds,  book  2113, 
page  270),  in  '^all  those  portions  of  Chelsea  Street,  Eagle 
Square,  Prescott  Street  and  Bremen  Street,  in  that  portion 
of  said  Boston  called  East  Boston,  extending  from  Addison 
Street  and  Chelsea  bridge  to  Marion  Street."  The  gap  on 
this  system  under  the  Mystic  River,  between  Everett  and 
Charlestown,  was  taken  by  this  Board  on  June  24,  1893,  by 
two  deeds.  One,  recorded  in  Suffolk  Registry,  book  2141, 
page  310,  takes  the  right  of  way  through  Alford  Street  and 
the  city  of  Boston  land  on  the  south-easterly  side  of  said 
street  and  also  in  the  land  under  Mystic  River,  on  the  south- 
easterly side  of  Maiden  bridge,  while  the  other  deed  (re- 
corded in  Suffolk  Registry,  book  2142,  page  311)  takes  in 
fee  simple  a  tract  172  feet  by  145  feet  on  the  north-easterly 
end  of  said  bridge.  These  takings  close  the  gap  existing  at 
the  Mystic  River,  on  the  map  formerly  referred  to. 

The  takings  on  three  other  sections  (28,  29  and  30)  on 
this  branch  (Cambridge  and  Somerville)  have  been  made 
during  the  year,  and  cover  the  land  necessary  for  its  con- 
struction. Section  28  was  taken  in  two  parts,  by  deeds 
one  dated  Nov.  19,  1892  (recorded  Middlesex  South  Dist. 
Deeds,  book  2158,  page  574),  the  other  Feb.  6,  1893  (re- 
corded Middlesex  South  Dist.  Deeds,  book  2174,  page 
219).  Sections  29  and  30  were  taken  by  deeds,  one  dated 
March  25,  1893,  and  recorded  in  Middlesex  South  Dist. 
Deeds,  book  2183,  page  245,  and  the  other  dated  July  19, 
1893,  and  recorded  in  Middlesex  South  Dist.  Deeds,  book 
2210,  page  481. 

The  branch  designed  to  relieve  the  foulness  and  pollution 
of  Alewife  Brook  constitutes  sections  43  and  43^.  The  land 
was  taken  on  Section  43  by  two  different  deeds,  the  first, 
dated    DcC.    17,    1892   (recorded    Middlesex  South  Dist. 
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Deeds,  book  2165,  page  481),  covers  the  spur  of  this  sec- 
tion, extending  from  the  main  line  to  Belmont,  and  the  other 
deed,  dated  Jan.  7,  1893  (recorded  Middlesex  South  Dist. 
Deeds,  book  2169,  page  457),  follows  the  line  of  Alewife 
Brook  from  Concord  Avenue  in  Cambridge  to  the  neighbor- 
hood of  the  Mystic  pumping  station  in  Somerville.  Section 
43J  was  taken  May  20,  1893,  by  deed  (recorded  Middlesex 
South  Dist.  Deeds,  book  2197,  page  139)  and  extends  from 
the  point  last  named  to  the  junction  with  the  main  sewer  at 
the  corner  of  Canal  and  Prescott  streets  in  Medford.  The 
remaining  takings  cover  the  sections  extending  from  the 
northern  teiminus  of  Section  22  in  Medford  at  the  Lower 
Mystic  Lake,  through  part  of  Medford,  Winchester  and  Wo- 
bum  into  Stoneham. 

On  April  15,  1893,  the  Board  took  by  deed  (recorded 
Middlesex  South  Dist,  Deeds,  book  2186,  page  585)  the 
laud  in  Winchester,  Woburn  and  Stoneham  lying  on  Section 
46 ;  and  on  the  twenty-second  day  of  the  same  month,  by 
deed  (recorded  Middlesex  South  Dist.  Deeds,  book  2189, 
page  249),  the  land  in  Winchester  lying  on  Section  45. 
These  last  two  sections  cover  the  line  of  the  sewer  from  its 
most  northern  boundary  just  inside  the  line  at  Stoneham  to 
its  point  of  junction  with  the  Mystic  valley  sewer. 

The  Mystic  valley  sewer  and  land  necessary  for  a  parallel 
line,  together  with  the  purifying  works  near  the  Mystic  sta- 
tion on  the  Boston  &  Lowell  Kailroad,  were  taken  by  two 
deeds,  executed  Jul}'  14,  1893,  and  recorded  in  Middlesex 
South  Dist.  Deeds,  book  2210,  page  161,  and  book  2210, 
page  162,  —  the  former  taking  the  land  and  buildings  in  Win- 
chester owned  by  the  city  of  Boston  and  used  as  the  purify- 
ing station  of  the  Mystic  valley  sewer,  and  the  latter  such 
portions  of  the  Mystic  valley  sewer  itself  as  were  necessary 
for  the  completion  of  this  system,  together  with  land  suf- 
ficient for  a  parallel  line.  The  city  of  Boston,  who  owned 
this  sewer,  authorized  its  transfer  to  the  Commonwealth  by 
the  following  vote :  — 

In  Boston  Water  Board,  Boston,  Ang.  23,  1893. 
Votedj  To  release  to  the  Commonwealth  of  Massachusetts  for 
the  sum  of  fifty-two  thousand    six    hundred    and    thirty-seven 
dollars  ($52,637)  all  the  right,  title  and  interest  which  the  city  of 
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Boston  now  has  vested  in  it  by  virtae  of  a  certain  taking,  recorded 
with  Middlesex  Sooth  District  Deeds,  Aug.  9,  1877,  book  of  par- 
titions, etc.,  27,  page  491,  and  by  a  certain  taking  recorded  with 
said  Deeds,  Dec.  13, 1881,  book  1586,  page  241,  or  otherwise  basin 
and  to  any  of  the  land  described  in  either  of  two  certain  takings 
made  by  the  Metropolitan  Sewerage  Commissioners  in  behalf  of 
said  Commonwealth,  both  dated  July  14,  1893,  and  recorded  with 
said  Deeds,  July  18,  1893,  or  to  the  buildings  or  machinery  on 
the  premises  described  therein. 

Also,  for  said  consideration,  to  release  and  discharge  the  said 
Commonwealth,  its  officers,  agents  and  servants,  from  all  claims, 
demands,  actions  and  causes  of  action  by  it  for  damages,  costs, 
expenses  or  compensation  by  reason  of  the  said  two  takings  by 
said  Metropolitan  Sewerage  Commissioners,  or  any  lawful  sets 
done  under  the  authority  thereof  in  pursuance  of  the  said  takings. 

Also,  for  said  consideration,  to  covenant  and  agree  with  the  said 
Commonwealth  that  it  will  maintain  the  sewer  and  works  in  the 
premises  above  referred  to  and  provide  for  the  disposal  of  all  sew- 
age entering  therein  as  heretofore,  until  such  time  as  the  said 
Commissioners  shall  have  so  far  constructed  and  completed  the 
sewerage  system  provided  for  by  the  plans  referred  to  in  chapter 
439  of  the  Acts  of  1889,  or  within  the  purpose  of  said  act,  as  to 
be  able  to  dispose  of  sewage  at  the  outlet  off  Deer  Island,  pro- 
vided the  same  shall  be  constructed  on  or  before  July  18,  1895, 
or  otherwise  until  said  day  but  no  longer,  and  after  said  July  18 
the  Commonwealth  shall  provide  for  the  disposal  of  such  sewage. 

And  that  the  chairman  of  this  Board  be  authorized  to  counter- 
sign an  instrument  covering  the  matter  above  set  forth,  and  as  the 
matter  does  not  admit  of  delay,  that  the  acting  mayor  be  re- 
quested to  forthwith  execute,  acknowledge  and  deliver  such  instm" 
ment. 

A  true  copy.     Attest : 

(Signed)  W.  E.  Swak,  Secretary. 

On  Oct.  3,  1893,  the  mayor  of  said  city  and  the  chairman 
of  the  Boston  Water  Board,  by  deed  recorded  in  Middlesex 
South  District  Deeds,  book  2242,  page  5,  conveyed  to  the  Com- 
monwealth the  sewer  and  works  named  herein  in  accordance 
with  said  vote.  A  further  taking  was  made  in  Winchester, 
dated  Sept.  16,  1893,  and  recorded  in  Middlesex  South  Dis- 
trict Deeds,  hook  2223,  page  286,  of  a  small  triangular  piece 
of  land  within  the  location  of  the  Boston  &  Lowell  Railroad 
which  was  not  covered  by  the  taking  dated  July  14,  1893, 
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but  which  circumstances  had  rendered  necessary  for  the  con- 
struction of  the  sewer  in  that  locality.  On  Aug.  19,  1893, 
the*  taking  of  April  22  on  Section  45  was  modified  by 
changing  the  course  of  the  sewer  in  land  of  the  heirs  of 
Samuel  Uichardson,  in  accordance  with  an  arrangement  made 
at  their  request.  The  said  taking  is  recorded  in  Middlesex 
South  District  Deeds,  book  2218,  page  117,  and  was  made 
in  lieu  of  payment  of  land  damage  to  the  owners. 

Location  of  Sewer  Line, 
Starting  on  Montvale  Avenue  in  Stoneham,  about  fifteen 
feet  from  the  line  dividing  said  town  from  the  city  of 
Wobum,  the  line  crosses  said  town  line  and  deflects  to  the 
south  in  private  lands,  following,  in  general,  the  course  of 
Clearwater  Brook  to  the  neighborhood  of  the  Stoneham 
Branch  of  the  Boston  &  Lowell  Railroad ;  thence  crossing 
said  railroad  it  follows  the  line  of  a  pond  and  said  brook, 
through  private  estates,  to  its  junction  with  Willow  Brook, 
and  continues  along  the  northerly  side  of  the  latter  brook, 
and  the  canal  leading  therefrom,  to  Washington  Street  in 
AVinchester.  Crossing  this  street,  it  follows,  through  pri- 
vate estates  on  the  line  of  Willow  Brook,  to  the  neighbor- 
hood of  the  watch-hand  manufactory,  where  it  crosses  said 
brook  and  follows  its  line,  through  private  estates,  to  Cross 
Street ;  passing  under  the  tracks  of  the  southern  division 
of  the  Boston  &  Maine  Railroad  on  this  street  it  follows  the 
line  of  said  railroad  to  a  point  near  the  crossing  of  Willow 
Brook  by  said  railroad,  and  thence  follows,  in  general,  the 
line  of  said  brook,  through  private  estates,  crossing  Swanton 
Street,  to  a  point  within  the  location  of  the  Woburn  Branch 
of  the  Boston  &  Maine  Riiilroad,  near  Abbajona  Pond, 
Winchester ;  thence  it  passes  through  railroad  and  private 
land,  parallel  with  the  Mystic  valley  sewer,  to  Main  Street, 
thence  through  Main  and  Common  streets  to  the  Winchester 
station,  where  it  again  enters  private  estates,  and  crossing  to 
the  east  side  of  the  railroad,  continues  to  a  point  about  three 
hundred  feet  south  of  Mystic  station.  Here  the  railroad  is 
crossed  again,  and  the  line  is  continued  through  private 
estates  to  a  point  in  the  old  Middlesex  Canal,  opposite  the 
precipitation  works  of  the  city  of  Boston,  and  then  follows 
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the  canal  to  the  terminus  of  Section  22,  near  the  Lower 
Mystic  Lake.  This  line  measures  23,545  feet,  of  which 
2,710  are  in  public  highways  and  20,835  in  private  land. 

The  branch  extending  south  for  the  relief  of  Alewife 
Brook  and  that  neighborhood  leaves  the  trunk  line  at  the 
junction  of  Canal  and  Prescott  streets,  in  Medford,  follows 
the  former  street  and  crosses  private  estates  to  the  Mystic 
River.  Crossing  the  river  and  a  private  estate,  it  follows 
Bo:5ton  Avenue  and  a  private  way  to  Jerome  Street,  near 
the  Mystic  pumping  station ;  and  then,  passing  through 
land  of  the  city  of  Boston  and  sundry  private  parties, 
follows  the  general  line  of  Alewife  Brook  to  Concord  Avenue 
in  Cambridge.  A  branch  of  this  line  starts  near  the  junc- 
tion of  the  Massachusetts  Central  with  the  Lexington  and 
Arlington  Branch  Railroad,  and  follows  the  general  line  of 
the  former  road,  through  private  lands,  across  the  town  line 
into  Belmont.  These  sections  measure  17,030  feet  in  length, 
1,155  of  which  are  in  public  highways  and  15,875  in  pri- 
vate lands. 

The  line  of  the  Cambridge,  Somerville  and  Charlestown 
branch   was   described  in   our  last  annual  report  from  its 
junction  with  the  main  sewer  in  Everett  to  the  comer  of 
Portland   and  Bristol   streets   in   Cambridge.     From  this 
point  it  passes  through  Portland  and  Albany  streets,  across 
Front  Street,  Cambridge,  thence  through  private  lands  to 
Waverly  Street  and   through  Waverly  Street  to  its  junc- 
tion  with    Henry   Street.      Here   it    passes    through  pri- 
vate   land,    crosses   Brookline    Street    and    other  private 
land,   crosses   Pearl,    Granite  and    Magazine   streets,   and 
continues   through   private    estates    to    River   Street,  and 
thence  via  Blackstone,  Albro  and  a  proposed  street  to  West- 
ern Avenue.     From  the  latter  point  private  lands  are  crossed 
to  DeWolf  Street.     This  street  and  Dyke  Street  are  followed 
to  other  private  lands,  which  are  crossed,  to  Boylston  Street, 
and  thence  crossing  Boylston  Street  the  line  continues  via 
Eliot  Street,   Eliot  Square   and  Mt.  Auburn   Street,   and 
terminates  on  the  latter  street  at  its  junction  with  Lowell 
Street.     These  three  sections  measure  18,660  feet,  6,820  of 
which  lie  in  private  lands  and  11,840  in  public  highways. 

By  the  taking  made  Oct.  8,  1892,  the  line  of  the  sewer 
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between  East  Boston  and  Chelsea  was  changed  so  that 
as  now  laid  out  it  extends  from  the  terminus  of  Section  12 
on  Marginal  Street  in  Chelsea,  across  flats  bordering  on 
the  bridge  and  Eastern  Avenue,  under  Chelsea  CreeJj,  to 
the  neighborhood  of  the  crossing  of  Addison  Street  by  the 
.Grand  Junction  Railroad  in  East  Boston.  From  here  it 
continues  through  Chelsea  Street,  Eagle  Square,  Prescott 
Street  and  Bremen  Street  to  its  junction  with  Marion 
Street.  The  length  of  this  line,  including  the  siphon  under 
Chelsea  Creek,  is  5,760  feet,  5,140  of  which  lie  in  public 
highways  and  620  in  private  land,  the  latter  including  the 
river  and  flats  adjacent  thereto. 

The  following  correspondence  passed  between  this  Board 
and  the  War  Department  at  Washington,  D.  C,  in  relation 
to  the  construction  of  work  in  contact  with  tide-water,  and 
the  same  plans  have  received  the  approval  of  the  Board  of 
Harbor  and  Land  Commissioners  of  this  State  :  — 

COMMONWEALTH  OF  MASSACHUSETTS. 

Metbopolitan  Sewbkaoe  Commission,  110  Botlston  Street, 

Boston,  April  8,  1893. 
To  tiie  Honorable  Danibl  S.  Lamont,  Secretary  of  War  of  the  United  States  of 
America. 

Respectfully  represents  the  Board  of  Metropolitan  Sewerage 
CommiBsioners  of  Massachusetts  that  jour  Department  approved, 
April  9, 1891,  various  constructions  pertaining  to  the  Metropolitan 
sewerage  system,  and,  among  others,  a  siphon  under  Shirley  Gut^ 
between  Winthrop  and  Deer  Island,  which  siphon  was  shown  on 
Tracing  No.  830  (submitted  on  March  21,  1891)  as  composed  of 
three  lines  of  sixty-inch  pipe.  This  Board  now  desires  to  have  the 
siphon  consist  of  a  single  pipe  with  an  inside  diameter  of  six  feet 
two  inches  and  an  outside  diameter  of  eight  feet  five  inches  (which 
proposed  change  was  approved  by  the  Massachusetts  Board  of 
Harbor  and  Land  Commissioners  on  April  5,  1893),  as  shown  on 
Tracing  No.  1560,  submitted  herewith.  This  modification  places 
the  upper  surface  of  the  pipe  at  the  same  depth  as  in  former  plan. 
The  position  of  the  pipe  in  plan  as  now  proposed  is  the  same  as 
^he  middle  pipe  formerly  proposed. 

Mr.  Howard  A.  Carson,  our  chief  engineer,  is  at  your  service 
to  furnish  any  further  information  you  may  desire. 

Wherefore  this  Board  respectfully  requests  that  the  said  work, 
as  last  above  described,  may  be  authorized,  approved  and  per<- 
mitted.  (Signed)  Hosea  Kingman, 

Chairman  Metropolitan  Sewerage  Commissioners,     r 
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Office  of  thb  Chibf  op  Ehoineebs,  UKited  States  Armt, 

Washxnoton,  D.  C  ,  April  24,  1893. 

Mr,   HosBA   KiNOMAN,    Chairtnan   Metropolitan   Sewerage  Commitsionen,  110 
BoylUon  Street,  Boeton^  Mauachtuette, 

Sir  :  —  Referring  to  your  letter  of  the  8th  instant,  sohmitting 
to  the  Secretary  of  War,  with  request  for  approval,  a  drawing 
showing  proposed  modification  of  the  plan  approved  by  the  War 
Department  April  9, 1891,  for  a  siphon  under  Shirley  Gut,  between 
Winthrop  and  Deer  Island,  I  have  to  advise  you  that  the  Secretary 
of  War  has  approved  this  modified  plan  under  date  of  the  2l8t 
instant.  By  direction  of  the  Chief  of  Engineers, 

Very  respectfully,  your  obedient  servant, 
(Signed)         H.  M.  Adahs,  Major ^  Corps  of  Engineerz. 

COMMONWEALTH  OF  MASSACHUSETTS. 

Metropolitan  Sbweraoe  Commission,  110  Botliton  Street, 

Boston,  May  27,  189S. 

To  tbe  Honorable  Daniel  S.  Lamont,  Secretary  of  War  of  the  United  State*  of 
America. 

Respectfully  represents  the  Board  of   Metropolitan  Sewerage 
Commissioners,  ordered  by  chapter  439  of  the  Acts  of  1889  of  the 
General  Court  of  said  Commonwealth  to  construct  the  Metropolitan 
sewerage  system ;  that  your  department  approved  April  9, 1891, 
various  constructions  in  Boston  harbor  pertaining  to  this  system, 
and,  among  others,  an  outfall  from  the  southerly  end  of  Deer 
Island,  which  outfall  was  shown  on  Tracing  No.  829  (submitted 
March  21,  1891).    The  said  tracing  showed  the  outfall  to  consist 
of  three  lines  of  four-foot  pipe.    This  Board  now  desires  to  have 
the  outfall  consist  of  one  line  of  pipe  with  an  inside  diameter  of 
six  feet  two  inches  and  an  outside  diameter  of  about  nine  feet 
(Method  A)  ;  or  of  two  lines  of  pipe  each  having  an  internal 
diameter  of  five  feet  and  an  outside  diameter  of  about  five  feet 
four  inches  (Method  B)  ;  or  consisting  partly  of  construction  by 
Method  A  and  partly  by  Method  B,  as  the  difiSculties  met  with  in 
actual  work  shall  dictate ;  all  as  shown  on  Tracing  No.  1621,  sub- 
mitted herewith.     The  centre  line  and  upper  surface  of  the  con- 
struction as  now  proposed  (either  Method  A  or  B)  differs  bat 
slightly  from  that  formerly  proposed.    Mr.  Howard  A.  Carson, 
our  chief  engineer,  is  at  your  service   to  furnish   any  further 
information  you  may  desire. 

Wherefore  this  Board  respectfully  requests  that  the  said  changed 
construction,  as  above  described,  may  be  authorized,  approved 
and  permitted.  (Signed)         Hosea  Kingman, 

Chairman  Metropolitan  Sewerage  Commissioners. 
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COMMONWEALTH  OP  MASSACHUSETTS. 

Mbtbopolxtan  Sbwbraob  Commisbiox, 

110  BoTLSTox  Stbbbt,  BosTDir,  May  27,  1898. 

To  the  Honorable  Danibl  S.  Lamont,  Secretary  of  War  of  the  United  States  of 
America,  * 

Eespectfully  represents  the  Board  of  Metropolitan  Sewerage 
Commissioners,  ordered  by  chapter  439  of  the  Acts  of  1889  of  the 
General  Court  of  said  Commonwealth  to  construct  the  Metropolitan 
Sewerage  System,  that  your  department  approved  April  9,  1891, 
Tarious  constructions  in  Boston  harbor,  pertaining  to  this  system, 
and,  among  others,  a  siphon  under  Mystic  River  at  Maiden  bridge, 
which  siphon  was  shown  on  Tracing  No.  851  (submitted  March  21, 
1891).  The  said  tracing  showed  the  siphon  to  consist  of  two 
lines  of  four-foot  pipe.  This  Board  now  desires  to  have  the 
siphon  consist  of  one  line  of  pipe  with  an  inside  diameter  of  five 
feet  and  an  outside  diameter  of  about  seven  feet,  the  pipe  to  be  laid 
to  a  depth  not  less  than  shown  by  the  upper  profile  if  construction 
is  done  by  tunnelling,  or  to  a  depth  not  less  than  shown  by  the 
lower  profile  if  construction  is  done  by  dredging,  or  it  may  be 
necessary  to  do  part  by  tunnelling  and  part  by  dredging,  as  the 
difiSculties  met  with  in  actual  work  shall  dictate;  all  as  shown 
on  Tracing  No.  1598,  submitted  herewith. 

Mr.  Howard  A.  Carson,  our  chief  engineer,  is  at  your  service 
to  furnish  any  further  information  you  may  desire. 

Wherefore  this  Board  respectfully  requests  that  the  said  changed 
construction,  as  above  described,  may  be  authorized,  approved 
and  permitted. 

(Signed)  Hosea  Kingman, 

Chairman  Metropolitan  Sewerage  Commissioners. 

The  plans  for  construction  at  the  out-fall  at  Deer  Island, 
and  also  for  the  siphon  under  Mystic  River  at  Maiden  Bridge 
as  amended,  were  both  duly  approved  by  the  War  Depart- 
ment and  work  is  in  progress  thereon. 


(JONTBACTS. 

Contracts  for  the  construction  of  ten  new  sections  have 
been  made  on  this  line  during  the  past  year  and  one  section 
under  contract  was  in  part  re-let,  as  previously  stated. 
The  methods  of  advertising,  receiving  bids  and  awarding 
contracts  have  been  fully  described  in  our  previous  reports 
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and  were  followed  in  these  particular  cases.  Oct.  22, 1892, 
was  the  date  for  receiving  bids  on  Section  28,  Cambridge, 
when  the  number  received  was  twelve,  as  shown  in  Table  A, 
Appendix,  and  the  contract  was  awarded  to  John  L.  Rear- 
don  &  Co.,  the  lowest  bidders.  On  Oct.  12,  1892,  the  fol- 
lowing communication  was  laid  before  the  Board :  — 


COMMONWEALTH  OF  MASSACHUSETTS. 

Chief  Engineer's  Office,  Metropolitan  Sewbraob  Commission, 

Room  5,  93  Lincoln  Street,  Boston,  Oct.  10,  1892. 

■Messrs.  Hosea  Kingman,  Tilly  Hatnes,  Hartbt  N.  Collison,  Metropolitan 
Sewerage  Commisnonere,  Boston,  Mass. 

GfeKTLEMEN :  —  I  have  frequently  reported  to  you  the  slow  prog- 
ress of  the  sewer  and  the  various  mishaps  which  have  occurred 
on  Poplar  Street,  Section  27,  McGovem  &  Kitch,  coDtractors. 
The  said  contractors,  however,  have  until  now  been  making  fair 
progress  on  Portland  Street,  and  their  progress,  taking  both  work- 
ing sections  together,  has  been  such  that  I  did  not  think  it  best  to 
make  to  you  the  formal  certificate  of  complaint  required  by 
article  L,  page  41  of  the  contract.  To-day,  however,  the  work  on 
Portland  Street  was  stopped,  and  I  am  told  that  the  men  were  paid 
off  and  discharged.  Little  or  no  progress  has  been  made  on  the 
Poplar  Street  working  section  for  ten  days  or  more.  I  know  of 
no  valid  reason  for  their  delaying  the  work,  especially  that  on 
Portland  Street,  and  I  hereby  certify  that,  in  my  opinion,  the  said 
work  is  unnecessarily  and  unreasonably  delayed.  I  make  this 
certificate  so  that  if  you  desire  you  can  take  some  action  at  your 
meeting  on  Wednesday,  but  I  recommend  that  no  action  be  taken 
until  Friday  or  Saturday,  for  the  reason  that  contractor  Eitcb  is 
away  and  is  expected  to  return  on  Thursday,  and  contractor 
McGovern  states  that  he  is  unable  to  say  what  he  shall  do  until 
said  Kitch  returns.  I  have  arranged  to  pump  out  the  stagnant 
water  in  the  trench,  which  caused  a  nuisance. 
.  Yours  respectfully, 
(Signed)         H.  A.  Carson,  Chief  Engineer. 

The  clerk  was  thereupon  directed  to  notify  said  contract- 
ors to  appear  before  this  Board  on  Saturday,  Oct.  15,  18^2, 
in  accordance  with  which  the  following  communication  was 
sent :  — 
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BoABD  OF  Mbtbopolxtan  Sbwebaob  Commissioners  of  Massaoucsetts, 

93  Lincoln  Steebt,  Boston,  Oct.  12,  1892. 

Messrs.  McOoybrn  &  Ketch,  Hotel  Warren,  SomerTille,  Mass. 

Gentlemen: — Will  you  meet  the  Board  on  Saturday  next, 

(Oct.  15,  1892)  at  eleven  o'clock,  prepared  to  decide  whether 

you  will  abandon  your  contract  or  not,  and,  also,  whether  the  work 

called  for  by  said  contract  shall  be  taken  and  completed  by  the 

Board  at  your  expense,  under  the  terms  and  conditions  of  Section 

L,  page  41,  of  said  contract,  or  not? 

For  the  Board, 

(Signed)      Edward  P.  Fisk,  Clerk. 

The  said  coDtractors  failed  to  appear  as  notified  and  the 
following  communication  was  submitted  to  the  Board  by  the 
chief  engineer :  — 

COMMONWEALTH  OF  MASSACHUSETTS. 

Mbtbopolitan  Sbweraob  Commission,  Chief  Bnoinbeb's  Office, 

Room  6,  93  Lincoln  Stbbbt,  Boston,  Oct.  15,  1892. 

Messrs.  Hosba  Kingman,  Tillt  Hatnes,  Harybt  N.  Collison,  Metropolitan 
Sewerag$  Commisiionertf  Boston,  Mass. 

Gentlemen  :  —  I  hereby  certify  that  in  my  opinion  the  work  on 

Section  27,  McGrovern  &  Eitch,  contractors,  is  unnecessarily  and 

unreasonably  delayed. 

Yours  respectfully, 
(Signed)        H.  A.  Carson,  Chief  Engineer. 

Thereupon,  the  following  votes  were  passed  by  the 
Board :  — 

Votedy  That  McGovem  &  Kitch,  the  contractors  for  work  on 
Section  27,  be  notified  to  discontinue  all  work  under  their  contract 
for  work  on  said  section ;  that  work  on  said  section  be  immediately 
prosecuted  by  the  Board,  under  the  direction  of  the  engineer,  in 
accordance  with  provisions  of  Section  L  of  their  contract. 

Votedy  That  the  surety  on  bond  be  also  notified  of  notice  to  the 
contractors. 

In  accordance  with  the  above  votes,  the  contractors  were 
notified  of  the  action  of  the  Board,  one  copy  being  sent  to 
them  by  mail  and  another  being  delivered  by  messenger  at 
their  residence  in  Somerville ;  and  a  communication  was 
sent  to  the  Boston  office  of  the  American  Surety  Company 
of  New  York,  the  surety  on  said  contractors'  bond,  notify- 
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ing  said  company  of  the  Board's  action.  The  Board  there- 
upon advertised  for  bids  for  the  construction  of  that  portion 
of  this  section  from  station  17  in  Medford  Street,  near  the 
Fitchburg  Railroad,  Somerville ;  through  Medford,  Warren 
and  Portland  streets  to  the  end  of  the  section  at  station  47 
plus  50,  near  Bristol  Street,  Cambridge,  a  distance  of  about 
3,050  feet.  The  bids  were  received  and  opened  on  Nov.  5, 
1892,  when  the  Metropolitan  Construction  Company,  the 
lowest  of  seven  bidders,  received  the  award  and  duly 
executed  the  contracts. 

One  week  later,  on  Nov.  12,  1892,  fourteen  bids  were 
received  for  the  construction  of  Section  43,  following  the 
general  line  of  Alewife  Brook  from  a  point  near  the  Mystic 
Pumping  Station  in  Somerville  to  Concord  Avenue,  Cam- 
bridge ;  with  branches  at  Broadway,  Somerville ;  at  the 
Middlesex  Central  Railroad ;  and  from  the  extension  of 
Spruce  Street,  Cambridge,  extending  nearly  parallel  with 
the  Massachusetts  Central  Railroad  to  the  Belmont  town 
line ;  a  total  distance  (including  branches)  of  about  14,450 
feet.  This  section  was  awarded  to  the  lowest  bidder 
(Metropolitan  Construction  Company)  and  contracts  therefor 
were  duly  executed.  No  other  bids  were  opened  until 
February,  1893. 

On  the  11th  of  that  month  seven  bids  were  received 
for  the  construction  of  Section  37,  lying  in  Chelsea  Street, 
East  Boston,  from  a  point  near  Addison  Street  through  said 
street  and  Prescott  and  Bremen  streets  to  Brooks  Street. 
John  Sheehan,  the  lowest  bidder,  received  the  award  and 
executed  contracts. 

Bids  for  building  Section  46,  covering  the  line  of  this 
system  at  its  extreme  north,  were  received  and  opened  on 
Feb.  25,  1893,  when  from  ten  bids  that  of  Charles  Linehan, 
the  lowest  bidder,  was  accepted,  and  the  contracts  duly 
executed  by  him. 

One  month  later  bids  on  Section  29,  Cambridge,  and 
Section  45,  Winchester,  were  received,  seven  on  the  former 
and  ten  on  the  latter.  After  a  full  consideration,  the  con- 
tract on  Section  29  was  awarded  to  Lindsay  &  Cudmore,  the 
lowest  bidders,  and  that  on  Section  45  to  Everson  &  Liddle, 
and  contracts  were  duly  executed  by  these  parties.     (Lind- 
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say  &  Cudmore,  the  lowest  bidders  on  this  latter  section, 
having  been  awarded  the  contract  on  Section  29,  requested 
that  they  be  permitted  to  withdraw  their  bid  on  Section  45 ; 
this  permission  was  granted  and  the  contract  was  awarded 
to  Everson  &  Liddle.) 

The  portion  of  sewer  following  the  general  course  of 
Alewife  Brook,  extending  from  the  neighborhood  of  the 
Mystic  Pumping  Station  in  Somerville  to  the  jimction  of 
this  branch  with  the  main  sewer  at  the  corner  of  Prescott 
and  Canal  streets  in  Medford,  was  opened  to  bidders 
May  13,  1893,  when,  from  three  bids,  that  of  the  Metro- 
politan Construction  Company,  the  lowest,  was  accepted, 
and  the  contracts  in  due  time  were  executed. 

On  June  3,  1893,  bids  were  received  for  constructing 
Section  30  in  Cambridge  and  Section  44  in  Winchester. 
Three  bids  were  received  on  Section  30  and  two  on  Section 
44,  and  both  sections  were  awarded  to  Jones  &  Meehan, 
the  lowest  bidders  in  each  case,  who  duly  executed  contracts 
with  the  Commonwealth. 

On  the  19th  of  August  bids  were  received  on  Section 
44^,  extending  from  the  terminus  of  Section  22  at  Mystic 
Lake,  parallel  with  the  Mystic  Valley  sewer,  to  the  neigh- 
borhood of  the  Winchester  station.  Nine  bids  were  re- 
ceived, and  Weaving,  Booth  &  Co.,  the  lowest  bidders, 
were  awarded  the  contract  and  executed  the  same. 


Contracts  for  Pumping  Plant. 

Contracts  have  been  made  the  past  year  for  the  pumping 
plant  for  the  stations  on  this  system  at  the  Mystic  River 
(Charlestown),  Chelsea  Creek  (East  Boston),  and  at  Deer 
Island.  The  bids  for  the  two  latter  stations  were  received 
May  27,  1893,  and  for  the  former  on  July  1,  1893.  Ten 
competitors  presented  plans  and  bids  for  the  station  at  East 
Boston  and  nine  for  that  at  Deer  Island,  while  only  three 
contended  for  that  at  Mystic  River,  Charlestown.  The  bid 
of  the  Edward  P.  Allis  Company,  the  lowest  bidder  in  each 
case,  was  accepted  and  contracts  executed.  Full  particulars 
of  these  bids  and  of  all  bids  received  by  the  Board  are  given 
in  the  Appendix  herewith. 
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Expenditures, 

The  expenditures  upon  this  system,  including  all  payments 
on  account  of  contracts  during  the  twelve  months  ending 
Sept.  30,  1893,  amount  to  $1,  172,269.02.  This,  with  the 
amount  previously  reported,  $1,662,257.10,  makes  the  total 
expenditures  to  date  $2,834,526.12.  Your  attention  is 
called  to  the  tables  submitted  herewith  for  matters  of  detail. 

Charles  River  Valley  System. 

This  system  was  completed  prior  to  the  rendering  of  our 
last  annual  report,  and  beyond  the  settlement  of  land  dam- 
age with  sundry  parties  and  its  steady  operation,  there  is 
but  little  to  report.  Table  D  in  the  Appendix  contains  a 
full  statement  of  the  cost  of  operation  for  the  year  ending 
Sept.  30,  1893,  and  the  following  settlements  have  been 
made  for  land  damage :  on  Oct.  20,  1892,  Henry  M.  and 
Sarah  M.  L.  Bates,  by  deed  recorded  with  Middlesex  South 
District  Deeds,  book  2155,  page  161,  released  to  the  Com- 
monwealth land  of  theirs  in  Newton,  taken  by  this  Board, 
by  deed  dated  March  7,  1891.  On  Dec.  20,  1892,  a  release 
was  given  to  the  Commonwealth  by  Sarah  T.  Hewes,  which 
is  recorded  with  Middlesex  South  District  Deeds,  book  2167, 
page  273,  of  rights,  privileges  and  easements  in  land  lying 
partly  in  Newton  and  partly  in  Watertown.  Emily  A.  and 
William  C.  Parker,  by  deed  dated  Jan.  6,  1893,  conveyed 
to  the  Commonwealth  rights,  privileges  and  easements  in 
and  to  land  in  that  part  of  Newton  called  Newtonville, 
which  deed  is  recorded  in  Middlesex  South  District  Deeds, 
book  2170,  page  388,  and  is  accompanied  by  a  release  to  the 
Commonwealth  from  the  Newton  Savings  Bank,  the  mortga- 
gee, recorded  in  Middlesex  South  District  Deeds,  book  2170, 
pages  385  and  386.  John  C.  Chaffin,  by  deed  dated  Jan. 
12,  1893,  conveyed  similar  rights  in  land  of  his  at  Newton- 
ville, said  deed  being  recorded  in  Middlesex  South  District 
Deeds,  book  2170,  page  386.  Joseph  W.  Pearson  and  Han- 
nah E.,  his  wife,  in  her  own  right,  conveyed  by  deed  dated 
Jan.  28,  1893,  and  recorded  in  Middlesex  South  District 
Deeds,  book  2177,  page  81,  rights,  privileges  and  easements 
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in  land  in  Newton,  and  Jonathan  W.  Bemis,  by  deed  dated 
March  1, 1893,  recorded  in  Middlesex  South  District  Deeds, 
book  2177,  page  226,  released  to  the  Commonwealth  rights, 
privileges  and  easements  in  his  land  in  Newton,  included  in 
the  description  or  taking  made  by  this  Board,  recorded 
March  24,  1891,  in  the  above  registry.  The  latter  deed  is 
accompanied  by  a  release  from  Theophilus  Frye,  a  lessor  of 
part  of  this  estate,  to  the  Commonwealth  of  all  claims,  de- 
mands, actions  and  causes  of  actions  whatsoever  arising 
from  the  construction,  operation  and  maintenance  of  the 
sewer.  Clarence  W.  Jones,  trustee  for  Annie  L.  Jackson, 
and  the  said  Annie  L.  Jackson,  by  deed  dated  March  6, 
1893,  released  to  the  Commonwealth  rights,  privileges  and 
easements  in  and  to  a  certain  parcel  of  land  in  Watertown, 
their  deed  being  recorded  in  Middlesex  South  District 
Deeds,  book  2182,  page  316. 

The  Butchers'  Slaughtering  and  Melting  Association,  by 
W.  F.  Warren,  treasurer,  duly  authorized  by  vote  of  the 
stockholders,  conveyed  to  the  Commonwealth  by  deed  (re- 
corded, Suffolk  Registry,  book  2152,  page  241)  certain 
rights,  privileges  and  easements  in  a  portion  of  a  certain 
estate  on  Western  Avenue,  Brighton,  known  as  the  Charles 
Eiver  Hotel  estate,  included  in  the  taking  made  by  this 
Board  March  7,  1891,  said  portion  containing  the  sewer, 
with  land  sufficient  for  its  operation.  In  part  compensation, 
this  Board  released  to  said  Association  all  that  portion  of 
this  estate  included  within  the  said  taking,  and  not  described 
in  said  deed.  Parties  upon  this  line,  with  whom  no  agree- 
ment as  to  the  amount  of  damages  sustained  were  made, 
have  brought  actions  against  the  Commonwealth,  claiming 
that  they  are  injured  by  the  taking  of  their  respective 
estates  and  property,  and  the  same  are  now  pending  in  the 
Superior  Court  in  Suffolk  and  Middlesex  counties  as  fol- 
lows :  — 

Suffolk  County.  —  Frederick  Ayer,  land  in  Boston  adjoining 
Back  Bay  Fens ;  Francis  W.  Lawrence  et  al,j  trustees,  land  partly 
in  Boston  and  partly  in  Brookline  (St.  Mary's  Street)  ;  Francis 
W.  Lawrence,  St.  Mary's  Street;  George  Wheatland,  Jr.,  St. 
Mary's  Street ;  Boston  &  Albany  Railroad  Company,  land  comer 
of  Essex  Street  and  Commonwealth  Avenue,  Boston;  £ben  D. 


Digitized  by  VjOOQ IC 


22 


METROPOLITAN   SEWERAGE. 


[Jan. 


Jordan    (Beacon  Park),   Brighton;   Butchers'  Slaaghtering  and 
Melting  Association,  Brighton ;  John  E.  Cassidy,  Brighton. 

Middlesex  County.  —  Boston  &  Albany  Railroad  Company,  part 
of  location,  Newton ;  John  E.  Cassidy,  Newton ;  Walter  U.  Law- 
son,  Newton ;  George  F.  Livermore,  Newton ;  Albert  Brackett, 
Newton. 

The  claims  of  the  National  Construction  Company  for 
additional  compensation  for  the  construction  of  Sections  C 
and  D,  and  that  of  Jones  &  Meehan  for  similar  claims  on 
Sections  E,  F  and  G,  have  been  settled  and  releases  given 
by  these  parties  to  the  Commonwealth,  the  former  bearing 
date  of  July  5, 1893,  and  the  latter  the  date  of  July  31, 1893. 

The  towns  and  cities  embraced  within  this  system,  in 
addition  to  the  conne'ctions  stated  in  our  last  annual  report, 
have  made,  in  accordance  with  plans  approved  by  this  Board, 
connections  with  the  Metropolitan  sewer  as  per  accompany- 
ing table :  — 


Connections  made  with  the  Metropolitan  Sewer  in  the  Charles  Riwr 
Valley  from  Sept.  30,  1892,  to  Sept.  30,  1893. 


Datb. 

City  or  Town. 

Location  of  Connection.                 '     Slse. 

1S08. 

Boston, 

Huntington  Avenue  and  Parker  Street,     . 

16  inch. 

Oct.     8,    . 

Nowton, 

Near  Cheesecake  Brook,     .... 

24  Inch. 

Oct.   18.    . 
Oct.  28,    . 

Boston, 

Boston  (Brighton),    . 

Commonwealth  Avenue  and  St.  Mary's 

Street. 
Western  Avenue  near  Everett  Street, 

18  Inch. 
24  inch. 

1808. 

Jan.  27,    . 

Boston  (Brighton),    . 

Near  Salt  Creek, 

24  Inch. 

Feb.    3,    . 

Boston, 

Vila  Street, 

24  inch. 

May    2.    . 

Boston  (Brighton),    . 

Near  Parsons'  Brook, 

24  iDch. 

May  11.    . 

Newton, 

California  and  Said  streets,         .       .        .  j  10  Inch. 

May  12.    . 

Boston, 

Park  Commissioners'  Administration  Build-  6  Inch. 
Barker's  Starch  Factory 1  «  inch. 

May  26,    . 

Watertown, 

July    1,    . 

Boston  (Brighton),    . 

Near  Faneuil  Station {  15  Inch. 

Aug.  26,    . 

Boston  (Brighton),    . 

Rena  and  Beriram  streets,  .       .       .       .  |  15  Inch. 

Sept.  1,    . 

Newton, 

California  and  Dalby  streeta,      .       .        .  |  10  Inch. 

Sept.2«,    . 

Boston  (Brighton),    . 

The  Abattoir ,15  inch. 
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These,  with  the  connections  reported  in  our  last  annual 
report,  show  twenty-seven  connections  made  with  the 
Aietropolitan  sewer  by  the  towns  and  cities  embraced  within 
this  system,  which  are  distributed  as  follows :  Boston, 
six;  Brookline,  one;  Boston  (Brighton),  nine;  Watertown, 
four;  Newton,  six;  Waltham,  one. 

The  expenditures  upon  this  system,  including  ail  pay- 
ments on  account  of  contracts  during  the  twelve  months 
ending  Sept.  30, 1893,  but  not  including  expenses  of  operation 
which  are  particularly  stated  in  Table  D  of  the  Appendix, 
amount  to  $28,882.27.  This,  with  the  amount  previously 
reported,  $679,787.03,  makes  $708,669.30  as  the  total  ex- 
penditures to  date. 

Your  attention  is  called  to  tables  submitted  herewith  for 
matter  of  detail. 

During  the  year  $12,783.61  has  been  expended  that  is 
chargeable  to  both  systems  in  general,  which  amount,  added 
to  that  formerly  reported,  $15,997.21,  makes  $28,780.82  so 
spent  to  this  date.  The  expenditures  of  this  Board  to  date 
may  be  stated  concisely  thus  :  — 

North  Metropolitan  system, $2,834,526  12 

Charles  River  Valley  system, 708,669  30 

Both  systems, 28,780  82 

?3,671,976  24 

Engineering,  administrative  and  contingent  expenses,      .       126,804  16 

Total  expenditures  to  date,  ......  f  3,698,780  40 

GENERAL  — BOTH  SYSTEMS. 

The  year  passed  witnessed  a  catastrophe  which  at  first 
appeared  likely  to  cripple  the  work  of  the  Board.  The 
records  of  Friday,  March  10,  1893,  read  as  follows  and  tell 
the  story  concisely:  *' About  4.30  o'clock  this  p.m.,  fire 
broke  out  in  the  Ames  Building,  93  Lincoln  Street,  and 
before  it  could  be  controlled  consumed  said  building  with 
others  in  that  neighborhood.  Beyond  the  contents  of  the 
safes  in  the  offices,  the  property  belonging  to  the  Common- 
wealth was  destroyed.  The  lives  of  none  of  the  employees 
of  the  Board  were  lost  in  the  fire,  all  escaping." 
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When  the  safes  were  opened  the  books,  papers  and  docu- 
ments therein  were  found  to  be  water-soaked,  but  most  of 
them  were,  when  dried,  legible  and  were  made  presentable 
by  re-binding.  An  invoice  book  and  letter  book  which  were 
in  use  at  the  time  of  the  fire  were  destroyed.  Two  state- 
ment books,  classifying  expenditures,  the  one  by  localities 
and  the  other  by  the  month,  and  a  journal  and  ledger, 
were  so  much  damaged  that  they  could  no  longer  be  used. 
The  Board  t^en  immediately  proceeded  to  look  for  new 
quarters  and  engaged  rooms  in  the  Walker  Building,  110 
Boylston  Street,  for  one  year,  with  the  privilege  of  termi- 
nating the  lease  August  31,  by  thirty  days'  notice,  or  upon 
the  last  day  of  any  month  subsequent.  The  annual  rental 
is  $3,050,  payable  in  equal  instalments  upon  the  first  day  of 
each  month. 

The  annual  meeting  of  the  Board  was  held,  as  provided 
by  the  act,  on  the  first  Monday  of  February  (February  6), 
1893,  and  Hosea  Kingman  of  Bridgewater,  who  had  been  re- 
appointed by  the  Governor  and  confirmed  by  the  Council, 
was  chosen  chairman,  and  Edward  P.  Fisk  of  Boston,  clerk. 

The  Appendix  contains  tables  showing  in  detail  the  re- 
ceipts and  expenditures  for  the  year ;  also  the  assets  and 
liabilities  at  date. 

HOSEA  KINGMAN, 
TILLY  HAYNES, 
HARVEY  N.  COLLISON, 

Metropolitan  Sewerage  Commissumers. 
Boston,  Oct.  1,  1893. 
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REPORT  OF  THE  CHIEF  ENGINEER. 


Boston,  Sept.  SO,  1893. 

HosEA  Kingman,  Tilly  Haynes,  Harvey  N.  Collison,  Metropolitan 
Sewerage  Commissioners, 
Gentlemen  :  —  The  work  of  construction  on  the  North  Metro- 
politan Sewerage  System  began  in  May,  1890,  three  and  one- third 
years  ago.  Since  that  time  the  work  has  been  continuously  pros- 
ecuted, even  the  winter  months  showing  some  progress.  Work  on 
the  Charles  River  Valley  System,  for  the  towns  of  Waltham,  Water- 
town,  Newton,  Brighton,  Brookline  and  part  of  Boston  proper,  was 
begun  in  June,  1890.  The  system  was  completed  in  the  winter  of 
1891-92,  and  has  been  in  operation  ever  since.  Detailed  accounts 
of  the  work  on  both  systems  up  to  one  year  ago  have  been  given 
in  the  preceding  annual  reports.  The  parts  completed  at  this  date 
(September  30),  the  parts  in  process  of  construction  and  the  parts 
yet  to  be  entered  upon  can  be  most  readily  seen  by  an  examination 
of  the  annexed  map.  The  portions  remaining  to  be  done  and  on 
which  work  is  now  in  progress  (indicated  by  dotted  red  lines  on 
the  map) ,  are  :  About  one  thousand  four  hundred  linear  feet  of 
outlet  south  of  Deer  Island,  gaps  on  the  siphons  (Shirley  Gut, 
Belle  Isle  Inlet  and  Charlestown)  and  on  the  sand-catcher  at  Chelsea 
Creek,  with  parts  of  contract  sewer  sections  22,  27,  28,  29,  30,  37, 
41,  43,  44,  44},  45  and  46 ;  and  the  three  pumping  stations  (one 
each  at  Deer  Island,  East  Boston  and  Charlestown),  the  plant  for 
which  has  been  contracted  for  and  the  foundations  for  which  will 
soon  be  begun.  The  following  work  has  not  been  entered  upon 
(indicated  by  the  yellow  lines  on  the  map)  :  Sections  11,  31,  32, 
35,  38,  39  and  47,  and  gap  on  43J,  which  are  wholly  on  branches, 
and  the  siphon  at  Maiden  River. 

ASSISTANT   engineers,    CLERKS,    ETC. 

I  subjoin  a  list  of  the  names,  and  principal  duties  rendered,  of 
most  of  those  who  have  assisted  me  during  the  past  year.  The 
number  is  greater  than  in  any  preceding  year.  This  is  partly  on 
account  of  more  extended  construction  work,  and  partly  on  account 
of  the  fire  of   March   10,  which,  as  stated  elsewhere,  destroyed 
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many  of  our  plans,  instruments,  models  and  sketches.  In  a  short 
time  the  progress  of  the  work  towards  completion  will  render 
unnecessary  the  further  services  of  a  considerable  number  of  these 
gentlemen.  I  desire  to  here  express,  both  to  those  who  are  soon 
to  go  and  to  those  who  are  to  remain  for  a  longer  time,  my  high 
appreciation  of  their  valuable  services. 

Office  Assistants, 

Charles  H.  Swan,  Assistant  Engineer:  Studies  of  grades,  el evationB 
and  sizes  of  sewers,  positions  of  branches,  designs  for  structures,  etc. 

Sidney  Smith,  Assistant  Engineer:  Plotting  of  the  Charles  River  Etecord 
Plans.    Surveys  for  Sections  31,  82,  36,  43,  48J. 

WiNSLOW  Blanch ARD,  Assistant  Engineer:  Studies  regarding  pump- 
ing engines,  Shirley  Gut  siphon  and  smaller  structures. 

Alfred  N.  Wahlbero,  Draughtsman:  Laying  out  and  plotting  con- 
tract plans  on  various  sections,  including  studies  for  connections, 
etc. ;  making  land-taking  plans. 

William  W.  Lewis,  Assistant  Engineer:  Studies  and  draughting  on 
pumping  engines,  Shirley  Gut  and  Maiden  River  siphons  and  out- 
fall sewer. 

Paul  S.  Yendell,  Draughtsman:  Plotting  contract  and  land-taking 
plans,  special  structures,  etc. 

Frank  M.  SHv.uuks^  Assistant  Engineer :  Makingand  plotting  Surveys 
in  East  Boston  and  Winchester. 

Henrt  Cleary,  Draughtsman :  Plotting,  making  and  lettering  contract 
and  record  plans. 

Frank  J.  Nowkll,  Draughtsman  and  Photographer:  Making  plans, 
photographing,  etc. 

Alfred  F.  Bridgman,  Assistant  Engineer:  In  charge  of  office  records ; 
purchasing  supplies  and  making  miscellaneous  calculations  regard- 
ing the  work. 

Arthur  B.  Carter,  Clerk  and  Stenographer:  Stenographic  work; 
classification  of  land  and  other  claims  and  collecting  data  for  reports. 

Willlam  Gray,  Clerk:  Examining  and  checking  estimates,  bills  and 
pay-rolls. 

Burton  W   Torrey,  Clerk. 

Alfred  W.  Trefry,  Indexing  and  caring  for  plans. 

Frank  T.  Daniels,  Temporary  Draughtsman:  Work  at  Deer  Island. 

Alfred  Stebbins,  Jr.,  Temporary  Draughtsman ;  Plans  and  tracings, 
Shirley  Gut  siphon. 

Frank  A.  Emery,  Temporary  Draughtsman  and  Transitman:  Making 
and  plotting  surveys,  Charlestown. 

David  H.  Winslow,  Temporary  Draughtsman:  Copying  land-taking 
plans  at  registry  of  deeds  to  replace  those  lost  by  fire. 

Ambrose  H.  White,  Temporary  Assistant:  Surveys  in  Charlestown. 

John  H.  Gregory,  Temporary  Assistant :  Plotting  surveys  in  Charles- 
town. 

Nelson  A.  Hallett,  in  charge  of  testing  cement. 

George  J.  Reichenbacher,  testing  cement. 


Digitized  by  VjOOQ IC 


1894.]  PUBLIC  DOCUMENT— No.  45.  29 

Field  Assistants. 
AssiBtant  Engineers  in  general  charge  of  field  engineering  as  stated : 

WiLUAii  M.  Brown,  Jr. :  Sewer  sections,  except  the  outlet  and 
those  in  close  connection  with  siphons  and  pumping  stations  men- 
tioned below. 

Laurence  Bradford  :  Outlet  sewer  at  Deer  Island,  siphon  and 
sewer  connections  at  Shirley  Gut,  pumping  station  foundations  at 
Deer  Island. 

H.  H.  Marden,  Jr.:  Siphon  and  sand-catcher.  Belle  Isle  Inlet, 
and  the  sewers  connected  therewith ;  sand-catcher  and  siphon  at 
Chelsea  Creek  and  connecting  sewers ;  day  work  on  section  12 ; 
Charlestown  siphon  under  Mystic  Riyer ;  foundations  of  pumping 
station  at  East  Boston. 

Assistant  Engineer  Fred  V.  Fuller  (until  his  resignation  early 
in  March  to  accept  another  position)  had  general  charge  of  giving 
lines  and  grades  and  making  estimates  and  record  plans  on  sewer 
sections  12  (contract  work),  14,  16,  17,  23,  40  and  43. 

The  other  assistants  employed  in  the  field  are  mentioned  in  the 
detailed  account  of  the  sections  which  follows  and  which  is  in  the 
main  condensed  from  reports  received  from  the  assistant  engineers 
on  the  work. 

Detailed  Account  of  the  Sections. 

Ground  water  from  underdrains  has  been  usually  controlled  by 
drainage  pumps  operated  at  rectangular  wells  from  six  to  eight 
feet  square  at  the  surface,  located  against  the  sheeting  at  one  side 
of  the  sewer  trench.  The  sewer  has  been  heavily  reinforced  with 
concrete  in  the  vicinity  of  such  wells. 

To  prevent  the  movement  of  ground  waters  along  the  sewer, 
cnt-off  walls  have  been  built  at  intervals  of  about  one  thou- 
sand feet.  In  the  smaller  trenches  these  have  been  about  two  feet 
thick,  and  in  the  deeper  and  wider  trenches  from  three  to  four 
feet  in  thickness,  usually  of  Rosendale  and  sometimes  of  Portland 
concrete.  They  have  entirely  surrounded  the  sewer  and  extended 
from  one  foot  below  the  underdrain,  which  they  cut  off,  to  the 
ordinary  height  of  the  ground  water,  say  from  three  to  six  feet 
below  the  surface,  and  in  width  to  from  one  to  two  feet  outside 
the  lines  of  the  trench.  To  insure  contact  between  the  earth  and 
concrete,  all  timber  from  the  trench  has  been  taken  out  about  the 
cut-offs. 

The  diameters  of  the  sewers  hereinafter  given  are  those  named 
in  the  contracts.  In  actual  construction  they  have  frequently  been 
slightly  enlarged  for  various  reasons. 

The  cost  data  in  each  instance  is  the  cost  to  the  Commonwealth. 
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Section  1   (Day  Work),  Outlet  Deer  Island. 

Location.  —  From  a  point  about  60  feet  inside  of  high  water  line,  on  the  sonth-west- 
eriy  shore  of  the  Island,  following  the  westerly  side  of  Deer  Island 
Spit  to  a  point  about  opposite  the  Deer  Island  Spit  light. 

Length  of  section,  about 1,950  feet. 

Diameters  of  sewer  6  feet  2  inches. 

Asiistants. 
Superintendent :  Charles  O.  Craib. 
Foreman :  B.  L.  Sykes. 
Transitmen:  Principal  —  Frank  E.  Winsor. 

"  Assistants  —  Nathan  B.  Wilber,  George  A.  Winsor,  Daniel  J.  SnliSTan. 

Trench. 

Length  completed, 526.00  feet. 

Average  depth  of  excavation  to  bottom  of  underdrain,      .       .       •  14.00    *' 

Greatest  depth  of  excavation  to  l)Ottom  of  underdrain,      .       .       .  20.00    '* 

Average  width  top  of  trench, 11.67    •* 

Average  width  bottom  of  trench 10.00    « 

Cubic  yards  excavation  per  linear  foot,  6.60. 

Approximate  cost  of  trench  to  date  per  linear  foot,  including  coflbr- 

dam,  sheeting  left  in,  excavation  and  refilling  below  masonry, 

baclcfllling,  etc,  $44.00. 

Character  of  Earth  Excavation.  —  Sand  and  gravel,  with  a  little  clay  io  sovDe 
places  at  the  bottom. 

Maeonry. 
Diameters  of  underdrain  laid  and  length  of  each  size  :  — 

Six-inch, 10  fbet. 

Eight-inch, 16    " 

Fifteen-inch 600    " 

Approximate  cost  of  masonry  to  date  per  linear  foot  of  trench,  including 

underdrain,  etc.,  $20.00. 
Length  completed, 450    ** 

Masonry  begun,  June  28, 1893,  and  is  now  (September  30)  in  progress. 

Approximate  cost  of  section  to  date  per  linear  foot  of  excavation  and  masonry, 
including  labor,  material  and  inspection,  coffer-dam,  and  miscellaneous  items,  $70 UN) 

Coffer-Dam,  —  The  surface  of  the  ground  for  the  first  hundired  feet 
of  the  sewer  for  this  section  is  above  high  water.  The  remainder 
of  the  surface  is  from  five  to  ten  feet  below  high  water,  which  has 
necessitated  building  a  coffer-dam  at  the  sides  and  outer  end  of  the 
trench  as  the  work  progressed.  The  cross-section  of  the  trench  is 
shown  in  an  adjacent  cut. 

The  excavated  trench  material  of  sand  and  gravel  has  been  used 
for  filling  in  the  coffer-dam,  but  as  there  has  not  been  enough  of 
this,  and  for  the  further  reason  that  it  is  too  porous  to  be  used 
alone,  a  quantity  of  suitable  material  has  been  bi*ought  from  the 
site  of  the  pumping  station.  The  round  pile  bents  are  six  feet 
apart  on  centres  and  are  capped  across  the  trench,  the  top  of  the 
bents  being  at  elevation   114.7.     The  last  hundred  feet  of  piling 
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has  been  spar-shored.  For  a  distance  of  about  three  hundred  and 
thirty-six  feet  beyond  high-water  line  two-inch  sheeting  was  us^d, 
and  four-inch  the  rest  of  the  way. 

Excavation.  — Work  was  begun  about  the  middle  of  June,  1893, 
at  the  shore  end  of  the  section.  The  method  of  operation  is  by  a 
travelling  derrick,  with  buckets  for  excavatiug  from  the  trench 
into  dump  cars.  The  dump  cars  are  emptied  at  the  coffer-dam  at 
the  sides  and  end  of  the  trench.  The  trench  has  now  been  exca- 
vated to  grade  for  a  distance  of  five  hundred  and  forty  feet.  The 
ordinary  progress  per  week  has  been  about  thirty-three  feet.  A 
nine-inch  centrifugal  pump  was  put  in  near  the  brick  sewer  built 
at  the  beginning  of  Section  2,  soon  after  the  work  of  excavation 
was  begun,  and  was  operated  continuously.  On  August  6  a  six- 
inch  centrifugal  pump. was  put  in  about  two  hundred  and  eighty 
feet  beyond  this  first  one,  and  on  September  15  a  second  one  of 
these  latter  pumps  was  put  in  the  same  well.  The  water  handled 
has  been  the  leakage  from  the  sea,  varying  with  the  tides.  The 
greatest  amount  pumped  per  twenty-four  hours  has  been  about 
1,100,000  gallons.'  A  pump  ^ell  and  platform  has  been  started 
about  five  hundred  feet  beyond  the  high-water  line. 

Foundation.  — The  concrete  surrounding  the  .brick  masonry  rests 
6n  the  mixed  gravel  and  sand  found  in  the  bottom  of  the  trench 
above  an  under  stratum  of  clay. 

Miscellaneous.  —  The  arch  of  the  sewer  consists  of  eight-inch 
brick-work  covered  by  concrete  up  to  the  level  of  the  bed  of  the 
sea.  Boulders  of  the  size  of  paving  stones  and  larger  are  imbed- 
ded in  the  upper  surface  of  the  concrete. 

Section  8^  (Day  Work),  Siphon  Shirley  Gut. 

Location.—  From  the  end  of  the  sewer  already  built  (end  of  Section  3) ,  on  the  northerly 
end  of  Deer  Island,  underneath  Shirley  Out  to  the  sewer  already  built 
(beginning  of  Section  4)  on  the  southerly  end  of  Point  Shirley,  Winibrop. 

Lengthof  section,  about 430  feet. 

Character  of  structures :  — 
9  foot  brick  sewer  on  Deer  Island  side  and  gate-chamber,  length,    .     84    *< 
Four  sections  pipe  ( j  inch  riveted  tank  steel  shell,  lining  of  three 
rings  brick-work ;  inside  diameter  of  shell,  8  feet  5  inches ;  inside 
diameter  of  brick -work,  6  feet '2  inches)  :  — 

One  cnnred  middle  section  (75  feet  radius),  length  of  arc,       .      61    ** 
Twocnnred  side  sections  (165  feet  radius),  length  of  arc,  each,      68    « 

One  straight  end  section,  length, 48    *< 

Two  man-holes  (straight  lengths  at  either  end  with  a  man-hole 
going  above  high  water,  to  be  cut  down  and  stopped  on  completion 

of  work),  length,  each, 12    ** 

Sand-catcher  (about  16  feet  by  16  feet)  and  branch,  length,  about   .     54    <* 
Six  feet  two  inches  drcnlar  brick  sewer,  length,  about      .       •       •     27    ** 
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Stats  Asiutants, 
Foreman :  Charles  G.  Craib. 
Engineering  Clerk :  Frederick  D.  Smith. 
Traniitmen:  Principal— Frank  E.  Winsor. 

"  AMistants— Nathan  B.  Wilber,  George  A.  Winsor»  Benjamin  F. 

SoUivan. 
Inspector  of  Dredging:  Daniel  J.  Snllivan. 

Princtpal  Furmshert  of  Matsrial  or  Labor, 
Pile  driTing :  Joeiah  Shaw. 
Pipe  Shell :  James  Rossell  Boiler  Works  Co. 

Putting  lined  pipe  on  rolls  and  moving  to  low-water  mark :  John  Caranagfa  &  Son. 
Dredging  trench :  Perkins  &  White. 

Diving  (making  joints,  inspecting  bottom,  etc) :  Hiram  W.  PhilUpt,  John  Stone, 
W.  D.  Dnncan. 

Bulkhead. 
Length  completed :  — 

Cribwork  and  embankment, 228.00  ftet. 

PUe  bulkhead, 239.00    " 

Maximum  height,  about 27.50    " 

Elevation  of  top  of  capping, •    112.70    *' 

Approximate  cost  of  length  completed,  faicluding  material,  labor,  etc  :— 

Cribwork  and  embankment, $1,973  00 

Pile  bulkhead, 6,233  00 

Work  begun,  May  25, 1893 ;  finished,  July  19, 1893. 

Dredged  Trench, 

Location.  —  Stxty-five  feet  westerly  from  bulkhead  and  parallel  to  it,  across  the  Gut* 

Length  completed, 264.00  feet 

Length  partly  dug  and  which  refilled  during  two  storms  latter  part 

of  August, 48.60  <« 

Average  depth  of  completed  trench,  natural  bed  of  Out  to  bottom 

ofexcavation, 14U)0  *' 

Greatest  depth  of  completed  trench,  natural  bed  of  Out  to  bottom 

ofexcavation, 20.00  ** 

Average  width  top  of  completed  trench 60.00  ** 

Average  width  bottom  of  completed  trench,      .  •      .       .       •       .  10.00  *< 
Depth  of  bottom  of  completed  trench  below  mean  high  water  :— 

Deer  Island  end, 18.00  «• 

Centre, 37.00  " 

Point  Shirley  end, 17U)0  " 

Total  approximate  cost  of  dredged  trench  to  date,  $4,664. 

Dredging  for  trench  proper  begun  July  17, 1893 ;  finished  Aug.  16, 1893* 

Character  of  Earth  .Sxcaoo^um.  —  Sand,  gravel  and  boulders. 

Pipe. 

Length  laid  (distance  between  points  on  surface),    .       .       .       •       •       240  feet. 

Weight  of  pipe  sections  in  air :  — 

Central  pipe 226,000  lbs. 

Carved  pipe,  Point  Shirley  side, 260,000   « 

Curved  pipe.  Deer  Island  side, 250.000   *< 

Straight  pipe.  Deer  Island  side, 176,000   « 

Approximate  cost  to  date  of  pipe  laid,  including  lining  with  masonry, 

material,  labor,  moving  to  low  water,  sinking,  connecting,  etc,       •  $21,210  00 
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Dates  of  laancbing,  floating  oot  Into  position  and  setting :  — 

Central  pipe, September  14. 

Conred  pipe,  Point  Shirley  side, **         28. 

Carved  pipe,  Deer  Island  side, **         29. 

Straight  pipe,  Deer  Island  side **         27. 

Approximate  cost  of  whole  section  to  date  (September  30),  inclnding  bulk- 
head, dredging,  pipe  and  miscellaneoas  items, 933,000  00 

Shirley  Gut  is  a  narrow  strait  separating  Deer  Island  from  Win- 
throp.  At  the  point  selected  for  the  sewer  it  is  315  feet  wide  at 
mean  high  water,  and  at  low  water  has  a  width  of  105  feet.  The 
very  swift  tidal  current  at  this  point  practically  never  ceases. 
Xhe  depth  of  water  at  mean  high  tide  in  the  middle  of  the  Gut  is 
about  twenty-five  feet.  It  was  necessary  that  the  sewer  passing 
under  the  Gut  (connecting  the  sewer  already  laid  on  the  Deer 
Xsland  side  with  that  on  the  Winthrop  side)  should  be  in  the  shape 
of  a  depressed  loop  or  siphon  having  its  axis  in  the  middle  of  the 
channel  way  about  twenty-two  feet  lower  than  the  axis  of  the 
sewer  on  the  Winthrop  side.  This  was  necessary  to  secure  safe 
construction,  and  in  order  also  not  to  impair  navigation,  and  it 
involved  digging  a  trench  from  twelve  to  twenty  feet  below  the 
bed  of  the  Gut.  On  account  of  the  uncertainties  and  risks 
involved  it  was  concluded  that  the  work  be  done  directly  under 
the  supervision  of  the  engineering  department,  instead  of  con- 
tracting for  it  as  a  whole.  It  was  decided  to  lay  a  single  line  of 
sewer,  such  as  described  in  the  tabular  statement  above.  The  use 
of  the  steel  shell  was  simply  for  strength  and  tightness  in  the 
process  of  laying.  It  is  not  necessary  for  the  steel  shell  to  prove 
permanent. 

A  branch  is  provided  on  each  side,  so  that  if  experience  in  the 
actual  maintenance  and  operation  shows  it  to  be  desirable  an  addi- 
tional line  can  be  laid  across  in  the  future  when  found  to  be 
necessary. 

The  first  step  in  the  work  was  to  build  the  above-mentioned 
bulkhead  to  stop  the  tidal  current.  This  permitted  a  dredge  to 
operate  in  still  water  to  excavate  the  necessary  trench,  and  pro- 
tected the  trench  long  enough  for  the  operation  of  laying  the  pipe. 
The  steel  pipes,  in  sections  of  48  to  68  feet,  as  noted  in  the  table 
already  given,  were  placed  near  high- water  mark  on  the  Winthrop 
shore.  They  were  lined  with  brick,  and  bulkheads  were  con- 
structed at  the  end  of  each  section.  These  bulkheads  were  eight 
inches  thick,  of  hard  pine  timber,  and  were  caulked  by  ship  caulk- 
ers, and  as  a  further  precaution  they  were  covered  with  sheets  of 
robber,  which  were  cemented  to  the  steel  outer  shells  of  the  sec- 
tions. The  bulkheads  were  strongly  secured  to  the  masonry  of 
the  pipes.     To  test  the  tightness  of  these  pipes  an  attempt  was 
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made  to  exhaust  the  air  from  the  interior  of  them  by  means  of 
steam  ejectors.  It  was  at  first  found  that  the  partial  vaconm,  as 
indicated  by  the  vacuum  gauge,  was  only  about  one  inch  of  mer- 
cury. The  rubber  sheets  were  then  taken  from  the  ends  of  the 
pipe  and  the  ends  covered  with  Portland  cement  mortar.  This 
mortar,  after  it  was  set,  was  painted  with  asphalt,  and  various 
joints  of  the  steel  shell  were  examined  and  leaks  found  and 
stopped  and  the  sections  made  practically  tight.  On  the  afternoon 
ebb  tide  of  September  13  and  the  morning  ebb  tide  of  September 
14  the  middle  section  was  moved  on  rollers  to  low-water  mark  bj 
building  movers.  In  the  meantime,  the  dredging  scow,  33  feet 
S  inches  wide,  79  feet  long,  6  feet  6  inches  deep,  had  been  fitted 
with  two  overhanging  trestles  or  sheers,  with  specially  made  blocks 
and  tackle  for  hoisting,  holding  and  lowering  the  pipe.  These 
sheers  were  placed  on  the  side  of  the  dredge  about  35  feet  8  inches 
apart,  and  so  arranged  that  they  could  be  later  moved  to  oUier 
appropriate  distances  for  handling  the  other  sections.  About 
12  :  30  p.  M.  on  September  14,  the  tide  then  lacking  about  one  hour 
from  high  water,  the  dredge  was  anchored  to  the  southward  and 
the  hoisting  tackle  was  attached  to  two  steel  rope  straps  which  were 
wound  around  the  sections  (in  grooves  in  wooden  lagging),  about 
fourteen  feet  from  each  end.  The  four  drums  of  the  two  hoisting 
engines  were  then  slowly  set  winding.  In  this  manner  the  pipe 
was  lifted  and  pulled  from  the  twelve-inch  square  timbers  and 
eighty  six-inch  diameter  hard-wood  roUera  on  which  it  rested. 
They  immediately  rose  to  the  surface,  covering  the  vicinity 
with  floating  wood.  The  dredge  and  the  pipe  were  then  pulled 
out  to  deeper  water,  and  the  pipe  lowered  a  few  inches.  It  was 
found  that  the  weight  of  the  pipes  in  salt  water  was  just  about 
that  calculated,  and  the  pipes  when  lowered  sank  nearly,  but  not 
quite,  to  submersion.  The  scow  and  pipe  were  then  moved  so 
that  the  latter  was  nearly  over  the  position  which  it  was  finally  to 
occupy.  As  will  be  seen  by  the  adjacent  drawing,  the  pipe  was 
bow-shaped.  When  moved  from  the  shore  to  near  its  final  posi- 
tion its  symmetrical  plane  was  horizontal.  This  plane  had  now 
to  be  revolved  ninety  degrees,  so  that  it  would  become  vertical 
with  the  concave  lines  of  the  pipe  uppermost.  This  was  done  by 
hoisting  on  two  ends  of  the  straps  and  lowering  on  the  other  two 
ends.  After  letting  some  water  into  the  pipe  through  a  small  gate 
provided  for  that  purpose,  and  increasing  its  weight  with  a  few 
sand  bags,  it  was  lowered  to  its  final  position,  and  rested  on  two 
cross-sills  which  had  previously  been  accurately  set  in  the  bottom. 
Its  true  position  in  plan  as  it  was  lowered  was  determined  by 
vertical  wires  which  were  stretched  from  points  on  the  middle 
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plane  of  the  pipe  to  pulleys  on  the  hoisting  rig.  Its  descent  to 
its  true  position  in  plan  was  facilitated  and  partly  brought  about 
by  two  ropes,  one  at  each  end  of  the  pipe.  These  ropes,  pass- 
ing under  pulleys  in  the  bottom  of  the  Gut  (in  the  exact  central 
line  of  the  sewer),  ascended  to  the  top,  were  led  to  the  scow,  and 
were  kept  in  tension  by  six  or  eight  men  to  each  rope.  The 
pipes  had  exterior  flanges  at  their  joints,  with  forty  holes  at  each 
joint  large  enough  for  one-inch  diameter  bolts.  Between  these 
flanges  were  placed  rubber  gaskets  three-quarters  of  an  inch  in 
thickness  and  three  and  one-half  inches  wide.  The  pipes  were 
bolted  together  by  divers.  Concentric  attachments  called  Angers 
were  placed  on  the  lower  parts  of  each  end  of  the  pipes  so  that 
the  adjoining  end  of  the  next  pipe  laid  would  of  necessity  occupy 
very  nearly  its  true  position  as  to  line  and  grade.  Many  other 
details  were  provided  to  compel  each  pipe,  though  out  of  sight,  to 
go  precisely  to  its  proper  place  and  to  give  evidence  above  the 
surface  that  this  was  being  accomplished.  All  these  devices 
resulted  in  reducing  the  work  under  water  to  the  lowest  prac- 
ticable terms.  Each  flanged  joint  was  finally  surrounded  by  a 
small  box,  and  this  box  was  filled  with  Portland  cement  grout. 
Later  these  joints  were  covered  over  with  clay  brought  in  scows.* 
Work  remains  to  be  done  (September  30),  in  connection  with  the 
pipes,  as  follows  :  Refilling  trench,  removing  Shirley  Gut  bulkhead, 
placing  temporary  manholes,  taking  out  pipe  bulkheads,  and  mak- 
ing masonry  liniug  continuous.  The  depth  of  the  backfilling  will 
nowhere  be  less  than  three  feet,  and  will  generally  be  from  five  to 
six  feet. 

The  various  assistants  and  foremen  connected  with  the  Shirley 
Gut  siphon  undertaking  took  great  interest  in  thinking  out  and 
discussing  with  the  writer  the  necessary  details,  and  the  success 
achieved  was  largely  due  to  their  intelligent  work.  The  latter 
statement  is  applicable  to  the  work  on  other  portions  of  the  Metro- 
politan system. 

Section  7,  Winthrof  and  East  Boston. 

Location,  —  From  a  point  about  300  feet  westerly  from  Pleasant  Street  Station,  on 
the  Boston,  Wlnthrop  and  Shore  Railroad,  across  Belle  Isle  Inlet  and 
Marsh  Island  to  a  point  on  the  marsh  in  East  Boston  about  100  feet 
easterly  fh)m  Riverside  Avenue. 

Length  of  section, 848  feet. 

Diameters  of  sewers  and  length  of  each  size :  — 
Main  sewer,  horse-shoe  shape,  8  feet  6  inches  by  9  feet  2  inches,        616    " 
Sand  catcher,  horse-shoe  shape,  16  feet  by  16  feet  6  inches,  .       .  84    *< 

Siphon  (three  parallel  lines  sewer,  each  6  feet  diameter),  and 
approaches  (pipe  chamber,  reducer  chamber),  etc.    ...        248    *< 
Contraetor$,  —  Trumbull  &  Ryan  of  Boston,  Mass. 

Contraetora*  Superintendent  and  Principal  Foreman  (Tear  ending  Sept.  30 1 1893 J, 
Charles  E.  Trumbull.  ^^  , 
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State  A$nMtant8  (Tear  ending  Sept.  30, 1693). 

iDipector :  B.  H.  Sumner. 

Tranaitmen :  Principals  —  £.  Elbert  Yoang,  Cliarlef  L.  Weeks. 

*<  AfsistantB  —  Wm.  H.  Boardman,  Jr. ;  Cliarles  Kincald. 

Trench, 


Main 

Sewer. 


Sand  Catcher 
and  Siphon 
Approachea. 


Siphon. 


Length  completed,  feet 

Average  depth  of  eicavation  to  bottom  of  trench,  feet,* 
Oreatest  depth  of  excavation  to  bottom  of  trench,  feet,* 

Average  width  top  of  trench,  feet 

Average  width  bottom  of  trench,  feet 

Volume  of  excavation  per  linear  foot,  cubic  yarda, 


510.00 
t.4» 
14.00 
17.20 
17.00 
4.00 


130.00 
12.88 
16.00 
30.30 
31.10 
15.02 


73.00 
U.OO 
14.00 
22.67 
20.38 
10.06 


*  The  deptha  given  In  the  above  table  are  mmunred  from  the  bottom  of  Belle  lale  Inlet. 
The  bottom  of  the  trench  at  its  greateat  depth  la  about  nineteen  feet  below  low  water. 

Approximate  cost  of  trench  to  date  (September  30)  per  linear  foot,  indnding  coffbr- 
dam,  sheeting  left  in,  excavation  and  refllUog  below  masonry,  backfilling,  etc, 
•        may  be  distributed  as  follows :  ~ 

Main  sewer f  90  00 

Sand  catcher, 49  00 

Drop  to  siphon, 80  00 

Siphon, 78  00 

Character  of  Trench  Excavation. ^Btwer  proper:  river  mud,  fibrous  peat  and 
soft  clay.  Siphon :  sand  so  fine  that  92  per  cent,  went  through  a  sieve  having  2,500 
meshes  to  the  square  inch,  and  4  per  cent,  went  through  a  sieve  having  22,500 
meshes  to  the  square  inch. 

Masonry. 

Contract  price :  — 
Brick-work,  per  cubic  yard  (brick  and  cement  ftimisbed  by  the  Board),      $6  00 
Concrete,  per  cubic  yard  (gravel  and  cement  furnished  by  the  Board) »    .        2  00 
Squared-stone,  per  cubic  yard  (stone  and  cement  furnished  by  the  Board),      3  M 

Diameters  of  underdrain  laid,  and  length  of  each  size :  ~ 

6-inch  (in  some  places  two  lines), 467  feet 

lO-inch, 238    •* 

Approximate  cost  of  masonry  to  date  (September  80)  per  linear  foot  may  be  dis 
tributed  as  follows :  — 

Main  sewer, f22  00 

Sand  catcher  and  overflow, 77  00 

Siphon, 34  00 

Drop  to  Siphon  and  Oate-chamber 160  00 

Lengths  of  masonry  completed :  — 

Main  sewer, 372  feet 

Sand  catcher  and  drop  to  siphon, 130    " 

Siphon, 74    " 

Masonry  was  begun,  July  28, 1892 ;  and  is  now  (September  80)  in  progress. 
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Approximate  cost  of  eection  to  date  (September  30)  per  linear  foot  of  trench  and 
masonry,  including  labor;  nnderdrain,  fonndation  piles,  lumber  and  other 
Inspection,  and  material ;  miscellaneons  items,  may  be  distributed  as  follows :  — 

Main  sewer, f  58  00 

Sand  catcher,  . IM  00 

Siphon, 130  00 

Drop  to  Siphon  and  Gate-chamber, 270  00 

KoTB.  —  The  hiformation  regarding  Section  7  following  this  note,  relates  solely 
to  the  year  ending  Sept.  30, 1893.  For  a  description  of  the  work  performed  prior  to 
this  year,  see  the  fourth  annnal  report. 

Excavation^  Foundation^  etc,  — The  plant  for  the  work  has  con- 
sisted of  two  steam  derricks,  one  hand  derrick,  one  hand  pile-driver, 
one  floating  pile-driver,  two  six-inch  and  two  four-inch  centrifugal 
pumps,  six  hundred  feet  of  track,  six  cars  of  two  cubic  yards 
capacity  each.  The  derricks  have  been  used  for  excavation  and 
for  laying  stone  masonry.  Operations  have  been  carried  on  from 
each  side  of  the  inlet,  continuing  from  last  year's  work.  On  the 
west  side,  excavation  has  been  for  a  gate-chamber  and  incline  to 
siphon,  and  seventy-three  feet  of  siphon  trench,  a  total  length  of 
about  one  hundred  and  seventeen  feet.  The  average  progress  per 
week  on  the  siphon  trench  was  about  three  feet.  One  hundred  and 
twenty  feet  of  trench  has  been  dug  on  the  Winthrop  side  since 
August  7,  the  progress  averaging  about  twenty-three  feet  per  week. 
Pumping  has  been  done  directly  from  the  portion  of  the  trench 
where  work  has  been  going  on  by  means  of  two  six-inch  centrifugal 
pumps  and  one  of  four-inch.  During  the  time  of  the  greatest 
pumping  activity  it  is  estimated  that  water  was  pumped  from  the 
siphon  trench  at  the  rate  per  twenty-four  hours  as  follows  :  High 
tide,  2,160,000  gallons ;  low  tide,  720,000  gallons.  The  maximum 
amount  of  water  pumped  in  twenty-four  hours  from  the  main  sewer 
trench  was  about  120,000  gallons.  From  Jan.  19  to  March  19, 
1893,  work  was  shut  down  on  account  of  the  exposed  location  and 
severe  weather.  The  material  in  the  bottom  while  not  exactly 
quicksand,  still  presented  many  of  the  same  difficulties  in  the 
handling.  The  coffer-dam  put  in  by  the  contractor  consisted  of 
four  lines  of  sheet  piling  secured  and  guided  by  waling  pieces  fast- 
ened to  round  piles.  These  round  piles  were  driven  by  the  float- 
ing pile-driver.  A  photograph  showing  the  general  arrangement 
of  the  coffer-dam  was  given  in  the  report  of  last  year.  Sheeting 
was  driven  across  the  trench  at  intervals  of  about  forty  feet,  and 
excavation  was  done  in  the  shafts  thus  formed.  The  fineness  of 
the  sand  forming  the  bed  of  the  inlet  was  such  that  it  gave  great 
resistance  to  penetration  by  sheet  piling.  After  the  plank  had 
been  driven  about  five  feet  into  the  sand,  the  blow  from  a  hammer, 
2,200  pounds  weight,  failing  twenty  feet,  would  cause  a  penetration 
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of  one-quarter  of  an  inch.  Planks  taken  from  the  cross  bnlkhead 
were  frequently  broomed  for  four  feet  of  their  lower  lengths. 
Planks  were  also  found  sound  at  the  bottom  and  top  but  broomed 
and  offset  in  the  middle,  or  distorted  in  other  ways.  Apparency 
the  sand  packed  so  tight  around  the  bottom  of  the  plank  that  the 
resistance  to  penetration  became  greater  than  the  strength  of  the 
timber.  The  effect  of  the  hard  driving  was  seen  as  trench  exca- 
vation progressed.  Some  planks  projected  into  the  trench  and 
some  out.  The  grooves  were  opened  in  a  majority  of  cases.  At 
high  tide  sand  and  water  came  in  through  these  cracks  freely. 
The  method  of  overcoming  the  trouble  was  to  nail  boards  over  the 
cracks  as  rapidly  as  possible.  From  October  13  to  September  18 
there  were  twenty-one  occasions  when  this  inflow  was  not  stopped 
before  the  trench  was  flooded.  Each  of  these  inflows  usually 
caused  delay  of  greater  or  less  length,  from  a  few  hours  to  thirty- 
three  days,  but  usually  only  for  a  day  or  so.  The  last  four  flood- 
ings  which  occurred  (all  in  the  same  place)  were  due  apparently  to 
the  sheeting  of  the  coffer-dam  being  deflected  by  a  sunken  hulk. 
After  each  flood  the  space  between  the  inner  and  outer  sheeting 
was  filled  with  clay  or  mixed  clay  and  gravel,  enough  being  put  in 
each  time  to  stop  the  leaks  sufficiently  to  allow  the  pumps  to  empty 
the  trench.  This  operation  was  repeated  for  each  flooding. 
Foundation  piles  for  supporting  the  main  sewer  on  the  Wintbrop 
side  of  the  Inlet,  the  incline  to  the  siphon  and  the  gate-chamber, 
have  been  driven  for  a  length  of  one  hundred  and  twenty-five  feet. 
The  piles  for  the  western  half  of  the  main  sewer  have  been  driven 
six  piles  in  a  bent,  and  for  the  rest  ^ve  piles  in  a  bent,  —  the 
bents  being  four  feet  apart  and  the  average  length  of  the  piles 
below  cap  being  about  twenty-nine  feet.  The  platform  is  of  four- 
inch  spruce.  There  are  twelve  piles  in  the  bents  for  the  westerly 
gate-chamber  and  incline  to  the  siphon,  with  caps  of  spruce  twelve 
inches  square.  The  bents  are  four  feet  apart,  and  the  average 
length  of  the  piles  is  about  twenty-nine  feet. 

Miscellaneous,  —  The  concrete  used  in  the  siphon  was  mixed  io 
the  proportions  of  one  part  of  cement,  two  parts  of  sand,  three 
parts  of  crushed  brick. 

Section  10  (Day  Work),  East  Boston  and  Chelsea. 

Location,  —  From  the  site  of  the  proposed  pamping  station  at  East  Boston,  near  the 
Grand  Junction  Railroad  bridge  over  Chelsea  Creek,  thence  under 
Chelsea  Creek  between  the  Grand  Junction  Railroad  bridge  and  the 
Chelsea  Street  road  bridge,  to  a  point  on  Marginal  Street  near  Eastern 
Avenue,  in  Chelsea,  where  connection  is  made  with  Section  12. 
Length  of  section, 709  feet. 
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Cliaracter  of  Strnctures :  —  L«ngth. 

Siphon  (Tonnel)  6  feet  8  inches, 604  fset. 

Oate-chamber  and  Overflow  (gate  well,  16  feet  by  29  feet  hy  7  fleet; 

overflow  opening,  5  feet  by  10  feet), 38    " 

Sand  catcher,  15  feet  5  inches  by  16  feet  1  inch, 145    <* 

Redncer  (flrom  sand  catcher  to  main  sewer), 10    *< 

Main  sewer,  8  fbet  4  inches  by  9  feet  2  inches, 12    « 

AstistarUs. 
Saperintendent'of  tonnel  constroction :  Charles  A.  Haskin. 
Foremen:  tunnel  worlL  — Henry  Hertz,  John  Dofly,  Patrick  McCarthy,  P. 

Fitzgerald. 
Foreman ;  trench  work—  Charles  P.  Horton. 
Transitmen :  Principals  —  £.  Elbert  Toung,  Charles  L.  Weeks. 

**  Assistants  —  Wm.  H.  Boardman,  Jr. ;  Joseph  J.  Comfrey. 

Draughtsman :  F.  M.  Wilbar,  Percy  £.  Gifford. 

Tunnel  for  Siphon. 

Tunnel  Excavation, 

LeDgth  completed, 504.00  feet. 

ATerage  depth  below  level  of  ground  at  shaft  (El.  115),  to  bottom  of 

excavation. 52.90    " 

Greatest  depth  of  excavation  measured  to  bottom  of  snmp  at  shaft,      .      58.20    *< 

ATerage  width  of  excavation, 8.00    ** 

Cubic  yards  excavation  per  linear  foot,  2. 

Approximate  cost  of  excavation  to  date  (September  30)  per  linear  foot,  including  pro- 
portion of  shafts,  f  50.00. 

Approximate  Character  of  Excavation  in  Tunnel.  —  For  about  150  feet  firom  site  of 
proposed  East  Boston  pumping  station,  hard-pan ;  for  next  90  feet  or  so,  clay  with 
some  boulders ;  for  about  45  feet,  gravel  and  clay ;  for  about  100  fbet,  mainly  clay, 
with  a  little  silt;  for  about  30  fbet,  black  sand;  for  about  50  feet,  clean  sand;  for 
balance  of  distance,  the  sewer  tunnel  rested  on  sand,  with  silt  above. 

Tunnel  Masonry* 
Approximate  volume  of  brick-work,  Portland  cement  mortar,  per  linear 

foot,  where  used, 1.00  cub.  yd. 

Approximate  volume  of  concrete,  Portland  cement  mortar,  per  linear 

foot,  where  uped, 1.33    **     *• 

Approximate  cost  per  linear  foot :  — 

Brick  masonry f21  00 

Concrete  masonry, 16  00 

Length  completed :  — 

Brick  masonry, 442  fbet. 

Concrete  masonry, 57    " 

Masonry  begun,  Nov.  15, 1892 ;  finished.  May  4, 1893. 
Approximate  cost  of  tunnel  per  linear  foot  of  excavation  and  masonry, 

including  proportion  of  shafts, f  70  00 

Plant. 
One  incline. 

Tunnel  cars.  Capacity  at  90  rttvolntions. 

One  Ingersoll  air  compressor,  16  inches  by  24  inches,      .    350  cubic  feet  per  minute. 
One  Ingersoll  air  compressor,  18  inches  by  20  inches,      .    375  cubic  fbet  per  minnte. 
Three  upright  boilers,  45  inches  by  9  feet. 
One  Lidgerwood  bolster,  6  inches  by  8  inches. 
Elevator  and  appliances. 
One  4-inch  centrifugal  pump. 
One  No.  5  pnlsometer. 
One  8  inches  by  14  inches  by  12  inches  Blake pnmp.  (^ r^r^^]r> 
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Account  of  Construction.  —  As  stated  in  the  report  of  last  year, 
ground  was  broken  at  Shaft  No.  1  Sept.  26,  1892.  This  shaft 
was  located  between  the  track  of  the  Grand  Janction  railroad  and 
the  river  wall  of  Chelsea  Creek,  one  hundred  feet  from  the  lower 
end  of  the  section.  An  incline  was  used  in  digging  this  shaft,  as 
was  also  the  case  in  the  other  shaft  to  be  mentioned  later.  The 
location  of  the  shaft  rendered  the  sinking  very  difficult.  The 
small  space  between  the  railroad  and  the  river  made  it  impossible 
to  get  far  enough  away  to  have  a  natural  dam  of  earth  be- 
tween the  shaft  and  the  creek.  The  retaining  wall  which  forms 
the  bank  of  the  creek  in  this  neighborhood  allowed  a  free  chan- 
nel for  water  from  a  distance,  and  made  it  impracticable  to  build 
an  earthen  dam  by  filling  outside  the  shaft.  On  this  account,  after 
the  shaft  had  been  commenced,  22  feet  by  24  feet,  and  carried 
down  15  feet  through  the  river  wall,  into  what  appeared  to  be 
sound  impervious  material,  it  was  continued  of  the  size  of  13  feet 
by  14  feet,  and  tongued  and  grooved  plank  were  extended  from 
this  point  to  the  surface.  The  space  between  the  planks  forming 
the  smaller  size  and  the  sheeting  of  the  original  size  was  filled  with 
fine  sand.  The  earth  at  the  depth  of  18  feet  was  coarse  and 
admitted  water  freely,  making  it  necessary  to  work  by  tides.  To 
shut  off  the  water  from  the  porous  streaks,  grout  made  of  neat 
cement  was  poured  behind  the  sheeting,  and  in  places  where  stones, 
etc.,  did  not  admit  of  the  excavation  being  true  to  the  lines  of  the 
sheeting  the  spaces  were  filled  with  rich  concrete.  The  shaft  was 
not  down  to  grade  until  November  9.  In  the  beginning  of  the 
<liggiDg  at  this  shaft  a  four-inch  centrifugal  pump  was  used.  When 
the  lift  became  too  great  for  this  a  five-inch  pulsometer  was  used. 
In  driving  the  tunnel  the  material  was  loaded  in  cars  at  the  heading 
and  run  to  the  shaft.  The  cars  were  hoisted  to  the  surface  by 
the  cage,  run  on  a  horizontal  track  elevated  seven  feet  above  the 
surface  of  the  ground  and  dumped  into  carts.  From  this  Shaft 
No.  1  two  headings  were  worked ;  the  southerly  about  eighty 
feet,  where  it  met  the  heading  from  Shaft  No.  3 ;  the  northerly 
heading  about  404  feet,  where  connection  is  made  with  the  gate 
chamber.  November  10  excavation  in  the  north  heading  com- 
menced, and  November  15  masonry  was  commenced.  On  Novem- 
ber 19  excavation  in  the  south  heading  was  begun,  followed  by 
masonry  two  days  later.  November  27,  on  commencing  to 
excavate,  35  feet  from  the  shaft  in  the  north  heading,  a  pocket  of 
sand  showed  in  the  roof,  and  water  and  sand  flowed  in.  The 
heading  was  bulkheaded,  and  left  until  an  air-lock  could  be  put  in, 
and  work  resumed  using  air  pressure.  Work  continued  on  the 
east  heading  until  December  4.     At  midnight,  December  4  and  5, 
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the  water  from  the  creek  broke  into  the  shaft,  flooding  the  work. 
December  10  the  shaft  was  pumped  down  by  the  Blake  pump. 
The  break  was  located  from  thirty-three  to  forty-two  feet  from  the 
top,  south-west  side.  Apparently  the  water  had  forced  its  way 
43lowly  behind  the  timbers  and  a  greater  hydrostatic  pressure  had 
resulted  than  the  timbers  could  withstand.  The  break  was  repaired 
December  24,  and  the  shaft  was  cleaned  out  by  December  30.  To 
prevent  any  further  possibility  of  an  accident  of  this  kind  occurring, 
a  lining  of  concrete,  having  an  oval  opening  7  feet  8  inches  by  8 
feet  8  inches,  was  built  in  the  shaft.  Work  was  resumed  on  south 
heading  January  15.  January  17  putting  in  the  air-lock  was 
begun  in  the  north  heading.  This  air-lock  was  in  January  26, 
and  excavation  under  air  pressure  then  commenced.  January  20, 
a  second  shaft,  called  No.  3,  was  commenced  near  the  site  of  the 
proposed  East  Boston  pumping  station.  The  shaft  was  down 
February  28.  On  the  same  date  a  heading  was  started  northerly, 
and  March  4,  at  9  a.m.,  it  met  the  heading  from  Shaft  No.  1. 
While  driving  the  tunnel  a  No.  5  pulsometer  pump,  running  about 
one-half  the  time,  took  care  of  all  the  water.  The  estimated 
maximum  amounts  of  water  pumped  in  twenty-four  hours  from 
«haft  and  tunnel  were  respectively  580,000  and  65,000  gallons. 
March  13  the  masonry  between  Shafts  1  and  3  was  completed. 
The  work  in  the  north  heading  from  the  time  of  putting  on  air 
pressure  progressed  well.  Ordinarily  it  was  found  necessary  to 
support  the  roof  only.  Plates  were  put  in  from  the  springing  line 
of  the  arch,  every  alternate  foot  or  ring.  While  the  excavation 
was  hard-pan  the  circumferential  length  of  one  ring  was  nine  feet ; 
of  the  next,  twelve  feet.  In  the  fine  sand  and  silt,  all  the  rings 
measured  twelve  feet.  The  length  of  each  ring,  measured  on  the 
line  of  the  tunnel,  was  one  foot,  t.  e.,  the  width  of  the  plates. 
Between  Sta.  2  +  21  and  Sta.  2  +  31,  the  gravel  and  clay 
under  the  action  of  water  worked  into  a  jelly-like  condition. 
The  invert  was  here  covered  with  two-inch  planks,  forming 
a  cradle  three  feet  four  inches  wide.  In  the  bottom,  Sta. 
2  +  31  to  Sta.  2  +  40  steel  plates  were  used  to  form  the  cradle. 
Between  Sta.  3  +  35  and  Sta.  3  +  43  the  clay  was  soft.  In 
this  bottom  a  cradle  of  planks,  four  feet  eight  inches  wide,  was 
pat.  Better  progress  was  made  through  clay  than  through  hard- 
pan,  and  better  progress  through  sand  or  silt  than  through  clay. 
The  method  of  bracing  was  to  excavate  the  roof  of  exact  shape 
and  hold  it  by  plates  made  of  one-eighth  inch  steel  curved  to 
proper  radius,  three  feet  long  and  one  foot  wide.  The  edges 
of  the  plates  were  reinforced  with  two-inch  by  one-quarter  inch 
angles,  through  which  bolts  were  passed  to  fasten  together  adjacent 
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plates.  These  were  held  up  by  spruce  braces  which  were  taken 
out  as  masonry  was  built.  The  bottom  of  the  excavation  was 
usually  dug  so  as  to  fit  the  masonry.  The  tunnel  for  nearly  its 
whole  extent  was  lined  with  brick-work  laid  in  Portland  cement 
mortar.  The  theoretical  thickness  was  twelve  inches.  In  the  arch, 
however,  owing  to  variations  in  carrying  the  alignment,  the  thick- 
ness was  often  exceeded.  Frequently  where  loose  material  was  in 
the  roof  a  plate  would  get  slightly  canted  in  being  placed.  This 
would  have  the  effect  of  throwing  the  next  plate  upward,  and 
before  the  tendency  to  rise  was  discovered  it  sometimes  happened 
that  the  roof  was  a  foot  too  high.  No  underdrain  was  used 
in  the  tunnel.  At  the  north  heading,  where  compressed  air 
was  used,  the  pressure  was  utilized  to  carry  off  the  water.  An 
iron  pipe  one  and  one-half  inches  in  diameter  was  carried  through 
the  lock,  and  extended  to  the  heading.  At  the  heading  was  an 
ordinary  stop-cock  and  a  short  piece  of  suction  hose.  Dropping 
the  end  of  the  suction  hose  into  what  water  had  accumulated  in 
the  heading,  and  opening  the  stop-cock,  the  pressure  forced  the 
water  to  the  shaft.  The  headings  between  Shafts  1  and  3  met 
without  any  measured  error.  This  part  of  the  tunnel  was  on  a  curve 
of  eighty  feet  radius,  and  the  line  was  carried  by  offsets  from  chords 
forty  feet  long.  The  heading  between  Shaft  No.  1  and  the  gate- 
chamber  struck  the  sheeting  of  the  gate-chamber  excavation  .OlS 
feet  to  the  right  of  line.  The  base  from  which  this  was  run 
measured  5.66  feet,  and  was  in  a  shaft  continually  dripping 
water.  The  tunnel  was  lighted  by  incandescent  electric  lamps. 
At  a  point  half  way  across  Chelsea  River,  where  the  roof  was  thin, 
an  iron  plate  bound  with  angle  irons  and  extending  twenty  inches 
below  the  crown  of  the  arch  was  put  in.  The  object  of  this  was 
to  make  a  diaphragm,  behind  which  an  air  chamber  would  form, 
thus  allowing  the  men  to  reach  the  lock  with  their  heads  above 
water  should  a  break  occur  at  the  heading. 

ATerage  progress  per  week  in  tunnel  under  pressure,     •       •       •       .       24.8  feet. 
Average  progress  per  week  in  open  tunnel  from  Shaft  1,        •       .       .       18.0    ** 
Average  progress  per  week  in  open  tunnel  from  Shaft  8,         •       .       .       13.0    " 

It  was  thought  that  rapid  progress  in  tunnelling  under  the  river 
would  be  safer  than  slow  progress.  The  more  promptly  the  plates 
were  put  in  the  less  liable  was  the  earth  roof  to  become  demoral- 
ized. For  this  reason  an  extra  payment  was  made  to  those  in 
charge  of  tunnelling  when  progress  exceeding  an  average  of  three 
feet  per  day  for  a  month  was  made. 
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Sand  Catcher,  Etc. 

Trenoh, 

Length  completed, 161  feet. 

Ayerage  depth  of  excayation  to  bottom  of  pile  caps,       ....  21    ** 

Greatest  depth  of  excayation  to  bottom  of  pile  caps,       ....  29    <* 

Cabfc  yards  excayation  per  linear  foot,  26. 
Approximate  cost  of  excayation  per  linear  foot,  incIadlDg  sheeting  left  in,  excavation 

and  refilling  below  masonry,  $50. 

Character  of  Earth  Excavation,  —  Ontsidt  of  sea-wall,  downward  firom  surface, 
aboat  two  feet  of  river  mad,  aboat  eight  feet  of  silt,  then  about  seyen  feet  of  mixed 
sand  and  silt;  inside  of  sea-wall,  downward  from  sarface,  about  four  feet  of  grayel* 
about  eight  to  ten  feet  of  peat,  about  ten  feet  of  silt,  then  about  seven  feet  of  mixed 
sand  and  silt. 

Plant. 
One  steam  derrick. 
One  incline. 
One  pile  driyer. 
One  6-inch  centrifugal  pump. 

One  duplex  steam  pump,  8  inches  by  8J^  inches  bj  12  inches. 
Three  small  steam  pumps. 

Account  of  Construction.  —  The  cross-section  of  the  sand  catcher 
is  similar  to  that  shown  for  Section  7  on  page  62  of  the  fourth 
annual  report.  Work  was  commenced  Oct.  14,  1892,  by  driving 
round  piles  for  a  coffer  dam  around  that  portion  which  was  outside  of 
the  sea  wall  which  forms  part  of  the  causeway  leading  to  the  bridge. 
An  open  cut  was  started  at  the  Chelsea  end  of  old  Chelsea  bridge 
on  the  date  just  mentioned.  The  natural  earth  in  this  locality  is 
very  Ae  sand,  kept  in  a  semi-fluid  condition  by  water  which  rises 
from  an  underlying  stratum  of  gravel  as  described  in  the  report 
for  Section  12.  To  overcome  this  condition,  two-inch  pipes  were 
driven  into  the  underlying  gravel  and  the  water  pumped  from 
it.  By  this  means  the  level  of  the  ground  water  was  lowered  from 
its  original  level  of  six  feet  below  the  street  surface  to  a  depth 
thirty-two  feet  below  the  level  of  the  street.  Thirty  of  these  wells 
have  been  driven  in  all,  though  only  twelve  or  fourteen  were 
pumped  from  at  one  time.  The  close  proximity  of  the  sea-wall 
proved  a  source  of  trouble.  This  wall  was  founded  on  piles,  and 
underneath  was  a  free  passage  for  water.  Many  times  water 
broke  into  the  trench,  causing  delay.  No  underdrain  was  used. 
Ordinarily  a  small  steam  pump,  throwing  about  a  two-inch  stream, 
took  care  of  the  water  in  the  trench.  At  times,  however,  it  was 
necessary  to  use  the  steam  pump,  together  with  a  six-inch  centrifu- 
gal pump.  Pumping  was  from  the  bottom  of  the  trench.  The 
duplex  pump  was  used  for  pumping  from  the  driven  wells. 
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Btttmaied  Amount  of  Water  Pumped  in  24  Hourt/rom  Trench, 

Maximnra, 920,000  palkxit. 

MinlmiiRi, 69,000      ** 

ATerage, 276,000      ** 

Estimated  ordinary  amoant  of  water  pnmped  firom  driven  welli  in 
24  hoars, 130,000       '* 

The  Structure  is  supported  on  piles,  driven  in  bents  of  nine, 
four  feet  apart  on  centres.  These  piles  are  cut  to  an  arc  of  thirty 
feet  radius  so  as  to  make  a  concave  platform,  and  caps  made  of 
six  pieces  of  2-inch  by  12-inch  spruce  are  fitted  to  this  arc,  and 
bolted  to  each  pile  with  ^inch  by  24-inch  drift  bolts.  The  platform 
is  made  of  four-inch  spruce  planks.  The  piles  average  thirty-four 
feet  in  length.  There  have  been  numerous  slight  accidents  to 
men.  During  the  winter,  when  the  ice  covered  everything,  hardly 
a  day  passed  without  a  man  falling  overboard.  None  of  these 
men  were  hurt  seriously,  however.  One  serious  accident  occurred 
August  1 .  Joseph  Conroy ,  who  was  at  work  on  the  pile  driver, 
fell  into  the  trench  and  broke  his  wrist  and  four  ribs.  During  the 
winter  the  coffer-dam  was  completed  and  some  digging  done. 
There  was  a  delay  in  receiving  granite  for  the  gate-chamber,  and 
as  this  was  the  key  of  the  whole  work  the  balance  waited  with  it 
The  masonry  of  the  gate-chamber  and  overflow  has  been  com- 
pleted, together  with  about  eighty-nine  feet  of  that  of  the  sand 
catcher. 

Section  12  (Day  Work),  Chelsea. 

Location.-^ On  Marginal  Street,  for  a  distance  of  about  120  feet  sonthweste^y  from 
Eastern  Avenue. 
Character  of  Work:— To  excavate  for  and  partly  rebuild  about  94  feet  of  old 
sewer  and  to  build  about  22  feet  of  new  sewer. 
Diameter  of  sewer :  — 

8  feet  4  inches  by  9  feet  2  inches. 

Trench, 

Depth  of  excavation  to  under  side  of  pile  cap, 28.5  feet. 

Average  width  top  of  trench, 18  0    " 

Average  width  bottom  of  trench, 14.0    *' 

Cubic  yards  excavation  per  linear  foot,  15.0. 

Approximate  cost  of  section  per  linear  foot  of  trench  and  masonry,  including  driven 
wells,  piles  and  platform,  $M.OO. 

ExcavcUion.  —  In  the  third  and  fourth  annual  reports  an  account 
was  given  of  difficulties,  settlement  of  street,  demoralization  of 
trench,  delay,  and  settlement  and  cracking  of  sewer  already  built, 
caused  by  excavation  of  quicksand  in  the  trench  of  Section  12  near 
Eastern  Avenue.  The  work  so  injured  has  this  year  been  re- 
excavated  and  as  far  as  necessary  replaced,  and  a  short  length  not 


Digitized  by 


Google 


1894.]  PUBLIC  DOCUMENT  — No.  45.  45 

then  built  has  been  constructed  this  year.  Work  was  begun  July 
5 J  1893,  near  Eastern  Avenue.  As  already  described  in  the  above 
mentioned  annual  reports,  the  material  here  excavated  is  silt  con- 
sisting largely  of  very  fine  sand.  The  difficulty  in  excavating  the 
quicksand  was  caused  by  boiling  springs,  the  water  of  which  came 
from  a  coarse  stratum  about  fifty  feet  below  the  surface  of  the 
street.  In  the  fourth  annual  report  an  account  is  given,  with 
illustrations,  pages  71  to  73,  of  the  method  of  almost  completely 
removing  this  difficulty  by  sinking  wells  into  this  stratum  and 
lowering  the  head  of  water  below  the  bottom  of  the  trench  to  be 
excavated.  In  making  excavation  for  these  repairs  this  method 
was  again  resorted  to  with  complete  success.* 

The  amount  of  pumping  is  approximately  shown  as  follows  :  — 

Average  amount  of  water  pumped  from  the  pipe  wells  in  24  hours,     130,000  gallons. 
Average  araoant  of  water  pumped  fh)m  trench  in  24  hours,  .       .     106,000       ** 
Maximum  amount  of  water  pumped  fk'om  trench  in  24  hours,       .    260,000       <* 

The  excavation  was  slow  on  account  of  having  to  remove  the 
large  amount  of  bracing  and  timber  left  in  the  old  trench.  When 
the  former  trench  was  refilled  nearly  all  the  timber  used  in  bracing 
and  sheeting  had  been  left  in.  Making  another  trench  in  the  same 
place  required  considerable  caution  in  cutting  out  and  working 
around  this  old  timbering.  Starting  from  the  beginning  of  the 
work,  near  Eastern  Avenue,  the  condition  when  excavation  was 
finished  was  as  follows :  First  eleven  feet,  a  pump  well  had  been 
located  and  no  sewer  built.  Next  sixty-two  feet,  work  had  set- 
tled, and  in  some  places  had  cracked.  Next  eleven  feet,  sewer 
not  built.  Next  thirty-two  and  one-half  feet,  sewer  had  settled 
at  one  end  1.4  feet,  and  at  the  other  end  0.1  foot. 

Foundation. — The  pumping  operations  described  above  had 
been  so  effective  that  the  earth  in  the  bottom  of  the  trench  was  in 
almost  an  ideal  condition,  contrasting  very  strongly  with  that  when 
the  original  excavation  was  made.  At  the  time  when  the  trench  was 
open  in  1891,  an  iron  pipe,  one-inch  diameter,  twenty  feet  long, 
was  pushed  its  entire  length  below  grade  without  difiSculty.  This 
year  it  was  found  impracticable  to  drive  a  two-inch  plank  with 
a  heavy  sheeting  maul  more  than  ten  inches  into  the  sand.  An 
iron  crow-bar  dropped  from  the  top,  a  distance  of  twenty-six  feet, 
and  striking  fair  on  its  point,  it  did  not  penetrate  enough  to  enable 
it  to  stand  upright  in  the  bottom.     In  restoring  the  work  it  was 

*  A  patent  has  latelj  been  claimed  bj  the  man  who  superintended  driving  the 
wells.  The  plan  in  all  essential  particulan,  however,  had  been  devised  bj  the  writer 
and  his  assistants  before  either  had  ever  heard  of  him  or  any  of  his  worlc.  The  writer 
used  a  somewhat  similar  method  twenty  years  ago,  and  he  has  lately  learned  that 
a  method  precisely  like  that  described  was  used  by  the  Newton  city  engineer  in  1880. 


ioogle 


46  METROPOLITAN  SEWERAGE.  [Jan. 

decided,  since  no  settlement  had  taken  place  for  more  than  a  year, 
to  use  that  portion  of  the  work  already  in  which  had  settled  hat 
had  not  cracked,  as  a  platform  on  which  to  found  the  new  work. 
Where  the  old  work  was  found  to  be  cracked  it  was  taken  oat 
and  new  work  was  built  on  piles  and  platform. 

Section  12  (Contract  Work),  Chelsea. 

Location. -^In  Marginal  Street,  fh>tn  Eastern  Avenoe  to  aboat  forty  feet  weit  of 
Shawmnt  Street.  The  first  116  feet  included  masonry  which  hsd 
been  settled  and  cracked  by  quicksand  excavation.  Its  rebuikUng 
by  the  day  is  described  elsewhere  in  this  report. 

Length  of  section, 3,035  Act. 

Diameters  of  sewer,  8  feet  4  inches  by  9  feet. 
Contractor.  —  OHn  P.  Roberts  of  Cambridge,  Mass. 

Contractor* 9  Superintendent  (Tear  ending  Sept.  30, 1893 J.  —  Charles  G.  Craib. 
Contractor" »  Principal  Foreman  (Year  ending  Sept.  30, 1693).  — R.  G.  Craib. 

State  Ateiitante  (  Tear  ending  Sept.  30, 1893 J. 
Inspectors :  Francis  L.  Sellew,  James  E.  Coyne. 
Transitmen :  Principals  —  Hartley  L.  White,  Seth  Peterson. 

'*  AssistanU  —  Edward  S.  Foster,  Charles  Kincald,  Thomas  T.  Cass. 

Trench. 

Length  completed 8,036.00  fwt 

Average  depth  of  excavation  to  bottom  of  pile  cap,         ....      27.00    " 
Greatest  depth  of  excavation  to  bottom  of  pile  cap,         .       .       •       •     29  30    '* 

Average  width  top  of  trench, 14.80    *' 

Average  width  bottom  of  trench 12  70    ** 

Cubic  yards  excavation  per  linear  foot,  13.80. 

Approximate  cost  of  trench  per  linear  foot,  inclnding  sheeting  left  in,  excavation  and 
refilling  below  masonry,  backfilling,  pile  foundation,  etc.,  $19.00. 
Character  of  Barth  Excavation.  —  Beginning  of  section  to  Highland  Street,  five 
feet  of  street  filling  on  a  few  feet  of  peat  and  silt,  below  which  was  fine  sand  and 
silt ;  Highland  Street  to  Shawmut  Street,  alternate  strata  of  clay  and  gravel  below 
the  street  surfacing. 

Maeonry. 
Contract  price :  — 
Brick- work,  American  cement  mortar,  per  cubic  yard,        ....   $13  36 

Brick-work,  Portland  cement  mortar,  per  cubic  yard 14  41 

Concrete,  American  cement  mortar,  per  cubic  yard, 5  00 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 6  36 

Diameters  of  underdrain  laid  and  length  of  each  size :  — 

8.inch, 113  feet 

10-inch 8    •« 

12-inch 1,113    '• 

Approximate  cost  of  masonry  per  linear  foot,  including  underdrain,  etc.,  $22.00. 

Length  completed 3,014  tML 

Masonry  begun,  Aug.  4,  1891 ;  finished,  Feb.  2, 1893,  except  the  above  noted  por- 
tion rebuilt  by  the  day. 

Approximate  cost  of  section  per  linear  foot  of  trench  and  masonry,  Including  labor, 
material,  driven  wells,  inspection  and  miscellaneous  items,  $45.00. 

Note.  —  The  information  regarding  Section  12  following  this  note  relates  solely  to 
the  year  ending  Sept.  30, 1893.  For  a  description  of  the  work  performed  prior  lo 
this  year,  see  the  third  and  fourth  annual  reports. 
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Excavation.  —  The  work  was  carried  on  from  two  openingB. 
One  opening  (No.  1)  was  continued  from  about  one  hundred  and 
fifty  feet  east  of  Highland  Street  to  Highland  Street,  where  it  con- 
nected with  the  other  opening.  This  latter  opening  (No.  2)  was 
continued  from  about  two  hundred  feet  west  of  Charles  Street  to 
the  end  of  the  section.  The  excavated  material  in  opening  No.  1 
was  hoisted  from  the  trench  by  means  of  derricks  and  taken  back 
for  back-filling  by  means  of  tram-cars,  while  in  opening  No.  2 
like  work  was  done  by  a  trench  machine.  The  distances  covered 
by  the  operations  from  openings  Nos.  1  and  2  were  respectively 
one  hundred  and  fifty  and  four  hundred  feet.  In  opening  No.  1 
the  water  was  handled  with  a  six-inch  Blake  pump  attached  to 
wells  driven  along  the  trench  to  the  gravel  stratum  below,  a 
little  being  pumped  from  the  trench  itself  by  a  hand  pump.  In 
opening  No.  2  the  ground-water  was  handled  by  a  six-inch  cen- 
trifugal pump  at  a  point  about  three  hundred  feet  west  of  Charles 
Street  and  a  pulsometer  in  the  trench.  At  the  times  when  the 
greatest  amount  of  water  was  being  pumped  it  is  estimated  that 
the  quantities  pumped  at  openings  Nos.  1  and  2  were  respectively 
75,000  and  1,000,000  gallons  in  twenty-four  hours.  The  ordinary 
progress  per  week  in  opening  No.  1  was  fifty  feet ;  in  opening  No. 
2,  thirty  feet.  The  work  was  not  shut  down  at  any  time,  although 
for  two  weeks  in  January  but  little  was  done  owing  to  the  severely 
cold  weather. 

Foundation.  —  Between  Charles  Street  and  Shawmut  Street 
about  one  hundred  and  forty  feet  of  the  bottom  of  the  trench 
was  excavated  to  fit  the  invert  of  the  sewer.  Opening  No.  1  was 
in  quick-sand,  which  was  handled  by  removing  the  water  by  means 
of  driven  wells,  which  process  was  described  in  the  report  of  last 
year.  A  pile  foundation  for  the  sewer  was  put  in  from  Congress 
Avenue  to  Highland  Street.  The  piles  were  driven  in  five- pile 
bents  about  four  feet  apart  and  capped  with  ten-inch  by  twelve- 
inch  timbers,  which  formed  the  sills  of  the  four-inch  floor.  The 
piles  varied  in  length  from  five  to  twenty-seven  feet  below  the 
cap,  averaging  about  eighteen  and  one-half  feet. 

Difficulties.  —  A  spring  was  encountered  near  the  foot  of  Shaw- 
mut Street.  This  filled  the  trench  to  a  depth  of  about  six  feet 
and  delayed  work  on  the  masonry  for  about  two  weeks. 

Miscellaneous.  —  The  crown  of  the  arch  at  no  place  came  nearer 
the  surface  than  twelve  feet.  Some  of  the  surplus  earth  was  used 
for  filling  an  adjacent  marsh,  and  some  was  used  to  make  a  dyke 
for  protection  against  tidal  encroachments. 
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Section  14,  Chelsea. 

Location  —From  a  point  io  Marginal  Street  40  feet  west  of  Shawmnt  Street,  thioiij(h 
Marginal  Street  to  Hawthorn  Street,  thenoe  on  the  line  of  Marginal 
Street  extended  for  200  feet  throngb  priTate  land  to  near  Pearl  Street, 
thence  through  private  land  to  Chelsea  Square,  thenoe  through  Second 
Street  to  a  point  about  100  feet  north-west  of  Spruce! Street. 

Length  of  section, 3,445  feet. 

Diameters  of  sewers  and  length  of  each  size :  — 

8  feet  10  inches  (circular), 1,686  feet. 

8  feet  4  inches  bj  9  feet 1,749    " 

8  feet  2  inches  bj  8  feet  10  inches 110    *• 

Con^foctorx.  —  Metropolitan  Construction  Company  of  Boston,  Mass. 
Contractor*8  Superintendent  (Tear  ending  Sept,  30,  ISBSJ.—Qtorgd  W.  Judd. 
Contractor's  Principal  Foremen  (Tear  ending  Sept,  30, 1893 J :  — 
Trench—  William  Lindsey,  James  Long. 
Tunnel— Thomas  Murphy,  Colin  Cameron. 


State  AesistarUe  (Tear  ending  Sept.  30,  1893). 

Assistant  Engineer:  Seth  Peterson. 

Inspectors :  M.  F.  Garra,  James  J.  Conway,  John  D.  Collins,  James  £.  Coyne. 

Transitmen:  Principals  —  Seth  Peterson,  Fred  Brett. 

•«  Assistants  —  Charles  Kincaid,  Thomas  T.  Cass. 


Trench  and  Tunnel. 

Length  completed  of  trench  excavation, 1,862.00  feet. 

Length  completed  of  tunnel  excavation, 1,683.00  *' 

Average  depth  of  trench  excavation  to  bottom  of  nnderdrain,       .  28.60  ** 

Greatest  depth  of  trench  excavation  to  bottom  of  underdrain,       .  37.00  " 

Average  width  top  of  trench, 14  50  *■ 

Average  width  bottom  of  trench, 12.10  ** 

Average  depth  from  surface  of  ground  to  bottom  of  tunnel  under- 
drain   37.00  *« 

Greatest  depth  from  surface  of  ground  to  bottom  of  tunnel  under- 
drain,        46.60  " 

Average  width  of  tunnel  excavation, 11.10  ** 

Cubic  yards  trench  excavation  per  linear  foot,  14.60. 
Cubic  yards  tunnel  excavation  per  linear  foot,  4.20. 

Approximate  cost  of  trench  and  tunnel  per  linear  foot,  including  sheeting  left  in» 
excavation  and  refilling  below  masonry,  backfilling,  etc,  $28. 

Character  of  Earth  Excavation.  —  Approximate  cross-section  from  beginning  of 
section  to  ShurtlefiT  Street,  17i  feet  of  sand  and  gravel,  3  feet  of  clay,  sand.  The  sand 
was  quite  wet  up  to  about  3  fbet  above  water  line  of  sewer.  Sb  urtleflT  Street  to  Chelsea 
Square :  sewer  built  in  tunnel,  surrounded  by  clay.  Chelsea  Square  to  Chestnut  Street : 
tunnel,  sewer  first  surrounded  by  quiclc-sand,  later  clay  in  top  and  gradually  running 
down  until  it  finally  surrounded  the  sewer.  Approximate  cross-section  tram  Chestnut 
Street  to  Ash  Street :  1^  feet  of  surfacing,  4^  feet  of  sand  and  gravel,  day  to  about  3 
feet  above  water  line  of  sewer,  then  quiclisand.  Approximate  cross-section  from 
Ash  Street  to  end  of  section :  upper  8  feet,  sand  and  gravel,  then  3  feet  of  peat,  then 
clay ;  the  only  exception  being  that  gravel  took  the  place  of  the  latter  for  one  hun- 
dred feet  near  Spruce  Street. 
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Masonry. 
Contract  price :  — 

Brick-work,  American  cement  mortar,  per  cubic  yard,  trench,  . 

Brick-work,  American  cement  mortar,  per  cubic  yard,  tunnel,  . 

Brick-work,  Portland  cement  mortar,  per  cubic  yard,  trench,    . 

Brick- work,  Portland  cement  mortar,  per  cubic  yard,  tunnel,    . 

Concrete,  American  cement  mortar,  per  cubic  yard,  trench, 

Concrete,  American  cement  mortar,  per  cubic  yard,  tunnel, 

Concrete,  Portland  cement  mortar,  per  cubic  yard,  trench, 

Concrete,  Portland  cement  mortar,  per  cubic  yard,  tunnel, 
Diameters  of  underdrain  laid  and  length  of  each  size :  — 

4-inch, 48  feet. 

6-inch 1,223    " 

10-inch, 498    " 

12-inch, 1,303    " 

Approximate  cost  of  masonry  per  linear  foot  of  trench  and  tunnel,  including  under^ 

drain,  etc.,  $20.00. 

Length  completed,  trench, 1,809  feet» 

Length  completed,  tunnel, 1,686    '* 

Masonry  begun  in  tunnel,  April  14,  1892 ;  finished,  May  25, 1893. 
Masonry  begun  in  trench,  June  2, 1892;  finished,  August  14, 1893. 

Approximate  cost  of  section  per  liuear  foot  of  excavation  and  masonry,  including 
labor,  material  and  inspection,  and  miscellaneous  items,  $50.60.  This  may  be 
Increased  by  claims  now  pending. 

NoTB.— The  information  regarding  Section  14  following  this  note  relates  solely  ta 
the  year  ending  Sept.  80, 1893.  For  a  description  of  the  work  performed  prior  to 
this  year,  see  the  fourth  annual  report. 

Open  Cut  Work.  —  Operations  were  carried  on  from  two  openings 
by  means  of  trench  machines.  One  of  these  openings,  a  continu- 
ation from  last  year's  work,  extended  in  Second  Street,  in  front  of 
the  school-house,  to  near  Ash  Street,  a  distance  of  about  three 
hundred  and  twenty-four  feet.  The  ordinary  progress  per  week 
was  thirty  feet.  The  foundation  in  this  opening  was  quicksand, 
from  which  the  water  was  taken  by  means  of  driven  wells  sunk  to 
the  gravel,  as  described  in  the  report  of  last  year.  Connected 
with  these  were  three  six-inch  Worthington  pumps,  located  in  front 
of  the  school  house.  The  water  was  lowered  to  an  elevation  about 
one  foot  above  that  of  the  water-line  of  the  sewer,  which  so  reduced 
the  pressure  that  with  the  aid  of  the  underdrain  (the  water  from 
which  was  handled  by  a  pulsometer)  the  work  could  be  built. 
The  amount  pumped  was  estimated  to  be  about  600,000  gallons 
per  twenty-four  hours.  The  masonry  in  the  bottom  of  the  invert 
was  increased  to  twenty  inches  in  thickness.  The  school-house  on 
Second  Street,  near  Poplar  Street,  settled  about  one-inch  at  its 
south  corner,  and  the  block  opposite  on  Poplar  Street  settled  about 
one  and  one-half  inches  by  reason  of  the  movement  of  the  earth 
about  the  trench.     A  wooden  building  on  the  corner  of  Ash  and 
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Second  Streets  was  slightly  disturbed  from  the  same  cause.  The 
second  opening  was  started  March  21,  1893,  on  Marginal  Street 
at  Shurtleff  Street.  Operations  from  this  extended  to  the  beginning 
of  the  section,  a  distance  of  about*  five  hundred  and  forty-eight 
feet.  The  average  progress  per  week  was  about  forty  feet.  In 
the  beginning  of  the  work  here,  the  ground-water  was  handled  by 
a  six-inch  pump  and  pulsometer  located  about  half  way  between 
Magee's  Foundry  and  Phillips  &  Hodgdon's  coal  wharf.  After  a 
abort  time  an  eight-inch  pump  was  located  opposite  Magee's 
Foundry,  and  that  alboe  handled  all  the  water.  The  foundation 
for  all  the  open-cut  work  was  excavated  to  a  depth  of  about  six 
inches  below  the  bottom  of  the  masonry  and  refilled  with  gravel. 
Both  in  Second  Street  and  in  Marginal  Street,  local  sewers  have 
been  relaid  on  platforms  supported  by  posts  standing  on  piers 
built  upon  the  arch  of  the  Metropolitan  sewer. 

Tunnel  Work.  —  On  Second  Street  a  heading  was  started  from 
the  end  of  the  trench  toward  Broadway  Square.  The  end  of  the 
trench  which  was  used  as  a  shaft  was  about  fifty  feet  north-west 
of  Chestnut  Street.  When  the  sewer  had  been  built  some  sixty 
feet  in  this  heading  the  laying  of  the  masonry  was  stopped  for  a 
time  and  the  timbering  was  run  ahead  about  one  hundred  and 
sixty-five  feet  from  the  shaft.  Here  fine  running  sand  appeared 
in  such  quantities  that  it  was  thought  best  to  finish  the  work  to 
this  point  before  drifting  further.  For  a  distance  of  about  one 
hundred  and  thirty  feet  from  the  shaft  the  bottom  of  the  excava- 
tion was  shaped  to  fit  the  invert  of  the  sewer.  The  average  prog- 
ress to  this  point  was  16.7  feet  per  week.  The  sand  in  the  bottom 
then  became  very  troublesome,  and  it  seemed  dangerous  to  con- 
tinue excavating  lest  the  sand  should  run  from  underneath  the 
work  already  built  and  cause  it  to  settle.  Work  was  accordingly 
suspended  on  November  8.  On  November  10  came  a  very  heavy 
storm,  and  the  tunnel  was  flooded  by  water,  from  the  streets  and 
local  sewers,  coming  into  the  shaft  and  the  open  trench  in  the  rear. 
The  clay  on  which  the  timber  roof  was  supported  became  soft 
and  allowed  the  legs  in  the  drift  ahead  of  the  masonry  to  settle 
gradually  through  into  the  sand.  This  caused  the  street  sur- 
face to  settle  some  four  feet  for  a  length  of  thirty-five  feet. 
No  damage  resulted  from  this,  either  to  adjacent  buildings  or  to 
the  masonry,  beyond  pushing  out  of  place  a  few  bricks  at  the 
toothing,  by  the  lagging  doubling  and  breaking  as  the  timber  ahead 
settled.  From  the  end  of  the  masonry  already  built  to  the  Broad- 
way shaft  the  work  was  carried  on  under  air  pressure,  the  roof 
being  lined  with  fianged  curved  plates  bolted  to  each  other  sim- 
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ilar  to  those  used  at  the  Pearl  Street  shaft.  The  time  from 
Is^ovember  8  to  29  was  employed  in  constructing  air-locks  and 
placing  machinery.  On  the  29th  of  that  month  a  small  air  com- 
pressor was  started,  and  during  the  night  five  rings  of  plates  were 
put  in.  After  this  good  progress  was  made.  On  Jan.  6,  1893,  a 
second  compressor  was  added,  and  thereafter  both  were  run.  The 
work  went  on  until  February  9,  when  about  two  hundred  and 
thirty  feet  had  been  built  under  air  pressure  at  an  average  rate  of 
22.9  feet  per  week.  Meanwhile  the  character  of  the  earth  had 
been  gradually  changing,  and  about  this  time  the  sewer  passed 
wholly  below  the  top  of  the  stratum  of  quicksand.  The  escape  of 
air  was  then  so  great  that  the  necessary  air  pressure  could  not 
be  maintained,  and  on  the  11th  work  was  therefore  suspended 
until  another  compressor  could  be  obtained.  The  third  com- 
pressor was  started  on  the  17th,  and  with  the  extra  pressure 
thus  derived  another  section  about  fourteen  feet  in  length  was 
completed.  In  the  following  section,  however,  the  pressure  could 
not  be  maintained,  and  work  was  again  discontinued  on  the  21st 
until  machinery  of  greater  capacity  should  arrive.  On  March  5  a 
100-horse  power  vertical  boiler  and  two  more  large  compressors 
were  set  in  operation,  making  five  compressors  in  all.  These 
were  kept  running  to  the  end  of  the  work.  With  all  five  running, 
however,  the  excavation  could  only  be  earned  to  a  point  about  one 
and  one-half  feet  above  the  bottom  of  the  masonry,  the  ground 
below  this  being  saturated  with  water.  It  was  then  suggested 
that,  as  the  leakage  of  air  was  at  the  top,  the  air  might  be  held  in 
suflScient  quantity  to  allow  excavating  the  bottom  and  laying  the 
masonry  by  starting  as  low  as  possible  and  putting  in  a  concrete 
lining  to  the  sides,  roof  and  breast  of  the  heading.  This  method 
of  holding  the  pressure  was  successful.  It  was  then  tliought 
that  if  the  arch  was  built  first  the  same  result  might  be  obtained 
without  the  use  of  concrete,  and  this  proved  to  be  the  case* 
The  arch  was  built  on  wall-plates,  and  these  and  the  arch  were 
supported  by  braces  from  the  axial  or  needle-beam  in  the  same 
manner  as  were  the  plates.  The  invert  was  then  built  up  to 
the  wall  plates,  which  were  taken  out.  The  space  so  left  was 
filled  with  brick.  After  building  forty-six  feet  in  this  manner, 
clay  again  appeared  in  the  bottom  and  work  went  on  in  the  regu- 
lar way,  although  the  last  section  was  delayed  by  the  timbering 
driven  in  from  the  Broadway  shaft*  Through  the  quicksand 
tunnel  the  masonry  was  increased  from  twelve  inches  to  sixteen 
inches  in  thickness.  The  average  progress  for  the  last  one  hun- 
dred and  five  feet,  deducting  the  time  of  suspension  while  waiting 


Digitized  by  CjOOQ IC 


52  METROPOLITAN  SEWERAGE.  [Jan. 

for  compressors,  was  13.6  feet  per  week ;  or,  without  this  dedae- 
tioD,  9.5  feet  per  week.  The  average  for  the  whole  distance  built 
under  air  pressure,  counting  from  the  time  the  first  compressor 
was  started,  was  sixteen  feet  per  week.  The  cost  per  linear  foot 
of  completed  work  of  this  portion  (with  thicker  masonry)  was 
$56.60,  and  in  the  headings  where  compressed  air  was  not  used 
(with  thinner  masonry)  it  was  $46.37.  The  cost  is  that  to  the 
Commonwealth,  according  to  the  regular  estimates  for  payments 
to  the  contractors.  The  amount  of  air  compressed  is  roughly  esti- 
mated as  shown  in  the  following  table  :  — 

Approximate  Estimate  of  Air  Compressed. 


TlXB. 


Comp««o™     p^'U^SS. 


November  9  to  Jannary  0, 
JftDuary  6  to  February  17, 
February  17  to  March  6,     . 
March  6  to  April  25,    . 


1  '    Abont        13S 


330 

S50 

1,400 


Up  to  about  March  1  there  was  no  gauge  to  determine  the 
amount  of  air  pressure  in  the  headings.  After  that  date  the  gauge 
showed  a  pressure  of  from  three  to  six  pounds  per  square  inch, 
according  to  the  condition  of  the  heading,  the  maximum  being 
reached  at  the  completion  of  a  section  of  masonry.  After  the 
masonry  was  finished  the  air  was  kept  on  for  a  few  days  while 
some  holes  were  being  filled  which  had  been  cut  to  make  the  ex- 
periment of  grouting  over  the  arch.  During  this  time  the  smallest 
compressor  of  the  five  could  scarcely  be  run  slowly  enough  to  keep 
the  pressure  at  five  pounds  per  square  inch. 

There  was  one  fatal  accident  at  this  shaft,  which  occurred  as 
follows :  At  about  10  o'clock  in  the  forenoon  of  December  18  a 
loaded  car  was  brought  up.  Peter  Maginn  received  it  at  the  top 
and  pushed  it  from  the  elevator.  He  should  then  have  placed  the 
guard  chain,  but  failed  to  do  so.  Instead,  he  pushed  the  car  along 
the  run  to  the  dump  and  ran  it  back  empty  to  the  shaft,  from  which 
the  elevator  had  been  dropped.  Maginn  lost  his  balance  and  fell 
after  the  car  to  the  bottom  of  the  shaft,  sustaining  injuries  from 
which  he  died  in  the  hospital  in  the  latter  part  of  the  afternoon  of 
that  day. 

There  was  one  other  tunnel  heading  on  this  section  (a  continua- 
tion from  last  year's  work) ,  and  operations  in  it  progressed  east  a 
distance  of  about  one  hundred  and  twelve  feet  to  Shurtleff  Street 
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It  was  a  timbered  tunnel,  all  in  clay,  and  the  bottom  of  the  exea- 
Tation  was  shaped  to  fit  the  invert  of  the  sewer.  The  ordinary 
progress  per  week  was  about  twenty-five  feet. 

Section  16,  Everett. 

LoecUion.  —  In  Second  Street,  f^om  the  Chelsea  line  to  the  tracks  of  the  Eastern 
Division  of  the  Boston  &  Maine  railroad,  thence  westerly  on  the  south 
side  of  the  tracks  for  about  IJOO  feet,  thence  across  the  marsh  to 
Broadway  near  the  northerly  end  of  Bow  Street. 

Diameters  of  sewers,  and  length  of  each  size:  — 

8  feet  2  inches  by  8  feet  10  inches, 3,673  feet. 

5  feet  10  inches  by  6  feet  4  inches, 843    ** 

Contractors,  —  R.  A.  Malone  &  Son  of  Philadelphia,  Penn. 

Contractors*  Superintendent  (Tear  ending  Sept.  30,  1595.^  — Michael  Tallant. 

Contractors*  Principal  Foreman  (Tear  ending  Sept,  30, 1893,)  — James  Carroll. 

State  Assistants  (  Tear  ending  Sept,  30, 1893,) 

Inspectors :  Samuel  Coming,  Warren  A.  Rogers. 
Transitmen :  Principal  —  Paul  W.  Rowell. 

•«  Assisunts  —  Fred  Brett,  George  H.  Chase,  George  R.  Wlnslow. 

Trench, 


Larger 

Smaller 

Size. 

Sixe. 

Length  completed,  feet,* 

8,578.00 

843.00 

Average  depth  of  excavation  to  bottom  of  underdraio,  feet. 

20.10 

20.70 

Greatest  depth  of  excavation  to  bottom  of  underdrain,  feet. 

28.20 

26.20 

Average  width  top  of  trench,  feet, 

14.00 

0.70 

Average  width  bottom  of  trench,  feet, 

18.60 

9.00 

Volume  of  excavation  per  linear  foot,  cable  yards. 

9.10 

8.40 

Approximate  cost  of  trench  per  linear  foot,  including  sheeting  left  in. 

excavation  and  refilling  below  masonry,  baokfilling,  bonas 

paid  to 

contractors  on  accoant  of  dykes,  etc., 

$17  00 

$10.00 

*  Excavation  for  belLmoath  (irregnlar  shape)  was  also  made. 


Character  of  Earth  Excavation,  —  Cross-sections  at  various  points  —  Beginning  of 
section,  at  Chelsea  line ;  three  feet  of  gravel  road-surfacing,  peat  to  two  feet  below 
water  line  of  sewer,  where  firm  clay  is  encountered.  Where  sewer  leaves  Second 
Street :  mixed  sand  and  gravel  down  to  water  line  of  sewer,  where  clay  is  encoun- 
tered. At  a  point  about  opposite  East  Everett  depot ;  three  feet  of  peat  with  clay 
underneath.  The  last  seven  hundred  feet  of  the  trench  was  through  clay  overlaid 
with  eight  inches  of  loam. 

Masonry, 
Contract  price :  — 

Brick-work,  American  cement  mortar,  per  cubic  yard,       ....  $12  00 

Brick -work,  Portland  cement  morur,  per  cubic  yard,         .               .        .  14  25 

Concrete,  American  cement  mortar,  per  cubic  yard, 5  00 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 6  26 
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Diameters  of  underdrain  laid  and  length  of  each  size :  — 

4-incb, 18  feeL 

6-inch 1,186   " 

S-lnch, 106   •• 

lO-inch 2,787    ". 

12-inch, 960    " 

Approximate  cost  of  masonry  per  linear  foot,  including  underdrain,  etc  :  — 

Larger  sewer, |19  00 

Smaller  sewer, 8  00 

Length  completed,  larger  sewer,  3,573  feet;  smaller  sewer,  813  feet; 

bell-month  (irregular), '  4,431  feet. 

Masonry  begun,  Sept.  11, 1891;  finished,  April  14,  1893. 
Approximate  cost  of  section  per  linear  foot  of  excavation  and  masonry,  indudbg 
labor,  material,  inspection  and  miscellaneous  items,  $34.00. 

Note.  —  The  information  regarding  Section  16  following  this  note  relates  solely  to 
the  year  ending  Sept  30, 1893.  For  a  description  of  the  work  performed  prior  to  this 
year,  see  the  third  and  fourth  annual  reports. 

Excavation.  —  Operations  were  carried  on  from  three  openings. 
One  of  these  from  last  year's  work  was  continued  westerly,  a  dis- 
tance of  about  six  hundred  feet  from  a  point  about  five  hundred 
feet  west  of  the  railroad  culvert.  A  trench  machine  was  used  on 
this  opening.  The  ordinary  progress  per  week  was  fifty-nine  feet 
Another  opening  (from  last  year's  work) ,  was  continued  from  & 
point  about  fifty  feet  east  of  the  bell-mouth,  at  junction  with  Section 
23,  and  carried  north-easterly  for  a  distance  of  about  two  hundred 
feet.  A  derrick  was  used  at  this  opening.  The  ordinary  progre^ 
per  week  here  was  twenty-five  feet.  A  hand-pump  was  used  to 
keep  the  trench  free  from  ground-water.  On  Dec.  28,  1892,  a 
new  opening  was  begun  at  the  large  railroad  culvert  and  carried 
in  an  easterly  direction  for  a  distance  of  about  five  hundred  feet. 
A  six-inch  centrifugal  pump  was  employed  in  removing  the 
ground -water*  During  the  time  of  its  maximum  use  this  pump 
discharged  500,000  gallons  in  twenty-four  hours.  A  trench  ma- 
chine was  used  here.  The  ordinary  progress  per  week  was  here 
about  fifty-eight  feet.  All  work  was  at  one  time  suspended  for 
about  three  weeks,  on  account  of  deep  snow  making  it  diflScult  to 
get  brick,  sand  and  cement  to  the  work. 

Foundation.  —  The  clay  forming  the  bottom  of  the  trench  was 
excavated  to  fit  the  invert  of  the  sewer  for  a  distance  of  about  five 
hundred  feet  on  the  marsh  between  the  large  railroad  culvert  and 
the  bell-mouth.  At  a  point  about  three  hundred  feet  easterly 
from  the  large  railroad  culvert  fine  running  sand  was  encountered 
near  the  bottom  of  the  sewer  at  the  water  line.  This  sand  was 
drained  from  both  ends  and  replaced  by  coarse  gravel  to  a  depth 
of  two  feet. 
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Miscellaneous.  —  The  sides  of  the  embankment  at  the  two 
creeks  between  Everett  and  East  Everett  were  protected  by  rip- 
rap. The  crown  of  the  arch  comes  within  about  two  feet  of  the 
bottoms  of  the  creeks  where  the  sewer  passes  under  the  same. 
The  bottom  of  the  creek  near  the  large  railroad  culvert  was  paved 
with  blocks  set  in  Portland  cement.  The  bottoms  of  the  other 
creeks  were  refilled  with  clay  to  their  original  lines.  The  crown 
of  the  brick  sewer  in  each  of  the  two  latter  cases  is  re-enforced 
with  one  foot  of  Portland  concrete.  An  embankment  to  a  fairly 
regular  height  of  about  two  feet  above  the  natural  surface  was 
built  over  the  sewer  on  the  marsh,  and  it  is  underetood  to  conform 
to  the  wishes  of  the  land-owners. 


Section  17,  Everett. 

Location*  —  From  the  Jonction  of  Broadway  and  Bow  Street,  through  private  )andi, 
across  the  Eastern  and  Saugas  Branch  railroads,  through  Fleet,  Crosa 
and  WlUlains  Streets,  and  along  the  Sangas  Branch  railroad  to  Waters 
Avenae,  thence  carving  to  the  left  and  through  marsh  lands  for  220 
feet  toward  the  Maiden  River. 
Diameters  of  sewers  and  length  of  each  size :  — 

5  feet  10  inches  by  6  feet  4  inches, 3,304  feet. 

4  feet  8  inches  by  5  feet  1  inch 226    ** 

Contractor.  —  Christy  McBride  of  Brighton,  Mass. 

Contractor's  Superintendents  (Tear  ending  Sept,  30, 15P5.^  — Bernard  Devine,  NcU 

Devine. 
Contractor's  Principal  Foreman,  —  Harry  De  Graff. 

State  Assistants  (Tear  ending  Sept,  30, 1893,) 

Inspector :  George  A.  Chase. 

Transitmen:  Principals— Paul  W.  Rowell,  Fred  Brett 

**  Assistants  —  George  F.  Chase,  George  R.  Winslow. 

Trench. 

Length  completed, 8,642.00  feet. 

Average  depth  of  excavation  to  bottom  of  underdrain,  ....     21.40  ** 

Greatest  depth  of  excavation  to  bottom  of  underdrain,  ....      32.60  ** 

Average  width  top  of  trench, 9.30  « 

Average  width  bottom  of  trench, 8.70  ** 

Cable  yards  excavation  per  linear  foot,  6.10. 

Approximate  cost  of  trench  per  linear  foot,  including  sheeting  left  in,  excavation  and 
refilling  below  masonry,  backfilling,  etc.,  $7.00. 

Character  of  Earth  Excavation,  —  Through  three  feet  of  peat  to  firm  clay,  except 
from  Wellington  Avenue  to  Norman  Street,  where  gravel  was  encountered. 

Masonry, 
Contract  price :  — 

Brick-work,  American  cement  mortar,  per  cubic  yard,       ....  $13  60 

Brick-work,  Portland  cement  mortar,  per  cubic  yard,         .       .       .       .  16  00 

Concrete,  American  cement  mortar,  per  cubic  yard, 5  00 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 6  60 
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Diameters  of  anderdrain  laid  and  length  of  each  sise :  — 

4-inch 232  feeL 

6-lnch, 92- 
8-inch,   2,676    •* 

10-inch 800    «« 

Approximate  cost  of  maaonrj  per  linear  foot,  Inclnding  anderdrain,  etc,  $9.00. 

Length  of  masonry  completed, 3.542  feet. 

Masonry  began,  Sept.  22, 1891 ;  finished,  Jan.  10, 1893. 
Approximate  cost  of  section  per  linear  foot  of  trench  and  masonry,  inclnding  labor, 
material,  inspection,  and  mlscellaneoas  items,  $18.00. 

Note.— The  information  regarding  Section  17  following  this  note  relates  solely  to 
the  year  ending  Sept.  30, 1893.  For  a  description  of  the  work  performed  prior  to  this 
year,  see  the  third  and  fonrth  annual  reports. 

Excavation,  —  Earth  was  removed  by  means  of  a  derrick. 
Operations  were  mainly  carried  on  from  an  opening  about  midway 
between  the  Eastern  and  Saugus  Branch  railroads,  from  which  the 
excavation  extended  to  the  foot  of  Fleet  Street,  a  distance  of 
about  eight  hundred  feet.  In  addition  to  this  about  fifty  feet  of 
trench  was  dug,  back  from  the  junction  with  Section  40,  near 
Waters  Avenue.  To  take  care  of  the  ground- water,  a  eix-inch 
centrifugal  pump  was  used  near  Waters  Avenue,  a  hand  pump 
near  the  foot  of  Fleet  Street,  and  a  six-inch  centrifugal  pump  at 
Broadway  near  the  beginning  of  the  section.  It  is  estimated  that 
the  amount  of  water  pumped  per  twenty-four  hours  at  times  of 
maximum  pumping  was  400,000  gallons  at  opening  near  Waters 
Avenue,  and  150,000  gallons  at  the  opening  near  Broadway.  The 
weekly  progress  of  excavation  at  each  opening  was  about  forty- 
eight  feet,  and  the  work  was  pursued  without  shut-downs. 

Foundation. — The  bottom  of  the  trench  was  excavated  to  fit 
the  invert  of  the  sewer  for  the  entire  length  of  this  year's  work. 

Miscellaneous.  —  A  woman  in  a  house  near  Henderson  Avenue 
was  slightly  injured  by  a  piece  of  clay  which  went  through  the 
window  during  the  blasting  of  frozen  backfilling.  On  the  marsh 
an  embankment  was  built  over  the  sewer  to  a  height  of  about  two 
feet  above  the  natural  surface. 

Section  20,  Medford. 

Location,  —  From  a  point  abont  600  feet  east  of  the  Wellington  station,  tbroagfa 
marsh,  crossing  the  Boston  &  Maine  railroad  to  Third  Street,  through 
this  street,  private  land.  Ship  Street  and  Riverside  Arenne  to  Park 
Street.  In  this  section  is  also  included  the  Edgeworth  branch,  which 
extends  through  Craddock  Avenue  and  the  prctjected  location  of  Pearl 
Street  to  a  point  in  Maiden  about  50  feet  north  of  the  Medfcrd  line. 
The  lower  end  of  the  section,  on  marsh,  adjoins  the  location  of  the 
proposed  sand-catcher  and  siphon  under  Maiden  River,  to  cooDect 
with  Section  17^. 
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Diameters  of  sewen,  and  length  of  each  size :  — 

4  feet  8  inches  by  5  feet  1  inch  (main  line) 1,429  feet. 

4  feet  5  inches  by  4  feet  8  inches  (mainline), 6,218    ** 

2  feet  (Edgeworth  branch), 1.623    " 

Contractor.  —  John  Sheeban  of  Lynn,  Mass.    Mr.  Sheehan  acted  as  his  own  Super- 
intendent. 

Contractor' t  Principal  Foreman  (Tear  ending  Sept.  30,  J 5P5 J.  —  Michael  Bowles. 

State  Aesistants  (Tear  ending  Sept.  30, 1893). 
Assistant  Engineer  and  Inspector :  John  S.  Hodgson. 


Trench. 


BfalD 
Line. 


Edge, 
worth 
BrADob. 


Length  completed,  feet, 

Average  depth  of  excavation  to  bottom  of  underdraln,  feet, 
0reateet  depth  of  excavation  to  bottom  of  aoderdralD,  feet. 

Average  width  top  of  trench,  feet, 

Average  width  bottom  of  trench,  feet, 

Volume  of  excavation  per  linear  foot,  cable  yards. 
Approximate  ooet  of  trench  per  linear  foot,  indndlng  sheeting  lei 
excavation  and  refilling  below  masonry,  baokfllliog,  etc., . 


'tin. 


7.647.00 

18.60 

28.70 

7J5 

7.00 

4.70 

$4  00 


1,628.00 
18.80 
17.00 
6.76 
4.76 
2.60 

$2  00 


Character  of  Earth  Excavation.  —  The  greater  part  of  the  main  line  trench  was  In 
good  clay  bottom,  with  sand  and  loam  aboye.  A  portion  of  the  remainder  of  the 
bottom  was  loamy  sand,  with  some  gravel,  and  boulders  in  places.  The  ground 
east  of  Boston  &  Maine  railroad,  was  silty  at  bottom,  with  wet  sand  and  marsh  mud 
above.  The  Edgeworth  branch  excavation  was  mainly  in  wet  sand,  with  clay  in 
places.    Marsh  mud  was  encountered  at  the  upper  end  of  this  branch. 


Masonry, 

Contract  price :  — 
Brick-work,  American  cement  mortar,  per  cubic  yard,       ....   $12  70 
Brick-work,  Portland  cement  mortar,  per  cubic  yard,         .       .       .        .      14  (X) 

Concrete,  American  cement  mortar,  per  cubic  yard, 5  (X) 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 6  00 

Diameters  of  underdrain  laid  and  length  of  each  size :  — 

6-inch, 3,969  feet. 

8-inch, 4,893    " 

10-inch, 846    " 

Approximate  cost  of  masonry  per  linear  foot  of  trench,  inclnding  underdrain,  etc. :  — 

Main  line, $7  00 

Edgeworth  branch, 3  00 

Length  completed,  main  line.  7,647  feet;  Edgeworth  branch,  1,623  feet,     9,170  feet. 

Masonry  begun,  Oct.  28. 1891 ;  finished,  Jnly  1,  1893. 

Approximate  cost  of  section  per  linear  foot  of  excavation  and  masonry,  inclnding 
labor,  material  and  inspection,  and  miscellaneous  items :  — 

Mainline, $11  00 

Edgeworth  branch, 6  00 

NoTB.  —  The  information  regarding  Section  20  following  this  note  relates  solely  to 
the  year  ending  Sept.  30, 1893.  For  a  description  of  the  work  performed  prior  to  this 
year,  see  the  fourth  annual  report. 
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Excavation.  —  On  the  maiD  line  the  digging  and  backfilling ' 
done  by  means  of  a  trench  machine.  This  year's  work  was  from 
Spring  Street  along  Riverside  Avenue  to  Park  Street,  a  distance 
of  about  two  thousand  and  thirty-nine  feet.  The  ground-water  at 
this  opening  was  handled  by  an  eighteen  horse-power  engine  and 
a  six-inch  centrifugal  pump.  The  ordinary  progress  per  week 
was  one  hundred  and  twenty  linear  feet.  There  were  two  openings 
on  the  Edgeworth  branch,  and  the  trench  excavated  this  year  was 
from  near  First  Street,  across  the  railroad  and  creek,  to  a  point  in 
Maiden  about  fifty  feet  north  of  the  Med  ford  line,  a  distance  of 
about  one  thousand  and  twenty-one  feet.  The  above  mentioned 
pumping  apparatus  was  moved  to  this  work  and  was  used  in 
removing  the  ground-water.  The  ordinary  progress  of  excavation 
per  week  was  seventy  feet.  Hand  pumps  were  occasionally  used 
on  short  lengths  where  the  underdrain  was  omitted  or  became 
choked.  Work  ceased  for  a  month,  in  February  and  March,  1893, 
on  account  of  severe  weather. 

Foundation.  —  The  bottom  of  the  trench  was  chiefly  clay  and 
was  shaped  to  fit  the  invert  for  the  greater  part  of  the  main  line 
sewer  built  this  year,  the  exception  being  two  lengths  aggregating 
about  nine  hundred  and  eighteen  feet,  between  Foster's  Ck>urt  and 
Park  Street,  where  a  double  timber  cradle  was  employed.  Where 
much  ground-water  was  encountered  on  the  Edgeworth  branch 
double-timber  cradling  was  employed.  Elsewhere  a  concrete 
reinforcement  of  the  invert  was  used.  At  and  adjoining  the 
creek  crossing  on  the  Edgeworth  branch  a  length  of  two  hundred 
and  forty  feet  was  in  peat  and  silt.  This  was  removed  to  a  maxi- 
mum depth  of  seven  feet  in  order  to  reach  the  underlying  clay, 
and  was  refilled  with  gravel  and  broken  stone  Portland  concrete. 

Difficultiea. — The  creek  forming  the  division  between  Maiden 
and  Medford  was  crossed  by  a  single  line  of  twenty-four  inch 
Akron  pipes,  jointed  in  Portland  cement  and  surrounded  by  broken 
stone  Portland  concrete.  The  sockets  of  these  pipes  are  three 
inches  below  the  bed  of  the  stream,  and  the  concrete  covering  on 
top  is  to  bed  level.  Coffer-dams  were  erected  to  exclude  the  tides. 
The  Edgeworth  branch  sewer  (surrounded  by  concrete)  crossed 
under  the  Medford  branch  of  the  Boston  &  Maine  railroad.  The 
railroad  train  service  was  not  interrupted.  The  Edgeworth  branch 
trench  was  sometimes  flooded  by  tides. 

Miscellaneous.  —  An  Italian  laborer  had  his  leg  broken  by  the 
pick  axe  of  another  workman,  on  Jan.  19,  1893.     The  following 
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city  structures  were  carried  over  the  Metropolitan  sewer:  An 
eight-inch  pipe  sewer  and  a  twelve-inch  storm-water  pipe  near 
Spring  Street  and  an  eight-inch  pipe  sewer  at  Lapham  Street,  all 
in  Riverside  Avenue.  In  each  case  the  pipes  were  jointed  in  Port- 
land cement  and  laid  upon  a  concrete  wall,  two  feet  thick,  carried 
up  from  the  springing  of  the  arch.  On  Riverside  Avenue  the  sur- 
plus earth  gained  was  chiefly  disposed  of  on  a  lot  owned  by  the 
Contractor.  On  the  £dgewoi*th  branch  almost  the  whole  of  the 
nominal  surplus  went  to  replace  sand  dug  from  the  trench  and 
used  along  the  whole  line  of  the  work  for  brick-work  and  con- 
crete. 

Section    21    (Minor    Contract   Work),    Medford;    Crossing 
Gravelly  Brook. 

Loc€Uion,  —  On  Riverside  Avenue,  across  OraTelly  Brook,  connecting  contract  work 
previoasly  bailt. 

Length  of  work, about  54  feet. 

Diameters  of  sewers  and  length  of  each  size :  — 
4  feet  5  inches  by  4  feet  8  inches  masonry  sewer,         ....  46    <* 

4  feet  6  inches  iron  pipe, 8    ** 

Contractors  and  their  Superintendents, 

WiUiam  H.  Lenox  of  Medford,  Mass.,  for  extra  work  on  culvert  and  placing  pipe. 
Mr.  Lenox  acted  as  his  own  superintendent. 

A.  W.  Bryne  of  Somerville,  Mass.,  for  masonry  at  ends  of  pipe  through  walls  of  cul- 
vert, and  for  sewer  connecting  pipe  crossing  Gravelly  Brook  with  the  ends  of  the 
gap  —  A.  £.  Weaving  being  superintendent. 

State  Assistants, 
Assistant  Engineer :  Edmund  8.  Davis. 
Inspector :  Hadson  B.  Damon. 
Transitman:  Assistant  —  Burton  A.  Clark. 

Culvertf  and  Pipe. 
Cost  of  extra  work  on  culvert ;  pipe,  etc. :  —  $1,124. 
Pipe  laying  and  brick-work  at  ends  of  pipe  finished  Feb.  24, 1893. 
Masonry  of  culvert  finished  April,  1893. 

Trench  and  Masonry, 
(Each  side  of  Culvert  to  connect  with  Contract  Work.) 
Cost  of  work,  including  excavation,  concrete  and  brick  masonry,  pumping,  re- 
filling, $831. 
Work  begun,  July  10, 1893;  finished,  July  28,  1893. 

The  City  of  Medford  under  a  contract  with  Wm.  H.  Lenox  of 
Medford  rebuilt  the  Gravelly  Brook  culvert  in  Riverside  Avenue 
daring  the  winter  of  1892-1893,  and  arrangements  were  made 
Dec.  19, 1892,  by  the  Board  with  Mr.  Lenox  and  the  City  of  Med- 
ford by  which  the  above  described  iron  pipe  was  placed  across  the 
stream,  the  ends  being  surrounded  by  masonry  in  the  walls  of  the 
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culvert.  The  bottom  of  the  culvert  as  now  built  passes  by  a 
reversed  curve  under  the  pipe.  The  top  of  the  culvert  was  raised 
one  and  three-fourths  feet  higher  over  the  pipe.  The  natural 
flow  of  Gravelly  Brook  at  the  lower  stages  of  the  tide  is  under 
the  pipe.  At  higher  stages  of  the  tide  it  can  pass  both  over 
and  under.  For  a  foundation  for  the  culvert,  piles  were  driven 
in  bents  four  feet  apart,  on  which  were  placed  twelve-inch  by 
twelve-inch  wooden  caps  and  a  wooden  platform  six  inches  in 
thickness  over  which  concrete  one  foot  in  thickness  was  laid. 
The  walls  of  the  culvert  are  of  rubble  masonry  six  feet  thick  at 
the  bottom  and  two  feet  thick  at  the  top,  laid  in  cement.  The  top 
of  tne  culvert  is  covered  with  split  granite  eighteen  inches  thick. 
About  three  and  one-half  feet  of  the  brick  sewer  was  built  through 
the  walls  of  the  culvert  at  each  end  of  the  pipe  and  the  ends  of  the 
pipe  surrounded  with  brick  masonry.  In  excavating  for  the  thirty- 
nine  feet  of  the  gap  remaining  (a  portion  on  each  side  of  the  cul- 
vert) ,  from  two  to  three  feet  of  peat  was  found  below  the  grade 
of  the  sewer.  This  peat  was  removed  and  a  concrete  foundation 
put  in. 

Section  21  (Day  Work),  Medpord;    Crossing  Creek  East  of 
WiNTHROP  Street. 

LocaHon.  —  Adjolninf^  and  easterly  from  Winthrop  Street,  at  creek ;  connecting  con- 
tract work  previously  built. 
Length  of  work, 181  feec 

Structures, 

4  feet  3  inches  by  4  fbet  6  inches  masonry  sewer, 171.25  feet. 

OTerflow  and  gate-chambers  by  the  side  of  the  above. 

4- foot  iron  pipe, 9.75    " 

Asnslantt, 
Assistant  Engineer :  Edmund  S.  Davis. 

Foremen :  Charles  G.  Craib,  James  £.  Carter,  Patrick  McCarthy. 
Transitman :  Assistant  —  Burton  A.  Clark. 

Cost  Data. 
Pipe  and  sleeves,  delivered  in  Medford,  excavation,  masonry,  etc.,  $11,220. 
Work  begun,  April  5, 1893 ;  finished,  Sept.  7,  1893. 

The  sewer  passes  over  the  creek  in  an  iron  pipe  between  two 
side  walls  of  coursed  granite.  The  natural  flow  of  the  stream 
at  the  lower  stages  of  the  tide  is  under  the  pipe.  At  higher  stages 
of  the  tide  it  can  pass  both  over  and  under.  The  bed  of  the 
stream  is  paved  with  granite  blocks  laid  in  a  bed  of  concrete. 
Cast  iron  sleeves  are  so  arranged  in  the  side  walls  that  the  pipe 
can  be  taken  out  if  necessary  and  renewed  without  disturbing 
the  masonry.     An  overflow  is  arranged  on  the  southerly  side  of 
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the  sewer  at  this  point,  with  double  tide  gates.  Stop-plank  man- 
holes are  provided  for  across  the  sewer  just  east  of  the  overflow, 
and  also  across  the  overflow  in  the  southerly  side  of  the  sewer. 
The  course  of  the  stream  was  temporarily  changed  to  allow  of  this 
construction.  The  trench  for  the  sewer  between  the  overflow  and 
Winthrop  Street  was  excavated  from  one  and  one-half  to  two 
feet  below  grade  to  remove  all  peat.  Concrete  was  used  to  refill 
to  the  bottom  of  the  standard  section  of  the  sewer.  The  masonry 
work  was  finished  Aug.  10,  1893,  since  which  time  an  embank- 
ment of  earth  four  feet  over  the  crown  of  the  arch,  six  feet  wide 
on  top,  with  side  slopes  of  two  to  one,  has  been  built  and  a  por- 
tion of  the. northerly  slope  about  fifty  feet  long,  next  to  the  creek 
east  of  Winthrop  Street,  has  been  protected  by  rip-rap  or  rough 
slope  paving.  About  twenty  feet  of  the  embankment  on  each 
side  of  the  culvert  has  also  been  protected  by  hand-laid  rip-rap. 


Section  22,  West  Medford. 

Loca Aon.  — Throng b  Canal  Street,  from  \U  janction  with  Prescott  Street,  acroM 
High  Street  and  through  Warren  Street,  crossing  a  brook  near  Inring 
Street,  thence  crossing  private  lands,  Irving  Street  and  private  landf 
again  and  along  the  easterly  side  of  the  Boston  &  Lowell  railroad, 
across  Grove  Street  to  a  point  about  1,200  feet  north  of  Grove  Street, 
thence  across  the  railroad  and  private  land  to  near  the  Mystic  dam. 

Diameters  of  sewers  and  length  of  each  size :  — 

3  feet  4  inches  by  3  feet  6  inches,  including  bell-month  at  Alewife 

Brook  branch 6,033  feet. 

2  feet  10  inches  by  3  feet  (Alewife  Brook  Branch  to  Sta.  0  +  22) ,      .  18    *' 

4  feet  3  inches  by  4  feet  6  inches  (extension  of  Section  21  to  bell-month 

near  beginning  of  Section  22), 5    ** 

Contractor. ^Andrew  W.  Bryne  of  Soroerville,  Mass.    Mr.  Br3rne  has  acted  as  his 
own  superintendent. 

State  Assittantt  (Tear  ending  Sept.  30, 1893.) 

Assistant  Engineer :  Edmund  S.  Davis. 

Inspectors :  Henry  M.  Woodward,  Hadson  B.  Damon. 

Transitman :  Burton  A.  Clark. 

Trench  and  Tunnel, 

Length  completed  of  trench  excavation, 4,769.00  feet. 

Length  completed  of  tunnel  excavation, 669.00  *< 

Average  depth  of  trench  excavation  to  bottom  of  anderdrain,        .       .  23.00  ** 

Greatest  depth  of  trench  excavation  to  bottom  of  underdrain,       .       .  31.00  " 

Average  width  top  of  trench 8.00  ** 

Average  width  bottom  of  trench, 6.33  " 

Average  depth  from  surface  of  ground  to  bottom  of  tunnel  underdrain,  28.00  ** 

Greatest  depth  ttom  surface  of  ground  to  bottom  of  tunnel  underdrain,  42.00  ** 

Average  width  of  tunnel, 6UH)  ** 

Cubic  yards  trench  excavation  per  linear  foot, 6.06  ** 

Cubic  yards  tunnel  excayation  per  linear  foot, 1.26  ** 
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Approximate  cost  of  trench  and  tunnel  to  date  (September  80)  per  linear  foot,  indad- 
ing  sheeting  left  in,  excavation  and  refilling  below  majonry,  ba<dctlUing,  etc, 
$9.00. 
Character  of  Earth  Excavation, — Sand  and  gravel  near  the  sorface;  very  fine 

rnnning  sand  in  lower  part  of  the  trench,  and  in  some  places  this  is  mixed  with  dar. 

Six  per  cent,  of  a  sample  of  this  fine  sand  was  retained  in  a  sieve  having  32,400  mesfaes 

to  the  square  inch. 

Ma$onry, 
Contract  price :  — 
Brick- worlc,  American  cement  mortar,  per  cubic  yard,       ....  S13  50 
Brick-work,  Portland  cement  mortar,  per  cubic  yard,         •        •       .       .     15  50 

Concrete,  American  cement  mortar,  per  cubic  yard, 5  00 

Concrete,  Portland  cement  mortar,  per  cubic  yard 7  00 

Diameters  of  underdrain  laid,  and  length  of  each  size :~ 

6-inch 1.474  feet. 

8-inch, 3,220    " 

10-inch, 224    " 

Approximate  cost  of  masonry  to  date  (September  30)  per  linear  foot  of  trench  and 
tunnel,  including  underdrain,  etc.,  $6.00. 

Length  completed,  trench, 4,678  feet 

Length  completed,  tunnel, 400    ** 

Masonry  was  begun  in  trench,  March  24, 1892,  and  is  now  (September  80)  in  prog- 
ress. 

Concrete  masonry  was  begun  in  tunnel  March  8,  and  brick  masonry  March  11, 
1893 ;  and  is  now  (September  30)  in  progress. 

Approximate  cost  of  section  to  date  (September  30)  per  linear  foot  of  excavatioQ 
and  masonry,  including  labor,  material,  inspection,  and  miscellaneous  items, 
$16.00. 

NoTB.  —The  information  regarding  Section  22  following  this  note  relates  solely  to 
the  year  ending  Sept.  30, 1893.  For  a  description  of  the  work  performed  prior  to 
this  year,  see  the  fourth  annual  report. 

Excavation  and  Tunnel  Methods.  —  A  trench  machiDe  and  an 
**  A  frame "  derrick  have  been  used.  Operations  have  been 
carried  on  from  two  openings.  The  first  of  these,  a  continuation 
from  last  year's  work,  extended  northerly  from  a  point  about  eight 
hundred  feet  north  of  the  West  Medford  Station  for  a  distance  of 
about  one  thousand  six  hundred  and  twenty  feet,  crossing  beneath 
three  small  brooks.  The  second  opening  was  begun  Jan.  20, 
1893,  near  the  northerly  end  of  the  section,  west  of  the  Boston 
&  Lowell  railroad,  and  operations  from  it  have  now  covered 
a  distance  of  about  one  thousand  five  hundred  and  forty-three 
feet  to  Grove  Street  Bridge.  A  tunnel  was  begun  at  a  shaft  about 
one  hundred  feet  west  of  the  Boston  &  Lowell  Railroad.  Headings 
have  proceeded  from  this  shaft  as  follows  :  One  westerly  to  the 
upper  end  of  the  section ;  the  other  easterly,  crossing  under  the 
railroad  tracks  and  around  the  curve  of  forty  feet  radius  east  of 
the  track,  to  the  portion  of  the  line  which  runs  parallel  with  and 
on  the  easterly  side  of  the  railroad.  The  length  of  this  tunnel, 
including  both  headings,  was  three  hundred  and  sixty-four  feet 
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A  second  tunnel  was  from  a  point  one  hundred  and  nineteeen  feet 
southerly  from  the  easterly  end  of  the  one  just  described,  and  ran 
southerly,  parallel  with  the  railroad,  for  a  distance  of  thirty-six 
feet.  The  third  tunnel,  the  one  on  which  work  is  being  done  at 
the  present  time,  September  30,  is  from  a  point  about  one  hundred 
feet  north  of  Grove  Street  Bridge,  running  southerly  to  pass  under 
the  easterly  abutment  of  the  bridge.  The  operations  have  now 
progressed  for  a  distance  of  one  hundred  and  fifty-nine  feet.  The 
timbei-s  used  for  legs  and  caps  in  these  tunnels  were  eight-inch  by 
eight-inch  spruce,  in  sets  about  five  feet  apart.  Two-inch  spruce 
plank  have  been  used  for  the  lagging,  excepting  under  the  Grove 
Street  Bridge,  where  three-inch  plank  have  been  used  for  the  over- 
head lagging.  The  portion  of  the  tunnel  under  the  railroad  was 
backfilled  with  concrete  over  the  arch  of  the  sewer.  In  other  places 
the  sewer  tunnel  arch  was  backfilled  with  earth.  For  pumping 
ground-water  there  have  been  a  six-inch  centrifugal  pump,  a  three- 
inch  Knowles  pump  and  a  No.  5  pulsometer,  used  at  pump  wells 
and  sumps  along  the  line  as  needed.  It  is  estimated  that  the 
maximum  amount  of  pumping  done  in  any  twenty-four  hours  was 
600,000  gallons.  The  average  progress  of  excavation  per  week  at 
each  opening  has  been  about  foity-eight  feet,  but  where  everything 
has  been  favorable  about  sixty-four  feet  has  been  made.  On  the 
lower  opening  a  derrick  frame  was  used  at  first.  There  was  a 
shut-down  which  lasted  three  months.  When  work  was  resumed 
it  was  with  the  trench  machine,  taken  from  the  upper  opening 
where  work  was  then  proceeded  with  by  tunnelling. 

Foundation.  A  very  fine  running  sand  with  some  clay  is  met 
along  the  easterly  side  of  the  railroad  in  the  lower  part  of  the 
trench.  For  most  of  this  trench  the  bottom  of  the  excavation  has 
been  carried  down  below  the  bottom  of  the  masonry  and  refilled 
with  gravel,  this  lower  excavation  being  generally  to  a  depth  of  six 
inches. 

Accidents,  —  Last  Noviember,  while  Carl  Taylor  was  laying  under- 
drain,  he  was  struck  and  had  several  of  his  ribs  broken  by  a  falling 
bucket  which  had  been  unhooked  by  a  plank  placed  in  its  way 
across  the  trench.  July  15,  just  after  working  hours,  a  young 
man  employed  ^  a  plank  driver,  was  struck  and  killed  by  a  train 
as  he  was  crossing  the  railroad  track  opposite  the  trench  above 
Grove  Street.     There  were  also  several  minor  accidents  during  the 

year- 
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Section  23,  Everett. 

Loccstion.  —  From  a  point  on  tbe  marsh  abont  1,100  feet  oortb-easterlj  from  Beaefaaa 
Street,  soatberly  tbrongh  marsh  lands,  and  Ashland,  Beacfaam  and 
Bow  Streets  to  Lynde  Street. 

Length  of  section, 2,268  feeL 

Diameter  of  sewer :  — 

0  feet  by  6  feet  8  inches. 
Contractors.  ^R»  A.  Malone  &  Sons  of  Philadelphia,  Penn. 
Contractors*  Superintendent  (Tear  ending  Sept.  30, 1893.)—  Michael  Tallant. 
Contractors*  Principal  Foreman  (Tear  ending  Sept.  30, 1893.)  —  Dennis  Hayes* 

State  Assistants  (Tear  ending  Sept.  30,  1893.) 
Inspectors :  Warren  A.  Rogers,  George  A.  Chase,  Samuel  Coming,  Hadson  B. 

Damon. 
Transitmen :  Principal  —  Paal  W.  Rowell. 

««  Assistants  —  Fred  Brett,  George  P.  Chase,  George  R.  Winslow. 

Trench, 

Length  completed 2,26800  feeC 

Average  depth  of  excavation  to  bottom  of  underdraiu,   ....     2-5^    ** 
Greatest  depth  of  excavation  to  bottom  of  underdrain,  ....     3450    " 

Average  width  top  of  trench, 10.50    ** 

Average  width  bottom  of  trench,      . 9.20    '* 

Cubic  yards  excavation  per  linear  foot,  8.60. 

Approximate  cost  of  trench  per  linear  foot,  including  sheeting  left  in,  excavation  and 
refilling  below  masonry,  backfilling,  etc.,  $9.00. 

Character  of  Excavation.  —  First  one  thousand  feet  of  section  (across  marsh),  8 
feet  of  peat  at  surface,  underlaid  with  firm  clay ;  through  Ashland  Street,  1  foot  of 
loam  underlaid  with  clay :  through  Beacbam  Street  and  about  100  feet  in  Bow  Street, 
2  feet  of  gravel  road  surfacing,  8  feet  of  sandy  clay,  underlaid  with  firm  clay :  thence 
to  Thomdike  Street,  material  below  2  feet  of  road  surfacing  was  sand  except  (h>m 
Courtland  to  Thomdike  Street,  where  rock  averaging  6  feet  deep  was  encountered  hi 
the  bottom.    The  remainder  of  section  was  mainly  clay  below  two  feet  of  road 

surfacing. 

Masonry, 

Contract  price :  — 
Brick-work,  American  cement  mortar,  per  cubic  yard,       .        .       .       .   |12  00 
Brick- work,  Portland  cement  mortar,  per  cubic  yard,         .        .       .       .     13  75 

Concrete,  American  cement  mortar,  per  cubic  yard, 0  76 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 7  00 

Diameters  of  underdrain  laid,  and  length  of  each  size :  — 

8-inch, • 2,207  feet. 

10-inch, 60    " 

Approximate  cost  of  masonry  per  linear  foot,  including  underdrain,  etc.,  $9i)0. 

Length  completed, 2,268  feet. 

Masonry  begun,  Oct.  16. 1891 ;  finished,  March  22, 1893. 

Approximate  cost  of  section  per  linear  foot  of  trench  and  masonry,  including  labor, 
material  and  inspection,  and  miscelUmeous  items,  $20.00. 

Note.  —  The  information  regarding  Section  23  following  this  n^  relates  solely  to 
the  year  ending  Sept.  30, 1893.  For  a  description  of  the  work  performed  prior  to  this 
year,  see  the  fourth  annual  report. 

ExcavcUion.  —  Excavated  material  was  handled  by  means  of  a 
derrick,  from  a  point  on  Bow  Street  half  way  between  Ck>urtland 
and  Thorndike  Streets  to  the  end  of  the  section  at  Lynde  Slareet,  a 
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distance  of  about  four  hundred  feet.  The  ground-water  was 
pumped  by  a  four-inch  pulsoraeter  in  a  pump  well  on  Bow  Street 
near  Beacham  Street  and  a  six-inch  Blake  pump  in  the  trench  near 
Lynde  Street.  It  is  estimated  that  these  pumps,  during  the  time 
of  their  greatest  use,  respectively  handled  in  twenty-four  hours  the 
quantities  of  one  hundred  thousand  and  two  hundred  thousand 
gallons  of  water.  The  ordinary  progress  per  week  was  twenty-one 
feet.  Work  ceased  from  Feb.  24  to  March  16, 1893,  on  account  of 
bad  weather,  inability  to  get  stock,  etc. 

Foundation.  —  Rock  was  found  in  the  bottom  of  the  trench  for 
all  except  the  last  one  hundred  and  fifty  feet.  For  the  remaining 
one  hundred  and  fifty  feet  the  foundation  was  a  mixture  of  clay, 
sand  and  gravel,  and  this  was  removed  to  a  depth  of  about  eight 
Inches  below  the  brick  masonry  and  replaced  with  concrete. 

Miscellaneous,  —  For  a  distance  of  about  three  hundred  feet  in 
Bow  Street  a  twelve-inch  iron  pipe  came  two  feet  inside  the  line 
of  trench  and  caused  some  inconvenience  by  its  presence.  An 
embankment  was  built  over  the  sewer  on  the  marsh  to  a  height  of 
about  one  foot  from  the  natural  surface.  Some  of  the  surplus 
earth  was  left  on  the  land  of  adjacent  owners. 

Section  25  (Day  Work),  Charlestown. 

LoctUion.  —  From  the  end  of  Section  24,  Maiden  bridge  cansewaf,  southerly  along 
the  caaseway  to  site  of  pumping  station  near  the  pile  bridge ;  thence 
under  Mystic  River,  fifty-one  feet  east  from  and  parallel  to  Maiden 
bridge,  to  Tuft's  mill  pond. 

Length  of  section, about  1,336  feet. 

Diameters  of  sewers  and  length  of  each  size :  — 
6  feet  by  6  feet  8  inches  from  Section  24  to  Pumping  Sution,     .   about     321  feet. 

Length  for  Pumping  Station, about     154    ** 

6  feet  circular  (Siphon), about     861    ** 

AMistarUt. 
Superintendent  of  tunnel  construction :  Charles  A.  Haskin. 
Foremen :  Henry  Hertz,  John  Duffy. 

Transitmen :  Principals  —  E.  Elbert  Young,  Charles  L.  Weeks. 
**  Assistants  —Charles  H.  Smith,  Wilbur  M.  Davis. 

Tunnel  ExcavaHon, 

Length  completed,  September  30, 425.00  fbet. 

Average  depth  below  floor  of  Maiden  bridge  to  bottom  of  excavation,  .     45.30    ** 
Greatest  depth  below  floor  of  Maiden  bridge  to  bottom  of  excavation 

(Sump), 49.00    *• 

Average  width  of  excavation, 7.00    ** 

Cubic  yards  excavation  per  linear  foot,  1.55. 


Approximate  cost  of  tunnel  excavation  to  date  (September  SO)  per  linear  foot, 
including  superintendence,  proportionate  cost  of  shaft,  etc.,  $33.00. 
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Charaet$r  of  Barih  BxoavaHon.  ~  Upper  eteten  fleet  of  ihaft  in  Tnft'i  mill  pond, 
miicellaneoas  filling  partially  decomposed ;  next  ten  feet,  sand;  btlanoe  of  abaft, 
clay,  gravel  and  small  stones.  Tnnnel  excavation  thas  far :  mainly  pure  clay  wltk 
occasional  thin  strata  of  sand,  and  small  stones. 

Brick  Masonry. 
Volume  of  brick-work,  Portland  cement  mortar,  per  linear  foot«  .      0  J15  cob.  yda. 
Approximate  cost  of  brick-work  per  linear  foot,  9I6.OO. 
Length  of  masonry  completed, 425  feeC 

Masonry  was  begun,  July  S,  1893,  and  is  now  (September  30)  in  prograas  noder 
Mystic  River. 
Approximate  cost  of  tnnnel  per  linear  foot  of  excavation  and  masonry  to  dale 

(September  30),  $49.00. 

Construction. — The  plant  for  the  work  has  consisted  of  one  .'t 
vertical  air-lock,  used  in  sinking  shaft ;  one  horizontal  air-lock  for  ? 
driving  tunnel;  one  IngersoU  air  compressor,  sixteen  inches  by 
twenty-four  inches,  capacity  at  ninety  revolutions  —  three  hun- 
dred and  fifty  cubic  feet  of  air  per  minute;  one  IngeraoU  air 
compressor,  eighteen  inches  by  twenty  inches,  capacity  at  ninety 
revolutions  —  three  hundred  and  seventy-five  cubic  feet  of  air  per 
minute ;  one  air  receiver ;  three  vertical  boilers,  forty-five  indies 
by  one  hundred  and  eight  inches;  one  Lidgerwood  bolster,  aix 
inches  by  eight  inches;  one  Harrisburg  ** Ideal"  engine;  one 
Westinghouse  dynamo,  capacity  sixty-six  incandescent  electrie 
lights ;  and  one  No.  5  pulsometer.  Ground  was  broken  for  the 
Qhaft  April  22, 1893,  at  a  point  about  fifty  feet  from  Mystic  River  at 
the  southerly  end  of  Maiden  Bridge.  A  shaft  twenty-four  feet  by 
twenty-six  feet  was  excavated  to  a  depth  of  twenty-eight  feet, 
through  filling,  coarse  sand,  and  about  two  feet  into  good  clay. 
Inside  of  this  another  shaft  was  built,  size  eight  feet  by  ten  feet* 
and  the  space  between  the  two  was  filled  with  well  tempered 
clay.  The  smaller  shaft  was  then  carried  down  to  a  depth  of  fort^« 
nine  feet.  In  carrying  the  smaller  shaft  down,  water  appeared  in 
large  quantities  at  a  depth  of  thirty-four  feet;  there  apparently 
being  at  this  depth  a  vein  of  open  material  which  had  connection 
with  the  water  in  the  mill-pond.  This  water  brought  with  it 
sulphuretted  hydrogen,  driving  the  men  out  of  the  shaft  about 
every  hour.  They  were  usually  able  to  work  in  the  shaft  but  ihret 
hours  in  a  shift  of  twelve.  To  alleviate  this,  a  three-inch  pipe  was 
connected  to  the  air  compressora,  and  a  volume  of  fresh  air  forced 
into  the  shaft.  At  1.20  a.m.,  June  6,  a  pocket  of  carbonic  acid 
gas  was  opened,  and  the  gas  flowing  into  the  trench,  killed  two 
men  almost  instantly,  and  overcame  the  foreman  who  went  to  their 
assistance.  The  foreman  recovered  in  a  day  or  two.  The  com- 
pressor was  running  at  the  time,  and  it  is  estimated  that  between 
seven  hundred  and  eight  hundred  cubic  feet  of  air  was  pumped 
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into  the  shaft  every  minate.  The  end  of  the  inlet  pipe  through 
which  the  air  entered  was  about  two  feet  higher  than  the  bottom 
of  the  shaft  at  this  time.  An  analysis  made  aboat  10  a.h. 
showed  aboat  two  and  one-half  per  cent,  of  carbonic  acid  gas 
present.  At  the  time  the  analysis  was  made  the  compressor  had 
not  been  running  for  eight  hours.  After  this  an  arrangement  was 
made  so  that  fresh  air  could  be  forced  in  small  jets  against  the 
sides  and  bottom  of  the  shaft.  The  sulphuretted  hydrogen  was 
still  troublesome,  and,  finding  the  men  timid  and  tending  to  become 
temporarily  blind,  it  was  decided  to  put  a  lock  in  the  shaft  and 
finish  the  sinking  by  the  use  of.  compressed  air.  Excavation  under 
air  pressui^e  began  at  6  p.m.,  June  23.  At  first  the  earth  was 
simply  loosened  and  blown  out  through  a  three-inch  pipe  which 
extended  to  the  surface.  As  the  material  contained  many  stones, 
all  of  it  could  not  be  blown  out  in  this  way,  but  was  hoisted 
through  the  shaft  in  small  tubs.  In  some  cases  stone  too  large  to 
go  through  the  lock  without  first  being  broken  were  encountered. 
June  30  the  shaft  was  down  and  the  heading  commenced.  July  2 
the  shaft  caught  fire  from  the  flame  of  a  candle.  Air  pressure  was 
taken  off,  and  in  about  fifteen  minutes  the  fire  was  extinguished 
by  the  water  which  leaked  through  the  timbering.  July  17  the  lock 
was  taken  out  of  the  shaft  and  the  work  of  putting  a  horizontal 
lock  in  the  tunnel  began.  July  22,  at  7  p.m.,  the  lock  door  was 
shut  and  the  lock  tried.  July  24  excavation  under  pressure  began. 
The  roof  of  the  tunnel  was  supported  as  excavation  progressed  by 
steel  flanged  plates  bolted  together,  as  described  in  the  report  for 
Section  10.  The  invert  of  the  masonry  shell  of  the  tunnel  is 
usually  twelve  inches  in  thickness.  The  arch  varies  in  thickness 
from  twelve  to  twenty-four  inches,  and  averages  about  fifteen 
inches.  Since  placing  the  horizontal  lock  the  progress  has  been 
uniform  and  no  drawbacks  have  thus  far  (September  30)  occurred. 
The  average  progress  per  week  of  tunnel  excavated  and  bricked  up 
has  been  32.7  linear  feet.  The  firmness  of  the  foundation  has 
allowed  its  being  shaped  to  fit  the  invert  of  the  tunnel.  All  water 
in  the  shaft  has  been  pumped  by  a  No.  5  pulsometer.  The  water 
is  driven  from  the  tunnel  in  the  same  manner  as  described  in  the 
report  relating  to  Section  10.  It  is  estimated  that  the  greatest 
amount  of  water  pumped  from  the  tunnel  in  twenty-four  hours 
has  been  31,000  gallons.  While  passing  the  points  in  the  river 
where  preliminary  borings  were  made  a  large  amount  of  air  has 
usually  escaped  through  the  bed  of  the  river.  There  also  is  a 
tendency  for  air  to  enter  between  the  plates  and  the  earth  and 
follow  back  over  the  completed  work  until  it  escapes  through  some 
boring  hole.     To  prevent  this  two  rings  of  plates  have  been  taken 
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out  at  intervals  and  the  brick- work  built  against  the  earth,  forming 
a  cat-off  to  the  escaping  air. 

An  extra  payment  for  rapid  progress  was  made,  similar  to  that 
alluded  to  in  the  description  of  Section  10. 

The  air  pressure  used  has  varied  from  thirteen  pounds  per  square 
inch  above  the  atmosphere  at  low  tide  to  eighteen  pounds  at  high 
tide. 

The  air  pumped  has  been  approximately  as  follows :  — 

IfAxJmam  in  24  bonrSf 680,000  cub.  feef. 

Minimnm  "       " 160,000    ••      " 

Arerage     ««       "  300.000    "      " 

The  excavated  material  is  used  to  fill  Tuffs  Mill  Pond. 


Section  26  (Contract  Work),  Charlestown  and  Somerville. 

Location.  —  From  m  point  In  Tnft't  mill  pond,  abont  260  feet  sontb-weBterlj  from 
Arlington  Avenue  and  abont  40  feet  east  of  Alford  Street,  tbrongh  tbe 
proposed  Cbarlestown  playground,  across  Main  Street,  through  Cam- 
bridge Street  to  the  tracks  of  the  Boston  &  Maine  railroad,  and  under 
them  to  Roland  Street,  through  Roland  Street  and  the  McLean  Asylum 
grounds  to  the  Mystic  Branch  railroad. 

Diameters  of  sewers  and  length  of  each  size :  — 

6  feet  6  inches  by  7  feet  2  inches 630  feet. 

6  feet  9  inches  by  6  fbet  6  inches, 3,220    ** 

CofUraetor.  —  ll,  P.  Nawn  of  Roxbury,  Mass. 

Contractor* »  Superintendent  (Tear  ending  Sept,  30,  ISQS.J  —  Jtanes  D.  Fallon. 

Contractor's  Principal  Foremen  (Tear  ending  Sept,  30,  1893,)  ^June9  Cook, 
Patrick  Foley. 

State  Aesistantt  (Tear  ending  S^t.  30, 1893  J 
Assistant  Engioeer :  Frank  I.  Capen. 
Inspectors:  Edward  A.  Clark,  Henry  M.  Woodward,  Samuel  P.  McKenzie, 

James  E.  Coyne,  James  J.  Conway,  Michael  F.  Oarra. 
Transitmen:  Principals  —  C.  Barton  Pratt,  Wm.  W.  Lewis,  Frank  C.  Shepherd. 
*'  Assistants— R.  LeFrancis,  Wm.  M.  Stodder,  Daniel  J.  Snlliran, 

Harry  L.  Ward. 


Trench  and  Tunnel, 


Including 
48  feet 

of  the 
Larger 

Sewer. 

Larger 
Sewer. 

Smallar 
Sewer. 

Length  eompleled  of  trench  •zeayatioD,  feet 

Length  completed  of  tunnel  ezcavation,  feet,   .... 

Average  depth  of  trench  ezcaTation  to  bottom  of  underdndn, 

leet, 

1,722.00 

28.60 

20.00 
9.50 

482.00 

1,646.00 

Oreateat  depth  of  trench  ezcavation  to  bottom  of  underdndn, 
feet,     . 

Average  width  top  of  trench,  feet 

- 
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Trmeh  and  Tunnel  —  Concladed. 


Including 
48  feet 
of  the 

Larger 
Bewer. 

Larger 
Bewer. 

Smaller 
Bewer. 

Avermg0  width  bottom  of  trench,  feet, 

8.00 

. 

« 

Av9T9Lge  depth  from  rarface  of  ground  to  bottom  of  tunnel 

nnderdraln,  feet, 

- 

34.30 

28.80 

Oreateet  depth  from  surface  of  ground  to  bottom  of  tunnel 

nnderdraln,  feet 

- 

86.00 

82.80 

Average  width  of  tunnel,  feet, 

- 

10.00 

0.00 

Volume  of  trench  excavation  per  linear  foot,  cubic  yards,      . 

7.6 

- 

- 

Volume  of  tunnel  excavation  per  linear  foot,  cubic  yards,      . 

- 

8.7 

2.6 

Approximate  cost  of  trench  per  linear  foot.  Including  sheet- 

ing left  In,  excavation  and  refilling  below  masonry,  back. 

flUlng,etc., 

$1100 

- 

- 

Approximate  cost  of  tunnel  excavation  per  linear  foot.  Includ- 

ing excavation  and  refilling  below  masonry,  sheeting  left 

in,  backfilling,  etc 

- 

$14  00 

$1100 

Character  of  Earth  Excavation,— Tor  160  feet  In  tunnel,  clay;  next  1,000  fbet, 
very  hard  mixture  of  sand  and  gravel ;  next  800  feet,  sand  and  gravel  down  to 
springing  line,  with  sandy  clay  below ;  next  200  feet,  sand  and  gravel  with  slate  rock 
in  the  bottom ;  remaining  2,100  feet,  vein  of  fine  sand  on  top  about  three  feet  deep, 
with  clay  below. 


Masonry, 

Contract  price :  — 
Brick-work,  American  cement  mortar,  per  cubic  yard,       ....   %\2  26 
Brick-work,  Portland  cement  mortar,  per  cubic  yard,         •       •       •       •      14  00 

Concrete,  American  cement  mortar,  per  cubic  yard, 6  00 

Concrete,  Portland  cement  mortar,  per  cubic  yard, <{  00 

Diameters  of  nnderdraln  laid,  and  length  of  each  size :  — 

4-incb, 65  feet. 

6-inch, 2,102    «• 

S-inch, 1,034    " 

10-inch 638    •« 

Approximate  cost  of  masonry  per  linear  foot,  including  nnderdraln,  etc. :  — 

Trench, 98  00 

Tunnel  (larger  sewer), 14  00 

Tunnel  (snialler  sewer), 10  00 

Length  of  masonry  completed :  — 

Trench, 1,674  feet. 

Tunnel  (larger  sewer), 482    ** 

Tunnel  (smaller  sewer), 1,646    " 

Masonry  begun  in  trench.  May  4, 1892;  finished,  March  23, 1893. 
Masonry  begun  In  tunnel,  June  1,  1892;  finished,  April  11, 1893. 

Approximate  cost  of  section  per  linear  foot  of  excavation  and  masonry,  including 
labor,  material,  inspection,  and  miscellaneous  items,  923.00. 

NoTB.— The  information  regarding  Section  26  following  this  note  relates  solely  to 
the  year  ending  Sept.  30, 1893.  For  a  description  of  the  work  performed  prior  to 
this  year,  see  the  fourth  annual  report. 
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Excavation.  —  Operations  have  been  carried  on  from  five  open- 
ings, one  open  cat  and  four  tunnel  shafts.  The  open  cut  was 
continued  from  last  year's  work  for  a  distance  of  eleven  hundred 
feet,  by  means  of  a  trench  machine.  The  ordinary  progress  per 
week  was  about  sixty-four  feet.  During  the  months  of  January 
and  February  no  work  was  done  in  the  trench  for  a  week  or  so  at 
a  time.  A  No.  5  pulsometer  was  used  from  a  pump  well  in  this 
trench,  and  its  estimated  maximum  work  in  any  twenty-four  hours 
was  125,000  gallons.  The  tunnel  work  proceeded  as  follows: 
Drifting  was  continued  from  the  shaft  near  Spice  Street  toward 
the  Eastern  railroad  until  about  November  1,  when  it  was  aban- 
doned and  work  was  continued  from  a  shaft  on  the  noitherly  side 
of  the  railroad  until  the  headings  met  Dec.  22.  A  shaft  was 
started  October  8  near  the  corner  of  Cutter  &  Cutter's  trunk 
factory  on  the  southerly  side  of  the  railroad,  from  which  headings 
progressed  in  both  directions.  The  headings  met  under  the  rail- 
road January  26.  A  heading  was  started  opposite  the  works  of 
the  Crosby  Steam  Gauge  &  Valve  Co.  on  February  24,  and  on 
March  13  met  the  one  from  the  preceding  shaft.  A  boom  derrick 
was  used  at  each  tunnel  shaft.  The  total  extent  of  the  tunnel 
work  this  year  was  one  thousand  and  fifty-seven  feet.  The 
ordinary  progress  per  week  was  about  twelve  feet  in  each  heading, 
and  the  work  proceeded  without  cessation.  A  five-inch  Knowles 
pump  was  employed  at  each  tunnel  shaft.  The  estimated  maximum 
amount  of  pumping  done  from  the  tunnel  in  any  twenty-four  hours 
was  60,000  gallons. 

Foundation.  —  The  bottom  of  the  trench  was  excavated  to  fit 
the  bottom  of  the  sewer  for  nearly  all  the  way  through  Roland 
Street  and  across  the  Asylum  grounds.  The  foundation  was  also 
made  in  this  way  in  Cambridge  Street  and  for  about  two  hundred 
feet  of  the  distance  under  the  Boston  &  Maine  railroad  tracks. 

Miscellaneous.  —  The  entire  backfilling  over  the  sewer  tunnel 
under  the  Boston  &  Maine  railroad  was  done  with  Portland 
concrete.  The  backfilling  of  the  open  cut  was  done  with  clay,  — 
the  material  excavated.  All  surplus  earth  as  far  as  the  railroad 
crossing  on  Cambridge  Street  was  deposited  as  filling  in  Tuft's 
Mill  Pond.  That  from  the  railroad  to  the  McLean  Asylum 
grounds  was  placed  on  adjoining  land.  Through  the  Asylum 
grounds  it  was  left  within  the  taking  lines. 
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Part  op  Sections  26  and  27  (Day  Work),  Somerville. 

Location.  —  From  the  easterly  side  of,  and  across,  the  Mystic  Branch  railroad, 
through  the  McLean  Asylum  grounds,  under  the  Boston  &  Lowell 
railroad  and  private  land  to  the  comer  of  Joy  and  Poplar  Streets. 

Length  of  section, 950  feet. 

Diameters  of  sewer :  — 
6  feet  9  inches  by  6  feet  6  inches. 

Attutanit  (Tear  ending  Sept,  30, 1893.) 

Assistant  Engineer :  Franls  I.  Capen. 
Foremen :  Patrick  McCarthy,  Oeorge  F.  Greenlaw. 

Transitmen :  Principals  —  C.  Barton  Pratt,  Wm.  W.  Lewis,  Frank  C.  Shepherd. 
"  Assistants  —  Harry  L.  Ward,  Daniel  J.  Sullivan,  Wm.  M.  Stodder. 

Tunnel  Excavation. 

Length  completed, 950.00  feet. 

Average  depth  from  surface  of  ground  to  bottom  of  underdrain,    .       .     36.00    ** 
Greatest  depth  from  surface  of  gronndito  bottom  of  nnderdrain,    .       .     38.00    ** 

Average  width  of  tunnel, 7.60    " 

Cubic  yards  excavation  per  linear  foot,  2.00. 
Approximate  cost  of  excavation  per  linear  foot,  $13.00. 

Character  of  Excavation,  —  Mainly  slate  and  Indurated  clay.  About  226  feet  under 
and  on  each  side  of  Boston  &  Maine  railroad  was  rock,  hard  enough  to  stand  with- 
out much  timbering.  Timber  was  constantly  required  the  rest  of  way.  Blasting 
was  necessary  from  Mystic  Branch  railroad  to  Asylum  Avenue. 

Masonry, 

Length  of  4-iQch  diameter  nnderdrain  laid, 950  feet. 

Length  of  masonry  completed, 950    ** 

Approximate  cost  of  masonry  per  linear  foot,  $8.00. 

Masonry  begun,  April  8, 1892;  finished,  March  7, 1893. 
Approximate  cost  of  this  work  per  linear  foot,  tunnel  and  masonry,  including  labor, 

material  and  inspection,  $21.00. 

Note.  —The  information  regarding  part|0f  Sections  26  and  27  following  this  note 
relates  solely  to  the  year  ending  Sept.  30, 1893.  For  a  description  of  the  work  per- 
formed prior  to  this  year,  see  the  fourth  annual  report. 

Excavation,  etc.  —  Drifts  extended  from  two  shafts.  That  from 
the  shaft  at  a  point  about  eighty  feet  west  of  Asylum  Avenue  was 
continued  from  last  year.  A  new  shaft  was  started  Oct.  6,  1892. 
A  hoisting  apparatus  called  an  incline  was  used  at  each  shaft. 
The  drift  from  the  westerly  shaft  extended  fourteen  feet  east. 
From  the  other  shaft  the  drift  extended  two  hundred  and  one  feet 
west  and  one  hundred  and  seventy-six  feet  east.  A  two-inch 
piston  pump  was  used  at  each  shaft  to  assist  in  taking  care  of  the 
ground-water,  the  maximum  pumping  done  in  any  twenty-four 
hours  being  about  twenty-five  thousand  gallons.     The  ordinary 
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progress  per  week  in  two  headings  was  about  thirty  feet.  There 
was  a  shutdown  of  work  from  Sept.  30  to  Oct.  15,  1892,  in  the  shaft 
west  of  Asylum  Avenue,  due  to  flooding  the  tunnel  by  the  bursting 
of  a  sewer  in  Poplar  Street,  near  the  work  of  McGovem  &  Eitch, 
contractors  on  Section  27. 


Section  27  (Contract  Work),  Someryuxe  and  Cambridge. 

LoetUion.  —  From  the  comer  of  Joy  and  Poplar  Streets,  throagh  Poplar  Street  to  and 
across  Somerville  Avenue,  land  of  North  Packing  and  ProTigion 
Company,  to  and  throagh  Medford  Street  and  to  and  across  the  Fitch- 
burg  railroad  tracks;  thence  by  way  of  Warren,  Cambridge  and 
Portland  Streets  to  near  Binney  Street. 
Diameters  of  sewers  /ind  length  of  each  size :  — 

6  feet  9  inches  by  6  feet  6  inches, 770  feeu 

6  feet  2  inches  by  5  feet  9  inches, 3,5M    '* 

Contrtictors  (original),  ^"iicOoxeru  &  Kitch  of  Lancaster,  Penn. 
ContractoTB*  Superintendent  (  Tear  ending  Sept.  30, 1893.)  —  Davis  Kitch  (a  mem- 
ber of  the  above-mentioned  firm.) 
Contractors*  Principal  Foremen  (Tear  ending  Sept.  30,  1595.^  — James  Carter* 
William  Dwyer. 

State  Aisiitantt  (Tear  ending  Sept.  30, 1893  ) 

Assistant  Engineer :  Frank  I.  Capen. 

Inspectors :  George  F.  Oreenlaw,  Frank  M.  Sherman,  John  D.  Collins. 

Transitmen:  Principals  —  Wm.  W.  Lewis,  Frank  C.  Shepherd,  Warren  A. 
Rogers,  Hartley  L.  White. 
"  Assistants  —  Harry  L.  Ward,  Elwyn  W.  Stebbins,  Wm.  H.  Board- 

man,  Jr. 


Trench  and  TunneU 


Length  completed  of  trench  excavation,  feet, 

Length  completed  of  tunnel  excavation,  feet, 

Average  depth  of  trench  excavation  to  bottom  of  nnderdrain,  feet,    . 

Oreateat  depth  of  trench  excavation  to  bottom  of  underdrain,  feel,   . 

Average  width  top  of  trench,  feet, 

Average  width  bottom  of  trench,  feet, 

Average  depth  from  surface  of  ground  to  bottom  of  tunnel  under* 
drain,  feet, 

Oreateat  depth  from  aurfaoe  of  ground  to  bottom  of  tunnel  under- 
drain, feet, 


Average  width  of  tunnel  excavation,  feet. 

Volume  of  trench  excavation  per  linear  foot,  cubic  yards. 

Volume  of  tunnel  excavation  per  linear  foot,  cubic  yards. 


Character  of  Earth  Excavation.  —  One  foot  of  street  filling  at  the  snrface,  then 
one  or  two  feet  of  loam  or  peat,  a  five-foot  vein  of  fine  sand  containing  water,  day 
to  grade. 
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Mcuonry, 

Diameters  of  underdrain  laid,  and  length  of  each  size :  — 

6-Inch. 1,173  feet. 

a-inch, 2,208    " 

10-inch, 314    «* 

12.inch. 267    " 

Length  of  masonry  completed :  — 

Larger  sewer  (trench), 770  feet. 

SmaUer  sewer  (trench), 2,492    *• 

Smaller  sewer  (tunnel), 698    ** 

Masonry  was  began  in  trench,  Jane  29, 1892,  and  is  now  (September  30)  In  progress. 

Masonry  was  began  in  tannel,  April  12, 1893,  and  is  now  (September  30)  in  progress. 

Note.  —  The  information  regarding  section  27  following  this  note  relates  solely 
to  the  year  ending  Sept.  30, 1893.  For  a  description  of  the  work  performed  prior  to 
this  year,  see  the  foarth  annual  report. 

Re-letting^  etc.  —  On  account  of  the  unnecessary  and  unreason- 
able delay  of  Messrs.  McGovem  &  Kitch  in  carrying  on  the  work 
it  was  taken  from  them  on  October  15.  They  had  then  completed 
on  Poplar  Street  from  its  intersection  with  Joy  Street  (the  begin- 
ning of  the  section)  to  Maple  Street,  about  six  hundred  feet  of 
trench  and  five  hundred  and  twenty-three  feet  of  brick- work ;  in 
North's  yard  near  Somerville  Avenue,  about  eighty-four  feet  of 
trench  and  forty-three  feet  of  brick- work;  on  Portland  Street 
they  had  completed  towards  Binney  Street  from  the  comer  of 
Cambridge  and  Portland  Streets,  two  hundred  and  forty  feet  of 
trench  and  one  hundred  and  fifty-five  feet  of  brick-work.  The 
State  continued  the  work  as  it  had  been  started,  and  at  the  same 
time  re-let  a  part  of  this  section  to  the  Metropolitan  Construction 
Company.  This  part  included  from  a  point  twenty  feet  south  of 
the  Fit<)hburg  railroad  to  the  completed  work  at  the  corner  of 
Cambridge  and  Portland  Streets  (a  distance  of  one  thousand  four 
hundred  and  fifty-one  feet) ,  and  also  from  a  point  near  the  Hook 
and  Ladder  house  on  Portland  Street,  about  five  hundred  feet 
south  of  Cambridge  Street,  to  the  end  of  the  section,  a  distance 
of  two  thousand  one  hundred  and  sixty  feet.  The  State  work 
was  completed  April  20,  1893.  The  Metropolitan  Constmction 
Company  began  work  on  Portland  Street,  Nov.  15,  1892. 

ExcavaHan,  —  Two  trench  machines,  a  mining  hoist  and  three 
inclines  have  been  used. 
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The  pamping  plant  for  the  removal  of  ground-water  has  been 
employed  as  follows :  on  Portland  and  WaiTen  streets,  in  the  open 
cuts,  a  six-inch  centrifugal  pump  used  at  pump  wells;  in  the 
tunnels,  a  three-inch  pulsometer  used,  except  under  the  Fitchburg 
railroad,  where  a  two-inch  steam  pump  was  used.  In  North's 
Yard  and  on  Poplar  Street  a  six-inch  centrifugal  pump  and  a  two 
and  one-half  inch  ejector  were  used  at  pump  wells.  It  is  estimated 
that  during  the  time  of  the  maximum  pumping  four  hundred 
thousand  gallons  of  ground-water  were  removed  in  twenty-four 
hours.  There  were  interruptions  to  the  work  in  September 
and  October,  1892,  through  the  bursting  of  local  sewers,  etc.,  as 
alluded  to  further  on.  During  January,  February  and  March 
no  work  was  done  in  Portland  Street  on  account  of  the  extreme 
cold. 

Foundation.  — All  but  the  first  sixty  feet  of  the  trench  rests  on 
a  clay  bottom,  which  was  shaped  to  fit  the  invert  of  the  sewer. 
The  exception  noted  bad  a  rock  bottom,  which  was  excavated  to  a 
depth  of  about  six  or  eight  inches  below  the  bottom  of  the  brick- 
work and  replaced  by  concrete. 

Difficulties^  Accidents.  —  The  Metropolitan  sewer  has  been  built 
under  local  sewers  at  Linwood  Street  and  Somerville  Avenue, 
alongside  the  Poplar  Street  local  sewer,  under  the  Fitchburg  rail- 
road tracks,  under  local  sewers  at  Cambridge  Street,  and  alongside 
the  local  sewer  in  Portland  Street.  The  sewer  passes  also  under 
the  West  End  Street  railway  tracks  at  Somerville  Avenue  and 
Cambridge  Street.  In  each  case  where  the  Metropolitan  sewer 
passed  under  local  sewers  a  solid  concrete  pier  was  built  between 
the  two.  Under  the  Fitchburg  railroad  tracks  the  arch  of  the  sewer 
was  backfilled  with  Portland  concrete. 

On  Sept.  30,  1892,  and  again  on  Feb.  15,  1893,  the  Poplar 
Street  local  sewer  burst  flooding  the  Metropolitan  trench.  The 
local  sewer  was  replaced  for  a  time  by  an  iron  pipe,  and  was  after- 
ward rebuilt  by  the  State.  On  Portland  Street  rain  and  ground- 
water filled  the  contractors'  trench,  Oct.  8,  1892.  April  20,  1893, 
there  was  a  settling  of  Portland  Street,  near  Dow's  Soap  Works. 
The  local  sewer  and  one  of  its  man-holes  was  broken  down.  The 
injured  structures  were  rebuilt  by  the  contractors. 

Several  buildings  have  settled  about  quarter  of  an  inch.  The 
house  on  the  north-west  corner  of  Somerville  Avenue  and  Poplar 
Street  settled  about  four  inches,  cracking  the  foundation  badly. 
The  houses  were  repaired  either  by  the  State  or  the  contractors. 
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and  the  one  on  the  corner  of  Somerville  Avenue  and  Poplar  Street 
was  raised  and  given  a  new  foundation. 

On  May  15,  near  Dow's  Soap  Works,  the  centres  were  strack 
before  the  arch  was  sufficiently  loaded.  The  clay  on  the  sides 
pressed  the  masonry  in  and  caused  it  to  fail  for  a  distance  of 
nineteen  feet,  beyond  which  a  crack  showed  for  seventeen  feet. 
The  injured  masonry  was  taken  np  and  relaid  by  the  contractors- 
There  have  been  two  instances  where  a  man  in  the  trench  has 
sustained  temporary  injury  by  being  struck  by  a  bucket.  In  one 
case  the  engineer  let  the  drum  unwind  before  the  bucket  was 
locked,  and  in  the  other  the  bucket  was  accidentally  knocked  over 
the  edge  of  the  trench. 

Miscellaneous.  —  The  surplus  earth  has  been  used  for  filling  on 
adjacent  lands.  At  the  end  of  the  section,  near  Binney  Street,  a 
chamber  for  a  double  float  regulator  was  built  upon  the  Metro- 
politan sewer.  Between  Somerville  Avenue  and  Medford  Street 
the  sewer  passes  through  land  owned  by  the  North  Packing  and 
Provision  Company.  After  the  sewer  was  built  this  company  de- 
cided to  erect  a  building  over  it  and  began  to  drive  pile-work 
foundation.  To  protect  the  sewer  four  concrete  piers,  twenty  feet 
apart,  were  built  over  it  to  a  height  of  eight  feet  six  inches  above 
the  crown  of  the  arch  at  places  where  the  pile  bents  would  come. 
The  top  of  each  pier  was  about  five  feet  square,  and  increased  in 
size  to  the  hard  clay  bottom,  which  was  at  the  springing  line  of 
the  sewer. 

Section  28,  Cambridge. 

Loeation.  —  From  a  point  in  Portland  Street  about  fifty  feet  north  of  Binney  Street, 
tbrongb  Portland  and  Albany  Streets,  across  Front  Street  and  tbicogb 
Albany  Street  extension  to  Wayerty  Street  at  Allston  Street;  thence 
through  Waverly  Street  to  Chestnut  Street. 

Length  of  secUon, 6,600  feet 

Diameters  of  sewer :  — 

4  feet  by  4  feet  6  inches. 
Contractors,  —  John  L.  Reardon  &  Company  of  Brighton,  Mass. 
Contrtictors*  Superintende7tt,  —  ThomM  J.  Toang,a  member  of  the  aboye-mentloned 

firm. 
Contrttctors*  Principal  Foremen.  —  Michael  Stapleton,  James  McManos. 

State  Attittants* 

Assisunt  Engineer:  Frank  I.  Capen. 

Inspectors :  Caleb  Kimball,  Frank  M.  Sherman. 

Transitmen:  Principals  ~Wm.  W.  Lewis,   Frank  C.  Shepherd,  Warren  A. 

Rogers,  Hartley  L.  White. 
Transltmen:  Assistants  — Harry  L.  Ward,  Blwyn  W.  Stebbins,  William  H. 

Boardman,  Jr. 
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Trench  and  Tunnel, 

Length  completed  of  trench  excavation, 5,608.00  feet. 

Length  completed  of  tunnel  excaration, 40.00    ** 

Average  depth  of  trench  excavation  to  bottom  of  nnderdratn,       .       .      17-90    ** 
Greatest  depth  of  trench  excavation  to  bottom  of  nnderdrain,        .       •     22.00    ** 

Average  width  top  of  trench, 8.00    ** 

Average  width  bottom  of  trench, 7.D0    " 

Cubic  yards  trench  excavation  per  linear  foot,  5  30. 

Approximate  cost  of  trench  and  tnnnel  per  linear  foot  to  date  (September  30),  includ- 
ing excavation  and  refilling  below  masonry,  backfilling,  etc.,  to  date  (September 
30),  $7.00. 

Character  of  Earth  Excavaiion.  — Tor  the  first  1,900  feet,  as  far  as  Main  Street, 
about  ten  feet  of  sand  and  gravel,  with  clay  below  to  grade ;  from  thence  for  about 
seven  hundred  feet,  to  a  point  four  hundred  feet  north  of  Front  Street,  miscellaneous 
filling,  and  peat  below  to  the  bottom  of  the  sewer;  ftom  three  hundred  feet  south  of 
Front  Street  for  about  1,900  feet  to  near  Erie  Street,  ten  feet  of  peat  overlying  sand 
to  the  bottom  of  the  sewer ;  from  thence  to  the  end  of  the  section,  filling,  peat,  loam, 
and  sand  to  grade,  —  there  being  clay  in  the  bottom  for  a  distance  of  about  146  feet 
near  the  end  of  the  section. 

Masonry, 

Contract  price :  — 
Brick-work,  American  cement  mortar,  per  cubic  yard,       ....   $12  15 

Brick-work,  Portland  cement  mortar,  per  cubic  yard, 13  75 

Concrete,  American  cement  mortar,  per  cubic  yard, 5  00 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 6  60 

Diameters  of  underdrain  laid,  and  length  of  each  size :  — 

8-inch, 1,703  feet. 

10-inch, 2,338    " 

12-inch, 1,563    " 

Approximate  cost  of  masonry  per  linear  foot,  including  underdrain,  etc. :  — 

Trench, $5  66 

Tunnel, 5  06 

Length  completed,  trench, 5,489  feet* 

Length  completed,  tnnnel, 29    *' 

Masonry  was  begun  in  trench  Nov.  29, 1892,  and  is  now  (September  30)  in  progress. 
Masonry  was  begun  in  tunnel  Sept.  27, 1893,  and  is  now  (September  30)  in  progress. 

Approximate  cost  of  section  per  linear  foot  of  excavation  and  masonry,  including 
labor,  material,  inspection,  and  miscellaneous  items  to  date  (September  30), 
$13.00. 

Excavation. — The  excavation  operations  have  proceeded  from 
two  open  cuts  and  from  a  tunnel  shaft.  The  first  open  cut  was 
started  Nov.  14,  1892,  at  a  point  about  three  hundred  feet  south 
of  Front  Street,  and  continued  by  means  of  a  trench  machine  to 
the  end  of  the  section  at  Waverly  Street,  a  distance  of  about  three 
thousand  one  hundred  and  thirty-one  feet.  The  ordinary  progress 
per  week  was  about  one  hundred  and  ninety-two  feet.  When  the 
end  of  the  work  was  reached  on  this  opening  the  trench  machine 
was  moved  to  a  point  about  sixty-five  feet  from  the  beginning  of 
the  section,  at  the  corner  of  Portland  and  Bristol  streets,  and  an 
opening  was  started  there  on  May  10,  1893.  Work  from  this 
latter  opening  has  progressed  a  distance  of  about  two  thousand 


Digitized  by  CjOOQ IC 


78  METROPOLITAN  SEWERAGE.  [Jan. 

four  hundred  and  seventy-seven  feet  to  a  point  four  hundred  feet 
north  of  Front  Street ;  seventy-four  feet  being  left  at  Main  Street 
for  tunnelling.  The  average  progress  per  week  has  been  about 
one  hundred  and  forty-four  feet.  A  tunnel  shaft  was  started 
September  18  on  the  north  side  of  Main  Street,  and  has  proceeded 
under  that  street  for  a  distance  of  about  forty  feet.  An  incline  is 
used  for  hoisting  at  this  shaft.  Pump  wells  have  been  established 
every  eight  hundred  feet.  On  Portland  Street,  from  Bristol  to 
Hampshire  Streets,  the  pumping  of  ground-water  has  been  done 
by  a  four-inch  Webber  centrifugal  pump.  A  six-inch  Webber 
pump  has  been  used  elsewhere,  supplemented  along  the  marsh  from 
Front  to  Erie  streets  by  the  four-inch  pump.  The  maximum 
amount  of  water  pumped  in  any  twenty-four  hours  has  been  about 
550,000  gallons.  The  excavation  work  has  progressed  con- 
tinuously. 

Foundation.  —  The  bottom  of  the  trench  was  shaped  to  fit  the 
invert  of  the  sewer  from  the  corner  of  Portland  and  Bristol  streets 
to  the  corner  of  Portland  and  Main  streets,  a  distance  of  about 
one  thousand  nine  hundred  feet,  and  for  a  distance  of  about  one 
hundred  and  forty-five  feet  near  the  end  of  the  section,  on  Waverly 
Street.  For  a  distance  of  about  four  hundred  and  thirty-four  feet, 
from  a  point  about  eighty  feet  south  of  Main  Street  and  running 
towards  Front  Street,  excavation  to  an  average  depth  of  about 
fourteen  inches  was  made  below  the  bottom  of  the  brick-work  and 
the  intervening  space  filled  with  gravel. 

Miscellaneous.  —  The  Metropolitan  sewer  has  been  built  under 
local  sewers  at  Hampshire  Street,  Broadway;  Harvard,  Washing- 
ton, Waverly  and  Allston  streets  and  Putnam  Avenue.  The  inter- 
vening space  between  the  two  sewers  in  each  case  was  filled  with 
concrete.  The  sewer  crosses  under  the  West  End  railroad  tracks 
at  Hampshire  Street  and  Broadway.  All  this  work  of  crossing 
under  sewers  and  railroad  tracks  has  been  done  without  especial 
difficulty.  The  surplus  earth  from  the  sewer  trench  has  been  de- 
posited in  adjacent  lowlands. 

Section  29,  Cambridge. 

Location.  —  From  a  point  in  Waverlj  Street,  near  the  north  comer  of  Cfaestniit 
Street,  through  Waverly  Street,  private  way,  Granite  Street,  private 
land,  River,  Blackstone,  Albro   and   Ampere  Streets   to  Western 
Avenne. 
Diameters  of  sewers  and  length  of  each  size :  — 

4  feet  by  4  feet  6  inches, 1,740  feet 

3  feet  8  inches  by  4  feet  2  inches, 1,321    ** 

3  feet  6  inches  by  4  feet 2,093    " 
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CotUractors.  —  Lindsay  &  Cudmore  of  SomerTille,  Mass.    The  two  members  of  this 

firm  acted  as  their  own  superintendents. 
CorUrtictors*  Principal  Foreman,  —  John  Doherty. 

SteUe  Assistants. 

Assistant  Engineer :  Frank  I.  Capen. 

Inspectors :  Samuel  Coming,  Caleb  Kimball,  Fr%nk  M.  Sherman. 
Transitmen:  Principals— C.  Barton  Pratt,  Frank  C.  Shepherd. 
**  Assistanto  —  Wm.  M.  Stodder,  Edward  I.  Marvell. 

Trench, 


4  fe«t  by 
4  feet 

6  Inches 
sewer. 


3  feet  8 
Inches 
by  4  feet 
2  inches 
sewer. 


8  feet  0 
inches 

by  4  feet 
sewer. 


Length  completed,  feet, 

Average  depth  of  ezcavmtion  to  bottom  of  underdrain,  feet. 
Average  depth  of  ezcaTatlon  to  bottom  of  pile  cap,  feet,  . 
Greatest  depth  of  excavation  to  bottom  of  underdrain,  feet, 
Greatest  depth  of  excavation  to  bottom  of  pile-cap,  feet,     . 

Average  width  top  of  trench,  feet, 

Average  width  bottom  of  trench,  feet, 

Volume  of  excavation  per  linear  foot,  cubic  yards, 
Approximate  cost  of  trench  per  linear  foot,  indnding  sheet- 
ing left  in,  excavation  and  refilUog  below  masonry,  back* 
filling,  etc.,  to  date  (September  80), 


1,740.00 
16.20 

21.00 


0.00 
7.00 
6.06 


$4  80 


1,821.00 
12.00 

17.60 

7.80 
7.80 
8.60 


$3  60 


266.00 

14.66 

16:00 
7.60 
7.60 
4.04 


$4  00 


Character  of  Earth  Excavation, — For  first  two  thousand  fbet,  twelve  feet  of  sand 
above  about  five  feet  of  wet  gravel ;  next  nine  hundred  f^t,  about  five  feet  of  peat 
above  about  five  feet  of  sand,  with  gravel  to  the  bottom  of  the  sewer ;  from  thence 
to  a  point  about  one  hundred  feet  west  from  the  comer  of  the  works  of  the  Dover 
Stamping  Company,  all  peat. 


Masonry, 
Contract  price :  — 
Brick-work,  American  cement  mortar,  per  cubic  yard,       ....    $12  00 
Brick- work,  Portland  cement  mortar,  per  cubic  yard,         .       .       •       •      13  50 

Concrete,  American  cement  mortar,  per  cubic  yard, 4  75 

Concrete,  Portland  cement  mortar,  per  cubic  yard,  •       •       •       .       6  50 

Diameters  of  underdrain  laid  and  length  of  each  size  :•— 

8-inch, 643  feet. 

12-inch, 2,992    *• 

Approximate  cost  of  masonry  per  linear  foot  of  trench,  including  underdrain,  etc., 
to  date  (September  30) :  — 
4  fl»et  by  4  feet  6  inches  and  3  feet  8  inches  by  4  feet  2  inches  sewer,  •       •     $6  00 

3feet6inchesby  4  faet  (with  pile  foundation), 13  30 

Length  of  masonry  completed :  — 

4  feet  by  4  feet  6  inches  sewer, ,      1 J40  feet. 

3  feet  8  inches  by  4  feet  2  inches 1,321    " 

3  feet  6  inches  by  4  feet, 51    •* 

Masonry  was  begun,  April  30, 1893,  and  is  now  (September  80)  in  progress. 
Approximate  cost  of  section  per  linear  foot  of  excayatlon  and  masonry,  to  date 
(September  30),  including  labor,  material,  inspection,  and  miscellaneous  items, 
$11.00. 
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Excavation.  —  A  trench  machine  has  been  used  on  the  open  cat, 
started  at  the  lower  end  of  the  section  on  April  20,  1893.  The 
operations  from  this  opening  have  now  extended  a  distance  of 
about  three  thousand  three  hundred  and  twenty-six  feet,  to  a  point 
about  one  hundred  feet  west  from  the  comer  of  the  works  of  the 
Dover  Stamping  Company.  The  ordinary  progress  per  week  has 
been  about  one  hundred  and  fifty  feet.  The  only  interruptions  have 
been  those  caused  by  the  tide  breaking  through  the  dyke.  Pump 
wells  have  been  established  every  six  hundred  feet.  At  the  first 
two  of  these  wells  a  six-inch  centrifugal  pump  was  used,  and  a 
six-inch  and  a  four-inch  pump  has  been  used  at  each  of  the  suc- 
ceeding wells.  It  is  estimated  that  the  maximum  amount  of 
pumping  in  any  twenty-four  hours  was  about  750,000  gallons.  A 
second  opening  was  started  September  26  at  the  curve,  comer 
of  Blackstone  and  Albro  Streets,  and  is  being  worked  toward  the 
upper  end  of  the  section.  An  incline  is  being  used,  and  the  trench 
has  been  excavated  a  distance  of  about  thirty  feet. 

Foundation,  —  From  a  point  about  fifty-one  feet  from  the  lower 
end  of  the  section,  and  extending  for  a  distance  of  about  two  hun- 
dred and  eighty-three  feet,  the  bottom  of  the  trench  was  clay, 
which  was  shaped  to  fit  the  invert  of  the  sewer.  For  a  distance  of 
eighty-one  feet  at  the  foot  of  Pleasant  Street,  excavation  was  made 
to  a  depth  of  about  one  and  one-quarter  feet  below  sewer  grade, 
and  the  space  below  filled  with  concrete.  From  thence  a  pile 
foundation  has  been  used.  The  piles  have  been  driven  in  bents  of 
three  each,  the  bents  being  four  feet  apart.  The  tops  have  been 
covered  with  an  eight-inch  by  ten-inch  cap  surmounted  by  a 
three-inch  platform.  The  piles  have  been  from  fifteen  to  twenty 
feet  in  length. 

Difficulties,  —  The  Metropolitan  sewer  has  been  built  under 
Cambridge  sewers  at  Pearl  and  Pleasant  Streets.  At  the  first  of 
these  points  a  solid  concrete  pier  was  built  occupying  all  the  space 
between  the  two  sewers,  and  at  the  latter  point  the  arch  of  the 
Metropolitan  sewer  for  a  distance  of  seven  feet  each  side  of  the 
local  sewer  was  built  of  solid  Portland  concrete.  The  Metropolitan 
sewer  was  here  widened  eight  inches  at  the  springing  line  and 
flattened  one  foot  three  inches  at  the  crown. 

Miscellaneous,  —  The  surplus  earth  for  the  first  eleven  hundred 
feet  was  used  to  fill  in  land  owned  by  Edmund  Reardon,  and  that 
gained  for  the  rest  of  the  way  has  been  levelled  off  along  the 
marsh,  over  the  sewer. 


Digitized  by  VjOOQ  IC 


1894.] 


PUBLIC   DOCUMENT  — No.  45- 


81 


Section  30,  Cambridge. 

Location,  —  Prom  Western  Avenue,  at  the  end  of  Ampere  Street  across  Western 
Avenue  and  through  private  land  to  De Wolfe  Street ;  through  DeWolfb 
and  Dyke  Streets  and  private  land  to  and  across  Dunster  Street, 
through  private  land  and  across  Boylston  to  Eliot  Street ;  and  through 
Eliot  Street,  Eliot  Square  and  Mt.  Auburn  Street  to  Lowell  Street. 
Diameters  of  sewers  and  length  of  each  size :  — 

3  feet  5  inches  bj  3  feet  8  inches, 2,190  feet. 

2  feet  10  inches  bj  3  feet ;  2  feet  8  inches  by  2  feet  10  inches,      .       .     3,022    " 

2  feet  3  inches  by  2  feet  4  inches, 1,813    *< 

Contractors,^  Jones  &  Meehan  of  Jamaica  Plain,  Mass. 

Contractors*  Superintendent. —  Michael  Meehan,  a  member  of  the  above-named 

firm. 
Contractors*  Principal  Foremen,  —  Peter  Dolan,  John  Monahan. 

State  Assistants, 
Assistant  Engineer :  Prank  I.  Capen. 

Inspectors:  George  P.  Greenlaw,  Warren  A.  Rogers,  Hadson  B.  Damon. 
Transitmen:  Principals  — C.  Barton  Pratt,  Frank  C.  Shepherd. 
"  Assistants —Wm.  M.  Stodder,  Edward  I.  Marvell. 

Trench, 


Largest 
Sewer. 


Two 
Smaller 
Sewert. 


Bmallett 
Sewer. 


Length  completed,  feet, 

Average  dei^th  of  excavation  to  bottom  of  uoderdrain,  feet 
Average  depth  of  excavation  to  bottom  of  pile  cap,  feet, 
Greatest  depth  of  excavation  to  bottom  of  nnderdrain,  feet 
Greatest  depth  of  excavation  to  bottom  of  pile  cap,  feet. 
Average  width  top  of  trench,  feet,  .... 

Average  width  bottom  of  trench,  feet,   .... 
Volume  of  excavation  per  linear  foot,  cubic  yards. 
Approximate  cost  of  trench  per  linear  foot,  Inclnding  sheet, 
ing  left  in,  excavation  and  refilling  below  masonry,  back 
miing,etc.,  to  date  (September  30),     .... 


2,024.00 
13.80 

18.80 

6.00 
6.00 
8.07 


$4  00 


2,669.00 
15.60 

21.80 

6.25 
6.50 
8.60 


$4  50 


872.00 

12.70 

17.60 
5.20 
5.20 
2.46 


$4  50 


Character  of  Earth  Excavation,  —  From  Western  Avenue  to  corner  of  De  Wolfe 
and  Dyke  Streets,  a  distance  of  about  1,900  feet,  1  foot  of  loam  or  gravel,  then  clay 
to  grade ;  from  thence  to  about  one  hundred  feet  east  of  Boylston  Street,  gravel,  peat 
and  sand  —  the  peat  sometimes  running  below  the  springing  line  of  the  sewer ;  for 
about  150  feet,  filling  with  peat  below ;  from  thence  for  four  hundred  feet  to  Eliot 
Square,  sand  and  gravel  to  grade ;  for  two  hundred  feet,  gravel  filling  with  peat 
below ;  thence  to  one  hundred  feet  west  of  Hawthorn  Street,  sand  and  gravel ;  fh>m 
thence  on,  gravel  filling  and  peat  running  below  grade. 


Masonry. 
Contract  price :  — 

Brick-work,  American  cement  mortar,  per  cnbic  yard,       ....  $13  00 

Brick- work,  Portland  cement  mortar,  per  cubic  yard,         .       .       .       .  16  00 

Concrete,  American  cement  mortar,  per  cubic  yard, 5  00 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 7  00 
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Dlameten  of  underdrain  laid  and  length  of  each  size  :— 

6-inch, 1^8  feet. 

8-inch, 3,110    « 

Approximate  cost  of  masonry  per  linear  foot  of  trench,  indading  nnderdrain,  etc^  to 
date  (September  30) :  — 

Largest  sewer, $5  10 

Two  smaller  sewers, 4  80 

Smallest  sewer, 6  70 

Lengths  of  masonry  completed : — 

Largest  sewer, 2,001  leet. 

Two  smaller  sewers, 2,49S    " 

Smallest  sewer, 476    «« 

Masonry  was  began  Jane  26, 1893,  and  is  now  (September  30)  in  progress. 

Approximate  cost  of  section  per  linear  foot  of  excayation  and  masonry,  indading 
labor,  material  and  inspection,  and  miscellaneous  items,  to  date  (Septem- 
ber 30),  $10^. 

Excavation. — Two  single  track  trench  machines  have  been 
used.  The  excavation  has  been  worked  from  three  open  cats  as 
follows :  One  was  begun  at  the  lower  end  of  the  section  at  West- 
em  Avenue  on  June  19,  and  has  advanced  a  distance  of  about 
nineteen  hundred  and  forty  feet  to  the  corner  of  Dyke  and 
DeWolfe  Streets.  —  the  ordinary  progress  per  week  being  about 
two  hundred  and  five  feet.  A  second  opening  was  commenced 
July  3  on  Mount  Auburn  Street,  near  the  Police  Court  building, 
and  operations  from  this  opening  have  progressed  for  a  distance 
of  about  two  thousand  three  hundred  and  seventy-two  feet  in  this 
street  to  Marsh  Court,  at  the  ordinary  rate  per  week  of  about  one 
hundred  and  ninety-five  feet.  The  third  and  last  opening  was 
begun  at  the  corner  of  Dyke  and  Plympton  Streets,  August  22. 
Work  has  progressed  at  the  ordinary  rate  per  week  of  about 
one  hundred  and  eighty  feet  for  a  distance  of  about  one  thou- 
sand two  hundred  and  forty  feet  to  Boylston  Street. 

A  pump  well  was  placed  at  Western  Avenue  and  another  at 
the  corner  of  Dyke  and  Plympton  Streets,  with  a  four-inch  Webber 
centrifugal  pump  at  each.  There  have  also  been  two  pump  wells 
on  Mount  Auburn  Street,  with  a  six-inch  Webber  pump  used  at 
each  in  succession.  The  excavation  work  has  progressed  contin- 
uously. 

Foundation,  —  The  clay  bottom  of  the  trench  has  been  so  dug 
as  to  fit  the  invert  of  the  sewer  from  the  lower  end  of  the  section 
at  Western  Avenue  to  the  comer  of  DeWolfe  and  Dyke  Streets,  a 
distance  of  about  one  thousand  nine  hundred  and  forty  feet.  For 
a  distance  of  about  seventy-three  feet  in  Eliot  Square  near  the 
engine  house,  and  for  a  distance  of  forty  feet,  from  a  point  on 
Mount  Auburn  Street  one  hundred  feet  west  of  Hawthorn  Street, 
the  earth  has  been  removed  to  a  depth  of  about  two  feet  below  sewer 
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grade  and  the  space  filled  with  American  concrete.  Between  Dun- 
eter  and  Boylston  Streets,  for  a  distance  of  about  ninety^five  feet, 
excavation  was  made  to  a  depth  of  three  feet  below  sewer  grade  and 
the  space  filled  with  gravel.  Pile  driving  was  resoited  to  from  a 
point  about  fifty-nine  feet  east  of  Boylston  Street  to  the  west  side 
of  that  street.  These  piles,  twelve  feet  in  length,  were  driven  in 
bents  of  two  each  —  the  bents  being  four  feet  apart  and  covered 
with  eight-inch  by  eight-inch  caps  surmounted  by  a  three-inch 
platform.  A  pile  foundation  has  also  been  used  on  Mount  Auburn 
Street  from  a  point  about  one  hundred  and  fifty  feet  west  of  Haw- 
thorn Street  to  where  work  is  going  on  at  the  present  time.  These 
are  forty-foot  piles,  and  the  details  in  regard  to  bents,  capping  and 
platform  are  the  same  as  in  the  case  before  mentioned. 

Miscellaneous.  —  The  Metropolitan  sewer  has  passed  under 
several  local  sewers.  Solid  concrete  piers  have  been  built  to  occupy 
all  the  space  between  the  two  in  each  case.  At  Western  Avenue 
and  Plympton  Street,  where  local  sewers  were  met,  the  cross-section 
of  the  Metropolitan  sewer  was  changed  to  iron  pipes  three  feet 
six  inches  and  three  feet  in  diameter  respectively,  with  a  redjicer 
five  feet  in  length  at  each  end,  the  local  sewers  being  so  recon- 
structed that  their  flows  could  pass  both  over  and  under  the 
Metropolitan  sewer.  At  Willard  Street  the  sewer  line  was  moved 
ten  inches  to  the  left  to  avoid  a  tide-gate  man-hole  in  the  local 
sewer.  The  surplus  earth  gained  from  the  trench  has  been  used 
for  filling  adjacent  land. 


Section  37,  East  Boston. 

Location,  —  From  a  point  in  Chelsea  Street,  about  two  hnndred  feet  from  Chelsea 
CreelL  bridge,  to  Prescott  Street  and  in  that  and  Bremen  Street  to  a 
point  about  three  hundred  feet  beyond  Brooks  Street. 
Diameters  of  sewers  and  length  of  each  size :  — 

3  feet  4  hiches  by  3  feet  9  inches, 472  feet. 

3  feet  by  3  feet  5  inches, 4,410    " 

Contractor.  —  John  Sheehan  of  Lynn,  Mass. 

Contractor* »  Superintendents.  —  Wm.  Hall,  M.  F.  Oarra  (from  June  12  to  August  30). 

Contractor' a  Principal  Foremen :  — 

Trench—  Michael  Kiernan,  Jeremiah  Barry. 
Tunnel  —  J.  N.  Reesby. 

State  Assistantt. 

Assistant  Engineer :  Seth  Peterson. 

Inspectors :  M.  F.  Oarra  (to  June  12),  J.  J.  Conway. 

Transitmen :  Principal  —  Fred  Brett. 

'*  Assistant  —  Thomas  T.  Cass. 
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Trench  and  Tunnel, 


Larger       Smaller 
Sewer.        Sew«r. 


Length  completed  of  trench  excavation,  feet, 

Length  completed  of  tonnel  excavation,  feet, 

Average  depth  of  trench  excavation  to  bottom  of  nnderdrain,  feet,     . 

Greatest  depth  of  trench  excavation  to  bottom  of  nnderdrain,  feet,     . 

Average  width  top  of  trench,  feet, 

Average  width  bottom  of  trench,  feet, 

Average  depth  from  tarfaoe  of  ground  to  bottom  of  tnnnel  nnder- 
drain, feet, 

Greatest  depth  from  turfaoe  of  ground  to  bottom  of  tunnel  nnder- 
drain, feet, 

Average  width  of  tnnnel, 

Volume  of  trench  excavation  per  linear  foot,  cubic  yards,    . 

Volume  of  tunnel  excavation  per  linear  foot,  cubic  yards,    . 

Approximate  cost  of  trench  per  linear  foot,  including  sheeting  left 
in,  excavation  and  refilling  below  masonry,  backfilling,  etc.,  to  date 
(September  80), 

Approximate  cost  of  tunnel  excavation  per  linear  foot,  including  ex- 
cavation  and  refilling  below  masonry,  backfilling,  etc.,  to  date  (Sep- 
tember 30),       


Character  of  Earth  Excavation,  —  Street  surfacing  and  claj,  except  a  pocket  of 
sand  and  gravel  near  Curtis  Street. 

Masonry, 

Contract  price :  — 
Brick-work,  American  cement  mortar,  per  cubic  yard,        ....    ^12  90 
Brick-work,  Portland  cement  mortar,  per  cubic  yard,         •       .       .       .      15  00 

Concrete,  American  cement  mortar,  per  cubic  yard, 5  80 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 6  60 

Diameters  of  nnderdrain  laid,  and  length  of  each  size :  — 

e-lncb, 744  feet. 

8-inch, 222    " 

lO-inch 107    " 

12.inch, 200    " 

Approximate  cost  of  masonry  per  linear  foot  of  trench  and  tunnel,  including  nnder- 
drain, etc.,  to  date  (September  30) ,  ^.00. 

Length  of  masonry  completed :  — 

Trench, 390  fbet. 

Tnnnel, 984    " 

Masonry  was  begun  in  tunnel,  March  27, 1893,  and  is  now  (September  SO)  in  prog- 
ress. 

Masonry  was  begun  in  trench,  July  27, 1893,  and  is  now  (September  30)  in  prog- 
ress. 

Approximate  cost  of  section  per  linear  foot  of  excayation  and  masonry,  including 
labor,  material  and  inspection,  and  miscellaneous  items  to  date  (September  30), 
$12.00. 
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Excavation. 


Oharaoter  of 
Opening. 

Point  of  Beginning. 

Points  of  finding. 

Extent, 
feet. 

Ordinary 

Prosress 

per  Week. 

feet. 

Tunnel, 

Lower  end  of  section, 

186  feet  toward  Curtis  St., 

186 

42 

Tonnel,* 

Curtis  St.,  .... 

180  feet  north  of  Curtis 
St.  and  410  feet  south  of 
the  same  street,      . 

540 

64 

Tunnel, 

430  feet  south  of  Curtis  St., 

30  feet  north  of  shaft  and 
about  170,  feet  south  of 
shaft.       .... 

204 

42 

Tunnel, 

Nearly  opposite  Glendon 
Place. 

120   feet   north   and    the 
same  disunce  south,     . 

240 

84 

Tunnel, 

In  front  of  Maverick  Oil 
Works. 

180  feet  north  of  shaft  and 
the  same  distance  south. 

856 

84 

Tunnel, 

About  the  middle  of  Eagle 
Square. 

170  feet  north  of  shaft  and 
160  feet  south  of  same,  . 

331 

84 

Tunnel, 

Just  north  of  Saratoga  St., 

10  feet  north  and  10  (eet 
south,      .... 

20 

*  Changed  to  open  cut. 

Two  headings  were  run  from  all  but  the  first  shaft.  A  trench 
machine  was  used  on  the  open  cut,  and  material  excavated  from 
the  tunnel  shafts  was  handled  with  derricks  and  wheelbarrows. 
The  tunnelling  was  secured  by  timber  sets.  A  six-inch  Andrews 
pump  has  been  placed  about  three  hundred  feet  south  of  Curtis 
Street,  and  a  pulsometer  and  hand  pump  have  been  used  in  each 
tunnel  shaft.  The  ground-water  in  each  tunnel  shaft  could  have 
been  taken  care  of,  as  far  as  pumping  was  concerned,  with  a  hand 
pump  alone,  except  in  the  case  of  the  shaft  south  of  Curtis  Street. 
At  this  shaft  and  the  open  cut  connected  with  the  same  pump,  the 
yield  of  ground-water  was  estimated  to  be  1,400,000  gallons  per 
twenty-four  hours.  The  work  has  progressed  with  practically  no 
shut-downs. 

Foundation,  —  The  bottom  of  the  trench  has  been  shaped  to 
fit  the  invert  of  the  sewer  all  the  way  except  about  five  hun- 
dred feet  near  Curtis  Street  and  about  two  hundred  feet  between 
Eagle  and  Saratoga  streets.  Near  Curtis  Street  the  foundation 
was  in  loose,  wet  sand  and  gravel.  Between  Eagle  and  Saratoga 
streets  the  underlying  sand  will  be  removed  to  a  depth  of  about 
six  inches  below  the  bottom  of  the  masonry  and  refilled  with  gravel. 


Difficulties.  —  The  only  serious  obstacles  came  from  the  water 
in  the  gravel  stratum  near  Curtis  Street.  The  upper  part  of  this 
gravel  stratum  was  saturated  with  oil  which  soaked  through  the 
ground  from  the  oil  works  near  by.  Gas  evaporated  from  this 
which  was  quite  disagreeable  in  the  bottom  of  the  trench.     To 
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prevent  or  lessen  the  leakage  of  this  gas  into  the  sewer,  as  well  as 
to  exclude  the  oil,  the  concrete  invert  was  plastered  Inside  with 
Portland  cement  mortar,  and  from  a  point  about  three  hundred 
feet  south  of  Curtis  Street  to  that  street  the  arch  was  covered  with 
an  extra  coat  of  plaster  of  the  same,  about  one-half  inch  in  thick- 
ness. 

Miscellaneous. — The  surplus  earth  gained  by  the  sewer  oper- 
ations has  been  used  for  filling  adjacent  low  lands. 


Section  40,  Everett  and  Malden. 

Location,  —  From  near  Waters  Avenue  in  Everett,  along  the  westerly  side  of  tbe 
Sangas  Branch  railroad  to  Middlesex  Street  in  Maiden,  and  in  this 
street  to  Charles  Street. 

Length  of  section, 6,252  feet 

Diameters  of  sewer,  3  feet  9  inches  by  4  feet  1  inch. 
Contractors.  ^K,  A.  Malone  &  Sons  of  Philadelphia,  Penn. 
Contractors*  Superintendent  f  Tear  ending  Sept.  30, 1893).  —  Michael  Tallant. 
Contractors*  Principal  Foreman  (  Tear  ending  Sept,  30, 1893).  —  Michael  StspleUxu 

State  Assistants  (  Tear  ending  Sept.  30, 1893). 
Inspectors :  Caleb  Kimball,  James  £.  Coyne. 
Transitman :  Principal  —  Panl  W.  Rowell. 

*'  Assistants  —  Fred  Brett,  George  F.  Chase,  George  R.  Whislow. 

Trench. 

Length  completed, 6,252.00  feet. 

Average  depth  of  excavation  to  bottom  of  nnderdrain,   .       .       .  16.00  *' 

Greatest  depth  of  excavation  to  bottom  of  nnderdrain,  .       .       .  24.00  " 

Average  width  top  of  trench, 7.80  " 

Average  width  bottom  of  trench, 750  ** 

Cnbic  yards  excavation  per  linear  foot,  4.10. 

Approximate  cost  of  trench  per  linear  foot,  including  sheeting  left  in,  excavation  and 
refilling  below  masonry,  backfilling,  etc ,  $0.50. 

Character  of  Earth  Excavation.— On  the  marsh,  generally  through  four  feet  of 
peat  and  four  or  five  feet  of  sand  to  firm  clay ;  in  the  vicinity  of  Bell  Rock  Station, 
through  sand,  gravel  and  clay ;  at  works  of  Hub  Cement  Company,  gravel,  sand  and 
ledge ;  upper  seven  hundred  feet  of  section,  sand  and  silt. 

Masonry. 

Contract  price :  — 
Brick-work,  American  cement  mortar,  per  cubic  yard,        .       .  *      .       .   ^12  00 
Brick-work,  Portland  cement  mortar,  per  cubic  yard,         .       .        .       .     13  75 

Concrete,  American  cement  mortar,  per  cubic  yard, 6  75 

Concrete,  Portland  cement  mortar,  per  cnbic  yard, 7  OO 

Diameters  of  nnderdrain  laid  and  length  of  each  size :  — 

6-inch, 825  feet. 

8-inch, 1,622    " 

10-inch, 2,924    «* 

12-inch 842    " 
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Approximate  cost  of  masonry  per  linear  foot,  including  nnderdraln,  etc.,  $7.00. 
Length  completed •       •       •     6,252  feet. 

Masonry  begun,  Oct.  5, 1891 ;  finished,  April  1, 1893. 

Approximate  cost  of  section  per  linear  foot  of  trench  and  masonry,  Indndlng  labor, 
material,  Inspection,  extra  payment  to  contractor  and  miscellaneous  items, 
$14  00. 

Note.— The  information  regarding  Section  40  following  this  note  relates  solely  to 
the  year  ending  Sept.  30, 1893.  For  a  description  of  the  work  performed  prior  to 
this  year,  see  the  fourth  annual  report 

Excavation.  —  Operations  were  carried  on  from  two  openings, 
(No.  1)  being  continued  from  last  year's  work  at  a  point 
opposite  the  paint  factory  of  Wads  worth,  Howland  &  Co., 
to  where  the  creek  crosses  the  sewer  about  four  hundred  feet 
south  of  Middlesex  Street.  The  other  opening  (No.  2)  was 
started  Nov.  5,  1892,  at  the  comer  of  Charles  and  Middlesex 
Streets,  Maiden,  and  extended  to  the  creek  crossing  just  men- 
tioned. A  trench  machine  was  used  for  all  but  about  four  hun- 
dred feet  of  the  trench  at  the  upper  end  of  the  section  at  which 
place  a  derrick  was  used.  A  six-inch  pump  opposite  the  factory 
of  Wadsworth,  Howland  &  Co.,  took  care  of  the  ground-water 
in  opening  No.  1  ;  at  the  time  of  its  maximum  service  pumping  an 
estimated  quantity  of  300,000  gallons  in  twenty-four  hours.  A 
similar  pump  was  used  at  opening  No.  2,  and  during  the  time  of 
its  greatest  use  pumped  an  estimated  quantity  of  600,000  gallons 
in  twenty-four  hours.  The  ordinary  progress  per  week  at  each 
opening  was  as  follows:  No.  1,  seventy-eight  linear  feet;  No.  2, 
forty  linear  feet.  There  was  a  shut-down  from  Feb.  24  to  March 
11,  1893. 

Foundation.  —  The  bottom  of  the  trench  was  dug  to  fit  the 
bottom  of  the  sewer  for  a  distance  of  about  nine  hundred  feet, 
extending  from  a  point  opposite  the  factoi-y  of  the  Hub  Cement 
Co.  to  a  point  just  south  of  the  creek  crossing.  The  trench  was 
excavated  to  an  average  depth  of  about  five  feet  below  the  bottom 
of  the  masonry  and  refilled  with  gravel  from  the  southerly  cross- 
ing of  the  old  bed  of  Maiden  River  to  a  point  opposite  the  factory 
of  the  Hub  Cement  Co. 

Difficulties.  —  The  sewer  passes  under  the  creek  near  the  upper 
end  of  the  section,  in  close  proximity  to  the  railroad.  On  Dec. 
3,  1893,  the  tide  broke  down  the  dams  there  used.  The  sewer  at 
that  point  is  heavily  reinforced  with  Portland  concrete. 

Miscellaneous.  —  On  the  marsh  an  embankment  was  built  over 
the  sewer  to  a  height  of  about  two  feet  from  the  natural  surface. 
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Section  41  (Contract  Work),  Malden  and  Melrose. 

Location.  —  From  a  point  near  the  junction  of  Charlea  and  Middlesex  Streeto, 
Maiden,  through  Middlesex  and  Dartmouth  Streets  to  near  the  jard 
of  the  Cochrane  Worsted  Mill.  The  work  in  the  space  interrening 
between  this  point  and  Mountain  Avenue  was  done  bj  daj  labor. 
From  Mountain  Avenue  east  of  Spot  Pond  Brook  the  contract  wori[ 
proceeds  through  private  and  railroad  land  in  Maiden  and  Melrose, 
passing  near  to  and  in  the  rear  of  Middlesex  Fells  Station  to  Goodjesr 
Avenue,  thence  across  the  Boston  &  Maine  railroad  and  alongside  the 
brook  to  Pleasant  Street  near  Gould,  through  Pleasant  Street  to 
Wyoming  Avenue,  Melrose. 

Diameters  of  sewers  and  length  of  each  size :  — 

2  fbet  I  inch  bj  3  feet  2  inches, 1,750  feet. 

I  foot  10  inches  by  2  feet  9  inches, 3,030    " 

1  foot  8  inches  by  2  feet  6  inches, 5,016    " 

Contractors.  — Moul ton  &  O'Mahoney  of  Boston,  Mass. 

Contractors  Superintendent  (Tear  ending  Sept.  30, 1893).  — Orren  Trumbull. 

Contractors*  Principal  Foreman  (Tear  ending  Sept.  30 1 1893 J,  — honis  I.Chansse. 


State  Assistants  (Tear  ending  Sept.  30 1  1893 J. 

Assistant  Engineer :  Wilbur  F.  Goodrich. 

Inspectors :  Guy  C.  Emerson,  B.  L.  Sykes,  Ernest  Girard. 

Transitmen :  Assistants  —  Edward  F.  Adams,  George  F.  Clark. 


Trench. 

Length  completed, 9,843.00  fleet. 

Averagedepthofexcavation  tol)ottom  of  underdrain,    .       .       .  13.00  " 

Greatest  depth  of  excavation  to  bottom  of  underdrain,    .        .        .  19.00  *' 

Average  width  top  of  trench, 4.50  ** 

Average  width  bottom  of  trench, 4UJ0  ** 

Cubic  yards  excavation  per  linear  foot,  2.20. 

Approximate  cost  of  trench  per  linear  foot,  including  sheeting  left  in,  excavation  and 
refilling  below  masonry,  backfilling,  etc.,  to  date  (September  30),  $3.00. 

Character  of  Earth  Excavation.  —  Sand  and  gravel,  ledge,  boulders,  filling,  and 
very  fine  sand  containing  much  water. 

Masonry, 
Contract  price :  — 
Brick-work,  American  cement  mortar,  per  cubic  yard,        ....  $14  50 
Brick-work,  Portland  cement  mortar,  per  cubic  yard,         .        .        .       .     17  00 

Concrete,  American  cement  mortar,  per  cubic  yard, 6  60 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 8  50 

Diameters  of  underdrain  laid  and  length  of  each  size :  — 

4-inch, 1,213  feet. 

6-inch 2,176    " 

8-inch 3,410    " 

10-inch,  . 174    " 

Approximate  cost  of  masonry  per  linear  foot,  Including  underdrain,  double  plaster- 
ing, cheese-cloth,  platform,  etc.,  to  date  (September  30),  $4.00. 
Length  of  masonry  completed, 9,343  feet. 
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Masoniy  was  begun,  July  25, 1892,  and  will  probably  be  completed  bj  the  first 
of  Noyember. 

Approximate  cost  of  section  per  linear  foot  of  excayation  and  masonry,  indnding 
labor,  material  and  inspection,  and  miscellaneous  items  to  date  (September  30), 
$7.60. 

Note. — The  information  regarding  Section  41  following  this  note  relates  solely  to 
the  year  ending  Sept.  30, 1893.  For  a  description  of  the  work  performed  prior  to  this 
year,  see  the  fourth  annual  report 

Excavation.  —  Operations  have  been  carried  on  by  open  cut. 
The  earth  has  been  thrown  out  by  hand. 
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The  pumpiDg  plant  used  in  removing  the  ground-water  has  con- 
sisted of  two  Bix-inch  centrifugal  pumps,  one  being  used  at  each 
of  the  following  points :  at  the  comer  of  Charles  and  Middlesex 
Streets,  at  the  corner  of  Pleasant  and  Dartmouth  streets,  fifty 
feet  north  of  Clinton  Street,  fifty  feet  south  of  Winter  Street, 
twelve  hundred  feet  south  of  Fells  Station,  two  hundred  feet  south 
of  the  junction  of  Pleasant  and  Gould  Streets,  and  at  points 
respectively  eight  hundred  and  four  hundred  feet  south  of  Wyom- 
ing Avenue  on  Pleasant  Street.  The  maximum  amount  of  ground- 
water pumped  in  twenty-four  hours  during  the  time  of  the  greatest 
flow  is  estimated  to  have  been  about  720,000  gallons.  On  opening 
No.  2  there  was  a  shut-down  of  work  from  Feb.  18  to  April  3, 
1898,  on  account  of  cold  weather. 

Foundation.  —  Quicksand  was  encountered  as  follows :  in  Mid- 
dlesex street  for  a  distance  of  eight  hundred  feet  northerly  from 
Charles  Street,  three  hundred  and  fifteen  feet  north  of  Clinton  Street 
to  one  thousand  feet  north  of  Goodyear  Avenue,  one  thousand  three 
hundred  feet  noith  of  Goodyear  Avenue  to  the  corner  of  Pleasant 
Street  and  Wyoming  Avenue.  The  fine  sand  has  been  removed  to 
a  depth  of  one  foot  below  the  bottom  of  the  sewer  and  replaced 
with  gravel  at  the  following  places  :  Two  hundred  feet  north  from 
the  junction  of  Pleasant  and  Dartmouth  Streets  to  the  head  of  Dart- 
mouth Street,  and  from  four  hundred  feet  south  of  Fells  Station, 
sixty  feet  back  towards  the  same.  Piles  averaging  twenty-five 
feet  in  length  have  been  driven,  in  bents,  two  feet  apart  on  centres, 
with  eight-inch  by  ten-inch  caps  surmounted  by  two-inch  flooring, 
from  a  point  one  thousand  feet  north  of  Goodyear  Avenue  for  a 
distance  of  three  hundred  feet  northerly. 

Difficulties,  —  There  was  a  heavy  flow  of  water  at  the  corner  of 
Charles  and  Middlesex  Streets  and  at  the  corner  of  Pleasant  and 
Dartmouth  Streets.  Maiden  River  was  crossed  two  hundred  and 
flfty  feet  north  of  Centre  Street  in  Middlesex  Street,  and  Spot 
Pond  Brook  has  been  crossed  at  points  as  follows :  one  hundred 
and  sixty  feet  south  of  Winter  Street,  Maiden  ;  four  hundred  feet 
south  of  Fells  Station ;  one  thousand  four  hundred  and  fifty  feet 
north  of  Goodyear  Avenue  and  four  hundred  and  twenty  feet  south 
of  Wyoming  Avenue.  The  sewer  passed  under  the  Boston  & 
Maine  railroad  near  Goodyear  Avenue.  At  all  of  these  crossings 
the  masonry  has  been  increased  by  Portland  concrete  at  top  and 
bottom. 

Miscellaneous,  —  About  two  thousand  feet  of  two-inch  land  tile 
has  been  laid  on  top  of  platform  on  each  side  of  concrete.  The 
surplus  earth  from  the  trench  has  been  taken  by  abutters. 
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Section  41  (Day  Work),  Malden. 

Location.  ~  From  the  bead  of  Daitmontli  Street,  tbroagh  private  land,  pond  of 
Cochrane  Carpet  Company,  private  land,  Cochrane  Reserroir  and 
private  land  to  Mountain  Avenue. 

Length  of  section, 1,014  feet. 

Diameters  of  sewers  and  length  of  each  size :  — 

2  feet  1  inch  hj  3  feet  2  inches, 314    ** 

1  foot  8  inches  by  2  feet  6  inches, 700    " 

*  Assistants  (Tear  ending  Sept,  30,  J 893). 
Assistant  Engineer  and  Inspector:  Wilbur  F.  Goodrich. 
Foreman :  B.  L.  Sykes. 
Transitmen :  Assistants  —  Edward  F.  Adams,  George  F.  Clark. 

Trench. 

Length  completed 1,014.00  feet. 

Average  depth  of  excavation  to  bottom  of  concrete,        .               .  10.00    " 

Greatest  depth  of  excavation  to  bottom  of  concrete,         .       .        .  21.00    " 

Average  width  top  of  trench, 5.50    " 

Average  width  bottom  of  trench,    * 5.30    " 

Cubic  yards  excavation  per  linear  foot,  2.00. 

Approximate  cost  of  trench  per  linear  foot,  including  sheeting  left  in,  excavatioD 
and  refilling  below  masonry,  backfilling,  etc.,  $9.50. 

Character  of  Excavation.  —  Gravel,  reservoh:  sediment,  sand  and  ledge. 

Masonry, 
Cost  per  cubic  yard :  — 

Brick- work,  Portland  cement  mortar,  per  cubic  yard, $22  HO 

Concrete,  Portland  cement  mortar,  per  cubic  yard,  .  .  .  .  .  5  00 
Diameters  of  underdrain  laid  and  length  of  each  size :  — 

6-inch, 60  feet. 

8-inch, 429    «« 

Approximate  cost  of  masonry  per  linear  foot,  including  underdrain,  etc  ,  $4.50. 
Length  completed, 1,014  feet. 

Masonry  begun,  June  14, 1892;  finished,  Nov.  18, 1892. 
Approximate  cost  of  section  per  linear  foot  of  trench  and  masonry,  including 
labor,  material  and  miscellaneous  items,  $14.50. 

Note.  —  The  information  regarding  Section  41  (day  work)  following  this  note 
relates  solely  to  the  year  ending  Sept.  30, 1893.  For  a  description  of  the  work  per- 
formed prior  to  this  year,  see  the  fourth  annual  report. 

Excavation.  —  There  was  but  one  opening,  and  from  this  hoisting 
was  done  by  means  of  an  incline.  The  extent  of  the  work  was 
one  hundred  and  twenty  feet,  comprising  fifty  feet  of  ledge  work 
between  the  ponds  and  the  work  from  the  upper  pond  to  the  end 
of  the  day  work.  The  ordinary  progress  per  week  was  fifteen  feet, 
and  was  uninterrupted  by  shut-downs.  A  six-inch  steam  pump  was 
located  at  Mountain  Avenue  and  took  care  of  the  ground-water 
encountered.  It  is  estimated  that  the  greatest  amount  of  ground- 
water pumped  in  any  twenty-four  hours  was  720,000  gallons. 
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Foundation,  —  Between  the  ponds  the  foundation  was  upon 
ledge,  and  the  balance  of  the  way  it  was  upon  gravel.  The  con- 
crete of  the  sewer  rested  on  these  natural  foundations. 

MisceUaneoua,  —  The  rock  gained  from  the  trench  operations  in 
Cochrane*s  yard  was  left  there,  and  that  gained  in  Mountain 
Avenue  was  taken  away  and  used  by  the  city  of  Maiden.  The 
sewer  was  encased  in  concrete  masonry  to  prevent  leakage. 

Section  42,  Melrose  and  Stoneham. 

Location, ^Yrom  a  point  in  Wyoming  Avenue,  opposite  Pleasant  Street  in  Melrose, 
to  a  point  in  the  same  avenue  in  Stoneham,' about  50  feet  beyond  the^ 
town  line. 

Length  of  section, 3,050  feet. 

Diameter  of  sewer,  1  foot  (vitrified  bell  pipe) . 
Contractor.  —  David  L.  Clements  of  Cleveland,  Ohio. 

During  the  year  ending  Sept.  30,  1893,  Mr.  Clements  acted  as  his  own  superintend- 
ent, with  Thomas  Veber  for  his  principal  foreman. 

StcUe  AasistarU*  {Tear  ending  Sept.  30,  1893). 
Assistant  Engineer :  Wilbur  F.  Goodrich. 
Inspectors :  Henry  M.  Woodward,  B.  L.  Sykes. 
Transitmen:  Assistants— Edward  F.  Adams,  George  F.  Clark. 

Trench  and  Pipe. 

Length  of  trench  completed 3,050.00  feet. 

Length  of  pipe  laid, 3,050.00    " 

Average  depth  of  trench  excavation  to  bottom  of  gravel  refilling, .       •      11.40    ** 
Greatest  depth  of  trench  excavation  to  bottom  of  gravel  refilling, .       .      16.00    ** 

Average  width  top  of  trench, 5.00    <* 

Average  width  bottom  of  trench, 2  99    " 

Cubic  yards  excavation  per  linear  foot  of  trench,  1.70. 
Diameters  of  underdraln  laid  and  length  of  each  size :  •— 

4-inch 659  feet. 

6-inch 1,479    " 

Pipe  work  begun,  Aug.  15, 1892 ;  finished,  May  25,  1893. 

Character  of  Earth  Excavation.  —  Corner  of  Pleasant  Street  and  Wyoming 
Avenue  to  Cleveland  Street,  very  fine  running  sand  with  plenty  of  water;  Cleveland 
Street  to  Lynde  Avenue,  peat;  Lynde  Avenue  to  a  point  four  hundred  feet  beyond 
Whittier  Street,  peat  and  coarse  sand ;  from  thence  to  a  point  250  fbet  beyond  the- 
Ravine  Road,  ledge ;  Arom  thence  to  end  of  section,  coarse  sand. 

Masonry  {Man-holes). 

Contract  price :  — 
Brick-work,  American  cement  mortar,  per  cubic  yard,       ....    $16  00 
Brick-work,  Portland  cement  mortar,  per  cubic  yard,         .        .        .        .      18  00 
Concrete,  American  cement  mortar,  per  cubic  yard, 5  00 

Number  of  man-holes  built,  26. 

Approximate  cost  per  man-hole $49  7S 

Approximate  cost  of  section  per  linear  foot  of  trench  and  pipe  (with  man-holes) , 
including  labor,  material  and  inspection,  and  miscellaneous  items,  $4.00. 

NoTB.  —  The  information  regarding  Section  42  following  this  note  relates  solely  to 
the  year  ending  Sept.  30,  1893.  For  a  description  of  the  work  performed  prior  to 
this  year,  see  the  fourth  annual  report. 
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Excavation,  —  Steam  drills  were  used  in  preparing  for  blasting 
the  ledge  encountered.  The  excavated  material  was  thrown  out  by 
hand.  Half-pound  Atlas  cartridges,  50  per  cent,  nitro-glycerine, 
were  used  for  blasting.  The  work  was  carried  on  from  two  open- 
ings :  Opening  No.  1  extending  from  near  Cottage  Street  to  Lynde 
Avenue,  a  distance  of  about  eight  hundred  and  seventy-eight  feet ; 
and  opening  No.  2.  from  Lynde  Avenue  to  a  point  about  three  hun- 
dred and  fifty  feet  beyond  the  Ravine  Road,  a  distance  of  about  one 
thousand  three  hundred  and  eighty-six  feet.  A  four-inch  steam 
pump  was  located  near  Trenton  and  Florence  Streets,  and  three  hand 
pumps  were  also  used.  It  is  estimated  that  144,000  gallons  was  the 
maximum  amount  of  water  pumped  in  twenty-four  hours  during  the 
time  of  the  greatest  pumping.  The  ordinary  progress  per  week 
at  openings  No.  1  and  No.  2  was  respectively  sixty-five  and  forty 
feet.  Two  shut-downs  took  place  :  one  on  account  of  a  strike  of 
the  contractor's  men  and  the  other  from  cold  weather. 

Foundation.  —  From  the  beginning  of  the  section,  opposite 
Pleasant  Street,  to  Lynde  Avenue,  excavation  was  made  to  a 
depth  of  one  foot  below  the  bottom  of  the  pipe  and  refilled  with 
broken  stone.  Where  ledge  was  encountered  it  was  replaced  by 
carefully  tamped  gravel  for  a  depth  of  six  inches  below  the  bottom 
of  the  pipe.  In  peat  the  excavation  was  carried  down  to  firm 
foundation  and  the  pipe  was  founded  on  and  surrounded  by  thor- 
oughly compacted  gravel.  Fine  running  sand  was  encountered 
from  the  corner  of  Pleasant  Street  to  Cleveland  Street,  and  for 
this  distance  the  pipe  was  laid  in  a  cradle  covered  with  broken 
stone  such  as  was  described  in  last  year's  report. 

DifficuUies.  —  From  Cleveland  Street  to  Lynde  Avenue  the  Spot 
Pond  Brook  culvert  ran  on  one  side  of  the  trench  and  a  16-inch 
cement  water  pipe  on  the  other,  the  width  between  the  two  being 
six  feet.  Some  difficulty  was  presented  by  the  quicksand  from 
Pleasant  Street  to  Cleveland  Street,  and  by  the  ledge  from  a  point 
four  hundred  feet  beyond  Whittier  Street  to  a  point  two  hundred 
and  fifty  feet  beyond  the  Ravine  Road.  At  Cleveland  Street  the 
sewer  pipe  passed  under  Spot  Pond  Brook. 

Accidents.  — On  March  28,  Harry  Bedell,  while  running  a  steam 
drill,  struck  and  exploded  an  old  cartridge.  He  was  badly  bruised 
and  cut,  but  entirely  recovered  in  due  time. 

Miscellaneous.  —  The  surplus  earth  on  this  section  was  used  by 
adjacent  land  owners. 
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Section  43,  Somebyille  and  Cambridge. 

LoeatUm,  —  From  a  point  about  600  feet  southerly  from  the  Mystic  Pumping  Station, 
Somerville,  extending  in  a  sonth-westerly  direction,  near  Alewife 
Brook,  crossing  Broadway,  Somerville;  North  Avenue,  Middlesex 
Central  railroad,  the  Lexington  &  Arlington  Branch  railroad,  the 
Massachusetts  Central  railroad  and  the  Fitchburg  'railroad,  to  Con- 
cord Avenue,  Cambridge ;  with  branches  at  Broadway,  Somerville ; 
at  the  Middlesex  Central  railroad :  and  the  Belmont  Branch  fh)m  the 
extension  of  Spruce  Street,  Cambridge,  extending  nearly  parallel  with 
the  Massachusetts  Central  railroad  to  the  Belmont  town  line. 
Diameters  of  sewers,  and  length  of  each  size  :  — 
Main  line :  — 

2'  11"  X  3'  6", 2,760  ffeet. 

2'  6"  X  3'  1", 2,330  feet. 

2' 3"  X  2' 11", 1,730    " 

1'11"X2'9", 1,170     " 

6,230    " 

1' 6"  (vitrified  pipe), 2,791   " 

Belmont  Branch :  -^ 

1' 3"  (vitrified  pipe), 3,681    " 

Contractors, — Metropolitan  Construction  Company  of  Boston,  Mass. 
Contractors*  Superintendent.  —  George  W.  Judd. 

Contractors*  Principal  Foremen.  —  P.  Percello,  Patrick  Porter,  Patrick  Lynch,  John 

CoUeran. 

State  Assistants, 
Assistant  Engineer :  Francis  L.  Sellew. 
Inspectors :  George  A.  Chase,  John  D.  Collins,  Paul  Hill,  Samuel  P.  McKenzie, 

Patrick  McCarthy. 
Transitmen :  Principals  —  Hartley  L.  "White,  Edward  S.  Foster,  George  E.  Howe. 
**  Assistants  —  George  F.  Chase,  Nathan  B.  Wilber,  W.   Gordon 

Crispin. 

Trench  and  Tunnel. 


Largest 

Size 

Masonry 

Sewer, 

Main 

Line. 


Smaller 

Sizes 
Masonry 

Sewer, 
Main 
Line. 


r  6"  Pipe, 
Main 
Line. 


r  8"  Pipe, 
Belmont 
Branch. 


Length  of  trench  completed,  feet, . 

Length  of  tnnnel  completed,  feet,  . 

Average  depth  of  trench  excavation  to  bottom  of 
underdraln,  feet, 

Greatest  depth  of  trench  excavation  to  bottom  of 
nnderdraln,  feet, 

Average  width  top  of  trench,  feet. 

Average  width  bottom  of  trench,  feet,  . 

Average  depth  from  surface  of  ground  to  bottom 
of  tunnel  nnderdrain,  feet, 

Greatest  depth  from  surface  of  ground  to  bottom 
of  tnnnel  underdraln,  feet,    .... 

Average  width  of  tnnnel  excavation,  feet,     . 

Volume  of  trench  excavation  per  linear  foot,  cubic 
yards, 

Volume  of  tunnel  excavation  per  linear  foot,  cubic 
yards 

Approximate  cost  of  trench  or  tnnnel  excavation 
per  linear  foot,  including  sheeting  left  in,  ex 
cavatlon  and  refilling  below  masonry,  back- 
filling, etc.  to  date  ^September  30),    . 


1,483.00 


20.00 


80.00 
7.00 
S.fiO 


4.4 


$4  80 


3,208.00 
100.00 

10.50 

16.00 

4.80 

4.80 

16.00 

17.00 
4.50 

1.0 

.0 


$2  70 


2,795.00 


7.0 

10.0 
4.5 
4.5 


1.2 


$2  10* 


3,581.00 


7.0 

11.0 
4.5 
4.5 


1.2 


$2  06* 


'  Including  pipe. 
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Character  of  Earth  Excavation.  —  Main  line  beginning  at  lower  end  of  section  and 
extending  sontherly  a  distance  of  abont  one  thoosand  fonr  hundred  and  filty  fbet, 
strata  consisting  of  one  foot  of  loam  on  three  to  fiye  feet  of  sand,  hard-pan  to  bottom 
of  trench ;  from  a  point  about  five  hundred  feet  north-easterlj  from  North  Avenue 
to  a  point  about  five  hundred  feet  south-westerly  from  the  same  avenue,  a  two-foot 
stratum  of  claj  on  a  four-foot  one  of  sand,  with  blue  claj  beneath,  —  from  thence  in 
the  same  direction  to  the  Middlesex  Central  railroad,  a  two-foot  stratum  of  peat 
with  fine  sand  below ;  from  Spruce  Street  to  Concord  Avenue,  a  stratum  of  three 
feet  of  peat,  with  fine  sand  below :  Belmont  branch  for  fifteen  hundred  feet  from 
Spruce  Street,  three-fbot  stratum  of  peat  with  fine  sand  below ;  thence  to  Fitchburg 
railroad,  all  peat;  beyond,  gravel  and  fine  sand. 


Masonry, 
Contract  price : — 
Brick-work,  American  cement  mortar,  per  cubic  yard,  4  inches  thick,       •  f  18  95 

More  than  4  inches  thick, 13  65 

Brick-work,  Portland  cement  mortar,  per  cubic  yard,  4  inches  thick,        .      15  75 

More  than  4  inches  thick, 15  45 

Concrete,  American  cement  mortar,  per  cubic  yard 6  50 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 8  25 

Diameters  of  underdrain  laid  and  length  of  each  size :  — 

6-inch 170  feet. 

8-inch, 8,521    " 

10-inch 827    " 

Approximate  cost  of  masonry  per  linear  foot  of  excavation,  including  underdrain, 
etc.  to  date  (September  30) :  — 

Largest  size  (trench) S4  30 

Smaller  sizes  (trench  and  tunnel), 4  00 

Length  completed,  trench,  4,040 feet;  tunnel,  100 feet,    ....     4,140  feet. 

Masonry  was  begun  May  1, 1893,  and  is  now  (September  80)  in  progress. 


Pipe. 

Contract  price  (including  excavation,  pipe  and  laying,  etc.)  :  — 

Main  line,  1'  6"  vitrified  pipe,  per  linear  foot $1  96 

Belmont  branch,  1' 3"  vitrified  pipe,  per  linear  foot,    .....       1  39 

Diameters  of  underdrain  laid  and  length  of  each  size :  — 

6-inch, 1,356  feet. 

8-inch, 3.624    " 

Length  of  sewer  pipe  laid :  — * 
Main  line,  1'  6",  2,791  feet;   Belmont   branch,  1'  3",  3,681  feet,— 

6,372  feet. 
Pipe  laying  begun,  Nov.  24, 1892;  finished,  Aug.  7, 1893. 

Approximate  cost  of  section  per  linear  foot  of  excavation,  masonry  and  pipe,  includ- 
ing labor,  material  and  inspection  and  miscellaneous  items  to  date  (September 
30): 

Main  line :  — 

Largest  size  masonry  sewer, ,       ....     $9  40 

Smaller  sizes  masonry  sewer, 7  40 

1' 6'  pipe  sewer, 4  50 

Belmont  branch,  1'  3"  pipe  sewer, 4  00 

Excavation  {Main  line). — Operations  were  pursued  from  five 
open  cuts  and  one  tunnel,  as  follows :  —  Open  cut,  foot  of  Spruce 
Street,  begun  Nov.  24, 1892,  south-easterly  for  about  two  thousand 
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eight  hundred  feet,  by  hand  method ;  open  cnt,  foot  of  Spruce 
Street,  beginning  May  15,  1893,  north-westerly  for  about  six 
hundred  feet,  by  hand  method ;  open  cut  at  lower  end  of  section, 
beginning  May  1,  1893,  about  one  thousand  four  hundred  and 
fifty  feet  in  a  southerly  direction,  by  trench  machine ;  open  cut 
at  North  Avenue,  beginning  June  24,  1893,  south-westerly  for 
about  two  thousand  two  hundred  and  forty-six  feet,  by  hand 
method ;  open  cut  at  North  Avenue,  beginning  Aug.  22,  1893, 
north-easterly  for  about  five  hundred  feet,  by  hand  method ;  tun- 
nel under  North  Avenue,  beginning  Aug.  23,  1893,  a  distance  of 
about  one  hundred  feet,  an  incline  being  used  to  remove  the 
material  excavated  through  the  shaft.  The  ordinary  progress  per 
week  at  these  openings,  in  the  order  named,  was  about  as  follows : 
three  hundred,  one  hundred  and  fifty,  ninety-six,  three  hundred, 
two  hundred,  twenty-five  feet.  The  distribution  of  the  pumping 
plant  has  been  as  follows :  A  four-inch  pulsometer  at  the  lower 
end  of  the  section ;  an  eight-inch  centrifugal  pump  at  a  point  about 
one  hundred  and  fifty  feet  southerly  from  North  Avenue  ;  a  six- 
inch  centrifugal  pump  near  the  Middlesex  Central  railroad ;  a 
four-inch  pulsometer  at  the  foot  of  Spruce  Street.  It  is  estimatedi 
that  125,000  gallons  of  water  were  pumped  per  twenty- four  houra 
during  the  time  of  maximum  pumping. 

Excavation  (Belmont  branch). — Work  was  started  Nov.  24, 
1892,  at  the  foot  of  Spruce  Street,  Cambridge,  from  which  trench 
operations  have  extended  for  a  distance  of  about  three  thousand 
five  hundred  and  eighty-one  feet.  The  ordinary  progress  per 
week  has  been  about  two  hundred  feet.  The  pumping  of  ground- 
water has  been  done  by  a  six-inch  centrifugal  pump  at  a  point 
about  fourteen  hundred  feet  from  Spruce  Street,  and  an  eight- 
inch  centrifugal  pump  at  a  point  about  eighteen  hundred  feet  from 
the  same  street.  During  the  time  of  maximum  pumping  it  is 
estimated  that  250,000  gallons  of  water  were  pumped  in  twenty- 
four  hours.  Work  was  shut  down  on  all  parts  of  the  section  from 
Dec.  30,  1892,  to  April  17,  1893,  on  account  of  cold  weather. 

Foundation  (Main  line),  —  In  the  opening  at  the  lower  end  of 
the  section  the  bottom  of  the  trench  was  of  hard-pan.  From  a 
point  about  one  hundred  feet  north-easterly  from  North  Avenue  to 
a  point  abottt^  five  hundred  feet  southerly  from  that  avenue  the 
bottom  of  the  trench  was  excavated  to  fit  the  invert  of  the  sewer. 
From  a  point  about  five  hundred  feet  southerly  from  North  Avenue 
to  the  Middlesex  Central  railroad,  and  from  Spruce  Street  to  Con- 

ogle 


L^iyiu^fcju  uy   ■ 


98  METROPOLITAN   SEWERAGE.  [Jan. 

cord  Avenue,  the  bottom  of  the  trench  was  excavated  to  an  aver- 
age depth  of  about  one  and  one-half  feet  below  the  bottom  of  the 
masonry.  This  space  was  filled  with  screened  gravel  at  the  first 
of  these  places,  and  with  crushed  stone  at  the  second. 

Foundation  {Belmont  branch),  —  The  bottom  of  the  trench  for 
nearly  the  entire  length  has  been  excavated  to  an  average  depth 
of  one  and  one-half  feet  below  the  bottom  of  the  masonry.  The 
space  thus  left  has  been  filled  with  crushed  stone.  For  a  distance 
of  about  one  thousand  feet,  from  the  upper  end  of  the  section  to 
a  point  about  fifteen  hundred  feet  south-westerly  from  Spruce 
Street,  piles  averaging  about  thirty  feet  in  length  have  been 
driven  in  bents  of  two  and  capped  with  four-inch  by  eight-inch 
spruce. 

MisceUaneovs,  —  The  main  sewer  has  crossed  once  each  under 
the  Middlesex  Central  and  the  Massachusetts  Central  railroads, 
and  twice  under  the  Fitchburg  railroad,  and  has  crossed  under  the 
Alewife  Brook  at  the  foot  of  Spruce  Street.  At  all  of  these  points 
the  sewer  arch  was  increased  by  six  inches  of  Portland  concrete. 
The  railroad  tracks  were  supported  by  timbers  during  the  time  of 
crossing.  The  surplus  earth  has  so  far  all  been  left  within  the 
taking  lines. 


Section  43^  (Contract  Work),  Medford  and  Somerville. 

Location.  —  From  the  juuction  of  Canal  and  Prescott  Streets,  Medford,  tbrougfa 
Canal  Street  to  within  25  feet  of  Mystic  River  (leaving  149 
feet  at  the  river  to  be  done  directly  by  the  State) ;  from  50  feet 
southerly  of  Mystic  River,  through  Boston  Arenue  and  private  land 
to  a  point  about  600  feet  southerly  from  the  Mystic  Pumping  Station 
—  omitting  from  the  contract  work  a  space  of  about  118  feet  for  the 
pumping  station  which  it  is  proposed  to  have  situated  about  300  feet 
southerly  from  the  Mystic  Pumping  Station. 

Diameters  of  sewers  and  length  of  each  size :  — 

3  feet  by  3  feet  7  inches 2,056  feeU 

2  feet  11  inches  by  3  feet  6  Inches, 266   " 

Contractors,  —  Metropolitan  Construction  Company  of  Boston,  Mass. 

Co)vtraciors*  Superititendent.  —  George  W.  Judd. 

Contractors*  Principal  Foremen,  —  James  Long,  Patrick  Porter. 


State  Assistants. 

Assistant  Engineer :  Francis  L.  Sellcw. 

Inspector:  George  A.  Chase. 

Transitmen :  Principal  —  George  E.  Howe. 

*•  Asslstonts  — Nathan  B.  Wilber,  W.  Gordon  Crispin. 
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Trench, 

Length  completed, 2,327.00  feet. 

Average  depth  of  excavation  to  bottom  of  anderdrafn,    ....      13.10    ** 
Greatestdepthof  excavation  to  bottom  of  underdrain,    .       .       .       .     22.20    '* 

Average  width  top  of  trench, 6.00    " 

Average  width  bottom  of  trench, 5.00    *' 

Cubic  yards,  excavation  per  linear  foot,  2.67. 

Approximate  cost  of  trench  per  linear  foot,  Including  sheeting  left  in, 
excavating  and  refilling  below  masonry,  backfilling,  etc,  $4.00. 

Character  of  Earth  Excavation,  —  In  Canal  Street,  sand  and  gravel  to  within  four 
Or  five  feet  of  water  line,  with  sandy  clay  below ;  in  Boston  Avenue,  gravel  filling  to 
water  line ;  private  land  to  Mystic  Pumping  Station,  three  or  four  feet  of  ashes,  with 
bard  gravelly  clay  below ;  upper  two  hundred  feet  of  section,  one  and  one-half  feet 
of  loam,  then  indurated  clay  to  within  four  feet  of  water  line,  with  soft  blue  clay 
below. 

Maeonry, 
Contract  price :  — 
Brick-work,  American  cement  mortar,  per  cubic  yard,       ....   f  12  50 
Brick-work,  Portland  cement  mortar,  per  cubic  yard,         .       .       .       .      14  25 

Concrete,  American  cement  mortar,  per  cubic  yard, 5  75 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 7  50 

Diameters  of  underdrain  laid  and  length  of  each  size :  — 

2-inch, 94  feet. 

6.inch, 1,290    " 

10-inch, 672    <* 

Approximate  cost  of  masonry  per  linear  foot  of  trench,  including  under- 
drain, etc., $5  60 

Length  of  masonry  completed, 2,312  feet. 

Masonry  begun,  June  2, 1893;  finished,  Sept.  20, 1893. 

Approximate  cost  of  section  per  linear  foot  of  excavation  and  masonry,  including 
labor,  material  and  inspection,  and  miscellaneous  items,  f  11.50. 

Excavation.  —  The  excavating  has  been  done  by  open  cut  and 
as  shown  below :  — 


Opening  No.  1. 


Opening  No.  2. 


Opening  No.  3. 


Date  of  starting,    . 
Point  of  beginning, 

Point  of  ending,    . 

Extent,    . 

Ordinary   progress 
per  week. 

Appliances  ased,    . 


May  24, 1803.      . 

600  feet  south  of  Mys- 
tic Pumping  Station. 

340  feet  south  of  Mys- 
tic Pumping  Station. 

260  feet.       . 
96  feet. 

Trench  machine. 


May  81, 1893.      . 

200  feet  south  of  Mys- 
tic Pumping  Station. 

Bast  bank  of  Mystic 
River  near  Boston 
Avenue. 

1,292  feet.    . 

120  feet,    . 

Thrown  out  by  hand, 


July  19, 1898. 

West  bank  of 
River. 


Mystic 


Junction  with  Section 21 
at  corner  of  Prescott 
and  Canal  Streets. 

795  feet. 

150  feet. 

Derricks  for  first  two 
hundred  feet,  trench 
machine  for  five  hun- 
dred feet. 
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The  pomping  of  groand-water  was  done  with  a  f oar-inch  pulsom- 
eter  at  a  point  aboat  six  hundred  feet  south  of  Mystic  Pumping 
Station  and  a  six-inch  centrifugal  pump  in  Canal  Street,  the  esti- 
mated maximum  amount  pumped  in  any  twenty-four  hours  being 
21 6,000  gallons.     The  excavation  work  was  carried  on  continuoaaly. 

Foundation.  —  The  bottom  of  the  trench  was  shaped  to  fit  the 
invert  of  the  sewer  for  two  hundred  and  five  feet  in  Canal  Street, 
six  hundred  and  twenty-three  feet  in  Boston  Avenue  and  private 
land,  and  for  two  hundred  feet  at  the  upper  opening.  For  a  dis- 
tance of  five  hundred  and  ten  feet  in  Canal  Street  the  anderlymg 
fine,  sandy  clay  was  removed  to  a  depth  of  from  six  to  eighteen 
inches  below  the  bottom  of  the  masonry  and  replaced  with  gravel ; 
and  for  a  distance  of  seventy  feet  on  Boston  Avenue  it  was  re- 
moved to  a  depth  of  from  one  to  four  inches  and  replaced  with 
concrete.  Pile  driving  was  resorted  to  for  one  hundred  feet  in 
Boston  Avenue  and  in  the  marsh  toward  the  river.  The  piles 
were  from  ten  to  twenty  feet  long,  driven  in  bents  of  two,  and  the 
tops  capped  with  eight-inch  by  eight-inch  spruce  timber. 

Miscellaneous,  —  The  sewer  was  built  without  diflSculty  under 
the  Southern  Division  of  the  Boston  &  Maine  railroad  in  Canal 
Street.  The  arch  was  here  reinforced  with  six  inches  of  Portland 
concrete.  Fourteen-inch  by  sixteen-inch  yellow  pine  timber  was 
placed  under  the  tracks,  one  timber  under  each  rail.  The  arch  for 
four  hundred  feet  near  Mystic  Pumping  Station,  and  for  thirty  feet 
on  each  side  of  Mystic  River  was  also  reinforced  with  concrete. 
For  thirty  feet  near  the  Mystic  River  in  Medford  the  crown  of  the 
arch  comes  within  one  to  three  feet  of  the  natural  surface.  For  a 
distance  of  two  hundred  and  fifty  feet  near  the  Mystic  Pumping 
Station  in  Somerville  the  sewer  arch  is  within  two  to  three  feet  of 
the  natural  surface.  An  embankment  increasing  in  height  from  a 
few  inches  to  seven  and  one-half  feet  above  the  natural  surface 
has  been  built  over  the  sewer  on  the  marsh  near  Boston  Avenue, 
and  one  increasing  in  the  same  manner  to  five  feet  has  been  built 
south  of  the  Mystic  Pumping  Station,  Somerville.  The  remaining 
portion  of  the  surplus  earth  on  this  section  has  been  left  on  private 
land,  with  the  owners'  consent. 
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Section  44,  Winchester. 

ZA>e(Uion.— From  a  point  on  the  easterly  side  of  the  Boston  &  Lowell  railroad  aboat 
150  feet  southerly  from  Mystic  Station,  running  northerly  crossing 
Bacon  Street  and  throngh  private  and  railroad  land,  crossing  the 
Boston  &  Lowell  railroad  about  300  feet  soatherly  fh>m  Winchester 
Station ;  thence  on  the  westerly  side  of  the  railroad  throngh  Common 
and  Main  Streets,  crossing  Wedge  Pond  Culvert  to  Lake  Street; 
thence  through  private  lands,  and  crossing  Blind  Bridge  Street  and 
the  Wobum  Branch  railroad ;  thence  along  the  north-easterly  side 
of  the  railroad  to  a  point  about  600  feet  south  of  Beggs  &  Cobb*i 
tannery. 
Diameters  of  sewers  and  length  of  each  size :  — 

2  feet  7  inches  by  2  feet  11  inches, 3,078  feet. 

2  feet  3  inches  by  2  feet  6  inches, 1,622    ** 

2  feet  by  2  feet  6  inches 908   " 

Contractori.  —  Jones  &  Meehan  of  Jamaica  Plain,  Mass. 
CotUractora*  Superintendent.  —  James  D.  Fallon. 


State  Assistants. 

Assistant  Engineer :  Edmund  S.  Davis. 

Inspectors :  Lucius  M.  S.  Horton,  Warren  A.  Rogers. 

Transitmen :  Principal  —  Paul  W.  Rowell. 

**  Assistants  —  George  R.  Winslow,  Joseph  M.  Mahoney. 


Trench  and  Tunnel. 

Length  completed  of  trench  excavation,  ......         3,023.00  feet. 

Length  completed  of  tunnel  excavation, 198.00    ** 

Average  depth  of  trench  excavation  to  bottom  of  underdrain,       .  13.30    " 

Greatest  depth  of  trench  excavation  to  bottom  of  underdrain,       .  15.30    " 

Average  width  top  of  trench, 4.50    ** 

Average  width  bottom  of  trench 4.50    " 

Average  depth  from  surface  of  ground  to  bottom  of  tunnel  under- 
drain :  — 

Under  Bacon  Street, 28.00    " 

In  freight  yard  and  under  railroad, 13.00    ** 

Greatest  depth  from  surface  of  ground  to  bottom  of  tunnel  under- 
drain   28.00    " 

Average  width  of  tunnel  excavation, 5.00    ** 

Cubic  yards  trench  excavation  per  linear  foot,  2.00. 
Cubic  yards  tunnel  excavation  per  linear  foot,  1.00. 
Approximate  cost  of  trench  per  linear  foot,  including  sheeting  left  in,  excavation  and 

refilling  below  masonry,  back  filling,  etc.,  to  date  (September  30),  $4.00. 
Approximate  cost  of  tunnel  excavation  per  linear  foot,  including  excavation  and 
refilling  below  masonry,  back  filling,  etc.,  to  date  (September  30),  $3.60. 

Character  of  Earth  Excavation,  —  For  aboqt  three  hundred  feet  from  the  southerly 
end  of  the  section,  sand  and  then  coarse  sand  and  gravel.  For  about  one  hundred  and 
twenty  feet  in  the  freight  yard  there  was  some  ledge.  Near  the  Winchester  Station 
and  in  Common  Street  fine  sand  was  found  in  the  lower  part  of  the  trench.  The 
balance  was  sand  and  gravel. 
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Mcuonry, 

Contract  price :  — 
Brick-work,  American  cement  mortar,  per  cubic  yard,        ....   $14  00 
Brick-work,  Portland  cement  mortar,  per  cubic  yard,         .       .        .       .      17  W 

Concrete,  American  cement  mortar,  per  cubic  yard, 7  00 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 9  00 

Diameter  of  underdrain  laid,  and  length :  — 
S-lnch, 3.221  feet. 

Approximate  cost  of  masonry  per  linear  foot  of  excavation,  including  underdrain, 
etc.,  to  date  (September  30) :  — 

Trench, $4  70 

Tunnel, 8  10 

Lengths  of  masonry  completed :  — 

Trench, 2,949  feet. 

Tunnel, 198    " 

Masonry  was  begun  in  trench :  concrete,  June  21, 1893;  brick  masonry,  June  22, 

1893  —  is  now  (September  30),  in  progress. 
Masonry  begun  in  tunnel,  July  27, 1893 ;  finished,  Sept.  14, 1893. 

Approximate  cost  of  section  per  linear  foot  of  excaTation  and  masonry,  indndhig 
labor,  material  and  inspection,  and  miscellaneous  items  to  date  (September 
30):  — 

Trench |9  00 

Tunnel, 11  70 

Excavation,  —  On  the  easterly  side  of  the  railroad  the  earth 
was  thrown  out  of  the  trench  by  hand.  On  the  westerly  side  of 
the  railroad,  beginning  at  a  point  about  two  hundred  feet  southerly 
from  the  Winchester  Station,  a  trench  machine  was  used.  Further 
information  regarding  the  excavation  by  openings  —  all  open  cut 
—  is  shown  in  the  tabular  statement  below  :  — 


Opening  No.  1. 


Opening  No.  2.   I  Opening  No.  3.  |   Opening  No.  4. 


Date  of  starting,     . 
Point  of  beginning, 

Point  of  ending,     . 


Ordinary    progress 
per  week. 


Jane  13, 1893.   . 

Back  of  Mystic 
Station. 

Southerly  end  of 
freight  yard. 


June  28.  1893,     .    July  18. 1893.    . 

Southerly  end  of  i  South  of  Bacon 
freight  yard.     '     Street. 

300  feet  south  of  i  Back  of  Mystic 
Winchester       Station. 
Sutlon. 


About  50  feet.  .  |  About  60  feet,    .  '  About  50  feet. 


Aug.  11, 1893. 

South  of  Win. 
cheater  Station. 

Near  the  Inter- 
section of  Com* 
mon  and  Church 
Streeta. 

About  150  feet. 


Opening  No.  2  includes  two  bores  under  branch  tracks  and  one 
under  main  line  track,  of  the  aggregate  length  of  one  hundred  and 
forty  feet.  Opening  No.  3  includes  about  fifty-eight  feet  of  tunnel 
under  Bacon  Street.  Two  centrifugal  pumps,  one  four-inch  and 
one  six-inch,  have  been  used  along  the  line  at  pump  wells  about 
five  hundred  feet  apart,  with  the  exception  that  the  distance 
between  the  first  two  wells  was  about  one  thousand  three  hundred 
feet.  At  the  time  of  the  maximum  pumping  it  is  estimated  that 
1,200,000  gallons  of  ground-water  was  removed  in  twenty-four 
hours.     The  work  of  excavation  was  carried  on  continuously. 
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Foundatio7i.  —  On  the  easterly  side  of  the  railroad,  near  the 
freight  house,  the  underlying  earth  in  the  trench  was  removed  to 
a  depth  of  from  six  inches  to  one  foot  below  the  bottom  of  the 
masonry  and  replaced  with  gravel.  The  same  was  also  done 
beside  the  Winchester  Station  and  in  a  portion  of  Common  Street. 

Difficulties,  —  Between  Mystic  Avenue  and  the  freight  yard 
about  one  hundred  feet  of  retaining  wall  by  the  side  of  the  river 
had  to  be  removed  and  the  sewer  built  in  the  foot  of  the  wall 
between  the  river  and  the  railroad.  From  the  beginning  of  the 
section  to  the  freight  yard  the  line  of  the  sewer  is  parallel  with, 
about  twelve  feet  easterly  from,  and  about  five  feet  below  the  line 
of  the  old  Mystic  Valley  sewer.  Near  the  northerly  end  of  the 
freight  yard  the  Metropolitan  sewer  passes  under  this  old  sewer. 
The  tunnels  under  the  railroad  tracks  and  at  Bacon  Street  were 
filled  with  concrete  outside  of  the  brick  masonry  of  the  sewer. 
Through  the  yard  the  brick  masonry  was  reinforced  with  concrete 
to  a  point  about  six  inches  over  the  arch.  At  the  Mystic  Valley 
sewer  crossing,  the  arch  of  the  Metropolitan  sewer  was  covered 
with  concrete  and  a  concrete  pier  built  up  to  the  springing  line  of 
the  Mystic  Valley  sewer. 

Miscellaneous, — The  arch  of  all  the  sewer,  except  where  other- 
wise specified  above,  was  covered  with  Portland  cement  plaster,  to 
lessen  the  percolation  of  water.  South  of  the  retaining  wall  north 
of  Mystic  Avenue  about  twenty-six  feet  of  the  bank  of  the  river 
was  protected  with  hand-laid  rip-rap.  Most  of  the  surplus  earth 
gained  in  the  sewer  operations  has  been  used  by  people  in  Win- 
chester, for  filling. 

Section  44 J,  West  Medford  and  Winchester. 

Location, —  Yrom  the  southerly  end  of  section  22,  in  Medford,  near  the  oatlet  of  the 
Mystic  Valley  sewer  at  the  lower  Mystic  Lake,  along  the  l)ed  of  the 
old  Middlesex  Canal  and  through  private  and  railroad  lands  on  the 
westerly  side  of  the  Boston  &  Lowell  railroad,  crossing  the  Abbojona 
River  and  across  said  railroad  to  a  point  on  its  easterly  side  about  one 
hundred  and  fifty  feet  southerly  from  Mystic  Station  In  Winchester. 
The  proposed  pipe  crossing  at  Abbajona  River  is  not  embraced  in  the 
contract  work. 

Length  of  section, 6,684  feet 

Diameters  of  sewers  and  length  of  each  size :  — 

2  feet  11  Inches  by  3  feet  3  inches, 3,298    '* 

2  feet  9  inches  by  3  feet  1  inch, 2,306    " 

Proposed  pipe  crossing  at  Abbajona  River  (to  be  let  in  another 

contract), 80    " 

Contractors.  —  Weaving,  Booth  &  Co.,  of  Dorchester,  Mass. 

Contractors*  Superintendent.  —  A.  E.  Weaving,  a  member  of  the  above-named  firm. 
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State  Assittanti. 

Assistant  Engineer :  Edmund  S.  Davis. 
Inspector :  M.  F.  Oarra. 
Transitmen :  Principal  —  Arttinr  Henri  Pratt. 
"  Assistant  —  Joseph  M.  Mahonej. 

Trench, 

Length  completed 1,583.00  feet 

Average  depth  of  excavation  to  bottom  of  masonry,        .       .       .  8.00    " 

Greatest  depth  of  excavation  to  bottom  of  masonry,       .        .       .  15.00    " 

Avemge  width  top  of  trench, 6.00    " 

Average  width  bottom  of  trench, 4Ji0    " 

Cnbic  yards  excavation  per  linear  foot,  1.41. 

Approximate  cost  of  trench  per  linear  foot,  Inclnding  excavation  and  refilling  below 
masonry,  baclcfilling,  etc  ,  to  date  (September  30)  $1.70. 

Character  of  Earth  Excavation.  —  Sand  and  gravel,  a  few  bonlders ;  some  peit 
jnst  north  of  the  Abbi^ona  River. 

Mcuomy, 
Contract  price :  — 
Brick- work,  American  cement  mortar,  per  cnbic  yard,        .       .       .       .   $11  75 

Brick-work,  Portland  cement  mortar,  per  cnbic  yard 13  20 

Concrete,  American  cement  mortar,  per  cnbic  yard, 3  40 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 4  85 

Diameters  of  nnderdrain  laid  and  length  of  each  size :  — 

6-inch, 586  feet. 

8-inch, 608    " 

Approximate  cost  of  masonry  per  linear  foot  of  trench,  including  nnderdrain, 
etc.,  to  date  (September  30),  $3.30. 

Length  of  masonry  completed, 1,395  feet. 

Masonry  was  begun :  concrete,  Sept.  2,  1893 ;  brick  masonry,  Sept.  6,  1893  —  is 
now  (September  30)  In  progress. 

Approximate  cost  of  section  per  linear  foot  of  excavation  and  masonry,  including 
labor,  material,  inspection,  and  miscellaneous  items  to  date  (September  30), 
$5.30. 

Excavation.  —  The  earth  has  thus  far  been  thrown  out  of  the 
trench  by  hand,  and  the  work  has  proceeded  from  two  open  cuts. 
The  first  of  these  was  begun  Aug.  28,  1893,  at  a  point  aboat  one 
thousand  nine  hundred  feet  south  of  the  Abbajona  River,  opera- 
tions from  which  have  extended  a  distance  of  about  one  thousand 
three  hundred  and  fifty-six  feet  to  a  point  about  one  hundred  feet 
north  of  Bacon's  Private  Way.  The  second  opening  was  begun 
Sept.  19,  1893,  just  north  of  the  above-named  river,  and  the  work 
from  it  has  now  covered  a  distance  of  about  two  hundred  and 
twenty-seven  feet  to  the  Boston  &  Lowell  railroad  crossing  about 
three  hundred  feet  southerly  from  Mystic  Station.  A  four-inch 
centrifugal  pump  was  used  near  the  beginning  of  the  first  opening, 
the  maximum  amount  of  ground-water  handled  by  it  in  any  twenty- 
four  hours  being  estimated  to  be  50,000  gallons.  The  ordinary 
progress  per  week  at  the  two  openings  was  as  follows :  First 
opening,  about  three  hundred  and  forty  feet;    second  opening, 
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aboat  one  handred  and  fifty  feet.    The  operations  have  been  free 
from  shut-downs. 

Foundation,  —  The  bottom  of  about  one  thousand  feet  of  the 
trench  extending  southerly  from  Bacon's  Private  Way  has  been 
shaped  to  fit  the  invert  of  the  sewer.  The  unstable  foundation 
met  for  the  first  sixty-three  feet  of  opening  No.  1  was  removed  to 
a  depth  of  about  eight  inches  below  the  bottom  of  the  masonry  to 
the  sand  and  gravel  beneath,  and  the  intervening  space  filled 
with  gravel.  Excavation  below  the  bottom  of  the  masonry  was 
also  made  for  the  first  seventy-nine  feet  of  the  second  opening. 
The  greatest  depth  here  below  grade  was  at  the  beginning,  where 
it  was  about  3.37  feet,  — the  average  depth  being  2.04  feet.  The 
refilling  was  done  with  American  concrete. 

Difficulties. — The  sewer  crosses  under  the  Boston  &  Lowell 
railroad  at  a  point  about  two  hundred  and  fifty  feet  south  of  the 
Mystic  Station,  and  the  arch  is  here  re-enforced  with  Portland 
concrete  to  a  point  six  inches  above  the  crown. 

Miscellaneous,  —  About  eighty  feet  of  the  sewer  arch  north  of 
the  Abbajona  River  is  above  the  surface.  The  greatest  height 
above  is  about  3.8  feet.  This  exposed  arch  will  be  protected  by 
an  embankment  made  from  the  surplus  earth  gained  in  excavation. 

Section  45,  Winchester. 

Location.  —  From  a  point  on  the  northerly  side  of  the  Wobnm  Branch  railroad 
about  five  handred  feet  sonth  of  Beggs  &  Ck>bb*B  tannery  on  the  north- 
westerly side  of  Wedge  Pond,  through  private  and  railroad  lands, 
crossing  Swanton  and  Cross  Streets  and  the  Boston  &  Lowell  raiUroad 
to  Washington  Street,  near  the  entrance  to  Calvary  Cemetery. 
Diameters  of  sewers  and  length  of  each  size :  — 

2  feet  by  2  feet  6  Inches 4,540  feet. 

1  foot  10  inches  by  2  feet  3  inches, 1,968    ** 

Contractors,  —  Everson  &  Liddle  of  Providence,  R.  I. 

Contractors*  Superintendent . -^  J ,  J.  Everson,  a  member  of  the  above-named  firm. 

Contractors'  Principal  Foreman.  —  John  J.  Galligan. 

State  Assistants. 
0   Assistant  Engineer:  Edmund  S.  Davis. 
Inspectors:  E.  A.  Clark. 
Transitman:  Principal  —  Guy  C  Emerson. 
**  Assistant  — J.  T.  P.  Jones. 

Trench. 

Length  completed, 6,608.00  feet. 

Average  depth  of  excavation  to  bottom  of  underdrain,    ....  9.60  ** 

Greatest  depth  of  excavation  to  bottom  of  anderdrain,   ....  19.40  " 

Average  width  top  of  trench, ^      .        .  3.85  " 

Average  width  bottom  of  trench, 3.85  " 

Cubic  yards  excavation  per  linear  foot,  1.28. 
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Approximate  cost  of  trench  per  linear  foot,  indadlng  sheeting  left  in,  excavatkn 
and  refilling  below  masonry,  backfilling,  etc.,  to  date  (September  30),  $1.60. 

Character  of  Earth  Excavation,  —  First  seven  hundred  feet,  tan  bark  to  near  the 
sewer  bottom ;  for  about  eight  hundred  feet  north  from  Swanton  Street,  loamy  peat 
on  surface,  sand  and  gravel  below ;  along  the  line  of  Cross  Street,  coarse  sand  and 
gravel  with  the  exception  that  there  was  peat  for  about  280  feet  west  of  the  Bostoo 
&  Lowell  railroad ;  Cross  Street  to  the  Watch  Hand  Factory,  deep  loam  on  surface, 
sand  and  gravel  below ;  thence  to  Washington  Street,  loam  on  sarface,  sand  and 
gravel  below  — which  at  a  depth  of  aboot  three  feet  flrom  the  snrface  occasionallj 
changed  to  fine  sand  mixed  with  clay. 

Masonry, 

Contract  price :  -— 
Brick-work,  American  cement  mortar,  per  cubic  yard,        ....    $12  00 
Brick- work,  Portland  cement  mortar,  per  cubic  yard,         .        .       .       .      14  00 

Concrete,  American  cement  mortar,  per  cnbic  yard, 5  50 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 6  50 

Diameters  of  nnderdrain  laid,  and  length  of  each  size :  — 

6-inch, 970  feet. 

8-inch 6,638    " 

Approximate  cost  of  masonry  per  linear  foot  of  trench,  inclnding  nnderdrain,  etc., 
to  date  (September  30),  $2.80. 

Length  of  masonry  completed, 6,164  feet. 

Masonry  was  begun :  concrete.  May  12, 1893;  brick  masonry.  May  28, 1893,  and  is 
now  (September  30)  in  progress. 

Approximate  cost  of  section  per  linear  foot  of  excavation  and  masonry,  inclnding 
labor,  material,  inspection,  and  miscellaneous  items,  to  date  (September  SO) 
$6.00. 

Excavation.  — The  earth  has  been  taken  from  the  trench  without 
the  use  of  hoisting  apparatus.  The  single  opening  on  this  section 
was  begun  near  the  Woburn  Branch  railroad,  at  a  point  about  five 
hundred  feet  south  of  Beggs  &  Cobb's  tannery,  on  May  2,  1893. 
Operations  have  now  (September  30)  nearly  reached  the  end  of 
the  section  at  Washington  Street.  The  plant  used  in  pumping  the 
ground-water  has  consisted  of  a  four-inch  and  six-inch  centrifugal 
pump,  used  at  pump  wejls  about  one  thousand  feet  apart  as 
needed.  The  greatest  amount  of  ground-water  pumped  in  any 
twenty-four  hours  was  estimated  to  be  800,000  gallons.  The  prog- 
ress of  excavation  has  been  continuous,  and  has  ordinarily  been 
about  three  hundred  feet  per  week. 

Foundation, — The  underlying  earth  has  been  removed  to  a 
depth  of  eight  inches  below  the  bottom  of  the  masonry  for  about 
five  hundred  feet  near  Swanton  Street,  and  between  the  Watch 
Hand  Factory  and  Washington  Street.  It  has  been  replaced  with 
screened  gravel  near  Swanton  Street,  and  with  unscreened  gravel 
at  the  other  locality.  Peat  was  encountered  for  about  two  hundred 
and  eighty  feet  west  of  the  Boston  &  Lowell  railroad,  and  a  pile 
foundation  was  here  put  in.     The  piles  were  from  eight  to  thirty 
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feet  long  (averaging  about  seventeen  feet) ,  were  driven  in  bents 
capped  with  eight-inch  by  eight-inch  timber  and  covered  with  a 
four-inch  platform. 

Difficulties. — The  sewer  has  been  built  under  the  Boston  & 
Lowell  railroad  in  Cross  Street  at  the  overhead  railroad  bridge. 
It  crosses  four  times  the  old  bed  of  Willow  Brook  north  of  Cross 
Street  and  the  canal,  or  tail-race,  from  the  Watch  Hand  Factory ; 
also  a  small  canal  or  culvert  in  Washington  Street  supplying  water 
for  power  to  run  the  same  factory.  At  the  creek  crossings,  and 
under  the  Boston  &  Lowell  railroad  in  Cross  Street,  the  sewer  has 
been  reinforced  with  Portland  concrete  to  a  height  of  six  inches 
above  the  arch.  Instead  of  the  brick  sewer,  twenty-four-inch 
Akron  pipe  was  laid  in  concrete  at  two  ditch  crossings  between 
Swanton  Street  and  the  Boston  <&  Lowell  railroad,  at  one  of  the 
creek  crossings  north  of  Cross  Street,  and  under  the  tail-race  of 
the  Watch  Hand  Factory. 

Miscellaneous.  —  The  sewer  line  as  at  first  projected  has  been 
changed  between  a  point  in  Cross  Street  about  seventy-five  feet 
easterly  from  the  railroad  bridge  at  Winchester  Highlands  and  a 
point  about  two  hundred  feet  southerly  from  the  Watch  Hand 
Factory.  The  distance  between  these  points  is  about  one  thousand 
three  hundred  and  forty  feet,  and  the  saving  by  the  change  has 
been  about  eighty-four  feet.  The  heirs  of  the  estate  of  Samuel 
Richardson  decided  to  change  the  course  of  Willow  Brook  through 
their  premises,  which  made  this  change  in  the  line  of  the  sewer 
advantageous.  In  order  to  lessen  the  percolation  of  water  the 
entire  arch,  except  where  it  is  of  eight- inch  brick- work  in  Cross 
Street,  has  been  covered  with  an  extra  coat  of  Portland  cement 
concrete,  three-fourths  of  an  inch  thick.  The  crown  of  the  sewer 
arch  for  about  two  hundred  and  eighty  feet  in  the  meadow  west  of 
the  Boston  &  Lowell  railroad  is  within  six  inches  of  the  surface  of 
the  ground,  and  the  crown  is  within  one  and  one-half  feet  in  the 
meadow  north  of  Cross  Street.  An  embankment  of  the  surplus 
earth  is  being  built  over  the  sewer  at  these  places  with  its  top 
about  three  feet  above  the  arch.  The  section  will  probably  be 
finished  before  the  middle  of  October. 
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Section  46,  Winchester,  Wobubn  and  Stoneham. 

Location.  —  From  Washington  Street  near  the  entrance  to  Calrary  cemetery,  in 
Winchester,  through  private  lands  on  the  westerly  side  of  Wfllow 
Brook,  crossing  Willow  Brook  and  thence  through  prlmte  lands  on 
the  easterly  side  of  Clear  Water  Brook,  crossing  Hill  Street,  Stonebam 
Branch  railroad  and  Maple  Street  in  Wobom  to  Montrale  Arenoe  ia 
Stoneharo  near  the  Wobom  and  Stonebam  town  line. 
Diameters  of  sewers  and  length  of  each  site :  — 

1  foot  10  inches  by  2  feet  3  inches 2,375  feet. 

1  foot  6  inches  by  2  feet 1,081    *' 

1  foot  3  inches  (Akron  pipe), 2,300    " 

Contractor.  —  Charles  Linehan  of  Cambridge,  Mass.,  —  Mr.  Linehan  acting  as  his 

own  superintendent. 
Contractor's  Principal  Foreman.  —  Giuseppe  Chino. 

State  Asaistante. 
Assistant  Engineer :  Edmund  S.  Davis. 
Inspectors :  Edward  A.  Clark,  Hadson  B.  Damon,  Paul  HUl. 
Transitman :  Principal  —  Ony  C.  Emerson. 
**  AsslsUnt  -  J.  T.  P.  Jones. 

Trench, 


LeDgth  completed,  feet 

Average  depth  of  exoamtlon  to  bottom  of  underdraln,  feet, 

Greatest  depth  of  excavation  to  bottom  of  underdraio,  feet. 

Average  width  top  of  treoch,  feet, 

Average  width  bottom  of  treooh,  feet, 

Volame  of  excavation  per  linear  foot,  cubic  yards,        .... 

Approximate  cost  of  trench  per  linear  foot,  including  sheeting  left 
in,  excavation  and  refilling  below  masonry,  backfilling,  etc.,  to  date 
(September  30) 


Character  of  Earth  Excavation.  —  Mostly  sand  and  gravel.    Between  Willow 
Brook  and  Oakland  some  earth  resembling  hard  pan  was  found. 


Masonry  and  Pipe. 

Contract  price :  Masonry  — 
Brick-work,  American  cement  mortar,  per  cubic  yard,        ....   $13  00 

Brick- work,  Portland  cement  mortar,  per  cubic  yard, 16  00 

Concrete,  American  cement  mortar,  per  cnbic  yard, 5  00 

Concrete,  Portland  cement  mortar,  per  cubic  yard, 6  00 

Contract  price :  pipe  sewer  — 
1  foot  3  inch  pipe  sewer  (including  trench), 136 

Diameters  of  underdrain  laid  and  length  of  each  size :  — 

e-inch, 2,105  feet. 

8-inch, 2,084    " 

Approximate  cost  of  masonry  or  pipe  per  linear  foot  of  trench,  including  under- 
drain, etc.,  to  date  (September  30) :  — 

Brick  sewers, fS  10 

Pipe  sewer  (including  trench  and  brick  man-holes), 1  50 
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Ijengtb  completed :  — 

Brick  sewers, Z,i66  feet. 

Pipe  sewer, 707    *« 

Masonry  begun,  April  26, 1893 ;  finished,  Sept.  19, 1883,  —  except  patting  concrete 

aroand  pipe  ander  railroad  and  building  some  brick  man-boles  on  pipe  sewer. 
Pipe  laying  was  began.  Sept  19, 1893,  and  is  now  (September  30)  in  progress. 

Approximate  cost  of  brick  sewers  per  linear  foot,  incladfaig  excaTation  and  masonry, 
labor,  material,  inspection  and  mlscellaneoas  items,  to  date  (September  30), 
$5.00. 

Approximate  cost  of  the  1  foot  8  inch  pipe  sewer  per  linear  foot  of  excaTation  and 
pipe,  including  masonry  at  man-boles,  labor,  material  and  inspection  and  miscel- 
laneous items  to  date  (September  30),  $1.70. 

ExcavcUion. — The  earth  has  been  thrown  from  the  trench  by 
band.  The  single  opening  on  this  section  was  started  April  5, 
1893,  on  Washington  Street,  Winchester,  near  Calvary  cemetery. 
Work  has  now  (September  30)  reached  the  Stoneham  Branch 
railroad  in  Wobam,  aboat  seven  hundred  and  fifty  feet  easterly 
from  Oakland  Station.  The  crossing  nnder  the  tracks  has  (Sep- 
tember 30)  just  been  commenced,  by  tunnel.  The  excavation 
work  has  been  pursued  continuously,  and  has  ordinarily  progressed 
about  one  hundred  and  sixty  feet  per  week.  The  pumping  of 
ground-water  has  been  done  by  two  four-inch  centrifugal  pumps 
used  alternately  at  pump  wells  about  nine  hundred  feet  apart,  the 
first  of  the  series  being  located  near  Washington  Street.  The 
greatest  amount  of  ground-water  pumped  in  any  twenty-four  hours 
is  estimated  to  have  been  about  500,000  gallons. 

Foundation.  —  The  bottom  of  trench  was  generally  of  very  good 
sand  and  gravel.  At  two  short  places  on  the  westerly  side  of 
Willow  Brook  some  fine  wet  sand  was  found  in  the  bottom  and  was 
removed  to  a  depth  of  about  eight  inches  below  the  grade  of  the 
bottom  of  the  concrete  and  replaced  with  screened  gravel.  The 
concrete  invert  was  in  other  places  built  upon  the  natural  foundation. 

Mhcellaneous.  —  A  twenty-inch  diameter  Akron  pipe  laid  in 
concrete  was  employed  at  the  Willow  Brook  crossing  instead  of 
the  brick  sewer.  At  the  glue  factory  in  Oakland  a  ten-inch 
diameter  Akron  pipe  was  laid  underneath  the  sewer  to  supply  water 
to  a  pump  well  in  the  factory  yard.  This  pipe  replaced  a  wooden 
box  which  crossed  the  line  of  the  sewer  at  an  elevation  which  would 
have  interfered  with  the  sewer.  The  well  was  deepened  about  two 
feet.  Between  Washington  and  Hill  Streets  the  arch  of  the  sewer 
has  been  covered  with  an  extra  coat  of  Portland  cement  plaster, 
to  lessen  the  percolation  of  water.  For  the  greater  portion  of  the 
work  the  property  owners  have  requested  that  the  surplus  earth  be 
left  on  the  ground. 
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Field  assistants  have  been  changed  from  section  to  section  to 
accommodate  the  needs  of  the  work.  Many  of  those  mentioned 
in  the  foregoing  detailed  account  of  sections  have  thus  spent  bat  a 
comparatively  short  time  on  the  sections  where  they  are  mentioned. 

Sections  1  (Deer  Island  Outlet),  3^  (Shirley  Gut  siphon),  10 
(siphon  under  Chelsea  River),  25  (siphon  under  Mystic  River, 
Charlestown) ,  and  other  pieces  of  work  involving  much  more  than 
the  ordinary  risk  and  on  which  it  might  be  necessary  to  change 
the  plan  during  construction,  have  been  or  are  now  being  done  by 
foremen  and  laborers  directly  under  the  supervision  of  the  engineer- 
ing department  instead  of  by  contract.  On  work  in  general  the 
contract  system  is  preferable. 

Table  of  Progress. 

The  following  table  recapitulates  to  some  extent  the  detailed 
information  given  in  the  foregoing  report  and  in  those  of  preceding 
years.  The  Charles  River  valley  sections  are  designated  by  letters, 
and  those  of  the  North  Metropolitan  district  by  numbers :  — 
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Pumping  Plant. 

Loeationt  of  proposed  Pumping  Stations : 

Deer  Island :  Between  tbe  main  and  ootikll  sewen  of  Section  2,  and  about  S90 

feet  f  omh-east  fh>m  the  new  wliarf. 
East  Boston:  At  Clielsea Creek,  on  Addison  Street,  east  of  tbe  Orand  JancHoa 

branch  of  the  Boston  &  Albanj  railroad. 
Charlestown :  At  the  southerly  end  of  Maiden  bridge  caaseway,  in  the  middle 

of  the  Mystic  River. 

Contractors  for  the  Pumping  Plant  at  each  Station : 
The  Edward  P.  Allis  Company  of  Milwankee,  Wis. 

The  plant  at  each  station  will  consist  at  first  of  two  pnmping 
engines,  with  the  necessary  boilers,  piping,  etc.  Regarding  the  plant 
for  the  first  two  stations,  each  engine  is  to  be  capable  of  easily  rais- 
ing seventy  cabic  feet  of  sewage  nineteen  feet  vertically  above  the 
level  of  the  sewage  in  the  pump-well,  and  is  also  to  be  capable  of 
raising  to  greater  heights,  up  to  twenty-five  feet,  quantities  of  sew- 
age inversely  proportional  to  such  lifts.  Each  engine  is  also  to  be 
capable  of  pumping  at  as  low  a  rate  as  fifteen  cubic  feet  per  second 
and  at  all  rates  between  fifteen  and  seventy  cubic  feet  per  second. 
The  pumps  are  to  be  of  the  centrifugal  type,  with  vertical  shafts. 
The  suction  and  discharge  pipes  will  be  each  forty-eight  inches 
in  diameter.  Tbe  pump-wheel  itself  is  to  be  eight  feet  three  inches 
in  diameter,  and  is  intended  to  run  at  speeds  varying  from  sixty 
to  one  hundred  revolutions  per  minute,  according  to  the  amount 
of  sewage  and  the  height  to  which  it  is  lifted.  Each  pump-wheel 
is  to  be  driven  by  a  triple  expansion  engine  of  the  Corliss  type, 
the  three  cylinders  being  set  at  angles  of  60"^  in  order  to  give  uni- 
form turning  movement  on  the  crank.  The  diameters  of  the  cyl- 
inders will  be  thirteen  and  one-half  inches,  twenty- four  inches 
and  thirty-four  inches,  and  the  stroke  thirty  inches.  The  dis- 
charge channels  from  the  pumps  will  contain  check-valves  to  pre- 
vent any  backward  flow  of  the  sewage  when  the  pumps  are  stopped, 
and  the  inlet  channels  from  the  pump-wells  will  be  provided  with 
gate-valves  to  admit  of  closing  the  passage  when  desirable. 

Regarding  the  plant  for  the  Charlestown  station,  the  quantity 
of  sewage  arriving  here  is  about  one-half  of  that  arriving  at  either 
the  East  Boston  or  Deer  Island  pumping  stations.  The  two  pun^p- 
ing  engines  will  be  similar  in  general  design  to  those  at  the  other 
two  stations.  The  two  pumps  are  each  to  have  a  capacity  of 
thirty-five  cubic  feet  per  second  raised  eleven  feet  high.  The 
suction  and  discharge  openings  will  be  thirty-six  inches  in  diameter, 
the  diameters  of  the  pump-wheels  will  be  about  eight  feet,  and  the 
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cylinders  will  be  ten  inches,  eighteen  inches  and  twenty-six  inches 
by  thirty  inches  stroke.  According  to  contract  all  the  plant  is  to 
be  ready  for  operation  daring  the  coming  summer. 

The  duty  guaranteed  by  the  contractors  for  these  pumping  en- 
gines is  75,000,000  foot-pounds  per  hundred  pounds  of  coal 
burned  for  Deer  Island  and  East  Boston,  and  70,000,000  foot- 
pounds for  Charlestown.  In  case  the  duty  developed  in  the  test 
duty  trials  exceeds  or  falls  short  of  the  guaranteed  duty  there  will 
be,  respectively,  a  bonus  paid,  or  a  fine  deducted  from  the  contract 
price,  to  be  calculated  from  the  following  formulse ;  — 


Bonos  =: 


Deer  Island, 
$3,800.000. S3,800,000. 


Number  of  million  foot  pounds     Number  of  million  foot-pounds 
guaranteed.  developed. 

p $6,800,000. $ft.800,000. 

*"  Number  of  million  foot-pounds     Number  of  million  toot-pounds 

developed.  guaranteed. 

East  Boston. 

$5,000.000. $5.000.000. 

t5onu8  —  j^nmj^,.  Qf  million  foot-pounds     Number  of  million  foot-pounds 
guaranteed.  developed. 

p. $7.000.000. $7,000.000. 

^"  Number  or  million  tooi-pounds      Number  of  million  foot-pounds 

developed.  guaranteed. 

Cfiarlestown. 

p^^^g  ^ $1.800.000. $1.800,000. 

Number  of  million  foot-pounds     Number  of  million  foot-pounds 
guaranteed.  developed. 

pjjj^    ^  $1,800,000. $1,800,000. 

Number  of  million  foot-pounds     Number  of  million  foot-pounds 
developed.  gcuiranteed. 

It  is  also  provided  in  the  contracts  that  no  bonus  shall  be  paid 

in  excess  of  $8,000  at  Deer  Island,  810,000  at  East  Boston,  or 

$3,000  at  Charlestown.     It  is  further  provided  that  in  case  the 

duty  shown  by  the  trials  shall  fall  short  of  the  guaranteed  duty  by 

more  than  10  per  cent.,  the  plant  so  falling  short  may  be  rejected, 

but  may  be  used  at  a  reasonable  rental  until  a  new  plant  is  pro- 
cured. 

In  considering  the  relative  advantage  to  the  State  of  the  differ- 
ent offers  made  the  following  factors,  among  others,  were  taken 
into  account:  Probability  of  uninterrupted  service;  cost  of  fuel, 
attendance  and  repairs  ;  first  cost  of  plant  (it  being  assumed  that 
the  latter  will  be  or  ought  to  be  replaced  by  a  more  advanced  type 
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in  an  assumed  term  of  years)  ;  cost  of  necessary  foandations  and 
buildings ;  interest. 

Foundations  will  be  prepared  at  each  station  for  a  third  pump- 
ing engine,  and  the  work  is  so  planned  that  a  fourth  may  be  added 
if  it  should  ever  be  necessary. 


The  Fire  of  March  10. 

The  loss  to  the  State  by  the  fire  of  March  10  was  very  con- 
siderable, but  I  have  not  attempted  to  estimate  it  in  dollars  and 
cents.  About  one  thousand  plans  were  destroyed,  including  all 
of  those  obtained  at  the  beginning  of  the  work  from  the  State 
Board  of  Health.  A  few  calculation  books,  the  cement- testing 
apparatus  and  many  instruments,  etc.,  were  also  destroyed,  to- 
gether with  a  considerable  number  of  valuable  technical  books 
(some  of  which  cannot  be  duplicated),  which  were  the  personal 
property  of  the  writer  and  the  various  assistants.  The  assistant 
engineer  in  charge  of  the  records  (Mr.  Bridgman)  and  the  other 
assistants  promptly  placed  in  one  of  the  safes  most  of  the  calcula- 
tion books  and  drawings  which  were  then  being  used  in  the 
draughting  room,  and  at  the  same  time  Mr.  Carter  put  letter 
books  and  other  correspondence  into  the  other  safe.  The  con- 
tents of  both  safes  were  uninjured  by  tire,  but  were  somewhat 
injured  by  water.  The  danger  to  our  plans  by  fire  was  borne  in 
mind  at  the  beginning  of  the  work,  and  a  scheme  was  arranged 
and  carried  out  to  some  extent  for  duplicating  plans  and  studies 
and  storing  one  set  elsewhere.  This  considerably  lessened  the 
loss.  It  was  unfortuuate  that  the  scheme  had  not  been  carried 
out  to  a  greater  extent. 

Cement  Testing. 

During  the  past  year  about  100,000  barrels  of  cement  have 
been  used,  about  55,000  barrels  of  American  natural  and  about 
45,000  barrels  of  imported  Portland.  About  fifteen  thousand  testa 
have  been  made,  to  the  end  that  brands  unsuitable  for  the  work 
might  be  rejected.  These  tests  have  been  made  on  substantially 
the  lines  described  in  previous  reports.  The  testing  apparatus 
described  in  the  fourth  annual  report  was  destroyed  in  the  fire  of 
March  10.  The  present  equipment  consists  of  a  Fairbanks  test- 
ing machiue,  tanks  for  the  immersion  of  briquettes,  etc.  The 
briquettes  are  now  made  by  hand. 
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The  New  and  Old  Mystic  Valley  Sewers. 

The  Bo-called  Mystic  Valley  sewer,  from  Woburn  Centre  to  the 
lower  Mystic  lake,  was  built  by  the  city  of  Boston  about  fifteen 
years  ago.  So  much  of  this  sewer  as  lies  below  a  point  about 
seventy-five  feet  north  of  the  Winchester  and  Woburn  line  has 
been  purchased  of  the  city  of  Boston  and  incorporated  as  a  part  of 
the  Metropolitan  system.  It  was  well  known  when  the  State  Board 
of  Health  plan  was  made  that  this  Mystic  Valley  sewer  did  not 
afford  nearly  as  liberal  carrying  capacity  for  the  district  tributary 
to  it  as  was  afTorded  by  other  parts  of  the  Metropolitan  system. 
It  was  believed  however  that  it  would  suflSce  for  a  long  time,  and 
this  view  had  been  previously  held  by  the  Massachusetts  Drainage 
Commission.  But  in  studying  anew  the  Metropolitan  system  for 
this  locality  it  was  found  that  bouses  built  upon  certain  limited  low 
districts,  which  were  regarded  as  permissible  building  ground  by 
the  town  oflficiais  of  Winchester,  could  not  be  drained  into  this 
sewer.  It  was  also  strongly  urged  to  your  Board  by  citizens  and 
oflScials  of  Winchester  that,  as  the  town  had  to  pay,  in  proportion 
to  its  property  and  the  number  of  inhabitants,  as  much  as  any 
other  town  or  city  making  use  of  the  system,  the  trunk  sewer 
serving  this  district  should  have  as  liberal  capacity  as  other  parts  of 
the  Metropolitan  system.  It  was  also  urged  that  before  many  years 
the  time  might  possibly  arrive  when  the  sewer  would  not  sufiSce  and 
that  an  additional  trunk  sewer  to  the  Metropolitan  system  would 
then  have  to  be  built  in  this  locality.  The  local  system  planned  to 
connect  with  the  old  Mystic  Valley  sewer  would  then  necessarily 
have  to  be  altered  to  connect  with  the  new  Metropolitan  sewer, 
involving  considerable  and  vexatious  changes.  After  study  and 
consideration  of  the  matter  your  Board  decided  to  adopt  the  old 
Mystic  Valley  sewer,  as  at  first  planned,  and  to  build  at  once  an 
additional  sewer  through  this  locality.  Sections  44  and  44J,  de- 
scribed elsewhere  in  this  report,  constitute  this  new  sewer,  which 
will  take  the  sewage  of  East  Woburn,  most  of  Stoneham  and  most 
of  Winchester.  This  new  sewer  is  from  four  to  five  and  one-half 
feet  lower  than  the  old  Mystic  Valley  sewer,  and  will  provide  for 
the  house  drainage  from  the  low  districts  previously  alluded  to. 
The  old  Mystic  Valley  sewer  will  take  the  sewage  from  Woburn 
Centre,  North  Woburn,  Cummingsville  and  a  small  district  in 
Winchester  near  the  Woburn  line. 
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Cost. 

It  appears  that  the  cost  of  the  Metropolitan  Sewerage  Sys- 
tem when  completed  will  be  aboat  ten  per  cent,  more  than  was 
originally  estimated.  This  statement  includes  all  cost  to  the 
State  except  that  for  land  damages.  Settlements  have  so  far 
been  made  with  only  about  one-fifth  of  the  owners  of  private  land 
taken  for  our  work,  and  it  appears  impracticable  to  make  any  reli- 
able estimate  at  present  as  to  how  the  actual  land  damages  will 
compare  with  the  original  estimate.  The  excess  of  cost  of  con- 
struction beyond  the  original  estimate  may  be  partly  accoanted 
for  as  follows :  The  system  as  constructed  has  a  capacity  about 
ten  per  cent,  greater  than  that  provided  for  in  the  original  design ; 
Sections  44  and  44^  (the  new  Mystic  Valley  sewer,  referred  to  on 
preceding  pages)  costing  about  $75,000,  were  not  originally  con- 
templated and  were  not  estimated  for ;  *  the  cost  of  labor,  both 
skilled  and  unskilled,  has  very  decidedly  advanced  since  the  original 
estimate  was  made.  The  statistics  used  in  making  the  original 
estimate  of  cost  were  destroyed  in  the  fire  heretofore  alluded  to, 
but  the  advance  in  prices  may  be  indicated  by  a  comparison  of  the 
cost  of  the  masonry  on  the  eleven  principal  contract  sections  of 
the  Boston  main  drainage  sewers  with  that  of  like  sewers  on  the 
Metropolitan  System.  This  comparison  shows  that  the  contract 
brick-work  on  the  latter  system  has  cost  thirty-nine  per  cent,  more 
per  cubic  yard  than  that  on  the  Boston  system. 

The  uncertainty  of  an  estimate  of  cost  of  deep  and  diflScult 
work  like  that  on  the  Metropolitan  System  can  perhaps  best  be 
illustrated  by  examining  the  bids,  which  have  all  been  shown  in 
the  appendices  of  this  and  preceding  reports.  On  Section  14,  for 
example  (see  page  132,  fourth  annual  report;  there  were  seven 
bids,  made  by  experienced  and  skillful  contractors,  on  the  items 
included  in  the  canvass.  These  bids  ran  from  $148,857  up  to 
$203,596.  On  nearly  every  contract  section  the  percentage  of 
variation  has  been  greater  than  that  in  the  illustration  just  given. 

When  will  the  METROPOLrrAM  Sxweraqe  System  be  completed  ? 

The  foregoing  question  has  often  been  asked,  and  in  order  not  to 
cause  disappointment  very  cautious  answers  have  been  given.  It 
was  said  in  the  report  of  last  year  that  weeks  of  hard  labor  bad  at 
times  been  expended  at  points  on  our  work  without  gaining  a  foot 
of  ground  in  advancing  the  sewer,  and  that  other  obstacles  of  equal 

•  Tbe  old  Mystic  Valley  sewer  was  purchased  for  f  15,000  less  than  the  sum 
originally  estimated. 
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difficulty  had  yet  to  be  contended  with.  A  year  has  passed  since 
the  above  statement  was  made,  and  many  difficulties  have  now 
been  overcome.  Some  still  remain.  It  cannot,  for  example,  with 
certainty  be  said  how  long  it  will  take  to  complete  the  outlet.  The 
Charlestown  pumping  station,  in  the  middle  of  the  Mystic  River, 
and  the  remainder  of  the  siphon,  may  be  built  without  serious 
trouble,  but,  on  the  other  hand,  long  delay  may  occur.  It,  however, 
seems  probable  that,  if  means  are  furnished,  the  work  will  be 
nearly  if  not  quite  completed  during  the  year  1894. 

Respectfully  submitted, 

HOWARD  A.  CARSON, 

Chief  Engineer. 
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Table  D. 
MAINTAINING  AND  OPERATING  CHARLES  RIVER  VALLEY  SETTER. 


189a. 

Oct.     1, 
IMS. 

JftD.  31, 

18M. 

Oct.  31, 
81. 
81. 
81, 

Nov.  80, 
30. 
80, 
80. 

Deo.  80, 

30, 
30. 
80, 
80, 
80, 

IMS. 

Jkd.  31, 
81. 
81, 
81, 

Feb.  38, 
28, 
28, 


Mar.  81, 
81, 
81, 
81, 


Apr.  20, 

20. 
29, 

Mfty  31. 

31. 
81. 
81, 

Jane  30, 
30, 
80, 
80, 

Jaly  31, 
31, 
31. 
31. 
81, 

81. 


Aug.  31. 
81, 
31, 
31, 

Sept.  30, 
30, 
30, 
80, 


Db. 


To  balADce  amount  unexpended  from  appropriation 

of  1802 

To  appropriation  made  by  chapter  11,  Acta  of  1808, . 


Or. 
By  amount  paid  for  travelling  expeniea, 
"  ••         forsuppltes, 

••  ••        for  Inspector's  salary, 

••  "        forUbor,    . 


By  amount  paid  for  travelling  expenses,     . 
**  **        for  supplies, 

"  ••         for  labor,     .... 

**  **        for  inspector's  salary, 

By  amount  paid  for  travelling  expenses.     . 
*'  **        for  liorse  and  wagon. 

*•  •*        for  supplies, 

•«  •«         fur  labor,     ...       * 

**  **        for  inspector's  salary, 

••  "        City  of  B'iston  for  di»poslng  of 

age  to  dale,    . 


By  amount  paid  for  travelling  expenses, 
**  *'         for  supplies, 

"  «        for  labor,    . 

••  ••        for  inspector's  salary, 

By  amount  paid  for  travelling  expenses, 
*'  **        for  supplies,       .       . 

•«  "        for  sleigh,    . 

M  •«        for  labor,    . 

**  **        for  inspector'!  salary. 


By  amount  paid  for  supplies, 
for  labor, 


for  Inspector's  salarv, 
City  of  Boston  for  disposing  of 
age  to  dale,    . 


By  amount  paid  for  travelling  expenses, 
*♦  ••        for  supplies, 

••  •*         for  labor,     . 

"  «•        for  Inspector's  salary, 

By  amount  paid  for  travelling  expenses, 
**  **        for  supplies, 

•«  "        fur  labor,    . 

**  **        for  inspector's  salary. 

By  amount  paid  for  travelling  expenses. 
**  **        for  supplies, 

"  •«        for  labor,     . 

**  **        for  inspector's  salary. 

By  amount  paid  for  travelling  expenses, 
••  *•        for  supplies, 

**  «*        for  labor,    .       .       . 

••  "         for  inspector's  salary, 

««  ««        City  of  Boston  for  disposing  of 

age, 

**  **        for  services  of  commissioners' 

chief  engineer,  etc., 

By  amount  paid  for  travelling  expenses,     . 
•*  •*        for  supplies, 

•*  *•         for  labor,     .... 

**  "        for  inspector's  salary. 

By  amount  paid  for  travelling  expenses.    . 
♦•  ••        fur  supplies, 

••  ••         for  labor,     .... 

**  **        for  inspector's  salary, 


clerk, 


Balance, 


$6  04 

1  20 

185  00 

106  3« 


$8.750  40 
28,500  00 


'135.250  40 


$7  47 
31  06 
181  98 
130  00 


$21  02 
185  00 
00  70 
140  50 
130  00 

5,750  00 

$3  15 

2  45 

02  25 

80  00 


$8  25 
38  27 
25  00 
108  68 
180  00 


$17  08 
76  00 
120  00 


$7  20 
80  65 
110  15 
185  00 


$6  90 
29  00 
108  00 
125  00 


$4  86 

19  25 

360  98 

136  00 


$4  00 

15  87 
139  90 
180  00 

5,760  00 

550  00 


$25  55 
132  24 
250  10 
130  00 

$6  05 
145  18 
144  00 
135  00 


$247  60 


861  41 


6.302  87 


97  85 


290  20 


5.96B06 


29100 


268  90 


619  59 


6,589  n 


546  89 


480  18 


21,899  S4 
$13,850  54 
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ASSETS  AND  LIABILITIES  SEPT.  30,  1893. 


Assets. 
Office  furniture,  fittings  and  supplies,  including  fittings  for 

field  offices,  stationery  and  railroad  tickets,       .        .  $2,500  00 

Engineering  instruments  and  supplies,         ....         4,000  00 

Engines,  pumps,  boilers,  etc., 8,700  00 

Derricks,  inclines  and  heavy  appliances,       ....         1,000  00 

Miscellaneous  tools, 3,600  00 

Miscellaneous  supplies, 1,600  00 

Engineers'  field  offices,  sheds,  tool  houses,  etc.,   .        .  8,700  00 

Stock  yard  and  building.  East  Boston, 2,500  00 

House  and  lot.  Pearl  Street,  Chelsea, 3,500  00 

Vacant  lots,  Winthrop 1^00  00 

Cash  received  as  follows :  — 

For  services  of  commissioners,  chief  engineer 
and  clerk  in  maintaining  Charles  River  Val- 
ley System, $550  00 

For  brick  bats, |305  05 

Less  teaming,     .        .        .        .        12  01 

293  04 

For  rent  of  house,  63  Pearl  Street,  Chelsea,     .    156  00 

For  blue  prints  and  table,         .  .        .        3  60         1,002  64 

$83,902  64 

There  are  numerous  necessary  plans,  drawings,  calculations  and 
studies  relating  to  the  work  to  which  no  stated  value  can  be 
assigned ;  also  between  forty  and  forty-one  miles  of  completed 
sewer. 

Liabilities. 
Salaries  due  engineers,  inspectors,  rodmen,  laborers,  and 

others, $6,667  55 

Due  for  labor  in  maintaining  Charles  River  Valley  System,  85  80 

Amounts  due  contractors  for  estimates  approved,       .        .        26,702  00 
Amounts  due  sundry  parties  for  cement  and  brick,    .        .  9,975  05 

Sundry  small  bills, 28,077  60 

$71,507  50 

There  are  also  various  amounts  due  contractors  upon  the  several 
sections  of  the  work  which  will  be  paid  on  succeeding  estimates, 
or  after  the  completion  of  their  contracts. 
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